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PREFACE. 


IT  is  now  many  years  since  the  initiative  of  the  City  and 
Guilds  of  London  Institute,  in  providing  an  examina- 
tion for  Mechanical  Engineers,  first  suggested  to  me  the 
desirability  of  writing  the  present  text-book.  In  preparing 
students  for  this  examination,  I  was  being  constantly  asked 
for  a  comprehensive  work  which  would  at  least  show  them 
the  general  lines  on  which  their  study,  as  engineer 
apprentices,  should  proceed  ;  and,  in  seeking  to  meet  their 
request,  I  had  to  consider  seriously  (i)  whether  the  whole 
theory  and  practice  of  Mechanical  Engineering,  or  even  a 
precis  of  it,  could  be  compressed  into  one  volume,  and  (2) 
whether  it  was  desirable  so  to  compress  it  That  this  work 
has  here  been  written  is  sufficient  evidence  of  my  own 
solution  of  the  above  questions — a  solution  which  has  been 
fully  confirmed  by  the  successful  use,  in  teaching  engineer 
:students,  of  my  chapters  during  the  years  of  their  prepara- 
tion. I  am  perfectly  aware  that  there  are  many  who  will 
object  to  any  attempt  to  convey  the  rationale  of  practical 
processes  by  description  on  paper ;  others  may  accuse  me 
of  '  cramming,*  by  attempting  to  condense  the  theories  of 
engineering  into  half  a  volume.  I  would  earnestly  ask  all 
these  gentlemen,  before  condemning  what  may  seem  to 
them  a  too  ambitious  undertaking,  to  first  consider  care- 
fully the  following  reasons  which  appeared  to  me  to 
support  my  decision : — (i)  The  saving  of  time  to  the 
student,  who  need  not  now  be  always  'beginning  at  the 
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beginning/  the  disadvantage  of  having  to  use  a  series  of 
small  text-books ;  (2)  saving  of  space,  reference  being 
made  when  necessary  to  previous  pages,  obviating  much 
needless  repetition  :  and  here  it  may  also  be  noticed  that 
in  a  single  volume,  embracing  so  vast  a  subject,  *  padding  * 
had  of  necessity  to  be  nil;  (3)  the  examples  of  great  and 
successful  writers — ^to  wit,  Rankine,  Ganot,  Deschanel,  and 
others ;  (4)  the  fact  that  practical  processes  are  now  con- 
stantly described,  with  good  result,  both  in  the  engineering 
journals  and  in  the  City  Guilds'  examination  answers. 

1  shall  now  explain  the  order  of  the  chapters  and  my 
reasons  for  their  arrangement. 

Part  I.  makes  the  tour  of  the  shops,  with  the  intention 
of  initiating  the  student  into  their  mysteries.  The  usual 
method  is  to  first  describe  the  tools,  after  that  the  general 
processes,  and  then  a  series  of  graduated  examples  of  their 
application.  A  separate  chapter  is  reserved  for  Machine 
Tools.  In  the  chapter  on  Fitting  and  Erecting,  I  found 
much  difficulty  in  selecting  suitable  examples,  the  work 
being  greatly  interwoven.  I  therefore  decided  on  the  plan 
of  describing  the  construction  of  a  horizontal  engine,  thus 
including  most  of  the  principal  difficulties.  Similarly,  in 
the  Boiler  chapter,  I  have  considered  in  detail  the  setting- 
out  and  building  of  a  Marine  Boiler.  I  am  conscious  that 
Part  I.  is  far  from  exhaustive,  but  the  general  method  of 
first  taking  the  castings  and  forgings,  and  then  following^ 
the  work  through  the  shops  to  its  completion,  seemed  the 
proper  course  to  pursue,  and  I  hope  will  be  endorsed. 

In  Part  II.  I  have  treated,  I  believe,  of  all  the  principal 
theories  and  investigations  required  by  the  engineering 
student.  Some  one  has  said  that,  when  designing,  the 
engineer  uses  about  one  part  of  calculation  to  six  of  judg- 
ment. No  amount  of  book  study  can  impart  the  latter 
most  necessary  quality :  nothing  but  years  of  drawing-office 
practice  can  effectively  supply  it ;  but  any  book  should  be 


Digitized  by 


Google 


Preface,  ix 

wel<;omed  which  attempts  to  lay  the  demon  of  *rule  of 
thumb/  the  autocrat  of  even  my  own  apprentice  days.  To 
encourage  exactitude  and  prevent  one  source  of  error  in 
the  application  of  forftiulae,  I  commence  with  a  *  synopsis 
of  lettering/  and  have  here  introduced  what  I  believe  to  be 
much  needed,  the  retention  of  a  certain  letter  wherever 
possible  solely  for  one  purpose.  Though  this  was  not 
always  entirely  practicable,  I  yet  venture  to  think  that 
some  improvement  has  been  effected.  It  is  unfortunate, 
for  example,  that  /stands  both  for  stress  and  acceleration  ; 
but  at  least  it  need  not  be  adopted  both  for  tons  and 
pounds.  I  have,  therefore,  employed  it  for  tons  only. 
Again,  velocity  per  minute  and  per  second  are  better 
separately  distinguished,  as  in  the  text,  by  the  letters 
V  and  V  respectively. 

While  never  introducing  mathematics  unnecessarily,  I 
have  stated  all  the  'steps'  that  space  permitted  in  such 
mathematics  as  haVe  been  introduced,  and  the  latter  will 
be  found  of  but  an  elementary  character,  involving  only 
simple  equations,  fractions,  and  the  use  of  tables  of  sines 
and  logarithms.  The  substitution  of  graphic  treatment  for 
the  higher  mathematics  in  many  cases  will,  I  think,  be 
appreciated  by  most  students. 

As  regards  the  order  of  Part  II.,  the  Strength  of 
Materials  without  doubt  comes  first,  to  be  followed  by 
Energy  and  Kinematics ;  these  all  assist  in  the  treatment 
of  Prime  Movers  worked  by  gases  or  liquids.  With  the 
knowledge  acquired  from  Part  I.  and  his  own  experience 
in  the  workshop,  supplemented  by  the  theory  of  Part  II., 
the  student  should  be  able  to  commence  the  study  of 
original  design,  for  he  is  now  in  acquaintance  both  with 
what  theory  directs  and  the  workshop  restricts. 

Regarding  illustrations,  I  commenced  with  the  intention 
of  admitting  no  highly-shaded  perspective  views,  which, 
showing  nothing  of  interior  parts,  are  only  calculated  to 
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confuse  the  student.  Elaborate  drawings,  of  course,  ne- 
cessitated great  labour  on  my  part,  as  well  as  considerable 
co-operation  from  makers  and  the  editors  of  engineering 
journals.  Such  aid  has  in  ever>''  case  been  afforded  most 
ungrudgingly,  and  in  many  cases  has  exceeded  my  most 
sanguine  hopes,  both  as  regards  drawings  and  matter. 
The  necessity  of  well-detailed,  modem  examples,  has 
always  been  present  to  me,  and  I  confidently  believe  that 
such  have  been  supplied.  In  connection  with  these,  I 
would  ask  the  reader  to  unite  with  me  in  thanking  the 
following  firms  and  gentlemen  who  have  so  kindly 
helped  : — 

Messrs.  the  Britannia  Company,  Colchester. 

„         George  Booth  &  Co.,  Halifax. 

„         Joshua  Buckton  &  Co.,  Leeds. 
Mr.  John  Cochrane,  Barrhead,  N.B. 
Mons.  Delamare-Deboutteville,  Rouen. 
Messrs.  the  East  Ferry  Road  Engineering  Works 

Companyj  Millwall. 
The  Editors  of  Engineering,  London. 
Messrs.  Greenwood  &  Batley,  Leeds. 

„         Andrew  Handyside  &  Co.,  Derby. 

„         Hulse  &  Co.,  Manchester. 

„         B.  &  S.  Massey,  Manchester. 

„         Priestman  Bros.,  Hull. 

„         David  RoUo  &  Sons,  Liverpool. 

„         Samuelson  &  Co.,  Banbury. 

„         Selig,  Sonnenthal  &  Co.,  London. 

„         James  Simpson  &  Co.,  Pimlico. 

„         Smith,  Beacock,  and  Tannett,  Leeds. 

„         Smith  &  Coventry,  Manchester. 

„        the  Sturtevant  Blower   Company,   Boston^ 
U.S.A.,  and  London. 

„         Tangyes  Limited,  Birmingham. 
Mr.  Ralph  H.  Tweddell,  Westminster. 
Sir  J.  Whitworth  &  Co.,  Manchester. 
Mr.  Wilson  Worsdell,  of  the  N.E.  Railway. 
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I  have  also  to  thank  my  assistants  at  the  Goldsmiths' 
Institnte,  Mr.  William  Ashton  and  Mr.  George  T.  White, 
for  much,  valuable  aid  in  the  correction  of  proofe,  and 
Mr.  R.  W»  Weekes  for  assistance  in  the  matter  of  electric 
transmission. 

In  conclusion,  it  is  my  sincere  wish  that  the  book  may 
prove  of  real  benefit  to  engineers  of  every  class.  In 
furtherance  of  this,  I  will  gladly  explain  any  portion  that 
may  seem  abstruse,  and  shall  be  greatly  obliged  by  having 
any  errors  pointed  out.  I  must  finally  state  that  I  do  not 
intend  the  work  to  be  merely  an  aid  to  any  particular 
examination,  but  I  have  introduced  whatever  seemed  to 
me  most  helpful  to  those  for  whom  it  has  been  prepared. 

Wilfrid  J.  Lineham. 

Goldsmith^  Institute^  New  Cross,  S.E. 
October,  1894. 


PREFACE  TO  THE   SECOND  EDITION. 

nPHE  demand  for  a  Second  Edition  of  this  book  oc- 
-"-  curring  so  soon,  the  First  Edition  having  been 
exhausted  within  a  few  months  of  publication,  I  have 
only  had  opportunity  to  make  the  usual  corrections,  and 
to  add  the  more  necessary  extensions  in  an  Appendix. 

Speaking  generally,  I  am  highly  gratified  at  the  re- 
ception which  has  been  accorded  to  the  work,  especially 
considering  the  imperfections  of  its  First  Edition,  and 
here  take  occaswn  to  sincerely  thank  correspondents  and 
reviewers  both  for  praise  and  for  help. 

As  there  has  been  some  little  misunderstanding  in  the 
reading  of  my  first  preface,  let  me  at  once  say  that  the 
only  examination  I  had  in  view  when  preparing  the  book 
was  that  which  is  the  best  examination  for  the  engineer, 
^his  actual  requirements  in  doing  the  world's  work.' 

Once  more  I  earnestly  solicit  corrections  and  sug- 
gestions, renewing  at  the  same  time  my  offer  to  explain 
any  difficult  portion.      ^  WlLFRlD  J.  LiNEHAM. 

Goldsmith^  Institute^  October,  1895. 
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PREFACE  TO   THE  THIRD   EDITION. 

TN  this  edition  some  corrections  and  considerable  addi- 
•^  tions  have  been  made,,  with  the  desire  pf  satisfactorily 
filling  gaps  and  keepingthework  abreast  of  modern  methods. 
The  drawing  and  description  of  Whitworth's  Fluid- 
Steel  process,  p.  790,  are  taken  from  the  proceedings  Of  the 
Inst  of  Civil  Engineers,  with  the  kind  permission  of  the 
Council,  and  of  Mr.  W.  H.  Greenwood,  M.I.C.E.,  the 
author.  I  am  similarly  indebted  to  the  Inst,  of  Mechanical 
Engineers  for  a  short  account  of  the  experiments  of  their* 
Research  Committee  on  Friction,  p.  870.  The  matter  on 
Graphical  Calculus  and  n^  Moments,  pp.  846-7  and  851-2, 
I  owe  to  Prof  Karl  Pearson,  F.R.S. ;  and  the  experiments 
on  Machine  Efficiency,  pp.  873-4,  on  High-speed  Friction,, 
p.  869,  and  on  Mechanical  Hysteresis,  p.  837,  were  made 
at  University  College,  London,  with  the  kind  assistance  and 
supervision  of  Prof  T.  Hudson  Beare,B.Sc.,  M.I.C.E.  The 
formulae  for  thick  cylinders,  applied  to  ordnance,  are  taken 
from  the  Gunnery  Manual;  and  the  investigation  of  Air- 
compression  Efficiency,  p.  880,  though  slightly  changed,  is- 
originally  due  to  Prof  W.  W.  F.  Pullen,  Wh.  Sc,  from 
whom  I  received  it.  The  drawing  and  description  of  Mr. 
J.  H.  Gibson's  Worm-wheel  Cutting  Machine,  p.  824,  I 
received  from  that  gentleman  ;  the  liquid-fuel  illustrations, 
on  p.  907,  from  Mr.  R.  Wallis,  Wh.Sc. ;  and  Mr.  W.  H. 
Pretty,  Wh.  Sc,  has  supplied  much  first-hand  workshop- 
information.  Others  have  kindly  corrected  errors  or  sug- 
gested improvements.  To  these,  and  to  all  the  before- 
mentioned  authorities,  I  tender  my  most  hearty  thanks. 

If  there  is  any  borrowed  matter   of  importance,   the- 
source   of  which    I   ought   to   have   stated,    I    shall    feel 
grateful  to  have  it  pointed  out  to  me. 
^  /^    '.L^  T   4-4  ,  Wilfrid  J.  Lineham. 

Goldsmith^  JnsHtute,  -' 

August,  1898. 

PREFACE   TO  THE  FOURTH    EDITION. 

'yniRTY-ONE   pages   have   been  added  in   the  form. 

^      of   a   Third    Appendix,   dealing   with    matter   that 

seemed  of  importance ;    and   the   whole   book  has   been. 
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carefully  re-read  and  corrected.  The  excellent  and 
ready  method  of  treating  redundant  members  given  on 
pp.  924-5  is  due  to  Mr.  Max  am  Ende,  though  obtained 
from  Prof.  PuUen's  work  on  Graphic  Methods,  ^nA  here 
further  simplified.  Other  sources  -  of  information  have 
been  acknowledged  in  the  text. 
GcldsmUk^  Institute,  WILFRID  J  LiNEHAM. 
January^  1900.        

PREFACE   TO  THE   FIFTH    EDITION. 

AN  OTHER  short  Appendix  has  been  added  to  bring 
"^*^  the  work  up  to  date,  and  the  general  text  has  been 
thoroughly  revised.  ^^^^^^^  j    LiNEHAM. 

Goldsmith^  Institute^ 
October y  1901 


PREFACE   TO  THE   SIXTH    EDITION. 

"T^HE  continued  progress  of  the  Science  of  Mechanical 
-■■  Engineering  necessitates  a  further  Appendix,  the 
fifth ;  for  a  book  of  this  kind  must  be  kept  up  to  date 
at  all  costs.  We  have  been  requested  to  publish  the 
Appendices  separately,  but  it  is  found  impossible  to  do 
this  without  loss ;  so  are  constrained  to  advise  readers  to 
transfer  their  early  editions  to  younger  students,  for  whom 
they  are  still  useful. 

We  have  sometimes  been  asked  to  divide  the  book 
into  separate  volumes,  but  are  just  as  often  urged  to  keep 
it  intact.  In  view  of  these  conflicting  requests,  it  appears 
•advisable  to  retain  the  present  form  of  a  self-contained 
manual,  the  want  of  which  was  the  original  reason  for 
writing  the  book. 

It  is  impossible  td  specialise  in  such  a  work.  The 
matter  can  only  be  taken  as  a  general  statement  of  science 
and  practice ;  and  types  only  can  be  used  as  examples. 
I  trust  that  specialists  will  consider  this  point  whenever 
they  are  apt  to  criticise  a  little  harshly  the  chosen  types. 

Lastly,  I  would  urge*readers  to  make  regular  use  of  the 
Appendices,  which  are  fully  connected  by  reference  notes 
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with   the  body  of  the  book  ;  and   I    have  once  more  to» 

express  my  gratitude  to  correspondents  and  contributors- 

for  their  continued  help.  ..,  -    - 

^  Wilfrid  J.  Lineham. 

Goldsmith^  Instituiey 

January.,  1903.  

PREFACE  TO   THE   SEVENTH    EDITION. 

T   HAVE  to  thank  the  following  firms  for  contributions 
^     to  the  Sixth  and  Seventh  Editions : — 
Messrs.  Bopp  &  Reuther,  Mannheim. 

„       Greenwood  &  Batley,  Leeds. 

„       Palfrey  man,  Liverpool. 

„       Alfred  Herbert,  Limited,  Coventry. 

„       Pf(^il  &  Co.,  London  (acting  for  J.  Reinecker  &  Co.). 

„        Fletcher,  Russell,  &  Co. 

„       Waygood  &  Otis,  London. 

GoldsnUth^  Institute,                           ^ILFRID  J.   LiNEHAM. 
Marchj  1904.  

PREFACE  TO  THE  E[GHTH  EDITION. 

'X'HIS  Edition  has  been  considerably  enlarged  in  order 
^      to  still  keep  the  book  fully  abreast  of  the  times;, 
and  the  following  firms  and  gentlemen  have  most  kindly 
assisted  me  with  matter  for  Appendix  VI. : — 
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Part  I. — Workshop  Practice. 


CHAPTER  I. 
CASTING   AND   MOULDING. 

Up  to  the  time  of  Watt,  and  even  later,  a  very  great  deal  of 
wood  was  used  in  engineering  structures,  even  to  the  extent  of 
steam  pipes,  but  as  fluid  pressures  became  higher,  other  materials 
were  sought,  and  cast  iron  was  the  first  to  recoromencl  itself. 

Cast   Iron  is  the  most  crude  form  of  the  metal,  and  is 
obtained  direct  from  the  blast  furnace  by  the  fusing  of  the  ore 
with  some  flux,  which  varies  according  to  the 
nature  of  the  particular  ore,  sometimes  requir- 
ing elay,  but  in  this  country  usually  lime.     The      ^^^^p'g, 
molten    iron  runs  down   into  channels   or  pigs 
and    is    then    called    pig  iron^   while    the    slag    is    withdrawn 
separately. 

Of  the  pig  iron  thus  formed  there  are  eight  commercial 
varieties,  according  to  the  quality  of  the  ore  and  the  blast  used  ; 
thus,  increase  of  blast  and  diminution  of  fuel  gives  a  whiter  iron. 

J   7  I  ^Vhite    (silvery,     hard,    and     strong),    for    conversion 
E  6  I  into  wrought  iron. 

I  5^ 

u  4     Mottled.     Strong  foundry  iron. 

i  ^\ 

3   2  >  Grey  (soft  and  weak)  for  ornamental  castings. 

B 
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2  Composition  of  Cast  Iron. 

Most  of  the  impurities  disappear  in  the  blast  furnace,  but 
carbon  is  absorbed  from  the  coke  fuel,  and  the  presence  of  this 
carbon,  mechanically  mixed  in  the  form  of  graphite,  makes  the 
iron  more  liquid  when  molten,  but  at  the  same  time  produces 
weakness  in  the  casting.  There  is  never  more  than  ^^t,  per  cent, 
of  uncombined  carbon,  while  in  the  white  iron  there  is  almost 
none,  it  being  chemically  combined,  and  then  actually  increases 
the  strength  of  the  iron. 

Table  showing  chemical  composition  of  the  three  principal 
varieties  of  pig  iron,  in  percentages : — 

Gr«y.  Mottled.  White. 

Iron 90*24  X9-3  89*86 

Carbbn  (combined)    1*02  179  2*46 

Graphite  (uncombined) 2*64  rii  -87 

Silicon 3*o6  2*17  i-i2 

Sulphur  1*14  1*48  252 

Phosphorus     '93  1-17  -91 

Manganese '83                  i'6  272 


99*86  98*62  100*46 

The  Cupola. — The  pig  iron  is  re-melted  in  the  foundry  in  a 
kind  of  small  blast  furnace  called  a  Cupola.  The  cupola  is  re-lit 
every  day  (and  is  therefore  not  so  economical  as  a  blast  furnace, 
where  the  fire  is  never  allowed  to  die  out),*  but  this  cannot  be 
avoided  on  account  of  the  intermittent  demand  made  upon  it. 

Fig.  I  is  such  a  cupola,  where  the  pigs  and  coke  are  raised  by 
the  lift  H  L,  hydraulic  or  otherwise,  together  with  the  man,  who, 
after  breaking  each  pig  in  three,  puts  them  all  in  at  the  door  d, 
charging  as  follows : — First,  7  cwts.  of  coke,  next  i  ton  of  iron  ; 
then,  alternately,  2  cwts.  of  coke  and  1  ton  of  iron,  until  the 
cupola  is  filled  to  d.  The  blast  enters  at  w,  and  the  mouth  m  is 
stopped  with  luting  clay.  When  all  the  iron  is  melted  m  is  tapped, 
and  the  metal  taken  away  in  ladles  to  the  moulds. 

During  re-melting  the  iron  is  again  apt  to  absorb  impurities 
from  the  fuel,  such  as  oxides  and  silicates,  the  latter  especially 
producing  more  brittle  material,  and  rendering  the  iron  cold-short, 
that  is,  easily  snapped  when  cold.  Formerly,  re-melting  was 
believed  to  be  an  improvement,  and  founders  were  advised  to 

*  One  blast  furnace  in  the  North  of  England,  known  to  the  writerj  burned 
for  over  twelve  years  incessantly,  and  was  then  only  blown  out  for  repairs. 
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The  Cupola, 


£f2£L 


melt  again  and  again, 
even  to  twelve  or  thir- 
teen times,  but  this 
has  now  been  demon- 
strated to  be  a  fallacy 
{See p.  TT^  and loi  i.) 
To  obtain  a  very 
tough  casting,  such 
as  an  hydraulic  cy- 
linder, wrought  iron 
turnings  are  son>e- 
times  mixed  with  the 
pig  in  the  cupola. 

Moulding.^We 
will     now     consider 
how  the  moulder 
forms  his  casting  into 
any    desired    shape. 
To  do  this  it  is  ne- 
cessary in  most  cases 
to  make   a   wooden 
pattern    which   shall 
be  the  counterpart  of 
the  casting  required ; 
for  several  reasons  we 
shall    see,    however, 
that  the  pattern  will 
not  always  be  exactly 
similar  to  the  casting. 
But  more  of  this  as 
we  advance. 

The  pattern  is 
impressed  in  sand 
contained  in  two 
moulding  boxes,  or 
flasks,  about  half  the 
pattern  in  one  box, 
and  half  in  the  other; 


Digitized  by 


Google 


Various  Methods  of  Moulding. 


PIPE-BEND 
BOX 


COA/fMO/V    r wo- PART   BOX  JFXQ-  2. 

these  are  sketched  at  Fig.  2.  The  boxes  are  light  castings,  ribbed 
across  as  shewn,  alldwing  space  for  the  escape  of  gas  from  the 
molten  metal.     {See  Appendix  IL,  p,  781.) 

*  Sand  used  in  moulding  is  of  two  kinds,  green  sand  and  loam . 
Green  sand  is  obtained  from  the  chalk  or  coal  measures,  that 
of  the  London  basin  being  among  the  best.  Green  sand  should 
contain  a  large  percentage  of  silica  to  give  porosity,  together  with 
a  very  little  magnesia  and  alumina  for  binding  purposes.  The 
lining  of  Bessemer  converters  has  about  85  per  cent,  of  silica  in  its 
composition,  while  many  moulders  prefer  to  have  as  much  as  93  or 
96  per  cent,  of  silica,  leaving  only  4  or  7  per  cent,  of  other  substances. 
The  sand  should  not  burn  on  setting,  or  it  will  stick  too  much  when 
wetted  for  use  again,  and,  while  cohesion  is  necessary,  it  should  at 
the  same  time  be  porous  enough  to  allow  for  the  passage  of  air, 
though  not  so  much  as  to  permit  of  any  molten  metal  entering  it. 

Loam  is  a  mixture  of  clay  (ferruginous  or  calcareous*)  with  a 
considerable  amount  of  rock  sand  (abraded  rock).  It  is  ground 
in  a  mortar-mill  and  mixed  with  powdered  charcoal,  horse  dung, 
cow  hair,  chaff,  &c,  to  give  it  binding  power  and  porosity. 

Besides  the  above.  Cores  require  a  mixture  of  rock  sand  and 
sea  sand  (the  latter  for'  porosity),  and  Parting  Sand,  for  the  use 
implied  by  its  name,  consists  of  finely  powdered  blast-furnace 
cinder,  brickdust,  or  fine  dust  from  castings;   all  perfectly  dry. 

Moulding  is  practised  by  three  different  methods :  Green 
Sandy  Dry  Sand,   and  Loam  Moulding, 

*  With  iron  or  lime  respectively. 
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In  green  and  dry  sand  moulding,  patterns  are  generally  used ; 
but  in  loam  moulding,  which  is  only  employed  for  objects  of 
regular  form,  the  mould  is  struck  out  by  means  of  a  template, 
and  built  up  by  the  moulder  himself. 

Green  Sand  is  the  geological  name  of  a  sand  of  very  fine 
texture.  It  appears  black  in  the  foundry  because  it  is  mixed  with 
a  proportion  of  coal  and  charcoal  dust ;  it  is  damped  each  time 
^hat  it  is  used.  This  is  the  most  general  method  of  moulding, 
with  castings  not  likely  to  warp  too  much  by  the  more  rapid 
cooling.      (See  Appendix  IL^p.  779-) 

Dry  Sand  is  a  mixture  of  old  loam  with  an  addition  of 
rock  sand.  It  is  so  called  because,  after  the  pattern  is  moulded, 
the  sand  is  dried  by  means  of  fires  hung  in  pans  or  trays  over 
the  moulds.  It  is  firmer  and  more  suitable  for  the  support  of 
long  castings,  such  as  pipes,  columns,  and  large  fly-wheels  than 
green  sand  is,  and  will  produce  finer  castings,  with  less  fear 
of  pieces  of  sand  being  torn  away  by  the 
flow  of  the  metal.  If  pipes  are  moulded 
in  green  sand,  the  tendency  is  to  uneven 
thickness  in  the  castings,  through  sagging 
of  the  sand. 

Loam  Moulding,  as  we  have  said, 
does  not  require  a  pattern,  the  mould 
being  struck  in  the  pasty  loam  (the  latter 
being  mixed  with  water)  by  means  of  a 
rotating  or  sliding  template,  called  a 
striking-board.  Thus  the  core  of  a  large 
cylinder  is  built  up  in  brickwork,  and  then 
covered  with  a  layer  of  loam,  which  is 
smoothed  by  a  rotating  striking -board 
(see  Fig.  3),  much  as  a  plasterer  would  work  the  cornice  of  a 
house  ceiling.  Cubical  moulds,  such  as  those  for  Condensers, 
may  also  be  worked  in  loam. 

The  simplest  moulding  done  in  greeri  sand  is  called  Open 
Sand  Moulding,  and  consists  in  laying  the  pattern  in  the  sand 
on  the  foundry  floor,  withdrawing,  and  then  pouring  in  the  metal, 
a  cover  not  being  used.  This  is  the  method  employed  tor  such 
common  objects  as  moulding  boxes  (see  Fig.  4). 
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A  Cattle  Trough. — Our  next  example  of  moulding  is  an 
ordinary  cattle  trough,  and  here  two  boxes  are  used  to  hold  the 
sand.  The  pattern  may  be  of  wood  in  the  first  instance,  and  of 
the  same  shape  as  the  finished  castmg.  It  is  placed  in  the 
bottom  box,  as  in  Figs.  5  and  6,  and  sand  is  filled  in  to  the  line  p  p, 
which  is  the  parting.  This  partinj?  is  smoothed  off,  a  dusting  of 
parting  sand  applied,  and,  the  top  box  being  put  on  and  fastened 
down,  the  whole  is  filled  with  sand  and  rammed  well  together. 
The  top  box  must  now  be  removed  and  the  pattern  taken  away, 
a  slight  rapping  being  given  to  effect  its  detachment  from  the 
sand,  while  the  latter  is  dusted  with  Blackening,  which  is  oak 
charcoal  dust.  But  first,  to  make  the  blackening  adhere,  pease- 
meal  is  sprinkled  on  the  mould,  absorbing  the  damp  of  the  sand 
and  thus  becoming  a  pasty  layer.  The  object  of  the  blackening 
is  this:  If  the  metal  were  to  touch  the  side  of  the  mould  it  would 
enter  into  the  sand  surface,  and  thus  produce  a  rough  casting. 
This  is  allowable  in  moulding  boxes,  where  roughness  is  a  decided 
advantage,  but  where  a  smooth  casting  is  desired,  blackening  is 
needed,  as  it  ignites  on  being  touched  by  the  metal,  and  so  forms 
a  film  of  gas  between  it  and  the  mould,  a  clean  casting  being  the 
result.     (See  pp.  747  and  1012.) 

Gates. —The  mould  having  been  sleeked  and  finished,  and 
any  little  break  in  the  sand  mended,  the  gates  have  now  to  be 
made  for  the  entrance  of  the  metal.  Tapering  plugs  of  wood  are 
usually  left  in. the  sand  for  that  purpose,  and  these  are  now  removed. 

The  more  shallow  the  casting,  the  more  gates  are  used  ;  as 
many  even  as  four. 

Vent  Holes  are  made  in  the  more  solid  parts  of  the  sand 
(but  not  to  touch  the  surface  of  the  mould)  to  facilitate  the 
passage  of  air  from  the  latter. 

The  moulders,  being  provided  with  molten  iron,  taken  from 
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the  cupola  in  ladles,  as  already  described,  pour  it  simultaneously 


into  the   gates    of   the  mould, 


and  the  sand  being  afterwards 
broken  away,  reveals  the  cast- 
ing, which  has  filled  the  matrix 
left  by  the  pattern. 

As  regards  the  proper  posi- 
tion in  which  to  lay  the  pattern, 
a  little  thought  is  necessary,  but 
as  a  general  rule  the  most  im- 
im porta nt  part  of  the  casting 
should  be  upward,  that  being 
the  part  to  which  the  scum  and 
impurities  rise.  If  possible,  the. 
scum  should  be  entirely  re- 
moved from  the  nmuld  itself, 
being  allowed  to  fill  a  large 
gate  or  projection.  This  is 
especially  done  in  the  case  of 
steam  cylinders,  where  purity 
is  a  necessity,  (iates  should  be 
as  central  as  j)ossible,  and  have 
their  mouths  a  little  higher  than 
the  mould,  but  they  should,  as 
a  rule,  enter  the  latter  low  down, 
particularly. in  deep  castings,  in 
order  that  the  air  may  be  made 
to  pass  out  at  the  vent  holes ; 
but  much  judgment  has  to  be 
exercised ;  and  in  most  cases 
they  should  be  placed  a  little  on 
one  side,  namely,  not  to  enter 
on  the  top  surface,  otherwise 
the  corners  of  the  sand  may  be 
knocked  off  by  the  force  of  the 
flow ;   and   finally,   they  should 

be  put  where  shrinkage  is  likely  to  occur,  that  they  may  tend  to 

fill  up  any  shrinking  portion. 

Our  next  example  shall  be  a  Hand  Wheel  for  p  large  stop 
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valve.  The  pattern  here  will  be  of  the  same  shape  as  the  finished 
casting,  excepting  the  square  holes  in  tly  centre,  which  we  will 
suppose  to  be  cast  in,  to  be  afterwards  dressed  up  with  a  rough 
file.  Square  core  prints  of  any  convenient  length  are  put  on  either 
side  of  the  boxes,  and  of  a  diameter  equal  to  the  hole  to  be  cast, 
allowing  a  small  amount  for  cleaning  up  (see  pattern.  Fig.  7). 

A  core  box  is  now  to  be  made,  which  is  shown  in  Fig.  8,  and 
consists  of  two  blocks  of  wood,  hollowed  out  in  such  a  way  as  to 
represent  the  square  hole  required,  and  of  a  length  equal  to  that 
across  the  core  prints  from  end  to  end.  The  pattern  is  next 
placed  in  the  sand,  as  drawn  in  Fig.  9,  and  parting  made,  then 
rammed  up,  with  gate  at  g,  and  vents  here  and  there.  Core  sand 
mixed  with  water  is  put  in  the  core  box  (which  fits  together  by 
means  of  the  pegs  pp),  smoothed  off,  removed,  and  placed  in  the 
core  stove  to  dry.  The  mould  is  finished  and  blackened,  and 
the  core  treated  with  bla^k  wash,  which  is  charcoal  dust  mixed 
with  clay  water,  and  used  tor  the  same  purpose  as  blackening. 
The  core  being  put  in  place,  as  shown  in  Fig.  9,  everything  is 
ready  for  the  reception  of  the  metal. 

We  shall  now  take  the  moulding  of  a  Chain  Pulley,  by  a 
very  ingenious  method.     Fig.  i  o  represents  the  pattern,  with  core 
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prints  for  the  centre  hole,  and  divided  in  halves  by  a  horizontal 
plane.  In  all  other  respects  it  is  the  counterpart  of  the  casting. 
The  operation  is  as  follows:  referring  to  Fig.  ii,  we  must  first 
lay  the  bottom  half  of  the  pattern  in  the  bottom  box,  and  make 
the  parting  b  b  \  next  put  in  the  top  half  of  pattern,  and  make  the 
parting  //;  lastly,  fill  up  the  box,  and  ram  well  toL,ether.  The 
pattern  has  now  to  be  drawn  out,  and  this  is  done  by  first  lifting 
off  top  box,  taking  away  the  top  half  of  pattern,  and  returning  top 
box.  Now,  on  turning  the  whole  upside  down,  the  bottom  half 
of  pattern  becomes  the  top,  and  may  be  similarly  released.  The 
ring  of  sand  m,  it  will  be  noticed,  has  all  this  time  remained 
resting  on  that  half  which  happened  to  be  nt  the  bottom.  .  It 
is  only  necessary  to  make  the  core  as  in  last  example,  put  it  in 
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place  by  removing  top  box,  form  gates  and  vents,  and  complete 
casting. 

A  Worm  Wheel  may  have  a  pattern  made  in  halves,  and  be 
moulded  in  an  exactly  similar  manner  (see  Fig.  12) ;  the  teeth  on 


the  pattern  being  formed  so  as  10  gear  with  a  wrought  iron 
worm  which  has  been  previously  turned,  the  worm  and  wl^eel 
pattern  being  rigged  up  on  two  axles  to  imitate  their  condition 
when  in  actual  work.  In  withdrawing  the  pattern  from  the  sind 
a  slight  screw  motion  must  he  given  to  allow  for  the  angle  of  the 
teeth. 

Moulding  boxes  are  entirely  or  to  some  extent  dispensed  with, 
and  the  floor  of  the  foundry  used  for  the  reception  of  the  pattern 
wherever  convenient ;  and  then,  except  in  such  cases  as  that 
shewn  in  Fig.  4,  a  cope  or  slab  of  sand  is  used,  contained  in  a 
box,  to  cover  the  impression.  E.xamples  of  this  kind  of  moulding, 
with  more  or  less  complicated  copes,  will  now  be  treated. 

Fig.  13  is  the  plan  of  a  Drilling  Machine  Table.  The 
pattern  is  of  the  same  shai)e,  with  the  exception  of  core  prints 
necessary  for  the  slot  holes.  \  core  box  is  required  for  these 
holes,  and  the  whole  is  moulded  face  dowji,  an  extra  piece  being 
left  in  the  casting  at  top,  if  thought  necessary,  to  allow  for  scum. 
Instead  of  the  bottom  box  the  floor  might  have  been  used,  if 
previously  well  vented  with  coke. 

Perhaps  the  most  ready  way  to  mould  the  Cylinder  Cover 
shewn  in  Figs.  15  and  16  is  to  use  three  boxes  (or  what  really  comes 
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.to  the  same  thing,  two  boxes  and  the  foundry  floor),  and  make  the 
flange  a  loose  on  the  pattern.  On  taking  off"  the  top  box,  this 
flange  may  be  withdrawn,  while  on  replacing  the  top  box,  and  lifting 
it  and  the  bottom  box  together,  the  main  pattern  may  then  be 
removed  The  core  for  the  centre  is  inserted  in  the  usual  way, 
and  the  casting  made  in  the  position  shown.  The  stakes  s  s  fix  the 
position  of  the  boxes  with  regard  to  the  floor.  {See  App,  lL,p.  781.) 

Casting  on. — Sometimes  it  is  necessary  to  attach  cast  iron 
to  wrought  iron  in  the  mould  itself,  and  so  do  away  with  the 
expense  of  bolts.  Casting  on  is  the  term  adopted  for  the  opera- 
tion resorted  to. 

As  an  example,  we  will  take  the  traction  engine  Road 
Wheel,  shown  in  section.  Fig.  17. 

^  A  core  box  is  made  as  in  Fig.  18,  consisting  of  a  slab  of 
wood  A,  with  the  boss  b  fastened  to  it,  and  of  a  hollow  cylinder 
of  wood  c  to  contain  the  core  sand.  Two  cores  are  thus  formed 
and  baked  in  the  stove.  A  second  core  box  is  required,  shown 
in  Fig.  19,  consisting,  as  before,  of  a  hollow  box  to  hold  the  core, 
and  of  the  bosses  dd  in  two  parts,  to  make  the  impression  for 
the  central  part  of  the  wheel  nave.  As  the  line  x  in  Fig.  18 
corresponds  to  line  X  on  Fig.  19,  it  will  be  seen  that  the  prints 
pp  in  Fig.  18  will  leave, spaces  for  the  reception  .of  the  spokes. 

It  is  only  necessary  to  fix  the  spokes  loosely  in  place  by  bolts  to 
wheel-rim,  at  the  same  time  laying  them  in  the  spaces  left  for  them 
in  the   cores ;   build  up  according  to 

Fig-  20 ;  add  a  central  core,  e,  made    [^  '^'^^         '  '^ 

in  ordinary  core  box ;  make  gates,  and    If 
cast.      The     spokes     are     afterwards 


riveted  on  wheel  rim,  and  have  the  shape  shewn  in  Fig.  21. 
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Loam  Moulding. — We  shall  now  proceed  to  consider  the 
moulding  of  such  objects  as  may  be  done  wholly  or  partly  in 
loam  by  striking  (or  strickling),  and  first  we  will  take  an  ordinary 
Gas  Pipe  Main,  with  spigot  and  faucet,  the  former  being  the 
smaller  end  of  the  pipe,  whix:h  fits  loosely  into  the  faucet  or  larger 
end  of  the  next  pipe,  see  Fig.  22,  which  represents  the  finished 
pipe  in  section.     To  mould  the  outer  envelope,  we  may  either 


t>;':y.y////////w///r;v;.'//,7/w//.v..vv,  <r7fVr.vAy:v.Yv^ 


have  a  wooden  pattern  with  the  core  prints  at  the  ends,  or  may 
strike  out  a  loam  pattern  from  a  board.  Assuming  the  latter 
method,  we  need  first  a  pair  of  trestles,  Fig.  23,  on  which  is 
placed  aTiollow  cast  iron  cylinder  with  journals  at  the  ends,  and 
pierced  with  holes  along  its  length  for  tlie  venting  of  the  core. 

Round  this  cylinder  straw  rope  is  tightly  coiled,  after  which  a 
layer  of  loam  is  laid  on.  The  loam  being  dry,  a  second  coating 
is  applied,  and  this  time,  as  the  handle  is  turned,  the  shape  of 
the  core  is  struck  out  by  means  of  a  board  b  secured  to  the  trestles. 
The  core  /»  being  dried  in  the  stove,  is  blackwashed,  and  then 
covered  with  another  layer  of  loam  to  be  struck  out  by  the  second 
board  a,  and  so  the  loam  pattern  is  formed.  Being  again  dried, 
an  impression  is  made  in  the  mould,  after  which,  the  last  applied 
loam,  or  thickness  piece,  is  removed,  the  blackwash  facilitating  this, 
and  the  internal  core  f>  being  returned  to  its  proper  place  in  the 
mould  (see  Fig.  24),  gate  is  riiade,  and  casting  performed  as  usual. 

It  is  advisable  to  cast  these  pipes  either  vertically,  or  on  an 
incline,  so  that  the  metal  may  flow^  more  easily  and  bring  the 
scum  to  the  end,  and  if  they  are  very  long,  dry  sand  should  be 
used  in  the  boxes  instead  of  green  sand,  for  reasons  previously 
stated.  After  the  metal  is  poured,  the  escaping  gas  is  lit  at 
either  end  of  the  pipe.     {See  Appendix  //.,  p.  782.) 

Fig.  25  represents  the  moulding  of  a  Bend  for  the  pipe  in  last 
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example.   To  mould  it  we  may  either         ^ 
have  a  coniplete  pattern  and  core       ^' 
box,  when  it  would  be  done  in  - 

green   sand,  and    needs    no 
further  explanation ;  or  it 
may  be  worked  in  loam 
by  the  aid  of  tem- 
plates.    For  the 
latter  method  we 
may   proceed    in 
the  following  man  ner : 

Take  an  iron  plate, 
Fig.  25,  and  on  it  fasten 
the   bent  wire  a  of  square 
section   as    a    guide    for   the 
template  *b.     Loam    being    laid, 
it    is    traced    out    by     b,     which 
gives  it  the  form    of  the    internal 
surface.     The  length  of  the  bend  is 
carefully  measured    off   at   c   and  d, 
care   being    taken    to   hUow    an    extra 
piece  at  d  to  support  the  core,  whilt  at  c 
is  applied  the  core  box,  e^  giving  the  sha|ic 
of  the  internal  faucet ;  the  core  is  then  care- 
fully  dried  and  blackwashed.    Now  aj>|>l)'  mure 
loam  and  trace  out  by  means    of  the    larger 
template  G,  which  givQs  ihe  mi  ^■s^■^rv  ihirknt  <;!^, 
while  the  faucet  is   supplied   by  the  impression  b 

of  the  core  box  h,  and  the  spigot  by  that  of  j.     The  added  p 

thickness  is  shown  by  the  dotted  lines.     Drying  and  black-  \ 

washing  are  again  performed.  Lastly,  cover  the  whole  plate 
with  loam,  which,  as  it  is  required  to  be  lifted  off  entire,  must 
be  well  stayed  with  cross  and  longitudinal  wires  tied  together 
by  ^sniall  wire.  A  wire  should  also  stiffen  the  internal  cores. 
(The  whole  of  the  foregoing  is  repeated  opposite  hand,  on  the 
Dlate  F,  the  same  bent  wire  being  used.) 

The   solid    block    of  loam    thus   formed   on  either  board  is 
taken  off,  dried  and  blackwashed,  and  now  all  is  ready  for  putting 
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together  to  form  the  mould,  with  the  exception  of  the  thickness 
layer  on  the  internal  core,  which  must  first  be  removed,  and  the 
two  half  cores  token  off  the  plate  and  put  back  to  back,  thus 
forming  a  complete  central  core.  The  whole  mould  is  shewn 
at  Fig.  26,  the  bent  part  of  the  core  being  supported  by  a  chaplet 
given  in  detail  at  K  ;  being  a  bent,  tinned,  plate. 

It  must  be  quite  understood  that  if  many  castings  are  required, 
the  above  operation  would  not  be  performed,  as  a  pattern  would 
give  more  expeditious  results. 
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A  slightly  different,  but  more  usual  way  of  moulding  a  pipe 
bend,  is  to  cast  two  plates,  as  at  l,  Fig.  2  6a,  from  a  wooden 
pattern  of  the  shape  of  the  pipe,  a  little  margin  being  left  at  each 
side,  the  figure  being  for  a  pipe  having  flanges  at  the  ends.  The 
template  takes  the  form  m,  and  has  a  few  nails  driven  in  at  «,  to 
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prevent  considerable  wear  as  it  travels  along  the  plate.  The 
internal  core  is  shown  struck  on  the  plate,  and  the  opposite  hand 
ha\'ing  been  made,  these  two  are  dried  and  laid  aside.     A  larger 
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template  strikes  out  the  patterns,  right  and  left  hand  (the  wooden 
discs  N  serving  as  flanges),  and  these  being  dried,  it  is  clear  that 
we  now  have  two  half  loam  patterns  and  two  half  cores  ;  the 
iT^oulding,  therefore,  may  take  place  in  green  sand  in  the  usual 
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way.  A  few  sprigs  or  brads  in  the  flanges  n  serve  to  fasten  the 
latter  to  the  pattern. 

The  mould  for  a  Large  Steam  Cylinder  is  usually  made 
entirely  in  loam,  and  this  operation  we  will  now  examine. 

Fig.  27  represents  the  casting  in  longitudinal  section,  elevation, 
and  in  plan.  The  valve  box  is  made  separately,  as  is  sometimes 
done  with  these  large  cylinders,  but  in  any  case,  no  further 
explanation  is  needed  beyond  that  previously  given,  as  a  pattern 
would  be  made  for  it.  The  body  of  the  cylinder  would  be  swept 
out  entirely  by  template  boards,  but  special  projections,  such  as 
steam  ports  and  exhaust  flange,  would  require  core  boxes  and 
patterns. 

An  iron  plate  a.  Fig  27^7,  is  laid  on  the  foundry  floor  to 
support  the  structure,  and  a  centre  b  is  sunk  beneath  the  ground- 
line,  an  upright  spindle  c  being  taken  of  sufficient  length,  and 
supported  at  the  top  by  means  of  an  arm  d  standing  out  either 
from  the  wall  or  from  a  crane  pillar;  all  is  now  ready  to 
begin.       ^ 

A  base  of  loam  is  swept  out  by  the  board  e,  shown  in  dotted 
lines,  and  representing  the  bottom  of  the  cylinder  flange  ;  this  is 
dried  and  blackwashed,  a  flat  ring  d  being  then  laid  as  a  foundation 
for  the  core  structure. 

Taking  board  e  away,  another  {e)  is  used  to  strike  out  the 
lower  cylinder  flange  /,  which  is  necessary  as  a  support  to  help 
plate  d. 

The  loam /being  dried  and  blackwashed,  the  external  core  of 
the  cylinder  is  next  formed,  because  it  is  necessary  to  remove  it 
for  the  formation  of  the  internal  core,  and  the  latter,  being  in  one 
piece  and  cumbrous,  is  made  separately.  '1  he  board  f  is  now 
used  to  strike  the  outer  form,  the  central  projection  being  for  the 
exhaust  port,  and  an  opening  must  be  allowed  at  g,  the  full  lengih 
of  the  cylinder  (see  Fig.  29)  for  the  reception  of  the  port  cores  on 
one  side,  and  which  may  be  traced  out  by  a  template  board,  while 
a  similar  opening  g,  of  the  depth  k  j,  must  be  loft  on  the  opposite 
side  for  the  exhaust  flange  core.  It  will  be  noticed  that  this  outer 
mould  requires,  for  building,  the  aid  of  annular  plates  at  h  j  k  l  m, 
for  the  support  of  difl'erent  pieces  of  the  structure.  These  plates 
do  not  go  entirely  round,  being  prevented  by  the  ports  at  o,  and 
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they  now  enable  us  to  remove  this  outer  portion  in  separate  pieces 
to  a  safe  place  to  dry,  and  allow  us  also  to  build  up  the  internal 
core.  Thus  plate  k  may  be  lifted  by  crane,  removing  the  upper 
portion  first;  next  j  and  d.  Discarding  the  loam  plate y^  which 
is  no  longer  needed,  our  next  proceeding  is  to  take  the  board  n, 
Fig.  28,  having  built  up  the  core  loosely  with  bricks,  vented  at  the 
joints  with  coke  powder,  and  strike  out  loam  to  represent  the  in- 
ternal surface  of  the  cylinder ;  this  is  dried  in  place  by  open  fires 
and  blackwashed.  The  projecting  portions  only  now  remain, 
which,  as  we  have  said,  must  be  made  from  core  boxes.  Fig.  30 
represents  the  box  for  the  outer  contour  of  the  steam  ports,  and  a 
core  is  formed  by  laying  it  on  a  flat  plate  and  filling  up  with  loam. 
The  parts  a  a,  of  the  core  box  should  be  noticed  :  sides  b  b^  can 
be  easily  taken  away,  but  in  order  to  draw  away  the  centre  ^,  the 
flanges  must  be  dovetailed  to  c  in  such  a  manner  that  they  may 
be  left  behind  on  withdrawal  of  the  box. 

This  may  be  understood  on  reference  to  a,  which  shews  one 
oi  ihesQ  loose  pieces.  They  may  afterwards 'be  taken  away  in  the 
direction  of  the  arrows.  The  box  and  core  for  the  steam  ports 
are  shown  in  Fig.  31,  and  need  no  explanation. 

The  inside  core  for  exhaust  port,  being  circular,  is  struck  out 
on  a  separate  plate  by  board  (Fig.  32),  box  p  being  required  to 
give  the  projection  on  the  steam  side,  and  q  for  that  on  the 
exhaust  side.  There  is  left  the  exhaust  flange,  which  may  be 
formed  from  the  box  in  Fig.  33,  the  flange  itself  being  loose  on 
the  pattern  to  enable  the  core  to  be  withdrawn,  the  latter  being 
made  on  a  plate  similarly  to  Fig.  30. 

s  s  are  patterns  for  the  web  at  top  and  bottom  of  the  cylinder, 
which,  having  been  built  into  the  core  at  Fig.  27*7,  may  now  be 
removed. 

Finally,  all  may  be  put  together  to  form  the  mould,  in  the 
manner  drawn  in  Fig.  34,  beginning  at  the  bottom  and  putting 
the  different  cores  in  their  places  as  we  proceed ;  chaplets  being 
required  to  support  the  annular  exhaust  core.  Gates  are  next 
made,  which  had  better  enter  the  mould  somewhat  low  down,  in 
order  to  have  some  head  of  metal  at  that  point.  The  object  of 
this  is  to  prevent  air  bubbles  in  the  casting,  by  means  of  the 
weight  of  in-pouring  metal,  whatever  air  there  may  be  in  the 
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mould  being  thus  forced  upward,  where  it  escapes  at  holes  there 
provided,  termed  risers.  The  mouth  of  the  pouring  gate  should 
of  course  be  a  little  higher  than  the  top  of  the  cylinder.  Venting 
is  rarely  necessary  in  loam  mouldmg,  except  for  such  pieces  as  the 
long  S  cores.    Piece  r,  Fig.  34,  is  left  for  the  purpose  of  receiving 
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the  scum,  in  order  to  leave  the  casting  sound.  Wherever  the 
molten  metal  is  to  touch  the  iron  plates  the  latter  should  be 
washed  with  loam. 

Foundry  Pits. — It  should  be  understood  that  the  floor  we 
have  spoken  of  in  the  last  example  is  not  strictly  the  foundry 
floor,  but  that  of  a  pit  deep  enough  to  hold  the  whole  mould. 
Important  castings  like  the  one  last  considered,  and  especially 
upright  ones,  are  always  thus  treated,  and  after  the  mould  has 
been  finished  the  space  left  in  the  pit  is  filled  in  and  rammed  so 
as  to  bed  the  mould  tightly  against  the  sides  of  the  pit,  and  thus 
resist  the  pressure  of  the  metal  on  casting. 

A  Screw  Propeller  can  be  best  moulded  in  loam,  a  pattern 
being  provided  for  the  centre  boss.  Referring  to  Fig.  35,  a  board 
A  centred  on  the  vertical  spindle,  and  balanced  by  means  of  a 
small  weight,  is  revolved  so  as  to  travel  along  the  incline  b  c, 
which  is  only  a  template  curved  so  as  to  have  d  as  its  centre,  and 
forming  part  of  a  screw  of  the  same  pitch  as  the  propeller.  It  is 
very  clear  then,  that  by  backing  up  the  surface  b  c  with  loam,  we 
shall  obtain  a  screw  surface  the  same  as  that  of  the  propeller  blade 
required.  The  next  thing  is  to  mark  out  the  shape  of  the  blade, 
shewn  in  dotted  lines.  On  the  blade  thus  marked  out,  dried  and 
blackwashed,  we  now  lay  strips  of  wood,  as  shewn  at  ^,  Fig.  36, 
representing  the  thickness  of  the  propeller  blade,  and  the  surface 
is  then  covered  with  loam  up  to  this  thickness,  smoothed  off",  and 
again  dried  and  blackwashed.  Now  completely  cover  with  loam, 
and  so  form  top  mould,  which  in  its  turn  is  taken  away  and  dried. 
The  thickness  piece  being  removed,  the  blade  is  completely 
moulded,  and  this  may  be  repeated  for  the  other  blades.  Setting 
all  the  lower  moulds  then  in  position  on  the  floor,  the  bottom  half 
of  boss  pattern  is  applied  (Fig,  37),  and,  being  filled  round  with 
dry  sand  at  ee,  the  top  half  is  treated  similarly.  •  Lastly,  the 
mould  is  completed  by  the  addition  of  a  core  for  the  central  hole, 
and  of  the  top  box,  and  the  whole  has  the  appearance  of  Fig.  38. 

A  large  Fly-wheel  may  be  moulded  without  the  necessity 
of  making  a  pattern  for  the  whole  of  it.  A  coke  bed  is  first 
formed  on  the  floor  for  the  purpose  of  venting,  and  a  centre  is 
sunk  for  the  spindle  a,  Fig.  39.  Then  the  core  box  in  Fig.  40  is 
taken,  which  is  formed  so  that  a  certain  number  of  cores  made 
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from  it  may  reach  quite  round  the  outer  rim  of  the  wheel,  as  suggested 
by  the  dotted  lines ;  the  back  and  top  board?  b  and  c  being  loose,  to 
remove  the  core,  which  may  be  made  ia  dry  sand.  After  levelling  the 
floor  by  nieans  of  board  d,  Fig.  39,  the  cores  from  Fig.  40  are  set  up 
at  E,  with  the  curved  surface  inward  and  gauged  from  the  centre  by 
the  striking  board  f,  which  has  the  same  radius  as  the  outside  of  the 
fly-wheel  rim.  A  small  space  is,  however,  left  for  the  application  of  a 
coating  of  loam  which  is  struck  out  at  top  and  side  by  the  board  f. 

We  next  reqyire  the  arm  cores.  The  box  for  these  is  shewn  at 
Fig.  41,  and  supposing  we  have  in  our  case  six  arms  to  the  wheel 
this  box  must  be  made  a  sector  of  one-sixth  part  of  the  circle. 
The  top,  bottom,  and  sides  are  removable,  so  that  when  the 
box  has  been  filled  with  compact  *  dry  sand '  they  may  be  taken 
away,  together  with  the  rim  part  and  boss,  leaving  the  arm,  which, 
being  tapered,  may  be  knocked  out  with' a  mallet  at  g  and  so 
removed.  Some  moulders  might  prefer  loam  for  these  cores, 
which  would  be  baked  in  the  usual  way. 

Putting  the  sector  cores  in  place,  as  in'  Fig.  42,  a  pattern  is 
used  for  the  boss,  with  a  cope  of  green  sand  at  h.  There  only 
remains  the  completion  of  the  cope  for  the  rim.  This  may  be 
done  in  dry  sand,  contained  in  boxes  shown  in  plan  at  j,  and  by 
means  of  arpattern  k  placed  in  the  channel  formed  for  the  rim, 
top  box  J  being  put  on  and  rammed  up  there.  This  pattern  k  is 
passed  round  until  the  whole  of  the  top  of  the  rim  is  formed,  and 
is  finally  withdrawn  by  removing  one  of  the  boxes.  The  mould  is 
now  complete,  and  it  is  only  necessary  to  form  the  gates,  which 
should  be  pretty  central,  while  risers  (about  four)  are  put  in  the 
boxes  J  to  shew  when  the  metal  has  filled  the  rim,  which  is  known 
by  its  lifting  a  metal  ball  placed  upon  them.  Of  course  great  care 
must  be  taken  in  finishing  the  mould,  so  that  no  unsightly  marks 
be  left  on  the  casting  at  places  where  the  cores  join  each  other. 

Marine  Condensers,  being  usually  large  cubical  castings,  are 
built  up  in  loam  in  the  manner  described  for  other  objects,  by  the 
aid  of  what  are  known  as  skeleton  patterns,  projecting  flanges 
having  patterns  and  core  boxes.     {See  Appendix  J  I.,  p.  782.) 

Fig.  43  shews  one  or  two  objects  suitable  for  loam  moulding, 
A  being  a  large  Air  Vessel  for  a  pump,  and  b  a  Cone  Pulley 
for  some  machine  tool. 
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The  internal  cores  may  be  noticed  in  these  examples.  They 
are  in  both  cases  supported  by  being  hung  from  the  top-plate. 
In  the  air-vessel  a,  the  portion  a  is  struck  out  first,  by  means  of 
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boards  d  and  e,  with  a  thickness  piece,  blackwashed  as  usual ;  then 
follow  with  internal  core  /,  using  board  b.  Remove  /  when  dry, 
and  strike  out  g  by  means  of  board  c. 

The  core  g  is  now  removed,  but  returned  in  company  with  /, 
first  taking  away  the  thickness  a  a,  and  the  whole  structure  is  then 
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bolted  together ;  A  is  a  ring  to  stiffen^,  and  /  is  a  pronged  plate 
to  support  the  core/. 

The  cone  pulley  b  may  be  struck  out  in  the  floor,  while  the 
internal  core  is  made  separately  on  a  plate  ;  patterns  being  used 
for  webs  and  boss.  In  fact,  any  casting  of  regular  shape,  either 
circular  or  cubical,  may  be  moulded  in  loam  mu<ih  more 
economically  than  by  means  of  wooden  patterns ;  the  symmetrical 
parts  being  struck,  and  projecting  pieces  having  core  boxes. 

A  few  other  .examples  of  moulds  in  green  sand  for  different 
objects,  requiring  no  special  description  after  what  has  been 
previously  said,  are  given  in  Fig.  44,  where  a  is  a  stop  valve,  the 
larger  core  box  for  which  has  a  loose  pin  to  form  the  impression 
needed  to  support  the  smaller  core  :  b  a  large  marine-  or  stationary- 
engine  piston,  the  core  being  supported  by  and  vented  through  the 
pieces  aa^  which  are  filled  in  on  finished  casting  by  screwed  plugs. 
Boxes  are  needed  for  the  cores  cc^  and  c  represents  the  mould  for 
a  plummer  block.     {See  Appendix  IL^  p.  784.) 

Wheel  Moulding. — Not  many  years  ago  all  spur  and  bevel 
wheels  were  moulded  by  providing  a  finished  pattern  for  the 
wheel  required,  but  as  machine  moulding  is  not  only  simpler,  but 
far  more  accurate,  and  as  it  does  away  with  the  necessity  for 
storing  heavy  patterns,  which  are  sure  to  be  out  of  truth  by  the 
next  time  they  are  required,  toothed  wheels  are  now  extensively 
moulded  by  machine. 

Scott's  wheel  moulding  machine  may  be  understood  by 
reference  to.  Fig.  46,  and  it  may  be  premised  that  three  operations 
are  necessary  in  the  working  of  it. 

A  board  b  is  set  upon  the  central  spindle  a  (see  Fig.  45),  for 
the  purpose  of  striking  out  the  greatest  diameter  of  wheel,  on 
which  the  teeth  are  to  be  formed,  giving  at  the  same  time  the 
height  of  the  top  and  the  bottom  of  the  rim.  The  spindle  being 
removed,  the  machine  is  put  in  the  central  socket  c.  Fig.  46,  and 
the  operations  are  now  to  be  explained. 

A  pattern  d,  of  two  teeth,  is  accurately  made  in  hardwood, 
and  being  fastened  to  the  upright  arm  e  of  the  machine,  this 
arm  needs  to  be — (i),  fixed  to  the  requisite  radius  of  wheel; 
(2),  raised  or  lowered ;  (3),  passed  round  the  rim  of  the  wheel 
by  the  rotation  of  the  arm  f. 
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The  first  operation  is  done  by  means  of  the  traversing  screw  g 
which  slides  the  whole  of  f  and  e  by  the  nut  h,  the  latter  being 
fixed  to  the  centre  piece.  The  lifting  and  lowering  is  done  by 
the  hand  wheel  j,  which  by  worm  and  vyorm  wheel  turns  shaft  k 
and  chain  wheel  l,  and  the  sliding  arm  e  is  raised  or  depressed 
by  the  chain  which  is  fastened  to  each  end  and  tightly  wound 
round  wheel  l.  The  third  operation,  the  rotation  of  the  arm  f,  is 
effected  by  turning  the  shaft  n  from  the  handle  m,  and,  the  motion 
passing  through  the  change  wheels  is  transferred  to  the  worm 
wheel  o,  which   is  fixed  rigidfy  on   the  central   portion  of  the 


machine.  Varying  change  wheels  can  be  inserted  in  much  the 
same  way  as  in  a  screw-cutting  lathe,  and  the  revolutions  or 
firactional  parts  niade  by  the  handle  caii  be  seen  by  means  of  the 
graduated  disc  p,  so  that  any  part  of  a  circumference,  such  as  the 
pitch  of  the  teeth,  can  be  accurately  traversed  by  the  mechanism 
last  explained.     The  teeth  are  then  formed  in  the  sand  after  the 
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proper  radius  of  arm  is  fixed,  by  lowering  the  tooth  pattern 
filling  up  with  sand,  raising,  rotating  the  amount  of  the  pitch 
lowering  again,  and  so  on  until  the  whole  wheel  is  formed.  The 
machine  is  now  taken  away  by  attaching  the  crane  chain  to  the 
eye-bolt  at  the  top  of  central  spindle  {see  also  bottom  of  p.  58). 

Coi:e  boxes  are  needed  for  the  wheel  boss  and  segments 
between  the  arms,  and  for  central  hole.  Wood  strips  are  used  as 
gauges  to  fix  the  cores  in  position  and  to  preserve  the  proper 
thickness  of  the  rim  and  arms ;  and  a  cope  being  placed  over 
all,  gates  are  formed  and  the  wheel  cast 

Bevel  wheels  are  moulded  in  a  similar  manner  to  the 
above,  the  principal  alterations  being  the  strickle  boards  and  tooth 
patterns.  Fig.  48  will  make  this  clear.  A  board  a  strikes  out 
the  back  of  the  wheel  in  green  sand,  and  parting  sand  is  applied ; 
an  impression  of  the  wheel  back  is  then  taken  in  the  top  box, 
and  the  latter  removed  to  finish ;  board  b  next  forms  bottom  face, 
cores  and  boss  pattern  completing  the  remainder.  The  core- 
boxes  for  the  wheel  arms  are  shewn  in  72^,  p.  61,  and  similar 
boxes  will  be  found  in  Fig.  42.* 

Chilled  Castings. — Where  a  very  hard  and  durable  surface 
is  required  to  a  casting,  "chilling"  is  effected  by  making  that 
part  of  the  mould,  where  the  said  face  occurs,  of  iron.  When  the 
molten  metal  meets  the  surface  of  cold  iron,  it  cools  rapidly  and 
forms  crystals  of  white  cast  iron,  hard  yet  brittle,  where  it  meets 
the  iron  mould,  and  for  a  depth  of  an  inch  or  more  within  the 
casting,  according  to  the  mixture  used,  or  the  weight  of  the  chill 
mould ;  the  rest  of  the  casting  is  still  grey  and  soft. 

It  would  seem  that  the  graphite  crystals  do  not,  under  such 
circumstances,  have  time  to  form,  and  so  the  carbon  becomes 
combined  with  the  iron.  Suitable  objects  for  chill  casting 
are: — rolls  for  plate  mills  used  in  forging  plates  {see  Fig,  275, 
/.  280),  and  which  require  a  great  depth  of  chilling,  as  they 
have  to  be  trued  up  again  on  being  worn  dowir;  tram-car 
wheels,  the  rim  only  being  chilled,  this-  class  of  traffic  not 
being  capable  of  supporting  the  expense  of  steel  tyres ;  points 
of  plough-shares,  which  wear  away  at  a  very  rapid  rate  in 
the  earth;  bushes  for  ordinary  cart  axles;  railway  chairs;  pro> 

*  For  other  moulding  machines  see  Appendices  11. ,  p.  785,  and  V.,  p.  969. 
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jectiles  for  large  guns ;  and,  in  fact,  all  classes  of  work  required  to 
stand  wear   and   tear,  and   not    especially   needing    machining. 


CJuJZ   JVCoMldUruj. 

^ig-  49  jyill  explain  the  methods  of  chilling : — a,  a  car  wheel 
rim;  B,  a  plate  roll;  and  c,  a  shell.  Rolls  and  bushes  are 
moulded   upright,    and  share  points   made  in   an   entire  mould 
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of  cast  iron.  The  iron  mould  must  be  painted  with  a  thin  coating 
of  very  fine  blackwash  before  casting,  and  some  care  must  be  taken 
in  the  forming  of  the  gates,  as,  if  there  should,  not  be  sufficient 
pressure  from  the  *  head '  of  metal  used,  the  iron  will  recoil  on 
meeting  the  cold  mould,  and  form  a  rough  casting.  Care  must 
also  be  used  in  the  case  of  bushes,  to  remove  the  core  chill  before 
the  casting  cools  down  firmly  upon  it.  The  chills  (the  name 
given  to  the  iron  moulds)  are  usually  made  of  good  cast  iron, 
though,  in  some  rare  instances,  wrought  iron  has  been  used.  Some 
of  the  details  of  chill  moulding  vary  according  to  different  autho- 
rities. Some  founders  purposely  rust  their  chills  on  being  first 
made,  to  assist  the  blackening  in  resisting  the  action  of  the  metal, 
it  being  generally  believed  that  the  latter  tends  to  fuse  and  injure 
the  chill.  Other  founders,  notably  in  the  case  of  projectiles, 
neither  rust  them  nor  use  blackening.  The  chills  should  be 
warmed  before  casting,  in  order  to  expel  moisture,  and  should 
have  a  weight  about  six  times  the  casting  they  are  to  chill,  or  the 
chilling  will  be  too  slow.  , 

Malleable  Castings  are  obtained  by  taking  the  article, 
after  being  cast  and  cleaned  up  (this  last  is  very  important),  and 
putting  it,  along  with  others,  in  an  annealing  furnace,  in  company 
with  some  substance  that  will  absorb  the  carbon  from  the  cast 
iron.  Such  substances  are,  oxide  of  iron  in  the  form  of  scales 
from  the  rolling-mill,  or  some  other  of  the  metallic  oxides,  placed 
in  the  furnace  in  a  state  of  powder.  The  intensity  of  the  heat, 
and  the  time  the  casting  should  remain  in  the  furnace,  both 
depend  on  the  size  of  the  casting  and  the  amount  of  malleability 
required,  the  usual  rule  being  to  keep  it  at  a  white  heat  for  about 
a  week,  adding  to  this  the  time  required  to  raise  the  temperature 
and  to  cool  down. 

Fig.  49a  shows  an  annealing  furnace  with  cast  iron  boxes  a  a 
holding  the  castings,  which  are  covered  with  a  layer  of  sand.  Of 
course,  it  must  be  understood  that  it  is  only  to  a  short  depth 
below  the  surface  that  the  casting  becomes  converted  into 
wrought  iron^  though  right  through  for  small  articles. 

Softening. — If  a  casting  is  so  hard  that  it  cannot  be  machined, 
it  may  be  softened  by  heating  and  cooling  out  in  common  sand, 
or  any  other  bad  conductor  of  heat. 
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Brass  Pounding. — The  moulds  used  in  the  casting  of 
brass  require  no  new  description,  the  only  difference  in  this 
class  of  work  being  the  manner  in  which  the  metal  is  melted. 


W'y-'-m^r 
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As  the  castings  required  are  much  smaller  than  those  we  have 
recently  been  describing,  the  brass  is  made  directly  in  crucibles 
of  some  impermeable  material,  black-lead  being  the  best.  The 
melting  fumgce  is  shewn  in  Fig.  50,  and  usually  there  are  several 
of  these  side  by  side  and  separately  connected  with  the  chimney. 
The  top  of  the  furnace  is  only  a  little  above  the  floor  level,  and 
in  brass  foundries  it  is  customary  to  have  the  part  of  the  shop 
near  the  furnace  entirely  reserved  for  casting  purposes;  the 
casting  and  moulding  shops  being  entirely  divided  by  a  wall 
in  the  best  establishments.  The  principal  difficulty  in  the  making 
of  brass  is  that  of  the  different  fusing  points  of  the  two  metals 
used — Copper  and  Zinc.  Thus,  copper  melts  at  1996°  F., 
while  the  melting  point  of  zinc  is  as  low  as  773°  F. 

The  copper  is  first  melted,  and  the  zinc  is  only  introduced  a 
short  time  before  casting,  by  means  of  tongs,  pushing  it  down  in 
small  pieces  under  the  melted  copper.  It  should  flare  up  on 
doing  this,  which  is  a  sign  that  the  heat  is  quick  enough.  If  it 
is  left  in  too  long,  much  of  the  zinc  will  be  lost  by  evaporation."" 

•  See  also  Appendix  I. ,  p.  747. 
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In  bringing  this  chapter  on  casting  and  moulding  to  a  close, 
a  few  practical  points  will  be  mentioned,  although  it  should  be 
clearly  understood  that  perfect  practice  can  only  be  obtained  by 
actual  work  on  such  articles  as  have  been  mentioned  in  the  text 
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The  Size  of  Gates,  and  the  number  of  them,  can  only  be 
determined  by  constantly  watching  the  results  obtained  from 
previous  work. 

Flat  gates  "^i  should  be  avoided  as  much  as  possible,  as 
they  tend  to  clog,  though  sometimes  they  are  beneficial  when 
they  are  required  to  break  off  easily  without  damaging  the 
casting.  Fig.  51  is  intended  to  represent  diagrammatically  the 
different  gates  and  channels  used  to  supply-  a  mould ;  the  pour- 
ing gate ;  the  skimming  gate,  for  the  purpose  of  retaining  the 
scum  (and  here  some  ingenuity  is  required  to  keep  the  latter 
in  the  skimming  gate  by  centrifugal  action,  the  whirling  being 
produced  by  admitting  the  metal  at  a  tangent);  the  sprues  or 
connexions  from  skimming  gate  to  mould  (they  may  be  of  any 
number  considered  necessary) ;  the  feeding  gate  or  gates,  the 
use  of  which  is  to  fill  up  any  part  of  the  casting  which  is  likely 
to  shrink ;  and  the  risers,  which  are  to  allow  the  whole  of  the 
air  in  the   mould  to  pass  out  and   so   prevent   blow-holes,  the 
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soundness  of  the  casting  being  also  in  the  hands  of  the  pourer, 
as  he  may  keep  the  riser  covered  for  a  shorter  or  longer  time. 

The  size  of  gates  is  determined  by  the  fact  that  the  metal 
must  neither  flow  too  slowly  so  as  to  choke,  nor  too  quickly  so  as 
to  break  the  mould.  All  the  while  the  pouring  is  going  on,  the 
moulder  agitates  the  metal  in  the  gates  by  means  of  an  iron  rod^ 
which  he  moves  up  and  down  until  the  fnetal  has  cooled  so  far 
as  to  prevent  him  doing  so  any  longer ;  in  this  manner  homo- 
geneous casting  is  more  likely  to  result. 

A  great  deal  of  art  lies  in  the 
ramming  of  the  mould,   but   as  a        VT 
rule,  the  deeper  portions  of  it  should     ^  ^ 
be  rammed  most,  as  there  will   be      ?"*! 
a  greater  head  of  metal  on  them. 
The  floor  of  the  shop  should  be  well 
vented  by  a  bed  of  coke  and  the  FXq  3f. 

insertion  of  pipes,  to  take  away  the  nia^r.aZ^o^  G<:U^ 

gases   from  all  work  done   on   the 
floor,  and  coke  dust  should  be  put 

in  the  joints  of  loam  building;  some  cores  too  should  have  a 
large  amount  of  coke  in  their  centre. 

The  venting  of  the  mould  is  also  a  matter  which  requires 
a  great  deal  of  practical  experience  to  enable  it  to  be  done 
with  success.  Large  tores,  enclosed  on  three  sides  by  metal 
('pockets,'  moulders  call  them),  should  be  particularly  well 
pierced,  and  green  sand  moulds  should  be  much  better  vented 
than  loam  or  dry  sand  work,  on  account  of  the  steam  rising  from 
the  damp  sand  and  the  compactness  of  the  latter. 

Cores  require  good  support  by  means  of  plates  or  wires, 
especially  such  as  those  in  Figs.  25,  34,  and  43,  and  all  cores 
that  are  not  held  down  by  the  shape  of  the  mould,  should  be  so 
fastened,  for  they  are  so  much  lighter  than  the  molten  metal^ 
that  they  would  float  out  of  position  if  left  to  themselves. 

Cores  should  be  dried  in  the  stove  for  about  twelve  hours,  and 
should  only  be  placed  in  the  mould  a  short  time  before  pourings 
to  prevent  the  absorption  of  moisture  by  them  from  the  mould. 

Patterns  are  liftfed  out  of  the  sand  by  screwing  rods  or 
handles  into  them  {see  Fig,  l^d^p^  67),  and  raising  slowly,  at  the 
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same  time  rapping  the  pattern  carefully  to  prevent  the  sand  adher- 
ing, and  a  few  points  should  here  be  noticed  as  regards  the  finish- 
ing of  the  mould.  The  moulder  uses  trowels,  and  *  sleekers,' 
{which  last  are  only  trowels  of  special  shapes)  to  smooth  away  any 
broken  portion,  but,  if  the  mould  is  made  too  smooth,  there  is 
,  great  danger  of  blistering  or  scabbing,  from  the  fact  that  the 
mould,  having  lost  to  some  extent  its  porosity,  refuses  to  allow  the 
escape  of  gas,  and  it  is  generally  understood  by  nioulders  that 
the  hand  makes  the  best  trowel,  though  certainly  it  is  always 
better  to  let  a  mould  remain,  if  possible,  just  as  the  pattern  left  it. 
In  Fig.  52,  a  few  moulders'  tools  are  sketched 

The  upper  box  is  usually 
termed  the  ^cope^  which  also 
applies  to  the  outer  mould,  and 
the  lower  box  is  sometimes 
called  the  *  drag,^  The  cope 
should  be  well  weighted  to 
ensure  sound  castings.  When 
two  boxes  are  used,  they  fit  to- 
gether as  shewn  in  Fig.  2,  and 
can  be  easily  replaced,  but 
if  the  floor  serves  as  bottom 
box,  exact  correspon- 
dence is  obtained  by 
driving  stakes  into  the 
ground  through  the 
lugs  of  the  top  box. 

Chaplets  have  been  before 
mentioned,  and  are  required 
to  stay  cores  that  cannot  be 
otherwise  supported;  their  use,  however,  is  not  advisable,  for 
they  tend  to  produce  weakness  in  the  casting  in  which  they 
remain.  They  should  be  tinned,  or  at  least  freed  from  rust,  to 
ensure  uniting  with  the  casting. 

We  have  already  described  the  charging  of  the  cupola ;  it 
remains  for  us  to  explain  the  method  of  tapping  it  The  man 
at  the  cupola  is  provided  with  two  iron  rods ;  one  he  uses  to  pierce 
a  hole  in  the  clay  stopping,  which  he  does  as  soon  as  the  moulder 
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has  brought  his  ladle  under  the  mouth  of  the  cupola ;  the  other 
rod  has  a  flat  end,  with  a  lump  of  clay  adhering.  As  soon  as  the 
ladle  is  full,  he  applies  the  clay  to  the  mouth  in  order  to  stop  the 
flow.  To  tap  with  safety,  he  should  stand  on  one  side  of  the 
trough  and  use  his  tapping  rod  obliquely,  while  on  stopping  again, 
he  should  cut  off  the  stream  from  the  top  side. 

Mixtures  of  Iron. — ^This  is  another  art  which  nothing  but 
observation  and  practical  experience  can  reduce  to  a  nicety, 
different  mixtures  being  used  for  the  same  purpose  by  different 
founders ;  indeed,  the  success  of  certain  firms  depends  in  a  great 
measure  on  the  mixtures  used.  Still,  a  good  idea  can  be  given 
of  what  is  required  for  each  purpose. 

The  varieties  of  pig  iron  having  been  already  stated,  we  will 
now  consider  each  separately. 

No.  I  is  the  weakest  but  most  fluid  of  all  the  pigs,  and  may 
be  used  by  itself  for  ornamental  castings  on  account  of  the  ease 
with  which  it  fills  the  corners  of  the  mould,  but  it  is  usual  to  mix 
it  with  '  scrap '  to  increase  its  hardness,  ultimate  strength,  and 
closeness  of  grain. 

No.  2  is  finer  in  grain  and  stronger  than  No.  i,  and  is  used 
wherever  some  strength  is  required  with  great  fluidity. 

No.  3  combines  the  greatest  degree  of  strength  consistent 
with  fluidity,  and  is  therefore  most  extensively  used,  and  in  great 
favour  with  founders. 

No.  4  is  the  strongest  pig  for  foundry  use  (the  remaining 
numbers,  5  and  upward,  being  only  required  for  conversion  into 
wrought  iron),  and  is  therefore  used  for  heavy  castings  requiring 
strength,  such  as  girders,  columns,  bed  plates,  &c. 

For  strong  castings  two-thirds  of  No.  4  may  also  be  used  with 
one-third  of  No.  i. 

Scrap  is  the  name  given  to  the  broken  up  parts  of  old 
castings,  which  of  course  may  be  divided  into  good  and  bad 
scrap.  Some  founders  place  great  reliance  on  it,  using  nothing 
but  scrap  with  an  admixture  of  No.  i,  say  two-thirds  of  scrap  to 
one-third  of  No.  i,  while  others  prefer  using  an  iron  like  No.  3, 
mixing  with  it  only  a  little  scrap  to  strengthen  it,  and  so  produce 
a  harder,  close-grained  casting.  It  is  also  a  good  plan  to  mix 
iron  from  different  blasts^ 
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While  speaking  of  scrap,  we  cannot  do  better  than  endeavour 
to  understand  the  advantage  or  otherwise  of  remelting.  We  have 
before  said  that  remehing  is  a  disadvantage.  It  is  true  that  the 
iron  becomes  purer  as  regards  the  elimination  of  graphite,  ac- 
quiring a  whiter  appearance,  with,  at  the  same  time,  increased 
strength  and  closeness  of  grain ;  but,  on  account  of  other  im- 
purities, it  is  no  longer  as  tough  as  before,  and  its  ultimate 
extension  is  therefore  decreased  Unwin  says :  *  Remelting  im- 
proves the  strength,  but  if  repeated  too  long  the  tensile  and 
transverse  strengths  suffer,"-  though  the  crushing  strength  and 
hardness  increase.*     (See  Appendix  11.^  p.  779.) 

For  chilled  castings,  a  strong  iron,  as  Nos.  3  and  4,  is  needed,. 
because  the  chilling  weakens  the  metal. 

Malleable  castings  require  a  pure  mottled  iron,  or  at  least  one 
having  very  little  grey  mixed  with  it ;  for  if  the  particles  of  graphite 
present  in  coarse  grey  iron  are  taken  away  in  the  furnace,  honey- 
combing will  result. 

Girders  and  columns  must  have  a  strong  and  elastic  mixture  ;. 
cylinders  should  be  treated  for  hardness  as  well  as  strength,  and 
therefore  require  as  much  white  iron  as  convenient ;  pulleys  need 
a  soft  mixture,  such  as  a  large  proportion  of  No.  i  with  a  little  of 
No.  3  for  strength. 

Steel  Casting  requires  no  explanation.  Its  conversion  from 
iron  will  be  treated  in  a  subsequent  chapter.  The  only  difference 
in  the  foundry  is,  that  in  order  to  prevent  *  honeycombing,*  which 
has  been  a  great  trouble  ever  since  steel  castings  were  first  used, 
great  care  has  to  be  exercised,  and  even  then  many  castings  are 
wasted,  while  brittleness  is  only  prevented  by  slow  annealing  for 
over  a  week  or  a  fortnight  of  time.     {See  Appendix  /.,  p,  747.) 

Sir  Joseph  Whitworth  introduced  a  method  of  compressing  the 
steel  while  in  the  molten  ingot  by  powerful  hydraulic  pressure, 
in  order  to  prevent  this  troublesome  honeycombing,  the  only 
objection  to  his  process  being  considerably  increased  cost.  {See- 
also  bottofti  of  p.  82,  and  Appendix  IJL^p,  790.) 
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CHAPTER  II. 
PATTERN  MAKING  AND  CASTING  DESIGN. 

The  arts  of  moulding  and  pattern  making  are  so  inevitably 
interwoven,  the  pattern  maker  especially  requiring  to  know  at  least 
the  principles  of  moulding,  that  it  would  be  quite  infpossible  to 
make  these  two  first  chapters  independent  of  each  other,  and  as 
the  subject  of  pattern-making  has  been  so  much  entered  on  in 
our  last  there  is  little  left  to  say  as  regards  the  fonns  which 
patterns  should  take;  but  whatever  has  been  omitted  we  will 
endeavour  now  to  supply. 

Wood. — Pine  and  mahogany  are  the  two  woods  most 
extensively  used,  and  are  kept  in  large  stores  until  they  are 
perfectly  dry.  White  and  yellow  deal  are  used  for  the  larger  and 
less  accurate  patterns,  but  are  not  hard  enough  for  the  better 
ones,  nor  so  good  to  resist  warping  as  other  woods. 

Mahogany  warps  and  shrinks  very  little  in  drying,  and  is  con- 
sequently in  great  favour.  On  account  of  that  fact,  and  the  eas6 
with  which  it  is  worked,  it  is  considered  the  best  wood  for  pattern 
making  ;  expense,  however,  precludes  its  use  for  large  patterns. 

Cherry  wood  ranks  next  to  mahogany ;  it  warps  a  little  more, 
and  is  rather  more  troublesome  to  work. 

Sycamore,  lime  tree,  and  American  walnut  are  other  woods 
used. 

Iron  patterns  are  employed  for  lighter  objects,  or  ^those 
requiring  very  great  accuracy. 

It  would  be  well  before  proceeding  further  to  consider  the 
way  in  which  timber  warps  in  drying,  as  this  will  show  us  some  of 
the  reasons  for  building  up  a  pattern  in  a  particular  way. 

The  shrinkage  of  wood  in  length  is  so  inconsiderable  that  it 
may  be  disregarded  ;  and,  in  fact,  some  imagine  there  is  none. 

The  greatest  contraction  is  across  the  grain.  To  prevent  the 
splitting  of  the  tree,  as  at  Fig.  53,  it  is  sawn  up  into  planks  whilst 
green,  and  these  in  drying  take  the  form  sketched  in  Fig.  54. 
The  outside  layers  contract  the  most,  these  being  the  youngest 


Digitized  by 


Google 


r 


44 


Warping  of  Wood. 


wood  and,  as  a  consequence,  the  centre  plank  is  narrower  at  the 
edges  while  the  side  planks  become  drawn  in,  in  the  manner 
shewn  at  a.  If  the  tree  be  cut  into  quarters,  each  quarter  will 
contract,  according  to  the  above  law,  in  the  manner  sketched  at 
Fig.  55,  the  sector  piece  at  b  becoming  narrower,  the  square  at 
c  becoming  rhomboidal,  and  the  circle  at  d  elliptical.     Even  after 
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timber  has  been  thoroughly  dried,  it  will  always  warp  if  a  good 
shaving  be  taken  off  it,  as  may  be  seen  at  Fig.  56,  for  a  moist 
surface  is  exposed,  which,  drying,  must  contract  the  side  that 
has  been  planed.  It  is,  therefore,  suggested  by  some  authorities 
that,  in  first  beginning  a  pattern,  the  wood  should  be  marked 
out  and  cut  to  the  size  required,  so  as  to  have  some  little  time 
to  set  before  being  used     {See  Appendix  IL^  p,  787.) 

Tools  and  appliances. — It  would  be  unnecessary  in  a  work 
like  the  present  to  occupy  the  student  with  elaborate  descriptions 
of  the  hand  tools  used  by  the  pattern  maker.  The  following  illus- 
trated list  will  serve  to  explain  them : 
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HAND  SAW 
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PLOUGH 

rL£Xf3L£ 
CmcULAR    PLAMC 

rtRMCA    CHISCL 
PAfiiNC    CHh 

rtRMcn  coucc 
PARING  c.  ca  (C 

MO/kTtCE    C/ii. 

SPOfKCSHAVC        C. 

CRlNDSTONC.   OfLSTOf^E,    O/LCA^f^, 

MARHINC     CAUOE.      9  QJ^ 


WtNC   COMPASSES 
STP/KtNC     HMir£ 
SQUAPC 

SLIDING     a£V£l. 


Ml  mi:  BOX 


M/tRC    SHOOT 

SQU^nc  Sfioor 

eCl^CH     HOOK 
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The  flexible  plane  is  very  useful  for  truing  large  concave  or 
convex  surfaces,  a  symmetrical  curvature  being  given  to  the  sole  by 
simultaneous  adjustment  at  front  and  back. 

Of  machine  tools,  two  or  three  lathes  are  required ;  the  first, 
with  a  long  bed  and  two  headstocks,  Fig.  59 ;  the  second,  a  large 
face  lathe  for  turning  wheel  rims,  Fig.  60 ;  and  the  third,  a  light 
face  lathe  for  small  articles,  Fig.  61.  Their  speeds  must  be  con- 
siderably above  those  used  for  iron  turning.  A  tool  rest  is  used 
to  them  all,  and  the  work  is  done  entirely  by  hand,  the  tools 
necessary  having  such  edges  as  are  sketched  at  Fig.  62. 

The  mandrel  of  the  lathe  is  provided  with  a  chuck,  which  has 
a  different  form  for  each  lathe ;  thus,  the  face  lathe  has  a  screw  on 
the  mandrel  to  receive  the  flange  chuck  {see  a.  Fig.  60),  and  the 
face  plate  on  which  the  pattern  is  turned  is  supplied  by  a  disc  of 
wood  bolted  to  the  chuck.  The  lathe  with  the  two  headstocks  is 
provided  with  a  chuck  of  the  form  shewn  at  b,  Fig.  59,  which  is 
well  pressed  into  the  end  of  the  pattern,  and  so  compels  the 
latter  to  turn  with  the  mandrel;  and  in  the  small  lathe,  the 
pattern  is  screwed  on  the  mandrel  at  c. 

Other  machine  tools  required  are  : — a  band  saw,  circular  saw, 
and,  if  possible,  a  wood-planing  machine. 

Arrangement  of  Mould.— It  is  the  duty  of  the  pattern 
maker  to  so  arrange  the  moulding  of  his  pattern  as  to  cheapen 
it  (the  moulding)  to  the  utmost,  and  give  the  least  trouble  in 
the  foundry.  Thus,  if  the  mould  is  to  be  in  green  sand,  as 
little  dried  core  work  is  to  be  used  as  possible,  and  very  often 
a  great  deal  may  be  done  by  the  introduction  of  loose  pieces^ 
which  are  left  in  the  sand  after  the  body  of  the  ^ttern  has  been 
withdrawn,  and  are  then  removed  in  another  direction  {see  a, 
^^^'  30).  He  should  put  as  little  of  the  pattern  in  the  top  box 
as  is  practicable,  for  it  is  evident  that  this  part  of  the  mould 
must  receive  the  worst  treatment,  being  lifted  off  and  turned  over, 
perhaps  more  than  once.  Added  to  this,  the  fact  that  the  cope 
has  to  be  taken  away  so  as  to  leave  the  pattern  behind,  means  the 
using  of  a  good  deal  of  care,  despite  which  much  broken  sand 
may  still  appear ;  while  the  half  pattern  in  the  bottom  box  may  be 
lifted  in  full  daylight,  and  no  accident  need  happen  to  it.  We 
may  here  mention  generally  the  method  of  withdrawing  trouble- 
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some  parts  of  a  pattern  by  lifting  portions  of  sfind  on  plates  or 
*  drawbacks,^  An  example  often  quoted,  and  a  very  good  one  for 
purposes  of  explanation,  is  that  Of  a  lathe  bed. 

Fig.  62a  shews  a  section  of  the  pattern  lying  in  the  mould. 
The  bed  is  reversed,  so  that  the  planed  surfaces  shall  be  free  from 
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scum;  and  these  surfaces  are  in  the  pattern  made  loose  pieces  a «. 
The  upper  portion  of  the  pattern  can  be  easily  removed,  but  the 
problem  is  to  withdraw  the  pieces  a  a.  This  can  only  be  achieved 
by  building  the  sand  at  ^  <^  on  plates  cc,  provided  with  handles,  by 
which  they  and  the  sand  upon  them  may  be  removed,  after  the 
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upper  portion  of  the  pattern  has  been  taken  away.    The  pieces  a  a 
may  now  be  withdrawn  in  the  direction  of  the  arrows. 

Of  course  the  middle  space  in  the  pattern  might  have  been 
taken  out  by  means  of  cores,  as  suggested  by  dotted  lines,  and 
this  example  has  been  introduced  to  shew  how  necessary  it  is  for 
the  pattern  maker  to  carefully  consider  the  best  way  of  moulding 
the  object  in  hand  before  commencing  to  make  his  pattern. 

A  difficult  case  may  always  be  overcome  by  the  use  of 
either  loose  pieces  or  drawbacks,  or  by  coreing,  but  if  there 
should  be  too  much  of  the  former  to  do,  the  latter  had  better  be 
resorted  to.  In  the  case  of  the  pulley  in  Fig.  11  we  have 
ingenious  but  difficult  moulding,  and  many  would  prefer  to  have 
a  print  in  the  pattern,  and  a  core  box  from  which  to  mould  the 
hollow. 

While  speaking  of  loose  pieces  it  may  be  mentioned  that  for 
safety  of  withdrawal  some  portion  of  the  pattern  is  often  lett 
loosely  attached,  although  not  apparently  necessary.  In  Fig.  62^ 
the  boss  and  arms  of  the  bevel  pinion  are  loose,  and  are  taken 
away  with  the  top  box.  The  two  portions  of  the  pattern  may 
then  be  withdrawn  without  risk  of  breaking  away  the  narrow 
portions  of  sand  a  a. 

Pattern  Building.— The  pattern  is  first  pencilled  out,  full 
size,  on  chalked  boards,  and  with  sufficient  *  views'  to  make  the 
subject  clear.  Core  prints,  core  boxes,  &c,  are  also  supplied  in 
the  drawing,  and  taper  given  to  all  faces  parallel  to  direction  of 
withdrawal. 

All  surfaces  to  be  machined  should  have  an  allowance  of  one 
eighth  of  an  inch  for  iron  or  steel,  and  for  brass  one-sixteenth  of 
an  inch.  These  amounts  vary  somewhat  in  special  cases,  as  for 
example  in  a  long  bed  plate,  where  three-eighths  of  an  inch  or 
more  may  be  required  on  account  of  the  probable  warping  of  the 
casting.  An  upward  camber  of  one-eighth  of  an  inch  per  six  fcei 
is  given  in  patterns  for  lathe  beds. 

In  small  cylinders  one-eighth  of  an  inch  all  round  the  bore 
would  be  sufficient,  but  large  cylinders  would  need  a  quarter  of 
an  inch. 

Some  ingenuity  has  to  be  used  in  the  building  of  patterns.  If 
liieyare  carved  out  of  the  solid  they  have  more  chance  of  warping,  for 
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reasons  which  have  been  previously  mentioned,  and  so,  patterns 
of  the  larger  kind  at  least,  are  made  of  layers  wejl  glued  together. 
Fig.  63  represents  the  making  of  the  pattern  for  the  pulley  shewn 
in  Fig.  10.  The  rim  is  first  built  on  the  face  plate  of  the  lathe  in 
the  following  manner  : — 

Pieces  of  wood  of  the  form  shewn  at  a  being  sawn  to  shape, 
are  truly  planed  on  one  side  at  least,  and  also  at  the  ends,  by  the 
help  of  a  shooting  board  b,  which  is  used  as  a  guide ;  they  are 
then  fitted  together  to  form  the  first  layers  of  the  rim,  by  glueing 
to  the  face  plate,  taking  care  to  put  a  strip  of  paper  between^  which 
is  always  done  when  work  is  to  be  afterwards  removed. 

^Vhen  dry,  this  layer  is  turned  to  a  true  plane,  and  another 
superposed  in  a  similar  manner,  but  so  as  to  '  break  joint,'  and  so 
on ;  the  whole  is  lastly  turned  on  the  face  e,  and,  being  carefully 
removed,  is  reversed,  and  again  turned  on  the  back  side.  So 
much  for  the  rim.  The  plate  of  the  wheel  is  next  formed,  as  at  c, 
by  halving  one  plank  over  another  at  right  angles,  these  being 
grooved  to  receive  the  filling  quarters  a  a  ;  the  plate  is  next  bored 
at  the  centre  to  receive  the  boss,  and  turned  on  the  outside  (see  d). 
A  rabbet  having  been  fonued  in  the  rim  to  receive  the  plate,  one 
half  of  the  pattern  is  complete. 

Fig.  64  shews  the  halving  for  a  pulley  of  six  arms,  each  batten 
being  cut  to  a  fraction  of  its  depth  indicated  by  the  figures;  and 
Fig.  65  shows  the  method  used  for  five  arms,  the  boss  being  re- 
quired for  fastening  purposes.    These  are  for  the  arms  themselves. 

The  upright  ribs,  used  to  strengthen  such  arms  (see  Fig.  1 2), 
would  be  halved  on  their  narrow  edges,  and  the  boss  filled  in  by 
segments  as  at  s.  Fig.  65. 

Pipes. — Patterns  for  small  pipes  are  made  out  of  the  solid, 
but  th6se  of  a  large  size  are  built  up  as  in  Fig.  65^.  Polygonal 
half  discs  are  placed  at  either  end,  and  at  intervals.  Upon  these 
are  carefully  fastened  with  glue  (and  screws  if  necessary)  ihe  pieces 
forming  the  rim.  The  two  surfaces  a  and  b  being  made  true 
planes,  the  half  pipes  are  glued  together  with  paper  between,  and, 
having  dogs  driven  in  at  the  ends  c,  are  centred  in  the  lathe, 
f^ig-  59-  ^^  flanges  are  needed  the  ends  would  be  turned  as  in 
Fig.  66,  and  the  flanges  fitted  in  the  manner  shewn. 

Bent  pipes  cannot  be  built  in  this  way,   on  account   of  the 


Digitized  by 


Google 


I 


H^ 


4- 


c 


/"^ 

r 1 

/          ^. 

■\^" 

X 

'AN*       /v         1 

i 

\  \X 

X' 


4 


ri<r6± 


Fig.  65. 
.Methods   of  ioiriirvq 


* 


i. 


n 


I 


aYa 


XI 


Digitized  by 


Google 


Building  Pipes. 


53 


L£^ 


Fuct  0^> 


FXxjLrho  f.bDU9jCfjf^^ 


impossibility  of  bending  each  lath  of  wood  ;  they  are  therefore 
made  as  in  Fig.  67,  which  shews  a  plan  and  end  view.  In  the 
example  shewn,  the  pipe  must  be  worked  out  by  gouge  and  spoke- 
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shave,  and  tried  from  time  to  time  by  applying  the  template  d  ; 
in  fact,  working  in  wood  much  as  the  moulder  works  in  loam  at 
Fig.  25  in  the  last  chapter. 

A  still  more  handy  way  of  making  quarter  bends  is  to  turn  a 
built-up  ring  of  semi-circular  section  on  the  face  plate  of  the  lathe, 
Fig.  60,  and  afterwards  to  cut  into  four  equal  pieces,  as  shewn  in 
dotted  lines,  Fig.  67.^.     On  removing  and  placing  back  to  back. 
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we  have  clearly  two  complete  patterns,  and  flanges  may  be  added 
as  necessary. 

If  a  single  bent  pipe — of  whatever  form  of  bend  (so  that  it  be 
in  one  plane) — is  required,  it  should  be  moulded  as  at  Figs.  25, 
26,  or  26a;  the  pattern  maker  will  supply  the  necessary  tem- 
plates. Curiously  shaped  pipes,  of  varying  bore,  may  have  a 
core  box  only  ;  the  outer  pattern  being  built  by  the  moulder,  who 
lays  thickness  pieces  on  the  core,  smoothing  off  with  loam  ; 
after  taking  an  impression,  the  thickness  pieces  are  removed  {see 
description  to  Figs.  25  and  26). 

Joints. — Many  other  methods  of  jointing,  besides  halving  and 
rabbeting,  are,  of  course,  used,  such  as  dovetailing  and  tenoning, 
but  we  must  content  ourselves  with  a  general  notion  of  the  making 
of  a  pattern. 

Varnishing. — When  finished  and  sand-papered,  the  pattern 
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is  carefully  varnished  so  as  to  preserve  it  from    moisture,    and 
present  a  smoother  surface  to  the  mould. 

Core  Boxes. — 'Y\\t  simplest  kinds  are  such  as  are  shewn  at 
Figs.  8,  lo,  and  14,  where  half  the  core  lies  in 
each  box.  Pegs  to  unite  them  are  formed  by 
knocking  rough  rods  of  wood  through  the  steel 
plates,  Fig.  68,  and  then  driving  these  into  holes 
in  the  core  boxes  (see  tf,  Fig.  69).  The  pegs  need 
not  have  more  than  a  quarter  or  five-sixteenths 
of-an-inch  projection,  as,  if  they  are  longer,  they 
may  stick.  The  exact  correspondence  of  peg 
and  socket  is  found  by  pressing  some  little 
object,  such  as  a  pinhead,  between  the  boxes, 
and  using  these  marks  as  centres.  Pegs  are 
also  required  to  unite  the  halves  of  patterns. 
are  now  greatly  superseded  by  brass  dowels  (Fig.  dZa), 

The  hollows  of  cylindrical  core  boxes  are  gauged  by  the  use 
of  a  property  of  the  semi-circle — viz., 
that  the  angle  contained  by  it  is  always  a 
right  angle.  So  that  the  box  may  be 
gouged  out  as  in  Fig.  69,  and  tried  from 
time  to  time  with  a  set  square. 

More  complicated  core  boxes  have 
been  already  drawn  at  Figs.  30,  31,  33, 
and  41.  The  last  one  may  be  noticed  as 
a  case  of  a  box  that  must  be  loose  on 
every  side  in  order  to  effect  the  safe 
removal  of  the  core. 

Core  Prints. — At  this  point  we  may 
consider  shortly  the  different  kinds  of  core 
prints. 

Simple  cylindrical  core  prints  are  shewn  at  Figs.  10,  15,  18, 
37  :  they  require  a  slight  taper  in  direction  of  withdrawal.  Some- 
times it  is  necessary  for  economy  to  core  the  bolt  holes  in  the 
flange  of  a  steam  pipe,  especially  if  the  holes  are  to  be  square. 
A  little  consideration  here  of  direction  of  withdrawal  will 
show  that,  if  we  used  prints,  they  would  need  to  be  of  a  very- 
special  kind,   so    they    are   usually  dispensed   with    altogether, 
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and  a  template   given  to   the   moulder  of  the  shape  shewn    at 
Fig.  69a. 

The  cores,  of  a  length  equal  to  the  thiekness  (full)   of  the 
flange,  are  pushed  down  to  their  place,  and  held  there  by  friction. 


But  a  case  similar  to  the  above  might  occur,  when,  on  account 
of  the  weight  of  the  core  or  the  accuracy  required,  it  might  be 
advisable  to  have  prims,  and  as  plain  cylindrical  ones  would  not 
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draw,  as  previously  stated,  we  are  obliged  to  have  recourse  to  the 
*  tail '  prints  in  Fig.  69^.  Here  a  represents  the  pattern  with  its 
prints,  B  is  the  core  box  for  the  hole,  and  c  represents  the  finished 
mould  The  portions  bb  are  to  be  filled  in  by  the  moulder  either  by 
hand,  or  in  the  case  of  a  difficult  shape,  by  cores  made  from  boxes. 
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Yet  another  form  of  print  is  required,  where  the  core  can  be 
supported  at  one  end  only.   That  part  of  the  core  lying  in  the  print 
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matrix  has  then  the  whole  weight  of  the  core  to  support,  and  must 
in  consequence  be  large  enough  for  balance.     Fig.  69^  will  explain 
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what  is  meant :  where  a  is  the  pattern,  b  the  core  box,  and 
c  the  mould,  the  object  being  a  *  dummy '  gland  for  a  steam 
cylinder. 

Referring  again  to  the  Worm  Wheel  in  Fig.  1 2,  the  method 
of  making  the  pattern  will  be  understood  by  the  help  of  Figs.  70, 
71,  and  72.  It  may  be  built  in  the  way  shewn  for  the  pulley  in 
Fig.  63,  and,  after  being  turned  on  the  rim,  blocks  of  hard  wood 
are  fitted  on  each  half  of  the  pattern,  and  glued  in  the  manner 
suggested  at  d  (Fig.  72). 

The  outside  surface  of  these  blocks  is  now  turned  so  as  to 
give  a  solid  rim  of  wood,  from  which  the  teeth  are  to  be  cut.  To 
do  this  a  stud  a,  Fig.  7 1  (on  the  table  of  a  wood-working  machine) 
is  fixed  at  the  angle  of  the  worm  thread,  and  the  wheel  pattern  set 
upon  it,  so  that  it  can  be  rotated  carefully  the  amount  of  the 
pitch,  by  gearing,  much  on  the  same  principle  as  in  a  moulding 
machine.  A  revolving  cutter  b,  driven  at  from  2,000  to  3,000 
revolutions  per  minute,  is  advanced  to  the  pattern,  and  cuts  out 
the  space  between  the  teeth ;  the  diameter  d  of  this  cutter  must 
be  the  same  as  that  of  the  worm.  When  this  operation  is  com- 
pleted, the  wheel  is  removed  and  placed  on  stud  c.  Fig.  7  2.  The 
wrought-iron  worm  intended  to  work  with  the  casting,  being 
fiiarked  with  red  ochre,  is  now  advanced,  together  with  its  wood 
bearings,  fo  gear  wrth  the  pattern,  and  the  worm  is  rotated ;  then, 
wherever  a  little  mark  is  left  by  contact  of  the  worm,  the  wood  is 
gouged  away  until  a  perfectly  correct  fit  is  obtained 

Spur  Wheels  too  small  to  make  by  machine  moulding  may 
have  their  teeth  formed  by  the  revolving  cutter  shewn  at  b,  but  of 
course,  in  that  case,  the  axes  of  wheel  and  cutter  are  at  right  angles. 

For  machine-moulded  wheels,  either  spur  or  bevel,  the  moulder 
is  to  be  supplied  with  a  block  of  pine  with  two  teeth  dovetailed  in 
harder  wood,  as  in  Fig.  72^  (the  machine  is  shewn  at  Fig.  46). 

In  both  sketeKefi  the  direction  of  withdrawal  is  shewn  by  the 
arrows,  and  it  will  be  seen  that,  although  the  bevel  teeth  withdraw 
without  difficulty,  there  would  be  some  risk  of  the  sand  sticking  to 
the  pattern  in  the  case  of  the  spur  teeth,  which  are  made  truly 
perpendicular  and  without  taper.  To  avoid  such  an  accident  a 
finger  bit  a  is  provided,  which,  fitting  in  the  hollow  between  the 
two  teeth,  presses  down  the  sand  as  the  block  is  lifted 
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In  Fig.  72^  we  have  the  core  box  required  for  the  arms  of  a 

machine-moulded  spur  wheel ;  its  description  will  serve  also  for 

bevel  wheels,     a  represents  the  casting  to  be  obtained,  having 

•  six  arms,  and  the  box  at  b  is  so  designed  as  to  core  out  a  space  of 

one-sixth  of  that  within  the  wheel  rim.     The  box  being  in  the 
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foundry^  is  placed  on  a  true  table  a^  and  after  filling  with  loam,  is 
smoothed  off  with  straight-edged  batten  at  b.  Six  of  these  cores 
being  dried  and  blackwashed,  a  pattern  for  the  boss  of  the  wheel  is 
now  necessary  to  complete  the  mould. 

Small  Bevel  Pinions  require  the  patience  of  the  pattern 
maker.  Referring  to  Fig.  73,  which  is  the  section  of  a  bevel 
pinion,  it  will  be  seen  that  the  teeth  vary  in  size  from  a  to  b, 
and  must,  therefore,  be  entirely  gouged  out  by  hand.  The  body 
of  the  pattern  is  carefully  turned  as  at  c  c,  while  blocks  d,  for 
the  teeth,  are  planted  on  in  hard  wood  and  again  turned,  as  in 
the  last  example.  The  section  of  the  tooth  now  being  set  out  by 
compass  or  template  at  a  and  b,  the  teeth  have  to  be  cut  out  and 
finished  by  hand.  The  teeth  at  b  are  made  correctly  lineable 
with  those  at  a  by  means  of  the  wooden  spindle  e,  carrying  a 
straight  edge  f  so  cut  as  to  be  always  truly  radial  when  moved 
round  the  surface  a  b. 


Digitized  by 


Google 


Loam  Boards. 


6i 


All  wheels  of  strange  form,  such  as  worm  wheels  and  helical 
wheels,  should  really  be  formed  by  templates  at  different  planes 
of  section,  viz.,  at  top,  bottom,  and  centre  of  tooth,  but  more  will 
be  said  of  the  shaping  of  wheel  teeth  in  Part  II. 
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Striking,  strickling,  sweeping,  or  Loam  Boards  —  various 
names  for  the  same  object — are  the  only  remaining  i)atterns  that 
need  mention.  They  should  be  bevelled  off"  at  the  striking  edge, 
and  their  various  forms  can  be  readily  grasped  by  reference  to 
Chap.  I. 
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Contraction  of  Castings. — This  is  a  subject  involving 
both  thought  and  practice,  and  although  a  few  general  rules  can 
be  given,  success  depends  on  very  many  points.  It  has  been 
previously  mentioned  that  the  moulder  raps  the  rod  that  draws 
the   pattern   from   the  sand.      This   rapping  taking  place  in  a 
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horizontal  direction,  it  is  evident  that  the  sides   of  the   mould 
only  are  affected  by  it. 

The  pattern  maker  must  not  only  take  account  of  this,  but 
also  of  the  particular  moulder  he  has  to  deal  with,  for  some 
moulders  lift  a  pattern  with  less  rapping  than  others.  In  small 
castings,  up  to  about  six  inches  across,  the  enlargement  of  the 
mould  by  rapping  will  be  about  compensated  by  the  shrinkage  of 
the  casting  ;  but  in  large  moulds,  the  amount  of  shrinkage  will  be 
so  much  greater  than  the  effect  of  rapping,  that  the  latter  may 
be   entirely   overlooked,   account   being   taken   only   of  the  in- 
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crease  in  size  of  pattern  necessary  to  compensate'  for  contraction. 
Patterns  two  to  three  inches  across,  or  less,  should  be  made 
about  -^  smaller  to  allow  for  rapping  only,  and  as  this  does  not 
take  place  in  an  upward  or  downward  direction,  there  should 
always  be  full  allowance  for  contraction  at  these  places. 

The  greatest  shrinkage  due  to  cooling  will  usually  occur  where 
there  is  the  greatest  body  of  metal,  and  use  must  be  made  of 
this  knowledge  by  the  pattern  maker.     ^ 

The  linear  contraction  for  different  metals  is  as  follows  :-— 
Cast  Iron       ...    *     ...      Y    P^''  ^^^^      =      "^25" 

Brass //  n  =     '187" 

Gun  Metal     f  „  =      -166" 

Steel fV"  ,>  =     -187" 

Malleable  Cast  Iron         ^V"  »>  =      '^^f 

Aluminium    ...         ...     \Y  »'  =     '265" 

Spur  wheels  about  2  ft.  6  in.  diameter,  contract  55"  per  footy 
and  such  wheels  vary  their  contraction,  increasing  to  j\j"  per 
foot  for  a  wheel  10  ft.  diameter  (Box). 

Three-foot  rules,  longer  than  the  ordinary,  rules  by  the  above  . 
fractions,  are   called  'Contraction   Rules,'  and  are  used  by  the 
paittern-makers,  but  with  much  care  and  judgment. 

When  wooden  patterns  are  made,  from  which  are  to  be 
moulded  nietal  ones,  a  double  contraction  should  be  allowed, 
on  account  of  the  two  mouldings  necessary  to  produce  the  re- 
quired casting  in  the  first  case,  and  the  consequent  double 
shrinkage. 

Metal  Patterns  are  required  for  light  work  or  when  a  great 
length  of  service  is  required.  Such  patterns  are  usually  the  same 
as  the  wooden  ones  from  which  they  are  made  ;  but  there  are 
other  examples  of  moulding  with  iron  or  brass  patterns,  as  in 
Plate  Moulding.  This  is  handy  for  such  small  articles  as 
occur  in  a  brass  foundry ;  Fig.  73^  will  shew  the  method.  A 
wrought-iron  plate  a  is  provided  with  half  patterns  on  either 
side,  made  in  brass  and  carefully  finished.  Prints  are, run  for 
connecting  each  pattern,  so  making  channels  for  the  flow  of  the 
metal.  The  plate  also  has  corners  b  h,  so  that  when  put  between 
the  boxes  c  r,  and  rammed  up  with  sand,  exact  correspondence  of 
the   boxes   is  obtained.     Except   for  blackening   and   fixing   of 
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pouring  gate,  &c.,  the  mould  is  now  complete,  and  will,  no  doubt, 
be  admitted  as  economically  made.  Of  course  this  method  will 
serve  only  when  a  large  number  of  castings  are  required  of  the 
same  kind. 
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Stopping-off  is  a  process  which  often  serves  to  utilise  a 
pattern  temporarily  for  a  slightly  different  purpose  to  that  first 
intended,  and  so  to  effect  economy.  A  simple  example  will 
suffice. 

In  Fig.  73^,  a  pipe  pattern  with  flanges  is  shewn ;  we  will 
suppose  a  shorter  bend  is  required. 

All  that  is  necessary  is  to  fix  a  flange  on  at  a,  and  provide  a 
stopping-off  piece  b  of  the  same  size  as  the  flange,  having  a  print 
attached  for  the  core. 

c  represents  a  plan  of  the  mould,  with  the  stopping-off  piece 
in  position  ;  the  portion  D  being  filled  up  by  the  moulder.  The 
jest  of  the  moulding  will  be  easily  understood. 
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In  the  propeller  which  we  moulded  in  our  last  chapter 
(Fig.  35)  a  screw  template  was  placed  outside  the  mould.  There 
are  cases,  however,  when  a  screw  is  to  be  moulded  in  loam,  but 
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where   the   course   mentioned   cannot,   for    certain   reasons,    be 
followed.     Such  is  shewn  at  Fig.  73^. 

A  Chain  Barrel  for  a  crane  is  formed  with  a  helical  groove 
to  receive  the  chain,  a  is  the  casting  required ;  b  shews  the 
striking  out  of  the  loam,  and  c  the  finished  mould.  The  only 
portion  requiring  explanation  is  the  screw  d,  made  of  hardwood. 
It  is  fixed  to  the  bottom  plate,  and  has  the  same  pitch  as  the 
chain  groove,  though,  of  course,  a  more  abrupt  rise  (for  this 
reason  made  as  large  as  convenient).  The  striking  board  runs  on 
the  screw,  being  supported  by  a  roller,  and  balanced  by  weight,  as 
in  the  case  of  the  propeller. 

F 
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The  rest  of  the  mould  is  self-explanatory  with  what  has  gone 
before,  and  is  entirely  formed  by  loam  boards. 

Rapping  plates  have  become  a  necessity  in  order  to  prevent 
injury  to    the   pattern   by   the  moulder. 
They  are  shewn  at  Fig,  73^/,  being  let  into 
the  pattern,  and  are  screwed  to  receive  a 
lifting  rod  as  there  shown. 

Crystallization  of  cast  iron.  — 
During  the  cooling  of  a  casting  the 
cr)'stals  arrange  themselves  in  lines  per- 
pendicular to  the  surface,  but  the  interior 
p>ortion,  being  cooled  more  slowly,  pre- 
ser\-es  its  granular  nature.  Fig.  74  will 
shew  the  appearance  of  a  bar  of  cast 
iron  when  broken  longitudinally  (the 
student  should  clearly  understand  that 
the  markings  are  exaggerated). 

If  the  comers  of  the  casting  are  made 
quite  sharp  the  crystals  will  be  abruptly 
turned  at  these  places,  and,  meeting  each 
other  also  abruptly  for  some  distance 
below  the  surface,  namely,  as  far  down 
as  they  are  formed,  will  create  a  line  of 

fracture  or  portion  weaker  than  the  rest.  Whether  these  corners 
be  external  or  internal,  matters  not;  the  same  thing  happens. 
Fig.  75  shows  other  examples  having  '  re-entrant  angles,'  as  they 
are  called,  a  being  a  circular  boss  cast  on  a  plate,  and  b  a  cylinder 
with  flanges.  It  will  be  clear  that  breakage  would  always  occur 
more  easily  at  these  sharp  angles. 

When  the  Menai  Bridge  was  built,  the  hydraulic  press  made 
for  the  purpose  of  lifting  the  *  tubes '  had  a  flat  bottom  with 
pretty  sharp  corners,  'as  will  be  understood  from  Fig.  76,  which  is 
a  sketch  of  the  press  first  used.  Stephenson  took  the  precaution 
of  building  up  at  each  10  inches  of  lift,  and,  had  it  not  been  for 
this,  great  damage  might  have  occurred,  for  the  bottom  of  the 
press  suddenly  gave  way,  and  the  tube  fell  through  a  space  of  ten 
inches.  Fig.  77  represents  the  press  since  adopted,  the  crystals  being 
allowed  to  take  a  gradual  turn,  so  as  to  leave  no  line  of  fracture. 
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It  is  a  general  law  that  there  should  be  no  abrupt  comers  in  a 
casting,  either  external  or  internal,  principally   for  the  reasons 

ELa.74. 
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already  s'iven,  and  also  to  permit  of  an  easy  flow  of  the.  metal,  and 
l)revent  the  breakage  of  corners  of  sand,    . 
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Warping  and  Shrinkage  of  Castings. — The  general 
effects  produced  by  unequal  shrinkage  during  cooling  should 
be  well  understood  in  designing  a  casting.  These  may  be  pretty 
well  arrived  at  by  the  consideration  that,  other  things  being  equal, 
those  places  will  cool  last  where  the  largest  amount  of  metal  is 
aggregated.  Our  first  rule,  therefore,  is  to  endeavour  to  keep  the 
casting  uniform  in  thickness.  For  unequal  cooling  is  sure  to 
produce  internal  strains,  and  that  portion  cooling  first  will  set^  and 
be  compressed  by  the  contraction  of  the  part  that  is  still  cooling. 
Besides,  if  a  thin  part  join  a  thick  part  very  abruptly,  the  cooling 
may  produce  such  strains  as  to  break  the  thin  piece  away 
altogether.  We  ought  therefore  to  make  the  juncture  of  unequal 
thicknesses  as  gradual  as  possible. 

Take  a  Plate,  Fig.  78,  lying  on  a  surface  of  sand.  The  top 
part  cools  first,  on  account  of  being  open  to  the  air,  while  the 
under  surface  is  still  in  contact  with  the  hot  sand,  and  the  effect 
of  cooling  is  to  make  the  plate  convex  on  the  upper  surface,  by 
the  after  contraction  of  the  lower  surface. 

In  a  Hollow  Cylinder,  Fig.  79,  the  heat  cannot  pass 
through  the  core  so  quickly  as  it  can  from  the  outside,  so  the 
latter  cools  first,  and  the  cylinder  is  made  barrel-shaped  by  the 
contraction  of  the  interior.  We  must  also  note  that  the  outer 
layer  will  be  in  compression  (see  Fig.  83),  which  is  a  cross  section. 

A  Solid  Ball  will  be  found  porous  on  the  inside,  if  broken, 
because  the  shell  sets  first,  and  the  internal  metal,  being  thus  held 
fast,  is  bound  to  leave  vacuities  on  shrinking. 

A  Girder  of  the  form  sketched  in  Fig.  80  will  curve  longitu- 
dinally in  cooling,  for  here  the  most  metal  is  collected  in  the 
larger  flange,  and  the  casting  is  therefore  pulled  together  on  that 
side,  after  the  top  web  has  cooled 

A  Pulley  with  a  thin  rim,  as  in  Fig.  81,  will  cool  last  at  the 
centre  boss,  and  so  produce  a  compressive  strain  in  the  rim  ;  if 
therefore  a  piece  were  broken  out  at  a  it  could  not  be  returned. 

Shrinkage  occurs  while  the  metal  is  cooling  from  a  red  heat 
downward,  and  the  moulder  can  do  a  great  deal  to  prevent  it 
occurring  unequally  by  uncovering  at  the  red-hot  stage  those 
portions  of  the  casting  which  are  likely  to  retain  heat  longest,  and 
by  keeping  others  covered,  for  equal  cooling  means  equal  shrinking. 
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Hollow  cylinders  of  all  kinds  are  better  moulded  by  inserting 
an  iron  tube  in  the  core,  through  which  cold  water  is  allowed  to 
circulate,  and  this  can  be  so  regulated  as  to  produce  a  tensile 
strain  on  the  outside  metal  if  needed,  or,  what  is  better,  no  strain 
at  all. 

The  pulley  previously  mentioned  can  be  improved  by  curving 
the  arms,  as  in  Fig.  82,  thus  giving  them  sufficient  elasticity  to  take 
the  strain  off  the  rim  ;  and  such  an  example  as  the  girder  must  be 
left  to  the  moulder's  ingenuity,  the  thicker  portions  being  first 
uncovered,  so  as*  to  cool  quickly. 

Of  course  it  must  be  understood  that  a  casting  is  never  broken 
directly  by  compressive  stresses,  but  only  by  tensile  stresses 
induced  by  them  in  some  other  portion  of  the  casting.  Thus  the 
pulley  will  break  at  the  arms,  in  which  a  tension  is  induced, 
rather  than  at  the  compressed  rim,  although  the  latter  may  be 
thin.     This  obser\'ation  is  true  for  all  cases.     (See p.  1012.) 

(For  Plaster  PaUerns  see  Appendix  II.,  p.  7S1.) 


Digitized  by 


Google 


CHAPTER  III. 
METALLURGY    AND    PROPERTIES    OF   MATERIALS. 

It  will  be  well,  so  as  to  avoid  repetition  in  succeeding  chapters, 
to  digress  somewhat,  in  order  to  consider  the  properties,  and  to 
some  extent  the  metallurgy  of  the  materials  used  in  mechanical 
engineering,  omitting  only  the  consideration  of  their  strength, 
which  will  be  treated  of  in  the  second  part  of  this  work. 

These  materials  may  be  classified  as  follows : — 


I.  Cast  Iron. 

8.  Gun  Metal. 

2.  Wrought  Iron. 

9.  Brass. 

3.  Cast  Steel. 

10.  Phosphor  Bronze. 

4.  Forged  Steel. 

I F.  Muntz  Metal. 

c.  Copper. 

12.  Manganese  Bronze 

6.  Zinc. 

13.  White  Metal. 

7.  Tin. 

14.  Wood.* 

But  we  must  first  become  acquainted  with  such  chemical 
elements  as  are  necessary  to  understand  the  processes  we  intend 
to  consider.  Such  are:  Carbon  (C),  Silicon  (Si),  Iron  (Fe),. 
Sulphur  (S),  Phosphorus  (P),  Manganese  (Mn),  and  Oxygen  (O). 

Carbon  is  an  allotropic  element,  that  is,  it  exists  under 
different  forms,  which  are :  Charcoal,  blacklead,  and  diamond. 
The  first  is  pure  carbon,  and  so  is  coke,  or  nearly  so.  The 
second  is  not  Uad^  and  is  also  called  graphite  2Xidi  plumbago  \  and 
the  third  is  the  crystalline  form.  If  carbon  is  allowed  to  unite 
with  oxygen  it  forms  carbon  dioxide  (CO2),  a  gas.  Carbonic,  oxide, 
or  Carbon  monoxide  (CO),  is  another  gaseous  combination  of 
carbon  and  oxygen. 

A  chemical  combination  is  the  union  of  elements  in  such  a  way 
that  they  can  only  be  separated  by  chemical  action,  while  a 
mechanical  mixture  requires  only  mechanical  means  (very  often 
filtration)  to  break  it  up. 

*  For  further  materials  see  Appendix  II.,  pp.  794-801. 
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Silicon  exists  in  combination  with  oxygen  as  silicon  dioxide 
or  stiica  (Si  O2),  and  is  so  found  in  the  crystals  of  sea-sand;  glass 
is  a  mixture  of  several  silicates.     It  is  of  value  in  cast  iron. 

Iron  is  found  in  combination  with  oxygen,  the  ore  being 
termed  a  ferric  oxide  (Fe^  Og),  but  it  may  be  rendered  quite  pure 
by  chemical  and  mechanical  means. 

Sulphur  is  well  known  in  the  form  of  brimstone,  and  is  aa 
impurity  in  iron,  producing  red-shortness. 

Phosphorus  is  also  an  impurity,  producing  cold-shortness 
while  Manganese  is  of  value  only  when  mixed  with  iron  and 
other  metals  in  certain  definite  proportions. 

(i.)  Cast  Iron. — There  are  seven  varieties  of  iron  ore,  con- 
taining from  fifty  to  seventy  per  cent.-  of  iron  in  their  composition. 
The  blast-furnace  (Fig.  84)  is  used  for  smelting  the  ore,  which  is 


done  at  a  very  high  temperature,  with  coke  as  fuel,  and  lime  or 
clay  as  a  flux.*     The  molten  iron  is  run  into  pigs,  while  the  slag 

'       *  Lime  is  the  usual  flux,  but  clay  is  sometimes  required,  as  in  the  case  of 
hematite  ore,  ahd  then  is  applied  in  the  form  of  clay  ironstone. 
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formed  by  the  combination  of  the  flux  with  the  impurities  of  the 
ore,  is  separately  withdrawn.     {See  Appendix  IL^  p,  788-9.) 

The  action  in  the  blast-furnace  is  this : — Air  being  introduced 
by  the  blast  to  give  us  oxygen,  and  coke  to  provide  carbon ;  then, 
if  the  coke  be  heated  to  redness,  carbon  dioxide  is  formed, 


From 

Air.       Coke. 

Gas.' 

2O    +    C     = 

COa 

As  this  gas  ascends  it  takes  up  carbon  from  the  coke,  which  it 
passes  on  its  way,  thus  : 

Carbon  Carbon 

diox.       Coke.      monox. 
COa^    C    -    2CO 

And  we  now  have  carbon  monoxide. 

Ascending  further,  this  last-mentioned  gas  meets  the  iron  ore, 
which  is  now  at  a  great  heat.  The  oxygen  in  the  ore  has  then 
the  choice  of  remaining  where  it  is  (FejOg)  or  of  combining  with 
the  C  O ;  preferring  the  C  O,  it  forms  with  it  carbon  dioxide  once 

more. 

Carbon  Carbon 

monox.  Ore.  diox.  Iron. 

3CO  +    FeA    =   3CO,   t    2Fe 

And  the  iron  is  now  left,  but  in  a  viscous  condition.  As  it  takes 
up  carbon,  however,  it  becomes  more  fluid,  descends  to  the 
bottom  of  the  furnace,  and  may  be  then  run  out. 

Other  substances  have  also  been  absorbed,  which  may  be  seen 
on  reference  to  the  table  at  the  commencement  of  Chapter  I., 
shewing  the  general  composition  of  the  diflerent  pigs — grey, 
mottled,  and  white. 

Sulphur  produces  red-shortness  in  cast  iron,  that  is,  makes  it 
brittle  when  red  hot,  and  Silicon  and  Phosphorus  cold-shortness, 
or  brittleness  when  cold. 

Carbon  increases  fluidity  at  the  expense  of  strength,  and 
Manganese  seems  to  have  the  effect  during  the  smelting  of  in- 
ducingjthe  combination  of  the  carbon  with  the  iron,  thus  tending 
to  prevent  the  formation  of  graphite. 

(2.)  "Wrought  Iron. — The  white  pigs  are  broken  up  and 
subjected  to  the  processes  of  refining  2Ji^  puddling.     As,  however, 
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these  are  chemically  the  same^  and  the  preliminary  refining  is 
very  often  dispensed  with,  we  will  give  our  attention  simply  to 
the  preparation  of  wrought  iron  by  puddling. 

The  object  of  puddling  is  to  eliminate  the  graphite  entirely, 
and  the  combined  carbon  so  far  as  to  leave  only  about  -25  per 
cent!!,  which  actually  increases  the  strength  of  the  iron. 

In  the  rolling  mill,  where  the  metal  is  rolled  into  plates  or 
bars,  scales  of  oxide  of  iron  (Fe,  O5)  are  formed  by  the  contact 
of  the  hot  iron  with  the  air.  These  scales,  being  broken  off, 
are  collected  for  the  puddling  furnaces,  their  use  being  that 
of  absorbing  the  carbon  from  the  iron,  exactly  in  the  way  already 
described  for  malleable  cast  iron. 

Being  intimately  mixed  with  the  broken  white  pig  in  the 
puddling  furnace,  Fig.  85,  and  subjected  to  a  powerful  flame,  the 
0  from  the  oxide  unites  with  the  C  of  the  iron,  and  passes 
away  as  COj  gas.  Any  silicon  that  is  present  in  the  iron 
unites  at  the  same  time  with  some  O  and  forms  Si  O,,  so  that 
the  iron  is  left  comparatively  pure.  During  the  process,  the  iron 
is  in  the  form  of  a  spongy  mass,  and  absolute  contact  of  it  with 
ihe  scales  of  oxide,  novy  liquid,  is  ensured  by  the  mtroduction  of 
a  long  rake  through  a  small  opening  in  the  side  door,  for  the 
purpose  of  stirring  the  whole  well  together.*  As  the  puddling 
nears  completion,  the  metal    is  kneaded  by  the  rake  or  paddle 


■s^* 
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*  To  avoid  hard  labour  and  increase  ihe  output,  there  are  many  mechanical 
furnaces  now  in  operation,  notably  Danks'  Koiary  1  urnace  and  the  Pernot 
Revolying  Hearth. 
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into  balls  or  blooms^  and  these  are  then  removed  and  compressedl 
under  a  steam  hammer  by  rapid  blows,  so  a$  to  squeeze  out  the- 
slag.  The  blooms  are  next  rolled  out  and  further  squeezed  by 
being  passed  through  the  rolls  of  a  rolling  mill,  giving  us  iron, 
called  Puddled  Bar, 

'  These  bars  are  now  broken  up  and  re-worked  by  hammbring 
and  rolling,  more  or  less,  depending  on  the  degree  of  purity  and 
strength  which  is  required,  and  we  thus  have  the  varieties  o£ 
wrought  iron  known  as — common^  bestj  double  best,  and  treble  besty 
which  are  used  for  various  ordinary  forgings,  while  Lont  Moor  iron 
is  required  for  the  fire-boxes  of  steam  boilers  and  for  more 
difficult  forgings. 

The  purification  of  the  iron  obtained  in  a  puddled  bar  is 
shewn  by  the  following  table,  which  may  be  compared  with  the 
table  showing  the  composition  of  white  pig  (p.  2) : — 

Table  showing  chemical   composition  of  Puddled  Bar^  in 

percentages. 

Iron  ...         99-31 


Combined  Carbon 

Silicon      

Sulphur    

Phosphorus 


•3 
•12 

'14 


100*00 


Wrought  Iron  during  its  conversion  from  the  pig,  has  lost 
the  capability  of  being  cast  into  moulds,  but  has  acquired  a  new 
nature,  becoming  viscous  or  sticky,  and,  as  a  result,  may  be  worked 
by  the  smith,  when  white  or  red  hot,  its  formation  into  different 
shapes  being  assisted  by  the  property  of  ivelding,  which  as  cast 
iron  it  did  not  possess.  Repeated  rolling  gives  a  fibrous  quality, 
making  the  iron  both  stronger  and  more  homogeneous  or  uniform 
in  texture,  and  these  fibres  may  be  seen  on  breaking  a  bar  of 
rolled  iron,  which  then  has  the  appearance  shewn  at  a,  Fig.  86, 
while  cast  iron  or  even  puddled  bar  gives  a  granular  fracture  (b). 

Rolling  or  hammering  iron  when  cold  or  nearly  so  gives  it  a 
cr}'stalline  structure  near  the  surface,  so  that  T  iron  is  not  so- 
strong  as  bar  iron,  and  plates  still  weaker.  Re-heating  and  slow 
cooling  tends  to  remove  this  source  of  danger.    {See  p.  10 13.) 
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Generally,  then,  wrought  iron  is  tough,  and  more  capable  of 
resisting  vibration  than  cast  iron,  its  fibrous  character  giving  it 
-also  a  distinct  advantage  in  the  direction  of  the  fibre,  which 
property  may  be  made  use  of  by  judicious  crossing  in  the  opera- 
tions of  piling  and  re-heating  the  iron  after  puddling. 


tr/fpT  /^ot^ 


Cast  //to^ 


Ma.  66. 
Jlfifiecuxzrvce  of  /r/CuJune. 

The  best  forgings  are  usually  made  by  tht  piling  oi  wrought 
iron  scrap, 

(3  and  4.)  Steel  is  intermediate  in  composition  between 
wrought  and  cast  iron,  thus : 

Cast  iron  may  have  2*2    to  5     per  cent,  of  carbon. 
Steel  (for  casting)        -3     „   17      „ 
Steel  (for  forging)        -25  „   1-5      „  „ 

Wrought  iron  -o     „     -25    „  „ 

It  will  be  clear,  however,  that  the  exact  limits  between  which 
we  may  call  the  substance  'steel,' 
without  intruding  on  either  wrought  or 
cast  iron,  are  very  difficult  to  define,  so 
that  we  may  have  steel  which  is  almost 
as  brittle  as  cast  iron,  or  we  may  have 
it  on  the  other  hand  nearly  as  soft  as 
wrougl?t  iron. 

Although  steel  has  an  intermediate 
composition,  it  has  not,  as  we  might 
expect,  an  intermediate  tenacity  or  use, 
but  is  stronger  even  than  wrought  iron 
and  consequently  more  useful.  It  never  has  quite  the  toughness 
of  the  best  wrought  iron,  though  approaching  it  closely  with 
mechanical  treatment :  it  is  always  more  homogeneous. 

It  will  also  be  readily  seen  that,  as  steel  is  mtermediate  in 


Carborv  ner  ant. 
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Cementation  Process, 


composition,  it  may  be  made  either  from  wrought  or  cast  iron. 
We  shall  first  consider  the  former  method. 

Cementation. — In  this,  the  oldest  process,  bars  of  wrought 
iron  are  placed  in  fire-clay  boxes,  Fig.  88,  with  charcoal  dust 
around  and  between  them,  and  a  layer  of  fire-clay  over  all 
(being  the  cement  giving  the  name  to  the  process).  They  are  then 
subjected  to  a  bright-red  heat,  for  a  time  varying  with  the  amount 
of  carbon  required  to  be  introduced,  and  which  may  be  as  much 
as  a  fortnight  for  the  more  highly  carbonised  steels.  The  charcoal 
then  becomes  combined  with  the  iron,  and  the  steel  so  pro- 
duced is  called  blister  steely  from  the  fact  that  the  bars  are  covered 
with  blisters.  These  bars  are  next  broken  up,  piled,  and  heated 
in  a  furnace  almost  exactly  like  the  on^  in  Fig.  85,  hammered  by 
•rapid   blows   from   a   tilt-hammer.  Fig.  89,  and  shear  steel  of  a 


jPla  S8  TilZ  JFLcxTTuiher, 

Ce/ThentaZiort 

fibrous  quality  is  thus  produced.*  Double  shear  steel  is  made  by 
breaking  in  two  and  re-hammering.  Crucible  cast  steel  is  obtained 
by  melting  fragments  of  blister  steel  in  covered  crucibles  made  of 
a  mixture  of  fire-clay  and  plumbago,  and  placed  in  sets  of  six  or 
twelve  in  furnaces  having  a  similar  section  to  the  one  shewn  in 

*  The  steam  hammer  is  used  in  later-built   works.        For  drawing,   see 
Chapter  IV. 
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Fig.  50.  Several  of  these  crucibles  are  poured  simultaneously  to 
form  the  ingot,  many  well-drilled  workmen  co-operating  to  do  it 
carefully.  This  variety  of  steel  is  much  more  homogeneous  and 
has  a  greater  tenacity  than  shear  steel,  having  a  fine  granular 
structure.  Brittleness  is  corrected,  and  the  property  of  weld- 
abilit)-  restored  by  the  introduction  of  manganese  in  the  form  of 
carbonate  of  manganese. 


wMmm 

B/essjenter  SXeet  Plant. 

The  Bessemer  Process  is  used  for  the  purpose  of  obtain- 
ing steel  from  cast  iron.  Fig.  90  is  intended  to  shew  the  neces- 
sary' plant  employed.  The  converter  a  is  filled  with  molten  cast 
iron,  and  air  is  Wown  through  the  metal  by  means  of  the  tuyeres 
at  the  bottom.  The  O  of  the  air  combines  with  the  C  of  the 
iron  and  passes  away  as  C  O2  gas,  leaving  the  mass  as  pure  iron, 
the   silicon   forming    a    slag   (SiOa)   on   the   surface,  which    is 
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So  Open-hearth  Process. 

•separately  removed.  The  temperature  must  be  exceedingly  high 
in  order  to  preserve  the  iron  in  its  fluid  state  after  the  expulsion 
of  the  carbon ;  the  entire  absence  of  the  latter  is  discovered  by 
the  application  of  the  spectroscope^  this  being  the  most  practical  use 
of  that  most  wonderful  instrument.  The  next  operation  is  the 
adding  of  so  much  carbon  as  is  needed  to  produce  the  steel  re- 
quired, and  this  is  done  by  putting  into  the  converter  a  measured 
amount  of  very  pure  cast  iron  called  Sptegeleisen*  and  mixing  it 
well  with  the  metal  by  re-applying  the  blast  for  a  short  time.  The 
now  converted  steel  is  transferred  to  the  ladle  b,  which  is  swung 
round  by  the  crane  c,  and  the  metal  poured  into  the  ingot  through 
the  hole  d  on  releasing  the  plug  at  the  bottom  of  the  ladle. 

The  ingots  may  be  afterwards  piled*  and  rolled  as  previously 
described,  to  produce  a  fibrous  steel,  and  if  used  for  forging  and 
welding  purposes  should  not  have  too  much  carbon  in  their  com- 
position ;  or,  if  required  for  steel  castings,  may  be  re-melted  in 
suitable  quantities,  much  as  in  the  way  already  mentioned  for 
cast  iron. 

The  Siemens- Martin,  or  open-hearth  process,  is  carried  on 
in  a  special  kind  of  furnace,  called  a  regenerative  furnace,  invented 
by  Sir  W.  Siemens.  Fig.  91  is  a  drawing  which  will  shew  all  the 
necessary  parts,  a  is  the  hearth,  sloped  in  the  side  elevation,  so 
that  the  metal  may  run  out  when  tapped  at  t.  A  current  of  air  is 
allowed  to  pass  under  the  hearth  at  c,  to  prevent  the  melting  of 
the  fire-clay.  The  combustion  of  a  mixture  of  common  coal  gas 
and  air  is  the  source  of  heat,  the  arrows  showing  the  passage  to 
the  interior  of  the  gas  through  the  valve  g,  while  the  air  enters 
through  the  valve  a.  In  the  figure  the  mixture  is  seen  entering 
the  right  side  of  the  furnace.  Being  ignited  at  j  by  means  of  a 
red-hot  bar,  gradually  and  carefully  at  first,  the  flame  is  directed 
by  the  roof  on  to  the  metal,  and  the  heat  passes  away  by  the  left 
side  of  the  furnace,  returning  through  the  valves  and  past  the 
damper  d  to  the  chimney.  Were  it  not,  however,  for  Siemens' 
beautiful  regenerative  principle  a  great  deal  of  heat  would  be 
wasted.  The  regenerators  are  shewn  at  RRrr*,  they  are  hard 
fire-clay  or  silica  bricks  piled  as  a  grating.  The  rejected  heat 
from  the  hearth  is  intercepted  by  those  marked  R  r,  so  tbat 
*  See  Appendix  II.,  p.  790. 
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although  ^he  mixture  enters  at  700'  F.  the  products  of  combustion 
pass  to  the  chimney  at  200"  01:  300"  F.  In  a  short  time  the  bricks 
become  white  hot,  and  the  valves  a  g  are  then  reversed  as  is 
shown  at  Vi  and  v„  the  former  being  the  position  for  the  action 
already  mentioned,  and  the  latter  allowing  the  gas  and  air  to 


REVERSING    VALVE., 


mOM  LT. 
or  ru«N«cc 


or  ruRNAcc 


Mcr.9/. 

enter  first  the  /eft  side  of  the  fnrnace  and  leave  on  the  opposite 
side.  Doing  so,  it  is  evident  that  the  heat  which  was  absorbed  in 
the  last  operation  by  the  regenerators  r  r  is  now  taken  up  again 
by  the  entering  gases,  and  the  bricks  rr,  in  their  turn  receive  the 
rejected  heat  - 

By  this  means  a  large  amount  of  heat  is  made  useful  which 
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82  Whitzvorth  Compressed  Steel, 

would  otherwise  be  wasted,  the  valves  being  reversed  regularly 
whenever  the  bricks  acquire  too  much  heat. 

The  furnace  is  first  charged  with  pig  iron,  and  when  this  is 
melted,  heatied  wrought  iron  and  steel  scraps  are  added  by 
(iegrees  (these  three  in  nearly  equal  proportions).  When  all  is 
thoroughly  mixed  a  little  piece  of  cast  iron,  in  the  form  of 
spiegeleisen,  is  added,  together  with  a  very  little  manganese. 

Experience,  the  principal  guide  for  this  mixture,  is  again  called 
into  play  immediately  before  completion  of  the  operation,  the 
foreman  trying  small  samples  taken  from  the  furnace  and  cooled 
in  water,  by  breaking  them  and  examining  the  fracture.  If  satis- 
factory, the  steel  is  now  poured  into  ladles  by  tapping  at  t. 

As  soon  as  the  metal  ceases  to  flow  easily  it  is  known  that 
there  is  only  slag  left.  The  ladle  is  then  removed,  and  the  slag 
allowed  to  run  to  the  ground  or  into  moulds. 

The  Landore-Siemens  process,  also  the  patent  of  Sir  W. 
Siemens,  differs  in  the  fact  that  iron  ore  is  used  direct.  On  being 
first  reduced  aijd  thef  slag  got  rid  of,  it  forms  spongy  balls  of 
malleable  iron,  which  are  then  dissolved  in  molten  pig  iron, 
spiegeleisen  being  added  as  before.  It  often  receives  the  name 
of  the  *  pig  and  ore  '  process. 

In  the  Siemens  process  the  ore  and  flux  are  mixed  direct 
with  the  pig ;  more  slag  is  therefore  produced. 

Steel  Castings  made  by  any  of  the  above  methods  must 
be  annealed  slowly  in  a  closed  furnace  for  a  week  or  more, 
to  prevent  cold-shortness.  Honeycombing,  or  the  presence  of 
vacuous  spaces  in  the  metal,  is  the  principal  trouble,  and  is  partly 
prevented  by  the  addition  of  silicon,  as  silico-ferromanganese, 
but  is  only  perfectly  got  rid  of  by  the  Whitworth  process;  where 
the  molten  ingot  is  compressed  by  powerful  hydraulic  pressure 
until  it  is  quite  set.  The  great  advantage  of  this  compression, 
which  amounts  to  from  six  to  twenty  tons  per  square  inch,  is 
shewn  by  the  fact  that  the  ingot  *is  made  to  contract  as  much 
as  one-and-a-half  inches  per  foot  of  length.  The  mould  consists 
of  a  steel  cylinder,  lined  with  refractory  material,  and  so  con- 
structed that  when  placed  under  an  hydraulic  press,  the  gases 
may  escape  through  the  sides  of  the  mould.    {See  App.  IL^p^  790-) 

We  may  always  expect  highly  carbonised  steel  to  be  deficient 
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in  toughness,  and  therefore  inferior  to  wrought  iron  in  that 
respect.  It  may  be  improved  by  the  annealing  spoken  of,  but 
steel  that  is  required  for  boiler  or  bridge  work  must  be  capable 
of  resisting  vibration,  and  so  a  milder  quality  is  used,  which, 
though  it  may  not  be  considerably  stronger  than .  iron,  is  more 
homogeneous  and  has  a  finer  grain. 

The  amount  of  carbon  varies  with  the  use  to  which  the  steel 
is  to  be  put,  and  is  shewn  by  the  following  table  : — 


Razor  temper 

ii7o 

Carbon 

Will  spoil  with  over  heating. 

SawBle     ,,     

ii7o 

To  be  heated  only  cherr)'  red. 

Tool       „     

ii7o 

May  weld  with  great  care. 

Spindle    „     

ir/o 

Ditto. 

Chisel      „     

I  7« 

Tough  ;  will  harden  at  low  heat. 

Sett          „     

J7o 

Stands  hammer  ;  welds  easily. 

Die          „     

r/c 

Stands  pressure  ;  welds  like  iron. 

Cutting  tools  require  most  carbon.     {See  Appendix  IL^  p^  793.) 

Tempering,  or  the  capability  of  receiving  any  degree  of  hard- 
ness, is  a  property  of  steel,  and  was  formerly  applied  as  a  test 
to  distinguish  it  from  wrought  iron ;  while  case-hardening  is  a 
method  of  partially  converting  wrought  iron  into  steel,  but  both 
these  subjects  will  be  reserved  for  our  next  chapter. 

Test. — A  rough  tesi;  to  distinguish  between  wrought  iron 
and  steel  is  to  put  a  drop  of  dilute  nitric  acid  on  the 
polished  metal,  when  a  greenish-grey  stain  will  indicate  iron, 
and  a  black  spot  will  shew  steel ;  the  purer  the  black,  the 
more  carbon  may  be  suspected,  so  that  w^e  may  even  get  a  notion 
of  quality. 

(5.)  Copper  Ore  is  various  in  character,  but  may  have  iron, 
sulphur,  antimony,  or  arsenic  associated  with  it.  The  operations 
are  three  in  niimber: — (i)  Roasting,  to  get  rid  of  arsenic  and 
sulphur,  the  iron  forming  an  oxide.  (2)  Smelting,  to  dissolve 
the  iron  oxide,  and  leave  copper  combined  with  sulphur.  (3) 
Roasting  and  Smelting,  to  remove  the  sulphur  and  obtain  metallic 
copper.  The  furnaces  used  throughout  are  of  the  same  class  as 
the  puddling  furnace.  Fig.  85,  and  called  reverberatory  on  account 
of  the  arch  beating  back  the  flame.     Other  refining  processes  have 
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84  G^^^  Metal: 

to  be  gone  through  before  the  metal  is  considered  fit  for  the 
market. 

The  metal  thus  obtained  is  rolled  into  plates  and  hammered 
to  any  shape.  Besides  its  malleability  it  is  exceedingly  ductile, 
being  easily  drawn  into  wires;  it  becomes  brittle  if  hammered 
cold,"  but  its  tenacity  may  be  restored  by  annealing. 

Copper  is  an  expensive  material,  and  is  only  used  for  pipes 
that  require  bendirvg  cold,  and  for  fire-boxes,  where  ductility  as 
well  as  power  to  conduct  and  resist  heat  are  needed  :  it  must  be 
remembered,  however,  that  copper  loses  its  strength  somewhat 
with  increase  of  temperature. 

It  is  also  very  useful  for  electrical  purposes,  being,  next  to 
silver,  the  best  metallic  conductor.     {S^e  Appendix  II.,  p,  793.) 

(6  and  7.)  Zinc  and  Tin  arc  of  little  importance  singly  to  the 
mechanical  engineer. 

(8.)  Gun  Metal  is  an  alloy  of  Copper  and  Tin^  and  is  often 
called  bronze.     The  proportions  are  varied  for  different  purposes. 

Thus  to  make  100  parts  : — 

Copper.  Tin. 

Soft  gun   metal  requires      90  10  (General  Ordnance  purposes.) 
Hard  gun  metal     „           82         18 

Bell  metal  „  80  20 

Usually  some  zinc  is  added  to  make  the  metal  more 
malleable^  as  : — • 

Copper  84*22 

Tin       1052 

Zinc      ...         ...         526 

I  GO '00 


Gun  metal  produces  fine  castings,  and  being  much  stronger 
than  cast  iron,  is  almost  the  only  other  metal  preferred 
besides  cast  steel,  for  the  castings  required  in  modem 
gunnery.  It  is  often  in  its  harder  form  made-  into  bearings 
for  shafts.  Both  strength  and  toughness  are  increased  by  rapid 
cooling. 

(9.)  Brass  is  made  by  alloying  copper  with  zinc.     The  pro- 
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portions  vary  somewhat,  depending  on  the  colour  and  strength 
required. 

Parts  Copper  7©  Parts  Zinc  '/, 

Fine  yellow  brass  has        ...     66*6    .     ...         33"3 

The  proportion  of  copper  may  vary  from  66  to  70  per  cent.,  or 
even  higher.  A  little  lead  is  sometimes  added.  Brass  is  principally 
used  on  account  of  its  fine  colour,  and  because  it  is  easily  tooled. 

(10.)  Muntz  Metal  is  a  brass  having  the  proportion  of  60 
per  cent,  of  copper  and  40  per  cent,  of  zinc.  It  is  largely  used 
for  bolts  in  marine  work  that  are  liable  to  rust,  and  especially  for 
pins  that  have  to  turn  in  their  sockets,  on  account  of  its  great 
strength,  as  well  as  the  faculty  of  being  forged,  which  it  possesses. 

(11.)  Phosphor  Bronzb  is,  like  gun  metal,  a  mixture  of 
copper  and  tin,  but  with  the, addition  of  a  small  measured  quantity 
o{ phosphorus,     (See  Appendix  I.  ^  p,  748.) 

Its  strength  is  then  so  much  increased  as  to  be  equal  to  that 
of  wrought  iron,  and  it  has  consequently  been  extensively  used, 
within  recent  years,  where  strength  is  required,  coupled  with 
intricate  form,  such  as  must  be  cast  rather  than  forged ;  as  for 
example,  toothed  wheels  subjected  to  shock.  Gun  metal  is 
deteriorated  by  subsequent  meltings,  while  phosphor  bronze  may 
be  re-melted  without  injury. 

It  has  considerable  ductility,  and  may  be  formed  into  wire,  and 
used  for  spiral  springs  subjected  to  steam  or  water. 

(12.)  Manganese  Bronze,  introduced  later,  is  really  a 
yellow  brass,  to  which  about  7  lbs.  of  cupro-  or  ferro-manganese 
have  been  added  per  cwt.  of  the  metal.  The  strength  is  thereby 
still  more  increased  j  and  it  is  used  now  for  a  variety  of  purposes 
where  strength  and  ductility  are  required  combined,  such  as 
hydraulic  pipes,  which  may  be  then  drawn  considerably  thinner 
than  copper  ones ;  and  it  is  advantageous  in  many  other  cases, 
as  may  be  understood  from  the  fact  that  it  may  be  both  cast  into 
moulds  and  forged  under  the  hammer.  It  can  also  be  used  to 
resist  rust,  so  as  to  keep  nuts  and  bolts  free  that  would  otherwise 
seize.     {See  App,  II.,  p,  80 1.) 

(13.)  "White  Metal,  otherwise  white  brass,  and  in  America 
Babbitt's  Metal,  or  *  Babbit,'  is  an  alloy  used  for  lining  bearings. 
Tin  is  the  principal  metal  used,  and  is  mixed  with  copper  and 
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antimony  in  varying  proportions,  the  following  percentages  being 
principally  used  : — 

Copper 8        3 

Tin  ...         ...         ...         ...       «...     84       90 

Antimony  ...         ...         , 8         7 

TOO     100 

One  advantage  of  white  metal  for  bearings  is  that  it  can  be 
run  into  the  bracket  when  the  journal  is  in  place,  and  so  ensure  a 
good  fit.  It  causes  considerably  less  friction  than  brass  or 
bronze. 

To  sum  up  then,  alloys  of  copper  and  tin  are  termed  bronzes^ 
and  may  have  a  little  zinc  added  up  to  about  i  i  or  3  per  cent. 
Those  of  copper  and  zinc  are  called  brasses,  MXintz  metal  being 
one  of  them ;  and  those  having  tin  and  antimony,  with  a  little 
copper,  are  white  metals. 

Brazing. — Brass  or  gun  metal  may  be  united  by  this  process, 
which  is  also  termed  hard  soldering;  and  the  joint  will  then 
be  as  strong  as  the  original  casting. 

Iron  or  steel  may  be  also  connected  by  brazing  if  more 
convenient,  especially  finished  pieces  of  work.  The  method  is  to 
first  carefully  clean  the  work  with  acid,  then  take  some  brass 
filings  and  mix  with  powdered  borax  as  a  flux,  the  borax  being 
preferably  moistened  with  iirater.*  The  filings  are  placed  between 
the  parts  to  be  brazed  so  as  to  form  a  joint,  as  much  surface 
being  used  for  the  latter  as  possible,  and  the  two  are  held  together 
in  red-hat  tongs,  having  thick  jaws  to  keep  the  heat.  The  tongs 
will'  melt  the  filings  and  grip  the  pieces  until  perfectly  set,  and  the 
whole  may  be  finished  off  in  the  vice. 

If  the  work  cannot  be  easily  gripped,  another  way  is  to  insert 
the  filings  as  before,  and,  binding  with  iron  wire,  place  the  pieces 
in  a  clean  coke  fire  until  the  operation  is  complete. 

Or,  still  another  method  is  to  use  the  blow-pipe.  Here  a  fine 
tongue  of  very  hot  flame  is  directed  on  to  the  work  by  blowing  with 
this  instrument  through  a  lighted  *  Bunsen.^ 

*  More  generally,  instead  of  brass  filings,  *  spelter '  is  used,  which  is  a 
powdered  brass,  containing  about  equal  parts  of  copper  and  zinc,  and  specially 
manufactured  for  brazing  purposes. 
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(14.)  W^ood  is  not  used  to  so  great  an  extent  as  formerly. 
Roofs  are  made  of  wrought  iron ;  and  men-of-war  of  iron  and 
steel  instead  of  oak :  pillars  of  cast  iron  :  while  morticed  wheel 
teeth  are  almost  out  of  fashion.  Brake  blocks,  too,  are  made  of 
cast  iron,  to  give  a  longer  time  of  wear  ;  and  wooden  buffer  beams 
for  locomotives  are  now  bemg  discarded. 

Little  then  need  be  said  of  wood.  For  pattern-making,  as 
already  stated,  //«^,  mahogany^  cherry^  sycamore^  lime  iree^  and 
walnut  are  the  woods  used.  English  oak  is  the  best  for  beams, 
but  American  oak  is  much  cheaper,  and  ,the  latter  is  used  for  the 
framing  of  railway  and  traction  waggons,  and  for  locomotive 
buffer  beams.  Ash  is  also  much  employed  in  waggon  work, 
especially  for  cart  shafts.  Mortice  teeth  are  made  of  beech  or 
hornbeam.  Lignum  vii(R  is  of  great  service  for  bearings  that  are 
immersed  in  water  as,  for  example,  with  the  screw-propeller  and 
some  turbines.     {See  Appendix  II.,  p.  1^^.) 

Railway  sleepers  are  rendered  very  durable  by  impregnation 
with  creosote  or  black  oil,  air  being  first  sucked  from  the  pores  of 
the  wood.     The  creosdte  is  then  forced  in  at  great  pressure. 

The  following  table  gives  the  melting  points  in  degrees 
Fahrenheit  of  the  principal  metals  mentioned  in  this  chapter : — 

Zinc    773'F 

Tin 442' 

Gun  metal 1900'   : 

Brass 1700"  to  1900** 


Cast  Iron    2ioo''F. 

Wrought  Iron 3000**  * 

Steel    2700" 

Copper    1996" 


Soft  Soldering. — See  Appendix  K,  /.  970. 


*  Castings  of  *  wrought  iron  *  have  l)een  made,  though  the  process  is 
somewhat  intricate,  and  has  not  been  extensively  applied.  The  method 
consists  principally  in  lowering  the  high  melting  point  of  wrought  iron  by  the 
addition  of  aluminium.  Swedish  wrought  iron  is  used,  and  from  ,,^ft  ^^  ^h^ 
of  its  weight  of  aluminium  is  mixed  with  it. 
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CHAPTER  IV. 

SMITHING   AND   FORGING. 

Wrought  iron  is  formed  into  the  required  shape  by  drawing 
down  and  bending  while  hot ;  but  if  there  should  be  insufficient 

*  stuff/  or  if  it  should  be  more  difficult  to  entirely  finish  by 
drawing  down,  recourse  is  had  to  welding. 

The  working  of  de-carbonised  iron  may  be  best  treated  under 
two  heads,  smithing  and  forging.  The  first  includes  the  making 
of  such  smaller  objects  as  can  be  conveniently  done  dt 
a  smith's  fire,  while  the  second  term  may  be  applied  to  the 
shaping  of  all  articles  that  require  heating  in  a  close  furnace,  and 
finishing  under  a  heavy  steam  hammer.  In  either  case  the  result 
is  denominated  2i  forging, 

THE  SMITHY. 

We  will  first  consider  shortly  the  plant  and  tools  employed  by 
the  smith. 

The  Hearth. — This  is  represented  in  Fig.  92.  a  is  a  sectional 
elevation,  and  b  a  front  view.  It  is  necessary  to  explain  here  that 
tRe  smith  may  arrange  his  coal  on  the  hearth  in  two  distinct  ways, 
the  one  being  called  an  *  open '  fire,  and  the  other  a  *  stock  '  fire. 
The  hearth  shown  in  Fig.  92  is  by  Messrs.  Handyside,  and  is  of 
iron  throughout  It  is  only  adapted  for  'open'  fire  working, 
being  short  in  length  from  a  io  d.  a  is  the  tuyere  or  blast  nozzle, 
constantly  surrounded  by  water  contained  in  the  tank  c,  so  as  to 
avoid  burning  at  the  outlet,  or  the  accumulation  of  caked  slag. 
The  work  to  be  heated  is  placed  in  the  hollow  portion  of  the 
hearth  surrounded  by  coal,  and  as  the  coal  burns  away  more  is 
supplied  from  the  hillock  b.  It  will  then  be  seen  that  there  is  no 
special  difficulty  in  arranging  the  coal  for  *open'  fire   working, 

*  Stock '  working  requires  a  certain  amount  of  trouble  in  first  pre- 
paring the  coal,  which  is  usually  done  first  thing  every  morning. 
After  this  first  preparation  it  will,  however,  keep  in  working  order 
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90  Smith's  Fire. 

for  the  rest  of  the  day,  and  has  many  advantages,  as  will  be  seen. 
Fig.  95  represents  an  ordinary  smith's  hearth,  built  up  partly  of 
brick  and  partly  of  iron,  a  is  the^  blast  nozzle,  which  need  not 
now  be  surrounded  by  water,  because  the  fire  will  never  be  nearer 
to  it  than  the  position  marked  b,  and  so  no  caking  can  happen. 
In  building  the  *  stock  '  a  loose  brick  is  first  taken  out  at  ^,  and  a 
bar  passed  through  and  inserted  in  the  tuyere.  The  coal  is  now 
damped  by  sprinkling  water  upon  it  with  a  wisp  of  straw,  and  is 
built  up  into  the  form  shown,  the  ridge  d  being  neatly  flatted 
down,  by  using  the  back  of  the  shovel.  Beginning  at  the  tuyere 
and  advancing  frontwards  the  *  stock  '  is  finished  round  the  piece 
of  wood  e,  which  is  called  the  *  stock  block.'  We  may  now 
remove  both  bar  and  block,  and  make  the  fire  in  the  space  e. 
The  iron  to  be  boated  is  placed  in  this  space  and  covered  up  with 
loose  coal,  which  is  always  brought  from  the  front  end  r,  so 
that  the  stock  gradually  burns  away  to  the  end  b  by  the  close  of 
the  day.  The  advantages  of  *  stock '  working  are  these:  (i)  we 
need  no  water  tuyere  nor  consequent  attention  to  water  supply  \ 
(2)  the  bar  to  be  heated  is  only  acted  on -by  the  fire  to  the  length 
required  (whereas  '  open '  working  has  a  tendency  to  heat  it  to  a 
greater  extent) ;  and  the  method  is  generally  more  economical. 

The  Blast. — Air  is  constantly  supplied  to  the  fire,  when 
working,  by  means  either  of  bellows,  fan,  or  blower,  one  of  the 
latter  two  being  in  use  at  an  engineers'  smithy,  where  all  the 
fires  are  connected  to  one  main  blast  pipe.  Fig.  95 a,  Plate  I., 
represents  a  fully  equipped  smithy,  as  designed  by  Messrs, 
Handyside,  and  fitted  with  their  hearths  throughout  The 
main  blast  pipe  is  shewn  by  the  dotted  lines  in  plan. 

Fig.  93  is  a  drawing  of  a  Fan  by  Sturtevant.  There  should 
be  a  good  large  space  left  beyond  the  vanes,  to  allow  the  velocity 
energy  given  to  the  air  by  them  to  be  easily  transformed  into 
pressure  energy  in  the  pipe,  and  so  prevent  waste  by  eddies. 

Roots'  Blower,  as  made  by  Messrs.  Samuelson,  of 
Banbury,  is  shewn  at  Fig.  94.  The  air  in  this  machine  is 
literally  scraped  out  of  the  casing  on  the  side  a,  by  the  revo- 
lution of  the  two  figures  s  s,  in  opposite  directions,  and  is  delivered 
at  B,  a  fresh  supply  replacing  the  partial  vacuum  formed.  The 
rollers,  as  the  above  figures  are  called,  are  compelled  to  work 
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correctly  by  the  introduction  of  equal  spur  wheels,  shewn  dotted 
at  c  c,  being  covered  by  a  casing,  and  the  shafts  are  rotated  in 
opposite  directions  by  means  of  crossed  and  open  belts,  as  shewn 
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in  the  side  elevation.  The  power  absorbed  in  running  this 
machine  is  very  slight,  and  the  speed  need  not  be  more  than  300 
revolutions  per  minute.  A  fan,  on  the  other  hand,  to  be  effective, 
must  be  driven  at  a  great  velocity,*  say  from  1000  to  2000 
revolutions  per  minute ;  more  shafting  and  pullies  are  required, 
as  shewn  in  Fig.  93,  and  the  percentage  of  loss  by  friction  is 
consequently  high.     The  blower  is,  however,  very  noisy. 

Tools. — Among  these  we  must  first  mention  the  Anvil, 
Fig.  96.  It  is  made  of  wrought  iron,  and  has  a  surface  of  steel 
about  a  quarter  of  an  inch  thick  welded  on  at  a  to  form  the  top 
face ;  b  is  the  beak  or  horn  ;  c  and  d  are  square  holes  to  receive 
'  bottom '  tools,  and  e  e  are  used  in  punching.  At  Fig.  96 b  is 
illustrated  a  French  anvil.  It  is  not  provided  with  any  holes, 
the  swage  block  (described  later)  serving  instead. 

Two  kinds  of  Hammer  are  required  :  the  hand  hammer 
weighing  two-and-a-half  to  three  pounds,  for  the  smith ;  and  the 
sledge  hammer,  used  by  his  helper,  weighing  from  eight. to  four- 
teen pounds,  and  even  more.  If  the  sledge  is  only  worked  by  lifting 
over  the  shoulder,  a  short  handle  is  used,  say  three  feet  long,  but, 
when  swung,  in  making  heavy  forgings,  a  long  shaft  is  required, 
the  right  hand  being  drawn  inward  to  the  end  as  the  hammer 
approaches  the  work,  thus  giving  the  latter  the  full  effect  of  the 
stored  energy. 

Other  tools,  shewn  in  Fig.  97,  are  principally  for  the  purpose 
of  finishing  work  for  which  the  hammer  alone  would  be  in- 
sufficient. They  often  go  in  pairs,  as  top  and  bottom  tools,  the 
smith  holding  the  first  by  means  of  a  hazel  rod  wrapped  round  it, 
while  the  second  is  placed  upright  in  one  of  the  square  holes  in  the 
anvil.  A  A  are  chisels^  b  b  fullers^  c  is  2^  flat-face  or  flatter^  d  2l  punchy 
and  E  E  are  swages.  The  last  term  is  applied  to  any  specially* 
shaped  top  and  bottom  tools  designed  for  the  purpose  of  finishing 
work  with  greater  ease  and  accuracy  to  a  particular  form,  such  as 
round,  hexagonal,  &c.  f  is  a  set  hammer,  having  either  a  square 
or  circular Tace ;  it  is  held  steadily  on  the  work  while  being  struck, 
so  that  in  one  sense  it  is  not  a  hammer  at  all.  It  is  convenient 
as  a  top  tool  to  reduce  work  or  *  set '  it  down,  the  anvil  serving 
as  bottom  tool,  g  is  a  'heading'  tool,  useful  in  making  the 
heads  of  bolts  and  pins.     It  is  held  by  the  hand  at  one  end 
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while  the  hot  bolt  is  driven  through  one  of  the  holes,  and,  being 
retarded  by  a  slight  shoulder  at  the  end  of  the  bolt,  the  head  is 
formed  at  that  place.  The  process  is  shewn  at  b,  c  and  i>, 
Fig.  104.  Ferrules,  h,  serve  to  stamp  the  bosses  of  small  levers. 
Of  course  it  must  be  understood  that  a  good  set  of  tools  will 
include  several  different  sizes  qf  each  of  those  above  mentioned. 
They  should  all  be  faced  with  steel  where  subject  to  concussion. 

Tongs  are  shewn  at  Fig.  98,  and  have  several  different  forms 
at  the  *  nose '  or  *  bit '  where  the  work  is  gripped,  such  as  Jlai- 
nosed  tongs  (a),  round-nosed  (b),  or  angular-nosed  (c).  They 
should  be  made  to  take  work  from  a  quarter  of  an  inch  to 
three  inches  thick,  and  all  of  them  are  more  useful  if  bent  out  as 
at  c,  so  as  to  admit  a  bolt-head  or  collar. 

An  important  adjunct  to  the  anvil  is  the  Swage  Block, 
Fig.  99,  It  can  be  set  up  in  any  position,  and  serves  to  finish 
several  different  forms  of  forging,  the  holes  being  for  heading 
purposes.  The  swage  block  is  usually  made  of  cast  iron,  though 
cast  steel  is  now  often  preferred. 

The  smith  having  to  hold  the  work  in  the  tongs  with  one 
hand,  he  wields  the  hand-hammer  with  the  other,  where  plain 
forging  is  required,  but,  when  top  and  bottom  tools  have  to  be 
applied,  he  is  fully  occupied  with  the  top  tool  and  the  work  to 
be  done,  so  the  hammering  must  be  performed  by  a  helper  or 
striker,  A  good-sized  forging  may  be  made  by  this  method, 
which  is  called  *  working  double-handed,^  especially  by  using  a 
heavy  sledge. 

But  a  striker  is  sometimes  dispensed  with  by  introducing  some 
specially-contrived,  and  often  very  ingenious  arrangement  to  take 
his  place.  The  method  followed  would  then  be  called  *  working 
single-handed.* 

Fig.  100  shews  one  of  these  tools,  termed  a  dolly,  and  its 
purpose  in  the  figure  is  round  swaging,  though  other  forms  could 
be  apphed.  It  is  fixed  in  one  of  the  square  holes  of  the  anvil, 
and  is  struck  at  a  with  the  hammer  in  the  right  hand,  while  the 
left  hand  holds  the  work  at  b  with  the  tongs.     {See  App,  V,,p.  970.) 

Bolts  or  rivets  may  be  forged  single-handed  by  employing  the 
block  A,  Fig.  10 1.  A  stock  piece,  a,  is  put^  in  the  hole  in  the 
block  so  as  to  fix  the  length  of  the  rivet  b.     Pieces  of  round  iron 
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are  cut  off  of  proper  length  to  form  the  rivet,  and  being  heated,  are 
dropped  into  the  hole  at  b.  The  hammer  h  is  now  worked  from 
the  footboard/,  the  blow  being  delivered  by  pressing  the  foot  down- 
ward on  the  latter,  while 
the  return  of  the  hammer 
is  ensured  by  the  elasti- 
city of  the  sapling  of  ash 
s,  which  is  bent  on  each 
down  stroke  of  the  foot- 
board, and  in  becoming 
straight  again  lifts  the 
hammer.  The  correct 
form  of  the  rivet  head 
is  given  by  applying  the 
cupping  tool  r,  held  in 
the  hand.  When  the 
rivet  is  finished  it  may 
be  released  and  thrown 
out  by  striking  the  foot 
sharply  on  the  lever  /, 
which  thus  takes  the 
dotted  position,  and  the 
rivet  can  be  then  picked 
up  and  cooled  in  water. 
Steam  Hammer 
for  Smithy.  —  Lastly, 
the  smith  requires  for 
his  heavy  forgings  the 
aid  of  a  small  steam 
hammer.  We  say*  small' 
to  distinguish  from  the 
larger  type  in  use  by  the 
forgeman,  but  the  smith's 

hammer  is  anything  but  small.  The  one  illustrated  in  Fig.  loi^, 
Plate  II.,  is  spoken  of  as  a  lo  cwt.  steam  hammer,  and  this  means 
that  the  piston  and  piston  rod  a  a,  the  tup  b,  and  the  pallett  c, 
together  weigh  lo  cwts.  This,  of  course,  does  not  take  account 
of  the  steam  pressure,  which  at  40  lbs.  per  square  inch  con- 
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siderably  increases  the  falling  weight  The  forces  of  steam  and 
gravity  being  constant,  the  velocity  with  which  the  tup  reaches 
the  anvil  may  be  easily  calculated. 

Then,  if  w  =  weight  of  moving  parts  (in  lbs.) 
V  =  velocity  (in  ft.  per  sec) 
g  =  3  2 -2  ft.  per  sec. 

P  =  greatest  total  pressure  on  hot  iron  (in  lbs.) 
/  =  mean  total  pressure  (in  lbs.) 
//  =  depth  of  impress  ion  (in  fraction  of  a  foot) 

-    =  energy  of  falling  weight.     • 

And  if  the  depth  of  the  impression  be  measured ;  then, 
pd  =  energy  delivered. 

In  a  perfectly  elastic  material  P  =  2^,  as  shewn  by  the  diagram 
of  work,  Fig.  ioi<7.     {See  Appendix  11.^  p.  801.) 

The  pressure  may  also  be  found  by  a  consideration  of  the  time 
during  which  the  energy  is  given  up. 

Then  (if  /  =  number  of  seconds  of  time);  the  momentum 


=  //    and  ^  =    ^  r  Time  n 


In  practice  z;,  /,  and  d  are  difficult  to  arrive  at,  both  on  account 
of  the  varying  rigidity  of  the  material  receiving  the  blow,  and  on 
account  of  the  difficulty  of  measuring  the  elastic  impression,  or, 
again  of  fixing  the  ratio  of  /  to  P,  which  is  only  shewn  in 
Fig.  loifl  for  elastic  deformation  ;  /  would  have  a  much  larger 
value  in  proportion  to  P  in  actual  practice.  Messrs.  Massey 
state,  however,  that  with  40  lbs.  .steam  pressure : 

A  \  cwt.  hammer  gives  a  blow  of  about  2  J  tons. 

A  5    »  »  »>  30     » 

{Compare  /.  802.) 

Referring  again  to  Fig.  10 1/^,  d  is  the  anvil  and  e  the  anvil 

pallett.     F  is  the  valve  for  admitting  steam,  opened  by  a  horizontal 

movement  of  the  handle  l,  and  g  is  the  regulating  valve,  which, 

requiring    to  work  easily,  is  balanced  by  being  made  of  piston 
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form.  In  the  drawing,  steam  is  shewn  entering  by  the  mid  port, 
and  passing  down  the  lower  cyhnder  port  to  raise  the  piston ;  at 
the  same  time  the  exhaust  steam  from  the  top  of  the  piston  is 
passing  down  the  upper  port  and  out  at  k.  Now  (supposmg  the 
self-acting  lever  h  is  out  of  gear),  the  piston  having  reached  its 
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highest  position,  the  valve  g  is  moved  upward  by  means  of  the 
handle  j,  and,  while  the  exhaust  steam  from  the  bottom  of  the 
piston  may  escape  at  K  by  passing  through  the  valve  G  (which  is 
hollow),  the  steam  enters  by  the  upper  port  and  brings  down  the 
moving  mass. 

The  self-acting  gear  allows  us  to  set  the  hammer  for  continuous 
blows  having  any  desired  period,  which  will  go  on  so  long  as  the 
starting  valve  f  is  open.  The  L-shaped  lever  h  has  its  fulcrum  at 
M,  and  the  spring  x  keeps  the  valve  spindle  pulled  down  so  as  to 
admit  steam  at  the  bottom  of  the  piston.  While  the  piston  is 
rising  the  tappet  p  on  the  tup  pushes  h  .to  the  right,  and  so  puts 
valve  G  in  position  to  bring  the  piston  down  again ;  and  so  on. 

If  the  sector  arm  q  be  moved  to  the  left,  the  fulcrum  M  is 
thereby  lowered,  and  h  is,  therefore,  turned  on  its  fulcrum 
sufficiently  to  the  right  to  be  out  of  the  way  of  the  tappet  p.  The 
hammer  may  then  be  worked  by  hand.  If  quick  blows  are 
required,  q  must  be  pushed  to  the  extreme  right,  while  slower 
periods  are  obtained  by  bringing  q  nearer  and  nearer  to  the 
extreme  left. 

If  a  line  of  shafting  run  along  the  shop,  a  hammer  like  the  one 
in  Fig.  102' may  be  applied  with  advantage  for  stamping  work, 
though  it  is  too  slow  in  its  beats  for  regular  forging.  Here  the 
iron  strap  s  is  made  to  grip  the  drum  b  by  the  pull  of  the  man  at 
c,  and  so  the  hammer  h  is  lifted  by  the  power  transmitted  from 
the  shaft  a.  Directly  the  handle  is  released  (namely,  when  the 
weight  reaches  the  dotted  position),  the  strap  slips,  and  the  blow 
is  struck.     {See  Appendix  VI.,  p,  1015.) 

Heating. — Good  wrought  iron  will  sustain  almost  any 
degree  of  heat  without  injury,  but  the  more  carbonised  steels 
have  to  be  treated  with  great  care,  for  if  heated  beyond  cherry- 
red  they  begin  to  break  up  from  red-shortness,  and  cast  steel  will 
overheat  very  easily.  The  student  may  refer  to  Fig.  87  in 
Chapter  III.,  which  explains  diagrammatically  the  different 
amounts  of  carbon  in  wrought  iron,  steel,  and  cast  iron. 

In  forging  wrought  iron  or  steel,  the  heat  should  be  kept  up, 
and  a  new  heat  taken  when  the  work  is  getting  too  cold,  for  it  is 
generally  admitted  that  working  any  metal  by  cold  hammering 
crystallises  the  surface  receiving  the  blow,  and,  if  annealing  be  not 
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102  Welding, 

resorted  to,  the  crystallised  portion  will  be  left  weak  and  little 
better  than  cast  iron.  '  This  should  be  carefully  noted  in  making 
connecting  rods  of  steam  engines,  or  indeed  any  article  the  break- 
ing of  which  might  cause  danger  to  life. 

Welding. — Wrought  iron  cannot  be  cast,*  but  it  can  be 
welded  without  difficulty ;  that  is,  it  may  be  joined  piece  to  piece 
by  heating  and  hammering,  and  work  of  great  intricacy  may  thus 
be  formed.  The  welding  temperature  for  wrought  iron  is  from 
1500'  to  1600'  Fahrenheit,  and  the  two  pieces  to  be  welded  are 
heated  to  this  temperature,  which  is  detected  by  the  iron  beginning 
to  throw  out  sparks.  Two  points  have  to  be  noticed.  The  iroa 
should  be,  if  possible,  drawn  out  so  that  a  scarf  may  be  made, 
when  welded ;  this  is  shewn  at  a,  Fig.  103,  and,  as  will  be  seen,  a 
greater  surface  for  welding  is  thereby  presented.  But,  if  it  be 
drawn  out  too  fine,  it  will  burn  away  when  put  into  the  fire  for 
the  welding  heat,  and  to  prevent  this  it  should  be  left  rather  thick 
at  the  ends,  as  at  b  ;  the  lump  may  be  easily  levelled  afterwards. 
The  two  pieces  to  be  welded  should  both  be  at  their  proper  heat 
at  the  same  time,  which  the  smith  ensures  by  changing  their 
positions  in  the  fire,  so  as  to  advance  the  one  or  retard  the  other. 
Withdrawing,  he  sprinkles  them  with  sand,  which  forms  a  siliceous 
film  or  flux,  and  prevents  scale  by  oxidation.  Putting  them  now 
together,  the  smith  gives  one  or  two  blows  to  fix  them,  and  he  and 
the  striker  then  finish  by  rapid  alternating  blows.  If  the  flux  be 
carefully  expelled  and  the  joint  well  hammered  while  hot,  the  bar 
will  be  nearly  as  shrong  there  as  at  any  other  section.  Borax  is 
used  as  a  flux  in  steel  welding.  {See  Appendices  L  and  IIL^ 
pp,  748  and  917.) 

The  scarf  weld  is  the  one  most  commonly  practised,  but  the 
fork  weld  at  c.  Fig.  103,  is  oflen  introduced  for  large  work  oa 
account  of  its  greater  security. 

Having  thus  briefly  mentioned  the  operations  of  heating  and 
welding,  we  shall  now  proceed  to  describe  the  forging  of  a  few 
objects. 

The  making  of  a  Bolt  with  hexagonal  head  is  shewn  in 
Fig.  104.  A  round  bar  a  is  taken,  of  suitable  length;  it  is 
heated  at  one  end,  and  jumped  or  upset^  namely,  is  lifted    by 

*  See  note  at  end  of  Chapter  III. 
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I04  Forging  Bolt  and  Nut,  , 

the  tongs  and  struck  on  the  anvil  as  at  b.  A  heading  tool  is  next 
held  over  a  hole  in  the  anvils  and  the  piece  b  is  reversed  and 
dropped  through  the  tool.  Being  prevented,  however,  from 
passing  quite  through,  on  account  of  the  shoulder  just  formed,  it 
is  now  beaten  by  the  hammer  until  the  head  c  is  formed.  The 
bolt  is  then  taken  out,  and  the  portion  c  is  roughly  hammered 
into  the  form  of  a  collar  at  d.  It  will  now  have  become  cold,  and 
must  be  re-heated  to  finish  the  head,  which  is  done  in  the  hexa- 
gonal swage  E,  side  after  side  being  presented  to  the  tool  by  turning 
the  bolt  round,  and  hammering  each  time.  Finally,  it  is  dropped 
into  the  heading  tool  once  more,  as  at  f,  and,  after  receiving  one 
or  two  finishing  blows,  a  cupping  tool  /  is  applied  to  give  the 
spherical  chamfer. 

We  may  now  make  a  Nut  for  Ihe  above  bolt.  Of  course,  it  is 
almost  unnecessary  to  state  that  bolts,  nuts,  and  rivets  are  now 
made  entirely  by  automatic  machinery,  and  these  examples,  there- 
fore, are  only*  intended  as  an  introduction  to  more  difficult 
forging-  A  nut  can  be  forged  in  the  form  of  a  ring,  and  thus 
dispense  with  after-drilling.  This  is  the  case  we  shall  consider. 
Fig.  '105  illustrates  the  dififerent  operations.  Slightly  scarf  the 
bar  A,  which  is  to  be  bent  round  to  form  the  nut,  and  must;  there- 
fore, have  the  same  width  as  the  latter;  for  exarhple,  a  three- 
quarter  inch  nut  would  require  a  bar  about  three-quarters  of  an 
inch  by  three-eighths  of  an  inch  in  section.  Next  heat  the  end  of 
the  bar  and  bend  round  the  anvil  as  at  b,  nicking  it  through  with 
a  blunt  chisel  (as  shewn  at  a  in  sketch  c).  Now,  put  it  back  in  the 
fire  to  get  a  welding  heat ;  take  it  out ;  and,  breaking  off  sharply 
at  fl,  lift  up  the  ferrule  remaining,  on  a  mandril  d,  and  weld  the 
two  scarfings  together ;  then  finish  the  hexagon  in  the  swage  e. 
The  nut  is  not  yet  complete,  however.  Re-heating,  it  is  cup]ied 
at  top  and  bottom  as  at  f,  and  the  hole  is  finally  made  to 
exact  size  by  the  finishing  mandril  g,  which  is  driven  through 
the  nut  into  the  hole  //  in  the  bottom  cupping  tool.  The  nut 
may  now  be  removed  and  cooled. 

Fig.  106  shews  the  making  of  a  Holdfast  for  pipes,  or  pipe 
hook.  Two  heats  are  necessary.  In  the  first  a  bar  is  taken,  as  at 
A,  and  is  drawn  to  a  *  square '  point  on  the  further  edge  of  the 
anvil  as  at  b,  a  turn  of  90*  backward  and  forward  between  each 
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io6  Forging  Eyes. 

blow  being  given  by  the  hand  holding  the  tongs.  A  second  heal 
is  nov/  taken,  and  the  length  of  point  having  been  marked  off  (c) 
the  remainder  is  set  down  at  d,  on  the  edge  of  the  anvil.  Here 
again  the  bar  is  turned  backward  and  forward  to  finish  the  edges 
in  plan  e,  and  the  end  is  chipped  off  at  e  to  proper  length. 
Before  the  work  is  too  cool  the  part  e  must  be  bent  round  the 
beak  of  the  anvil,  as  shewn  at  f,  when  the  holdfast  is  complete. 

A  Single -Eye  in  the  form  of  an  eye  bolt  is  shewn  finished 
at  A,  Fig.  107  (page  103).  The  hole  is  to  be  drilled  out  afterward. 
A  short  piece  of  round  bar  is  first  taken  of  the  same  diameter  as  the 
collar,  and  after  heating  is  fullered  at  b,  and  set  down  as  at  c.  On 
the  second  heat  the  edges  are  hammered,  and  the  corners  chipped 
off  with  chisel  as  at  d,  shewn  in  plan.  One  end  of  the  eyebolt  is 
thus  finished.  Taking  a  third  heat  the  line  e  e  is  marked  off,  aiid 
the  tail  of  the  bolt  swaged  down  at  f.  Finally,  the  shank  is  cut 
off  to  the  required  length. 

We  will  now  describe  the  forging  of  a  Double- Eye;  a  in 
Fig.  108  gives  the  finished  form,  serving  as  the  end  of  a  tie  or 
connecting  rod,  to  which  it  is  welded  when  required.  A  square 
bar  is  taken  (exact  length  of  no  importance)  rather  thicker  than 
the  part  marked  ^,  ar^d  is  first  heated,  jumped,  or  upset  as  at  b, 
and  then  flattened  out  in  swage  block  till  it  assumes  the  form 
shewn  at  c  Being  heated  a  second  time  it  is  drawn  out  as  at  d, 
partly  on  anvil,  and  partly  by  returning  it  to  the  hole  in  the  swage 
block,  when  it  is  finished  off  at  the  ends  by  chipping  off  the 
<:orners  shewn  at  e.  A  third  heat  is  required  to  bend  the  T  thus 
formed  round  the  anvil  beak  to  the  fork  shape  f,  and  the  fourth 
and  last  heat  will  serve:  first,  to  hammer  out  the  octagonal  por- 
.  tion  ;  and,  second,  to  swage  out  the  round  part  h. 

A  Pin  with  cotter  is  our  next  forging-  After  heading  at  the 
first  heat,  like  the  bolt  in  Fig.  104,  it  is  then  of  the  form  b, 
Fig.  109.  On  the  second  heat  it  is  cut  to  the  length. required, 
and  the- cotter  hole  marked  off.  The  latter  is  *  drifted  *  through 
by  means  of  the  tool  c — first,  with  the  work  lying  in  a  bottom 
swage ;  and,  second,  to  finish — by  driving  the  tool  through,  over 
a  hole  in  the  anvil,  see  d.  In  punching  and  drifting  the  tool  must 
be  kept  cool  by  taking  it  out  of  the  work,  and  dipping  in  the 
water  tank  from  time  to  time,    a  represents  the  finished  pin.    The 
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io8  Forging  Spanners. 

cotter  E  needs  little  description.  It  may  be  formed  by  bending 
a  thin  strip  of  iron  as  at  f,  welding  the  portion  near  the  bend,  and 
chipping  out  the  narrow  shank, 

'I'he  student  will  have  already  noticed  that  a  good  deal  of 
judgment  has  to  be  exercised  by  the  smith  in  deciding  upon  the 
length  and  breadth  of  iron  necessary  to  execute  a  certain  piece  of 
work,  and,  although  this  can  rarely  be  achieved  with  very  great 
nicety,  yet  practice  enables  him  to  guess  it  with  sufficient  accuracy. 
As  a  rule  the  cubic  contents,  or  the  weight  of  the  stuff  should  be 
about  the  same  in  the  rough  as  in  the  finished  piece,  some 
allowance  being  made  for  burning  away  in  the  fire,  but  it  is  best 
to  err  by  having  rather  too  much  than  too  little,  and  in  most 
articles  the  extra  stun  can  very  easily  be  cut  off.  Some,  however, 
require  more  exact  measurement,  as  from  the  nature  of  their  con- 
struction the  after  cutting  cannot  well  be  resorted  to.  Wherever 
parts  have  to  be  afterwards  machined  extra  material  should  be 
allowed,  say  from  one-sixteenth  to  one-eighth  of  an  inch,  but  the 
careful  smith  will  always  leave  as  little  as  possible,  and  if  he  is 
directed  to  finish  *  black'  he  should  make  the  work  as  exact  to 
dimension  as  his  tools  will  allow. 

Except  in  the  case  of  the  nut  at  Fig.  105,  none  of  the  work 
already  described  has  called  for  the  o|>eration  of  welding.  We 
shall  now,  however,  pass  on  to  some  examples  requiring  the  aid 
of  this  important  process. 

A  common  S  or  Double-Ended  Spanner  is  the  article 
we  shall  first  consider,  a.  Fig.  in,  shews  the  finished  forging. 
A  bar  is  taken  of  the  same  length  as  the  arm,  leaving  a  little 
extra  material  for  welding.  It  is  heated  and  first  bent  to  the  S 
form  (b)  on  the  anvil  beak;  straightening  by  flat  hammering  on 
the  face  of  -the  anvil ;  and  is  next  drawn  out  at  the  ends  as  at  c. 
Now,  two  pieces  of  rather  thicker  bar  being  procured  to  form 
the  jaws,  these  are  heated  and  bent  round  the  beak,  and  the 
comers  chipped  off  and  rounded  as  at  d.  Heating  again,  these 
jaws  are  finished  on  the  bottom  tool  and  scarfed  down  as  shewn 
at  F.  We  are  now  ready  to  complete  the  spanner  by  welding  the 
jaws  to  the  arm.  at  the  scarfings  already  made  (see  o),  and  finish 
may  be  given  between  the  flat  face  h,  and  the  anvil. 

In  Fig.  112    A  lepresents  a  Shackle  for  use  with  chain  or 
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rope.  Some  little  care  should  be  exercised  in  'gauging  the  length. 
For  an  *inch*  shackle,  made  out  of  round  bar  one  inch  in 
diameter,  a  length  of  fourteen  inches  would  be  required.     This 
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bar  is  set  down  to  the  form  at  b,  by  using  the  set  hammer  and 
bottom  swage  b.  Two  heats,  one  for  each  end,  are  required  for 
this  purpose.     Another  heat  for  each  end  enables  us  to  make  a 
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scarf  of  the  form  shown  at  c,  by  drawing  down  at  the  point  and 
sides.  Th^  eyes  are  next  formed  by  taking  a  welding  heat, 
bending  round  a  mandril  rather  smaller  than  the  finished  size  of 
hole,  and  welding  with  hammer  as  at  d.  A  flat  face,  E,  is  used 
to  smoothen,  and  a  finishing  mandril  is  driven  through  the  hole 
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as  at  F.  These  operations  being  performed  on  each  eye.  we  have 
the  shackle  advanced  to  the  stage  g.  Only  one  more  heat  is 
now  necessary  to  bend  the  rod  to  the  proper  form  round  the 
anvil  beak,  and  the  finishing  stroke  is  given  on  a  block  (h)  which 
serves  as  a  template  to  define  the  distance  between  the  eyes. 
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An  Eycbolt  of  large  dimensions  is  treated  in  Fig.  113.  a 
is  the  finished  condition.  It  is  such  an  eye  as  would  be  required 
for  the  attachment  of  a  rope  or  chain,  being  made  of  round 
section  to  prevent  cutting  or  chafing.  Here  we  may  begin  by 
taking  a  round  bar  of  the  same  section  as  the  pajt  a,  and,  wrap- 
ping it  round,  scarf  and  weld  it  to  the  form  of  the  eye  as  at  b, 
at  the  same  time  scarfing  down  the  joint  again.  This  done,  a 
second  bar  c  of  thicker  section  is  cut  to  form  the  shank,  and, 
after  scarfing,  is  welded  to  b,  giving  the  appearance  d.  Lastly, 
the  collar  is  put  on  by  taking  a  piece  of  square  bar  of  small 
section,  which  may  be  wrapped  round  the  shank  at  welding  heat 
and  scarfed  at  e.  The  bolt  is  then  finished  off  by  fullering  the 
part  b^  and  swaging  e^  a  rough  file  being  used  with  advantage 
afterwards. 

Another  and  probably  quicker  way  of  making  the  eyebolt  is 
to  take  a  bar  of  the  same  diameter  as  the  collar,  and  work  out  of 
the  solid  by  swaging  down  the  shank,  fullering  and  flatting  out 
the  eye  portion,  the  hole  being  punched  and  rounded  off. 

As  an  interesting  example  of  punching  and  swelling  out  we 
may  take  Fig.  113a.  Here  we  have  a  portion  of  a  Harrow- 
frame,  and  it  is  desired  to  form  the  socket  for  a  common  square 
tyne.  The  bar  kt  a  is  first  upset,  punched,  and  drifted  to  the 
form  at  r  It  should  be  noticed  that  at  first  only  a  narrow,  long 
section  of  drift  is  used,  to  avoid  breaking  the  bar.  The  narrow 
hole  is  swelled  into  a  round  one  by  a  suitable  tool  on  the  next 
heat  (shewn  at  c),  and  the  final  step  is  the  further  swelling  by 
square  drift,  as  at  d,  carefully  finishing  with  a  flat-face. 

Hooks  may  have  the  eye  formed  in  the  manner  described 
for  the  shackle  of  Fig.  112,  or  the  large  end  may  be  *  jumped,* 
and  worked  from  the  solid  by  means  of  a  flat-face  tool,  either  in 
the  case  of  hook  or  shackle,  and  the  hole  left  to  be  ])unched  or 
drilled  cold.  The  solid  method  needs  no  special  description. 
Assuming  a  case  similar  to  the  one  previously  described  for  the 
shackle,  the  bar  being  first  round  and  of  the  diameter  of  the 
thickest  part  required,  the  eye  end  of  the  bar  is  drawn  to  the 
proper  diameter  for  that  place,  while  the  opposite  end  is  drawn 
down  nearly  to  a  point  This  is  shewn  by  sketch  a,  Fig.  114. 
The  eye  is  next  turned  and  welded,  and  the  hole  finished  with 


Digitized  by 


Google 


I  SECTior^ 


Dlgitized^by'LjOOQlC 


Forging  a  Box-key,  1 1 3 

mandril  either  now  or  afterwards  (b).  Heating  the  rest  of  the. 
bar  the  hook  is  bent  to  the  correct  form  round  the  anvil  beak  c, 
being  constantly  checked  by  rule  and  sheet  iron  template ;  and  the 
proper  section  given  at  the  same  time  (shewn  at  d  d)  by  means 
of  set  hammer^  or  flat-face.  Both  these  last-named  operations 
must  go  together,  for  the  form  of  the  hook  will  be  more  or  less 
spoilt  by  flattening  to  the  section  at  d  d,  and  this  must  be  again 
restored  by  bending. 

Bolts  in  machiner)'  are  someti/nes  placed  in  very  extra- 
ordinary positions,  so  that  the  spanner  in  Fig.  1 1 1  may  have  to 
be  discarded,  and  the  Box-key  (represented  in  P'ig.  115)  used 
in  its  place.  It  has  a  socket  at  a  to  fit  the  nut,  and  a  shank  at 
B,  on  which  a  wrench  (sketched  at  c)  is  placed  when  required. 
The  key  is  forged  by  making  the  a  and  b  portions  separately,  and 
afterwards  welding  them  together.  Thus,  part  a  is  made  by 
bending  a  strip  of  iron,  which  has  been  previously  scarfed  at  the 
ends,  into  the  form  of  the  hollow  cylinder  d.  This  is  done  on 
the  anvil  beak,  and  a  second  heat  is  necessary  to  weld  it.  The 
piece  B  is  next  formed  from  a  round  bar  of  sufficient  section  to 
give  the  square  when  flattened.  It  is  shouldered  on  a  swage  as 
at  E,  sufficiently  small  to  fit  into  the  ring  d.  And  now  the  small 
end  of  E  and  the  cylinder  d  are  both  heated  to  welding  tempera- 
ture ;  then,  being  put  together  as  at  k,  are  riveted  by  striking  the 
mandril  g,  and  by  hammering  round  as  at  h.  The  fourth  heat  is 
required  to  work  out  the  square  j  with  flat- face  and  anvil,  and  on 
the  fifth  and  last  heat  a  mandril,  which  may  be  hexagonal  or 
square,  as  desired,  is  driven  into  the  cylindrical  portion  k,  and 
the  outside  hammered  until  the  requisite  shape  is  given  to  the 
hole.     Removing  the  mandril  the  key  is  considered  as  finished. 

Tongs,  having  to  be  used  almost  continually,  are  soon  burnt 
away  by  the  fire,  and  the  smith  must  be  able  to  forge  them  as 
needed.  We  will  therefore  describe  the  forging  of  the  round-nosed 
tongs  sketched  at  b.  Fig.  98.  The  *  bits  '  that  grip  the  work  are 
made  first.  For  them  a  piece  of  square  bar  is  to  be  set  down  on 
the  edge  of  the  anvil  until  it  receives  the  form  a.  Fig.  116;  the 
successive  operations  for  this  are  shewn  at  i,  2,  3.  The  two  bits 
should  not  be  made  right  and  left-handed,  but  exactly  alike,  for 
in  turning  one  round  axially   it  will  be  found  10  accommodate 
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itself  quite  correctly  to  the  other.  One  heat  should  be  given  for 
each  of  these  settings  down,- and  during  the  third  the  hole  (b)  is 
punched.  Next,  the  handles  are  to  be  welded  to  the  bits,  and  for 
this  purpose  round  rods  of  sufficient  length  are  scarfed,  heated  to 
welding,  and  united  in  the  usual  manner  c,  being  finished  care- 
fully in  round  swages,  d.  The  nose  bits  are  yet  flat ;  they  are 
therefore  rounded  by  means  of'  a  top  fuller  and  bottom  swage,  as 
at  E,  and,  finally,  the  two  half-tongs  are  riveted  together  tightly 
as  at  F  with  a  hot  rivet,  the  handles  being  worked  backward 
and  forward  while  the  rivet  is  cooling,  and  also  during  the 
after  quenching  in  water.  This  method  ensures  a  well-riveted 
but  workable  joint. 

The  student  will  notice  that  in  the  processes  of  forging  two 
principal  methods  are  followed,  which  in  many  articles  merge 
considerably  the  one  into  the  other.  These  are  the  forging  of  the 
object  (i)  entirely  from  the  solid,  by  drawing  down  or  cutting  out ; 
and  (2)  the  joining  of  the  parts  of  the  forging  by  welding.  The 
former  is  a  process  of  cutting  out  or  carving,  the  latter  of  building 
up.  Figs.  104, 106,  107,  and  108  are  examples  of  the  first  method, 
which  is  the  one  practised  unless  the  method  of  welding  should  be 
cheaper,  and,  as  we  shall  see,  is  always  used  if  possible  in  large 
objects  that  have  to  sustain  important  loads.  Figs,  iii,  113,  115, 
and  116  are  cases  where  the  second  method  is  more  useful,  for  in 
Fig.  116  a  round  bar  is  attached  to  work  that  is  easiest  forged 
from  a  square  bar,  and  the  end  pieces  in  Fig.  n  2  are  manifestly 
easier  made  separately  and  welded,  than  they  would  be  by  forging 
completely  from  the  solid. 

Further  examples  of  welding  are  shewn  in  Fig.  iita.  In  each 
case  A  is  the  work  prepared  by  scarfing  or  otherwise,  and  b  the 
built  up  article.  The  Eye  may  be  said  to  be  merely  an  example 
of  ornamental  welding,  for  it  would  be  difficult  to  find  a  use  for  it 
in  practice.  The  Stud  is  more  commonly  met  with  ;  it  is  prepared 
as  shewn,  by  scoring  the  surfaces  to  be  welded  with  a  chisel;  less 
pressure  will  then  be  required,  the  form  of  the  stud  will  not  be  so 
much  distorted  at  the  shoulder,  and  the  two  pieces  are  much  more 
likely  to  enter  into  each  other. 

The  next  three  forgings  to  be  described  will  be  worked  in  the 
•solid'  manner,  and  they  will  conclude  our  description  of  the 
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methods  used  by  the  smith.     They  will  also  introduce  the  use  of 
the  steam  hammer,  as  applied  in  the  smith's  shop. 
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Fie.    117   is    a    Single- webbed   Engine    Crank   shewn 
finished  at  a.     A  slab  of  iron  is  required  of  the  same  thic]<ness 
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1 1 8  Forging  Cranks, 

and  width  as  the  largest  boss.  Heating  to  ^  good  white  heat,  it  is 
put  under  the  hammer,  where  the  ferrule  b  stamps  out  the  shape  of 
the  boss.  It  is  next  drawn  out  by  suitable  tools,  called  sets,  at 
top  and  sides  (see  c  and  d)  until  it  is  of  correct  length  to  form  the 
smaller  boss,  which  is  first  set  down  to  the  proper  thickness,  and 
then  stamped  by  means  of  a  ferrule,  as  before.  The  forging  is 
now  of  the  form  e,  and  all  that  is  necessary  is  to  finish  by  cutting 
off  the  ragged  corners  round  the  bosses,  which  will  require  another 
heat — the  third ;  the  first  having  been  used  for  the  large  boss  and 
the  setting  down,  and  the  second  for  the  small  boss. 

A  Bell  Crank  Lever,  whether  large  or  small,  can  be  made 
in  a  similar  manner  to  the  foregoing,  a.  Fig.  ii8,  is  the  finished 
lever.  A  bar  is  taken,  as  before,  of  the  thickness  and  width  of 
the  boss.  It  is  first  bent  to  a  right  angle — if  a  small  lever  this 
may  be  done  on  the  anvil  beak,  but,  if  large,  blocks  would  be  put 
under  the  steam  hammer,  with  the  hot  bar  between,  as  at  b.  That 
done,  the  boss  is  next  formed  by  ferrule,  as  at  c  Another  heat 
will  now  be  found  necessary  for  each  arm,  in  order  to  set  down,  as 
at  D  D,  to  proper  section,  and  the  ends  are  finally  cut  to  curve  by 
means  of  a  chisel  or  cutter  (see  Fig.  119^). 

Figs.  119  and  11 9^7  represent  the  forging  of  a  Small  Crank 
Shaft,  say  two  inches  in  diameter,  such  as  can  be  worked  by  the  *'' 
smith  with  the  aid  of  a  small  steam  hammer,  a  is  the  finished 
shaft,  and  has  two  crank  arms  forged  upon  it  at  right  angles  to 
each  other,  in  the  manner  of  locomotive  axles  for  *  inside' 
cylinders.  We  must,  to  begin  with,  have  a  slab  of  iron  of  square 
section,  sufficiently  large  to  form  the  crank  web  when  drawn 
down.  This  is  seen  at  b.  It  should  also  be  long  enough  to 
complete  the  whole  shaft  when  drawn  down  and  swaged  in  the 
manner  to  be  described.  The  bar  b  is  first  to  be  formed  into  the 
shape  shown  at  c,  by  heating  to  a  good  white  heat  and  setting 
down  under  the  hammer,  as  at  d.  This  will  leave  the  slab  of  the 
same  section  as  the  crank  web,  and,  if  carefully  set  down  to  the 
form  indicated,  the  webs  will  now  be  in  correct  position,  namely, 
at  right  angles  to  each  other.  Of  course  some  care  must  be 
taken,  the  right  angle  being  tested  with  a  square,  and  the  part 
ab  m  particular  should  be  made  of  such  a  length  that  when 
swaged  to  the  round  section  it  will  measure  the  correct  distance 
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1 22  Stamping, 

between  the  crank  arms.  Probably  this  piece  had  better  be 
swaged  next  (it  may  require  another  heat),  the  forging  being 
turned  round,  backward  and  forward,  to  produce  a  good  result 
(see  E).  The  distance  between  the  cranks  should  be  now  finished 
very  exactly,  by  knifing  or  other  means.  The  ends  remain.  Here 
it  is  necessary  to  first  cut  out  the  superfluous  material  by  marking 
off  at  F,  punching  the  hole  G,  and,  while  the  crank  is  still  hot, 
cutting  out  the  rectangle  with  a  knife  or  cutter  (see  h).  After- 
wards the  shaft  is  rounded  by  swaging  (j).  When  this  has  been 
done  for  both  ends,  and  the  shaft  carefully  measured,  as  well  as 
tested  for  axial  straightness,  straightening  if  necessary,  the  work 
may  be  considered  complete.  In  this  form  of  crank  (double- 
webbed)  the  pair  of  webs  are  always  forged  solid  in  the  manner 
described,  and  the  piece  between  taken  out  either  by  slotting  or 
turning  in  the  lathe. 

At  this  point  we  may  as  well  consider  one  other  form  of  crank, 
which  has  many  advantages.  In  Fig.  120,  a  is  the  shaft  alluded 
to,  and  is  there  shewn  finished  by  turning  in  the  lathe.  It  is  con- 
siderably stronger  than  the  one  previously  described,  on  account 
of  the  fact  that  the  fibres  follow  the  bend  of  the  crank  webs 
^represented  in  dotted  lines),  while  in  the  shaft  of  Fig.  119  these 
fibres  are  cut  through  when  the  mid  pieces  are  slotted  out,  which 
must  of  ^course  weaken  the  webs  considerably;  The  only 
objection  to  the  form  here  shewn  is  that  a  great  width  is  required 
for  the  crank  itself,  and,  as  this  cannot  always  be  spared,  the 
crank  has  only  been  applied  on  portable  or  traction  engines  up  to 
the  present.  Properly  we  might  have  described  this  in  the  space 
devoted  to  the  forge,  for  a  larger  hammer  is  required  than 
commonly  ^occurs  in  the  smithy.  A  bar  of  the  best  Yorkshire 
iron,  of  sufficient  diameter  to  turn  down  to  finished  size,  is  heated 
and  placed  between  the  blocks  bb,  and  these  are  made  to 
approach  each  other  by  blows  from  the  hammer,  at  first  gently, 
and  afterwards  more  strongly.  Lastly,  the  shaft  must  be  tested 
for  straightness. 

Stamping. — Where  several  articles  are  required  exactly  alike 
in  form  and  dimension  they  can  often  be  forged  more  cheaply 
by  the  use  of  stamping  tools.  The  crank  last  described  might 
almost  be  termed  an  example  of  this  kind  of  work,  and  the  lever 
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124  Case- Hardening. 

in  Fig.  117  could  be  stamped  by  means  of  the  tool  shewn  in 
Fig.  121,  the  hot  iron  being  placed  in  the  hollow  h,  and  the 
hammer  brought  down  upon  it.  The  ragged  portions  are  after- 
wards chipped  off  the  forging.  Usually  these  stamping  tools  are 
made  of  massive  cast  iron,  but  if  they  are  to  be  oised  extensively 
cast  steel  will  be  found  necessary.  Other  examples  of  work 
suitable  for  stamping  are  shewn  in  Fig.  121^,  where  a  is  a 
spanner,  b  a  double  eye,  c  the  centre  portion  of  a  screwing  stock, 
D  the  handle  portion  of  a  lever,  and  e  the  boss  part  of  the  same 
lever.     (See  Appendix  //.,  /.  802.) 

Before  leaving  the  smithy  two  processes  should  be  explained, 
because  they  are  as  a  rule  performed  by  the  smith.  These  are 
the  methods  of  hardening'  wrought  iron  and  steel.  Cast  iron,  as 
we  have  seen  in  Chapter  I.,  can  be  easily  hardened  at  the  surface 
by  chilling,  this  taking  place  while  the  casting  is  in  course  of 
formation.  Wrought  irdn  and  steel  are  hardened  after  the  article 
is  completed. 

Case-hardening. — This  is  the  name  given  to  the  process 
by  which  wrought  iron  objects  are  hardened  to  a  depth  of  from 
one-eighth  to  three-sixteenths  of  an  inch  below  the  surface.  After 
forging  the  work  is  machined  and  polished,  and  is  then  made  to 
absorb  carbon  by  being  placed  in  air-tight  boxes  or  cases  in  con- 
tact with  some  substance  rich  in-  carbon,  being  strongly  heated 
while  in  that  condition.  The  method  is  much  the  same  as  that 
pursued  in  the  cementation  process  (Fig.  88),  and  it  will  therefore 
be  seen  that  the  iron  at  the  surface  is  converted  into  a  film  or 
case  of  steel,  the  only  difference  from  the  cementation  process 
being  that  the  heat  is  merely  kept  on  long  enough  to  case  the  iron 
with  steel  and  not  to  steel  it  quite  through.  While  the  iron  is  left, 
then,  hard  at  the  surface  the  inside  remains  tough,  and  is  as 
capable  as  ever  of  enduring  vibration.  The  boxes  may  be  either 
made  of  sheet  iron,  or  may  be  fireclay  retorts  similar  to  those  in 
use  at  gas  works,  and  provided  with  a  lid  to  keep  them  air-tight. 
They  may  be  heated  as  in  Fig.  88,  and  the  substance  put  in 
contact  with  the  iron  is  not  wood  charcoal,  as  in  cementation,  but 
animal  charcoal  in  the  form  of  bones ;  for  it  is  found,  why  it  is 
not  quite  clear,  that  if  nitrogen  be  present  the  carbon  will  unite 
more  rapidly  with  the  iron.     Other  substances  may  be  used,  such 
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as  pnissiate  of  potash,  leather  or  hoof  scraps,  but  the  process  is 
chemically  the  same.  After  packing,  which  must  be  carefully 
done,  to  prevent  the  articles  bending  while  hot,  the  heat  is  raised 
during  two  hours,  the  whole  kept  at  a  regular   temperature  for 
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about  nineteen  hours,  and  then  allowed  another  two  hours  to 
cool.  Removing  the  articles  they  are  quenched  in  water, 
straightened,  and  re-polished.  {See  Appendices  /.,  //.,  and  V,y 
fP'U^,  S03,  and  gT 3.) 

Steel  of  a  mild  quality  may  be  hardened  -at  the  surface  by  the 
absorption  of  more  carbon. 

Such  small  articles  as  have  to  Withstand  considerable  wear  are 
case-hardened,  e.^.,  radius  links  for  reversing  gear. 

Tempering  is  a  method  of  giving  to  a  piece  of  steel  any 
required  degree  of  hardness.  Properly  there  are  two  distinct 
processes  meant  when  we  speak  of  *  tempering '  a  steel  tool.    The 
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first  of  these  is  that  of  hardening.  Here  the  steel  is  heated  as 
equally  as  possible  to  a  *  cherry  red,'  and  not  more ;  and  on  with- 
drawing from  the  fire  it  is  plunged  vertically  into  a  vessel  of  cold 
water.  The  quickness  of  cooling  has  a  great  effect  on  the  hard- 
ness, and  this  may  be  accelerated  by  moving  the  article  about  in 
the  water.  Cracking  or  warping  will  also  be  prevented  by 
judicious  motion.  * 

The  steel  is  now  so  hard  that  it  will  scratch  glass.  It  must 
next, be  tempered  ox  let  down  to  the  required  degree  of  hardness. 
If  the  tool  be  again  heated  to  cherry  red,  and  allowed  to  cool, 
slowly  it  will  by  that  means  have  become  annealed,  and  will  be 
at  its  softest ;  but  if  it  only  be  heated  to  one  of  the  temperatures 
in  the  following  table  (Fig.  117^,  Plate  III.),  and  then  cooled 
rapidly,  it  will  take  a  particular  degree  of  hardness  corresponding 
to  that  temperature,  and  to  be  obtained  at  no  other.  When 
letting-down,  the  softest  tool  will  be  th^t  which  is  cooled  at  the 
highest  temperature,  and  the  Imrdest  that  cooled  at  the  lowest 
temperature. 

The  exact  temperature  which  the  tool  has  assumed  is  ascer- 
tained by  the  colour  which  appears  on  the  brightened  surface,  due 
to  a  film  of  oxide  of  iron  formed  by  contact  with  the  air.  There 
is  some  difference  of  opinion  as  to  the  requisite  hardness  for 
certain  purposes,  and  slightly  different  colours  are  required  for 
different  steels,  but  Plate  III.  is  suitable  for  average  tool  steel. 

Tempering  a  Chisel  or  Drill. — To  make  the  matter 
clearer  we  will  take  the  case  of  a  chisel  for  chipping  metal.  It  is 
forged  out  of  a  steel  bar  of  the  section  shewn  at  a.  Fig.  122,  and 
is  drawn  out  (at  as  low  a  heat  as  possible,  to  prevent  burning)  to 
a  flat  point  as  at  B.  This  point  is  now  to  be  hardened  and 
tempered,  while  the  rest  of  the  chisel  is  to  remain  in  its  natural 
condition.  WTienever  the  tempering  is  accomplished  by  quench- 
ing in  watery  the  preliminary  process  of  hardening  must  always  be 
performed,  otherwise  the  tempering  would  have  no  effect.  In  the 
case  of  the  chisel,  or  any  tool  having  a  point  requiring  a  particular 
temper,  the  two  processes  are  performed  at  one  heat,  but  it  must 
be  quite  clear  that  hardening  is  not  therefore  disperised  with. 
Heating  the  whole  chisel  to  a  cherry  red^  the  part  a  h  only  is 
quenched  in  water,  and  so  becomes  very  hard.  Now  rub  the 
point  of  the  chisel  with  a  stone  to  brighten  it  a  little,  and,  as  the 
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heat  from  the  body  b  c  travels  down  towards  j,  the  colours  will 
appear,  the  point  becoming  gradually  hotter,  yellow  first,  then 
through  brown  to  blue.  But  we  require  for  our  chisel  the  tem- 
jjerature  of  550**,  which  is  indicated  by  a  dark  purple;  as  soon, 
then,  as  this  tint  is  seen,  the  chisel  is  entirely  plunged  into  water, 
and  the  point  is  thus  made  of  the  correct  degree  of  hardness.  A 
drill  point  may  be  tempered  in  a  similar  manner,  using,  however, 
the  darker  straw  yellow  for  colour. 

Tempering  a  Screw-tap. — Sometimes,  when  an  even 
temper  is  required  over  a  considerable  surface,  the  result  may  be 
better  obtained  by  putting  the  article  in  contact  with  a  body  of 
hot  metal  Such  a  case  is  that  of  a  screw-tap.  The  tool,  being 
finished  and  polished,  is  next  to  be  so  tempered  as  to  make  the 
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screw  threads  hard,  while  the  square  shank  remains  soft.  An 
iron  tube  being  procured,  a,  Fig.  123,  of  such  a  diameter  as  to 
just  fit  freely  over  the  tap,  the  latter  is  first  lifted  by  the  shank, 
within  red-hot  tongs,  b.  In  the  meantime  the  tube  has  been 
heated  to  a  dull  red,  and  as  soon  as  the  first  signs  of  straw  colour 
are  seen  on  the  tap  shank,  due  to  the  heat  from  the  tongs,  the 
tap  is  placed  within  the  tube  as  shown.  The  shank  will  have  had, 
so  to  speak,  a  start  of  the  rest  of  the  tap,  and  by  the  time  c  has 
assumed  a  dark  straw  colour,  d  will  have  arrived  at  dark  blue,  a 
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higher  position  in  the  colour  scale.  At  this  point  the  tool  is 
quenched  in  water. 

Two  other  methods  of  ascertaining  the  desired  temperature 
are  in  use  besides  the  colour  test.  These  are  the  flashing  tem- 
peratures of  certain  oils,  and  the  fusing  points  of  certain  alloys. 
The  first  is  practised  by  coating  the  part  of  the  tool  with  oil,  and 
holding  it  over  the  fire  until  it  blazes  off,  then  quenching  in  water. 
In  the  second,  the  alloys  are  usually  of  lead  and  tin,  and  vary 
from  equal  parts  of  each  metal  to  complete  disappearance  of  tin 
and  consequently  total  lead.  A  bead  of  the  alloy  placed  on  the 
tool,  may  be  watched  until  it  melts,  and  the  part  then  quenched. 
Of  course,  as  before,  the  two  operations  of  hardening  and  temper- 
ing are  required.  Watch  springs  are  tempered  by  the  blazing-off 
of  oil  at  a  temperature  of  5  70*,  producing  a  dark  blue. 

Hardening  in  Oil. — This  may  be  looked  on  as  a  species  of 
tempering  without  preliminary  hardening.  It  is  of  great  value 
wlien  dealing  with  articles  having  very  large  surface,  and  which 
could  not  be  heated  to  an  even  colour  by  the  methods  previously- 
mentioned.  Only  one  degree  of  hardness  can,  however,  be 
obiamed,  that  corresponding  to  a  dark  straw  colour  in  the  table. 
A  pan  of  oil  being  provided  of  sufficient  capacity,  the  article^ 
heated  to  a  dull  red,  is  plunged  into  the  oil ;  and  the  sofler  result 
when  compared  with  water  hardening  is  no  doubt  due  to  slower 
cooling.     {^See  Appendices  /.  and  IL^pp-  749  and  803.) 

Gun  cores  are  cooled  in  oil,  to  enable  them  to  withstand  the 
wear  due  to  the  shell,  and  also  to  increase  the  strength  of  the  steel. 
Thus,  in  some  experiments  at  the  Terre  Noire  works,  four  speci- 
mens of  steel  were  heated  and  cooled  in  oil,  and  it  was  found 
that  whereas  the  average  breaking  stress  per  square^inch  was 
35-29  tons  before  the  operation,  it  had  afterwards  increased  to 
51-23  tons. 

It  should  finally  be  noticed  that  much  care  is  required  in 
tempering — care  not  to  overheat  in  the  first  operation  ;  care  not 
to  warp  the  tool  in  cooling;  care  not  to  crack  the  tool  at  the 
water  level.  Some  tools  will  harden  best  in  a  saturated  solution 
of  salt,  others  in  a  stream  of  running  water.  Generally  it  is  wise 
to  move  the  tool  well  up  and  down  during  cooling.  Hardened 
steel  may  be  compared  to  glass,  annealed  steel  to   lead,  and 
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tempered  steel  to  whalebone.  Our  process  then  when  tempering 
by  the  aid  of  water  is  to  raise  the  steel  to  *  glass/  and  then  lower 
it  gently  to  *  whalebone/  Hardening  in  oil  gives  the  *  whalebone ' 
without  passing  through  the  '  glass '  stage. 

THE  FORGE. 

We  shall  now  pass  on  to  describe  the  turning  out  of  very 
heavy  forgings,  which  include  all  articles  too  ponderous  for  smith's 
work,  and  which  are  consequently  made  in  the  forge  under  a  very 
heavy  Steam-hammer.  Fig.  124  is  a  drawing  of  a  hammer 
suitable  for  general  forge  work,  such  as  we  are  about  to  consider, 
but,  of  course,  extra  large  forgings  would  require  special-sized 
hammers. 

The  hammer  in  Fig.  1 24,  Plate  IV.,  has  a  falling  w^ght  of 
five  tons.  After  the  careful  account  of  the  smith's  hammer  there 
will  be  very  little  to  say  here  by  way  of  description.  As  before, 
the  outer  valve  is  for  the  purpose  of  admitting  steam  (being 
opened  by  a  screw  acting  at  the  end  of  a  lever),  while  the  inner 
valve  controls  the  direction  of  flow,  the  exhaust  passing  upward. 
The  long  hand-lever  serves  to  move  the  distribution  valve,  and 
the  self-acting  arm  between  it  and  the  valve  reverses  the  latter 
as  soon  as  the  arm  is  moved  by  the  tup  on  its  upward  travel. 

The  Furnace  used  by  the  forgeman  is  very  similar  to  that 
shewn  in  Fig.  85.  It  is  there  called  a  Puddling  Furnace,  and 
indeed  *  blooms '  are  to  be  made  for  heavy  forgings  just  as  in  the 
case  of  puddling,  the  only  difference  being  that  they  are  built 
from  scrap  iron  instead  of  white  pig.  A  pile  of  scrap  iron  is 
heaped  on  a  rough  wooden  tray,  and  is  then  put  into  the  furnace. 
Several  of  these  piles  being  so  placed  and  heated  sufficiently,  they 
are  then  found  stuck  together.  Withdrawing  them,  thus  adhering, 
by  meaps  of  very  large  tongs  having  a  balance- weight  on  the 
handle  end,  and  supported  at  the  middle  by  a  crane,  the  blooms 
are  put  under  the  hammer  and  well  beaten  together  to  form  slabs. 
It  will  be  these  slabs  that  we  shall  use  to  build  up  our  forgings. 
Fig.  125  shews  an  arrangement  of  furnace  and  cranes  for  heayy 
forgings. 

First  we  shall  consider,  in  detail,  the  forging  of  a  Double - 
throw  crank  shaft  of  large  size,  the  finished  form  of  which  is 
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seen  at  a,  Fig.  126.  The  forgeinan  always  requires  a  staff  or 
^porter'  to  carry  his  forging,  to  which,  for  the  time  at  least,  the 
latter  is  welded.  It  is  simply  a  long  tapering  bar  b  (Figs.  125 
and  126),  supported  by  a  crane  chain,  and  carried  to  and  from 
the  furnace  by  the  undermen,  while  the  head  forgeman  directs 
the  hammerman,  and  applies  the  different  tools  to  the  work  under 
the  hammer.  The  end  of  the  porter  is  put  in  the  furnace  and 
made  to  pick  up,  at  a  white  heat,  a  few  slabs  which  have  been 
previously  placed  there ;  putting  them  under  the  hammer  they 
are  all  thoroughly  welded,  and  the  round  form  of  the  first  part 
of  the  shaft  obtained  by  swages  similar  to  those  of  the  smith,  but 
of  suitable  size.  More  slabs  are  added,  and  welded,  until  the 
shaft  is  sufficiently  long  to  take  the  first  crank  web.  The  web  is 
now  built  up  by  laying  slabs  upon  it  as  at  c  (Fig.  126),  the  end 
being  put  back  in  the  furnace.  Care  must  be  taken  in  piling 
these  slabs,  both  now  and  always,  that  space  be  left  between  them 
by  the  placing  of  pieces  of  scrap,  so  as  to  enable  them  to  take  a 
welding  heat  right  through.  Bringing  the  hot  slabs  back  to  the 
hammer,  they  are  welded  by  striking  both  at  top  and  sides :  and 
so  the  process  is  repeated  on  both  sides,  a  and  b  (Fig.  126), 
until  the  shaft  has  the  form  d  (Fig.  1 26a),  It  is  then  set  down 
as  at  E.  But  the  web  is  not  yet  finished.  Heating  again,  it  is 
flattened  out  to  the  shape  f,  and  slabs  are  again  piled  on  and 
welded  to  the  body  of  the  material,  the  process  being  repeated 
as  before  for  both  sides  of  the  web.  The  object  of  laying  the 
slabs  on  both  sides  of  the  web  is  to  keep  the  direction  of  the  fibre 
such  that  the  crank  may  be  best  suited  to  meet  the  stress  put 
upon  it.  By  this  time  the  forging,  being  unbalanced,  will  be 
difficult  to  turn  round;  but  this  is  overcome  by  clamping  four 
anns  dd  on  to  the  porter,  these  being  turned  by  the  strength  of 
two  or  four  men  as  required.  The  web  is  now  hammered  at  top, 
bottom,  and  sides,  to  correct  dimensions,  the  ragged  end  e  chipped 
off  by  means  of  a  cutter,  and  the  other  end  /  cut  down  with  the 
same  tool,  the  extra  piece  g  (Fig.  126a)  being  worked  by  sets 
until  drawn  out  to  receiVe  more  slabs.  The  shoulder  g,  and  the 
piece  G,  are  next  finished  to  the  round  by  means  of  swages,  and 
the  building  of  the  second  web  commences.  This  is  carried  out 
in  exactly  the  same  manner  as  the  first  one,  except  that  it  must 
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be  carefully  built  at  right  angles  ;  this  point,  as  well  as  that 
of  the  general  straightness  of  the  shaft  must  be  gauged  with 
square  and  straight-edge  by  the  head  forgeman,  as  the  work 
progresses. 

By  this  time  then  our  forging  has  reached  the  condition  h, 
and  as  the  sketch  a,  Fig.  126,  shews  us  a  solid  collar,  for  the 
purpose  of  coupling  to  another  shaft,  we  must  add  this  portion. 
Slabs  are  again  piled  up  as  at  j.  Fig.  126^,  heated  and  welded, 
■until  sufficient  stuff  has  been  worked  together  to  form  a  small  collar 
K,  and  then  the  whole  collar  can  be  finished  either  by  the  slab 
method,  or  scarfed  bars  (l)  can  be  wrapped  round  the  shaft  and 
thoroughly  welded.  Finally  the  collar  can  be  chipped  down  at  m 
to  the  correct  length,  and  cut  off  entirely  at  n.  There  only 
remains  the  porter  end  o,  which  may  be  finished  by  taking  off 
the  handles,  and  clamping  them  at  the  collar  end,  then  putting 
the  porter  through  the  furnace  till  it  protrudes  at  the  further  door, 
-and  after  heating  cutting  it  off  to  the  length  shewn  on  the  drawing. 
The  shaft  is  then  set  aside  to  cool. 

Steel  Shafts  are  forged  from  ingots  (obtained  by  any  of  the 
processes  mentioned  in  Chap.  III.),  and  being  thus  treated  from  a 
solid  block,  differ  in  no  sense,  except  size,  from  the  example  shewn 
in  Fig.  I  rp.  §ome  makers  prefer,  after  flattening  the  ingot  to  the 
thickness  and  height  of  the  crank  webs,  to  set  down  the  central 
portion  of  the  shaft,  forging  each  web  in  the  same  plane ;  and 
afterwards,  to  turn  one  web  at  right  angles  to  the  other  by 
twisting  the  shaft ;  but  there  can  be  little  doubt  that  this  is  an 
objectionable  method,  and  should  never  be  resorted  to.  A  good 
deal  of  care,  in  the  case  of  steel,  should  be  taken  to  get  rid  of  the 
blow-holes  previously  mentioned  as  existing  in  the  ingots,  and  as 
simple  hammering  is  usually  insuflScient,  cogging  is  the  operation 
performed,  which  consists  in  partly  punching  the  steel  while  hot 
immediately  over  any  portion  where  honeycombing  is  suspected — 
a  sort  of  kneading,  in  fact 

After  the  careful  description  of  the  crank-shaft  forging,  a  short 

explanation  will  suffice  for  the  following  articles — Piston-rod  with 

Cross-head^  and  a  Connecting-rod.     Whenever  such  forgings  are 

made  of  wrought  iron  they  are  built  up  from  scrap  as  in  the  case 

-of  the  shaft,  such  scrap  consisting  of  all  kinds  of  wrought  iron. 
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especially  the  shearings  of  plates  from  the  Boiler  Yard,  and  this 
being  worked  over  and  over  again  in  the  manner  previously 
described  we  naturally  obtain  a  better  quality  of  iron  than  that 
.which  has  been  but  once  puddled.  Another  point  to  notice  is 
that  the  slabs  should  all  be  perfectly  welded  by  good  hammering 
before  the  forging  is  actually  formed  to  the  required  shape,  for 
much  working  after  cutting  to  proper  dimension  will  cause  distor- 
tion; while  if,  on  the  other  hand,  sufficient  hammering  is  not 
given  to  the  slabs,  cracks  are  sure  to  show  after  machining,  and 
the  piece  will  be  dangerously  weak. 


,_,  \   ^ 


Fig.  127, 
RLsZort  JRjodL. 

Fig.  127  will  serve  to  shew  the  forging  of  the  Piston-rod^ 
Its  finished  form  is  given  at  a,  the  cross-head  being  solid  with  the 
rod,  and  having  renewable  *  slippers '  of  cast  iron.  Slabs  are 
piled  on  the  porter  to  form  the  cross-head,  as  at  b,  first  on  one 
side  and  then  on  the  other ;  sufficient,  if  possible,  to  complete  both 
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cross-head  and  rod.  The  shoulder  of  the  butt  is  next  knifed  out 
at  c,  and  the  rod  drawn  down  and  swaged  as  shewn  at  d,  the 
taper  given  at  e,  and  the  whole  cut  off  to  proper  length.  Finally, 
the  porter  is  put  through  the  furnace,  as  in  the  case  of  the  crank 
shaft,  the  clamps  being  transferred  to  e,  and  the  butt  end  finished 
by  cutting  off  at  f  to  the  correct  length. 

The  Connecting-rod  in  Fig.  128  is  a  little  more  difficult, 


r/NiSHCD     rORC/NC 


surr 


but  no  new  principle  is  involved,  a  is  the  finished  rod.  Sufficient 
material  is  first  attached  to  the  porter  to  make  the  forked  end 
and  about  half  or  more  of  the  rod.  This  is  shewn  in  progress  at 
B.     It  is  next  drawn  down  by  sets  and  swages  to  the  form  c,  and 
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more  slabs  are  piled  on  to  complete  the  rod  and  butt  (see  d  and 
e).  No  further  description  will  be  needed  to  finish  the  forging, 
as  there  only  remains  the  cutting  off  of  the  butt  end  to  correct 
dimension,  and  the  severing  of  porter  from  forging  as  in  the 
previous  examples. 

Want  of  further  space  compels  us  to  close  our  chapter  on 
Forging,  but  sufficient  examples  have  no  doubt  been  given  to 
stimulate  the  student,  who  will  now  without  difficulty  be  able  to 
construct  other  forgings  for  himself,  albeit  more  complicated  than 
those  already  given.  Of  course  different  workmen  have  slightly 
different  ways  of  arranging  their  material,  and  no  two  will  exactly 
agree,  but  that  forging  will  be  the  best  one  where  the  fibre  is 
disposed  so  as  to  meet  in  the  best  way  the  stress  coming  upon  it. 

Hydraulic  Forging.—^^  Appendix  IL,  /.  803. 

Cold  Drawing. — See  Appendix  II.  ^  p.  805. 
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CHAPTER  V. 

MACHINE     TOOLS. 

The  pattern  maker,  moulder,  and  smith  having  supplied  us 
with  rough  castings  and  forgings,  it  is  now  necessary  to  finish 
these  articles  truly  before  passing  them  on  to  the  erector.  After 
marking  or  measuring-off,  certain  portions  of  metal  have  to  be 
removed  by  hand  or  machine  tools.  The  remainder  of  our  work 
will  then  consist  of — Markinf^-off,  or  indicating  the  finished  outline 
by  a  boundary  mark ;  Machining^  or  removing  superfluous 
material  by  automatic  or  semi-automatic  machine  power;  and 
Fitting,  which  is  the  finishing  of  certain  parts  by  hand  power, 
usually  the  chisel  and  file. 

Machining  has  always  tended  to  gradually  usurp  fitting  by 
hand,  and  its  advance  is  so  rapid  at  present  as  entirely  to  take 
the  place  of  handwork  for  such  articles  as  are  to  be  repeated ;  in 
such  instances  manufacturers  have  special  machines  designed. 
Even  in  unrepeated  work  a  much  larger  quantity  is  done  by 
machine  than  hitherto,  perhaps  most  of  all  by  the  extended  use 
of  such  tools  as  milling  machines. 

As  so  much  depends  on  the  perfection  of  a  machine  tool  itself 
(the  workmen  merely  *  setting '  the  work  and  arranging  speeds), 
a  thorough  knowledge  of  these  machines  is  necessary,  so  as  to 
appreciate  their  capabilities  and  enable  us  to  design  work  lO  suit 
them. 

The  next  chapter  has  been  reserved  for  the  operations  of 
marking-off,  machining,  and  erecting,  the  present  being  devoted 
to  the  Machines  themselves,  which  may  be  classified  as  Lathes  ; 
Planing,  Shaping  and  Slotting  Machines;  Borifig  and  Drilling 
Machines  ;  and  Milling  Machines. 

Of  course  there  are  many  general  varieties  of  each  class,  and 
each  variety  is  again  varied  to  suit  special  needs.  Thus,  as 
regards  drilling  machines,  most  inland  worksho])s  are   sui)plied 
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with  vertical  drills,  but  marine  shops  require  also  horizontal  drills 
for  drilling  bolt  holes  in  solid  couplings  on  shafts  too  long  to 
stand  under  a  vertical  machine.  Again,  up  to  a  certain  size,  the 
usual  form  of  boring  machine  is  that  having  horizontal  boring 
bar;  but  a  vertical  bar  is  preferred  by  many  engineers  for  the 
largest  cylinders,  to  secure  a  more  accurately  bored  surface,  by 
thus  balancing  the  heavy  boring  head.  Planing  machines 
generally  have  the  work  bolted  to  a  moving  table  travelling  under 
a  fixed  tool,  but  some  large  machines  have  been  made  with 
moving  tool  and  stationary  work,  analogous  to  slotting  and 
shaping  machines.  ^ 

It  will  be  seen,  therefore,  that  it  would  be  a  very  large  task  to 
adequately  describe  even  every  important  machine  tool.  The 
only  course  open  is  to  choose  such  as  are  typical  of  their  division 
of  the  four  before-mentioned  types,  and  first  we  shall  give  a  few 

General  Principles.  —  Of  all  the  tools  enumerated  the 
lathe  was  the  earliest  invented,  beginning,  according  to  the 
principles  of  evolution,  as  a ' reciprocating  machine,  that  is,  it 
revolved  in  either  direction  alternately,  there  being  no  crank 
and  rod  to  give  it  continuous  rotation ;  and  the  forward  motion 
only  was  effective,  the  backward  revolution  being  lost.  Planing, 
slotting,  and  shaping  machines  are  present  examples  of  this  early 
stage,  as  far  as  reciprocation  is  concerned.  But  it  is  not  easy  to 
give  these  tools  a  continuous  action  ;  reversible  tool  holders,  or 
tools,  have  both  been  tried,  but  seem  to  lack  rigidity,  and  no 
doubt  the  difficulty  is  to  be  surmounted  by  a  revolving  tool,  as  in 
the  milling  machine,  reciprocation  only  giving  the  feed^  a  similar 
evolution  to  that  of  the  circular  saw,  band  saw,  and  wood  planing 
machine,  Which  all  began  as  reciprocating  hand  tools.  {See 
Appendix  III.,  p,  918.) 

The  milling  machine  has  only  one  objection,  the  expense  of 
the  cutter,  which  is  also  troublesome  to  sharpen  and  difficult  to 
keep  to  proper  profile,  and  the  boss  must  be  finally  discarded. 
The  latter  objection  has  been  met  by  separate  cutters,  more 
easily  re-ground,  the  stock  being  retained. 

In  the  lathe,  then,  we  have  a  stationary  tool,  and  revolving 
work  receiving  a  cylindrical  surface;  while  the  milling  machine 
has  a  revolving  tool  and  stationary  work  taking  (by  the  aid  of  the 
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feed)  a  plane  surface;  and  nothing  could  be  more  satisfactory. 
If  this  be  the  completion  of  the  cycle,  as  we  suppose,  then  the 
reciprocating  tools,  with  lost  back-stroke,  must  ultimately  give 
way. 

The  Copying  Principle  is  another  great  principle  involved 
in  both  hand  and  machine  tools.  All  depend  for  their  accuracy 
on  one  or  more  carefully-prepared  copies  contained  within  the  tool. 
Thus  in  the  carpenter's  chisel  the  flat  back  is  held  against  the 
wood  when  paring,  and  constitutes  the  copy.  The  sole  of  a  hand 
plane  serves  the  same  purpose,  its  truth  or  otherwise  being  copied 
on  the  work,  which  may  be  proved  by  curving  the  sole,  and  thus 
obtaining  curved  surfaces. 

The  copying  principle  is  universal.  Take  the  lathe  :  the  bed 
has  a  plane  surface  truly  parallel  to  the  line  of  centres,  thus 
enabling  us  to  produce  a  true  cylinder  as  our  solid  of  revolution. 
A  second  slide  at  right  angles  to  the  former  gives  us  a 
copy  for  use  in  'surfacing,'  producing  plane  ends  or  right 
cylinders. 

The  V  grooves  of  the  planing  machine  give  accuracy  along  the 
table,  while  the  cross  beam  or  slide  ensures  truth  across  it,  and  so 
we  obtain  a  true  plane.  The  vertical  slide  and  the  two  horizontal 
cross  slides  are  the  copies  in  the  slotting  machine,  while  the 
shaping  machine  has  two  copies  supplied  by  the  horizontal  slides, 
at  right  angles.  Lastly,  the  milling  machine  has  two  slides,  at 
right  angles  and  also  horizontal. 

As  the  truth  or  otherwise' of  these  copies  is  transferred  to  the 
work,  it  is  of  the  utmost  importance  that  they  should  be  made 
perfectly  correct  in  the  first  instance. 

The  copying  lathe  and  other  duplex  wood-working  machines 
are  further  examples  of  the  principle,  but  are  beyond  this 
work.     {See  Appendix  IL<,p.  812.) 

Cutting  Tools. — We  will  now  consider  the  shapes  and 
angles  required  for  the  tool  itself.  As  a  rule  wood-working  tools 
act  by  wedging,  or  splitting-ofT  the  shaving ;  and  the  resistance  is 
tensile,  with  some  bending.  Our  interest  is  with  cutting  tools  for 
metal,  and  Prof.  R.  H.  Smith  has  shewn  their  action  to  be  totally 
different 

The  diagram  Fig.  129  represents  the  tool  in  action,     b  is  the 
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angle  of  relief  or  clearance  angle,  to  keep  the  tool  clear  of  the 
work ;  A  the  cutting  angle^  and  c  the  tool  angle. 

The  point  c  requires  great  strength  for  metal  tooling,  and  as 
this  makes  a  very  large,  *  paring  *  cannot  occur,  but  the  material 
will  be  *  crippled,*  either  by  compression,  shear,  or  a  combination 
of  both.  Sections  parallel  to  f  g  will  be  in  compression,  and 
those  parallel  to  E  g  in  shear,  and  it  will  be  evident  that  along 
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some  section  e  f,  the  material  will  be  weakened  to  the  greatest 
extent ;  here  then  the  shaving  breaks  so  much  as  to  curve  up  the 
face  of  the  tool.  The  direction  of  e  f  will  depend  on  the  relative 
values  of  the  compression  and  shear  strengths  of  the  material. 

Great  heat  is  generated,  due  to  molecular  resistance  and 
friction.  A  lubricant  of  soap  and  water*  is  used  for  ductile 
materials  like  wrought  iron,  contained  in  a  can  placed  above  the 
lool-box,  and  led  to  the  tool   point  by  a   wire,  down   which  it 

*  Or  soda,  if  rusting  is  lo  be  avoided. 
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trickles.  This  cools  the  tool,  and  lessens  the  friction  between 
tool  and  shaving.  For  cast  iron  and  brass  these  precautions  are 
not  needed. 

There  has  been,  up  to  the  present,  some  diversity  of  language 
regarding  the  angles  a,  b,  and  c  (Fig.  1 29).  Thus,  in  the  planing  tool, 
A  has  been  termed  the  cutting  angle,  while  in  the  lathe  tool  c  has 
'  been  so  called.  Manifestly  the  first  is  the  more  reliable  nomen- 
clature ;  then  c  may  be  called  the  angle  of  the  tool. 

Their  values  were  determined  by  Hart  thus : — 

For  cast  iron.  For  wrought  iron.    For  brass. 

A— Cutting  angle    54°     55^'     66' 

B — Relief  angle 3"     4*"     3** 

C — Tool  angle    51*     51*     63** 

This  supposed  the  least  force  of  propulsion  was  required.  But 
if  endurance  of  point  be  considered,  a  larger  angle  is  usually 
given,  as  follows : — 

For  cast  iron.  For  wrought  iron.    For  brass. 

A — Cutting  angle   ..,.,.     70°     65*     80'' 

B— Relief  angle  3'     4**     z 

C — Tool^ngle 67*^     61**     77** 

In  a  lathe  tool  b  is  termed  the  bottom  rake^  and  j  the  top  rake, 
while  a  third  angle  with  top  of  tool,  but  on  right  or  left  side,  is 
called  side  rake. 

These  angles  will  serve  for  any  machine,  and  the  shape  of 
tool  and  shank  will  be  treated  in  its  proper  place. 

The  Screw-cutting  Lathe. — Plate  V.  shews  .various 
views  of  this,  the  oldest  but  most  useful  tool.  The  example  is 
the  design  of  the  Britannia  Company,  and  has  10  in.  centres,  that 
is,  will  accommodate  work  of  20  in.  diameter  (called  in  America  a 
20  in.  lathe).  40  in.  work  can  be  turned  by  removing  the  gap 
bridge  a,  which  is  bolted  down  and  dowelled,  so  as  to  allow  the 
saddle  to  pass  over  it  freely. 

In  all  lathes  the  work  is  rotated,  and  the  tool  fixed  in  (usually) 
a  slide  rest^  which  can  be  moved  along  the  lathe  bed.  This  ap- 
pliance, the  very  foundation  of  machine-tool  accuracy,  was  the 
invention  of  Henry  Maudslay.  On  account  of  the  various 
diameters  to  be  turned,  the  angular  velocity  must  be  capable  of 
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142  Revolutions  of  Lathe  Mandrel, 

variation,  for  the  linear  velocity  at  the  surface  of  the  work  must 
be  constant.  Fig.  133  shews  that  xi  ab  and  <r,  b^  are  equal,  the 
angle  a^  c  b^  must  be  greater  than  acb. 

Let  r= radius  of  work  in  inches. 

V  =  speed  of  cut  in  feet  per  minute. 

N  =  revolutions  per  minute  to  produce  V. 

2TrN     „  ,  ..        V 


Then,     '   =  V        and,  N  =  2 


12 


rN 


And  as  the  cutting  speeds  for  roughing  are,  say  : — 

For  brass 60  feet  per  m in.  % 

For  gun  metal 50    „        „     .  S 

For  cast  iron    40    „        „  < 

For  wrought  iron     40    „        „  t^J^ 

For  steel , : 30    „        „  .h 

We  have  : —  s: 

Revolutions  per  m.  for  brass =*  95-T-rad.  m  ms.  ^ 

gun  metal...  =804-         „  ^ 


cast  iron    ...  =  04-f-  •^ 


„  „  wrought  iron  =  64 


))  »  steel  =  48-7--        „ 

To  effect  this  variation  without  altering  the  angular  velocity  of 
the  main  shaft,  cone  pulleys  and  back  gear  are  employed. 

The  cone  pulley  c  is  driven  by  a  belt,  from  a  like  pulley  on 
the  countershaft  overhead,  but  the  latter  is  reversed  end  for  end, 
so  that  its  small  diameter  is  opposite  the  large  diameter  on  the 
headstock.  As  the  sum  of  driving  and  driven  pulley  diameters 
is  constant,  the  belt  will  fit  any  pair,  and  a  change  of  velocity  will 
be  effected,  the  highest  being  due  to  the*  smallest  pulley  on  the 
head-stock.     (See  Fig.  539,  p.  533.) 

But  as  sufficient  variation  cannot  thus  be  obtained  we  use  the 
spur  wheels  known  as  back  gear.  The  mandrel  d  (Figs.  131  and 
134)  is  attached  directly  to  the  work  by  a  driver.  But  the  cone 
pulley  runs  loose  upon  the  mandrel.  Referring  to  Fig.  134,  the 
bolt  E  serves  to  connect  the  pulley  with  the  wheel  f,  which  is 
keyed  to  d,  and  by  sliding  e  radially  outward  till  it  engages 
between  lugs  g  on  the  pulley,  f  and  c  are  united,  and  the 
mandrel  is  driven  directly. 

Slower  speeds  are  obtained  by  releasing  e,  and-  allowing  the 
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144  /vi^/  and  Loose  Head-stocks. 

pulley  to  run  freely  on  the  mandrel,  when  the  latter  is  driven 
only  through  the  back  gear  (Fig.  131),  the  pinion  h  gearing  with 
wheel  J,  while  the  motion  is  brought  back  by  pinion  k  and  wheel 
F,  thus  obtaining  a  new  set  of  speeds  on  a  slou'er  scale.  The  dia- 
meters on  the  pulley  are  here  13",  lof",  8^",  6";  the  wheels  j 
and  F  have  each  42  teeth,  and  the  pinions  h  and  k  12  teeth. 
Supposing  the  countershaft  to  make  1 20  revolutions  per  min.  we 
have  on  mandrel : — 

Revolutions  per  Minute. 
With  back  gear.  Without  back  gear. 

4    ...   8    ...    12    ...    20  46   ...    92    ...    154    ...  '260 

which  is  represented  by  diagram  at  Fig.  137;  and  the  workman 
chooses  such  pullies  as  will  give  the  correct  cutting  speed. 

We  have  shown  that  when  driving  direct  the  cone  pulley  and 
wheel  F  are  connected ;  at  the  same  time  j  and  k  must  be  thrown 
out  of  gear.  Both  are  keyed  to  the  hollow  shaft  l,  revolving  on 
the  spindle  m,  which  is  supported  in  eccentric  bearings  n  n.*  A 
*  tommy '  (or  short  rod  used  as  a  key)  is  inserted  at  the  left  end 
and  the  spindle  m  is  turned  half-round  so  as  to  throw  the  centres 
of  j  and  K  further  from  d,  and  so  disengage  these  wheels. 

The  mandrel  journals  are  cones  rotating  in  brass  bushes  (Fig. 
134).  Of  these  the  left-hand  one  is  hollow,  and  rests  on  a  feather 
key,  so  that  it  may  be  tightened  up  after  wear,  by  screwing  up  the 
nut  p  and  the  check  nut  Q.  The  thrust  of  the  work  is  taken  on 
the  end  R  when  surfacing,  and  the  head-stock  is  adjusted  to 
secure  parallelism  by  means  of  the  screws  in'Figs.  135  anji  136. 

As  the  fast  head-stock  just  described  has  an  unchangeable 
position,  the  tail  or  hose  head'stock  must  be  adjustable  for  dif- 
ferent lengths  of  work.  It  is  shewn  in  section  at  Fig.  138,  and  is 
fixed  approximately  by  the  bolt  and  clamp  s,  after  which  the  work 
is  placed  between  the  centres,  and  a  fine  adjustment  given  by 
rotating  the  hand  wheel  t,  so  pushing  out  the  inner  barrel  u 
(which  acts  as  a  nut  with  a  left-hand  screw),  after  which  the 
handle  v  is  used  to  clamp  the  barrel  securely.  Lateral  adjust- 
ment of  headrstock  (when  necessary)  is  given  by  the  screw  w. 

Fig.  139  gives  the  form  of  centre  to  support  the  work.  It  is 
shewn  in  position  in  Figs.  130  and  131,  being  merely  placed  in 
conical  holes  of  fine  taper,  and  has  a  flat  surface  for  use  with  spanner. 
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The  Slide  Rest,  147 

Turning  to  the  Slide-rest  and  its  various  feed  motions,  details 
are  shewn  in  Figs.  130,  131,  141,  and  142.  x  is  the  saddle, 
having  one  movement,  that  along  the  bed ;  y  is  the  middle  slide, 
moving  across  the  bed ;  and  the  top  slide  z  has  a  universal  motion, 
but  by  hand,  being  mounted  on  a  circular  table  formed  on  y  ;  and 
thus  a  feed  may  be  obtained  at  any  angle  by  turning  the  upper 
plate  z  and  clamping  the  bolts  a  a. 

The  movement  of  x  is  called  traversing  or  sliding^  and  the 
cross -movement  of  y  surfacing;  these  can  be  combined  if  re- 
quired. The  slide  rest  is  actuated  from  the  mandrel  in  two 
distinct  ways.  The  leading  screiv  at  the  front  of  the  lathe  bed  is 
only  used  for  screw  cutting,  and  is  thus  preserved  from  wear  at 
other  times.  It  is  driven  by  '  change  wheels^  at  the  left  end  of 
bed  (Fig.  132).  These  can  be  changed,  so  that  various  rates  of 
rotation  of  screw  can  be  effected,  relative  to  that  of  the  mandrel, 
which  comparison  fixes  the  fineness  of  thread  cut  on  the  work. 
To  facilitate  the  fixing  of  the  wheels  chosen,  the  intermediate  stud 
h  is  supported  (Figs.  130  and  140)  on  a  radial  arm  or  quadrant  r, 
which  can  be  clamped  at  various  angles,  the  two  wheels  on  b  being 
fastened  together  by  keying  to  a  loose  sleeve  d.  The  saddle  and 
leading  screw  are  connected  or  disconnected  by  the  two  half 
nuts  ee  (shewn  apart  in  Fig.  141),  which  are  brought  together  by 
moving  the  handle  downward  along  the  dotted  arc,  when  the 
studs  ff  carrying  the  nuts,  are  brought  nearer  the  centre  by 
means  of  the  curved  grooves. 

The  slide  rest  is  also  worked  from  the  back  shaft  h  on  the 
opposite  side  of  the  bed,  and  the  two  feeds  for  surfacing  and 
slfding  obtained.  The  shaft  is  driven  from  the  mandrel  by  change 
wheels  (shewn  dotted  at  g.  Fig.  131),  the  intermediates  being 
carried  on  the  arm  c.  Some  makers  drive  by  belt,  which  may 
slip  if  the  machine  is  being  overworked,  but  there  is  no  doubt 
that  wheel^^ve  a  more  definite  feed.  Passing  to  the  connection 
of  shaft  wit)*  saddle  we  refer  to  Figs.  141  and  130.  A  worm  j, 
having  a  fisather  key,  slides  along  the  back  shaft,  being  drawn 
along  by  the  saddle.  The  power  passes  through  an  intermediate 
worm  pinion  2  to  the  wheel  3,  which,  being  keyed  on  spindle  i, 
crossing  the  bed,  rotates  pinion  4  on  the  front  side.  This  pinion, 
gearing  into  wheel  5,  turns  the  rack  pinion  6,  and  the  traverse  is 
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obtained.  The  wheel  3  also  gears  into  the  pinion  4  on  the  sur- 
facing screw,  and  the  one  feed  or  the  other  may  be  operated  at 
will  on  screwing  up  either  of  the  friction  clutches  //by  nuts  m m. 
The  wheel  teeth  at  the  back  are  all  inclined  so  as  to  gear  with 
worm  wheel  2. 

These  various  motions  are  reversible,  for  convenience  in  screw 
cutting  or  traversing — (i)  to  obtain  right  or  left-handed  threads  as 
required ;  (2)  to  traverse  plain  work  in  both  directions  and  secure 
greater  accuracy.  To  eflfect  such  reversal  three  small  wheels  are 
used  (Figs.  135  and  136),  supported  on  a  frame  or  'rocker/ 
turning  on  a  stud  n.  When  clamped  as  in  Fig.  135,  a  right- 
handed  rotation  of  the  mandrel  will  give  the  same  motion  to  wheel 
n]  but  if  changed  to  position  in  Fig.  136,  a  left-handed  rotation 
of  n  is  obtained.     This  is  done  without  stopping  the  machine. 

Supporting  the  Work  in  the  Lathe. — It  is  now 
necessary  to  shew  how  the  work  is  carried.  If  a  long  bar  or 
spindle,  it  must  be  centred.  Being  probably  somewhat  bent,  it  is  to 
be  first  straightened  until  it  satisfies  the  eye ;  and  the  centre  next 
is  marked  on  the  ends,  either  by  centreing  square^  as  in  Fig.  144, 
drawing  the  dotted  lines  shewn,  or  by  conical  punch,  as  in 
Fig.  145.  The  latter,  being  held  vertically,  is  tapped  with  a 
hammer.  The  centre  is  now  found,  at  least  for  the  end  portions 
(the  most  important,  because  rest  of  bar  can  be  straightened  to 
suit) ;  it  is  next  punched,  with  hand  centre-punch,  so  deep  as  to 
just  support  the  bar  in  the  lathe.*  A  *  square  centre '  is  next 
placed  in  the  loose  head-stock ;  it  is  similar  in  shape  to  that  in 
Fig.  139,  but  is  sharpened  on  four  sides  only,  instead 'of  all  round 
{see  Fig.  146).  Being  hardened  it  serves  as  a  tool  for  cutting  the 
conical  hole  in  the  end  of  the  work.  Placing  the  bar  between 
a  conical  centre  in  fast  head-stock,  and  a  square  centre  in  loose 
head-stock,  it  is  revolved  carefully  and  marked  with  chalk  where 
^fuir  (that  is,  stands  out  more  than  the  average),  which  if  very 
bad  may  compel  us  to  further  straighten  the  bar ;  then  a  crotch 
tool  (Fig.  147)  is  placed  in  the  rest  against  the  bar,  the  latter 
being  rotated  rapidly,  and  the  screw  in  the  loose  head-stock  is 
turned  so  as  to  very  gradually  advance  the  square  centre  into  the 
work.  This  centre  hole  must  not  be  larger  than  necessary,  and 
*  See  also  D,  Fig,  228,  /.  217. 
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152  Driving, 

after  finishing,  a  small  hole  should  be  further  drilled  (Fig.  148)  to 
prevent  the  work  bearing  on  lathe  centre  points.    This  may  be  : — 

For  work  Y  to  \'  dia ^V'  hole. 

•>        >»       S     »    *      II     Tff       iJ 

'„       »    3j"  and  above    ^V'     »  ^ 

and  the  countersink  may  be  three  times  the  drill  diameter. 

The  lathe  centres  may  have  any  angle  at  their  apices  from 
60*  (American  practice)  to  90**  (English  practice),  but  the  square 
centre  must  be  formed  to  give  the  same  angle.  Finally,  the  work 
is  reversed,  and  the  other  end  treated  in  like  manner.  1  {See 
Appendices  /.  and  /I.,  pp.  749  and  806.) 

Square  centreing  may  appear  clumsy  to  many ;  it  has,  how- 
ever, proved  satisfactory,  and  is  still  much  used.  The  counter- 
sink may  be  drilled  by  hand  brace,  but  not  so  truly ;  the  brace 
must  always  be  used  for  the  smaller  hole.  Centreing  machines  have 
been  devised,  but  only  for  comparatively  short  work.  The  bar  is 
centred  and  gripped  by  a  chuck ;  the  countersinking  and  small 
drills  being  afterwards  advanced.     {See  Appendix  //.,  /.  807.) 

Driving. — The  above-mentioned  bar  is  driven  from  the 
mandrel  as  in  Fig.  149.  A  carrier  a  grips  the  end  of  the  work, 
and  a  catch  plate  p.,  screwed  on  the  mandrel,  holds  a  stud  c,  pro- 
jecting far  enough  to  strike  the  carrier  and  rotate  the  work.  The 
carrier  shewn  will  take  w^ork  of  varying  diameter. 

Other  methods  of  support  are  by  Face  Plate  and  by  various 
chucks.     {See  Appendix  1.,  p-  750.) 

The  Face  Plate,  Fig.  143,  is  here  also  a  \zxgt  dog-chuck 
having  four  jaws  or  dogs  a  a  independently  movable.  It  is 
screwed  on  to  mandrel,  the  fit  being  very  accurate,  to  ensure 
correct  surfacing  across  it.  The  jaws  are  adjusted  by  box  keys 
applied  to  the  screws  b  b,  until  the  work  is  centred  and  gripped 
when  the  nuts  c  c  are  tightened,  thereby  relieving  the  screws. 

I'he  boss  of  a  pulley  may  bo  bored  in  this  chuck,  the  tool 
being  held  in  the  slide  rest,  and  the  traversing  feed  applied  ; 
while  irregular  articles  can  be  clamped  directly  to  the  plate  if  the 
dogs  are  removed,  and  bolts  put  through  the  square  holes  r>  d. 
Such  an  arrangement  would  be  that  of  a  face  plate  proper. 
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Chucks. — Four  examples  of  Whiton's  chucks  are  shewn  in 
Figs.  150,  151,  152,  and  153.  The  Independent  Chuck  (Fig.  150) 
is  really  a  dog  chuck.  The  screws  may  be  turned  by  a  square 
key  at  a,  so  far  as  to  release  the  jaws  altogether,  which,  being 
reversed,  as  at  b,  serve  to  hold  drills  when  boring  stationary  work, 
or  to  take  a  longer  grip  on  rotating  work.  Fig.  151  is  a  good 
example  of  a  concentric  or  *  universaV  scroll  chuck.  Applying  a 
key  to  the  bevel  pinion  c,  the  wheel  d  is  rotated,  carrying  on  its 
opposite  surface  what,  on  reference  to  front  view,  is  seen  to  be  a 


Faq  /49.    Drlvinci  ^^ rrxirvqjenvenJb 


spiral  having  three  or  four  turns  in  its  whole  travel.  The  rotation 
of  this  *  scroll '  moves  the  jaws  nearer  to  or  farther  from  the  centre, 
but  equally^  thus  centreing  and  gripping  the  work  at  the  same 
time.  Fig.  152  is  a  Lever  Chuck  having  a  scroll,  but  no  gearing. 
A  tommy  is  inserted  at  e  to  turn  the  scroll  f,  while  the.  rest  of  the 
chuck  GG  is  stationary.  All  these  chucks  are  fastened  to  the 
mandrel  in  the  sime  manner,  by  bolting  to  a  small  face  plate 
screwed  on  the  mandrel. 

The  Drill  Chuck  (Fig.  153)  has  the  back  portion  h  screwed  on 
the  mandrel,  while  the  front  part  j  carrying  the  jaws  may  be  rotated ; 
the  scroll  is  therefore  stationary  while  the  jaws  are  carried  round 
it.  Hand  tightening  is  sufficient  for  small  drills,  the  surface  of  j 
being  roughened  for  grip  ;  greater  tightness  is  obtained  by  using 
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the  key  05  shewn  at  k  ;  and,  finally,  the  worm  end  of  the  spindle 
is  used,  as  at  L,  for  large  drills.  As  the  worm  only  bears  on  j  in 
one  direction,  it  is  applied  at  the  opposite  hole  m  to  release  the 
drill. 

Chucks  that  are  either  independent^  universal^  or  eccentric  at 
will,  are  also  made,  having  combinations  of  the  foregoing  motions. 

Expanding  Mandrel.— There  is  still  another  plan  of 
support  for  work  having  a  hole  through  its  centre.  It  is  fixed  on 
a  mandrel  (or  spindle  that  can  be  centred  in  the  lathe),  of  which 
several  sizes  are  kept,  having  a  slight  taper,  one  suitable  for  the 
work  being  chosen ;  but  a  more  expeditious  tool  is  the  expanding 
mandrel  in  Fig.  154.  The  mandrel  proper  is  coned  at  a,  and 
has  three  grooves  of  the  same  inclination  as  the  cone,  in  which 


Lcrr-HfiiNo 
Screw 


ride  keys  so  tapered  that  their  outer  surfaces  form  portions  of  one 
cylinder.  The  mandrel  is  screwed  with  right  and  left*  hand 
threads  as  shewn,  and  the  advance  of  nut  d  will  push  the  bars 
CO  up  the  incline,  so  expanding  the  cylinder  to  any  diameter 
within  the  limit  of  the  tool,     d  serves  also  as  carrier  for  the  work, 
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and  nut  e  on  the  right  is  for  releasing  the  keys  or  for  steadying 
them.     This  tool  is  made  by  the  Britannia  Company. 

Cutting  Tools  for  Lathes. — ^There  are  various  opinions 
on  the  proper  shapes  of  these.  Fig.  155  shews  the  most  common, 
where  a  is  the  plan  of  a  straight  tool,  b  that  of  a  right  hand  tool, 
and  c  of  a  left  hand  tool ;  d  being  elevation  for  all  three.     Their 
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uses  are  there  shewn,  by  the  cybnder  of  work  at  which  each 
is  engaged.  Thus  a  is  taking  a  traversing  cut,  while  b  and  c  turn 
the  corners  of  a  collar.  Top  and  bottom  rake,  and  tool  angle, 
are  indicated  on  d,  and  side  rake  must  be  given  to  all^  for  if  the 
tool  cuts  to  any  depth,  action  must  occur  at  the  side  as  well 
as  at  the  front.  Section  e  shows  the  hollow  cone  required  at  top 
of  tool,  which  is  not  easy  to  give  in  grinding,  but  may  be  approxi- 
mated to.  F  is  a  side  tool  for  boring  work  on  the  face  plate, 
and  G  is  a  cutting-off  or  parting  tool.  These  tools  should  all  be 
set  so  that  the  point  and  the  top  surface  of  the  tool  are  both  at 
the  level  of  the  centre  of  the  work.  If  set  higher  the  tool  spring 
will  tend  to  lift  it  out  of  its  cut,  and  if  set  lower  it  will  give  a  ten- 
dency to  *  dig.'  The  best  method  of  clamping  down  the  tool  is 
seen  in  Figs.  130  and  131,  Plate  V.,  and  in  Fig.  142,  where  two 
plates,  //,  arc  securely  held  over  ihe  tool  by  screwing  down  four 
nuts  ^ith  a  spanner.  Space  is  provided  between  the  bolts  to 
allow  for  angular  horizontal  adjustment.  The  shanks  of  cutting 
tools  should  be  of  large  dimensions,  both  for  rigidity  and  for 
taking  away  the  heat  generated  in  cutting,  otherwise  the  tool  may 
be  softened.  A  finishing  cut  is  given  with  a  tool  having  a  broad 
flat  nose.  If  the  work  spring  considerably  under  the  roughing 
cut,  inaccuracy  will  result,  which  cannot  be  remedied  by  a  single 
finishing  cut,  so  two  or  three  cuts  are  taken  before  the  final  one, 
and  the  bending  pressure  thereby  gradually  reduced.  If  the  work 
be  very  small  in  comparison  with  length,  a  back  rest  is  fixed  on 
the  saddle,  forming  a  bearing  .which  grasps  the  work  near  the  tool, 
to  prevent  undue  spring.    {See  Apps.  LjJL,  V.,  pp.  750,  808,  976.) 

Tool  Holders  have  been  used  for  some  time,  to  do  away 
with  the  necessity  for  forging  the  tool  when  worn.  These  are 
shanks  so  shaped  at  the  nose  as "  to  grip  small  pieces  of  steel,  of 
suitable  section  for  cutting  purposes.  They  were  first  introduced 
by  Messrs.  Smith  and  Coventry.  Fig.  156  shews  several  tool 
holders  having  various  advantages,  a  has  the  best  form,  though 
the  cutter  is  said  to  slip ;  b  was  designed  to  obviate  that  diflficulty ; 
and  c  is  similar  in  principle  to  b,  though  slightly  different  in  detail. 

The  Break  Lathe  (so  called  because  of  a  large  '  break ' 
between  bed  and  fast  head-stock  to  admit  a  very  large  face-plate) 
is  shewn  in  Plate  VL,  as  made  by  Messrs.  Greenwood  &  Batley. 
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The  fast  head-stock  b  has  a  large  cylindrical  bearing  at  c,  with 
adjustable  cap,  while  the  pressure  of  the  surfacing  cut  is  taken  by 
the  collars  of  the  thrust  bearing  d.  The  face  plate  requires  no 
further  description  than  that  given  for  Fig.  143,  except  to  say 
that  the  jaw  screws  themselves  take  the  grip,  and  that  the  jaw 
boxes  may  be  unbolted  and  the  work  attached  directly  to  the 
plate.  The  back  of  the  plate  has  an  annular  spur  wheel,  driven 
by  a  system  of  *  treble  gear.'  We  may  turn  the  mandrel  through 
the  four  wheels  e  f  g  h  in  simple  back  gear;  or  directly,  bolting  h 
to  the  cone  pulley,  and  throwing  out  f  and  g  by  turning  eccentric  . 
bushes  ;  but  if  a  slower  speed  be  desired  G  is  slid  to  the  right,  e 
and  F  kept  in  gear,  while  wheel  K  and  pinion  m,  keyed  to  the 
third  shaft  l,  are  moved  to  engage  respectively  wi^th  pinion  j  and 
wheel  N  on  face  plate. 

We  have,  therefore,  three  alternatives  : — Direct  driving  without 
gear;  double-purchase  gear,  E  into  F,  ando  into  h  ;  or  treble- 
purchase  gear,  e  into  f,  j  into  k,  and  m  into  n.  The  last  is 
only  retjuired  for  large  diameters  of  work. 

The  leading  screw,  lying  within  the  lathe-bed  at  a,  is  driven, 
by  change  wheels  P,  through  shaft  Q,  and  wheels  r  r  at  the  right 
end  of  bed.  By  removing  the  change  wheels,  the  backshafts  may 
be  put  in  gear,  the  power  being  taken  from  the  belt  t,  passing 
thence  to  the  worm  shaft  u  by  spur  wheels,  and  across  to  the  rack 
pinion,  as  in  the  previous  lathe.  The  handle  v  will  pull  the  lever 
w,  and  clamp  the  leading  screw  nuts,  while  the  traversing 
motion  may  be  reversed  at  x.  The  slide  rest  has  the  sanie 
motions  as  have  been  described  for  Plate  V.,  and  the  loose  head 
stock  needs  no  further  description. 

This  machine  is  used: — (i)  As  a  screw-cutting  lathe  with  or 
>^ithout  gap ;  (2)  as  a  fau  lathe.  For  the  first  the  gap  may  be 
varied  by  loosening  the  bolts  which  hold  the  oed  y  to  the  founda- 
tion z ;  and  by  then  applying  a  lever  to  boss  k  to  turn  a  rack 
pinion  bb^  so  bring  the  bed  nearer  the  face  plate,  the  standard 
^  being  also  removed.  The  work  would  be  supported  between 
the  lathe  centres,  and  driven  by  a  bolt  in  the  face  plate,  or  by 
small  drivers  as  usual. 

.As  a  Pace  Lathe,  the  gap  is  widened;  and  the  upper  parts 
^fg  of  the  slide  rest  being  removed,  they  are   bolted   on   the 
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standard  at  //,  which  has  a  circular  T  groove  to  receive  the 
clamping  bolts,  and  adroit  of  adjustment  at  various  horizontal 
angles,  thus  obtaining  a  traversing,  surfacing,  or  oblique  feed. 
The  position  of  the  standard  is  adjusted  by  loosening  its  founda- 
tion bolts,  and  applying  a  crowbar  to  the  teeth  jj.  Feed  is  given 
by  hand,  but  can  be  made  automatic  as  a  star  feed,  or  by  an 
overhead  chain.  By  the  former  a  star  piece  is  keyed  to  the  slide 
screw,  and  a  projection  on  the  face  plate  catches  this  at  every 
revolution,  giving  it  a  small  turn.  By  the  second,  a  chkin 
attached  to  a  crank  pin  on  left  end  of  mandrel,  and  passing  along 
overhead  puUies,  actuates  a  ratchet  on  the  slide  screw,  and  gives 
a  small  feed  at  each  rotation. 

If  a  face  lathe  be  especially  made  for  surfacing  and  very  short 
traversing,  the  bed  is  i)laced  acnyss  the  line  of  centres.  {See 
Appendix  IL,p.  808.) 

The  Boring  Machine— Figs.  161  and  162.  Plate  VII., 
represent  two  views  of  a  horizontal  boring  machine  designed  by 
Messrs.  Buckton  &  Co.  As  already  mentioned,  many  boring 
machines  are  made  with  vertical  bars,  as  for  marine  engine 
cylinders,  the  object  being  to  balance  the  boring  head,  and  pre- 
serve truth  of  surface ;  but  if  the  bar  be  made  very  large  and 
rigid,  as  in  the  example,  inaccuracy  need  not  be  feared.  There 
are  two  classes  of  horizontal  machine :  in  one  the  work  is  fixed 
on  a  stationary  bed,  while  the  cutters  travel,  and  in  the  other  the 
bed  and  work  are  advanced,  the  cutter  bar  having  no  longitudinal 
movement.  The  latter  is  analogous  to  lathe  boring.  {See 
Appendix  II.,  p,  808.) 

Referring  to  Figs.  130  and  131,  Plate  V.,  a  cylindrical  bar  is 
placed  between  the  lathe  centres,  and  driven  by  catch  plate. 
About  half-way  along  this  bar  a  longitudinal  slot  is  made  through 
it,  and  a  projecting  cutter  securely  wedged  therein.  The  upper 
slides  V  and  z  being  removed,  as  well  as  the  bearings  q  and  r, 
Fig.  131  (made  separate  for  the  purpose),  the  work  is  bolted*  to 
saddle  x,  by  bolts  placed  in  T  grooves  s  s,  and,  as  the  bar  rotates 
and  gives  the  cut,  the  traversing  feed  advances  the  work  to  the  tool. 
Boring  machines  are  made  on  these  principles,  being,  in  fact, 
lathes  specially  designed  for  boring.  The  bed  is  made  low,  and 
the  fast  head-stock  high,  the  loose  head-stock  dispensed  with,  and 
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a  bearing  for  the  bar  used  instead.  A  table  carrying  the  Wofk  is 
vertically  adjusted  by  a  screw,  to  accommodate  various  depths  of 
work.     {See  also  Fig,  249,/.  237;  and  Fig,  776,/.  809.) 

For  large  work,  however,  we  have  recourse  to  a  machine 
similar  to  that  in  Plate  VII.,  which  is  there  driven  by  an  engine 
fixed  to  the  bed.  We  will  first  describe  it  as  though  driven  by 
belt  from  main  shaft,  the  usual  plan.  The  worm  shaft  a  would 
be  provided  with  a  large  cone  pulley  to  take  the  power  from  the 
main  shaft,  and  to  give  various  rates  of  rotation  to  the  machine. 
The  worm  b  and  worm  wheel  c  effect  a  slow  rotation  of  the 
boring  bar  d,  upon  which  is  the  facing  head  l,  for  surfacing  the 
flange  of  any  cylinder  bolted  to  the  bed  e  ;  the  tools  f  f  being 
shewn  in  position.  Each  star  h  catches  the  stop  j  after  every 
complete  revolution,  and  gives  a  small  turn  to  the  feed  screw. 
Next  on  the  bar  is  the  boring  head  k,  carrying  alternately  in 
notches  on  its  circumference  cutters  or  dummies,  the  latter  to 
steady  the  head  in  the  cylinder  and  prevent  *  chattering ' ;  this  is 
seen  also  at  Fig.  163.  As  the  head  revolves,  it  is  fed  slowly  along 
the  bar.  Referring  to  Figs.  162  and  163  it  is  seen  that  the  head 
has  a  nut  m  screwed  on  its  inner  surface,  and  sliding  in  a  groove  in 
the  bar.  But  the  screw  n  engages  with  this  nut,  and  it  follows 
that  any  rotation  of  n  will  cause  the  head  to  advance,  giving  the 
feed.  Such  rotation  is  obtained  by  spur  gear  at  the  right  end  of 
bar,  where  four  wheels  p,  q,  r,  s  form  an  epicyclic  back  gear,  giving 
s  a  slightly  quicker  speed  than  p  ;  this  difference  of  velocity  being 
communicated  to  the  screw  through  the  pinions  t  and  u.  When 
required,  Q  and  R  may  be  slid  out  of  gear  by  unscrewing 
nut  V,  and  the  wheel  w  will  then  be  used  for  hand  feed  or 
adjustment.     (See  p.  523.) 

To  describe  the  engine :  a  is  the  cylinder,  and  b  the  crank 
shaft,  c  the  steam  entrance,  and  d  the  exhaust.  A  fly  wheel  or 
crank  shaft  carries  the  crank  pin,  and  the  motion  passes  to  the 
worm  through  bevel  pinion  and  wheel / and  ^;  the  remaining  gear 
being  as  before.  We  must  not  omit  the  ingenious  method  of 
altering  the  engine  speed.  The  governor  h  is  driven  by  a  strap 
placed  on  cone  pullies  //,  having  an  ample  number  of  steps. 
If  we  attempt  to  give  the  governor  a  high  velocity  the  tendency  i& 
to  throttle  the  steam  and  produce  a  lower  speed  on  the  crank  ; 
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conversely,  the  effect  of  a  decreased  governor  velocity  is  to  admit 
more  steam  and  increase  the  crank  speed. 

The  Drilling  Machine. — This,  again,  occurs  under  various 
forms,  as  double  and  single-geared,  radial,  and  multiple  drills. 
The  last  will  be  explained  in  Chapter  VII.,  being  applied  to 
boiler  work ;  the  others  we  will  describe  in  order. 

The  Double-Geared  Drilling  Machine  is  shewn  on 
Plate  VIII.,  as  made  by  Messrs.  Smith,  Beacock,  &  Tannett. 
The  back  gear  is  the  same  as  in  the  lathe ;  thus  the  cone-pulley  a" 
may  drive  directly  by  bolting  to  wheel  b,  which  is  permanently 
keyed  to  the  mandrel ;  or,  loosing  the  belt  c  and  putting  wheels 
D  and  E  respectively  in  gear  with  b  and  f,  we  may  have  a  slower 
rotation  of  mandrel  when  drilling  holes  of  large  diameter ;  d  and  e 
are  put  in  or  out  of  gear  by  turning  shaft  h  in  eccentric  bushes 
as  usual.  The  revolutions  of  the  mandrel  are  transferred  to 
drill  spin(Jle  by  mitre  wheels  h  and  j ;  j  being  fixed  to  a  sleeve  k 
held  between  bearings  ll,  seen  more  clearly  at  Fig.  165.  The 
sleeve  k  carries  a  feather  key  m,  fitting  in  a  long  key-way  in  the 
-drill  -spindle,  thus  allowing  the  latter  to  rise  and  fall.  Passing 
upward,  a  smaller  spindle  n  is  attached  by  a  pin,  and  forms  one 
piece  with  m,  while  a  loose  sleeve  p,  having  a  rack  formed  on  its 
right  side,  is  held  on  the  smaller  spindle  by  nut  Q  and  check-nut 
R.  The  rotation  of  a  pinion  s  will  thus  raise  or  lower  the  drill 
spindle  without  affecting  its  rotation.  Steel  plates  at  tt  diminish 
the  wear  caused  by  thrust  of  drill  or  weight  of  spindle. 

The  feed  motion  thus  obtained  is  worked  by  hand  or  automati- 
cally. A  worm  wheel  u,  Fig.  1 64,  on  rack  pinion  shaft,  is  rotated  by 
the  worm  on  the  spindle  v,  which  takes  its  motion  from  the  mandrel 
through  another  worm  and  worm-wheel  w,  driven  by  cone  puUies 
X  X,  to  give  varying  rates  of  feed.  If  we  wish  to  feed  by  hand, 
use  is  made  of  the  arrangement  at  v,  shewn  in  detail  at  Fig.  166. 
A  race  z  is  formed  on  the  boss  of  the  worm-wheel  which  drives 
the  vertical  spindle,  and  a  small  crank  a  serves  to  lift  or  lower  the 
worm-wheel,  to  put  it  in  or  out  of  gear  with  the  worm.  The 
handle  ^,  whose  movement  is  limited  by  the  groove  r,  is  shewn 
holding  the  wheel  out  of  gear,  when  wheel  d  is  used  for  hand  feed 
or  adjustment. 

Coming  to  the  table  e^  carrying  the  work ;  it  is  fastened  by  set 
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screw  to  a  projecting  arm/  and  provided  with  slots  for  bolts,  as  in 
the  lathe  face  plate.  The  pillar  gy  which  supports  f,  has  rack 
teeth  turned  upon  it,  so  that  the  lifting  apparatus  may  always 
remain  in  gear,  whatever  the  position  of  arm/ 

The  lifting  gear  is  as  follows :  A  spindle  q  turns  a  worm,  gearing 
into  wheel y,  which  has  on  its  axis  a  pinion  engaging  with  teeth  on 
the  pillar  g.  The  handle  k  serves  either  for  spindle  q,  or  for 
hand  drilling  when  applied  to  the  mandrel.  Some  machines  have 
a  plain  pillar,  as  in  the  next  example.  A  very  deep  piece  of  work 
is  accommodated  by  bolting  to  the  foot  or  bed,  and  swinging  the 
table  out  of  the  way. 

In  double-geared  drills  the  countershaft  is  usually  self-con- 
tained, as  at  m  ;  and  the  pulley  n  is  driven  from  main  shaft ;  the 
fast  and  loose  pullies  lying  side  by  side,  and  the  fork  being  moved 
by  handle  /. 

The  Single-Geared  Drilling  Machine  in  Fig.  167 
needs  little  further  description.  Back  gear  is  dispensed  with,  and 
the  cone  pulley  a  keyed  to  the  mandrel.  Hand  drilling  is  pro- 
vided for  by  the  handle  b  on  flyvwheel  c.  s  is  the  hollow  sleeve 
driven  by  mitre  wheels ;  and  a  feed  screw  at  d  takes  the  place  of 
the  rack,  being  provided  with  a  long  key- way,  while  a  key  e  (shewn 
black)  is  fixed  to  spur  wheel  f,  so  that  a  feed  may  be  obtained  at 
any  height  of  drill  spindle.  The  feed  screw  further  passes 
through  a  nut  g,  fixed  to  the  casting  h,  and  a  rotation  of  f  will 
therefore  raise  or  lower  the  screw ;  such  rotation  being  effected 
by  turning  the  hand-wheel  on  spindle  j,  the  latter  carrying  a  pinion 
K  gearing  into  f.  A  socket  L  in  drill  spindle  receives  a  cylindrical 
projection  on  the  screw,  in  which  a  race  is  turned ;  and  a  pin  m» 
passing  through  the  spindle  tangential  to  the  race,  allows  the  screw 
to  lift  the  spindle  without  affecting  the  rotation  of  the  latter.  In 
the  best  machines  the  feed  screw  is  a  hollow  sleeve. 

The  table  and  supporting  arm  are  similar  to  the  last  example, 
the  lifting  gear  consisting  of  a  handle  n  and  worm  p,  worm-wheel 
Q,  and  rack  pinion,  the  rotation  of  the  last  lifting  or  lowering  the 
arm.  The  rack  R  is  a  sort  of  strut  fitted  between  the  top  and 
bottom  collars  of  the  pillar,  but  otherwise  loose.  If  the  table  be 
moved  horizontally  the  rack  is  carried  round  the  pillar,  and 
remains  in  gear  with  the  pinion  in  all  positions. 
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1 66  Radial  Drilling  Machine, 

The  Radial  Drilling  Machine  is  most  useful  for  large 
work  not  readily  moved,  and  has  been,  since  first  designed,  much 
in  request  for  holes  in  steam  cylinders  or  boilers.  The  form  of  bed 
depends  on  the  nature  of  the  work,  and  is  sometimes  dispensed 
with,  and  a  trolley  run  under  the  drill.  Then  the  radial  arm  may 
be  swungifrom  a  wall  or  roof  stanchion.  The  machine  in  Fig.  i68 
has  a  stationary  table,  to  the  top  or  side  of  which  the  work  is 
bolted  ;  and  the  tool  is  adjusted  over  the  work  (i)  by  an  angular 
movement  of  arm  b  ;  (2)  a  traverse  of  the  saddle  c ;  (3)  a  rise  or 
fall  of  B.  The  last  is  obtained  by  turning  the  spokes  e,  which, 
through  worm  and  wheel,  rotate  a  pinion  in  rack  f  ;  and  for  the 
first  both  arm  and  pillar  turn  within  the  bed  at  x.  The  mandrel 
G  is  driven  directly  or  by  back  gear,  and  mitre  wheels  h  h  transfer 
its  motion  to  the  spindle  j,  from  which  again  the  power  is  taken 
to  the  horizontal  spindle  l  by  mitre  wheels  k  k.  As  arm  b  must 
rise  or  fall,  k  is  supported  by  a  bearing  projecting  through  a  sHt 
in  the  hollow  pillar  d,  and  a  feather  key  connects  k  and  j. 

The  saddle  c  has  bearings  m  m,  and  a  sleeved  mitre  wheel  n 
drives  the  drill  spindle  p.  A  bearing  q  supports  a  short  spindle, 
to  which  are  keyed  the  mitre  wheel  r,  spur  wheel  s,  and  cone 
pulley  T,  from  the  last  of  which  various  rates  of  feed  are  obtained 
as  usual ;  and  power  is  given  from  l  to  s  by  a  pinion  u,  which, 
having  a  feather  key,  follows  the  saddle,  so  as  to  keep  always  in 
gear. 

The  drill  power  passes  therefore  through  five  shafts,  G,  j,  L,  Q, 
and  P,  but  this  is  not  considered  complicated  in  view  of  the 
advantages  obtained.  The  saddle  is  moved  along  the  arm  by 
turning  the  hand  wheel  v,  which  rotates  a  small  pinion,  gearing  into 
the  rack  w.    {See  also  Chap.  VIL.p.T^i  .•  and  p.  10 18.) 

Drills. — Some  forms  are  shown  at  Fig.  169,  where  a  \%  flat- 
pointed  and  fits  in  taper  hole  in  the  spindle,  the  cotter /?  preventing 
slip.  The  method  of  sharpening  is  seen  at  ^,  r,  and  //,  and  notches 
e  e  increase  endurance  of  jxjint  \\  is  a  pin-drill,  where  variation 
in  diameter  of  circle  cut  is  permitted  by  the  movable  cutter/, 
wedged  in  the  slot  ^,  a  hole  being  first  drilled  in  the  work  to 
receive  pin  //.     Cutting  angles  have  been  previously  discussed. 

The  t7vist  drill  c,  no  doubt  the  very  best  form  for  accurate 
work,  is  much  in  favour.     A  socket  /  fits  the  spindle,  and  takes 
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the  larger  drills ;  a  second  socket  k  within  the  first  is  for  medium 
drills ;  and  a  third,  within  ^,  fits  the  smaller  sizes.  These  are 
carefully  ground  to  fine  taper,  and  are  quite  rigid. 

The   Slot-Drilling    Machine  (now  metamorphosed  into 
the  vertical  milling  machine)  has  a  saddle  carrying  the  drill  splindle 

DRfLL   SPfNDLC 


as  in  Fig.  i68,  but  arm  b  is  made  immovable.  While  rotating, 
the  spindle  also  receives  a  traverse  along  slide  b,  taken  from  a 
leading  screw,  lying  within  b,  in  addition  to  the  shaft  u  The 
drill  thus  cuts  out  a  circle  that  travels  along  a  straight  line,  known 
as  a  slot,  Keyways  and  cotter  holes  are  examples,  and  for  such 
work  vertical  and  horizontal  feeds  are  required.  {See  Appendix  11^ 
p.  8io.) 
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i  The  Planing    Machine,  as  meuivoued  • 

/  economicaJ,  because  the  tool  cuts  in  one  cWtecU'  T    ^''^''l^^ 

i  back  stroke  is  wasted.     To  minimise  th\s  W,  aud^'t^ir 

/  time  reverse  the  stroke  without  changing  the  eonUn;ioul  to^v^n 

f  of  mm  shaft,  ingenious  motions  called  guick  returns  V^ave  been 

t  devised. 

A  large-sized  planing  machine  is  given  in  Plate  IX,,  as  made 

by  Messrs.  Hulse  &  Co.      The  table,  stiffened  with  ribs,  and 

having  T  grooves  on  its  surface  to  receive  clamping  bolts,  slides 

in  y/  grooves  b  b,  made  true  and  level,  being  the  copies.  Thus  the 

work  travels,  and  the  tool  is  fixed.     The  belt  pulleys  c,  d,  e  are 

Joose  on  their  shaft,  but  c  and  e  are  technically  *  fast '   puUies, 

because  they  drive  the  table,  being  fixed  to  pinions  f  and  g.    The 

strap  being  on  pulley  c,  pinion  f  engages  with  wheel  h  ;  and 

pinion  j  on  the  axis  of  H  gears  with  k  ;  l  in  turn  with  m  ;  lastly 

pinion  N  moves  the  rack  p  fastened  to  the  table.     A  slow  cutting 

advance  is  thus  obtained.     At  the  end  of  the  stroke  the  strap  is 

moved  from  c  to  E,  and  then  k  is  driven  directly  from  g,  the  rest 

being  as  before.      Dispensing  with  one  pair  of  wheels  we  have 

effected  two  objects — (i)  a  reversal  of  the  stroke;  (2)  a  quicker 

^rotation  of  n,  or  gutck  return  to  the  table.    {See  App,  I  11.^  p.  918.) 

When  at  rest  the  strap  is  on  loose  pulley  d,  and  handle  q  lies 

at  right  angles  to  the  bed.     Being  connected  to  strap  fork  through 

levers  r,  s,  u,  inspection  shews  that  q  moved  to  the  right  will  give 

the  advance,  and  a  reverse  movement  the  return  stroke.     But, 

once  started,  these  motions  are  automatic,  thus — Let  the  table  be 

returning  leftward  in  Fig.  171,  back  stop  x  will  at  end  of  stroke 

catch  lever  y,  and  move  it  to  the  left,  shifting  the  strap  rapidly 

from  E  to  c,  the  advance  pulley.     If  the  table  travel  to  the  right, 

stop   z   catches  y  and  puts  the  quick  return  in  action.     These 

stops  may  be  adjusted  to  give  various  lengths  of  stroke. 

Two  vertical  standards  a  a  bolted  to  the  bed  have  slides  on 
their  front  edges,  and  are  stayed  by  tube  b.  A  cross  slide  c  lies 
across  them,  supported  by  vertical  screws  d  d^  passing  through 
long  nuts  at  the  back.  On  the  slide  are  two  saddles  ee^  carrying 
other  slides//,  to  give  a  vertical  movement  to  the  tool.  Screws 
d  d  are  to  adjust  the  cross  slide  to  any  desired  height,  after  which 
it  is  clamped  by  screws  gg,     A  handle  may  turn  shaft  h,  which  is 
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connected  to  the  vertical  screws  dd  by  similar  bevel  wheels  y/, 
and  the  beam  is  thus  kept  horizontal ;  but  in  our  example  three 
puUies  are  used,  k  being  fast,  while  mm  are  loose,  and  driven 
respectively  by  crossed  and  open  strap.  Moving  the  forks  by  the 
handle  /,  either  strap  is  placed  on  fast  pulley  at  will,  and  the 
cross  slide  raised  or  lowered  by  power. 

When  the  work  has  cleared  the  tool  on  the  advance,  the  stop 
n,  having  passed  projection  r,  catches  ^,  and  moves  it  to  the  right. 
'I'hese  projections  are  cast  on  bar  uu^  which  is  provided  with 
teeth  engaging  with  spur  wheel  i\  and  thus  shaft  w  will  rotate 
more  or  less  according  to  the  position  of  «.  Mitre  gear  transmits 
this  motion  to  shaft  Xy  and  from  it  to  th^  feed  motions,  which 
may,  by  moving  «,  be  varied  from  ^1^'  to  \\"  for  each  stroke. 
The  wheeKio  is  connected  with  ratchet  wheel  14,  but  is  loose  on 
x^  driving  only  through  plate  11,  which  carries  a  pawl  fitting  in 
the  ratchet  teeth ;  the  pawl  may  be  withdrawn,  and  the  feed 
motion  suspended  by  turning  the  eccentric  lever  13.  On  the 
return  stroke  the  stop/,  by  catching  r,  will  bring  back  bar  //  to 
its  first  position,  without  turning  x. 

The  principal  feed  is  that  across  the  table.  Screws  8  8  engage 
each  with  one  of  the  saddles  ee\  and  wheels  6  7,  when  slid  to 
the  right,  conhect  through  4  and  5  with  wheel  3  on  shaft  2,  which 
takes  its  motion  from  x  by  mitre  gear  z,  A  cross  feed  is  thus 
given  in  one  direction ;  but  if  6  and  7  are  moved  to  the  left,  and 
3  with  them,  the  direction  of  feed  is  reversed;  and  the  inter- 
mediate position  leaves  6  and  7  at  rest. 

A  vertical  feed  is  obtained  when  wheels  15  and  16  are  in  gear, 
motion  being  given  to  shaft  17,  and  from  it  by  two  pairs  of  mitre 
gear  and  horizontal  spindle  to  the  screws  18  (these  screws  serve 
also  for  fine  adjustment  of  tool).  The  bolts  19  fit  in  a  circular 
T  groove  formed  in  the  saddle,  and  thus  allow  an  angular 
clamping  of  front  slides  20,  when  the  last-mentioned  feed  becomes 
angular.  Using  suitable  wheels,  one  tool  may  be  fed  horizontally, 
and  the  other  vertically  or  at  an  angle. 

The  tool  box  may  also  be  fixed  at  a  small  angle,  limited  by 
the  slot  21  ;  and  the  front  or  flap  is  so  hinged  at  22  that  it 
may  lift  during  the  return  stroke  and  avoid  useless  wear  of  tool, 
an  automatic  motion  being  sometimes  provided  for  relieving  the 
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171 


tool  altogether.  Special  clamps  23  hold  the  .tool,  having  large 
square  holes  to  receive  it,  and  the  turning  of  the  set  screw  serves, 
both  to  fix  tool  to  clamp  and  clamp  in  tool  box. 

The  tool  itself  is  shaped  as  in  Fig.  172,  being  so  bent  back  as  to 

place  the  point  nearly  in  a  line  with  the  hinge  and  prevent  *  digging.' 

The  Shaping  Machine  is  a  planer  with  moving  tool  and 

fixed  work,  having  on  this  account  some   advantage   for  small 

articles  ;  for  if  a  moving 
table  be  employed,  its 
stroke  must  exceed  the 
length  of  work,  so  as  to 
leave  space  for  the  ac- 
quisition of  velocity  in 
such  a  heavy  mass ; 
while  the  moving  parts 
in  the  shaping  machine, 
being  much  lighter,  en- 
able us  to  adjust  the 
stroke  with  nicety,  be- 
sides absorbing  less 
work  by  friction. 

The  machine  in  Plate 
X.  is  by  Messrs.  Smith 
&  Coventry.  The  tool 
box  A  is  fixed  to  a  *ram ' 
B,  the  sliding  of  which  in 
saddle  c  gives  the  cut.  The  saddle  moves  along  the  bed  d  to  give 
the  feed,  and  an  arm  e,  cast  upon  it,  supports  a  rocking  lever 
F,  which  actuates  the  ram  through  the  rod  h..  The  cone 
pulley  rotates  .  right-handed,  carrying  on  its  shaft  (which 
extends  the  whole  length  of  bed)  a  pinion  k,  giving  wheel  l  a 
left-handed  rotation,  l  turns  on  a  stud  fixed  to  the  arm  e,  and 
carries  a  crank  pin  p,  whose  throw  may  be  adjusted  similarly  to 
that  in  Plate  XI.  A  die  on  this  pin  slides  in  a  slot  m,  formed  in 
the  oscillating  lever  f.  Referring  to  Fig.  174^,  the  uniform 
rotation  of  l  will  give  the  rain  a  slow  advance  when  travelling  from 
a  to  /',  and  a  quick  return  from  b  to  a,  because  ab  is  a  longer  path 
than  ba^  as  shewn  by  the  arrows;  the  proportion  being  23  to  14 
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in  the  example.  The  pinion  k  can  slide  on  shaft  z,  and  so  keeps 
always  in  gear  with  l,  being  driven  by  a  feather  key.  Length  of 
stroke  is  adjusted  by  the  position  of  p,  but  position  of  ram  is 
given  by  adjustment  of  the  nut  q. 

The  table  r,  supporting  the  work  (which  is  bolted  to  top  or 
side  as  found  convenient),  may  be  adjusted  for  height  by  the 
handle  s,  which,  by  mitre  gear  t,  rotates  the  screw  within  the  nut 
u,  fixed  to  the  bracket  v.  The  horizontal  position  of  the  work 
may  be  varied  by  moving  v  along  the  bed  to  the  point  required. 

w  is  a  mandrel  upon  which  hollow  cylindrical  work  may  be 
placed  by  removing  the  loose  collar  x,  and  gripping  the  work 
between  the  cones.  The  bracket  y  steadies  the  end  of  the  mandrel. 

Three  feeds  are  required,  each  of  which  may  be  worked  by 
hand  if  desired  The  pinion  4  (Fig.  i']^d)  drives  wheel  g^  carried 
on  a  stud  e.  An  adjustable  crank  pin  on  g  is  connected  to  the 
lever  A,  which  gives,  through  ratchet  //,  an  intermittent  rotation  to 
the  spindle/  Upon  this  spindle  is  a  worm  gearing  into  a  worm 
wheel  on  the  mandrel  w,  and  thus  a  rotary  feed  is  conveyed  to 
the  mandrel.  The  latter  may  be  used  for  such  articles  as  lever 
bosses,  which  are  interrupted  on  one  side  by  the  lever  arm,  and 
therefore  unsuitable  for  lathe  work.  The  second  feed  is  a 
horizontal  motion  of  the  saddle  for  work  fixed  on  the  table.  A 
crank  pin  ^,  on  the  wheel  l,  is  connected  to  the  ratchet  w,  and 
the  motion  transmitted  by  n  to  the  wheel  /.  /  forms  a  nut 
attached  to  the  saddle,  and  as  the  screw  q  is  fixed  to  the  bed,  it  is 
evident  that  a  rotation  of/  will  advance  the  saddle  along  the  screw. 

The  third  feed  is  vertical,  r  is  a  bracket  fixed  to  the  saddle, 
and  s  a  rod  sliding  in  r,  as  well  as  in  brackets  /  /  carried  on  the 
ram.  At  each  back  stroke  of  the  latter  the  tappet  7r,  on  rod 
J,  is  caught  by  the  bracket  r,  and  s  is  moved  to  the  left,  causing 
the  ratchet  gear  x  to  turn  the  screw  j*,  and  give  a  small  vertical 
advance  to  the  tool  box.  When  the  ram  reaches  the  end  of  the 
advance  stroke  the  tappet  z  in  turn  catches  r,  moving  s  back  to  its 
original  position.  The  head  a  can  be  fixed  at  an  angle  to  the 
vertical  by  unclamping  bolts  2  2,  and  refixing,  when  the  last- 
mentioned  feed  becomes  angular  ;  and  the  position  of  the  tappets 
may  also  be  varied. 

In  addition  to  the  above,  a  fourth  movement,  enabling  us  to 
^ik  the  tool  box  at  an  angle  while  preserving  the  vertical  feed,  is 
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obtained  by  means  of  the  worm  spindle  /,  provided  with  a  handle, 
.and  worm  gearing  into  the  segment  f,  which  is  pivoted  at  3.  We 
may  thus  shape  a  comer  or  give  a  feed  (by  hand)  for  a  concave 
surface.  The  front  of  tool  box  is  provided  with  the  usual  flap  to 
•relieve  the  tool  during  the  return  stroke,  and  the  tool  itself  takes 
the  same  shape  as  that  described  for  the  planing  machine. 

The  Slotting  Machine  is  probably  the  least  economical 
of  machine  tools.  While  the  planing  machine  takes  simple 
horizontal  cuts,  and  the  shaping  machine  tools  cylindrical  work 
iying  horizontally,  the  slotting  machine  is  for  the  production  of 
vertical  cylindrical  and  plane  services.  Though  working  at  a 
disadvantage  in  having  to  lift  a  heavy  ram,  this  machine  has 
-served  a  purpose,  and  is  still  used  to  a  large  extent.  Smaller 
work  can  generally  be  accommodated  in  a  shaping  machine,  but 
the  slotting  machine  is  used  for  heavier  work,  and  is  made  more 
powerful. 

Plate  XI.  represents  one  of  these  machines,  as  made  by  Sir 
J.  Whitworth  &  Co.  Power  being  given  to  the  cone  a,  it  may  be 
passed  directly  to  the  mandrel  b,  or  through  the  back  gear  at  c, 
the  back  shafts  being  moved  to  the  left  or  right,  or  (Fig.  175)  to 
put  the  wheels  in  or  out  of  gear  respectively.  The  power  is  further 
taken  from  the  mandrel  to  the  ram  through  the  medium  of  a  quick 
return  motion.  Looking  at  the  front  of  the  ram,  and  keeping  our 
attention  on  both  views,  the  spur  wheel  e  is  driven  by  the  pinion 
F,  and  the  motion  transmitted  to  the  crank  disc  g  by  pin  h.  The 
-spur  wheel  turns  on  the  boss  j,  and  the  crank  disc  in  k,  their 
centres  being  ij  inches  apart  horizontally.  Referring  to  Fig.  177, 
if  the  spur  wheel  rotate  uniformly  it  will  pass  through  10  divisions 
while  bringing  the  pin  from  h  to  Hi,  but  through  only  7  divisions 
from  Hi  to  H,  and  the  advance  will  bear  the  proportion  of  10  to 
the  return  7.  As  some  sliding  takes  place  between  pin  h  and 
disc  G,  a  die  is  provided.  The  rod  l  connects  the  crank  disc 
with  the  ram  m,  and  there  are  two  adjustments ;  one  at  n  to  fix 
the  height  of  the  ram ;  the  other  at  p,  where  the  rotation  of  two 
screws  is  made  to  move  the  pin  and  regulate  the  throw  of  the 
-crank.  A  brake'  block  q,  bearing  on  the  crank  disc,  may  be 
tightened  by  screwing  up  the  wedge  r,  and  serves  to  fix  the  ram 
•in  positions  where  it  might  fall  on  account  of  its  weight. 

There  are  three  feed  motions,  all  taken  from   cam  s,  the 
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Figs.  175  and  178,  which  is  connected  by  a  shaft  with  the  disc  g^ 
At  every  rotation  of  the  cam  a  vibration  is  given  to  the  lever  t, 
which  is  connected  to  the  lever  u  (Fig.  179),  carrying  a  ratchet 
pawl,  and  a  partial  rotation  of  shaft  v  (Fig.  175)  thus  obtained. 
Both  levers  are  provided  with  slots  to  adjust  the  amount  of  feed. 

The  table  w  to  support  the  work,  is  circular  in  form,  and  has 
worm  teeth  on  its  lower  rim.  It  is  mounted  on  two  slides  x  and 
Y,  which  are  again  supported  on  the  l^ed  slide  z.  The  shaft  v 
turns  the  bed  screw  g  through  the  wheels  e  and  /,  giving  a  longi- 
tudinal feed,  useful  for  cotter  holes  and  such  like.  Putting  _/  out 
of  gear  by  sliding,  a  cross  feed  is  effected  by  wheels  a  and  d^  the 
former  taking  its  motion  from  v  by  mitre  gear,  and  the  latter 
being  fixed  on  the  cross  slide  screw  h^  so  that  Y  would  be 
stationary  and  x  would  traverse.  The  third  feed  is  a  rotation  of 
the  table  obtained  by  the  worm  gearing  above  mentioned ;  the 
wheel  </ being  slid  out  of  gear,  and  b  put  in,  the  worm  shaft  y  is 
rotated,  and  its  motion  transmitted  to  wheel  ^,  cast  on  the  table. 
This  motion  is  analogous  to  that  of  the  shaping  machine  mandrel. 

It  has  been  customary  to  attach  the  tool  directly  to  the  ram, 
and  let  the  point  scrape  on  the  work  during  its  return,  giving 
useless  friction  and  wear,  but  it  is  now  recognised  that  a  flap  is 
advisable,  and  such  a  tool  box  has  been  shewn.  A  spring  on  the 
front  or  counter-balance  at  the  back  is  necessary  to  bring  the  tool 
back  to  its  work,  gravity  not  being  otherwise  employable. 

The  form  of  tool- may  be  as  for  previous  machines. 

The  Milling  Machine,  though  in  its  present  form  of 
recent  introduction,  has  been  known  for  a  very  long  period ;  but 
it  was  not  till  milling  cutters  or  *  mills'  were  produced  more 
cheaply  and  correctly  by  emery  grinders  that  the  principle  could 
be  sufficiently  extended. 

Cutter, — As  already  mentioned,  a  rotating  cutter  is  employed 
to  which  the  work  is  fed,  and  this  we  shall  first  discuss.  Fig.  i8r 
represents  a  spiral  mill  for  tooling  flat  surfaces.  All  these  mills 
are  keyed  to  a  mandrel  or  cutter  spindle,  which  is  either  rotated 
between  centres,  or  fixed  into  the  catch  plate  and  only  centred  at 
its  opposite  end.  Fig.  182  shews  a  key  seating  or  grooving, 
cutter  for  cutting  key  ways  or  as  a  parting  tool.  Being  ground 
both  on  circumference  and  sides,  it  becomes  narrower  at  each, 
re-grinding,  and  therefore  inaccurate.     This  can  be  avoided  by 
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the  use  of  the  expansible  cutter  in  Fig.  183,  which  is  divided  at 
abhy  2i  plane  slightly  inclined  to  that  of  thie  cutter,  and  has  thin 
discs  inserted  to  preserve  the  normal  width.  U  ab  were  at  right 
angles  to  the  axis  a  strip  of  uncut  material  would  be  left  on  the 
vork,  which  is  here  obviated,  besides  which,  various  widths  of 
grooves  may  be  cut.  Further,  if  recjuired,  two  mills  may  be 
placed  on  one  spindle,  the  teeth  being  interlocked,  and  a  groove 
of  about  twice  the  former  width  thereby  cut,  but  it  is  important 
that  the  mills  be  of  exactly  the  same  diameter,  obtained  by 
grinding  them  together  on  the  same  spindle.  Fig.  184  shfews  a 
pair  of  heading  or  twin  mills  for  forming  the  sides  of  hexagon  nuts 
or  other  parallel  work,  the  width  being  varied  by  the  insertion  of 
suitable  packing.  In  Fig.  185,  a  is  a  mill  for  grooving  a  screw 
tap,  Bfor  fluting  a  rimer,  and  c  an  angular  mill  for  cutting  the 
teeth  of  other  mills.     {See  Appendix  IL,  /.  81 1.) 

When  a  grooving  mill  is  allowed  to  cut  on  its  side  only,  say, 
when  fixed  in  a  vertical  machine,  it  is  termed  a  face  cutter,  but 
such  an  application  is  not  desirable.    . 

The  steel  or  *  blank '  to  form  the  cutter  is  turned  to  correct 
diameter  while  soft,  and  the  teeth  then  cut.  It  is  next  tempered 
to  a  straw  colour,  and  the  edges  are  finished  by  grinding  with  a 
small  emery  wheel  of  the  same  shape  as  the  mill  c.  Fig.  185. 
Great  care  must  be  taken  to  avoid  cracking  while  Hardening,  but 
distortion  is  now  removed  by  grinding  the  hardened  mill. 

Fig.  186  represents  a  cutter  for  forming  the  teeth  of  spur 
wheels  by  removing  the  interspaces,  a  is  the  relief  angle  or  bottom 
rake,  a  side  rake  being  provided  by  cutting  the  profile  in  an  arc 
eccentric  to  that  of  the  point  path  when  rotating.  Thus  b  is  the 
centre  for  formation  of  the  cutting  tooth  surface,  while  c  is  the 
centre  of  rotation.  Now  d  d  and  e  e  are  curves  struck  from  ^,  and 
sections  on  each  of  these  lines  would  be  rectangular,  but  a 
section  on  de  must  take  the  shape  shown  at/  because  d^d^  is 
greater  than  e^  e^  as  seen  in  the  end  view.  But  as  ^  «r  is  the  path 
of  the  point  d  during  the  revolution  of  the  cutter,  clearance  or 
relief  angle  is  therefore  given  at  the  side,  and  the  cutter  is  said  to 
be '  hacked-off.'  Of  course  this  method  can  only  be  used  with 
cutters  of  tapering  profile ;  it  enables  us  to  preserve  both  form 
and  width  of  cutting  tool,  however  much  is  removed  from  the 
ace,  and  is  an   improvement  on  the  old  cutter,  which  became 
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narrower  on  re-grinding.     The  space  between  the  teeth  is  to- 

admit  an  emery  wheel  for  grinding  the  faces. 

Angle  of  toothy  although  important,  is  still  rather  in  dispute, 

principally  because  the  same  cutter,  to  avoid  expense,  is  being 

used  for  various  materials — a  wrong  procedure,  without  doubt. 

Probably  some  variation  on  the  angles  already  given  is  necessary, . 

because  of  the  higher  speed  of  cut     Experience  seems  to  suggest 

the  following : — 

Cutting  angle  So"*  to  tangent 

Angle  of  relief lo*  to  tangent. 

Front  rake   lo''  to  radius. 

giving  a  tool  angle  of  70".  Small  mills  are  made  with  radial 
toh,  conesponding  to  a  cutting  angle » of  90*.  A  side  rake  of 
10'  should  be  given,  and  the  teeth  cut  spirally  or  obliquely  on  a 
finishing  tool. 

.Sj*^.— There  is  still  more  variation  in  practice  regarding 
these.  They  can  be  considerably  higher  than  for  other  tools, 
because  each  tooth  is  in  contact  for  only  a  small  portion  of  the 
revolution,  and  has  ample  time  to  cool.  The  result  is  the  more 
highly  finished  work  that  has  brought  milling  into  favour.  The 
following  speeds  give  the  result  of  experience,  and  are  fairly 
correct:—  ^ 

Milling  Speeds  in  feet  per  minute  ;  and  revolutions  per  minutey  in 
terms  of  radius  {r)"  of  cutter. 
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The  Universal  Milling  Machine  \iz&  of  American  design  in  the 
first  place,  and  one  of  these  useful  machines  is  shewn  in  Plate  XIL, 
as  made  by  Messrs.  Tangye. 

The  mandrel  a  is  driven  from  the  cone  pulley  b,  either  directly 
or  through  the  back  gear,  the  latter  being  thrown  out  by  the 
handle  c,  which  turns  eccentric  bushes  as  usual.  The  mandrel 
is  of  large  diameter,  for  stiffness,  and  revolves  in  coned  bearings 
D  D,  the  thrust  when  using  a  face  cutter  being  taken  by  the  steel 
tail  pin  e.  A  strong  overhanging  bracket  f  carries  a  small  head 
H  and  centre  g,  to  support  an  edge  cutter,  which  centre  is 
roughly  adjusted  by  unbolting  h,  and  finely  by  unscrewing  the 
check  nuts.  The  bracket  is  usually  made  round,  and  that  form 
has  some  advantages,  but  is  not  so  steady.  The  mill  is  either 
supported  between  centres,  and  driven  from  the  catch  plate ;  or 
has  a  shank  similar  to  that  described  for  the  drill  sockets  at 
Fig.  169,  when  it  is  further  steadied  by  the  outer  centre  g;  the 
latter  is  the  more  common  method.  A  twin  mill  is  shewn  in 
position.  Sometimes  tools  are  fixed  in  the  holes  shewn  in  the 
catch  plate  at  j,  which  is  thus  transformed  into  a  face  cutter,  but 
the  points  must  all  be  placed  in  the  same  vertical  plane,  so  that 
■each  may  take  its  proper  share  of  work. 

A  vertical  slide  k,  having  square  edges  for  rigidity  under 
iheavy  cuts,  supports  a  knee  bracket  l,  which  carries  the  table  m. 
■and  between  l  and  m  are  two  slides  n  and  p,  the  first  for  longitu- 
•dinal,  and  the  second  for  cross  traversing.  These  swivel  on  the 
■circular  table  q,  formed  by  their  common  surfaces,  and  p  is  made 
■of  extra  length  in  plan  to  steady  the  table,  a  detail  often 
■neglected  A  special  point  is'  the  improved  means  of  traversing 
the  table.  This  is  pften  effected  by  telescopic  shafts  with  universal 
joints  connected  to  the  end  of  the  table,  and  these  sometimes  act 
at  such  bad  angles  that  the  joints  in  crossing  centres  cause  a  slight 
-dwell,  which  is  reproduced  on  the  work.  This  is  avoided  in  the 
machine  illustrated.  A  small  cone  pulley  r  on  the  mandrel 
-drives  the  lower  pulley  s,  keyed  to  the  worm  shaft  t.  This  shaft 
•carries  a  worm,  gearing  into  a  worm  wheel  g.  A  telescopic  shaft 
u,is  connected  to  the  inside  of  the  worm  wheel  by  a  universal 
joint,  and  to  the  mitre  wheels  v  w  by  a  corresponding  joint;  these 
convey  the  motion  to  the  screw  x,  which  gives  a  cross  feed  to  the 
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table.  They  are  fixed  in  the  centre  of  the  swivelling  table,  and 
will  transmit  the  feed  motion  with  steadiness,  even  when  the 
table  is  swivelled  up  to  45**,  say  for  cutting  spiral  mills,  twist 
drills,  &c.  By  moving  the  hand  lever  v  the  mitre  wheel  \v  may 
be  drawn  out  of  gear,  and  the  cross  feed  given  by  hand,  if 
desired,  a  catch  z  ensuring  the  contact  of  the  wheels  when  in  gear. 
The  longitudinal  feed  from  screw  a  is  rather  a  setting  motion, 
there  being  few  cases  where  other  than  a  cross  feed  is  desired. 

The  handle  b  is  to  raise  or  lower  the  table,  which  it  does  by 
turning  the  screw  e  through  the  medium  of  the  worm  gear  d. 

Other  forms  of  machine  are  Vertical  Milling  Machines  and 
Profiling  Machines.  In  the  former  the  cutter  spindle  is  vertical, 
and  a  circular  feed,  as  well  as  traverse,  is  given  to  the  table.  The 
latter  is  a  smaller  tool,  where  a  vertical  mill  is  traversed  by  a  hand 
lever  so  as  to  accommodate  itself  to  intricate  forms.  Good  lubrica- 
tion is  necessary  for  all  mills,  and  should  be  supplied  underpressure 
from  a  small  pump.     {See  also  pp,  752,  811,  1020J  and  1025.) 
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Dividing  Head. — When  milling  teeth  of  wheels,  cutters,  rimers, 
&c.,  the  work  is  supported  in  centres  shewn  in  Fig.  189,  which 
are  fastened  to  a  small  bed  and  bolted  to  the  machine  table. 
The  wheel  to  be  cut  is  fixed  on  a  mandrel,  and  held  in  position 
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by  the  carrier  a,  which  is  screwed  on  the  right  hand  centre^ 
fixed  in  spindle  b  b.  The  spindle  b  b  may  be  turned  through  any 
desired  angle  by  the  worm  c  and  wheel  d.  e  is  a  steel  drum 
provided  with  small  holes,  representing  various  exact  divisions  of 
its  circumference,  and  the  point  f  can  enter  any  of  these,  so  as  to 
set  the  spindle  in  the  desired  position.  Knowing  the  number  of 
spaces  in  the  wheel  to  be  cut,  or  flutes  to  the  rimer,  drum  e, 
called  a  dividing  plate,  can  be  placed  in  each  position  in  turn, 
and  a  cut  taken.  The  heads  g  and  h  can  be  either  bolted 
directly  to  the  table,  or  packed  to  any  convenient  height,  to- 
accommodate  a  larger  piece  of  work ;  or  h  may  be  bolted  to  the 
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table,  G  packed,  and  the  centres  placed  at  an  angle,  as  shewn  by 
dotted  lines,  useful  for  tapered  work.  This  is  obtained  by 
releasing  the  screws  j  and  l,  when  centre  k  may  dip,  and  b  be 
tilted  between  the  cheeks  of  h.  b  may  be  further  turned  at  any 
angle  up  to  the  vertical,  for  milling  cutters  of  various  angles,  and 
E  has  a  conical  socket  to  hold  the  mandrel  supporting  the  work. 
Similar  centres  are  used  when  milling  spiral  cutters  or  twist 
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drills,  but  then  the  spindle  must  be  rotated  gradually,  by  change 
wheels  connected  with  the  feed. 

The  Machine  Vice  is  a  very  useful  appliance  for  Shaping, 
Milling,  and  Drilling  machines.  It  is  shewn  at  Fig.  190,  and 
is  bolted  to  the  table  of  the  machine,  its  object  being  the  holding 
of  work  too  small  to  be  fastened  down  directly,  or  to  facilitate  the 
setting  and  re-setting  of  such  work.  A  great  desideratum  is  that 
the  latter  should  bed  firmly  on  the  surface  of  the  vice,  accom- 
plished in  the  example  by  the  bevelled  jaw  plates  a  a,  which  pull 
the  work  down  at  the  same  time  as  it  is  gripped,  by  sliding  on  the 
bevelled  surface.  The  nut  b  can  be  rapidly  changed  to  any 
notch,  and  fine  adjustment  be  given  by  applying  a  tommy  to  the 
screw  c  The  jaw  d  has  a  cylindrical  shank,  and  plate  f  ;  it  can 
therefore  be  set  at  any  horizontal  angle,  and  the  screw  c  will  still 
bear  upon  it  normally.  b  is  also  provided  with  lips  at  G,  to 
resist  upward  pull. 
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CHAPTER  VI. 
MARKING-OPP,  MACHINING,  FITTING,  AND  ERECTING. 

When   an   engine   or   machine   is  first  projected,  -  a    rough 

*  general '  drawing  is  made  by  the  draughtsman,  in  order  to 
determine  the  relation   of  the   several   parts ;    after   which   the 

*  detailing '  takes  place,  which  consists  in  drawing  out  each  piece 
separately  to  a  large  scale,  and  at  the  same  time  classifying  the 
work — putting  all  the  forgings  upon  one  set  of  sheets,  and  the 
castings  upon  others — so  as  to  facilitate  the  distribution  of  the 
parts  to  the  various  shops  and  avoid  delay. 

Detail  Drav^ings  are  fully  provided  with  dimensions,  and 
have  red  lines  drawn  round  surfaces  that  need  Fitting  or  Machining, 
viz.,  such  as  are  required  to  fit  or  work  together;  and  the  Pattern 
Maker  and  Smith  are  thus  enabled  to  decide  where  to  leave  extra 
material  It  is  the  business  of  the  Marker-off  to  *  line  out '  the 
rough  work  received  from  the  above  men  ;  that  is,  indicate  by  a 
boundary  line  the  amount  of  material  to  be  removed  by  the 
Fitter  or  Machinist.  The  work  is  then  finished  and  passed  on 
to  the  Erector^  who  carefully  puts  it  together  to  form  the  com- 
pleted machine. 

The  Marker-ofF's  Tools. — A  large  plane  table  or 
Surface  plate  is  first  required.  This  is  shewn  in  Fig.  191,  and 
its  size  varies  with  the  average  work  to  be  lined^ut  upon  it — 
from  4  ft.  by  2  ft.  up  to  1 2  ft.  by  4  ft.  It  is  well  ribbed  under- 
neath to  prevent  any  possible  distortion,  and  is  planed  very  truly, 
being  better  also  if  filed  up  and  a  little  scraping  done  upon  it. 
The  edges  should  be  planed  truly  and  adjacently  at  right  angles, 
so  that  squares  may  be  applied  to  them  when  necessary.  Lastly, 
the  feet  should  stand  upon  a  firm  bed  of  concrete,  and  be 
adjusted  until  the  surface  of  the  table  is  truly  level,  which  often 
assists  the  marking-off  considerably. 

V  blocks,  to  support  cylindrical  work  upon  the  table,  are 
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shewn  at  a,  Fig.  192;  and  Cubical  blocks  are  also  provided^ 
of  several  sizes,  but  each  of  known  depth  and  so  figured.  They 
have  their  surfaces  truly  parallel,  and  are  used  to  gain  greater 
height  for  the  Scribing  block,  as  well  as  for  the  purpose  of 
packing  up  the  work  (see  b,  Fig.  192). 

The  Scribing  Block,  Fig.  193,  is  a  most  important  tooL 
It  consists  of  an  upright  pillar  a,  fixed  in  a  base  b,  which  has 
been  truly  scraped  underneath.  Upon  a  slides  the  head  d,. 
which  can  be  set  to  any  height  by  tightening  the  nut  h,  a  pointer 
or  scriber  e  being  at  the  same  time  fixed  at  any  convenient  angle 
by  nut  G.  Most  scribing  blocks  have  no  other  adjustment,  but 
in  that  shewn  there  is  a  screw  at  f  for  further  accuracy;  here 
the  head  c  is  first  clamped,  and  d  left  free  until  finally  adjusted 
by  the  screw  f,  after  which  d  is  firmly  tightened  and  the  scribing 
done.  The  scriber  has  one  point  straight  and  the  other  curved,, 
the  uses  of  these  being  shewn,  where  j  can  be  made  to  *  scribe '  a 
horizontal  line  on  the  work  by  moving  the  block  along  the  table,, 
and  H  m^y  serve  to  '  feel '  the  height  of  certain  other  work.  The 
scriber  is  of  steel,  well-hardened,  and  must  be  kept  sharp  by 
rubbing  on  an  oilstone. 

The  Hand  Scriber  (Fig.  194)  is  to  the  marker-oflf  what  the 
pencil  is  to  the  draughtsman.  It  is  pointed  at  one  end,  and 
hooked  at  the  other  for  hanging  to  the  pocket. 

Compasses  and  Trammels  must  be  provided  for  striking 
arcs  of  various  radii,  and  as  some  pressure  is  required  to  make  a 
sufficiently  clear  line  on  the  work,  both  these  tools  should  be 
sufficiently  rigid ;  the  former  being  supplied,  for  this  purpose,, 
with  an  arc  and  screw.     Both  tools  are  shewn  at  Fig.  195. 

Accurate  measuring  Rules,  with  inches  divided  into  eighths 
and  tenths;  Squares  large  and  small  (5 in.  to  3ft.);  Straight 
Edges  of  different  lengths ;  and  Callipers,  both  for  internal 
and  external  measurement,  are  all  necessary  tools ;  while  if  the 
work  is  too  large  to  mark-off  on  a  table  it  should  be  levelled,  and 
all  lines  be  drawn  by  reference  to  an  ideal  horizontal  or  vertical 
plane,  necessitating  the  use  of  either  a  Spirit  Lei^el  or  the 
Square  and  Plumb-Bob  shewn  at  Fig.  196,  the  latter  being 
the  only  tool  in  favour  with  the  best  workmen,  as  levels  are 
known  to  get  out  of  order  so  easily. 
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Of  Centre  Punches  two  are  required,  the  larger  for  mark- 
ing main  centres  only,  and  the  smaller,  or  Dotting  Punchy  for  the 
purpose  of  making  a  scribed  line  more  lasting  and  apparent,  by 
marking  a  series  of  punches  or  *  dots '  along  its  length. 

A  light  crane  arm  and  Weston  block  is  also  of  use  when  work 
of  large  size  is  to  be  manipulated. 


Faj^,  196. 


Fitter's  Tools. — Most  fitting  is  done  at  the  bench,  the 
work  being  gripped  in  a  vice,  of  which  there  are  two  principal 
kinds,  *Leg'  and  'Parallel.'  The  old-fashioned  Leg  Vice, 
made  of  wrought  iron  with  steel-faced  jaws,  is  still  considerably 
used,  because  capable  of  withstanding  a  large  amount  of  hard 
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usage  caused  by  heavy  chipping,  &c.  It  is  shewn  at  Fig.  197, 
and  is  fastened  to  the  bench  by  coach  screws  at  a,  while  the  leg 
B  serves  as  a  steadiment.  Although  the  pin  c  is  a  long  way 
down,  the  jaw  faces  are  very  far  from  parallel  when  the  vice  is 
opened  to  its  widest,  and  then  wedges  must  be  inserted  to  secure 
an  even  grip.  To  avoid  this  difficulty  the  Parallel  Vice  was 
introduced,  and  is  now  extensively  used.  It  may  have  either  a 
simple  screw  arrangement  for  gripping,  as  in  the  leg  vice,  or  may 
have  some  method  of  rapid  adjustment  or  instantaneous  grip. 
The  example  in  Fig.  198  is  of  the  latter  class,  and  instead  of  a 
screw  there  is  a  set  of  levers  forming  a  toggle  joint.  Referring  to 
the  diagram,  Aj  a  are  the  toggle  bars,  Aj  being  pivoted  against  the 
<^ing  c,  and  a  against  the  toothed  bar  b,  whicl\  is  capable  of 
engaging  with  the  teeth  in  the  sliding  bar  e.  The  bars  are 
further  held  together  loosely  by  the  spring  d.  In  order  to  grip  a 
piece  of  work,  the  handle  is  first  thrown  back  as  in  the  figure, 
and  the  bar  E,  being  free,  is  pushed  nearly  up  to  the  article. 
The  handle  G  is  next  pulled  towards  the  operator.  When  it 
reaches  the  position  h,  the  bar  Ai  is  released,  and  the  spring  d 
brings  the  teeth  at  b  and  e  into  contact.  Then,  as  the  handle  is 
pulled  further  forward,  the  eccentric  boss  j  acts  on  the  back  of 
the  lever  Aj,  and,  nearly  straightening  the  toggle,  urges  the  bar  e 
forward  with  great  force. 

The  proper  height  to  place  the  vice  is  an  important  con- 
sideration, and  depends  on  the  class  of  work  for  which  it  is 
to  be  used  If  this  be  light,  the  jaws  should  be  rather  higher 
than  the  elbow,  to  bring  the  work  nearer  the  eye;  but  if  the 
▼ork  be  heavy,  the  fitter  needs  to  put  his  whole  weight  on  the 
file,  and  the  jaws  are  then  placed  rather  lower  than  the  elbow. 
A  good  average  is  42  ins.  to  the  top  of  the  jaws,  which  requires 
a  bench  2  ft  9  ins.  high.  The  Hand  Hammer  has  a  head  of 
about  2  to  2J  lbs.  weight  (the  latter  only  for  very  heavy  chipping), 
and  a  shaft  from  12  to  15  ins.  long.  It  is  shewn  at  Fig.  199. 
The  *  fece '  is  flat,  but  the  '  pane '  is  usually  spherical,  for  riveting 
purposes. 

The  Fitter's  chisel,  called  *  cold,'  or  *  chipping,'  has  three 
varieties :— The  Cross-cut  Chisel,  Fig.  200,  is  for  roughing 
out  work  for  the  flat  chisel  to  follow  upon.     When  in  use  a  is 
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the  elevation,  and  b  the  plan  view.  The  Flat  Chisel,  Fig.  201, 
is  iised  to  true  up  surfaces  previous  to  filing  \  and  the  Round- 
nosed  Chisel,  Fig.  202,  is  for  chipping  out  concave  flutings ; 
but  the  last  is  more  of  a  machinist's  than  a  fitter's  tool,  the  lathe- 
man  and  driller  both  using  it  for  '  drawing '  a  centre-punch  mark 
or  countersink,  which  has  been  begun  untruly,  by  chipping  a 
little  to  one  side  of  the  depression  so  as  to  alter  the  position 
of  the  centre,  after  which  the  drill  or  square-centre  is  again 
applied 

The  point  of  a  flat  chisel  is  ground  symmetrically  on  each 
side,  and  should  enclose  an  angle  about  equal  to  that  of  the  V 
«rew-thread,  viz.,  55°,  though  a  slightly  smaller  angle  may  be 
used  in  finishing.  After  chipping,  the  surface  must  be  further 
trued  by  filing. 

Files  may  be  classified  in  two  ways  :  ( i )  by  the  contour^ 
both  in  length  and  in  section ;  (2)  by  the  kind  of  cut  and  degree 
of  fineness.  The  length  must  also  be  stated,  measured  along 
the  edge,  not  including  the  tang.  The  cut  may  be  double  or 
single,  the  latter  being  also  called  *  float '  cut,  but  as  this  is  prin- 
cipally used  for  saw  files,  it  will  not  be  considered  further.  Longi- 
tudinaUy,  files  may  be  parallel  or  blunt,  and  taper  or  pointed ; 
and  in  cross  section  they  may  be  flat^  three  square  or  triangular, 
half-round^  rounds  and  square.  The  fineness  of  cut  is  repre- 
sented by  the  terms  roughs  middle^  bastardy  second-cut^  smooth, 
and  dead-smooth^  the  last  four  only  being  required  by  the  Fitter. 
Safe-edge  files  are  those  left  uncut  on  one  narrow  edge,  to  serve 
in  filing  a  surface  near  a  corner,  without  destroying  the  truth  of 
that  at  right  angles  to  it.  Files  are  either  machine  or  hand  cut, 
of  which  the  latter  are  most  in  favour.  It  will  be  seen  there- 
fore, from  the  previous  information,  that  a  particular  file  may  be 
described  something  as  follows  : — *  1 2  in.  hand,  taper,  flat,  bastard, 
double-cut,  safe-edge  file.'  As  the  teeth  only  cut  in  one  direction 
the  file  is  analogous  to  a  planing  tool. 

Scrapers  still  further  true  up  a  surface  left  by  the  file  or 
machine  tool  They  are  made  from  old  files,  by  grinding  off  the 
teeth  and  sharpening  the  edges,  and  have  three  principal  shapes 
as  shewn  in  Fig.  203  :  Half-round  {k\  useful  in  scraping  a  bear- 
ing j  three-square  (b),  sharpened  on  the  long  edge  for  truing  up 
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nanow  flat  surfaces  or  slot  holes ;  and  flat  (c)  used  on  the  end 
for  scraping  a  large  plane. 

Surfaces  that  are  to  be  trued  by  scraping  must  be  referred 
to  surface  plates,  of  which  the  Fitter  should  possess  two,  as 
perfect  as   possible   in   workmanship ;    one    (a,    Fig.    204),    of 


Faj^soo^ 


SjtJLi>fcxjie^ 


moderate  size,  so  as  to  suit  the  average  work  to  be  laid  upon 
it;  and  a  hand  plate  (b,  Fig.  204),  to  be  moved  aver  the  work, 
which,  being  supplied  with  a  removable  handle,  may  serve  as  a 
fixed  plate  when  needed.  Their  method  of  use  will  be  treated 
later  (see  p.  210). 

Lastly  Screwing  Tackle  is  required,  which  consists  of  Stocks 
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and  Dies  for  bolts  or  spindles,  and  taps  for  the  nuts  in  which 
these  spindles  are  to  fit.  Taps  are  made  in  sets  of  three  to 
•each  diameter  of  screw,  and  to  cut  V  threads  of  *  VVhitworth ' 
pitch ;  that  is,  whose  pitch  per  diameter  agrees  with  those  in  the 
table  devised  by  Sir  Joseph  Whit  worth,  and  which  is  here 
appended: — 

V  Threaded  Screws '(Whit  worth). 


Dia. 
in  ins. 


8 


5 

3 

7 
TV 


I  Threads 
I  per  inch. 

20 
18 
16 

14 
12 

II 

I 

10 

I       9 


Dia.        Thceads 
in  in«.      per  inch. 


I 

If 

A 
If 

2 


8 

7 

7 

6 

6 

5 

5 

4i 

4i 


Dia. 

:  Threads 

Dia, 

Threads 

in  ins. 

per  inch. 

m  ins. 

per  inch. 

2i 

•      4 

4^ 

4 

H 

4 

4i 

*f 

2j 

3i 

S 

*l 

3 

3i 

Si 

2| 

3i 

3} 

5i 

2f- 

2k 

3l 

5l 

4 

3f 

3 

6 

4 

4 

3 

4j 

** 

Very  rarely  are  taps  used  beyond  i^  ins.  diameter,  larger  sizes 
"being  screwed  in  the  lathe.  The  set  of  three  is  shewn  at  Fig.  205, 
and  includes  *  taper '  (a),  *  middle '  (b),  and  *  plug  *  taps  (c). 

These  are  made  by  forming  in  the  lathe  a  perfect  screw  thread 
upon  a  *  blank,'  and  afterwards  fluting  to  the  section  shewn 
enlarged  at  e,  so  that  when  the  tap  is  turned  right-handed  it  has 
3.  cutting  angle  of  90",  and  a  small  relief  or  clearance  angle, 
removed  with  the  file.  '  Next,  two-thirds  of  the  length  of  the  taper 
tap,  and  one-third  of  the  middle  tap  are  turned  off,  after  which 
all  are  hardened  as  shewn  at  page  127.  When  in  use  the  nut 
must  first  be  tapped,  and  the  bolt  afterwards  screwed  to  fit  it 
After  drilling  to  *  tapping  size,'  that  is,  to  the  diameter  at  the 
bottom  of  the  screw  thread,  the  taper  tap  is  first  entered  (while 
the  nut  is  held  in  the  vice),  and  is  turned  round  by  a  wrench  d 
applied  to  the  square  on  the  top.  Only  when  turned  right- 
handed  is  the  thread  cut,  as  will  be  seen  on  reference  to  e, 
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Fig.  205  ;  and  a  left-handed  turn  will  release  the  tool.  When  the 
taper  tap  has  done  its  work  the  middle  tap  is  introduced  in  like 
manner,  carrying  the  operation  a  little  fuijther,  and  finally  the  plug 
tap  is  passed  through  to  give  the  finishing  cut.  After  every 
stroke  forward,  the  workman  releases  the  tool  slightly,  so  as  to 
avoid  undue  pressure  and  perhaps  breakage.     {See  p.  1025.) 

A  stock  and  dies  is  shewn  at  Fig.  206.  a  is  the  stock,  pro- 
vided with  handles  for  turning,  and  b  is  an  enlarged  view  of  one 
of  the  dies,  having  a  thread  upon  it  in  reverse,  and  four  cutting 
surfaces  at .  90**,  two  to  each  direction  of  rotation :  so  that  the 
thread  may  be  cut  both  on  advance  and  return.  The  dies  are 
shewn  in  position  in  the  stock  a,  being  dropped  in  at  e  and  slid 
along  :  then  tightened  by  a  tommy  applied  to  the  screw  d.  The 
bolt  to  be  screwed  is  first  turned  to  the  outside  diameter  of 
the  tap,  and  then  fixed  Jn  the  vice.  The  dies  are  separated  > 
slightly,  the  stock  brought  over  the  bolt  as  at  c,  and  the  screw 
advanced.  The  stock  is  now  rotated  until  the  length  of  the  bolt 
is  traversed ;  then,  on  reversing  the  motion,  a  slightly  increased 
pressure  given  to  the  dies  ;  and  so  the  bolt  is  re-traversed  again 
and  again,  until  so  cut  into  by  the  dies  as  to  show  a  perfect 
thread,  and  gauge  to  proper  diameter,  which  may  be  proved  by 
trying  upon  it  the  already  tapped  nut,  and  any  degree  of  tightness 
obtained  after  such  trial.  At  each  stroke  a  slight  backward 
release  is  given  as  before,  and  oil  may  be  used  as  a  lubricant. 
Various  sized  dies  may  also  be  applied  to  the  same  stock. 

For  screws  under  a  \  'in.  diameter  the  Screw  Plate  in  Fig. 
207  replaces  the  stock  and  dies,  artd  only  one  tap  is  required  in- 
stead of  three. 

The  pitch  of  a  screw  being  measured  lengthwise  from  centre  to 
•centre  of  the  threads,  let  us  unwind  the  latter,  both  at  the  top  and 
bottom  of  the  V  groove.  The  diagram  in  Fig.  208  will  shew  the 
result  obtained  in  each  case,  and  it  will  be  clearly  seen  that  the 
angle  at  the  bottom  of  the  thread'  is  larger  than  that  at  its  top. 
But  the  action  of  the  dies,  in  cutting,  is  to  first  mark  out  the  top 
of  the  thread  with  that  part  of  the  die  formed  to  finish  the  angle 
at  the  bottom,  and  it  follows  that  by  the  time  the  thread  is 
finished,  there  will  be  an  unnecessary  endlong  play  of  the  bolt  in 
the  nut.     These  faults  are  somewhat  avoided  by  the  use  of  the 
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^NTiitworth  Guide  Screwing  Stock  in  Fig.  209.  Here  there 
are  three  dies,  a  being  the  *  guide/  cut  so  that  its  ridges  just  fit 
the  bolt  at  firsts  and  are  made  to  mark  out  the  correct  angle  for 
the  top  or  the  thread,  b  and  c  are  the  cutting  dies  (gradually 
advanced  by  the  wedge  bolt  d\  and  these  ultimately  give  the 
con-ect  form  for  the  bottom  of  the  thread.  But  the  only  perfectly 
tnie  method  of  cutting  a  screw  is  by  means  of  the  lathe,  where 
the  tool  is  fixed  in  the  slide  rest  and  the  thread  formed  by  the 
gradual  advance  of  the  rest  coupled  wilh  the  rotative  movement 
of  the  work.   _  ( See  Appendix  JL^p.  815.) 

Machinists'  requiremehts,  in  addition  to  the  tools  men- 
tioned in  Chapter  V.  These  consist  principally  of  grinding  and 
sharpening  tools. 

The  Grindstone,  though  banished  from  some  shops  in 
favour  of  emery,  is  still  so  extensively  used  as  to  deserve  mention. 
It  is  shewn  at  Fig.  210,  and  the  stone  fits  on  a  square  spindle 
having  journals  at  the  ends,  lying  in  simple  bearings.  Large 
washers  are  placed  on  each  face  of  the  stone  and  the  nut  a 
tightens  thesd  Fast  and  loose  pullies  are  provided  for  driving 
by  power,  and  a  shield  b  to  prevent  the  water  flying  about,  the 
latter  being  a  necessary  lubricant,  r  is  a  rest  for  the  work,  placed 
rather  high  up,  and  as  close  to  the  sfone  as  possible,  to  avoid 
accidents.  The  direction  of  rotation  of  the  stone  is  shewn  by  the 
arrow,  and  the  speed  is  such  as  to  give  from  800  to  1000  ft  per 
minute  surface  velocity.  It  is  not  advisable  to  actually  run  the 
machine  in  water  as  this  tends  to  soften  the  stone. 

The  Emery  Grinder  is  seen  at  Fig.  211.  Its  bearings  are 
longer  than  those  of  the  grindstone,  and  its  peripheral  velocity 
much  higher,  being  about  5000  ft.  per  minute.  A  plentiful 
supply  of  water  is  required  for  tool  sharpening,  otherwise,  with 
most  emery  wheels,  the  temper  would  be  drawn  and  the  wheel 
become  glazed.  The  water  is  shewn  in  the  figure  as  coming  from 
a  vessel  above  the  wheel,  but  is  sometimes  supplied  under  pres- 
sure ft'om  a  small  pump.  Glazing  is  caused  by  the  cementing 
material  becoming  softened  by  the  heat  produced  in  grinding, 
though  properly  the  cement  should  wear  gradually  and  fall  away 
with  the  emery  powder.  A  very  useful  form  of  emery  grinder  is 
shewn  in  Fig.  212,  suitable  both  for  tool  grinding  on  the  larger 
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wheel,  and  fluting,  &c,  on  the  small  wheel.  It  is  made  by 
Messrs.  Selig,  Sonnenthal  &  Co.,  and  a  small  attachment  is 
provided  to  carry  the  wheel  when  grinding  milling  cutters,  the 
latter  being  then  held  on  the  spindle  of  the  machine,  and  the 


wheel  driven  by  catgut  band.  Emery  wheels  may  be  used  for 
general  grinding  and  removing  of  surplus  material  and  thereby 
save  a  large  amount  of  fitting.     {See  /.  1030.) 

Twist- Drill  Grinder. — These  are  of  various  designs,  the  one 
in  Fig.  213  being  made  by  Messrs.  Selig,  Sonnenthal  &:  Co.  The  end 
of  a  twist-drill  would  be  conical  in  shape  but  for  the  clearance  or 
relief  angle.  The  true  surface  becomes,  accounting  for  clearance, 
a  cone  having  a  helix  for  its  base,  and  enclosing  an  angle  of  1 1 8*. 
A  section  of  this  cone,  then,  made  at  right  angles  to  one  of  the 
slant  sides,  would  give  a  curve  deviating  slightly  from  a  hyperbola, 
due  to  the  clearance.  We  will  now  examine  the  method  by  which 
this  hyperbolic  surface  is  ground  in  Messrs.  Selig's  machine. 
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First  the  drill  is  clamped  in  a  V  groove  made  in  the  support 
A,  and  is  held  in  the  proper  position  by  means  of  the  plate  b 
placed  at  the  front  end  of  the  groove.  The  support  a  rides 
on  a  guide-arm  c,  which,  in  plan,  is  set  at  an  angle  of  59**^ 
or  half  the  angle  of  the  drill.  This  allows  the  surface  of  the 
drill  point  to  lie  parallel  to  that  of  the  emery  wheel  b.  The 
hand-wheel  e  serves  to  bring  the  drill  to  the  wheel,  and  f  turns 
a  screw  for  the  purpose  of  taking  up  various  surfaces  .of  the 
wheel  so  as  to  produce  equal  wear,  g  is  a  fulcrum,  supporting 
a  rocking  arm,  which,  in  turn,  carries  a  horizontal  arm  h.  One 
end  of  H  encloses  the  emery  wheel  spindle,  and  the  other  is  pinned 
to  the  rotating  disc  j.  It  follows,  therefore,  that  if  the  disc  j  be 
turned  left-handed  by  taking  hold  of  the  handle  k,  the  rocking 
arm  will  deviate  to  the  front,  and  the  centre  of.  the  emery  wheel 
will  describe  the  approximate  hyperbola  required  to  be  ground  off 
the  drill  point,  as  shewn  by  the  dotted  lines  in  elevation.  By 
fixing  the  fulcrum  g  at  slightly  varying  heights  by  means  of  the 
hand  lever  l,  it  is  possible  to  obtain  sufficient  variation  in  the  drill 
curve  to  suit  various  sizes  of  drills  ;  and,  as  the  driving  strap  is 
changed  in  position,  it  is  kept  tight  by  the  jockey  pulley  n 
provided  with  a  balance  weight.  When  using  the  machine  the 
workman  takes  hold  of  the  handles  m  and  k,  and  pulls  k  towards 
him,  and  after  one  surface  of  the  drill  has  been  ground  the  latter 
is  turned  round  in  the  V  groove,  and  the*  opposite  surface  trued 
up,  B  then  serving  to  register  the  second  position  with  the  first. 

The  Capstan  or  Turret  Head. — Although  we  were 
supposed  to  have  completed  our  descriptions  of  machine  tools  in 
Chapter  V.,  our  work  would  be  incomplete  without  an  account  of 
this  very  important  labour-saving  appliance.  The  lathe  in  Fig.  2 14 
is  shewn  supplied  with  both  Capstan-Head  Slide  Rest,  and  Screw- 
Copying  apparatus,  and  is  designed  by  Selig,  Sonnenthal  &  Co. 
A  is  the  head,  which  is  capable  of  holding  six  tools,  to  be  used  in 
succession  on  the  work  in  the  lathe.  These  are  placed  in  position 
by  releasing  a  catch  e,  turning  the  head  by  hand,  allowing  catch  e  to 
return  to  its  place  by  means  of  a  spring,  and  finally  clamping  the 
rest  firmly  by  means  of  the  lever  d  ;  all  this  occupying  but  a  very 
short  space  of  time.  Of  course,  it  may  often  be  necessary  to  use 
both  slides  to  put  the  tools  in  position,  as  will  be  seen,  and  the 
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usual  rack  is  provided  for  moving  the  saddle  some  distance  along 
the  bed. 

Turning  now  to  the  screwing  gear,  j  is  a  rest  for  the  screwing 
head,  with  screw  for  adjustment,  and  when  in  position  for  work  is 
held  by  the  handle  n.  At*  the  same  time  a  lever  l,  provided  with 
a  screwed  die  fitting  in  the  threads  of  the  screw  m,  is  placed  at  the 
other  end  of  the  shaft  h,  so  that  when  the  screwing  tool  is  on  the 
work,  L  engages  with  the  screw  m,  but  if  the  rest  j  be  lifted  and 
thrown  back,  l  is  at  the  same  time  released.  When  in  operation 
the  screw  m  is  rotated  from  the  mandrel  by  gearing  of  2  :  i,  so  that 
a  screw  is  cut  at  c,  having  half  the  pitch  of  the  copy  and  of 
reverse  hand,  m  being  usually  left-handed,  and  c  right-handed. 
Of  course  the  shaft  h  is  capable  of  longitudinal  motion,  and  the 
piece  M,  being  hollow,  can  be  removed,  and  another  of  different 
pitch  applied,  while  the  die,  usually  made  of  copper  or  soft  brass, 
does  not  need  special  cutting,  but  will  find  its  way  into  the  threads 
of  the  screw. 

Lastly,  the  lathe  is  provided  with  a  hollow  mandrel,  which  is 
very  useful  for  small  articles  that  can  be  cat  from  a  continuous 
bar.  An  example  of  such  work  is  shewn  in  progress,  being  the 
making  of  a  small  tap  bolt.  A  hexagonal  bar  is  held  in  a  con- 
centric chuck,  drawn  forward  to  a  convenient  length,  and  the 
roughing  tool  g  first  applied,  traversing  to  the  front  for  position. 
The  bolt  being  roughed  down,  \s  finished  by  the  tool  hy  and  has  its 
end  rounded  by  /  Next  the  screiving  is  performed  by  bringing 
over  the  tool  m  ;  and,  lastly,  the  chamfering  and  parting  are  done 
respectively  by  the  tools  k  and  /.  It  will  be,  therefore,  clear  that 
a  great  deal  of  time  and  labour  may  be  saved  by  the  use  of  such 
a  tool  where  articles  have  to  be  made  in  quantity.  All  bolts  and 
studs  are  turned  at  such  a  lathe.  {See  Appendices,  pp,  814,  978, 
1040.) 

Erector's  Tools. — These  must  include  Lifting  Tackle  and  a 
Portable  Drilling  tool.  The  latter  is  known  as  the  Ratchet 
Brace,  and  is  shewn  at  Fig.  2 1 5  in  position  for  drilling  a  hole. 
The  pillar  a  is  clamped  to  the  work,  and  carries  an  arm  f,  which 
can  be  set  at  various  heights,  to  take  the  brace  and  drill  b.  As 
the  latter  is  ground  to  cut  in  one  direction  only  (see  d,  page  168), 
the  brace  is  made  to  enclose  a  ratchet  wheel  c  fixed  to  the  drill 
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spindle,  which  wheel  is  driven  by  the  spring  pawl  d,  so  as  only 
to  be  in  action  when  the  handle  is  pulled  towards  the  operator ; 
the  back  stroke  being  ineffective.  The  feed  is  given  by  holding 
the  nut  E  with  the  left  hand,  while  the  drill  is  turned  right-handed, 
the  screw  thereby  receiving  a  downward  advance. 


J^rZefiet   Br€tJC€ 


As  a  simple  Erector's  lifting  gear,  the  ^Veston  Pulley 
Block  has  stood  its  ground  well.  The  principle  is  differential. 
The  upper  pulleys  a  b  are  cast  together,  and  are  slightly  different 
in  diameter.  They  are  gripped  by  the  chain,  which  lies  in  a 
specially- formed  groove,  and  while  the  upper  pulleys  are  once 
rotated,  the  lower  or  movable  pulley  is  raised  by  half  the 
difference  of  the  circumferences  of  a  and  b,  thus  giving  a  great 
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mechanical  advantage.  There  is  a  very  large  loss  by  friction 
(some  70%),  but  this  resistance  is  useful  as  serving  to  sustain  the 
weight  when  the  chain  is  released  by  the  hand.     {See p,  1047.) 

Jacks  are  useful  where  overhead  support  cannot  easily  be 
obtained.  Fig  217  shews  a  simple  Bottle  Jack,  the  *  bottle' 
serving  as  a  fixed  nut  in  which  the  screw  rises  when  turned  by  a 
tommy  bar;  and  Fig.  219  represents  a  more  powerful  Jack  with 
worm  gear.  Here  the  screw  is  prevented  from  rotating  by  the 
jaw  d,  and  is,  therefore,  raised  by  the  rotation  of  the  worm  wheel 
A,  which  acts  as  a  nut.  In  the  example  a  handle  of  14  ins. 
radius  turns,  by  means  of  a  worm,  a  worm  wheel  of  16  teeth, 
enclosing  a  screw  of  ij  ia  pitch:  and  a  weight  of  10  tons  is 
thereby  lifted.  The  lower  jaw  d  is  for  loads  that  are  near  the 
ground,  and  the  jack  may  be  traversed,  when  in  position,  by  the 
ratchet  arm  c,  applied  to  the  screw  b  at  either  end. 

The  Hydraulic  Jack  is  both  very  useful  and  very  interesting, 
and  is  shewn  at  Fig.  218.  It  has  an  upper  and  a  lower  jaw  to 
suit  various  work,  and  both  are  part  of  the  cylinder  a.  b  is  a 
reservoir  in  which  is  placed  oil,  or  water  and  glycerine.  The  handle 
being  moved  upward  on  .the  fulcrum  c,  the  pump  plunger  d  is 
thereby  raised,  and  the  liquid  enters  the  pump  through  the 
auction  valve  e;  on  the  down  stroke  it  is  forced  through  the 
delivery  valve  f,  and  exerts  a  pressure  behind  the  ram  o,  thus 
lifting  the  cylinder  a.  The  valves  are  *  non-return,'  being  loaded 
by  springs,  and  the  ram  is  packed  by  a  cup  leather.  It  being 
required  to  lower,  the  screw-down  valve  h  is  released,  and  the 
liquid  runs  back  to  the  reservoir.  Screw  j  is  for  filling  the  latter, 
and  K  is  an  air  hole  to  assist  the  pump  suction.  The  power 
obtained  depends  both  on  the  leverage  and  on  the  ratio  of  the 
areas  of  plunger  and  ram,  and  may  be  calculated  in  the  same  way 
^s  for  the  hydraulic  press,  which  is  discussed  at  p,  736. 

There  are  a  few  other  small  tools  of  use  to  the  Erector.  The 
D  Cramp  a,  Fig.  2191^,  is  for  temporarily  fastening  two  pieces 
of  work  together  ;  and  tjie  Key  Drift  b  for  releasing  keys  when 
fitting  wheels  upon  shafts.  The  file  c  is  provided  with  a  special 
handle,  usually  made  from  a  bent  bolt,  to  enable  a  very  large 
surfece  to  be  filed ;  and  the  Square  Drift  at  Fig.  219^  is  really 
^  Filter's  tool,  being  used  to  clean  out  square  holes  too  small  to  be 
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drilled  and  slotted.  A  Lead  Hammer,  for  use  on  finished 
vrork;  a  Hack  Saw;  and  an  adjustable  spanner  are  also 
advisable.  Round  holes  are  cleaned  by  the  Parallel  Rimer 
in  Fig.  231,  and  taper  holes  by  means  of  a  Taper  Rimer 
similarly  constructed. 


General  Processes.-— Chipping. — Although  hand  pro- 
cesses cannot  well  be  taught  on  paper,  a  general  idea  may  yet  be 
obtained.  We  will  consider  ourselves  provided  with  a  cubical 
block  of  metal,  and  that  it  is  desired  to  remove  a  rather  large 
amount  of  material  from  one  of  the  surfaces.  We  commence  by 
placing  the  block  on  the  marking-off  table,  and,  chalking  the 
edges,  scribe  a  line  round  as  shewn  at  Fig.  219a,  to  indicate  the 
layer  to  be  removed.  This  done  we  place  the  work  in  the  vice 
and  chip  with  flat  chisel  a  chamfer  along  the  edge  of  the  block, 
marly  down  to  the  scribed  line,  as  at  b,  and  make  this  fairly 
straight  with  a  rough  file.  Now  the  cross-cut  chisel  is  applied, 
and  with  it  the  cross  grooves  are  cut  as  at  c,  each  groove  being 
tried  with  a  straight  edge,  to  make  sure  it  is  not  carried  too  far 
below  the  general  surface.  We  are  now  in  a  position  to  com- 
mence the  removal  of  the  strips  that  remain  by  means  of  the  flat 
chisel,  constantly  trying  the  work  with  the  straight  edge,  until  the 
vbole  is  as  perfect  as  the  chisel  can  make  it.  The  position  of 
•the  workman  and  the  angle  of  chisel  are  shewn  in  Fig.  220,  and 
practice  only  will  shew  the  steepness  of  angle  required  for  the 
deep  cut,  and  the  shallower  angle  for  the  lighter  cut 

Filing. — The  file  is  next  applied,  and  the  various  *cuts* 
used  in  order  from  bastard  to  smooth.  True  filing  requires  con- 
siderable skill,  the  tendency  to  the  production  of  a  convex  surface 
being  very  great  The  back  stroke  needs  no  pressure,  as  the 
teeth  do  not  then  cut ;  but  during  the  forward  stroke  all  possible 
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pressure  is  put  on  with  both  hands,  and  the  file  carefully  guided 
in  a  perfectly  horizontal  direction,  the  position  of  the  hands 
being  shewn  in  Fig.  221.  Comparatively  narrow  surfaces  that 
are  not  to  be  scraped  are  generally  smoothed  by  '  draw-filing/  the 
file  teeth  being  rubbed  with  chalk  to  compel  the  small  particles 
to  drop  out,  and  thus'  avoid  the  scratching  of  the  work,  and  a 
still  further  polish  given  by  means  of  fine  emery  cloth  wrapped 
round  the  file.  The  position  is  shewn  at  Fig,  222.  There  is 
some  difference  in  the  grip  of  the  file  upon  various  materials,  it 
being  greatest  on  wrought  iron  or  steel,  and  least  on  cast  iron  or 
brass,  so  that  a  file  may  best  be  used  when  new  upon  brass,  then 
on  cast  iron,  and  finally  on  wrought  iron  or  steel,  for  it  will  grip 
the  latter  when  worn  on  the  former;  but  the  reverse  method 
would  not  be  feasible.  During  filing  the  surface  should  be 
constantly  tested  with  straight  edge,  and  when  finishing,  a  hand 
surface  plate,  being  slightly  greased  with  oil  and  red  ochre,  will, 
on  application  to  the  work,  at  once  indicate  the  parts  to  be  taken 
down.  The  skin  of  a  casting  should  always  be  rem6ved,  either 
by  chipping  or  by  pickling  in  dilute  acid,  before  applying  the  file, 
otherwise  the  teeth  would  be  at  once  dulled  by  such  a  hard  surface. 

Scraping. — If  the  surface  is  to  be  further  trued,  recourse  is 
had  to  the  scraper.  We  will  assume  that  the  tool  b,  Fig.  203,  is 
to  be  used.  It  is  held  in  the  hand,  as  shewn  in  Fig.  223,  and 
the  portions  to  be  removed  are  discovered  by  smearing  a  hand 
surface  plate  with  oil  and  red  ochre  and  applying  the  plate  to  the 
work.  Patches  of  colour  will  be  transferred  to  the  higher  por- 
tions of  the  surface,  and  when  these  have  been  scraped  down  the 
work  is  cleaned  again  and  once  more  tried,  when  the  colour 
patches  will  be  found  larger  in  number,  but  smaller  in  size  and 
more  evenly  dispersed.  The  operation  is  continued  until  further 
accuracy  is  hindered  by  the  grain  of  the  material.  Then  we  have* 
what  is  known  in  the  workshop  as  a  true  plane. 

Originating  a  Surface  Plate. — When  a  new  surface  plate 
is  required  it  is  generally  copied  from  a  standard  plate  kept  in  the 
workshop,  the  method  of  the  last  paragraph  being  employed. 
But  if  no  such  standard  be  at  hand,  or  if  the  truth  of  our  first 
plate  be  doubted,  it  is  necessary  to  use  three  plates  in  order  to 
originate  a  true  surface.     These  three  plates  are  first  planed  trul^ 
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by  machine,  and  next  filed  with  a  smooth  file  to  obliterate  the 
tool  marks.  We  will  indicate  the  plates  by  the  numbers  in 
Fig.  223fl.  First  (i)  and  (2)  are  scraped  and  tried  by  the  colour- 
patch  methpd,  then  (2)  and  (3),  and,  finally  (3)  and  (i),  the  cycle 
of  operation  being  repeated  until  all  fit  together  with  great 
accuracy.  The  reason  for  this  method  is  shewn  in  the  diagram. 
Thus — (i)  and  (2)  may  happen  to  be  convex  and  concave  ;  then 
(2)  and  (3)  would  be  made  concave  and  convex.  But  if  (3)  and 
(i)  be  now  put  together,  the  convexity  (or  concavity)  of  both  will 
be  apparent,  and  may,  of  course,  be  corrected.  But  when  all 
three  fit  equally  well  they  must  clearly  be  equally  true. 

Although  fitting  processes  are  less  performed  now  than  hereto- 
fore, yet  all  the  best  work  is  trued  up  by  the  last-described 
methods,  after  it  comes  off  the  machine,  for  however  perfect  the 
latter  may  be,  there  is  always  some  little  distortion  caused  by 
clamping  the  work,  which,  though  slight,  must  be  removed  if 
great  accuracy  be  required.     {See  Appendix  IL^p,  814.) 

Cutting  a  Screw  in  the  Lathe.— This  cannot  be  fully 
discussed  until  velocity  ratio  of  toothed  gearing  has  been  entered 
on,  but  the  practical  considerations  may  be  detailed.  It  will  be 
clear,  from  what  has  been  said  in  Chapter  V.,  that  if  the  leading 
screw  be  connected  to  the  mandrel  in  such  a  way  as  to  revolve  at 
the  same  rate,  a  tool  of  the  sh^pe  shewn  in  Fig.  224  will  cut  a 
screw  groove  on  the  spindle  that  has  been  centred  in  the  lathe, 
of  the  same  pitch  as  the  leading  screw  thread.  If,  on  the  other 
hand,  the  mandi'el  were  to  rotate  at  twice  the  velocity  of  the 
leading  screw,  a  screw  of  half  the  pitch  would  be  formed  on  the 
work,  or  of  twice  the  number  of  threads  per  inch.  Summing  up 
then,  the  pitch  obtained  will  depend  on  the  relative  velocities  of 
mandrel  and  leading  screw,  a  proportionately  quicker  speed  of 
mandrel  giving  a  finer  thread,  and  a  slower  speed  a  coarser  thread. 
The  consideration  of  the  proper  change  wheels  to  be  introduced 
will  be  left  for  Part  II.,  but  we  may  here  point  out  that  when 
both  shafts  turn  in  the  same  direction  the  screw  produced  will  be 
right-handed  (viz.,  same  as  its  leading  screw),  and  when  revolving 
oppositewise  a  left-handed  screw  will  be  the  result.     {Seep.  484.) 

The  correct  section  of  V  thread,  as  adopted  by  Sir  Joseph 
Whitworth,  is   shewn   at   Fig.  225,    one-sixth  of  the  theoretical 


Digitized  by 


Google 


FAja.Z23cL 


r/x^.22^. 

L  A  THE      SORE  W/NG' 

TOOL. 

—    J^^-  225. 


i 


STUD   BOX 


Eici.  227. 


Digitized  by 


Google 


214  Gauges, 

depth  being  rounded  off  at  top  and  at  bottom,  and  the  angle  being 
55*.  The  rounding  at  the  bottom  is  given  by  the  tool  in  Fig.  224, 
but  that  at  the  top,  as  well  as  the  general  finish,  is  obtained  by 
hand-chasing  tools.  These  are  seen  at  Fig.  226,  where  a  is  for 
the  spindle,  and  b  is  for  chasing  the  nut;  the  first  being  held 
transversely  and  the  second  longitudinally.  They  are  both 
carefully  cut  to  correct  section  of  thread.     {See  App.  IL^p.  815.) 

Fixing  a  Stud. — Studs  are  used  in  places  where  bolts  are 
inadmissible,  because  the  material  cannot  be  drilled  right  through. 
The  stud  hole  being  drilled  and  tapped,  and  the  stud  having  been 
turned  and  screwed  so  as  to  fit  tightly  in  the  stfid  hole,  the  former 
is  entered,  and  a  stud  box  placed  upon  the  opposite  end,  as  in 
Fig.  227.  Outwardly,  this  tool  has  the  appearance  of  the  box 
key  described  on  page  113;  but  is  screwed  internally  to  fit  the 
stud,  and  has  a  small  plate  of  copper  at  the  bottom  of  the 
socket  to  avoid  damaging  the  work.  A  wrench  being  applied 
to  the  square,  the  whole  is  advanced  until  stopped  by  the 
plain  portion  on  the  stud,  when  the  box  may  be  removed  by 
a  sharp  back  turn. 

Cylindrical  Gauges  are  of  great  value  in  securing  accurate 
work.     They  are  shewn  at  Fig.  227^.      b  being  termed  a  *plug,' 


r;CQ.  227 CL. 

and  A  a  '  ring '  gauge.  The  first  is  used  for  testing  the  accuracy 
of  a  socket,  and  the  second  that  of  a  pin,  and  both  are  made  to 
such  perfection  that  the  tested  pin  would  be  found  to  fit  in  its 
socket  freely,  but  with  no  appreciable  shake.  There  are  cases 
where  the  ring  gauge  cannot  be  applied,  and  then  the  *  horseshoe ' 
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form  is  used  instead  (/.  750),  combining  both  internal  and  ex- 
ternal gauge.  For  interchangeable  work  high  and  laiv  gauges  are 
required,  varying  in  size  by  a  very  slight  but  known  amount,  and 
the  aim  is  to  make  the  work  lie  somewhere  between  the  two,  so 
that  any  pair  of  parts  will  then  fit,  and  the  *  play '  between  them 
never  be  more  or  less  than  certain  fixed  values.  {Seep.  277  /  also 
Appendix  I.,  p.  750.) 

Details  of  Horizontal  Engine.— Having  fiilly  described 
machines,  tools,  and  general  operations,  we  shall  now  proceed 
to  apply  the  information  obtained  to  enable  us  to  take  piece  by 
piece  the  various  parts  constituting  a  20  Horse -power  Non- 
condensing  Engine^  with  automatic  expansion  gear;  and,  having 
received  such  parts  in  the  rough  condition  from  the  Smith  or 
Moulder,  to  follow  them  through  their  various  stages,  until  put 
together  by  the  Erector  to  form  the  complete  work.  That  course 
has  been  thought  advisable  in  dealing  with  this,  the  most  iippor- 
tant  chapter  in  Part  I,  in  order  to  avoid  any  risk  of  omitting  a 
good  example ;  it  being  supposed  that  if  a  student  could 
thoroughly  discuss  the  whole  of  this  machine  he  might  be  con- 
sidered reasonably  capable  of  thinking  out  any  new  case  that 
might  be  placed  before  him.  In  order  to  avoid  repetition  we  will 
make  a  few  premises. 

The  Marker-off  either  chalks  or  white-washes  his  work  before 
commencing,  and  obtains  the  height  for  his  scriber  point  by 
first  marking  the  same  on  the  block  b,  Fig.  192,  and  then  setting 
the  point  to  this  mark.  He  should  know  something  of  the  allow- 
ances made  by  Smith  and  Pattern-maker,  which  are  usually  ^  in. 
all  over  machined  surfaces,  and  in  extreme  cases  ^  in.  Bed 
plates,  for  example,  warp  \  in.  or  even  more,  and  special  material 
must  be  left  on  their  seatings. 

Machining  is  marked  on  drawings  to  indicate  all  tooled 
surfaces  ;  being  shewn  by  red  lines ;  but  in  our  case  a  thick 
dotted  line  will  serve  the  same  purpose,  thus :  i«  mmm  mmm  mmm. 
Further,  although  such  drawings  are  copiously  and  fully  supplied 
with  dimensions,  these  will  be  omitted  in  our  examples,  the  scale 
being  given  instead.  The  sizes  represented  on  the  drawing  are 
known  as  *  finished  sizes,'  and  the  allowance  on  machined  parts  is 
left  to  the  judgment  of  the  Pattern-maker  or  Smith. 

In  drilling,  there  are  at  least  three  various  sizes  that  a  hole 
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may  be  made,  although  all  figured  the  same  on  the  drawings. 
Clearance  size  is  for  bolt  holes,  so  that  the  bolt  may  drop  in 
freely ;  tapping  size  is  that  at  the  bottom  of  the  screw-thread  ;  and 
gauge  size  is  divided  into  *  working  fit '  and  'driving  fit/  the  first 
having  both  pairs  made  to  gauge,  and  the  second  having  its  socket 
to  gauge  and  the  pin  callipered  to  suit  the  plug  gauge. 

As  regards  the  drawings;  these  are  classified  as  previously 
described,  but  we  shall  further  give  each  article  a  number  in 
Roman  letters ;  and  in  nearly  all  cases  the  drawing  itself  will  be 
indicated  by  the  letter  a,  while  the  various  operations  take  the 
succeeding  letters  of  the  alphabet.  At  the  close  of  the  descrip- 
tions a  *  general  arrangement '  or  complete  drawing  of  the  engine 
will  be  given,  and  we  shall  thus-  have  followed  in  nearly  every 
particular  the  practical  methods  of  the  workshop.  One  sheet 
is  omitted,  that  representing  a  collection  of  all  the  bolts  and 
studs  to  be  used  on  the  engine.  This  has  been  thought  unneces- 
sary, as  the  capstan  lathe  has  already  been  described  where  these 
parts  are  tooled.  It  may  further  be  mentioned  that  there  are 
always  more  ways  than  one  of  performing  the  various  operations, 
both  as  regards  sequence  and  the  tools  used,  and  it  may  also 
follow  that  each  method  is  equally  good ;  in  many  cases,  too, 
where  the  marking-table  is  mentioned  in  our  descriptions,  it  might 
be  found  more  convenient  to  scribe  the  work  while  in  the  machine. 

I.  Regulator  Lever  (Fig.  228). — This  must  first  be  set 
upon  edge,  on  blocks,  as  at  b,  until  level;  and  a  centre  line 
be  scribed  all  round  it.  The  circles  may  be  struck,  just  to  see 
if  the  stuff  *  holds  up,'  and  the  length  of  the  handle  marked 
off  from  these.  Now  punch  all  the  fiv^  centres.  (A  method  of 
centering  with  scribing  block  by  laying  the  lever  successively  on 
its  four  sides  and  scribing  any  convenient  height  is  shewn  at  d.) 
Lay  the  lever  next  on  its  side  (c),  and  pack  up  until  the  centres 
are  quite  horizontal,  as  measured  with  scriber.  Then  scribe  the 
centre  line  all  round,  and  mark  at  the  same  time  the  thickness 
of  the  bosses,  and  of  the  lever  itself,  as  measured  from  this 
centre.  Next  put  in  the  lathe,  and  square-centre  ;  then  turn  and 
polish  the  handle.  Remove  and  clamp  to  the  table  of  a  shaping 
machine,  so  as  to  shape  across  the  fiat  parts ;  then  clamp  on  the 
lathe  face  plate  as  shewn  at  e,  for  the  purpose  of  drilling  the 
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bosses  and  turning  them.     Of  course  the  boss  musfbe  carefully 
centred  on  the  plate,  and  the  blocking  must  be  exactly  the  same 
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thickness.     The  drill  point  is  placed  against  the  centre  of  the 
boss,  and  the  loose  headstock  brought  up  to  the  other  end  of  the 
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drill.  The  latter  is  then  packed  in  the  slide  rest,  and  firmly 
grasped,  when  the  drilling  may  proceed.  The  bosses  are  surfaced 
to  the  scribed  mark,  and  to  the  shaped  lever ;  the  diameter  being 
gauged  by  callipers.  When  these  are  finished,  the  sides  are 
marked  out  as  at  f,  and  Jthe  lever  next  clamped  on  an  *  angle 
plate '  placed  on  the  table  of  a  planing  machine  (see  g),  being 
packed  at  such  an  inclination  that  ^he  edge  may  be  planed ;  and 
four  settings  are  of  course  necessary.  The  angle  plate  is  an 
appliance  which  will  be  found  useful  for  a  variety  of  purposes. 
Now  finish  off  the  lever  by  draw-filing  and  emery  cloth.  If  the 
work  be  too  long  to  allow  the  bosses  to  be  turned,  the  latter 
are  tooled  as  separate  pieces,  having  a  portion  of  the  lever  attached, 
and  are  afterwards  welded  to  the  handle  by  the  smith. 

II.  Brackets  for  Regulator  Lever  (Fig.  229).— First 
centre  at  the  ends  as  at  b,  and  punch  ;  then  try  in  the  lathe  to  see 
if  there  is  sufficient  stuff  at  the  middle.  Turn  the  shank  to 
dimensions,  gauging  with  callipers,  and  cut  the  screw  thread  ii> 
the  lathe  at  the  same  time  ;  the  taper  of  the  shank  being  obtained 
by  setting  the  top  slide  of  the  rest  by  the  requisite  amount,  and! 
giving  a  hand  feed  to  the  tool.  Polish  while  in  the  machine,  with 
file  and  emery,  all  but  the  collar,  which  may  be  left  rough,  because 
it  is  to  be  afterwards  cut ;  the  diameter  then  being  made  equal 
to  that  across  the  comers  of  the  hexagon.  Now  remove  from  the 
lathe,  and,  setting  again  on  the  table  in  the  position  b,  line  out 
the  flat  cheeks  of  the  fork,  and  shape  or  mill  these.  Upon  the 
tooled  surface  thus  obtained  further  lining  is  performed  as  shewn* 
at  c,  the  centres  being  again  placed  exactly  horizontal.  Strike 
the  pin  hole  and  punch.  Drill  the  hole  in  machine  vice  to* 
gauge,  and,  bolting  down  to  the  centre  of  a  slotting  or  vertical- 
milling  table  D,  tool  all  round  with  hand  and  machine  feed. 
Once  more  line  out,  this  time  for  the  fork  slot  as  at  e,  and  also 
mark  a  circle  for  drilling,  miking  sure  that  the  line  a  is  taken  for 
this,  not  b.  Drill  the  hole  last  marked,  and  take  out  the  rest  of  the 
fork  slot  in  the  slotting  machine,  finishing  by  cutting  the  oblique 
portion  in  the  vice  by  chipping  and  filing  (f).  It  may  here  be 
mentioned  that  all  bright  work  is  held  in  the  vice  between  plates  of 
lead  resting  on  the  jaws,  and  called  *  vice  clams.'  Lastly,  cut  the 
hexagon  on  the  collar|by  dividing  out  as  at  c,  and  filing  off  the  flats^ 
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III.  Pins  and  Washers  for  Regulator  Lever  (Fig. 
230). — ^Thre^  of  these  are  requited,  of  various  sizes,  to  be  made 
to  the  drawing  h.  Centre  for  the  lathe  ;  turn  to  gauge  and  polish 
as  at  J.  The  washer  is  made  from  a  piece  of  plate,  by  first 
drilling  the  hole,  and  afterwards  turning  the  rim  on  a  m^drel,  as 
shewn  at  k.  Then,  the  lever,  bracket,  valve  spindle,  and  links 
are  all  fitted  together;  a  broach  or  parallel  rimer  (Fig.  231),  of 
exact  gauge  passed  through  each  set  of  holes  to  clear  out  the 
irr^ularities  produced  in  drilling,  the  pins  put  into  place,  and 

the  split  pins  marked  off a  groove  being  cut  in  the  washer  as 

at  L,  to  prevent  turning  and  undue  wear. 

It  is  advisable  to  make  all  pins  of  steel  that  have  to  witlistand 
much  wear,  and  their  corresponding  lever  bosses,  if  of  wrought 
iron  or  mild  steel,  should  be  case-hardened. 

IV.  Links  for  Regulator  Lever  (Fig.  232)  are  marked 
on  a  piece  of  plate  as  at  m,  which  has  first  been  planed  on  all 
four  sides,  then  drilled,  cut  in.  two  pieces,  and  bolted  together. 
They  are  finished  off  by  filing  in  the  vice,  though,  if  large,  they 
would  be  slotted  round,  or  milled.     Polish  with  emery. 

V.  Regulator  Valve  Spindle  (Fig.  233). — Lay  this  on 
its  side,  in  V  blocks,  as  at  b  ;  centre  the  ends,  and  scribe  the 
flats.  Then  put  in  lathe  and  turn  to  exact  diameter,  at  the  same 
time  cutting  the  screw.  Remove,  and  tool  the  fiats  in  a  shaping 
machine.  Now  mark  off  the  eye,  as  at  c,  and  punch  the  centre ; 
drill  the  hole  to  gauge,  and  take  off  the  outer  material  with  vertical 
milling  cutter  fitting  the  curve  a.     Finish  off  in  vice  and  polish. 

VI.  Nut  for  Valve  Spindle  (Fig.  234).— Lay  on  table, 
and  line  out  for  thickness,  as  at  b  ;  .plane  or  shape  the  flats ;  mark 
off  the  hole,  as  at  c ;  and,  placing  the  nut  in  a  concentric  chuck, 
bore  and  screw  in  the  lathe  as  at  d,  so  as  to  fit  the  valve  spindle 
easily. 

VII.  Regulator  Valve  (Fig.  235).— After  cleaning  with 
rough  file  to  remove  fins,  this  has  only  to  be  machined  on  certain 
surfaces,  as  shewn  by  thick  dotted  lines  on  the  drawing  a.  As 
the  face  must  be  reasonably  true  with  the  lugs,  first  find  centre  of 
the  latter,  as  at  b,  and  square  a  line  from  the  back  surface  a  a, 
having  previously  blocked  the  hole  with  a  piece  of  hard  wood, 
do  this  for  both  lugs.     To  produce  this  centre  line  on  to  the 
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edge  of  the  plate,  the  valve  is  supported,  as  at  c,  on  the  marking- 
table,  so  that  its  back  surface,  our  present  guide,  is  level,  and  the 
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just  scribed  vertical  line  put  in  contact,  both  at  back  and  front,  with 
a  line  which  has  been  marked  on  the  table.  Then  set  up  this  line 
with  square,  as  shewn,  so  as  to  mark  the  centre  of  the  valve  plate, 
and  measure  off  to  right  and  left  the  width  of  the  valve.  Scribe 
also  the  thickness  of  the  plate  all  round.  Now  set  in  machine 
vice  to  plane  the  top  surface,  as  at  d,  with  a  front  tool,  and  the 
edges  with  a  side  tool,  and  be  sure  that  the  travel  of  the  tool  is 
-exactly  coincident  with  the  scribed  lines.  The  valve  is  now  re- 
moved, and  treated  similarly  for  planing  at  right  angles  to  the 
former  direction.  For  this  the  fork  is  blocked,  as  at  e,  and  the 
centre  squared ;  next  produced  upward,  as  at  f,  and  the  width  of 
valve  marked,  then  planed,  as  at  c.  There  only  now  remains  the 
cutting  out  of  the  fork,  which  is  lined  by  squaring  and  scribing, 
as  at  H  and  j ;  then  j  is  planed  out,  and  h  is  finished  by  hand. 
Finally  scrape  the  valve  surface  very  truly,  as  described  in  a  pre- 
•vious  paragraph.  It  should  be  mentioned  that  when  wood  is 
•used  to  block  or  bridge  a  hole,' and  a  centre  required,  it  is  sid- 
visable  to  shape  a  small  piece  of  tin  or  zinc,  as  shewn  at  k,  to 
'receive  the  compass-point. 

VIII.  Regulator  Valve-box,  Cover,  and  Gland  (Fig. 
236). — Commence  by  bridging  or  *  spanning'  the  two  end  holes, 
and  striking  the  circle  representing  the  diameter  of  the  flanges,  as 
shewn  at  b  ;  measure  also  the  length  of  the  box  over  the  flanges, 
and  mark  this.  The  valve-box  is  now  to  be  mounted  on  the  face 
^late  of  a  lathe,  and  as  the  casting  is  rather  long,  it  must  be  sup- 
ported by  angle  plates,  as  shewn  at  c,  being  tightly  bolted  between 
^hem,  as  well  as  having  one  flange  fastened  to  the  face  plate. 
Having  been  carefully  adjusted  until  central,  it  is  turned  on  one 
flange  and  surfaced  \  reversed,  and  turned  on  the  opposite  flange. 
Next  place  the  box  on  a  planing  machine,  as  at  d,  making  sure  it 
is  both  level  and  square,  packing  if  necessary,  and  having  scribed 
the  top  seating  and  boss,  measuring  from  flange  centre,  plane 
ihese.  Remove,  and  bolt  to  slotting  machine  in  a  similar  manner, 
as  at  E,  and  slot  the  front  face,  measuring  the  distance  a  in  finish- 
ing. It  should  be  noticed  that  two  tools  are  here  necessary, 
cranked  respectively  to  the  right  and  left  hand,  as  at  f.  Set  out 
<he  bolt-holes  in  circular  flange  as  at  g,  and  drill  with  clearance 
^rill.     Set  level  as  at  g,  and,  squaring  up  the  centre  line,  join  this 
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along  the  top,  as  at  h.  Then,  in  position  h,  scribe  and  square 
the  centre  //,  measuring  the  distance  c  from  a  straight  edge  at  b. 
Strike  the  circle  for  the  hole,  drill  this  tapping  size,  and  tap  to 
suit  the  Bracket  No.  II.  To  ensure  rigidity,  the  bracket  should 
have  been  screwed  rather  *  full,'  and  be  now  taken  down  with 
stock  and  dies  until  a  perfect  fit  in  d.  The  port  is  to  be  marked  / 
off,  as  at  J,  with  square  and  straight  edge,  and  measurements  from 
the  square  flange,  and  the  edges  are  then  to  be  chipped  and  filed 
by  hand,  an  operation  involving  some  trouble. 

The  Cover  is  to  be  planed  and  drilled.  Find  the  centre  of 
the  gland  seating  as  at  b,  Fig.  237,  and  mark  also  the  centres  at 
each  end ;  then  draw  a  line  across.  Set  the  cover  level  on  the 
marking-table,  as  at  c,  and  squaring  up  the  centre  d^  scribe  the 
thickness  of  the  plate,  and  mark  its  width.  Set  central,  on  the 
planing  machine,  in  a  machine  vice,  or  its  equivalent,  as  at  d  and 
E.  Level  the  cover  to  the  scribed  lines,  and  plane  the  side  sur- 
faces, a  a  and  ^^,  as  well  as  the  edges.  Remove,  and  square 
across  for  the  adjacent  sides,  as  shewn  at  f,  using  the  gland  seat- 
ing as  a  guide.  Then  set  in  the  planing  machine,  and  tool  the 
edges ;  finish  the  surfaces  ^  ^  to  the  same  level  as  a  and  b.  Now 
reverse  the  plate,  and,  setting  level  in  the  machine  vice,  as  at  g, 
scribe  the  gland  surface  to  measure  correctly  from  the  surface  abe^ 
and  plane.  The  cover  is  next  to  be  marked  for  drilling,  which  is 
shewn  at  h,  and  the  holes  gg  drilled  to  clearance  size,  k  to 
tapping  size,  while/  must  first  be  drilled  for  the  smaller  diameter, 
and  the  stuffing-box  afterwards  taken  out  with  a  pin  drill  specially 
cut,  as  at  J. 

The  Gland  is  first  drilled  in  the  lathe  (b,  Fig.  238),  which 
may  be  done  more  truly  by  blocking  up  the  hole  with  wood 
through  ts  entire  length,  aivd  letting  the  drill  take  this  out.  The 
front  may  be  surfaced  at  the  same  time.  Next  place  upon  a 
mandrel  as  at  c,  and  turn  down  to  dimensions.  Remove,  span 
the  centre,  and  mark  off  the  gland  face  as  at  d  ;  then  drill  the 
holes  (clearance),  and  finish  off  the  edge  with  dead  smooth  file 
and  fine  emery.  The  cover  holes  are  lastly  to  be  marked  off  on 
the  box  by  tracing  through  from  the  cover,  then  drilled  and 
tapped. 

IX.  Valve  Spindles :  Main  and  Expansion  (Fig.  339). 
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As  with  No.  II.,  these  are  first  centred,  and  scribed  on  the  flat 
cheeks  (d);  then  turned  and  screwed,  and  shaped  on  the  cheeks. 
The  hole  is  next  struck  as  at  e,  drilled,  and  the  outer  curve  milled ; 
and  the  fork  (f)  is  taken  out  last  by  drilling^nd  slotting.  Broach 
right  through,  and -turn  the  pin  as  was  described  for  No.  III. 

The  Nuts  are  best  finished  by  putting  a  number  of  them 
after  drilling  to  tapping  size,  upon  a  rftandrel,  which  is  then 
placed  between  dividing  centres  on  a  milling  machine,  and  milled 
by  means  of  twin  mills  (see  b).  They  are  to  be  turned  axially 
through  60'  at  each  operation,  and  must  be  afterwards  tapped, 
and  chucked  in  the  lathe  for  facing  and  chamfering. 

X.  Expansion  Eccentric  Rod  (Fig.  240). — Centre  this ; 
also  mark  the  length  between  the  shoulders,  and  square  up  the 
thickness  of  the  T  end.  Turn  to  the  requisite  taper  by  *  setting 
over'  the  loose  headstock,  as  shewn  in  plan  at  j,  so  that  the 
froat  surface  of  the  rod  will  then  be  parallel  with  the  lathe  bed 
The  amount  of  set-over  will,  of  course,  be  equal  to  half  the 
difference  of  the  two  end  diameters.  Surface  also  the  T  end. 
Remove  from  the  lathe,  lay  level  as  at  k,  and  scribe  the  cheeks  b. 
Square  and  scribe  the  tee  at  a  to  dimensions,  measuring  from 
centre,  and  strike  also  the  bolt-holes.  Drill  these  to  clearance 
size,  and  shape  a  and  k  Then  mark  out  the  eye  as  at  l  and 
mill  this  with  a  cutter  having  the  proper  curvatures.  The  rod  is 
long,  but  as  the  milling  only  requires  it  to  sweep  through  a  semi- 
circle, there  will  be  no  serious  difficulty  if  it  be  well  clamped. 

XI.  Main  Eccentric  Rod  (Fig.  241)  presents  no  diflScult) 
after  the  previous  descriptions.    {See  Appendix  //.,/.  818.) 

XII.  Intermediate  Valve  Rod  (Fig.  242).— This  also 
would  be  tooled  by  previous  methods.  The  manner  of  fastening 
the  pin  is  worthy  of  notice.  The  bearing  surfaces  of  the  fork  are 
but  narrow,  and  it  is  unwise  to  allow  movement  at  that  place ; 
the  die,  on  the  contrary,  has  a  good  wide  surface,  so  it  is  tliere 
only  that  wear  should  be  allowed.  After  the  pin  is  put  in 
position,  a  parallel  hole  is  drilled  right  through  the  fork,  and 
enlarged  with  taper  rimer,  the  pin  for  this  hole  being  turned  in 
the  lathe  with  an  oblique  hand  feed.  All  these  pins  are  of  steely 
and  ail  wearing  surfaces' are  case-hardened,' 

The  Die  is  surfaced  and  bored  in  the  lathe,  and  afterwards 
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shaped  to  dimensions,  leaving  sufficient  excess  of  width  to  allow 
of  accurate  fitting  to  the  Radius  Link,  after  which  it  is  case- 
hardened  and  polished. 

XIII.  Guide  Bracket  for  Valve  Rods  (Fig.  243).— The 
machining  is  shewn  on  the  drawing  at  a.  Set  the  bracket 
vertical  by  trial  with  square  as  at  b,  and  line  out  the  base  a. 
Scribe  also  the  line  b  all  round  the  casting,  and  at  the  proper 
height  from  a.  Lay  level  on  its  side  as  at  c  j  find  by 
measurement  the  height  of  the  boss  and  that  of  the  foot  centre. 
Scribe  the  thickness  of  boss.  Next  shape  to  these  lines  as  at  d» 
the  boss  with  a  front  tool  and  the  foot  with  a  side  tool  It 
should  be  noted  here  that  a  side  tool  ought  never  to  be  used  if  it 
can  be  avoided,  •for  there  is  a  great  twisting  action  thereby  pro- 
duced which  is  calculated  to  wrench  the  tool  from  its  box ;  but  a 
good  deal  is  sometimes  sacrificed  to  save  two  settings  on  the 
machine.  Re-scribe  the  line  b  from  the  marks  left  on  the  side  of 
the  boss,  and  lay  the  bracket  on  its  side  as  at  f,  packing  until  the 
centres  are  level ;  then  scribe  the  heights  of  the  large  holes  on 
both  faces  and  strike  the  circles.  The  casting  being  hollow,  the 
core-hole  must  be  spanned  as  at  g,  in  order  to  strike  the  bolt- 
holes,  whose  centres  are  found  by  scribing  a  horizontal  line  and 
squaring  a  vertical  one  when  in  the  position  c,  and  then  bisecting 
the  right  angles  obtained.  The  bolt-holes  are  drilled  as  at  k,  but 
the  large  holes  are  bored  in  the  lathe,  the  bracket  being  clamped 
to  the  face  plate,  and  the  latter  provided  with  a  balance  weight. 
,  This  will  be  understood  from  b,  where  the  face  plate  will  be  seen 
dotted,  and  the  bracket  clamped  in  position  for  boring  b.  In  all 
such  cases  it  is  necessary  to  first  drill  a  hole  large  enough  to 
admit  the  boring  tool. 

The  Bushes  are  bored  in  a  chuck,  and  finished  on  a  mandrel, 
and  afterwards  driven  into  the  bracket,  a  block  of  wood  being 
placed  upon  them  to  receive  the  blow  of  the  hammer. 

The  oilcup  cover  is  drilled  for  the  hinge-pin,  and  finished  by 
hand,  and  the  oil-holes  drilled,  and  countersunk  slightly  at  the 
top.  An  \"  spiral  channel  should  be  chipped  in  each  bush  with 
round-nosed  chisel  to  allow  ihe  oil  to  flow. 

XIV.  Eccentric  Sheave  and  Straps  (Fig.  244). — ^The 
cast-iron  sheave  will  be  taken  first.     It  is  of  the  solid  form,  being 
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slipped  on  to  the  shaft  lengthwise.  But  there  are  many  cases 
where  it  is  necessary  that  the  sheave  should  be  in  halves  for  this 
purpose,  and  the  machining  would  be  then  performed  in  a  very 
similar  manner  to  the  eccentric  straps  to  be  described,  namely,  by 
bolting  together  the  halves  before  turning.  The  drawing  of  the 
sheave  is  shewn  at  a.  Lay  the  casting  level  on  the  marking-table, 
as  at  Ai,  and  scribe  the  various  thicknesses ;  span  the  hole,  as  at  b, 
and  strike  a  circle  for  its  diameter.  Grip  in  the  dog-chuck,  as  *t  c, 
bore,  and  surface  the  projecting  boss  and  the  face  of  the  sheave, 
marking  the  diameter  of  the  boss  in  the  lathe.  As  the  sheave 
has  to  be  chucked  eccentrically,  the  face  plate  must,  of  course,  be 
balanced.  Next  reverse,  and  turn  the  opposite  face  of  the 
sheave,  this  time  chucking  centrally,  as  at  d,  and  setting  the 
already  turned  boss  close  to  the  face  plate.  Lastly,  the  outer 
circle  is  struck  out,  as  at  e,  by  re-bridging  the  centre,  and  marking 
the  exact  eccentricity  on  the  centre  line  at  x^  and  the  work  is 
then  bolted  to  the  face  plate,  as  shewn  at  f,  each  portion  of  the 
rim  being  measured  in  position,  and  carefully  turned  exactly  to 
dimension,  because  it  must  be  a  correct  *  working  fit '  with  the 
strap.     The  key-way  may  be  slotted  out.     i^Set  App.  l.^p.  751.) 

The  Straps  (drawn  at  a,  Fig.  244)  are  first  marked  off,  as  at 
All  and  Bi  (Fig.  245),  with  the  proper  allowance  for  machining  the 
feet,  and  the  two  are  then  bolted  down  together  to  the  planing 
table,  as  at  Ei.  The  bolt  holes  are  next  scribed  and  squared,  as 
at  Di,  the  casting  lying  level  on  its  side,  and  these  are  drilled,  as  at 
El.  The  thickness  of  the  feet  for  the  front  strap  being  lined  at 
Fi,  and  the  stop  for  the  bolt-head  at  h,  these  are  cut  out,  the 
first  with  pin  drill,  as  at  g  (known  as  *  knifing '  or  '  face-arbonng '), 
and  the  second  with  chisel  and  file.  Now  place  face  to  face  in 
the  vice,  and  broach  the  bolt-holes  right  through ;  then,  having 
turned  the  bolts  to  a  good  fit,  fasten  both  straps  together.  Lay 
the  bolted  straps  level,  as  at  j,  scribe  the  width,  and  grip  in  a 
dogchuck,  as  at  k,  to  face  both  sides,  setting  carefully  for  each. 
Leaving  the  work  in  the  chuck,  examine  the  outer  rim  for 
centrality  (for  this  cannot  afterwards  be  turned),  and  mark  off 
the  inner  circle  for  boring,  measuring  with  callipers  and  rule  as 
the  work  proceeds.  Remove  from  the  chuck,  and  scribe  the 
remaining  surfaces — b  c  dy  as  at  m,  measuring  from  the  turned 
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circle,  and  e^  as  at  n,  with  scribing  block.  Shape  the  former,  or 
finish  by  hand,  and  plane  the  latter,  as  at  n.  Line  out  the  stud 
holes,  as  at  p,  though  these  are  preferably  marked,  or  at  least 
checked,  from  the  already  drilled  rod.  Drill  and  tap,  and  bolt  to 
rod  to  finish  off  the  edges  by  hand.  The  oilcup  must  be  drilled 
and  knifed  similarly  to  the  cov^r  in  Fig.  237,  and  tapped  for  the 
cover  nut  J  after  which  a  short  piece  of  brass  tubing  is  driven  in  to 
form  the  syphon.     {StY  Appendix  L,  p.  751.) 

The  Oilcup  Cover  Nut  is  an  exampte  of  simple  turning 
and  screwing  in  a  universal  chuck,  the  hexagon  sides  being  milled. 

XVp  Slide  Bars  are  clamped  at  sides  and  end,  as  at  e, 
Fig.  237,  and  the  back  surface  planed,  as  at  a,  Fig.  246.  They 
are  then  turned  over  to  the  position  b  to  machine  the  front  edges. 
The  width  of  the  groove,  being  marked,  is  taken  out  to  correct 
depth,  finishing  the  surface  with  a  flat-pointed  tool,  and  the 
corners  with  a  *  knifing*  tool.  The  sides  of  the  bars  are  planed 
in  a  similar  manner-  The  ends  are  shaped  to  length,  and  the 
holes  marked  off  and  drilled.  Channels  near  each  end  are  left,  in 
casting,  to  receive  the  slide  block  lubricant,  and  are  now  to  be 
cleaned  ont  by  hand.  After  polishing  all  over,  the  groove  should 
be  scraped  to  suit  tht.'  slide  blocks.        ^ 

XVI.  Slide  Bar  Bracket  and  Distance  Piece  (Fig. 
247). — ^The  bracket  is  placed  upright  on  the  marking  table,  as  at 
Cj  and  set  vertical  by  trial  with  square  on  both  sides,  measuring 
as  at  a  a.  Scribe  the  thickness  of  foot,  and  place  upside  down  on 
the  planing  machine,  clamping  in  machine  vice;  then  plane  the 
foot.  Now  reverse  the  bracket,  and,  clamping  right  side  up,  mark 
off  the  height  of  the  bosses,  measuring  from  the  foot,  and  plane 
these.  Remove,  and  block  up  on  marking  table,  as  at  d  and  e, 
and  scribe  a  centre  litie  all  round;  then  measure  the  positions  of 
the  stud-holes,  so  as^  to  agree  with  regard  to  the  square  bosses. 
The  bolt-holes  arc-  to  be  marked  off  by  setting  the  casting  as  at 
F,  and  measuring  wiih  a  square  the  two  dimensions  shown,  the 
difference  of  which  will  be  the  distance  between  stud  and  bolt 
centres.  Punch  and  drill  the  bolt-holes  to  clearance^  and  the 
stud  holes  to  tapping  size.     Finally,  tap  the  latter. 

The  Distance  Piece  is  a  simple  example  of  shaping,  which 
done,  the  hole  is  marked  off  and  drilled  to  gauge. 
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XVII.  Crank  Shaft  Bearing  (Fig.  248).  The  bearing 
is  first  laid  level  on  its  side  as  at  b,  the  centre  line  obtained, 
and  scribed  round.  The  seatings  for  the  brasses  are  measured 
and  also  scribed,  after  which  the  bearing  is  set  up  as  at  c  (see 
both  views),  and  adjusted  by  line  and  square  till  plumb.  The 
foot  is  next  lined,  and  the  top  of  the  bearing  taken  from  this, 
making  sure  that  there  is  sufficient  stuff  left  in  the  bush  socket. 
Now  plane  in  turn  the  seating  sides,  the  foot  bottom,  and  the 
top.  Stand  the  casting  again  on  the  marking  table  as  at  d,  and 
find  the  centre  of  the  socket  Square  this  up,  as  well  as  the 
socket  sides.  Scribe  the  bottom  of  the  socket,  measuring  from 
the  foot,  and  line  the  bearing  centre  all  round.  Square  these 
lines  across  as  in  plan  at  £,  and  mark  them  on  the  opposite  side. 
Fmd  the  centre  of  the  set  screw-holes,  and  measure  the  foot  bolt- 
holes  from  the  vertical  centre  line.  Plane  out  the  bush  socket — 
the  sides  with  a  side  tool,  and  the  bottom  with  a  front  tool, 
finishing  with  a  flat  tool,  and  the  comers  with  the  *  comer  *  tool 
shewn  at  f.     Drill  the  holes. 

The  Cap  or  *  keep '  is  set  on  edge  to  line  the  seatings  and 
scribe  the  two  bolt-holes  and  oil-holes,  as  at  g,  being  first,  how- 
ever, planed  to  thickness  on  its  bottom  surface.  After  planing 
also  the  seatings,  and  drilling  the  holes,  it  is  placed  in  position 
on  the  top  of  the  bearings,  and  the  bolt-hales  marked  through  to 
the  latter.  These  are  next  drilled  and  tapped,  and  the  studs  put 
in  place. 

The  Brasses  are  shewn  in  Fig.  249.  Being  first  laid  on  its 
side,  as  at  a,  the  large  brass  has  its  width  marked  and  its  lips 
lined  for  thickness,  and  is  then  planed.  The  front  and  sides  are 
next  lined  out  on  all  surfaces  to  dimensions,  measuring  from  the 
planed  surface,  and  trying  for  depth  of  stuff  between  the  lips,  the 
brass  being  meanwhile  packed  with  sides  tmly  vertical,  as  at  b. 
The  whole  is  now  planed  by  clamping  in  the  successive  positions, 
c,  D,  and  E,  so  that  every  surface  is  done,  either  with  a  side  or  front 
or  knife  tool,  the  depth  of  the  middle  surface  being  gauged  from  the 
lip;  and  the  small  brass  f  is  similarly  treated.    {SeeApp.  I.,p,  752.) 

The  packing  plates  are  next  machined,  and  all  is  ready  to  put 
together.  The  brasses  and  packing  are  to  be  carefully  smooth- 
filed  and  scraped'until  they  bed  perfectly  into  their  places  in  the 
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bearing,  and  until  their  top  surfaces  and  the  main  casting  are  all 
perfectly  level.  Put  on  the  cap  and  fasten  down,  span  the  bush- 
hole,  scribe  the  centre  at  the  proper  height,  and  strike  the  shaft 
circle.  Then  bolt  both  bearings,  thus  complete,  to  the  table  of  a 
Horizontal  Boring  Machine  of  the  lathe  pattern  (as  mentioned  in 
Chapter  V.).  First  see  that  they  lie  truly  at  right  angles  to  the 
centre  line,  after  which  raise  the  table  by  the  screw,  and  traverse 
across  until  the  boring  bar  can  be  passed  through  and  the  cutters 
(of  correct  radius)  be  put  in  place.  A  final  adjustment  is  then 
given  to  the  scribed  lines,  and  the  boring  may  proceed. 

XVIII.  Slide  Blocks  (Fig.  250)  are  planed  or  shaped  and 
afterwards  lathe-bored  to  suit  the  gudgeon. 

XIX.  Gudgeon  (Fig.  250). — This  is  centred  and  turned, 
the  corner  curve  being  taken  out  with  a  tool  ground  to  suit.  It 
is  afterwards  laid  level  in  V  blocks,  and  the  centre  scribed  round 
for  the  key-ways.  These  are  then  taken  out  in  a  slot-drilling 
machine,  as  at  h,  Fig.  251.  Polish  the  work  as  usual,  and  gauge 
with  ring  gauges. 

XX.  Crank  Shaft  (Fig.  251).  — The  forging  has  been 
already  described  at  page  123.  The  marker-off  first  centres  the 
ends  by  setting  the  shaft  on  V  blocks,  and  then  tries  with  scriber 
and  straight  edge  to  see  if  there  is  sufficient  stuff  right  through : 
if  very  far  out,  it  should  be  seint  back  to  the  forge  to  straighten. 
Punch  and  countersink.  Provide  large  wing  pieces  of  the  shape 
shown  at  c,  bored  so  as  to  fireely  slip  over  the  shaft  Place  the 
latter  in  the  position  shewn  at  e,  supporting  on  packing  and 
V  blocks.  A  countersink  having  been  already  formed  in  the 
wings  at  a  distance  b  equal  to  the  throw  of  the  crank,  this  has  to 
be  adjusted  until  in  line  with  the  crank  pin,  by  measuring  firom 
the  double  plumb  line  at  a  a,  and  by  setting  plumb  the  crank 
web  as  at  d.  Then  the  set  screws  are  tightened  firmly  on  to  the 
shaft,  with  packing  strips  underneath  of  such  thickness  as  to 
adjust  to  the  distance  b  with  great  accuracy.  The  whole  may 
now  be  lifted  from  the  blocks  so  as  to  admit  the  strut  bolts  d  d, 
which  have  their  end  nuts  turned  till  perfectly  rigid.  Lift  the 
crank  into  the  lathe,  and  place  the  wings  between  the  centres, 
when  the  crank  pin  will  of  course  be  also  central.  The  object  of 
the  wings  will  now  be  seen,  for  they  either  entirely  or  partly 
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balance  the  crank  shaft,  so  that  it  may  be  driven  by  a  carrier  in 
the  usual  way  without  producing  a  bad  cut  underneath  the  tool 
It  is  advisable  to  use  two  carriers  instead  of  the  usual  pin  and 
carrier,  one  of  them  being  gripped  on  the  face  plate  centre  and 
the  other  to  the  work,  and  the  two  then  bolted  together  so  as  to 
produce  a  rigid  driving  arrangement.  The  crank  pin  is  now 
turned  to  exact  diameter  and  the  width  measured,  so  as  to  be 
central  between  the  webs,  and  finally  polished.  The  forging  is 
next  placed  in  the  lathe  for  turning  the  shaft  portion,  with  the 
wings  of  course  removed.  The  method  of  measurement  may  be 
•seen  at  e,  where  a  tool  or .  scriber  is  set  at  the  correct  distance 
from  the  crank  pin,  and  is  then  traversed  over  so  as  to  cut  or 
scribe  a  line  for  the  shaft  shoulder.  The  same  is  done  on  the 
other  side  of  the  webs,  and  the  shaft  then  tur.ned  to  diameter, 
gauging  with  callipers.  The  length  is  checked  with  trammels,  or 
a  marked  straight  edge,  and  a  finishing  tool  of  broad  fiat  form 
passed  over  all.  Polish  with  emery,  and  remove  to  scribe  the 
key-way  as  at  g,  which  is  billed  out  by  the  slot-drilling  tool 
shewn  at  h.  During  the  last  turning  operation  the  crank  pin 
may  be  balanced,  if  found  necessary,  by  clamping  the  weight  f  to 
the  webs,  but  more  often  the  ^ork  is  simply  driven  rigidly  with- 
out balance.  The  eccentric  key-ways  are  usually  marked  by  the 
Erector  and  cut  by  hand,  or  sent  back  to  machine  for  slot-drilling, 
and  are  not  therefore  shewn. 

The  key  at  a  is  planed  from  good  steel,  and  a  taper  given  of 
I  in  64,  the  fitting  to  wheel  being  left  to  the  Erector. 

The  crank  webs  should  be  slightly  chipped  to  remove  rough- 
ness, filed  with  rough  file,  and  afterwards  painted. 

XXI.  Connecting  Rod  (Fig.  252).  The  large  end  of  the 
rod  is  supplied  with  a  strap  enclosing  the  *  butt,'  and  a  gib  and 
cotter  for  tightening  purposes ;  and  the  small  end  is  turned 
*  solid.'  The  rod  is  first  taken  and  laid  fairly  level  on  the  table, 
as  at  B.  It  must  be  centred  for  turning  by  the  following 
method : — Calliper  each  round  end,  and  let  the  difference  of 
a  and  b  be  half  the  difference  of  the  diameters.  Then  '  feel '  and 
measure  both  heights  at  a\  add  together,  and  halve.  Do  the 
same  for  ^,  and  re-adjust  till  these  quantities  be  the  same.  Then 
scribe  this   dimension,  the  height  of  the  centre,  all  round,  as 
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shewn.  Trammel  between  the  shoulders,  and  square  up  the 
vertical  lines,  as  well  as  the  end  lines ;  measured  from  these. 
Next  lay  the  rod  flat  as  at  c,  and  scribe  the  centre  line  round  in  a 
similar  manner  to  the  last  Punch  centres,  and  place  in  lathe, 
testing  with  chalk,  and  square-centreing.  Now  set  the  poppet 
head  over  by  half  the  diameter  difference,  and  turn  the  taper 
portion  up  to  the  shoulder  radii,  as  shewn  at  j,  Fig.  240.  Set 
the  poppet  head  true  again,  and  surface  the  ends  of  the  rod,  also 
the  shoulders  up  to  the  radii  These  last  require  very  careful 
turning.  They  fire  to  be  roughed  out  by  means  of  a  combination 
of  surfacing  and  traverse  feed,  and  semi-finished  by  a  broad 
tool  ground  to  the  curve,  the  position  of  which  is  gradually 
changed  by  turning  round  the  top  rest  until  the  whole  curve  is 
gone  over  piece  by  piece.  The  last  finish  is  given  by  hand  with 
the  same  tool  very  sharply  ground.  Of  course  the  work  must  be 
continually  tried  by  means  of  a  sheet  iron  copy  called  a  *  tem- 
plate,' shewn  at  d  and  e,  the  lathe  being  stopped  at  each  trial ; 
and  the  outer  curve  of  the  solid  end  is  to  be  finished  in  like 
manner. 

Remove  from  the  lathe,  finished,  but  not  polished,  and  lay  on 
the  surface  plate  as  at  f,  packing  till  level.  Scribe  the  thickness 
of  the  butt  and  solid  end,  then  fasten,  as  at  g,  across  a  shaping 
machine  having  two  tables,  and  shape.  Similarly  also  for  the 
depth.  Return  to  the  marking  table.  Scribe  the  centre  line 
afresh,  and  plot  out  the  square  hole  in  solid  end  as  at  j  ;  do  this 
on  both  sides,  ^nd  well  dot  all  round  it.  This  may  now  be  cut 
out  in  one  of  two  ways — (i)  a  hole  may  be  drilled  large  enough 
to  pass  a  slotting  tool,  by  twist  drill  and  pin  drill,  and  the  rest  of 
the  work  done  by  slotting;  (2)  a  probably  better  method,  iato 
take  out  all  round  by  means  of  slot-drilling  tool,  drilling,  say,  a 
quarter  of  an  inch  down,  traversing  all  round  as  at  k,  then  a  little 
further  down,  and  so  on  till  the  hole  is  completely  cut,  finishing 
the  sides  with  a  milling  cutter  and  the  corners  with  a  corner  tool. 
There  is  then  very  little  work  left  for  the  file. 

Now  mark  off  the  bolt-holes  at  l,  on  both  sides  of  the  solid 
end,  together  with  the  oil-hole,  and  the  cotter-hole  at  m.  Drill 
the  bolt-hole  from  each  side,  broach  through,  and  countersink 
the  oil-hole.     Take  out  the  cotter-hole  in  slot-drilling  machine 


Digitized  by 


Google 


Cotter  and  Strap,  243 

as  above  described,  until  cut  right  through,  when  there  ought  to 
be  little  finishing  with.  file.  Drill  and  tap' for  set  screw  in  butt 
end,  return  the  rod  to  the  lathe  for  polishing,  chip  off  the 
centreing  pieces,  draw-file,  and  polish  the  ends. 

The  Strap  (Fig.  253),  being  forged  fairly  to  shape,  is  first 
scribed  to  thickness,  and  planed.  A  sheet-iron  tenoplate  is  next 
provided  of  the  form  shewn  at  n.  Fig.  253,  which  is  placed  on 
the  forging  and  the  form  traced.  Finish  the  contour  with 
vertical  mill  or  slotting-tool,  clamping  the  work  as  at  o  for  the 
outer  and  as  at  p  for  the  inner  tooling.  The  oil-cup  is  next 
marked  off  as  at  q,  and  the  strap  clamped  to  an  angle-plate  as  at 
R  for  turning,  boring,  and  drilling.  At  the  same  time  the  screw 
is  chased  for  the  oil-cup  cover.  lastly,  line  out  the  cotter  hole 
as  at  s,  and  slot  drill  by  blocking  up  in  the  machine  vice  as  at  t, 
and,  on  removal,  draw-file  and  polish. 

The  Cotter  u  is  first  planed  to  thickness  from  good  steel, 
and  then  marked  off  to  length  and  width.  Both  edges  are  then 
planed  to  the  marked  lines,  and  the  rest  finished  very  exactly  by 
file,  with  the  aid  of  the  gauge  template  v,  great  care  being  taken 
regarding  the  thickness. 

The  Gib  w  is  similarly  marked  out,  and  the  sloping  edge 
planed.  The  channel  is  then  removed  with  a  shaping  tool, 
several  gibs  being  bolted  together  for  economy,  and  the  rest 
finished  very  carefully  with  the  file. 

The  Large  Brasses  are  marked  off  and  planed  in  the  same 
way  as  were  those  for  the  bearing.  Fig.  249,  and  are  then  bolted 
down  very  firmly  to  the  boring  table  as  at  x,  with  liners  between 
to  represent  the  draw  of  the  cotter,  and  with  bolts  lying  close  up 
to  the  outer  surfaces.  See  their  faces  are  set  at  right  angles  to 
the  boring  bar,  which  is  inserted  as  before,  and  the  work  traversed 
into  position.  Bore  right  through,  and  finish  the  radii  with  a 
specially  ground  tool,  as  at  y. 

The  Small  Brasses  are  shewn  at  d  and  z.  They  are 
planed  as  before,  with  the  exception  of  the  sloping  side,  which 
requires  a  new  setting,  as  shewn  at  ^,  and  is  planed  with  a  side 
tool.  The  *  ring '  faces  must  also  be  left  untouched,  these  being 
turned  at  the  same  time  as  the  hole  is  bored,  which  is  done  by 
bolting-  the  two  brasses  together,  with  a  wedge  between  for  the 
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slant  edge,  and  a  liner  to  represent  adjustment  allowance,  and 
the  whole  chucked  in  the  lathe,  as  at  f.  Two  settings  are  of 
course  necessary.     {See  Appendix  L^p,  752.) 

The  Wedge  is  now  shaped  to  dimension,  but  not  drilled; 
the  wedge  bolt  and  set  screw  for  the  large  end  both  prepared. 
The  oil-cup  cover  is  then  turned  and  screwed  in  a  concentric 
chuck,  and  milled  on  the  hexagonal  faces  with  a  horizontal  tool 
by  placing  the  work  on  a  dividing  plate.  All  is  now  ready  to  put 
together.  For  tfie  small  end,  fit  the  brasses  in  place  by  smooth 
filing  and  scraping ;  fit  the  wedge,  and  mark  .off  the  hole  for  bolt 
by  scribing  through  the  rod  end.  Remove  wedge  for  drilling  and 
tapping,  then  replace.  For  the  large  end,  the  gib  and  cotter  are 
first  carefully  fitted  to  their  holes  separately ;  then  the  brasses  are 
fitted  to  the  strap,  and  the  latter  to  the  butt  end.  Place  all 
together,  and  file  the  cotter  till  it  enters  the  proper  amount ;  then 
mark  oflT  the  split-pin  hole  and  drill.  Once  more  replace  all 
parts,  and  the  coimecting  rod  is  complete. 

XXII.  Crosshead  (Fig.  254). — Centre  the  forging,  as  at 
B,  and  line  the  width  across  the  cheeks ;  then  turn  the  side  and 
end,  and  shape  the  flats.  Lay  now  upon  the  marking  table,  as  at 
c  (see  both  views),  and  scribe  the  horizontal  centre  line.  Find 
the  centre  for  the  gudgeon  hole,  as  at  a  and  ^,  measuring  from  a 
straight  edge,  and  test  also  with  dividers ;  erect  this  line  with 
square,  and  strike  the  circle  on  both  sides,  also  the  contour  of  the 
boss.  Chuck  in  the  lathe,  as  at  l,  and  bore  the  hole,  first 
drilling  to  admit  the  boring  tool.  Remove  from  the  dogs,  and 
insert  next  in  a  large  bell-chuck,  as  at  d,  the  exact  position 
being  found  by  placing  the  work  between  the  lathe  centres ;  after- 
wards firmly  tightening  up  the  screws,  as  shewn.  First  drill  the 
hole  as  large  as  allowable,  the  tool  being  centred,  as  at  f,  and 
clanoped  in  the  slide  rest ;  and  next  bore  the  taper,  as  at  e,  by 
turning  the  top  slide  of  the  rest  to  the  required  angle,  the  i^^^ 
being  obtained  by  a  small  pulley  on  the  screw,  driven  from  the 
countershaft  by  catgut  band.  The  hole  is  tested  for  diameter  with 
callipers,  and  the  angle  of  the  rest  noticed  before  removing  (this 
being  afterwards  required  for  the  Piston  Rod).  Now  place  the 
crosshead  on  the  mandrel  of  a  shaping  machine,  as  at  g,  and  shape 
all  round  up  to  the  return  cur\'e,  the  latter  being  tooled  with  a 
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concave  feed  (mentioned  in  Chap.  V.),  and  the  flat  portion  with 
horizontal  (t^d.  Take  again  to  marking  table,  block  level,"  as  at 
H,  and  scribe  both  fork  and  slot-hole,  measuring  from  shoulder. 
Drill  and  slot  the  fork,  and  slot-drill  the  cotter  hole.  Finally,  slot 
out  the  key  way  to  suit  the  gudgeon ;  prepare  a  cotter,  and  take 
out  the  taper  in  the  hole  with  round  file ;  then  draw-file  and 
polish.    {See  Appendix  L,p.  752.) 

XXIII.  Piston  Rod  (Fig.  255).— Centre  on  V  blocks, 
and  set  in  the  lathe.  Then  traverse  all  over  the  work  to  the 
diameter  at  c.  Mark  off  the  various  lengths  tf,  by  c,  d,  and  put  a 
centre  pop  at  each  place.  Turn  down  d  to  the  larger  diameter, 
and  take  down  the  taper  at  b  and  d  by  setting  the  slide  rest,  as  at 
^  (^ig-  254),  and  it  should  be  noticed  that  if  the  rest  be  placed 
at  the  same  angle  both  for  rod  and  hole,  the  one  is  bound  to 
accurately  fit  within  the  other.  Turn  down  at  a  to  screwing  size, 
and  chase :  then  finish  and  polish  the  whole. 

The  Nut  may  be  turned,  bored,  and  screwed  in  a  chuck,  and 
the  hexagon  milled.  Lastly,  the  rod  is  fitted  into  the  crosshead, 
and  the  cotter  hole  marked  through  to  the  latter,  then  slot-drilled, 
and  finished  with  file. 

XXIV.  Piston  (Fig.  256). — This  is  to  be  turned  on  the 
rim,  and  bored  to  fit  the  piston  rod.  The  latter  operation  is  done 
at  B,  and  the  former  upon  a  taper  mandrel  at  c,  the  grooves  being 
turned  at  the  same  time  to  exact  gauge,  so  as  to  fit  the  rings  as 
truly  as  is  consistent  with  freedom.  The  plug  holes,  b,  left  during 
casting  (see  b,  p.  30)  are  to  be  drilled  and  tapped,  centres  unim- 
portant, the  plugs  being  made  from  a  round  bar,  screwed  in  the 
lathe  and  parted  off  to  length.  They  may  be  an  easy  fit  in  the 
holes,  but  must  be  painted  with  sal-ammoniac,  so  as  to  form  a 
nist  joint. 

The  rings  are  rolled  from  J-inch  brass  bar,  being  received  at 
the  works  ready  formed,  sprung  out  to  a  somewhat  larger  diameter 
than  the  cylinder.  The  joint  is  shewn  at  a  (Fig.  256),  and  should 
be  as  nearly  as  possible  closed  when  the  piston  is  in  place. 

XXV.  Radius  Link  (Fig.  257). — The  forging  should  be 
^rly  to  shape,  being  made  to  template.  First  line  to  thickness, 
^d  plane.  Make  a  template  exactly  to  drawing  a,  with  the  ex- 
ception of  the  holes,  which  consist  of  quarter  circles,  as  at  b,  with 
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a  little  piece  filed  out  at  the  centre  to  admit  the  scriber.  Lay 
this  template  on  the  work,  and  trace  out.  Then  drill  the  holes, 
which  are  to  be  broached  when  all  the  parts  are  put  together. 
Remove  all  the  outside  material  with  a  vertical  milling  tool  having 
a  radius  equal  to  that  of  the  return  curves,  as  shewn  at  c  The 
inner  slot  may  be  cut  out  by  one  of  three  methods:  (i)  Let 
several  holes  be  drilled,  as  at  c,  one  large  enough  to  take  a 
slotting  tool,  and  slot  all  round  with  hand  feed ;  (2)  Drill  a  hole 
to  take  a  vertical  milling  tool,  shewn  at  c,  and  a  few  more  holes 
to  save  the  cutter,  and  mill  out  the  rest,  traversing  by  hatid,  first 
one  side  and  then  the  other ;  (3)  best  of  all,  is  the  same  as  the 
last  with  this  exception :  the  cutter  is  held  in  a  special  form  of 
vertical  mill,  called  a  'profiling'  machine.  Here  the  bearing 
carrying  the  vertical  spindle  may  be  made  to  traverse  any  par- 
ticular curve  by  applying  to  it  a  copy  of  the  same  shape,  and  its 
action  is  thus  similar  to  that  of  the  copying  lathe.  The  curve 
would  thus  be  -finished  right  off  without  further  filing ;  and  the 
ends  may  be  taken  out  with  a  double  corner  tool,  then  finished 
by  hand.  The  die  (Fig.  242)  is  ultimately  fitted  to  the  link  by 
careful  filing  and  scraping,  and  both  link  and  die  (after  broaching 
the  former)  are  case-hardened.  {See  Appendices  /.  and  II.,  pp.  752 

XXVL  Governor  Pullies  (Fig.  258).— These  are  to  be 
machined  as  shewn  upon  the  drawings.  The  bosses  are  to  be 
bored  by  chucking  in  a  dog-chuck,  and  the  facing  both  of  boss 
and  rim  done  at  the  same  time.  Two  settings  are,  of  course, 
necessary.  Next  put  the  small  pulley  on  a  plain  mandrel,  and 
the  large  pulley  on  an  expanding  mandrel,  as  shewn  at  page  155, 
and  turn  the  rim  surface  in  each  case  with  parallel  traverse  : 
then  finish  the  curve  with  a  hand  tool.  The  large  pulley  being  in 
halves  must  first  be  planed  on  its  joint  surface,  as  in  the  case  of 
the  eccentric  straps  at  Fig.  245,  then  drilled  for  the  bolt-holes, 
and  bolted  together  for  boring.  The  keys  are  lastly  taken  out  by 
slotting 

XXVII.  Govemor  Bracket  (Figs.  259-60). — This  is  a 
rather  more  difl[icult  example  of  lining  out,  but  involves  no  new 
principle,  the  only  precaution  of  importance  being  very  careful 
levelling  at  every  operation.  The  casting  is  laid  on  its  side,  as  in 
the  two  views  at  b,  and  adjusted  until  the  bush  centres  are  of  the 
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same  height     The  three  bosses  are  next  tried  on  each  of  their 
ends  until  as  nearly  level  as  possible.    No  doubt  the  casting  will  be 
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somewhat  warped,  and  absolute  perfection  therefore  unattainable, 
so  there  must  be  a  sort  of  *  give  and  take '  until  the  best  condition 
is  obtained.  Scribe  centres  of  bosses  and  bush  holes.  Now  lay 
the  bracket  on  its  other  side,  as  in  the  two  views  at  c,  Fig.  260, 
and  again  adjust  the  bush  centres  horizontally.  Test  the  three 
bosses  until  plumb,  and  the  cross  line  for  being  fairly  level ;  then 
scribe  a  centre  line  round  the  bosses  at  a  and  b,  and  along  the 
casting  to  the  foot  r,  which  will  be  afterwards  useful  for  setting 
purposes.  Scribe  also  the  centre  of  bush-Tioles  and  the  lengths 
of  the  bosses,  measured  from  a  and  d.  Set  the  casting  v:ertical  as 
at  D  by  trial  with  square,  packing  at  the  foot,  and  scribe  the 
bosses.  Then  reckon  from  the  boss  centres,  and  scribe  the 
thickness  of  the  foot  and  the  heights  of  the  bush  surfaces. 
Centre-pop  everything  before  passing  on  to  the  machines ;  then 
shape  the  foot  by  packing  vertically,  as  shewn  at  e,  clamping  to 
the  side  of  the  table.  This  done,  remove  and  clamp  to  the  drill 
table  as  at  f  until  the  vertical  centre  is  truly  plumb,  and  drill  the 
upper  hole  to  full  size  with  a  drill  d,  but  do  not  let  the  same  drill 
pass  through  to  the  lower  hole,  or  the  latter  might  be  drilled 
untruly.  Commence  the  lower  hole  with  a  smaller  drill  r,  and 
finish  with  the  pin  drill  /  of  special  shape,  and  by  this  means  it 
will  be  truly  central  with  the  top  one ;  knife  or  face-arbor  the  top 
surfaces  with  the  tool  shewn  at  g.  The  bracket  is  now  clamped 
to  a  radial  drill  bed,  as  at  o,  setting  by  means  of  the  centre  line 
previously  scribed,  the  holes  all  drilled  to  finishing  size,  and  the 
top  surfaces  knifed.  The  work  must  rthen  be  reversed  to  knife 
the  bottom  surfaces,  but  not  specially  clamped  this  time,  for 
the  holes  themselves  will  be  sufficient  guide.  The  bolt-holes 
may  next  be  marked  as  at  h  by  blocking  the  bush-hole,  icribing 
and  squaring.  The  bolt  circle  is  then  struck,  each  angle 
bisected,  and  the  holes  drilled  at  j,  supporting  the  work  on  blocks. 
The  top  bush  for  the  pulley  spindle  is  simply  drilled,  and  after- 
wards turned  on  a  mandrel,  then  driven  into  its  boss  with  a  lead 
hammer.  The  lower  bush  is  also  placed  on  a  mandrel  for  turning, 
but  having  a  blind  hole  must  be  centred  on  V  blocks. 

XXVIII.  Governor  Details.  —  The  various  parts  are 
shewn  at  Fig.  261,  and  will  be  taken  seriatim. 

The  Spindle  a  is  first  centred,  turned,  and  screwed,  and  the 
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flat  cheeks  lined  out.  These  being  shaped,  the  boss  is  next 
marked  off  and  milled,  and  the  hole  drilled,  the  slot  taken  out  as 
in  previous  cases,  finishing  by  hand.  The  key  for  the  mitre 
wheel  is  finally  grooved  with  a  milling  cutter.  The  Sleeve  b, 
being  cast  solid,  is  first  centred,  and  the  thickness  of  the  bosses 
lined.  It  is  drilled  in  the  lathe,  and  then  slipped  over  a 
mandrel  to  turn,  and  to  screw  the  end.  The  flat  surfaces  of  the 
bosses  are  next  shaped  across,  and  the  space  betw^n  taken  out 
with  a  tool  of  the  exact  width.  The  holes  are  marked  off  and 
drilled,  and  the  bosses  filed  round,  after  which  the  sleeve  is  fitted 
to  the  arms  c  by  chipping  out  the  socket  with  cross-cut  chisel 
and  finishing  with  a  curved  file  much  used  by  brass  finishers, 
called  a  *  riffler '  (see  q,  Fig.  262).  Mark  out  key-way  for  the 
weight  E,  and  cut  the  same  by  hand. 

The  Nut  for  the  sleeve  is  bored  and  screwed  in  a  chuck,  and 
turned  on  a  mandrel,  and  the  octagon  milled  by  fixing  on  a 
dividing  circle.  Drill  and  tap  for  the  side  screw,  but  only  file 
out  the  corresponding  slot  in  the  sleeve  after  m  is  put  into  place, 
and  the  nut  advanced  to  give  the  requisite  tightness.  The 
Lower  Arm  c  is  packed  up  as  at  h,  Fig.  262,  and  the  fork 
bridged ;  then  the  centre  and  the  flat  cheeks  are  lined,  the  fork 
centres  struck,  the  lengths  marked  off,  and  the  centres  of  the 
bosses  squared  up.  Next  turn  the  shank,  and  slot  or  mill  the 
fork  to  the  marked  lines.  Lay  the  arm  in  the  position  j,  and 
after  scribing  the  centre  line,  strike  the  curves  of  the  bosses  and 
pin-holes,  and  scribe  the  width  of  the  fork.  Shape  and  mill  to 
the  lines,  and  drill  the  holes.  The  Radius  Arm  d  is  centred 
iind  lined  as  at  k,  Fig.  262,  and  the  shoulder  line  marked  off,  as 
well  as  the  commencement  of  the  small  curve  to  ball.  Set  in  the 
lathe,  and  turn  down  the  shank.  Then  prepare  a  template  for 
the  ball,  as  shewn  at  l,  Fig.  262.  First  turn  to  diameter  as  a 
cylinder,  and  surface  the  end  to  length ;  then  feed  at  45*,  as  at  g^ 
Fig.  262 ;  continue  to  halve  these  angular  feeds  until  the  ball 
is  approximately  spherical,  as  tried  with  template,  and  finish  with 
a  keen  hand  tool  ground  to  the  ball  curvature.  Mark  the  centre 
of  the  ball  while  revolving  in  the  lathe,  and  set  on  marking- 
table  to  get  the  cross  centre,  as  at  m,  Fig.  262,  The  boss  is  then 
finished  as  usual,  and  the  hole  drilled  through  the  ball.     The 
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Central  Weight  e  is  fastened  to  the  table  of  a  horizontal 
boring  machine,  as  shewn  at  n,  Fig.  262,  and  bored  with  cutters 
of  correct  radius.  It  is  next  put  on  a  mandrel  fitting  the  smaller 
hole,  and  the  outside  turned  to  template.  First  the  ends  are 
faced,  then  the  diameter  turned  as  a  cylinder,  and  the  rest  is 
obtained  by  various  angular  feeds,  finishing  by  hand.  The  key- 
way  for  fastening  to  sleeve  b  is  to  be  slotted.  The  Bush  f  for 
the  weight,  is  to  be  bored  in  a  chuck,  and  then  turned  on  a 
special  mandrel,  shewn  at  p.  Fig.  262,  being  afterwards  driven 
tightly  into  the  weight  by  means  of  a  copper  hammer.  The 
Nuts  and  Guard  g  are  first  bored,  and  afterwards  turned  on  a 
mandrel,  being  replaced  in  the  chuck  for  screwing.  The  tooling 
of  the  Lever  h  may  be  understood  by  reference  to  the  rejgulator 
lever  No.  I.,  and  the  studs  j  j  are  all  examples  of  simple  turning 
and  screwing.  The  Lifting  Link  k,  and  the  Lifting  Eye  m, 
need  no  special  description.  {See  App,  /.  and  Il.ypp.  753  and  820.) 
W^  now  come  to  the  Mitre  Wheels  l.  For  the  machining 
of  these  we  may  again  refer  to  Fig.  262.  Both  wheels  are  made 
of  gun-metal  and  are  exactly  alike,  boss  included.  After  boring 
truly  they  are  placed  on  a  mandrel,  and  the  *  blank '  turned  as  at 
A  to  a  template  which  has  been  previously  made  with  great  care. 
The  teeth  are  then  to  be  cut  by  means  of  a  milling  cutter.  A 
mandrel  is  provided  which  fits  into  the  socket  of  the  dividing 
centre  shewn  at  d,  and  the  wheel  set  at  such  an  angle  that  the 
loiver  line  of  the  tooth,  ef^  is  horizontal.  Looking  in  front  of  the 
wheel,  the  work  must  be  set  so  that  one  edge  of  the  milling  cutter 
is  in  line  with  the  centre.  The  radius  a^  of  the  cutter  at  c  being 
made  to  fit  the  curve  a  of  the  larger  end  of  the  tooth,  as  shewp 
at  B,  and  the  width  b^  of  the  bottom  of  the  cutter  made  equal  to  if 
at  the  narrow  end  of  the  teeth,  a  little  consideration  will  shew 
that  the  cutter  will  trim  up  one  side  of  the  tooth  in  such  a  way 
that  the  smaller  ends  of  the  teeth  d  will  be  a  little  too  wide  at 
this  point,  as  shewn  at  g.  After  all  the  spaces  have  been  cut  out 
as  at  D  and  one  side  of  the  tooth,  the  work  is  traversed  forward 
and  the  other  face  cut  as  at  e,  after  which  the  taper  c  of  the  teeth 
is  lined  out  as  at  G,  using  (i)  a  straight  edge  of  the  form  shewn  at 
F,  page  62  ;  and  (2)  a  template  F,  Fig.  262.  These  surfacesare  then 
dressed  off  with  the  file.     {See  App.  /.,  //.,  V.^  pp.  753^  2i2^,  986.) 
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XXIX.  Steam  Cylinder  (Fig.  263).^The  various  opera- 
tions are  shewn  at  Fig.  264.  The  ends  are  first  bridged,  and  the 
centre  found  by  reference  to  the  outer  curve  of  the  cylinder  flange. 
Mark  temporarily  the  height  of  the  centre  b.  Adjust  until  the 
top  of  the  cyHnder  foot  is  fairly  level,  giving  and  taking  with  the 
three  centres  at  a  and  b.  Scribe  the  horizontal  centre  line,  b  b, 
all  round,  and  square  up  the  vertical  line,  c  c ;  then  strike  the 
circle  d  for  boring.  Line  the  heights  of  the  steam  and  exhaust 
flanges  at  £,  and  scribe  the  thickness  of  the  foot  at  f  ;  line  also 
the  thickness  g  of  the  bosses  for  the  bolts.  Scribe  the  height. of 
the  valve-guide  h,  using  a  special  piece  of  bent  wire  for  the 
scriber  as  shewn,  and  mark  the  heights,  j,  of  the  indicator 
bosses.  • 

Set  the  cylinder  upside  down,  as  at  m,  and  plane  the  foot. 
Set  upright,  as  at  n,  and  plane  the  steam  and  exhaust  flanges, 
the  indicator  bosses,  and  the  foot  bosses.  Now  clamp  between 
angle  plates  on  the  planing  machine  as  at  p,  and  if  these  be 
true  vertically  (as  they  should  be)  there  will  be  no  difficulty  in 
packing  correctly ;  but  if  not,  some  care  must  be  exercised,  and 
in  any  case  the  centre  of  the  cylinder  must  be  levelled  longitudi- 
nally. Scribe  the  steam  chest  face  to  correct  distance  from 
cylinder  centre,  and  plane  with  a  front  tool,  p.  At  the  same 
setting  the  valve  face  may  be  planed  at  q  with  long,  strong  side 
tools,  right  and  left,  and  the  valve-guide  also  finished. 

The  cylinder  must  next  be  bored.  This  is  done  by  packing 
up,  as  at  K,  on  a  horizontal  boring  machine  of  the  type  described 
on  page  161,  but  of  a  smaller  pattern.  Bore  right  through,  and 
face  the  flanges  by  first  measuring  through  the  cylinder,  as  at  l, 
so  as  to  leave  an  equal  amount  of  seating  on  each  flange ;  then 
alter  the  tool  to  take  out  the  bell  mouth  or  larger  diameter  at 
each  end.  Set  the  casting  on  end,  as  at  o,  and  plane  the  stuffing- 
box  seatings  so  as  to  be  level  with  the  cover  seating. 

All  the  main  faces  are  now  machined,  and  the  rest  of  the 
lining  may  be  done.  At  v  the  inner  square  is  scribed  on  the 
steam  chest  face,  measuring  from  the  horizontal  and  vertical 
centres,  the  latter  being  squared  up  with  reference  to  the  outer 
edge  of  the  flange.  Take  the  material  out  by  hand,  or  by  slotting 
tool,  very  probably  the  former.     The  steam  chest  cover  may  be 
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planed  in  the  same  manner  as  the  cover  at  Fig.  237,  and  the 
holes  drilled.  It  may  then  be  fitted  to  its  place  on  the  cylinder, 
and  the  holes  scribed  through,  as  at  v,  and  centred.  After  the 
front  and  back  cylinder  covers  have  been  finished  (next  exampleX 
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26o  Cylinder  and  Covers, 

they  may  in  like  manner  be  fitted  to  the  cylinder,  and  the  stud 
holes  marked  off  (r),  both  covers  being  blocked  level  during  the 
marking  ofT.  Span  the  steam  and  exhaust  flanges,  and  divide  out 
their  bolt  centres  (x)  according  to  the  flange  circles ;  strike  out 
also  the  indicator  bosses  s.  Mark  off  the  bolt  holes  for  cylinder 
foot,  as  at  u  u,  by  measuring  from  the  cylinder  centre  to  a  straight- 
edge lying  across  two  of  them,  and  otherwise  from  the  cylinder 
fronts,  giving  and  taking  with  the  centres  of  the  bosses  as  cast. 
Scribe  the  centres  of  the  stuffing  boxes  and  their  studs,  as  at  t, 
and  square  the  same  from  the  cylinder  centre.  Mark  the  central 
holes  in  cylinder  cock  bosses  according  to  their  position  as  cast 
(see  w) ;  the  stud  holes  arie  better  marked  from  the  cocks  them- 
selves. For  the  ports  a  template  is  provided,  and  nicked  at  the 
centre  lines,  so  that  it  may  be  accurately  placed  in  position.  The 
horizontal  centre  is  scribed  on  the  port-face,  the  vertical  centre 
squared  up  from  the  face  h,  as  measured  from  the  stuffing-box 
face  after  boring;  the  template  is  then  applied,  and  the  ports 
traced  through. 

Now  set  the  cylinder  under  a  radial  drill,  so  as  to  drill  all  the 
stud  holes  in  the  various  flanges  \o  tapping  size,  and  tap  them, 
either  by  hand  or  by  machine. 

The  indicator  bosses  have  a  small  hole  drilled  first,  are  pin- 
drilled  afterwards,  half  way  down,  to  tapping  size,  and  knifed  on 
their  top  surfaces,  then  finally  tappgd.  The  drain-cock  bosses 
are  treated  in  like  manner,  and  the  cylinder  foot  bolt  holes  knifed 
on  their  top  surfaces  after  drilling.  Next  mark  the  studs  for 
drain  cocks  and  valve  spindle  stuffing  boxes,  the  latter  as  in 
Fig.  237.  Chip  the  edges  of  the  steam  ports  to  the  marked  lines, 
and  scrape  the  face.  Then  put  in  all  the  cover  studs  with  stud 
box,  and  bolt  on  the  covers  to  try  the  fit 

XXX.  Cylinder  Covers  (Fig.  265).— The  front  cover  is 
chucked,  as  at  a,  until  the  stuffing-box  face  be  true,  for  this  face 
is  not  to  be  tooled.  Set  the  tool  to  correct  distance  from  centre, 
and  turn  the  rim.  Clean  up  also  the  front  of  the  cover,  measuring 
from  the  slide  bar  bracket,  and  mark  off  the  thickness  of  the 
flange,  and  the  circle  for  the  stud  holes.  If  cored,  proceed  to 
bore ;  if  not,  drill  first,  and  bore  afterwards  to  diameters  given, 
first  right  through  with  the  smaller  hole,  and  next  the  larger  hole 
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262  Slide  Valves  and  Flyw/teeL 

to  proper  depth.  Reverse  the  work,  as  at  b,  and  set  truly  with 
the  turned  face.  Turn  the  inner  surface  and  the  smaller  diameter. ' 
Now  set  the  cover,  end  up,  on  the  marking  table,  as  at  c,  until 
the  boss  is  horizontal.  Having  spanned  the  hole  and  found  its 
centre,  scribe  the  centre  line  along  the  boss  and  on  to  the  cover. 
Scribe  also  the  seating  for  the  slide  bars  and  the  centres  of  the 
gland  studs.  Now  turn  the  cover  through  90°,  by  measuring  from 
a  square,  as  at  d,  and  scribe  the  centre  line  across.  Mark  also 
the  slide  bar  seatings,  and  divide  out  the  stud  holes ;  then  drill 
the  bolts  and  studs,  and  slot  the  slide  bar  seatings.  Lastly,  scribe 
through  the  stud  holes  on  to  the  cylinder  flanges.  The  back  cover 
is  turned,  as  at  £  and  f,  and  similarly  marked,  and  the  gland 
tooled  as  previously  described  at  Fig.  238. 

XXXI.  Main  Slide  Valve  (Fig.  266).— Lay  horizontal, 
as  at  B,  scribe  centre  of  boss  and  thickness  of  valve,  and  plane 
both  sides.  Set  up,  as  at  c,  till  the  bosses  are  level,  and  scribe 
the  centre  all  round ;  line  also  the  top  and  bottom  surfaces. 
Turn  to  the  position  d  till  the  boss  is  quite  vertical,  and  scribe 
the  centre  line  round.  From  this,  line  the  height  of  boss  at  top 
and  bottom.  Re-scribe  the  hole  for  the  spindle  at  both  ends, 
which  is  much  larger  than  the  valve  spindle,  to  allow  for  wear  of 
valve.  Next  set  up  on  an  angle  plate  in  the  drilling  machine, 
as  at  E,  till  vertical,  and  drill  the  hole  right  through,  knifing  at 
the  same  time.  Plane  the  top  and  bottom  surfaces.  Line  out 
the  ports  by  means  of  a  template,  and  finish  their  edges  by 
hand. 

XXXII.  Expansion  Slide  Valve  (Fig.  267).— Set  level, 
as  at  B,  and  scribe  the  boss  centres  and  the  face.  Square  up  the 
edge,  measuring  from  the  centre,  and  join  this  along  the  top. 
Next  set  vertically,  as  at  c,  scribe  the  centre,  and  line  thickness 
of  boss  seatings.  Drill,  knife,  and  plane  as  before,  finishing  the 
edges  to  template. 

XXXIII.  Flywheel  (Fig.  268)  requires  very  little  descrip- 
tion. It  is  simply  bolted  centrally  by  the  arms  to  a  large  face 
plate,  as  shewn  at  a,  the  boss  bored,  and  both  boss  and  rim  faced. 
It  is  next  reversed,  the  other  side  faced,  and  the  rim  turned,  as 
in  previous  similar  cases,  the  curved  surface  being  given  by  a 
careful  hand  feed.     (For  keyway  cutting,  see  Appendix  /,/.  754.) 
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264  Bed  Plate  and  Brass  Work, 

XXXIV.  Bed  Plate  (Fig.  269).— This  is  not  too  large  for 
a  planing  machine  such  as  was  described  at  page  169.  It  is 
better  to  plane  the  under  edge,  so  that  the  bed  may  rest  more 
perfectly  on  the  stone  or  brickwork.  The  casting  is  therefore  set 
upside  down  on  the  machine,  and  the  ends  clamped  till  the  two 
side  edges  are  planed ;  the  clamping  is  then  removed  to  the  side, 
and  the  end  edges  planed  with  a  short  stroke.  The  bed  being 
now  set  right  way  up,  and  held  by  its  lower  rim  all  round,  must 
next  have  its  seating  marked,  so  as  to  plane  ofF^  the  calculated 
allowance  (the  total  depth  is  not  of  any  consequence).  All  the 
Beatings  will  be  done  at  once,  with  a  stroke  the  whole  length  of 
the  table.  •  The  bolt  and  stud  holes  are  to  be  marked  off  by  the 
Erector. 

XXXV.  Brass  Work  (Fig.  270)  must  be  bright  all  over 
the  exterior,  and  have  the  interior  bored  at  certain  after-mentioned 
places.  The  Oilcup  at  b  can  be  finished  entirely  by  chuck 
turning  and  drilling,  polishing  with  the  very  finest  emery  cloth. 
The  Cylinder  Cock,  a,  is  cored  throughout.  The  main  body 
and  the  plug  socket  are  both  turned  externally  as  far  as  possible, 
but  the  central  portion  must  be  finished  with  file,  and  the  corners 
cleaned  with  a  riffler.  The  socket  and  plug  are  respectively 
bored  and  turned  in  the  manner  shewn  at  Fig.  254,  the  cock 
then  placed  in  the  vice,  and  the  plug  ground  to  fit,  with  fine 
emer)'  powder  and  water,  by  rotating  backward  and  forward  with 
a  wrench  upon  the  shank.  The  screws  are  chased,  and  the  flange 
drilled;  and  the  whole  polished  with  fine  emery  cloth.  The  union 
nut,  after  finishing,  is  slipped  over  the  copper  pipe,  and  the  conical 
nipple  then  brazed  to  the  latter  (see  page  86). 

The  Sight-feed  Lubricator,  d,  is  the  ©nly  form  now  used 
for  slide  valve  and  piston  lubrication.  The  oil-chamber,  a,  is 
fixed  in  any  convenient  position,  and  two  connections  made  with 
the  steam  pipe  as  shewn.  Having  filled  a  with  oil,  and  the  sight- 
feed  b  with  water,  the  valves  c  and  d  are  opened,  as  well  as  the 
two  steam  cocks,  and  steam  being  condensed  in  the  coiled  pipe, 
forms  water,  which  enters  a  and  displaces  the  oil,  forcing  it  up 
through  the  glass  sight-feed  chamber  drop  by  drop,  it  being  seen 
rising  through  the  water  in  b^  than  which  it  is  specifically  lighter. 
Reaching  the  steam  pipe,  it  is  carried  by  the  steam  to  the  slide 
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valve  and  cylinder ;  ^  is  a  non-return  valve,  and  /  a  drain  cock. 
The  various  parts  are  bored,  screwed,  and  polished,  and  then  put 
together.  The  steam  cocks  are  cast  with  a  core,  and  are  pro- 
vided in  casting  with  a  small  boss  placed  on  the  bend  to  assist  the 
centering  in  the  lathe ;  this  boss  is  shewn  dotted. 

The  Indicator  Plugs,  c,  are  next  turned  and  screwed. 

Erecting. — We  may  now  collect  all  the  engine  parts  for  the 
purpose  of  erecting,  as  follows : — 


List  of  Engine  Details. 


?igs. 

I. 

Regulator  Lever 

...      228 

II. 

Bracket  for  Regulator  Lever  .. 

...      229 

III. 

Pins  and  Washers  for  Regulator  Lever     230 

IV. 

Links  for  Regulator  Lever 

...      232 

V. 

Regulator  Valve  Spindle 

•••      233 

VI. 

Nut  for  Valve  Spindle 

...      234 

VII. 

Regulator  Valve          

••      235 

VIII. 

Regulator  Valve  Box 

...      236-7-8 

IX. 

Valve  Spindles :  Main  and  Expansion     239 

X. 

Expansion  Eccentric  Rod 

...      240 

XI. 

Main  Eccentric  Rod 

...      241 

XII. 

Intermediate  Valve  Rod 

...      242 

XIII. 

Guide  Bracket  for  Valve  Rod 

...      243 

XIV. 

Eccentric  Straps  and  Sheaves 

...      244-5 

XV. 

Slide  Bars        

...      246 

XVI. 

Slide  Bar  Bracket  and  Distance  Piece     247 

XVII. 

Crank  Shaft  Bearing  . 

...      248-9 

XVIII. 

Slide  Blocks    ... 

...      250 

XIX. 

Gudgeon 

...      250 

XX. 

Crankshaft     ... 

...      251 

XXI. 

Connecting  Rod 

•••      252-3 

XXII. 

Cross-head 

...      254 

XXIII. 

Piston  Rod      ... 

•••      255 

XXIV. 

Piston 

...      256 

XXV. 

Radius  Link    ... 

•••      257 

XXVI. 

Governor  Pullies 

...      258 

XXVII. 

Governor  Bracket 

...      259-60 
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268  Erecting  the  Engine. 

List  of  Engine  Details — Continue^. 


XXVIII. 

Governoi:  Details    '     ... 

XXTX. 

Steam  Cylinder 

XXX. 

Cylinder  Covers 

XXXI. 

Main  Slide  Valve 

XXXII. 

Expansion  Slide  Valve 

XXXIII. 

Fly  Wheel 

XXXIV. 

Bed  Plate         

XXXV. 

Brass  Work      

XXXVL 

Bolts  and  Studs  (not  drawn). 

Figs. 
261-2 
263-4 
265 
266 
267 
268 
269 
270 


The  Erector  is  now  to  be  provided  with  a  *  General  Arrange- 
ment/ or  complete  drawing  of  the  engine,  in  plan  and  elevation, 
having  certain  principal  dimensions  supplied.  This  drawing  is 
given  in  Figs.  271  and  272. 

The  Bed  of  the  engine  is  slung,  and  lifted  by  travelling  crane 
into  position  on  blocks  of  wood,  as  at  a^  Fig.  273,  and  then 
levelled  with  wood  wedges  and  the  aid  of  the  square  shewn  in 
Fig.  196;  the  cylinder  and  bearings  then  adjusted  on  their 
seatings  approximately;  the  back  and  front  end  of  cylinder 
bore  being  bridged  with  iron  bars,  the  first  having  a  small  hole 
drilled  centrally  and  horizontally,  and  the  second  having  a 
central  notch  in  its  upper  edge  (see  a  and  b)  :  a  strong,  fine 
string  b  is  knotted  and  passed  through  the  hole,  and  carried  to 
the  front  of  the  bed,  where  it  is  pulled  tight  and  wrapped  round 
the  support  c ;  the  latter  being  set  with  one  edge  agreeing  with 
centre  line  of  cylinder,  as  measured  from  the  bearing  seatings, 
and  having  notches,  as  at  d,  to  hold  the  string  at  the  correct 
height.  This  string  constitutes  the  main  centre  line,  and  the 
front  of  the  cylinder  is  adjusted  to  suit  by  tapping  the  casting 
with  a  hammer,  then  clamping  firmly  to  avoid  accidental  move- 
ment 

The  Bearings  are  next  adjusted.  Pass  a  long  straightedge,  f, 
through  the  brasses,  and  support  it  on  level  blocks  till  its  upper 
surface  nearly  touches  the  string.  Clamp  the  large  square  f  upon 
E,  near  tKe  string,  and  support  on  block  g  ;  then  prepare  a  lath  h, 
to  measure  the  length  from  cylinder  face  to  edge  of  bearing 
brasses,  and  mark  distances  on  the  straightedge  e,  on  each  side 
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Erecting  the  Engine,  269 

of  the  square,  up  to  the  bearing  faces  (shewn  by  curved  arrows). 
Adjust  bearings  till  (i)  straightedge  touches  measuring  lath ; 
(2)  square  touches  string  along  its  whole  length;  (3)  face  of 
brasses  is  lineable  with  measure  of  straightedge;  and  (4)  straight- 
edge exactly  touches  bearing  brass  throughout  its  length.  Then 
mark  the  bearing  stud  holes  through  upon  the  bed,  and  do  the 
«ame  with  the  cylihder  holes. 

The  Slide  Bar  Bracket  must  be  placed  with  reference  to  slide 
bar  length.  It  is  wisest,  therefore,  to  temporarily  fasten  the  front 
cylinder  cover  and  the  two  bottom  slide  bars.  When  all  are 
together,  as  at  d^  the  bracket  is  set  to  central  position  by  squaring 
up  from  its  top  surface  to  the  string,  and  the  stud  holes  traced 
through. 

The  Valve -Spindle  Guide  Bracket  must  also  be  true  with 
regard  to  the  spindles,  so  these  are  put  through  the  stuffing  boxes 
and  the  bracket,  and  the  latter  adjusted  by  measurement  from 
<7linder  face  on  the  one  hand,  g^  and  from  the  string  on  the 
other  hand,  using  blocked-up  laths  at  h.  If  the  spindles  do  not 
slide  truly,  a  slight  readjustment  can  be  made.  Examine  also  for 
appearance  regarding  seating,  then  scribe  the  stud  holes.  The 
governor  bracket  comes  to  the  Erector  fitted  up  entirely  with 
governors,  links,  and  pullies.  Set  up  in  approximate  position, 
and  measure  the  distances  j  from  the  boss  faces  to  the  string, 
these  being  the  most  important;  adjust  to  these,  and  also  to 
•distances  from  cylinder  face  {e)  and  crank  bearing  (k).  Then 
test,  by  measurements  at  k  and  g,  for  parallelism  of  pulley 
spindle,  and  mark  off  the  holes. 

The  holding-down  bolts  are  lastly  marked,  all  the  parts  re- 
moved, the  circles  centre-punched,  and  the  Bed  Plate  either  taken 
to  a  radial  drill,  or  drilled  by  ratchet  brace,  the  former  being 
preferable.  Tap  all  the  stud  holes  and  insert  studs ;  then  return 
the  bed  to  its  erecting  position,  which  need  not  this  time  be 
level,  the  main  adjustments  having  been  made.  And  now  the 
various  pieces  are  to  be  put  in  place  in  the  order  we  shall  mention. 
First  the  Cylinder  is  bolted  down,  and  the  Front  Cover  put  on, 
the  Piston  inserted,  and  the  Rod  passed  through ;  then  the  Slide 
Bar  Bracket,  and  the  Bottom  Slide  Bars.  The  Bearings  come 
next,  and  when  fixed  have  the  Crank  Shaft  laid  upon  them,  with 
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Setting  tfie  Eccentrics, 


red  ochre  applied  to  its  journals.  Being  turned  round  in  the 
bearings  by  means  of  the  temporary  handles,  l,  it  is  lifted  away, 
the  brasses  scraped,  and  the  method  repeated  until  a  perfect  fit  is 
obtained.  The  last  time  the  shaft  is  removed,  it  is  taken  to  the 
marking  table  to  line  the  eccentric  keyways.  The  angles  for  each 
sheave  are  shewn  at  m,  being  known  after  design,  and  are  there 
kralled  a  and  /3 ;  x  and  y  are  therefore  found  from  a  table  of  natural 
sines. 

For    X  =  radius  of  shaft  x  sin  a,  and  y  =  radius  of  shaft  x  sin  /3. 


Table  of 

^  Natural  Sines  Folt  Angles  up  to  45 

0 

Deg. 

Sine. 

Deg. 

Sine. 

Deg.  , 

Sine. 
•39875 

Deg.  j 

Sine 

i 

•00872 

12 

-20791 

234 

35, 

•57357 

•01745 

I2i 

-21644 

24   ! 

•40673 

35i: 

•58070 

li 

,  -02617 

^3. 

•^2951 

24i, 

•41469 

36  i 

•58778 

I 

1  03489 

i3i 

•23344 

25   ' 

-42262 

36i 

•59482 

H 

'  -04362 

'4, 

•24192 

25i 

•43051 

'  37 

-60181 

2 

•05233 

H\ 

•25038 

26' 

-43837 

37k 

•60876 

3i 

•06104 

15, 

•25882 

26i: 

•44619 

38 

-61566 

3, 

1  '06975 

I5i 

•26724 

27, ; 

•45399 

38* ; 

•62251 

4i 

'  •07846 

16 

-27563 

27ii 

•46175 

39,  i 

•62932 

4 

•08715 

i6i 

-28401 

28  . 

•46947 

39i ; 

-63607 

5i 

•09584 

'7, 

-29237 

28il 

•47715 

40      ; 

•64278 

5 

i  -10453 

I7i 

•30070 

29^ 

•48481 

40J  ! 

•64944 

^ 

•I  1320 

18 

•30901 

29i  • 

•49242 

41 

•65606 

6 

,  -12187 

i8i 

•31730 

30  1 

•50000 

4ii  . 

'66262 

7i 

•13052 

'9, 

•32556 

3oi 

•50753 

42  . 

•66913 

8 

•I39I7 

I9i 

•33380 

3^ 

5' 503 

42i 

-67559 

H 

-I478I 

20 

•34202 

3«i 

-52249 

43.  ' 

-68200 

9, 

'   -15643 

20J 

•35020 

32^ 

-52992 

43i 

•68835 

9i 

;  -16504 

21 

•35836 

32i 

•53730 

44 

-69465 

10 

1  -17364 

2li 

•36650 

33,  ; 

•54464 

44i 

-70091 

loi 

;  -18223 

22 

-37460 

33i 

'55193 

45 

70710 

II 

'  -19081 

22i 

-38268 

34, 

•55919 

Hi 

1  -19936 

23 

•39073 

34i 

•56640 

The  heights  x  and  y  above  or  below  centre  line  have  to  be  scribed 
by  laying  the  crank  webs  vertically  or  horizontally  as  at  p  and  n, 
and  the  distance  q  also  measured,  giving  the  centre  line  between 
the  two  eccentric  rods.  Slot-drill  the  keyways.  Then  drive  the 
sheaves  upon  the  shaft,  to  which  they  should  fit  tightly ;  put  in 
the  keys,  and  replace  the  crank  in  its  bearings.     (It  may  be  noted 
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that  the  copper  hammer  should  always  be  used  in  these  operations.) 
Bolt  down  the  bearing  caps. 

Fix  the  Valve  Spindle  Guide,  valve  spindle  Stuffing  Boxes,  and 
Valves, 'also  the  Governor  Bracket  with' gear  complete.  Twist  the 
valve  spindles  round  until  the  valve  scr^w  is  placed  symmetrically 
with  regard  to  the  valve  \  then  measure  for  equal  play  either  side 
of  the  guide  bracket.  In  the  case  of  the  expansion  spindle,  put 
in  the  intermediate  rod,  and  let  the  lifting  link  be  vertical  when 
valve  is  at  half  stroke.  We  shall  proceed  to  set  the  valves ;  so 
to  aid  us  in  turning  the  crank  to  its  various  positions,  the  flywheel 
is  driven  on  to  the  shaft,  and  there  keyed.  The  governor  pulley 
can  be  put  on  afterwards,  being  in  halves. 

It  is  convenient  to  find  the  position  of  the  main  slide  valve  by 
the  aid  of  a  thin  wedge  of  wood,  r,  which  is  tried  in  the  port  on 
the  horizontal  centre  line,  and  on  removal  measured.  Put  the 
main  slide  to  open  to  Mead'  at  the  front  of  the  cylinder,  the 
amount  being  known ;  place  the  crank  horizontal,  as  taken  from 
the  seatings,  and  put  the  crank  pin  to  the  front,  as  at  s.  Now 
measure  with  a  lath  the  length  from  valve  spindle  pin  to  nearest 
edge  of  eccentric  sheave. 

Set  the  valve  for  lead  to  back  of  cylinder,  place  the  crank  in 
horizontal  backward  position  x,  and  measure  the  length  as  before. 
The  two  lengths  obtained  should  differ  only  by  a  very  small 
amount,  and,  being  averaged,  the  length  of  the  main  eccentric 
rod  can  be  found.  During  the  preceding  operations  the  expansion 
valve  can  be  slid  to  one  side  or  the  other  for  convenience. 

The  expansion  slide  must  be  set  centrally.  We  first  move  the 
main  slide  to  opening  position  at  front  and  back  part  alternately, 
and  each  time  measure  the  distances  u  on  the  valve  spindle.  By 
setting  the  spindle  to  half  the  sum  of  the  two  measurements  at  u, 
the  valve  will  be  central.  The  expansion  valve  is  now  moved  till 
midway  between  the  main  valve  ports  (v  v),  and  its  spindle 
measured  as  at  u.  Set  the  crank  webs  upright,  as  at  w,  with 
straightedge  and  plumblines.  Take  the  distance,  z,  to  eccentric 
centre,  found  thus : 

z  =  radius  of  eccentric  circle  x  sin  /3 ; 

and  move  the  expansion  spindle  back  at  u  by  this  amount ;  then 
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measure  length  for  eccentric  rod  between  pin  of  radius  link  and 
edge  of  sheave.  Reversing  the  crank,  as  at  x,  the  valve  is  moved 
to  the  front  by  the  same  amount,  z,  the  length  again  obtained, 
and  the  two  averaged.  In  our  description  of  the  machining  of 
these  rods  we  supposed  the  length  already  given ;  but  it  is  always 
found  for  the  smith  in  this  way,  though  often  the  rods  are  finished 
in  two  pieces,  and  afterwards  welded  to  correct  length. 

Put  the  valve  rods  in  place,  also  the  crosshead,  connecting 
rod,  gudgeon,  and  slide  blocks  ;  connect  up  to  crank  pin,  having 
previously  fitted  the  brasses  to  the  pin  by  scraping,  and  bolt  down 
the  top  slide  bar  with  distance  pieces  between.  Fix  the  regulator 
valve  box  (previously  put  together),  the  cylinder  cocks  and  lubri- 
cators, the  steam  chest  cover,  and  the  back  cylinder  cover,  making 
all  joints  with  red-lead  *  putty '  between.  The  putty  is  a  mixture 
of  red  and  white  lead,  softened  with  boiled  linseed  oil  After 
covering  the  joint  surface,  a  piece  of  soft*  hemp  line  is  laid  once 
or  twice  round,  and  the  cover  then  put  9n.  Portland  cement  or 
asbestos  discs  are  also  used. 

The  last  stage  of  all  is  to  carry  away  the  parts  to  their  per- 
manent position,  and  bolt  down  the  whole  to  its  stone  bed; 
connect  up  the  steam  and  exhaust  pipes,  and  get  up  steam. 

We  shall  now  conclude  with  one  or  two  general  points. 

Templates  and  Jigs. — The  former  have  been  sufficiently 
explained  in  Figs.  253,  264,  and  266.  They  are  used  very 
extensively  in  much  repeated  work,  thus  saving  a  great  deal 
of  time  in  marking  off,  anc}  they  take  a  variety  of  shapes.  Jigs 
are  an  extension  of  the  template  principle.  Instead  of  thin 
plates,  castings  of  an  inch  or  so  in  thickness  are  used,  supplied 
with  holes  where  needed,  the  object  being  to  guide  the  drill  to  its 
proper  place  on  the  work  without  the  necessity  of  lining-out  at 
all.  An  example  of  the  application  of  this  principle  to  a  cylinder 
cover  is  shewn  at  v,  Fig.  273.     {See  Appendix  ILyp.  820.) 

Hobbing  a  W^orm' Wheel. — A  cutter  for  forming  spur- 
wheel  teeth  was  given  at  Fig.  186,  and  a  method  of  cutting  bevel 
teeth  at  Fig.  262.  Worm-wheel  teeth  can  also  be  cut 'by  first 
turning  in  the  lathe .  a  worm  of  the  correct  shape,  and  of  good 
steel.  This  is  then  fluted  to  form  a  milling  cutter,  and  is  termed 
a  hob  in  the  workshop.     The  operation  is  then  much  the  same  as 
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that  described  at  page  58.  The  spaces  are  first  cut  on  the  angle 
with  a  spur-wheel  cutter,  and  the  finish  given  with  the  hob  by 
placing  both  wheel  and  worm  in  position,  as  at  Fig.  72,  and 
rotating  the  latter  on  a  milling  spindle.     {See  App.  IL^p.  823.) 

Dimensions. — In  most  workshops  the  inch  is  divided  into 
vulgar  fractions  in  the  common  way.  But  in  dealing  with  work 
of  great  accuracy,  or  where  small  differences  are  to  be  repre- 
sented, the  above  divisions  have  to  be  carried  beyond  sixteenths, 
and  then  become  cumbersome.  To  avoid  this  difficulty,  the 
decimal  system  of  division  has  been  used  for  a  considerable 
period  in  a  few  shops,  and  has  proved  a  great  boon,  being  easily 
learnt  by  any  workman,  and  its  advantages  greatly  valued.  We 
have  spoken  of  high  and  low  gauges  for  interchangeable  work. 
Where  these  are  used,  the  drawings  are  supplied  with  what  are 
known  as  *  plus  and  minus '  dimensions.  Thus  all  shafts,  pins, 
&c.,  are  figured  '002"  larger  than  the  size  required,  an  inch  pin 
being  i'oo2";  and  holes  are  marked  '005"  larger  than  their 
pins,  an  inch  pin  requiring  a  hole  1*007".  There  is  an  under- 
stood plus  and  minus  allowance  of  '002"  on  both  these  dimen- 
sions, so  that  if  a  large  pin  and  small  hole  come  together,  there 
will  be  a  minimum  clearance  of  -001",  while  a  small  pin  in  a 
large  hole  will  have  a  maximum  clearance  of  -009".  For  driving 
fit,  the  hole  and  shafl  are  figured  the  same,  and  the  kind  of  fit 
noted.     (See  Appendix  IL^p.  825.) 

It  was  long  ago  found  advisable  to  fix  the  .thickness  of  thin 
plates  and  the  diameter  of  small  wires  by  reference  to  a  table  of 
numbers,  which  received  the  name  of  the  Birmingham  Wire 
Gauge  or  B.  W.  G.,  and  where  each  number  had  a  corresponding 
dimension.  This  table  was  readjusted  about  the  year  1885  and 
considerably  extended,  under  the  name  of  the  New  Standard 
Wire  Gauge,  and  has  been  shewn  diagrammatically  in  Fig.  274,  the 
horizontal  scale  representing  a  length  of  half  an  inch,  while  the 
ordinates  are  referred  to  the  numbers  on  the  left  hand.  The 
actual  gauge  is  represented  at  k.  Fig.  273,  being  a  steel  plate 
provided  with  slots  of  the  correct  widths. 

Split  Pins. — Half-round  wire  split  pins  are  made  in  fifteen 
different  sizes,  the  largest  being  j^",  §",  and  yg^",  and  the 
remainder  numbered   i  to  12,  corresponding  with  W.  G.     The 
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diameter  of  eye  is  equal  to  that  of  the  pin,  and  the  lengths  vary- 
as  follows : — 


Nos.  7  to  12     ... 

i"  to  4"  long,  rising  by  J", 

„     5  and  6     ... 

••    I"  to  4"  „ 

„     I  to  4       ... 

..     I"  to  5"     „ 

A"  pin      

...     I*"  to  si" 

8" 

...     «"to5j'  „ 

7  " 

...  ^rtosF 
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CHAPTER  VII. 

BOILER    MAKING    AND    PLATE    WORK. 

We  now  enter  upon  a  division  of  practical  engineering  having  no 
direct  connection  with  any  previously  described  processes,  ex- 
cepting only  Metallurgy  (Chapter  III.).  Boilers,  Tanks,  Girders, 
Ships,  &c.,  are  built  up  by  bolting  or  riveting  together  plates 
previously  manufactured  at  the  Rolling  Mill,  intermediate  con- 
nections being  formed  by  *  section '  bars,  rolled  at  the  same  place. 

Materials. —  It  is  beyond  our  scope  to  give  a  detailed 
account  of  the  production  of  wrought-iron  or  steel  bars,  angles, 
or  plates,  by  rolling  while  hot.  Wrought  Iron  is  obtained  from 
Cast  Iron  hy  puddling,  as  at  p.  75,  where  the  process  was  followed 
to  the  formation  of  bar  iron  of  different  qualities.  The  bars  are 
now  hot-rolled  by  passing  between  pairs  of  horizontal  rollers, 
being  supported  on  their  way  to  or  from  which  by  a  train  of 
bearing  rollers.  Putting  the  bar  through  the  mill  a  sufficient 
number  of  times  (both  crosswise  and  lengthwise),  a  flat  plate 
is  obtained ;  then  sheared  to  rectangular  shape.  These  rolls  are 
too  simple  to  need  illustration.  They  are  very  powerful,  being 
driven  by  a  large  engine,  which  is  either  itself  reversible,  or  the 
rolls  are  supplied  with  a  reversing  clutch. 

If  *  Section  '  bars  are  required,  the  material  is  first  reduced 
to  a  convenient  thickness,  and  then  passed  through  a  set  of  rolls 
capable  of  gradually  decreasing  the  sectional  area,  while  lengthen- 
ing the  bar.  Thus  any  particular  section  may  be  obtained,  the 
process  consisting  of  'cogging,'  or  roughing-down  the  bar,  and 
'finishing,'  or  giving  the  true  section.  In  Fig.  275,  a  represents 
a  train  of  rolls  for  producing  L  or  angle  bar,  a  being  the  cogging 
set  and  b  the  finishing  set ;  b  shows  rolls  for  plain  or  merchant 
bar ;  c  those  for  T  bar ;  and  d  for  H  (aitch)  bar.  The  opera- 
tions occur  from  left  to  right,  the  upper  rolls  being  usually 
provided  with  discs  riding  on  corresponding  depressions  in  the 
lower  roll,  and  thereby  preserving  the  correct  thickness  of  bar. 
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Iron  plates  retain  the  fibrous  quality  imparted  to  the  bar, 
and  are  therefore  much  stronger  in  the  direction  of  the  fibre  than 
across  it.  Owing  to  the  secretion  of  cinder  and  scale  between 
the  layers  during  piling,  the  finished  plate  must  be  carefully 
examined  for  faults — (i)  by  eye,  (2)  by  slinging  from  the  four 
corners  and  tapping,  when  the  dull,  ashy  portions  may  be- de- 
tected by  the  non-vibration  of  sand  sprinkled  over  the  surface. 


/^OUG  HfNG    f^OL,L.  ^ 


r/f^fSHf/s/C    ROLL.S 


V 


da 


,] 


iTA/O     £i.  £•  VA  T/OA/ 


FXq.  275. 


JZoZLCruq  JJ^zH    for   Saj^cZjotv  Mccns. 

Very  bad  plates  are  rejected,  and  the  others  placed  in  the  scale 
according  to  quality,  thus  evolving  the  various  degrees  of  *  best,' 
*  double  best,*  and  *  treble  best;'  terms,  however,  by  no  means 
sufficiently  definite.  The  Yorkshire  irons  are  made  with  great  care 
and  a  large  expenditure  of  fuel,  being  also  very  carefully  selected. 
Steel  Plates  and  Bars  are  rolled  similarly.  The  ingots, 
obtained  as  at  pp.  79  to  82,  are,  after  casting,  usually  broken  up, 
piled,  and  re-heated,  though  some  authorities  complain  that  this 
destroys  the  homogeneity  for  which  steel  plates  are  admired,  and 
prefer  to  roll  direct  from  the  ingot.     The  slabs  or  ingots  should 
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be  well  squeezed  in  both  directions  when  made  into  plate.  Steel 
plates  are  much  more  reliable  now  than  when  first  introduced,  it 
being  clearly  recognised  that  a  certain  amount  of  strength  must 
be  sacrificed  to  ductihty.  They  are  not,  therefore,  considerably 
stronger  than  iron,  but  much  more  homogeneous  or  even  in 
structure,  the  particles  being  so  thoroughly  re-arranged  when  in  the 
molten  state.  Iron  plates,  on  the  other  hand,  are  very  various  in 
quality,  even  over  one  plate,  because  of  the  processes  employed 
ia  obtaining  fibre.  A  test  strip,  either  for  plate  or  bar,  rarely  gives 
an  exact  determination  of  the  whole,  while  the  contrary  holds 
with  steel.  Steel  plates  are  termed  *  mild '  because  they  have  little 
more  carbon  than  wrought  iron  plates ;  they  have  some  30  per 
cent,  more  strength  than  the  latter,  with  one  and  a  half  to  twice 
the  elongation.  The  price  of  iron  being  also  greater,  it  is  not 
surprising  that  steel  is.  the  only  material  now  used  for  plate  work, 
excepting  where  continuous  flanfe  action  (as  in  locomotive  fire- 
boxes) renders  Lowmoor  iron  or  copper  preferable.  Copper, 
though  more  expensive,  and  losing  its  strength  somewhat  while 
hot,  is  an  exceedingly  good  conductor  of  heat,  and  deteriorates 
less  under  the  action  of  flame,  lasting  therefore  longer  than  iron, 
while  being  more  efficient 

Steel,  then,  in  a  mild,  homogeneous  form,  is  the  material  now 
generally  used  for  all  plate  and  angle  work.  Both  steel  and  iron 
are  received  from  the  rolling  mill  under  the  following  forms  : — 


Plates           — 

H  (Aitch)  Bars              H 

Angle  Bars 

L 

Flat  and  Square  Bars   mmtk 

Tee  Bars 

T 

Round  Bars                    • 

Channel  Bars 

r-T 

Brands,  qualities,  and  sizes  of  plates. — The  qualities 
of  iron  have  been  mentioned  at  p.  76,  *  common'  being  used  for 
bridges  and  girders,  and  the  remainder  for  boiler  work.  Mild 
Steel  occurs  in  four  qualities,  thus  : — 

1.  Ship  and  bridge  quality. 

2.  Ordinary  boiler  quality. 

3.  Soft  boiler  quality. 

4.  Superior  quality  (to  resist  flame). 
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The  brand   BT  shows  the  plate  has  passed  the  Board  of 

Trade  test,  while    "^     indicates  that  of  Lloyd's ;  and  there  are 

other  brands  representing  various  makers. 

The  sizes  of  plates  obtainable  vary  somewhat  with  the  makers, 
the  following  table  being  that  issued  by  the  Steel  Company  of 
.Scotland.  The  figures  must  be  kept  within  the  length  and  breadth 
given,  but  must  be  checked  for  area :  thus,  14  ft  by  4  ft.  may  be 
the  limits  of  lehgth  and  breadth  respectively,  but  4  x  14=56,  and 
the  area  limit  is  only  28  square  ft. 

Maximum  Sizes  of  Steel  Plates. 


Thickness. 

Length. 

1  " 

14' 

0" 

3  ' 

18' 

0"       1 

1" 
1 

22' 

0" 

52-            j 

25' 

0" 

30' 

0"        1 

1" 

33.' 

0" 

5  "      . 
TTT 

35' 

°"        1 

r 

38' 

0"         ! 

7  " 

TF 

40' 

0" 

1" 

40' 

0" 

6" 

s 

•40' 

0" 

3" 
T 

37' 

0" 

7" 

34' 

0" 

I'i 

31' 

0" 

'ir 

28' 

0" 

ir    i 

25' 

0 

)rAO/1»Vk 

Area  in 

jrestain. 

Squaue  Feet. 

4'o" 

28' 

4'6'' 

3»' 

5'o" 

40' 

s'  3" 

so' 

5'6" 

65' 

6'  0" 

72' 

6'  3" 

75' 

6'  6" 

85' 

7'  0" 

98' 

7'  6"      . 

1       '°5' 

8'  3" 

i       "5' 

8'  9" 

■       "S' 

8'  9" 

"5' 

8'  9" 

125' 

8-9" 

'       no' 

8'  9" 

100' 

Rivets  are  prepared  from  round  bar.  If  of  iron,  they  should 
be  of  the  ver>'  best  quality — 'Swedish,'  *CharcoaV  or  *Low 
Moor,*  and  capable  of  standing  re-heating  without  daterioration. 
Steel  rivets  have  now  almost  superseded  those  of  iron.  .The 
greater  strength  of  the  plates  was  of  little  value  so  long  as  the 
joint  (the  weakest  part)  remained  much  as  before,  but  since  the 
introduction  of  hydraulic  riveters  by  Tweddell,  and  with  care  in 
re-heating,  there  is  no  objection  to  steel.  The  making  of  rivets 
is  shewn  at  p.  99.     (Also  Appendix  K,  /.  970.) 
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Hand  Tools,  &c. — The  boiler-maker  and  plater  require^ 
somewhat  different   sets  of  tools.      Both  men  must  be  able  to- 


JVDourhjurvq    Xc^ols 
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niark  out  their  work,  although  in  large  shops  a  separate  man  is- 
kept  for  the  purpose.  In  the  latter  case  the  work  may  be  further 
subdivided  among  template-makers,  platers^   riveters^  and  an^le- 
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iron  smiths^  and  even  still  further  under  caulkers,  flangers,  &c., 
the  three  italicised  representing  the  usual  division. 

For  Marking-off  a  large,  low  table  is  used,  long  squares  and 
straight  edges,  a  scriber,  as  at  Fig.  194  ;  wing  compasses  and 
dividers ;  a  small,  very  tight  pair  of  compasses  for  describing  rivet- 
hole  circles  ]  and  in  some  cases  a  scribing-block.  For  scribing 
rivet-hole  centres,  parallel-  to  edge  of  plate,  a  compass  like  that  at 
A,  Fig.  276,  is  useful,  acting  like  the  carpenter's  gauge,  while  the 
wheel  tool  b.  Fig.  276,  of  24"  circumference,  is  run  over  curved 
plates  to  measure  their  developed  length.  Of  centre  punches 
there  are  two,  one  at  c.  Fig.  276,  for  centreing  or  dotting,  and  the 
other,  D,  for  centreing  a  hole  in  one  plate  to  agree  with  a  drilled 
hole  in  another.  A  small  taper  rod  or  podger  is  required  to  pull 
plates  into  line  by  insertion  in  their  rivet-holes. 

T^e  Angle-iron  Smith  must  be  able  to  bend  his  bars  in 
various  directions,  and  usually  inserts  a  welding  or  glut  pi^ce 
between  the  parts  to  be  joined,  thus  making  a  double  fork-weld. 
His  hearth  is  built  of  brickwork,  as  shewn  at  Fig.  277,  coke  being 
placed  on  a  sliding  plate  a,  which  fits  under  the  central  well  b, 
the  blast  entering  from  behind.  The  work  is  laid  on  the  top,  and 
loosely  built  round  with  firebricks,  then  covered  with  slabs  of  the 
same  in  cast  iron  casings,  and  a  good  welding  heat  obtained 
without  difficulty.  Reverberatory  furnaces  are  employed  for 
heating  plates;  they  are  similar  to  that  shewn  at  Fig.  85,  p.  75, 
but  have  a  flatter  roof,  and  a  larger  door  for  the  admission  of  the 
plates.    A  rivet-heating  furnace  is  smaller.     {See  App,  V.  p.  992.) 

The  Boiler-smith's  tools  are  not.  dissimilar  to  those  in 
Chap.  IV.  In  addition  to  the  tool  c.  Fig.  97,  ^  round-faced  flatter 
A,  Fig.  278,  is  required  for  finishing  rings.  Chisels  or  cutters, 
both  curved  and  straight  in  profile,  and  hollmv  swages^  as  at  b, 
Fig.  278,  are  also  necessary.  For  tongs,  the  three  forms,  c,  d, 
and  E  are  useful — c  for  lifting  angle  bars,  d  for  hoops,  and  e  for 
rivets. 

Plates  may  be  flanged,  bent,  or  straightened  by  hand,  large 
wooden  hammers  being  then  used,  as  at  f,  Fig.  278,  three  of 
which  are  employed  by  as  many  men,  who  give  rapid  consecutive 
blows  ;  but  these  processes  are  done  by  machine  where  possible ; 
and  will  be  described  later. 
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The  Plater  requires  three  chisels — the  flat  chisel,  Fig.  201, 
the  cross-cut,  as  at  Fig.  200,  and  another  with  curved  profile  for 
•chipping  the  edges  of  manholes,  &c  Hammers  are  of  three 
kinds — the  fitter's  hammer,  Fig.  199,  the  sledge  hammer,  and  a 
riveting  hammer  with  long  head  and  small  panes  for  places  where 
the  sledge  or  the  portable  riveter  cannot  be  employed.  A 
Riveting  Gang  consists  of  three  men  and  a  boy  ;  the  boy 
brings  the  red-hot  rivet,  which  the  leader  inserts,  as  at  d,  Fig. 
279;  another  m^n  holds  up  the  dolly,  as  at  a;  while  the  third 
man  and  leader  give  alternating  blows  until  the  cheese  head  e  is 
formed.  The  leader  then  applies  the  cupping  tool  or  snap  b, 
while  the  striker  gives  two  or  three  smart  finishing  blows  with 
the  sledge  c.  Work  should  be  designed  for  machine-riveting 
wherever  possible,  as  hand  work  can  neither  make  the  rivet  com- 
pletely fill  the  hole  or  compete  in  cost* 

Before  riveting  a  seam,  the  plates,  if  punched  or  drilled 
separately,  are  brought  into  alignment  by  the  podger  and  bolted 
in  one  or  two  places ;  then  the  drift  at  a.  Fig.  280,  may  be 
applied  and  forced  through  by  a  hammer  to  clear  out  the  holes. 
Though  of  undoubted  advantage  if  used  temperately,  the  drift 
is  now  banished  from  the  best  shops,  plates  being  injuriously  dis- 
tressed by  it  when  the  holes  are  very  untrue.  When  a  joint  is 
to  be  broken,  the  rivet-heads  are  chopped  off  by  the  set  b,  struck 
with  a  sledge,  and  the  punch  c  applied  to  drive  out  the  rivet 

Caulking  is  the  process  of  making  a  boiler  joint  thoroughly 
staunch  by  burring  up  the  plate  edges  with  a  blunt  chisel  or 
•caulking  tool.  In  Fig.  281,  a  is  the  section  of  a  boiler  joint, 
where  the  edge  of  the  outer  plate  is  bevelled  at  an  inclination  of 
I  in  8.  Striking  the  tool  b  with  a  hand  hammer  a  burr  is  formed, 
and  the  rivet  heads  treated  similarly,  as  at  a^.  Severe  caulking 
with  sledge  diminishes  the  grip  of  the  rivet  and  frictional  strength 
of  the  joint.  To  avoid  this  a  fullering  tool  c  is  often  used,  but 
there  is  no  objection  to  caulking  if  a  large  number  of  light  blows 
be  given.  A  Pneumatic  Caulker  will  be  described  later.  Caulking 
the  rivets  is  not  considered  necessary  if  hydraulic  riveting  be 
properly  applied.  (See  p.  322,  also  Appendices  II,  and  IV,^pp^ 
826  and  g4g  ) 

*  See  diagrams  by  Mr.  Tweddell,  prepared  for  his  paper  before  ihc  North- 
east Coast  Institution  of  Engineers  and  Ship-builders,  p.  321. 
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Punched  v.  Drilled  Holes.  —  Formerly  the  holes  were 
punched  in  a  boiler  plate  before  rolling  the  latter  into  cylindrical 
form,  and  alignment  then  obtained  by  very  forcible  use  of  the 
drift.  The  holes  were  marked  by  dipping  the  end  of  a  short 
piece  of  brass  tubing  into  white  paint  and  transferring  to  the 
plate ;  the  puncher  could  not  therefore  give  great  accuracy,  and 
the  plate  needed  considerable  stretching  when  a  pair  of  holes 
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made  *  half  moons.*  Later  the  centre-pop  replaced  the  white  ring, 
and  a  *  centre'  punch  as  at  b,  Fig.  282,  was  used  in  the  machine, 
so  that  the  hole  could  be  punched  with  accuracy.  The  machine 
punches  thus  took  the  successive  forms,  a,  b,  c,  and  d.  c  was 
introduced  to  avoid  distress  of  plate  by  giving  a  gradual  shear, 
and  D,  Kennedy's  spiral  punch,  still  better  carried  out  the  idea  of 
c,  as  proved  by  actual  tests.  The  bolster  is  shewn  at  e,  to 
support  the  plate  while  punching ;  and  the  size .  of  hole  (larger 
than  the  punch)  may  be  found  by  construction  at  g,  a  triangle 
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being  drawn  with  sides  as  i :  6.    Then  if  d  be  diameter  of  punch, 
and  /  plate  thickness,  d^  will  be  the  size  of  hole  in  bolster,  or 

The  material  removed  from  the  plate  is  known  as  the 
*  punching,*  or  *burr,'  and  during  the  operation  a  certain  portion 
is  compressed  into  the  surrounding  plate,  thereby  increasing  its 
density  and  causing  *  distress  ; '  the  clearance  between  punch  and 
bolster  hole  is  to  prevent  this,  which  it  does  partially.  The  dis- 
tressed area  is  said  to  be  small,  and  the  distressment  relievable  by 
rimering,  annealing,  or  both.  Dr.  Kirk's  experiments  in  1877  on 
the  fracture  of  punched  plates,  shewed  the  crystalline  or  weak 
portion  varying  between  the  two  limits  at  f,  Fig.  282.  All  this 
was  removed  by  subsequent  annealing,  heating  to  redness,  and 
slowly  cooling. 

But  the  question  was  raised  :  if  the  plates  require  such  treat- 
ment after  punching,  and  alignment  be  not  then  obtainable  unless 
punched  after  rolling  (very  difficult  with  machines  as  made),  why 
not  drill  them  at  once  and  avoid  annealing  ?  There  is  no  difficulty 
in  drilling  after  bending,  and  further,  the  holes  may  be  made 
through  both  thicknesses  of  plate  at  once,  thus  securing  accuracy 
of  position.  Drilling  *  in  position '  is  therefore  the  present- 
day  practice,  and  we  are  ndt  aware  of  any  workshop  where 
punching  is  performed  except  for  very  thin  plates,  or  for 
roughing  out  man-holes,  &c.  After  drilling,  .the  sharp  edge  is 
taken  off  by  a  countersinking  tool,  or  rosebit,  to  prevent  cutting 
action  on  the  rivet,  caused  by  expansion  and  contraction  of  the 
boiler. 

Shearing  causes  the  same  harm  to  the  plate  as  punching, 
and  the  edges  should  always  be  planed  afterwards. 

D  Cramps  as  at  a,  Fig.  219^,  are  required  by  boiler 
makers  for  temporarily  fastening  plates  together,  or  for  providing 
a  hold  when  slinging. 

Machine  Tools,  as  explained  in  Chapter  V.,  are  daily 
gaining  ground,  to  increase  the  output,  while  securing  greater 
accuracy  and  cheaper  production.  As  in  the  Fitting  shop,  they 
were  at  first  driven  entirely  by  belts  from  a  line  of  shafting,  but 
the  intermittent  demand  renders  hydraulic  power  more  advan- 
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tageousw  Mr.  Tweddell  advocated  the  almost  universal  appli- 
cation of  hydraulics  for  plate  work,  and  fully  confirmed  his  advo- . 
cacy  of  the  system,  especially  where  the  power  had  to  be  taken 
about  to  various  places  in  succession.  In  all  shops  Riveting 
Machines  and  Flanging  Presses  are  now  actuated  by  water 
pressure;  so  also  may  be  Punching  and  Shearing  Machines^ 
though  more  often  driven  by  shafting;  while  Drillings  usually 
performed  by  shaft  power,  has  been  successfully  attacked  by 
electricity  and  water  pressure;  portable  hydraulic  drills,  under 
certain  conditions,  having  proved  both  efficient  and  economical. 

Punching  and  Shearing  Machines. — It  is  customary 
to  combine  both  operations  in  one  machine,  as  a  plate  is  seldom 
punched  and  sheared  at  the  same  time.  Fig.  283  shews  a  good 
example  of  this  tool,  as  made  by  Mr.  John  Cochrane,  of 
Ban-head,  capable  of  either  punching,  shearing,  or  angle  cutting. 
A  shaft  A  has  fast  and  loose  pullies  at  b,  and  fly  wheel  at  c  for 
overcoming  variable  resistance.  The  power  passes,  by  pinion 
and  wheel,  d  and  e,  to  a  second  motion  shaft  f,  and  in  like 
manner,  by  wheels  g  and  h,  to  the  main  shaft  j.  The  shaft  j 
has  eccentric  pins  kk  formed  upon  its  ends  to  give  a  vertical 
reciprocating  motion  to  the  slides  L  and  m,  the  former  carrying 
the  punch,  and  the  latter  the  shearing  knife.  Dies  upon  the 
pins  KK  prevent  undue  wear,  and  the  fork  n  prevents  the  rising 
of  the  plate  when  the  punch  is  withdrawa  The  shearing  knife 
always  moves  while  the  driving  shafts  revolve ;  but  the  punching 
^lide  L  is  driven  from  pin  k  through  the  hollow  die  p  and  a 
cam  piece  q,  the  latter  being  connected  to  a  handle  r.  When 
R  is  upright  the  downward  motion  of  p  is  transferred  to  l  :  but 
if  the  handle  be  laid  on  its  side,  so  also  is  the  cam ;  ?  then 
moves  freely  without  pressing  upon  l,  and  no  punching  occurs. 
Thus  by  changing  position  of  r,  the  workman  has  ample  time  to 
set  his  plate,  while  the  shafts  still  revolve.  The  dies  are  hard 
steel,  and  steel  plajes  in  slide  m  receive  the  wear.  The  angle- 
shearing  knife  is  fastened  to  a  rocking  lever  s,  actuated  from 
shaft  J  by  an  eccentric  t,  having  ball  and  socket  connection  to 
the  lever.  Here,  again,  the  withdrawal  of  a  sliding  piece  u  serves 
to  stop  the  motion  of  the  knife,  which  is  necessary  with  bars, 
though  not  with  plates. 
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At  Fig.  284  is  shewn  an  Hydraulic  Punching  and 
Shearing  Machine,  designed  by  the  late  Mt.  R.  H.  Tweddell,  of 
Westminster,  for  performing  the  same  operations  as  the  foregoing 
by  means  of  water  pressure.  In  this  example  there  is  no  reason 
why  the  three  parts  should  be  combined  except  to  save  floor  space. 
A  cylinder  and  ram  are  required  for  each  operation  :  a  for  punch- 
ing, B  for  angle-cutting,  and  c  for  shearing ;  there  are  also  the 
lifting  pistons  at  d  d  d.  Water  being  supplied  from  the  accumu- 
lator pumps  at  a  pressure  of  1500  or  2000  lbs.  per  sq.  inch, 
two  pipes  are  connected  with  each  cylinder,  one  for  '  pressure ' 
and  the  other  for  *  exhaust,*  marked  p  and  e  respectively.  The 
valve  boxes  at  f  are  supplied  with  piston  valves  (worked  from 
hand  and  foot  levers  j  and  k)  to  control  the  supply  and  exhaust ; 
but  a  constant  pressure,  on  the  pistons  d  d,  causes  the  rams  to 
rise  when  water  is  exhausted  from  the  main  cylinder.  A 
small  lever  g,  moved  by  ram  c  when  at  the  end  of  its  down 
stroke,  is  connected  to  a  screwed  rod  h,  having  adjustable  discs, 
which  restore  the  levers  j  and  k  to  the  horizontal  position, 
stopping  the  water  supply  and  the  movement  of  ram  c :  this  is 
known  as  cut-off  gear.  Two  overhanging  cranes  l,  l,  support 
the  plates  while  being  operated  on. 

The  Multiple  Punching  or  Shearing  Machine  in 
%  284a,  on  Tweddell's  system,  has  been  designed  to  prepare 
plates  required  in  forming  wrought-iron  pipes  for  conveying 
water  or  oil  across  country,  and  known  as  *pipe  lines ;'  it  is  also 
useful  for  ships'  funnels  and  mast,s,  and  for  girder  work  generally. 
A  shearing  blade  or  row  of  punches  can  be  attached  at  will ;  the 
latter  being  shewn  in  operation  at  a.  The  punches  are  set  alter- 
nately low  and  high,  so  that  the  punching  resistance  commences 
gradually,  and  they  are  attached  to  a  beam  b  capable  of  vertical 
movement  Downward  motion  is  obtained  by  a  leftward  travel 
of  bar  c,  whose  lower  rollers  press  upon  beam  b,  while  the  ujDper 
ones  re-act  upon  inclined  pldnes  d,  d,  d,  fastened  to  the  framing. 
The  working  ram  e  (see  enlarged  section)  moves  bar  c ;  water 
entering  the  cylinder  f  from  behind,  and  connection  between 
c  and  E  being  made  with  a  toggle  g,  to  allow  for  vertical  travel. 
H  is  the  valve  box  with  piston-valve  moved  by  lever  j,  and  the 
cut-off    is    effected    automatically    by    the    bell    crank    k,    as 
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previously  described.  A  fixed  ram  n  on  the  top  of  the 
framing,  has  a  cylinder  m  in  the  form  of  a  girder,  to  which  a 
constant  water  pressure  is  supplied,  and  the  girder  is  connected 
by  bolts  to  the  beam  b,  so  that  a  rise  of  the  latter  takes  place 
whenever  the  main  cylinder  is  opened  to  exhaust.  The  angle 
bar  i>  prevents  the  plate  from  lifting,  and  l  is  a  stop  valve. 

A  Plate-edge  Planing  Machine  is  shewn  at  Fig.  285, 
having  a  long  table  a,  upon  which  the  plate  is  clamped  by 
screws  b  b.  The  tool  c  is  fixed  in  a  cylindrical  box,  provided 
with  handle  d  resting  on  stops,  so  that  direction  of  tool  point  may 
be  reversed  at  either  end  of  cut,  shewn  by  the  arc  e;  this  is 
performed  by  the  workman,  who  travels  on  a  platform  f  attached 
to  the .  saddle  v.  The  latter  has  a  hand-wheel  and  screw  g  to 
set  the  tool,  while  the  wheel  h,  turned  by  hand,  gives  vertical 
feed.  The  saddle  is  traversed  by  screw  j,  driven  from  the 
countershaft  k  by  gearing :  while  K  is  provided  with  fast  pullies 
M,  N,  and  loose  pullies  l  l  l.  When  the  forks  are  in  the  position 
shewn,  no  work  is  done,  but  if  the  straps  (crossed  and  open) 
be  moved  to  the  right  the  saddle  will  travel  to  the  left  and 
vice  versd.  Reversal  is  automatically  effected  by  projections 
p  p  striking  the  stops  q  q  at  either  end  of  the  stroke  alternately, 
thus  moving  the  straps,  decision  being  given  by  the  weight  R, 
which  causes  a  pressure  between  the  rollers  at  s.  The  mid 
position  is  fixed  by  stops  t  :  and  the  standards  are  so  arranged 
at  u  that  they  oi^erhang  the  work,  thus  allowing  the  admission  of 
any  length  of  plate.     One  setting  may  serve  for  several  plates. 

A  Band  Sawing  Machine  is  a  very  useful  tool  in  a  boiler 
shop  for  cutting  out  plates  of  intricate  shape,  while  straight  plates, 
too  thick  to  be  sheared  or  punched,  are  cut  by  a  circular  saw 
when  necessary.  As  these  are  so  well-known  in  their  wood- 
working capacity,  diagrams  have  been  thought  unnecessary. 

Plate- Bending  Rolls,  in  their  most  common  form,*  are 
shewn  in  Figs.  286  and  287,  the  rollers  being  supported  hori- 
zontally. These  are  the  design  of  Mr.  John  Cochrane,  of 
Barrhead.  The  lower  rolls  a  a  revolve  in  fixed  bearings,  while 
those  of  the  upper  roll  b  are  lifted  or  lowered  by  the  screw  c,  the 
worm  wheel  d  acting  as  a  nut,  while  the  worm  is  turned  by -the 
spoked  wheel  e.     a  a  are  the  driving  rolls,  and  the  gearing  is  very 
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powerful,  consisting  of  wheels  and  pinions  f  g  and  h  j,  the  last 
being  on  the  driving  shaft,  while  m  mn  connect  the  rolls.  The 
puUies  are  driven  by  crossed  and  open  straps,  to  obtain  reversal, 
K  being  the  fast,  and  l  l  the  loose  puUies,  so  that  either  strap 
may  be  put  upon  k  alternately  by  a  foot  or  hand  lever  attached 
to  the  forks  (not  shewn).  The  plate  to  be  bent  is  placed  upon  the 
rolls  A  A,  B  lowered  till  a  grip  is  obtained,  and  the  machine  set  in 
motioa     When   the  plate  has  been   drawn  nearly  through,  the 
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machine  is  stopped,  and  the  wheels  ee  given  a  slight  advance, 
the  rolls  then  reversed,  and  the  plate  brought  back,  and  these 
operations  repeated  until  b  is  depressed  enough  to  give  the 
necessary  curvature.  When  the  plate  is  bent  into  an  entire  circle 
it  cannot  be  released  at  the  front ;  so  the  top  of  the  standard  is 
made  separate  at  p  p,  and .  the  bolt  q  turned  down  as  shewn 
dotted,  when  portion  p  p  may  be  swung  round  horizontally  upon 
pin  R,  leaving  the  bush  s  upon  the  roller  b.  The  plate  may  then 
be  withdrawn.  It  should  be  noticed  that  the  sides  of  the  bushes 
are  curved  in  plan  to  radii  from  the  pin  r. 
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Vertical  rolls  are  often  used  for  long,  heavy  plates,  and  are 
said  to  be  less  expensive  in  operation,  while  giving  truer  finish  to 
the  end  of  the  bent  plate.  This  last  is  the  principal  difficulty 
with  all  rolls,  the  entering  edge,  to  six  inches  deep,  being  always 
set  by  bending  while  hot  with  wooden  hammers.  Except  for  this, 
the  plates  are  never  heated  for  rolling,  even  up  to  \\  inches  in 
thickness,  for  in  such  cases  the  radius  is  proportionately  larger. 
The  weight  of  plate  is  eliminated  by  the  vertical  method,  with  less 
fear  of  obliquity  of  curvature.  Long  rolls  are  often  slightly  bellied 
at  the  centre,  to  take  up  spring.  For  the  heavier  plates  an  hydraulic 
bender^  introduced  by  Mr.Tweddell,  seems  very  likely  to  super- 
sede rolls.  It  finishes  the  plates  to  a  truer  circle  from  end  to  end, 
and  there  is  no  limit  to  plate  thickness,  or  risk  of  fracture  by  too 
rapid  feed.'  Butt  strips  can  also  be  bent  truly  to  boiler  curve. 
The  tool  is  similar  in  design  to  the  multiple  punch  in  Fig.  284^, 
but  the  girders  are  placed  vertically,  and  suitable  dies  inserted 
instead  of  the  row  of  punches. 

Plait-straightening  rolls  are  similar  in  construction,  but  there 
are  some  four  rollers  at  top,  pressed  down  simultaneously  by 
connected  screws,  upon  three  rollers  at  bottom,  and  the  plate  is 
passed  through  and  through  till  truly  plane. 

Rolls  for  Section  Bars  (Fig.  288)  have  their  axes  vertical, 
and  are  placed  upon  a  table  a,  which  is  sometimes  conveniently 
set  flush  with  the  ground,  with  a  pit  for  the  gearing.  They  are 
driven  by  the  usual  fast  and  loose  pullies  f  and  l  with  crossed 
and  open  straps  for  reversal.  These  actuate  a  worm  and  worm 
wheel,  B  and  c,  and  a  spur  pinion  d  on  the  axis  of  c  gears  with 
wheels  g  g  on  the  roller  shafts.  Thus  e  e  are  the  driving  rollers, 
and  H  the  bending  roller,  with  a  screw  j  to  bring  its  bearing  closer 
to  the  rollers  e  e,  effected  by  turning  the  nut  k,  A  ring  or  angle 
bar  is  shewn  bent  to  a  circle  with  an  outward  flange — an  inward- 
flanged  ring  being  obtained  by  turning  all  the  rollers  upside  down, 
and  other  sections  by  special  rollers.  Finally  the  ring  is  removed 
and  welded  with  a  glut-piece. 

•  Flanging  Presses. — It  being  always  advisable  to  diminish 
the  number  of  joints  in  a  boiler,  the  end  plate  is  usually  flanged 
or  bent  over  at  the  edge  to  form  a  ledge  for  the  shell-plate,  while 
stiffening  itself  considerably. 
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Plates  were  formerly  flanged  entirely  by  hand,  being  moulded 
on  cast-iron  forms  by  blows  from  wooden  hammers,  as  at  Fig.  278. 
This  method  was  slow  and  expensive,  and  two  kinds  of  hydraulic 
presses  are  now  used,  (i)  the  *Piedboeuf'*  press  for  flanging  at 
one  heat,  a  very  effective  tool,  but  requiring  separate  dies  for  every 
separate  kind  of  w^ork ;  (2)  the  universal,  or  three-ram  flanging 
machine,  invented  by  Messrs.  Tweddell,  Piatt,  Fielding,  &  Boyd, 
and  capable  of  either  progressive  or  single-heat  flanging.  We  will 
take  these  tools  in  order. 

The  *Piedboeuf '  Flanging  Press,  on  Tweddell's  system,  is 
shewn  at  Fig.  289.  It  consists  of  an  hydraulic  cylinder  a  con- 
taining a  ram  b,  which  may  be  raised  on  the  admission  of  water 
pressure,  thus  lifting  the  table  c,  on  which  is  placed  the  lower 
die  D.  A  girder  e  carries  the  upper  die  R,  being  supported  by 
guides  F  F,  provided  with  nuts  for  the  adjustment  of  e.  The  girder 
G  supports  the  central  cylinder  a,  and  four  cylinders,  h  h,  con- 
taining the  *  vice  *  rams  j ;  and  as  it  is  necessary  to  move  the 
cylinders  h  h  to  varying  distances  from  the  centre,  the  pressure 
(or  exhaust)  pipes  are  trained  through  three-quarters  of  a  revolu- 
tion between  their  connections  at  the  pipe  circuit  k  k  and  those 
of  the  cylinder,  so  that  the  pipe  is  not  strained  materially  when 
the  positions  of  h  h  are  changed  ;  in  addition  there  are  sheaths  ll 
to  prevent  snapping  at  the  unions.  The  valve-box  m  has  two 
hand  levers ;  n  for  controlling  .  the  vice  rams,  and  p  for  the 
flanging  ram.  The  two  dies  are  shewn  ready  for  flanging  a  tube 
plate  Q,  which  has  been  made  red-hot  and  laid  on  the  lower 
die  D.  The  vice  rams  are  first  advanced  until  the  plate  is  held 
against  the  upper  die  r  ;  then  the  flanging  ram  b  is  slowly  raised 
and  the  plate  made  to  assume  the  dotted  form.  The  levers  being 
reversed,  the  plate  may  be  withdrawn.  These  presses  are  made 
large  and  powerful,  but  are  not  used  for  plates  beyond  7  feet 
diameter,  and  rarely  up  to  that 

Universal  Flanging  Press  (Tweddell's  system).  —  This 
very  useful  machine  is  shewn  at  Fig.  290.  There  are  two  vertical 
rams,  a  acting  as  vice  ram  and  known  as  the  *  elephant's  foot,' 
and  B  for  flanging  the  plate  on  what  is  known  as  the  *  progressive 
system.'  A  third  and  horizontal  ram  c  gives  the  finish,  and  a 
*  Pronounced /rtfa>'^w/. 
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fourth  ram  d  raises  and  balances  the  vertical  rams  a  and  b, 
having  a  constant  pressure  supply ;  so  that  the  rams  a  and  b  only 
rise  when  opened  to  exhaust,  one  or  other,  or  both.  Yet  a  fifth 
ram  e  serves  as  vice  during  single-heat  flanging.  Referring  to  the 
enlarged  sections,  the  ram  a  is  seen  to  be  hollow,  riding  upon  a 
smaller  fixed  ram  f.  Ordinarily  the  water  only  enters  the 
annular  space  round  the  small  ram,  but  on  releasing  plug  g  it 
passes  down  the  ceYitre  tube  and  then  exerts  a  pressure  on  the 
whole  area  of  the  large  ram,  a  variable  power  being  thus  obtained. 
The  horizontal  ram  c  is  of  piston  form  with  a  tubular  continuation 
to  a  smaller  piston  h,  upon  which  there  is  a  constant  pressure,  so 
the  return  is  effected  when  c  is  opened  to  exhaust.  Any  special 
forms  of  dies  may  be  applied  at  j,  k,  and  l,  and  the  guide 
bracket  m  is  removable.  The  valve-box  has  five  levers,  each 
working  both  pressure  and  exhaust,  i  for  ram  a,  2  for  ram  b,  3 
for  ram  c,  4  for  ram  e,  and  5  for  an  hydraulic  crane  to  lift  the 
plates  (see  a,  Plate  XIV.).  A  plate  n  is  being  flanged  on  the 
progressive  method.  It  is  slewed  by  crane,  laid  on  a  curved 
hearth  (b  Plate,  XIV.),  and  heated  for  a  few  feet  along  its  edge, 
then  transferred  to  the  block  p  and  flanged  as  described,  rams 
A,  B,  c  being  applied  in  succession.  This  is  done  foot  by  foot 
until  the  heated  portion  is  all  flanged ;  a  new  heat  then  taken, 
and  the  work  continued  as  before.  When  flanging  with  complete 
dies,  the  upper  die  is  fastened  to  the  rams  a  and  b,  as  shewn  at  r, 
and  the  lower  die  placed  on  the  table.  The  hot  plate  being  laid 
on  the  lower  die,  the  vice  ram  e  is  first  raised  and  the  upper 
rams  then  lowered ;  the  flanging  pressure  is  therefore  the  differ- 
ence of  that  upon  the  lower  and  upper  rams.  Any  kind  of  flanging 
can  be  performed  by  this  machine  by  using  suitable  dies. 

Drilling  Machines,  for  boiler  work,  vary  greatly  in  their 
construction.  Except  for  the  Radial  machine  they  are  all 
designed  to  drill  *  in  position,*  and  their  form  depends  on  the 
kind  of  work  to  be  done.  When  possible  they  are  made  ex- 
peditious by  the  use  of  more  than  one  drilling  head,  a  necessity 
jn  view  of  the  large  number  of  holes  to  be  drilled. 

Radial  Drill. — This  has  been  already  described  at  p.  167. 
Opinions  differ  regarding  the  best  construction,  but  in  almost  any 
form  it  is  an  extremely  useful  tool  for  boilermakers.     An  inter- 


Digitized  by 


Google 


304  Special  Radial  Drill, 

esting  example  is  shewn  in  Fig.  291,  designed  by  Messrs.  Geo. 
Booth  &  Co.  for  performing  a  variety  of  operations.  The  circular 
table  A,  provided  with  worm  wheel  b,  may  be  revolved  whenever 
the  worm  shaft  c  is  connected  to  the  driving  shaft  d  by  belt;  at 
other  times  it  is  stationary.  A  bracket  e,  fixed  upon  the  bed  of 
the  machine,  carries  a  tool  f  through  the  medium  of  the  two 
slides  G  and  h,  each  provided  with  hand  wheel  and  screw,  thus 
giving  adjustment  in  both  directions.  When,  therefore,  a  boiler  end 
plate  is  fastened  to  the  table  through  temporary  rivet  holes,  and 
the  worm  gear  connected  up,  the  tool  f  serves  to  turn  the  outer 
edge,  the  usual  back  gear  being  seen  at  k.  The  power  further 
passes  through  mitre  wheels  and  vertical  shaft  within  the  pillar  to 
the  spur  wheels  l  m,  and  thence  through  shafts  n  and  o  to  the 
drill  spindle,  the  feed  motions  being  as  previously  described. 
The  simple  drilling  done  on  this  machine  is  the  taking  out  of 
tube  holes  in  the  manner  shewn  at  b,  Fig.  169;  but  large  flue 
holes  are  made  by  using  the  head  p  and  three  cutter  bars  Q  Q 
held  by  set  screws  with  removable  cutters,  forming  in  fact  a  large 
pin  drill.  In  all  cases  a  hole  is  first  drilled  in  the  plate  to  receive 
the  *  pin '  and  steady  the  cutter,  and  the  radial  arm  r  being  long 
may  be  fixed  to  the  bracket  s  when  doing  heavy  work.  But  the 
most  interesting  feature  to  the  student  is  the  method  by  which 
large  oval  holes  may  be  formed,  such  as  those  required  as  man- 
holes. A  short  vertical  shaft  t  is  connected  to  the  driving  shaft 
N  by  gearing  of  2  to  i,  the  same  ratio  as  that  of  the  bevel  gear  at 
u.  At  the  lower  end  of  t  is  an  eccentric  stud  adjustable  within 
certain  limits,  and  a  rod  v  connects  this  with  the  saddle.  The 
shaft  T  making  its  revolution  in  the  same  time  as  the  drill  spindle, 
an  inspection  of  the  diagram  at  w  shews  that  the  cutter  will  be 
compelled,  by  the  movement  of  the  saddle,  to  mark  out  a  true 
ellipse  instead  of  the  circle  it  commenced  with,  which  will  be 
understood  by  comparing  the  numbers ;  of  course  only  one  cutter 
bar  can  be  used.  The  tube  j  may  be  turned  round  within  the 
base  X,  for  fine  adjustment,  'by  the  worm  gear  at  v,  but  the 
position  of  the  arm  r  is  first  roughly  obtained  by  releasing  the^ 
bolts  z  z.  The  lifting  is  effected  by  the  screw  a,  driven  ftom  the 
central  vertical  shaft  by  spur  wheels  at  ^,  reversed  or  put  out  of 
gear  at  will  by  the  handle  d  moved  horizontally.     This  machine 
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thererore  can  perform  no  fewer  than  four  operations — flue-hole 
cutting,  oval  manhole  cutting,  tube  drilling  or  other  single 
drilling,  and  boiler-end  turning. 

Although  the  foregoing  is  a  very  useful,  it  is  by  no  means  a 
usual  tool  The  rotating  table  is  more  often  placed  on  a  bed  by 
itself,  constituting  a  vertical  face  lathe. 

Drilling  in  Position. — The  plates  of  a  cylindrical  boiler 
being  prepared  and  temporarily  connected,  the  rivet  holes  are 
drilled  right  through  the  several  plate  thicknesses.  If  stationary 
machines  are  employed  they  must  be  supplied  with  a  cradle  or 
bed  on  which  to  lay  the  boiler,  so  that  the  latter  may  be  turned 
round  on  its  axis,  and  thus  present  all  portions  of  its  surface 
at  various  times  to  the  drill.  Obviously  there  are  two  principal 
ways  in  which  the  axis  may  be  placed,  vertically  and  horizontally, 
the  latter  being  used  for  large  marine  boilers,  while  the  former  is 
advantageous  when  drilling  locomotive  or  Lancashire  boilers, 
though  it  has  also  been  employed  for  marine  work. 

Drills  with  Boiler  Axis  vertical. — Fig.  292  illustrates 
this  type  of  drill :  and  its  individual  application  (the  drilling  of 
rivet  holes  in  the  flanges  of  boiler  flues),  will  first  be  described. 
The  machine  is  the  design  and  patent  of  Messrs.  Geo.  Booth  & 
Co.,  and  is  very  ingenious  throughout  The  flue  is  bolted,  with 
its  axis  vertical  and  central,  upon  the  circular  table  a,  and  a 
handwheel  b,  being  connected  to  the  table  by  bevel  gear  c  and 
worm  gear  d,  serves  as  a  dividing  plate,  its  revolutions  being 
counted  to  turn  the  flue  through  any  fraction  of  its  circumference 
between  each  operation.  The  saddles  e  f  ride  upon  vertical 
standards  o  H,  and  contain  horizontal  slides  j  k,  for  adjustment  to 
various  diameters.  /  is  the  driving  cone,  and  power  is  taken  from 
horizontal  shaft  l  by  mitre  gear  to  the  vertical  shafts  m  and  n  : 
from  these  the  various  motions  are  obtained.  Thus  the  spur  gear 
and  mitre  gear  at  o  and  p  give  motion  to  the  horizontal  spindles 
Q  R,  and  from  thence  by  mitre  gear  to  the  vertical  spindles  s  T, 
which  turn  the  drills  u  u  and  v  v  by  sput  gear.  The  vertical 
movement  of  the  saddles  is  given  by  hand  or  power.  When  by 
power,  a  worm  on  shaft  n  gears  with  worm  wheel  w,  which 
actuates  a  second  worm  and  wheel  at  x,  connected  with  the  screw 
V  by  mitre  gear.     The  mitre  wheel  on  y  rotates  within  a  boss  cast 
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on  the  saddle,  and  has  a  plain  hole,  the  connection  with  v  being 
by  key  oply.  There  are  two  nuts  z  and  a  upon  the  saddles,  and 
the  screws  b  and  y  move  simultaneously  on  account  of  their 
union  by  horizontal  shaft  at  d.  When,  therefore,  the  driving 
shaft  L  is  rotated  in  its  proper  direction,  so  also  are  the  drills  u  u 
and  V  V,  and  a  downward  feed  given  to  the  saddle,  as  described. 
The  raising  or  setting  of  the  saddle  involves  hand  gear,  the 
capstan  e  turning  the  screws  through  pinion  and  spur  wheel,  and 
the  mitre  gear  before  mentioned  :  but  although  the  spur  wheel  is 
keyed  to  its  shaft,  the  worm  wheel  x  is  not  thus  secured,  and  is 
only  in  gear  with  the  screw  y  when  clamped  to  the  wheel  f^  while 
the  nut  a  is  carried  in  a  socket,  and  is  adjustable  by  mitre  gear 
to  alter  the  relative  heights  of  the  saddles.  Horizontal  adjust- 
ment is  made  by  turning  the  capstans  ggy  each  of  which  moves  a 
pinion  within  a  rack,  and  the  bolts  h  h  serve  as  adjustable  stops. 
The  drills  themselves  are  worthy  of  notice.  The  upper  ones,  u  u, 
are  of  the  twist  shape,  but  have  a  conical  shoulder  at  the  top, 
forming  a  countersinking  bit.  The  lower  drills  v  v  are  for  counter- 
sinking' only,  and  their  feed,  upward  or  downward,  is  obtained  by 
hand  wheels  and  screws  jj.  The  saddles,  somewhat  loaded  with 
all  this  gear,  are  coupled  to  chains  passing  over  puUies  ^  ^  to 
balance-weights  behind.  In  drilling  a  flue  fixed  upon  the  rotating 
table,  the  saddles  are  raised  by  hand  to  approximate  height,  and 
advanced  horizontally  by  the  capstans  gg;  then  the  stops  hh  are 
set.  The  strap  fork  is  moved  on  the  countershaft  and  the  drills 
rotated,  while  the  feed  wheel  at  x  is  clamped  in  gear.  The  hole 
being  drilled  to  proper  depth  and  countersunk,  the  feed  is  un- 
damped and  the  saddle  raised  to  allow  the  bottom  countersinking 
to  be  done  by  hand  feed  jj.  Withdrawing  the  tools  vv,  the 
dividing  wheel  b  is  operated  to  turn  the  flue  by  the  amount  of  the 
rivet  pitch,  and  the  next  pair  of  holes  drilled  as  before. 

Shells  of  Locomotive  boilers  are  drilled  by  machines  similar  in 
general  build  to  that  just  described.  A  longer  bed  is  needed, 
that  the  standards  c  and  h  may  be  advanced  or  separated  by 
a  tommy-bar  applied  to  pinion  and  rack.  An  internal  dog-chuck 
on  the  face  plate  grips  the  shell,  and  the  dividing  gear  remains 
the  same.  The  saddles  are  materially  altered,  being  similar  to 
those  of  the  radial  drill,  Fig.  291,  excepting  that  vertical  screws 
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are  applied  instead  of  a  rack.  The  drill  spindle  therefore  lies 
horizontally,  and  might  be  represented  by  q  and  r,  but  the  screw 
feed  on  its  other  end  replaces  slides  j  and  k.  Some  makers 
withdraw  the  drill  by  power,  using  a  quicker  speed. 

The  larger  shells  of  Lancashire  boilers  may  be  drilled  similarly, 
but  are  often  slung  vertically  by  travelling  crane,  and  held  against 
a  pair  of  vertical  standards,  which  support  the  drill  spindle  at  a 
fixed  height  Such  a  method  is,  however,  less  capable  of  rapid 
and  accurate  adjustment  If  there  are  two  internal  and  two  ex- 
ternal pillars,  the  holes  may  be  drilled  and  countersunk  on  both 
sides  at  one  operation. 

Marine  boilers  are  sometimes  drilled  with  axis  vertical,  on  a 
rotating  table  as  in  Fig.  293,  but  usually  are  either  laid  hori- 
zontally, or  a  portable  drill  is  applied. 

Drills  with  Boiler  Axis  horizontal  (Figs.  293  and  394). 
— Plate  XIII.  represents  a  machine  for  drilling  the  shells  of 
Marine  Boilers  while  laid  horizontally.  It  is  designed  and  made 
by  Messrs.  Hulse  &  Co.  The  boiler  is  placed  upon  a  cradle 
consisting  of  four  disc  rollers  a  a  a  a,  which  can  be  turned  by 
power  applied  to  the  worm  shafts  b  b,  so  as  to  bring  any  portion 
of  the  shell  circumference  in  front  of  the  drill  The  drill 
standards  c  c,  carrying  the  saddles  d  d,  may  be  moved  to  various 
positions  along  the  slide-bed  e,  and  may  also  be  adjusted,  by 
turning  on  the  hinges  F  f,  so  as  to  lie  tangentially  to  the  boiler, 
a  condition  obtained  by  the  hand  wheel  and  screw  at  G,  and  tested 
by  the  fork  h,  each  of  whose  prongs  should  just  touch  the  shell. 
There  are  fast  and  loose  puliies  at  j,  giving  power  through  spur- 
wheels  K  to  the  principal  shaft  l,  which  forms  a  hinge-pin  for  the 
standards.  Within  the  standard  boss,  mitre  gear  connects  l  with 
vertical  shaft  m,  and  from  thence  to  drill-spindle  N  through  the 
spur  gear  o  and  mitre  gear  p.  The  feed-screw  takes  its  motion 
from  the  shaft  at  o,  through  mitre  gear  q,  cone-pullies  r,  worm 
and  wheel  s,  and  mitre  wheels  t  ;  and  the  saddle  may  be  raised 
or  lowered  by  the  hand- wheel  u,  the  screw  being  turned  as  in 
Fig.  292.  The  hand-wheels  v  v  act  upon  a  vertical  shaft  through 
worm  gear,  and  thus  turn  a  pinion  within  a  rack  on  the  inside  ot 
the  bed  for  adjusting  the  horizontal  position  of  the  standards. 
The  shaft  l,  besides  driving  the  drills,  also  rotates  the  rollers  of 
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the  cradle.  Bevel  wheels  w  x  connect  l  with  worm  gear  at  y, 
and  the  worm  shaft  z  moves  the  shafts  b  b  in  its  turn  through 
mitre  gear  at  a.  The  drills  are  put  in  or  out  of  gear  by  clutch 
handles  b  b^  and  the  clutches  zx.  d  d  turn  the  cradle  rollers  in 
either  direction  according  to  whether  w  or  x  is  put  in  gear,  while 
a  central  position  of  handle  e  puts  them  out  altogether.  After 
adjusting  the  standards  by  means  of  G  and  h,  the  drilling  pro- 
ceeds as  usual,  the  outer  countersinking  being  done  at  once  by 
the  tool,  2ifl,  Fig.  316,  while  the  rosebits,  21^,  are  used  for  the 
internal  countersink  and  changed  at  each  drilling.  When  two 
boilers  are  drilled  at  toce,  the  coupling  at /is  disconnected,  but  if 
one  long  boiler  is  being  operated,  the  rotating  gear  must  act  as  one. 
'  So  much  for  the  shell  The  front  and  back  of  the  boiler,  so 
far  as  the  seams  are  concerned,  ^re  drilled  by  a  machine  of 
similar  appearance,  but  the  standards  are  rigidly  vertical  instead 
of  being  hinged,  and  the  cradle  is  turned  through  a  quarter  circle 
ia^plan ;  that  is,  the  front  of  the  boiler  would  be  seen  in  Fig.  294, 
while  the  side  view  "would  appear  at  Fig.  293.  When  the  lower 
seam  has  been  drilled,  ihe  boiler  is  rotated  through  half  a  circle 
until  the  upper  seam  comes  into  position,  the  other  holes  having 
been  previously  taken  out  under  the  Radial  Drill.  {Seep,  1053.) 
Portable  Drill. — This  machine  being  much  less  used  than 
formerly,  we  shall  only  briefly  notice  it.  It  exists  under  two 
types — the  bracket  or  standard  type,  bolted  to  the  plate  through 
holes  already  drilled  by  it ;  and  the  slung  type,  well  represented 
by  Borland's  Drill  in  Fig.  295.  In  either  case  the  driving  gear 
(by  rope)  is  similar.  Referring  to  the  figure,  a  is  the  driving, 
shaft,  and  the  cord  is  held  taut  by  weight  b,  while  the  power  is 
taken  off  by  pulley  c  An  endless  catgut  band  d  drives  the  drill 
spindles  in  opposite  directions,  and  the  feed  is  given  by  worm 
gear.  Being  slung  within  the  boiler,  two  opposite  holes  are  drilled 
at  once,  the  one  pressure  forming  a  reaction  to  the  other.  The 
feed  is  supplied  either  automatically  or  by  hand,  and  the  machine 
is  capable  of  drilling  shells  9  ft.  in  diameter.  The  safety  chain 
avoids  accidents  in  case  of  breakage  of  the  rope.* 

Multiple    Drill.  —  In   addition   to  the  machines   akeady 
described,  there  is  one — the  Multiple'  Drill — which  has  always 
*  See  previous  remarks  on  portable  hydraulic  drills,  page  289. 
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proved  of  great  service  for  firebox  work.     Its  modem  form  is 
shewn  in  Figs.  296  and  297,  Plate  XIV.,  as  originally  designed 
for  some  of  the  Irish  railway  shops,  and  made  by  Messrs.  Hulse 
^  &  Co.     With  it  six  stay-holes  can  be  drilled  at  one  operation,  or 

E  each  drill  employed  separately  at  will.     If  a  plate  only  is  to  be 

K  ^  operated  on,  it  is  laid  on  the  high  table  a,  but  if  the  firebox  is 

It  previously  built  up,  then  a  is  removed,  and  the  lower  surface  b, 

of  the  trolley,  used  instead.  The  trolley  is  run  under  the  drills 
either  by  a  hand  wheel  placed  on  the  square  at  d,  to  turn  the 
hind  rollers  through  bevel  gear,  or  by  spokes  at  c  which  rotate  a 
pinion  a  within  a  rack  e,  one  method  or  the  other  being  variously 
convenient,  f  is  the  cross  slide,  raised  or  lowered  by  the  screws 
G  G,  coupled  by  horizontal  shaft  h  ;  and  the  drill  brackets  j  j  are 
moveable  along  the  slide  by  the  application  of  a  *  pinch-bar '  to 
the  ridges  at  k.  l  is  the  driving  shaft  and  m  the  feed  shaft 
They  are  connected  by  the  feed  gear,  viz.,  worms  and  wheels  at 
N  and  o  \  and  the  feed  shaft  is  provided  with  levers  p  p,  attached 
to  the  drill  spindles  by  links  at  q.  The  drill  spindles  r  r  are 
driven  from  l  by  bevel  gear  6  s,  and  the  springing  of  the  two 
shafts  L  and  m  is  prevented  by  the  brackets  j  j,  which  support 
them  both.  The  bevel  wheels  on  the  spindles  have  clutches  t  t, 
actuated  by  the  balance  handles  u  u,  so  that  any  or  all  of  the 
drills  may  be  put  in  gear  at  will.  The  balance  weights  v  v  are 
attached  to  the  levers  p  p,  to  relieve  the  weight  of  the  drill 
spindles,  and  the  set  screws  w  w  are  tightened  against  the  rod  x 
to  fix  the  centres  of  the  drills  after  adjustment  If  only  some  of 
the  drills  be  required,  clutches  t  t  are  disconnected  and  the 
drills  withdrawn,  feed  gear  being  stopped  entirely  by  releasing  the 
clamping  handle  v,  which  unites  the  fixed  plate  z  with  the  loose 
worm  wheel  o.  The  method  of  operation,  then,  is  to  (i)  lay  the 
plate  on  the  table  in  position,  and  bring  the  work  under  the  drill 
by  turning  the  spokes  c;  (2)  adjust  cross  slide  f  for  height,  and 
,j  drill  brackets  for  centres  by  pinch-bar  at  k;  (3)  fix  by  set  screws 

w  w ;  (4)  start  shaft  l,  and  pull  down  the  clutch  levers  u  u ; 
(5)  bring  drills  down  to  work  by  handle  b\,  and  (6)  put  feed 
motion  in  gear  by  clamp  y. 

The  drilling  being  done,  unclamp  the  feed,  raise  drills  by 
IH  handle  b^  change  the  strap  to  loose  pulley,  and  set  to  anqthcr  row 
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of  holes.  Considerable  economy  results  from  the  application  of 
this  machine,  which  is  very  well  designed  in  Plate  XIV. 

Summing  up,  the  great  desiderata  in  boiler  drills  are  rapidity 
of  adjustment  and  withdrawal  of  tool,  and  where  possibly  the 
introduc^on  of  multiple  drilling. 

Hydraulic  Riveting  Machines. — It  is  to  the  late  Mr. 
Ralph  H.  Tweddell  that  the  honour  of  introducing  hydraulic 
riveting  belongs.  No  other  method  is  now  used,  excepting 
pneumatic  and  electric  contrivances,  which  are  now  being 
more  employed:  but  steam  riveting  is  entirely  obsolete.  The 
advantage  of  hydraulics  for  riveting  is  very  great :  it  is  a  power 
that  can  be  conveyed  to  great  distances  without  appreciable  loss, 
it  can  be  stored  till  wanted,  and  the  steady  and  known  pressure 
on  the  rivet-head,  coupled  with  the  increase  due  to  absorption 
of  the  momentum  of  the  accumulator  weight  at  the  moment  of 
closing,  is  just  the  action  most  desired.    {See  Appendix  I, ^  p,  754-) 

Large  Fixed  Riveter.  —  This  machine,  on  TweddelFs 
system,  is  shewn  in  Fig.  298.  The  standards  a  and  b  are  securely 
connected  by  two  bolts  at  c,  and  well  designed  to  resist  the 
stresses  caused  in  closing,  a  supports  the  cylinders,  while  b 
serves  as  'dolly,'  carrying  the  tail  cup  m,  and  presenting  a 
nearly  flush  top  surface,  for  the  purpose  of  getting  into  corners. 
The  riveting  cylinder  y,  carrying  the  heading  cup,  rides  upon 
a  fixed  ram  t,  and  within  y  is  placed  the  ram  u,  which  advances 
the  annular  plate-closing  tool  v.  The  auxiliary  ram  x,  of  piston 
form,  receives  pressure  on  either  face  for  advance  or  return  : 
and  the  tank  d,  placed  20  feet  above  the  top  of  the  machine, 
supplies  the  cyhnders  t  and  u  with  low-pressure  water.  The 
pipe  E  carries  this  water  to  cylinder  t,  and  the  branch  pipe  R 
passes  to  u,  the  check-valves  q  and  s  in  each  case  preventing 
return  ^excepting  through  the  exhaust  pipe  l.  The  latter  com- 
municates with  each  of  the  piston  valves,  p,  o,  n,  as  does  the 
pressure  pipe  j;  p  being  connected  to  the  back  end  of  the 
cylinder  x,  through  the  pipe  a  :  o  with  the  cylinder  u  through 
pipe  A :  and  N  with  the  cylinder  t  :  while  ^  is  a  constant  pressure 
pipe  connecting  j  and  the  front  end  of  x.  k  is  a  stop  valve,  and 
z  an  overflow  pipe. 

We  can  now  understand  the  action  of  the  machine.     The 
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boiler  seam  being  placed  between  w  and  m,  the  rivet  heated 
and  put  in  from  the  side  m  ;  lever  h  opens  valve  p  to  pressure, 
and  a  right-hand  advance  is  given  to  the  ram  X,  due  to  the 
difference  of  area  of  its  faces.  This  pressure,  assisted  by  the 
head  of  water  passing  from  the  tank,  through  the  check-valves 
-Q  and  s,  carries  forward  parts  u  and  y.  When  w  and  v  reach 
the  rivet  and  plate  respectively,  lever  g  admits  pressure  water  at 
o  through  pipe  A,  to  advance  the  ram  u,  thus  pressing  the 
plates  firmly  together  between  tools  v  and  m.  And  now  valve 
N  is  opened  by  lever  f,  and  pressure  given  to  t  in  turn,  thus 
bringing  forward  the  cylinder  y  and  the  cupping  tool  w  to 
•close  the  rivet,  the  pressure  obtained  being  due  to  the  difference 
of  areas  of  the  rams  u  and  t,  part  of  the  water  from  u  passing 
into  T  through  pipe  j.  The  pressure  should  be  kept  on  the  rivet 
until  it  cools  somewhat,  to  secure  a  tight  joint,  and  the  three 
levers  are  then  moved  to  exhaust,  when  the  pressure  b  pushes 
back  ram  x,  bringing  u  and  y  to  normal  position,  and  lifting  the 
water  up  L  into  the  tank. 

Fig.  298  shews  all  the  later  improvements  introduced :  the 
plate  closing  (in  1880)  and  the  use  of  low  pressure  water  to 
fill  the  cylinders  (in  1890).  The  latter  is  ver)'  interesting,  and 
^eatly  economises  high  pressure  water,  whicii  is  only  used  as  a 
film  on  the  back  of  the  tank  water,  as  it  were,  the  fluid  being 
practically  incompressible.  The  plate-closing  apparatus  prevents 
*  collars '  being  formed  on  the  rivet  between  the  plates.  In  a 
joo-ton  riveter,  60  tons  are  applied  for  cupping,  while  the 
remaining  40  tons  hold  the  plates  together,  but  ultimately  the 
whole  100  tons  is  applied  to  the  rivet-head  and  plates. 

Portable  Hydraulic  Riveters. — Although  Mr.  Tweddell 
introduced  hydraulic  riveting  in  1865,  his  invention  of  the  port- 
able machine  did  not  occur  till  187 1,  from  which  date  Messrs. 
Fielding  and  Piatt,  who  then  took  up  its  manufkcture,  were 
.associated  with  him  in  the  design  of  nearly  all  his  later 
hydraulic  machine  tools.  There  are  two  forms  of  the  portable 
machine  known  as  the  *  Direct  Acting '  and  *  Lever '  types  re- 
spectively; their  present  construction  being  shewn  m  Figs.  299 
and  300.  Referring  to  the  former,  frame  a  is  a  rigid  casting, 
rsupporting  a  cylinder  b  with  direct-acting  ram  c.     There  are  three 
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diameters  on  the  ram ;  c  and  v  to  obtain  two  powers,  while  w  acts 
simply  as  guide  for  the  cupping  tool  f.  When  the  smaller  power  is 
required,  water  pressure  is  admitted  to  the  annular  area  d,  but  if 
plug  E  be  unscrewed  it  acts  also  on  the  back  of  c,  the  pressure  then 
being  due  to  both  areas  c  and  d.  k  is  the  valve  box,  containing 
the  piston  valve  q,  capable,  by  means  of  the  passages  within  it, 
of  connecting  the  annular  chambers  n  and  m,  or  of  opening  m  to 
L,  where  the  pressure-water  enters,  g  is  the  returning  ram,  upon 
which  a  constant  pressure  is  exerted  through  pipe  h,  and  space  n 
communicates  with  the  exhaust  pipe  j.  The  handle  p  acts  on  the 
.valve  lever  o,  so  that  if  the  latter  be  moved  to  the  left,  space  m  is 
uncovered  and  pressure-water  enters  cylinder  b  ;  but  if  o  be  moved 
to  thfe  right,  spaces  n  and  m  are  connected,  and  the  cylinder 
water  passes  out  to  the  exhaust  pipe.  The  machine  is  slung  by 
chains  R  R  from  a  pulley  t,  provided  with  worm  gear ;  by  turning 
which  from  the  hanging  chain  t,  the  frame  may  be  set  at  various 
angles  to  the  vertical  within  the  plane  of  the  paper.  Studs  also 
are  fixed  on  the  frame  at  the  centre  of  gravity  of  the  whole,  on 
which  are  placed  the  slinging  pieces  x  x,  and  the  worm  gear  at 
s  turns  the  frame  in  a  plane  at  right  angles  to  the  previous  move- 
ment :  universal  adjustment  being  obtained  by  the  combination 
of  the  two  motions.  The  space  between  the  cupping  tools  may 
be  adjusted  by  the  insertion  of  longer  or  shorter  dies,  or  by  pack- 
ing collars;  and  the  method  of  riveting  needs  no  further 
I  description. 

\  Taking  now  the  lever  machine  at  Fig.  300 ;  a  and  b  are  the 

*  levers,  the  first  carrying  the  piston  e  and  the  second  the  cylinder 

I  D,  while  both  ar^  connected  by  the  pin  or  fulcrum  c.     To  avoid 

I  another  joint  the  curved  cylinder  was  devised  by  Mr.  Fielding,  as 

j  well  as  special  tools  for  its  perfect  machining:    two  enlarged 

\  sections  of  it  are  shewn.     The  pressure  pipe  is  coupled  at  j, 

where  a  sheath  attached  to  the  union  preserves  the  pipe  from 

'  injury  by  sudden  bending,  and  the  movements  of  the  machine 

are  not  interfered  with,  for  the  water  passes  through  a  swivel  joint 

j  at  K,  through  the  coiled  pipe  m  and  the  swivel  n,  then  through 

the  pin  at  n  and  the  arm  q  to  the  fulcrum  pin ;  another  swivel  R 

and  a  short  pipe  t  connecting  c  with  the  valve-box.     u  is  the 

exhaust  pipe,  led  away  as  required,  an^  the  piston  valve  h  is 
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moved  by  a  lever  (not  shewn),  to  open  the  cylinder  to  pressure  or 
exhaust ;  while  a  constant  pressure  passage  from  t  communicates 
'with  cylinder  g,  so  that  the  small  ram  f  brings  back  the  piston  e 
whenever  d  is  opened  to  exhaust.  The  fulcrum  is  at  the  centre 
of  gravity  of  the  whole  apparatus,  and  the  levers  are  supported, 
directly  by  the  arm  q  and  secondarily  by  the  arm  p,  in  such  a 
way  that  they  may  be  swivelled  upon  centres  c,  n,  or  k,  securing 
perfect  adjustment  to  suit  the  work.  The  worm  gear  o  fixes  the 
position  round  the  axis  n,  and  the  drawing  shews  the  latest 
method  of  hanging  this  riveter. 

The  choice  of  one  or  other  of  the  machines  described  depends 
upon  the  nature  of  the  work.  The  direct-acting  machine  has  the 
advantage  of  rigidity,  but  the  lever  machine  can  be  applied  more 
easily,  and  reaches  more  rivets,  being  therefore  useful  where  the 
character  of  the  work  is  constantly  changing,  and  the  rivets  less 
accessible. 

We  may  now  direct  the  student  to  Plate  XV.,  which  shews 
Tweddeirs  system  of  Hydraulic  Machine  Tools  applied  in  a 
Locomotive  Boiler  Shop,  a  is  a  Fixed  Riveter,  similar  to  that  in 
Fig.  298,  but  without  plate  closer.  The  handles  at  s  work  the 
crane  B,  which  lifts  the  boiler :  d  being  the  lifting  cylinder,  c  the 
slewing  cylinders,  and  e  the  traversing  cylinder,  each  supplied 
with  multiplying  gear,  f  is  a  smaller  crane,  where  the  jib  is 
lifted  direct  from  the  cylinder,  k  is  a  crane  for  portable  riveters, 
the  trolley  j  having  a  ram  for  vertical  adjustment  of  riveter,  the 
hori7ontal  position  being  obtained  by  hand.  The  pressure  pipe 
on  K  is  jointed  for  horizontal  movement  of  j,  and  the  pipe  at  j  is 
colled  to  give  spring  during  vertical  movement.  Of  the  portable 
Tiveiers,  G  and  n  are  of  the  *  bear '  type,  the  former  having  one 
and  the  latter  two  supporting  arms;  p  and  q  are  ingenious 
applications  of  this  type,  and  r  is  an  example  of  the  *  lever  *  form 
with  very  long  levers.  The  small  *bear'  at  l,  h,  and  m  has  been 
de\'ised  for  fireholes  and  foundation  rings,  being  swivelled  from 
two  arms,  and  the  toggle  gear  at  o  adapts  the  fixed  riveter  to 
firebox  crowns.  T  is  a  Forging  Press  for  stamping  purposes,  and 
LT  tlie  *Piedboeuf*  Flanging  Press,  detailed  at  Fig.  289.  Crane  v 
is  used  with  this  press,  and  the  Travelling  Crane  w  covers  the 
centre  aisle  of  the  shop.     The  striking  difierence  of  the  cranes 
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required  is  very  apparent,  the  importance  of  ample  provision  for 
lifting  being  a  point  upon  which  Mr.  Tweddell  always  insisted. 

Plate  XVI.  represents  the  interior  of  a  Marine  Boiler  Shop. 
B  is  a  Stationary  Riveter,  exactly  as  in  Fig.  298,  and  a  circular 
pit  c  admits  a  large  marine  boiler  when  riveting.  As  it  is  difficult 
to  obtain  nicety  of  vertical  movement  in  the  travelling  crkne  d, 
an  intermediate  cylinder  or  Hydraulic  Adjuster,  e,  forms  a  very 
useful  adjunct.  The  Progressive  Flanging  Machine  f  was  shewn 
at  Fig.  290,  and  the  crane  a  lifts  the  plate  to  or  from  the  fire.  A 
plan  view  of  the  latter  is  given  at  g,  where  the  dotted  lines  shew 
the  plate  being  heated.  H  is  the  Locomotive  type  of  Marine 
Boiler,  much  used  for  the  smaller  boats,  the  riveting  of  which  is 
performed  as  in  Plate  XV.  A  Marine  Boikr  i&  given  at  j,  having 
the  furnace  mouth  riveted  round  with  a  small  bear  k,  which  also 
joins  the  *  Adamson '  flues  at  L.  At  m  the  boiler  is  being  closed 
by  a  powerful  bear-type  machine,  having  plate-gripping  tool,  and 
hung  from  the  travelling  crane  through  the  medium  of  the 
adjuster  n.  The  last-finished  flange  is  here  turned  outward,  as 
advocated  by  Mr.  Tweddell,  to  secure  good  machine  riveting 
throughout;  but  as  many  makers  prefer  an  internal  flange,  to 
save  cargo  space  or  reduce  weight,  the  riveter  at  p  has  been 
recently  devised.  It  is  slung  from  its  centre  of  gravity,  and  the 
free  arm  lowered  into  the  boiler,  as  shewn  dotted.  When  raised, 
the  latter  serves  as  *  dolly,'  and  can  be  adjusted  in  length  to  suit 
various  diameters  of  boilers.  A  hole  must  be  left  at  q,  to  be 
covered  afterwards  by  the  plate  carrying  the  central  nest  of  tubes, 
the  final  riveting  of  which  is  performed  by  hand. 

The  diagram  in  Fig.  301  shews  the  arrangement  of  hydraulic 
tools  on  Tweddeirs  system  applied  to  Shipbuilding,  a  is  a  keel 
riveter,  suppoited  by  parallel  motion  and  balance  weight,  so  that 
it  may  be  raised  or  lowered  to  reach  the  keel  in  any  position,  yet 
remain  with  jaws  vertical  The  gunwale  riveter  at  e  is  similar  in  con- 
struction. H  shews  a  small  travelling  jib  crane,  carrying  a  direct- 
acting  machine  for  riveting  the  combings  of  hatchways,  j  and  k 
are  hydraulic  winches,  and  g  a  punching  or  shearing  machine,  d 
is  another  jib  traveller  carrying  the  large  lever  riveter  c  for  finishing 
the  double  bottom,  and  the  machine  b,  supported  by  a  crane  with 
two  movements,  is  for  riveting  the  keelson.     A  special  carriage  f 
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carries  the  stringer  plate-riveter,  and  j  is  the  pressure  main  which 
supplies  all  the  machines  through  flexible  copper  piping.  This 
arrangement  is  now  carried  out/ at  many  shipyards,  and  the  drawing 
explains  the  advantages  of  portable  riveters  more  clearly  than 
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would  pages  of  description.  Indeed,  the  Forth  Bridge,  all  the 
great  bridges  of  India,  and  the  Tower  Bridge,  could  not  have 
been  riveted  up  without  these  wonderful  machines. 

The  pressure  used  in  the  hydraulic  mains  for  boiler  shops,  &c., 
is  usually  1500  lbs.  per  square  inch,  but  is  sometimes  exceeded^ 
being  often  1700  lbs.     {See  Appendix  IL^p^  826.) 
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322  Pneumatic  Caulker, 

Pneumatic  Caulker. — This,  an  American  invention,  was 
first  introduced  in  1890.  As  shewn  in  Fig.  302,  it  was  formerly 
made  by  Messrs.  Crossley  Bros.,  and  would  do  the  work  of  three 
or  four  men.  e  is  a  jacket  held  in  position  by  the  cylinder  j, 
screwed  into  the  nose-piece  f.  The  caulking  chisel  G  is  loose, 
but  placed  within  f  when  required.  The  piston  contains  a  piston- 
valve  p,  vibrating  at  right  angles  to  the  piston's  axis,  the  slide 
hole  being  closed  by  slips  o  o,  dovetailed  into  k.  The  starting 
valve  R,  when  in  the  position  shewn,  allows  the  compressed  air, 
after  entering  at  l  through  a  strong  indiarubber  tube,  to  pass 
through  the  piston  by  T  and  u,  then  harmlessly  out  by  the 
passages  v  and  w ;  but  if  R  be  pressed  down  the  passages  v  w  are 
closed  and  the  macliine  operates  in  the  manner  to  be  described. 
Key  X  allows  the  piston  to  slide  vertically,  but  prevents  axial 
rotation,  v  is  a  passage  from  t  to  the  piston,  and  t  and  u  being 
formed  by  flats  in  s,  are  not  in  communication  with  each  other. 
There  are  two  passages  from  the  piston  to  u,  seen  io  plan  at  z  z^, 
while  in  the  piston  itself  one  passage  y  communicates  with  the  top 
of  the  cylinder  and  another  h  with  the  bottom.  In  addition,  two 
holes  d  di  are  made  in  the  slips  o  o,  and  grooves  e  e^  ffi  are  in 
connection  with  these  holes  at  certain  times.  One  other  point 
must  be  noticed — the  hole  g  is  the  exhaust  outlet  when  in 
working  order,  but  m  fits  the  hole  in  the  nose-piece  so  that  air 
cannot  escape  when  the  piston  is  at  the  bottom  of  its  stroke. 
If,  however,  k  be  lifted  to  the  top  position,  m  will  be  found  just 
of  a  length  to  disclose  an  annular  space  round  the  curvature  n, 
and  the  air  is  free  to  pass  out  at  g. 

Having  noted  all  the  parts,  we  can  now  describe  the  working 
of  the  tool.  The  workman,  after  placing  the  chisel  o  in  the  nose- 
piece,  holds  the  former  with  his  left  hand  against  the  se^m  of  the 
boiler  as  at  h,  while  with  his  right  hand  he  grasps  the  boss  s, 
pressing  the  head  R  upon  it,  thus  practically  closing  the  passage 
u.  The  air  passes  through  t  and  y,  but  cannot  get  further. 
Hole  dy  is  now  in  communication  with  passage  ^,  however,  so  the 
air  enters  the  valve  chamber  from  the  right  and  moves  p  to  the 
left  This  allows  the  pressure  to  act  through  h  on  the  bottom  of 
the  piston,  and  the  up  stroke  is  made.  While  this  air  exhausts  at 
g,  the  hole  //,  being  now  in  communication  with  /,  the  valve  is 
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324  Tube  Expander. 

▼ibrated  to  the  right,  and  the  pressure  air  passes  through  /  to  the 
top  of  the  piston,  bringing  the  latter  down  again.  Once  more  p  is 
moved  to  the  left,  and  pressure  exerted  on  the  bottom  of  the 
piston  \  but  the  imprisoned  air  at  the  top  must  escape  somehow, 
so  it  passes  through  Zj  to  u,  using  the  latter  as  a  receiver,  the  con- 
tents of  which  are  exhausted  when  the  piston  again  reaches  the 
top  position,  and  z  is  in  communication  with  h.  The  air  pressure 
is  from  lo  to  50  lbs.  per  sq.  in.,  and  a  free  blow  is  given  the  tool 
in  the  downward  stroke,  while  the  piston  is  cushioned  by  the 
imprisoned  air  at  the  top  on  the  upward  stroke,  making  it  easier 
for  the  workman  to  hold  the  tool,  e^  is  a  relief  at  one  end  of  the 
valve,  while  air  enters  at  the  other  end  through  e\  and^i  bears  the 
same  relation  to/     {See  Appendix  IK,  /.  949,  for  a  later  tool,) 

Tube  Expander. — Boiler  tubes  must  be  sufficiently  ductile 
to  withstand  the  rough  treatment  to  which  they  are  subjected. 
The  earliest  nietal  employed  was  copper,  but  that  was  expensive. 
Brass  is  now  extensively  used  for  the  smaller,  and  mild  steel  or 
wrought  iron  for  the  larger  tubes.  A  material  called  *  Red  Metal ' 
has  been  much  used,  and  appears  to  possess  excellent  properties, 
being  intermediate  between  yellow  brass  and  copper.  In  all  cases, 
as  a  test  of  fitness,  the  material  must  allow  of  being  doubled  up, 
and  having  the  ring  enlarged  till  capable  of  slipping  over  a  tube 
of  the  original  diameter.  The  treatment  which  tubes  receive  in 
the  boiler  shop  consists  in  their  expansion  to  fit  tightly  in  the 
tube-plate  holes,  and  beading  at  the  fire-box  end.  Although 
large  tubes  are  often  lap-welded,  smaller  ones  are  solid-drawn,  or 
forcibly  rolled  upon  a  pointed  mandrel,  as  in  Fig.  303,  the  latter 
being  long  enough  for  the  whole  tube.  The  process  reduces  the 
ductility  of  the  material,  so  the  tube  ends  must  afterwards  be 
annealed,  while  the  rest  of  the  tubes  should  be  perfectly  straight 
and  uniformly  elastic. 

A  Tube  Expander  is  shewn  in  Fig.  304.  a  is  the  smoke-box 
tube-plate  and  tube  :  b  the  body  of  the  tool :  c  three  rollers  dropped 
in  between  b  and  the  cover-plate  d  :  e  an  adjustable  gauge  to  fix 
the  position  of  the  rollers  with  respect  to  the  tube-plate :  and  f  a 
taper  mandrel  provided  with  a  tommy  bar  c.  The  action  is  simple  ; 
the  rollers  are  rotated  by  rod  f,  which  is  at  the  same  time  pressed 
forward  till  the  tube  is  well  expanded  to  fit  the  tube  hole.     Mr. 
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326  Tube  Beader,  Cutter,  &c,   / 

Yarrow  recommends  the  roller  shewn  at  tf,  and  advises  that  the 
hole  in  the  tube  plate  should  be  rimered  to  the  same  taper  as- 
the  mandrel  f. 

Tube  Beader  (Fig.  305). — h  is  the  body  of  the  tool,  con- 
taining three  jaws  at  j  capable  of  sliding  radially,  and  moved  out- 
ward by  the  taper  part  of  bolt  k  when  nut  l  is  tightened  up. 
This  is  done  when  the  beader  is  put  in  place,  the  disc  m  serving  as 
steadiment.  The  collar  n  holds  three  rollers,  placed  at  such  an 
angle  as  to  do  the  work  efficiently,  and  a  ratchet  wheel  o  is  keyed 
to  N.  p  is  the  feed  nut,  and  the  ratchet  arm  q  rides  loosely  on  n, 
the  latter  being  driven  by  q,  like  the  drill  in  Fig.  215.  But  there 
is  one  depression  d  in  the  rim  of  the  feed  nut  p,  so  that  when  q 
has,  by  its  vibrations,  brought  n  round  by  one  revolution,  the  feed 
nut  is  automatically  advanced  by  a  small  amount  The  firebox 
ends  of  the  tubes  being  excessively  strained  by  the  great  variations 
in  temperature  there  occurring,  beading  protects  the  joint,  while 
the  ferrule  r,  in  addition,  secures  the  rigidity  not  obtainable  by 
simple  expanding. 

Tube  Cutter. — As  it  is  impossible  to  gauge  the  length  of 
the  tubes  accurately  beforehand,  the  tool  at  Fig.  306  becomes 
necessary.  Three  bearings  s  s  s,  capable  of  radial  sliding,  support 
hard  steel  discs  t  t  t,  which  are  the  cutters.  The  tapered  bolt  u 
advances  these  bearings  outwardly  when  tightened  up  by  the 
nut  v ;  this  may  be  termed  the  feed.  The  tool  body  w  has  a 
square  at  x  and  an  adjustable  gauge  at  z,  by  which  the  cutters- 
are  set.  The  gauge  being  fixed,  the  tool  inserted,  and  nut  v 
screwed  up,  a  spanner  on  x  rotates  the  whole.  Then  v  is 
tightened,  the  operation  repeated,  and  so  on  till  the  tube  is  cut 
through. 

Ferrule  Extractor. — As  tubes  have  to  be  withdrawn  and 
replaced,  and  the  ferrule  is  the  most  troublesome  portion  to 
remove,  the  extractor  at  Fig.  307  has  been  contrived  to  meet  this 
difficulty.  The  washer  b  is  first  placed  against  the  tube  plate; 
then  the  set  screw  d  released  to  allow  the  jaws  */  to  enter. 
When  all  are  in  position  the  screw  d  is  advanced  to  press  the 
jaws  against  the  tube,  and  the  nut  g  then  tightened  with  a  long 
spanner  and  the  ferrule  drawn  out  All  the  four  foregoing  tools 
are  supplied  by  Messrs.  Selig,  Sonnenthal  &  Co. 
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Electric  Welding. — This  important  process,  first  intro- 
duced in  1885,  has  proved  of  great  advantage  in  satisfactorily 
uniting  pieces  unattachabie  by  ordinary  means.  Among  these 
articles  are  boiler  plates,  which  must  be  our  apology  for  intro- 
ducing the  subject  here.  Wrought  Iron,  or  in  a  less  degree  Mild 
Steel,  were  the  only  materials  previously  weldable,  and  even  then 
the  joint  had  but  70  per  cent,  of  the  strength  of  the  solid  material 
— a  serious  matter  with  crane  chains,  where  every  link  is  welded. 
Scale  might  form  between  the  weld,  the  heating  could  not  be 
seen  openly,  and  might  neither  be  even  nor  thorough ;  objections 
all  absent  in  electric  welding. 

Electric  energy  consists  of  two  factors — electromotive  force 
{or  pressure)  multiplied  by  the  current  (volts  x  amperes).  If 
this  energy  pass  through  a  good  conductor,  nothing  is  observable 
in  the  latter ;  if  a  bad  conductor  be  presented,  the  current  will 
not  pass ;  but  an  indifferent  conductor  will  allow  some  of  the 
energy  to  pass,  while  the  rest  is  converted  into  heat  on  account 
of  the  resistance,  the  amount  of  heat  energy  produced  being 
equivalent  to  the  electric  energy  destroyed.  The  metals  we  most 
desire  to  weld  are  in  the  class  of  semi-conductors,  and  there  is  no 
difficulty  in  raising  their  temperature  to  welding  point  by  the 
electric  arc ;  but  the  heating  effect  of  a  current  is  independent 
of  the  pressure  or  potential,  depending  only  on  the  valtu  of  the 
currenty  and  it  follows  that  the  energy  from  the  dynamo  must  be 
transformed^  so  as  to  obtain  a  low  voltage  with  a  high  amperage. 
Every  one  knows  the  galvanic  battery  and  induction  coil,  where  a 
current  of  low  potential  becomes  one  of  high  potential  after 
passing  the  coil,  though  at  a  sacrificie  of  current  value,  the  energy 
remaining  the  same.  Transformers  serve  the  same  purpose, 
being  similarly  designed,  and  it  depends  which  side  of  the  trans- 
former we  are  on  as  to  what  ampferage  we  obtain. 

There  are  two  processes  employed  in  electric  welding,  the 
'Thomson'  and  the  *Benardos,'  named  after  Professor  Elihu 
Thomson  and  M.  Von  Benardos  respectively.  The  first  con- 
sists in  using  the  pieces  to  be  united  as  the  poles,  and  the  second 
in  using  one  of  the  pieces  as  the  negative  pole,  while  the  positive 
pole  is  supplied  by  a  rod  of  carbon,  held  in  the  hand  in  the 
manner  of  a  soldering  bit.     The  electric  energy  is  obtainable  in 
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328  Electric  Welding  Processes, 

either  case  by  one  of  two  methods — (i)  from  an  'alternating' 
dynamo,  the  *  current'  being  increased  by  passing  through  'a 
transformer;  (2)  from  storage  or  secondary  batteries,  which  take 
their  energy  from  continuous  dynamos.  The  welding  apparatus 
is  not  thereby  altered.  A  general  diagram  in  Fig,  308  shews  the 
direct  method  combined  with  the  Thomson  process,  where  a 
is  the  dynamo,  b  the  transformer,  and  c  the  welding  apparatus. 
Two  wires  are  clamped  in  position  at  d,  and  end  pressure  put  on 
by  tjie  screws,  the  current  switched  on  at  e  and  regulated  at  f. 
The  ends  of  the  wires  are  previously  brightened,  and  a  flux  of 
powdered  borax  interposed.  After  welding,  the  bar  or  wire  is 
removed  and  hammered  to  size. 

Energy  remaining  the  same,  the  following  examples  will 
shew  thei  variation  in  ratio  of  potential  and  current  for  various 
purposes : — 

1.  For  arc  lighting:  2500  volts  at  10  amperes. 

2.  For  incandescent  lighting :  100   volts  at         250  amperes. 

3.  For  welding :  \  volt  at   50,000  amperes. 

4.  For  welding  :  \  volt  at  100,000  ampferes.* 

No.  3  would  weld  steel  bars  \\  inches  in  diameter  in  less  than 
two  minutes,  while  No.  4  would  do  the  same  in  one  minute,  ab- 
sorbing 35  H.P.,  but  only  for  a  short  time.  The  great  advantage 
of  electric  welding  lies  in  the  local  character  of  the  heating,  which 
prevents  the  spoiling  of  a  finished  piece  of  work. 

We  will  now  turn  to  the  Benardos  process,  shewn  in  Fig.  309. 
It  is  there  worked  by  accumulators — the  method  most  preferred. 
The  batteries  being  charged  from  a  shunt-wound  dynamo,  they 
are  connected  to  a  switchboard  a,  so  arranged  as  to  throw  them 
out  in  sets  of  five.  From  this  board  the  current  passes  through 
resistance  coils  for  further  regulation,  and  then  through  the 
welding  tool  b,  the  pieces  to  be  welded,  and  back  to  the  accumu- 
lators. Fifty  cells  are  usually  employed,  and,  if  two  boiler  plates 
of  about  yV  i"c^  thick  are  to  be  united,  the  tool  carries  a  very 

*  Note. — Only  strictly  correct  in  the  Thomson  process,  where  energy 
absorbed  is  due  to  true  resistance.  The  Benardos  process  uses  the  arc^  and 
energy  is  required  to  produce  light,  viz.,  to  volatilise  the  carbon  and  render  it 
incandescent :  amounting  roughly  to  30  volts  in  addition. 
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330  Cornish  and  Lancashire  Boilers, 

'hard  carbon  about  2  int:hes  in  diameter,  which  is  held  in  a  copper 
fiheath,  guard  f  serving  to  arrest  sparks,  and  protect  the  hand, 
while  the  handle  is  formed  of  non-conducting  material,  and  the 
workman  views  the  operation  through  a  dark  blue  glass  held  in  the* 
left  hand.  Various  applications  are  shewn  in  Fig.  309.  At  c  a 
lap-joint  is  being  welded ;  and  at  d  plates  are  welded  while  on 
end,  a  carbon  cup  holding  the  fluid  metal  being  gradually  raised 
AS  the  weld  progresses.  An  interesting  application  is  seen  at  e, 
which  may  be  termed  an  electric  forge,  where  the  circuit  is  com- 
pleted by  resting  the  tongs  (having  non-conducting  handles)  upon 
the  roller,  and  touching  the  carbon  with  the  piece  of  wort  The 
intense  heat  of  the  arc  forms  alloys  scarcely  known  previously, 
while,  with  nearly  similar  metals,  the  joint  is  always  as  strong  as 
the  weakest  one.     {See  Appendices,  pp.  754,  827,  and  1055.) 

Having  described  the  various  tools  and  apparatus  used  by 
the  Boiler-maker  aad  Plater,  we  will  proceed  to  examine  the  kind 
of  work, to  be  performed  by  these  men,  and  the  structures  which 
they  are  to  build.     We  will  consider  Boiler  Work  first. 

Cornish  and  Lancashire  Boilers.  —  These  are  only 
dissimilar  in  the  number  of  their  internal  flues.  The  Cornish 
boiler  has  but  one,  while  the  Lancashire  boiler  is  provided  with 
two,  so  we  have  considered  a  drawing  of  the  latter  only  to  be 
necessary.  This  is  given  at  Fig.  310*  where  b  is  a  longitudinal 
section :  a  and  c  end  views,  a  is  an  internal  view  of  the  front,  and 
B  of  the  back  plate.  The  front  plate  is  flat,  being  fastened  to  the 
first  shell  plate  by  an  angle  ring  a ;  but  the  back-plate  is  flanged  at 
b.  The  shell  plates  are  numbered  from  the  front  thus  :  ist,  2nd, 
3rd,  &c.,  and  as  their  dimensions  would  be  about  3^  feet  by 
25 J  feet,  giving  about  89  square  feet  area,  they  may  each  be  made 
in  one  piece,  as  will  be  seen  on  referring  to  the  table  of  maximum 
sizes  (p.  282),  where  a  ^-inch  plate  may  be  40  feet  long,  8  feet  wide, 
or  105  square  feet  area.  We  are  enabled,  therefore,  to  keep  the 
joint  near  the  top  of  the  boiler,  out  of  the  water  space,  and  easily 
•reached  after  the  boiler  is  set  in  brickwork.  The  front  and  back- 
plates  are  stayed  from  the  shell  by  *  gusset '  stays  d  d,  which  are 
oblique  plates  attached  at  each  end  by  a  pair  of  angles  ;  and  are 
iurther  supported  by  the  longitudinal  stays  m  m.  The  fire-bars 
{being  laid  in  the  flue*  at  Jj  on  supports,  the  heated  gases  pass 
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332  Corrugated  Flues. 

through  to  the  end  ^i,  thence  by  brickwork  flues,  along  the  bottom 
of  the  boiler  to  the  front, 'again  to  the  back  end  by  the  brick  side 
flues,  and  away  to  the  chimney.     The  internal  flues  are  therefore 
at  a  greater  heat  than  the  rest  of  the  boiler;  this,   producing 
expansion,  necessitates  the  introduction  of  elastic  portions.    The 
flues,   moreover,   are  in   danger  from   collapse,  for  a  cylinder, 
although  strong  when   pressed  from  within,   is  unstable  when 
pressed  from  without ;  so  strengthening  rings  are  applied  at  various 
distances  along  the  circumference.     But  as  joints  have  to  be 
formed,  on  account  of  the  great  length  of  the  flues,  it  is  customary 
to  make  provision  for  elasticity  lengthwise,  and  rigidity  of  cross 
section  also,  at  these  places,  the  most  usual  method  being  by  the 
introduction  of  the  Adamson  flanged  seam  at  e.     This  joint  has 
the  advantage  over  other  methods,  of  shielding  the  rivet  heads  from 
flame,  and  a  slightly  projecting  annular  strip  is  placed  between  the 
flanges  for  caulking  purposes.     The  space  between  the  tubes 
being  small,  the  seams  are  made  to  *  break  joint '  longitudinally, 
so  as  to  be  easily  got  at  when  necessary.     Conical  *  Galloway ' 
water  tubes  are  sometimes  inserted,  as  at  d,  for  intercepting  the 
heat  more  satisfactorily,  the  smaller  end  being  passed  in  at  the 
larger  hole.     The  flues  are  joined  to  the  end  plates  by  angle 
rings,  and  their  diameters  decrease  at  >&i,  the  connection  being 
formed   by  the  conical  portion  /.     The  manhole  edge   at  /  is 
strengthened  by  a  riveted  ring,  always  added  when  a  large  hole 
is  removed ;  and  the  mudhole  n  is  similarly  treated,  a  portion  of 
plate  being  left  all  round,  on  which  to  place  the  internal  door. 
Holes  are  cut  for  various  fittings,  as  at  a,  ^,  and  //.     The  circular 
seams  are  single  riveted,   but  double  riveting  is   used  for  the 
longitudinal  joints,  because  any  boiler  receives  but  half  the  stress 
longitudinally  that  it  does  in  a  circumferential  direction  (seep,  398). 
Fox's  corrugated  flues,  shewn  in  section  at  e,  are  exten^vely 
used  for  the  furnaces  of  many  boilers,  taking  the  place  of  the  two 
pieces  j  j;  while  f  is  equivalent  to  the  portion  k.     The  corruga- 
tions give  not  only  strength  and  elasticity,  but  a  larger  heating 
surface. 

The  proix)rtion  of  length  to  breadth  in  the  boiler  shewn  is  the 
largest  allowed  ;  more  often  the  length  is  about  two-thirds  of  that 
given.     {See  Appendix  II.,  p,  827.) 
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The  Marine  Boiler,  as  at  present  constructed,  is  shewn 
by  the  two  views  m  Fig.  311.  The  number  of  furnaces  depends 
on  the  size  of  the  boiler ;  in  this,  a  large  example,  there  are  four, 
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A  A.  The  combustion  chambers  are  also .  variously  divided,  there 
being  from  one  to  four  per  boiler ;  two  are  shewn  at  g  g,  each 
having  a  plate  c,  to  split  and  assist  the  draught.  The  heated 
gases,  rising  from  the  fire  at  a,  pass  through  the  co^ibustion 
chamber  g  and  tubes  d,  to  the  uptake,  which  is  placed  at  e  to 
cover  the  tubes.  The  boiler  is  cylindrical,  but  with  large  flat 
ends  which  require  a  good  deal  of  stiffening,  for  flat  portions  in 
all  boilers  are  weak.  There  are  two  belts  of  shell  plates  i  \  inch 
thick,  the  first  h  and  the  second  j,  each  being,  on  account  of  its 
large  circumference,  divided  into  three,  and  connected  by  double 
butt-straps,  with  treble  riveting,  as  in  plan  at  k.  The  division  is 
uniform  and  is  seen  on  the  front  elevation  ;  where  f  f  f  represent 
the  joints  of  the  first,  and  b  b  b  those  of  the  second  plate.  The 
circumferential  seams  are  double  riveted,  as  at  l  l,  and  the  man- 
hole is  placed  at  m,  with  strengthening  ring.  Sometimes  a 
separate  dome  is  connected  to  the  top  of  the  second  plate,  but 
just  as  often  the  steam  valve  is  applied  direct  to  the  boiler  ;  in  any 
case  the  dome  is  simply  a  horizontal  cylinder  with  dished  ends. 
The  front  and  back-plates  are  divided  into  three,  n,  o,  and  p  shew- 
ing the  parts  of  the  front-plate,  while  q,  r,  s  are  those  of  the 
back-plate,  n,  p,  q  and  s  are  each  J  inch  thick,  but  R  is  only  |  inch, 
and  o  is  ^  inch.  They  are  all  flanged  and  riveted  as  shewn,  o 
being  cut  out  a  suitable  shape  to  take  the  nests  of  tubes,  while  r 
is  rectangular.  Where  three  plates  overlap,  the  middle  thickness 
is  drawn  out  as  shewn  at  s^,  which  is  a  plan  of  the  joints  tt. 
Longitudinal  stays,  for  the  steam  space,  are  supplied  by  bolts 
u  u,  having  large  washers  to  distribute  the  pressure.  The  plate  o 
is  necessarily  stiffened  by  double  thickness  at  the  seams,  but  there 
are  also  stiffening  plates  v  v  riveted  on  the  inside,  and  stay  tubes 
w  w,  shewn  by  their  nuts,  support  both  plate  o  and  combustion 
chamber  tube-plate  x.  The  other  tubes,  ferruled  at  the  firebox 
end,  and  expanded  at  the  iiptake  end,  act  also  as  stays.  The  plate 
p  is  stayed  by  bolts  at  v  Vi,  and  the  manholes  are  stiffened  by 
riveted  plates  at  z.  The  three  bolts  marked  Yi  pass  right  through 
to  the  back-plate  s,  which  is  further  strengthened,  together  with  r, 
by  screwed  stays  at  a^  which  are  bolts  screwed  their  whole  length 
and  fitting  into  holes  tapped  in  the  plates.  The  combustion 
chamber  back-plate  A  inch  thick,  shown  at  o,  is  a  simple  flanged 
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plate ;  but  the  tube-plate  x,  ^  inch  thick,  is  throated,  to  fit  th^e 
furnace  flue.  The  top  and  side  plates,  \  inch  thick,  are  in  three 
pieces,  with  joints  2X  bbb^  and  wherever  three  thicknesses  super- 
pose, the  mid  plate  is  feathered,  as  at  b.  Screwed  stays  i^  inch 
diameter,  7  inches  apart,  are  fixed  between  the  chambers  at  ^  and 
at  the  sides,  while  the  roof  is  supported  by  girder  stays*  which 
each  consist  of  two  plates  resting  by  their  ends  on  the  roof  seam. 
Between  these  plates  are  passed  collar  bolts,  which,  after  being 
screwed  into  the  roof  and  fastened  by  nuts,  are  tightened  against 
special  washers  on  the  girder.  The  furnace  flues  are  of  the  Fox 
pattern,  flanged  to  the  throat  plate  as  shewn. 

The  Locomotive  Boiler  (Fig.  312)  was  the  earliest  form 
of  multitubular  boiler,  and  has  served  as  pattern  for  many  other 
steam  generators.  The  firebox  a  is  cubical  and  of  ^"  copper- 
plate^ thickened  at  the  tubes  to  ^'\  The  back  plate  d  is  flanged, 
and  dished  round  the  firebox  hole  to  the  form  shewn,  the  tube 
plate  c  being  also  flanged.  The  top  and  sides  are  in  one  piece  £, 
and  all  these  plates,  being  flat  and  weak,  are  supported  from  the 
outer  shell  by  screwed  stays  riveted  over.  The  latter  are  §" 
diam.  and  4"  pitch,  and  must  be  of  copper,  to  avoid  corrosion 
by  galvanic  action,  which  firequently.  occurs  next  the  firebox  plate. 
The  shell  top  and  sides  are  in  one  plate  h,  cut  out  as  shewn  at 
Hi ;  the  throat  plate  f  is  flanged  to  join  the  barrel  and  the  firebox 
shell ;  and  the  back  plate  o  is  also  flanged.  The  foundation  ring  a 
serves  as  a  distance  or  closing  piece  when  fastening  the  shell  to 
the  box,  and  a  similar  piece  is  required  at  z,  called  the  firehole 
ring.  Mudhole  bosses  b  b  are  welded  on  the  solid  plate,  and 
tapped  for  tapered  screw  plugs.  A  hole  is  cut  in  the  top  of  the 
shell  at  v  for  a  double  safety  valve,  and  the  plate  stiffened  by  a 
wrought-iron  valve  seating.  From  angles  on  the  shell  roof  at  w 
are  hung  the  sling  stays  x  x,  supporting  the  girder  stays  v,  the 
latter  being  solid  forgings,  and  the  stay  bolts  taking  the  form  of 
tap  bolts.  T  is  a  stiffening  angle  for  the  shell  back,  and  p  p  are 
expansion  brackets  which  rest  on  the  engine  frame.  The  firebox 
tube  plate,  besides  the  ordinary  screwed  stays,  has  four  palm  stays 
at  s  s,  which  are  seen  in  detail  at  Sj.  Two  plates,  k  and  j,  form 
the  boiler  barrel,  and  each  makes  a  complete  circle,  the  joints 
being  shewn  in  plan,  well  out  of  the  water  space.     The  dome  l 
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is  welded  from  one  piece  of  plate  and  flanged  over  as  shewn,  a 
stiffening  ring  being  placed  round  the  hole  in  the  boiler,  and  an 
angle  riveted  within  the  dome  to  support  the  regulator  pipe. 
The  tube  plate  q  is  attached  to  the  boiler  shell-  by  angle  r,  and 
the  smoke-box  plate  wrapped  round  as  shewn ;  but  as  the  latter 
is  not  considered  part  of  the  boiler,  we  shall  not  discuss  it  further. 
A  hole  is  cut  in  the  tube  plate  at  m  to  receive  the  copper  steam- 
pipe,  which  is  expanded  to  fit,  and  the  tube  holes  are  spaced  as 
at  the  firebox  end,  excepting  that  they  are  all  lifted  higher  by  a 
small  amount  to  clear  the  barrel .  plate.  The  circumferential 
seams  are  all  single  riveted,  and  the  longitudinal  seams  double 
riveted.  It  will  be  noticed,  in  the  end  views,  that  the  firebox  is 
contracted,  because  it  must  fit  between  the  engine  frames,  but 
after  rising  clear  of  these  it  may  be  enlarged. 

The  Vertical  Boiler  appears  under  several  shapes.  The 
chief  difficulty  has  been  to  keep  the  heated  gases  in  the  firebox 
sufficiently  long  to  allow  of  their  yielding  a  reasonable  amount  of 
their  heat  to  the  water.  Baffle  plates,  bent  flues,  cross  water- 
tubes,  have  all  been  used,  but  the  most  effective  construction 
seems  to  be  that  which  imitates  as  closely  as  possible  a  short 
locomotive  boiler.  It  should  be  so  built  that  a  man  can  get 
inside  .for  repair  or  cleaning.  The  drawing  at  Fig.  313  shews 
Wailes  &  Fraser's  patent  boiler,  a  modification  of  Cochran e's, 
having  the  a(!l vantages  required,  a  is  a  dome-shaped  firebox, 
and  B  a  connection  to  c,  the  combustion  chamber.  The  shell  is 
a  vertical  cylinder,  made  of  three  tiers  of  plates,  and  having  a 
dished  roof  e  stayed  by  four  gussets  f  f.  A  manhole  o  com- 
municates with  the  combustion  chamber  for  the  purpose  of 
getting  at  the  tubes,  and  the  firehole  is  at  h.  The  tubes  j  are 
expanded  into  the  tube  plates,  and  the  smoke-box  k  is  affixed 
afterwards.  This  form  of  boiler  is  found  very  efficient,  but  rather 
too  rigid  to  withstand  the  deteriorating  effect  of  expansion  and 
contraction. 

The  Tubulous  or  Water-tube  Boiler  differs  totally  in 
design  from  any  of  the  preceding.  Fig.  314  shews  a  sectional 
elevation  of  the  boiler,  with  its  brickwork  setting.  A  number  of 
comparatively  small  lap-welded  tubes  at  a  are  inclined  over  the 
fire,  and  connected  at  their  ends  by  zigzag  chambers  at  f  and  h, 
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termed  headers,  which  fit  'closely  together.  Every  header  is 
connected,  by  a  tube  a^  with  a  collecting  chamber  h  at  each  end 
of  the  receiver  g;  and  all  the  tubes ,  are  expanded  into  their 
respective  sockets,  the  necessary  holes  at  d  being  closed  by 
covers  of  *  mudhole '  pattern.  The  water  rises  to  the  centre  of 
the  receiver,  which  therefore  serves  both  as  dome  and  part  of  the 
boiler.  There  is  a  cleaning  hole  at  e,  j  is  a  cylindrical  ,mud 
collector,  while  k,  l,  m,  and  n  are  soot  doors ;  and  the  draught 
is  compelled  to  follow  the  tubes,  by  reason  of  the  division 
walls  c  and  d,  the  flame  plates  Q  q,  and  the  position  of  flue  E. 
The  receiver  is  held  in  place  by  the  girders  p  p,  bolted  to 
the  brickwork.  The  headers  are  usually  of  cast  iron,  though 
wrought-iron  ones  have  been  recently  constructed,  and  plates  q  q, 
with  firebrick  distance  pieces,  serve  to  stay  and  support  the  tubes 
intermediately.  The  chambers  b  b  are  flanged  and  welded  from 
wrought-iron  plate,  the  tubes  are  of  wrought  iron  or  steel,  and  the 
receiver  of  steel  plate.     The  flue  may  be  at  N  instead  of  E. 

These  boilers  have  been  much  favoured  recently  by  electric- 
lighting  engineers,  on  account  of  rapid  steam-raising  properties, 
and  immunity  from  accidents  due  to  the  small  diameter  of  their 
tubes,  with  relatively  great  strength;  but  they  require  considerable 
cleaning  and  repairing.    (See  Appendices^  pp.  828,  993,  and  1 06 1 .) 

Geometry  required  by  the  Boiler  Maker. — This  is  not 
of  a  diflSbult  kind,  but  involves  one  or  two  intersections  of  solids, 
and  development  of  the  contact  line  upon  either  of  the  solids 
when  their  surfaces  are  laid  flat  He  must  know  the  relation  of 
circumference  to  diameter  of  circle,  thus — 

Circumference  =  diameter  x  tt 
and  TT  =  3*1416  or  — 

and  the  diameter  of  a  boiler  should  be  measured  (for  develop- 
ment) to  the  centre  of  thickness  of  the  plate. 

The  intersection  of  cylinder  with  cylinder  is  given  at  Fig.  315, 
and  the  method  of  developing  the  plane  surface :  a  and  b  repre- 
senting a  dome  and  boiler  respectively.  Taking  the  dome  in 
plan,  divide  the  circle  into,  say,  twelve  parts,  and  number  as 
shewn.  Calculate  half-dome  circumference,  and  lay  out  as  at 
c  D,  dividing  into  six  parts  by  vertical  lines.     Project  lines  up 
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from  plan  to  meet  boiler  circumference,  and  carry  these  along 
horizontally  to  cross  the  vertical  lines  at  c  d  ;  the  serpentine 
curve,  being  then  traced  through  the  numbers  obtained,  will 
represent  the  developed  intersecting  line.  This  may  be  repeated 
on  the  second  half  of  the  plate,  and  a.llowances  made. for  flanging 
and  welding.  The  l^oiler  hole  is  developed  by  stepping-off  the 
three  distances,  ^,  ^i,  and  h,  with  dividers,  and  measuring  them 
from  the  vertical  centre  line  in  plan  to  give  tf,  ^,  and  c  respec- 
tively, the  remaining  four  segments  being  symmetrical.  The 
length  of  plate  is  found  by  calculation. 

Intersections  of  oblique  cylinder  with  plane,  or  cone  with 
cylinder,  are  rarely  required;  but  cone  with  plane  is  sometimes 
necessary,  as  in  funnels  for  American  locomotives,  or  conical 
flues  such  as  that  shewn  at  l.  Fig.  310.  The  latter  has  been 
chosen  as  an  example,  and  the  form  of  plate  developed  at  k, 
Fig.  315,  J  being  the  finished  flue.  The  drawing  j  having  been 
made,  the  outer  lines  are  produced  to  meet  at  f^  and  the  dotted 
circles  struck,  with  gf2Si6,jf2&  radii.  Upon  these  are  measured 
the  circumferences  at  d  and  e  respectively,  and  allowance  made 
for  welding  and  flanging. 

If  the  set-squares  at  hand  be  not  long  enough,  the  marker- off" 
should  be  able  to  set  out  a  right  angle  by  the  measurements  of 
three  sides  of  a  triangle,  it  being  easily  remembered  that  the 
proportions  3,  4,  5,  for  base,  perpendicular,  and  hypo<?nuse  in 
turn,  will  serve  his  purpose,  as  can  be  proved  by  the  47th  proposi- 
tion of  Euclid's  first  book,  thus  : 

3*+   4'=   5*        or        9  +16  =25 

The  lehgth  of  arc,  chord  being  known,  is  sometimes  required, 
and  may  be  obtained  as  follows : — 

Let  r=the  half  chord. 
r=  radius  of  arc. 
a  =  half  the  angle  subtended  by  the  arc. 

Then  -  =  sin  a. 

r 

The  angle  a  being  found  from  a  table  of  sines, 

Length  of  Arc  =  2  x  -- -  x  27rr  =  •o349ar. 
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Setting-out  a  Marine  Boiler. — We  are  now  in  a  position 
to  detail  the  method  of  setting  out  the  plates  and  putting  together 
of  any  form  of  boiler  previously  described.  Taking  first  the 
Marine  Boiler:  the  Draughtsman  must  make  a  list  of  the  plates 
required,  taken  from  the  drawings,  for  ordering  purposes,  giving 
each  a  marginal  allowance,  which  will  vary  from  \  in.  to  \  in. 
all  round  according  to  thickness  of  plate.  This  is  necessary,  for 
the  shears  at  the  Rolling  Mill  leave  a  rough  edge  and  distress  the 
plate.  Referring  to  Fig.  311,  the  plates  n,  p,  q,  and  s  would  be 
ordered  as  *  sketch  plates ';  coming  in  roughly  sheared  to  the  shape  \ 
G  and  X  might  also  be  cut  down  at  the  mill ;  but  the  remaining 
plates  would  be  ordered  to  the  nearest  rectangle.  Care  must  be 
exercised  to  remember  flange  or  lap  allowances.  The  Fox  tube 
is  rolled  by  special  machinery,  so  must  also  be  '  ordered  out' 
When  received,  it  must  be  carefully  gauged  at  every  ring,  and  if 
found  to  be  more  than  a  \  in.  oval,  must  be  rejected. 

Supposing  all  the  plates  have  been  received,  we  will  refer  to 
the  sketches  in  Figs.  316  and  317,  taking  the  Front  plates  first. 

I.  Front  Stay  Plate, — This  is  received  roughly  sheared,  as  at 
I.  It  is  painted  with  whitening  and  marked  off  to  drawing,  as 
shewn  by  dotted  lines,  keeping  a  near  the  edge  to  avoid  much 
planing.  Then  the  curve  b  is  cut  out  by  band  saw  to  give  an 
edge  for  the  flanging  gauge  2.  Flange  to  gauge,  by  the  pro- 
gressive method.  Fig.  290,  the  ends  being  set  as  at  3,  by  the 
horizontal  ram.  Being  now  considerably  strained,  the  plate  is 
placed  in  a  furnace,  and  uniformly  heated  to  i.  dull  red  heat ;  on 
removal  it  is  laid  on  a  flat  table,  and  straightened  by  wooden 
hammers,  then  allowed  to  cool  slowly.  The  edge  la  is  next 
planed  on  the  machine  in  Fig.  285,  and  a  bevel  given  by  setting 
as  at  4,  the  angle  being  i  in  8  ;  often  this  is  given  to  outer  edges 
only.  The  long  edge  is  planed  with  a  stroke  the  full  length, 
and  the  flange  5  with  short  strokes,  the  position  of  the  stops  Q, 
Fig.  285,  being  altered  for  the  purpose.  The  flanged  edge  is 
milled  as  at  6,  with  a  conical  cutter,  to  obtain  caulking  inclination, 
a  suitable  table  being  provided  to  give  a  curvilinear  feed. 

The  rivet  holes  are  now  drilled  to  the  extent  of  one  in  every 
six,  measured  along  the  pitch  line,  for  use  in  holding  the  plates 
together  while  drilling  in  position.     In  this  case  the  holes  along 
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I  a  are  to  be  marked  from  the  tube  plate ;  but  those  along  the 
flange  are  obtained  by  laying  upon  the  latter  a  vety  thin  steel 
strip  7  prepared  with  marked  holes,  and  of  the  exact  length  of 
the  flange.  After  marking  through,  the  flange  holes  may  be 
drilled  in  a  Horizontal  Drill,  and  the  plate  holes  in  a  Radial 
Drill.  The  holes  for  the  stay  bolts  are  marked  off  to  dimension, 
as  shewn  at  u,^ig.  311,  and  drilled  with  clearance  for  the  bolt 

II.  Front  Tube  Plate.— The  Plate  is  first  marked  as  at  8,  and 
part  8a  cut  out  by  Band  Saw.  The  pieces  ga  are  next  drawn  out 
to  a  tapering  wedge  as  at  Si,  Fig.  311,  after  which  the  parts  gd 
may  be  removed  by  Band  Saw.  Flange  gd  to  gauge;  anneal 
and  straighten.  Plane  edges  ^d  and  ge  to  a  bevel,  trimming  the 
corners  by  chipping,  and  mill  the  flanged  edge  as  before.  Set 
out  all  the  plate  rivets  as  at  w,  v,  and  y,  Fig.  311,  and  the  tube 
holes.  Prepare  a  steel  strip  the  exact  length  of  the  flange,  and 
pitch  the  rivets  upon  it;  then  mark  through  to  the  flange  one 
rivet  in  every  six,  leaving  the  comer  rivets.  (N.B. — It  should  be 
remembered  that  the  corner  rivets,  where  three  plates  overlap,  are 
always  better  drilled  absolutely  *  in  position.*)  Now  drill  all  the 
plate  rivets  under  a  Radial  Drill,  and  the  tube  holes  at  the  same 
time,  making  first  a  small  guide  hole  for  the  pin  drill  10.  The 
stay  tube  holes  are  made  to  tapping  size,  and  the  other  tube  holes 
to  gauge.  The  flange  holes  are  drilled  in  a  Horizontal  Drill,  and 
the  stiffening  plates  (v,  Fig.  311)  marked  from  the  tube  plate  and 
drilled  separately. 

III.  Bottom  Front  Plate, — Whiten  the  plate  as  before ;  draw 
centre  line,  line  iia,  and  strike  curve  11^.  Set  out  the  centres 
of  the  furnace  holes,  and  strike  a  circle  on  each,  smaller  than  the 
flue  by  the  flanging  allowance.  Drill  a  small  hole  for  drill 
steadiment  at  the  furnace  centres,  then  lay  the  plate  on  the  drill 
in  Fig.  291,  and  take  out  the  large  hole  by  the  trei>anning  tool  12. 
Heat  and  flange,  as  at  13,  each  of  the  furnace  holes,  and  after 
cooling  lay  on  the  marking  table  to  test  the  original  lines,  which 
have  drawn  a  little;  so  the  curve  11^  must  be  re-struck,  and  cut 
by  band  saw.  Flange  to  gauge,  including  the  setting  of  the 
flange  ends;  anneal  and  straighten.  Mark  out  line  nd  and  cut 
out  with  band  saw;  plane  also  the  edge  iia.  If  possible,  give 
the  bevel  at  d  when  cutting,  but  if  that  is  not  convenient,  finish 
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by  milling  or  chipping.  Mark  the  flange  rivets,  one  in  six,  with  a 
special  steel  strip,  and  the  rivets  along  the  seam  a  dy  one  in  six, 
from  the  tube  plate.  Set  out  the  centres  for  stays  y  Yj,  Fig.  311, 
and  mudholes  z  z,  as  shewn  at  14.  Next  prepare  the  stiffening 
plates  1 5  by  marking  out,  sawing,  cutting  the  oval  hole  by  the 
special  method  shewn  in  Fig.  291,  and  drilling  the  rivet  holes. 
Place  the  stiffening  plates  in  position,  and  mark  through  all  their 
holes;  then  drill  all  holes  by  a  Radial  Machine,  and  cut  the 
mudholes  by  the  appliance  in  Fig.  291.  The  edges  of  the  furnace 
flanges  are  tooled  in  the  same  machine  by  fixing  the  plate  hori- 
zontally on  the  table  and  revolving  the  tool  Q  Q,  as  at  16. 

IV.  Top  Back  Plate  is  prepared  in  the  same  manner  as  I. 

V.  Back  Middle  Plate, — This  must  be  lined  out  as  at  17, 
with  d  and  b  parallel,  and  the  curves  struck.  The  rest  may  be 
understood  from  II,  After  planing  a  and  b^  and  setting  out  the 
stay  holes,  the  latter  are  left  to  be  drilled  till  all  are  bolted 
together. 

VI.  Bottom  Back  Plate  (t8)  is  treated  in  the  same  manner 
as  I.,  but  the  stay  holes  are  all  drilled  in  position,  as  in  last 
example. 

VII.  Front  Ring  Plates, — There  are  three  of  these,  all  equal 
in  length.  They  are  lined,  as  at  19,  with  long  set  squares,  then 
planed,  the  long  edges  to  a  bevel,  and  the  short  edges  square ; 
next  taken  to  the  Rolls,  Figs.  286-7,  and  put  through  in  the 
manner  previously  described.  But  many  Marine  firms  prefer  to 
work  with  Vertical  Rolls,  believing  that  besides  supix)rting  the 
weight,  the  curve  is  obtained  more  squarely  with  the  long  edge. 
In  finishing  the  short  edge,  a  greater  pressure  is  given  to  secure 
accuracy  of  curvature,  and  partially  avoid  the  necessity  of  bending 
with  hammer.  Now  mark  off  the  rivet  holes  to  suit  those  already 
drilled  in  the  flanges  of  the  Front  and  Back  plates.  To  this  end 
the  steel  strips  are  again  used,  and,  being  very  thin,  do  not  differ 
appreciably  in  their  outside  and  inside  circumferences.  The 
positions  of  joints  t  t  must  be  found  with  relation  to  the  butt 
joints  F  F  (Fig.  311),  and  the  centres  of  t  t  marked  upon  the 
front  long  edge  of  the  ring  plates.  Then  the  steel  strips  are 
applied,  and  the  holes  marked  to  correspond  with  the  flanges. 
Of  course  these  strips  must  be  all  carefully  numbered,  to  avoid 
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mistaking  the  one  for  the  other.  The  rivet  holes,  one  in  six,  for 
the  back  long  edge  must  be  set  out  so  as  to  bring  the  joints 
F  and  B  (Fig.  311)  into  exact  relation  with  each  other,  b  b  are 
therefore  marked  upon  the  Front  Plate,  and  two  methods  occur 
by  which  the  intermediate  holes  may  be  traced:  one  involving 
the  use  of  the  thin  strips,  and  the  other  being  the  placing  of  one 
plate  upon  the  other,  on  blocks  as  at  20.  The  latter  method 
seems  preferable,  because  all  the  holes  may  be  marked  on  the 
back  edge  of  Front  Plate,  one  in'  six  drilled,  and  then  traced 
through  to  the  Back  Plate,  VIII.  The  manhole  is  next  marked 
off,  with  its  rivet  holes,. but  is  not  cut  out  till  in  position.  The 
butt  strap  is  prepared  by  planing  \  heating  and  pressing  to  correct 
curves  between  dies ;  then  marking  off  all  holes,  but  drilling  ^nly 
three  on  each  edge.  It  is  next  applied  to  the  plate,  these  holes 
marked  through  and  drilled. 

VIII.  Back  Ring  Plates, — These  are  also  in  three,  and  of 
equal  length.  They  are  marked  as  in  the  last  example,  and  if 
care  be  taken,  the  horizontal  joints  of  the  plates  II.  and  V.  will 
be  in  line  with  each  other.  This  is  a  necessity,  so  it  is  advisable 
to  keep  the  vertical  centre  line  of  the  boiler  well  in  view,  on  all 
these  plates  I.  to  VIII.,  during  the  whole  of  the  marking  off. 

We  may  now  bolt  together  the  whole  of  the  shell  plates 
through  §uch  rivet  holes  as  have  been  drilled,  and  place  the 
boiler  upon  the  cradle  a  a.  Figs.  293-4,  Plate  XIII.  The  drill 
spindle  is  adjusted  as  there  described,  and  all  the  holes  in  the 
ring  platen  drilled  right  through.  There  are  two  principal  forms 
of  rivet  holes  required,  as  shewn  at  37  and  38,  the  former  being 
for  machine  and  the  latter  for  hand-riveting.  In  37  the  arridge 
is  just  taken  off,  while  38  requires  a  deep  countersink,  but  both 
may  be  given  by  the  tools  21  (a  and  b).  2xa  is  applied  from  the 
outside,  and  withdrawn  when  the  hole  is  finished.  2  ib  is  then 
passed  through  from  the  inside  of  the  "boiler,  and  fastened  in  a 
special  slot  as  shewn.  Its  teeth  cut  left-handed,  so  the  machine 
need  not  be  reversed,  but  the  backward  feed  is  given  by  hand, 
and  the  depth  gauged  by  a  mark  on  the  drill.  All  the  shell  rivets 
are  like  37,  excepting  those  in  the  back  flange,  and  even  they 
may  be  machine-riveted,  as  will  be  shewn.  The  manhole  is  taken 
out  by  drilling  holes  round  its  circumference  close  together,  then 
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finished  by  chipping.  The  bolts  being  clamped,  their  holes  are 
also  countersunk,  being  first  rimered  to  ensure  exact  correspond- 
ence. The  rivet  holes  both  at  fi-ont  and  back  of  boiler  are  next 
drilled  by  placing  the  latter  on  a  cradle,  which  allows  the  flat 
plates  to  stand  vertical,  and  face  four  drill  standards  supporting 
horizontal  drills  on  suitable  saddles.  The  boiler  joints  being 
truly  level,  the  rivet  holes  may  be  easily  drilled,  as  well  as  the 
stay  holes  in  the  back,  the  latter  being  made  to  tapping  size. 

IX,  The  Furnace  Tubes  (22  and  23)  are  usually  obtained 
rolled,  flanged,  and  cut  to  correct  shape,  an  allowance  being  left 
at  front  end  for  turning.  They  may  be  flanged,  however,  under 
the  machine  in  Fig.  290,  as  shewn  at  24,  using  special  dies.  Mark 
off  all  the  flange  holes,  as  at  23,  and  drill  all  those  at  ^,  one  in 
every  six  at  Cy  but  none  at  the  corners  d, 

X.  Combustion  Chamber  Throat  Plate — This  is  flanged  to  the 
shape  shewn  at  25.  A  rectangular  plate  being  procured,  the 
centres  of  the  furnaces  are  found  as  at  26,  a  hole  trepanned,  and 
the  flanging  of  the  throat  done  at  one  heat,  as  at  r.  Fig.  290. 
The  rest  of  the  plate  is  lined  as  at  27  and  the  corners  cut,  the 
sides  ^,/  g^  and  h  being  flanged  progressively  until  the  whole  fits 
a  cast-iron  block  or  template.  This  is  of  course  an  operation 
involving  great  care.  Now  the  portions  25a  and  25^  are  sawn 
out,  finishing  the  plate  with  the  exception  of  the  taper  ends, 
which  are  drawn  out  by  heating  and  hammering  on  the  cast-iron 
block.  After  milling  the  flange  edges,  the  rivet  holes  23^,  con- 
necting with  the  Fox  tube,  are  marked  from  the  latter,  and  drilled 
separately ;  and  the  flange  holes  carefully  spaced  out  by  reference 
to  the  top  comers  and  the  furnace  centres,  but  only  one  in  every 
six  drilled  now,  and  none  through  the  taper  portion. 

XL  Combustion  Chamber  Back  Plate  (28). — This  must  be 
lined  out  and  flanged  progressively  to  fit  a  cast-iron  block,  and 
the  flange  edge  then  milled.  The  stay  holes  are  drilled  in 
position. 

XII.  The  Cover  Plates  for  the  Combustion  Chamber  are  now 
edge-planed,  rolled,  and  bent  hot  with  hammer,  until  they  exactly 
fit  the  flanged  plates,  as  shewn  in  Fig.  311.  There  are  three  of 
these  plates,  one  for  the  roof,  and  one  for  each  side;  and  the 
holes  already  drilled  in  the  flanged  plates  must  be  traced  through 
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upon  them.  The  inner  laps  at  the  joints  b  b  b  must  of  course  be 
tapered,  but  no  holes  are  yet  drilled  there,  or  through  any  of  the 
tapered  pieces. 

Fix  all  plates  of  both  chambers,  including  Fox  tubes,  with 
temporary  bolts;  and,  laying  each  upon  its  back,  drill  with 
Horizontal  Drill  atl  the  rivet  holes,  as  spaced  on  the  cover  plates. 
Mark  out  and  drill  to  tapping  size  the  stay  holes  in  the  mid  cover 
plate  of  one  chamber  only,  and  drill  also  the  holes  for  the  girder- 
stay  bolts.  Set  up  both  chambers  in  position  as  at  29  by  bolting 
through  the  rivet  holes,  and  blocking  below.  Obtain  level  position 
with  great  exactness,  then  draw  horizontal  tube  centres  by 
squaring  from  the  roof,  and  the  vertical  lines  from  the  middle 
plates.  They  are  afterwards  drilled  to  correspond  with  II.  The 
mid  stay  holes  are  marked  from  one  chamber  to  the  other  by  k 
punch  30,  of  the  same  diameter  as  the  tapping  size  of  the  holes, 
and  afterwards  drilled  by  Horizontal  Drill. 

The  Girder  or  Roof  Stays  are  now  cut  out  by  band  saw,  being 
clamped  together,  and  are  next  fitted  to  the  Toof,  as  shewn  in 
Fig.  3". 

The  Band  Saw  is  a  very  useful  tool,  but  requires  some 
attention  to  keep  it  keen.  The  tool  at  31  is  a  roughened  steel 
helix,  rotated  by  gearing  to  sharpen  the  saw  teeth  as  the  band  is 
advanced. 

Riveting  the  Boiler. — The  Front  and  Back  Plates  may 
now  be  put  together  in  a  Fixed  Riveter  as  at  32,  and  the  ring 
plates  attached  by  the  same  machine  up  to  the  condition  l, 
Plate  XVI.  But  the  Back  Plate  must  either  be  put  in  by  hand 
or  semi-hand  process,  or  by  the  machine  at  p,  Plate  XVI.  The 
combustion  chamber  (after  riveting  up)  is  first  inserted,  and  laid 
loosely  within  the  shell.  Then,  if  hand-riveting  be  used,  the  rivet 
will  appear  like  that  at  38,  the  flat  finish  being  obtained  by  very 
quick  consecutive  blows  from  riveting  hammers  used  by  two  work- 
men, while  a  third  *  holds  up '  a  cupping  tool  within  the  boiler. 
The  hammering  is  continued  on  both  sides  after  the  rivet  is  cold, 
as  a  sort  of  caulking.  A  pneumatic  hammer  is  employed  in 
some  works,  as  at  33,  where  a  lever  vibrates  from  a  crank  plate 
driven  by  a  belt,  while  the  hammer  end  is  provided  with  a 
pneumatic  dashpot  or  cushion,  giving  a   finish  like  36.     The 
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holding  up  may  be  obtained  as  at  34  or  35,  by  pressing  on  the 
levers  there  shewn. 

But  the  boiler  may  be  finally  closed  by  machine,  using  the 
methods  at  p  or  m,  Plate  XVI.  The  former  is  adapted  to 
internally  flanged  boilers,  the  tube  plate  being  cut  in  three  pieces 
a.t  the  stiffening  plates.  After  the  flange  has  been  riveted,  the 
various  tube  plate  rivets  may  be  closed  by  the  usual  Lever  Riveter 
with  long  arms,  dropped  in  through  the  furnace  holes.  The  best 
result  is  obtained  by  a  boiler  designed  as  at  m,  Plate  XVI., 
and  this  should  be  employed  whenever  the  ship  designers 
permit  it. 

The  Combustion  Chambers  are  put  together  as  at  39  and  40, 
but  the  back  plates  are  riveted  by  hand,  with  rivets  like  38,  unless 
the  flanges  be  made  as  at  m,  Plate  XVI.  The  chambers  and 
furnaces  are  next  put  within  the  boiler  shell,  and  the  latter  closed. 
They  are  slung  as  at  41,  carefully  blocked  and  bolted  in  position^ 
then  clamped  at  the  front.  Placing  the  boiler  on  a  cradle,  before 
horizontal  drills,  and  on  the  machine  in  Plate  XIII.,  drill  the 
stay  holes  through  into  the  Combustion  Chamber  to  ensure  exact 
alignment  for  the  screw  threads.  All  stay  holes,  including  those 
between  the  chambers,  are  now  tapped,  as  at  42,  by  a  tap  whose 
threads  a  and  b  are  continuous. 

The  Screwed  Stays  are  prepared  ^on  the  machine  at  43. 
Stay  a  is  coupled  to  spindle  ^,  which  revolves  by  gearing  c ; 
screw  b  has  the  same  pitch  as  die  nut  //,  and  prevents  the  forma- 
tion of  unequally  pitched  threads  on  the  stay  by  *  drawing'  or 
uneven  pressure.  The  stays,  having  a  square  on  their  ends,  are 
now  placed  in  the  boiler  with  a  wrench,  a  nick  being  first  turned 
at  each  end  to  represent  their  exact  lengths ;  so  that  having  been 
advanced  to  correct  position,  a  sharp  twist  will  break  off  the 
surplus  material.  Nuts  are  now  added,  and  the  stay  ends 
trimmed  up. 

The  boiler  being  still  upon  its  cradle,  the  rivet  holes  at  the 
furnace  mouth  are  set  out  and. drilled  by  the  machine  at  44. 
The  drill  bracket  may  be  revolved  on  a  horizontal  axis  by  worm 
gearing,  and  this,  coupled  with  the  rotation  of  the  boiler,  will 
enable  us  to  drill  all  round.  The  riveting-up  is  shewn  at  k, 
Plate  XVI. 
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The  Stay  Tubes  must  next  -be  screwed.  They  are  either 
formed  with  a  plus  thread  at  one  end  and  a  minus  thread  at  the 
other,  as  at  45,  or  both  ends  may  have  a  plus  thread.  The  first 
involves  less  labour,  while  the  second  is  stronger."  The  tapping 
machine  is  shewn  at  46-7-8.  First  the  tube  is  cut  to  length,  and 
placed  within  the  bushes  a  be.  After  a  and  e have  been  adjusted 
till  the  trammel  d  (whose  length  represents  an  exact  number  of 
threads)  fits  their  thread  grooves,  the  set  screws  are  tightened, 
and  the  spur  wheel  ^,  being  rotated,  will  also  turn  the  tube  and 
the  bushes.  At  48,  the  end  view  of/  are  seen  two  screwing  and 
two  chasing  tools,  the  one  pair  being  withdrawn  while  the  others 
are  in  operation,  and  the  two  pieces //are  united  by  a  back  rod 
g  and  a  shaft  h.  h  is  again  provided  with  two  arms  //,  which 
hold  copper  dies  resting  on  the  bushes  a  and  r.  It  follows, 
therefore,  that  when  the  machine  is  in  operation,  the  tube' turns, 
and  the  screwing  tools  advance  to  cut  the  screw  on  the  tube  ends 
of  the  same  pitch  and  with  a  perfectly  continuous  thread,  as 
obtained  by  means  of  the  adjusting  trammel  d. 

The  Tube  plates  are  next  tapped  A  short  tap  of  the  usual 
form  is  used  for  the  front  plate,  but  after  that  is  done,  a  long  tap 
like  42  is  inserted  to  screw  the  back  plate,  a  being  the  tap  and  b 
the  guide  screw.  Of  course,  as  before,  the  two  threads  must  be 
continuous.  The  stay  tubes  are  inserted  with  a  square  drift  and 
wrench  49,  while  the  plain  tubes  are  expanded  at  the  uptake  end 
and  ferruled  at  the  opposite  end ;  then  cut  off  by  the  tool  at 
Fig.  306.  The  ferrules  at  50  and  51  are  found  most  effective  for 
marine  work. 

The  Manhole  seating  is  now  flanged.  A  ring  is  cut  out  of  a 
solid  plate  by  trepanning,  and  then  bent  over  blocks  by  hammers 
to  the  shape  m.  Fig.  311.  Of  course  this  occupies  both  time  and 
labour,  and  probably  a  method  of  machine  flanging  might  be 
suggested  The  stiffening  plate  being  also  provided,  both  pieces 
have  their  holes  marked  from  the  boiler,  are  then  drilled,  and 
riveted  to  the  shell.  The  longitudinal  stays  are  prepared  and 
screwed,  their  washers  turned,  and  all  bolted  up  in  place. 

The  seams  and  rivet  heads  are  finally  caulked,  and  the  boiler 
tested — (i)  by  hydraulic  pressure,  to  about  twice,  and  (2)  by  steam 
pressure,  to  about  i^  times  the  working  pressure. 
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Setting-out  other  Boilers — The  general  methods  given  in 
detail  for  a  Marine  Boiler  are  equally  applicable  to  other  boilers, 
some  little  variation  being  necessary  to  suit  the  particular  form. 

The  Loconwtive  Boiler  was  given  in  Fig.  312.  The  back  shell 
plate  G,  the  throat  plate  f,  the  firebox  tube  plate  c  and  back 
plate  D,  and  the  smokebox  tube  plate  q,  are  each  flanged  at  one 
heat,  between  full-sized  dies,  under  a  Piedbceuf  press  (Fig.  289); 
then  the  edges  are. finished  by  planing  and  milling.  The  fire- 
holes  in  D  and  g  are  struck  out  and  trepanned,  also  the  holes  t 
and  M.  The  barrel  plates  are  marked  off  and  planed  to  dimen- 
sions ;  the  dome  hole  l  closely  punched  round  its  circumference, 
but  the  piece  only  removed  after  bending;  and  the  corners  of  the 
plates  heated  and  drawn  out  taper  where  necessary.  These 
plates  are  next  rolled  to  complete  circles,  with  overlap  as  shewn 
in  plan  at  j*  The  firebox-shell  cover  plate  must  have  its  developed 
outline  marked  out  upon  the  provided  plate,  including  the  set-off 
at  Hj  and  the  hole  at  v.  Hi  must  then  be  cut  out  by  band  saw,  or 
by  a  combination  of  punching  and  shearing,  finishing  under  a 
vertical  mill  in  either  case.  The  remaining  edges  are  planed, 
and  all  finished  with  a  bevel  for  caulking.  The  hole  at  v  is 
punched  in  the  same  manner  as  l,  with  the  piece  left  as  a 
support  during  rolling.  The  cover  plate  may  now  be  bent  care- 
fully to  fit  the  flanged  plates.  Heat  and  taper  all  mid  feathers 
or  plate  ends  that  have  to  lie  between  two  other  thicknesses. 
Prepare  the  firehole  ring  z  and  foundation  ring  a  by  forging  from 
wrought  iron  bar  and  welding  j  forge  also  the  girder  stays  y  and 
the  safety  valve  seating  v,  both  being  steam-hammer  work.  The 
last  is  bent  to  the  shell  curve,  then  planed  underneath  and 
surfaced  on  top.  Weld  the  mudhole  bosses  ^  ^  on  the  plates, 
either  by  roughing  the  two  surfaces  to  be  joined,  or  by  shoulder- 
ing down  the  boss  and  riveting  through  on  the  inside.  Bend  the 
angles  w  w  and  ring  r  in  the  machine  at  Fig.  288,  the  ring  being 
welded  with  a  glut  piece.  Forge  the  sling  stays  and  pins  at  x, 
and  cut  off  the  angles  p  and  t  with  circular  saw.  The  dome 
plate  is  rolled  into  a  cylinder  and  welded,  then  the  flanges  at  top 
and  bottom  are  formed  by  heating  and  bending  over  special 
blocks  with  wooden  hammers,  and  the  stiffening  piece  is  cut  from 
solid  plate. 
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Drilling  and  Riveting,  353 

All  the  plates  are  now  prepared,  and  must  next  be  marked  off 
for  drilling.  First  the  tube  holes  are  carefully  lined  on  the  two 
tube  plates,  and  cut  out  by  pin-drills  in  a  radial  machine.  Then 
the  outer  plates  may  have  their  seam  rivets  spaced  out,  and  one 
in  every  six  drilled,  always  omitting  the  comer  holes,  or  those 
where  three  plates  overlap.  The  various  parts  may  now  be 
bolted  together,  and  all  the  rivet  holes  drilled  and  countersunk. 
Thus  K  and  q  being  connected,  the  tube-plate  rivet  holes  may  be 
done  in  a  radial  drill ;  adding  plate  j,  the  circular  seams  may  be 
drilled,  as  described  at  page  308,  including  also  the  holes  in  the 
dome-hole  stiffening  piece,  and  those  for  the  smokebox  plate. 
The  dome  flange  is  marked  from  the  boiler  and  drilled  separately! 
Bolting  H  to  J,  the  firebox  shell  may  be  drilled  round  its  circum- 
ference in  like  manner,  but  those  on  the  flat  sides  would  be  done 
under  a  radial  or  multiple  drill,  the  latter  being  preferable.  The 
barrel  is  now  disconnected  from  th^  firebox  shell,  and  the  firebox 
bolted  to  the  latter;  then  the  whole  shell  placed  on  the  lower 
table  of  the  Multiple  Drill  in  Plate  XIV.,  and  the  stay  holes 
drilled  right  through  both  plates  to  secure  accurate  alignment. 
All  remaining  holes  are  now  made,  such  as  those  for  the  angles  t, 
w,  and  p;  for  the-seatings  v  and  m  :  for  the  palm  stays  at  Si;  and 
for  the  guide  stays  at  e. 

The  operation  of  riveting  is  clearly  shewn  at  Plate  XV.  The 
barrel  and  shell  are  closed  by  fixed  riveter  at  a  and  o,  and  the 
firebox  partly  by  o  and  partly  by  portable  riveter.  Then  the 
smokebox  plate  and  the  firebox  are  each  fastened  to  the  boiler 
shell  by  portable  machines,  as  shewn  at  g,  l,  and  h.  Finally,  the 
dome  may  be  riveted  as  at  p,  so  there  is  no  occasion  for  hand 
work  on  any  part  of  the  boiler.  Note  that  the  angles  w,  t,  and  p 
must  be  riveted  before  the  firebox  is  put  in. 

The  tubes  are  fixed  by  expanding  at  the  smokebox,  and  beading 
and  femiling  at  the  firebox  end,  using  the  tools  in  Figs.  304  and 
305  ;  and  the  smokebox  ends  of  the  tubes  are  then  cut  off  by  the 
tool  in  Fig.  306.  The  screwing  of  the  stays  will  be  understood  from 
the  marine  example,  but  in  this  case  their  ends  are  riveted  over  by 
hand  after  fixing.  The  mudholes  are  tapped  to  suit  the  plugs,  the 
guide  stays  screwed  into  place,  and  the  steam  pipe  m  expanded 
into  the  plate.    The  boiler  is  lastly  caulked  throughout  and  tested. 
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The  Lancashire  Boiler  (Fig.  310)  may  be  next  considered 
shortly.  The  back  and  front  plates  are  turned,  trepanned,  and 
drilled  throughout,  with  the  exception  of  the  rings  a,  ^,  /,  and  ^, 
these  being  marked  afterwards  from  the  angles.  The  shell  plates 
are  prepared  as  before  and  drilled  in  position  with  axis  vertical, 
two  by  two.  The  angle  ring  a  is  also  drilled  for  the  shell,  and 
the  holes  at  b  for  the  flange;  then  all  are  riveted  together  in 
batches  of  three,  with  a  fixed  machine,  and  the  batches  connected 
by  hand,  or  by  the  method  at  34,  Fig.  317.  Next  the  flue,  plates 
are  rolled,  welded,  and  flanged  as  at  24,  Fig.  316;  turned  on 
machine,  Fig.  291 ;  drilled  in  position  by  machine,  Fig.  292 ;  and 
riveted  together,  with  caulking  strip  between,  by  a  portable  riveter. 
The  plates/  and  k-^  are  to  have  the  angle  rings/  and  q  attached, 
but  the  plates  themselves  are  first  bolted  to  the  other  tubes,  and 
the  whole  tested  with  a  long  wooden  lath  to  see  if  it  will  make  up 
to  the  same  length  as  the  boiler  shell ;  then  the  end  tubes  turned 
down  accordingly.  The  general  straightness  of  the  tube  should 
be  tried  during  riveting,  and  adjusted  by  varying  the  thickness  of 
the  caulking  strip.  Now  the  rings  of  holes — a^  by  />,  q — may  be 
marked  on  the  end  plates.  First  the  holes  at  /,  q^  and  a  are 
marked  and  drilled*  Then  the  shell  is  laid  horizontally,  the  flues 
blocked  up  in  place,  the  back  and  front  plates  put  on,  and  bolts 
put  in  the  rings  ^ ,  /,  and  q  ;  when  the  holes  in  the  shell  at  b  may 
be  traced  through  to  the  flange.  Removing  the  back  plate  to 
drill  the. flange  holes,  the  gusset  stays  are  prepared  with  their 
angles  riveted  on,  and  are  placed  within  the  boiler.  The  back 
plate  is  once  more  bolted  on,  and  the  whole  boiler  lifted  on  to  a 
trolley,  which  can  be  run  under  a  radial  drill,  the  latter  being 
preferably  hinged  on  a  wall  or  shop  pillar  so  as  to  be  at  a 
sufficient  height  while  presenting  no  obstruction  beneath.  The 
holes  ^,  hy  and /are  cut  out  by  drilling,  and  those  in  the  shell, 
for  the  gusset  stays,  lined  out  by  squaring  from  the  end  plates, 
then  drilled.  Entering  the  boiler,  the  workman  places  the  stays 
in  position,  and  marks  off"  the  remaining  rivet-holes  in  the  end 
plates.  Removing  the  back  plate  again,  the  gussets  are  taken 
awfiy  to  drill,  then  all  are  replaced  for  riveting. 

The  gussets,  the  flange  b^  and  the  rings  /  and  q^  must  be 
riveted   by  hand,   but   the   ring  a  may  be  done  «by  machine. 
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3S6  Girders  and  SAifis. 

Prepare  the  longitudinal  stays  and  manhole  seating ;  put  in  place, 
with  fittings ;  and  test  the  boiler  as  before. 

The  Vertical  and  lVat€r4ube  Boilers  present  no  further  diffi- 
culty. Taking  the  first,  the  shell  is  built-up  separate  from  the 
firebox  and  chamber.  Machine  riveting  can  be  used  for  most  of 
this  work.  But  when  putting  together,  the  foundation  ring  is  the 
only  other  part  that  can  be  done  by  machine ;  all  the  rest  is  hand 
work.     The  tubes  are  expanded  into  the  tube  plates  as  before. 

The  Water-tube  Boiler  {p,  338)  has  its  tubes  cut  to  length, 
and  expanded  into  the  headers;  the  chambers  a  b  Hanged  and 
welded ;  while  the  making  of  g  will  be  understood  from  previous 
descriptions. 

As  further  examples  of  Plate  Work,  we  illustrate  a  Girder  at 
Fig.  318  and  a  Roof  Principal  at  Fig.  319 ;  but  these  are  simple 
in  comparison  with  boilers,  as  far  as  their  practical  construction 
is  concerned.  Tlie  Box  Girder  has  its  plates  and  angles  sheared 
to  dimension,  the  holes  then  marked  off,  punched,  and  rimered 
in  position.  The  angles  a  and  web  plates  b  are  first  riveted, 
and  next  connected  to  the  booms  c  c ;  so  it  will  be  clear  that  no 
hand-riveting  whatever  is  necessary.  The  Roof  Principal  needs 
no  explanation.  The  first  application  of  portable  riveting  to 
bridge  erection  was  made  by  Mr.  Tweddell  in  1873,  on  the 
Primrose  Street  Bridge,  London. 

Ships  are  now  built  of  steel  {>lates  and  angles,  whose  dimen- 
sions are  carefully  got  out  by  the  draughtsman  in  the  first  place. 
Much  more  drilling  is  now  done  than  formerly,  though  a  con- 
siderable amount  of  punching  prevails,  and  the  plates  are  usually 
sheared.  The  keel  and  framing  are  first  erected,  and  the  plates 
then  adjusted  and  marked  from  these.  As  regards  the  riveting, 
up,  nothing  could  shew  this  better  than  the  diagram  at  Fig.  301. 
Of  course  there  are  many  plates  too  long  to  be  reached  by  the 
machine,  but  this  diagram  shews  what  an  extraordinary  amount 
of  work  can  be  performed  by  these  wonderful  *  Portable  Riveters.' 
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SYNOPSIS   OF   LETTERING  ADOPTED  IN 
THIS   PART. 

CAPITALS. 

A  Area  in  square  feet. 

Bm .  Bending  moment.  [efficient  of  discharg6 

C  Modulus  of  transverse  elasticity  in  lbs.  per  sq.  inch:  Co- 

D  *  Larger  diameter '  in  inches. 

E  Modulus  of  direct  elasticity  in  lbs.  per  sq.  inch. 

F  Total  stress  in  tons :     F' =  Fahrenheit. 

p^  Total  stress  in  lbs. 

Fn  Tractive  force  to  overcome  friction  :  in  lbs. 

G  Weight  of  a  cubic  foot  of  water :  Centre  of  gravity. 

H  Height  or  head  in  feet :  Total  heat. 

H.P.  Horse  power  per  min.  =  33000  foot  pds. 

I  Moment  of  inertia  |  S  (area  x  r*)  }■. 

J  Joule's  equivalent. 

K  Modulus  of  volumetric  elasticity  in  lbs.  per  sq.  inch. 

Kp  Specific  heat  of  a  gas  at  constant  pressure :  in  foot  lbs. 

L  Length  in  feet.     rKv  =  ditto  at  constant  volume. 

Lh  Latent  heat.         LCp  and  Cv  =  same  quantities  in  heat 

M  Poisson's  ratio.  [units. 

N  Number  of  revolutions  per  min. 

O  Coefficient  of  bending  stress.  [in  lbs.  per  sq.  foot 

P  Total  pressure  in  lbs. :  Effort,  or  force  applied :  Pressure 

PtoM  Total  pressure  in  tons,  2  t?  t 

Q  Concrete  of  formula  for  struts  «  :  Water  discharge 

R  Radius  in  feet.  ^      [in  cub.  ft.  per  sec 

R"  Larger  radius  in  inches. 

Rt  Reaction  at  supports.  [heat 

S  Range  of  stress  variation  in  Wohler  formula :  Sensible 

T  Number  of  teeth. 

Tm  Twisting  moment. 

Tn  Greater  tension  in  belt  or  rope. 

T®  Final  temperature  in  heat  mixtures. 

U  Work  put  in. 

V  Velocity  in  feet  per  min. :  Volume  in  cub.  ft. 

W  Weight  or  load  in  tons :  Resistance,  or  force  removed. 

X  Number  of  bolts  in  flange  coupling,  cylinder  cover,  kc 

Y  Concrete  of  formula  for  beam  deflection  «    gp  j 

Z  Modulus  of  section  (in  bending). 

Zt  Ditto  (in  twisting). 
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SMALL   LETTERS. 
a       Area  in  sq.  ins. 

b       Breadth  in  ins.  [constant 

c       Contraction  coefficient  for  gun  coils  :   cylinder  clearance : 
e       Coefficient  of  velocity. 
d       Diameter  in  ins.,  or .'  smaller  diameter.' 
e       Base  of  Napieran  or  hyperbolic  logarithms—  2718. 
/       Stress  per  sq.  in.  in  tons  (generally) :  acceleration  in  ft.  per  sec. 
/ti/o/ii  A  Stresses  in  tension^  compression,  shearing,  and  bearing, 

respectively  :  in  tons  sq.  in. 
y^**     Stress  per  sq.  in.  in  lbs. 
f\       Lateral  stress, 
/o       Modulus- of  rupture  (in  bending). 
>h       Hoop  stress. 

g       Acceleration  of  gravity  in  ft.  per  sec. «  32*2  at  London. 
h       Height  in  inches. 
I        Intermediate  radius  of  thick  cylinder. 

J 

k       Pitch  of  bolts  in  terms  of  bolt  diameter. 

/        Length  in  inches. 

w 
m      Mass  m  lbs.  =«  — . 

g 
n       Number  of  revolutions  per  sec. 

/        Pressure  in  lbs.  per  sq.  in. 

^tons  Pressure  in  tons  per  sq.  in. 

/'      Pitch  of  screw  or  of  riveted  joint. 

r  Radius  in  ins.,  or  *  smaller  radius.'    Ratio  of  expansion. 

s  Side  of  square  in  ins. :  specific  heat. 

/  Thickness  of  plate :  time  in  sees. 

/•  Temperature,  or  rise  of  temperature,  in  deg.  F. 

/q  Lesser  tension  in  belt  or  rope. 

u  Work  given  out 

V  Velocity  in  feet  per  sec. :  volume  in  cub.  ins. 

w  Weight  or  load  in  lbs. 

tv*  Width  of  one  link  in  rivet  calculations. 

X  Coefficient  in  Wohler  formula.  [twisting). 

y  Distance  of  furthest  fibre  from  neutral  axis  (in  bending  or 

s 
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ORBBK  LETTERS. 
Small  I/etten. 

a  (alpha).     Coefficient  of  linear  expansion  in  degrees  Fahrenheit : 

various  angles. 

fi  (beta).       Various  angles, 

.    ^  ^.      -  specific  heat  at  constant  pressure 

y  (gamma).  Ratio  of  — — r^—r — r   ^ t—  /—. . 

^  ^*  '  specific  heat  at  constant  volume 

h  (delia).  Deflection  per  inch  length :  h^^^  =  ditto  per  foot 

11  {eta).  Efficiency. 

B  {theta).  Angle  of  torsion. 

K  (kappa).  Coefficient  of  jet  contraction. 

^  (mu).  Coefficient  of  friction  or  tangent  of  friction  angle. 

«"  (pi)'  3'i4i6  or  Y :  ratio  of  circumference  to  diameter. 

p  {rho).  Radius  of  curvature  in  bending :  coefficient  of  resist- 

ff  {sigma).  Various  angles.  [ance. 

r  (tau).  Absolute  temperature  in  F**. 

♦  (/^O-  Angle  of  friction  :  entropy, 

M  (omega).  Angular  velocity. 

Capitals. 

A       Total  deflection  in  inches. 
A**     Total  deflection  in  feet. 
S       '  Sum  of.' 


SIGNS. 

a     'Varies  as.'  ,        1|      Parallel  to ;  with  fibre* 

>     Greater  than.  +     Across  fibre, 

<     Less  than. 
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CHAPTER  VIII. 

THE   STRENGTH   OP    MATERIALS,    STRUCTURES,   AND 
MACHINE    PARTS. 

Our  intention  in  this  chapter  is  to  treat  of  the  cohesive 
strength  of  the  materials  used  in  Mechanical  Engineering,  of 
practical  testing  to-  obtain  strength  constants,  and  of  the  use  of 
the  latter  in  proportioning  machine  parts,  so  far  as  may  be  done. 

Load  is  the  total  effect  on  the  structure  of  the  external 
forces,  and  may  be  *  dead '  or  '  live,'  concentrated  or  distributed 
(seepp,  391  andA,l^\ 

Stress  is  the  cohesive  force  within  the  material  called  into 
play  to  resist  the  load.     {Su  Appendix  IILy  p.  920.) 

Strain  is  the  deformation  produced  by  the  stress. 

Kinds  of  Stresses, — Only  three  wV/i/Zf  stress-strain  actions 
are  possible :  tension  (pulling),  compression  (thrusting),  and  shear 
(cross-cutting).  Bending  is  a  mixed  action,  and  local  compression 
produces  a  bearing  stress.  Fig.  320  shews  the  distortions  and 
fractures  produced  by  these  various  stresses. 

Elasticity  is  the  property  of  regaining  original  shape  and 
dimensions  after  distortion ;  very  apparent  in  an  elastic  body, 
but  scarcely  perceptible  in  a  rigid  one.  In  1676,  Hooke  pro- 
pounded the  law  *ut  tensio  sic  vis'  (as  the  tension,  so  the 
strain),  meaning  that  stress  and  strain  are  proportional,  if  within 
the  elastic  limit  of  the  material. 

Limit  of  Elasticity. — A  bar  being  subjected  to  an  increas- 
ing stress  (of  any  kind),  will  receive  also  a  proportionately  increas- 
ing strain  (of  the  same  kind)  until  the  elastic  limit  is  reached, 
after  which  the  strains  increase  more  rapidly  than  the  stresses  till 
rupture  occurs.     Shewing  this  by  a  diagram.  Fig.  321,  o  is  an 
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Elastic  Moduli,  363 

origin  from  which  stresses  are  measured  along  o  a,  and  strains 
along  0  6.  E  is  the  elastic  limit  and  o  e  is  a  straight  line,  shewing 
proportionality  of  the  co-ordinates.  Plasticity  begins  at  e,  and 
(assuming  a  case  of  tensile  stress)  increases  in  perfection  up  to  b, 
the  curve  being  interrupted  at  Y,  the  yielding  or  breaking-down 
point  (or  commercial  elastic  limit),  while  the  lowering  at  b  s  in- 
dicates rapid  contraction  of  sectional  area  at  rupture  (see  a,  Fig, 
320).  If  the  stress  be  compressive  the  material  enlarges  in 
diameter  after  b  is  reached,  and  thus  becoming  stronger,  the  curve 
rises  thence  instead  of  falling :  neither  is  the  yield  point  observed. 
If  W  =  load  in  tons  at  b,  a  =  original  area,  and  a^  =  con- 
tracted area : 

W  -^  fl  =  stress  per  sq.  in.  estimated  on  original  area, 
and  W-=-tfj=  stress  per  sq.  in.  estimated  on  contracted  area. 
The  first  is  used  commercially,  and  is  shewn  at  b,  while  the  latter, 
the  strictly  scientific  result,  is  given  at  b^;  and  the  plastic  curve  is 
thus  corrected.  The  curve  from  b  to  s  is  not  considered  reliable. 
Compressive  stresses  do  not  materially  distort  the  specimen 
up  to  b,  so  the  curve  requires  no  correction.  The  primitive 
clastic  limit  occurs  at  e,  after  which  a  permanent  set  is  given  to 
the  bar.    This  limit  may  be  altered  artificially.     {See p,  385.) 

Modulus   of   Direct  Elasticity,  or  Young's*  modulus. 
(E)  is  a  number  giving  the  ratio  of  stress  and  strain  within  the 
elastic  limit,  and  is  practically  the  same  for  tension  or  compression, 
stress  sq,  in.  in  lbs.    __/t^**  _f^^ 
~  strain  per  inch  length  ""   ^t  ~    ^c 
Modulus   of  Transverse   Elasticity,    or  Modulus  of 
Rigidity  (C),  serves  similarly  for  shear  action  thus :  ^ 
shear  stress  sq.  in.  in  lbs.       f^^ 
"  shear  strain  per  inch  length  ""   ^s 
K  will  be  understood  by  reference  to  Fig.  322,  being  the  strain 
between  two  shear  planes  an  inch  apart. 

Modulus  of  Volumetric  Elasticity  (K)  compares  stress 
and  diminution  in  volume,  thus: 

stress  sq.  in.  in  lbs. /v'^ 

""  decrease  in  voL  per  cub.  inch  ~    ^v 

•  Dr.  Thos.  Young,  Foreign  Sec.  Royal  Society,  1826. 
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364  Poissoris  Ratio, 

Table  of  Elastic  Moduli  (units  being  inches  and  lbs,). 


Matepal. 


Cast  Steel 
Forged  Steel 
Steel  Plates 
Mang.  Bronze 
W.I.  Bars 
W.I.  Plates 
Copper    ... 
Gun  Metal 
Cast  Iron 
Brass 

Muntz  Metal 
Water      ... 


30,000,000 
30,000,000 
31,000,000 

29,000,000 
26,000,000 
12,000,000 
13,500,000 
17,000,000 

i3»5oo»ooo 
14,000,000 


C. 


12,000,000 
13,000,000 
13,000,000 


K. 


\  26,ooo,« 


000 


10,^00,000      ) 

'^^     '  \\  20,000,000 

14,000,000    !  j      '       \ 

I  24,000,000 


6,300,000 
5,250,000 


14,000,000 
15,000,000 

300,000 


Mechanical  treatment  may  raise  these  ratios :  for  tempered  steel 
£  =  36,000,000  and  C  =  14,000,000,  while  for  rolled  or  drawn 
copper  E  =  15  or  17  railligns  respectivelj'.  {See  App,  K,/.  996.) 
Poisson's  Ratio  (M)  is  a  constant  to  determine  the  lateral 
effect  of  direct  stress.  If  a  bar,  as  in  Fig.  323,  be  extended  or 
compressed,  it  undergoes  lateral  contraction  at  a  and  expansion 
at  B.     Then,  within  the  elastic  limit : 

Direct  strain  =  lateral  strain  x  M 
6t  or  ^c  =  ^1 X  M 

Table  of  Poisson*s  Ratio. 


Material. 

M. 

Steel    ... 

325 

Wrought  Iron . 

3-6 

Cast  Iron 

37 

Copper 

2-6 

Brass    ... 

3'o 

Nature  of  Shear  Stress. — If  the  bar  in  Fig.  324  be  sub- 
jected to  elastic  shear  stresses,  s  5  zxi  equal  pair  of  shear  stresses 


Digitized  by 


Google 


Nature  of  SJiear  Stress, 


365 


Fajci.  322. 


..s, 

Pi 

~^\ 

1 

by  Povssoris  JRxxJCuo     Ftq,  323. 


.ACarrcre.  of  S/vectr  Slress.         Fvcf,  3Z^ 

fj  ii  will  be  induced  on  the  cube  a  b  c  d  {p,  859).  Taking  the 
corner  b,  the  forces  Fs  F,  can  be  resisted  by  the  force  Fc  which 
is  wholly  compressive,  and  the  forces  Fs  Fs  at  corner  e  can  be 
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similarly  resisted  by  the  purely  tensile  force  Ff     A  force  diagram 
being  drawn  for  each  case, 

Fc  =  J2  Fs    and     Ft  =  JTY^ 

.  • .  /c  =/i  -=/s  {See  App.  L,p.  75^-^ 

Nature  of  Tensile  and  Compressive  Stresses.— When 
a  plain  un-notched  bar  is  broken  by  pulling,  lines  of  cleavage 
appear  on  the  surface,  inclined  at  45*  to  the  axis;  and  the  final 
fracture  is  cup-shaped.  Compression  fractures  are  also  inclined 
at  45°  and  are  often  wedge-shaped.  The  evident  deduction  is 
that  rupture  takes  place  on  shear  planes  in  both  cases,  and  that 
the  three  simple  stresses  are  interdependent. 

Work  done  by  Uniform  Forces. — ^The  unit  of  work  is 
a  foot-pound^  or  one  pound  exerted  through  a  distance  ofonefooi- 
One  pound  acting  through  two  feet,  or  two  pounds  through  one 
foot,  are  each  two  foot-pounds.     Hence : 

Work  =  pressure  x  distance 

=  pounds   X  feet  =  foot-pounds. 

These  forming  a  product  may  be  represented  by  an  area,  for 
length  X  breadth  =  area,  and  a,  Fig.  325,  is  therefore  the  diagram 
of  work  with  uniform  force : 

Work  done  ==  pounds  x  feet  =  o  x  x  o  y  =  area  a. 

Work  done  by  Variable  Forces  is  shewn  by  diagram  at  b, 
Fig.  325.  As  the  body  moves  from  Oj  to  5,  the  pressure  varies 
as  Oi  Xj,  2  by  &c.  Now,  work  done  between  0^  and  i  can  neither 
be  o^  x^  X  I  ft  nor  i  a  x  i  ft,  but  must  be  the  average  of  these, 
or  Oj  /x  I.  In  like  manner  the  other  dotted  rectangles  shew  the 
work  between  the  remaining  intervals,  and  their  addition, 

Area  6^  Xj  ^  v^  =  work  done. 

J 

Work  done  in  Deforming  a  Bar  is  found  at  i,  Fig.  326. 
Divide  c  b  into  ten  parts,  and  erect  perpendiculars  beiween  the 
divisions      Measure  the  vertical  ordinates  in  tons,  then 

Total  of  ordinates      ^^^„  ..  .    .  ^^ 

--  — =  mean  load  m  tons, 

10 

and    mean  load  x  extension''  =  work  in  inch  tons.  (.Sf^/.  1065J 
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Resilience  is  the  work  dohe  in  deforming  a  bar  up  to  the 
elastic  limit.  2,  Fig.  326,  is  the  diagram,  where  b  a  is  the  maxi- 
mum elastic  load,  and  o  b  the  corresponding  strain.     {Seep,  833.) 


FORCE 


£xre:r>fS/OAfS     //v    /yv^.    -^ 


sxre^^/OA¥S    //v  /AfS. 


J^.  326. 

Work  done  =  area  aob  =  cdxob, 
or  generally. 

Any  work  within  )      final  ihax.  tot  stress-    ,,    ,    .       F      ,  ,.     , 
elastic Kmh      ]  =    ^ ^ ^°^- ^^^^'"°1  ^ ^^1^^"„^^^ 
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Stress  caused  by   Impulsive   Load.  —  When  a  body 
moves  with  a  given  velocity,  its  store  of  energy  (or  work  capacity) 


wv^ 


—  '^^-^  ft.  lbs.  (see  p.  98).      If  this  be  absorbed  by  an  elastic 

material,  we  have : 

work  stored  =     work  given  out 


wv^ 


plbs 


and 


— "     =  —  X  A**  (within  elastic  limit) 

=  total  mean  stress^***  x  A^  (for  all  cases) 

Total  mean  stress^  "'^^ 
in  lbs.  ^££Af' 

which  is  applicable  to  steam-hammers,  pile-drivers,  fly-presses,  gun- 
targets,  &c. 

If  the  fall*  of  a  weight  deflect  a  beam,  or  stretch  a  crane  chain 
then — 

work  stored  in  weight  I  _  f  work  done  on  material 
in  inch  lbs.  \      \  in  inch  lbs. 

a/  (^  -H  A)  = X  A 

and  F'*»  is  the  greatest  total  stress,  or  the  steady  load  which  would 
produce  the  same  strain  A. 

Stress  caused  by  Heating  and  Cooling. — Experiment 
shews  that  the  expansion  or  contraction  by  heat  or  cold  of  a  bar 


of  given  material,  is  a  regular  quantity  for  each  degree  of  tempera- 
ture. When  measured  per  inch  length  or  breadth,  and  per  degree 
Fahrenheit,  it  is  given  in  the  following  table : — 
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Coefficient  of  Linear  Expansion  in  Deg.  F  (a). 

Material. 


Strong  steel 

„        „     tempered 

Mild  steel       

Wrought  iron ... 
Cast  iron 

Brass  '...         

Copper 

Bronze  

Invar  


a. 

•00000 

63 

•00000 

73 

"OOOOO 

57 

•00000 

66 

'OOOOO 

62 

'             'OOOO 

105 

•OOOOO 

95 

•0000 

HI 

'OOOOOO 

87 

If  t^  =  rise  or  fall  of  temperature,  a  /°  =  expansion  or  con- 
traction for  every  inch,  and 
Each  inch  is  increased  or  decreased  by  a  t^  ins. 

/lbs 

But  strain  by  mechanical  means  is  h  =*^=7-         .  ^  ,    v 

E  (-^iftf/,  363.) 

/lbs 

Then  if    a/o^-^ 
ill 

/>*»  -  E  a  /<> 

and  total  force  of  expansion  on  walls,  as  in  Fig.  327  at  a  b,  is 

F^*»=  Eg/g 

Necessity  of  Testing  to  obtain  Unit-strength  Con- 
stants.— It  has  been  hoped  that  the  cohesive  strength  of  the 
various  materials  might  be  obtained  solely  by  chemical  analysis, 
but  continued  experience  seems  to  shew  more  and  more  the 
necessity  for  direct  mechanical  tests  to  obtain  the  strength  per 
square  inch  in  tension,  compression,  and  shear ;  hence  the  use 
of  testing  machines.  Certainly  it  is  wise  also  to  refer  to  chemical 
composition  in  stating  the  quality  of  a  material,  in  order  to  know 
how  far  it  is  safe  to  heat  or  otherwise  treat  the  same. 

Testing  Machines. — One  machine  generally  serves  for 
tension,v  compression,  and  bending  experiments,  the  pulling 
shackles  being  changed  to  suit.  No  doubt  machines  will  ultimately 
be  designed  to  test  all  combined  stresses,  and  thus  verify  the 
theoretical  formulae  on  which  we  at  present  rely.   In  small  machines 
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the  pull  is  exerted  by  turning  a  screw  directly  or  by  gear,  but  in 
large  machines  hydraulic  or  other  power  is  employed,  while  the 
load  is  always  measured  by  a  smaller  weight  attached  to  a  lever 
or  system  of  levers,  in  steelyard  fashion.    {See  pp,  834  and  1065.) 

Cement  Testing  Machine.— Michele's  machine  will  illus- 
trate  the  above  details,  the  load  being  applied  by  worm  gear  at  b 
to  the  specimen  h,  a  cement  briquette,  and  the  pull  measured  by 
the  weight  and  lever  c,  or  Danish  steelyard.     The  arm  d  varies 


^  d?«f'i  ^4 


J^yJQ.  328. 


very  little,  but  the  arm  e  increases  to  the  maximum  f  or  some 
shorter  distance,  during  the  experiment ;  the  stress  therefore  varies 
as  this  arm  and'  the  pointer  is  left  at  its  furthest  position  after 
rupture,  while  the  weight  returns  about  half  an  inch.  The  scale 
is  graduated  to  represent  the  full  load  upon  h. 

Horizontal  and  vertical  testing  machines  are  so  named  from 
the  direction  of  the  pull,  and  each  has  its  particular  advantage ; 
the  former  is  represented  by 

The  Werder  Machine,  extensively  adopted  in  Germany, 
and  shewn  in  Fig.  329.  c  is  the  specimen  to  be  tested,  and  b  an 
adjustable  washer  between  shackle  and  crosshead  a,  to  allow  for 
length  of  c.  Ram  d  moves  to  the  right  by  water  pressure  from 
hand  pumps,  and  the  pull  is  given  through  the  bolts  ee,  for 
tension  at  c,  or  compression  at  g.     The  load  is  measured  by  the 
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372  Werder  and  Wicksteed  Types, 

weights  J  and  lever  h,  the  shorter  arm  of  which  is  f,-  the  pressure 
being  received  on  knife  edges  ^^  apart  (or  much  smaller  than 
shewif),  and  a  leverage  of  500  to  i  thus  obtained.  A  spirit  level 
is  used  to  ascertain  the  horizontality  of  the  lever  h. 

Professor  Kennedy's  Machine. — Messrs.  Buckton  &  Co. 
have  made  a  machine  to  Professor  Kennedy's  requirements,  em- 
bodying the  Werder  principle  with  improvements.  In  Fig.  330, 
A  is  the  hydraulic  ram  in  a  fixed  cylinder,  and  b  a  sliding  frame 
carrying  an  adjustable  crosshead  E.  t  shews  a  tension  experiment 
and  c  a  compression  experiment,  the  load  being  resisted  in  either 
case  by  the  crosshead  f,  and  its  effect  transmitted  through  the 
rods  G  G  to  the  system  of  levers,  h  corresponds  to  h  in  Fig.  329, 
but  a  secpnd  lever  m  is  here  applied,  with  a  jockey  weight  l  to 
avoid  the  trouble  of  changing  weights.  L  is  traversed  by  hand 
gear  at  m^  and  carries  a  pointer  at  Q,  while  k  is  a  spring  stop, 
and  J  a  hand  gear  for  adjusting  the  position  of  f  by  turning  the 
screws  g  g.  In  this  machine  all  the  operations  are  within  control 
of  one  experimenter  and  the  specimen  well  in  view ;  in  addition 
there  is,  during  compression  experiments,  a  shorter  length  of  parts 
between  cylinder  and  weighing  levers  than  in  any  other  machine 
(except  the  *  Emery  *),  as  shewn  by  the  thick  lines  in  the  figures 
N,  o,  ^nd  p,  thus  giving  less  recoil  on  the  knife  edges  at  rupture. 

The  Wicksteed  Machine,  also  by  Messrs.  Buckton,  is 
shewn  at  Fig.  331,  as  designed  by.  Mr.  Wicksteed  to  Professor 
Unwinds  instructions,  a  is  the  steelyard  weighing  lever,  and  b  the 
jockey  weight,  which  at  a  leverage  of  50  to  i  exerts  50  tons  pull 
upon  the  specimen.  Additional  weights  up  to  ij  tons  at  c  exert 
another  50  tons  by  means  of  40  to  i  leverage.  The  knife  edges 
are  shewn  in  detail  at  d.  Fig.  332,  being  20  inches  long  from 
front  to  back ;  and  the  weight  b  is  moved  by  screw  a,  either  by 
hand  at  e  or  by  power  at  f,  through  the  shaft  b  and  gearing  </, 
the  connection  of  the  strap  e  being  made  immediately  below  the 
fulcrum.  The  lever  is  kept  horizontally  between  stops  h  h  by 
admitting  pressure  water  to  the  straining  cylinder  j  through  pipe 
R,  and  the  load  is  relieved  towards  the  close  of  an  experiment  by 
running  back  the  jockey  weight.  The  pressure  water  is  obtained 
in  Professor  Kennedy's  machine  from  the  Hydraulic  Power 
Company,  in   a  later-built  Wicksteed  machine  at  the  Durham 
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Quiet  Compressor, 


Delculs  fyor 
^00  Ton  TjbsZxrtaMachijie 

Fig.  332, 


Inlntnlnl 
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SCAL£  Of  FEET    nm    CQNIPRCSSOfi 


SHACKLE    A  CaiP 


■  I  ■  ■ I  ■  .  L. 
*      «       » 


College  by  town's  water  acting  through  the  Intensifier  in  Fig.  333» 
and  in  the  usual  Wicksteed  machine  by  means  of  the  *Qui<^t 
Compressor  '  in  Fig.  332.     Crossed  or  open  straps  at  j  drive  a 
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shaft  k^  connected  by  spur  gear  with  nuts  //,  which  turn  within 
the  bosses  m ;//,  and  thus  advance  the  screws  n  n.  The  latter  are 
connected  to  the  ram  /  by  crosshead  f,  and  thus  a  very  even 
pressure  is  given  to  the  water,  which  finally  passes  to  the  straining 
cylinder  j,  Fig.  331,  through  pipe  r.  The  pump  may  be  worked 
by  hand  if  necessary,  or  the  strap  fork  moved  by  hand  lever  s  if 
power  be  used,  and  a  cut-off  gear  at  /  puts  both  straps  on  loose 
pulley  when  either  end  of  the  stroke  is  reached.  The  shackles 
w  and  v,  Fig.  331,  are  adjusted  to  suit  the  specimen  by  turning 
the  screws  u  u  through  the  worm  gear  t;  and  x  is  to  balance  the 


ZrLtens.vfjy.irbCf    Comnnessx)r.      FlCct.  333. 

loose  gear,  from  v  downwards.  Enlarged  views  of  the  shackles 
are  given  at  y,  Fig.  332,  to  clearly  shew  the  gripping  wedges, 
slightly  convex  on  the  inside  and  roughed  like  a  file. 

Mr.  Wicksteed's  alternative  fulcra,  as  designed  for  Professor 
Hele-Shaw,  are  shewn  in  Fig.  334.  Fulcrum  a  is  employed  for 
heavy  tests,  and  b  for  lighter  tests,  which  are  thus  made  with  a 
greater  degree  of  sensitiveness.  The  lever  knife-edges  are  level, 
but  the  support  c,  which  can  be  put  in  or  out  of  position  by  worm- 
gear,  is  higher  than  support  d,  as  seen  at  (2).  This  gives  enough 
clearance  for  vibration  either  at  (i)  or  (2),  and  the  lever  takes  the 
position  EF  when  changing  the  centres.    {See  App,  //.,/.  836.) 

The  Kmery  Machine  has  obtained  great  favour  as  an 
instrument  of  precision.  Professor  Unwin  says  of  a  75-ton 
machine :  *  Every  half-pound  of  load  was  precisely  and  instantly 
measured,  whatever  the  stress  the  machine  was  exerting.'     It  is 


Digitized  by 


Google 


376 


Emery  Machine. 


only  fair  to  say,  however,  that  Professor  Barr,  in  referring  to  a 
Wicksteed  machine  (May,  1888),  said  i  lb.  additional  had  been 
indicated,  with  a  load  of  43  tons.  Referring  to  Fig.  335  :  a  is  the 
straining  cylinder,  having  water  admitted  beneath  its  piston  for 
tensile,  and  above  it  for  compressive  tests.  Adjustment  for  length 
of  specimen  is  made  by  simultaneous  revolutions  of  the  nuts  c  c, 


J\^ijckAlejejcl^\JllterjijaJb^^  CjenXres.  Ftg.  334. 


through  hand-gear  b,  to  move  the  cylinder,  and  the  water  pipes 
have  swivel  joints  to  allow  the  motion.  To  measure  the  load,  the 
hydraulic  support  at  d  is  employed,  which  consists  (see  enlarged 
section)  of  a  sealed  sac  of  soft  sheet  brass  j,  '005"  thick,  con- 
taining alcohol  and  glycerine,  and  supported  by  a  dwarf  piston 
F,  and  cylinder  Ej.  The  pressure  compels  the  plates  to  fill  con- 
centric channels  at  j  j,  while  further  support  and  closure  is  given 
by  the  rings  at  H.  Tlie  *  yokes '  m  and  n  take  the  hydraulic  support 
between  them ;  and  the  crossheads  o  and  p  in  turn  act  on  the 
yokes,  the  first  for  compression,  and  the  second  for  tension.  Thus 
the  load,  being  applied  on  the  straining  cylinder,  is  felt  at  j,  and 
transmitted  to  the  litiuid,  through  pipe  R,  to  the  second  sac  at  Q, 
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NYDRAUL/C      SUPPO/f  T 


T/ie  Enverxf  Tes/Xivcf  M/xjcM^rije.       FCq,  335. 

termed  the  'reducer,'  and  from  thence  to  the  lever  weighing 
apparatus.  The  movement  of  f  is  only  -001",  but  the  reducer  and 
support  areas    being  as    i :  30,   the   movement   of  piston   s   is 
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•ooi  X  30=  '03";  or  300,000  lbs.  on  the  Specimen  become  10,000 
on  the  block  r^  Instead  of  knife  edges,  very  thin  springy  plates 
are  used,  forced  into  grooves,  as  at  v,  and  the  pressure  on  Tj  is 
decreased  by  levers  u  and  w,  till  the  vibrating  pointer  y  is  reached, 
the  connection  from  w  to  y  being  by  a  much  thinner  plate  in 
tension.  As  the  lever  system  gives  a  ratio  of  20,000  to  i  between 
the  motions  of  a  and  t,  it  follows  that  ^  inch  at  a  will  give  a 
movement  on  the  support  d  of  {^  x  ^  x^^  =  eiobo/xw  ^"*^^»  ^^^ 
the  total  multiplying  capacity  of  the  weighing  apparatus  is  600,000. 
Very  small  weights  (about  ^j^  oz.  per  ton  of  load)  are  therefore  all 
that  are  necessary  to  keep  the  levers  horizontal,  and  these  are 
placed  upon  lever  w  by  handles  and  rods  at  h.  Where  the  pipe  r 
enters  the  sacs.j  and  Q,  the  plates  are  depressed  and  held  in 
position  by  a  ring,  as  at  c. 

The  parts  m,  n,  o,  p  are  balanced  by  means  of  springs  which 
can  be  very  nicely  adjusted,  and  not  only  are  the  various  resist- 
ances reduced  to  a  very  small  amount,  being  the  bending  of  light 
springs  through  infinitesimal  distances,  but  these  are  all  allowed 
for  in  the  calibration  of  the  weighing  apparatus.  Two  hand-wheels 
are  placed  at/  and  at  ^,  the  larger  opening  to  pressure  and  exhaust 
respectively,  while  the  smaller  wheels  adjust  the  openings  within  the 
larger  plugs,  so  that  the  flow  may  be  regulated  between  i  foot  per 
min.  and  '002"  per  hour;  and  r  is  a  reversing  valve  for  changing 
flow  to  top  or  bottom  of  cylinder.  The  Watertown  arsenal 
machine,  U.S.A.,  is  an  Emery  machine  of  357  tons  capacity. 

Professor  Thurston's  Torsional  Testing  Machine  is 
designed  for  twisting  stresses  only,  and  was  first  made  about  1874. 
Fig.  336  shews  its  construction,  a  is  the  specimen,  held  in 
shackles,  the  twist  being*  applied  by  worm-gear  b,  turned  by  hand. 
The  load  is  measured  by  a  pendulum  weight  c,  as  in  Michele's 
machine,  and  a  diagram  obtained  autograph ically,  in  a  manner  to 
be  described  later. 

Shackles  for  Test  Specimens  should  be  carefully 
designed  to  give  a  perfectly  axial  strain,  or  the  amount  of  ultimate 
load  will  be  affected.  The  Wicksteed  tension  shackles  have 
already  been  described  at  Fig.  332.  Of  other  tension  shackles  in 
Fig.  337,  A  is  Professor  Un win's,  having  spherical  seats  screwed  to 
the  ends  of  the  specimen,  a  very  good  plan  ;  and  b  was  used  by 
Sir  John  Anderson,  with  split  sockets  a  to  connect  the  shackles 
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to  the  specimen  b^  held  in  place  by  a  slightly  conical  ring  c^ 
Compression  shackles  are  shewn  at  Fig.  338,  a^  and  b^  are  to  take 
small  specimens  in  a  tension  machine,  and  the  arrangement  at  c^ 


'POKJL 


r/er  336 


liil  51 


Pr/>f.  XhjunsZorCs  ^ 

^^  for  admission  of  large  specimens  in  a  compression  machine. 
The  specimen  at  a^  is  placed  at  r,  and  the  plunger  d  guided 
within  a  cylinder.     As  one  shackle  a  slides  within  the  other 
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shackle  b,  a  very  good  axial  thrust  is  obtained.  Professor  Unwinds 
shackles  at  b^  receive  the  test  piece  between  a  hard  block  ^,  and 
spherical  surfaces  d,  and  the  parts  are  shewn  separately  to  make 
their  construction  clear.  '  The  Emery  machine  is  provided,  for 
compression,  with  spherical  nuts  a  and  b,  upon  which  lie  convex 
plates  or  tables  D  and  c,  and  the  hard  seatings  e  f  receive  the 
thrust,  c  and  d  are  adjusted  to  the  specimen  by  means  of  the 
handles  j  j.  In  the  shearing  shackles  at  Fig.  339  (designed  by 
Mr.  Wicksteed  for  Professor  Hele-Shaw),  a  knife  a  adjusts  itself 
so  as  to  give  equal  pressure  at  b  and  c,  while  the  specimen  is 
Dicked  down  to  localise  the  strain.  The  torsion  grips  at  a,  Fig.  336, 
have  sockets  to  receive  a  square  bar  turned  down  in  the  mid  portion ; 
and  Fig.  340  illustrates  a  pair  of  bending  shackles  where  knife 
edges  B  B  are  adjustable  for  various  lengths  of  specimen,  and  the 
shackle  a  is  formed  so  as  to  indent  the  bar  as  little  as  possible. 

Strain  Measuring. — At  first  it  was  considered  sufficient  to 
know  the  breaking  load  in  tension,  then  Mr.  Hodgkinson  shewed 
the  necessity  for  compression  tests,  and  Mr.  Kirkaldy  lastly 
pointed  out  that  the  contraction  of  area  at  fracture  was  not  to  be 
overlooked.  Now  it  is  considered  imperative  to  know  the 
breaking  load  and  elongation  (usually  given  per  cent.,  or  extension 
X  100),  and  advisable  to  obtain  both  load  and  extension  within 
the  elastic  limit.  A  stress-strain  diagram,  as  in  Fig.  321,  will  shew 
the  whole  life  of  the  bar,  and  can  be  obtained  in  two  ways :  (i) 
by  noting  load  and  extension  at  several  points  during  the  experi- 
ment (the  latter  being  measured  by  instruments  of  more  or  less 
precision),  thdn  plotting  a  diagram  to  these  dimensions;  or  (2) 
by  compelling  the  machine  to  make  an  autographic  diagram. 

Taking  (i),  the  simplest  method  is  to  make  a  centre  pop  near 
each  end  of  the  specimen,  and  measure  the  distance  between 
these  by  means  of  dividers ;  a  better  result  is  obtained  by  the 
use  of  a  standard  rod  c  (Fig.  341),  and  wedge  gauge  d,  placed 
between  clamps  a  and  b  on  the  specimen;  and  very  great  accuracy 
by  the  aid  of  an  extensometer.  -Such  an  instrument  is  absolutely 
necessary  for  the  fine  extensions  within  the  elastic  limit,  and  Fig. 
342  shews  a  very  effective  form  devised  by  Professor  Unwin.  a 
is  the  specimen  to  which  Tee  brackets  c  and  d  are  clamped,  both 
of  which  carry  spirit  levels  f  and  j,  while  d  in  addition  supports 
the  measuring  pillar  g.     Within  g  is  a  fine  screw  carrying  a 
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384  A  utographic  Apparatus, 

micrometer  disc  k  having  200  divisions,  and  the  strip  m  is  divided 
into  inches  and  fiftieths.  Whenever  the  zero  mark  on  k  comes 
round  to  M,  the  divisions  are  read  upon  m  only,  but  if  k  be  turned 
by  one  of  its  divisions,  the  fiftieth  on  m  is  further  divided  by  200, 
and  the  advance  is  ttJ^  x  ^^  =  j^  Jp^",  which  is  the  accuracy  of 
the  machine.  In  practice,  j  is  first  levelled,  and  f  raised  till  level, , 
by  advancing  the  screw  against  g,  and  the  length  obtained  both 
before  and  during  the  experiment     (See  pp,  837  and  1069.) 

Autographic  Test  Diagrams  shew  many  details  in  the 
curve  not  obtainable  by  other  methods.  Among  the  earliest  were 
those  of  Professor  Thurston,  obtained  by  the  machine  in  Fig.  336.* 
Paper  is  laid  on  the  drum  />,  while  a  specially-formed  guide  d 
compels  the  pencil  c  to  move  proportionally  to  the  arm  d  in  a 
direction  at  right  angles  to  the  plane  of  the  latter,  thus  repre- 
senting the  load ;  and  the  extension,  measured  in  degrees,  is  given 
by  the  rotation  of  the  drum  itself  relatively  to  the  pendulum. 

Although  Mr.  Wicksteed  has  obtained  good  diagrams  by  using 
the  pressure  water  to  represent  the  load,  the  method  is  not  con- 
sidered advisable,  in  view  of  the  resistances,  which  may  be  variable. 
Better  results  are  obtained  by  the  apparatus  in  Figs.  343  and  344. 
The  first  will  be  understood  by  comparing  with  Fig.  331.  The 
rotation  of  the  jockey-weight  screw  being  proportional  to  the 
load,  it  follows  that  the  screw-turning  gear  may  also  be  used  to 
rotate  a  paper  drum  g,  and  thus  represent  stresses,  while  a  pencil 
L  may  be  moved  vertically  by  a  wire  from  the  specimen,  to  shew 
the  extension,  b  and  h  are  cone  puUies  which  drive  the  drum 
through  worm  gear,  and  at  the  same  time  allow  of  change  of  load 
scale;  and  the  wire  is  returned  upon  itself  before  leaving  the 
clips  J  K  so  as  to  mark  the  extension  to  twice  the  natural  scale. 
A  is  the  hand  w^heel,  connected  to  the  countershaft  b  by  belting, 
and  c  is  the  auxiliary  shaft,  which  turns  screw  f  through  spur  gear. 

To  avoid  errors  of  belt  slip  between  c  and  h  the  gear  in 
^  ig-  344  bas  been  introduced.  Here  the  screw  is  turned  by  mitre 
gear  through  shaft  a,  and  a  pencil  c  represents  the  load,  being 
traversed  by  screw  at  e  turned  by  worm-gear  d.  At  the  same 
time  the  drum  b  is  rotated  for  extension  by  a  wire  f  from  the 
specimen,  and  a  hammer  weight  g  releases  the  wire  when  rupture 

•  The  writer's  attention  has  been  called  to  Mr.  Cawley's  apparatus  used  in 
Japan,  which  probably  antedated  the  above.     Fig.  346^  was  obtained  from  it. 
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occurs.  This  apparatus  has  been  applied  in  Professor  Hele- 
Shaw's  machine. 

Stress-strain  Diagrams,  as  obtained  principally  by  the 
previous  apparatus,  will  now  be  shewn  {see  Figs.  345  and  346). 
The  largest  number  of  experiments  have  been  made  in  tension, 
and  our  list  of  compression  and  shear  diagrams  is  but  meagre. 
In  every  case  the  authority  has  been  cited,  and  where  possible 
the  unit  stress  and  length  of  specimens  given. 

^Deductions. — Mild  steel  and  good  wrought  iron  have  long 
plastic  extensions  and  considerable  contraction  at  rupture  (see 
c,  F,  G,  l).  Stronger  steels  are  less  ductile,  as  at  b  and  d, 
while  steel  castings,  a,  are  very  short,  though  the  strength  may  be 
higher  than  shewn.  Cast  iron,  q,  has  really  no  elastic  stage, 
though  Hodgkinson  fixed  an  apparent  limit,  but  brass,  o,  is 
better  off,  and  is  much  more  plastic,  n  is  a  very  fine  diagram 
for  aluminium  bronze,  shewing  great  ductility  and  high  elastic 
limit.  Torsional  and  transverse  diagrams  (s  and  r)  are  not 
essentially  different  from  tension  in  character,  but  compression 
diagrams  take  quite  a  different  form,  v  being  a  typical  example, 
the  plastic  portion  tending  always  to  curve  in  an  opposite 
direction  to  that  of  tension,  t  is  an  experiment  on  long  pillars 
held  loosely  in  sockets  to  prevent  bending ;  and  diagrams  q,  t,  u, 
and  v  have  all  been  plotted. 

Raising  the  Elastic  Limit, — If  the  load  be  carried  a  little 
beyond  the  primitive  elastic  limit  and  allowed  to  remain,  say,  for 
24  hours,  then  removed,  the  bar  will  strain  slightly  j  but  on  re- 
stressing,  a  new  elastic  limit  will  be  found  at  a  little  higher  load 
than  that  just  removed.  Repeating  the  experiment  beyond  the 
second  limit,  a  third  limit  may  be  found,  and  so  on  until  the  bar 
breaks.  All  this  is  beautifully  given  by  diagram  m,  and  also  by 
diagram  s,  one  plastic  curve  bounding  all  the  limits,  and  it  is 
clearly  shewn  why  English  engineers  consider  the  breaking  load 
the  only  reliable  test  of  a  material.      {See  Appendices^  pp.  756, 

S37j  1071.  ^f^  1074) 

Local  Extension. — In  Fig.  347  a  test  strip  has  been  taken 
1 2"  long,  and  divisions  marked  across  it  at  one  inch  apart,  then 
the  actual  extensions  within  each  inch  measured,  and  ^t  up  as 
ordinates  on  the  line  a  b  ;  ode  is  the  curve  shewing  distribution 
of  extension,  and  is  seen  to  increase  very  greatly  towards  the  fif^h 
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inch,* where  fraction  occurred.  This  indicates  the  necessity  of 
stating  elongations  somewhat  as  follows: — *  28*2 'per  cent,  in  a 
length  of  8'V  or  *  25-8  per  cent,  in  a  length  of  lo'V  meaning  -28^ 
or  258  of  the  original  length;  and  the  breaking  stress  should  be 
measured  as  maximum  load  -^  original  area,     i^See  p.  837). 

Diagrams  shewing  the  elastic  line  have  also  been 
drawn  by  Mr.  Thos.  Gray,  of  America,  by  means  of  the  double 
apparatus  shown  at  Fig.  348.  The  paper  drum  is  rotated  by 
worm  gear,  as  in  Fig.  343,  to  give  the  load,  and  there  are  two 
pencils  h  and  c,  both  connected  to  the  specimen  by  wires  \  but 
while  A  is  connected  to  c  through  the  single  lever  b  and  gives  an 
ordinary  diagram,  d  gives  motion  to  h  through  the  triple  set  of 
levers  e,  f  and  g,  and  thus  the  stroke  of  h  is  very  greatly 
magnified.  Three  diagrams  are  shewn,  where  the  higher  curves 
are  drawn  by  c,  and  the  lower  or  elastic  lines  by  h.  Of  course 
two  extension  scales  are  required. 

Adniiralty  Tests. — All  war  material  must  be  tested  as 
follows,  the  data  serving  also  as  a  general  standard  : — 


Material. 


I  Ten.sile  breaking  stress  in 

{         tons  per  sq.  in.  of         j 

original  area. 


Elongation. 


3 
O 

c 


W.  I.  Ship  Plates  (1st  class)    ... 

W.I.  Ship  Plates  (2nd   „   )    ... 

VV.I.  Section  Bars    

W.I.  Boiler  Plates   

Steel  Ship  Plates       

„     Castings  (intricate) 

, ,  , »        ( Roller  Paths  and 

Pivot  Plates) 
,,  ,,      (Girders,  Cylinders, 

and  *  Ordinary') 

Steel  Rivets        

„     Forgings  (fi:eneral) 

,,  „         (Piston  Rods)  ... 

,,  ,,         (Rollers  and 

Roller  Paths) 

,,     Plates        

Gun  Metal  (ordinal y)        

,,          (for  hydraulics) 
V  Manganese  Bronze     


:  J  22  \ 
|{  18  + 

1  J  20  !l 
|M7  + 


I  21   li 
I  18  + 

26  to  30 
28  minimum 
36  to  40 :  yield  point 
at  18  min. 

'  j-  28  minimum 

,     27  maximum 
i     28  to  35 
32  to  35 

;  38  to  45 
28  to  32 
14  minimum 

28 


20   7,  in  8'' 
i3r/oin2" 

134  7o  in  2" 
i8i7o>n2" 

28  to  24  7o  in  2"" 
28  to  24  7.  in  2'^ 

22  to  16  7o  in  2"^ 

20  7,  in  8" 

3i7oin2" 
25  7.  in  4" 
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390  Admiralty  Tests, 

(Lloyd's  tests  for  Boiler  Steel  are  the  same  as  for  Admiralty 
Ship  Plates.) 

Hot  tests  for  angle  bars  are  shewn  in  Fig.  349  at  a,  b,  c,  and  d  ; 
for  T  bars  at  e  and  F ;  and  for  channel  bars  at  G.  They  consist  in 
a  bending  of  the  flanges  in  either  direction,  or  a  complete  flattening. 


«' 


(s^=!xi) 


Cold  tests  are  obtained  by  notching  and  breaking  to  observe 
the  fracture.  Sometimes,  as  with  armour-plate  bolts,  a  tensile 
fracture  is  obtained  by  dropping  a  weight  of  one  ton  throu^ 
30  feet,  and  rails  are  often  bent  by  a  falling  weight  to  imitate 
the  conditions  of  practice.     {See  Appendix  IL^  p,  834.) 

Rivets  should  sustain  hammering  while  hot  till  but  \"  thick, 
and  punching  crosswise  with  a  tool  of  their  own  diameter,  without 
cracking  in  either  case. 

Wohler's  Law. — In  187 1,  Herr  Wohler  conducted  experi- 
ments on  variation  of  stress,  and  shewed  conclusively  that  the 
range  of  variation  was  a  factor  in  lo\Vering  the  breaking  load,  so 
that  a  bar  under  variable  stress  would  break  much  more  easily 
than  if  an  unchangeable  load  were  applied.  His  experiments 
were  so  conducted  that  the  test  bars  withstood  two  or  three 
million  changes  of  load  before  breaking.  Prof.  Unwin,  who  has 
given  great  attention  to  endurance  tests,  deduces  the  following 
general  equation: 

where/i  =  original  breaking  stress  in  tons  sq.  in. 

S  =  stress  variation  in  terms  of^  in  tons  sq.  in. 
a:  =  a  constant  deduced  from  experiment 
_  /I-5  for  Wrought  Iron  and  Mild  Steel \ 
■"V  20  for  Hard  Steel  ) 

A  =  new  breaking  stress  in  tons  per  sq.  in. 
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Taking  Jf  =  I'S,  three  simple  cases  may  be  deduced : 
(i.)  A  steady  or  dead  load : 

(2.)  A  simple  live  load,  or  'suddenly-applied  load/  viz.,  one 
removed  and  replaced  continually  and  instantly,  but  without 
velocity. 

S=/,-o 


and  /.--'+N/7i='-t -5/2/1 

Simplifying,  squaring,  and  solving  the  quadratic  obtained :. 

/2"-6/i 

(3.)  Reversal  of  stress,  or  alternate  compression  and  tension 
of  equal  value,  as  in  rotating  shafts. 

S  is  from  +/^  to  +y^=  27^ 
and  /2  =  ^'  +  'Jf^'^  X  2/2/1 

Summing  up,  we  have  for : 
Steady  load  ...  y^=/i 

Live  load       ...  f^^'6f^  for  Wrought  Iron  :  '%fy  for  Steel 
Reversible  load  f^^\fx  for  Wrought  Iron :  1/  for  Steel 

or  roughly,  the  strengths  are  as  3  :  2  :  i.     {See  Appendices^  pp.  756,. 

839,  and  107 1.) 

Factor  of  Safety. — The  working  stress  must  not  only  be 
within  the  primitive  elastic  limit  of  the  stress  diagram,  it  must 
also  be  further  reduced  on  account  of  stress  variation,  and  still 
further  because  the  working  conditions  can  rarely  be  all  estimated  > 
the  correction  for  all  these  being  made  as  follows : 

,    ,  ,     load  or  unit  stress  (breaking) 
Load  or  unit  stress  (safe) fa3i5iF^f^7ety 

If  a  foundation  factor  of  3  be  used  to  cover  uncalculated 
effects,  and  to  keep  within  the  elastic  limit,  then,  by  Wohler ; 

A  steady  load  requires  a  factor 3  .s         3^5. 

A  live  load  requires  a  factor  3  x  2  =  6  ||      -I  4  ll 

A  reversible  load  requires  a  factor  3x3  =  9    g^       S6§ 
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And  the  following  fable,  deduced  from  practice,  \ 
Factohs  of  SAFErrv.      j 


MatcriaU 


Wronght  Iron  and  Mild  Steel 

Hard  Steel 

Bronzes 

Cast  Iron  and  Brass    


Dead 


3 
3 

5 
4 


Live  L< 


5  to  I 

6  to  I 

icticl 


Average  Stresses  adopted  in  practlci 

sum  up  the  results  obtained  in  testing,  as  ^ 
authorities,  and  form  a  table  of  breaking  and  a 
as  there  are  high  and  low  qualities  for  each  mat 
of  each  quality  vary  so  much,  our  tabulations 
averages  of  many  averages.  ik 

Breaking  Stresses. — Thus  casi  ir&n  m™ 
tons  per  square  inch  in  tension,  22  to  58  in  o 
to  5  in  shear.  Wrought  iron  breaks  at  from 
tension,  and  10  to  22  tons  in  shear.  The  strengi 
with  the  carbon  it  contains,  but  as  a  rule 
simultaneously  decreased.  Steel  plates  should 
cent.  Cementatmt  steel  reaches  very  high  i 
from  40  to  67  tons  per  square  inch  in  tension, 
tool  steel  yielding  88  tons ;  and  tempering  inci 
Steel  castings  bear  from  1 5  to  34  tons  with  reas< 
Copper  depends  on  mechanical  treatment.  Ca 
tons  ;  rolled  into  plates,  14  tons ;  and  drawn  , 
Brass  has  8  to  1%  tons  per  square  inch  tensif 
10  to  23  tons. 

There  is  some  difficulty  in  collecting  good 
pression.  If  the  specimen  be  ductile  it  flatte 
as  Rennie  said,  'the  resistance  becomes  en 
materials  are  more  easily  dealt  with.  Besides 
looked  upon  as  a  sufficient  test  for  all  mater 
compression  and  shear  columns  are  in  many  case 
cases  we  may  take  compression  —  tension » and  sh< 
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The  safe  stresses  given  in  the  table  are  those  usually  adopted 
in  English  practice,  and  have  a  factor  of  5  or  6  on  the  breaking 
stress.  Continental  engineers  take  the.  elastic  strength  as  their 
guide,  but  its  unstable  character  prevents  its  adoption  as  the 
standard  in  this  country.  In  deciding  upon  the  working  stress,  the 
designer  should,  however,  consider  well  the  following  four  heads  : — 

i.  Elastic  limit — Some  idea  of  its  position  should  be  obtained. 
Compare  e  and  Q,  Figs.  345  and  346,  a  higher  proportionate  stress 
being  allowable  in  the  former. 

2.  Variation  of  stress. — The  condition  of  loading  should  be 
found  with  care. 

3.  Unknown  actions. — Endeavour  to  ascertain  to  what  extent 
these  occur,  and  whether  they  form  an  important  part  of  the  total 
load. 

4.  Quality  of  material. — If  possible,  a  test  for  all  material 
should  be  insisted  on,  both  for  ultimate  load  and  elongation : 
preferably  also  for  contraction  of  area  and  elastic  strength.  This 
will  enable  the  designer  to  fix  his  working  strength  with  great 
exactness.     {See  Appendix  11.^  p.  Z^^.) 

Tabls  op  the  Average  Breaking  Stresses  of  Materials  and  Safe  Stresses  for 
Ordinary  Live  Loads  (in  Tomb  per  sq.  in.). 


Material. 


Id  Tension. 


'  Breaking.      Safe. 


Steel  (* crucible  cast'  for 
strong  forgings  and 
tools) 

Steel  (mild,  for  general  . 
forging)     I 

Steel   Plates  (and  rivet  * 
steel) ■ 

Steel  (for  castings) 

Manganese  Bronze 

Wrought  Iron  (forgings) 

Phosphor  Bronze 

Wrought  Iron  Plates!!... 
»»  »i     +•••• 

Muntz  Metal        

Copper 

Gun  Metal    

Brass     

Cast  Iron      1 


In  Compression.  In  Shear* 

Breaking.     Safe.       Breaking.      Safe. 


45 

35 

30 
30 
30 
25 

22  I 
18  f 
22 

12 
II 
7i 


80 


7     - 


-     5 


6 
5 
5 
5 
4 

4 

3i 
2 
2 
li 


i!   22 


26 
45 


6 
5 

5 
4 

4 

4 

3i 

2 
2 
li 

4 


16 


5 

3i 

3i 

Zh 

3 

3 

2i 
li 
ih 

I 
I 
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Classification  of  Stress  Actioft, 


The  quantities  in  this  table  are  given  in  tons,  because  the 
numbers  are  thus  more  easily  remembered,  and  because  it  is  the 
Engineer's  language.    Fig,  350  shews  them  diagrammatically. 

(See  Appendices  ^  pp,  840  and  lo^  ^  for  further  materials,) 


*^vencuie^ASyCnAssjes  J6r  J>^cilental6       Fjicf-  350. 

The  Proportioning  of  Structures  and  Machine 
Parts  by  Calculation — The  equality  of  action  and  reaction 
is  the  starting  point  in  constructive  calculation.  Whether  the 
load  be  applied  directly  or  through  a  lever  arm,  the  external 
forces  must  balance  the  internal  stresses,  and  we  have  for  the  two 
cases : 

(Direct  action). 

(Lever  action). 

which  are  our  general  strength  equations. 

Classification  of  Stress  Action.  —  Practical  cases  of 
simple  or  compound  stress  may  be  arranged  under  ten 
heads : — 

*  A  moment  =  force  x  lever  arm. 


Total  load  =  Total  stresses. 
Moment  of  load  =  Moment  of  stresses.* 
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Kind  of  Stress.  I  Some  Cases. 


1.  Tension Liftinf;  rods,  chains,  bolts,  ropes,  boiler  shells, 

I  pipes  and  cylinders,  boiler  stays,  flywheel 

2.  Compression ,  All  short  pillars.                                      [""**• 

3.  Shear      j  Punching  and  shearing,  rivets,  pins,  cotters, 

coupling  bolts,  keys. 

4.  Torsion  (momental  shear)  |  Short  shafts,  spiral  springs. 

5.  Bearing Plate  edges  on  rivets,  cotter  edges,  and  canti- 

'  levers. 

6.  Bending  (momental  com-  ,  Beams,  axles,  boiler  end  plates,  slide  bars,  teeth 

pression  and  tension)...  |  of  wheels. 

7.  Bending + Tension        ...  '  Crane  hooks. 

8.  Bending + Compression      [  Long  pillars,  boiler  flues,  ships'  davits,  con- 

I  necting  rods, 

9^  Torsion  +  Bending       ...  1  Long  shafts,  crank  am^s. 

la  Torsion  +  Compression...  Propeller  shafts. 


Tension  Stress -Action. — Unit  stress  x  area  of  section 
will  give  total  stress.     Therefore  : — 

Load     =     Total  stress. 
W        =    f,a. 

In  the  case  of  steam  or  water  pressure  the  load  is  unit  pressure  x 
area  pressed  upon,  and 

/^*  X  area  of  boiler  end,  or  piston,  in  square  ins.  =/t  a. 

Of  course  yi  may  be  either  'breaking'  or  *safe,'  and  W  or  /  will 
▼ary  m  like  manner. 

Exoft^le  I. — Find  safe  load  for  following  sections,  at  5  tons  per 
square  inch,  (i)  3  ins.  dia.  (2)  3  ins.  dia.  with  |"  cotterway.  (3)' 
3 '  tube  with  2"  hole.    (Eng,  Exam.,  1892.) 

(i)    /i  =  irr*  -  ^^      /.  W^/a  =  35-35  tons. 

.  ^35 


(3)     a^trr^-ier*^^  Y      .:  W«/d;=  19-64  tons. 


(2)     a^vr^-id    =  ^^     .'.  W«/a=24'iotons. 
55 

EE 
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396  Tension  Examples. 


Example  2.— With  6  tons  safe  static  stress  for  W.I.,  find  (i)  dia. 
of  bar  to  carry  20  tons  ;  and  (2)  the  dia,  when  in  addition  30  tons 
are  suddenly  applied.    (Eng.  Exam.,  1886.) 

W 
"f 


(i)    W  «/«,  and  a=-^  =333    .'.</>=  2  ^Jt^rdS' 


W 

(2)     /  =  3  tons  for  the  live  load  «  =  —  =  10 

Area  for  live  load  =  10 
„      „  dead  „    =  3-33 
Total  area  «=  13*33 

And  //=  2  a/^  =  4'i2". 

Example  3.—- Find  the  total  stress  on  a  W.I.  crane  chain  25  feet 
long,  when  a  load  of  20  tons  drops  through  6  ins.,  the  stress  per  square 
inch  not  exceeding  5  tons.    (Eng.  Exam.,  1886.) 

Putting  all  measurements  in  tons  and  feet, 

^  "  ^^'^o^  ==  '^'945  tons.     But  E  =^  and^^^  ^ 

••  ^   -  E       12945  =^^^5^. 

W(H+A")=2.^A" 
20  ('5  +  '00965)  =  F  X  '5  X  -00965,    and  F=  21 1473  tons. 

Example  4.— A  steady  load  of  five  tons  produces  a  deflection  of 
half  an  inch.  Find  the  height  a  weight  of  2  cwt.  must  fiill  to  produce 
the  same  deflection.    (Eng.  Exam.,  1888.) 

i(^  +  i)  =  5^i    and  A  =(5-1)  ,0=12''. 
20  V         2/22  V4     20^     

Example  5. — Find  the  dia.  of  a  W.I.  pump  rod,  the  bucket  being 
20  ins.  dia.,  and  the  water  pressure  25  lbs.  per  square  inch  :  /=2i  tonsw 
Eng.  Exam.,  1889.) 

p\onM  X  area  of  bucket  =/t  « 

25  X  22  X  10  X  10^2-5  X  22  X  /^  ^d  r=  ^-4464"^  '6/'. 
2240x7  7  ^ 

.-.    ^/^ig'^bare. 
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Strength  of  Chain  and  Ropes,  397 

The   Strength  of  Chain.— Both  sides  of  the  link  resist 
tension,  so  taking  /  =  4  tons  safe  : 

W  =  2X7rr2x4  =  25*i2  f^ 
d 

but     r  =  -     /.  W  =  6-28  z/2  tons  safe  load. 

2  — — ^— — — ^^^^— ^ 


Sir  Jno.  Anderson  deduces  a  simple  rule  from  the  above  : 

(dia.  in  eighths)^        r   1     j  •    * 
\ — o /  -safe  load  m  tons. 


8x8 

Thus  an  inch  chain  bears =  64  tons. 

10      


Strength  of  Ropes.— For  7vhite  hempf^^\  ton  safe.  But 
as  all  ropes  are  measured  b)'  their  circumference,  and  area  «  — ^ 

Strength  of  hemp  rope  =  |  x  — -  =  '04  circ.2  (tons). 

Wire  rope  has  its  members  stated  by  their  W.G.  Referring  to 
page  276,  the  total  area  may  be  reckoned :  then  let  /t  =  1 1|  tons 
safe  for  iron  or  steel. 

Strength  of  Pipes  and  Cylinders,  pressed  internally. 
Imagine  a  hemispherical  vessel  a,  Fig.  351,  hung  by  a  string,  and 


rXQ.  35 1  ^-^^^ 

pressed  internally  ;  then,  as  the  vessel  moves  neither  to  right  or 
left,  it  follows  that  the  total  pressure  on  the  curved  surface  in 
direction  f  is  equal  to  that  upon  the  flat  surface.  The  flat  surface 
is  called  the  *  projected  area '  of  the  curved  surface. 
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398  Thin  Cylinders. 

First  Case,  Thin  Cylinders, — A  boiler,  or  thin  cylinder  abed. 
Fig.  351,  tends  to  tear  along  the  joints  a  b  and  cd.  Examining  a 
strip  i"  wide  we  obtain  : 

Internal  load  on  if  safe  strength  of  two  sections  of 
projected  arta    )        (  plate  (in  tension). 

pK<xi%  X  2  r  X  I  =/^  X  2  / X  I, 

Suppose  the  plate  tends  to  tear  at  a  ring  section  as  at  ef,  then 
^ton«xirf*  =y5x  2irrx/. 
.'.  p^o^r^  2/t/. 

From  this  we  find  that 

pr 
Stress  on  longitudinal  section  =  ^ 

and  stress  on  transverse  section  =  i  '^ 

so  there  is  no  fear  of  a  boiler  bursting  at  a  cross  seam.  The 
above  supposes  the  boiler  plate  to  be  of  uniform  construction 
throughout.  But  as  the  seams,  whether  welded  or  riveted,  are 
much  weaker  than  the  *  solid '  plate,  a  multiplier  (ly)  must  be  in- 
troduced on  the  right  side  of  the  equation  to  reduce  the  quantity 
and  shew  the  strength  at  the  joint.     Then  : 

„  .  strength  of  joint 

1;  =  efficiency  = ,  -    -    /t-,    - 

strength  of  solid  plate 

or,     efficiency  per  cent  =  ly  x  100 

For  lap  welded  joints,        iy=   7J 

For  single  riveted  joints,   ij  =    -5  (         ,  . 

For  double  riveted  joints,  »;=    7  pO"g"'y 

For  electric  welded  joints,  »?  =  '85  j      {See  p,  755.) 

and  the  formula  for  boiler  or  pipe  .strength  becomes 

/tons^  =/,/,; 

Example  6.— A  copper  steam  pipe  12"  dia.  is  to  resist  an  internal 
pressure  of  160  lbs.  per  sq.  in.  Find  its  thickness,  if  i|  for  the  brazed 
joint  =  80% 

160 

From  above  formula x  6  =  2  x  /x  '8         .*.    /  =  '267  ins. 

2240  ' 
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Example  7. — Find  the  bursting  resistancejof  a  cast-iron  pipe  \  in. 
thick  and  10  ins.  diameter.    (£ng.  Exam.,  1887.) 
^tons^^yjf  (there  being  no  seam)* 

1680  lbs.  per  sq.  in. 


^lons   ^fi  ^.75  ton  , 

r 


Second  Case,  Thick  Cylinders, — ^If  cylinder  thickness  be  small 
in  comparison  to  diameter,  the  stress  at  the  inner  surface  is 
practically  the  same  as  at  the  outside.  But  this  is  by  no  means  the 
case  with  very  thick  cylinders.  Then  the  following  formula  must 
be  applied,  devised  by  Lam^ : 


R"       D 
—  or  ~T 

r         d 


J/t+P^ 


and  the  stress  varies  throughout  the  thickness,  the  hoop  tension 
/t  being  found  at  any  intermediate  radius  i  by  the  following 
formula :  ^tons,^  //2  ^  r2) 

/h  in  tons  -     ^..(R^.^^ 

Example  8. — A  cast-iron  hydraulic  cylinder  is  6"  internal  diameter, 
and  loaded  with  i  ton  per  sq.  in.  pressure.  Find  (i)  the  thickness, 
and  (2)  construct  a  curve  shewing  the  hoop  tension  throughout  the 

thickness.' 

5!  ^  V/+/'°°'  ^      /r25-f  I  ^     - 
r       yjf^f^^      V  1-25-1  9 

The  section  of  the  cylinder  is  shewn  at  Fig.  352,  and  the  ordinates 


R"=9      and  /=6" 


7!/uc/i.  CifjUnxLers. 
rXa^  352, 


at  abcdefg  shew  the  hoop  tension  at  the  various  rings,  found  as 


follows : 


at   a. 


__  rx9  (81+9) 
-^•^■"9     (81 


■9) 
Similarly    at^,  yi^   76  ton,    at^=   '53  ton, 

at  tf  =  '332  ton,    at  /=  "283  ton,    and  at  ^  = 


=  1*25  tons 

at  </='4o6  ton, 
25  ton. 
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400  Gun  Coils  atid  Cast  Cylinders, 

The  curve  is  an  equiangular  or  logarithmic  spiral      Large 

guns  are  built  of  coils  shrunk  one  over  the  other,  so  as  to  put 

the  inner  tube  in  a  state  of  compression.     The  pressure  of  the 

explosion  then  tends  to  equalise  the  stress,  by  slightly  adding  to 

the  outer  tension,  but  more  than  removes  the  inner  compression. 

When  cold,  a  coil  is  slightly  smaller  than  the  core  it  is  to  envelop, 

according  to  the  following  rule : 

-^.    .      .        ^     .,  -..       mean  dia.^  x  c 
Dimmution  of  coil  dia.  =  — -, — ~. — -r, — 

mside  dia. 

where  c  for  the  outer  coils  =  '00133 
c  for  next  inner  coils  =  '00108 
c  for  next  inner  coils  =»  '00083 

Let  an  outer  coil  be  17"  outside  and  12"  inside,  then 

T^-    .                14*5  X  14'S  X  'OOI33  ,, 

Dimmution  ==  -^^ ^^ ^  =  0233 


The  same  effect  is  produced  in  cast-iron  cylinders  by  casting  with 
a  cold-water  core,  and  thus  much  less  thickness  is  required.  (See 
Figs.  289,  298,  299,  300.)  {See  Appendices  L  and  IL,  pp,  ^^7 
and  841.) 

'  Casting  Rule '  for  Steam  Cylinders,  &c.— With  the 
usual  steam  and  gas  pressures,  the  previous  formulae  give  so  small 
a  thickness  that  the  metal  would  not  fill  the  sand  mould  during 
casting,  so  an  empirical  rule  must  be  adopted  to  enable  the 
cylinder  or  gas  pipe  to  be  cast,  thus : 

/  =  -i8.,/^ 

This  will  represent  the  thickness  or  steam  chest  and  other  parts, 
but  the  cylinder  body  should  be  about  ^  in.  thicker,  to  allow 
for  reboring,  and  the  flanges  should  also  be  stiffen 

Tensile   Stress    induced    by   Centrifugal    Force. — 
.  When  a  weight  a;,  attached  to  a  string,  is  swung  in  a  circular 
path,  it  exerts  a  pull  upon  the  string  represented  by  the  formula 


wv 


»2 


F^*»  =  — ^  lbs,     (where  v  ~  actual  velocity  of  weight) 

In  a  grindstone  or  flywheel  this  centrifugal  pull  exerts  a  tension 
between  the  particles  of  the  material,  which  we  shall  examine  in 
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Fig-  353*     R  is  the  average  radius  (radius  of  gyration)  of  the 
rotating  flywheel  rim,  ahb.     If  w  =  the  weight  of  a  cub.  inch  of 


y . 


the  material,  zc  A  is  the  weight  of  the  darkly  shaded  solid,  and 
its  centrifugal  force, 

But  every  such  solid  in  the  circumference  acts  radially  as  at  a, 
Fig.  351,  and  the  flywheel  tends  to  burst  at  ad,  as  the  boiler  did 
at//,  Fig.  351. 

.-.  Centrifugal  force  per)     ^_.|_.g.  ._.  _  f     safe  strength  of 
sq.  in.  of  rim        j  "^  projectea  area  -  ^  ^^.    ^^^^.^^  ^^  ^  ^ 


or       :;:;^  X  2  r  =   2/'^  A 


and    /t  lbs. 


Wh  7^2  X  2  X  1 2  R         12  7£fV^ 


then     7^  =  I  "64  \' 


For  cast  iron,  a;  =  -26  and /^^=  1-25  x  2240 


Safef 


/l*25X2240 

=  i-64\/  — ^—2— ^-  =  170  ft. 

*20 


per  sec. 
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402  Strength  of  Bolts. 

This  velocity  is  reckoned  for  radius  R,  which  for  a  flywheel  may 
be  taken  at  the  centre  of  the  rim,  but  for  a  grindstone 

_     external  radius  .  ,      ,. 

j^  ^ ^  .y  Qf  external  radius. 

A  much  less  velocity  (about  80  feet  per  second)  is  adopted  in 
practice. 

Strength  of  Bolts. — In  an  ordinary  bolt  with  V  thread, 
the  nut  being  deep  enough,  the  bolt  must  break  by  a  combination 
of  tension  and  torsion,  '13  of  the  bolt  area  being  devoted  to  resist 
the  latter,  according  to  Unwin.  In  practice  both  are  allowed  for 
by  putting  a  small  value  on  the  safe  stress — 3  tons  per  sq.  in. 
for  Wrought  Iron,  and  4  torts  for  Steel,  estimated  on  the  area  at 
thread  bottom.  Cylinder  covers  must  be  bolted  very  tightly,  and 
an  initial  screwing  stress  often  resisted  also,  so  the  working  stress 

per  square  inch  may  be : 

Steel  bolts.         W.  I.  bolts. 

For  3  feet  cylinders  4  tons  3  tons 

For  2  feet  cylinders  3  tons  2^  tons 

For  I  foot  cylinders  2  tons  i  J  tons 

.    The  diameter  at  thread  bottom  may  be  found  from  p.  213 

and  p.  192.     Thus  a  |"  bolt  has  a  thread  'i"  pitch,  and  depth  of 

thread  =  •  i  x  -64  ==  064. 

.-.  Dia.  at  thread  bottom  =  75  -  2  x  -064  =  '622 

22  X  * 1 1 1^ 
and  area  at  thread  bottom  =     -^ —    ='304 

No  faced  joints,  except  very  small  ones,  should  have  bolts 
less  than  |"  dia.,  or  they  may  be  broken  merely  by  screwing  up, 


jTjtcf,  354. 


J^^\V^^^^^^^vv^^^^^^^\\^  . 


and  their  pitch  should  not  be  greater  than  six  times  the  bolt 
diameter.  In  bolts  that  have  to  resist  shock,  the  shank  should 
be  turned  down,  as  in  Fig.  354,  to  the  diameter  at  thread 
bottom.     [See  Appendix  IL^  pp.  833  and  842.) 
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Strength  of  Bolts  (Whitworth  V  Thread.) 


Dia.of 
bolt  in  ins. 

Sectional  area  at 
thread  bottom. 

Safe  load 
at  4  tons  per  sq.  in. 

Safe  loAd 
at  3  tons  per  sq.  in. 

i 

• 
•027 

-X08 

•081 

f 

•068 

•272 

-204 

J 

•1.2 1 

-484 

•36 

1 

•203 

•812 

'609 

1 

•304 

I -216 

•91 

1     \ 

'422 

1-688 

1-26 

i      I 

•554 

2-216 

1-66 

1  '^ 

•697 

2-788 

2*09 

'i 

•894 

3576 

267 

,  '1 

i-o6 

4-24 

3-18 

'i 

1-3 

52 

3  9 

a 

1-472 

5-888 

4-416 

'     ■! 

1-753 

7'OI2 

5-25 

:     '^ 

1-985 

7*94 

5-955 

2 

2-31 

924 

6-93 

*i 

2-66 

10*64 

798 

*i 

2-925 

117      / 

8-77 

i 

3316 

132^4 

9-948 

»§ 

3-732 

14*928 

11-196 

,    »i 

4-173 

16*692 

12-519 

i    ** 

4*463 

17-852 

13-389 

;  '^ 

4-944 

'19-776 

14-832 

'  3 

5*45 

21-8 

>6-35 
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404  Cylinder  Bolts, 

In  cylinders,  if  D  =  dia.  of  cylinder 
Di  =  dia.  of  bolt  circle,  rf^^dia.  at  thread  bottom 
y^iij  «=  circumferential  pitch,  </=dia.  at  thread  top. 

Number  of  bolts  «  %rj       and  strength  of  one  bolt  =     ^  ^ 
But  total  strength  =  total  load. 


°'     Ikl, 


7         *«on.D» 


And  as    d^^-^d-  '05  (empirically) 


Example  9. — ^A  cylinder  24"  dia.  has  a  steam  pressure  of  100  lbs, 
per  sq.  in. :  bolt  circle,  28"  dia. :  and  circumferential  pitch  to  be  six 
times  bolt  diameter.    Find  bolt  diameter  and  number  of  bolts  required. 

.       7      ,        100        24x24 

^/i  =  —  x6  X X  -—o-  =  -584 

^      22  2240x3        28  ^  ^ 

_     '584 +  -05  a„ 

.-.    d^      \     ^-704,  sayf 

Checking,  we  have : 

Strength  of  bolts  =  total  load 

100x22x144 

■91  X  number  « -^ 

^  2240  X  7 

and  number  of  bolts  «  20. 

88 
Finally  pitch  «  —  =  4-4"    or  six  times  bolt  dia. 


Compressive  Stress -action,  pure  and  simple,  exists  in 
few  cases.  The  calculation  is  similar  to  that  for  tensional  stress, 
and  may  be  applied  to  all  short  columns  (whose  length  is  only 
ten  or  twelve  times  the  diameter).     Thus : 
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Example  10.— Find  the  thickness  of  a  short,  hollow,  cast-iron 
column  of  18"  outside  diameter,  to  sustain  a  live  load  of  80  tons,  plus 
a  dead  load  of  100  tons.     (£ng.  Exam.  1888.) 

Equivalent  dead  load  =  100  +  (2  x  80)  «  260  tons 
260  =  4  a        and  a  =  65  sq.  ins. 
22 


or    —  (8i-r2)=65 


Buta=7rR2-7rr2=65 

and  r=*  V 6o'3  =7*8  .".    /=a9-7-8:yi'2ins. 

Shear  Stress- Action  rarely  occurs  alone,  but  pins  and  rivets 
are  thus  calculated  :  W  =  A  <7.     * 

Strength  of  a  Suspension   Link  (see  Fig.  355). — The 
strength   of  one  thin   link  in  tension,  at  a  and  c\  the  shear 


S/Jjenj^JtJh  ofyCiy  Sjjisrhertsion  LxnJc      FjLq-  355. 

strength  of  the  pin  d\  the  strength  at  b\  and  the  bearing  stress 
on  projected  area  of  ^,  should  each  equal  half  the  load : 
(I)  (2)  (3)*        (4)  (5) 

W  TT^ 

2  4 

Let  /t=i,  /b=ii,    and/s  =  f. 

By  (4)  and  (5)    i  x ^/    ^\\  dt        and  d^   '(^db 
By  (2)  and  (4)    i{w-d)t—ixbt       and  w=i'66b 

ird^  

By  (3)  and  (4)    }  x  J =  i  bt  and  /  =  '20  b 

4  

By  actual  tests       d^              =d  =    -66  ^ 

and  the  thick  link  must  be  2  /  in  thickness. 

{See  Appendix  IV., p.  952.) 
*  Ste  p,  415. 
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Strength  of  Riveted  Joints. 


Example  ii. — A  wrought-iron  suspension  bridge  chain  supports 
32  tons.     Find  its  dimensions  and  draw  the  joint  to  scale. 

Here   /t{dx'2d)       =  16  tons  and  ^  =Vi6^  =  4 

.-.    d  —    '66x4    =    264  di  =  2-64 

7f/  =  r66  X  4    =  6-64  /  =  2  X  4  =  '8 

and  the  whole  is  drawn  in  Fig.  355. 

Strength  of  Riveted  Joints. — A  boiler  plate  may  be 
supposed  to  consist  of  similar  links  to  the  above,  but  with  some 
redundant  material  between  (see  Figs.  356  and  357).     The  joint 


ir;u:f,  356. 


Sjt:rjtnjcfl^  of- 


rXx^  357. 


may  give  way  by  (i)  shearing  the  rivet,  (2)  tearing  the  plate 
between  rivets,  (3)  cross-breaking  at  i/^,  and  (4)  crushing  ^by 
reason  of  too  thin  a  plate. 
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In  a  Single-riveted  Lap  Joint,  as  in  Fig.  356,  shear 
strength  of  one  rivet  =  tensile  strength  of  plate  between  two 
rivets,  ^^2 

or    A-^^A(J>"-'d)t 
4 

which  is  our  general  formula.     But  the  rivet  (Up  to  r"  plates 
bears  a  definite  proportion  to  the  plate  thickness,  thus : 
d  —  V2  V?  before  riveting 
</j  =  I  '3  V?  after  riveting,    and  /  =  '6  d^ 

Also  steel  plates  and  rivets  are  the  usual  practice,  wherey^  =  5  and 
/J  =  6.     Putting  these  in  the  formula,  we  have 

.'.     pitch  =  I  •09  +  ^/1 

which  sh^ws  that  the  space  between  rivets  is  a  constant,  quantity  for 
all  plates  up  to  i"  thick.  Also  lap  =  3  times  d.  (See  Appendices  /. 
and  IILy  pp,  760  and  920.) 

Sizes  of  Rivets  and  Plates  (in  inches). 


1 
Plate  thickness. 

1  " 

1          V7 

Rivet. 

ii 

Rivet  hole. 

A 

•73 

1 

'  61 

1 

•8 

7 

•661 

hi 

■86 

i 

•7 

i 

•91 

tV 

75 

Iff 

•97s 

1 

•8 

15 

104 

H 

•83 

I -08 

i 

•866 

r   1 

1-125 

\% 

•9 

T  1 

i-r; 

i 

•93 

Ii 

12 

\i 

•96 

'i 

1-25 

I 

I 

xi 

x'3 

I* 

I -06 

'i 

X3 

1 

I"I 

xi 

x*3 
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408  Efficiency :  Double  Riveting, 

The  Efficiency  of  joint  has  been  already  mentioned,  and 
its  value, 

_  strength  of  pierced  plate  _  /"  -  d^ 
^ ""  strength  of  solid  plate  p" 

/.     for  single  riveted  joint, 

with  r  plate,   »y==-^^y=-57or57% 


and     with  i"  plate,    r\  = —  =.  '45  or  45% 


•09- 

I"0 

•09  +  I  3 


The  Strength  of  a  Double-riveted  Lap  Joint  (zigzag) 
can  easily  be  discussed  by  reference  to  the  *  virtual  links  *  in  Fig. 
357.  Clearly  plate  A  must  equal  one  rivet,  while  B  equals  two 
rivets,  in  strength.  So  the  centres  at  A  will  be  i  '09  +  rf^,  while 
those  at  B  (called  the  pitch), 

p'^  2  (ro9)4-fl\=  2'i8  +  //^ 

i2 


and     C=\/(A  +  ^,)^-(?±^y 


The  distance  from  rivet  centre  to  plate  edge  will  be  i^  df  as 
before,  deduced  from  practice 

and  the  efficiency  »  =  — ■ 

^  '     2-i8  +  ^i 

For  I"  plate  1;  =  -.- -^  -^  =  73  or  73% 

For  1"  plate  »;=  — =  -625  or  62% 

2*i84-i*3    ^ ^ 

Example  12. — Find  the  various  dimensions  of  lap  joints  for  f" 
boiler  plates  ;  (i)  single  riveted,  and  (2)  double  riveted. 

(I)    d  =  \"  and  ^  =  -8orH" 
/^=ro9+^i  =  iir 
lap  =  3  X  '8  =  2^" 
and  the  joint  is  drawn  at  Fig.  358. 
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(2)    j»-  =  2'i84-^,=  3" 

diagonal  centres  =  \W 

cross  centres  =  V375  -  2*25  =  i  A'^ 

lap  =  2A4-iA  =  3r 


and  the  drawing  is  given  at  Fig.  359. 


rjCcf358. 


F^jQi.  359 r 


Example  13: — Find  the  pitch  of  a  single-riveted  lap  joint  where 
i/=3",  /= J",/s=78oo  lbs.  and/t  =  10,000  llis.    (Eng.  Exam.  1886.) 


4 


7800x22x7x7  .  ^„     -.  . 

7x4x8x8       =  ^0,000  (/-.i)i 


j»"=:  r8i3  or  ijj" 


Contour  of  Rivet  Head. — Fig.  360  shews  how  to  draw  a 
cup  or  snap  head,  and  a  countersink.  Mark  out  plate  thickness 
and  rivet  ^ameter.  Divide  G  b,  by  guesswork,  into  four  equal 
parts,  and  at  centre  g  strike  arc  d  f.  Lastly,  with  centre  f  and 
radius  a  e  strike  the  cup  curve.  Both  snap  head  and  countersink 
have  a  diameter  of  if  i/. 

Strength  of  Chain-riveted  Lap  Joint— The  same  ele- 
ments are  required  as  for  zigzag  riveting,  for  the  same  links  have 
to  pass*     Centres  a.  Fig.  361,  may  be  1*5  -f^j,  so  that  the  angle  o 
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4IO  Chain  Riveting, 

may  not  be  too  large.     The  efficiency  will  be  reckoned  on  the 
pitch  line  as  before,  because  the  joint  is  weakest  along  that  line, 


rrnTnmr 

CfhcuLrv-ryCueJbejdL  JLa/o Joint 


Kwmy/A 


LAP    JOfNr 


lu^    362. 


\\Stneruc^of 


the  links  being  most  crowded  there.     The  fracture  should  always 
be  allowed  to  take  place  preferably  on  the  pitch  line. 

All  the  seams  given  may  have  two  butt  straps  instead  of  a  lap. 
and  the  dangerous  bending  action  be  thereby  removed,  see  Fig.  362- 
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As  each  rivet  is  then  in  double  shear,  and  twice  the  previous 
strength,  the  pitch  may  be  considerably  increased,  but  this  cannot 
be  taken  advantage  of,  except  perhaps  in  the  thickest  plates,  or 
staunchness  would  be  affected. 

A  Double-riveted  Butt  Joiot  with  two  Coverplates 
is  shewn  in  Fig.  363,  designed  to  use  the  full  strength  of  rivets. 
Of  course  the  links  will  be  twice  the  width  of  a  lap  joint, 

.'./"=  4  (i'09)+^i  =  4-36+^1 

and    diagonal  centres  =  2  ( i  09) + ^1  =  2 '  1 8  +  ^1. 

The  butt  strap  might  be  \t  in  thickness,  but  is  safer  at  |/.  It 
might  have  to  be  thicker  and  should  always  be  examined  separately, 
as  one  plate  equal  to  the  two  straps  put  together.  The  overlap 
may  also  have  to  be  increased  as  at  2d. 

The  Treble-riyeted  Butt  Joint  at  Fig.  364  is  taken  from 


rf^ 


++ 


m 


Z-:^^^'^ 


.^:^^f*^; 


If- 


7ZZ'  , 


S/yze/vcLtfL  of  XreMe.'rJLu^el^ect  BjlU^  JiairW   J^rxr  364. 

marine  practice.  Using  the  general  formula  (page  407),  (/  -  ^)  =  w" 
=  '838";  but  as  5  links  must  pass  at  the  pitch  line : 

Examining  as  a  lap  joint,  width  of  one  link  =  -838" 
and    /"  =  5  (-838) +1-2-8  =  5  47" 

Examining  as  a  butt  joint,  width  of  one  link  =  838  x  2  =  1-676" 
and    /"  =  5  (1-676)+ 1'28  =  966" 

F  F 
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4 1 2  Stringer  Plate. 

the  intermediate  value  8  J"  having  been  taken.      Next,  the  butt 
straps  must  pass  2\  rivets  each  at  D^  and  Dg,  or  D^  +  D..  must 
pass  the  same  strength  as  C.     But 
Plate  at  C=  7-22/. 
and  Plate  at  Dj  +  Dg^  5'94  x  1-25/=  7-4/, 

or  the  links  are  most  crowded  at  the  pitch  line. 

^  Taking  now  the  joint  as  designed, 

Strength  of  pierced  plate  =  (8-5  -  1-28)  1*28  x  6  =  55  tons. 

,     ^  .           5  X  22  X  1*28  X  1*28 
Strength  of  nvets  = x  5  x  2  =  64-34  tons. 

Strength  of  solid  plate  =8*5  x  1*28  x  6  =  65-28  tons. 


and     ??  = 


55 
65-28 


=  -842Sor84i% 


The  Tie  Bar  or  Stringer  Plate,  Fig.  365,  is  an  important 
deduction  from  the  last  example.    By  compelling  the  joint  to  break 


SZrinqer 


FAcf  365. 


preferably  at  a  b,  M^  p/ate  is  only  weakened  to  the  extent  of  one  rrret 
The  strips  must  not  be  bent  abruptly,  however,  and  the  butt  straps 
should  always  be  examined  separately,  and  their  thickness  in- 
creased  until  the  links  are  narrowed  sufficiently  for  all  to  pass : 
thus  |/  is  required  in  the  example. 


Digitized  by 


Google 


Table  of  Efficiencies, 


413 


19 
D9 

O 

Z 


05 

*  o 

H 

!» 

^^ 

e4v 

:s 
0 

< 
> 


II 

B" 

o\o^C7^d^Q\ONONcS9^sSovovcnooood6 

ooooobbooooo 

0 

0*     0\    00 

If 

IP 

S^£j?<7(?<!?<S<S<S(»(S 

R 

OS  QO     r« 

»^  r*  r* 

si 

II 

a  vS  a 

^*|?.'«-*'?*jji5;j)j!j 

14* 

It 

r 

e- 

i?^fi'<3  55  RR^S^fi 

^ 

*n    ^    ro 
t>«    «>.    f* 

1 

1 

fO     fO     fO     fO    ^0     f^     ''O    ro.    fO     fO     fO     PO 

1 

^ 

V 

2-  8   2- 

OS    f^     »^ 

CO    fo    m 

1 

s 

•Ji 

1 

fr 

^^7,%,^%  ^%^  :$  ^  ^ 

'p 

1 

sap; 

9\  00     t^ 

1 

aooooooooooooooooooooooo 

1 

N 

It 

1 

(5 

II 

KKr:R>?S^g-SS^v?v?S 

vg  ?;  ?! 

QOOOOOOOaOOOQOOOQOOOOOQO 

ON     00       t^ 

IP 

R?;^'ftStSu;&?^|^^;? 

? 

fo    1-     0 
.'*  .'^   ."^ 

?^?^^g^?,y^^^g^g^ 

f 

vO     vo   00 

of 
rivet 
hole. 

PaoS5.&3-???'f.S^p 

fO 

P     P     P 

"""""""  —       „-, 

^0 

:    -5«pi^He.«c-^;:::«H.35*^3:- 

< 

-*»     «P     rt# 

N<           ^          ** 

Digitized  by 


Google 


414  Examples, 

Remarks. — In  cooling,  the  rivet  exerts  great  grip  on  the 
plate,  giving  frictional  strength  to  the  joint,  but  caulking 
diminishes  this,  so  it  is  not  allowed  for.  Rivets  over  6"  long 
would  break  in  cooling,  so  must  be  hammered  up  cold. 

The  formula  for  boiler  strength,  /^o"*  r=^ft  #;,  can  now  be  used 
to  better  advantage.  Construct  a  table  shewing  /  and  i\  under 
all  conditions,  and  after  finding  /  x  17  from  the  formula,  choose 
such  values  of  each  as  will  meet  the  case  when  multiplied.  Such 
a  table  precedes  this  page,  where  the  pitch  has  been  taken  at  its 
theoretical  value ;  but  must  be  decreased  to  secure  staunchness 
where  necessary,  as  with  the  thinner  plates  in  the  last  column. 
The  efficiency  table  is  not  from  practical  tests ^  but  from  p,  407 
formulce. 

Example  14. — A  steel  Lancashire  boiler  8  ft.  dia.  is  loaded  with 

100  lbs.  per  square  inch.  Find  /,  and  indicate  the  joint  you  would 
use. 

^♦«..         X  ^  ^        100X4X 12 

1.  Single  riveted  lap  joint  /»/  =  ^   x  '49  =>  -367 

4 

2.  Single  riveted  butt  joint      )  ^    _  9        ^r    _ 

3.  Double  riveted  lap  joint     P '^  ~  76  ^  *^  "  '^^^ 

4.  Double  riveted  butt  joint      /  ij  =  Z  x  '83  =  -363 

16 

Something  between  (3)  and  (4)  would  have  to  be  adopted ;  say 
(4)  with  \"  plate  and  spacing  like  (3)  for  staunchness. 

Example  15. — Two  lengths  of  mild  steel  lie  rod  f'x  \"  are  to  be 
connected  with  double  butt  straps.  Determine  dimensions  and 
efficiency.    (Hons.  Mach.  Constr.  Exam.,  1893.) 

^1  =  1*3.    Centre  to  edge  =  1*5  x  1*25  =  1-875 
a/'  for  one  rivet,  in  double  shear =2  x  ro9  =  2'i8 

7— I '3  =  57  width  of  pierced  plate  :    .  * .  ^-^   =3  rivets  say. 

2*18  !■ 

Checking  we  have  : 

Strength  of  rivets=2x^/;x3  =  ^-"-?'-^^?.^':3->a^3,39-83  tons 
4  7x4  — ^ 

Strength  of  pierced  plate  =  (7  -  i"3)  x  i  x  6=34*2  tons 
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Strength  of  cover  plates = strength  of  pierced  plate. 
.■    (7  -  2*6)  X  /  X  2  X  6=  34'2   *     and  /=  '647  say  }" 
Strength  of  solid  plate=7  x  6=42  tons 


•81 


The  drawing  is  given  at  Fig.  366. 


Faj^  366. 


Strength  of  Pins  and  Bolts  in  Shear. — Unless  a  pin 
fits  tightly  and  thoroughly  grips  the  plates,  as  in  good  riveting, 
partial  bending  may  occur,  and  a  smaller  unit  stress  must  be 
adopted,  thus : 

For  round  sections  %  ♦-«  safe  stress  =  \f^ 
For  square  sections  ■  4-«  safe  stress  =  \fs, 
For  diagonal  sections  ^  ♦-«    safe  stress  =  %f^ 

Strength  of  Cotter  Joint.— Fig.  367  shews  this  joint  con- 
necting two  lengths  of  pump  rod.  It  may  break  (i)  by  shearing 
the  cotter;  (2  and  3)  by  <:rushing  the  cotter;  (4)  by  tearing  the 
socket ;  (5)  by  tearing  the  solid  rod ;  and  (6)  by  tearing  the 
pierced  rod.  Supposing  all  parts  be  made  of  equal  strength  and 
of  forged  steel,  ^here/t  =  7  tons,  ^  =  5  tons,  and  /b=i4  tons,* 
we  have :  , 

(i)  Strength  of  cotter  for  shear  =  $x  2xdt     =10  dt 

(2)  ,,  cotter  for  bearing  on  pierced  rod  =  14  ^j/ 

(3)  „  cotter  for  bearing  on  socket     =  14  (Dg  -  </i)  / 

(4)  „  socket=7[~fj(D,2-^,2)-(D,-^,)/] 

•  /b  may  be  much  greater  than/c  if  the  material  be  well  sustained  all  round. 
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Strength  of  Cotter  Joint. 


(5)  Strength  of  solid  rod  =  7  x  -^  d^     =  —  d'^ 

7x4  2 

(6)  „  pierced  rod=7(^^i2^^,/)=y^,s-7^, 

(7)  Strength  at  b^  for  shear  =  5  x  2  x i^g '^j     ^\oKd^ 


rxa  SOT 

StnBJtj^ih  of 
CaiterJotnl 


Equating,  we  obtain : 


II 


By  (2)  and  (5):  14^^/  =  — d'^  and  d^t=^'^g^d^ 


(8) 


.".  f='$22d (10) 


II 


By  (2)  and  (5):  14  d^t^—d^ 


By  (i),  (5),  and  (10)  :  10  dt^—  d^    .-.  ^=1  71  d     (11) 

%^^^and(lo)}  M(D,-^,)/=^^  .-.  D,-.-44^  or  .^  ^ 

(U) 


By  (7)  and  (5) :  10  i^  d^  =  tl  Ji        ...  ^,^  -45  g  

The  values  at  (12)  and  (14)  are  both  unreasonably  small,  and 
are  increased  in  practice  to  Dj  -  2  //;  and  ^j  =  ^,  -  J  *  =  i  -28  il 
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Example  16. — A  foundatioii  bolt  with  square  head  (Fig.  368)  is 
secured  by  a  cotter.  Find  D,  ^,  and  /  in  terms  of  cL,  whereat,  A  andyL 
vary  as  i  :  f  :  2  respectively.    (Hons.  Mach.  Constr.  Exam.  1886.) 

Following  the  previous  calculations : 

D  =  i-o8//,    ^=1*44^,    and  /='363  d. 


rXQ  368, 


Torsional  Stress-Action  unallied  with  bending  occurs 
only  in  very  short  shafts.  In  any  case  the  two  actions  must  be 
separately  considered.  Fig.  369  shews  a  shaft  under  twist,  the 
external  load  being  caused  by  the  couple  dy^b  c^  while  the  in- 
ternal resistance  of  the  shaft  is  shewn  by  the  couple  e  y^fg,* 

,\     External  moment  =  moment  of  resistance  of  section 
or    Wr-/sZt 

where  Zt,  the  modulus  of  section,  is  a  number  depending  on  the 
size  and  shape  of  the  section. 

Strength  of  Solid  Round  Shaft. — Let  r  be  the  outer 
radius  of  a  solid  shaft,  Fig.  370.  Imagining  the  section  divided 
into  concentric  rings : 

Total  stress  on  outer  ring  =^  X2irrx/  (i) 

But^  diminishes  towards  the  centre  because  6,  decreases : 

.-.    Total  stress  at  any  other  ring  rj  =  -^/g  x  2 irr,  x  /       (2) 

*  A  couple  is  formed  by  a  pair  of  equal  and  opposite  forces,  and  can  pro- 
duce turning  effect  only,  being  represented  by  *  one  force  x  total  arm.' 
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The  first  formula  may  be  represented  by  the  lamina  at  a,  and 
the  second  by  that  at  d,  and  the  total  of  the  stresses  on  all  the 
rings  ynW  be  given  by  the  pyramid.     Again : 

Moment  of  stress  at  ring  r  ^axr 
Moment  of  stress  at  ring  r^^b  y.ri 

.  •.  Moment  of  all  the  stresses  =  contents  of  pyramid  x  average  arm 
=  (base  X  J  height)  x  (|  height) 

_-                ^.                ^                     .2'irry.rx           ^irf^ 
.'.  Moment  of  resistance  of  section  =/, x  -  r  =  A 

d      .  .ficd^\ 


(and  putting  -  =  r)       =  f\~^) 


Strength  of  Hollow  Round  Shaft.— Fig.  371  shews  a 
shaft  of  diameters  D  and  d^  externally  and  internally  respectively. 
At  radius  R"  the  stress  is  /$,  but  at  radius  r  it  is  proportionately 

less,  being  but  /,  =r.     The  strength  of  the  hollow  shaft  will  be 

found  by  deducting  the  strength  of  shaft  dy  as  stressed  in  situ, 
from  the  strength  of  a  solid  shaft  D. 

. '.  Moment  of  resistance  =  mom'  of  solid  shaft  minus  mom'  of  core 

^fl^^  (fi\  !L^       ==/Jr.  (^^-^^\  {See  App,  IIL, 

•^'   16       r*D>/   16  ^i6V      D     )  p,  921.) 

Strength  of  Square  Shaft. — In  this  case  we  shall  not 
use  the  previous  methods,  but  shall  adopt  a  construction  which, 
although  requiring  careful  drawing,  can  be  employed  for  any 
section,  and  is  therefore'general.  In  Fig.  372,  abcd  is  the  shaft 
section,  divided  into  concentric  rings  as  before.  Erect  perpen- 
diculars on  E  D  to  represent  the  length  of  every  ring,  and  bound 
these  by  the  figure  eg l f d.  j f  =  tt s,  and  f e  is  a  straight  line, 
while  the  lengths  between  f  and  d  are  found  by  stepping  off  each 
set  of  four  arcs  with  dividers.  Now  the  stress  will  be  greatest 
at  D,  and  will  decrease  gradually  to  zero  at  e,  and  the  product 
(yi  X  ring  area)  will  proportionately  decrease,  so  the  total  stress 
may  be  obtained  by  imagining^  to  be  constant,  and  each  ring 
to  have  a  value  represented  by  the  circumference   decreased 
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according  to  its  distance  from  d,  the  point  of  greatest  stress 
Thus,  if  the  ring  k  l  be  projected  to  d  n,  and  n  e  joined,  the 
length  K  M  will  represent  the  virtual  length  of  the  ring  if  >i  be 
constant.  Treating  every  perpendicular  similarly,  we  obtain  the 
curve  K  p  D,  and  the  shaded  figure  is  the  virtual  stress  area^  or 
area  of  equal  stress.  Now  cut  out  a  copy  of  the  shaded  figure  in 
thin  cardboard,  and,  hanging  loosely  from  a  pin  in  two  different 
positions,  as  at  w,  mark  plumb  lines  from  the  pin  in  each  case 
upon  the  paper.  The  crossing  point  will  be  o,  the  centre  of 
gravity,  or  centre  of  all  the  stresses,  and  the  arm  =  e  r.  Next, 
find  the  area  of  the  figure.  Divide  s  into  lo  parts,  and  tneasure 
everything  in  terms  of  these  parts.  Divide  dt  into  lo  parts,  and 
draw  horizontals  from  the  middle  of  each  part ;  then  measure 
their  intercepts  on  the  figure.  Adding  all  these  figures 
(•13,  '44,  -82,  &c.)  and  dividing  by  10  we  get  the  mean  width 
2 '445,  or  "2445  J.  The  height  dt  measures  22*12  parts,  or 
2*212  J,  so  the  area  =  height  x  mean  width,    and 

Moment  of  resistance  of  section  =  yi  x  stress  area  x  arm 

=^  X  height  X  mean  width  x  arm 

=/s  X  2*2X2  s  X  -2445  s  X  '435  J      =/s('235^)* 

St.  Venant  shewed,  however,  in  1856,  that  the  previous 
methods  (Coulomb's  ring  theory)  were  not  strictly  applicable  to 
any  but  circular  sections,  and  gave  the  following: 

Moment  of  square  section  =^(*2o8  ^)  or  '88  of  {^('235  ^)  } 

because  the  greatest  stress  occurs  at  the  middle  of  each  side.  To 
illustrate  St.  Venant,  Thomson  and  Tait  have  imagined  the  shaft 
to  be  a  box  full  of  liquid,  which,  if  rotated,  would  leave  the  latter 
behind  somewhat,  and  the  apices  would  cause  two  stresses — 
tangential  and  centripetal — to  act  on  the  particles,  the  former 
only  being  of  momental  value. 

*  Generally  1m=f%  -»  Zt  =  -,  and  I  =  Zt^,  where  I  is  the  polar  moment 
of  inertia  (see  p.  429). 
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The  Strength  of  a  Rectangular  Section  was  given  by 
St.  Venant  as  follows : 

Modulus  of  resistance  of  rectangular  section  » '2944 -~j= 

while  the  pure  ring  theory  would  give    '1666  b  h  Jd^'\-h\  and 
the  discrepancy  increases  with  the  ratio  ^ 

Thus  if  b—  i"  and  h^i" 

Tni='5266  ton  ins.  (i)  by  St.  Venant;  and  745  ton  ins. 

[(2)  by  ring  theory, 
and  (i)=  7  of  the  diagram  value  (2). 

If   1^=1"  and  h^Ar" 
Tm=  i'i42  (i)  and  2747  (2)  respectively 
or  (i)  =  '41  of  diagram  value. 

Hexagonal  shafts  may  be  treated  directly  from  diagram. 

Strength  of  Shafts  by  Direct  Experiment. —The 
following  experimental  figures  may  be  used  by  way  of  conection. 
Moment  of  any  shaft  d^oxs^  Figure  in  table  x  {d^  or  s^). 

Breaking  Moments  of  Shafts  1"  Dia.  and  i"  Square, 

IN  TON-INCBBS  (ElSWICK  EXPERIMENTS). 


Square. 


Wrought  Iron 
Cast  Iron... 

Steel 

Yellow  Brass 
Cast  Copper 


A  factor  of  10  is  to  be  used  for  short  shafts  and  of  16  for  long 
shafts,  to  secure  stiffness.  ,  Strength  is  rarely  the  sole  criterion. 


Example  17. — Find  the  relative  weights  of  two  shafts  of  equal 
strength ;  the  one  solid,  and  the  other  hollow,  with  a  hole  half  the  out- 
side diameter.    (£ng.  Exam.  1892.)  ' 
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Moment  of  solid  shaft  =  moment  of  hollow  shaft. 

LetD  =  i.    Then  rfi=>y/i^=^i|  = -979 

Weight  of  solid  shaft vr^      ■__    '979^    _    , 

Weight  of  hofiow  shaft  ^  7r(R2-  ^)  ~  iMi?  ""  '-^ZZ-i- 

Examfle  18.— Find  the  relative  strengths  of  shafts  :— 
2i"  round,    3 J"  round,   3"  square,   and  5"  x  2"  rectangular. 

Moment  of  2^"  round   a  —  //s  -.  •1963X  15*62  =  .'^•066  say  jj. 

31"      „       «      „     =  •1063x42-87  =  8.415  say  84 

„  3"  square   a-2o8j'''=    "208x27       =  ^'616  say  l^_ 

„  5'x2'rect.    oc     .2944--^^=       =  '5-467  say  51 

Strength  of  Coupling  Bolts.— Fig.  373  is  the  face  viewc 


rz>q  373, 


a  flange  coupling.     As  the  bolts  and  shaft  must  be  equally  strong 
and  the  allowable  stress  on  the  bolts  =  fyi  (see  p,  415) 

Moment  of  bolts  =  moment  of  shaft 
V4        4       ''  16 


d= 


3Xr ^   Xr  p,  844.) 
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Example  19.— Determine  the  diameter  of  the  eight  bolts  of  a  flange 
coupling ;  the  bolt  circle  being  23"  dia.  and  the  shaft  14".— (Mach. 
Constr.  Rons.  Exam.  1887.)  ____ 

Example  20.— Compare  the  diameters  of  two  shafts,  their  mean 
twisting  moment  being  equal :  in  one  (A)  the  fluctuation  of  moment 
is  between  i  J  and  }  the  mean  ;  and  in  the  other  (B)  between  twjce 
and  half  the  mean.    (Hons.  Mach.  Constr.  Ex.  1886.) 

Stress  a  Tn 
.-.    In  shaft  A  (by  Wohler  formula),  S  =  (^  -f  i\)f^     {See  pp,  390 
and  840.)  

*"<^/»  =  i|t5+  N//i*-'-5xfj/./.    or  \A  =  Jf^  -  3/^. 
Squaring  and  solving  the  quadratic  :    /^  =  -865  /; 
Similarly,  in  shaft  B,  S  =(1^-7-2)^ 

*°*^-^'  =  ^+  \A'  -  '■«  '^  T^»/»     and/,  =714/. 
The  diameters  must  be  made  to  meet  greatest  Tn,. 


IT  ^5 
T„  =/2  — - :    and  d  oc 


3 

Then,  for  A,     d  <x  A^/.-gg-^=  1-125 

s 

and,  for  B,      d  (x  ^  ^1—=   1-41 
—        ^   714      


also  let  mean  Tm=  i. 


.  or  as  I  :  I J  exactly. 


Strength  of  Sunk  Keys  may  be  investigated,  though  Jiat 
keys  (a,  Fig.  374)  and  saddle  keys  (b,  Fig.  374)  cannot  be  satis- 


J^X^.  374. 


J^Aq.  375. 


factorily  determined.  Referring  to  Fig.  375,  we  must  make  (i) 
bearing  surface  at  h,  (2)  shear  through  ad^,  and  (3)  shaft  d,  all  of 
equal  strength.     Taking /b  :yi  ::  2  :  |, 
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Angle  of  Torsion. 


Moment  of  shaft -moment  of  key  (bearing) -moment  of  key  (shearingr) 

(3)  (')  <*) 

By  (3)  and  (i)     ^  x  -1963 <^  -^^/'^    ••  -»'» •*944  <P     (4) 
4  4 


••  i^l£- 


By(x)and(a)    ^  =  ^  ^/ ^ 

Let£=^    Thf^n  bv  f -iU  =  -7!;  X  -3  -  -aas  rf 
By  (4)    A/=-3944<^  and/- 1-3  <^ 

In  practice  the  following  rules  are  adopted  : 
3-irf+i"  and  A-jrf+i" 
2944  </* 


(5) 


Then  /. 


Angle  of  Torsion,  or  the  angle  through  which  one  end  of 
a  shaft  turns  relatively  to  the  other  under  a  given  stress. 


shear  stress  _/.'^       and  8.=^ 


shear  strain       ^s  ^ 

Referring  to  Fig.  376  and  putting  6  in  circular  measure  [vvl.  ^J 

,  /lbs 


e  «  -  for  every  inch  of  shaft  length.     Substituting  -^  for  b^ 

Cd 


/lbs 

0  total  ="^^  X  / 


rXa.  376. 


If  a  weight  w  produce  a  twist  0  (Fig.  377),  then 


But  wr^  =/.'»»  ^    and/."-. 


16  wr, 


r</» 


[J 
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2fi^lr^      2«/r„xi6/r„      wr^l  « 

A  as  ~±t ?  —   £ ?  —  S—    X  IO'l8 


This  can  be  referred  to  radius  r  (Fig.  378)  if  a/  be  increased. 

Notice  that  strength    Tm  a  ^^,  while  stiffness    -  a  d^. 

o 

Exofnple  21.— The  angle  of  torsion  of  a  round  W.  I.  shaft  is  to 
be  one  degree  for  every  3  feet  of  length,  and  the  maximum  stress  is 
to  be  8000  lbs.  per  sq.  in.  Find  the  one  diameter  to  satisfy  both  con- 
ditions.    (Hons.  Mach.  Constr.  Exam.  1889.)     {See  App,  Kyp.  997.) 

2/^/  22x2  _  2x8000x36  ,  _       „ 

*-   Cd      '^'^  7^^165 ~ro,5oo,ooo,x^    '•  ^-3'H 

Exatnple  21a, — The  angle  of  torsion  being  limited  to  one  degree 
for  each  10  feet  of  length,  find  the  diameter  of  shaft  to  transmit 
roo  H.  P.  at  50  revs,  per  m.    (Hons.  Applied  Mech.  Exam.  1892.) 

22x2  2X/XI20  ,      .        ^     oj 

As  above       r-  -  — r^-jrr — 3       and  /=  763'Sd 

7x360     10,500,000  x</  -^     '  "^ 

«     .       o  «  o       100  J    >.     641,620     • 

By  A  508  ^'  =  32o,8ioj;?^      and  /=  -^-^ 

^    ^  ^    641,620  J       ^ 

.-.     763-8  (/=  ^^3  and     d^S'3^ 

Strength  of  Helical  (Spiral)  Springs.— In  the  round 
wire  .spring  (Fig.  379)  the  pull  is  exerted  axially,  and  any 
section  d  is  in  torsion. 

,,.    T  d^ 

-'         16 


Extreme  elastic  stress  for  steel »  89,000  lbs. 

and  working  stress  =  — =  29,600  lbs. 

3 

For  square-sectioned  steel  (Fig.  380), 
tt;r=/,^^  (-208^/8) 
and  for  rectangular  sections, 

«>>-^/.»»(a944X;^^.)     (&.A42I.) 
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Deflection  of  Helical  Springs, 


Deflection  of  Helical  Springs. — This  may  be  found  bj 
imagining  the  wire  uncoiled,  and  treated  as  a  stnught  shaft 
Let  /  =  length  of  wire  from  a  to  b,  and  n  =  number  of  coils  ic 
that  length  (Fig.  379). 


^X>cf  380. 
irXcf.  379.  JI^JaxxU^  Sn^xrufS^ 

2f}^lr     2  7vri6y.2vrnr     wnr^,^ 
N.B. — This  is  for  round  wire  only.     For  square  wire, 


A  = 


wnr^ 


60-5 


and  for  rectangular  wire, 


wnr^ 


.42*6 


^Kjb'nrh^)      {Se€App,IL,pM: 


The  above  formulae  have  been  thoroughly  tested  for  steel  wiJi 
C  =  1 2,000,000  lbs.  and  found  reliable  with  that  value.    The  cin 
of  work  during  extension  or  compression  is  found  as  for  a  bi* 
(page  367). 

Bending  Stress- Action. — Fig.  381  represents  a  modi 
devised  by  Prof.  Perry  to  shew  the  stresses  occurring  in  abeam. 
Supposing  W  very  heavy  and  beam  /  so  light  as  to  be  negligible 
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W  causes  a  bending  moment  or  turning  effect  round  a  equal 
to  W  X  /,  and  also  exerts  a  downward  pull  to  be  balanced  by 
weight  Wj,  so  that  W  =  W^.  The  latter  is  called  the  shearing 
force,  and  is  felt  on  every  vertical  section  of  the  beam.  Wj  and 
W  really  form  a  couple  with  the  arm  /,  and  this  can  only  be 
balanced  by  another  couple  =  (/  or  ^)  x  a  b,  a  tension  being  felt 
in  the  upper  fibres  and  a  compression  in  the  lower  ones,  shewn 
respectively  by  the  link  a  and  strut  b- 


EigJS2\, 


Ciyteorif  of  ^/ejcums^ 


The  case  we  have  examined  is  that  of  a  cantilever  or  overhung 
beam.  Fig.  382  shews  a  supported  beam  or  girder^  and  the 
bending  action  is  here  reversed,  the  lower  fibres  being  in  tension 
and  the  upper  in  compression.  Taking  a  bar  of  indiarubber,  and 
measuring  both  before  and  after  bending,  it  will  be  found  that 
c  is  thereby  shortened,  /  lengthened,  while  n  is  unaltered ;  n  is 
therefore  termed  the  neutral  line  or  axis  of  the  bar. 

Position  of  Neutral  Axis.— The  bar  in  Fig.  383  is  bent 
to  an  entire  circle,  and  has  a  b  for  neutral  axis,  with  fibres  b  c 

G  G 
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in  compression  and  bd  in  tension.  The  stresses  will  be  zero 
at  B  and  increase  towards  c  and  d  as  shewn,  forming  a  couple, 
(j  or  f)  X  G  H,  to  resist  bending,  where  j  «=  f.  Consider  two 
small  areas  a^  and  ^c,  and  let  ^  —  radius  of  curvature  at  neutral 
line.     Then : 

Length  before  bending  =  2  ir  p 

Length  of  ring  flt  after  bending    =2  7r(p4-yt) 
Length  of  ring  atc  after  bending    =  2  tt  (/» -y^ 
.*.   Strain  on  fibre  iit  =  2  ir  (p +>'t)  -  2  tt  p    =  2  ir  >'t 
and   Strain  on  fibre  ^c=*27rp-2ir(/o  -  Vc)    =  2  re  y^ 

But  A=-^  generally    .-.  2  rry^^^^^     and/=  — ^  ...  (i) 

E  y  <i 
Total  stress  on  a  small  area  ^fa  «=  — ^- 

P 

E  Vt  ^t 
Total  stress  on  area  Bj  d^  =  sura  of  —=^ —  for  all  portions  of  b^  d, 

and  Total  stress  on  area  Bj  c^  =  sum  of    '  ^   ^  for  all  portions  of  b,  c, 

P 
But  these  are  the  forces  v  and  j, 

«  E  j't  «t      ^  E>'c  ^c         J      E  . 
.-.    2  —  -  -  =  S  "^^^—^     and  as  -  is  a  constant, 

9  P  9 

Sj't^t-Sj'c^c   (2) 

or       Moment  of  tension  area  =  moment  of  compression  area. 

But  the  centre  of  gravity  of  a  lamina  or  centre  of  figure  of  area 
is  such  that  the  moments  on  either  side  are  equal.  Therefore  the 
fieutralaxis  of  any  bar  passes  through  the  centre  0/ figure  (or  centroid) 
of  its  cross  section. 

Moment  of  Resistance.— Again,  in  Fig.  383. 

E  y  a 
Moment  of  stress  on  a  ^fa  xy  =  — =^—  x  v 

P 
.-.    Moment  of  all  stresses  on  a  section 

^/Eya      \     E^ 

\    P  /       P 

But     2  ay^  is  the  moment  of  inertia  (2nd  moment)  of  the 
section  =  1 

E  I 
.'.    Moment  of  resistance  =  —   (in  terms  of  p) (3) 


:ay^ 
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MOMENTS  OF  INERTIA  OF  AREA  OR  2ND  MOMENT  (with  axis 

AS  SHEWN). 


For  Shafts  {.polar.) 


Rectangle 


Square 


Square 


Hollow 
Rectangle 
or  Square 


Triangle 


Circle 


Hollow 
Circle 


Hexagon 


Hexagon 


^ 
^ 


bhfj^^-h^) 


12 


6" 


n/z^  +  A' 


^*J2 


The  same  general  formula 
holds  for  shaft  moment  as 
•    for  beams, 

-    i  thus  l^rzzf- 

2  !    *  y 


Note  however  the  restrictions 
at  p,  420. 
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We  may  also  represent  the  moment  in  terms  of  the  limiting 
stress/ (aometimesy^,  and  sometimes /t).     Then : 

Bending  moment  =  moment  of  resistance 

Bn.-/Z      (4) 

and  Z  is  known  as  the  modulus  of  section.* 

Let_y  =  distance  oi  furthest  fibre  from  axis  : 

By(i)    /=—       by(3)B„  =  —       and  by  (4)     B„=/Z 
9  P 

Then  /Z  =  —       and^Z  =  —         .-.    Z  =  -  (5) 

9  9  9  y 

and     B^^/-  ^^^^  ^^^^, 

The  value  of  Z  can  now  be  found ;  thus, 
for  rectangular  sections        / Z  =/ -r  -    "^f—r- 

and  for  circular  sections     /Z=/-r— -=--     «/ — 
r: —         64       2        -^   32 

Graphic    Solution    for    Moment    of   Resistance.- 

Taking,  first,  a  rectangular  section  (Fig.  384),  draw  the  neutral 
axis  A  B.  Then  c  d  will  be  the  line  of  limiting  {or  greatest)  stnss, 
and  the  value  of  any  horizontal  fibre  K  f  to  resist  stress  will  be 
found  by  projecting  to  c  d  and  joining  c  d  to  n,  thus  obtaining 
the  intercept  G  m.  Ever>^  fibre  being  thus  treated,  the  sum  of 
the  virtual  stress  areas  will  be  the  areas  c  D-  n  and  h  j  N,  which 
each  make  one  force  of  the  couple  when  multiplied  by  the 
limiting  stress  /     K  and  l  are  the  centres  of  gravity  of  the  areas. 

Moment  of  resistance  (generally)  =  one  force  x  total  arm 

{area  c d  n ) 
„       \  xarm  kl 
or  •  H  J  N  / 


-^o 


2   ,  .bh^ 


Unsymmetrical.  sections  are  treated  at  Figs.  389,  390  by  this 
method,  which  can  be  applied  to  any  section.  {See  App.  IL^  /.  847-^ 

•  Z  =  virtual  area  x  arm.     (Sec  Figs.  384,  385.) 
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To  find  the  Moment  of  Inertia  of  any  Beam  Section. 

I 


— Proceed  as  in  the  last  construction  and  find  Z. 
and  I  =  Z  J'.*     So  for  rectangular  sections 

12 


Then  Z 


-      bK^     h 

1=  -^  X  - 

6        2 


Stress  areas  for  circle^  hollow  circle^  triangle^  and  hollow 
rectangle  2x^  shewn  in  Fig.  385,  being  measured  as  in  Fig.  372 
(mean  width  x  -  Y  The  centre  of  gravity  of  each  area  is  obtained 
by  cutting  out  in  stiff  paper  and  hanging   up  in  two  different 


V b J 

I 


ml 


lyiq  3S5. 

positions  to  mark  two  plumb  lines,  which  will  cross  at  G.  For 
the  triangular  beam  the  neutral  axis  must  be  drawn  at  \  the 
height,  a  line  of  limiting  stress  drawn  across  the  apex,  and  another 
below,  at  an  equal  distance  from  its  axis.  Projecting  and  con- 
verging, we  shall  obtain  the  areas  shewn,  which  must  be  equal. 
The  results  are  as  follows  : 

Moment  of  resistance  of  circle =/-o982  d^ 


of  hollow  circle       =/o982 


D 


of  triangle 


=/ -0417  bh^ 


of  hollow  rectangle  =/•  1 666 ^^ 


See  also  note,  page  430 ;  see  also  page  845. 
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Finding  Centre  of  Gravity, 


Centre  of  Gravity  of  Area  (Centroid)  by  Calculation 
or  Graphics. — Let  a  b  c  d  (Fig.  386)  be  the  area.  Draw  any 
line  B  c,  and  perpendicular  limiting  lines  at  e  and  f.  Divide 
BC  into  10  parts,  and  erect  perpendiculars  abcdefgfij k  at 
their  middle  points ;  also  mark  point  p  so  that  p  b  =  half  a 
division.  Then  take  moments  round  p  thus  :  (length  ^z  x  i), 
(length  ^  X  2),  (length  c  x  3),  &c      Then  : 

addition  of  moments  =  addition  of  lengths  x  K 


/'reckoned  in\  _  added  moments 
added  lengths 


r^^A      V  /reckoned  in\ 
^"^      ^(    divisions    ;  = 


Then  h  g  is  found,  containing  the  centre  of  gravity.  By  turning 
the  figure  through  about  90',  and  repeating  the  process,  l  m  is 
also  found,  and  n  is  the  centre  of  gravity  of  the  whole  figure. 


T.tjg387. 


The  graphic  method  at  Fig.  387  suits  some  cases  better. 
The  area  is  first  divided  up  and  its  separate  parts  calculated. 
AB  =  5*3i  :  CD=i'8  :  and  e  f  being  a  trapezium  is  cut  into 
triangles  of  2  '69  and  i  '86.  Next  mark  centres  of  each  of  these 
areas  at  w^  x^  y^  and  z.  Set  off  the  weights  to  scale  upon  l  m, 
join  to  any  point  n,  and  drop  perpendiculars  through  a/,  x^y^  and  z 
of  the  area.  Now  commence  at  any  point  p  in  2  p  and  draw 
PQ  II  LN,  PR  II  YN,  Rs  ii  XN,  SO  j.  wN,  and  finally  ou  ||  nm, 
giving  u,  which,  produced  upward,  cuts  the  centre  line  h  «  in  g 
the  centre  of  gravity,  and  k  Is  then  known.    {See pp,  845  and  \o%2,) 
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Economical  Sections. — It  will  be  seen  in  Fig.  384  that 
half  the  material  is  incapable  of  resistance  on  account  of  its 
location  near  the  axis,  being  only  affected  by  shear,  which  how- 
ever, has  usually  but  a  small  effect.  We  are  therefore  driven 
to  the  conclusion  that  *  solid '  beams  are  uneconomical  (seen  also 
in  the  solid  circle  and  triangle  in  Fig.  385).  The  hollow  circle 
and  hollow  rectangle  are  an  improvement,  but  the  best  results  are 
obtained  by  distributing  the  material  near  the  line  of  limiting 
stress,  and  thus  the  well-known  H  section  (Fig.  388)  is  arrived 
at  for  wrought  iron,  where /c=/t  approximately,  while  the  modified 
T  section  (Fig.  390)  is  adopted  for  cast  iron  where/;  >/t. 


1^^    i     JVlomjuiZs  of  JtolLe<t  _Secuns 


Assuming  that  the  vertical  web  is  for  the  purpose  of  resisting 
shear,  we  may  find  the  moment  of  resistance  by  an 

Approximate  Method.— Th^  direct  strength  of  the  flanges 
forms  a  couple  whose  arm  may  be  taken  as  the  depth  from 
centre  to  centre  of  the  flanges  (the  vertical  web  being  neglected). 
Let  J  =r  area  of  total  depth  of  either  flange, 

Moment  of  resistance  of  H  section  =y^  Oc  h     or /t  ^Zt  h 

whichever  is  the  lowest  value. 

In  cast  iron  -^  =  —  or  J  roughly,  and  the  flanges  must  have 
/c       4 
areas  in  inverse  proportion. 

Exact  graphical  solution  may  also  be  found,  and  we  will  take 
a  few  cases. 
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434  Rolled  Beam. 

Momental  Strength  of  Wrought  Iron  Rolled  Beam 

(the  section  being  given  at  Fig.  388). — Referring  every  fibre  to 
c  B  or  D  £  we  obtain  the  shaded  stress  areas.  As  these  change 
in  contour  very  abruptly,  it  is  best  to  divide  into  20  parts  to 
find  the  mean  width  '6895.  Then  '6895"  x  2-75"=  1-896  area  in 
sq.  ins.  The  arm  may  be  found  by  calculation  or  by  hanging  up 
the  paper  area  from  two  positions,  the  first  method  being  shewn 
in  the  diagram,  and  the  result  found  as  2  33''  on  either  side. 
Then  Z  »  area  x  arm,  and 

Moment  of  resistance  =/x  i  -896  x  4*66     =/  8*835 
=  4  X  8*835  =  35*34  ton  inches 

In  such  beams/t=  5  tons  and^=  4  tons,  so  the  lowest  value 
has  been  taken.     By  the  approximate  formula, 

Moment  =/c  a^h  —  4X  i  -625  x  5  =»  32-5  ton  inches. 

Momental  Strength  of  Steel  Rail  (Fig.  389).— By 
cutting  out  the  section  and  hanging  it,  the  neutral  axis  is  found 
at  1*56"  from  bottom  and  i"69  from  top;  the  limiting  lin^  is 
therefore  bc.  A  second  limiting  line  is  drawn  at  de,  also  1*69 
from  axis,  every  fibre  now  referred  to  b  c  or  d  e,  and  the 
stress  areas  obtained.  Cutting  these  out,  their  centres  can  be 
found,  giving  the  arm  25",  and  their  areas  by  dividing  each 
into  10  parts  vertically.  Then  (mean  width  x  height)  gives 
•751"  X  1-69"=  1*27  for  top  area,  and  •867"  x  1-56"- 1-35  for 
bottom  area.  It  is  very  difificult  to  get  them  exactly  equal 
graphically,  so  the  average  1*31  sq.  ins.  must  be  taken.  Then 
Moment  of  resistance  =/x  area  x  arm 

=  6x1 '3 1x2 '5  =  19*65  ton  inches. 

Momental  Strength  of  Cast  Iron  Beam  (Fig.  390). 
— c  D  A  B  is  the  beam  section,  whose  axis  is  found  at  e.  Draw 
perpendiculars  f  g  and  m  n.  Set  off  h  g  =  i  J  and  m  k  =  4, 
representing  /t  and  f^  respectively,  and  draw  h  j  and  k  l  through 
axis,  giving  f  j  as  2|  and  ln  as  2^.  This  shews  that  if /c  be  the 
limiting  stress  the  tension  flange  would  be  stressed  to  2 J  tons, 
or  dangerously;  while /i  at  \\  tons  would  only  stress  the  com- 
pression flange  at  2|  tons,  or  safely,  /t  is  therefore  the  limiting 
stress,  and  a  b  the  limiting  line  below  e,  while  a  corresponding 
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one  PQ  is  drawn  at  equal  distance  above  E.     Then  as  before, 

after  drawing  stress  areas : 

Upper  area  =  r 256  X  4*c6  =  57  1 

T  J       •»  o        J  /  J.  =5-45  average 

Lower  area  =  2'io2  x  2*44  =  5*2  j      "^    "^  ^ 

and       Moment  of  resistance  =/i  x  area  )^  arm 

=  li  X  5*45  X  5'35  =  36-45  ton  inches 
or  by  approximate  formula  =  i^  x  6  x  5i^=  38-4  ton  inches. 


_^.,_^-^-^,.^^^    kty,    -&'l»-t«^f-,:,. 


ri4j.  390- 
Worntnt   of- 


'ort  BeajTv 


Momental  Strength  of  Plate  Girder  (Fig.  391).— The 
rivets   must   be   deducted  in  tension   flange,  but   they   aid  the 


€92S 


JVoTTtenC  0/  J=U4Zte.  CXrcUr-.  JTicf  39/. 

resistance  in  compression.     The  centre  of  figure  (centroid)  is  then 
found  by  takmg  moments  of  the  parts  round  a. 
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436  *    Modulus  of  Rupture. 

Moment  of  diminished  section  =  moment  of  i  rivet  +  moment  of  2  rivet5 
{ tf  -  (^  +  ^)}  jc  =  ^  X  arm  +  ^  X  arm 

o«H  ^  -  ('•394x8-5)  +  (49'i6x  11-25)  ^  ,'' 
ana  j:  -       ^g.^g  _  (x3-94+49i6)  * 

/c  being  limiting  stress  (see  below),  b  c  and  d  e  are  reference 
lines,  and  the  areas  are  found  as  before. 

Each  stress  area  =26*35     21"^  a""  =21*12 

For  W.  1.  plate  girders  ^5  =  5  and>i  =  4 

For  Steel  plate  girders /t  =  6  and/c  =  5 

The  reduced  y^  being  an  allowance  for  buckling. 

. *.     Moment  of  resistance  =^  x  area  x  arm 

=  4  X  26*35  ^  21*12  =  2226  ton  ins,  for  W.  I. 
=  5  X  2635  ^  21*12  =  2782  ton  ins,  for  SteeL 

Value  of  ^  in  Beams — If  a  'solid'  beam  be  broken 
across,  the  ultimate  stress,  deduced  by  applying  the  momental 
formula,  will  be  usually  found  much  greater  than  ^t  breaking. 
If  then,  the  bending  theory  be  pushed  as  far  as  the  breaking 
load,  we  must  meet  the  case  by  the  value 

where/,  is  the  stress  found  by  transverse  experiment  and  called 
the  modulus  ofrupturf,  while  O  we  shall  call  the  bending  coefficient. 
It  varies  with  the  beam  section.     Thus  : 

In  sections  ^  ^^  ^        ^  i^  greatest,  being  about  2 
In  sections   |  or    H        O  is  les3,  -    being  about  i  \ 
In  sections  T  O  =  i 

but  depends  also  on  the  material,  as  seen  in  the  following  table 
(compiled  from  experiment),  and  is  often  less  than  unity  for  woods. 

Table  of  Bending  Coefficients  (O)  for  Solid  Sections. 
Fir  I    -52  to  94        Wrought  Iron  |  1*6;  %  1*75 

Oak  I      '7  to  10        Forged  Steel  |  1-47  ;  #  v6 

Pitch  Pine  |    '8  to  2*2        Gun  Metal     |     i*o;  #  1*9 

^^T         ■  A  "^         ^\  where  a = flange  width 

Cast  Iron  |  2 ;  •  2-35  ;    I  i  +-  [,„j  .^^^^  ^.Vn^ 


And  our  beam  formula  becomes  Bm  =  0/Z 

/Google 
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In  all  cases  of  compound  stress  there  appear  to  be  points  of 
difference  between  practice  and  the  theories  adopted.  Thus  a  com- 
plete, theory  of  bending  ought  to  simultaneously  consider  tension, 
compression,  vertical  shear,  and  horizontal  shear,  while  the  bending 
theory  treated  on  p.  428  deals  only  with  the  moment  of  the  direct 
stresses;  hence  we  should  not  be  surprised  to  find  the  differ- 
ences referred  to.  Some  writers  show  that  longitudinal  shear  is 
exceedingly  small  as  compared  with  the  effect  of  direct  stress 


—    E^lMI. 


(as  also  is  vertical  shear,  in  beams  where  the  ratio  of  length  to 
breadth  is  considerable).  Others,  again,  assert  they  have  found 
theory  and  practice  agree  perfectly  within  the  elastic  limit  of  truly 
elastic  material.  Without  doubt  the  greatest  portion  of  the  dis- 
crepancy is  due  to  the  attempt  to  use  the  beam  formula  during 
the  plastic  stage,  for  which  it  was  never  constructed.  Neither 
can  it  be  correct  to  proportion  beams  by  using  a  factor  on  the 
modulus  of  rupture,  the  method  largely  adopted  up  to  say  1875 
or  1880.  Probably  a  somewhat  higher  value  of /may  be  used 
than/  (but  not  so  high  a  one  as/),  upon  which  to  use  the  safety 
factor  in  the  case  of  solid  beams ;  while  thin  built-up  sections 
may  be  proportioned  by  putting  the  safe/  in  the  usual  formula. 
The  greatest  difference  between/  and  /  occurs,  as  we  should 
expect,  with  materials  that  have  no  true  elastic  stage,  or,  what  is 
the  same  thing,  with  such  as  have  a  constantly  varying  value  for 
E.  Among  these  may  be  mentioned  cast  iron,  india-rubber,  and 
some  woods  {see  also  p,  453). 

We  have  now  completed  our  investigations  of  moment  of 
resistance,  and  shall  proceed  to  consider  the  left  side  of  the 
bending  equation. 

Bending  Moment  and  Vertical  Shear. — In  long  beams 
the  shear  is  45mall  in  comparison  with  bending  stress,  and  is  fully 
met  by  the  surplus  section.     For  the  distribution  of  shear  stress 
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Bending  Moment  and  Shear, 


may  be  shewn  to  be  parabolic,  as  at/s  (Fig.  393),  or  greatest  near 
the  axis,  while  on  the  contrary  the  greatest  bending  stress  is 
furthest  from  the  axis,  as  shewn  at  a. 
fyi  X  area  of  section  =  total  shear 


an< 


A  f    '5  total  shear  load  on  section 
area  of  section 


In  very  short  beams  this  stress  should  be  considered,  till 
finally,  in  rivets  and  pins,  the  shear  is  almost  pure.  We  will  now 
examine  the  distribution  of  Bending  Moment  and  Shear  Load 
under  various  conditions  of  support  and^oad.     {See p.  922.) 

I.  Cantilever  with  Concentrated  Load  *  (Fig.  394). — a  b  is 
the  beam   and  W  the  load,  the  latter  having  a  leverage  over 


^  ^^1I*KJ0t^-f.  W. 


JPAxr39^.     ^H 


SMCm/KiNC     rORCM 


ji I 


section  a  of  W  x  /  ton  feet :  at  section  d  of  W  x  |  /,  and  so  on. 
The  Bending  Moments  at  various  sections  may  therefore  be  repre- 
sented on  ihe  base  line  abhy  downward  ordinates,  thus  : 

At  A  =  W/x  I       at  D  =  W/x  J 

Atc  =  VV/xi       atE=W/xi 

and  at  B  =  nothing ;  and  these  ordinates  are  shewn  at  /  g^  h^j^ 
and  b. 

The  Shearing  Force  is  caused  by  the  reciprocal  action  of  W  and 
Rt,  and  will  equal  W  upon  any  section  between  a  and  b.     For 
regularity  we  shall  always  consider  the  force  on  the,  right  side  of 
*  Weight  of  beam  is  not  taken  unless  stated. 
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the  section  only,  so  here  the  shear  ordinates  are  drawn  downward 
on  the  line  a  b^  and  equal  W  in  every  case. 

II.  Cantilever  with  Uniformly  Distributed  Load  (Fig.  395), 
the  load  being  represented  by  the  weight  of  the  beam.     Con- 
sidering the  beam  hinged  successively  at  a,  b,  c,  d,  and  e,  the  , 
loads   on   the  right  may  be  successively  concentrated  at  their 
middle  points,  and  the  Bending  Moments  become  : 

AtA-    Wx-   =W/x  -      a  16  =  42 

At  B  =  5Wx|/  =  W/x-?-     a    9-32 
48  32  ^     -^ 

Atc=    — X-    ssW/xtt      a    4  =  2* 
24  8  ^ 

W     /  I 

AtD=    — X5    «W/x—     a    I  =  I* 
48  32 

and  at  E  =  nothing,  as  shewn  by  diagram,  and  as  the  ordinates 
vary  as  the  square  of  the  abscissae  at  a  b,  the  curve  is  a  parabola 
with  b  as  vertex. 

Shearing  Force  on  right  of  section  a  =  W,  at  section  b  =»  |  W, 

W  W 

and  at  c  D  and  e, — ,  — ,  and  nothing  respectively,  as  shewn  by 

diagram  on  <7j  by 

III.  Girder  with  concentrated  load  at  centre  and  ends  merely 

W 
supported  (Fig.  396). — Reactions  will  each  equal  — ,  which  we 

shall  use  in  estimating  the  moment.     Rt^  balances  Rtj  round  W 

as  a  pivot,  and  the  stress  at  e  is  due  to  one  or  the  other ^  but 

W 
not  to  both.     Then  calhng  each  reaction  —  the  Bending  Moments 

will  be: 

AtB=  —  x-^W/x-7     a  I 
28  16 

W     /        ,,,  ,      I 

Atc  =  —  x~    =W/x-      az 

248 

AtD  =  -x|/=W/x4      oc  3 
28  16  '^ 

W     /       «,  ,      I 

AtE  =  — X-    =W/x  -      a  4 

22  4 

and  similarly  between  j  and  e. 
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Girder  with  Concentrated  Load, 


The  Shearing  Force  is  found  by  a  deduction  of  weight  and 
reaction.  Considering  always  the  right  side  of  section,  the  force 
is  constant  from  a  to  e,  and  is  that  part  of  W  which  balances  Rtj 

W 

or  —  downwards.      From  e  to  j  it  is  a  constant  equal  to  Rt« 

upward.     At  c^  the  forces  change  suddenly  from  +  to  -.      If 
the  weight  be  hung  as  at  m  n  there  is  no  shear  stress  between 

W 

M  and  N,  but  if  the  link  k  l  be  adopted  the  shear  stress  is    - 

right  up  to  the  centre  line  on  either  side. 


^ 


■r^— — <z^-. 


Btf*Oi»tC  MOi»€f*r 


SHSmmiftQ  f^f 


E 


r 


l/it. 


a  IV 
2 


Tam  396. 


T 
i 


i/e^ 


J^AJCf  397. 


IV.   Girder  with    concentrated  load   at   any  point. — Taking 
moments  round  j,  we  have 


Rjx/  =  W  (/-:«:)      andRt  = 


\N(l-x) 


.  *.  Bending  Moment  at  e  = -. —  jc,  and  the  rest  of  the 

diagram  is  made  up  of  straight  lines  ac^cb^  as  in  the  last  case. 
The  Shearing  Force  is  found  from  the  reactions  as  before. 

V.   Girder  supported  at  ends  and  loaded  uniformly  (Fig.  398), 

W  . 

the  weight  of  the  beam  representing  the  load.     Reaction  =  —  m 

each  case.  The  Bending  Moments  are  the  subtraction  of  the 
weight  moment  and  reaction  moment  at  every  *  hinge,'  as  shewn 
diagrammatically : 
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Girder  with  Uniform  Load.  441 

V  2      4/        V  4      8/  32 

-"-(M')-(i»-A')-"'^rA 

/W     /\        /VV     /\  I 

AtK^(7X-)    -(-X-)        =W/x   -        a   .6 

and  are   similarly  found  between  H  and  e,  all  being  shewn  on 

base  ab.     Drawing/)^  horizontally,  the  intercepts  between  kf 

and  afzxt.  seen  to  vary  as  in  Fig.  395,  and  the  curve  is  therefore 

a  parabola  with  vertex  at/ 

The  Shearing  Force  is  found  by  deducting  upward  and  down* 

ward  forces  on  the  right  of  each  section.     Thus : 

W  I 

AtA=   W Wx-     a     4 

2  2  ^ 

7         W  X 

AtB=Av Wx^     a     3 

82  %  ^ 

X         W  I 

Atc=^W^-=     Wx-     a     2 
42  4 

«;         W  I 

AtD  =  ^\V--=:     Wx-     a      I 

82  8 

W     W 

AtE= =     o  a     o 

2       2 

^         W  I 

AtF  =  iW-  -=  -Wxi     a  -I 

82  8 

W     W         ,,,     I 

At  G  =» «  -  W  X  -     a  -  2 

42  4 

W     W         „,     3 
AtH=     ' =  -Wxf     a  -3 

o        2  o 

Atj= =-Wx-     a-4 

2  2 

There  is  no  force  whatever  at  the  centre. 

VI.  Beam  fixed  at  both  ends  and  loaded  in  the  centre  (Fig.  399), 

weight  of  beam  neglected.     The  beam  will  be  deflected  to  the 

dotted   shape,  ac  and  oj  acting  as  cantilevers,  and  cg  as  a 

supported  girder.      From  c  to  G  the  Bm  is  upward,  and  from 
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Beams  fixed  at  both  Ends^ 


A  to  c  and  G  to  j  downward,  being  zero  at  c  and  g,  the  points 
of  contra-flexiure,  in  this  case  at  ^  /  from  the  ends.  The  Bending 
Moments  are  w/ 

At  E       =      ( — j  generally    =    ~    =W/x- upward 

W     /  I 

At  A  and  j  =  (VV /)  generally    =  —  x-  =  W/xg  downward 

and  the  diagram  is  given  on  base  a  b. 

Shearing  Force  is  the  same  as  Case  III.  {See  App.  IL,  p.  848,) 


liy|y|y|r|y|y|y|yil 

wtiy 


JTac,.  39^. 


£^ 


\ij^J-^ 


I^X<r  399 


VII.  Beam  fixed  at  both  ends  and  loaded  uniformly  by  its  ottm 
weight  (Fig.  400). — The  points  of  contra-flexure,  c  and  g,  can  be 
proved  to  be  '21 1  /  from  either  end.     Then  Bending  Moment 

at  E-(^')  generally    ,578  W^x-gyS/^.^^^^^^^    ^^j_^^ 

and  c  G  is  a  parabola  drawn  upwards. 

The  moments  on  a  c  are  composed  thus : 
For  concentrated  load  '289  W ;  Bm  =  289  W  x  '2 1 1  /« '06098  W  / 

and  for  uniform  load  -2 1 1  W ;  Bm  = =  '02226  W/ 

These  added  give  '083  W  /  or 


2 
W/ 


Drawing  nc  on  base  ac  and  the  parabola  ^^  on  base  nc  (see 
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443 


Case  IL),  it  will  be  found  that  the  total  ordinates  under /^  vary 

as  the  square  of  their  distance  from  ^,  proving  that  kql^  is  a 

continuous  parabola. 

The  Shearing  Farce  at  a  consists  of 

W 
•289  VV+  -211  W=  —    and  at  c=  -280  W 

and  the  diagram  is  a  straight  line.     (See  Appendix  IL,p,  848.) 


37SW 


VIII.  Beam  fixed  at  one  end^  supported  al  the  other,  and  loaded 
by  its  own  weight  (Fig.  401). — This  case  may  be  deduced  from  the 
first  figure  on  p.  850,  and  the  point  of  contra-flexure  is  '25  /  firom 
A  and  "75  /  from  j.     Bending  Moment 

■        At    E=(^^)generally=-^5^3^-75/,.^^^, 
At  ag=  '375  W  X    25/=    0937  W/| 


and     At  g/= 


•25  W  X  '25/ 


=    0312  W/  j 


-125  w/ 


Shearing  Force  at  A^a^  ^j  -f  ^^  ^1=  "625  W,  and  at  ]^b^/^ 
=  *375  W-  The  curves  will  be  found  continuous  in  both 
diagrams.     {See  Appendix  IL,  p,  852.) 

Combination  Diagrams  are  shewn  in  Fig.  402  based  on  cases 
already  discussed.      The  final  shaded  areas  Bf  and  Sf  are  found 

H  H 
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Combined  Bending  Moments. 


by  superposing  the  results  due  to  the  separate  loads,  having  regard 
to  the  signs  +  and  - .     The  cases  are  as  follows : 

(i.)  One  distributed  and  two  concentrated  loads  on  cantilever. 
(2.)  One  concentrated  and  one  distributed  load  on  girder. 
(3.)  Maximum  diagram  for  rolling  load. 
(4.)  -Three  concentrated  loads  and  one  distributed  load  on  girder. 


S\\Wf\\^  '^ 


^s^ 


Combined  Hendtnp  JJfomjertt 
dr  ShjtcurXnjcf  fhrce^  Dicuframs. 

The  distributed  load  is  more  conveniently  placed  on  one  side 
of  the  base  line,  and  the  concentrated  loads  on  the  other  side, 
in  the  superposed  diagram.  All  are  well  lettered  to  shew  thp 
relation  between  diagram  and  load.  In  Case  (3)  the  load  must 
be  placed  over  the  successive  numbers,  and  diagrams  obtained  for 
every  position,  as  in  Fig.  397,  then  the  bounding  curve  will  be 
the  maximum,  and  the  final  maximum  Bm  curve  will  be  a  parabola 

Fig.  403  shews  a  continuous  beam  on  three  supports,  loaded 
by  equal  concentrated  loads,  Wj  and  Wj,  and  uniformly  by  its 
own  weight,  W  +  W.  The  contra-flexure .  points  are  practically 
the  same  for  each  case,  and  the  diagrams  can  be  obtained  from 
previous  considerations  {ste  p.  953).  The  following  table  is  very 
useful  for  continuous  beams : — 
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Table  of  Reactions  on  Supports  for  Continuous  Beams,  as  found 

FROM  ClAPBYRON'S  'THEOREM  OF  ThREE  MoMENTJ^^IN  TERMS  OF  W, 

the  Uniform  Load  on  Each  Span. 


{See  aisc 

►  Appendices  / 

■  ■  - 

2  Spans 

3 
8 

1 
10 

T 

3 
8 

and  II., 

"8 

PP 

.  762  and 

'849.) 

3  Spans 

"T" 

"T" 

"T" 

"T* 

4, 

II 

II 

4. 

10 

10 

10 

IQ 

4  Spans 

TT" 

"^^ 

"T" 

"T" 

"T 

" 

32 

26 

32 

II 

28 

28 

28 

28 

28 

5  Spans 

T" 

"T" 

"T" 

"T^ 

1 

1 

15 

43 

37 

37 

43 

15 

38 

38 

38 

38 

38 

38 

6  Spans 

T" 

"T" 

"T" 

"T" 

T" 

"T" 

T 

41 

n8 

108 

106 

108 

118 

il 

104 

104 

104 

104 

104 

104 

104 

, 

7  Spans 

'  T" 

1 

1 

1 

.1 

1 

_H 

11 

161 

137 

243 

U3 

137 

161 

56 

142 

142 

142 

142 

142 

142 

142 

142 

8  Spans 

TT" 

T" 

"*^^ 

"TT^ 

"T" 

"T^ 

152 

440 

374 

392 

386 

392 

374 

440 

152 

388 

388 

388 

388 

388 

388 

388 

588 

"388 

9  Spans 

"TT" 

"T"" 

"T" 

^T" 

^^^ 

1 

'1  ' 

1 

^r 

209 

601 

5" 

535 

529 

529 

535 

5" 

601 

209 

530 

530 

530 

530 

530 

530 

530 

'530 

530 

530 

Culmann's  Funicular  Polygon  (Fig.  404)  is  a  ready  means 
of  solving  such  a  problem  as  (4)  Fig.  402.  Culmann  of  Zurich 
proved  that  the  bending  moments  are  there  proportional  to  the 
ordinates  of  a  polygon  obtained  by  hanging  the  same  weights  to  a 
loose  string  hooked  at  the  supports.  Taking  the  loads  in  Fig.  404, 
B  c  is  drawn  to  scale,  and  represents  the  weights  taken  in  order 
shewn.  Mark  a  point  e  any  distance  x  ft.  from  c  b,  and  join  to 
c,  M,  N,  and  B.  Draw  from  any  point  f,  k  g  ||  c  e,  g  h  Ij  m  e,  h  j  || 
N  e,  and  J  K  t|  B  E.  Join  k  f,  and  draw  e  l  ||  k  f.  The  shaded 
polygon  is  the  curve  of  Bending  Moment^  and 

Ba  =  vertical  ordinate  in  lbs,  x  x'  (lb.  ft.) 
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Culmaniis  Theorem. 


Project  s  T  from  l,  u  v  from  c,  w  x  from  m,  y  z  from  n,  and 
a  h  from  B,  and  the  curve  of  Shearing  Force  is  obtained,  measure- 
able  by  load  scale.  Also  si7:i=Rt  and  TV  =  Rjt2  {See  pp.  855 
and  T085.) 


ct;  £^.L^2^      '3cmmc 


1^  Ot/mcutTiS  I>4jaarwnA 


A  Parabola  may  be  drawn  by  the  method  in  Fig.  405, 
which  consists  in  dividing  a  b  and  b  c  into  an  equal  number  of 
parts,  and  joining  the  divisions  of  a  b  to  d  by  lines "  cutting  the 
divisions  of  b  c,  then  tracing  the  curve  through  the  crossing 
points. 

We  will  now  take  some  examples  to  illustrate  the  equation  of 
Bm  to/Z.  The  shear  diagram  is  not  often  required  in  practice, 
but  should  at  least  be  made  for  trial  in  short  beams. 

Example  22. — The  following  beams  are  proposed  for  a  central  load 
and  given  span  :  (i)  a  bar  4"  deep  by  2"  wide ;  (2)  a  bar  3*8"  dia. ; 
(3)  a  bar  35"  square.  What  are  their  relative  strengths?  (Eng. 
Exam.  1885.) 

B„.=/Z    or  — -=/-Z  .-.  W  a  Z 

4 
b  h^  2x16 


(I) 
(2) 
(3) 


Z  = 
Z  = 
Z- 


22 X 3*8 X 38 X  3*8 


6 

32  7x32       . 

j3   _  35  X  35  X  35 

"6  6 


=  S'388 


=  714$     «  1-34 
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Example  23.  —^i)  A  beam  2'  longx  i"  square  is  broken  by  250  lbs. 
at  the  centre.  (2)  Find  the  breaking  load  for  a  beam  10  ft  long, 
10"  deep,  and  6"  wide,  with  the  load  2  ft.  from  one  end.  (Eng. 
Exam.  .1886.) 

For  (i)  (keeping  /  in  feet  and  dkm  ins.) 

250x2x6 
6      "•^~4^^2       4x1x1 
For  (2)  by  Case  IV.,  Fig.  397 


W/_    ^     .         W/6 


=  750 


B« 


W(/-;t)         W8x2     8,-, 
/  10  5 


8 


5W-/^ 


/                  ,» 

A     «    J     2     '     0 

and  W=/^i  =  750x6x100x5 

—  -^  6x8  6x8 

=  46875  lbs.  =  20-9  tons. 

'  EOOitii  "**  * 


/zf.  40S. 


FAXjjWe       Bf. 


Example  24.— A  shaft  pulley  is  8'  from  one  bearing,  and  2'  from 
the  other.  Weight  of  shaft  =  200  lbs.  Weight  of  pulley  =  50  lbs. 
Total  belt  tension  (do^Ti wards)  =  100  lbs.  Draw  bending  moment 
diagram  and  find  loads  on  bearings.     (Eng.  Exam.  1888.) 

«      r  1.  /5.       •  i_       W/     200x10  „    , 

Bb  of  shaft  weight  =  —=-  = — ^ —  =  250  lb.  ft. 

Reactions  due  to  pulley  and  strap  =  ~  x  150=  30  lbs. 

and  —  X  150=  120  lbs. 
10       ^ 

•'•  Bg  due  to  pulley  weight  and  strap  pull  =  30  x  8  or  120x2  =  240  lb.  ft. 
Rti  =  100+  30  =  130  lbs. 
Rt,  =  100+ 120  =  220  lbs. 

And  the  diagrams  are  shewn  at  Fig.  406,  Bf  being  the  combined 

figure. 
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44^  Examples  on  Beams. 

Example  25.— Find  the  safe  concentrated  load  in  the  following 
cases  by  the  approximate  formula. 

(i)  Wrought  Iron  Plate  Girder, — Each  flange,  10"  x  J"  ;  angles, 
34"x3rxr;  total  depth,  3  ft.;  span,  28  ft. ;  /  or/c  =  5  tons. 
Allow  for  j"  rivets. 

(2)  Wrought  Iron  Rolled  Cantilever^  H  Section.— Each  flange, 
4 J"  X  f";  depth,  8" ;  overhang,  8  ft. ;  /  or/c=  5  tons. 

(3)  Cast  Iron  Girder,— Ont,  flange,  3"x  ij";  one  flange,  9"x  ij"; 

depth,'  12";  span,  20  feet. 

(All  from  Eng.  Exam.  1891  and  1892.) 

i  V    «r     4/^^     4X5x(81xi  +  i2f  xi)x35 

(i)    W»^^^V-°  o ^     ^^     -^^  =  2213  tons 

^  '  I  28  X 12  ^ 

(2)    W  =  =^-7-  =             ^    ^^    ^    ^^             =  ro8  tons 
^  '  I  8x12  

(3)y^^c  =  3X  iix4=i8  tons;  and/^t^QX  i^x  ii  =  i7  tons 

.     iir     4X17A     4x17x10^ 

.'.     W  =  3 — _i—  =  t £ 1  tons        =  2 '97  tons. 

/  20x12  ^ 

Example  26. — Find  the  depth  of  an  engine  guide  bar  10"  wide 
and  4  ft.  span.  Total  piston  pressure  =  25  tons ;  length  of  connecting 
rod  =  twice  stroke :  and  greatest  obliquity  supposed  to  occur  with 
guide  block  at  centre  of  span.   /©  =  5  tons. 

(Hons.  Mach.  Constr.  Ex.  1892,) 

Draw  crank  and  rod  to  scale.  Fig.  407.  Then  the  forces  are  as 
at  A,  and  the  triangle  of  forces  is  drawn  parallel,  as  at  D. 

_     E     press,  on  bars         ,  ,  'X25     ,    _^ 

But  :=^  =  ^—. and  press,  on  bars  = =  6*25  tons 

D       piston  press.  ^  4 

^,       W/     ^bH^         .  .         /W/x6         /6-25X4XI2X6     ,„ 

Then  —  =/o— ,-     and  A=  U  -~  t-j  =  k'  — - — ^ =i_ 

4      -^^   6  —     V    4x^/0      ^         4x10x5^        "^ 

Example  27. — The  girder  stays  of  a  combustion  chamber  are  21' 
span,  and  are  spaced  8  J"  centres  apart  (see  Figs.  31 1  and  312),  the  sec- 
tion being  rectangular,  5i"  deep  by  if"  wide.  There  are  two  bolts  to 
each  stay,  7"  apart  (Fig.  408).  Find  the  greatest  stress  in  the  ^tay  when 
steam  pressure  =  225  lbs.  per  sq.  in.     (Hons.  Mach.  Constr.  Ex.  1891.) 

The  roof  plate  is  equivalent  to  a  continuous  girder  over  three 
spans,  as  at  p.  445,  so  the  pull  on  each  bolt  would  apparently 
be  \^  W.     But  the  plate  is  continuous  transversely  also.    Therefore 
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Each  bolt  supports      \\  of  ^  J  W  =  i  2 1  W 
=  I  "2 1  X  7  X  8t  X  225  lbs.  =  7  tons. 
'J 
Max.  Bb,  at  Bj  or  Bg=Rt  x  7"  =  -  x  7  x  7  =  32$  ton  ins. 


and     Max.  Bn,  at  Bf=32j  +  ^^*  "  '♦^  ^^'^  ^"'• 
6 


D  Z-*^*  J    ^  49x6 

B™  =/  -^     and/=:  ^^^^_^^^^  =  6  tons  per  sq.  m. 


i|x5ix5i 


Example  28. — An  axle  is  loaded  as  in  Fig.  409,  with  5  tons  at  C. 
Find  greatest  B™ ;  B^  tending  to  fracture  each  journal ;  and  deduce  the 
diameters  at  these  "places,  taking /o  =  5  tons.  (Hons.  Mach.  Constr. 
Ex.  1879.) 

Rti  =  "X  5  =  2*14  tons    Rt2=  -  x5  =  2-85  tons 
Bm  at.C  =  2'I4  X  4  X  12  =  10272  ton  inches 


B„  at  A  = 


48 


X  10272  =  6'42  ton  inches 


B„^t  B  =  ^   X  10272=8*56  ton  inches 
36  


B«=/o 


32 


..    ^^^       78i6-x32X7^^.^. 
— ^ ^  5x22  


a«d    rf=  y  ?;-3£  I  and  rf(atA)  =  .  ^^^^  x  32^7  =  3.3 

^       /o^    ^  — ^ >  5x22  — ^ 

Now  in  circular  beams  —  area  goes  for  bending,  and  --  goes  for 
shear  (see  Fig.  385,  p.  431).    ^^ 


=  r3i. 

6 
10 ' 
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4S0  Beam  Deflection, 

Total  shear  at  A  =/s  x  area  left  for  shear 
2i4=y^x*6x  12*6 


Average^  = 


2-14 
•6x4-33 


=  -823  ton,  and  by  p.  438  max./6= 

■a 

-  X -823  =  1*234  ton 


Similarly,  max.  yj  at  B  =  i  '344  ton,  so  both  journals  are  safe  for 


shear 
Finally, 


^(atC)=  J 


10272x32x7 
5  X  22 


'  S'94' 


Deflection  of  Beams. — Take  a  supported  girder,  as  in 


Fj^JUOl 


Fig.  410,  of  uniform  section,  and  imagine  it  deflected  into  an  arc 

of  radius  (o.     Bisect  a  b  at  c.     Then  n  c  b  is  similar  to  a  ^  b, 

because  6  is  common,  while  <r  and  a  are  right  angles.     If  A  is 

small,  /        /  /3 

p  :-::-:  iSk       and  A  =  r- 

42  8f> 

T>     T.       EI  ^  EI 

But  Bm  =  —     and  p  = -- 

'•     "^  ""  8EI  -    4   '^SEI  ""  32EI 
In  reality  the  arc  would  not  be  circular  but  similar  to  F  g,  and 
the  deflection  would  be  less ;  then, 

A  =  for  a  girder  of  uniform  section,  with  central  load, 

48  K I 


and  this  will  hold  if  the  elastic  limit  be  not  exceeded. 

Taking  two  cantilevers  back  to  back,  as  in  Fig.  411,  we  must 
substitute  for  w  and  /  in  the  above  formula  2  w  and  2  /  respec- 
tively :  then, 

For  cantilever  with )  _2Z«'x(2/)^_  wl^ 

concentrated  load  J     A  ~         -^  '^  "^    -  -  10  x     «  r>  t 


48  EI 


48  EI 
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Resilience  of  Beams, 
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DSFLflCTION  FOR  UNIFORM  BEAMS,  WHEN  Y  = 


48Er 


Cantilever  with  concentrated  load       

Cantilever  with  distributed  load  

Girder  with  concentrated  load 

Girder  with  distributed  load     

Fixed  beam  with  concentrated  load     

Fixed  beam  with  distributed  load        

Beam  supported  one  end,  fixed  at  other,  central  load 
Beam  supported  one  end,  fixed  at  other,  distributed  load 


A    a 


a//s 


and  stiffness    oc  — r- 


i6Y 
6Y 
lY 

lY 

iY 

|Y 

AY 


and  the  practicable  allowable  deflection  is,  for  cantilevers  ^", 
and  for  girders  -^"  per  ft.  of  span.     {See  Appendix  IL,p.  855.) 

The  Resilience  of  a  Beam  is  equal  to  half  the  proof  or 
elastic  load  multiplied  by  the  corresponding  deflection  (see  p.  367). 
For  a  girder  with  central  load. 


A  = 


48  El 


'61 


and  I  = 

12 


-,     ...  w      ^      w      wl^         lej^b^h^l^  12 

'.  Resilience  =  -    x  A  =  -  x    ^  ^  ^  =  — —tz ^  ,  .^ 

2„  2      48  EI  36/296 E^i«« 


f^bhl 
18E 


and    a    bhl 


The  Strength  of  Flat  Surfaces  in  Boilers  is  best  cal- 
culated by  the  Board  of  Trade  empirical  rule. 

C(/+i)« 


Safe  steam  pressure  /  =  - 


^-6 


where  s  =  surface  supported  by  one  stay,  in  sq.  ins. 
/=  plate  thickness. 

100  when  stays  have  nuts  and  large  washers. 
C  =  ^    60  ditto,  but  exposed  to  flame. 

36  stays  riveted  over  and  exposed  to  flame. 
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452  Beam  Examples. 

Beams  of  Uniform  Strength.— If  rectangular  beams  be 
proportioned  to  their  bending  moment  at  every  section,  the  depth 
or  width  will  vary  as  follows,  easily  proved  by  equation  :  — 

.        /  Case  I.  Depth     a  parabola.  j ^ 

^"^^  „    II.  „         oc  triangle, 

constant        ^^    jjj  j^      ^^         a  two  pambolas. 
breadth  f     ^^    y  ^^         ^  semi-ellipse. 

„,.  ,     '/  Case  I.  Breadth  a  triangle. 

With         I  TT  U     1 

1      „    II.  „        a  2  convex  parabolas. 

T^'     „  m.,.v.    „     «.■,»„«,«. 

^       \     „    V.  „        a  2  concave  parabolas. 


•  Example  29.— A  beam  of  oak,  supported  at  the  ends,  2'  long,  2' 
broad,  2"  deep,  supports  400  lbs.  safely,  at  the  centre,  and  its  de- 
flection is  '06'' .  Find  safe  load  at  centre,  and  deflection  of  a  beam 
of  oak  16'  long,  9''  broad,  14"  deep,  (i)  with  ends  supported  ;  (2)  with 
ends  fixed.    (Eng.  Exam.  1882.) 

Taking  /  in  feet  and  hh'm  ins.    W  a  ^    and  A  oc  — — 

/  on* 

c  IV  117     ^     2X2*  .     ^    400x8 

Sample  beam,  W    a   =  4         A  oc  ^ =  200 

^  ^  2  2x8 

New  beam,      W,  a   ? — %. — -  =  1 10*2 
*  16 

(I)  Supported;  W  :  W^  : :  4  :  i  io'2    and  Wi=^^?--'— =  i i,o2olbs. 


11,020x4096         ,       I 

oc      -1  !1^^^  ==  25,600  < 

9  X  2744  ^  I 


.*.    A  :   Ai  :  :  200  :  1828 
,    ,    A       1828  X -06  _ 


(2)  Fixed;  B.„(i)  :  B„(2)  : :  ^i :  ^^         and  A,=  \  A, 

4  o 

.•■     W.2  =  1 1,020 X  2  =  22,040  lbs.        .-.    A,=  — =  -109" 

Example  30.— A  beam  of  uniform  section  is  supported  at  the  ends 
and  loaded  centrally.  Find  the  ratio  of  depth  to  span  that  the  deflec- 
tion may  not  exceed  j^Vu  of  span  when  /=8ooo  lbs.  and  E  =  28,000,00a 
(Hons.  Mach.  Constr.  Ex.  1887.) 
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453 


^      48  EI  4       -^      h*  hi 


A  ^  JZL^_  =  /£!     and  JL  =        800QX/' 
48 ^/£  I      6A£  icxx>      6 X 28,cx)o,cxx> ^ 

/_6X28,000,000_2I 

A      8000  X  1000  ""  I 


Combined  Bending  and  Tension  Stress-Action. — 

Let  the  bracket  in  Fig.  412  support  a  weight  W.     There  are  two 


.^^W^m^\^^. 


^  J^^'    4i3,  /yJ/   or     i,lr,^C     jW. 


actions  upon  the  section :  bending  due  to  moment  Wr,  and  ten- 
sion by  direct  load  W.     Then — 

Wr 
(i)  Bending  action  :     Wr=/,Z  and/,  =  -^ 


.r.     ^Vr      ,^     Wr 
or    /,0  =  -    and/.  =  ^~-^ 

(2)  Tensile  action  :     W^/^a  and/i  = 


W 


W     Wr 
.'.   Maximum  tensile  stress  (on  mner  edge  of  ^^)  =  Ft  =  -  +  y-j^ 

0*1    for    H    and    T   sections,  and   O  =  i  J  or  2  for  solid 
sections.     {See  p,  436.) 

Strength  of  Crane  Hooks. — In  these,  theory  and  practice 
are  considerably  at  variance.     The  following  table  is  regularly 
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Crane  Hooks. 


used  at  Elswick,  and  has  been  well  tested,  the  diagram  being 
given  at  Fig.  413. 

Wrought  Iron  Crane  Hooks  (Elswick  Practice^. 


Tons. 

A. 

B. 

c. 

D.   ' 

R   ' 

F. 

G. 

H. 

h 

3^r* 
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li 

li 
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1 

4i 

H 

»iV 

'i 

itv; 

if 

il 

t 

I 

4i 

»U 

'1 

lA 

'*  i 

i 

J 

A 

li 

4i 

*^ 

If 

lA' 

lA^ 

I 

* 

1 

3 

Si 

3 

,  2 

If  . 

li 

lA 

U 
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3 

St 

3* 

2\ 

If  : 

lA 

li 

I 

\ 

4 

SH 

3VV 

■*A 

•tv; 

If 

lA 

I 

'A 

5 

6tV 

3tV 

4  . 

ij  : 

^A; 

li 

lA 

1 

6 

6|i 

3f 

»U 

If  . 

4  ' 

If 

li 

11 

8 

7« 

3Tir 

3 

If  1 

If  ■ 

4 

li 

H 

10 

8i 

4i 

3fV 

'i  ' 

ij 

If 

■1 

f 

13 

8|1 

4A 

38 

ij 

14 

i|f 

'A 

1 

IS 

9tV 

4l  ■ 

3J 

lU 

2 

'H 

'A 

U 

18 

loi 

5t\| 

41^ 

4 

«* 

4 

If 

U 

31 

II 

Si 

4i 

»i 

3i 

«i 

•* 

1 

Taking  0  =  2,  we  have,  by  formula,/.  453,  in  tons  and  inches, 
21  tons  hook:  a  =  9*28,  /'=5,     Z  =  6-2 

-       21        21 X  5  ,     ^ 

.-.    /t  =  777^+ 777--  ^2-26  4-8-47t=  1073  tons. 

9  20        02  X  2  _^«— 

^  tons  k4>ok:  a  — yg^,    r=  2*97,  Z=i*32 

.-.    /  =  -  — +  -^^^-^^  =  i-27+5-62  =  6-9    tons. 

I  /^«  kook  :  a  =  2,         r=2-i5,    Z=    "5 

.         I        T  X  215 

.-.    /i=    -   .+ -    •5  +  2-15    =265  tons. 

2  '5x2  — ^ 
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Apparently,  stresses,  of  x6,  7,  and  3  tons  are  experienced  with 
the  given  loads,  if  the  co-efficient  O  =  2  be  used.  But  if  the 
bending  formula  be  true  without  O,  stresses  of  17^,  12^,  and  5 
tons  are  involved.  Now  the  elastic  limit  for  wrought  iron  is  from 
12  to  15  tons,  so  the  bending  theory  would  appear  to  be  insufficient, 
and  further  that  engineers  are  still  wise  in  designing  hooks  and 
such  constructions  by  reference  to  the  breaking  load,  on  which 
a  factor  of  not  less  than  6  is  adopted. 

Example  31. — ^A  longitudinal  steel  boiler  stay,  20  ft.  long  and  i" 
diameter,  supports  a  flat  area  of  1 5  ins.  sq.,  having  on  it  a  pressure  of 
120  lbs.  per  sq.  in.  Find  the  greatest  stress  in  the  stay  due  to  its  own 
weight  and  the  steam  pressure.    (Hons.  Mach.  Constr.  Exam.  1890.) 

Weight  of  stay  w  =  2ox  12  X314X  29  =  218-5  Ihs. 

Steam  pressure  P=       15x15x1 20      =  27,000  lbs. 

„        wl        .  -Kd}  .     J   -      \\wl       ^       ,. 
B„  =  —  =/o  —    and/o=  ^^-^  =  8342  lbs. 

A  a  =  27,000  and  f,  =  ^—  =  8598  lbs. 

3  ^4 
.'.    Tot^fl  stress  ^fx-^fo  =  8598  +  8342  «  16,940  lbs.  =  756  tons. 

Example  32. — A  piece  of  T  iron  consists  of  a  web  4"  deep  and 
i"  thick,  and  a  flange  2"  wide  and  i"  thick.  Compare  its  strength 
under  longitudinal  pull  for  the  two  cases  (i)  with  line  of  action 
through  centre  of  web  depth  ;  (2)  with  line  of  action  passing  through 
«ntre  of  figure  of  the  T.    (Hons.  Mach.  Constr.  Ex.  1888.) 

See  Fig.  414. 

Find  neutral  axis  by  taking  moments  round  A  :  k=r75".  Draw 
lines  of  limiting  stress  and  find  stress  areas. 

2  =  area x arm  =  '6875 x 3205  =  2  203 
fl  =  3  sq.  ins.    and  r  =  75" 

Case  (I)   /„„x  =T  +  ^T^  =  '^7  W 
3       2  203 

Case  (2)  /^.  =  ^  =  -33W 

StrerigtMi}  ^  ^33    ^,  ^,  ,  ,  ^  roughly. 
Strength  (2)      '67 

Combined  Bending  and  Compression  Stress-Action 

is  calculated  by  the  same  formula  as  for  tension  and  bending,  by 
substituting^  in  the  direct  strjess. 
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Fairbaim  Cranes  and  Ship's  Davits. 


Example  y^. — Fig.  415  shews  a  *  Fairbaim*  crane.  Draw  the  curve 
of  bending  moment  for  all  sections,  and  design  a  suitable  section  at 
A  B,  taking yi=  5  tons.    (Hons.  Mach.  Constr.  Ex.  1887.) 

Bg,  diagram  is  given  in  Fig.  415,  using  centre  line  of  jib  as  base 
line.    At  each  section  the 

Moment  =  W  x  horizontal  arm  to  axis  of  section. 


rOMTKCT 

ISO 


^/mv//^^' 


■7^.  415. 


Section  at  A  B  can  only  be  obtained  by  trial  and  error,  and  has  thus 
been  found  in  Fig.  415.     Checking  by  approximate  method  : 

Area  of  two  angles,  one  flange,  and  (  _,  ,5  cq  ins 
portion  of  web  between  angles      (  ^" 

Z  ts,  ah  ^  16x24  —  384     and  total  area  =  45  sq.  ins. 

r  =  15X  12  =  180". 

-  10  .  lox  180 

.-.   /■■..  =  j-^  -^  -jsj^  =  -"+47  =  4-92  tons. 


Ships'  davits  are  similarly  calculated,  but  their  sections  are 
like  that  of  a  crane  hook,  and  the  same  precautions  apply. 

Strength  of  Pillars  and  Struts, — Although  these  fail 
by  compression  and  bending,  the  action  is  not  so  simple.  Struts 
having  a  length  of  ten  or  twelve  times  their  diameter  are  reckoned 
for  direct  crushing  only,  but  longer  pillars  bend  before  breaking. 
Euler*  devised  a  formula  to  give  the  greatest  load  consistent  with 
stability,  that  is,  beyond  which  the  bar  could  not  restraighten. 


Let  Q  = 
following  table : — 


Then   the  stable  loads  w  are  given  in    the 


•  Pronounced  *  Oyler.' 
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Long  Columns  :  by  Euler, 

EuLER'S  FORMULi*  FOR  LONG  COLUMNS. 


457 


One  end  fixed,  the 
other  free 


w^\ 


f^EI 


=  iQ 


Both  ends  free  but 
load  guided 


One  end  fixed  the 
other  free,  but 
load  guided 


7t/=2  • 


'EI 


fi 


-iQ 


=  2Q 


I       Both  ends  fixed, 
,       and  load  guided 


a/==4 


r^EI 


r- 


=  4Q 


A  factor  of  safety  of  5  must  be  employed,  and  I  can  be  found 
either  from  table  {p,  429)  or  graphically  {p.  430-  The  neutral 
axis  for  I  must  lie  across  the  greatest  width  of  section. 

Ruler's  rules  do  not  compare  favourably  with  experiment,  so 
engiiieers  prefer  Gordon's  formulae,  which  are  a  modified  form  of 
those  made  by  Hodgkinson  from  his  experiments.     They  give 
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45 8  Gordon* s  Formula, 

the  breaking  stress  only,  and  an  arbitrary  factor  must  be  applied. 
Then : 

(i)  For  pillars  with  both  ends  flat  and  carefully  bedded : 

a 


/breakings 


i^-br^ 


(2)  For  pillars  with  both  ends  jointed  or  imperfectly  fixed  : 


shortest  diameter 


and  values  of  a  and  d  are  as  follows : 


Tons. 


I 


Gordon's  Constants. 


For  solid  or  hollow  round  C.  I.  pillars    ...  36  ^^^ 

„    solid  rectangular  C.  I.  pillars            ...  36  '      ^J^ 

„    solid  round  W.  I.  pillars -  16  ^^Viy 

„    solid  rectangular  W.  I.  pillars           ...  16  5^\j^^ 

„    pillarsofLTn+orH  section,  W.I.  17  ttAfit 

I  mild  steel       ...  1     ^o  ;     ttWtt 

„    solid    round   pillars  <                    ,  ^ 

I  strong  steel    ...  :     50  I     ^ 


,.,  ,         .,1       f  "^*^d    steel         30 

solid  rectangular  pillars  <  ,     ' 

( strong  steel     I     50 


I 


Some  results  from  these  formula  are  shewn  in  Fig.  416,  and 
will  be  found  handy  for  reference.  A  factor  of  safety  of  at  least 
6   must  be  used,  and   10  or  12  in  the   case  of  moving  parts. 

Then : 

/*»"■*'»"«  X  area  of  section 

W  =  -^  ,   — '  tons. 

factor 

Claxton  Fidler  demonstrates  (Paper,  Inst.  C.E ,  1886)  that 
pillar  strength  '  cannot  be  defined  by  any  hard  or  fast  line,  but 
only  by  an  area'  (viz. :  that  enclosed  between  his  curve  or  Gordon's, 
and  Euler's),  *  within  which  experimental  results  place  themselves 
at  haphazard.'     {See  Appendix  IL,  p.  %^t.) 
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Pillar  Example. 


Example  34.*— Find  the  diameter  of  a  steel  connecting  rod  10  feet 
long  for  a  maximum  load  of  70  tons.   (Hons.  Mach.  Constr.  Ex.  1886.) 

_rt 30 _    210  </' 

^A~l'  "  7i/»+288 


/>«  = 


1+4^''* 


J400     d* 


w 

.-.  70  = 


_  /bgxarea 
~  10 

2IO//*X22X</* 


,    and  solving  the  quadratic, 


(7 ^*+ 288)  X  7x4x10' 
d  ==   n/52-85"  =  727''  at  centre 

For  the  small  end  W  —ft,  a 

ir  d^  I 

.-.   70  =  4  X and  d  =  V22'27  =  47"  at  small  end. 

The  rod  must  be  tapered  as  shewn  in  Fig.  417  to  meet  the  bending 
stress  in  the  large  end,  due  to  pendulum  motion. 


Strength  of.  Furnace  Tubes. —  No  satisfactory'  theory 
having  been  propounded  for  these,  we  are  driven  to  the  adoption 
of  empirical  formulae  obtained  experimentally.  A  tube  pressed 
from  outside  is  in  a  condition  of  unstable  equilibrium,  and  if 
long  enough  fails  by  bulge  or  collapse.  Then,  for  plain  un- 
strengthened  tubes,  where  length  is  from  400  /  up  to  10  <f. 


Fairbaim  and  Unwin. 


Or  safe/  =  ^'^'^^^/l  |  By  Board  of  Trade. 

^        {\.+  i)d  )      ^ 

For  tubes  strengthened  by  non-collapse  rings  whose  distances 
apart  =  400  /  or  less,  the  stresses  in  the  material  are  directly  com- 
pressive, and  bulging  cannot  occur.     Then 

Sale/  -  ^^^  I  By  Board  of  Trade. 


Digitized  by 


Google 


Furnace  Tubes.  461 

If  the  rings  are  further  apart,  the  first  formulae  are  applied, 
with  L  or  /  =  distance  between  rings. 

For  Fox's  corru-  ]  o  r    ^      14,000  ^   1     „    t»      j    r  -r-    j 
gated  tubes,     f  Safe/=    -^-    J    By  Board  of  Trade. 

where  d  =  least  diameter. 

Combined  Torsion  and  Bending  exists  more  or  less  in 

all  shafting. 

B 
In  pure  bending :  /t  =  ^^3 

'52' 

,         X  .     •  ^      Tm      (See  a/so  Appendix //., 

and         In  pure  torsion:    /s  =  ^     ^  ^^        ^859.) 

16 

Combining  these  into  one  direci  stress/^,  it  can  be  shewn  that 

f^  =  -^ ^-^J ^    which  is  the  stress  caused  by  a  twisting 

"76" 

.cent  B„-.  JBl?VfZ^Yll^^:f{^-^^^^^\ 
.'.    In  combined  bending  and  torsion  : 
(i)  Equivalent  twisting  moment  =  Bni+  Vfim^  +  Tm^ 

(2)  Equivalent  bending  moment  =     '"'^  ^    "^  "^-'  ^ 

2 

The  first  is  most  used.  Let  the  shaft  in  Fig.  418  be  under  two 
pulls,  Di  and  W.  B„  due  to  W  is  found  by  Case  IV.  and  set  off 
at  DE.  Bm  due  to  D^  is  shewn  by  the  diagram  gjh;  where 
Gj  is  formed  by  the  balancing  force  at  g,  and  action  shewn 
at  V.  M  OP N  is  the  total  Bm,  having  regard  to  sign.  Twisting 
only  occurs  between  VV  and  x,  and  is  drawn  at  qsrt  to  the 
same  scale  as  the  B^.  Now  combine  mopn  to  form  the 
equivalent  diagram  abcdefg,  every  ordinate  pf  which  is  obtained 
from  the  auxiliary  diagram  y.  Thus,  take  B^  on  m  n  and  T„, 
on  Q  R,  and,  placing  them  at  right  angles,  join  the  hypotenuse ; 
then  turn  B„  round  into  line  with  the  latter,  and  measure  off  the 
total  ordinate  upon  ag.    The  total  shaded  diagram  thus  obtained 
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Combined  Torsion  and  Bending, 


is  the  equivalent  Tmt  a-nd  the  <larker  diagram,  half  of  this,  is  the 
equivalent  Bm- 

Example  35. —In  Fig.  419  are  some  dimensions  of  a  crank  shaft. 
Let  P  =  I  ton  when  at  right  angles  to  plane  A  C  B,  Tn,  being  balanced 
by  a  couple  M  at  D.  Find  greatest  B^  +  Tm  and  diameter  of  shaft 
whenyi=6  tons.     (Hons.  Mach.  Constr.  Ex.  1893.) 


Trrv 


The  end  view  shews  how  Pj  must  be  introduced  to  make  the 
couple  P  Pj  complete.  Then  Pi  produces  a  B^  of  ^  x  12  =  5*45  ton  ins. 
as  in  diagram,  and  P  gives  a  T^  of  5  ton  inches. 


and 


Greatest  equivalent  T„= 

5*45+  n/547 

=  12 

•85 

d  = 

Vt„.6_ 

V  - 

•85x16x7 
6x22 

2-2" 

( 

(5^.'/.  997 
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Combined  Torsion  and  Compression,  463 

Example  36.— The  crank  in  Fig.  420  is  acted  on  by  a  force  W, 
which  causes  a  Bm  on  the  shaft  equal  to  half  the  T„,  Find  «  and  h 
in  terms  of  d^  so  that  all  shall  be  equally  strong.  If  </=  2",  find  the 
$ixes.    (Hons.  Mach.  Constr.  Ex.  1889.) 

T„    =  Wr    andB„  =  ^ 


T.,  =  B,.+  Vb;7Tt7=^+  y(.^yr)%(Wr)«  =  r6i8W. 

1 


reiSWr^/,^^    andW="i^i>^^      (i) 

10  r 


^r=/^      a„d.  =  |.      .•.W|.=/^;     (.) 

Substituting  (i)  in  (2)  '^^'/^^^^^ ^y^^     and  //  =  Jrigd^^^vogd 


'^-^=16"     -  ^-'-5708// 


Then  if_£=2^'    A  =  2*18''    and  a  =  yi^i6'\ 

Combined  Torsion  and  Compression  Stress-Action. 

— When  a  shaft  is  under  thrust  and  torsion  at  the  same  time,  the 
stable  load  for  the  former  is,  by  Euler : 

and,   if   both    actions    be    considered,   according  to   Professor 
Greenhill : 

TT^EI       TJ 

with  which  a  factor  of  5  must  be  adopted.     Propeller  shafts  are 
examples. 

Braced  or  Framed  Structures. — We  commence  the  study 
of  these  by  stating  two  rules  : 

Rule  I. — If  three  oblique  forces  keep  a  body  at  resty  tlieir  direc- 
tions meet  at  one  point. 

Rule  2. — Their  proportionate  value  will  be  shewn  by  the  respec- 
tive sides  of  a  triangle  drawn  parallel  to  the  forces. 

Let  A  and  b  (in  Fig.  421)  represent  two  forces  in  direction 
and  magnitude.     Completing  the  parallelogram,  r  is  the  resultant. 


Digitized  by 


Google 


464 


Reciprocal  Stress  Diagrams. 


which  cAn  only  be  balanced  by  one  single  force,  Rj,  equal  and 
opposite  to  R,  so  that  triangle  a  c  R  represents  the  values  of  a,  b, 


and  R^,  and  all  three  meet  at  £. 


G  is  the  iorce  diagram,  or  triangle  of  forces^  drawn  parallel  to 
the  forces,  and  notice  that  the  arrows  must  follow  round  the 
triangle  in  one  direction. 


J^AXf^Zl 


France  £>sac/9M» 


Fm,  420. 


Let  forces  a,  b,  c,  d,  e,  balance  at  f  (Fig.  422).  Drawing  a 
and  b  parallel  to  a  and-  b  respectively,  g  is  the  resultant  Com- 
bining G  with  c,  h  is  the^  resultant.  Similarly,  /,  the  resultant  of 
A,  B,  c,  and  D,  will  equal  e,  and  meet  at  the  starting-point. 
Hence :  If  a  number  of  forces  keep  a  body  at  rest^  their  relative 
magnitude  will  be  shewn  by  a  polygon,  whose  sides,  taken  in  order^ 
are  drawn  parallel  to  the  forces.  If  all  the  forces  are  known 
but  two,  those  two  can  be  found  from  the  polygon  of  forces.   ' 

Maxweirs  Reciprocal  Stress  Diagrams,— The  force 
diagram  of  a  framed  structure  will  consist  of  several  polygons  in 
juxtaposition,  representing  the  stress  caused  in  the  members  by 
the  action  of  the  loads.  It  is  known  as  the  reciprocal  stress 
diagram,  and  the  extension  is  due  to  the  late  Professor  Clerk- 
Maxwell,  though  found  independently  by  Mr.  W.  P.  Taylor. 
The  method  of  lettering  invented  by  Mr.  BoW  is  not  the  least 
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important  part  of  the  system,  which  we  shall  now  illustrate  by  a 
few  examples. 

Simple  Roof  Truss  (Fig.  423). — (i)  State  all  the  exterfi4il 
farces  (loads  and  reactions),  in  direction.  The  rafters  divide 
their  weights  equally  at  a,  b  and  a^  c  respectively.  The  reactions 
must  balance  the  direct  loads  at  b  and  r,  and  the  load  at  «  in 
addition,  so  that  Rtj=*=i3'9  and  Ri2=i6-i.  The  ceiling  weight 
does*  not  affect  the  truss  directly. 


JTla.  423. 


i^j 


(2)  Assign  a  letter  to  each  cell.  Of  these  there  is  but  one,  the 
triangle  A. 

(3)  Place  a  letter  in  each  division  of  the  external  space,  as 
formed  by  the  lines  of  forces.     These  are  at  b,  c,  d,  e,  f  in  the 

figure. 

(4)  Drauf  the  force  diagram  for  every  set  of  radiating  forces. 
Take  the  four  forces  at  corner  r,  each  defined  by  the  spacial  letters 
thus:  FB,  Bc,  CA,  AF.  (Adhere  to  one  method,  preferably  a 
right-handed  rotation.)  Set  off  the  vertical  f  b  in  force  diagram 
=  5  cwt.:  and  bc=i6'i  cwt.  Draw  ca  |  to  bottom  member  bc. 
Then  a  f  must  be  ||  to  aCy  and  must  meet  at  starting-point  f. 
The  steps  are  clearly  shewn  by  the  figure  at  g.  Notice  that  the 
arrows  m\isi  follow  round  in  the  force  diagram.  The  novice  may 
imagine  a  dotted  circle  round  each  set  of  forces  to  avoid  con- 

.  fusion  caused  by  seeing  two  arrows  on  one  member  in  opposite 
directions.  '  The  reason  of  the  latter  is  explained  at  h,  where  the 
same  pull  is  felt  in  opposite   directions  on  the  walls.     If  the 


Digitized  by 


Google 


466  Suspension  Bridge. 

polygon  does  not   properly  close,  the  arrows  may  not  be  in  the 
right  direction,  and  a  new  examination  must  be  made. 

Nfext  take  the  point  a^  and  draw  the  triangle  fa,  ae,  ef  in 
the  manner  shewn  at  j.  ef  should  measure  15  cwts.  Finally, 
draw  the  polygon  e  a,  a  c,  c  d,  d  e  for  the  point  b^  as  shewn  ai 
K,  making  c  d  «  13-9  cwts.  and  d  e  =  10  cwts.  And  the  stresses 
in  the  members  may  now  be  measured  off,  marking  +  for  com- 
pression, and  -  for  tension : 

+  in  a  F  :«  14-5  cwts. 
+  in  AE  =  io'4  cwts, 
-  in  A  c  =     9*5  cwts. 

Thick  and  thin  lines  also  represent  compression  and  tension 
respectively. 

Suspension  Bridge  Chain. — A  free  uniform  rope  or  chain 
hangs  in  a  catenary  curve,  which  is,  however,  so  nearly  like  a 
parabola  that  the  latter  is  always  substituted  for  simplicity  in 
practice.  Taking  the  chain  in  Fig.  424,  supposed  weightless,  but 
with  loads  at  even  distances  as  shewn,  the  forces  at  l  and  b  are 
necessary  to  keep  equilibrium,  and  the  chains  will  be  in  tension  as 
shewn  by  the  arrows.  Supposing  reactions  to  be  3  J  each,  the 
triangles  abc,  acd,  aef,  &c.,  are  drawn  in  succession.  Then 
the  distribution  of  load  may  be  foun(J  for  c  D,  d  e,  e  f,  &c.,  and 
the  stresses  in  the  chain  also  measured. 

Warren  Girder  with  Symmetrical  Loads. — Firsts 
Distributed  on  laiiter  boom  (Fig.  425).  The  cells  are  equilateral 
triangles,  and  the  girder  has  been  much  used  for  American 
bridges.  Loads  being  i,  i,  i,  reactions  are  i^  +  ii,  and  the 
force  i^  at  J  causes  compressions  in  h  b  and  H  a,  but  tensions  in 
A  J  and  AB.  The  force  diagrams  are  drawn  for  points  i,  2,  3,  4, 
5,  &c.,  and  the  total  diagram  is  given  in  the  figures  jkgda. 
Measuring  the  latter,  we  find  the  stresses  to  be  as  follows : — 

In  AH  and  hg  =  173  +  In  h  b  and  h  f  =*  173  +     ^ 

„  BA  and  of  =  173  -  „  hd  =  2*31  + 

„  CB.  and  fe  =  0*58  +  „  aj  and  gk  =  o*86  - 

„  DC  and  ED  =  0*58  -  „  CM  and  le  =  2*02  - 
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Second^  let  a  Warren  girder  be  loaded  centrally  on  top  boom. 
The  diagram  is  found  at  Fig.  426,  and  can  be  eaaly  followed* 

Warren  Girder  with  Unsymmetrical  Load  (Fig.  427). 
— The  load  is  placed  on  the  top  boom  and  the  force  diagram  shown 


^  A3^ 


A 


"/\H/\r/\ 
*•    /i/  \/  C  \/  £ 

•'TV?  ^ ^ 


jssxsm 


below;  but  may  be  worked  for  other  conditions,  km  is,  of 
course,  ^^  W,  and  ml  y^  W,  and  all  the  figures  should  close 
at  B.  If  W  be  placed  at  each  apex  successively,  and  a  separate 
diagram  found  for  every  case,  we  may,  after  examination, 
find  the  maximum  stresses  due  to  roiling  load.     Then  Fig.  425 


Digitized  by 


Google 


468 


Jib  Crane, 


givQs  stresses  due  to  bridge<weight,  and  427  those  due  to  loco- 
motive, &c.  Tabulate  the  stresses  so  as  to  find  the  maxima, 
thus : 


Member. 

Rolling  Load. 

Maximum  live 
load. 

Stress 
due  to 
dead 
load. 

Total 

I  St 

position 

2nd 
position 

3rd 
position 

position 

position 

+ 

- 

AH       '      ... 

HG 
BA 
&c. 

... 

... 

... 

After  which  the  bars  are  designed  to  meet  the  stresses,  ehher  as 
lies  or  struts.  A  lattice  girder  is  shewn  in  Fig.  426,  being  two 
Warren  girders  superposed. 

Example  37.— The  post,  tie  rod,  and  jib  of  a  crane  (Fig.  428)  are 
15,  45,  and  50  feet  long  respectively.  Find  all  the  stresses,  (i)  with 
barrel  on  tie  rod  ;  (2)  with  barrel  on  jib,  with  a  load  of  5  tons.  (Eng. 
Exam.,  1887.) 


Reactions. — Load  produces  both  turning  effect  and  downward  pull, 
resisted  by  equal  horizontal  forces  at  b  and  r,  and  by  5  tons  upvrard 
force  at  c.  That  at  b  is  supplied  partly  by  bending  strength  of  post, 
and  partly  by  balance-weight.     Letter  the  truss. 

First,  suppose  the  weight  hung  from  «  as  a  fixed  point.  Draw 
B  C  in  stress  diagram  =  5  tons,  and  complete  triangle  B  C  A.  Passing 
to  ^,  E  A  must  be  a  pull  to  produce  equilibrium,  and  B  A  E  is  the  force 
triangle.  Finally,  forces  at  c  are  shewn  by  polygon  A  C  D  E  A,  and 
stresses  are : 

onAB  =  i5-       onCA  =  16*66+       and  on  A  E  =  277  - 
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Also  E  B  =  C  D  =s  1474. 
and  weight  couple  =  righting  couple 

Tons.     Feet.  Tons.     Feet. 

5x44-22         =        1474 X  '5 

22I'I  =  22I'I 

Case  (i).  Stress  in  tie  rod  from  dxoa  becomes  -  15  +5  =  10  tons  - 
Case  (2).   Stress  in  jib        from  eXa  a  becomes  + 16|  +  5  =  2i|  tons  + 

other  stresses  being  unaltered.  The  advantage  of  Case  (i)  is  obvious. 
If  the  barrel  be  between  //and  e  the  stress  must  be  resolved  on  the 
two  members.  As  the  load  varies  from  nothing  to  a  maximum,  the 
righting  moment  of  balance  weight  should  be  half  the  maximum. 

Redundant  Members  are  such  as  receive  no  stress  .accord- 
ing to  force  diagram,  but  contribute  usually  to  resist  buckling. 
In  Fig.  429,  cross-members  connect  weak  strut  b  with  strong  tie  a, 


JRCa,4^29 


^^,4'30. 


but  otherwise  receive  no  stress.     In  Fig.  430  a  is  redundant,  but 
receives  stress  due  to  iniStability  of  strut  b.   {SeeApp.  III.,p,  923.) 

Ex(unple  38.— A  crane  is  constructed  as  in  Fig.  431.  Draw  the 
stress  diagram  for  internal  and  external  forces.  (Hons.  Mach.  Constr. 
Ex.  1888.) 


jFa^.4^31 


The  crane  is  shewn  at  «,  and  the  stress  diagram  found  at  h^  com- 
mencing with  the  weight  E  D. 
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Roof  Trusses, 


Roof-truss    with    Five    Cells. — Two  cases  have  been 
worked  in  Fig.  432;   the  first  for  vertical  load  only,  and  the- 
second  for  wind  pressure  only. 

Case  (I).     Vertical  load  due  to : 

(i)  Weight  of  roof  and  rafters,  between  two  j 

principals.  J  =  2  W 

(2)  Weight  of  snow  on  ditto.  ) 


TTAL    ViltT  ieA»     T 


AUXtLfARY 


\  \\  t 


J^Xcr.  432. 


v^wo  -  rme^uJiC  \STf9CsScs. 


H 


Taking  each  side  of  roof  (i)  +  (2)  must  be-  distributed  as 
vff  ^V,  \%  W,  and  fV  ^^  at  the  three  points  respectively,  making 
reactions  =  total  load,  2W;  the  forces  are  then  as  given;  and 
after  lettering  the  spaces,  the  stress  diagram  is  found  as  below. 

Case  (II).  Oblique  load  due  to  wind  pressure.  Considering 
the  wind  to  blow  horizontally  exerting  a  force  of  from  40  to 
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60  lbs.  per  sq.  ft.  (according  to  the  exposure)  upon  the  area 
{k  X  width  of  bay). 

Total  force  Pt  =  56  x  ^  w\    say,  in  lbs. 
Then  Pt  may  be  resolved  into  two  forces,  one  parallel  to  the 
rafter,  and  one  (?„)  normally,  and 

P„  total  =  ?i^ 

f  ac 

This  force  is  distributed  at  tf,  d,  and  r  as  ^  Pn,  f  Pn,  -nr  ^n- 
In  iron  roofs  the  expansion  is  usually  allowed  for  by  fixing  one 
end  {a)  and  leaving  the  other  free  {p\  which  allows  us  to  say  the 
reaction,  Rt^,  is  vertical  Now  Rtj,  Rt2»  Pn  are  three  balancing 
forces,  and  must  meet  in  one  point  X,  found  by  producing  Pn  to 
meet  Rt^  produced.  Then  joining  a  X,  the  direction  of  R^  is 
found,  and  the  amounts  Rti  and  Rtg  further  obtained  from  the 
auxiliary  diagram.  If  the  wind  blow  from  the  right,  Pn  is  exerted 
on  cb^  and  x  will  be  above  instead  of  below  b  (Case  III.).  Both 
II.  and  III.  must  be  examined,  though  we  only  have  space  for 
Case  II.  Take  the  lettering  as  in  I.,  with  the  exception  of  the 
additional  external  space  l,  and  draw  the  stress  diagrams  as 
shewn  below. 

Finally,  tabulate  the  stresses  for  Cases  I.,  II.,  and  III.:  then 
add  I.  to  II.  and  III.  separately  to  find  the  maximum  stresses, 
and  design  the  members  to  suit.     {See  Appendix  /K,  p.  953.) 

Framed  Structures  of  Three  Dimensions  are  such 
as  include  a  solid  instead  of  an  area.  They  must  be  solved  by  a 
step-by-step  process,  taking  each  plane  in  succession.  We  will 
explain  by  means  of  an  example. 

Example  39. — A  sheer  legs  (Fig.  433)  is  formed  of  two  fore  legs 
145'  long  and  60'  apart  at  the  base,  and  a  back  leg  170'  long  attached 
to  a  nut  having  a  travel  of  40'.  The  maximum  overhang  is  40',  and 
load  100  tons.  Find  the  stresses  in  the  members,  (i)  and  (2),  at  each 
end  of  the  nut  stroke ;  (3)  when  the  load  is  directly  over  the  base 
plates.    (Hons.  Mach.  Constr.  Ex.  1888.) 

Case  I.     Nut  at  D. — Taking  first  the  plane  A  D  B,  the  diagram  P 

shews  stresses   .     .  ,,  ■     a  x^     « 

m  AB  =  174  tons,     m  AD  =82  tons. 

Turning  to  the  end  view,  the  stress  of  174  in  A  B  must  be  resolved  in 
each  leg,  as  in  diagram  Q,  giving  stresses 

in  g  ^  and  aCy  each  =  88  tons. 
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Three-dimensioned  Truss. 


Case  II.    Nut  at  E. — R  is  the  first  diagram  and  S  the  second, 
giving  stresses 

in  At  B  =B  92  tons,     and  in  a  ^  and  ac  each  =  47  tons. 


i:^dM. 


Case  III,  is  worked  entirely  from  the  end  view.  100  tons  is  to  be 
distributed  on  the  fore  legs,  causing  no  stress  in  the  back  leg.  Then 
by  diagram  T,  stresses  are 

\xi  ab  and  a  c  each  —  5 1  tons. 
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CHAPTER  IX. 

ON   ENERGY,  AND   THE   TRANSMISSION   OF  POWER 
TO   MACHINES. 

We  commence  with  a  few  definitions  and  explanations. 

Force  and  Mass. — Engineers  use  'gravity'  units  for  these: 

the  unit  of  force  being  i  lb.  and  that  of  mass  32*2  lbs.  {g)  or  : 

w 
mass  s=  — 

Velocity  is  estimated  in  feet  per  second.  If  uniform^  the 
distance  travelled  (5)  depends  both  on  rate  and  time  occupied  : 

*  s  —  iv    (distance  =  time  x  velocity) 

shewn  graphically  at  a,  Fig.  434.  The  area  b  shews  similarly  the 
distance  travelled,  under  variable  velocity  given  by  the  curve  j  the 
areas  being  measured  as  at  Fig.  326,  Chapter  VIII. 

Acceleration  (/)  is  the  increase  of  velocity  during  each 
second.  Uniform  acceleration  is  produced  by  any  constant 
force,  the  latter  being  measured  by  the  increase  of  momentum 
it  produces.*     Momentum  =  mass  x  velocity. 

.'.  Force  producing  acceleration  =  —  x/ 

Uniformly  Accelerated  Velocity  .—A  body  starting  from 
rest  at  o  (c,  Fig.  434)  has  its  velocity  gradually  increased  by  the 
amount/ during  each  second  /,  and  the  final  velocity  is  4/  But 
the  total  time  is  4.     Therefore  final  velocity, 

v^ft (I) 

and  the  distance  is  shewn  by  the  area  under  the  velocity  curve 

-'^>^'-  s^'Lt^yt^ (,) 

Substituting  value  of  /  from  (i)  we  have  : 

s  =  --     and  v^  =  2/s (3) 


*  Newton's  second  Law. 
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Velocity, 


With  an  original  velocity  v  the  distance  is  found  by  adding  the 
two  areas  at  d,  Fig  434.     {See  p,  1099.) 


A 

V 

.V 

1 

z 

3    4  sees. 

b 

-^ 

t 

3    l^jgor.        irur.4'34>. 


Uniformly  Retarded  Velocity  is  a  similar  case  to  d,  the 
final  velocity  and  total  distance  being  found  by  subtraction  of 
areas,  as  at  e,  and  are  v^  -  v^  and  s^  -  s^  respectively. 

Collating  results,  with  v^  as  original  and  v^^  as  final  velocities, 


U.A.V.  from  rest.  I  U.A.V.  with  original  velocity. 
v^^ft  I         v^^v,-^ft 

s=^\ft^  s^tv^^yt^ 


U.R.V. 


v-ft 


'      V^  -   2fs 


IK^  =  V^  +  2fs 


s^ti\-\ft^ 


Example  40. — A  locomotiye  and  train  weighing  190  tons  start  on 
a  level,  and  attain  a  speed  of  60  miles  per  hour  within  one  minute. 
What  was  the  mean  pull  exerted  ? 


_,         /  V     ^       ^'  60  X  5280        23 

From  (i)    /  =  —  ^ — -^ —  =  — 

•^         /         I  X  60  X  3600        1 5 


{Seep,  1096.} 
0266  lbs. 


^  D  11  ■    lu         ^/      'o°  ^  2240  X  22 

and  Pull  m  lbs.  =  -^  = ~ 

.iT  32  X   15 

or  46  tons,  neglecting  friction 


Conservation  of  Momentum. — Two  balls,  a  and  b. 
Fig.  435,  raised  simultaneously,  are  allowed  to  fall,  strike,  and 
rebound.    The  duration  of  shock  is  called  the  impact,  and  it  is 
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found  that  the  added  momenta  of  the  balls  is  the  same  whether 
before  or  after  impact,  a  fact  useful  in  many  calculations.  In  the 
case  of  ordnance  the  total  momentum  is  divided  at  explosion, 


\  *  — — ^— — — — — — ^— 


£)}J^ 


equally  between  gun  and  carriage  on  the  one  hand,  and  the  shot 

and  charge  on  the  other.     Introducing  a  practical  coefficient  I'l, 

Highest  velocity  \       (weight  of  shot  and  charge)  x  (muzzle  velocity)  x  I'l 
of  recoil  j  (weight  of  gun  and  carriage) 


the  quantities  being  in  lbs.  feet  and  seconds 
wv 


But  p 


gt 


(pp.  473-4) 
maximum  force  =  mean  force  x  2. 


wv 


mean  force  of  recoil  =  — -  and 


Energy  is  the  capacity  to  do  work. — Potential  Energy  is 
latent  till  some  small  change  occurs  to  give  it  actual  value :  thus 
the  chemical  energy  in  coal  requires  a  small  starting  heat,  and  the 
water  in  a  high  tank  may  be  released  by  opening  a  small  valve. 
Kinetic  Energy  or  energy  due  to  motion,  is  always  visible  so  to 
speak,  except  in  the  case  of  molecular  movement  merely. 


Examples  of  Energy  Forms. 


I 

c 

•xs 

I 

o 


I. 


Raised   weight    (solid  ox\^  . 

liquid):  jEnergy  of  position. 


Clock  spring  wound  up 

bent  bow : 
Compressed  gas  : 
Nerve  Energy : 


5.  Electrical  Energy ; 


6.  Chemical  Energy  : 


^  Elastic  Energy. 


(Capable  of  muscular  exertion. ) 
I  That  due  to  separation  of  positively 
X  and  negatively-electrified  bodies, 
(     as  in  frictional  electricity. 

I  Due  to  separate  existence  of 
-j  elements,  as  in  gunpowder 
[     and  coal. 

KK 
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Nature's  Stores  of  Energy, 


Examples  of  Energy  Forms  (continued). 


0) 

c 


7.  Muscular  Energy  : 

8.  Gas  Expansion  : 

9.  Mechanical  Energy : 


10. 


12. 

\ 


Electrical  Energy : 

Heat  Energy  ; 
Chemical  Energy  : 

Radiant  Energy  : 


(When  in  motion.) 

^.^.,  the  wind,  heat  engines. 

As  in  machines. 
[The  current  in  motion,  as  in 
-[     Voltaic  and  Faradaic  elec- 
(     tricity. 

Being  molecular*  motion. 
rWhen  combining,  on  account 
\     of  affinity  of  elements. 
(The  vibration  of  the   ether 
'(     causing  light  and  heat. 


The  true  energy  is  that  only  which  is  available^  by  reason  of  a 
certain  difference  of  *  pressure,'  *  head,*  or  *  potential,*  as  measured 
within  fullest  attainable  limits. 


Nature's  Stores  of  Energy. 


I.  Heat  Energy  : 
II.  Water  Energy  : 

III.  Wind  Energy : 

IV.  Coal  Energy  : 

V.  Petroleum   or    oil 
Energy  : 
VI.  Tidal  Energy  : 

VII.  Electrical  Energy : 
VIII.  Food  Energy  : 


(Direct  from  sun  :  probably  sustained 
t     by  meteoric  impact. 

Due  to  fall  from.mountains  to  sea. 

f  Due  to  difference  of  pressure  caused 
\     by  sun's  heat 

( Due  to  chemical  condition  of  separ- 
\     ation. 

I  Ditto. 

Due  to  moon's  attraction,  principally. 

(i.)  Due  to  separation  of  kind,  as  in  thunder 
clouds,  and  untractable  :  (2.)  Due  to  veiy 
small  differences  of  potential  in  both  air 
and  earth,  and  valueless  for  large  oper- 
ations. 

(Due  to  sun's  action   on   growth  of 
(     plants. 


All  these,  excepting  VI.,  are  due  to  the  sun's  heat,  which  has 
grown  coal  forests  and  daily  evaporates  water.  V.  is  probably 
due  to  a  condensation  of  the  once  glowing  earth. 
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Conservation   of  Energy — In  every  system,   the  total 
energy,  however  changed  in  form,  remains   constant.     This  is 
shewn  by  every  fact  we  possess,  and  although  impossible  to  prove 
directly,  its  rejection  raises  absurdities.    Stated  generally, 
Kinetic  Energy  +  Potential  Energy  =  Constant. 
But  in  its  more  useful  form  for  the  engineer  :  in  any  machine^ 

(a)  (b)  (c) 

«,  ^  ,  1       ^:.  ^      useful  work   .  work  lost  by 

Total  energy  deposited  =   ^^^^^^^    +  ^^,^^^J^ 

unless  som6  portion  is  stored  for  future  use,  as  by  a  spring.  The 
most  usual  form  of  (c)  is  frictional  heat,  and  we  are  quite  certain 
that  more  work  cannot  be  received  than  was  first  deposited,  which 
at  once  disproves  the  sanity  of  perpetual  motion  machines,  de- 
pending as  they  do  upon  a  surplus. 

Transformation  of  Energy. — Thus,  generally,  potential 
energy  becomes  kinetic,  and  vice  versd,  the^simplest  example  being 
a. pendulum  which  is  alternately  stationar}'  but  raised,  and  moving 
but  fallen.  Coal  energy,  potential  in  the  mine,  becomes  kinetic,  as 
heat,  in  the  boiler;  and  kinetic,  as  mechanical  energy,  in  the, 
engine.  Chemical  energy  becomes  electric  in  the  galvanic 
battery,  and  heat  energy  electric  in  the  thermopile ;  while  water 
may  turn  a  dynamo  through  a  turbine.  A  locomotive  brake 
block  converts*  mechanical  energy  into  heat,  and  many  other 
examples  will  suggest  themselves. 

Numerical  Estimate  of  Various  Energies. — A  raised 
weight  may  do  work  in  falling.     Therefore  its 

energy  in  foot  pounds  =  w\i   (potential. ) 

When  reaching  the  ground  its  velocity  will  be  {see  bottom  o/p,  473): 

V  =^   J  2jrH      and  H  =     - 

Substitutinfthis  value  in  the  first  formula  we  have — 

ZlfV^ 

energy  m  foot  pounds  =   —     (kinetic), 

which  may  be  applied  to  all  cases  of  moving  bodies,  whatever  the 
cause  of  their  motion,  for  we  may  always  suppose  that  the  velocity 
has  been  caused  by  gravity,  a  strictly  tenable  artifice. 
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Whep  the  moving  body  rotates  round  an  axis  in  the  manner 
of  a  fly-wheel  rim,  the  linear  velocity 

N 

t'  =  2  rr  R  «      and  «  =  _ 

60 

'    ...  Energy  in  foot  pounds  =  ^'  -  wj2.KnY  ^w{2jrKKf 

2^ S- 2g  2g  2g{6QY 

=  -0001714  tt^R'  N' 

where' a'  is  the  weight  of  the  moving  body  or  fly-wheel  rim,  and 
R  =  average  radius.     Here  energy  a  w  R*  N' 

(See  pp.  Z60  and  11 00.) 

Example  41. — A  fly-wheel  of  a  4  H.P.  engine  running  at  75  revs, 
per  m.  is  equivalent  to  a  heavy  rim  45"  dia.  weighing  500  lbs.  Find 
(i)  ratio  of  its  kinetic  energy  to  the  energy  exerted  in  a  revolution, 
and  (2)  greatest  and  least  number  of  revs,  when  the  fluctuation  of 
energy  is  J  the  energy  of  a  revolution. — (Hons.  Mach.  Constr.  Exam. 

^^^'^'^       (i)  Energy  per  rev.  =  ^  ^_330oo  ^  ^^^  ^^^  pounds. 

Kin.  energy  of  fly-wheel  =  0001714  «/  R*N*  =  1682  foot  poundk 
_     .     i  Fly-wheel  En.        1682       .95? 
'-'  ^^^^^  ]      Rev.  En.        ==  7f68  ==     i 

(2)  Let  7^1  =  highest  vcl.  :  v^  —  least  vel.  :  v  =  mean  vcl. 
Then  ^^JL±^  =  V  and  v^-^-v^  ^  2v  ^  ^"^^^  ^  ^  ""  ^^'^^^ 

W ,       ^  ^         1760  .    ,  x   /  .  V  1760    .  , 

Fluctuation^  — (V-'^'a^-'-T-  :  and(7'i-7/2)(2'x4-z's)  =  — -  ■f7764 
2^   .  4  •  4 

/.  z/,  -x/o  = V- 7  «  I '02  ft.  per  sec. 

^       *      4  X  7764  X  29-436  ^        ^ 

But  (7/f  -  T'2)  +  (T/i  +  7/2)  =  2 7/j    .-.  v^  =  192 +^29436  ^  ,^.578 

and  (vi  -f-  2/2)  -  (^i  -  "^'s)  =^27/2    .*•  'Z'2  =  ^^"^^^"'^^  =  "3758 

60 
Finally  N  =  .  ^^  v  =  5*1  v 

.'.  Highest  revs,  perm.  =  79'9S    and  least  revs.  =  70' 16 

The  energy  of  a  spring  or  compressed  gas  is  the  average  force 
multiplied  by  the  distance  moved  ;  thus — 

Energy  of  compressed^  ^  greatestjoad  injte,  ^  ^^^^.^  .^ 

spnng  m  foot  pounds  j  2 

Energy   of  compressed)   _  mean  ordinate  of  total  expansion  or  stroke 

gas  in  foot  pounds    j           pressure  curve  of  piston  in  feet 
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A  unit  of  heat  will  raise  i  lb.  of  water  through  i"  Fahr.  when  near 
39*,  its  greatest  density ;  and  Dr.  Joule  found  by  experiment  that 

One  unit  of  heat  =  772*55  foot  pounds  of  mechanical  energy. 

The  number  772  therefore  is  spoken  of  as  Joule's  equivalent  (J). 
{See  Appendix  III.^p,  930.) 

Electrical  energy  may  be  estimated  in  terms  of  mechanical 
energy  as  follows : 

Energy  in  foot  pounds  =  737  E  Q. 

where  E  =  Electro-motive  force  in  volts. 

and    Q  =  Quantity  in  coulombs.    {See  App.  IIL^p,  926). 

Lastly,  Chemical  energy  is  measured  by  its  heating  eflfect, 
found  by  carefiil  experiment.  Thus,  i  lb.  of  good  dry  bituminous 
coal  will  give  out  14,500  units  of  heat  when  completely  burnt, 
which  may  be  further  represented  in  foot  pounds. 

Prime  Movers  are  machines  which  obtain  Nature's  energy 
at  first  hand  for  transmission  of,  or  transformation  into  mechanical 
energy.  Such  are:  Heat  Engines,  Water-Wheels  and  Turbines, 
Windmills,  Electric  Engines,*  and  Tidal  Motors. 

Power  is  direct  or  controlled  energy,  as  distinguished  from 
the  free  energy  of  Nature  or  that,  say,  of  a  bullet.  The  term  has 
been  more  usually  applied  to  mechanical  energy  or  the  mechanical 
equivalent  of  other  energies,  but  is  gradually  being  restricted  to 
indicate  *  rate  of  doing  work,'  one  horse-power  being  the  unit' 

Transmitters  of  Power  remove  the  mechanical  energy 
of  a  prime  mover  to  a  distance,  or  change  the  components  and 
perhaps  the  whole  form  of  the  energy.     The  following  is  a  list : — 

1  Linkwork  •  [  Connecting    rods,    coupling    rods, 

J      cams  and  levers. 

2  Shafting  •  I  Lin^s    of  shafting,   with    clutches, 

° '  \     couplings,  and  bearings. 

3.  Spur  gearing :  For  connecting  parallel  shafts. 

4.  Bevel  gearing :  Connecting  shafts  at  various  angles. 

5.  Worm  gearing :  Connecting  shafts  at  right  angles. 

^    T,  ,.         .  (  Connecting  shafts  at  various  angles, 

6.  Beltgeanng:  j      but  chiefly  parallel 

7.  Rope  gearing  (cotton) :     For  high  speeds. 

*  By  voltaic  battery  or  thermopile. 
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Horse  Power. 


lO, 
12, 

13 


Rope  gearing  (wire)  : 
Pitch-chain  gearing : 
Friction  gearing : 
Compressed  air  : 
Hydraulics : 
Electrical  transmission : 


Low  speeds. 

Instead  of  (6) :  positive  driving. 

Instead  of  (3)  and  (4). 

For  storage  and  for  mines,  &c. 

Water  power  for  storage. 

May  be  conducted  in  any  direction. 

Comparison  of  Agents. — The  work  a  prime  mover  or 
transmitter  can  perform  in  a  given  time  may  be  referred  to  the 
standard  Horse-power^  or  33,060  foot  pounds  exerted  during  one 
minute:    Then  for  any  agent, 

foot  pounds  done  in  one  minute 

Horse  power  =  

^  33,000 

In  this  way  the  following  results  have  been  estimated  : 

Horse  Power  of  Various  Agents. 

Ft.  lbs. 
per  m. 

A  man  raising  his  own  weight  vertically  ) 


4350 
3180 


H.P. 
per  m. 


•1318 


•0963 
•0818 
7924 


during  a  day  of  eight  hours J 

Ditto,  pushing  and  pulling  at  capstan    . . . 

Ditto,  turning  a  winch |     2700 

Horse  pulling  a  cart ■  26150 

or  a  man  performs  ^j^  to  |,  and  a  real  horse  ^^  of  a  horse-power. 
Theory  of  Machines. — A  machine  is  an  assemblage  of 
parts  whose  relative  motions  are  fully  constrained^  and  its  purpose 
is  the  transmission  or  modification  of  pouter.  The  time-honoured 
method  has  been  to  refer  all  machines,  however  complicated,  to 
six  simple  cases,*  each  consisting,  according  to  definition,  of  more 
than  one  part.     They  are  : 

bar  and  fulcrum. 

equi- 


I.  The  Lever : 
•2.  The  Wheel  and  axle : 


3.  The  Pulley  : 

4.  The  Inclined  Plane  : 

5.  The  Wedge : 

6.  The  Screw  : 


{handle  and  barrel  upon  axle  : 
valent  of  continuous  lever, 
block  and  tackle ;  continuous  lever, 
sliding  plane  and  resistant  base. 

{ditto :    equivalent  to  double  inclined 
plane. 
{screw   and   nut :   equivalent   to   con- 
tinuous inclined  plane. 


Called  (wrongly)  *  Mechanical  Powers.* 
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and  they  can  all  be  placed  under  two  divisions — ^levers  and 
inclined  planes.  There  is  always  a  point  P' where  the  energy 
enters,  and  a  point  W  where  it  is  removed,*  and  the  Principle 
of  Work  states  that 

Work  put  in  at  P  =  work  taken  out  at  W 

neglecting  resistances.     But  as  work  =  force  x  distance, 

P  X  </  =  VV  X  D,         or         ^  •  K» 

where  d  =  distance  travelled  by  P,  and  D  that  travelled  by  W. 

This  is  the  underlying  principle,  and  our  investigations  on 
machines  are  for  the  purpose  of  finding  the  comparison  of  the 
distances  or  speeds  at  P  and  W,  for  by  inversion  we  shall  obtain 
the  relation  of  the  forces  W  and  P.  The  first  is  the  ratio  of 
virtual  velocities  and  the  second  is  mechanical  advantage.  Then, 
generally, 

vel.  P        force  W       ^.^    ,     ^  ^     W^ 

.  ,,,  =  1 5-  =  Mech.  Adv.  — *  . 

vel.  W       force  P  P  ^ 

The  Lever  is  shewn  under  various  forms  in  Fig.  436.  By 
nooments : 

P^  =  WA         and      Mech.  Adv.  =  ~  =  ^  ^^'  ^^^ff ^^  ^'^ 

PA/.  763.) 

The  Wheel  and  Axle,  Fig.  437,  is  reckoned  similarly, 
and  its 

a  handle 


Mech.  Adv. 


A       barrel  rad. 


A  train  of  gearing  in  Fig.  438  consists  of  two  pairs  of  wheels, 
a  handle,  and  a  barrel.     The  advantage  of  the  first  pair  would 

be  -  :  of  the  second  pair  -^  ;  and  of  the  wheel  and  axle  —'-.      So 
A  Aj  A2 

the  total 

W        a        a-i        a^ 

Mech.  Adv.  "p  =  X  ^  A    ""  X 

*  The  old  letters  P  and  W  being  retained,  are  meant  to  represent  the  forces 
and  also  the  points  of  application.  Rankine  called  them  efort  and  resistanct 
respectively.  Note  that  frictional  and  other  losses  are  entirely  neglected  on 
pp.  481-4  and  Theoretical  mechanical  advantage  is  therefore  the  result. 

KSeep,  954.) 
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Levers  and  Equivalents, 


which  can  be  easily  proved  by  the  levers  shewn  below.    Generally, 
then,  for  toothed  gearing  with  wheel  and  axle, 

^*    1     *  J     W       followers       handle  rad. 

Mech.  Adv.  —  =  -r-^ x ~-^— 

P        drivers  barrel  rad. 

the  wheels  being  estimated  by  teeth,  radius,  or  diameter. 


I^fXf.437. 


Belting  is  a  substitute  for  toothed  gearing,  as  shewn  in  the 
lower  diagram,  a  crossed  belt  giving  the  same  direction  of  motion 
as  one  pair  of  wheels.  N.B. — If  speeds  only  are  to  be  reckoned, 
the  wheel  and  axle  does  not  enter  into  the  calculation. 

The  Block  and  Tackle  (Fig.  439). — Neglecting  friction, 
the  cord  has  the  same  tension  throughout,  and  there  are  (in  the 
case  shewn)  six  pulls  on  the  weight,  each  equal  to  P. 

^,    ,     .  ,     W       6  ,,         No.  of  cords 

.*.  Mech.  Adv.  —  =  -      or  generally  = 

Pi  I 

W      2 

In  any  movable  pulley  M,    ^  =  -  because  W  only  rises  half 

the  height  of  P,  as  shewn.     {See  p,  741.) 
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433 


The  Compound  Wheel  and  Axle  is  given  in  its  most  useful 
form  at  Fig.  216,  p.  204.  P  is  the  hand,  and  W  hangs  from  the 
lower  hook.  Imagining  the  upper  pulley  to  make  one  revolution  : 
W  _  P's  dist.  ^A  "  2A 

P  "  W's  dist.  '^  T^LZ^  "  A  -  B 


Mech.  Adv. 


The  reason  W  rises  only  half  the  difference  of  circumference  is 
that  the  lower  pulley  is  movable. 


r/jcf.  443 


The  Inclined  Plane  and  Wedge  are  shewn  in  Fig.  440. 
While  P  moves  through  ^,  W  is  lifted  through  /t,  and 

W       d 

Mech.  Adv.  -5  =  t 

P       h 

Or,  a  body  being  held  on  the  plane  by  the  three  forces  P,  W,  &  R 
(the  latter  being  normal),  the  relation  of  the  Jthree  may  be  found 
by  the  triangle  of  forces,  Fig.  421.     (See  also  p.  464.) 

The    Screw   exists   in   combination  with  the   lever,  as  in 
Fig.  441  (see  also  pp.  206-7).     If  P  make  one  rotation, 

.c     ,     .  ,     W       P's  dist.         27rr 
Mech.  Adv.  —  =  --„    ■  .       =    -yr 
P        W's  dist.        / 
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484  Screw  Cutting. 

Example  42.— Arrange  the  gearing  of  a  single  purchase  crab  so 
that  60  lbs.  on  a  1 5"  handle  may  raise  half  a  ton  from  a  barrel  10' 
dia.,  neglecting friciton.     (Eng.  Ex.,  1891.) 

,.    ,      J     W        follower         handle  1120 

Mech.  adv.  -^  =   -^- x  r ; — ■^-  =    -r— 

P  driver        barrel  rad.  60 

.    1 120      follower        15  follower  6'22 

60    ~    driver  5  *  *     driver     ~      i 

So  the  pitch  line  diameters  may  be  6"  and  37 '32'"  for  pinion  and 
wheel  respectively,  as  in  Fig.  442.    {See p,  955.) 

Example  43. — A  shaft  A  has  a  spur  wheel  of  120  teeth,  which  drives 
a  pinion  B  with'  1 1  teeth.  On  shaft  B  is  a  wheel  of  1 32  teeth  driving 
a  pinion  C  of  10  teeth.  Lastly,  on  shaft  C  is  a  wheel  of  48  teeth 
driving  a  pinion  D  of  8  teeth.  A  turns  at  2  revs,  per  m.  Find  speed 
of  D.     (Eng.  Ex.,  1885.) 

The  wheels  are  shewn  in  Fig.  443. 

vel.  D   _  followers  _  120  x  132  x  48  _  864 
vel.  A  ~     drivers  11x10x8  i 

.*.  D  makes  864  x  2  =  1728  revs,  perm. 

Example  44. — Two  men  at  a  crab  exert  60  lbs.  each 'on  .a  16' 

handle.    The  pinion  has   12   teeth,  the  wheel  72  teeth,  and  the  chain 

barrel  is   12"  diameter.      Find  the  load  raised,   neglecting  fricticn 

(Eng.  Ex.,  1888.) 

**    1      J     W       followers  x  handle        72  x  16        16 

Mech.  adv.  -^  =  -t~. r \ — v-  ~ 7-  ~   — 

P       d4vers  x  barrel  rod.         12  x  6  i 

.-.  JjV  =  16  x  P  =  16  X  120  =  1920  lbs.     {Seep.  955 

Example  45.— In  a  Weston  block  the  diameter  of  the  large  shca« 

is  10",  and  that  of  the  smaller  9".     Find  the  load  raised  by  a  pull  of 

50  lbs.,  neglecting Jriction. 

W        2  A        2  X  10  _  20 
Mech.^adv.   p-  =  j^z^  =  —j-  "  f 

.-.  W  °  P  X  20  =  1000  lbs. 

{See  Appendix  IV.,  p.  954,  without faii] 

Change  Wheels  in  Screw -cutting. — General  principles 
are  explained  at  pp.  147  and  212,  it  being  shewn  that : 
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Revolutions  of  mandrel        _  No.  of  threads  per  inch,  on  mandrel 
Revolutions  of  ieadingscrew      No.  of threadsper in.  onleadingscrew 

in  order  to  cut  a  definite  pitch.     This  may  also  be  stated  as 

followers  at  L,  S.  end  _      pitch  L.  S. 
drivers  at  M  end       ""   pitch  M  screw 

or  \^t  pitches  and  wheels  are  in  the  same  ratio^  which  ratio,  being 
found,  must  be  accommodated  by  a  suitable  train. 

Example  46.— In  Plate  V.,  the  leading  screw  being  |"  pitch,  and 
the  wheels  in  the  set  rising  by  5  at  a  time  from  20  to  120  teeth,  it  is 
required  to  arrange  wheels  to  cut  (1)  a  screw  of  10  threads  per  inch, 
right-handed,  and  (2)  a  screw  of  1"  pitch  left-handed. 

(1)  pitch  ratio    L|.-  =  1.  =  ^ 

Putting  30  teeth  on  n  (Fig.  135)  into  75  on  stud  {b.  Fig.  140):  30 
teeth  on  stud  into  90  on  L.S.,  we  have, 

wheel  ratio  =  ZULSE  =  ij  and  the  handle  at  n 

30  X  30        2       must  be  down. 

(2)  pitch  ratio    ^-^  =  ±-  ==  1 

'  M  I         4 

Putting  45  teeth  on  L..S.  and  60  teeth  on  n;  with  any  intermediate 
on  stud  (say  60)  we  have, 

wheel  ratio  =  41  =  3    ^^^  the  handle  at  n  must 

60      4  he  up. 

Kinematics  (of  Machines)  is  a  hiethod  of  attacking 
machine  problems  devised  by  Prof.  Reuleaux,  and  anglicised  by 
Prof.  Kennedy.     We  shall  proceed  to  discuss  its  principles. 

Pairs. — The  constraining  parts  are  termed  pairs  because 
they  always  occur  in  sets  of  two.  Of  these  there  are  higher  and 
lower  pairs.  •  The  former  connect  by  points  or  lines,  but  the 
latter  by  their  whole  surfaces. 

Three  kinds  of  lower  pairs  are  possible:  I.  Sliding  pairs, 
as  a  piston  and  cylinder.  II.  Turning  pairs,  as  a  journal  or  pin. 
HI.  Screw  pairs,  including  all  screws  and  nuts.  Complete  or 
dosed  pairs  have  their  motions  fully  defined  :  incomplete  pairs 
require  further  closure,  as  at  Fig.  444,  where  gravity  is  not  for 
the  moment  considered. 
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SlicUr- Crank, 


Kinematic  Chains. — A  link  is  formed  when  two  pairs  are 
connected,  as  in  Fig.  445,  and  three  or  more  links  form  a  chain. 

The  Slider-crank  Chain,  Fig.  446,  is  the  simplest  of 
these,  the  fixing  of  each  link  in  succession  producing  several 


VM/N£MAYtC  / \ 


useful  contrivances  as  in  Fig.  447,  variety  being  obtained  by 
inversion  or  change  of  the  fixed  link,  and  by  alteration  in  the 
relative  lengths.     Thus  : 


1.  Fixing  A  c 

2.  Fixing  B  c 

3.  Fixing  A  B 

4.  Fixing  block  c 

5.  Fixing  AC  (and  pro- 

longing c  B  to  twice 
itslength:CB  =  AB) 


gives  Direct  acting  engine. 
( Oscillating  engine : 
"   (      and  Quick-return  (m,  Plate  X.). 

JWhitworth's  Quick-return  (Fig.  177, 
"  \      Plate  XL). 
„     Stannah's  pendulum  pump. 

Scott-Russell's  straight-line  motion, 
"         D  making  a  straight  line. 
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Closed  chains  have  their  relative  motions  fully  constrained  by 
chain  closure  or  force  closure.  The  first  occurs  at  3,  5,  and  2^ 
Fig.  447  ;  when  c  drives  at  3  and  5,  and  a  at  3.  But  at  i  and '2, 
with  c  as  driver,  and  at  4,  dead  points  occur  which  must  be  over- 
come by  fly-wheel  or  other  force  closure,  unless  an  arrangement 
like  1^7  be  employed,  which  shews  coupled  pranks  at  right  angles 
or  chain  closure.  Gravity  is  often  the  closing  force :  e.g.y  planing 
machine  table,  and  many  journals. 

The  Double  Slider-Crank  Chain  has  three  links,  twa 
turning  pairs  and  two  sliding  pairs  variously  connected.  Taking, 
the  primary  form  in  Fig.  448, 

1.  Fixing  A  c  gives  Donkey  pump  mechanism. 

^'atri'^t^a^les,  ^nd  1       »      Elliptic  trammels,  oval  chuck,  and 
removing  turning  j  Oldham's  coupling, 

pair  to  c  / 

3.  Fixing  A  B  and  A  c  \ 
at  right  angles ;  put-  I 
ting  one  turning  pair  I  Rapson's  slide 

«nH^«L  f^^Inl  tll^fr  I  (living  an  increased  leverage  as  the 

and  one  turning  pair  I  ^     .„  «.   ^^^  , ..  ^^;^_ 


at  R 


tiller  is  moved  hard  over). 


The  Quadric  Crank  Chain,  Fig.  449,  has  four  links  and 
four  turning  pairs.     [See  Appendix  L,  p,  763.) 

^.  .  .       (Beam  engine:  force  crosure  by  fly- 

f.  FixmgAB  gives  I     ^^^^^^ 

2.  Fixing  A  B,  and  \  ;y^^,g  parallel  motion. 

making  AC -BD    j        "  '^  . 

3.  Fixing     A  B     but  |  A\1ieel  coupling  gear  for  locomotive  : 

rftj"^'"}        "  closure  byUi^chain. 

4.  Ditto,  but  altering  |  Special  motion  in  wire  rope-making  r 

lengths  j        »>  preserving  verticality  of  drums. 

5.  Ditto,  but  doubling  )  Roberyars  balance  : 

the  chain  as  shewS  \        "  allowing  weight  to  be  placed  anywhere  on 

)  pan. 

Most  lower-paired  chains  can  be  reduced  to  these  three 
cases,  which  shews  the  advantage  of  discussing  mechanism 
kinematically. 
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Higher  Pairing, 
I^jCg.  44(9. 


Classification  of  Higher  Pairing. — All  examples  of  lint 
or  point  contact  are  included,  as  follows  : — 

Rigid  Links. 
Spur  gearing. 

Bevel  gearing     (conical    chain). 
Friction  gearing. 
Cams. 
Escapements. 


Flexible  Links. 
(Acting  also  as   pairs  at  pf»int  ' 
contact) 

PuUies  of  all  kinds,  with 
rope,  chain,  or  sirrp 
connection. 


and  these  are  usually  combined  with  lower  pairs. 
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Flexible  links  are  called  tension  eletnents ;  and  fluid  con- 
lections,  as  between  boiler  and  engine,  or  accumulator  and 
nachine,  are  termed  pressure  elements^  but  the  latter  are  always 
:onnected  to  lower  pairs.  A  pump  is  kinematically  the  same  as  a 
•atchet,  the  valves  being  equivalent  to  pawls  (see  Fig.  450). 


JCuumaZic 


Augmentation  of  Chains  is  the  multiplication  of  parts, 
for  convenience  or  the  reduction  of  friction.  Trains  of  gearing,* 
and  anti-friction  rollers  (Fig.  451),  are  examples. 

Summing  up,  mechanism  may  be  divided  into  simple  chains^ 
formed  of  rigid  or  flexible  links^  which  are  again  united  by  higher 
or  \ovi^  pairs ;  and  all  chains  must  be  dosed,  either  by  the  chain 
or  by  external  force.* 


i:; 


Lower 
pairing. 

High  (3. 
and  1  4< 
low     j  5. 

pairing.  \  5. 


L18T  OF  Kinematic  Chains. 
Crank  chains :     1  Sliding   and   turning  and    screw 
Screw  chains  :     J       pairs. 

Pulley  chains  :        Tension  and  pressure  elements. 
Wheel  chains :        Uniform  motion. 
Cam  chains  :  Variable  motion. 

Ratchet  chains  :     Intermittent  motion. 


A  driving  and  working  end  are  recognised  in  each  of  these, 
corresponding  to  P  and  W  respectively,  and  the 

Velocity  Ratio  of  P  and  W  in  Kinematic  Chains 
will  now  be  investigated  graphically.      Considering  the  instan- 

•  Friction  closure  is  one  form  of  force  closure. 
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490  Curves  of  Velocity. 

taneous  motion,  in  direction  only,  of  the  two  ends  P  and  W  of  a 
link,  each  point  may  be  supposed,  for  the  instant^  to  be  travelling 
in  a  separate  circle,  whose  radius  will  be  at  right  angles  to  the 
aforesaid  motion,  and  the  two  radii  will,  unless  the  directions  o^ 
motion  are  parallel,  meet  on  one  side  or  other  of  the  line  P  W. 
The  meeting  point  is  known  as  the  instantaneous  or  virtual 
centre,  and  the  ratio  of  the  velocities  of  P  and  W  will  he  tke 
same  as  that  of  the  radii  from  the  virtual  centre.  Of  course  these 
may  change  at  every  instant,  and  the  centre-itself  will  move  along 
a  path  known  as  the  centrode. 

Crank  and  Connecting  Rod  (Fig.  452). — In  the  position 
given,  W  is  travelling  tangentially,  and  w  d  is  its  virtual  radius, 
while  P  is  moving  towards  a,  and  has  a  radius  p  d.  d  then  is  the 
virtual  centre,  and  at  the  instant  considered,  the  movements  being 
along  the  dotted  arcs,  p^  w^, 

vel.  P  _  DP 
vel.  VV  ~  Bif^ 

Taking  various  other  positions,  we  may  obtain  a  series  of 
virtual  centres ;  and  through  them  draw  the  centrode  e  d  f,  where 
E  and  M  are  the  positions  of  P  when  W  crosses  the  line  k  e.  The 
curve  passes  out  to  infinity  at  f  and  o,  reappearing  at  l  and  q,  the 
direction  being  given  by  the  line  j  p  when  W  is  at  G  and  P  at  h. 
This  means  that  P  and  W  have  then  equal  velocities.  The 
relative  velocities  being  found  for  any  position,  their  inversion  will 
give  the  relation  of  the  forces  P  and  W. 

Curve  of  Velocities. — It  is  often  required  to  construct  a 
curve  of  velocities  for  one  of  the  points,  when  the  other  mffou 
uniformly.  Taking  the  second  diagram  in  Fig.  452,  the  triangles 
w  c  A  and  w  p  d  are  similar,  so  that  , 

vel.  P    _  D  p  _^  A  c 
vel.  W  ""  DW  ^  AW 

Assuming  W  to  move  uniformly,  being  provided  with  a  fly- 
wheel,  A  w  will  represent  crank  velocity ^  while  the  projection  of 
PW  upon  the  vertical  at  c  or  r  will  give  kz  ox  kc  the  piston 
velocity.  In  Fig.  453  the  value  ac  is  found  and  transferred  to 
the  line  a  w  at  a  e,  and  this  being  done  for  all  positions,  the  ovals 
or  polar  curve  may  be  traced,  whose  radius  vector  always  shews  Fs 
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velocity  for  the  given  position  of  crank,  while  the  crank  arm  itself 
gives  W's  velocity.  Taking  various  positions  of  P  on  hj,  and 
setting  tip  the  corresponding  polar  radii,  the  curve  of  P*s  velocity 
is  obtained  as  h  k  j,  while  the  ordinates  a  w,  set  up  dotted  on  a 
base  N  o  of  half  crank  circle  circumference,  shew  crank  velocity. 


n^  jr^,  4S3. 

Crxurk.  arut   CannjeciXna  Hacl. 

Assuming  P's  pressure  as  uniform,  the  ordinates  Im  will  give 
a  curve  of  pressure ;  and  the  a  e  ordinates,  being  transferred  from 
the  polar  curve  to  the  base  n  o,  will  give  a  curve  of  tangential 
pressures  on  crank.  Notice  points  q  r  and  s  t,  where  P  and  W 
have  equal  velocities,  and  also  points  f  and  w,  where  P  has  its 
highest  velocity,  and  W  its  greatest  pressure. 

Time  and  Distance  Bases. — The  profile  of  velocity 
curve  depends  on  the  terms  in  which  we  state  the  base-line 
divisions.  The  curves  in  Fig.  434  are  drawn  with  a  iime  base 
line  (equal  times),  but  the  oblique  lines  at  c  and  d  would  be 
parabolas  if  a  distance  base  (equal  distances)  were  used.  In 
Fig.  4S3»  H  J  is  a  distance  base,  but  supposing  n  o  to  represent 

L  L 
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492  Acceleration  Curves, 

piston  travel,  n  ife  o  would  be  P*s  velocity  on  a  time  base.  The 
ordinates  at  corresponding  times  are  always  the  same,  but  the 
abscissae  vary,  and  the  two  cases  must  be  thoroughly  grasped  by 
the  student. 

Acceleration  Curves  shew  the  rate  at  which  the  velocm 
is  changing.  I^t  a  point  move  from  a  to  b,  Fig.  454,  with 
changing  velocity,  as  shewn  by  the  curve  ac  b,  ab  being  a  ^itanct 
base  (here  a  necessity).  Draw  any  tangent  d  e  f  and  a  nonnal 
EG,  drop  the  perpendicular  eh,  and  turn  hg  round  to  line  he, 
giving  a  point  in  the  acceleration  curve.  Continuing  the  con- 
struction for  various  points,  K  L  M  is  obtained,  whose  ordinates 
shew  acceleration  from  a  to  l,  and  retardation  from  l  to  b. 

N.B.— If  velocity  and  distance  scales  are  the  same,  the  ac 
celeration  may  be  measured  to  the  same  scale ;  but,  if  otherwise, 
and 

V  =a  ft.  per  sec.  of  velocity  to  one  inch, 
d  =  ft.  distance  to  one  inch, 

a  new  acceleration  scale  must  be  made,  being  the  velocity  scale, 

stretched  or  compressed  in  the  ratio  -.         (Su  Appendix  IL 

p.  ^6^^  for  proof ;  see  also  p,  674.)   {See  pp,  932,  1099,  aWiiodi 

The  Oscillating  Lever  is  examined  in  Fig.  455.  1^^ 
virtual  radii  are  drawn  :  w  b  a  normal  to  the  circumference,  and 
p  b  perpendicular  to  w  j.     Then  : 

veL   P     b  p  AD 

——-—  =  —      or  as  — 
vel.  W     BW  AW 

For  AD  being  j]  to  j  b,  the  triangles  wda  wjb  are  similar. 
Turning  a  d  round  to  ac,  we  obtain  one  point  in  the  polar  curre. 
found  iS  at  Fig.  456,  where  a  d  w  is  right  angle.  W's  velocity 
being  uniform,  the  polar  radii  shew  P*s  velocity.  The  centnxie 
curve  passes  to  infinity  at  K,  n,  g,  and  p,  the  direction  of  the 
dotted  lines  being  at  right  angles  to  w  p,  when  the  latter  is  tan 
gential  to  the  crank  circle,  namely  when  P  and  W  have  unifonn 
velocities. 

Whitworth's  Quick-return  Motion  (Fig^  45?)'' 
B  p  being  the  driver,  revolving  uniformly,  the  .angular  and  linear 
velocities  of  W  are  to  be  found.     Produce  p  a  to  c  and  pb  to  i. 
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494  Linkwork  Velocities, 

making  a  c  b  a  right-angle  and  c  d  il  a  b.  Then  p  c  b  and  p  r  ^  are 
similar,  and  if  p  B  is  P's  velocity  normal  to  p  b,  p  c  is  that  normal 
to  A  w,  and  c  b  that  of  sliding.     As  v  =  w  r 

V  of  P  normal  toBP_BP_WjBP 

V  of  P  normal  t0Ap""cp~a)2AP 

or     -=     -  =  -—   by  similar  triangles (i) 

Wj       CP       DP      •'  ^  ^ 

Produce  bp  to  f,  making  bf  =  dp.  A  series  of  points  like  f 
will  trace  the  angular  velocity  o/  av  round  centre  a,  but  the  radii 
are  measured  from  b. 

Again  produce  b  p^  to  g,  and  a  p^  to  h,  making  w  g  il  a  b  and 
H  a  right  angle. 

V  of  T  normal  toBPwjPBj_APBP 

V  of  W  normal  toAw^wg  aw~cp  '  aw        ^^^  ' '' 

APPWjAP  +  PWAW 

cp"~ph"cp^ph"'hc 

vel.   P    _AW     bp         BP 

vel.  W^'hcaw'^hc 

Make  b  f^  =  h  Cj,     A  series  of  points  like  Fj  will  trace  the  linear 

velocity   of  W,  measured   from   centre   b,  while   bPj  shews  P's 

linear  velocity.     [See  Plate  XL  and  p.  g^^). 

The    Pendulum    Pump  is  treated  by  virtual  centres  at 

Fig.  AS^y  where  the  centrode  is  drawn,  and 

P's  vel.      o  p  ^ 

^^^;^^»  — for  any  position. 

The  Donkey  Pump  (Fig.  459).— Talcing  the  lower  diagram, 
we  may  imagine  W  moved  a  small  amount,  tangentially,  as  Ww. 
Join  w  A,  and  irop  c  b  perpendicular.  Then,  velocity  being  pro- 
portional to  distance  travelled, 

vel.  P/WAB         AB 

vel.  W"~ze/w  ""ac""  aw 

for  the  triangles  p  VV  w  and  b  a  c  are  similar.  A  series  of  points, 
such  as  B,  will  define  the  polar  curve,  which  is  a  circle,  because 
CBA  is  a  right  angle  {Euclid,  iii.  31),  and  while  aw  shews  W's 
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496  Stanhope  Levers. 

velocity,  the  radius  vector  shews  P*s  velocity.  The  motion  of  P 
is  known  as  pure  harmonic^  and  occurs  often  in  natural  science. 
Transferring  P's  velocities  to  a  distance  base  gives  a  semicircular 
curve,  but  on  a  time  base  forms  the  curve  of  sines. 

The  Beam  Engine  linkage  is  shewn  in  Fig.  460,  with 
centrodes  and  polar  curves.  The  lines  ap,  bw,  being  at  right 
angles  to  the  direction  of  motion  of  P  and  W  respectively,  will,  if 
produced,  give  the  virtual  centre  m.  Then  if  b  k  be  ||  to  a  p, 
the  triangles  m  p  w  and  b  k  w  are  similar,  and 

vel.  P  _  MP       BK 
veL  W  ""mw  "  Bw 

the  polar  curves  being  completed  as  before.  The  centrode  curve 
only  reaches  infinity  on  the  side  j,  when  ah,  b w  are  parallel ; 
the  ends  ok  meeting  at  a  very  great  but  finite  distance.  The 
polar  curves  are  similar  to  those  of  the  crank  and  connecting  rod, 
P  having  greater  velocity  than  W  at  times.  When  in  the  form  3, 
Fig.  449,  the  quadric  chain  has  its  virtual  centres  always  at  infinity, 
and  therefore  P  and  W  have  like  velocities.    (SeeApp,  IL,p.  863.) 

Point  paths  are  often  of  more  importance  than  forces,  but 
can  always  be  obtained  by  drawing  the  links  in  successive 
positions ;  and  the  mechanical  advantage  of  a  complex  system  is  the 
product  of  the  advantages  of  its  parts.  Taking  now  the  power 
transmitters  in  order, 

(I.)  Linkwork  is  suitable  only  for  short  distances,  as  in 
the  case  of  locomotive  coupling  rods,  and  is  rather  a  modifier 
than  a  transmitter.     We  shaJl  take  a  few  further  examples. 

The  Stanhope  Levers,  Fig.  461,  were  applied  by  Lord 
Stanhope  to  his  printing  press.  Two  plan  views  are  given  :  at 
first  P  and  W  have  nearly  equal  velocities,  but  when  they  have 
moved  to  the  positions  P^  and  W^,  the  latter  has  no  velocity,  while 
the  former  has  yet  the  original  motion. 

.   P's  vel.  _  I  J      W  _  infinity 

wTva  "■  o^      ^"        "P  l 

This  means  that  a  very  great  pressure  is  exerted  at  W  when  the 
paper  and  type  are  in  contact.  A  polar  curve  for  Ws  velocity 
has  been  drawn  in  the  right-hand  diagram,  considering  Fs  velocity 
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49^  Toggle  Joint 

constant,  d  is  the  virtual  centre,  and  d  p,  d  w  the  radii ;  and  the 
triangle  p  e  b  being  similar,  p  b  may  represent  P's  constant 
velocity,  while  p  e  shews  that  of  W.  The  latter  being  transferred 
to  BP,  gives  points  in  the  curve  shewn;  reaches  infinity  in  the 
direction  b^,  and  nothing  in  the  direction  b/j.  W  is  then  respec- 
tively in  the  positions  w  and  w^  ^ 

The  Toggle  Joint  has  many  useful  applications,  the  stone- 
breaker  and  wagon-brake  (Fig.  463)  being  examples.     In  Fig.  462 
»the  joint  is  seen  to  consist  of  a  simple  slider-crank  chain,    o  is 
the  virtual  centre,  and  o  p,  o  w  the  radii.     Producing  w  p  to  c, 

vel.  P  _  BP  _  BP 
vel.  W  ""  B  c  ~  B  F 

and  several  points,  such  as  f,  will  form  the  polar  curve  b  f  d, 
showing  W's  velocity,  where  P's  velocity  is  uniform  and  repre- 
sented by  b  p.     The  curve  is  a  semicircle,  having  a  as  centre. 

Cooke's  Mine  Ventilator  in  Fig.  464  is  a  case  of  the 
quadric  chain.  Crank  and  shutter  shafts  are^  connected  by  link 
c  D,  and  A  b  is  a  fixed  though  virtual  link.  Two  positions  are 
shown,  the  shaded  air  being  drawn  in,  while  the  dotted  air  is 
pushed  out  by  the  rotation  of  the  drum. 

Quick-Return  Motion, — See  Fig.  457. 

Valve  Motion  for  engines  needs  examination  only  for 
point  paths,  and  will  be  treated  in  Chapter  X. 

Parallel  Motions  should  strictly  be  termed  siraight-ltne 
tnotionSy  but  are  now  best  known  by  the  first  title.  Watt's 
(Fig.  465)  is  the  simplest,  a  d  and  b  c  being  equal,  the  upward 
movement  of  p  will  be  vertically  straight,  because  d  curves  to  the 
left  by  the  same  amount  as  c  deviates  to  the  right.  This  is 
extremely  near  the  truth  when  a  is  below  20*,  but  not  absolutely 
so.     Thus  : — 

e"  =  y  (i-cosa)  (i) 

sin  /3  =  sin  a  +  —  (1  -  cos  6)         (2) 

""'"vertrcTr""""} "  ^(cos«-cos/3)      (3) 

assuming  c  d  to  be  vertical  at  central  position. 
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To  use  the  formula,  first  find  0,  then  the  kngle  for  sin  )3,  and 
finally  the  deviation,  which  is  really  due  to  a  slight  inequality 
between  a  and  j3.  If  /  =  12"  and  r  =  24",  then  when  a  =  20% 
/3  =  20*  2'  and  the  deviation  is  -00576",  but  is  practically  un- 
calculable  at  much  below  20% 

PtaucellUf^s  motion^  Fig.  466,  consists  of  seven  links,  and  is 
ingenious   but  unpractical.     It  may,   however,   be  adopted  for 


^CMSSHOP^KR 


FXj^.4^e7: 


JPAKryoUULet  J)IaCL07ts. 


extreme  travels,  being  absolutely  correct,  p  describes  the  vertical 
straight  line  pr,  which  may  be  proved  geometrically,  first  pre- 
mising that  D  p,  p  E,  E  c,  and  c  d  are  equal,  while  a  b  =  b  c. 

^  =  y  4-  (js;  +  jc)2  ==  y  +  ^2  +  2  jca:  +  x^ 

Subtracting,   c^-b'^  ^  z^  '\-  2xz  =  z  {z  +  2x)  =  za 
This  being  strictly  general,  we  have,  at  position  /, 


^-^ 


and  z  a  =  z^  a^ 
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ox  %xz^\Ka^\ay  and  the  triangles  are  similar,  so  that  angle  a  = 
angle  /3.     But  a  is  a  right  angle,  being  in  a  semicircle. 

.*.  Angle  /}  is  always  a  right  angle,  and 
pr  is  a  straight  line. 

Scott-RusselPs  motion  5,  Fig.  447,  merely  copies  at  ad  the 
truth  of  the  slide  c,  d  a  c  being  always  a  right  angle.  A  more 
convenient  form  is  the 

Grasshopper  motion^  Fig.  467,  where  the  slide  is  replaced  by 
a  long  link.  The  gear  may  be  formed  (i)  with  a  b  =  bc  =  bd 
as  in  Fig.  447,  or  (2)  a  b  :  bc  :  :  b  c  :  b  d,  the  second  being  used 
in  grasshopper  engines  and  the  first  in  a  steam  crane  built  bj 
Messrs.  R.  &  W.  Hawthorn,  where  a' piston  connects  directly  with 
D  to  lift  the  load.  The  relation  of  .the  links  in  case  (i)  may  be 
found  graphically:  produce  points  d,  b,  c,  to  the  respective 
positions  i,  2,  3,  on  the  base  line  i,  3, :  with  centre  2  strike  arcs 
I,  4,  and  3,  5  :  join  4,  5,  and  draw  5,  6,  at  right  angles  to  5, 4- 
Then  6  produced  gives  point  a,  and  length  of  a  b  ;  for  5, 2  is  a 
mean  proportional  between  6,  2  and  2,  4. 

The  Feathering  Paddle -Wheel  is  shewn  in  Fig.  46S 
If  the  vessel  move  to  the  right  with  a  velocity  Vg  while  the  wheel 
rim  has  a  linear  velocity  of  7y,  the  floats  should  enter  and  leave 
the  water  in  the  directions  Vr  if  they  are  to  meet  the  water  with 
out  shock,  for  Vr  is  the  relative  velocity  of  float  to  water,  found 
by  completing  the  parallelogram.  The  controlling  mechanisn 
is  obtained  by  quadric  chain  h  g  k  e  where  h  g  is  the  fixed  link 

Stresses  in  Linkwork  Members  may  be  ascertainec 
from  the  principles  in  Fig.  423  et  seg^  the  structure  beinc 
balanced  by  known  external  forces. 

The  Work  Done  at  any  point  of  a  machine  is  obtained  as 

at  Fig.  325.     Taking  the  case  of  harmonic  motion  for  donkey 

pump,  let  total  piston  pressure  P  be  uniform  during  stroke  i 

then  Yd'  =  work  done  at  P  and  is  shewn  by  diagram  in  Fig.  4^^ 

Setting  out  the  pressure-curve  for  W,  on  a  base  «•  R,  as  explained 

in  Fig.  453,  the  mean   of  the  ordinates  will   be   found  to  l< 

'636  P,  and  as 

work  put  in  =  work  taken  out 

P  X  2R  =  -636  P  X  ffR 
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which  are  equal,  or  no  work  is  either  lost  or  gained  in  trans- 
mission, if  friction  be  neglected. 


Ucjg^TO 


Ctmanaemervt    of    J^cuMjue.   S/iop- 

(2.)  Shafting  is  used  extensively  for  power  distribution  in 
workshops,  being  combined  with  belting  and  toothed  gearing. 
^^%'  470  is  the  plan  of  a  small  shop  as  usually  arranged.     The 
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502  Shaft  Couplings^ 

engine  being  fixed  at  e  h  does  not  drive  the  main  shaft  m  directly^ 
but  through  the  medium  of  a  main  countershaft  m  c,  so  that  m 
may  be  stopped  by  moving  the  second  strap  on  to  the  loose 
puUies,  and  the  engine's  rotation  be  unaffected.  The  shafting 
is  supported  by  special  bearings  termed  hangers,  and  by  plummer 
blocks  in  the  wall  thickness ;  the  hangers  are  bolted  to  the 
roof  principals,  about  lo  ft.  apart.  The  machines  are  next 
arranged  conveniently  :  in  the  diagraitf  l  l  are  lathes^  dd  drilling 
machines,  f  l  a  face,  b  l  a  break  lathe,  p  a  planing  machine, 
H  B  a  horizontal  boring  machine,  s  h  a  shaping  and  s  l  slotting 
machines,  m  l  milling  machines,  g  a  grindstone,  E  an  emery  wheel, 
and  T  a  drill  grinder,  "while  s  is  a  surface  plate.  Next,  short 
countershafts  are  placed  at  c  c,  one  to  each  machine ;  and  the 
power  taken  first  to  these  and  thence  to  the  machine,  enabling 
the  latter  to  be  stopped  and  started  by  moving  the  horizontal  belt, 
without  taking  the  vertical  one  from  off'  the  cone  pullies.  The 
pullies  should  be  placed  as  near  bearings  as  possible,  and  be  well 
balanced  to  avoid  vibration.  Where  one  speed  only  is  desired, 
c  is  not  necessary ;  g,  e,  and  t  are  cases  in  point,  and  d  d  have 
the  countershaft  contained  in  the  machine.  The  shaft  might 
decrease  in  diameter,  when  further  from  the  line  m  c,  m  ;  but  con- 
venience in  changing  pulley  position  requires  it  to  be  uniform,  and 
if  average-sized  machines  (about  ^^  H.P.  each)  are  to  be  driven, 
the  pulley  is  simply  gripped  tightly  on  the  shaft,  both  being  made 
to  Whitworth  gauge :  the  main  pullies  must,  however,  be  keyed 

Naturally,  considerable  power  is  required  merely  to  turn  the 
shaft  without  further  transmission  :  this  may  be  from  25  to  50  per 
cent,  of  the  total  power  required  when  fully  loaded.  {See  App,  ILy 
p,  865,  and  App.  VI.^p.  1107.) 

B  B  are  fitters'  benches,  and  b  o  is  the  boiler  house. 

Couplings  connect  the  separate  lengths  of  shafting,  the  most 
usual  form  being  the  flange  coupling,  Fig.  47 1,  consisting  of  two 
discs,  one  keyed  to  each  shaft,  and  both  bolted  together,  the  bolt- 
heads  being  sunk  for  safety  :  for  strength,  see  Fig.  373.  Couplings 
should  be  placed  near  bearings,  and  sometimes  serve  as  pullies 
Marine  shafts  have  the  discs  forged  on  to  reduce  weight,  and  thus 
form  solid  couplings  (see  Plate  XVII.,  facing  p.  686). 

Clutches  unite  shafts,  or  pullies  and  shafts,  so  as  to  admit 
of  disengagement  when  required.     Fig.  472  shews  the  common 
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504  Keys  and  Bearings, 

*  claw  '  clutch,  c  is  fixed  by  key  to  the  right-hand  shaft,  and  b 
slides  on  a  pair  of  feather  keys  d  in  the  left-hand  shaft,  so  that 
the  claws  at  a  may  be»  locked  or  unlocked.  The  clutch  strap  e 
encircles  the  clutch  b,  and  is  further  grasped  by  the  fork  lever : 
this  gives  a  sufficiency  of  wearing  surface  between  the  rotating 
clutch  and  stationary  lever.  The  difficulty  of  entering  the  jaws  is 
met  by  the  adoption  of  friction  clutches.    {See pp.  569-70.) 

Two  shafts  slightly  out  of  line  but  mutually  parallel  may  be 
united  by  the  Oldham  couplings  Fig.  474.-  A  middle  plate  c,  having 
cross  strips,  unites  with  grooves  in  the  flanges  a  and  b,  and  the 
velocity  is  transmitted  unimpaired.  If  the  shafts  are  mutually 
inclined,  the  Hookas  or  Universal  Joints  a.  Fig.  475,  must  be 
employed,  and  if  considerably  out  of  line  though  parallel,  b  must 
be  used  a  transmits  the  velocity  unevenly,  but  the  double 
arrangement  b  rights  this  difficulty.  Fig.  476  was  adopted  for 
many  years  at  a  northern  establishment :  e  is  the  engine,  and 
u  J  are  universal  joints,  while  the  three  shafts  represent  three 
separate  shops.     (See  Appendices  /.  and  IL^  pp,  763  and  866.) 

Keys  were  examined  in  Figs.  374-5.  The  sunk  key  is  best, 
but  the  flat  key  is  more  often  used  in  shop  shafting.  Cone  K^s 
(Fig.  473)  are  made  from  a  hollow  cone,  turned  and  afterwanis 
divided  :  they  give  a  very  perfect  grip. 

Keys  should  have  a  taper  in  depth  from  front  to  rear,  and  a 
gib-head  adopted  as  in  Fig.  477,  if  there  are  no  means  of  otherwise 
releasing  the  key.  Although  some  workmen  fit  keys  at  top  and 
bottom  only,  they  should  no  doubt  fit  accurately  both  at  top  and 
sides.  Shrinking  boss  on  shaft  gives  very  great  security.  Keys 
are  sometimes  forged  on  the  shaft.     {Seep.  423.) 

Feather  or  sliding  keys  can  be  fastened  either  to  boss  or  shaft 
as  most  convenient.     See  a  and  b.  Fig.  478. 

Bearings  are  strictly  gun-metal  supports  termed  bushes,  but 
the  supporting  brackets  take  various  forms.  Fig.  479  is  a 
common  hanger,  Fig.  480  a  wall  box,  and  Fig.  482  a  wall  bracket. 
The  last  two  have  bearing  and  bracket  separate  to  allow  of  adjust- 
ment. Fig.  481  shews  a  special  hanger,  having  a  long  cast-iron 
bearing  lying  in  a  spherical  seat  which  adjusts  itself  automatically 
to  the  shaft  deviation.  Permanent  vertical  adjustment  is  obtained 
by  screw  and  nut. 
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Bushes  and  Journals. 


Footstep  BearingSy  Fig.  487,  are  required  for  vertical  shafts. 
Gun-metal  bush  a  prevents  side  motion,  and  plate  b,  of  hard  steel, 
supports  the  shaft.  Even  then  there  is  considerable  wear,  the 
end  being  of  comparatively  small  area,  so  the  cotter  is  sometimes 
introduced  to  adjust  the  bearing.  There  must  be  both  inlet  and 
outlet  for  oil  to  secure  good  lubrication. 

Thrust  Bearings  serve  either  as  footsteps  for  heavy  shafts  or 
to  resist  considerable  end  pressure  in  other  directions.  Fig.  48S 
shews  the  former.  The  bushes  are  in  halves,  being  inserted  with 
the  shaft,  and  the  key  a  prevents  their  rotation.  In  the  example 
there  are  five  annular  surfaces  resisting  wear :  ond  only  is  used  in 
a  collar  bearing.     {See  fp.  691  and  871.) 

Bushes  are  of  gun-metal  or  brass,  and  in  halves  as  at  Fig,  484. 
Being  planed  on  the  meeting  edges,  they  may  then  be  soldered 
together,  turned,  and  afterwards  split.  If  made  square,  as  in  Fig. 
485,  they  are  planed  throughout  Their  position  in  the  bearing 
depends  on  direction  of  pull,  Fig.  486  giving  examples,  where  a 
is  an  axle  box,  and  b,  c,  and  d  horizontal  engine  bearings.  If 
one  brass  only  can  be  used,  the  oiling  is  more  perfect  (see  Fig. 
580).  Fig.  483  shews  grooves  filled  with  white  metal,  as  adopted 
with  large  shafts  having  variable  moments,  or  where  oiling  is 
difficult ;  the  particles  of  soft  metal  cover  the  surface,  and  form  a 
lubricant  to  prevent  seizing. 

Journals  on  shafting  are  often  required  to  prevent  end  move- 
ment :  they  are  formed  either  by  turning  down,  as  at  a,  or  forging 
collars  as  at  B  (Fig.  489).     The  allowable  journal  load  .per  sq.  in. 


JjQitnrLotls 


is  reckoned  on  the  projected  area  /  x  ^,  and  varies  very  much 
with  the  speed  of  the  journal  surface,  being  low  enough  to  avoid 
squeezing  out  the  oil.  High-speed  shafts  have  their  journals 
made  as  small  as  strength  will  permit,  while  the  surface  is  obtained 
by  increased  length,  and  the  work  lost  in  friction  thereby  reduced; 
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but  in  slow-speed  shafts  the  frictional  loss  depends  very  little  on 
the  speed,  and  the  journal  diameters  are  therefore  large.  The 
following  very  useful  table  is  taken  from  '  Unwin's  Machine 
Design ' : — 


Allowable  Pressure  on  Projected  Area 

OF  Journals. 

Pressure  in  lbs. 

Purpose. 

per  sq.  in. 

.    Very  slow  speed  journals 

,      3000 

Cross-head  journals 

1200 

Crank  pins  for  slow  engines        

800  to  900 

Marine  crank  pins            

400  to  500 

Marine  crank  bearings     

400  to  600 

Railway  journals 

300 

Crank  pins  for  small  engines       

150  to  200 

Marine  slide  blocks         

100 

Stationary-engine  slide-block       

30  to  60 

Propeller  thrust  bearings 

50  to  70 

Main  shafting  in  cast-iron  bushes  (Seller) 

15 

The  ratio  oi  I  to  d  must  next  be  decided  by  the  following 
empirical  formula : 

-=:-oo3N+i 

which  agrees  well  with  practice.     For  the  journal  in  Fig.  481  at 
100  revs,  per  m.,  the  ratio  is  4  : 1. 

Pressure  on  Pivots  or  footsteps  should  not  exceed  250  lbs. 
per  sq.  in. ;  while  that  on  Collar  Bearings  may  lie  between  15  and 
90  lbs.,  being  at  50  lbs.  for  thrust  bearings  of  steamships. 

(Se^p,  871.) 

Horse-power  Transmitted  by  Shafting. — Taking  a 
round  shaft,  let  w  be  applied  to  the  end  of  a  12"  arm. 

wy.12^' — -z —      andtt/«- 


16 


12  X  16 


MM 
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5o8  Square  Shafts, 

w  being  exerted  through  2v  feet  at  every  revolution : 

„-,     a/x2irN    f^^vd^      2irN      f^^d^m 

H.P.- =^^ ^x ^-^ — - — 

33000       12x16     33000     320810 

8 S 

and  d=  :/3»o8.'o  ^^  =  6844  s/ ^ 


..ia^-^- 


V7VN 

Example  47. — A  shaft  transmits  20  H.P.  at  100  revs.  Find  (i) 
how  many  H.P.  it  will  transmit  'at  250  revs.,  and  (2)  dia.  to  transmit 
40  H.  P.  at  250  revs,  with/at  2  tons  per  sq.  in.  for  stiflfhess 

(I)  H.P.  a//8N 

.*.    20  a  100    and    H.P.  req.  ex' 250 
100  :  20  ; :  250  :  H.  P.    and  H.  P.  =  50 


(2)  d  =  68-44  Kf  ^     —  =  2-25^^ 

^^  —         ^^  2x2240x250    — -^ 

Example  48.— Compare  the  weight  of  shafting  in  a  twin  with  that 
in  a  single  screw  ship,  neglecting  couplings  :  the  H.  P.  in  each  being 
the  same  and  the  speed  of  each  twin  being  257©  above  that  of  the 
single  screw.    (Hons.  Mach.  Constr.  Ex.,  1886.) 

VhTpT" 

d a  a/ •  '      ...  a  I  for  single  shaft  ...  a       73  for  each  twin  shaft. 
Weights  ccrf*  ...  CI  for  sinple  shaft...  <x  j  ^j^^^gX^ososrs. 

Square  Shafts  are  often  adopted  in  travelling  cranes.  In 
Fig.  490,  B  is  the  longitudinal  and  a  the  cross  girder  of  a  crane, 
the  power  being  given  from  shaft  d  through  mitre  gear  to  f,  and 
by  spur  gear  to  g.  As  the  carriage  moves  along  b,  the  tumbler 
bearings  are  turned  through  a  right  angle,  and  are  only  off  the 
shaft  during  the  passage  of  the  mitre  wheels,  the  bracket  at  s 
being  shaped  to  serve  as  a  tappet 
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Long  screws  sometimes  serve  as  shafts,  as  in  large  planing 
machines  with  travelling  tool,  and  a  linear  advance  of  the  screw 
may  produce  rotation  if  sufficiently  large  in  pitch,  as  in  Fig.  491. 


TumMer  Bjuxjnirvps,         I^Xct.  4*90 


Ixa.  4^91. 


(3.)  Spur  Gearing  transmits  power  between  parallel  shafts 
only.  Spur  wheels  are  the  equivalent  of  friction  discs,  having 
teeth  provided  to  avoid  slipping  with  heavy  loads.  The  teeth 
are  formed  partly  above  and  partly  below  the  disc  outline,  the 
latter  becoming  virtual  only,  and  being  then  termed  the  pitch 
line.     Thus, 
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5IO    .  Cycloidal  Ciirves. 

Pitch  Circle,  Line,  or  Surface  of  a  spur  wheel  or  rack 
represents  tJu  contour  of  the  ideal  disc  or  straight-edge  which  will 
transmit  the  same  motion. 

To  transmit  perfectly  uniform  motion  the  teeth  must  be 
specially  formed,  and  all  teeth  in  gear  at  once  must  contribute 
to  the  perfection  of  the  motion.  To  fulfil  these  conditions  the 
normals  to  all  surfaces  of  contact  must  pass  through  the  meeting 
point  of  the  pitch  lines  (Fig.  492),  and  this  is  obtained  when  one 
tooth  b  Cy  on  a,  is  the  envelope  of  the  relative  positions  of  the  other 
tooth  on  B  (Fig.  493)  when  the  discs  are  rolled  together.  The 
teeth  are  actually  drawn,  however,  in  a  somewhat  different 
manner.     {See  Appendix  II L^  p.  926.) 

Cycloidal  Curves. — ^A  cycloid  may  be  traced  by  a  point 
on  the  rim  of  a  disc  which  rolls  along  a  straight  edge,  and  an 
epi-cydoid  when  the  disc  rolls  upon  a  circular  arc  (Fig.  494). 
A  hypo-cycloid  is  similarly  traced  within  an  annular  disc  as 
at  Fig.  495,  noting  that  when  the  rolling  disc  is  half  the 
diameter  of  the  annulus  a  straight  line  is  obtained,  as  shewn 
dotted ;  a  fact  which  has  produced  White's  parallel  motion 
(Fig.  496). 

Rolling  Circle. — The  above  curves  will  serve  for  wheel 
teeth,  if  the  same  rolling  circle  be  adopted  for  parts  that  come 
in  contact,  the  tooth  point  bein^  formed  by  epi-cycloids  and 
the  root  by  hypo  cycloids.  Taking  the  wheels  a  and  b,  Fig.  497, 
a  rolling  circle  is  first  to  be  chosen  as  governed  by  the  root 
curves :  thus,  if  the  circle  be  half  the  pitch  diameter,  radial  teeth 
are  formed,  as  at  c;  if  larger,  the  root  will  be  undercut  as  at  d; 
and  E  is  drawn  with  a  circle  of  ^-pitch  diameter.  The  latter 
is  reasonable,  as  giving  strength,  while  yet  avoiding  oblique 
pressure  on  bearings.  Adopting  then  the  rolling  circles  shewn, 
F  may  roll  the  root  of  b  and  the  point  of  a,  because  these  are  to 
engage,  but  g  will  serve  for  root  of  a  and  point  of  a  When  all 
the  wheels  of  a  train  are  to  work  together  interchangeably,  the 
same  rolling  circle  must  be  used  throughout.  If  the  tooth 
pressure  is  always  in  one  direction,  as  in  Fig.  499,  a  large  rolling 
circle  may  be  adopted  for  the  acting  surfaces  and  a  small  one  for 
the  back  surfaces,  thus  giving  great  root  strength  without  oblique 
action. 
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512  Art  of  Contact, 

Rolling  a  Tooth. — Referring  to  Fig.  498,  let  a  b  be  the 
pitch  line,  and  c  the  rolling  circle.  As  the  latter  rolls  from  d 
to  E  it  takes  up  the  various  dotted  positions,  and  the  tracing 
point  D  rises  to  I,  II,  III,  and  d  successively,  the  positions  being 
found  by  making  i  I  =  i  d,  2  II  =  2  d,  3  III  =  3  d,  and  e  d—  e  d, 
in  every  case  measured  round  the  curves  by  stepping  off  with 
dividers.  The  tooth  point  being  then  sketched  through,  the 
root  curve  may  be  treated  in  like  manner,  and  the  dotted  tooth 
formed  by  proportions  found  at  a  later  page.     (See  also p,  517.) 

For  a  rack  the  same  rolling  circle  is  used  for  points  and  roots^ 
the  curves  being,  of  course,  cycloids. 

Rules  for  Small  Pinions. — The  ratio  of  wheel  to  pinion 
diameter  should  not  exceed  about  8  to  i,  or  the  obliquity  of 
action  is  great;  and  the  number  of  the  teeth  in  the  pinion 
should  not,  if  possible,  be  less  than  20,  though  15  and  even  12 
have  been  used  in  extreme  cases.  If  the  pinion  be  double- 
shrouded  as  at  A,  Fig.  500,  the  strength  is  doubled ;  and  wear» 
which  is  very  great  on  the  pinion  teeth,  well  provided  againsL 
Single  shrouding  as  at  b  is  of  little  advantage. 

Arc  of  Contact. — In  Fig.  501  a  is  the  driver,  b  the 
follower,  and  c  the  rolling  circle,  having  tracing  points  e  d 
upon  its  circumference.  Rolling  c  within  <i,  the  hypo-cycloids 
G  H  are  described,  and  the  epi-cycloids  k  j  formed  round  b. 
But  while  c  touches  f,  e  d  are  equally  ready  to  describe  the  one 
or  other  set  of  curves,  which  means  that  d  and  e  are  the  only 
points  of  contact  or  curves  g  and  j  or  h  and  k  respectively ;  and 
all  cycloidal  curves  drawn  by  c  must  have  their  contact  points 
along  the  arc  c  e  f  l.  Supposing  a  to  be  moved  round  in  the 
direction  of  the  arrow,  the  teeth  will  first  touch  at  l  where  b^s 
point  crosses  circle  c;  before  this  there  would  be  backlash.  If 
c^  be  struck  below  f,  m  shews  the  last  touching  point  where  cCs 
point  crosses  circle  Cj.  The  path  or  arc  of  contact  will  be  l  f  m, 
L  f  being  termed  the  arc  of  approach  and  f  m  the  arc  of  recest. 
F  M  is  rather  shorter  than  f  l,  so  /3  is  slightly  greater  than  6, 
representing  the  greatest  angles  of  obliquity  at  recess  and  approach 
respectively.     If  these  be  less  than  the  friction  angle,*  there  will 

*  The  angle  whose  tan.  is  the  coefficient  of  friction  /i.  For  rough  cast  iron 
fi  =*2,  and  friction  angle  =  1 1  J*. 
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514  Proportions  of  Teeth. 

be  no  pressure  in  direction  a  b,  the  latter  depending  on  the  differ- 
ence of  /3  and  the  friction  angle.  Drawing  the  teeth  in  position 
at  first  and  last  contact,  their  paths  on  their  respective  pitch  lines 
define  the  arc  of  action^  which  should  be  long  enough  to  engage 
two  pairs  of  teeth  at  once,  and  avoid  jerks.    (Set  App.  L^p,  763.) 

Internal  or  annular  wheels  are  examined  in  the  same  manner. 
The  obliquity  is  somewhat  greater  on  the  inside,  as  at  /  Fig.  50 1, 
and  the  curves  are  reversed  for  the  wheel,  an  epi-cycloid  forming 
the  root  and  a  hypo-cycloid  the  point  Tooth  point  is  sometimes 
called  addendum^  andjlank  lised  instead  of 'root.' 

Proportions  of  Wheel-teeth,  as  at  present  adopted,  are 
given  in  Fig.  502.  It  is  now  proposed  that  they  should  be  some- 
what decreased  in  height,  but  the  objection  then  is  that  fewer 
than  two  pairs  of  teeth  may  only  be  in  contact.  The  pitch  /" 
should  always  be  measured  along  the  curve  of  the  pitch  line. 
The  difference  ('52  -  -48)/"  is  termed  backlash,  and  (*4-  '3)^"  is 
called  clearance.  The  former  is  sometimes  eliminated  entirely,  as 
in  sighting  gear  for  turret  guns. 

Example  49. —  Determine  the  arc  of  action,  and  the  greatest 
obliquity  of  the  line  of  action,  in  a  pair  of  cycloidal  teeth.  State  also 
how  many  teeth  are  in  gear  at  once  when/"  —  2" ;  T  =  30  and  50; 
dia.  of  rolling  circle  =  8}"  ;  height  of  points  or  addenda  =«  I". 
(Hons.  Mach.  Constr.  Ex.,  1892.) 

Fig.  503  is  drawn  to  scale.  The  arc  of  contact  is  from  a  to  3,  and 
the 

arcs  of  action  are  shewn  by  radial  bounding  lines. 

Greatest  obliquity  =  13^^ 
There  are  three  pairs  of  teeth  in  gear  at  once. 

The  latter  is  found  by  stepping  the  pitch  into  the  arc  of  action.    Then 
number  of  teeth  in  gear  =  no.  of  integral  pitches  +  i. 

Strength  of  Teeth. — The  first  datum  required  is  the 
pressure  on  the  teeth. 

Example  50.— A  crab  is  required  to  raise  \  a  ton  by  the  strength 
of  one  man  ;  30  lbs.  on  a  15"  handle.  Sketch  the  gearing  and  chain 
barrel,  pinion  having  12  teeth  of  i{  ins.  pitch,  and  chain  barrel  being 
7i"  dia.  Find  also  pressure  on  wheel  teeth.  (Hons.  Mach.  Constr. 
Ex.,  1882.) 
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Pressure  on  Teeth. 
Let  X  =  No.  of  teeth  in  wheel. 


SI5 


_    ,     ,      W      1120 
By  loads     =7-= 

_  .      W      ;r  X  30  1 120  X  r2  X  7-5  , 

Bygeanng^--^-^^         .:  x  =       ^^  ^  ^^      >  ^  1.2  teeth. 

Dia.  of  toothed  wheel  =  No.  of  teeth  x  pitch 

12  X  1*25  X  7        ^.  „   ,.        ^    .    . 

-^ — ■  =  47   q»a.  of  pinion. 

and  "— ""-^^5.^  ^  «»44'5"  dia.  of  wheel 

191  lbs,  pressure  on  teeth 


22 

Then  by  moments, ^ 

2-35 

and  the  drawing  is  given  in  Fig.  504. 


-_ H  I 


.    A  ^_j.L-fWA-A^'^«: — 


EiffJQi 


f^.503 


Assuming  a  possible  pitch,  the  tooth  is  reckoned  as  a  cantilever 
with  concentrated  load,  as  at  Fig.  505.     Breadth  d  varies  some- 
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5 16        '  Strength  of  Teeth. 

what  in  different  cases,  but  2\p"  is  a  good  working  value,  and  h 
is  measured  at  the  pitch  line.  If  one  tooth  bears  the  whole 
pressure  and  /  =  7/ " ;  h  =  '48/"  :  b  =  2  J/>" ;  f  —  2  J  tons  for 
cast  iron  (/o  ==  i  ton  or  less  where  much  shock).     Then  : 

Safe  load     )      y^^,      ^     x  2'SP  ^  '4^P  x  ^S/ 

on  cast  iron  r  =  "^  v/—  ==  — ^ v* — -1 ^t^^=  -32/2  tons 

teeth.       )         6^  6^*7/  -2-^:^ 

Load  may  also  be  estimated  in  terms  of  the  H.P.  transmitted. 
Thus : 

^.^  ^- RN  ^  H.V.   andW  =  ^^^i^'  tons 
33000  R  N 

^"  T                                                         HP 
But  R  «  - —          .'.  Load  on  tooth  =«=  1474   ,,■,,'    tons. 
27r  /    1  N 


Example  51.— A  C.  I.  toothed  wheel  18"  dia.  makes  150  revs,  per 
m.,  transmitting  30  H.P.  Find  pressure  on  teeth,  and  pitch  when 
width  is  2".     (Eng.  Ex.,  1892.) 

Pressure  on  teeth  =  -^^ —  «=  '624  ton 

75  X  150      — 2 

c    r    1       J        /o    X  2"  X    (•48^)2 

Safe  load  «  ^ -z ^7  =  '274 P  tons 

6  X  7/  '^-^ 

.-.    274/  =  -624    and  pitch  ■=  2*27" 

Example  52.— A  spur  wheel  2"  pitch  and  4"  face  transmits  30  H.P. 
with  pitch  line  velocity  of  10  ft.  per  sec.  Find  H.P.  transmitted  by  a 
wheel  of  4"  pitch  and  8"  face,  the  velocity  being  3  ft.  per  sec.  (Hons. 
Mach.  Constr.  Ex.,  1881.) 

H.P.  = =     ^^-'"r. =  '00005 /^"v 

33000  33000  oj^  I- 

.-.  H.P.  a  bp"v 

(1)  30  oc  4X2X  10  =  80 

(2)  H.P.  a8x4X3=96 

80  :  30  :  :  96  :  H.P.    and  H.P.  =  36 
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Summing  up,  spur  gearing  is  designed  as  follows  : — 

(t.)  Fix  diameters  to  give  advantage  desired,  keeping  ratio  of 

each  pair  of  wheels  below  8:1. 
(2.)  Calculate  pressure  on  teeth. 
(3.)  Decide  on  pitch,  which  should  give  at  least  15  teeth  in 

pinion,  and  let  tooth  strength  meet  (2). 
(4.)  Roll  the  teeth,  choosing  the  circle  to  avoid  weak  root  or 

great  obliquity. 

[Quite  the  easiest  way  of  rolling  is  to  draw  the  circle  c  (Fig. 
498)  upon  tracing  paper,  and,  placing  it  to  touch  both  at  d  and  i, 
put  a  pin  at  i ;  then  turning  the  circle  on  centre  i  till  it  touches 
both  I  and  2,  prick  through  at  I.  Moving  the  pin  to  2,  c  may  be 
further  rolled  and  II  pricked  through,  and  so  on  till  d  be  reached.] 

(5.)  Mark  off  teeth  proportions  according  to  Fig.  502. 

{See  Appendix  JLyp.  867.) 


Ei^507 


Trwx}jULte    Xe^eZK. 


Involute  Teeth  possess  the  advantage  that  their  wheel 
centres  may  be  placed  slightly  nearer  or  further  apart  without 
disturbing  the  accuracy  of  contact.  The  obliquity  is,  however, 
greater  than  for  cycloidal  teeth.  Fig.  506  shews  the  method  of 
drawing  the  curves.     Draw  two  circles  c  and  d  whose  radii  are 
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Mortice  and  Helical  Teeth. 


each  '968  of  Jheir  respective  pitch  circles :  their  tangent  c  d  is 
the  path  of  contact,  the  obliquity  being  15  J**  throughout  contact, 
and  a^v.  Strike  tooth-point  circles  cutting  tangent  at  b  the 
commencement,  and  at  a  the  end  of  contact.  If  now  a  string 
be  fastened  at  k,  say,  and  a  pencil  attached  to  its  other  end  ^ 
the  unwinding  of  k  r  will  cause  the  pencil  to  describe  the  curve 
cdzxid,  caYi  ^  dYi,  The  curve  is  best  found  by  drawing  a  line 
on  tracing-paper  and  *  rolling '  it  round  caYi  without  slipping. 

Intemad  teeth  are  similarly  drawn,  but  the  rack,  Fig.  507, 
has  a  base  circle  of  infinite  radius  r,  so  the  teeth  curves  arc 
straight  lines  whose  angle  to  line  of  centres  =  a  =  <r  =  />. 

Safe  Velocity  of  Toothed  Gearing,  at  pitch  line,  varies 
from  1800  to  3000  or  4000  ft.  per  m.,  the  former  for  rough  cast 
iron,  and  the  latter  for  machine-cut  wheels. 

Mortice  Teeth,  Fig.  508,  are  now  little  employed.  They 
were  introduced  to  decrease  noise  and  jar,  the  teeth .  being  of 
wood  in  one  wheel,  while  the  fellow  wheel  has  iron  teeth  roughly 
filed  up. 


Helical  Tefeth,  &c. — The  smoothest  action  being  observed 
to  occur  when  a  very  small  pitch  was  used.  Dr.  Hooke  invented 
his  stepped  gearing  as  in  Fig.  509,  to  obtain  strength  and  smooth 
action  at  once.  These  were  changed  later  to  the  form  at  Fig. 
510,  for  facility  in  casting  and  cutting,  and  recently  the  dovbU- 
helical  teeth  in  Fig.  5 1 1  have  been  adopted  to  avoid  endlong 
pressure  on  the  bearings  caused  by  single-helical  teeth.     They 
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S19 


are  machine-moulded  by  two  half-patterns,  and  work  smoothly  if 
well  formed ;  being  said  to  be  stronger  than  ordinary  teeth, 
which  is  doubtful 

(4.)  Bevel  Gearing  connects  shafts  whose  directions  meet 
at  any  angle,  llieir  ideal  form  is  that  of  the  frustra  of  cones, 
as  A  and  b,  Fig.  5 1 2,  having  a  common  vertex,  as  c.  The  pitch 
diameters  are  measured  at  ^,,  d^. 


iXjp.  sn 


Two  shafts  A  and  b,  Fig.  513,  are  to  be  connected  so  that 
their  revolutions  shall  be  as  2:1.  Assume  any  convenient 
diameter  c  d  and  draw  c  k  and  d  m  ||  to  a  u  Taking  e  f  =  2  c  d, 
draw  E  H  and  f  o  ||  to  b  l.  Through  g  draw  g  h  at  right  angles 
to  B  L,  and  G  K  at  right  angles  to  a  l  :  then  join  h,  g,  and  k  to  l. 
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Upon  these  cones  the  teeth  are  formed,  their  top  and  sides 
radiating  from  u 

Equal  bevel  wheels  with  shafts  at  right  angles  are  termed 
mitre  wheels. 

Bevel-wheel  Teeth  are  set  out  as  in  Fig.  514.  kgh 
being  the  cones,  draw  Q  p  at  right  angles  to  g  l,  and  with  centres 
p  and  Q  strike  arcs,  upon  which  the  teeth  are  to  be  designed  as 
though  they  were  spur  wheels.  But  although  the  teeth  are  stmck 
at  G  their  strength  must  be  reckoned  at  r,  for  there  the  teeth  are 
weaker  in  proportion  to  load  than  at  g.  Refer  also  to  pp.  62 
and  255. 

(5*)  Worin  Gearing  gives  large  mechanical  advantage  with 
few  parts.  Friction,  however,  causes  considerable  loss  unless  the 
gear  be  exceediBgly  well  made.  The  methods  of  practical  con- 
struction are  given  at  pp.  58  and  274,  the  latter  being  of  course 
preferable.  In  common  with  other  gear  giving  high  velocity  ratio 
with  few  parts,  e,g.^  Weston  block,  &c,  worm  gear  possesses  the 
property  of  non- reversibility ;  the  wheel  will  not  drive  the  wonn 
unless  the  pitch  be  excessive.  The  reason  is  that  the  direction  of 
pressure  is  within  the  friction  angle  and  W  is  placed  at  a  dis- 
advantage. 

» ,    ,     *  J     W    No.  of  threads  in  worm  wheel 

Mech.  Adv.   -  =  — r^^ ^r-r — -j—. : 

P  No.  of  threads  m  worm 

Usually  the  denominator  is  unity.  Plate  VII.  and  Fig.  219  give 
good  examples.     For  the  latter : 

Total  Mech    Adv.  )  ^  ^^^  ^^^^^  ^  ^^^  ^^^^ 
neglectmg  friction  ) 

_  16  2  X  22  X 14  ^  1126-4 

~  I  7x1*25     ■"       I 

.•.  Man's  pull  on  handle "V  _._ 

when  10  tons  arel       p  ^  _W_  ^  ig.!^i^  ^  .p  fos.  nearly. 

on  jack  {ruglecttng  i  1126-4        II 26-4         ^ 

friction)  )  -ft 

{See  Appendix  IV.,  p.  955.) 

Fig.  515  shews  the  forms  of  teeth,  b  being  the  best,  though 
A  serves  well  enough  for  light  pressures. 

Screw  Gear  is  used  to  connect  shafts  that  do  not  intersect, 
when  moderate  ratios  are  required.    It  is  really  exaggerated  worm 
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gear,  with  so  many  threads  to  the  worm  that  it  becomes  a  wheel 
Fig.  516  shews  its  application  in  a  Multiple  Drill  where  a  a  are 
the  drivers,  and  b  b  follow  on  the  drill  spindles  d  d.  The  wheels 
are  here  equal,  and  the  teeth  are  inclined  at  45°  to  the  axis. 


rMr.515 


Epicyclic  Wheel  Trains,  like  worm  gear,  produce  a  high 
ratio  with  few  parts.  Kinematically  they  are  ordinary  trains 
where  one  wheel  is  the  fixed  link. 

Case  L — Fig.  517.  Let  A  and  L  be  in  gear,  with  a  l  fixed. 
If  A  make  a  miilus  rev.  with  relation  to  a  l,  L  will  have  made 

A  A 

-  plus  revs.,  because  -  is  the  ratio  of  the  train.     Next  fix  A  and 

put  L  out  of  gear.  If  now  arm  a  l  make  one  plus  rotation  two 
things  have  happened :  A  has  made  one  minus  rev.  relatively  to 
a  l,  and  L  has  made  one  plus  rev.  relatively  to  A.  Finally,  put 
*  A  and  L  in  gear,  and  give  a  l  one  plus  rotation.    L  receives  two 

motions :  one  plus  rev.  due  to  its  connection  with  a  l,  and  -  plus 


revs,  due  to  the  relative  minus  turn  of  A 

A,  and 

A 
L  s  revs.  =  i  +  =- 


both  relatively  to 
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Epicyclic  Trains, 


Case  IL — Fig.  518.    The  only  alteration  is  the  direction  of  L's 
motion  due  to  A*s  minus  turn,  which  is  now  reversed,  so  that 


L's  revs. 


A 


A  special  case  is  when  A  =  L,  and  L's  revs.  =  o,  the  upright 
arrow  shewn  preserving  its  vertical  position. 


F'la.5i7 


rig.  5  IS 


F^jia.  5/Q 


In  Fig.  519  Ferguson's  paradox  illustrates  £ase  IL,  giving 
three  different  motions  on  one  axis.  Here  Lg  has  equal  teeth 
with  A,  Lj  has  one  tooth  more,  and  L3  one  less.     Therefore 


Li's  revs.  =  i  - 


L^'s  revs. 


A+i 
A 


and  are  plus. 


I  -    -       and  are  nothing. 


Lo's  revs.  «  i  - 

^  A-i 


and  are  minus. 


Case  IIL — Fig.   520.     Let  A  and  L  be  equal.     Then,  by- 
formula  :  , 

L's  revs.  «  i  +  -  «  2 
I 
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relatively  to  A.  We  may  vary  the  experiment  by  carrying  A 
round  L,  but  so  that  A  does  not  revolve;  then  the  relative  posi- 
tions will  still  be  the  same,  as  shewn  by  a  comparison  of*  the 
figures,  and  L  will  again  make  two  revolutions  while  A  is  carried 
once  round  it. 

Watt's  sun  and  planet  gear,  Fig.  521,  is  a  practical  example. 
A  slight  deviation  from  the  rigid  vertical  occurs  at  c  and  d^  but 
the  total  result  remains ;  s  makes  two  revs,  for  one  rev.  of  the 
crank. 

Case  IV, — A  Reverted  Train  is  where  A  and  L  turn  on  the 

same  axis.     In  Fig.  522,  A  is  fixed  and  L  reverted,  while  abc 

shews  the  train  in  direct  order. 

a  y^  c 
The  train  ratio  is  ; — ,  and 
^  x/ 

rs  revs.  =  i  -  -; — ; 

If  A  and  L  are  nearly  equal,  we  may  obtain  a  very  slow 
relative  rotation,  as  in  Fowler's  first  coiling  gear,  Fig.  523.  Stud 
D  supports  the  drum  and  gear,  a  is  the  fixed  wheel,  and  la.  dif- 
ference of  about  one  tooth  in  40  between  a  and  l  causes  the 
latter  to  turn  very  slowly,  rotating  the  cam  e,  and  raising  or 
lowering  the  coiling  lever  and  guide  puUies  as  required. 

Fig.  524  has  an  annular  wheel,  but  is  otherwise  like  Case  II. 
Opening  out  the  train,  it  is  found  that  while  /'s  revs,  are  minus, 
those  of  L  are  plus,  so 

Us  revs.  =  14-  — 

Its  application  is  shewn  to  a  ship's  capstan ;  and 

,-  ,  „    .        L's  revs,      lever  arm 

Vel.  Ratio  = x  ,.       ,     ^ 

I  barrel  rad. 

D  being  inserted  for  steadiment. 

Moor^s  Pulley  Blocks  Fig.  525,  is  a  reverted  train  with  annular 
wheels.      Referring  to  the    lower   diagrams,  the   train  ratio    is 

r-j^  and  a  minus  rotation  is  induced  in  /  or  L  by  the  relative 

motion  of  «  or  A  A  x  C 

.*.  L's  revs.  =  i  -  — — - 

B  X  L 


N  N 
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^Qore^s  J^/fferenlKoZ    Pullet/  Block 
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526  Moore's  Pulley  Block, 

If  A  and  L  are  nearly  equal,  we  have  a  high  velocity  ratio. 
In  the  bloQk,  the  eccentric  g,  corresponding  to  crank  ef^  is  rotated 
by  hand  chain  round  h,  so  that  a  and  l  are  turned  oppositely, 
each  by  half  their  relative  nK>tion,  and  w's  rise  is  due  to  this. 
Then 

P's  distance  =  ztt  R 

2  TT  r  X  L's  revs. 


\Vs  distance  = 
and  Vel.  Ratio  = 


2 

P's  dist.  2R 


W*s  dist     r  X  L's  revs. 


In  the  example  bc  has  14,  a  15,  and  l  16  teeth.     If  R  =«  r 

2 
Vel.  Ratio  =  .cv,.  '^  3^  :  i 

14  X  16 

Another  reverted  train  is  obtained  by  bevel  wheels,  as  in 
Fig.  526,  being  applied  as  driving  gear  to  traction  engines  and 
tricycles,  b  is  the  arm,  and  a,  l  the  first  and  last  wheels  respec- 
tively. When  the  front  road  wheel  is  steered  ahead,  a,  b,  and  l 
are  practically  locked,  and  the  two  hind  road  wheels  move  with 
equal  velocities ;  but  if  the  front  wheel  be  steered,  say,  to  the  left, 
A  becomes  fixed  and  l  revolves  at  double  speed,  thus  steering 
the  engine  in  a  much  smaller  curve.  Fig.  527  shews  a  detailed 
section  through  the  hind  axle. 

Fig.  528  is  a  disguised  form  of  sun  and  planet  motion,  where 
L  is  annular  and  the  slider-crank  chain  is  employed.  Considering 
A  fixed,  as  in  Fig.  520, 

L  s  revs.  —  i  -  y 

If  A  and  L  are  nearly  equal,  a  slow  movement  of  L  is  obtained, 
as  in  Fowler's  second  coiling  gear,  Fig.  529.  Eccentric  b  serves 
as  crank,  and  d  as  connecting  rod ;  a  and  l  have  the  same 
meaning  as  in  Fig.  528,  and  the  cam  and  lever  are  as  previously 
described.     {Seep.  1108.) 

(6.)  Belt  Gearing  has  the  disadvantage  of  slip,  but  is 
practically  noiseless,  and  will  transmit  power  a  considerable 
distance  (say  30  ft.)  without  intermediate  support. 
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Tension  of  Belts.— In  the  first  place  there  must  of 
necessity  be  a  tigAf  and  a  slack  side,  whose  relative  tensions  we 
will  investigate. 


il>^327 


I2e- 


In   Fig.  530  the  belt  embraces  an   angle  <^,  which  is  -  in 

circular  measure.  Considering  a  small  angle  <t,  the  greatest 
tension  without  slipping  being  Tn  and  the  lesser  tension  /j,  these 
forces  are  balanced  by  reaction  R,  inclined  to  radius  by  the 
friction  angle  ^.  Drawing  a  b  perpendicular  to  R  forms  the 
force  diagram  Kb  a^  where  ka  =  tension  T„  A  ^  =  tension  /j, 
and  tf  ^  =  reaction  R,  and  if  the  construction  be  followed  through 
anlges  ^j  tr^  a^  tr^  and  v^  the  final  tension  /„  is  found  for  the  slack 
side  of  belt.     Curve  adg'isz.  logarithmic  spiral,  whose  tangents 
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make  a  constant  angle  with  the  radii,  and  if  the  angles  9  are  taken 
small,  the  construction  is  fairly  correct.  But  greater  accuracy  is 
secured  by  using  the  equation  to  the  curve, 

-j^  =:  e^      where  e  =  2*718,  the  base  of  Napieran  logarithms. 

•n 


More  usefully  the  formula  becomes 

Log.  ^yj  =  -4343  ^ 


/     (See  Appendix  Il.y 
r  p.  867.) 


■-•V 


JTXcf  530 


Then,  the  log.   being  known,  the  corresponding  number  is 
found  from   a   table,  and   the   formula  used   for  any   value   of 

-,  ei^en  beyond  360*. 


Coefficient  of  Friction  {p)  in  Tension  Elements. 


Leather  belting  on  iron  pullies 

Wire  rope  on  iron  pullies  

•3  to -4^ 

•15 

•25 

•28  to -18 

15  if  oily. 

)  not  accounting 
V     for  wedge 
\     action 

Wire  rope  on  leather-bottomed  pullies 
Hemp  rope  on  iron  pullies     
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Table  of  Logarithms  of  ~ . 

*  It 


T„ 

tn 

Log 

tn 

Log 

T„ 

tn 

Log 

i 

-09691 

3i 

•54407 

Si 

•75966 

li  ' 

•17609 

3l 

•57403 

i   '6 

•778'5 

If 

•24303 

4 

•60206 

6i 

•795»» 

2 

>i03 

4i 

•62840 

6i 

•81291 

*i  J 

•35218    ; 

4i 

•65321 

6| 

•82930 

»*  , 

•39794 

4f 

•67670 

7 

•84509 

*i 

•43933    i 

5 

•69897 

10 

I  *ooooo 

3 

•47712   ; 

5i 

•72016 

100 

2^00000 

3i 

•51 188 

Si 

•74036 

300 

2-47712 

Driving  Pull  and  H.  P. — If  two  weights  are  slung  over  a 
pulley,  as  in  Fig.  531,  the  pull  on  the  rim  of  the  latter  will  be  due 


[JM/ 


^A^.  331 


LJ"i 


to  their  difference,  w^-w^  and  as  this  is  the  same  case  as  a 
driving  belt,  Driving  pull  =  T„  -  /„ 

(T„-/*)V 


and  H.  P.  transmitted  = 


ButV  «=  27rRN 


.-.  H.P. 


330C0 

(T„-/„)2^RN 
33000 


Strength  of  Belting,  allowing  for  the  joint,  may  be  taken, 


so  that 


y^  (safe)  =  320  lbs.  per  sq.  in. 


and  the  thickness  varies  from  fV"  to  f "  in  single-ply  belts.     The 
width  must  be  made  sufficient  to  meet  Tn. 
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530  Centrifugal  Tension  in  Belts. 

Example  53.— A  leather  belt  is  to  transmit  2  H.P.  from  a  pulley 
12"  diameter  on  a  shaft  making  160  revs,  per  m.  Find  (i)  the 
tensions,  when  the  belt  embraces  half  the  pulley  rim,  and  fi  =  -3  :  (2) 
the  belt  width  when  the  leather  is  ^*  thick. 

(1)  Log.  Ill  =  -4343  X  -3  X  ^  =  -40905        .'.  7-  =  ^ 

tn  7  /n  I 

(T„-/„)2xRN    ^„dT„-/.=    ^'^33000x7    ^^^^ 

33000  2X22  X -5x160  '^ 

There  arc  two  values  of  T„,  viz.,  (/„  +  131)  and  (25  /„). 

.-.  2-5  /n  =  /„  +  131  ;       /»  =  873  lbs.       and  T,  =  2183  lbs. 

(2)  «/'  X  -25  X  320=  Tn  =  218-3        •••  '^'  =  2f '  {Seep,  11 10.) 

Tension  in   Belt  due  to  Centrifugal  Force  may  be 

examined  similarly  to  the  fly  wheel  at  Fig  353.  The  weight  of  a 
cubic  inch  of  leather  {w)  is  "0358  lbs.,  and  the  stress  per  square 
inch  becomes  , 

g 

.-.  Total  tension  on  tight  side  =  T„  +  '^^^'^"f- 

g 
which  is  the  total  force  the  belt  must  resist  at  high  speeds. 

Creep,  Slip,  and  Speed. — As  the  belt  tension  changes 
from  Tn  to  /„»  a  small  retrograde  movement  or  creep  occurs 
due  to  release*  of  tension,  causing  the  follower  to  revolve  at  a 
slightly  decreased  rate  The  result  is  known  as  slij),  and  repre- 
sents a  loss  of  about  2  per  cent.  The  speed  of  belting  should  not 
exceed  3000  to  4000  feet  per  m. 

Length  of  Belt  (Figs.  532  and  533).— The  length  between 
centres  c  should  not  be  less  than  6  times  D  if  much  power  is 
transmitted,  though  much  less  is  used  with  light  pressures.  It 
may  be  as  much  as  30  feet.  Horizontal  belts  give  better 
results  than  vertical  ones,  and  some  inclination  should  always  be 
given  upright  belts  if  possible.     Taking  the  open  belt^  Fig.  532, 


and  Total  length  of  belt  =  2/j  +  /g  +  4 


3 


2 
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S  32  Length  of  Belts. 

In  the  crossed  beli^  Fig.  533,  draw  a/  be2X.  right  angles  to  /],. 
and/e  II  a  ^.     The  various  angles  0  are  equal,  and 
D     ^ 
sin  6  =  ? — ?-  = from  which  6  may  be  found. 

C  2C 

Then  L^c  'cos.  0     ;     /« =  —      ;     A  =  —     ;     A  =  "T-  x  irD- 
^  '      ^        2        ^      ^      2       '       *     360 

^        360 

and  Total  length  of  belt  =  2/j  +  /g  +  4  +  2/,  +  2/^ 

If  D  +  ^  be  constant  throughout  the  pairs  of  cones,  a  crossed 
belt  will  fit  equally  well  on  any  pair.  Thus  in  Fig.  533,  when  the 
belt  is  changed  to  the  dotted  pulleys,  /^  has  a  constant  value, 
and  as  circumferences  vary  as  radii,  the  sum  of  the  embraced  arcs 
will  also  be  constant.  This  is  not  exactly  true  for  an  open  belt, 
l^ut  may  be  safely  reckoned  on  in  practice.  The  diameters  should 
always  be  measured  to  centre  of  belt  thickness. 

Belt  Fastenings. — The  common  methods  of  connecting 
the  ends  of  leather  belts  is  by  lacing  (a)  or  copper  riveting  (b), 
Fig'  534-  There  are,  however,  many  convenient  metal  fasten- 
ings, as  Harris's,  at  c,  being  a  spiked  plate  having  the  points 
burred  over  after  connection ;  and  Lagrelle's,  at  d,  where  the 
belt  is  first  bent  over.  The  belt  being  laid  on  the  pullies  and 
tightly  stretched,  has  the  length  marked,  and  the  joint  made  while 
lying  round  the  shafts :  the  belt  is  then  placed  upon  one  pulley, 
and  gradually  drawn  on  to  the  other  by  tying  it  to  the  rim  and 
slowly  rotating  the  latter.  Large  belts  must  be  stretched  by 
means  of  clamps.  TuUis's  chain  belting,  Fig.  535,  has  25*/^  more 
grip  by  using  the  edge  of  the  leather,  but  the  method  is  expensive. 

Advancing  and  Retreating  Sides. — Let  a.  Fig.  536,  be 
a  pulley  whose  belt  enters  at  b  and  leaves  at  c :  it  will  remain  on 
the  pullies  while  exactly  at  right  angles  to  the  shaft,  as  at  d. 
If,  however,  the  advancing  side  be  deviated  as  at  e,  the  belt  will 
slip  off  to  the  left,  but  the  retreating  side  may  be  deflected,  as  at 
F,  without  any  harm.  In  a  curved  pulley ^  Fig.  537,  the  belt  will 
ride  on  the  large  diameter  with  safety,  for  if  placed  at  a,  the  pull 
causes  a  deviation  which  moves  the  belt  to  the  right,  if  at  c  the 
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movement  is  leftward,  and  the  final  position  is  thai  at 
taditis  of  curvature  should  be  three  to  five  tins^  tb 
width. 

Countershafting  and  Speed  Cones, — Fig*  53 
how  a  shop  machine  M  may  be  driven  so  as  to  be  ata 
stopped  without  aifecting  the  main  shaft  revolutions  or  1 
the  speed  cone  belt  c  c.  b  is  the  main  shaft  and  a  the 
shaft,  the  latter  having  fast  and  loose  puUies  l  and  r.  T 
on  the  striking  bar  s  then  grasps  the  advancing  side  of 
and  is  moved  to  right  or  left  by  pulling  the  handles  r\  \ 
on  the  belt  crank  l. 

Quick  return  is  obtained  by  the  belling  at  Fig,  53$, 
strap  turns  the  advancing,  and  a  cros^d  strap  the  retumii 
and  in  each  case  there  is  a  narrow  fast  pulley  and  a  bn 
pulley.  The  fork  is  shifted  automatically  at  either  end  \ 
and  the  machine  stojrped  by  placing  both  belts  in  positic 
from  the  handle  h.  The  total  width  of  pulhe'i  may  be 
to  four  times  belt  width  by  the  arrangement  shewn  bek 
two  striking  bars  are  emjsloyed  with  which  the  blaci 
only  engage  at  certain  times*  Many  belt  cKaroples  will 
an  Part  L 

Problems  in  Belt  Driving.— The  more  difficult 
solved  in  Fig.  540,  and  will  be  understood  if  it  be  ren 
that  the  advancing  side  of  the  belt  must  lie  at  right  angl 
shaft,  while  the  retreating  side  may  make  any  deviation. 

PuUies  for  Belt  Driving  are  usually  split,  for  coi 
in  fixing.  Fig.  54 1  shews  the  construction  of  a  cast  i 
Fig.  542  of  a  wrought  iron  pulley.  The  former  she 
curved  arms  if  more  than  12'  diameter  (see  p.  67),  and 
is  adopted  for  lightness  with  high  speeds  or  large  puUies, 
shews  a  section  through  a  pair  of  fast  and  loose  coi 
pulbeSj  which  need  not  be  split 

(7*)  Cotton-Rope  Gearing  Is  much  in  favour  for 
and  weaving  millsj  and  has  been  successfully  applied  m 
cranes  and  dynamo  driving.     For  mills,  the  tlywhce 
section  shewn  in  Fig.  544,  and  the  ropes  lie  in  wedge  ^^i 

With  a  flat  pulley  the  resistance  to  slip  would  be  I 
the  grooved  pulley  shewn  the  resistance  is  2  R^,  there- 
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Tiction  surfaces.     The  grip  is  greater  in  the  second  than  the  first 
case  in  the  ratio 


2R 


2R 


2R 
From  the  force  diagram,  —  =  cosec. 


22^*   =  2*6131,  and  /i—  =    "28  X  2-6131  =  732,  which  should 
be  substituted  for  ^  in  the  tension  formula  already  given. 


irv 


J        ^  -JTf 

^nnnJ 


m    m 


Messrs.  Jno.  Musgrave  and  Sons,  of  Bolton,  have  fitted  up  a- 
large  number  of  mills/with  cotton-rope  driving,  and  the  following:^ 
remarks  and  tables  are  the  result  of  their  experience  as  given  in> 
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Cotton-Rope  Pullies, 


their  treatise.  Hemp  and  Manilla  ropes  do  not  wear  so  well  as 
cotton,  or  transmit  as  much  force.  If  the  pullies  be  large  and  the 
rope  as  small  as.  possible,  to  prevent  disintegration  of  fibre  by 


JTia  544   J^^cclUc/   ybr  (Jolton.  Jlorte^. 


bending,  the  life  of  a  cotton  rope  may  be  twelve  years  in  good 
hands,  and  has  even  reached  seventeen  years  while  still  in  good 
order.  Taking  the  area  of  circumscribing  circle,  the  breaking  stress 
is-  4  tons  per  sq.  in.,  but  a  factor  of  30  being  adopted,  300  lbs. 
per  sq.  in.  is  the  safe  load ;  or  about  the  same  as  leather  belting. 
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Data  for  Coiton  Ropes,  when  V  =  4700  ft.  per  m. 
(Messrs.  Musgrave.) 


Dia. 

of 

rope. 

Area 

of 
circle. 

Weight 

?'^>. 
f^.% 

Centri- 
fugal 
stress 

\2WZ^ 

Effective 
tension 

H.P. 
trans- 
mitted. 

Centres  Dia.  of 
pulley  smallest 
grooves.!  pulley. 

g 

ins. 

sq.  ins. 

lbs. 

lbs. 

Mbs. 

lbs. 

ins. 

ins. 

i 

•1963 

•081 

47 

16 

31 

443 

ft 

IS 

f 

•3067 

•125 

72 

24 

48 

684 

I 

18 

i 

•4417 

•184 

106 

35 

71 

10*07 

^^ 

22 

i 

•6013 

•»s 

144*      48 

96 

1367 

lA 

26 

I 

7354 

•33 

190       63 

127 

18-05 

4 

30 

'i 

12272 

SI 

294  ;    98 

196 

27-9 

lU 

37 

li 

1-7671 

•74 

426    i     142 

284 

40-48 

^k 

45 

^i 

2-4053 

I '00 

576    i     192 

384 

547 

4 

5* 

2 

31416 

130 

750 

250 

500 

71-10 

2i 

60 

The  centrifugal  stress  is  weight  per  foot  x  v^  -7-  ^,  and  the 
fourth  and  sixth  columns  assume  that  t^  «  "2  Tn  which  gives  Tq  : 
/„  :  :  5  :  I.     From  the  tension  formula, 

Log.  5  or  69897  =  '4343  x  (m  ^  2-613)  ^    ^^  ^  ^  ^  ^^ 

7 

.    .,  -   4-893 


^7463 


•18 


if"  is  the  usual  diameter  for  main  rope. 

Fig.  545  shews  a  spinning-mill  driven  by  cotton  ropes,  the 
power  being  given  to  five  floors  by  separate  sets  of  ropes,  a  good 
arrangement  in  case  of  breakdown.  The  slack  side  being  upper- 
most gives  a  large  arc  of  contact.  Fig.  546  shews  a  travelling 
crane.  The  rope  is  endless,  passing  round  the  pullies  d,  h,  a,  g, 
F,  and  E  in  succession,  and  kept  taut  by  the  weight  at  h.  Worm 
gear  is  used  in  taking  off  the  power,  at  e  for  travelling,  at  b  for 
liftmg  and  lowering,  and  at  c  for  cross-traversing ;  and  either  rope 
is  put  in  gear  by  the  press  pullies  a^  b^  actuated  by  hand  levers  p,  q. 
E  is  reversed  by  friction  gear  worked  from  handle  l. 
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It  should  be  noted  that  horse-power,  depending  upon  pressure 
X  speed,  may  be  obtained  either  by  a  large  value  of  the  one  or 
other  quantity.  Thus  cotton-rope  driving  depends  upon  a  low 
pressure  and  high  speed,  but  high-pressure  driving  will  now  be 
considered. 

(8.)  Wirc-Rope  Gearing,  introduced  by  Hirn  in  185 1,  and 
called  by  him  *  telo-dynamic  transmission,'  has  since  been  used  in 
many  long-distance  cases,  for  example  : 

From  turbines  to  distant  mills. 

For  steam  ploughing. 

In  collieries  :  both  for  hauling  and  raising. 

For  travelling  cranes. 

Funicular  railways  and  cable  tramways. 

Boat  towing  on  canals. 

The  rope  is  of  steel  wire,  with  hemp  or  steel  core,  and  six 
strands  of  from  7  to  12  wires  each.  The  wear  is  more  uniform 
if  the  strands  twist  in  the  same  direction  as  the  rope,  as  in  Lang's 
patent.    The  following  table  refers  to  the  latter  ropes  : 


I. 
2. 

3- 

4. 

5- 
6. 


Circumf. 

Dia.  of 
circle. 

ins. 

Breaking  Stress. 

Dia.  of 
smallest 
sheave. 

Construction. 

of  rope. 

Hemp 
Core. 

Steel 
Core. 

No.  of 
strands. 

Wires  in 

each 
strand. 

ins. 

tons. 

tons. 

ins. 

4 

'i 

34 

51 

24 

6 

12 

3i 

•i 

27 

40 

21 

6 

12 

3 

1  5 

19 

28 

18 

6 

12 

4 

13 

14 

21 

12 

6 

12 

-\ 

1 

10 

15 

10 

6 

12 

2 

J 

8 

12 

10 

6 

12 

^ 

A 

6 

9 

8 

6 

TO 

li 

i 

4i 

61 

6 

6 

8 

The  wire  core  does  not  affect  the  safety  of  the  rope  in  bending 
round  puUies. 

o  o 
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540  Pullies  for  Wire  Rope. 

Pullies  for  Wire  Rope. — The  section  is  shewn  in  Fig.  547, 
having  a  groove  filled  with  leather  on  edge  which  is  afterwards 
turned  :  /i  then  is  '25.  •  Fowler*s  clip  pulley,  Fig.  548,  has  its  rim 
divided  into  a  series  of  toggles,  the  mere  pull  of  the  rope  causing 
great  grip,  as  shewn  at  a.  e  is  a  huge  screw  on  the  pulley  rim 
which  permits  adjustment,  after  which  the  bolts  are  reinserted. 
The  clip  pulley  has  enabled  wire  rope  to  be  applied  in  many  cases 
hitherto  unsolved.     Fig.  549  shews  a  guide  pulley. 

At  Fig.  550  a  turbine  (or  horizontal  water  wheel)  t„  drives  a 
distant  workshop,  a  b  is  termed  a  relay,  which  should  not 
exceed  500  feet,  and  c  c  are  guide  pullies.  Fig.  551  shews  two 
methods  of  steam  ploughing  :  (i)  is  the  *  direct  *  system,  engaging 
two  engines  which  wind  up  the  rope  alternately,  and  advance 
along  the  headland  between  bouts ;  (11)  is  the  *  roundabout ' 
system,  where  a  portable  engine  a  drives  a  windlass  b  in  either 
direction  as  required,  c,  d,  are  self-acting  anchors,  which  resist 
the  pull  of  the  rope ;  and  as  the  slack-rope  anchor  automatically 
winds  itself  in  the  direction  of  the  claw  anchor  f,  the  tight-rope 
anchor  is  meanwhile  fixed,  g  is  a  rope  porter.  Fig.  552  serves 
to  explain  underground  haulage.  An  endless  rope  is  used  at  (i), 
being  crossed  at  j  to  obtain  a  greater  grip  on  the  clip  pulley  h, 
and  tightened  at  e  with  a  heavy. weight.  (11)  employs  a  pair  of 
winding  drums  c,  as  in  the  case  of  steam  ploughing.  The  haulier 
attaches  his  wagon  by  scissors  grip  at  a.  The  up  and- down  rails 
are  omitted  for  clearness. 

Fig.  553  represents  the  lifting  gear  at  a  pit-head.  The  cages 
move  in  opposite  directions,  and  while  one  drum  is  winding 
the  other  pays  out,  a  brake  being  attached  to  each.  When  the 
mine  is  very  deep,  the  conical  drum,  Fig  553a,  is  advisably 
employed.  It  is  on  the  fusee  principle.  When  the  cage  is  near 
the  bottom  the  load  is  greatest,  due  to  rope  weight,  and  the 
drum  radius  is  decreased,  so  that  an  approximately  even  tummg 
moment  is  required  throughout  the  lift.  Overwinding  has  con- 
stituted a  serious  danger,  and  may  be  avoided  either  by 
automatic  reversing  gear  on  the  engine,  or  the  detaching  hook 
in  Fig.  556  (Walker's).  The  mouth  of  the  hook  is  usually 
closed  by  the  ring  a,  but  if  the  engine  be  over-run  the  hook 
attempts  to  pass  through  the  ring  b,  in  the  beam  c  above  the 
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542  Stresses  in  Wire  Rope. 

pit-head ;  and  a  is  thereby  caught,  being  slipped  relatively  down- 
ward.    The  jaws  then  open  or  catch  on  b,  as  at  d. 

Fig.  554  shews  Fowler's  travelling  crane  driven  by  wire  rope 
round  clip  pullies.  a  is  the  rope  arrangement,  and  the  power  is 
distributed  for  travelling  at  c  c,  cross  traversing  at  d,  and  lifting  at 
EF.  The  last  is  accomplished  by  the  rotation  of  screw  f,  which 
shortens  the  lifting  chain  attached  to  nut  e.  The  arrangement  is 
suitable  for  very  heavy  cranes. 

Cable  tramways  are  useful  for  bad  inclines.  An  endless  rope 
travels  in  a  conduit  a,  Fig.  555,  and  the  car  carries  the  'gripping 
lever  b,  which,  when  moved  to  the  vertical,  raises  the  rollers  c  c, 
and  brings  the  jaws  d  d  together.  Some  jerk  is,  of  course, 
unavoidable. 

Fig.  557  is  a  towing  arrangement  adopted  on  some  German 
canals.  A  rope  is  anchored  on '  the  canal  bottom,  and  the 
tug  winds  itself  along  by  the  engine-driven  clip  pulley.  The 
rope  serves  as  a  rail,  and  with  the  pulley  forms  a  kinematic 
pair. 

In  wire-rope  transmission  the  tension  ratio  is  usually  2  :  i  and 
the  speed  3000  to  6000  feet  per  m.  The  stresses  in  the  rope  are 
due  to : 

(i)  Weight  of  rope  and  the  form  of  hanging  curve. 

(2)  Bending  of  rope  round  pulley. 

(3)  Centrifugal  force. 

(i)  In  Fig.  558  the  catenaries  may  be  considered  as  parabolas 
for  all  practical  purposes.  Then  the  tangent  t  a  being  drawn,  by 
bisecting  c  d  at  a,  the  force  diagram  will  give  the  value  of  T^  in 
terms  of  W  the  weight  of  rope  between  the  pullies,  and  B  the 
pressure  on  the  bearing.  The  weight  of  wire  rope  per  foot  =» 
(i*34  X  d"")  lbs.     (2)  Taking  the  general  bending  formulae, 

B„,=  — =  /-=/Z        andl^Zj' 

9       y 

where  p  =  radius  of  pulley,  and  y  that  of  the  rope-wire : 

— ^  =  /Z     oxP^  =  -^  =  30,000,000  -. 
0  P  p 
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(3)  has  been  already  treated  for  belt  and  cotton  rope.  The 
safe  strength  of  the  rope  must  meet  the  combined  stress  (i)  + 
(2)  +  (3),  but  the  driving  tensions  Tn  and  4  caused  by  T  will 
both  be  decreased  by  the  stresses  (2)  and  (3). 


mCLir  ^w<.urr 


■T^l^y.  S57.  Tpy^wG 


M-i 


\  ^^ — fc:- ^  /     ; 


AOPe    TENSfOH 


JFXcr539 


SAcLofcUs  for-    WXre^  Ropje^ 


Two  shackles  are  shewn  at  Fig.  559.  At  a  the  wires  are  bent 
back  and  soldered,  giving  a  joint  equal  to  the  rope  strength ;  but 
B  is  wrapped  round  a  wrought-iron  eye  and  then  spliced,  the  joint 
having  but  50  or  60  '/^  of  the  rope  strength. 

(9.)  Pitch-chain  Gearing  serves  the  purpose  of  belting 
where  positive  driving  is  required  or  considerable  pressures 
are  to  be  transmitted.  If  high  speeds  are  employed,  the  gear 
should  be  exceptionally  well  made.  Much  power  is  lost  in 
friction,  and  the  journals  must  be  adjustable  to  take  up  stretch 
or  wear. 

Fig.  560  shews  three  forms  of  chain.  At  a  the  teeth  bear  on 
solid  inner  links,  but  at  b  and  c  they  engage  with  the  pins,  and 
the  smaller  pitch  obtained  gives  more  regular  driving.     There  are 


Digitized  by 


Google 


Pitch-Cham  Gearing. 


545 


two  sets  of  friction  surfaces ;  the  teeth  on  the  pin  and  the  pin  on 
the  inner  links,  b  decreases  the  friction  of  the  former  surfaces  by 
the  introduction  of  rollers,  and  at  c  the  latter  surfaces  are  enlarged 
by  riveting  a  ferrule  to  the  inner  links.  The  pins  should  be 
shouldered,  so  that  the  links  may  work  clear  at  the  sides ;  and 
the  teeth  are  involute  curves  having  the  arc  of  pin  centres  as  base 
circle. 


QeourXrvcf 


0  is  a  road  roller  supplied  with  pitch  chain,  and  Fig.  569  an 
electric  car  driven  by  chain  from  a  dynamo.  Cycle  driving  is  a 
well  known  application.    {Seep,  iiii.) 

(II.)  Compressed  Air  is  of  great  advantage  as  a  long- 
distance transmitter,  and  as  such  has  been  used  for  motors  in 
mines,  for  tunnelling  machines,  and  for  distribution  from  central 
stations  in  towrns.  In  mines  and  workshops,  the  exhaust  serves 
also  for  ventilation.  To  be  effective  the  compressors  should  b^ 
on  a  somewhat  large  scale,  and  the  arrangement  is  shewn  in  Fig. 
561,  where  steam  in  cylinders  a  a  is  used  to  compress  air  in  the 
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cylinders  b  and  c,  which  is  conveyed  thence  to  a  storage  receiver 
for  distribution  by  main  to  the  various  motors. 

When  work  is  done  on  a  gas,  the  temperature  is  raised,  by 
reason  of  the  conversion  of  that  work  into  heat ;  and  again,  when 
a  gas  does  work  its  temperature  is  lowered,  for  a  reverse  reasoa 


'^  CpmPRtsS^ 


'^K    6.y    ;-^^  :r^."r 


The  changes  are  shewn  in  Fig.  562.J^|Draw  co-ordinates  o  f  for 
pressure  and  o  j  for  volumes ;  then  let  the  piston  commence  with 
a  cylinder  volume  i,  opposite  a,  and  atmospheric  pressure  15  lbs 
at  I  A,  the  temperature  being  60'  F.     a  c  is  a  hyperbola  or 
isothermal  ( *  at  constant  temperature ' )  of  60*,  while  e  b  and  D  k 
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are  parallel  hyperbolas  at  320'  and  -  201*  respectively.  In  cora- 
« pressing  the  air  without  subtracting  heat,  its  temperature  rises  to 
320°  and  the  pressure  curve  is  the  adiabatic  {* no  heat  passing 
through ')  from  a  to  b,  the  volume  being  now  reduced  to  '5  with 
pressure  45  lbs.  Suppose  the  temperature  next  to  lower  to  60* 
during  transit  tp  motor,  pressure  remaining  constant,  which  is 
practically  true,  the  volume  will  decrease  from  b  to  c,  viz.,  to  '32. 
Next  let  the  air  expand  behind  the  motor  piston,  without  adding 
heat,  and  its  pressure  will  fall  to  1 5  lbs.,  while  its  volume  becomes 
*74,  and  the  expansion  curve  will  be  the  adiabatic  c  d,  the  final 
temperature  of  which  is  -  201**.  The  area  a  b  f  o  shews  the  work 
given  to  the  gas,  c  d  g  f  that  restored  to  the  motor,  and  the  loss 
due  to  cooling  is  the  area  a  bod,  being  here  about  27'/^.  In 
practice  the  curves  would  more  nearly  approach  the  thick  dotted 
lines,  but  there  are  losses  in  steam  cylinder,  main,  and  motor, 
which  may  reduce  the  efficiency  to  307^  instead  of  the  73°/© 
shewn.     {See  also  pp.  773  and  881.) 

Formerly  simple  steam-engines  were  employed  as  compressors, 
but. these  are  now  replaced  by  compound  engines;  much  im- 
provement too,  has  been  made  in  the  methods  of  cooling.  It 
being  granted  that  isothermal  compression  is  the  ideal  condition, 
the  old  water-jacketing  proved  inefficient,  as  removing  the  heat 
after  adiabatic  compression  had  been  permitted.  Water  pistons 
were  little  better,  being  cumbrous  and  slow  ;  while  water  spraying 
in  the  air  cylinders  both  spoilt  the  cylinders  and  gave  but  a  slight 
further  advantage,  for  the  time  was  too  short  for  the  heat 
to  be  taken  up.  The  greatest  improvement  was  made  by  the 
introduction  of  two-stage  compression,  or  the  performing  of  the 
work  in  two  cylinders,  with  an  intermediate  cooler,  it  can  easily 
be  shewn  that  if  a  succession  of  such  cylinders  and  intermediate 
coolers  be  used,  the  compression  may  be  truly  isothermal,  thus 
gaining  a  large  portion,  but  not  all,  of  the  lost  work  area,  for  loss 
in  the  motor  may  still  occur.  The  blocking  of  the  ports  with  ice 
or  snow  on  account  of  the  low  temperature  of  the  motor  exhaust 
caused  trouble  which  an  attempt  to  overcome  was  made  in  1887, 
by  re-heating  the  air  entering  the  motor,  but  the  economic  results 
proved  such  a  surprise,  that  the  method  has  ever  since  been 
followed,  with  increasing  success;  and  it  is  now  clearly  under- 
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stood  that  the  employment  of  fuel  in  a  re-heater  is  attended  with 
some  six  times  the  economy  of  the  same  fuel  used  in  a  5team 
boiler  furnace.  Figs.  563-4  shew  at  b  an  electrical  re-heater 
formed  of  resistance  coils  in  the  circuit  of  the  dynamo  a,  and  at 
G  a  stove  re-heater  through  which  the  air  pipe  passes.  Still 
another  saving  is  obtained  by  air  injection.  As  heat  is  nothing 
but  a  form  of  work,  it  may  be  made  to  do  work  as  soon  as 
generated,  instead  of  being  allowed  to  dissipate.  In  Fig.  564 
this  is  done  by  allowing  the  hot  air  to  pass  from  the  receiver  d 
through  the  injector  nozzle  f,  and  thus  an  additional  quantity  of 
air  is  drawn  into  the  cold  receiver  e  to  fill  up  the  loss  caused  by 
shrinkage  during  cooling.  The  air  being  compressed  to  100  lbs. 
at  a  temperature  of  484',  is  reduced  to  50  lbs.  in  e,  with  a  tem- 
perature of  201° ;  but  the  gain  is  certain,  for  the  heat  has  been 
made  to  do  work. 

Much  mechanical  improvement  has  been  introduced  in  the 
compressors,  such  as  the  use  of  lever-lifted  valves  instead  of  air- 
moved  flaps,  avoiding  wiredrawing.  Clearance  spaces  have  been 
much  reduced,  and  the  mains  increased  so  as  to  bring  the  air 
velocity  below  30  ft.  per  sec.  Referring  now  to  Fig.  561,  the 
cylinders  a  a  are  compound  high  and  low  pressure,  and  the  air 
enters  first  the  suction  valves  f  f  of  the  cylinder  b.  Leaving  by  the 
valves  E  E,  it  passes  by  b  to  the  surface  condenser  d,  and  then  to 
the  second  cylinder  c,  which  it  enters  by  h  H  and  leaves  by  g  a 
Finally  it  passes  by  pipe  m  to  the  storage  receiver.  The  valves 
are  lifted  by  levers  p,  moved  by  cams  n  on  shafts  dd. 

The  Paris  Compressed  Air  Con^pany  delivers  about  8doo  H.p. 
from  two  central  stations,  through  thirty-five  miles  of  piping,  the 
further  motor  being  4 J  miles  away.  Prof.  Kennedy  measured  the 
efficiencies  in  1889,  and  found  that  for  one  i.h.p.  in  central 
engine,  the  customer  received  -39  i.h.p.  with  cold  air  and  -47 
with  air  re-heated  just  before  entering  his  motor.  With  two- 
stage  compression  and  other  improvements,  Fran9ois  shewed 
in  1 89 1  that  a  total  efficiency  of  46  could  be  reached  with 
cold  air,  -65  with  hot  air,  and  -8  if  the  hot  air  was  sprayed 
with  water;  which  results  have  since  been  approached.  ITiis 
assumes  eflficiencies  of  compressor,  main,  and  motor  at  "9,  -96,  and 
•93  respectively. 
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(12.)  Hydraulic  Transmission.— Refer  to  Chapters  VIL 
and  XI. 

•  (13.)  Electric  Transmission  can  only  be  briefly  described 
Faraday,  in  1831,  discovered  magnetic  induction,  by  which  a 
current  is  generated  in  a  closed  circuit  wound  on  a  bobbin,  when 
the  latter  is  moved  before  the  poles  of  a  permanent  magnet 
(a,  Fig.  565.)  Pixii,  Clarke,  and  others  thereupon,  in  1832, 
devised  the  magneto  electric  battery  b,  where  the  bobbins  are 
rotated,  and  introduced  the  commutator  to  reverse  the  alternate 
currents  formed  at  c  and  thus  *  straighten  out '  the  total  current 
Nollet,  Van  Malderen,  and  De  Meritens  improved  this  machine 
up  to  the  year  187 1,  dispensing  with  commutator,  and  thus  pro- 
ducing alternating  currents  (d).  Dr.  Siemens  devised  the  H 
armature  e  in  1857,  working  with  compound  magnet,  and  in 
1866  Wilde  employed  a  small  Siemens  machine  f.  with  commuta- 
tor to  excite  the  electro-magnets  g  of  a  much  larger  machine,  and 
thus  avoid  the  necessity  for  large  permanent  magnets  The  pro- 
gress now  was  very  rapid,  and  in  1867  Siemens,  Wheats^one,  and 
Varley  separately  discovered  the  *  dynamo-electric  principle,' 
by  which  the  machine  was  made  wholly  self-exciting,  the  mere 
residual  magnetism  m  the  soft  iron  core,  whether  new  or  after 
use,  being  sufficient  to  commence  the  current,  which  then 
gradually  increased  up  to  its  maximum,  k  is  a  Siemens  dynamo 
with  H  armature  and  commutator,  the  currents  being  thereby 
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continuous.  In  187 1  Gramme  developed  the  Pacinotti  ring 
armature  as  at  j,  to  obtain  a  steady  continuous-current  dynamo, 
which  ends  our  brief  history.  Modern  dynamos,  similar  in  prin- 
ciple, and  built  for  continuous  or  alternating  current,  are  outlined 


ofXhjn   Di//zcuru? 


in  Appendix  VL  It  is  most  important  to  notice,  however,  that  all 
dynamos  are  rei^ersible^  that  is,  may  be  used  either  as  generators 
or  motors. 

Fig.  566  shews  a  generator-dynamo  at  a  and  a  motor-dynamo 
at  a  Power  given  to  a  will  be  transmitted  electrically  to  b,  and  the 
latter  will  rotate,  thus  returning  the  mechanical  energy  deposited 
at  A ;  but  the  rotation  of  b  will  be  in  the  reverse  direction  of  a's 
rotation.     This  is  called  direct  transmission.     {See p.  11 12.) 

Electric  energy  may,  however,  be  stored.  In  1800  it  was 
found  that  when  the  electric  circuit  was  completed  by  dilute  acid 
between  platinum  poles,  oxygen  was  given  off  from  the  positive 
and  hydrogen  from  the  negative  wire  (a,  Fig.  567).  Ritter,  in 
1803,  shewed  that  the  platinum  poles  and  liquid  constituted  a 
battery,  which  would  return  the  current.  In  1879  Phmt^  made 
this  fact  of  use  by  building  the  storage  battery  b,  which  consisted 
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of  two  sheets  of  lead  a  and  ^,  rolled  into  a  spiral,  with  insulating 
strips  between,  and  placed  in  a  vessel  containing  dilute  sulphuric 
acid  Charging  till  the  positive  surfaces  were  coated  with  lead 
dioxide  and  the  negative  with  metallic  lead,  the  plates  were  in 
such  a  chemical  condition  as  to  constitute  a  return  battery. 
Faure  shortened  the  time  pf  charging  by  coating  the  plates  with 
red  lead  (the  lower  oxide),  and -covering  this  with  parchment  tied 
with  strips.     The  only  difference  in  action  was  that  spongy  lead 


qMmai£^ 
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was  formed  at  the  negative  plate,  thus  giving  a  large  surface. 
Present  storage  or  secondary  batteries  (otherwise  accumulators; 
are  on  Plants  or  Faure's  principle,  and  do  not  really  store 
electricity,  but  change  electrical  energy  into  that  of  chemical 
separation.  They  are  useful  where  the  demand  for  power  is 
intermittent,  and  are-  fairly  effective,  the  leakage  during  a  few 
days  being  but  small.     {See pp.  958  and  1 1 18.) 

££Bciency. — The  work  lost  during  transformation  in  a 
dynamo  may  be  as  low  as  8  %,  though  it  more  often  reaches  15% 
or  20  %.    A  greater  loss  usually  occurs,  however,  between  generator 
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and  motor,  the  resistance  of  the  circuit  causing  dissipation  of 
energy  as  heat.     If 

C  =  current  in  ampferes,  Q  =  quantity  in  Coulombs, 

E  =  electromotive  force  in  volts,     W  =  work  in  foot  pds., 
R  «  resistance  in  Ohms, 


Then: 


H.P 


C»R      EC 


746        746        746  R 
W  =  737EQ 

_      E       /71:6^h:p:   746  h.  p. 

^   "     R    '"^         R"~ E 

E=CR=     ^-i^-     WH.P:7l6-R  =  .^^ 


C  ^  -/-^  .^^^Q 


^    ^    E    _     746  H.P 


C  O  746  H.  P. 

W 


•737  E 


If  /  be  the  length  of  a  circuit  in  feet,  both  lead  and  return, 
and  a  =  sectional  area  of  wire  in  sq.  in., 

R  at  6o-  F  =  -  X        ^'^ 


a       1 ,000,000 

when  copper  wire  is  used..    Also  if  the  E.  M.  F.  drops  from  E  to 

e  and  the  current   from  C  to  ^  in   flowing  from   generator  to 

motor,  and  if  W  is  the  work  put  in  by  generator  and  w  thai 

received  by  motor, 

^rr-  .  ..  •       we       C-r 

Efficiency  of  circuit  ==--«-=  --^j— 

VV       xLi  C     ■ 

Example  54.— A  dynamo  driven  by  turbine  can  generate  50 
amperes  at  300  volts.  The  current  is  carried  by  two  No.  6  W.  G. 
copper  wires  to  drive  a  workshop  motor  \  mile  away.  ^  Assuming  the 
commercial  efficiency  of  the  generator  as  86**/,,  and  that  of  the  motor 
as  84"*/,,  find  the  mechanical  efficiency  of  the  whole  system. 
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«  T*     •  .  u  *         EC  300 X  50 

H.  P.  given  out  by  generator  =  — -    —       ■ — ~-         —  20 

20 
H.  P.  Turbine  must  give  to  dynamo  =  -7  =  232 5 

'06  / 

R  of  circuit,  taking  lead  arid  return  1  2640  x  8*4 

(dia.  of  wire  =  -192,  area  =  '03,  \  =  ,nnonnn  =  '74  o^^ms 

7=2640  ft)  I       03x1.000,000 

TT  r»  ,    ..       •         C*R        50x50x74 

.'.  H.P.  lost  m  wire  =  — -  =    -^ ^>      ^     =2-48 

746  746 

H.  P.  delivered  to  motor  ) 

is    that    generated    less  >  =       20-2*48         =  1 7*52 
that  lost  in  wire.  ) 

H.  P.  available  at  shop  shafting  =    17*52  x  -84      =  147 1 
But  H.  P.  given  by  turbine  was  23*25 

^  ^  .  H.P.  taken  out      1471       ,  .   , «/ 

.-.  Gross  efficiency  =      -  - -. —  =  — ^-^  =  6327    or  63^' 

^         H.  P.  put  m         .23*25      -^-i- £4__2. 

,    ^  .            ^   .      .       ,        H.  P.  delivered  to  motor 
and  efficiency  of  circuit  only  =         „  p —^ 

=  ^'  =  •876    or  87-61 

there  being  12*47.  of  the  generated  H.  P.  lost  in  the  wire. 

Two  actual  cases  may  be  quoted     (i)  4^  H.  P.  was  trans- 
mitted 8  miles  through  ^^"  telegraph  wire,  with  a  total  efficiency 
of  30  %.     (2)  The  dynamos  having  a  resistance  of  470  ohms,  and 
the  circuit  950  ohms,  the  line  being  34  miles  long,  a  total  effi- 
ciency of  32  %  was  obtained  by  decreasing  revolutions  from  2100 
at  generator  to  1400  at  motor,  the  potentials  dropping  2400  to 
1 600  volts,  a  method  of  working  first  advised  by  Siemens. 

{See  p,  929.) 

Storage  cells  are  objectionable   for  tramcar  and  locomotive 

driving  on  account  of  their  great  weight,  2  tons  of  cells  being 

about  the  weight  required  for  a  i-ton  car.     The  following  results 

are  from  an  actual  experiment  with  Faure  accumulators : 

35  cells  of  95  lbs.  each         ...     =     i^  tons.  ^'^ 

H.P.  absorbed  in  charging  ...      =      I'SS^-  T  "^ 

Time  of  charging      ...         ...      =     22  hrs.  45  mins.       ^  "^ 

Lost  work  in  charging  ...      =     34%  ^  ^ 

Chemically  stored  energy     . . .     =     66  %  ^  ^ 

Recovered  electric  energy    ...     =     60  %  of  66  %  =  39*6  %. 
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Figs.  568  and  569  are  examples  of  electric  transmission.  In 
the  former  a  turbine  a  drives  vertical  shaft  d,  and,  through  bevel 
gear,  the  generator-dynamo  e.  A  motor  f  then  gives  the  power 
to  a  line  shaft  g  through  counter-shafting  n.  In  Fig.  569  a  car  is 
driven  by  motor  and  pitch  chain,  the  current  being  taken  from 


ricf,  569 


line  wire  by  a  trolley  a,  through  the  *  fishing  rod '  b,  and  the  return 
taking  place  by  earth,  c  is  the  conduit  system  adopted  by  Mr.  Brain, 
where  the  wire  is  underground,  and  the  slit  covered  by  a  strong 
steel  band.  The  latter  is  lifted  by  the  little  trolley,  as  it  passes, 
to  allow  of  the  connection  between  circuit  and  motor.  Electric 
travelling  cranes  are  a  recent  development,  the  motor  being 
placed  on  the  travelling  girders.  {See  pp,  926-9,  Electric  Units 
and  Measurement :  and  p.  961,  Electric  Traction,)  {Also  p,  11 18.) 
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Laws  of  Friction. — *  Solid*  friction  (or  the  friction  be- 
tween solid  surfaces)  is  here  meant,  in  contradistinction  to  fluid 
friction.     There  are  three  laws,  as  follows  : 

The  tractive  force  required  to  overcome  friction : — 

(i)  Depends  directly  on  the  pressure  between  the  surfaces  in  contact. 

(2)  Is  independent  of  the  extent  of  the  pair  of  surfaces  in  contact,  but  (2a) 

increases  in  proix>Ttion  to  the  number  of  pairs  of  surfaces. 

(3)  Is  independent  (at  low  velocities)  of  the  relative  velocity  of  the  surfaces. 

Further,  the  force  depends  on  the  co-efficient  of  friction  (/x) 
for  the  particular  materials,  thus, 

Tractive  force  Fq  =  /x  P    where  P  =  total  pressure. 


Coefficients  (/i)  of  Friction  at  very  low  Speeds.     (Morin.) 


1 
Materials. 

Method  of  Lubrication. 

Dry. 

Water. 

Olive 
oil. 

Lard. 

• 
•21 

•I 

•12 

... 

...    1 

Tallow 

Dry 
soap. 

Polished 

and 
greasy. 

Wood  on  Wood... 
Metal  on  Metal... 
Wood  on  Metal... 
Hemp  on  Wood... 
Leather  on  Iron.  . 
Leather  on  Wood 
Stone  on  Stone... 
Stone  on  W.L  ... 
Wood  on  Stone... 

•5 

•18 

•6 

•63 
•54 
•47 
•71 
•45 
•6 

•68 

•65 

•87 

•12 
I 

•19 
•II 
•12 

'Z^ 

•35 
•15 
•I 

•28 

As  /I  is  the  trigonometrical  tangent  of  the  friction  angle  6 
{seep.  560),  the  latter  may  be  found  as  in  Fig.  570,  by  dividing 
a  base-line  into  tenths  and  setting  up  /i  on  a  perpendicular 
from  the  mark  i,  to  the  same  scale.  Thus,  for  dry  metal, 
^  =  lo*,  when  /i  =  •18.     (See  Appendix  IL,  p,  868.) 

P  p 
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Laws  and  Exceptions, 


Morin's  experiments  are  not  true  for  very  heavy  loads  or  at 
high  velocities  with  much  abrasion.     For  the  first,  Ball  gives 

Fn  =  -9  +  -266  P 

for  wood  on  wood,  and  the  relation  is  set  out  in  Fig.  571,  the 
dotted   line    shewing  the  result  of  tfie   ordinary  formula  with 


1^.670 


FX^J7i_ 


9      '0     tt     tz     13 


As  regards  velocity,  at  the  Brighton  brake  trials,  1878,  the 
following  results  were  obtained  when  the  static  coefficient  was  '242. 


Vel.  ft.  per  sec 

ft  between  brake 
and  wheel. 

/x  between  wheel 
and  rail. 

80 

50 
40 
20 
10 
near  rest 

•106 

•153 
•171 

•213 
•242 

•242 

•065 

•07 

•072 

•088 

'242 
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As  there  was  probably  considerable  abrasion  in  these  results, 
it  is  doubtful  whether  they  should  be  accepted,  further  than 
generally,  for  pure  friction.  The  second  column  shews  that  the 
wheels  should  not  be  allowed  to  skid  when  stopping  the  train. 

If  surfaces  are  thoroughly  lubricated  the  frictional  resistance 
is  of  a  *  mixed '  kind,  being  neither  solid  nor  fluid.  The  following 
comparison  is  useful : 

Comparison  of  the  Laws  or  Solid  and  Fluid  Friction. 


Solid  friction  is  : — 

1.  Directly  as  pressure. 

2.  Independent  of  surface. 

3.  Independent  of  velocity 

(at  low  velocities). 


Fluid  friction  (gas  or  liquid)  is : — 

1.  Independent  of  pressure. 

2.  Directly  as  wetted  surface. 

3.  Directlyas  vat  creeping  velocities. 

as  v*  at  moderate  velocities, 
as  z^  at  high  velocities. 


The  Friction  of  a  Journal  Bearing  was  investigated  by 
Beauchamp  Tower  for  the  Institute  of  Mechanical  Engineers.  The 
load  was  carried  on  one  brass  only,  a  top  one,  and  the  journal 
ran  in  an  oil  bath.  The  coefficient  varied  with  the  lubricant. 
With  oil-bath  lubrication  "F^  was  independent  of  pressure,    and 

/u  a  p.     In  terms  of  velocity, 


=  c 


p 


where  c  varies  with  the  lubricant.    Thus,  when  0=4  and  /  =  300. 


Lubricant. 

c 

/* 

Lubricant. 

c 

M 

Olive  oil  

•289 

•00192 

Sperm  oil . 

•194 

00129 

Lard  oil    

•281 

•00187 

Rape  oil... 

•212 

•00141 

Mineral  grease 

•431 

•00287 

'  Mineral  oil 

•276 

-00184 

With  syphon  lubrication  /x  «  ;^     where  c^  «=  2*02  for  rape  oil, 

and  with  pad  lubrication  /x  =  'oi  for  rape  oil    The  bearing  seized 
when  p  rose  above  600  lbs.     {See  Appendix  II,,  p,  870.) 
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Friction  of  Turning  Pairs. 


Friction  of  a  Collar  Bearing. —  This  was  examined 
under  the  same  auspices.  Here  the  friction  was  nearer  the 
*  solid '  condition,  the  lubrication  being  less  perfect.  The 
pressure/  varied  from  15  to  90  lbs.,  and  v  from  S  to  15  ft.  per 
sec.  The  coefficient  was  '036  for  ordinary  loads,  the  usual 
formula  being  applicable.     {Seep,  871.)' 

Work  Lost  in  Journal  or  Collar  Friction. — R  being 
outside  or  mean  radius  respectively, 

Work  lost  in  foot  pounds  per  m.  =  Fn  x  V  =  ^P  x  2  ir  R  N 

J  TT  Ti  1    ^      uP  X  2xRN 

.  and  H.  P.  lost  = 

33000 

Work  Lost  in  Pivot  Frictjon. — Following  the  method 


ITm.  57Z 


WorJc  losjt^  xrv  PajuoX>  fnictCo^. 


of  Fig.  371,  let  r  be  the  pivot  radius  in  Fig.  572.     Assuming  the 
pressure  to  be  equally  distributed, 

~^  ■»  pressure  per  sq.  in.,   and  ^--^  =  force  of  friction  persq. 


in. 


Total  friction  on  any  ring  =  unit  friction  x  area  of  ring 

— T  X  2irr  x  r  =»  -^--  ^  ' 

vr*  r 


.  •.  Total  friction  on  outer  ring  =  ^—-z  x  2irr  x  /"  =»  ^^^  x  /' 


and     Total  friction  on  ring  fg  «=  —  x  -^-—  x  /" 
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the  resistance  increasing  gradually  from  o  to  b  c.  But  the  force 
must  be  multiplied  by  the  arm  to  give  the  moment.  The  lami  na 
A  B  c  D  represents  the  moment  for  the  outer  ring,  being 


force  (^Jt—\   X  arm  (r) 


Similarly  ad cd is  the  moment  at  ring  r^,  and  the  pyramid  volume 
will  give  the  total  moment,  thus  : 

Moment  of  friction  =  -J—  xrx-  ^-uTr 
r  3      S'^ 

If  P  and  r  are  in  lbs.  and  inches,  the  moment  is  in  pound  inches, 
and  the  distribution  of  pressure  may  be  such  as  to  reduce  it  to  ^ 
fi  Pr.     Concentrating  the  total  force  at  the  outer  ring,  it  will  be 

r      ^^^      Work  lost  per  m.    -    f  ^  P  x  2  irRN 
which  may  decrease  to^/iP  x  2flrRN 

Example  55. — Find  H.P.  lost  in  a  footstep,  whose  dia.  is  4",  total 
load  3000  lbs.,  revs.  100  per  m.,  when  /i  =  '06.  (Hons.  Mach.  Constr. 
Ex.,  1887.) 

H.  P.  lost  =  2  >^  "^  >^  3OOOX  2  X  22X  2^r^ioo  ^ 

3x33000x7x12  -*— 

Example  56.— Mean  dia.  of  thrust  bearing  =  14",  screw  thrust 
40,000  lbs.,  and  pitch  15  ft.  \i,  —  '003,  and  1000  miles  are  travelled  in 
3i  days.     Find  H.  P.  lost  in  friction.     (Eng.  Ex.,  1888.) 

_        ,    ^  ,       1000x5280  ^ 

Speed  of  vessel  =  —   — ■^-,-  u.  per  m. 
^  3-5x24x60       '^ 

and  as  vessel  travels  1 5  ft.  per  rev. 

_  1000x5280 

Revs,  per  m.  = 

3*5x24x60x15 

»T  T*  1    .      /iP27rRN      '003x40000x2x22x7x1000x5280 
.-.  H.P.  lost  ='^  =_-^_**    _  ^--=03. 
33000             33000X7X  12x3*5  X 24x60 X 15         ^^ 


The  form  of  pivot  surface  may  be  flat,  conical,  spherical,  or 

P 
specially  formed.      If  conical,  - —  must   be  substituted  for  P, 

where  a  =  angle  at  cone  apex.  {Seep.  507.) 

Google 
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Schiele's  Pivot. 


Schiek's  Pivot ^  Fig.  573,  is  generated  by  a  tractrix  revolving 
on  its  own  axis.     The  curve  is  drawn  as  follows :  Step  off  equal 


lyj^sTj    ^ 


divisions  i  to  10;  with  radius  ob  and  centre  i  set  off  la  and 
join :  with  same  radius  and  centre  2  set  off  \b  on  \a  and  join : 
similarly  3^,  4//,  &c. ;  and  then  sketch  the  curve  from  b  to  k.  This 
pivot  wears  equally  on  all  rings,  but  wastes  more  energy  in  friction : 

Moment  of  friction  =s^Pr 

or  50  %  in  excess  of  a  flat  pivot. 


R» 

A 

ivC 

^    , 

-^ 

L— 

J^AJCt.  57^^ 


The  Limiting  Angle  of  Resistance. — If  a  weight  rest  on 
a  perfectly  smooth  surface  as  at  a,  Fig.  574,  the  reaction  is  normal 
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to  the  surface,  but  if  the  surface  be  rough,  the  reaction  is  inclined 
to  the  normal  by  the  friction  angle,  in  a  ^direction  away  from  the 
pull  P,  and  the  latter  must  now  be  increased  by  Fn  in  order  to 
move  the  body.  If  not  on  the  point  of  sliding,  the  obliquity  of  R 
may  be  anything  less,  down  to  zero.  Two  cases  are  shewn  foi  the 
inclined  plane,  P  being  directed  up  or  down  the  'plane,  but  its 
value  may  ailways  be  found  by  force  diagram.  In  moving  up  the 
plane,  total  pull  must  balance  gravity  +  Fn,  but  in  moving  down 
the  plane  must  balance  Fn  -  gravity. 

Example  57.— A  road  engine  weighs  12  tons.  Find  (i)  tractive 
force  of  engine  to  pull  48  tons  behind  it  on  a  level  road,  and  (2)  the 
load  drawi)  up  a  i  in  10  incline.  Coefficient  of  traction  =  1 50  lbs. 
per  ton. 

(i)        Tractive  force  =  (12  +  48)  i go  =  9000  lbs 

(2)        P  X  length  =  W  X  height      and  P  =  W  x  ^-^ 
Also  R  will  be  found  to  =  -995  W 

22AO 

Tractive  force  to  balance  gravity  =        — —     =  224     lbs.  per  ton. 
Tractive  force  to  overcome  friction  =  150  x  '995  «  1 49*2  5  „         „ 
Total  tractive  force  =  373*25  „         „ 

But  the  engine  only  exerts  9000  lbs. 

.'.  Total  load  on  incline  including  engine  =    ^^   =  24*11  tons, 
and  Load  drawn  exclusive  of  engine  =  24*11  -  12  =  12*1 1  tons. 


Diminishing  Friction  by  Lubrication. — Spongy  metals 
like  cast  iron,  brass,  and  white  metal  decrease  frictional  resistance 
considerably,  but  the  best  results  are  only  obtained  by  the  appli- 
cation of  unguents. 

Lubricants  may  be  solid,  as  blacklead ;  semi-solid,  as  greases 
and  fats ;  and  liquid,  as  oils.  '  Body '  for  support,  and  fluidity 
to  avoid  resistance,  are  both  essential  requisites,  and  a  careful 
choice  must  be  made  between  extremes.  The  following  are  the 
unguents  used  for  various  purposes  : — 
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562  Lubricants, 

1.  At  low  temperatures :  Light  petroleums. 

2.  For  intense  pressures :  Graphite  or  soapstone. 

3.  Heavy  pressures,  slow  speeds :  Tallows. 

4.  Heavy  pressures,  high  speeds :  Sperm  or  heavy  petroleums. 

5.  Light  pressures,  high  speeds :  Sperm    or    refined    petro- 

leums. 

6.  Ordinary  machinery :  Lard  oil  or  tallow  oil. 

7.  Steam  cylinders  :  Tallow  or  heavy  petroleums. 

8.  Metal  on  wood  bearings :  Water. 

'  Gumming '  or  quick  oxidation  is  to  be  avoided. 

Lubricants  are  tested  in  about  six  ways : — (i)  By  chemical 
analysis;  (2)  for  specific  gravity;  (3)  for  relative  viscosity  when 
new;  (4)  for  gumming  action;  (5)  iox  flashing  and  burning  points; 
(6)  generally,  by  testing  machine. 

Beaum^'s  hydrometer  is  shewn  at  Fig.  575,  being  a  glass  bulb 
A  weighted  by  mercury  at  c,  which  floats  in  the  liquid  b  to  be 
tested,  and  the  depth  to  which  the  stem  sinks  will  shew  the 
relative  density  of  b.     Thus  for 


Spec.  Grav. 
Sperm  oil        ...     '881 
Olive  oil  ...     "915 

Lard  oil  ...     "917 


Spec.  Grav. 
Castor  oil        ...     "966 
Petroleum  oil ...     '866 


Viscosity  may  be  observed  by  dropping  the  oil  from  a  fine 
tube,  and  gumming  by  the  apparatus  in  Fig.  576.  The  various 
oils  are  dropped  through  the  holes  a  a,  from  the  tube  b,  and  as 
they  travel  slowly  down  a  glass  plate  their  positions  on  the  scale 
are  daily  noted.  Fig.  577  is  a  graphic  rendering  of  some  results, 
the  slowing  points  being  shewn  by  circles  and  the  stopping  points 
by  crosses.  Flashing  points  are  observed  by  heating  the  oil  in  a 
closed  vessel,  then  lighting  the  gas  when  collected ;  burning  points 
are  where  the  whole  oil  takes  fire.  A  low  flashing  point  shews  a 
dangerous  oil,  73*  F.  being  the  minimum  as  fixed  by  law  for 
commercial  oils. 

Flashes.  Fires.  Burns. 

Sperm  oil      ...       400*       ...       485*       ...       500* 
Lard  oil         ...       475*       •••       I'^l^       •••       S^S* 
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The  most  effective  test  is  obtained  by  machine,  of  which 
Professor  Thurston^s  (Fig.  578)  is  probably  the  best,  a  is  a 
pendulum  hanging  on  the  test  journal  b,  whose  brasses  can  be 
adjusted  for  any  pressure  by  turning  the  screw  d  e  against  the 
spring  c,  while  p  shews  the  value,  both  totally  and  per  square 
inch.  The  thermometer  g  indicates  the  temperature.  The 
journal  being  rotated  towards  the  right,  the  pendulum  moves  to 
the  left,  together  with  pointer  f,  and  the  scale  k  at  once  indicates 
the  friction  per  sq.  in.  of  journal,  so  that 

__  F's  graduation^ 
^  "   P's  graduation. 

Every  five  minutes  during  a  test  the  revolutions,  temperature,  and 
graduations  are  noted,  values  of  /*  afterwards  found,  and  the  results 
plotted  as  curves  wherever  possible.  In  his  *  railroad  '  machine, 
5rof.  Thurston  used  a  full-sized  locomotive  journal. 

Lubrication.--The  oil-bath  gives  the  best  result,  but  is 
rarely  found  in  practice.  The  self-lubricating  bearing.  Fig.  579,  is 
perhaps  the  next  best,  where  the  oil  is  lifted  by  the  shaft  collar 
and  distributed  by  a  wiper.  The  next  in  order  is  the  oil  pad,  as 
contained  in  the  locomotive  axle-box,  Fig.  580,  the  bush  merely 
embracing  the  top  half  of  the  journal.  Usually  lubricators  have 
to  be  fitted,  and  are  then  designed  for  the  conditions,  b.  Fig.  270, 
p.  266,  is  a  common  syphon  lubricator.  The  oil  level  being  below 
the  syphon-pipe,  a  piece  of  cotton  wick  is  placed  in  the  latter  and 
hangs  over  in  the  oil.  The  fluid  then  rises  by  capillarity ;  and  the 
wick  is  to  be  removed  when  the  machinery  is  stopped,  otherwise 
there  is  unnecessary  loss  of  oil.  Leuvain's  needle  lubricator,  a, 
Fig.  581,  is  a  glass  vessel,  filled  with  oil,  closed  by  a  wooden  plug 
and  inverted.  Within  the  stopper  a  *  needle '  fits  freely,  and  the 
oil  trickles  down  the  latter  only  when  vibrated  by  the  shaft.  If 
the  dropping  of  the  oil  is  to  be  observed  and  its  regulation 
obtained,  such  a  lubricator  as  the  Crosby  sight-feed  at  b,  Fig.  581, 
may  be  adopted.  When  handle  a  is  vertical,  the  valve  b  is 
raised,  and  adjustment  given  by  the  nut  d\  but  when  a  is  horizontal, 
b  is  closed,  and  the  supply  stopped. 

A  loose  pulley  may  be  fed  with  tallow  by  means  of  Stauffer's 
screw-down  lubricator  c     Oil  would  only  fly  away  by  centrifugal 
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action,  and  is  therefore  inadmissible.  A  closed  sight-feed 
lubricator  (Crosby's)  as  used  for  steam  cylinders,  has  been  already 
described  at  p.  264  and  Fig.  270.  Fig.  582  shews  a  method  of 
oiling  an  engine  crank-pin  by  centrifugal  action.  The  oil  being 
fed  from  b  down  the  inclined  tube,  is  caught  by  the  cup  a  and 
whirled  round,  when  it  passes  through  the  pipe  c  to  the  crank  pin. 

Nothing  but  uniform  oiling  will  ensure  against  seizing. 
Grooves  must  be  cut  in  the  bushes  from  the  lubricator  pipe  to  the 
furthest  ends  of  the  brass,  and  more  than  one  lubricator  used  in 
long  bearings.  In  some  cases  small  oil  pumps  have  been  adopted, 
but  the  oil  tends  to  gum  by  exposure.    {See  Appendix  IL^p*  868.) 

Contrivances  for  Diminishing  Friction.— The  cart- 
wheel A,  Fig.  583,  is  the  simplest  example.  Comparing  with  a 
sledge,  the  friction  is  reduced  in  proportion  to  the  distance 
travelled  by  the  sliding  surfaces  in  each  case,  or  as  ^ :  i.  In 
small  physical  apparatus  the  anti-friction  discs  at  b  may  be 
employed,  the  journal  a  resting  on  the  wheel  circumferences, 
and  the  sliding  zX  d  d  being  thus  still  further  reduced,  c  is  a 
coned  bearing  much  used  in  clocks  and  watches,  the  work 
lost  being  here  decreased  by  the  adoption  of  a  small  diameter  of 
rubbing  surface ;  lathe  centres  form  another  example.  A  great 
reduction  in  friction  is  obtained  when  statical  is  substituted  fot 
sliding  contact.  Examples  are  given  in  Figs.  584-86.  Fig.  584 
shews  the  *  live '  rollers  used  to  support  the  turret  of  an  ironclad. 
They  are  tapered  towards  the  centre  a,  being  really  bevel  cones, 
and  two  light  rings  prevent  them  changing  their  prescribed 
position  regarding  their  fellow-roller^.  Referring  to  Fig.  585,  the 
weight  Q  compresses  the  rollers,  in  the  manner  shewn  exaggeratedly 
at  the  dotted  arcs.  The  rollers  will  tend  to  turn  round  the  fulcra 
marked,  and  the  equation  of  moments  will  be 

N  (6  4-  61)  +  W  «i  =  T  X  2  r 

But  P  =  2TandQ=2N     ..  P  =  Q  d  tiil±.^__W*i 

2  r 

If  more  rollers  are  used,  let  n  =  number  of  rollers  :  then 

P=««TandT  =  ?        Q  =  «NandN=^ 
n         ^  n 
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Live  Rollers^  &c. 

The  equation  becomes : 

^{h  +  6, )  +  W  ^,  =  ?.  X  2  r 
n  n 

.  p  ^  Q  (5  +  h^)  +  n  Wh, 
2  r 


$67 


rA^  584. 

h  is  found  by  experiment,  and 

h  =   '036"  for  rollers  of  wood  3'  to  4'  long. 

h  =  '072"  for  rollers  of  wood  i'  long. 

h  =  '016"  to  •018"  for  rollers  of  iron  5"  or  6"  long. 
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Ball  Bearings. 


Prof.  Osborne  Reynolds  shews  that  the  action  is  not  so  simple 
as  we  have  supposed,  and  Prof.  Cotterill  gives  the  formula 

P  =  QA 

r 
where  h  =  '02"  for  hard  wood  or  metal. 
h  =  '09"  for  softer  materials. 
h  —  '5"    for  wheels  on  macadamised  roads. 

which  is  the  same  as  formula  previously  given  if  we  neglect 
weight  of  roller.  Rolling  friction  is  not  sensibly  diminished 
by  lubrication.     {See  Appendices  IL  and  IIL,  pp,  Syjz  and  928.) 


^.386 


Ball  and  roller  bearings  are  shewn  at  a  and  b  respectively. 
Fig.  586.  The  former  is  an  excellent  arrangement,  but  the  latter 
cannot  be  adjusted  after  wear.  Knife  edges,  P'ig.  332,  form  an 
example  of  statical  contact  Fig.  586  shews  also  a  case  where 
fluid  friction  has  been  substituted  by  Eiffel  with  advantage.  The 
observatory  dome  at  Nice  was  floated  in  an  annular  tank,  whose 
section  is  given,  the  liquid  having  a  specific  gravity  of  i^.  The 
moving  load  was  95  tons,  but  could  be  turned  by  one  man  in  four 
minutes.  The  live  rollers  were  not  a  support  but  only  a  steadi- 
ment  against  wind.     {See  Appendix  IL^p,  928.) 

Uses  of  Friction. — Very  often  friction  is  a  positive  advan- 
tage :  such  cases  we  will  now  discuss.  Fig.  587  is  one  of  many 
lock  nutSy  the  grip  being  obtained  by  the  compression  of  the  split 
nut.      Friction  clutches  provide  disengagement  for  shafts  or  pullies 
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while  the  machinery  is  in  motion.  There  are  many  examples  in 
the  market,  all  possessing  one  advantage  or  another.  That  in  Fig. 
588  combines  Musgrave's  grip  with  Hathom  and  Stuart's  adjust- 
ment A  is  a  loose  pulley  on  shaft  b,  and  the  bell  e  is  keyed  to  a. 
D  is  keyed  to  the  shaft,  and  carries  the  right  and  left-handed 
screws  f  f.  Levers  k  k  being  fixed  upon  f  f,  are  connected  by 
links  H  H  to  the  sliding  clutch  boss  g,  worked  by  lever;  so  it 
follows  that  when  G  is  moved  to  the  right  and  the  screws  rotated, 
the  gripping  shoes  are  pressed  against  the  bell  e,  thus  connecting 
the  pulley  with  the  shaft  k  k  are  small  worm  spindles  for  adjust- 
ing the  levers  to  suit  wear  of  shoes.  A  clutch  like  the  above 
should  be  symmetrical  in  design,  so  as  to  be  in  perfect  balance  : 
the  shoes  should  not  rest  upon  the  bell-drum  when  out  of  gear ; 
and  there  should  be  good  adjustment.     {Sec  p,  11 20.) 

Weston's  clutch.  Fig.  589,  is  designed  on  the  principle  of 
multiple  gripping  surfaces  (see  law  2^,/.  555).  It  is  now  adopted 
mostly  as  a  safety  appliance,  allowing  wheels  to  slip  when  a  shock 
comes  upon  them,  and  thus  avoiding  breakage.  The  example 
shewn  is  the  elevating  gear  for  a  large  gun,  the  pinion  on  the  right 
gearing  with  a  rack  on  the  gun,  and  the  connection  from  a  to  b 
being  made  by  means  of  the  clutch.  Steel  discs  dd  fit  on  the 
hexagon  c,  but  are  free  regarding  the  worm  wheel ;  and  gun  metal 
discs  //  are  keyed  to  the  wheel  but  free  on  the  shaft.  When 
nut  G  is  tightened,  the  discs  are  gripped,  and  a  is  connected  to  b  ; 
but  when  g  is  released,  the  wheel  is  free,     h  are  spring  washers. 

Brake  straps  are  a  means  of  absorbing  power  by  friction, 
dissipating  it  as  heat  Fig.  590  represents  a  traction  engine 
having  a  brake-drum  b  securely  keyed  to  its  hind  axle  a.  The 
iron  strap  b  (sometimes  lined  with  wood  or  leather)  encircles  the* 
drum,  and  is  tightened  whenever  the  lever  d  is  raised  by  the 
screw.     Brake  blocks,  with  toggle  gear,  are  shewn  at  Fig.  463. 

Friction  plays  an  important  part  in  causing  a  grip  between  a 
locomotive  driving  wheel  and  the  rails,  and  the  weight  of  the 
engine  should  be  sufficient  to  prevent  slipping  when  starting  the 
load.  The  resistance  of  a  train  to  direct  pull  is  from  4  to  25 
and  even  30  lbs.  per  ton,  which  gives  the  tractive  force 
required.  The  resistance  to  slipping  is  found  from  the  following 
table  :— 
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r'XjQ  589 


SM/tpj^ncf   JFyzictcorv   Clutdhu. 


Sytra/x.  JBrAxke 
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.    Friction  Gearing. 

Adhesion  of  Locomotives. 

(Per  Ton  of  Load  on  Driting  Wheels.*) 

Rails  very  dry !..  600  lbs.  per  ton. 

Rails  very  wet 550  „        „ 

Average  weather  450   „        „ 

Greasy  rails       ...  300   „        „ 

Frosty  weather 200   „        „ 


S7^ 


(lo.)  Friction  Gearing  transmits  power  without  jar,  and 


will  slip  under  shock.     The   forces 
limited.     Referring  to  Fig.  591, 

F„  =  /iP  and 


transmitted  are,  however, 


P  =  ?= 


Taking  /i  « '25  for  leather  on  iron,  pressure  on  bearings  « 
—=4  times  the  force  transmitted  (see  a)  and  in  right-angled  bevel 

gear  =»  -  -  times  the  force  transmitted  (see  b). 

^* .  . 

To  avoid  bearing  pressure.  Prof.  Jenkin  invented  his  'nest 

gearing,'  which  is  shewn  in  Fig.  592,  transmitting  power  between 

engine  shaft  a  and  dynamo  b.    To  obtain  adjustment  for  the 

intermediate  wheels  d^  Dg  D3  the  shafts  a  a  are  out  of  line,  and 

the  intermediate  studs  fixed  to  a  plate  with  curved  slots.     The 

disadvantage  of  the  gear  lies  in  its  having  six  compressed  surfaces 

instead  of  two. 

In  Fig.  593,  A  shews  examples  of  Robertson's  wedge  gearing, 
and  B,  a  more  recent  design  of  friction  gearing,  has  plates  of  leather 
on  edge  forming  the  driving  surface,  the  follower  being  smooth 
cast-iron.  In  both  cases  grip  must  be  obtained  by  causing  pres- 
sure on  the  bearings,  either  by  spring  as  at  Fig.  591,  or  by  weight 
overhanging  eccentric  bush  as  at  c,  Fig.  593.  . 

Efficiencies  of  Machines. — The  frictional  loss  in  a 
machine  could  be  investigated  for  every  kinematic  pair,  but  in  a 
large  machine  this  would  be  cumbersome,  and  considering  the 
variations  in  the  value  /i,  very  probably  inaccurate.  The  engineer 
prefers  then  to  make  experiments  upon  existing  machines  and  to 


*  Every  coupled  wheel  is  a  driving  wheel. 


QQ 
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Efficiency  of  Machines. 


keep  a  list  of  results.  By  comparing  the  theoretical  and  practical 
ratios  of  P  to  W,  we  may  find  the  ratio  of  work  got  out  to  work 
put  in,  which  is  the  efficiency  of  the  machine.  Any  machine 
could  be  taken  as  a  case  in  point  if  we  knew  where  P  and  W 


were  to  be  applied ;  we  will,  however,  consider  the  crane  in 
Fig-  594. 

Commencing  by  measuring  the  motions  of  W  and  P,  we  find 
that  while  W  moves  one  inch  P  moves  224  ins.,  so  the  velocity 
ratio  of  P  and  W  is  224  :  i.     Calculate  then  the  theoretical  vahies 
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An  ExperimenL  573 

of  P  for  various  loads  at  W  fi;om  \  a  ton  to  5  tons.    Next  bang 
constantly  increasing  loads  at  W,  while  placing  at  P  Jhe  weight 


Ki^,  5m. 


that  will  just,  cause  a  slow  but  uniform  motion   after  starting 
by  hand:  note  the  results,  and  collate  as  follows: — 

Crane  Experiment. 


Load  W  in  tons. 

Weight  P  in  lbs.  to 
just  overcome  load. 

Theoretical  P. 

5 

IOO"l 

50 

4i 

924 

45 

4 

847 

40 

3i 

770 

35 

3 

69*3 

30 

»i 

6i-6 

*5 

2 

539 

20 

4 

46-2 

'5 

I 

38-5 

10 

\ 

30-8 

5 

unloaded 

231 

0 
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Distribution  of  Machine  Friction. 


Next  plot  these  figures  as  in  Fig.  595,  the  horizontal  scale 
shewing  W,  and  the  vertical  ordinates  the  corresponding  values  of 
Py  o  D  being  the  theoretical,  and  a  b  the  practical  profiles,  which 


2  '  |3 


are  both  straight  lines.     Draw  ac  ||  to  o  d.    Then  at  any  ordinate 
except  OA  the  total  P  consists  of: 

1.  Force  to  overcome  load,  neglecting  friction. 

2.  Force  to  overcome  friction  of  unloaded  machine. 

3.  Force  to  overcome  friction  due  to  load. 

(3)  being  a  constant  quantity  as  shewn  between  lines  a  c,  o  d. 

Then,  if  w  be  the  equivalent  weight  of  the  unloaded  machine 
causing  friction, 

(0  (2)        (3) 


From  (3)  we  find  /*  =  \jr7  = 


W       5  X  2240 


•00687. 


Supposing  /I  a  constant  throughout  the  machine, 

W 
'^      +  -00687  «'  +  '00687  w 


224 
and  as  c  a  =  23*1  =  3362  x/00687 


w  =■  3362  lb& 
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^^  .  power  utilised  X  loo      uy^xoo 

Efficiency  per  cent.  ^~ ; =  —r^— 

^  *  power  put  m         •       U  ^ 

.•.  When  W  «  5  tons,     efficiency  = ; — =  50%  nearly 

and  when  W  =a  i  ton,     efficiency  =  — -z- —  =  26%  nearly 

which  shews  the  advisability  of  working  a  machine  near  its  full 
load.     {See  Appendix  //.,/.  872,  and  Appendix  IV,^p.  955.) 

Dynamometers  are  best  used  when  the  power  given  to 
or  by  a  continuously  -  moving  machine  is  to  be  ascertained. 
The  method  just  described  might  well  be  employed  to  measure 
starting  loads;  but  working  loads'  are  often  much  less,  and 
the  above  treatment  is  not  then  admissible.  Dynamometers  shew 
the  load  supported  with  any  speed  of  revolution,  and  the  latter  is 
measured  by  a  counter.  Absorption  dynamometers  abstract  the 
work  while  measuring  it,  and  dissipate  it  as  heat,  while  transmis- 
sion dynamometers  pass  it  *on  unimpaired,  absorbing  only  an 
inappreciable  amount  in  frictional  loss. 

An  Absorption  Dynamometer^  or  'brake,'  is  shewn  in  Fig. 
596.  The  engine  whose  power  is  to  be  measured  has  its  crank 
coupled  to  A,  and  revolves  in  the  direction  of  the  arrow.  Belt 
driving  should  be  avoided  on  account  of  the  loss  in  slip.  The 
drum  B  carries  a  brake  strap  c  lined  with  wood,  which  is  tightened 
at  H.  Sufficient  resisting  weight  is  hung  at  w,  whose  rise  is  pre- 
vented by  the  stop  j,  after  h  has  been  screwed  up  to  just  support 
the  average  load :  the  self-acting  lever  d  e  preventing  any  important 
rise  or  fall  of  the  points  c  H,  which  must  be  level  with  drum 
centre.  As  e  would  travel  further  than  f,  a  right-handed  slip  of 
the  strap  will  slacken  the  latter,  and  a  left-handed  slip  tighten  it, 
thus  preserving  the  original  position.  The  spring  balance  s  con- 
veniently measures  small  deviations  of  load,  and  the  weight 
supported  will  be  (W— S),  the  radii  R,  R,  being  equal.  Then 
work  absorbed  per  rev.  =  weight  x  distance  travelled  « 
(W  -  S)  lbs.  X  2  w»R  feet  (if  the  pressure  on  stud  D  be  inap- 
preciable) and 

j^  p  ^  (^-S)  ^  2^  R  N     {^See  Appendix  H. 
33000  /.  875.) 
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Transmission  Dynamometer. 


Friction  is  only  the  medium  for  absorption,  and  does  not  enter 
into  the  calcalation.  The  arrangement  at  k  permits  adjustment 
for  various  motors. 


White's  Transmission  Dynamometer  is  represented 
in  Fig.  597.  A  is  the  motor  shaft,  and  b  that  of  the  driven 
machine.  As  a  turns  left-handed,  the  arm  f  e  is  held  back  by  the 
weight  E,  and  thus  b  is  turned  to  the  right.  Supposing  the  arm 
were  carried  round,  no  work  would  be  given  to  b,  which  would  be 
stationary,  but  e's  rotations  would  be  half  those  of  a  (seeing,  526). 
The  load  supported  on  a  would  therefore  be  half  that  on  e  (at 
equal  radii).  But  although  the  power  be  taken  off  at  b,  a  and  e 
have  yet  the  same  relation,  so  that 
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work  transmitted  »  load  on  a  x  distance  travelled  on  a 
and  load  on  a  a  half  that  on  £, 

.\  woA  per  min.  -  —  x  dv-R  N        and  H.  P.  «  — 

f  counterbalances  the  lever  weight 

List  of  Efficiencies. — Efficiencies  in  various  cases,  as 
found  by  the  methods  previously  described,  are  as  follows; 

Cranes  worked  by  spur  gearing 30*/,  to  6o7, 

Worm  gearing  (indifferently  coDstmcted)       30*/^ 

Worm  gearing  (very  carefully  constructed)     go*/. 

Weston  pulley  block,  well  greased       3o7.to4o7, 

Screw  jack  ...  i57.to357. 

Cornish  engine  (3rake  H.  P.  -5-  Indie  H.P.) 357,  to  6o7. 

Other  engines  (Marine,  Loco,  Gas,  Oil,  &e.) 757,  to  857. 

Undershot  water  wheels 257,  to  307. 

Overshot  water  wheels 7o7o  ^  757<» 

Breast  wheeb  (Poncelet  floats)  607,  to  657. 

Pdton  water  wheel        «o7.  to  907. 

Turbines  (fiiU  sluice)      6o7,  to  8o7, 

Hydraulic  press  (neglecting  pomp)      987oto997o 

Hydraulic  jack  with  pump        777. 

Pumps  (piston) 7^7. 

Hydraulic  accumulator 9i7« 

Hydraulic  lift,  working  rapidly  -  S^*lo 

Hydraulic  cranes,  all  losses  tjjcen        557. 

Mechanical  efficiency  of  engines,  not  varying  appreciably  with 
load,  is  often  found  by  comparing  an  indicator  diagram  laken 
'  running  light/  with  that  under  working  conditions.  {See  Ap- 
pendix  /F.,  /.  962.)    {See pp.  874  and  1125.) 

We  will  close  this  chapter  with  a  few  comparisons  of  power 
transmitters : 

Comparisons  of  the  Advantages  and  Disadvantages  or 
Transmitting  Power  by  Various  Methods. 

Advantages.  Disadvantages, 

I.  LiNKWORK.  ■* 


Useful  in  modifying  power  and 
obtaining  special  motions,  as  with 
valve  gear,  parallel  motions,  &c. 
Coupling  rods  a  case  of  pure  trans- 


Frictional  loss  slight 


Dead  points  often  occur,  to  be  over- 
come by  force  or  chain  closure. 

Will  only  transmit  over  very  short 
spaces. 

...    but  depends  on  number  of  joints. 
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Shafting  and  Toothed  Gearing, 


Advantages, 


2,  Shafting. 


Disadvantages, 


Useflil  in  connection  with  belt  and 
spur  gearing  as.  %  distributor  from 
central  motor  to  machines. 

Practically  noiseless. 

Will  transmit  across  moderate  dis- 
tances only,  unless  used  in  relays, 
vis.  with  belt  gearing  and  counter- 
shafts. 


Frictxonal  loss  about  257.  to  5o7« 
in  a  large  shop  system:  might  be 
smaller  with  well-lubricated  bearings. 
Loss  proportionately  large  with  light 
loads.    (See  Appendix  If.y  /.  864.) 

Inconvenient  for  turning  comers, 
though  Hooke's  joint  may  be  em- 
ployed for  small  deviations. 


3.  Spur 

For  positive  transmission. 

A  good  modifier  of  power. 

No  pressure  on  bearings  due  to 
wedge  action,  if  teeth  are  well-formed. 
Only  pressures  are  due  to  weight  of 
wheels  and  unbalanced  moment. 
The  former  often  considerable,  but 
the  latter  not  present  in  all  cases. 


Gearing. 

Frictional  loss  in  single  gear  about 
io7o>  in  double  gear  ao7o>  u>d  in 
treble  gear  307,. 

Not  suitable  for  long  distances, 
except  in  conjunction  with  line 
shafting  and  bevel  gearing. 

Noisy,  especially  if  much  reversed. 

Teeth  break  under  shock  for  want 
of  slip,  unless  a  slipping  clutch  be 
introduced.  Breakage  due  to  exces-' 
sive  backlash  rather  than  heavy  load. 


4.  Bbvel  Gearing. 


Assists  shafting  in  turning  corners, 
and  modifies  at  the  same  time,  if 
required. 

Is  therefore  useful  in  connecting 
parallel  shafts  considerably  separated. 
Should  not  be  used  if  belting  or  spur 
gearing  will  serve  (see  Fig.  476). 


Frictional  loss  quite  as  great  as 
with  spur  gearing,  for  teeth  are  diffi- 
cult to  cut  by  machine,  and  are  rarely 
well  formed. 

Noisy  for  similar  reasons. 

Oblique  pressure  on  bearings. 


5.  Worm  Gearing. 


Gives  a  high  velocity  ratio  with 
few  parts. 

Non-reversible  if  the  ratio  be 
greater  than  8:1,  and  therefore  serves 
as  a  safety  gear  in  cranes  and  such 
appliances. 

Practically  noiseless. 


Frictional  loss  io7o  to  7o7o.  The 
former  result  has  oidy  once  been 
reached,  with  exceptionally  well  cut 
teeth,  and  the  worm  in  an  oil  bath. 
5o7o  is  a  good  average. 

Machine-cut  teeth  (p.  274)  should  be 
used  wherever  possible. 

{Seep,  II 22.) 


Sa,  Screw  Gearing. 
Comes  under  the  last  head. 
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Advantages, 


6.  Belt  Gbaring. 


Disadvantages, 


Usefol  in  connection  with  shafting 
as  a  distributor  and  modifier  with 
•comparatively  few  parts. 

EasOy  started  and  stopped. 

.Practically  noiseless. 

Very  convenient  for  bridging  rea- 
sonable distances. 

Large  pull  on  bearings,  but  in  well- 
lubricated  bearings  friction  does  not 
•depend  on  pressure. 

Slip  an  advantage  in  case  of  shock. 


Frictional  loss  principally  in  the 
line  shafting:  about  25**/^  to  50*/, in 
a  shop  system. 

Large  belts  with  heavy  pressures 
are  expensive  to  maintain. 


Slip  a  disadvantage   where  exact 
velocity  ratio  is  required. 


For  fairly  long-distance  driving  in 
mills,  and  for  travelling  cranes. 

Better  grip  than  belts,  due  to  wedge- 
groove  pulleys. 

Quite  noiseless. 

Separate  driving  to  the  various 
iioors  of  a  mill  occasions  less  loss  of 
time  in  breakdowns. 

Small  liability  to  break  down  also. 


Cotton-rope  Gearing. 

Frictional  and  other  losses  probably 
somewhat  larger  than  with  belt  gear- 
ing, due  to  heavy  puUie^  and  fly- 
wheels. 

Working  speeds  being  high,  rope 
tension  is  increased  5o7o  ^  centri- 
fugal force  :  but  bearing  pressures  are 
not  thereby  affected. 


8.  Wire-rope  Gearing. 


Suitable  for  very  long  distances,  say 
for  several  miles,  when  relays  are 
adopted.    Cases  quoted  in  text. 

If  moderate  speeds  be  employed, 
little  increased  tension  from  centri- 
ftigal  force. 


Frictional  and  other  losses  22*/, 
per  mile,  not  including  motor  and 
machines :  lesser  and  greater  distances 
in  proportion. 


9.  Pitch-chain  Gearing. 

As  useful  as  belt  driving  in  de- 
creasing the  number  of  parts  while 
modifying  the  power:  but  gives  at 
the  same  time  positive  transmission, 
and  may  be  used  with  heavy  loads. 

Adapted  for  high  as  well  as  low 
speedy  if  well  made,  but  the  former 
should  go  with  light  pressures. 


Frictional  loss  depends  very  mlich 
on  design  and  manufacture,  and  pro- 
bably varies  from  57,  to  307,  in  a 
pair  of  wheels :  there  being  two  sets 
of  friction  surfaces,  not  including  the 
journals. 

Increase  of  pitch  after  wear  causes 
excessive  friction  and  bad  working. 
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Other  Transmitters. 


Advcmtages. 


la  F&icTiON  Gbaking. 


Discuhantagis. 


Almost  noiseless  and  non-vibrating. 
Advantage  of  slip  when  shocks  are 
received* 
Useful  for  high  speeds. 


Frictional  lots  about  the  same  as. 
for  belt  driving  to  shafting,  but 
comparatively  small  with  one  pair  of 
wheels.    Unequal  wear. 

Large  pressure  on  bearings;  de- 
creased in  nest  gearing. 


II.  Compressed-air  Transmission. 


Of  great  value  for  long-distance 
transmission  in  dose  workings. 

Better  than  hydraulics  when  high 
speeds  are  required  in  piston  motors. 


Loss  by  cooling  varies*  from  707.. 
under  bad  conditions  to  20*/«  wiUi 
re-heating  and  air  injection. 

Loss  per  mile  by  friction  about  57,. 


12.  Hydraulic  (Water  Power)  Transmission. 


Suitable  for  long  distances.  More 
especially  4iseful  for  intermittent  de- 
mand in  power  distribution,  and  the 
concentration  of  immense  power  by 
aggregating  storage. 

Leakage  slight. 

Inertia  an  advantage  sometimes,  as 
in  riveting  machines. 

Losses  slight  if  low  velocities  are 
taken,  say  I57«  in  usual  machines; 
57,  per  mile  due  to  friction  in  pipe. 


Unsuitable  for  continuous  work. 

Uneconomical  with'hi^  velocities- 
and  reversible  motion,  on  account  oC 
shock  due  to  inertia.  (Damage  ob- 
viated by  relief  valves.) 

Velocity  should  be  kept  down  to  4 
or  6  ft.  per  second  usually,  and  slow 
moving  rams  adopted,  necessitating, 
multiplying  gearing. 

Piston  engines  run  at  60  or  80  ft. 
per  m.  but  are  usually  wasteful. 


13.  Electrical 

Especially  suitable  for  long  dis- 
tances. 

Wires  may  be  conducted  in  any 
direction. 

No  moving  parts  in  line  of  trans- 
mission. 

Easy  subdivision  of  power. 

May  be  stored  by  secondary  cells. 


(See  Appendix  11,^  p. 


Transmission. 

Loss  in  line  varies  as  the  square  of 
the  current  used  (C?R):  hence  hi£^ 
voltage  is  adopted  for  long  lines,, 
giving  an  economic  loss  of  from  57,. 
to  4o7o  in  the  line. 

Loss  in  dynamos  from  57,  to  2o7« 
each,  of  the  energy  intrusted  to  them. 

Storage  cells,  being  heavy,  are 
not  really  suitable  for  transportation 
purposes.  Loss  in  charging  emd' 
discharging,  say  507, 

875,  and  Appendix  III.,  p.  928.> 
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CHAPTER  X. 
ON  HEAT  AND  HBAT  ENGINES. 

It  is  customary,  in  dealing  with  any  branch  of  Natural 
Science,  to  collect  known  facts  from  time  to  time,  in  order  to 
devise  a  general  TTuory  of  explanation,  which  may  serve  as  a 
basis  for  further  investigation.  Two  such  theories  we  shall  now 
describe. 

The  Molecular  Theory  supposes  that  matter  is  discon- 
tinuous, its  limit  of  mechanical  divisibility  being  the  minute 
SLTticle  termed  a  molecule.  Chemists*  shew  that  some  molecules 
e  compound,  being  further  divisible  by  chemical  means  into 
atoms. 

The  Dynamical  Theory  of  Heat  teaches  that  heat  is 
not  a  substance,  but  a  condition  of  matter :  being  a  '  pendulum ' 
motion  of  the  molecules,  never  entirely  absent,  even  during 
extreme  cold,  but  increasing  with  the  intensity  of  heat,  the  latter 
being,^  in  feet,  due  to  the  motion.  In  solids,  the  molecules  are 
very  close  together  and  their  excursions  small,  being  limited  by 
mutual  attraction  or  cohesion;  in  liquids,  they  glide  about  and 
change  positions  by  but  slight  external  force ;  while  in  gases,  the 
heat  energy  overcomes  the  cohesive  or  molecular  forces,  and  the 
particles  fly  out  to  any  distance  when  allowed  to  do  so. 

Black  taught  the  caloric  or  material  theory  of  heat  in  1798, 
but  Rumford  and  Davy,  in  1802,  shewed  that  heat  could  be  pro- 
duced inexhaustively  by  solid  friction,  and  thus  proved  it  identical 
with  motion.  A  little  thought  will  suggest  many  cases  where 
work  and  heat  are  interchangeable. 

Transfer  of  Heat. — ^When  a  hot  and  cold  body  are  placed 
in  juxtaposition,  heat  passes  from  the  former  to  the  latter  till 
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Radiation  and  Conduction. 


both  have  equal  temperatures.    Such  transference  may  occur  by 
radiation,  conduction,  or  convection. 

Radiation  is^he  passs^e  of  heat  between  substances  not  in 
contact,  without  at  the  same  time  raising  the  temperature  of  the 
intervening  medium^  Thus  a  fire  may  heat  surrounding  solids, 
and^the  air  receive  its  heat  from  the  solids  in  turn.  To  explain 
radiant  heat,  a  fluid  of  infinite  tenuity  is  imagined,  called  the 
Ether^  filling  ^pace  and  the  interstices  of  matter,  and  transmitting 
radiant  heat,  by  wave  motion,  without  increasing  molecular 
motion.  If,  however,  the  undulations  be  arrested,  the  energy 
IS  absorbed  as  molecular  motion,  and  becomes  apparent  in  the 
arresting  body  as  heat  Radiation  is  an  aid  to  heat  dispersion, 
as  in  heating  apparatus,  but  a  disadvantage  with  boilers  and 
steam  cylinders,  there  causing  loss.  Good  radiators  must 
therefore  be  adopted  in  the  former,  and  bad  ones  for  the 
latter  case.  Good  radiators  are  good  absorbers,  to  an  equal 
degree,  and  reflecting  power  is  the  exact  inverse  of  radiating 
power. 

Relative  Value  of  Radiators, 


Substance. 


Lampblack  or  soot 
Cast  iron,  polished 
Wrought  iron,  polished 
Steel,  polished  ... 
Brass,  pohshed  ... 
Copper,  polished... 
Silver,  polished    .. 


Relative 
Radiating  Value. 


ICO 
36 

23 
18 


Conduction  is  the  transfer  of  heat  by  contact,  molecular 
motion  being  then  directly  caused.  Heat  is  thus  transmitted 
through  the  thickness  of  a  furnace  tube.  There  are  good  and 
bad  conductors,  the  former  being  chosen  for  fireboxes,  other 
properties  being  suitable.     (See  Appendix  IL^  p,  876.) 
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Relative  Value  of  Good  Conductors. 


Substance, 

Relative 
Conducting  Value. 

Silver 

Copper 

Brass 

Iron 

Steel 

Platinum 

Bismuth 

Water 

100 
73*6 

231 
11-9 
11-6 

8-4 

1-8 

147 

Bad   conductors   are   of  value   for   clothing  boilers,   stean» 
cylinders  and  pipes,  &c.    {See  p.  902.) 

Relative  Value  of  Bad  Conductors  (Obstructors). 


Substance. 

Relative 
Obstructing  Value. 

Silicate  cotton  or  slag  wool 

Hair  felt 

Cottonwool         

Sheep's  wool        

Infusorial  earth 

Charcoal 

Sawdust    ...         

Gasworks  breeze 

Wood,  and  air  space       

100 

85-4 
83 

735 
73  5 
71-4 
613 
43 '4 
357 

Convection  is  a  means  of  transmitting  heat  to  liquids  and 
A  flask  of  water  being  placed  over  some  heat  source, 
the  lower  or  heated  portion  of  the  water  becomes  lighter  and 
rises  to  the  surface,  up  the  vertical  centre-line,  only  to  become 
cool  again  and  flow  down  the  sides  to  the  bottom.  Thus  are 
continuous  'convection'  currents  formed,  which  soon  distribute 
heat  throughout  the  liquid.     Similarly  also  is  the  air  of  a  room 
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Expansion  and  Temperature, 


heated :  the  fire,  near  the  floor,  rarefiejs  the  immediately  sur- 
rounding air,  which  rises  to  the  ceiling  and  falls  again  when 
cooled  agmnst  the  walls.  Water,  being  a  bad  conductor,  cannot 
well  be  heated  by, any  but  the  convection  method,  hence  the 
adoption  of  a  low  position,  in  a  boiler,  for  the  fire-giate. 

Expansion  is  the  result  of  the  application  of  heat  to  all 
bodies,  whether  solid,  liquid,  or  gaseous;  the  first  being  least 
and  the  last  most  expansible.  Many  examples  may  be  suggested 
of  the  application  of  this  law,  some  useful  and  some  detrimental. 
Shrinking  of  gun  coils  is  of  the  former  type,  while  the  endlong 
clearance  between  rail  lengths  of  the  permanent  way  avoids  the 
injurious  effects  of  the  summer  heat.  Fig.  327  shews  how  work 
might  be  done  by  the  expansion  of  solids.  Water,  between 
32*  and  39' I*  F.,  is  an  exception  to  the  law  of  expansion ;  during 
that  period  it  contracts  as  the  temperature  increases.  Cast  iron 
also  expands  when  solidifying  in  the  mould,  and  bismuth  and 
antimony  follow  the  same  rule;  gold,  silver,, and  copper  contract. 

Measurement  of  Heat. — We  proceed-to  measure  intensity 
and  quantity  of  heat,  bearing  in  mind,  however,  that  heat  is  not  a 
substance  but  a  form  of  energy. 

Temperature  is  a  measure  of  the  intensity  of  heat,  being 
registered  on  a  thermometer  or  pyrometer.  Thermometers  are 
based  on  the  expansion  of  liquids  or  gases  in  a  glass  bulb,  which 
then  rise  in  a  capillary  stem  from  which  air  has  been  exhausted. 
Mercury  or  alcohol  are  the  usual  liquids,  the  former  for  ordinary 
and  comparatively  high  temperatures,  and  the  latter  for  very  low 
temperatures  :  the  boiling  point  of  mercury  being  very  high,  and 
the  freezing  point  of  alcohol  unknowa  The  freezing  and  boiling 
points  of  water,  under  atmospheric  pressure,  being  unchangeable, 
are  first  marked  on  all  thermometers,  after  which  the  graduations 
are  spaced  according  to  one  of  the  following  methods : 


Thermometer. 

Divisions 

between  Freezing 

and  Boiling. 

Freezing 
Point. 

1 

Bdlins  Point. 

Fahrenheit ... 
Centigrade  ... 
Reaumur    . . . 

180 

100 

80 

32- 

o* 
o* 

212* 
lOO* 

80* 
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Quantity  of  Heat  585 

R&iumur  divisions  are  adopted  in  Russia ;  those  of  the  Centi- 
grade by  scientists  and  the  Continental  public ;  while  Fahrenheit 
•divisions,  being  used^  by  English  engineers  and  the  English- 
speaking  public  generally,  will  therefore  be  adopted  in  this  work, 
and  the  Fahrenheit  degree  be  looked  upon  as  the  unit  of  intensity. 
Centigrade  readings  can  be  translated  into  Fahrenheit  and  vice 
versdf  by  the  following  simple  formulas: 

r  =  (C-x|)  +  32      and  C-  =  (F--32)i. 

Pyrometers  are  required  to  measure  excessive  temperatures, 
such  as  those  of  furnaces;  they  are  discussed  on  page  587. 

Air  thermometers  are  of  advantage  in  experiments  of  great 
delicacy,  because  small  increase  of  heat  will  cause  large  expansion 
of  air.  The  instrument  is  usually  laid  horizontally,  and  has  a 
small  index  of  coloured  sulphuric  acid,  as  at  c.  Fig.  601,  which  is 
moved  along  the  tube  by  the  expanding  air,  the  end  b  being 
open  to  the  atmosphere.  The  reading  is  considerably  affected 
by  change  of  atmospheric  pressure,  so  the  barometer  reading 
must  always  be  taken,  and  a  correction  made  to  standard 
pressure.  The  expansion  of  gases  is  mbre  perfect  than  that  of 
liquids.     {See  pp.  587  and  11 26.) 

Quantity  of  Heat. — More  or  less  heat  motion  may  exist 
in  a  body,  depending  on  mass,  heat  capacity,  and  temperature. 
The  British  Thermal  Unit  (B.T.U.)  is  the  amount  of  heat  required 
to  raise  the  temperature  of  a  pound  of  water  through  one  Fahrenheit 
degree^  the  water  being  near  its  greatest  density  39*1*  F.  This  unit 
represents  an  amount  of  energy  equal  to  about  772  foot  pounds. 

Specific  Heat. — But  some  bodies  have  greater  capacity  for 
heat  than  others,  that  is,  weight  for  weight,  will  absorb  more  heat 
for  a  definite  rise  of  temperature.  Taking  capacity  for  water  as 
I,  the  relative  capacity  of  another  substance  called  its  Specific 
Heat^  is  therefore  the  amount  of  heat  in  thermal  units  required 
to  raise  the  temperature  of  a  pound  of  the  substance  through  one 
degree  R  Bunsen's  ice  calorimeter  has  been  used  to  determine 
various  specific  heats,  but  we  shall  describe  the  method  of  mixture^ 
which  is  precisely  the  same  in  principle.  The  body,  being  regu- 
larly heated  in  a  bath  of  steam,  is  removed,  and  put  in  a  vessel 
containing  a  measured  weight  of  water  at  a  certain  temperature. 
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When  the  body  and  the  water  are  in  thermal  equilibrium,  the 

final  temperature  T*  of  the  mixture  is  taken.  Then,  the  heat 

lost  by  the  body  divides  itself  between  the  water  and  the 
casing,  so 

Heat  lost  by  body  =  Heat  gained  by  water  &  casing, 

weight  X  sp.  ht.  x  fall  of  temp.    =  weights  x  sp.  hts.  x  rise  of  temp. 
ws  (/•  -  T")  =  [w^  s,  +  w^^)  (T  -  /i), 

where  7v  w^  and  w^  are  the  weights  in  lbs.,  and  s  s^  and  s^  the 
specific  heats  of  the  body,  the  water,  and  the  casing  respectively  : 
s^  being  unity.  The  value  ze/g  ^2  ^s  known  as  the  *  water  equivalent  *' 
of  the  vessel.  The  first  temperature  of  the  water  is  t^  while  f  is 
that  of  the  body  after  steaming;  and  the  changes  are  shewn 
graphically  at  a.   Fig.  598.      Inserting  known   values,   that  of 


^  i-^/iiff 


r^,  596. 

'VOW-  coHDucnm 


s  may  be  found,  the  following  table  being  obtained  by  this  and 
other  methods: — 


Specific  Heats  of  Various  Substances. 


Water  at  39-1°    . 

..     I -GO 

Wrought  iron     ...     '113 

Water  at  212''     . 

..   1013 

Steel  ...     . 

.     ...     -116 

Ice  at         32"     . 

••     '504 

Copper 

•     •••      095 

Steam  at  212*     . 

..     -48 

Coal  ...     . 

.      ...     -24 

Mercury 

••     -033 

Air     ...     . 

.     ...     -238 

Cast  iron 

••     -13 

Hydrogen  . 

.     •••  3*404 
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Water  Pyrometer.  ^  587 

Example  58. — Find  the  specific  heat  of  copper  from  the  following 
data  : — Half  a  pound  of  copper  is  heated  to  212^  and  being  plunged 
into  a  pint  (20  oz.)  of  water  at  60**  contained  in  a  wrought  iron  vessel 
weighing  4  oz.,  raises  the  temperature  of  the  latter  to  6$f°. 

_  {w^s^  +  w^j^nr-  O  __  (1:25^-  -25  X  -113)  (65I-60)  _ 

^ "         wXr-'T")        "    '     •5(212-651)'     '~     ~  ^^^ 

Pyrometers,  for  measuring  very  high  temperatures. — Wedge- 
wood's  and  Danieirs,  based  on  expansion  of  solids,  are  now 
obsolete.  Siemens'  electric  pyrometer  measures  the  resistance 
of  a  circuit,  which  varies  directly  as  the  temperature  of  the  wire. 
Wilson's  and  Siemens'  water  pyrometers  depend  on  the  method 
of  mixtures.  A  cylindrical  vessel  of  sheet  copper,  clothed  with 
felt  to  retain  heat,  is  provided  with  a  cover  and  thermometer  (see 
3,  Fig.  598).  A  small  solid  cylinder  of  copper,  of  known  weight, 
being  placed  in  the  furnace  whose  temperature  is  required,  is 
shortly  removed,  and  plunged  into  the  water  of  the  pyrometer, 
when  the  latter  is  closed.  The  final  temperature  of  the  pyrometer 
water  being  observed,  that  of  the  furnace  can  be  deduced.  {See 
Appendix  IL,p.  876.) 

Example  59.  —  Find  a  flue  temperature  by  water  pyrometer 
from  the  following  data : — Quantity  of  water  =  i  pint,  its  first  tem- 
perature 65" ;  weight  of  copper  cylinder  =  4i  oz. ;  final  temperature  of 
water  =  72** :  water  equivalent  of  vessel  =  '38  (lb.  F**) 

w  J /•  -  «/  J T*'=  («/i 4- -38)  (T** -  O 

/•«  (^1  +;38)  (Tl-0.t  wsy  ^  (1-25  4- '38)  7  +C265  )<  -095  X  72)^     go 
w  s  '265  X  '095  ^ 

Expansion  of  Gases. — Two  laws  govern  the  varying 
volume  of  a  gas,  according  to  whether  temperature  or  pressure 
be  kept  constant. 

The  first  law  of  gas  expansion^  discovered  by  Boyle  in  1662, 
and  verified  by  Marriotte  in  1676,  states  that  the  volume  of  a  given 
portion  of  gas  varies  inversely  as  its  pressure^  if  the  temperature  be 
constant.     Shewn  by  symbols : 
I         • 
V  a  p      and  PV  =  a  constant. 

The  relation  of  P  and  V  is  shewn  by  diagram  in  Fig,  599, 
the  ordinates  P  Pj  of  the  curve  representing  pressures,  and  the 
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abscissae  V  V^  corresponding  volumes,  a  temperature  /"  being 
maintained.  Only  one  curve,  the  rectangular  hyperbola^  has 
ordinate  x  abscissa  constant  throughout,  and  that  is  the  form 
of  the  curve  ab.  Although  always  approaching  the  co-ordinates 
oc,  CD,  it  only  meets  them  at  infinity. 


Evq599. 


ELcf-eot 


VOUUf^£S 


FajciSOO. 


Isothermals. — By  reason  of  equality  of  temperature,  ab  is 
also  known  as  the  isothermal  of  a  perfect  gas,  that  is,  of  a  gas 
following  Boyle*s  law  perfectly.  Marriotte's  tubes,  Fig.  600, 
prove  fairly  well  the  accuracy  of  this  law.      a  is  a  closed  and  b 
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an  open  glass  vessel,  connected  by  stout  rubber  tubing  c.  At  first 
cock  J  is  open,  and  air  enters  through  drying  tube  h,  while 
mercury  is  poured  in  at  b  till  at  zero  on  scale  k,  and  10  cub  ins. 
on  A.  Closing  cock  j,  the  portion  of  air  imprisoned  in  the  leg  a 
supports  a*  pressure  of  one  atmosphere^  b  being  open,  and  has  a 
volume  of  10  ins. 

Raise  b  until  the  mercury  reaches  35",  and  the  fli^id  in  a  will 
have  risen  to  5".  The  difference  of  mercury  levels  is  now  30  ins., 
representing  an  additional  pressure  of  one  atmosphere :  so  the  air 
now  supports  tivo  attnospheres^  and  has  a  volume  of  ^  ins,^  or  P  x  V 
is  constant.  Intermediate  experiments  can  easily  be  obtained, 
and  the  law  more  generally  proved.  The  so-called  permanent 
gases  are  practically  perfect,  and  others  fairly  so,  if  measured  at  a 
much  higher  temperature  than  that  of  liquefaction. 

The  second  law  of  gas  expansion  was  discovered  by  Charles  in 
1787,  published  by  Dalton  in  1801,  and  by  Gay-Lussac  in  1802, 
all  independently.  The  last-named  completely  verified  the  law, 
which  states  that  the  increase  in  volume  of  a  given  portion  of  gas 
varies  directly  as  the  increase  in  temperature^  if  the  pressure  he 
constant ;  or,  if  Vq  be  volume  at  32''F,  Vj  the  increase,  V,  the 
total  volume  after  increase,  and  /**  the  rise  in  temperature, 

Vj  a  f,       and  V^  =  Vo  x  a  /' 

a  being  the  coefficient  of  cubical  expansion,  V©  and  a  are  constants, 
and  /"  the  only  variable ; 

...  Vg  =  Vo  +  Vj  =  Vo  +  Vcir  =  Vo  (i  +aO. 

The  coefficients  of  linear  expansion  for  solids,  p.  369,  vary 
with  the  substance,  as  do  also  their  cubical  coefficients  (being 
three  times  the  linear  ones) ;  but  all  gases  not  only  expand 
regularly y  but  each  to  the  same  amount,  increase  of  temperature 
being  equal,  one  coefficient  serving  for  all.     Between  32"  and 

212'  the  total  expansion  is  '3665  Vo  or  ^-^  =  -00204  Vo  for  each 

degree ;  figures  found  by  Gay-Lussac,  expanding  the  air  in  an  air 
thermometer,  the  bulb  dipping  in  heated  water,  whose  tempera- 
ture was  taken  by  mercury  thermometer. 

Absolute  Zero  of  Temperature. — Let  ab,  Fig.  601,  be 
an  air  thermometer  with  an  air-tight  piston  c,  and  let  the  volume 


Digitized  by 


Google 


590  Combination  of  Boyle's  and  Charles'  Laws, 

AC  be  called  i,  the  temperature  being  32'.  Set  off  ordinate  cd 
f9r  volume  at  32",  and  fe  for  that  at  212".  The  latter  will  be 
I '3665,  and  the  gradual  volumetric  increase  be  shewn  by  the 
straight  line  de.  Supposing  the  law  true  for  extreme  .limits,  line 
DA  (a  production  of  de)  will  mark  out  the  volume  as  we  decrease 
the  temperature,  ultimately  meeting  ab  in  a.  Then,  at  a,  the 
volume  wilt  have  decreased  to  nothings  and  all  the  heat  will  have 
been  taken  out  of  the  air  Though  these  possibilities  are  absurd, 
their  supposition  enables  us  to  fix  a  zero  point  having  important 
advantages  in  thermo-volumetric  calculations. 

To  find  a,  the  absolute  zero  of  temperature,  we  proceed  by 
similar  triangles  : 

AC         DO  ,  DO  X  CD  180   X    I  . 

—  =  —  and  AC  = =  — ^r. —  =  492  about, 

CD         GE  GE  '3665  ^ 

.-.  a's  reading  =  492  -  32  =  460*  below  zero  F. 

Any  ordinary  temperature  F.  may,  then,  be  made  absolute  by 
adding  460,  and  while  /*  indicates  Fahrenheit  readings,  r  will 
shew  absolute  readings. 

Note  that  Fig.  60 1  is  a  graphic  statement  of  Charles'  law,  ae 
being  an  isopiestic  or  line  of  constant  pressure,  as  ab,  Fig.  509,  is 
a  line  of  constant  temperature. 

Combination  of  Boyle's  and  Charles'  Laws. — PV'is 
invariable  for  any  particular  position  on  the  thermometric  scale; 
but  if  /**  be  raised,  the  value  of  PV  will  be  raised  also.  In 
Fig.  601,  if  P  be  kept  constant  V  will  vary  as  r;  so  if  V  increases 
at  the  same  rate  as  r,  any  series  of  multiples  of  V  will  similarly 
increase ;  and  as  P  would  be  such  a  multiplier  in  Fig.  601, 

.-.  PVar       and  PV  =«  cr, 

which   is   strictly  general,  c  being   a   coefficient  depending  on 
the  gas.     {Seep.  1128.) 

Taking  one  pound  of  air  at  a  temperature  ^32*,  and  at  atmo- 
spheric pressure,  reckoning  in  lbs.  per  sq.  ft.  and  in  cubic  feet. 
Regnault  found  by  experiment  that 

^^^         ^  26,214 

PV  =  26,214  -  CT,     .-.  c  =     ;  7  =  53-28. 

32  4-  400 
For  superheated  steam      c  =  85*5  (proven/.  604). 
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The  above  formula  gives  P  or  V  at  any  temperature,  when  c 
is  known. 

Three  States  of  Matter. — These,  the  solid,  liquid,  and 
gaseous,  are  well  understood,  and  it  is  also  now  admitted  that  all 
bodies  are  capable  of  existence  in  each  state  successively,  though 
not  necessarily  at  the  ordinary  pressure  and  temperature.  Taking 
one  pound  of  any  substance  and  applying  the  specific  heat  due  to 
its  state,  its  temperature  rises  one  degree,  and  as  the  specific  heat 
is  approximately  regular  for  each  state,  practically  the  whole  heat 
is  registered  on  the  thermometer.  But  in  all  substances  two 
critical  points  occur  called  the  points  oi  fusion  and  evaporation^ 
and  known  respectively  in  the  case  of  water  as  the  *  freezing  and 
boiling  points;'  at  these  points  additional  heat  is  absorbed  merely 
to  do  the  work  of  re-arranging  the  molecules,  of  fusing  or  melting 
on  the  one  hand,  and  ot  evaporating  on  the  other  hand.  Such 
Matent'  heat  is  not  observable  on  the  thermometer,  and  must, 
therefore,  be  otherwise  detected. 

Latent  Heat  is  the  quantity  of  heat  uhits  absorbed  or  given 
cut  in  changing  one  pound  of  a  substance  from  one  state  to  another 
without  altering  its  temperature.  This  phenomenon,  first  observed 
by  Black  about  1757,  will  now  be  demonstrated  in  the  case  of 
water,  and  the  units  measured. 

Latent  Heat  of  Water  is  that  required  to  melt  one  pound 
of  ice  at  32°  F.  Provide  a  vessel  with  felt-covered  sides,  similar  to 
that  at  Fig.  598.  Fill  it  with  water  of  known  weight  («/)  and  tempera- 
ture (/**).  Take  a  piece  of  ice  which  has  begun  to  melt,  wipe  dry, 
weigh  (7f'i),  place  in  the  water,  and  close  the  apparatus.  When 
the  ice  is -quite  melted,  gently  stir,  and  measure  the  final  tempera- 
ture (T**),  which  may  be  a  few  degrees  above  32^  Let  Lh  =  the 
latent  heat  of  water ;  then 

Heat  lost  by  water     =  Heat  gained  by  ice 

weight  X  fall  of  temp.  =  weight  x  (latent  ht.  -H  rise  of  temp.) 

7^(r-r)        =  w^  {Lh  +  (r-30}. 

Supposing  20  oz.  of  water  at  commencement,  at  60',  and  2  oz. 
of  ice  at,  of  course,  32* ;  the  final  temperature  being  45^  then 

20  (60  -  45)  =  2  (Lh  +  45  -  32), 


,  ^         300  -  26 
and  Lh  =  —    — -  =  137  units. 
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Supposing,  further,  that  one  degree  in  the  final  temperature 
has  been  gained  by  radiation  from  the  room,  44  will  be  the 
temper'dture  due  to  mixture, 

20  (60  -  44)  =  2  (Lh  +  44  -  32) 


Lh  = 


320  -  24 


148  units. 


The  correct  result  should  be  144  units,  only  obtained  with 
careful  preliminary  radiation  experiments. 

Latent  Heat  ot  Steam. — In  Fig.  602  water  is  boiled  in 
flask  A,  and  steam  then  passed  by  tube  b  to  flask  c,  where  b  dips 
into  water.     The  screen  d  is  to  prevent  radiation  from  a  to'  c, 


jTa^q  602. 


and  the  experiment  is  continued  till  the  water  nearly  boils  in  c. 
Weighing  c  both  before  {w^)  and  after  the  experiment,  the 
difference  is  the  amount  of  steam  condensed  (w).     Then, 

Heat  lost  by  steam  =  Heat  gained  by  water, 

«/{(2i2  +  Lh)-T^}   =«',(r- V). 

Suppose  the  weight  of  water  is  20  oz.  at  temperature  70*,  the 
weight  of  steam  condensed  i^oz.,  and  the  final  temperature  146% 
a  loss  of  i'  occurring  by  radiation, 

1-5  (212  +  Lh  -  147)  =  20  (147  -  7o)» 

...   LH==^^--g^g  =  961-6  units.  . 

^'5 

The  exact  value  is  966  units. 

It  should  be  well  grasped  that  latent  heat  is  a  kind  of  specific 
heat  given  to  the  body  durifig  the  change  from  solid  to  liquid  and 
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from  liquid  to  gaseojus.  In  the  reverse  order  an  equal  quantity 
of  heat  is  given  out.  Thus,  i  lb.  of  ice  below  32*  will  give 
out  or  absorb  '5  unit  for  every  degree,  and  144  units  when 
melting.  Water  between  32°  and  212*^  will  require  i  unit  per  lb., 
approximately,  for  every  degree,  but  when  evaporating  absorbs 
966  units  per  lb.  Finally,  if  the  steam  be  superheated  beyond 
212%  '48  unit  will  raise  each  lb.  by  one  degree  at  a  time. 

Fig.  603  shews  the  changes  indicated,  a  b  c  being  the  curve 
of  volumes,  with  d  e  f  as  base,  and  the  dotted  line  a  curve  of 
corresponding  temperatures.  The  base-line  lengths  indicate  units 
of  heat  required  to  change  both  volume  and  temperature  under 
atmospheric  pressure.  The  volume  at  f  is  top  great  to  be  shewn 
on  the  diagrams,  but  is  given  to  a  smaller  scale  at  g. 

Saturation  and  Boiling  Points. — If  a  boiler  be  open, 
the  steam  is  formed  under  atmospheric  pressure,  or  14*7  lbs.  per 
sq.  in.,  which  it  exactly  balances;  and  its  temperature  will  be 
212'  F.  By  covering  the  orifice  with  a  weighted  valve,  sieam  is 
formed  at  a  higher  temperature,  because  under  greater  pressure. 
If  the  water  be  boiled  in  a  partial  vacuum,  the  temperature  will 
be  below  2 1 2*,  because  the  pressure  is  relieved.  When  ebullition 
first  commences,  and  steam  is  emitted  (see  e,  Fig.  603),  the 
boiling  point  is  reached ;  and  the  temperature  has  a  definite  value 
in  accordance  with  the  pressure.  The  steam  now  forming  is  in 
contact  with  the  water,  and,  being  more  or  less  full  of  watery 
particles,  is  called  Wet  Saturated  Steam,  The  latent  heat  is 
gradually  absorbed ;  and,  when  fully  taken  up — namely,  when  all 
the  water  has  just  boiled  away — the  saturation  point  is  reached, 
and  we  have  Dry  Saturated  Steam  (see  f,  Fig.  603).  Applying 
heat  still  further  without  further  supply  of  water,  expansion  takes 
place  (approximately)  according  to  Gay-Lussac's  formula,  and  the 
steam  is  said  to  be  superheated.  The  boiling  and  saturation 
points  then,  although  having  the  same  temperature,  by  no  means 
represent  the  same  condition.  In  practice,  dry  saturated  steam 
is  only  approximated  to  by  providing  domes  to  boilers,  to  take 
the  steam  as  far  from  the  water  as  possible.   {See  App,  11.^  p.  877.) 

Besides  having  specific  temperature  and  pressure,  dry  satu- 
rated steam  has  a  specific  volume.  In  Fig.  603,  the  volume  of 
steam  to  that  of  water  is  1650  :  i,  called  its  relative  volume^  while 
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the  volume  of  i  lb.  weight  is  26*36  cubic  ft,  termed  the  specific 
volume  :  and  the  latter  always  =  relative  volume  x  '016. 

Def,  I. — The  Saturation  Point  is  attained  when  all  the 
latent  heat  required  for  the  steam  has  been  taken  up. 

Def,  2. — The  Boiling  Point  occurs  when  the  tension  in  the 
water  ortercomes  the  surrounding  pressure, 

Def.  3. — Dry  Saturated  Steam  is  that  which  has  a  specific 
volume^  pressure^  and  temperature^  corresponding  to  its 
complete  formation, 

Def,  4. — Wet  Saturated  Steam  is  in  process  of  formation 
and  is  in  contact  ivith  the  water, 

Def,  5. — Superheated  Steam  is  that  which  has  its  tem- 
perature raised  aboi'e  formation  point, 

Def  6. — Specific  Volume  is  the  number  of  aibic  ft.  to  the 
lb.  weight,  and  specific  density  is  the  nutnber  of  lbs, 
in  a  cubic  ft,     {See  pp.  766  and  ^^^.) 

Dryness  Fraction. — If  the  weight  of  water  particles  in  a 
given  volume  of  wet  steam  be  measured  by  suitable  apixiratus, 
the  proportionate  wetness  will  be  shewn  when  that  weight  is 
divided  by  the  total  weight  of  dry  steam  and  water  particles; 
while  the  proportionate  dryness,  or 

^  -       .  weight  of  dry  steam         {See  Appen,  I  and  II„ 

Dryness  fraction  =  ^^^^  ^^^^^^^  iRd  water        //.  764  i^nd  878. ) 

Curves  of  Saturation  Points. — The  comparison  of 
temperature  and  pressure  of  dry  saturated  steam  has  been 
proved  by  experiment.  From  -  22"  to  32',  Gay-Lussac  used  the 
apparatus  in  Fig.  604.  Both  barometer  tubes  have  vacua  above 
the  mercury,  but  b  has  a  little  water  on  the  surface  of  the  mercury, 
whose  vapour  pressure  reduces  the  height  of  the  column.  As 
I  in.  of  mercury  represents  about  \  lb.  per  sq.  in.,  the  pressure  is 
therefore  known.  Various  freezing  mixtures  successively  surround 
the  blind  end  of  tube  b,  their  temj^erature  being  shewn  by 
thermometer. 

Fig.  605  was  Regnault's  apparatus  for  temperatures  from  32* 
to  122".  As  before,  barometer  a  has  a  perfect  vacuum,  while 
b's  vacuum  is  impaired  by  vapour  rising  from  water  lying  on  the 
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surface  of  the  mercury.     Both  tubes  are  surrounded  by  heated 
water,  whose  temperature  is  shown  by  thermometer. 

Regnault  further  found,  as  in  Fig.  606,  the  temperatures  and 
pressures  of  saturated  steam  between  122^  and  219',  the  experi- 


j^^€-f  eo5. 
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Pressure..  Voljuirue. 
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ment  having  since  been  carried  to  432**.  a  is  a  boiler  where 
steam  is  formed,  and  b  a  copper  sphere  containing  an  artificial 
atmosphere,  produced  by  the  condensing  syringe  c  As  fast  as 
steam  is  formed,  it  is  condensed  by  water  passing  from  d  to  E 
round  the  steam  pipe  ;  but  this  is  a  practical  detail.  Essentially 
the  pressures  in  b  and  a  balance,  being  measured  by  the  open 
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syphon  tube  f,  of  great  height  for  the  highest  pressure  (twenty-four 
atmospheres).  Four  thermometers  at  a  measure  the  temperature 
of  the  steam. 

The  relation  between  temperature  and  specific  volume  is  shewn 
by  Fairbairn  and  Tate's  experiment,  Fig.  607.  A  glass  globe  a 
dipping  its  open  stem  into  mercury  in  tube  E,  the  latter  is  connected 
to  a  vessel  b  containing  water.  A  small  measured  weight  of  water 
being  placed  in  the  stem  of  a,  d  and  b  ar^  heated ;  and  saturated 
steam  forming  in  both  a  and  b  at  equal  temperatures  (and  equal 
pressures),  the  mercury  levels  are  constant.  But  when  water  in 
a's  stem  evaporates,  steam  in  a  begins  to  superheat,  and  its  pres- 
sure rising  less  rapidly  than  in  b,  the  mercury  levels  separate. 
Just  then  the  steam  is  dry,  and  the  temperature,  volume  of  a,  and 
weight  of  water  in  a  being  known,  specific  volume  may  be  deduced. 

Fig.  608  shews  the  results  of  the  above-described  experiments. 
Absolute  pressures*  are  measured  up  the  vertical  centre  line ;  to 
the  right  are  t^e  corresponding  specific  volumes,  and  to  the  left 
the  temperatures  Fahr.  The  former  is  also  a  curve  of  expansion 
for  dry  saturated  steam — that  is,  steam  kept  always  at  saturation 
point,     {See  Appendices  I,  and  IIL^pp,  766,  776,  and  933.) 

Total  Heat  of  Evaporation  is  the  quantity  required  to 
raise  one  lb.  of  water  from  32°  to  a  given  temperature^  and  then 
evaporate  it.  The  investigation  of  total  heats  at  various  tempera- 
tures was  successfully  pursued,  by  Regnault.  Referring  to 
Fig.  609,  steam  was  passed  through  a  coiled  pipe  (a)  surrounded 
by  water,  to  which  the  latent  heat  was  given  up;  an  artificial 
atmosphere  being  introduced  at  b,  while  thermometers  shewed 
temperature  of  both  boiler  and  tank.  The  condensation  water 
drawn  off  at  bottom  shewed  weight  of  steam  used.  From  his 
results,  Regnault  devised  the  empirical  formula : 

Total  Heat  p6r  lb.  weight    T.H.  =  1092  +  •3(/"  -  32'). 

From  which,  deducting  the  sensible  heat  /'  -  32** : 

Lh  =  1092  -7(/*-32)  =  966-  '7(/**-  212'')  =  II 15  -  7/ 

— formulae  serviceable  both  above  and  below  212*  if  the  steam 
be  saturated. 

*  Pressures  from  the  *  vacuum  line,'  or  condition  of  perfect  vacuum. 
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Mixtures  of  Steam  and  Water.— We  can  now  calculate 
the  quantity  of  condensing  water  required  with  a  given  tem- 
perature of  steam.  For  convenience,  we  shall  measure  from 
o**  Fahr.,  and  omit  the  Lh  of  water. 

Example  60. — The  temperature  of  condensing  water  being  6o* 
and  that  of  the  exhaust  steam  193°;  while  the  condenser  remains  at 
a  temperature  of  I2o^  Find  the  weight  of  condensing  water  per  lb. 
of  exhaust  steam.     (Hons.  Steam  Ex.) 
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Mechanical  Equivalent  of  Heat, 
Heat  lost  by  steam  =  heat  gained  by  water. 

I  [193  +  {966-  7  (193  -  212)}  -  120]  =  ?i/i(i2o-6o). 
^  193  +  979*3- 


599 


120-60 


=  17-53  lbs. 


Mechanical  Equivalent  of  Heat. — We  shall  now  briefly 
describe  how  Joule  compared  a  quantity  of  heat  with  its  mechanical 
or  work  equivalent.  Rumford  and  Davy  had  made  their  friction- 
heat  experiments  on  solids ;  but  Mayer,  in  1842,  heated  water  by 


JF'yVcf,  610 


mere  agitation.  Adopting  the  latter  method  among  many  others, 
Joule  at  the  same  time  measured  the  work  required  to  raise  the 
temperature.  A  cylindrical  copper  vessel  (a,  Fig.  610)  containing 
water,  had  diaphragms  as  at  b,  through  slits  in  which  paddles 
revolved  on  the  vertical  axis  c.  P'rom  roller  d  passed  light  cords 
to  the  large  puUies  ee,  upon  whose  axes  were  smaller  pullies  ff. 
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From  the  circumferences  of  ff  weights  gg  were  hung,  which, 
being  allowed  to  fall,  rotated  the  paddles  and  raised  the  tem- 
perature of  the  water.  By  repetition,  the  temperature  of  the 
water  was  raised  to  a  measurable  quantity,  the  work  of  the  falling 
weights  being  simultaneously  noted,  until  the  average  of  many 
experiments  gave  the  *  mechanical  equivalent'  as  772  foot  lbs.*  to 
one  British  Thermal  Unit.     We  may  now  state  the 

First  Law  of  Thermodynamics. — Heat  and  tiuchanical 
tnergy  are  mutually  convertible^  and  /outers  equivalent  {/)  is  the 
rate  of  exchange,     {See  pp,  930  and  11 30.) 


^0 


■^ 
^ 


Internal  and  External  Work  during  Evaporation. 

— In  heating  water  and  evaporating  it : 

I. — The  temperature  of  the  water  has  been  raised. 

2. — The  water   has  been  changed  into  steam   at  the  same 

temperature. 
3. — The  volume  of  the  water  and  steam  has  been  increased 

against  external  resistance. 

*  Rowland's  later  value,  778,  is  probably  more  nearly  correct. 


Digitized  by 


Google 


Internal  and  External  Work.  60 1 

For  one  other  change,  the  separation  of  the  molecules  during 
steam  formation,  Joule  shewed  experimentally  that  no  heat  iras 
required,  so  we  need  not  further  consider  it. 

Take  the  vertical  cylinder,  Fig.  611,  of  i  sq.  ft.  base, 
and  let  i  lb.  of  water  at  60*  lie  within  it,  covered  with  a 
piston.  Upon  this  piston  there  is  a  pressure  of  i  atmosphere,  or 
(147  X  144)  lbs.  =  2ir6-8  lbs. 

I  cubic  ft  of  water  weighs  62 '5  lbs. 
.'.  I  lb.  of  water  will  stand  at  g—  =  '016  ft.  high. 

Specific  volume  of  i  lb.  of  steam  at  212**  =  26*36  cubic  ft.* 
Heating  from  60"  to  212*  does  not  materially  change  the  water 
volume  (see  Fig,  603) ;  but  when  all  the  water  has  become  steam, 
the  piston  would  assume  the  dotted  position  in  Fig.  611,  having 
risen  26*36  ft.  against  a  pressure  of  2ii6'8  lbs.,  thus  absorbing 
55,799  ft.  lbs.  of  work.  During  formation,  we  know  that  966 
thermal  units,  or  966  x  772  ==  745,752  foot  lbs.,  have  been 
required,  so  that  745,752  -  55,799  =  689,953  foot  lbs.  have  been 
used  as  internal  work  merely  to  change  the  state,  and  55,799 
foot  lbs.  have  done  external  work  against  the  atmosphere  during 
that  change.  In  addition,  there  have  been  required,  to  raise  the 
temperature  of  the  water,  212  -  60  =  152  thermal  units,  or 
152  X  772  =  117,344  foot  lbs.    Collecting  these  results,  we  have: 

Sensible  f  r    i.  lu    .       •         .    »   . 

Heat     I  ^'   '^7»3'*4  ^°^'  *"^*  *^  X2Ci&^  waters  temperature. 

{2.  689,953  ^oot  ^bs.  to  change  from  \vater  to  steam,  as 
in  a  vacuum  (internal  work). 
3.     55,799  foot  lbs.  to  raise  piston  against  atmosphere 
(external  work). 

Total,  863,096  =  {966  4-  180  -  (60 -32);  772.  ■ 
And  the  three  values  have  the  proportions  2*1  :  12*36  :  i. 

*  Specific  volume  of  saturated  steam  at  any  other  pressure  is  Found  from 
the  formulae  of  Ranlcine  or  Fair  bairn  respectively  : 

/V**  =  475        (/  +  -35)  (V-  -41)  =  389. 
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Commencing  at  o,  Fig.  6ii,  draw  the  coordinates  oy,  ox,  for 
pressure  and  distance  respectively.  Measure  26-36  ft.  at  o  a,  and 
2ii6*8  lbs.  at  ob;  the  rectangle  ab  then  shews  external, work. 
Make  o  d  and  d  e  12-36  and  2-1  times  o  b  respectively;  the  area 

0  F  is  the  internal  work  during  evaporation,  and  d  g  shews  the 
work  required  to  raise  the  water's  temperature  from  60"  to  212'. 
Rectangle  ab  represents  the  only  useful  effect,  the  rest  being 
expended  on  internal  changes,  and  the 

^«,  .  r  t  external  work  55,799  ,  . 
Efficiency  of  the  steam  =  -— :  r  1  =  oT  r  =  '^^4^ 
* total  work         863,096      

Let  us  next  examine  the  case  of  steam  at  160  lbs.  pressure 
(above  atmosphere),  as  in  triple-expansion  engines. 

1  lb.  of  steam  at  174*7  lbs.  per  sq.  in.  absolute  has  a  specific 

volume  of 2*5         cub.  ft. 

Load  on  piston  =  1747  x  144 =  25,156   lbs. 

(i)  External  work  =  25,156  x  2-5      .     .     .     .  =  62,890   ft.  lbs. 

Temperature  of  steam •  •  —  37°^       F. 

Latent  heat  =  {966  -  7(370  -  212)}  x  772  =  660,369  ft.  lbs. 

(2)  Internal  work  ==  (660,369  -  62,890)      .     .  =  597,479  ft.  lbs. 

(3)  Heat  to  raise  water's  temperature 

«  (370-60)772  =  239,32o.ft  lbs. 
And  total  work  =  (i)  +  (2)  +  (3)    .     .     .  =  899,689  ft.  lbs. 

^^  .  ^  external  work       62,800 

Efficiency  of  steam  =  ,  -    = ^  =  -07. 

^ total  work  899,189     

Which  proves  that  high  pressure  steam,  weight  for  weight  and 
without  expansion^  is  not  more  economical  than  low  pressure 
steam. 

Specific  Heats  of  a  Gas.— As  with  solids  and  liquids 
these  are  the  quantity  of  heat  required  to  raise  the  temperature 
of  I  lb.  weight  through  one  degree  F.  But  there  are  two  methods 
of  raising  the  temperature,  the  specific  heat  being  a  different 
quantity  for  each  case.  Assuming  the  gas  enclosed  in  a  cylinder 
and  covered  with  a  loose  piston,  we  may,  while  supplying  heat, 
(i)  allow  the  piston  to  rise  freely,  or  (2)  fix  it  immovably.  In 
(i)  we  are  heating  at  constant  pressure^  and  in  (2)  at  constant 
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volume :  the  former  requiring  a  larger  heat  supply  than  the  latter, 
because  external  work  is  there  performed  in  addition.  Regnault 
found  the  specific  heat  at  constant  pressure  (Cp)  of  any  *  permanent 
gas,'  like  air,  to  be  '2375  thermal  unit. 

.  Using  the  piston  and  cylinder  illustration,  with  i  lb.  of  air  at 
bottom,  on  a  base  of  one  square  foot,  as  in  Fig.  611.^  Then,  as 
I  cubic  foot  of  air  at  32"  weighs  '0807  lb. 

I  lb.  of  air  will  stand  at  =  —5—  =  1 2  '4  feet 

'0807  ^ 

under  atmospheric  pressure  and  temperature  of  32',     Heat  to 

2i2\     Then,  from  Fig.  60 1, 

Increase  of  volume  =   3665  x  i2'4  =  4*54  feet, 

which  is  also  the  rise  of  piston  against  2ii6'8  lbs. 

External  work  =  2ii6'8  x  4-54 =  95io'27  ft  lbs. 

Total  work  =  rise  in  temp,  x  spec.  ht.  =  180  x  '2375  =  4275  T.U. 

=  33»oo3  ft.  lbs. 
Internal  work  =*  33,003  -  9510-27  =  23,49273  foot  pounds, 

or  30 '43  T.U. 

But  the  last  figure  is  the  heat  required  to  raise  the  temperature 
at  constant  volume  through  180*. 

.-.  Specific  heat  at  constant  volume  =  ^—^  =   1672  T.U. 

>  loo         — — ^— — 

or,  more  correctly,  may  be  taken  at  '1686 ;  and  the  ratio  pf  the 
two  specific  heats,  p        •o^tc 

^      Cv      '1686       ^ 

a  number  we  shall  require  later. 

We  may  also  represent  the  specific  heats  of  a  gas  in  foot  lbs.> 
using  symbol  K  instead  of  C.     Then, 

Kp=  -2375  X  772  «  183-35  foot  pounds. 
Ky  =  '1686  X  772  =  130-16  foot  pounds. 

Regnault 's  Law. — The  specific  heat  of  a  gas  at  constant 
pressure  is  the  same  at  all  temperatures.  This  is  a  most  important 
law,  shewing  that  gases,  unlike  liquids,  expand  regularly  for  regular 
increments  of  heat 

s  s 
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Let  us  heat  a  gas  under  a  constant  pressure  P,  the  volume 
being  increased  from  Vj  to  Vg  and  the  temperature  rising  from 
Tj  to  Tg  absolute :  then 

External  work  «  P  (Vj  -  Vj)  =  ^  (tj  -  Tj) 
Total  heat  expended  =  spec,  ht  x  rise  in  temp. 
=  Kp(rj  -  Ti) 
and  Internal  work  =  Total  -  External 

=  Kp(r2  -  Tj)  -  ^(r^  -  ri). 

But,  when  a  gas  is  heated  at  constant  volume,  only  internal 
work  is  done. 

v.  Kv  (rj  -  rj  =  Kp  (r^  -  t^)  -  c  {t^-t^ 
and  Kp  -  Kv  =  c. 

Note  that  internal  work  is  always  Kv  (final  temp.  -  initial 
temp.),  and  may  therefore  be  positive,  negative,  or  nothing. 

Specific  Heats  of  Superheated  Steam. — By  experiment 
Kp  »  370*56  foot  lbs.,  and  as  steam  a  few  degrees  above  satura- 
tion point  is  a  practically  perfect  gas,  Kp  will  be  a  regular  quantity. 
Further,  if  we  are  heating  at  constant  pressure, 

For  steam  PVg  ^  c^t  For  air  PVa  =  r.r 


or,  —  =  — . 

Va         ^a 

v 
Now  the  ratio  of  specific  volumes  —  »=  '622. 

-  ; 

.-.  ^-  ^    }     and  ..  -  >-  -  T  -  85-5. 

^a          "622                            ■622          '022         — JS-!^ 

/ 

Then  Kp  -  Kv  -  85-5  and  Kv  «  37056  -  855  =  285-06  foot  pds. 

] 

Finallvv  ^'^P^  370-56  ^^.^_ 

1 

/ 

'    '  Kv  285-06        — ^ 

Expansion  Curves  and  their  Areas. — The  hyperbola, 
co-ordinating  Boyle's  law,  has  been  shewn  at  Fig.  599,  and  one 
other  expansion  curve,  as  these  are  called,  has  the  formula /i;"  =  ^r, 
the  exponent  n  changing  with  the  substance.  Now  the  shaded 
areUy  Fig.  612,  shews  the  work  done  during  expansion,  and  could 
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be  actually  measured  (see  Fig.  325);  but  as  these  curves  have 
definite  formulae,  it  is  easier  to  use  algebraic  methods.    Then, 

y 

Area  of  curve  having  formula  PV  =»  C        is  PV  x  loge  — 

^1 

y 

and  as  PV  -  cr^  and  —  *  the  ratio  of  expansion  r. 

Area  =  cr  loge  r-  {Seep,  1131.) 

(Use  hyperbolic  logarithms,  and  see  Fig.  612) 

P  V  -P  V 
Area  of  curve  having  formula  PV*  =  C       is  ~ — * ^ — ? 

Isothermals  and  Adiabatics. — If  a  gas  expand,  and 
advance  a  piston  against  a  resistance,  it  does  work  requiring 
expenditure  of  heat  Such  heat  being  abstracted  from  the  gas, 
the  temperature  of  the  latter  falls ;  but  if  heat  be  supplied  just 
as  fast  as  it  is  abstracted,  viz.  equal  to  the  work  done,  the  tem- 
perature will  remain  constant,  the  expansion  be  according  to 
Boyle  (PV  —  C),  and  the  curve  be  called  an  isothermaL 

If  no  heat  be  supplied,  the  pressure-volume  curve  will  fall 
below  the  hyperbola,  as. in  Fig.  613,  according  to  the  formula 
PV*  =  C,  and  be  then  termed  an  adiabatic.  Similarly,  in  com- 
pressing, the  adiabatic  will  rise  above  the  isothermal,  because 
the  gas  becomes  heated  by  work  done  upon  it  (Fig.  614). 
{See  Appendix  IL,  p.  879.) 

Adiabatic  Exponent. — The  value  of  n  will  now  be  found 

for  the  adiabatic 

p  V  -  P  V  c 

Area  of  curve  =  -^— ^ ^-^  = (v,  -  r„)  «■  External  work. 

n  -  1  n-  I  ^  ^       ^' 

Total  work  =  Internal  work  +  External  work 
=  Kv  (rj  -  rj)  +  ^— -^  (ri  -  r^ 

-h-n)(K.^'^')' 

-  (..  -  ri  (K.(.-.H.C.-K.)  ^  (,^  _  ,_,  (,5^) 

*  Notice  change  of  sign  in  two  places  in  order  to  balance. 
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But  in  the  adiabatic  no  heat  is  communicated  from  outside 
and  none  taken  away. 

-•.  Total  heat  supplied    (r^  --  r^)  (^^""jM  =  o 

that  is,  one  of  the  bracketed  ^quantities  is  nothing.     But  (rg  -  r^) 
is  tangible, 

^Kv  —  Kp 

«  -  I  ^ 

and  «  =  — 5  =  y 
Kv 

.'.  PV  is  the  general  equation  for  the  adiabatic 

In  adiabatic  expansion,  external  work  is  done  at  the  expense 
of  the  internal  heat  of  the  gas.     {See  Appendix  IL^  p.  882.) 

Comparison  of  Temperatures  in  Adiabatic  Ex- 
pansion.— Suppose  that  by  adiabatic  expansion  the  temperature 
falls  from  t^  to  r, : 

Pj  V  =  Pi V/      and  P,V,  (V/ " ')  -  Pi  Vi  (V/ - ') 

/i\^-'  /1V408 

•      •  •  '"2  =  '•i  \~)        or  Tg  =  Tj  ^-j         for  air. 


\  Various    Expansion    Curves,   as   represented  by  their 

)^      formulae,  may  now  be  collected  as  follows : 

IFbr  isothermal  expansion  of  a  perfect  gas, 
PV    «  C     (a  true  rectangular  hyperbola). 

For  adiabatic  expansion  of  a  perfect  gas, 
PV^  «  C     (7=1  '408  for  air :  i  "3  for  superheated  steam). 

For  expansion  of  dry  saturated  steam^  without  becoming  wet  or 
superheated ;  being  the  *  curve  of  saturation  points,'  Fig.  608, 

^V**  =  C  =  475     (Rankine's  curve). 
(^  +  '35)  (V  -  '41)  =  C  =  389     (Fairbairn's  curve). 
Both  founded  on  Regnauh's  experiments. 
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For  adiabatic  expansion  of  saturated  steam^ 

p  v'-'^^  =  C     (Zeuner's  curve). 

^V^    =  C     (RankineV curve).      (Su  App.  L,p,,  766.) 
For  adiabatic  expansion  of  superheated  steam, 

PV"3  =  C 

The  above  adiabatics  represent  the  expansion  of  steam  in  a 
cylinder  under  good  conditions.  All  starting  from  the  same 
point,  A,  Fig.  615,  the  hyperbolic  curve  lies  highest,  then  the 
saturation  curve,  the  adiabatics  for  saturated  and  superheated 
steam  respectively,  and  lastly  the  adiabatic  for  air. 

Isotherxnals  of  Saturated  Steam  or  other  Vapours. 
— In  Fig.  616,  A  B  is  the  saturation  curve,  and  p  a  point  shewing 
dry  saturated  steam  at  pressure  p,  volume  v,  and  corresponding 
temperature.  If  v  be  decreased  by  compression,  temperature 
being  constant,  some  steam  liquefies,  p  is  kept  constant,  and  the 
compression  curve  is  p  q,  the  steam  becoming  wet.  If,  again,  v 
be  increased  at  constant  temperature,  the  steam  becomes  super- 
heated, and  expands  along  p  r,  rising  above  the  saturation  curve 
p  B,  which  is  a  curve  of  lowering  temperature,  q  p  r  is  sometimes 
called  the  expansion  curve  of  dry  saturated  steam — an  incorrect 
description,  for  the  steam  is  only  dry  at  one  point  p.  The  adia- 
batic ^r  has  the  formula /v'*^*  =  C,  or/V'"^^  =  C.    {Seep.  766.) 

Cycle  of  Operations. — If  a  working  gas  be  passed  through 
a  series  of  heat  changes,  and  ultimately  returned  to  its  original 
condition,  the  changes  constitute  a  cycle,  and  external  work  has 
been  done  equal  to  the  heat  expended,  because  the  gas,  reverting 
to  its  original  state,  will  have  returned  the  internal  work  first 
absorbed.     The  indicator  card  represents  a  particular  cycle. 

Carnot's  Reversible  Cycle  or  Perfect  Heat  Engine 
is  the  most  perfect  example  of  an  engine  cycle.  It  should  be 
understood  that  the  object  of  making  changes  upon  a  gas  is  to 
obtain  external  work  from  heat;  and  though  Carnot's  engine  is 
unattainable  in  practice,  yet  its  perfection  should  be  approached 
as  closely  as  possible  by  practical  engines.  All  engines,  Carnot's 
included,  receive  heat  energy  from  some  hot  body;  during  ex- 
pansion of  the  working  substance,  give  external  work  to  moving 
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mechanism ;  and,  finally,  reject  a  smaller  quantity  of  heat  iata 
some  cold  body.  In  the  steam  engine  these  '  bodies '  are  the  boiler 
and  condenser  respectively.  We  shall  see  that  the  efficiency  of 
the  engine  does  not  depend  on  the  working  substance,  if  a  rever- 
sible cycle  be  adopted,  but  only  on  the  difference  of  temperatures 
between  which  the  substance  is  utilised.  A  perfect  heat  engine 
should  have  the  following  qualifications : — 

1.  The  heat  must  be  received  at  the  temperature  of  the 

hot  body. 

2.  The  heat  must  be  rejected  at  the  temperature  of  the 

cold  body. 

3.  The  cycle  must  be  reversible. 

For  perfect  working,  it  is  clear  that  all  heat  represented  by 
drop  of  .temperature  between  the  hot  and  cold  bodies  should 
be  delivered  to  the  engine  as  work.  But  if  there  be  a  fall  of 
temperature  between  hot  body  and  engine,  or  between  engine 
and  cold  body,  some  heat  will  be  lost  on  the  way  which  does 
not  reach  the  engine.  Hence  the  reason  for  (i)  and  (2).  We 
may  explain  (3)  similarly,  first  premising  that  by  direct  action  we 
mean  the  transformation  of  heat  into  work  by  abstraction  of  heat 
from  hot  body;  reversed  action  being  obtained  by  turning  the 
engine  backward,  giving  all  the  work  back  to  the  hot  body.  In 
a  perfect  engine,  the  work  given  by  the  gas  during  one  direct 
cycle  must  equal  the  heat  returned  during  one  reverse^  cycle, 
which  is  to  say,  that  all  the  *  available '  heat  must  be  transformed 
into  work. 

Carnot's  cycle  fulfils  these  three  conditions,  and  none  other 
can  have  a  higher  efficiency,  as  we  shall  prove.  Fig.  617  is  the 
ideal  engine,  having  a  non-conducting  cylinder  a,  and  piston  b, 
the  latter  connected  to  suitable  working  mechanism,  c  is  the 
hot  body,  e  the  cold  body,  and  d  a  non-conducting  cylinder- 
cover;  and  the  underlying  diagram  indicates  the  changes  we 
are  now  to  follow.  First  operation :  Commencing  with  a  portion 
of  gas  behind  the  piston,  at  temperature  r^  (that  of  the  hot  body), 
pressure  P^,  and  volume  Vj,  we  allow  this  to  expand  at  constant 
temperature  while  doing  work.  Placing  the  left  end  of  the 
cylinder  on  the  hot  body,  the  expansion  curve  is  the  isothermal 
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I  2.  Second  operation:  The  expansion  is  continued,  without  supply 
of  heat,  by  placing  the  cylinder  on  the  non-conducting  cover ;  and 
the  adiabatic  curve  2  3  is  traced,  the  temperature  falling  from 
Tj  to  Tg,  on  account  of  work  done  by  the  gas.  Third  operation  : 
Compressing  the  gas  at  constant  temperature  ro,  we  place  the 
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cylinder  on  the  cold  body,  to  receive  such  heat  as  must  be 
rejected;  and  the  curve  obtained  is  the  isothermal  3  4.  Fourth 
operation:  Finally,  place  the  cylinder  on  the  non-conducting 
plate  and  compress  along  the  adiabatic  4  i ;  the  substance  is  then 
returned  to  its  original  condition  and  temperature  r^. 

During  these  operations  the  work  done  by  the  gas  is  shewn 
by  diagram  f,  and  that  on  the  gas  by  diagram  g  their  difference 
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H  being  the  eiFective  work  given  to  the  engine.     Reckoning  the 
heat  used,  we  have : 

From  I  to  2  (r^).  Heat  expended^  being  work  area  i, 

=  Pi^i  loge^i  =  CT^lo^ry 
From  2  to  3  (r^).    No  heat  expended^  external  work,  j,  being 

done  by  abstraction  of  heat  from  the  gas. 
From  3  to  4  (rg).  Heat  rejected^  as  at  k, 

=  PsVg  loge  Tg  =  €T^  loge  ^3. 

From  4  to  I  (r J.    No  heat  rejected^  external  work,  at  l,  pro- 
ducing internal  work  on  the  gas. 

We  have  previously  found  (p.  607)  the  comparison  of  tempera- 
ture in  terms  of  r,  during  adiabatic  expansion  or  compression  : 

from  which  may  be  deduced : 


-  &- 


r 

Referring  to  Fig.  617,  expansion  from  2  to  3  and  compression 
from  4  to  I  are  between  the  same  temperatures,  so  the  ratio  of 
4idiabatic  expansion  equals  that  of  adiabatic  compression :  r^  =  r^ 

And  as,  ^  =  ^  V1V3  =  V^V,        and  ^-?  =  -^ 

^'2      ^1  ^1       ^4 

Or  the  ratio  of  isothermal  expansion  equals  that  of  isothermal 
compression :  r^  =:  r^  =  r,  say. 

Resuming;  when  the  cycle  is  co(^plete  no  internal  work  has 
been  done— all  is  external  work : 

.'.  External  work  =  Heat  expended  -  Heat  rejected 

=  CT^  loge    n   -  ^^2  loge  ^3  =  (''l   -  ^2)  ^  loge  r. 

Efficiency  of  Engine  =  ,^^ 

ri  (c  log.  r)  r, ^^^^  ^^j  ^^^ 

It  will  be  easily  seen  that  for  the  highest  efficiency,  r,  roust  be 
nothing,  or  the  condenser  must  have  a  temperature  of  '  absolute 
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zero,'  a  condition  practically  unattainable,  and  all  the  heat  in  the 
working  substance  can  never  be  utilised.  The  energy  obtainable  is 
only  that  between  the  available  temperatures^  and  the  difference  of 
r^  and  r^  should  therefore  be  as  large  as  is  practically  possible. 

Reversed  Action  occurs,  as  previously  suggested,  when 
expansion  takes  place  along  i  4,  4  3,  and  compression  along  3  a, 
2  I,  the  operations  being  entirely  the  reverse  of  those  just  con- 
sidered. External  work  is  done  on  instead  of  by  the  gas,  and 
heat  is  taken  from  the  cold  body  and  rejected  into  the  hot  body.  No 
better  practical  example  of  a  reversed  cycle  can  be  given  than 
that  of  an  air-compressing  engine  as  at  Fig.  562,  p.  546. 

Let  it  be  possible  to  have  an  engine  (No.  2)  of  equal  power 
but  higher  efficiency  than  Camot's  (No.  i);  and  let  No.  2  drive 
No.  I  in  reverse  order.  Then  No.  2,  taking  its  heat  from  the  hot 
body  and  rejecting  into  the  cold  body,  and  giving  all  its  external 
work  towards  driving  No.  i,  the  latter  is  thus  made  to  take  heat 
from  the  cold  body,  which,  together  with  the  work  received,  it 
delivers  into  the  hot  body.  No  external  work  being  left  over,  the 
contrivance  is  self-acting. 

Let  H2  be  the  heat  taken  from  the  hot  body  by  No.  2,  and  h^ 
that  rejected  into  the  cold  body;  H^  the  heat  rejected  into  the 
hot  body  by  No.  i,  and  h^  that  taken  from  the  cold  body.  Power 
being  equal, 

(Reversed)  H^  -  ^^  =  H2  -  h^  (Direct)  ...(«) 

Efficiency  of  No.  i  =  — — ^        Efficiency  of  No.  2  =  -? — - 

But  -^ ^  is  to  be  greater  than  -/^  '    ^ 

And,  by  («),  the  numerators  are  equal, 

{See  pp.  770,  773, 
.-.  H2  must  be  less  than  Hi.  883,  and  1132.) 

The  Keat  taken  from  is  therefore  less  than  that  given  to  the 
hot  body,  and  by  a  self-acting  process  heat  is  being  taken  from  the 
cold  and  delivered  to  the  hot  body,  which  is  impossible  by  the 

Second  Law  of  Thermodynamics. — Heat  cannot  pass 
from  a  cold  to  a  hot  body  without  external  aid.  This  is  the 
result  of  experience,  the  tendency  being  always  to  equalisation 
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of  temperature  by  heat  passage  from  the  hot  to  the  cold  body;  so  we 
conclude  that  no  engine  can  have  a  higher  efficiency  than  Carnot's, 

While  true  that  the  efficiency  of  a  reversible  cycle  is  inde- 
pendent of  the  substance,  there  remain  practical  difficulties 
inseparable  from  the  latter.  Thus  air  being  an  indifferent  heat 
conductor,  large  surfaces  n^ust  be  presented  to  allow  the  heat 
changes  to  be  made  rapidly,  and  the  apparatus  becomes  unwieldy 
for  high  powers.  Similarly  the  nature  of  the  substance  in  the 
steam  engine  prevents  its  complete  compression  after  condensation, 
an  essential  in  the  perfect  engine,  and  re-heating  must  occur  in 
the  boiler.  Steam  engines  have  also  lower  efficiency  than  has  the 
perfect  cycle,  for  several  reasons,  included  in  the  following  list : — 

Causes  of  -Energy  Loss  in  the  Steam  Engine, 
reducing  its  efficiency  below  that  of  an  ideal  reversible  cycle. 

1.  Steam  is  not  supplied  at  the  temperature  of  the  hot  body, 
or  furnace.    This  is  the  greatest  loss. 

2.  Steam  is  not  rejected  at  the  condenser  temperature  and 
pressure,  but  falls  regarding  both  when  leaving  the  cylinder: 
called  incomplete  expansion.  Further,  the  temperature  of  rejection 
in  condenser  is  higher  than  r^  (cold  well). 

3.  Steam  should  be  compressed  adiabatically  from  condenser 
temperature  to  furnace  temperature.  A  small  portion  is  some- 
times compressed  nearly  to  boiler^  temperature,  but  much  the 
major  portion  has  to  be  re-heated  in  boiler  by  extra  heat  supply, 
when  condensed  water  is  returned  by  feed  pump. 

4.  If  the  condensed  water  be  not  returned  to  boiler,  fresh 
feed  water  must  be  raised  from  60°  to  boiler  temperature  instead 
of  being  originally  at  temperature  of  steam. 

5.  Initial  condensation  {page  614)  causes  waste  throughout 
the  stroke,  which  is  only  partly  recompensed  by  re-evaporation. 
The  expansion  is  not,  therefore,  adiabatic,  as  it  should  be. 

6.  Clearance  {page  616)  in  cylinder  being  unavoidable,  must 
be  filled  with  steam  at  every  stroke,  which  does  no  work  during 
*  full-pressure '  period. 

7.  The  boiler  *  primes'  more  or  less,  that  is,  sends  water 
particles  along  with  the  steam,  which  pass  to  the  condenser  with- 
out doing  work,  or,  still  worse,  abstract  heat  from  the  cylinder 
steam  in  their  attempt  to  vapourise. 
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6 14  Initial  Condensation. 

8.  The  range  of  working  temperature  is  small  in  comparison  with 
the  temperatures  themselves  :  r^  being  fixed  to  prevent  burning  of 
cylinder  oils  and  packing,  and  r^  by  the  cold  well  temperature. 

9.  Heat  is  lost  by  radiation. 

10.  The  substance  is  lost  by  leakage,  taking  heat  with  it 

1 1.  Wherever  imperfectly-resisted  expansion  occurs, reversibility 
is  impaired  :  e.g,^  the  'drop'  into  receiver  in  a  compound  engine. 

1 2.  Various  sAiall  losses,  shewn  on  indicator  diagram :  e.g,y 
wire  drawing,  &c. 

13.  Work  is  lost  in  (a)  the  'solid'  friction  of  the  engine  parts, 
{b)  the  fluid  friction  of  the  passing  steam.    {See  App,  IIL^p,  935.) 

Initial  Condensation  and  Re-evaporation. — ^When 
hot  saturated  steam  enters  a  cylinder  cooled  to  exhaust  tempera- 
ture, an  *  initial  condensation '  occurs,  which  is  not  immediately 
apparent  on  the  pressure  diagrams.  After  cut-off,  further  con- 
densation lowers  the  expansion  curve,  as  shewn  dotted  at  ab, 
Fig.  618.  But  cylinder  and  steam  becoming  more  equal  in  tem- 
perature, the  latent  heat,  liberated  during  liquefaction,  is  permitted 
to  raise  the  curve,  as  at  b  c,  by  causing  a  certain  re-evaporation. 
The  first  loss  is,  however,  very  great,  and  by  no  means  made  up 
by  the  second  gain,  so  there  is  always  a  quantity  of  water  rejected 
at  release,  some  of  which  evaporates  during  exhaust  and  creates  a 
back  pressure.  These  losses  may  be  mitigated  (i)  by  applying 
clothing  in  quick  running  engines,  and  thus  securing,  approximate 
adiabatic  expansion,  (2)  by  adopting  a  steam  jacket  for  engines 
of  a  slower  type,  where  there  is  time  for  the  heat  to  be  taken  up, 
01*  (3)  by  superheating  the  steam  before  admission,  and  partially 
removing  the  first  cause.  The  jacket  both  assists  re-evaporation 
at  an  earlier,  and  consequently  more  available,  portion  of  the 
stroke,  and  prevents  to  some  extent  initial  condensation :  the 
experimental  gain  being  stated  at  from  10  to  20  per  cent.  Lique- 
faction in  the  jacket  is  not  so  detrimental,  but  in  the  cylinder  the 
water  acts  as  a  conductor  from  the  steam  to  the  metal.  Live  steam 
should  always  be  used  for  the  jacket,  and  efficient  drainage  applied. 

Theory  of  Compounding. — Another  way  of  decreasing 
liquefaction  is  to  divide  the  work  among  2,  3,  or  4  cylinders ;  and, 
if  great  differences  of  temperature  be  employed,  no  other  course 
is  possible.     Thus  we  arrive  at  the  Compound,  Triple,  or  Quad- 
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ruple  expansion  engine.*  The  advantage  of  compounding  was 
long  doubted,  the  true  theory  of  its  application  being  misunder- 
stood In  Fig.  619,  area  a  shews  work  done  in  the  high-pressure, 
B  that  in  the  intermediate,  and  c  that  in  the  low-pressure  cylinder, 
the  object  being  to  divide  the  work  equally,  while  equalising  the 
fall  of  temperature  as  nearly  as  possible.  The  actual  diagrams 
will  be  discussed  later,  as  also  a  further  advantage  of  the  system, 
resulting  in  more  even  turning  moment  on  the  crank  shaft. 

(Seepp,  884  and  1134.) 


rx^  620, 


Expansion  in  the  Cylinder. — Assuming  steam  to  follow 
Boyle's  law,  Fig.  620  is  a  crude  diagram  of  work  done.  The 
steam  being  admitted  during,  say,  a  quarter  stroke,  and  the  supply 
cut  off,  the  rest  of  the  stroke  is  completed  by  expansion.  From 
A  to  B  there  would  be  full  steam,  and  from  b  to  c  the  pressure 
would  approximately  fall  along  the  isothermal  and  hyperbola  b  c 
Then  area  o  a  b  g  shews  work  done  by  the  full  steam,  and  g  b  c  f 
the  additional  work  during  expansion. 

Construction  of  Hyperbola.-^To  draw  this  curve :  join 
o  D,  produce  the  crossing  point  e  horizontally  to  c,  which  is  a 
point  in  the  curve.  Other  points  being  found  similarly,  between 
b  and  D,  by  projecting  from  the  ends  of  radial  lines,  the  curve  is 
traced  through  the  crossing  points. 

*  More  correctly,  2,  3,  or  4  stage  compounds. 
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Clearance. — Supposing  a  certain  clearance  between  valve 
face  and  piston  at  end  of  stroke,  to  be  filled  before  the  piston 
moves..  Representing  this  by  o  j  in  terms  of  the  stroke  o  f,  the 
steam  now  expands  from  j  g  to  j  f,  and  the  hyperbola  must  be 
drawn  from  the  new  origin  j,  thus  raising  the  curve  to  b  k  as 
dotted ;  and  the  rate  of  expansion  will  have  changed  from 

OF^    JF  r  ^    r-\'C 

—  to  —         or  from  ~  to 

GO       JG  1        i+r 

The  Steam  Engine  Indicator  is  a  well-known  apparatus 
(first  invented  by  Watt,  and  much  improved  by  McNaught  and 
Richards)  for  the  purpose  of  automatically  describing  the  pressure- 
stroke  diagram  just  considered.  Fig.  621  represents,  a  *  Tabor' 
indicator,  one  of  the  present  varieties  of  the  instrument 
A  is  a  small  cylinder  containing  a  liner,  in  which  a  piston,  b, 
slides  freely.  Steam  being  admitted  under  b,  pencil  f  is  raised 
by  the  connection  c,  d  being  a  rocking  fulcrum,  f  would  describe 
an  arc  but  for  the  slot  e,  which  compensates  the  curvature  and 
compels  the  pencil  to  move  in  a  vertical  straight  line,  its  displace- 
ment indicating  rise  or  fall  of  steam  pressure.  The  drum  g,  pro- 
vided with  paper  for  the  diagram,  being  rotated  on  stud  l — by  the 
<:ord  H  (attached  to  the  moving  engine)  in  one  direction,  and  by 
the  clock  spring  m  in  the  other  direction — represents  the  stroke 
of  the  engine  piston.  Both  actions  occurring  at  once,  a  diagram 
like  Fig.  620  is  obtained.  Certain  deviations,  however,  occur, 
which  we  shall  afterwards  discuss. 

Figure  n  represents  the  indicator  gear  usually  adopted.  It  is 
there  applied  to  a  horizontal  engine,  but  may  be  modified  to  suit 
other  forms.  Lever  s  vibrates  with  the  crosshead,  and  carries  on 
its  axis  the  *brumbo'  pulley  t  for  decreasing  the  stroke  of  the 
cord  to  suit  that  of  the  indicator  drum.  The  indicator  is  con- 
nected to  each  end  of  the  cylinder  by  a  pipe  provided  with  stop- 
cocks at  p  and  Q,  and  an  indicator  cock  at  r.  The  latter  is  seen 
in  section  at  u  and  v,  having  a  three-way  passage  to  admit  the 
steam  (i)  to  the  indicator  and  out  to  the  air  for  blowing  through, 
(2)  to  the  indicator  only,  or  (3)  the  cock  may  be  closed.  To 
avoid  clearance  in  pipe  p  q  it  is  better  to  use  two  indicators,  fixed 
at  p  and  q.     Notice  also  the  spring  w,  of  which  several  different 
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6i8  Indicator  Diagram:  Topography. 

strerigths  are  provided,  so  as  to  indicate  pressure  to  any  con- 
venient scale:  two  wires  are  coiled  in  the  same  direction,  but 
start  from  opposite  sides  of  the  base. 

To  use  the  indicator,  first  let  the  engine  rotate  uniformly,  then 
connect  the  cord.  Open  cock  p  and  turn  r  to  blow  through. 
Open  indicator  to  atmosphere  and  let  pencil  describe  atmospheric 
line ;  then  connecting  indicator  to  steam,  bring  the  pencil  gently 
round  and  describe  the  diagram.  In  like  manner  also  with  the  cock 
Q,  after  which  the  paper  may  be  removed.  The  *  pencil '  is  usually 
brass  wire,  and  the  paper  that  known  as  *  metallic.'  (See  pp.  892 
<i«^ii34.) 

Topography  of  Indicator  Diagram. — Taking  a  con- 
densing e;igine,  />.,  one  which  exhausts  into  a  vacuum,  and  has 
additional  pressure  due  to  the  atmosphere  on  the  forward  side  of 
the  piston,  as  in  Fig.  622 :  o  a  is  the  vacuum  or  zero  line,  and 
B  c  the  atmospheric  line  of  1 5  lbs.  absolute ;  d  a  is  the  stroke, 
and  o  D  the  clearance  (valve  passages  and  clearance  proper)  in 
terms  of  d  a. 

The  clearance  space  first  fills,  and  the  pressure  rises  to  f. 
Then  the  piston  moves  to  g,  where  steam  is  cut  off,  expansion 
takes  place  between  g  and  h,  release  to  exhaust  at  h,  pressure 
falling  only  to  j  while  the  piston  returns,  because  we  cannot 
entirely  eliminate  vapour  pressure  in  the  condenser  (back  pressure) 
shewn  by  a  j.  Exhaust  being  fully  open  between  j  and  k,  a  hori- 
zontal line  is  drawn  up  to  compression  point  k,  and  the  remaining 
steam  compressed  to  l,  where  it  is  met  by  incoming  fresh  steam, 
due  to  the  opening  (lead)  of  thtf  valve  before  commencement  of 
stroke,  and  the  pressure  once  more  rises  to  f. 

Deviations  from  the  Normal  Diagram  are  shewn  in 
Fig.  623.  Wire  drawing  at  cut-off  is  indicated  at  k,  the  full 
steam  line  falling  on  account  of  narrow  ports  or  throttling  by  the 
slide  valve,  b  shews  late  admission^  the  piston  travelling  some 
distance  before  full  pressure  is  felt,  due  to  want  of  lead  on  the 
valve,  which  should  open  before  the  end  of  stroke.  Late  release 
and  excessive  clearance  are  seen  at  l,  and  a  leaky  piston  would 
cause  diagram  f,  the  pressures  on  each  side  of  piston  tending  to 
equalise.  A  leaky  slide  valve,  as  at  G,  would  raise  the  expansion 
curve  at  the  expense  of  fresh  steam,  and  initial  condensation^  h, 
is  sometimes  detected,  by  drawing  the  hyperbola.    Too  much  or  too 
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JFJ^uQ.  622. 


TbrvogrxcfLhif  x>f^  ytfue^   Zrudjuuxlxxr  DAcuiTzcLm. 


excess*  ve 


JAxijiocUjoir    Dxxxj^yrxxjro        J]6^.  623. 

little  compression  would  give  diagrams  c  or  d  respectively,  and  a 
shaky  diagram^  like  e,  would  be  produced  by  an  indicator  with 
too  light  a   spring  or  too  heavy  a  piston.     Diagram  a  shews 
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•620  Indicated  Horie  Power. 

serious  cylinder  condensation.  The  upper  and  lower  diagrams  at  j 
are  from  the  top  and  bottom  of  the  piston  respectively  in  a 
Cornish  single-acting  pumping  engine :  and  m  shews  the  varying 
diagrams  obtained  from  a  locomotive,  (i)  when  starting,  next  (2), 
and  lastly  (3),  as  the  valve  gear  is  linked  up  from  the  reversing 
lever. 

From  the  Indicator  diagram  we  may  therefore  deduce : 

1.  The  points  of  admission,  cut  off,  release,  compression,  &c. 

2.  Comparison  of  cylinder  with  boiler  pressure. 

3.  The  wire  drawing  in  steam  and  exhaust  passages. 

4.  The  back  pressure. 

5.  The  condensation,  re-evaporation,  and  relative  dryness.! 

6.  The  indicated  horse  power  from  the  diagram  area. 

Calculation  of  Indicated  Horse  Power,  or  that  shewn 
upon  the  indicator  diagram,  and  representing  the  work  given  to 
the  piston  by  the  steam  Or  gas.*  Three  pairs  of  diagrams,  in 
Fig.  624,  are  taken  from  the  respective  cylinders  of  a  triple- 
expansion  engine ;  and  are  copied  from  the  Hons.  Engineering 
Exam.  1887.  The  mean  effective  pressure  per  square  inch  (p)  must 
first  be  found,  so  the  diagrams  are  divided  into  10  parts  by 
equidistant  vertical  lines.  Knowing  the  scale  of  the  indicator 
spring,  the  pressure  may  be  measured  at  the  middle  of  each 
division,  within  the  enclosed  curve ;  these  figures  representing  the 
effective  pressures.  Notice  that  at  a  and  f.  Fig.  623,  the  loop 
enclosed  minus  effective  pressure ;  every  measurement  must  there 
be  treated  as  minus,  and  only  added  to  the  other //«y  measure- 
ments algebraically.  Adding  the  10  measured  parts,  and  dividing 
by  10  gives  mean  effective  pressure  for  each  diagram ;  the  mean 
of  the  pair  being  then  found  by  adding  thetft  and  dividing 
by  2. 

Multiplying  {p)  by  piston  area  (a)  gives  total  mean  pressure^ 
and  this  again  by  stroke  in  feet  (L)  gives  work  in  foot  pounds  per 
stroke.  Further  multiplying  by  number  of  strokes  per  minute  (N) 
gives  work  per  minute,  and  the  whole  divided  by  33,000,  or  one 

*  Brake  horse  power  is  found  by  dynamometer,  as  at  p.  575,  and 
n>echanical  efficiency  of  engine  =  »^         +  ^"^^^  g.r' ^^" 
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horse  power  per  minute,  will  represent  the  iadicated  horse  power 
of  the  engine,  the  formula  becoming 

Indicated  horse  power  (per  min.)  = 

Taking  the  high  pressure  cylinder  in  Fig.  624,  the  addition  of 

the  pressures  on  the  left  diagram,  73,  103,  &c.  «  679*5,  ^.nd  the 

mean  pressure  »  67*95.    ^^^  ^^g^t  diagram  similarly  has  a  mean 

pressure  of  59*5,  the  final  mean  pressure  becoming  67-95  +  S9'5 

-2-  2  =  6372.     Area  of  cylinder  is  10  x  10  x  22  -r  7  «  314*16, 

stroke  is  3  feet,  and  number  per  minute  63  x  2  =  1 26.     We 

have  then : 

T  TT  T>  •  1-  J  6372  X  3  X  314*16  X  126 

I.  H.  P.  m  H.  p.  cylmder  =  -^-^ :i ^^ =.  229*3. 

33,000  

In  the  intermediate  cylinder,  mean  pressure  on  the  left  is  23*9 
and  that  on  the  right  22,  the  final  mean  being  22*95.  ^^^^  ^^ 
piston  =  855*3;  stroke  and  revolutions  as  before. 

T  TT  T^    •  1-   J  22*95  x  3  X  855-3  X  126 

I.  H.  P.  m  I.  p.  cylmder  -  — ^      ^ ^-^ =  224-44. 

33,000  

Mean  pressures  on  left  and  right  respectively  in  low  pressure 
cylinder  are  9*5  and  7*65,  and  the  mean  of  these  is  8*57.     Then, 

T  TT  Tk    •  1-   J         ^"57  X  3  X  2290*22  X  126 

I.  H.P.  m  L.  p.  cylmder  =     ^'     ^ — -  -     =  224*41 

33,000  2L2- 

Advantages  of  Single,  Double,  and  Triple  Stage 
Expansion. — The  advantage  of  expanding  steam  in  a  single 
cylinder,  instead  of  using  full  pressure  to  the  end  of  the  stroke, 
was  demonstrated  by  Watt  in  1782,  and  can  be  understood  fi-om 
Fig.  625.  E  G  is  the  stroke,  and  f  n  that  portion  during  which  full 
steam  is  used,  the  rest  of  the  stroke,  n  g,  being  completed  by  the 
pressure  of  the  expanding  steam.  From  what  we  know  of  the 
work  diagram,  sbcu  will  shew  work  performed  by  the  *fuir 
steam,  without  condensation,  uckT  that  by  expansion  without 
condensation,  and  hstj  that  produced  by  the  use  of  a  condenser. 
Not  only  then  do  we  obtain  additional  work  by  condensing,  but 
we  are  also  enabled  with  the  assistance  of  high  pressure  to 
introduce  an  earlier  cut  off  and  higher  rate  of  expansion :  thus 
using  a  less  weight  of  live  steam. 
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Though  very'high  rates  of  expansion  are  theoretically  possible 
in  a  single  cylinder,  the  practical  economical  limits  are  soon 
reached,  for  very  high  ratio  means  very  high  initial  pressure,  and 
a  great  difference  of  temperature  between  live  and  exhaust  steam. 
The  former  entering  a  relatively  cold  cylinder,  considerable  initial 
condensation  results,  which  largely  neutralises  the  advantage  of 
increased  expansion  ratio.  This  loss  is  best  avoided  by  allowing 
the  steam  to  successively  expand  through  one,  two,  three,  or  even 
four  cylinders,  thus  introducing  the  so-called  Compound,  Triple, 
and  Quadruple  forms  of  engines.  Referring  now  to  Fig.  624,  the 
fall  of  temperature  in  the  high-pressure  cylinder  is  from  366*  to 
287*  or  79*,  that  in  the  intermediate  cylinder  71*,  and  that  in  the 
low  pressure  cylinder  88*;  a  fairly  equal  division  of  the  total  fall, 
which,  if  the  work  were  performed  in  one  cylinder,  would  be  no 
less  than  226*.  The  total  ratio  of  expansion  is  nearly  14 :  i,  an 
amount  impossible  •  in  one  or  even  two  cylinders,  because  of  the 
serious  loss  from  initial  condensation  occurring  throughout  the 
stroke ;  and  it  is  in  this,  the  diminishing  of  the  effects  of  initial 
condensation  with  high  grades  of  expansion,  that  the  advantage 
of  compounding  is  most  apparent. 

One  other  advantage  of  dividing  the  work  is  that  two  or  three 
cranks  are  then  employed,  set  mutually  at  angles  of  90*  or  1 20* 
respectively;  causing  a  more  equable  turning  effort,  as  will  be 
more  fully  demonstrated  later,  avoiding  dead -centres.  Even 
before  the  practical  introduction  of  compounding,  double-cylinder 
engines  were  found  necessary  where  frequent  reversal  was  re- 
quired, as  in  locomotive  and  marine  engines.  Each  piston 
should,  however,  give  to  its  crank,  as  nearly  as  possible,  the 
same  amount  of  work  as  any  one  of  its  fellows,  a  requirement 
of  greater  importance  than  equal  distribution  of  temperature  fall. 
Both  points  have  been  well  met  in  Fig.  624,  for  the  total  work  is 
\  divided  as  229,  224,  224,  while  the  corresponding  temperature 

1^      I  drops  are  79',  71*,  and  88".     {Seep,  772.) 
'  Combination  of  Indicator  Diagrams  in  Compound 

I  and  Triple  Engines. — Diagrams  w,  x,  and  y,  in  Fig.  624, 
I  are  just  as  received  from  the  indicator,  where  for  practical  con- 
I  venience  different  pound  scales  are  employed :  the  lengths  of  the 
I      diagrams  are  also  made  to  suit  convenience  of  taking.    Now 
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primarily  the  base  line  should  be  volumetric,  so  in  representing 
these  diagrams  to  the  same  scale,  the  bases  must  be  altered  to 
suit  the  volume  of  each  cylinder  respectively,  and  one  pressure 
scale  be  used  throughout;  we  shall  then  see  at  a  glance  the 
comparative  work  performed  in  each  cylinder,  and  shall  further 
be  able  to  judge  how  nearly  the  total  diagram  corresponds  with 
what  should  take  place  were  the  whole  expansion  to  occur  in  one 
cylinder  under  theoretically  good  conditions. 

Strokes  being  equal,  the  area,  or  diameter  squared,  will 
represent  cylinder  volume.  The  squares  of  the  diameters  are  as 
4  :  10*89  :  29*2.  Taking  clearance  at  |  cylinder  volume  for  the 
H.  P.,  yV  for  th^  I-  P-i  ^^^  T^  ^9^  the  L.  P.,  they  are  represented 
by  '5»  I'l,  and  2*65.  In  the  large  diagram,  set  up  at  ma  a  scale 
of  absolute  pressures  per  sq.  in.,  and  measure  volumes  along  ok 
to  any  convenient  scale.  Thus  the  dotted  rectangles  ce,  zh, 
and  QU  are  obtained,  in  which  the  indicator  diagrams  are  to  be 
inserted.  Divide  de,  gh,  and  jk,  each  into  10  parts,  and  erect 
vertical  lines,  upon  which  pressures  are  to  be  placed,  as  taken  from 
corresponding  lines  on  the  diagrams  w,  x,  and  y,  being  careful  to 
set  them  up  to  absolute  scale ;  and  the  shaded  curves  are  obtained. 

Next  mark  point  of  cut-off  b,  from  which  to  draw  the  satura- 
tion ciuve.  The  latter  being  always  shewn  in  terms  of  specific 
volume  (see  Fig.  608),  divide  ab  into  27  parts,  or  the  volume  of 
one  pound  weight  of  steam  at  165  lbs.  absolute  pressure.  The 
method  of  division  is  shewn  at  ml:  an  inclined  line  is  drawn  and 
2*7  divisions  to  any  scale  placed  upon  it ;  then  parallel  lines  to  ml 
will  divide  the  latter  proportionately.  The  volume  '41  cub.  ft. 
has  thus  been  found,  which  being  crossed  by  '35  lbs.  sq.  in. 
minus,  gives  the  new  origin  for  the  curve  bsr,  to  be  drawn  as  a 
hyperbola  in  the  usual  graphic  manner  (Fig.  620).  A  second 
curve  CTU  may  be  traced  by  dividing  ac  into  27  parts  and 
proceeding  as  before,  the  origin  being  then  much  nearer  o. 

By  stepping  the  cut-off  ml  into  the  whole  volume  mk,  the 
number  of  total  expansions  13*84  is  found,  the  pound  weight  of 
steam  occupying  at  the  end  of  the  low-pressure  stroke  a  volume 
of  13*84  X  27  or  3  7  "4  cub.  ft.  The  shaded  areas,  then,  further 
represent  the  work  done  by  one  lb.  weight  of  steam,  if  the  base 
lines  be   specific  volumes,  and  the  pressures  taken  from  the 
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pressure  scale,  but  multiplied  by  144  to  obtain  pounds  per  sq.  ft. 
The  gaps  between  areas  and  saturation  curves  show  work  lost,  but 
while  there  is  a  loss  on  the  side  s,  there  is  a  gain  on  side  t.  A 
much  greater  loss  occurs  from  initial  condensation,  which  is  not 
here  shewn,  and  the  total  '  missing  quantity '  can  only  be  dis- 
covered by  some  construction  such  as  is  given  at  p.  764. 
Also  it  must  be  understood  that  the  saturation  curves  cannot  be 
exacdy  followed  except  where  good  steam  jackets 'are  adopted; 
the  curve  should  otherwise  be  nearer  Rankine's  adiabatic 
pyV  =  C,  which  falls  slightly  below  the  saturation  curve. 

Calculation  of  Work  and  Horse  Power  from 
Theoretical  Indicator  Diagram. — It  is  sometimes  con- 
venient to  make  rough  preliminary  calculations  from  a  simple 

B  c 


TJuejQzyetuocU..   Jnxltc4xZar*  Dzx:uc(yncurv. 

hyperbolic  diagram  as  in  Fig.  625,  where  various  losses  at  the 
comers,  caused  by  release,  wire-drawing,  cut  off,  &c.,  are  neglected. 
Then  Area  of  BN=/i/' 

Area  of  ckng  -/iVloger  «/i  (/'  +  <:)  Hoge  -jrr\ 
Mean  effective  pressure/*  «  {(areas  BN  +  CKNG)~L}-/b 

^^'^'      Horse  Power  -  P^^^^    {^^  Appendices  L  and  IIL^ 
33»ooo  //.  772  andi)zi,) 
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626  Diameter  of  Cylinder  for  given  H.  P. 

Note  that  N  «  strokes  per  min.,  and  logarithms  are  hyperbolic. 


Hyperbolic 

OR  Napieran  Logarithms. 

No. 

Log. 

No. 

Log. 

No. 

Log. 

No. 

1 

Log. 

I 

0 

35 

1-252 

6 

1-791 

8-S 

2*140 

las 

•223- 

3'7S 

1-321 

6-25 

1-832 

'8-75 

2*169 

IS 

•405 

4 

1386 

6-5 

1-871 

9 

2197 

1-75 

559 

4»5 

1-446 

6-75 

1-909 

9aS 

2  224 

3 

•693 

45 

1-504 

7 

I -94s 

95 

2-251 

aas 

•810 

475 

1-558 

7-25 

I -98 1 

975 

2277 

«S 

'916 

5 

1-609 

7  5 

2-014 

10 

2-302 

3-75 

I 'Oil 

5-25 

1-658 

7-75 

2047 

12 

2-484 

3 

1-098 

5  "5 

1-704 

8 

2-079 

15 

2708 

3»S 

1-178 

575 

1-749 

8-2S 

2-110 

18 

2-890 

Diameter  of  Cylinder  for  given  Ind.  Horse  Power 
oiay  be  deduced  from  the  formula  already  given  for  the  latter. 


Thus: 


/»L2fN 


33iOo<^ 


I.  H.  P. 


d 


^^ 


'; 


33,000 

.£^L_.      =   205 

LN  


/h.p. 


Horse  Power  in  terms  of  Steam  used. — Piston  area 
being  measured  in  square  feet,  (A  +  ^)  A  =  volume  of  steam  up  to 
cut-off,  and  (/'+  f)  AN  =  cubic  ft.  of  steam  used  per  minute. 
But  if  area  be  in  square  feet,  steam  pressure  must  be  measured 
per  square  foot  in  the  horse-power  formula :  also 

^  "*■  ^  =  r  and  L  =  r  (/'  +  <r)  -  r 


I.  H.  P. 


and  L 

144^  {r(r  +  d  - 
33,000 


c}  AN 


PLAN 
33»ooo 
144/  {r(r  +  c)  AN  -  ^AN} 

33iOoo 
144/  (r  X  steam  c.f.  per  m.  -  f  AN) 
33,000 
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Horse  Power  for  Steam  used,  627 

Such  a  method  of  reckoning  horse  power  is  convenient  when 
deciding  boiler  capacity  and  heating  surface.     Then  : 

Steam  per  minute  \  ^  (I.  H.  P.)  33,000  +  144/^  AN  \  j^  j 
in  cubic  ft        )  ""  144/^  7     ^ 

Steam  per  minute  )  .  L  H.  P.      ^  AN  1  *     _ 

,    in  lbs. }-"9'6-^^+-p^}Dr^ 

where  V  is  specific  volume  at  the  higher  temperature,  Df  the 
diagram  factor  (p.  772),  and  Lq  the  liquefaction  factor  {See 
Appendix  Il.y  /.  884).  If  steam  per  brake  horse  power  be  desired 
the  value  B.  H.  P.-i-Vmay  be  inserted  instead  of  I.  H.  P.,  where  i 
3fi  is  the  mechanical  efficiency.  Willans'  important  law  connecting 
steam  consumption  and  H.  P.  is  given  in  Appendix  II.,  p.  892. 

In  the  above  formulae  /  is  mean  effective  pressure  per  square 
in.  At  p.  625,  this  quantity  is  estimated  in  terms  of  initial 
pressure.  If  then  it  be  required  to  know  the  volume  of  steam 
used,  in  terms  of  the  initial  pressure,  it  is  only  necessary  to 
substitute  the  value  at  p.  625  for/.     (See  Appendix  IJLyp.  931.) 

General  idea  of  the  various  forms  of  Steam  Engine. 
— The  steam  engine  is  a  prime  mover  designed  for  converting 
heat  into  work  by  allowing  steam  to  expand  behind  a  working 
piston.  Sometimes  the  work  need  only  be  of  a  reciprocating 
nature;  while  in  other  cases,  and  this  by  far  the. greater  number, 
rotative  motion  is  required,  and  the  crank  and  connecting  rod,  or 
some  similar  appliance  is  then  employed,  as  fully  set  out  at 
pp.  486  to  496.  Sofnetimes  also  a  rotative  shafl  is  introduced, 
with  a  fiy-wheel  to  assist  in  maintaining  regular  reciprocating 
motion,  where  that,  only  is  needed,  or  perhaps  to  work  the  valves. 

The  Beam  Engine^  though  almost  obsolete,  has  served  and  is 
serving  much  useful  purpose,  and  a  few  of  its  applications  will 
therefore  be  described.  In  Fig.  626,  a  is  a  Cornish  pumping- 
^  engine,  a  being  the  cylinder,  e  the  working  beam,  and  /  the 
pump-rod  passing  down  the  pit-shaft  Steam  is  that  known  as 
Mow  pressure,'  having  only  a  few  pounds'  pressure  above  the 
atmosphere;  and  there  are  three  drop  valves,  b,  c^  d,  for  its 
distribution,  called  respectively  the  steam,  equilibrium,  and 
exhaust  valves.     The  last  passes  the  steam  into  the  condenser  g, 
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628  Various  Slow-speed  Engines. 

where  a  vacuum  is  formed  and  maintained  by  the  action  of  the 
air  pump  h.  Fig.  608  shews  that  water  under  low  pressure  (as^ 
in  a  condenser)  will  boil  and  form  vapour  at  a  low  temperature ; 
and  the  air  pump  has  to  remove  this  vapour  as  far  as  possible, 
as  well  as  the  condensation  waten  Even  then  there  is  always  a 
back  pressure  of  3  or  4  lbs.  per  sq.  in.  When  the  piston 
descends,  valves  b  and  d  are  open  and  c  closed,  there  then  being 
boiler  steam  at  top  and  a  vacuum  below ;  during  the  upstroke,. 
b  and  d  are  closed  and  c  is  open,  which  places  the  piston  in 
equilibrium,  when  the  pump  rods  raise  it  by  their  weight.  The 
parallel  motion  (Watt's)  is  explained  at  p.  499 ;  but  in  a,  Fig.  626, 
pne  radius  link  is  formed  by  the  portion  ek  ol  the  beam,  and  a 
parallelogram  then  connected  to  the  middle  link  khyso  that  the 
valve  and  piston  rods  move  on  parallel  lines. 

A  rotative  beam  engine  is  shewn  at  b.  It  differs  from  a  in 
having  the  crank  and  connecting  rod  instead  of  pump  rod,  and 
four  drop  valves  instead  of  three,  the  reason  being  that  each  end 
of  the  cylinder  must  now  be  connectable  with  boiler  or  condenser 
at  will,  and  must  therefore  have  a  steam  and  exhaust  valve.  The 
method  of  distribution  is  given  in  Fig.  629,  where  the  left  pipe 
admits  live  steam  to  either  end  of  cylinder,  and  the  right  pipe 
similarly  removes  the  exhaust  steam,  whenever  the  proper  valves 
are  lifted. 

A  direct-acting  pumping  engine  like  that  at  c  may  have  a 
beam  solely  for  actuating  the  valves  and  air  pump,  though  it  alsa 
serves  to  guide  the  piston-rod.  The  straight  line  motion  is 
Scott-Russell's  (see  p.  486),  sometimes  called  'grasshopper' 
gear.  A  beam  blowing  engine  is  shewn  at  d,  a  being  the  steam 
cylinder  and  b  the  blowing  cylinder,  the  latter  having  inlet  valves 
dd^  and  outlet  valves  ee^  for  both  ends,  so  that  the  issuing  air 
may  pass  continuously  to  the  blast  furnace  or  other  place  of  use. 
The  fly-wheel  is  introduced  to  steady  the  motion. 

£  is  a  compound  beam  engine.  The  high-pressure  cylinder  a 
is  placed  nearest  the  beam  trunnion,  and  the  low-pressure  cylinder 
further  outward.  The  valves  are  not  shewn,  but  are  so  arranged 
that,  when  the  steam  has  done  its  work  in  the  H.P.  cylinder,  it  is 
allowed  to  expand  into  the  L.P.  cylinder  before  passing  to  the 
condenser. 
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The  side  lever  marine  engine  f,  the  first  form  considerably 
adopted  on  steamboats,  was  but  a  beam  engine  doubled  upon 
itself  so  as  to  save  room,  a  is  the  paddle-shaft,  b  the  steam 
cylinder,  c  the  beam  or  *  side  lever,'  and  d  the  air  pump. 

The  Direct-acting  Engine  is  shewn  in  various  forms  in 
diagrams  g  to  R,  Fig.  6a6.  g  is  a  horizontal  factory  engine,  with 
condenser  a  behind  a  cylinder  ^,  so  that  the  air  pump  may  be 
worked  in  a  simple  manner  by  projecting  the  piston-rod  back- 
ward. By  dispensing  with  the  beam  very  considerable  friction  at 
the  trunnion  bearing  is  avoided,  caused  as  such  friction  was  by 
both  load  and  resistance,  or  double  the  piston  load.  In  the 
horizontal  engine  there  is,  however,  some  additional  frictional 
loss,  due  to  weight  of  parts  and  thrust  of  connecting-rod,  while  in 
the  vertical  engine,  although  the  former  is  eliminated,  the  latter 
still  remains. 

The  diagonal  paddle  engine  at  h,  like  other  marine  engines, 
is  designed  to  save  room.  Whenever  paddle  propulsion  is  em- 
ployed, these  engines  are  now  chosen  for  the  purpose.  The 
condenser  and  air  pump  are  placed  within  the  '  triangle.'  j  is  a 
form  of  factory  engine  seldom  employed,  but  given  as  an  example 
of  a  vertical  engine  with  cylinder  at  bottom  and  crank  overhead ; 
the  slide  valve  replaces  the  four  drop  valves  of  Fig.  629,  being 
worked  by  eccentric  from  the  crank  shaft 

Two  other  paddle  engines  are  shewn  at  q  and  m.  q  is  the 
oscillating  engine,  exceedingly  simple  so  far  as  the  main  mechanism 
is  concerned,  dispensing  with  a  connecting  rod ;  but  the  valve  gear 
is  more  complicated  than  with  fixed  cylinders.  The  steeple 
engine  (m)  was  introduced  to  save  head  room  in  shallow  boats. 
Two  piston  rods  are  employed,  and  the  paddle  shaft  is  placed 
between  crosshead  and  cylinder;  the  connecting  rod  is  said  to 
be  *  returned.'  The  principal  objections  to  this  design  are  the 
difficulty  of  staying  the  slide  bars,  and  of  keeping  two  parallel 
glands  steam  tight. 

The  Penn  trunk  engine  (n)  and  Maudslay  return-connecting 
rod  engine  (p)  are  examples  of  early  screw  engines.  Being  both 
placed  athwart  the  ship,  they  must  be  shortened  in  length  as 
much  as  possible.  Penn  got  rid  of  piston  rod  length  by  using  a 
trunk  piston  and  driving  the  air  pump  by  a  rod  connected  directly 
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to  the  latter.  The  practical  objections  were  the  difficulty  of 
packing  the  necessarily  large  glands,  and  of  getting  at  the  trunk 
pin ;  but  a  more  serious  objection  was  the  increased  cooling 
sur£Eu:e.  Maudslay's  engine  was  essentially  the  steeple  engine 
laid  horizontally,  the  air  pump  being  worked  from  a  projection 
on  one  of  the  piston  rods.  The  packing  of  the  parallel  glands 
was  the  only  difficulty. 

The  modern  marine  engine  is  always  either  compound,  triple,, 
or  quadruple  in  design,  the  two-cylinder  compound  being  shewn 
at  L,  which  also  serves  to  explain  the  triple  or  quadruple.  The 
type  is  known  as  the  'vertical  inverted,'  or  'steam  hammer, '^ 
and  is  merely  a  direct-acting  vertical  engine  with  cylinder  above 
and  crank  below,  to  give  sufficient  propeller  immersion  with  direct 
'  driving.  The  slide  valves  are  driven  by  eccentrics  as  at  j,  and 
the  air  pump  by  a  rocking  lever.  The  surface  condenser  is  cast 
with  the  standards,  on  one  side,  and  the  exhaust  steam  sometimes 
passes  through  one  of  the  standards;  but  the  method  is  not 
advised  by  some  engineers,  because  of  irregular  alignment  caused 
by  expansion.  When  the  triple  engine  is  adopted,  the  valves  are 
either  placed  between  the  cylinders,  or  as  at  r,  on  one  side.  In 
the  latter  case  the  valve  gear  must  be  somewhat  altered,  a^  b,  . 
and  c  are  the  cylinders  seen  in  plan,  and  d,  e,  f  the  respective 
valves:  in  this  example  of  piston  form.  The  passage  of  the 
steam  will  be  understood  from  the  sketch,  entering  first  through 
^  to  n,  then  through  e  to  ^,  through  /to  r,  and  finally  out  to  the 
condenser. 

High-speed  Engines  are  a  class  of  engine,  usually  of 
small  proportions,  making  500  revolutions  per  minute  or  more. 
A  few  principal  examples  are  given  at  Fig.  627.  a  and  b  are 
types  of  the  rotary  engine,  much  in  favour  with  inventors  about 
the  year  1870  and  previously,  but  now  practically  discarded,  a  may 
be  called  the  'annular'  and  b  the  'eccentric'  type,  a  sliding 
'abutment'  a  being  required  in  each  case  to  receive  the  re- 
actionary pressure.  There  were  difficulties  in  these  engines 
r^arding  packing  and  expansive  working.  Willans'  side-by-side 
three-cylinder  engine  c,  and  Brotherhood's  three-cylinder  engine  d, 
dispense  with  valve  gear.  At  c  the  piston  rods  tf,  b^  c,  act  as 
valves,  each  admitting  or  cutting  off  steam  to  the  next  high- 


Digitized  by 


Google 


632 


Various  High-speed  Engines. 


pressure  cylinder  in  order.  The  high-pressure  pistons  further 
act  as  valves  for  similarly  distributing  steam  to  the  low-pressure 
cylinders.  Engine  d  has  a  special  valve  of  annular  form,  through 
which  the  steam  passes  both  to  and  from  the  cylinders,  as  shewn 
by  arrows,     c  and  d  are  single-acting  engines,  so  far  as  each 
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cylinder  is  concerned,  the  steam  pressure  being  felt  only  on  one 
side  of  the  piston ;  but,  taking  the  three  cylinders  together,  there 
is  an  impulse  every  third  of  a  revolution,  instead  of  every  half 
revolution,  as  in  ordinary  single-cylinder  double-acting  engines. 
In  both  engines  it  is  only  necessary  to  turn  on  steam  to  start  in 
any  position,  while  if  reversal  is  required,  an  extra  four-way  pjug- 
cock,  called  a  reversing  valve,  is  interposed,  whose  duty  is  to 
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change  the  order  of  the  passages,  making  the  steam  the  exhaust 
passages  and  via  versd. 

The  Tower  spherical  engine,  e,  and  the  Fielding  engine,  f,  are 
kinematically  based  on  Hooke's  joint  (Fig.  475,  a).  In  the  former 
two  revolving  bodies,  a  and  by  are  hinged  on  opposite  sides  of  a 
<:entral  disc  or  *  wobbling'  piston  c,  the  hinges  being  at  right 
angles,  to  each  other.  Within  the  hollow  sphere  are  four  divisions, 
I,  2,  3,  and  4,  the  last  shewn  closed.  As  the  bodies  a  and  b 
rotate,  and  the  disc  c  wobbles,  the  divisions  will  in  turn  open  and 
close ;  and  it  follows,  conversely,  that  when  steam  is  admitted  to 
these  chambers  consecutively,  the  said  movements  of  the  disc 
and  bodies  will  be  imitated,  and  the  shaft  d  rotated.  To  effect 
this,  steam  is  admitted  on  one  side  of  the  supporting  web  ^, 
passed  through  proper  ports  to  the  four  divisions  in  correct  order, 
and  exhausted  on  the  opposite  side  of  e,  l*he  Fielding  engine 
works  similarly,  the  practical  difference  being  that  four  curved 
cylinders  are  employed,  instead  of  quadri-spherical  chambers,  corre- 
sponding pistons  being  formed  on  the  central  disc.  A  larger  obtuse 
angle  between  the  inclined  axes  probably  reduces  the  frictional  loss. 

The  Westinghouse  engine,  g,  is  a  type  of  many  modem  high- 
speed engines,  two  single-acting  pistons  forming  the  equivalent 
of  one  double-acting  engine.  A  piston  valve  distributes  the 
■steam,  and  the  alignment  of  piston  and  crank  should  be  noticed. 
The  down-stroke  only  being  of  importance,  the  cylinder  centre- 
line splits  the  crank  radius  instead  of  the  crank  circle ;  the  con- 
necting-rod's angular  vibration  on  down-stroke  is  therefore  halved, 
and  a  much  shorter  rod  may  be  employed,  securing  compactness. 
During  the  up-stroke  the  rod  is  at  a  bad  angle,  but  that  is  of  no 
consequence.  The  Newall  engine,  shewn  in  section  at  h,  is 
•exceedingly  interesting,  through  dispensing  with  so  many  working 
parts ;  in  fact,  greater  simplicity  with  efficiency  could  scarcely  be 
conceived.  There  are  two  sets  of  rings  on  the  trunk  piston, 
between  which  are  slotted  holes  for  the  passage  of  steam.  The 
distribution  is  effected  by  enlarging  the  trunk  pin  or  connecting- 
rod  end  into  a  hollow  valve,  with  a  partition ;  and  ports  are  so 
arranged  that  steam  is  admitted  to,  or  exhausted  from,  the  back 
of  the  trunk,  at  correct  times,  merely  by  the  vibration  of  the 
connecting  rod.     {See  pp.  893,  966,  and  1138.) 
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Distribution  of  Steam  in  Cornish  Engines. — As  no 

rotative  shaft  is  employed,  the  valves  must  be  lifted  by  means  of 
some  exterior  device,  the  apparatus  usually  adopted  being 
known  as  the  cataract  (Fig.  628).  g  is  the  steam,  h  the  equili- 
brium, and  J  the  exhaust  valve,  l  is  the  cataract  for  opening  the 
steam  and  exhaust  valves,  and  m  that  for  the  equilibrium  valve, 
while  A  and  k  are  the  respective  *  plug  *  rods,  worked  from  the 
beam.  Supposing  a  to  move  downwards,  the  roller  p  catches  the 
cataract  lever  b,  and  raises  the  pump  plunger  d,  drawing  in  a  large 
volume  of  water  through  the  suction  valve  £.  Meantime  the 
valve  lever  r  is  held  by  the  stop-piece  n  on  the  plug  rod,  and 
further  secured  by  the  catch  lever  s,  holding  the  quadrant;  so 
that  valve  g  remains  closed. 

The  plug  rod  now  returns  upward,  and  the  weight  c  acting  on 
lever  b  endeavours  to  push  the  water  out  of  the  pump  into  the 
tank ;  as  it  cannot  pass  by  the  suction  valve,  it  must  leave  by  the 
cock  F,  which  admits  of  regulation,  and  thus  the  speed  of  fall  of 
D,  or  rise  of  v,  may  be  accurately  adjusted.  The  lifting  rod  v, 
travelling  upward,  will  strike  and  raise  the  catch  levers  s  and  f,  at 
any  appointed  time,  and  the  plug  rod  then  being  at  the  top  of  its 
stroke,  the  valve  lever  r  is  free  to  rise  by  a  left-handed  turn,  as 
soon  as  released,  the  actual  movement  being  caused  by  the  faMi  of 
weight  Q,  and  thus  the  steam  valve  g  and  exhaust  valve  j  are 
lifted  by  the  cataract  l.  In  like  manner  cataract  m  governs  the 
opening  of  the  equilibrium  valve  j,  which,  it  will  be  remembered,, 
is  to  be  open  during  an  opposite  phase  of  stroke. 

Double-acting  Engines  with  Drop  Valves. — It  has 
been  already  mentioned  that  two  steam  and  two  exhaust  valves 
are  required  for  these  engines.  Fig.  629  is  a  vertical  and  Fig.  630 
a  horizontal  arrangement,  the  pipes  being  connected  to  a  '  nozzle 
box  *  at  each  end  of  the  cylinder,  in  each  of  which  a  steam  and 
exhaust  valve  may  be  lifted  at  the  required  time  by  automatic 
valve  gear.  An  eccentric  usually  actuates  the  exhaust  valve,  but 
the  steam  valve  is  worked  by  cam  or  some  form  of  trip  gear. 
The  former  arrangement  is  shewn  in  Fig.  631,  the  shape  of  cam 
being  such  as  to  open  the  valve  through  a  small  portion  and  close 
it  during  a  large  portion  of  the  stroke.  Sliding  the  cam  on  its 
shaft  (in  plan)  will  vary  the  cut-off. 
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The  form  of  drop  valve,  known  as  the  Cornish  double-beat 
valve,  is  given  in  Fig.  632,  and  is  there  shewn  raised,  so  as  to 
clearly  distinguish  the  valve  from  the  seats.  The  steam  is  taken 
as  entering  from  below,  and  while  the  lower  seat  is  a  ring  a,  the 
upper  one  consists  of  a  plate  b  supported  from  a  by  the  wings  c, 
and  bolted  to  the  bridge  piece  d.  As  b  exactly  covers  the 
opening,  though  at  a  higher  level,  the  valve  when  closed  is 
entirely  shielded  from  the  steam  pressure  below,  so  far  as  that 
pressure  tends  to  lift  or  depress  the  valve,  and  the  latter  is  there- 
fore only  the  recipient  of  horizontal  pressure.  Consequently  the 
valve  is  wholly  *  balanced,*  that  is,  the  rod  e  has  merely  to  lift 
the  dead  weight  On  account  of  distortion  caused  by  unequal 
expansion,  the  valve  should  be  finally  ground  on  its  seat  while 
hot. 

Distribution  of  Steam  by  Slide  Valve. — Murdoch 
(Watt's  manager)  substituted  a  single  slide  valve  for  the  four  drop 
valves  in  the  double-acting  engine,  the  early  form  being  the 
'long  D,'  so-called  because  it  took  the  shape  of  a  pipe  of  D 
section,  the  flat  towards  the  cylinder.  This  was  soon  altered  to 
the  '  short  D '  valve  so  well  known  nowadays,  and  illustrated  in 
Fig.  633.  Its  position  in  the  cylinder  is  shewn  in  Fig.  634,  where 
A  is  the  piston  sliding  in  the  cylinder  b,  c  the  piston  rod,  d  the 
crosshead,  and  e  the  connecting  rod,  F  g  the  crank,  m  the  valve 
spindle,  and  n  the  slide  valve,  p  the  steam  chest,  and  q  the  steam 
pipe,  R  and  s  the  steam  ports,  and  t  the  exhaust  port.  The  valve 
is  just  opening  to  steam  by  the  port  r,  to  move  the  piston  to  the 
right,  while  the  exhaust  passes  by  port  s,  through  the  valve 
chamber  and  t,  to  the  exhaust  pipe.  When  a  has  completed 
its  stroke,  n  will  have  been  automatically  moved  to  the  left,  thus 
admitting  steam  on  the  right  side  of  the  piston,  and  exhausting 
on  the  left  side,  causing  the  return  stroke.  The  slot  v  in  the 
valve  allows  the  latter  to  adjust  itself  to  port  face  after  wear. 

Lap  of  Slide  Valve.— The  *  normal '  valve,  Fig.  633,  being 
that  shewn  hatched  only,  just  covers  the  steam  ports  when  at  mid- 
stroke.  Such  a  valve  admits  full  steam  during  a  whole  forward 
stroke,  and  exhausts  during  the  whole  of  the  return  stroke.  An 
early  cut-off  is  obtained  by  the  addition  of  lap,  the  black  patches 
u  and  v  being  known  as  outside  or  steam  lap,  and  those  at  w 
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and  X  as  inside  or  exhaust  lap,  forming  an  additional  width 
io  the  valve  face^  in  line  with  valve  spindle^  on  the  steam  or  exhaust 
edges  of  the  valve  respectively^  for  the  purpose  of  giving  early  cut-off 
to  steam  or  exhaust.  By  adding  steam  lap  the  width  of  opening 
is  decreased,  which  is,  however,  compensated  by  giving  increased 
travel  to  the  valve.  Inside  lap  is  rarely  necessary,  the  alterations 
in  valve  position  caused  by  introducing  steam  lap  usually  giving  a 
sufficiently  early  cut-off  to  exhaust  (compression  point).  Various 
interesting  points  are  raised  by  altering  the  proportions  of  the 
slide  valve,  which  will  be  fully  investigated  later.     {See p,  772.) 

Relation  of  Crank  and  Eccentric. — The  commonest 
valve  gear  is  the  eccentric  and  rod.  The  eccentric  is  merely  a 
convenient  form  of  crank  whose  pin  is  so  enlarged  as  to  envelop 
the  shaft  :  it  follows  that  the  eccentricity  or  length  of  eccentric 
crank  must  be  measured  from  centre  of  eccentric  sheave  to 
centre  of  shaft.  This  amount  we  shall  sometimes  call  the  throw. 
While,  then,  the  piston  moves  the  crank,  the  latter  in  turn  moves 
the  eccentric,  and  so  automatically,  by  the  slide  valve,  adjusts  the 
supply  of  steam. 

( Without  lap.)  A  normal  valve  must  of  necessity  be  at  half 
stroke  when  the  piston  is  at  the  end  of  its  stroke — that  is,  when 
the  crank  is  at  a  dead  centre ;  for  then  the  valve  should  be  just 
opening  to  steam.  The  eccentric  crank  must  therefore  be  placed 
at  90'  to  the  engine  crank.  Further,  the  direction  of  rotation 
will  be  determined  by  the  position,  right  or  left  of  it,  of  the 
eccentric  The  eccentric  will  always  lec^  the  crank  or  travel 
before  it ;  for,  if  we  endeavour  to  turn  oppositely,  we  shall  only 
close  the  steam  port  at  the  very  time  it  should  be  opening,  and  so 
block  the  supply.  Therefore,  in  a  normal  valve^  the  eccentric  must 
lead  the  crank  by  90*. 

( With  lap.)  Let  us  next  consider  a  valve  having  lap.  Re- 
ferring, again,  to  Fig.  634,  the  thin  outline  shews  a  valve  with 
lap,  placed  at  mid- stroke.  It  then  covers  the  steam  port  plus  the 
lap.  The  crank  being  on  dead-centre  f,  it  follows  that,  in  order 
to  admit  steam  by  port  r,  valve  must  be  moved  bodily  to  the 
right,  and  the  eccentric  lead  the  crank  by  90*  -f  lapy  as  at  Hj.  A 
little  consideration  will  shew  that  strictly  similar  conditions  obtain 
with  the  crank  on  the  dead-centre  z. 
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( With  lap  and  lead.)  To  assist  the  compression  steam  in 
preventing  a  knock  on  the  crank  at  the  end  of  the  stroke,  it  is 
advisable  that  the  valve  be  slightly  open  when  the  crank  reaches  . 
the  dead-centre.  This  is  called  lead,  and  is  the  amount  of  opening 
of  steam  port  at  the  commencement  of  the  stroke.  When  a  valve, 
then,  is  provided  both  with  lap  and  lead,  the  eccentric  must  lead 
the  crank  by  90*  +  lap  and^lead^  the  lap  only  being  apparent  on  the 
valve,  while  both  are  apparent  in  eccentric  position.* 

Reversing  Gear. — Factory  engines  always  rotate  in  one 
direction,  and  thus  only  require  a  fixed  eccentric.  Again, 
changing  eccentric  from  h  to  j,  Fig.  634,  will  change  the  direction 
of  motion,  then  shewn  by  the  dotted  arrow  instead  of  by  the  full 
arrow.  Fig.  635  gives  a  means  of  moving  the  eccentric  to  the 
opposite  position,  when  the  engine  is  at  rest.  Sheave  b  being 
firmly  bolted  to  a  fixed  plate  a,  can,  on  unloosing  c,  be  slid  from 
h  to  j  and  rebolted,  or,  still  further,  can  be  made  to  take  any 
intermediate  position  between  h  and  _/',  giving  a  variation  of  travel 
with  the  same  lap.  Such  decrease  of  travel  means  earlier  cut-off, 
as  we  shall  see  later. 

Reversing  by  Loose  Eccentric. — But  it  is  not  always 
convenient  to  stop  the  engine  for  any  considerable  period,  and 
Fig.  636  shews  one  of  many  methods  by  which  a  single  eccentric 
may  be  quickly  changed  from  one  position  to  the  other,  c  is  the 
crank,  having  a  stop  d  fixed  symmetrically,  and  a  the  eccentric 
sheave,  which,  being  loose  on  the  shaft,  is  provided  with  a  balance 
weight  E  to  prevent  spontaneous  movement.  At  present  the 
sheave  has  its  centre  at  /,  and  while  the  eccentric  leads  the  crank, 
the  crank  drives  the  eccentric ;  so,  although  j  causes  the  crank  to 
turn  round  left-handed,  it  is  at  the  same  time  pushed  before  the 
crank  by  the  stop  d.  But  the  sheave  may  be  swung  round  to 
J  or  //,  when  starting  the  engine,  in  a  manner  to  be  described. 
Lifting  the  gab  f  from  the  valve  spindle  pin  disconnects  eccentric 
from  slide  valve  k,  when  the  latter  may  be  moved  by  the  hand 
lever  h.  On  starting,  then,  the  left  hand  lifts  the  handle  g,  while 
H  is  moved  by  the  right  hand,  and  thus  steam  may  be  admitted 
at  will  to  either  side  of  the  piston,  according  to  the  direction  in 

*  The  student  must  carefully  distinguish  between  the  two  applications  of 
the  tenn  *  lead,*  which  need  not,  however,  create  confusion. 
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640  Reversing  by  Link  Motion. 

which  the  engine  is  to  be  turned.  The  slide  valve  k  once  opened, 
G  may  be  dropped,  crank  c  catches  up  the  sheave  a  by  the  stop  d, 
F  find  its  way  to  the  valve  rod  pin,  and  the  gear  is  once  more 
automatic.    The  engine  may  be  stopped  by  lifting  the  gab. 

Reversing  by  Link  Motion. — If  two  fixed  eccentrics  be 
placed  on  the  shafts,  one  for  forward  and  one  for  backward  move- 
ment, it  can  be  arranged  to  put  either  eccentric  in  gear  as 
required,  the  other  remaining  inactive.  The  gear  for  this  purpose 
is  known  as  link  motion,  and,  though  more  complicated  than 
loose-eccentric  gear,  is  more  easily  manipulated,  and  is  absolutely 
certain  in  action  whatever  the  position  of  the  crank.  In  Stephen- 
son*s  Link  Motion^  Fig.  637,  the  eccentric  rods  a  b  are  connected 
to  either  end  of  a  link  c,  curved  to  a  radius  from  d.  The  valve 
spindle  f  supports  a  die  e  capable  of  vertical  movement  relatively 
to  link  c,  such  movement  being  controlled  by  the  lifting  link  g. 
At  present  the  radius  link  is  in  *  mid  gear,'  and  any  *  plus '  move- 
ment of  one  eccentric  rod  would  be  met  by  a  *  minus '  movement 
of  the  other  rod.  If  these  movements  were  equal,  the  valve 
would  not  travel  at  all ;  but,  as  the  sheaves  are  not  placed  directly 
opposite  on  the  shaft,  the  plus  and  minus  displacements  do  not 
balance,  and  the  valve  opens  to  lead.*  If  the  reversing  rod  h  be 
moved  to  the  right,  the  rocking  link  g  will  lift  the  radius  link 
until '  rod  b  is  nearly  level  with  the  valve  spindle,  and  the  valve 
then  receives  almost  all  the  horizontal  movement  of  the  b,  while 
a's  motion  is  all  but  inoperative  on  the  valve.  The  eccentric  b 
is  then  in  *  full '  gear.  If  h  be  moved  to  the  left,  the  a  rod  is  put 
in  gear  and  b  is  practically  inoperative,  j  is  termed  the  weigh-bar 
shaft,  and  h  is  coupled  to  a  hand  lever  on  the  driver's  platform,  t 

In  Gooch^s  Link  Motion,  Fig.  638,  the  eccentric  rods  a  and  B 
always  vibrate  at  the  same  height,  and  radius  link  c  rocks  from  a 
fixed  point  g.  But  the  valve  rod  is  in  two  parts,  one  of  which,  k^ 
the  intermediate  valve  rod,  being  lifted  or  lowered,  changes  also 
the  position  of  the  die  e.  In  the  figure,  k  is  shewn  in  direct 
connection  with  the  rod  a,  while  b's  vibration  has  no  effect  on  the 
valve.  When  k  is  at  its  lowest  position,  rod  b  is  in  gear  and  a  is 
inoperative ;  link  c  has  it  curves  struck  from  d.     It  .should  also 

*  Larger  lead  than  that  in  fiill  gear. 

f  In  large  marine  engines  it  is  usual  to  reverse  by  steam  power. 
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642  Reversing  by  Radial  Gear. 

be  noticed  that  when  the  radius  link  allows  the  valve  spindle  and 
eccentric  rod  centre  lines  to  be  ctmtinuous,  as  in  Fig.  638,  valve 
travel  and  diameter  of  eccentric  circle  are  equal ;  but  if  not  con- 
tinuous, as  in  Figs.  637  and  639,  the  eccentric  circle  must  be  larger 
than  the  valve  travel  Either  method  may  be  adopted.  When  the 
link  is  lifted,  as  in  Stephenson's  gear,  its  concave  side  lies  towards 
the  crank,  while  if  the  valve  rod  be  lifted,  the  concavity  is  towards 
the  valve.  Consequently,  were  the  link  to  be  lifted  simultaneously 
with  a  lowering  of  the  valve  rod,  or  vice  versd^  it  would  curve 
neither  to  one  side  or  the  other — that  is,  would  be  straight  This 
is  obtained  in  Allan's  Link  Motion^  Fig.  639,  the  movement  being 
analogous  to  Wattes  parallel  motion.  A  double-armed  lever  is 
fixed  to  the  weigh-shaft  j,  which,  being  turned  by  rod  h,  moves 
the  rocking  links  d  and  g  in  opposite  directions,  so  as  to  bring  a 
or  B  opposite  k,  as  required.     {See  f,  1140.) 

Reversing  by  Radial  Valve  Gear.— Many  inventors 
have  endeavoured  to  obtain  a  simpler  reversing  gear  than  those 
described,  by  taking  motion  from  the  connecting  rod.  The  most 
successful  is  Joy^s  Valve  Gear^  Fig.  640.  A  point  a  on  the 
connecting  rod  describes  a  horizontal  ellipse,  as  at  a^  17,  and  a  link 
A  F,  being  attached  to  the  vibrating  link  f  k,  causes  point  b 
within  AF  to  describe  the  curious  oval  b^^.  A  third  link  be 
connected  to  a  f  at  b,  and  to  the  die  d,  being  compelled  to  travel 
at  its  lower  end  in  the  oval  B^b,  moves  the  die  d  up  and  down 
the  curved  slot  c  g,  point  e  tracing  the  true  vertical  ellipse  eg. 
The  proportions  of  the  links  are  such  that  the  width  hj  of  the 
ellipse  exactly  equals  twice  (lap  +  lead).  Now,  the  curved  slot 
c  G,  whose  centre  of  curvature  is  j,  is  carried  on  a  weigh-bar  shaft 
having  its  axis  coincident  with  the  point  d.  So  long,  then,  as 
CG  is  vertical,  a  vertical  ellipse  eg  is  formed  'by  point  e,  and  the 
valve  cannot  open  more  than  to  lead  at  each  end.  This  is  the 
*  mid-gear '  position.  Should  the  weigh-shaft  be  slightly  turned, 
and  the  slot  therefore  inclined,  an  inclined  ellipse  kl  ox  mn  is 
formed  when  h  is  moved  to  right  or  left  respectively.  The  total 
valve  travel  would  now  be  represented  by  the  horizontal  projection 
of  the  ellipses ;  thus  the  opening  of  the  steam  port  would  be 
{kl  -  hj)  -^  2,  measured  horizontally,  in  addition  to  the  lead. 
When  point  d  crosses  the  weigh-shaft  centre,  the  link  takes  always 
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the  same  angular  position ;  the  ellipses  must  therefore  intersect 
at  the  same  points,  hj^  whatever  the  angle  of  c  g.  b  might  have 
been  coupled  directly  to  a,  but  that  an  urtsymmetrical  motion 
would  then  have  been  given  to  point  d.  To  avoid  this  error,  the 
compensating  links  k  f  and  f  a  are  introduced. 

We  have  still  to  shew  that  the  slewing  of  c  g  from  right  to 
left,  or  vice  versdy  will  reverse  the  crank  motion.  Let  the  crank 
be  moved  as  shewn  by  arrows ;  E  will  then  be  in  position  A,  and, 
CG  being  fixed  by  a  left-handed  turn,  the  ellipse  kl  will  be 
described,  e  moving  from  A  to  ^,  and  opening  the  valve  to  steam 
at  the  side  of  piston  required.  If,  on  the  contrary,  ellipse  m  n  had 
been  adopted,  the  movement  h  to  m  would  have  closed  the  valve, 
or  the  crank  could  not  have  moved  in  the  required  direction.  It 
can  also  be  shewn  that  when  e  is  constrained  to  move  in  the  path 
m*n^  the  crank  will  turn  oppositely  to  that  described. 

J£ackworth*s  valve  gear,  Fig.  642,  is  another  form  of  radial 
motion,  inasmuch  as  the  valve  travel  is  derived  from  similar 
vertical  ellipses  to  those  of  Joy.  The  fixed  eccentric  a  is 
directly  opposite  the  crank  web  b,  and  the  other  end  of  the  rod 
carries  a  die  c,  sliding  in  a  vertical  guide  de.  A  point  f  will 
then  describe  ellipses  such  as  m  n^  k  /,  Fig.  640,  and  the  motion 
of  the  valve  be  as  previously  described.  ^  h  is  the  reversing  rod 
for  changing  the  angularity  of  d  e. 

A  modification  of  the  previous  arrangement  known  as 
MarshaWs  valve  gear  is  shewn  in  Fig.  643.  Pin  f  is.  on  the 
opposite  side  of  fulcrum  c;  eccentric  a  is  therefore  coincident 
with  the  crank  web  b,  and  a  much  smaller  sheave  results.  The 
pressure  on  the  fulcrum  c  is,  however,  very  great,  and  a  vibrating 
link  DC,  with  fulcrum  at  d,  is  substituted  for  the  vertical  slide. 
The  usual  ellipses  are  described  by  point  f,  and  the  necessary 
angularity  is  produced  by  change  of  position  of  the  fulcrum  d — 
moving  the  bracket-lever  e  c  to  k  c  or  to  j  c  by  the  reversing  rod  h. 

WalschaerVs  valve  gear.  Fig.  641,  does  not  describe  the 
ellipses  which  are  a  sign  of  radial  gear,  but  having  some  other 
points  in  common,  is  here  introduced.  The  eccentric  is  fixed 
at  right  angles  to  the  crank,  as  though  the  valve  had  no  lap 
or  lead;  and  if  connected  directly  to  the  valve  spindle,  would 
of  course  only  allow  the  crank  to  turn  in  one  particular  direction. 
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An  intermediate  valve  rod  f,  may,  however,  be  changed  from 
D  to  B,  or  vice  versd,  by  the  reversing  lever  e,  so  that  f  may  move 
either  in  the  same  or  the  reverse  direction  of  j.  When  f  is  at  b 
the  eccentric  must  lead  the  crank,  as  in  Fig.  634;  but  when  Fis 
at  D,  the  eccentric  vawsi  follow  the  crank.  The  intermediate  rod 
F,  again,  is  only  connected  to  the  valve  rod  G  through  the  lever 
LM,  the  pin  ^  forming  a  fulcrum  upon  which  lm  is  rocked  by  the 
crosshead  n.  The  travel,  lp,  thus  obtained,  represents  twice 
(lap  +  lead),  as  at  hj\  Fig.  640,  and  takes  effect  at  the  dead  centre 
positions.  When  f,  therefore,  is  in  mid  gear  at  c,  the  valve  opens 
only  to  lead,  but  when  moved  to  d  or  b,  the  opening  is  eccentric 
throtv  minus  lap^  as  in  Fig.  634. 

Valve  Gear  for  Oscillating  Engines.~The  method  by 
which  a  satisfactory  motion  of  the  valve  is  obtained  will  now  be 
made  clear  by  reference  to  Fig.  644.  t  and  u  are  the  valve  boxes, 
of  which  there  are  two,  in  order  to  keep  the  cylinder  balanced. 
Y  is  the  cylinder  and  v  w  the  trunnions,  being  steam  and  exhaust 
pipes  respectively,  supplied  with  stuffing  boxes.  M  m  and  N  n 
are  the  valve  levers,  rocking  on  fulcra  R  and  s ;  and  p  q  the  valve 
spindles,  guided  at  their  upper  end.  All  the  parts  mentioned 
share  in  the  rocking  motion  of  the  cylinder,  the  remainder  are 
either  fixed  to  the  ship  or  take  motion  only  from  the  crank, 
z  z  are  fixed  guides  for  sliding  link  l,  whose  slot  is  curved  to  a 
radius  from  trunnion  centre.  To  l  is  again  connected,  by  centre- 
pin  F,  the  usual  radius  link  g  h,  which  is  moved  by  eccentrics  ci 
through  rods  d  e.     x  is  the  trunnion  bearing. 

It  will  be  seen  that  the  rocking  of  the  cylinder  can  in  nowise 
affect  the  vertical  movement  of  the  valve  levers ;  but  any  motion 
given  by  the  eccentrics  to  the  link  l  is  faithfully  transmitted  tO" 
the  valve  spindles  through  their  levers,  the  discs  j  k  always  lying 
in  the  link  l.  On  account  of  the  introduction  of  the  rocking 
levers  m  and  n,  the  eccentric  motion  will  be  reversed.  The 
eccentrics  are  therefore  set  to  follow  the  crank  by  90*  minus  lap 
and  leady  and  the  rods  are  said  to  be  crossed. 

Steam  enters  at  v,  and  passes  into  the  valve  chests  by  the 
belts  ce^  entering  through  port  a.  After  giving  work  to  the 
pistons  through  either  steam  port  b  by  it  exhausts  through  the 
mid  port  r,  and  passes  out  through  the  belt  /  to  the  exhaust 
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^ 

^ 
^ 
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pipe  w.  Sketch  ^  is  a  front  view  of  the  ports.  A  loose  eccentric 
or  single  fixed  eccentric  "may  replace  the  link  motion,  but  the 
link  L  is  always  required. 
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The  Simple  or  '  Watt '  Governor  was  invented  by  Watt 
for  automatically  regulating  the  supply  of  steam  to  his  engines, 
The  form  adopted  by  him,  (a)  Fig.  645,  consisted  of  two  radius 
arms  ee  mounted  on  a  vertical  revolving  spindle  h,  and  each 
carrying  a  ball  or  weight  p.  The  centrifugal  force  in  the  balls, 
when  spindle  h  .was  rotated  by  the  crank  shaft,  tended  to  lift  the 
sleeve  g  by  the  lifting  arms  qq,  and  thus  through  bell-crank 
lever  f,  cause  the  valve  lever  l  to  turn  and  endeavour,  to  close 
the  throttle  valve  m  lying  in  the  steam  pipe  n.  The  valve,  being 
of  elliptical  form,  fits  the  pipe  when  inclined  at  about  30*  .to  a 
cross  sectional  plane,  and  is,  further,  *  balanced' — that  is,  the 
steam  pressure  on  one  half  tends  to  close  it,  that  on  the  other 
half  having  an  opening  tendency. 

The  function  of  the  governor  is  to  keep  the  engine  speed 
within  reasonably  constant  limits,  whatever  the  load.  The  fly- 
wheel obtains  approximate  uniformity  of  crank  pressure  and 
speed  during  each  revolution,  but  cannot  govern  the  speed  over 
several  revolutions :  that  is  left  for  the  governor,  which  conversely 
is  unable  to  control  the  sudden  changes  during  a  revolution. 
When  the  speed  increases,  the  balls  fly  outward  and  tend  to  close 
the  valve,  throttling  the  steam  supply,  which  reduces  the  crank 
pressure  and  causes  a  return  to  the  normal  speed.  Should  the 
velocity  of  the  balls  decrease,  the  exact  converse  will  happen. 

Three  forces  keep  each  ball  in  a  raised  position,  and  their 
proportionate  amounts  may  be  determined  by  force  diagram,  as 

at  (e).     Then  — k;,  T,  Wy  are  respectively  proportional  to  R,  L,  H. 
H  :  R  ::  7e/  :  -^  and  H  =  ^^ 


But  V  =  2  7rR«  = 


2TrRN 


60 


^R^              fR^x  60x60x12       35,200.     , 
.-.  h  =  ^  X  12  =  ^ -o-^t:71l-t5 =      '  o     inches. 


7^  4  7r2R-^N^ N 


2 


/^C,200         187*6  ,      . 

And  N  =  a/  ^^^~; —  =  — p-  revolutions  per  mmute 


or  h  a  — ,  and  N  a  — zu 
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The  Weighted  or  *  Porter'  Governor — The  Watt 
governor  is  not  sufficiently  *  sensitive/  that  is,  the  desired  action 
on  the  valve  will  not  take  place  without  a  large  Increase  or 
decrease  in  engine  speed.  Increasing  the  weight  of  the  flying 
balls  will  add  to  the  *  power '  of  the  governor,  or  the  capability 
of  its  performing  the  work  it  has  to  do,  but  as  the  centrifugal 
force  varies  directly  as  the  weight,  the  sensitiveness  is  not  thereby 
increased  :  the  height,  in  short,  is  independent  of  u\  By  placing 
a  heavy  weight  on  the  central  spindle,  as  in  the  Porter  governor 
(^,  Fig.  645),  it  can  be  shewn  that  a  given  variation  of  speed  of 
rotation  will,  under  certain  circumstances,  cause  a  much  greater 
movement  of  the  sliding  sleeve,  thus  making  the  governor  more 
sensitive,  without,  of  course,  adding  to  the  centrifugal  force, 
speed  for  speed. 

It  is  customary,  in  the  weighted  governor,  to  make  the  four 

arms  equal,  and  the  angle  a  approximately  equal  to  the  angle  /3, 

the  rise  of  W^  being  consequently  twice  that  of  \V.     Now  half  W^ 

pulling  at  each  ball,  by  the  principle  of  work  its  effect  at  point  b 

will  be  equal  to  Wj ;  for  \  Wj  x  dist.  2  =  W^  x  dist.  i.    We  have, 

then,  a  total  downward  pull  at  b  of  W  +  Wj,  the  centrifugal  force 

remaining  as  before.     Reasoning  from  force  diagram,  as  at  (^), 

we  have : 

Tr       T.  '^^ 

H  :  R  : :  7f/  +  Wi   :  -— - 

_  (W  +  W^\  g^  X   12  (7V  -H  Wy\    35,200  .       , 

.-.  h  =  ( ]- 5 =  ( J— i^^;>—  inches. 

Or,  wlun  the  revolutions  per  minute  are  the  same  in  both  governors^ 
h  is  greater  than  in  the  Watt  governor  in  the  proportion  of 

—^ — ^  :  I,  and,  for  coincident  change  in  speed,  the  variation  in- 

height  is  greater  in  the  same  proportion,  for 

^-^1  =  35200  (j^2- j;^)  ^"  ^^^^'  governor, 

h-h^^  35200  (^^^^)   (^2-if2)  i^  Porter  governor. 

When,  however,  the  problem  is  approached  practically,  its 
aspect  is  considerably  altered,  for  it  would  be  impossible  to  deal 
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with  so  large  a  height  as  has  been  suggested.  Comparing,  then, 
similar  sized  ^  governors,  whose  cone  heights  are  equal,  the 
Porter  governor  must  be  speeded  higher  in  the  proportion   of 

/wM^f^  :  I  to  preserve  the  equal  heights.     The  governors  will 

now  both  lift  the  same  amount  with  the  same  increase  in  speed, 
or  they  are  equally  sensitive  if  the  heights  are  jequal  to  begin  with. 


'Bvl\>  iht  pmver  of  the  Porter  governor  under  these  conditions  will 
be  very  much  greater,  so  that  the  sensitiveness  shewn  by  theory 
has  simply  been  changed  into  the  power  obtained  in  practice. 

If  the  four  arms  are  not  equal,  b  may  be  supposed  to  rise 
one  inch,  and  the  rise  of  d  be  noted.  Then  the  effect  of  u\  at  b 
will  be  Wi  X  rise  of  d  ~  2,  and  H  may  be  found  as  before.  Wj 
varies  in  practice  from  60  to  300  pounds,  and  W  from  2  to  4 
pounds.  Fig.  261,  p.  254,  is  a  good  example,  where  the  dash- 
pot  F  serves  to  damp  the  vertical  vibrations. 
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The  *  Head  *  or  «  Farcot '  Governor. — Sensitiveness  ta 
change  of  load  may  be  othen^'ise  obtained.  At  ic\  Fig.  645,  is  a 
vertical  glass  vessel  a,  containing  a  liquid,  and  mounted  on  a 
pulley  D.  A  second  larger  pulley  b,  provided  with  a  handle,  is 
connected  by  a  cord  to  d,  and  constitutes  with  it  a  'whirling 
table/  A  high  speed  of  revolution  being  impressed  upon  a,  the 
liquid  will  rise  up  the  sides  so  that  its  surface  forms  a  paraboloid 
of  revolution,  the  height  h,  or  subnormal  of  which  is  constant 
wherever  measured.  We  may  very  well  look  upon  these  particles  , 
of  water  as  very  small  governor  balls,  endeavouring  to  ride  over 
each  other  in  the  easiest  possible  manner ;  so,  allowing  our  flying 
balls  to  move  in  a  similar  parabolic  path,  we  may  expect  them  to 
rise  with  the  least  difficulty,  and  as  a  practical  fact,  such  a 
governor,  called  parabolic,  is  extremely  sensitive,  so  that  the  balls 
will  rise  or  fall  to  the  full  extent  with  a  very  small  alteration  in 
speed.  In  some  governors,  the  weights  are  rollers  riding  up 
parabolic  paths ;  but  the  usual  form  is  the  crossed-arm  governor 
\d),  Fig.  645,  where  the  ball  paths  are  very  nearly  parabolic.  A 
spring  is  placed  on  the  spindle  to  resist  the  rise  of  the  sleeve 
under  small  changes  of  load.     {See pp.  773  and  1142.) 

Variable  Expansion -Gear.— Whenever  the  engine  load 
changes,  the  steam  supply  must  change  somewhat  similarly, 
otherwise  the  engine  will  either  *  race  *  or  stop,  and  two  means 
suggest  themselves :  (i)  throttling,  with  constant  expansion  and 
altered  pressure,  by  narrowing  the  steam  passage  at  the  supply 
valve;  (2)  variable  expansion,  with  constant  initial  pressure,  by 
regulating  the  movements  of  the  slide  valve  so  as  to  alter  the 
position  of  cut-off".  Either  method  may  be  worked  by  hand  or 
governor.  Judging  from  the  indicator  cards  alone,  and  debiting 
throttling  with  a  loss  of  energy  in  the  process,  variable  expan- 
sion has  always  appeared  more  economical ;  but  as  it  often  causes 
very  greatly  increased  cylinder  condensation,  while  throttling 
dries  the  steam,  the  supposed  advantages  are  not  always  great  or 
even  present.  Captain  Sankey*s  paper  before  the  Inst.  Mech. 
Eng.  in  1895,  clearly  shewed  the  above  facts,  which  he  demon- 
strated by  reference  to  the  Willans  line.  {See  App.  IL^p^  S92.) 
Theoretically,  if  the  pressures  increase  from  50  to  200  lbs.  per 
sq.  in.,  the   gain  by   expansion  varies  from  42*/,  to  18*/,;  but 
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in  practice  these  gains  decrease  to  ioJ7,  ^^^  SYU  respectively 
under  the  best  conditions.  The  conclusions  to  be  derived  from 
the  paper  and  the  after  discussion  are  that  throttling  is  equally 
efficient  for  steady  loads  or  loads  that  vary  somewhat  slowly; 
while  variable  expansion  shews  a  decreased  consumption  in  con- 
densing engines,  and  in  engines  whose  load  changes  rapidly  and 
considerably.  Further,  that  the  gain  is  greater  with  low  than 
with  high  pressures,  and  that  expansion-gear  responds  more  readily 
to  sudden  changes  of  load  than  does  the  throttle-valve  governor. 

Linking'Up  is  a  means  of  obtaining  variable  cut-off.  It  may 
be  shewn  by  2^uner's  valve  diagram,  to  be  explained  later,  that 
a  decreased  travel  to  a  D  slide  valve  will  cause  an  earlier  cut-off  to 
steam,  but  will  also  compel  an  earlier  cut-off  to  exhaust,  or  com- 
pression point,  on  the  back  stroke.  Referring  to  Figs.  637  to 
639,  the  mid-gear  positions  will  produce  very  little  motion  on  the 
valve;  but,  when  the  links  are  in  full  gear,  the  valve  will  travel  its 
greatest.  Any  intermediate  travel  may  be  procured,  and  therefore, 
within  limits,  any  desired  cut-off.  When,  therefore,  a  locomotive 
is  started,  the  reversing  lever  is  pulled  right  over ;  biit  when  full 
speed  has  been  obtained,  the  work  becoming  less  (being  that 
required  only  to  overcome  frictional  resistances),  the  driver  links 
up  to  such  a  position  as  to  supply  just  enough  steam  to  do  the 
work.  The  diagrams  obtained  are  shewn  at  m.  Fig.  623  :  i  being 
that  at  starting,  3  with  full  speed  and  least  resistance,  and  2,  an 
intermediate  condition.  Herein  lies  one  advantage  of  link  motion 
over  the  loose  eccentric :  the  former  is  an  economic  expansion 
gear,  while  variable  work  must  be  met  in  the  latter  by  throttling. 
The  radial  gear.  Figs.  640,  642,  and  643,  may  also  be  linked  up 
by  turning  the  curved  guides  in  Figs.  640  and  642,  or  the  lever  eg 
in  Fig.  643,  through  a  smaller  angle,  when  the  projected  width  of 
kl  will  be  smaller,  and  the  valve  travel  be  thereby  decreased. 
One  result  in  this  gear  has  already  been  referred  to :  the 
distance  hj  is  absolutely  constant,  whatever  the  position  of  the 
curved  guides ;  or  the  amount  of  lead  never  changes,  whether  in 
full,  half,  or  mid  gear.  This  is  not  so  with  link  motion ;  with 
*  open  *  eccentric  rods,  as  in  Figs.  637  to  639,  the  lead  is  much 
greater  in  mid  gear  than  in  full  gear,  and  proportionate  at  other 
places.    With  crossed  rods  (Figs.  644)  the  lead  decreases  towards 
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the  central  position  (see  Fig.  656).  Walschaert's  gear,  though 
adjusted  like  link  motion,  has  a  constant  lead  in  all  positions. 

It  is  practically  impossible  to  obtain  very  early  cut-off  with  a 
D  slide  valve  without  considerable  wire-drawing,  and  in  any  case 
a  large  lap  is  required,  making  it  possible,  even  in  a  double- 
cylinder  engine,  to  have  both  valves  so  placed  that  the  engine  will 
not  start  in  the  right  direction— a  matter  of  some  importance  with 
locomotives.  Further,  it  is  not  always  advisable,  especially  in  a 
factory  engine,  to  alter  compression  and  cut-off  at  the  same  time. 
A  BcLck-cut'Off  valve  or  expansion  valve  is  then  applied,  as  in 
Fig.  646,  for  controlling  cut-off  only^  all  the  other  points  on  the 
diagram  being  governed  by  the  main  valve.  When  the  two  blocks 
constituting  the  expansion  valve  are  rigidly  connected,  and  the 
variable  cut-off  is  obtained  by  altered  travel^  the  title  *  back-cut-off' 
is  adopted,  as  in  Fig.  648*;  but  if  right  and  left-hand  threads  are 
formed  on  the  expansion  valve  spindle.  Fig.  646,  and  variable  cut- 
off be  obtained  by  turning  the  latter  round,  thus  altering  the  lap, 
the  arrangement  is  known  as  a  Meyer  expansion  valve.  In 
Fig.  646,  A  B  is  the  main  valve,  being  a  common  d  valve,  supplied 
with  walls  A  and  b  to  form  ports  c  and  d.  The  blocks  e  and  f 
can  be  separated  by  turning  the  hand-wheel  g,  which  has  a  square 
hole  in  its  boss,  through  which  the  valve  spindle  reciprocates. 
Encircling  the  boss  is  a  screw  carrying  a  pointer  h,  whose  move- 
ment represents  the  altered  expansion  to  the  eye.  When  e  and  f 
are  close  together,  they  are  out  of  gear,  and  cut-off  is  given  by 
main  valve ;  but  when  separated,  they  cut  off  steam  at  the  outer 
edges  of  the  ports  c  and  d.  The  expansion  eccentric  leads  the 
crank  by  180**  in  a  reversing  engine,  and  rather  more  in  others: 
and  the  two  valves  move  in  opposite  directions  at  cut-off,  thus 
decreasing  wire-drawing. 

When  the  separate  expansion  valve  was  first  introduced,  a 
separate  steam  chest  was  provided  \  so  that  after  passing  through 
the  expansion  valve,  the  steam  had  to  fill  the  main  valve  chest 
before  proceeding  to  the  cylinder,  thus  forming  additional  clear- 
ance steam,  which  would  do  no  work  except  a  small  amount 
during  expansion,  and,  being  delivered  into  the  condenser,  would 
tend  to  increase  back  pressure.  We  are  not  surprised,  then,  to 
*  See  also  Fig.  263,  p.  258. 
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learn  that  very  little  economy  was  thus  secured.  A  *  gridiron' 
valve  was  adopted  for  the  expansion  valve,  the  ports  being  split 
into  eight  or  nine  portions,,  for  reasons  to  be  explained  in  the 
next  paragraph.  Clearance  is  decreased  as  much  as  possible  in 
the  back-cut-off  valve,  especially  in  Fig.  648,  though  it  must 
always  be  greater  than  in  a  single  valve. 

A  DouhU-ported  Valve^  as  in  Fig.  647,  is  usually  adopted  for 
low-pressure  cylinders  of  marine  engines.  As  frictional  loss 
depends  directly  on  distance  travelled  (total  pressure  being 
equal),  it  is  advisable  to  decrease  the  travel  as  much  as  possible. 
This  may  be  done  by  dividing  the  steam  ports  into  two  parts,* 
as  at  ab;  only  half  travel  is  then  required  Of  course  the  valve 
must  be  made  somewhat  larger,  which  increases  the  total  pressure, 
and  consequently  the  force  of  friction ;  so  a  portion  of  the  back 
is  often  shielded  or  *  relieved '  from  pressure  by  the  ring  c  d, 
which  lies  in  the  annular  groove  e  f,  being  kept  steam  tight  with 
the  back  of  the  valve  by  the  springs  gh,  and  with  the  groove  by 
the  ring  j. 

At  Fig.  648  is  shewn  a  back-cut-off  valve  with  double  ports,  the 
main  valve  being  designed  to  shorten  the  steam  ports  and  decrease 
clearance.  Fig.  649  shews  double  ports,  both  for  Meyer  and  main 
valve,  the  arrows  indicating  the  paths  of  live  steam  and  exhaust. 

Automatic  Expansion-Gear. — Instead  of  connecting  the 
governor  sleeve  with  the  throttle  valve,  as  at  (p)  Fig.  645,  it  may 
be  allowed  to  alter  the  travel  of  a  back-cut-off  valve,  with  in- 
creased economy  and  direct  action.  The  most  common  arrange- 
ment is  shewn  generally  at  Figs.  271  and  272,  pp.  270  and  271, 
and  in  detail  at  Fig.  261*  The  expansion  eccentric  is  coupled  to 
the  central  pin  of  the  radius  link,  the  latter  rocking  on  a  pin  at 
the  upper  end.  When  the  governor  sleeve  m.  Fig.  261,  rises,  it 
lifts,  by  lever  h  and  link  K,  an  intermediate  valve  rod.  Thus  the 
height  of  the  governoi:  decides  the  height  of  die  in  radius  link, 
and  therefore  the  amount  of  travel  on  the  expansion  valve. 
Eccentric  travel  remaining  constant,  when  the  engine  speed 
increases  and  the  governor  sleeve  lifts  the  die  nearer  the  link 
fulcrum,  the  travel  of  the  valve  is  decreased,  cut-off  is  earlier, 
^and  less  work  done.     This  brings  back  the  speed  to  the  normal. 

*  Or  more,  as  in  gridiron  valve. 
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If,  on  the  contrary,  a  heavy  load  is  put  on  the  engine,  the 
governor  revolving  at  a  low  height  gives  the  valve  the  utmost 
travel,  securing  a  late  cut-off. 

The  S?iaft  governor  provides  automatic  cut-off  by  a  very 
simple  and  compact  arrangement,  especially  adaptable  to  small 
high-speed  engines.  The  gear  of  the  Westinghouse  engine  is 
shewn  at  (b)  Fig.  652,  the  object  being  to  directly  vary  the 
eccentric  throw,  a  a  is  a  disc  fixed  to  the  crank  shaft,  having 
pins  B  B  for  carrying  centrifugal  weights  e  e,  and  pin  h  for 
supporting  the  eccentric  h  j.  The  latter  may  rock  to  the  right  or 
left  on  pin  h  by  a  limited  amount,  to  be  determined  by  the 
position  of  weights  £  £,  their  deviation  causing  an  alteration  in  the 
eccentric  throw.  The  weights  are  connected  by  the  link  c  d,  so 
that  their  movements  shall  be  simultaneous,. and  are  attached  to 
the  eccentric  by  link  f  g.  If  the  engines  then  revolve  at  a  high 
speed,  the  weights  e  e  fly  outward  and  pull  the  eccentric  sheave 
to  the  left,  decreasing  throw  and  producing  early  cut-off;  if  the 
speed  decreases,  the  strong  springs  k  k  bring  the  weights  towards 
the  centre  and  increase  the  throw.     {Seep,  1145.) 

Marine  Governors  have  always  been  difficult  to  devise^ 
and,  although  no  perfect  governor  exists,  the  arrangement  at  {a) 
Fig.  652  is  one  of  the  best,  acting  as  it  does  on  a  direct 
principle.  The  fluctuations  in  speed  of  a  marine  engine  are 
caused  by  the  propeller  either  partly  or  entirely  leaving  the  water 
rather  suddenly,  thus  decreasing  the  load.  The  consequent 
increase  of  speed  or  *.racing  *  cannot  be  entirely  obviated^  but  may 
be  considerably  modified  by  the  use  of  Dunlop's  governor,  c  is 
a  large  pipe  communicating  with  the  water  near  the  propeller,  and 
D  an  air  chamber  which  can  be  shut  off  from  c  by  the  screw-down 
valve  A,  worked  by  hand-wheel  b.  f  is  a  pipe  containing  only 
air,  the  entrance  of  water  being  prevented  by  the  bafile-plate  e. 
H  is  a  diaphragm  in  communication  with  f,  and  l  k  a  rod  which 
partakes  of  the  movement  of  h,  transmitting  it  to  the  piston  slide 
valve  M,  for  admitting  to  or  exhausting  from  cylinder  p.  The 
cock  L  admits  steam  to  m,  and  the  piston  rod  q  r  is  connected  to 
the  lever  r  s,  which  has  its  fulcrum  at  w.  Finally,  s  t  is  a  rod  for 
actuating  a  throttle  valve  in  the  high-pressure  steam  pipe  of  the 
engine. 
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If  the  propeller  sinks  below  the  normal,  water  rises  in  d,  and, 
compressing  the  air  in  f,  presses  on  diaphragm  h,  lifting  k  l  and 
moving  k  z  round  fulcrum  z.  Valve  m  being  opened  to  steam  at 
the  bottom  end,  piston  p  is  raised,  thus  depressing  the  rod  s  t  and 
opening  wider  the  engine  throttle  valve.  But,  as  s  moves  down, 
the  lever  k  z  is  turned  round  k  as  a  fulcrum,  and  valve  m  is  once 
more  placed  in  mid  position.  Suppose  the  propeller  rises,  the  air 
in  F  becomes  more  rare,  and  spring  j  moves  lk  downward, 
opening  m  at  the  top,  bringing  q  r  down,  and  raising  s  t,  thus 
partly  closing  the  throttle  valve.     i^See  p,  1144.) 


OUt^t.OPS      MAft//\i£       GO\^£  /?/VC»? 
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Corliss  Valve  Gear. — Of  all  the  *trip'  gears,*  this  is 
probably  best  known.  In  Fig.  650  the  upper  diagram  shews  the 
valve  gear,  the  lower  being  a  section  through  the  cylinder  and 
valve  chambers.  There  are  several  advantages  possessed  by  this 
valve  arrangement  and  gear,  some  being  common  to  other  trip 
gears  :  (i)  a  sharp  cut-off  is  obtained,  when  the  *  trip  '  takes  place, 
preventing  wire-drawing;  (2)  an  easier- working  form  of  valve,  ^, 
is  adopted ;  (3)  steam  and  exhaust  parts  being  separate,  there  is 
less  loss  by  initial  condensation ;  (4)  clearance  is  very  small ; 
(5)  the  variable  cut-off  is  automatic. 

The  valves  a  a  admit  steam,  and  ee  pass  the  exhaust,  being 
represented  in  plan  at  g.     They  are  hollow  cylinders  having  a 

*  Term  given  to  rapid  cut-off  gears,  worked  by  the  trip  of  a  valve  lever. 
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large  portion  cut  away,  and  are  rotated  by  spindles  to  which  they 
are  connected  loosely.  The  steam  pipe  is  shewn  at  ^,  and  ff  are , 
the  exhaust  pipes,  forming  the  cylinder  supports.  Taking  the 
valve  gear,  a  is  the  eccentric  rod,  which  by  a  to-and-fro  motion 
rotates  the  disc  or  wrist-plate  b  ;  to  the  latter  are  connected  the 
four  valve  rods,  two  of  them  at  c  c  actuating  the  exhaust  valves, 
the  other  two  at  d  d  working  the  steam  valves.  The  exhaust  rod 
CE  is  directly  connected  to  the 'valve  lever  ef,  and  moves  it 
through  rather  less  than  90*.  The  steam-valve  rod  dg  is  more 
complicated,  consisting  of  two  parts:  one,  dorp,  attached  to  the 
wrist  plate;  the  other,  qng,  connected  to  the  valve  lever  oj. 
These  tend  to  separate,  by  reason  of  the  force  in  the  compressed 
spring  T,  but  are  prevented  by  the  spring  catches  p  p.  If,  how- 
ever, the  latter  are  prised  apart,  spring  t  is  released,  and,  pulling 
J  rapidly  to  the  left,  closes  the  steam  valve  The  prising  action 
is  obtained  by  the  toe  lever  mn,  which,  pinned  to  qng  at  n,  rocks 
on  fulcrum  m.  As  the  pin  d  moves  from  z  to  d,  the  rod  dg  takes 
a  more  crosswise  position  relatively  to  the  toe  n,  and  at  some 
intermediate  position  the  catches  P  p  liberate  the  parts  d  and  G, 
permitting  the  valve  to  be  closed.  When  d  moves  back  to  z,  p  p 
regain  their  normal  condition  and  d  arid  g  are  connected  The 
position  of  fulcrum  m  determines  where,  between  z  and  d,  the  toe 
shall  release  part  g,  and  this  is  decided  by  the  height  of  governor 
sleeve,  the  latter  being  connected  to  rod  m.  When  the  governors 
rise,  m  is  pulled  to  the  left,  moving  m  an  equal  amount  to  the 
right,  levers  wk  and  wl  being  geared  together  at  x.  This  causes 
the  toe  to  separate  p  p  at  an  earlier  part  of  the  stroke  z  to  d,  and 
the  converse  will  happen  when  the  governors  fall.  Lastly,  the 
dash-pot  s  being  full  of  air  only  capable  of  passing  out  at  u, 
reduces  the  shock  caused  by  the  sudden  release  of  the  spring  t, 
the  set  screws  serving  to  regulate  the  air  passage,  and  the  back 
chamber  v  is  usually  connected  to  the  condenser  to  enstire  decision. 
The  Proell  Valve  Gear  is  another  good  trip  gear.  The 
lever  d  e,  rocking  on  fulcrum  e,  may  for  the  present  be  looked 
upon  as  rigidly  connected  to  the  arm  f  f,  and  toes  f  g.  At  point 
E  is  attached  the  eccentric  rod,  and  a  movement  of  d  to  the  right 
will  cause  the  left-hand  toe  g,  trailing  along  h  j,  to  finally  slip, 
when  spring  l  closes  the  steam  valve  b.     Meantime,  the  right- 
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hand  toe,  which  tripped  on  the  last  stroke,  must  be  replaced 
on  JK,  and  this  is  attained  by  making  the  L-lever  xfg  free  to 
turn  on  the  pin  f,  until  g  is  high  enough  to  slip  into  place.  The 
dash-pots  are  similar  to  those  already  described,  set  screws  m  m 


l^L^.   C5L 


adjusting  the  compression  of  the  springs  l  l.  A  rigid  bracket  s  s 
supports  the  governor  gear ;  within  it  the  hollow  spindle  t  t  re- 
volves, and  the  balls,  flying  outward,  pivot  r  t  on  t,  raising  the 
central  weight  p,'  while  lifting  pins  v  v  and  the  spindle  w  to  a 
higher  position      This  rise  affects  the  positions  of  the  toes  o  o, 
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bringing  them  nearer  together ;  the  reverse  happening  when  the 
governors  fall,  and  thus  is  obtained  automatically  an  early  or  late 
cut-off  respectively.  A  dash-pot  within  p  damps  small  vibrations 
on  the  governor,  entrance  or  exit  of  air  being  adjusted  by  screw  q. 
The  steam  valves  b  b,  being  double-beat,  are  balanced,  besides 
requiring  only  half  the  lift  of  a  siugle  valve. 

Zeuner' s  Valve  Diagram  is  a  graphic  and  ready  means 
of  finding  the  various  positions  of*  the  engine  crank  where  / 
admission,  cut-off,  release,  compression,  &c.,  take  place  with  a  d 
slide  valve,  when  the  valve  dimensions  are  known ;  or,  conversely, 
of  finding  valve  dimensions  when  certain  crank  positions  are 
given. 

Imagine  a  valve  without  lap,  and  let  cd  be  the  eccentric 
throw  or  radius  at  (i)  Fig.  653.  When  the  eccentric  is  at  d,  the 
valve  is  closed,  and,  when  moved  to  h,  the  opening  to  steam  on 
the  left  is  cg.  Turn  g  round  to  l;  then  c  l  is  steam  opening  for 
eccentric  position  h.  A  series  of  points  such  as  l  may  be  found 
and  the  curve  clb  drawn,  whose  radii  vector  shew  gradual 
opening  and  closing  of  the  left-hand  steam  port  The  left  diagram 
being  obtained  similarly,  join  a  k.  Then  triangles  c  a  k,  cj  f  are 
similar  and  equal,  and  a  k  c  is  a  right  angle ;  the  two  polar  curves 
are  circles,  and  while  circle  c  b  shews  steam  Opening,  circle  c  a 
represents  the  opening  to  exhaust^  together  being  known  as  curves 
of  position  for  a  valve  without  lap. 

Taking  a  valve  having  lap,  both  to  steam  and  exhaust,  its 
position  curves  are  those  at  (2)  Fig.  653.  For  the  opening  either 
to  steam  or  exhaust  will  be  that  at  (i)  less  the  respective  lap. 
At  centre  c,  strike  arc  m  n  with  radius  =  lap,  while  o  p  =  exhaust 
lap.  Then  4  b  is  full  opening  to  steam  at  left-hand  port,  eccentric 
being  at  b  ;  q  is  admission  position,  and  R  that  of  cut-oflf.  Simi- 
larly A  s  is  full  opening  to  exhaust  at  right-hand  port,  eccentric 
being  at  a  ;  t  the  release,  and  s  the  compression  position. 

We  must  now  translate  eccentric  position  into  crank  position. 
Still  assuming  a  right-handed  rotation,  we  must  turn  back  in  a 
left-handed  direction  all  the  eccentric  positions,  through  the  angle 
by  which  the  eccentric  leads  the  crank,  to  effect  the  above  purpose. 
This  angle  is  90**  plus  the  angle  of  advance.*    'The  change  has 

*  Angle  of  advance  =  the  angle  whose  sine  =  (lap  +  lead)  -r  throw. 
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been  made  in  diagram,  (3)  Fig.  653 ;  from  t  to  u  through  90°, 
and  from  u  to  b  through  the  angle  of  advance,  wx  being 
lap  +  lead,  as  formerly  stated.  The  Zeuner  diagram,  now  com- 
plete, shews  positions  of  engine  crank  for  various  points  on  the 
indicator  curve.  It  should  be  further  noted  that  points  k^  /,_/*,  and 
n  may  be  found  by  the  tangents  kl^xid^jtiy  and  that  the  perpen- 
dicular distance  from  s  to  ^  /  is  equal  to  lead.  Rarely,  too,  is  it 
practically  possible  to  have  full  opening  to  exhaust,  as  given  by 
diagram ;  so  the  width  of  steam  port  must  always  be  marked  off 
by  arc ^^     {Seep.  772.) 

To  find  corresponding  piston  positions,  the  simplest  method 
is  to  drop  perpendiculars,  as  shewn  by  dotted  lines :  and  dividing 
stroke  st  into  10  parts,  figure  in  decimals  of  forward  or  backward 
stroke,  as  required.  But  as  this  is  only  approximately  true  for  a 
very  long  connecting  rod,  or  a  slotted  rod,  the  method  in  (4)  Fig. 
654,  is  more  advisable.  Horizontal  lines  ab  and  cd  being  drawn, 
for  forward  and  backward  stroke  respectively,  set  compasses  to  ef 
the  length  of  connecting  rod,  and  strike  an  arc  from  every  point, 
as  f/  As  radius  ef  must  not  be  altered,  centre  e  will  be 
changed  for  every  arc ;  the  dead-centres  will  be  at  a,  b,  c,  and  d, 
and  the  points  obtained  represent  the  correct  positions  of  the 
piston  regarding  these. 

The  Zeuner  diagram  further  enables  us  to  find  very  closely 
the  form  of  indicator  diagram  before  the  engine  is  built.  The 
method  is  shewn  in  Fig.  653,  and  may  be  corrected  further  by 
(4)  Fig.  654,  due  regard  being  also  paid  to  the  various  losses. 

Zeuner  Problems. — A  few  problems  will  now  be  discussed, 
where,  certain  data  being  given,  it  is  required  to  draw  the  whole 
diagram  as  in  Fig.  653 : 

(i)  Given  valve  travel,  both  laps,  and  angle  of  advance.  This 
is  too  simple  to  need  explanation. 

(2)  Given  greatest  opening  to  steam  or  exhaust,  both  laps, 
lead,  and  position  of  cut-off.  Strike  travel  circle  with  radius  = 
lap  4-  opening,  and  arc  of  lead  at  s ;  find  /,  and  join  k  I.  Bisect 
angle  >&  w  /,  and  coipplete. 

(3)  Given  angle  of  lead,  travel,  and  positions  of  cut-off  and 
release.  BA.is  found  as  in  last  case;  then,  n  being  known,  nj 
may  be  drawn  at  right  angles  to  ba  and  the  rest  is  clear 
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(4)  Given  travel,  or  opening  to  steam  or  exhaust;  also  both* 
laps,  and  lead.  Strike  travel  circle  and  mark  points  w,  y,  and  x  > 
diameter  bw  being  known,  the  steam  circle  is  struck  and  ba. 
found;  and  the  rest  easily  completed 

(5)  Given  steam  opening  for  any  particular  position  of  crank,, 
position  of  crank  at  cut-off,  amount  of  lead,  and  exhaust  lap. 
This  is  answered  at  (i)  Fig.  654.  Draw  opening  i,  2 :  lead  i : 
position  of  crank  for  that  opening,  3  :  and  position  of  crank  at 
cut-off,  4.  Drop  perpendiculars  5  and  6.  Draw  7  at  90**  to  4^ 
and  8  at  90*  to  3.  Bisect  angle  5,  7,  by  line  9 ;  and  angle  8,  6, 
by  line  10.  Their  meeting  point  is  the  centre  of  the  diagram,, 
the  dark  line  shewing  the  primary  circle, 

(6)  Given  the  lead,  and  the  positions  of  crank  at  cut-off, 
release,  and  compression.  See  Fig.  654,  diagram  (2).  Let  i  be 
the  lead,  while  2,  3,  4  are  the  positions  of  crank  at  cut-off,  release 
and  compression  respectively.  Drop  perpendicular  5  jmd  draw 
6  at  90°  to  2.  Bisect  5,  6,  by  7,  and  4,  3,  by  8 ;  their  meeting, 
point  being  the  centre  of  the  diagram. 

(7)  Given  lead,  maximum  opening  of  steam  port,  and  position 
of  crank  at  cut-off;  also  inside  lap.  For  solution  see  (3)  Fig.  654. 
Let  1  be  the  lead,  i  2  the  greatest  steam  opening,  and  3  the 
angle  of  crank  at  cut-oflF.  Drop  the  perpendicular  4,  and  erect  5. 
Draw  6  at  right  angles  to  3,  cutting  4  in  a.  Bisect  4,  6,  by  7, 
and  produce  at  8  to  g  :  join  9.  Draw  10  horizontally,  and  with* 
centre  a  strike  11;  join  ab  by  12.  Draw  13  parallel  to  12, 
cutting  7  in  e,  which  is  the  centre  of  the  diagram. 

Zeuner  Diagram  for  Meyer  Valve. — Concerning  cut- 
off point  only,  the  real  opening  to  steam  will  be  due  to  the 
relation  between  main  and  expansion  valves  at  any  moment.  In 
Fig.  655,  let  AB  be  the  stroke  of  the  main  valve,  cg  its  steam 
circle,  and  6  the  angle  of  advance.  Also  let  61  be  the  angle  of 
advance  of  the  expansion  eccentric  (nearly  opposite  the  engine 
crank),  and  c  h  its  throw.  Taking  position  e,  c  f  would  be  the 
movement  of  main  valve  from  central  position,  and  CD  that  of  the 
expansion  valve,  the  difference  or  relative  motion  being  df. 
Measuring  this  difference  at  c  j  for  several  positions  such  as  e,. 
cjK  is  found,  which  may  be  proved  to  be  a  circle.  To  find  CK 
directly,  join  hg  and  complete  the  parallelogram  hk  by  parallels 
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GK,  CK.  Then,  with  certain  limitations,  the  radii  vector  of  ck 
will  shew  closing  to  steam  of  the  Meyer  valve  for  respective 
positions  of  engine  crank. 

Let  the  back  valve  be  adjusted  to  any  desired  width,  and  r  be 
measured  when  at  mid  position ;  with  radius  R  describe  the  circle 
L  M  N  o.  Strike  the  steam  lap  at  p  r  q  ;  the  vectors  within  p  t  s  u 
then  shew  opening  to  steam  for  the  respective  crank  positions. 
Admission  is  given  at  p  by  main  valve,  in  the  usual  manner; 
after  u  the  opening  is  also  controlled  by  the  R  circle,  and  when 
the  difference  vector  equals  r,  as  at  c  s,  cut-off  takes  place.  We 
see  from  this  diagram  how  decrease  of  R  secures  an  early  cut-off 
and  vice  versdy  and  rapidity  of  cut-off  can  be  judged  by  decrease 
towards  s  of  the  vectors  of  the  shaded  area.  The  exhaust  circle 
is  governed  by  the  main  valve  only.    {See  Appendix  IL^p.  895.) 

^  Zeuner  Diagrams  for  Stephenson  Link  Motion. — 
Knowing  that  decreased  travel  when  linking-up  causes  earlier 
cut-off,  we  may  now  examine,  by  Zeuner  diagram,  Fig.  656,  the 
exact  result  obtained.     Taking  the  upper  diagram : 

Opjsn  rods.  With  throw  as  radius,  strike  travel  circle  f  e,  and 
draw  valve  circle  d  e  for  full  gear.  Draw  the  lipk  a  b,  represented 
by  full  travel  of  die,  with  da,  d  b  as  the  distance  between  die  and 
sheave  centres.  Through  point  g,  where  da  and  valve  circle 
intersect,  draw  e  g  h  to  meet  the  centre  line  d  c  in  h.  Then  d  h 
is  the  diameter  of  the  valve  circle  in  mid  gear,  and  any  other 
circle,  as  d  ^,  will  have  its  diameter  bounded  by  e  h  ;  position  e, 
between  e  and  h,  corresponding  to  proportionate  position  between 
A  and  c.  The  centres  k  l  j  will  form  a  parabola,  lying  concave 
to  D  and  with  vertex  at  j.  Draw  the  lap  circle  ad,  and  erect 
perpendicular  </y.  ve  will  be  the  lead  in  full  gear,  and  the 
amount  of  lead  will  increase  as  the  travel  decreases,  shewn 
by  the  shaded  figure,  being  ^h  in  mid  position,  or  equal  to 
the  lap. 

Crossed  rods.  In  the  lower  diagram,  the  full-gear  circle  o  p  is 
set  out  as  before,  also  the  link  m  n.  The  crossing  point  r,  made 
by  the  further  rod  mo,  is  joined  to  p,  when  sp  bounds  the 
diameters  of  valve  circles-  The  centres  of  the  circles  now  make 
a  parabola  convex  to  o,  and  with  vertex  at  t.  Strike  the  lap 
circle  fg^  and  draw  the  perpendicular  ^  x.    x  p  is  the  lead  in  full 
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gear,  and  the  shaded  portion  indicates  the  change  in  lead  value. 
Decreasing  towards  the  centre,  it  vanishes  entirely  at  w,  where  the 
opening  is  ^  w.  At  o  v  the  throw  is  equal  to  the  lap,  and  there- 
fore the  valve  does  not  open  at  all  at  positions  on  the  link 
corresponding  to  between  points  v  and  s. 

Space  prevents  us  giving  proof  of  the  above,  which,  while 
being  only  approximate,  is  quite  near  enough  for  practical 
purposes.     {Seep.  1146.) 

Ideal  Indicator  Diagrams  for  Compound  Engines. 
— We  examined  in  Fig.  622  the  form  of  diagram  we  should 
expect  to  obtain  from  a  single  cylinder,  and  in  Fig.  624  some 
actual  diagrams  from  a  three-cylinder  compound.  The  forms  in 
the  latter  case  were  sufficiently  clear  to  shew  considerable 
difference  of  character  over  those  taken  from  a  single-cylinder 
engine.  We  shall  investigate  the  ideal  diagrams  for  two-stage 
compounds,  believing  that  a  careful  examination  will  enable  the 
student  to  carry  the  method  to  three  or  four-stage  compounds. 
To  simplify  matters,  we  shall  work  with  numbers  instead  of  letters. 
Naturally,  in  building  up  such  diagrams,  the  only  question  we  ask 
from  time  to  time  is,  *What  is  the  change  of  pressure  with  a 
particular  change  of  volume  ?'  Two  formulee  are  needed  to  meet 
all  cases. 

(i)  When  the  volume  increases  or  decreases  regularly  within 
the  same  vessel :  p  y 

(2)  When  two  or  more  vessels,  having  each  a  particular  volume, 
and  each  containing  gas  at  a  particular  pressure,  are 
suddenly  placed  in  communication  : 

PV  +  PV  +  pv 
P  final  =  -77 -- 

V    +    v    +    r/ 

Also,  for  simplicity,  the  hyperbola  is  taken  to  represent  the 
relation  of  pressure  and  volume.     See  Fig.  620. 

I.  Tandem  Engine^  with  one  cylinder  behind  the  other,  and 
both  pistons  on  one  rod.  Sketching  the  cylinders  at  a.  Fig.  657, 
we   adopt   the  artifice  of  applying  a  movable  paper  strip  b  to 
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represent  the  position  of  the  pistons  at  any  moment,  and  aid  the 
memory.     The  data  are  as  follows  : 

(  High  P.  =  I  Clearance  H.  P.  =  | 

Volumes  <  Low    P.  =  3i        Clearance  L.  P.  -  -3 
(  Receiver  =    ^ 

Cut-off:  H.P.  =   4.         L.P.  =  -6. 

Initial  steam  pressure,  120. 

Sometimes  a  large  receiver  is  an  advantage,  as  in  Fig.  659 ; 
but,  in  any  cas^,  the  receiver  must  be  present,  even  though 
only  represented  by  the  pipes  between  the  H.  P.  and  L.  P. 
cylinders. 

Set  up  the  scale  of  pressures  culminating  at  120,  lay  off 
volumes  \  and  '3  per  clearance,  and  i  and  3^  for  the  cylinders. 
Mark  off  '4  to  Po,  the  cutoff  in  H.  P.  Draw  a  hyperbola  through 
Po  to  the  end  of  the  whole  diagram,  and  measure  V{  at  end  of 
H.  P.  =»  56.  Here  there  is  a  sudden  opening  to  R  and  Lc,  and, 
though  we  know  the  volumes  of  these  vessels,  we  do  not  know 
their  residual  pressures  from  last  stroke.  Such  pressures  can  be 
found  directly,  but  only  by  troublesome  formulas ;  so  we  recom- 
mend that  pressures  be  assumed,  and  one  complete  cycle  followed 
in  the  first  place.  The  residual  pressures  then  found  may  be 
used,  a  second  tour  of  the  cycle  made,  and  so  on,  till  the 
pressures  assumed  are  equal  to  those  reached  at  the  end  of  the 
cycle.  The  method  seems  complicated,  but  in  practice  is  really 
not  so ;  fot  it  is  never  necessary  to  go  round  more  than  three 
times,  and  often  only  twice.     On  the  first  stroke  assume — 

Receiver  pressure  Pr  =  1 5 
L.  P.  clearance  pressure  P^  —  18 

The  latter  being  fixed  by  taking  a  back  pressure  of  5  lbs.,  and  a 
compression  up  to  18  lbs.  On  the  second  stroke  we  measure 
P«  and  find  it  has  risen  to  37,  P^  remaining,  of  course,  at  18. 
On  the  third  stroke,  by  combining  P,,  P.  and  P^.  we  have  by 


formula  (2) : 


56  xii  +  37  X  i  +  18  X  "3  _^ 


Digitized  by 


Google 


Side-by-side :  Late  Cut-off,  669 

And  now  expansion  takes  place  simultaneously  in  H.  P.,  L.  P., 
and  R,  up  to  cut  off  in  L.  P.     Using  formula  (i) : 

3         ^^  .4  +  J  +  ^  4.   .3   +   2-1  ^^ 

which  brings  P3  up  to  the  general  hyperbola  in  the  L.  P.  cylinder. 
It  should  be  noted,  however,  that  only  certain  proportions  between 
the  three  vessels  will  do  this,  and  the  curve  may  be  either  above 
or  below  the  general  hyperbola,  as  in  Fig.  659.  The  rest  of  the 
low-pressure  diagram,  Fig.  657,  is  easily  understood,  the  com- 
pression curve  being  a  hyperbola  through  Y^,  Intermediate  points 
between  Pg  and  P3  can,  of  course,  be  found  by  calculation. 

Following  the  H.  P.  diagram,  the  steam  will  now  be  only  in 
communication  with  the  receiver,  and  must  therefore  be  com- 
pressed in  H.  P.,  He,  and  R,  from  P3  to  P^,  by  formula  (i) : 

T»  '4  +  1  +  4 

Being  cut  off  to  exhaust  before  reaching  P^  we  assume  a  con- 
venient point  Pr,  and  measuring,  find  P,^  =  37,  or  the  residual 
pressure  we  started  with. 

II.  Compound  Engine  with  cranks  at  right  angles:  cut  off  in 
L.  P,  after  half  stroke  {at  6).  This  is  worked  out  in  Fig.  658,  the 
result  being  as  follows  : 

r  H.  P.  =  I  He  =  i 

Volumes  <  L.  P.    =  3^  Le   =  -3 

(  R.        =  -45 
Cut  off    ...     H.  P.  at  45,         L.  P.  at  -6. 

After  first  cycle  it  is  found  that 

Pb  =  i7'7>  and  Pl  is  assumed  at  18  as  before. 

Arriving  at  Pi  =  62,  the  H.  P.  piston  will  be  at  the  end  of  its 
stroke,  but  the  L.  P.  piston  will  be  at  mid  stroke.  We  therefore 
make  a  sudden  communication  with  R,  Lc,  and  half  L.  P.,  all 
•which  will  have  the  same  residual  pressure  as  R,  and 

_  62  X  i|+  177  (-45  +  '3  +  i|)  _  _., 

irp45  ^^■+-'3       ~  ^  ^ 
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Next  the  L.  P.  piston  moves  to  cut-off  at  P3,  but  the  cor- 
responding movement  of  the  H.  P.  piston  is  so  small  that  it  may 
be  neglected.     Expanding  regularly  in  all  the  vessels,  we  have : 

'  li  +  -45  +  if  +  -3  +  (•'  X  3-5) 

The  rest  of  the  low-pressure  diagram  up  to  P^  will  be  understood. 
Following  the  H.  P.  diagram,  P3  is  compressed  regularly  to  P^  so 

P.  -  .3.6  .  ^^±^^  =  4.7 

And  now  there  is  a  sudden  communication  with  the  clearance 
Lc,  having  a  residual  pressure  of  i8  ;  therefore, 

417  X  (J  +  i +  -45) +  *3  X  18 

Then  there  is  a  gradual  change  of  pressure,  all  three  vessels 
being  in  communication,  but  the  curve  is  not  a  hyperbola,  because 
not  only  are  the  cylinders  of  different  area,  but  the  piston  speed 
varies  considerably.  At  centre  b  strike  the  larger  semi-circle,  and 
at  centre  a  strike  the  smaller  semi-circle,  to  represent  respectively 
the  L.  P.  and  H.  P.  cranks.  Assume  the  H.  P.  compression 
point  6  and  join  6  a,  then  draw  b  6  at  right  angles  to  6  a  ;  also 
divide  the  portions  between  5  and  6  on  each  crank  circle  into 
equal  parts,  and  letter  as  shewn.  Now  the  total  volume  at  any 
point  between  5  and  6  can  be  found,  it  always  being  (He  +  Lc  +  R) 
+  vol.  in  H.  P.  +  vol.  in  L.  P.  Thus  at  P5,  volume  =  (i  +  '3  +  "45) 
+  •5  +  0=1-375.  For  any  other  position,  w  for  example,  the 
volumes  in  H.  P.  and  L.  P.  may  be  found  by  taking  off  both  the 
distances  *  *  with  dividers  and  measuring  these  by  the  scale  f  g. 
We  have  not  space  to  consider  every  point,  but  at  P^  vol.  will 
clearly  be  '875  + -08 -f  7875  =  1742.  ^Then, 

P   =  36-5  X  ^^^  =  28-8 
"      ^    ^       1742 

Intermediate  points  between  P^  and  Pg  on  H.  P.  diagram 
being  obtained,  an  arched  curve  is  found  as  drawn.  The  H.  P. 
diagram  is  next  completed  by  drawing  a  hyperbola  through  P^ 
The  L.  P.  curve  from  P.  to  P..  must  next  be  drawn.     Now  the 
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pressures  have  already  been  obtained  for  these  points,  and  it  only 
remains  to  define  their  volumetric  position.  To  do  this  take  all 
the  points  from  5  to  6  on  the  larger  semi-circle,  and  transfer  them 
to  the  left  side  of  the  circle ;  thus  b  6  is  changed  to  b  j.  Pro- 
jecting these  downwards  we  only  have  to  set  up  the  heights 
previously  found,  to  complete  the  L.  P.  curve  from  P^  to  Pg. 
The  further  expansion  from  P^  to  P,  is  only  in  L.  P.  cylinder  and 
receiver.     Therefore, 

P.  =  28-8  X  --^-5-^:3 Jl7_87S  ^ 

•45  +  '3  +  i7S 
or  we  have  arrived  at  the  residual  pressure  assumed  at  first. 

III.   Compound  Engine  with  cranks  at  right  angles  ;  cut-off  in 

L.  P,  before  half  stroke.  Referring  to  Fig.  659,  and  taking  the 
following  data  : 

r  H.  P.  =  I  He  =    I 

Volumes  <  L.  P.    =  3  Lc    =    3 
IR.        «  I'S 

Cut-off  ...  H.P.  at  -3,  L.  P.  at  -4. 

P»  will  be  found  to  be  30*2,  while  P,.  is  18  as  before.  Pi  =  44 
by  measurement.  Then  the  drop  to  Pg  is  much  less  than  that  in 
Fig.  658  because  the  receiver  only  is  opened  to  H.  P.  cylinder, 
and  ^   ^  44  X  VI  4-  305  x  1-5  ^  , 

-  ri  +  15  '^ 

Compressing  in  H.  P.  and  R, 

P3  -  36 -2  X   -i^L±_L5      ^       g 

A  sudden  expansion  occurs  by  opening  to  L^  and 
44-8  X  IJ  -H  -I  +  i^}  +  18  X  "3 
p^  =  i  +  -X  -f'li  ^3  ^    ^ 

Then,  while  L.  P.  crank  moves  from  4  to  5  on  the  large  circle, 
the  H.  P.  crank  moves  through  a  similar  arc  on  the  smaller  circle, 
at  right  angles  to  it,  as  before.     Taking  volumes  at  P4  and  P^  we 
have,        ^    ^  41.4  X  1-5  +  •!_ +_i-5_+  :3l  ^    g 
•I  +    I  4-  1*5  +  '3  +  '61      ^ 
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Finally,  expanding  from  P^  to  P.  in  L.  P.  cylinder  and  re- 
ceiver, 

^         1*5  +  "3  +  1-2  ^ 

the  residual  pressure. 

While  a  small  receiver  should  be  adopted  in  Case  II.,  a  very 
large  one  is  advisable  in  Case  III.  in  order  to  equalise  the  work 
in  the  H.  P.  and  L.  P.  diagrams.  Of  course,  Case  11.  compels 
a  large  gap  in  the  combined  diagram,  on  account  of  drop  in 
receiver  and  low-pressure  cylinder,  and  the  arrangement  is  not, 
therefore,  counselled.  The  student  should  compare  actual 
diagrams  with  ideal  ones,  and  endeavour  to  distinguish  between 
Cases  I.  and  III. 

Correction  of  Indicator  Diagram  for  Inertia. — The 

indicator  diagram,  as  obtained  from  the  cylinder,  does  no  more 
than  transcribe  the  changing  pressure  and  volume  on/ one  or  other 
side  of  the  piston.  The  actual  pressures  tending  to  move  the 
piston  are  not  correctly  shewn,  at  least  not  without  a  small 
correction;  but  those  transmitted  to  the  crank,  which  are  what 
we  most  require  to  know,  are  considerably  different,  on  account 
of  the  deductions  and  additions  required  to  respectively  start 
and  stop  the  reciprocating  parts  at  the  beginning  and  end 
of  each  stroke.  We  shall  now  examine  the  modifications  to  be 
made  in  the  indicator  diagram  in  order  to  arrive  at  the  tangential 
pressure  on  the  crank  pin ; .  and,  to  make  the  investigation  as 
useful  as  possible,  shall  take  an  actual  case  of  a  vertical  engine, 
where  there  is  not  only  the  inertia  force  to  contend  with,  but 
the  dead  weight  of  the  moving  mass.  In  a  horizontal  engine 
there  is  no  such  dead  weight,  while  in  a  diagonal  engine  the 
pressure  along  the  incline  caused  by  the  weight  is  the  effective 
resistance. 

Let  the  crank  circle,  j  klm.  Fig.  660,  have  a  radius  of  i'  9", 
as  measured  by  its  own  scale.  Divide  the  circumference  into, 
say,  20  equal  parts,  and,  with  a  connecting  rod  f  6"  long,  mark 
corresponding  positions  of  piston  stroke  from  a  to  b.  Draw  the 
polar  curves,  ku  and  um,  by  the  method  given  at  p.  491,  and 
transfer  the  ordinates  to  the  base  a  b,  so  as  to  form  the  velocity 
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curve  AXB.     Supposing  the  crank  to  revolve  uniformly  at  eighty- 
eight  revolutions  per  minute,  the  velocity  of  crank  pin, 

f  =  i6'i  ft.  per  sec. 

that  is,  XY  should  measure  i6*i.     Dividing  this  ordinate  into 
1 6* I  parts  will  give  the  scale  of  piston  velocity. 

Next  find  the  acceleration  curve,  qtr,  adopting  the  method 
already  explained  at  p.  492,  and  illustrated  in  Fig.  454.  qt  will 
shew,  from  base  ab,  the  rate  of  increase  of  velocity,  and  tr  the 
rate  of  decrease^  for  the  top  diagram,  viz.,  when  the  crank  moves 
through  Jkl;  but  on  the  return  stroke,  from  b  to  a,  lower 
diagram,  rt  will  be  acceleration  and  tq  retardation.  The 
acceleration  scale  will  not  be  the  same  as  the  velocity  scale, 

but  must  be  compressed  in  the  ratio  -  as  explained  on  p.  492. 

In  other  words : 

Reading  on  acceleration  scale 

V 

=  reading  on  velocity  scale  x  -, 

Produce  x  horizontally  to  q.     Then 

^      ,.                 t6'i  X  i6'i 
Readme  a  q  = —  =  148 

175 

By  dividing  aq  into  148  parts,  an  acceleration  scale  is  there- 
fore formed.     {See pp,  932  and  1107.) 

Now  the  force  required  to  produce  a  given  acceleration  in  a 
given  mass  (p.  473)  is  -/:  that  is,  the  inertia  force  is  propor- 
tional to  the  acceleration.  The  weight  of  moving  parts  in  this 
engine  is  8030  lbs.,  an<J  the  inertia  force  at  any  moment, 

^       wf      8030  ,       .  ,. 

F  =  -^  =  — ^^  X  acceleration  readmg. 
g        32 -2 

The  acceleration  curve  may  then  be  transformed  into  a  curve 
cf  inertia  pressure  (total)  by  multiplying  by  the  above  fraction  or 
by  8030  -T-  32*2  =  249*4,  that  is,  the  distance  aq  must  be  divided 
into  148  X  2494  =  36,911  parts.     This  has  been  done  along  bp. 

From  the  total  pressure  scale  take  8030  lbs.,  with  dividers, 
and  move  the  curve  qr  down  by  that  amount,  to  np,  thus  repre- 
senting the  dead  weight  of  the  reciprocating  parts. 
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It  is  convenient  to  make  one  more  scale,  to  show  pressure  per 
square  inch  of  piston.  The  pist6n  area  being  491  square  ins., 
divide  the  total  pressure  reading  by  491  to  obtain  reading  per 
sq.  in.;  stepped  off  at  s/. 

The  indicator  card  for  the  top  of  the  piston  is  set  out  by  the 
unit  pressure  scale  at  s/,  and  appears  as  eqxhb,  the  bottom  of 
diagram  touching  the  base  ab.  Similarly  fpga  is  the  card  from 
the. bottom  of  the  piston.  Now,  while  qxhb  is  being  drawn  by 
the  indicator  on  top  side  of  piston,  a  f  r  would  be  formed  by 
that  connected  with  the  bottom  side,  and  the  effective  pressure 
will  be  the  difference  of  these  curve  ordinates.  Deduct  those 
at  F  from  those  at  h,  and  the  result  is  the  curve  wr.  So  also 
V  N  is  the  curve  of  effective  pressure  on  the  bottom  side  of  the 
piston. 

Now  the  actual  total  pressure  to  be  carried  forward  to  the 
crank  pin  will  be,  during  the  first  half  of  the  stroke,  less  than  that 
on  the  indicator  diagram  by  the  amount  required  to  set  in  motion 
the  reciprocating  masses,  viz.,  their  inertia ;  and  during  the  second 
half  of  stroke  the  indicated  pressure  will  be  increased  by  the 
backward  pull  needed  to  absorb  inertia.  Briefly,  then,  the  *  top  * 
card  loses  by  the  area  ans,  and  gains  by  sbp,  the  resulting 
pressure  area  being  nxwp;  and  similarly  the  resulting  area  for 
the  *  bottom'  card  will  be  p/vn.  Setting  up  the  resulting 
ordinates  on  the  Straight  base  ab,  we  have  the  curve  \bdB  for 
the  top  and  b  <?/a  for  the  bottom  of  piston,  the  total  pressures 
being  written  on  each  ordinate;  and  in  order  to  equalise  the 
areas  the  cut-off  in  top  diagram  has  been  placed  at  '3  and  in 
bottom  at  '6  of  stroke,  the  dead  weights  having  to  be  supported 
in  the  latter  case. 

We  must  next  distinguish  between  reciprocating  and  rotating 
parts,  for  only  the  former  cause  inertia  force.  The  piston,  piston 
rod,  crosshead,  and  smaller  end  of  connecting  rod  are  recipro- 
cating weights,  but  the  larger  end  of  connecting  rod  is  a  rotating 
weight.  As  regards  the  connecting  rod  itself,  about  two-thirds 
may  be  called  reciprocating  and  the  remaining  third  reckoned  as 
a  rotative  weight.  The  reciprocating  Weights  directly  affect  the 
indicator  diagram,  and  the  latter  must  be  altered,  by  increased 
•compression    or   later   cut-off,    until   a   fairly   even    pressure    is 
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obtained.     The  revolving  parts  must  be  balanced  by  opposing 
weights  on  the  crank  shaft. 

Curves  of  Crank  Effort — If  the  crank  be  on  either  dead 
centre,  tliere  is  no  tangential  or  turning  effect  produced  by  the 
steam  pressure  on  the  piston,  all  such  pressure  being  received 
upon  the  bearings-  When  the  crank  is  midway  between  dead 
points  the  whole  piston  pressure  is  transmitted  tangentially,  and 
there  is  no  pressure  on  the  bearings  except  that  due  to  dead 
weight.  Between  the  two  conditions  part  of  the  pressure  is 
transmitted  tangentially  and  part  normally.  But  (p.  .491)  the 
polar  curve  proportionally  represents  tangential  crank  pressures, 
other  things  being  equal.  Divide  then  jo,  Fig.  660,  into  tenths 
and  measure  the  radii  vector  of  the  curve  uk  in  terms  of  these 
divisions:  the  numbers  obtained  will  represent  the  virtual  crank 
arms  in  relation  to  pressures  transmitted  along  a  bo.  Taking  the 
total  pressures  from  a  to  b,  multiply  each  pressure  ordinate  by  its 
virtual  crank  arm,  and  the  result  will  be  the  tangential  crank 
pressure  for  that  position.  Setting  out  these  results  radially,  with 
the  crank  circle  jklm  as  a  base  line,  we  obtain  the  two  curves  of 
crank  effort  j^A/L^and  hk/mj  for  the  top  and  bottom  of  piston 
respectively.  These  again  are  better  understood  on  a  straight 
base,  so  the  base  jk  is  stepped  out  at  co,  kl  at  od,  and  the 
radial  ordinates  transferred  as  vertical  ordinates  on  the  new  base 
CD.     Curves  c«d  and  d/c  are  thus  arrived  at. 

Combination  of  Crank  Effort  Diagrams. — Though 
the  fly  wheel  may  equalise  very  tolerably  the  crank  effort,  there  is 
still  the  difficulty  of  starting  when  the  crank  is  at  either  dead 
centre.  This  is  not  a  material  difficulty  fbr  a  factory  engine 
which  has  only  to  be  started  twice  a  day ;  but  in  locomotive  and 
marine  practice  it  would  be  a  very  serious  obstacle.  In  loco- 
motives two  cranks  at  right  angles  are  employed,  as  at  kj,  Fig. 
447,  p.  486,  while  in  marine  practice  it  is  usual  to  place  three 
cranks  at  120°  mutually.  The  latter  gives  the  best  conditions,  but 
the  advantage  of  both  will  be  made  clear  in  Fig.  661. 

At  (a)  two  cranks  set  at  90**  are  each  supposed  to  have  effort 
curves,  as  in  Fig.  660.  Plot  these  with  relation  to  the  respective 
cranks,  a  a  being  the  top  curves,  and  be  the  bottom  ones.  Then 
the  curve  of  total  effort  may  be  found  by  super-position,  that  is,  at 
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every  radius  the  ordinates  of  both  curves  are  added  to  form 
the  resulting  curve  cc  An  average  circle  is  struck,  and  shewn 
dotted ;  and  a  clear  conception  of  the  more  even  turning  move- 
ment is  then  obtained. 

Three  cranks  are  set  out  at  (b\  Fig.  661,  and  the  like  process 
followed.  The  same  letters  are  adopted  throughout,  and  a  more 
regular  turning  movement  results.  The  differences  between  the 
c  c  curve  and  the  dotted  circle  may  seem  little  better  than  before, 
but  they  form  a  much  %m2^tr  percentage  of  the  effort  ordinate. 

Calculation  of  Fly-wheel  Weight  required. — The 
crank  radius,  Fig.  660,  being  i|  feet,  the  circumference  of  the 
crank  circle  is  exactly  11  feet.  In  Fig.  662,  let  ad  be  22  feet^ 
and  let  it  be  divided  so  that  ae  and  hd  are  each  2  J  feet,  and  ef 
fg,  and  gh,  are  each  5I  feet.  On  ef  and  gh  set  up  ordinates 
of  crank  effort  on  the  up  stroke,  and  on  fg  of  that  on  the  down 
stroke,  those  on  a  ^  and  h  d  each  representing  half  the  down 
stroke  effort.  Now  take  the  mean  of  the  ordinates  on  ef: 
dividing  the  base  into  10  parts,  measuring  at  centre  of  each  part, 
adding  the  ordinates  and  dividing  by  10  :  the  result  is  29,500  lbs. 
The  mean  of  the  ordinates  on  fg  is  found  similarly  to  be  25,000 
lbs.  Adding  and  dividing  by  2,  gives  27,250,  the  mean  effort 
for  the  continuous  diagram  ad.  Draw  j k  at  this  pressure 
above  ad. 

Now  the  areas,  a,  c,  &c.,  shew  surplus  work,  while  the  crank 
travels  from  /  to  w,  and  from  n  to  p  respectively,  while  the  areas 
B,  D,  &c.,  shew  a  work  deficit  between  m  n  and  /  q.  The  fly 
wheel  must  absorb  the  work  a  or  c,  and  give  it  out  again  at  b  or  d, 
and  thus  tend  to  equalise  the  crank  effort.  The  mean  pressures 
and  distances  traversed  have  been  measured  at  a,  b,  c,  and  d,  and 
are  shewn  by  work  rectangles.  The  total  surplus  and  the  total, 
deficit  of  work  per  revolution  are  each  found  to  be  88,700  foot 
pounds,  and  the  greatest  of  the  four  work  areas  a,  b,  c,  and  d,  is 
D,  or  49,560  foot  pounds.  This  is  the  amount  of  energy 
which  the  fly  wheel  must  be  able  to  deliver,  such  delivery 
decreasing  its  velocity,  while  the  absorption  of  energy  will  in  like 
manner  increase  it  But  the  heavier  the  fly  wheel,  the  less  will  be 
the  fluctuation  of  velocity ;  and  the  problem  is  to  find  the  weight 
of  wheel  which  will  absorb  the  surplus  energy  and  re-deliver  it 
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keeping  the  fluctuation  of  velocity  within  a  certain  percentage  of 
the  mean.     Let  v  =  mean  velocity,  and  let 

Total  fluctuation  of  velocity  —  -:oiv 

then  the  value  of  k  depends  on  the  regularity  required,  and 
may  vary  from  loo  for  very  steady  driving,  to  20  where  constant 
speed  is  of  little  value.  With  feet  and  seconds  units,  let  v^  be 
maximum  velocity  and  v^  minimum  velocity  of  the  fly  wheel  at  its 
mean  radius,  consequent  on  absorbing  and  delivering  the  given 
energy,  and  let  E  represent  the  energy  area^  or  the  49,560  foot 
pounds  of  Fig.  662,  while  the  velocity  falls  from  7\  to  rv 

Energy  delivered  =   — -—      ^- 

where  w  is  the  weight  of  the  fly  wheel.  But  this  energy  is  equal 
to  the  area  E, 

/    g  ^   W  (V^  -  7>o^)     . 
2g 

Now  7'i  -v^^v  y.  J  V^-k- 7^2  =  2 f 

2^RN 

and      If  =  -*-7 

60 

R  being  radius  of  gyration  of  fly  wheel. 
Putting  also  the  fly-wheel  weight  in  tons, 

^   ^  E    X    2,(r 2  "Egk 


(^1  +  ^2)  (^'1  ""  ^'2)  224°         -2^^^.  2240 

E  32'2  >^  60  X  60  E>t 

=  1-31 


4  7r*-iR-N-'2  24o  -"    R^N'-^ 

Generally  R  may  be  taken  at  centre  of  rim  section,  but  if 
^reat  accuracy  be  required,  assume  a  fly-wheel  section,  replac- 
ing the  arms  by  a  thin  disc  of  equal  weight :  then,  moment  of 
inertia  of  volume  (second  moment)  of  a  solid  of  revolution,  or 
Iv  =  volume  X  R*-,  which  is  the  third  moment  of  the  generating 
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area  (A),  or  of  half  the  fly-wheel  section.  But  volume  =  first 
moment  of  A 

p2  _    ^v    _  3rd  moment  of  A 
""  vol.  ""  ist  moment  of  A 

the  moments  being  found  graphically  al  p.  845.  If  inches  have 
been  adopted,  R  must  be  changed  to  feet  when  inserting  in  the  fly- 
wheel formula.  Also  v  must  be  measured  at  radius  R.  If  W  does 
not  now  agree  with  the  calculated  weight,  the  section  must  be 
altered,  and  a  new  calculation  made. 

Area  of  Steam  Port.— Practice  has  decided  certain  average 
speeds  of  piston  in  particular  cases,  and  the  following  list  has 
been  thus  deduced  : — 

Mean  Piston  Speed  in  Feet  per  Minute. 

Locomotives  , 1000 

Marine  engines  700 

Horizontal  engines 400 

Pumping  engines    130 

To  attain  this  speed,  we  must  not  endeavour  to  pass  the  steam 
through  the  steam  port  at  a  greater  speed  (according  to  Rankine) 
than  100  feet  per  second. 

■n  .•      f   cylinder  area  100 

.-.  Ratio  of    -^ =  —  ^- : — --   T 

port  area  sjDeed  of  piston  m  ft.  per  sec. 

If  the  port  be  much  contracted,  a  lower  piston  speed  will  b^e 
attained  than  that  intended.  We  shall  close  this  chapter  with 
some  practical  examples,  together  with  a  few  remaining  points 
of  theory  thereupon  raised. 

Horizontal  Compound  Pumping  Engines.  —  Figs. 
663-4-5  are  views  of  a  pair  of  compound  engines  designed  and 
built  by-  the  East  Ferry  Road  Engineering  Works  Company, 
M'illwall,  serving  as  examples  of  the  Stationary  or  Land  engine. 
'The  engines  are  used  at  the  Mill  wall  Docks  for  pumping  water  to 
hydraulic  accumulators,  under  a  pressure  of  750  lbs.  per  sq.  in. 
The  bed  plate  h  is  in  two  parts,  and  supports  the  high-pressure 
cylinders  bb,  the  low-pressure  cylinders  a  a,  the  pump  cylinders 
zz,  and  the  crank  shaft  bearings  m  m.  The  H.  P.  cylinder  is 
supplied  with  a  main  valve  d,  and  an  expansion  valve  e,  of  Meyer 
form,  the  valve  spindles  being  lettered  respectively  g  and  f.    The 
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valve  c  for  the  L.  P.  cylinder  is  double-ported,  but  not  relieved 
from  steam  pressure  at  the  back.  The  piston  rod  y  v,  being  pro- 
longed, forms  the  pump  plunger,  its  sectional  area  being  half  that 
of  the  pump  piston,  for  reasons  to  be  explained  in  the  next 
chapter,  j  j  is  the  steam  supply  pipe  to  the  H.  P.  cylinder,  k  its 
exhaust,  as  well  as  supply  for  L.  P.  cylinder,  and  the  L.  P.  cylinder 
exhausts  directly  into  the  condenser,  as  will  be  seen  in  Fig.  665. 


J^y^  665. 

The  surface  condenser  N  N  consists  of  a  rectangular  casing,  con- 
taining a  nest  of  tubes.  Cold  water  being  allowed  to  flow  in 
through  the  pipe  M,  passes  through  these  small  tubes,  first  through 
the  top  half,  returning  through  the  lower  half,  then  out  by  the 
pipe  L.  The  exhaust  steam  distributing  itself  outside  the  tubes, 
becomes  condensed,  is  taken  away  as  water  by  the  air  pump  q, 
and  delivered  to  the  hot  well  u ;  then  by  the  feed  pump  v  to  the 
boiler.      The  air  pump  bucket  has  four  valves  at  t,  fixed  foot 
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valves  s,  and  delivery  valves  r  to  prevent  the  water  returning. 
The  bucket  is  actuated  by  the  bell-crank  lever  ww,  connected  by 
links  to  the  crosshead  x.  .  The  connecting  rod  e  has  a  long  fork 
to  clear  the  pump  barrel ;  it  is  also  light  in  construction,  its  sole 
duty  being  to  transmit  equalising  energy  to  or  from  the  fly  wheel, 
in  addition  to  the  power  required  to  work  the  valves,     The  pump 
suction  pipe  is  at  dd^  and  the  delivery  pipe  at  bb,  but  full  ex- 
planation will  be  left  to  the  next  chapter.     We  must  not  omit 
to  mention  the  hydraulic  governor  g^  the    invention    of   Mr. 
C.  R.  Parkes,  M.LC.E.,  which   has  given  great  satisfaction  in 
its  working.     The  flying  balls  are  driven   from   the  engine  in 
the  usual  manner,   but  the  sleeve  opens  a  small  D  valve  to 
hydraulic  pressure  or  exhaust,  according  to  whether  it  rises  or  falls. 
Nothing  takes  place  until  the  governor  has  attained  a  speed  of 
15  revolutions  per  minute,  when  high-pressure  water  is  admitted 
into  the  cylinder  h^  and  the  ram  j  is  pushed  downward,  thus  also 
pulling  down  the  strap  k  and  raising  the  weight  /.     The  conse- 
quence is  that  the  pulley  f^  on  the  expansion  valve  spindle,  is 
rotated  so  as  to  increase  the  lap  of  the  Meyer  valve  and  secure  an 
earlier  cut-off*,  and  the  action  will  continue  until  the  speed  of  the 
engine  has  returned  to  the  normal,  when  the  governor  sleeve  will 
fall,  open  the  D  valve  to  exhaust,  and  allow  the  weight  /  to  lift 
ram  j  to  its  original  position. 

Triple  Expansion  Marine  Engines.— Figs.  666  and 
667,  Plate  XVI I. ,  are  two  views  of  the  triple-expansion  engines  of 
the  Pacific  steamer  Iberia^  designed  and  constructed  by  Messrs. 
David  RoUo  and  Sons,  of  Liverpool.  The  bed  plate  y,  in  three 
pieces,  carries  the  left-hand  standards ;  the  right-hand  standards  k, 
Kj,  and  Kji,  being  built  upon  the  condenser  v.  Cylinders, — The 
H,  P.  cylinder  a  is  33  ins.  diameter,  b  the  intermediate  is  54  ins., 
and  c  the  L.  P.  cylinder  is  88  ins.  \  while  g,  h,  and  j  are  the 
respective  pistons^  of  conical  form  to  combine  lightness  with 
strength,  and  each  having  a  stroke  of  60  ins.  To  minimise  the 
number  of  spare  parts,  the  cranks  yyy,  connecting  rods  zzz,  piston 
rods  DEF,  eccentric  s  and  rods  stu,  links  r,  gudgeons  zz^  cross  heads  v, 
and  pump  levers  jky  are  all  made  respectively  interchangeable ; 
only  a  small  alteration  occuning  with  the  rod  d,  which  must  have 
the  tail  or  upper  part  cut  off*.      Valves, — A  piston  valve  b  is 
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adopted  for  the  H.  P.  cylinder,  packed  with  flat  rings,  but  dis- 
tributing steam  like  a  D  valve.  To  save  space  two  piston  valves  c 
are  supplied  to  the  I.  P.  cylinder,  as  seen  by  the  valve  rods  3  and 
4,  connected  at  their  lower  ends  by  the  strong  crosshead  5 ;  and 
the  L.  P.  valve  d  is  double-ported,  while  being  relieved  on  its 
back  by  the  hollow  piston  h.  Piston  gy  with  steam  pressure 
underneath,  supports  the  weight  of  valve  ^,  and  the  I.  P.  valves 
are  similarly  supported  by  pistons  within  x  and  w.  Relief  valves 
uUy  on  the  cylinder  covers,  are  wing  valves  weighted  with  springs, 
serving  as  safety  outlets  for  condensation  water,  which  might 
otherwise  break  the  covers  when  the  pistons  moved  The  H.  P. 
and  I.  P.  slide  valves,  being  vertically  above  the  crank  shaft,  their 
eccentrics  are  set  to  lead  the  cranks,  but  the  L.  P.  valve  is  moved 
by  the  rocking  lever  q  r,  and  its  eccentrics  must  therefore  follow 
their  crank  (see  p.  646).  The  radius  link  is  formed  of  twa 
plates,  having  the  die  between  and  the  eccentric  rods  outside, 
thus  enabling  the  pin  centres  to  be  coincident  when  in  full 
gear.  The  steam  reversing  cylinder  /  has'  its  rod  u  coupled  to 
the  weigh  bar  lever  sp^  which,  through  the  drag  link  qr^  moves 
the  link  r  to  fore  or  aft  positions ;  expansive  adjustment  is  given 
by  the  screw  ^,  and  9  is  the  valve  lever  for  cylinder  /.  The 
exhaust  steam  passes  to  condenser  v  through  standard  k  ;  and  air 
pump  X  and  circulating  pump  w  are  worked  from  crosshead  v  by 
levers  y/^.  7  and  8  are  oil  pumps,  and  6  an  oil  reservoir  with 
gauge.  The  cylinders  are  jacketed  at  sides,  top,  and  bottom; 
and  drains  connect  to  tanks  which  shew  the  water  used. 

Condensers. — The  advantages  of  condensation  having  been 
discussed  theoretically,  we  will  now  describe  the  three  principal 
methods  of  realising  those  advantages  practically. 

The  Jet  Condenser,  Fig.  668,  applied  to  most  land  engines, 
consists  of  the  condenser  a,  where  exhaust  steam  e  is  met  by  a 
constant  spray  of  cold  water  from  injection  cock  o ;  the  air  pump 
B,  worked  from  the  engine  piston  rod ;  and  the  hot  well  c,  from 
which  the  condensed  steam  and  water  is  taken  to  feed  the  boiler. 
In  order  to  make  b*s  action  continuous,  there  is  a  suction  valve  s 
and  a  delivery  valve  d  at  each  end  of  the  cylinder. 

The  Surface  Condenser,  Fig.  669,  avoids  the  mixing  of  cooling 
water  with  the  steam  directly.     Formerly,  if  such  water  were  dirty 
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or  briny,  a  deposit  from  the  feed  water  occurred  on  the  boiler 
plates,  and  the  latter  were  injured  through  overheating. 

A  large  number  of  small  tubes  a  a  being  arranged  in  the 
casing  b,  th^  exhaust  steam  c  is  condensed  around  them  before 
being  removed  by  the  air  pump  d  to  the  hot  well  e.  The 
circulating  pump,  h,  takes  condensing  water  from  the  sea  and 
forces  it  in  at  G,  through  the  bottom  nest  of  tubes,  into  chamber  j, 
along  the  top  nest,  and  out  to  the  sea  again  at  f.  Consider- 
able heat  is  thus  thrown  away;  but  the  method  is  more 
economical  than  that  of  intermittent  blowing-ofF  of  hot  water 
from  the  boiler. 

The  Ejector  Condenser y  Fig.  670,  is  there  arranged  for  a  double- 
cylinder  engine,  e  e  are  the  exhaust  pipes,  and  c  is  connected 
to  a  cold  water  tank  having,  preferably,  a  little  head.  Live  steam 
introduced  at  l  starts  the  action,  but  is  afterwards  cut  off,  and  the 
condensing  water  adjusted  by  wheel  a.  Steam  is  then  condensed 
so  rapidly  as  to  cause  a  vacuum  in  chamber  v.  The  boiler  is  fed 
from  the  hot  well  f,  as  before.     {See pp,  896  and  1147.) 

Further  Marine  Details. — In  addition  to  the  engine 
details  already  described,  there  are  the  various  connections  to 
the  propeller,  and  the  propeller  itself. 

The  Screw  Propeller  for  the  Iberia  is  shewn  at  Fig.  672.  The 
blades  a  a  have  a  helical  or  screw* surface  (see  Fig.  35),  and  are 
bolted  separately  to  the  boss,  to  allow  of  adjustment  and  renewal. 
The  boss  is  cast  steel,  and  the  blades  of  manganese  bronze. 
E  is  a  section,  and  c  a  development  of  the  flat  surface. 

Fig.  674  represents  the  position  of  the  parts  between  engine 
and  propeller,  the  length  of  shafting  depending  on  the  engine 
position,  which  is  usually  central  for  stability. 

The  Thrust  Bearing  {descvihed  at  p.  506)  is  shewn  in  Fig.  671 
as  applied  to  the  Iberia,  To  increase  the  surface  resisting  pro- 
peller thrust,  there  are  seven  horseshoe  bearings  dd,  and  seven 
corresponding  collars  c  c  on  the  shaft.  The  bearings  being  faced 
with  white  metal,  and  supplied  with  oil  boxes  E  e,  are  strung  upon 
screwed  bolts  f  f,  fixed  to  the  main  casting  a  ;  and  the  nuts  so 
adjust  the  bearings,  that  each  takes  its  proper  share  of  the  thrust. 
GG  are  ordinary  supporting  bearings  with  oil  boxes  hh.  The 
shaft  is  cooled  by  circulating  water  beneath  it,  and  the  hollow 
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horseshoe  bearings  have  water  passing  in  and  out  at  j  j.  k  K  are 
lifting  eyes. 

The  Stern  Tube,  Fig.  673.  a  is  the  tail  shaft,  tapered  to  fit 
the  propeller,  where  it  is  keyed  and  gripped  by  a  nut  and  split 
cotter.  A  renewable  muntz-metal  sheathing  d  is  rolled  on  the 
shaft,  and  gives  a  smooth,  non-corrosive  working  surface.  The 
tube  B,  bolted  to  the  water-tight  bulkheads  at  h  h,  and  supported 
by  the  stem  frame  at  c,  has  a  bush  e  in  which  are  placed  staves 
of  hard  wood  {lignum  vita),  being  the  best  bearing  where  water 
is  the  lubricant.  At  the  other  end  a  stuffing-box,  formed  by  the 
neck  ring  f  and  gland  g,  prevents  water  entering  the  tube. 

Compound  Locomotive. — The  general  arrangement  of  a 
locomotive  being  well  known,  one  good  typical  example  will  here 
suffice.     The  example  chosen  serves  to  illustrate  the  ordinary 

*  inside  cylinder*  engine,  having  cylinders  within  the  frame,  the 
only  main  difference  being  the  arrangement  of  steam  pipes.  It 
also  shews  one  of  the  most  successful  adaptations  of  the  com- 
pound principle  to  locomotives. 

Figs.  675-6-7,  Plate  XVII'L,  are  views  of  a  Compound 
Express  Locomotive    for    the   North -Eastern   Railway,   on  the 

•  Worsdell  and  Von  Borrie '  principle.  The  main  frame  consists 
of  two  plates  ll,  a  cross  stay  i^,  and  buffer  beams  mm  :  the  front 
beam  carrying  the  buffers  n  n,  draw  hook  b,  and  coupling  screw  c, 
while  the  back  beam  faces  that  of  the  tender  q.  Between  m 
and  Q  are  placed  buffers  p,  pivot  50,  and  safety  links  88,  the  pull 
being  taken  by  the  draw-bar  6.  35  is  th^  foot-platCj  19  the  cab, 
to  shield  from  the  weather,  34  the  platform,  and  y  the  splasher  for 
the  driving  wheel :  ff^xt  lamp  brackets,  and  dd  lifeguards.  The 
cylinders  a  and  b  are  bolted  between  the  frame  plates,  and  slide 
valves  aa^  are  placed  above  the  cylinders  to  suit  Joy  gear,  whose 
various  links  z,  v,  x,  and  w  are  explained  at  Fig.  640.  There  are 
four  slide  bars  gq  io  each  cylinder,  and  two  motion  blocks  rri 
n  and  /  are  the  piston  rods,  and  m  m  the  connecting  rods.  The 
weigh-bar  shaft  s  is  moved  by  a  hand-wheel  and  screw  at  v, 
coupled  to  lever  /  by  the  rod  u,  e  e  are  the  driving  wheels,  and 
F  F  the  trailing  wheels,  with  j  and  K  the  respective  axles  :  the 
former  is  known  as  the  crank  axle,  and  in  the  N.E.R.  example  is 
turned  throughout.     The  wheel  centres  are  of  cast  steel,  but  the 
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tyres  are  rolled  weldless  anifit  into  annular  grooves  in  the  wheel 
rim,  to  resist  centrifugal  force.  The  front  end  of  the  frame  is 
supported  by  a  trolley  or  bogie^  which  permits  certain  side  move- 
ment when  travelling  round  curves,  h  h  is  the  bogie  frame,  with 
stay  rods  tt,  cc  the  bogie  wheels,  and  gg  the  axles.  A  block  or 
die  43,  curved  to  a  radius  from  42,  is  held  by  the  pin  d  ;  and 
guides  44,  similarly  curved  and  forming  part  of  the  bogie  frame, 
ride  upon  the  die.  If  43  were  rigid,  the  bogie  would  only  swivel 
round  42,  and  would  only  adjust  itself  to  certain  curves ;  but  the 
freedom  of  43  on  d  permits  a  further  angular  movement,  and 
the  virtual  centre  42  is  therefore  variable.  The  buffers  u  u  limit 
the  lateral  deviation,  and  springs  gg  return  the  bogie  frame  to 
central  position. 

Laminated  springs,  h  and  13,  and  helical  springs,  45,  placed 
between  frames  and  wheels,  lessen  the  shock  due  to  inequality  of 
permanent  way,  and  the  necessary  vertical  sliding  is  met  by 
providing  special  bearings,  S,  x,  and  14,  termed  axle  boxes,  for 
the  bogie,  driving,  and  trailing  axles  respectively.  R,  w,  and  15 
are  the  guides  in  which  the  boxes'  rise,  and  ^  is  a  wedge  to  take  up 
wear  in  the  main  box. 

A  hand  brake  1 1  is  used  in  emergency,  but  the  regular  work 
is  performed  by  the  Westinghouse  compressed  air  brake.  The 
steam  pump  5 1  fills  the  main  air  receiver  5,  from  which  auxiliary 
receivers — one  to  each  carriage,  and  one,  46,  for  the  engine — are 
further  supplied.  From  46  pipes  are  led  to  the  cylinders  4  4, 
and  the  air  pressure  moving  levers  2  2  put  the  blocks  3  3  on  the 
tyres.  Upon  exhausting,  3  3  are  released  by  springs.  When 
ascending  steep  gradients,  sand  is  driven  between  wheel  e  and 
the  rail  by  means  of  a  steam  jet  from  pipe  /,  the  sand  passing 
from  sandboxes  jj\  down  the  pipe  k.  Cylinder  cocks  18  act  as 
relief  valves,  and  are  opened  after  the  engine  has  stood  some 
time. 

Boiler  20,  and  firebox  21.  Very  little  description  is  needed 
beyond  that  at  p.  335.  Girder  stays  53  are  of  cast  steel,  and  52 
are  long  stay  bolts.  A  firebrick  arch  23  deflects  the  current  of 
heated  gases  over  the  box,  and  the  ash  pan  2  has  doors  or 
dampers,  both  before  and  behind,  for  regulating  the  draught. 
The  draught  is  *  induced '  by  the  exhaust  steam  escaping  at  the 
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blast  pipe  39,  gradually  contracted  towards  the  orifice  to  cause  the 
necessary  velocity  ;  and  the  smoke  box  22  must  be  air  tight,  so  its 
door  33  is  provided  with  two  handles,  one  for  turning  the  tongue 
catch,  and  the  other  for  tightening  the  screw.  A  jet  of  steam 
from  the  blower  40  causes  draught  when  the  engine  is  standing. 
The  steam  regulator^  56,  has  two  -slide  valves  worked  from  handle 
34,  the  main  valve  27  being  treble-ported,  and  the  *  easing '  valve 
28  double-ported  and  small  A  pin  55  connects  both  valves  Xxy 
the  gear ;  but  the  hole  in  27  is  slotted,  so  that  when  opening,  2& 
is  first  moved  (easily,  being  small)  and  a  film  of  steam  admitted 
between  the  main  valve  and  its  seat.  Next,  27  is  caught  by  the 
pin,  and,  on  account  of  the  relief  just  given,  can  be  moved 
without  difficulty. 

.  Under  ordinary  conditions  steam  first  enters  the  H.  P.  cylinder 
B  by  the  pipe  27,  exhausts  thence  to  the  L.  P.  cylinder  through 
30  and  28  (the  whole  pipe  forming  a  receiver  of  a  capacity  equal 
to  b),  and  finally  leaves  by  the  blast  pipe  39.  But  if  H.  P.  crank 
be  on  a  dead  centre  at  starting,  steam  must  first  be  admitted  ta 
the  L.  P.  cylinder  a,  and  yet  be  prevented  from  entering  b  for 
fear  of  blocking  the  piston.  Outside  the  smoke  box  a  valve  box 
61  is  fixed,  having  a  starting  valve  59  opened  by  a  rod  from  the 
foot  plate  when  required,  but  at  other  times  kept  closed  by  a 
strong  spring.  Pipe  41  takes  steam  from  the  boiler  to  61,  and  57 
carries  it  away  to  the  main  pipe  28,  entering  at  29 ;  and  a  pistoa 
62,  fitting  in  the  valve  box  61,  is  connected  to  the  rod  60  for  the 
purpose  of  lifting  the  flap  or  intercepting  valve  58,  which  is 
normally  open.  When  the  driver  wishes  to  start,  he  opens 
regulator  valve  27,  and  if  the  H.  P.  piston  refuses  to  move,  he 
pulls  the  small  lever  which  opens  59;  and  steam,  wire-drawn  to 
half  pressure,  enters  61,  moves  62  clear  to  the  left  and  closes  58, 
then  passes  by  57  and  29  to  move  the  L.  P.  piston.  Once  the 
engine  moves,  steam  enters  the  H.P.  cylinder  by  27,  the  propd: 
path,  exhausts  by  30  and  29,  and  acting  on  the  large  area  of  the 
flap  58,  opens  it,  and  once  more  valve  59  is  closed  by  its  spring. 

Instead  of  feed  pumps,  injectors  are  now  favoured  for  feeding 
locomotive  boilers,  and  two  of  these,  12,  12,  are  supplied.  They 
draw  from  the  tender  through  a  strong  rubber  pipe,  and  deliver 
through   the  clack  box  25,  in  which  is  a  non-return  valve.     A 
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double  spring-loaded  safety  valve,  31,  is  placed  over  the  firebox. 
The  valves  are  inverted  cones,  fitting  easily,  and  either  centre- 
point  can  be  lifted  by  the  lever  32  to  test  the  working.  A  safety 
link  placed  within  the  spring  holds  the  lever  in  case  of  breakage. 
71  is  the  steam  whistle ;  70,  a  lamp  bracket;  and  72  the  chimney, 
of  cast  iron*     38  are  lubricators  for  the  steam  chests. 

Tractive  Force  of  a  Locomotive  is  usually  taken  as 
the  mean  pull  exerted  on  the  moving  train,  and  may  be  estimated 
from  the  principle  of  work.     Thus  : 

Work  given  by  Steam  =  Work  dope  on  Train. 


Total  mean  pressure  )  ,     _  ^        .  (  half  wheel 

in  both  cylinders     /  ""  ^^""^^  '  ^'^''^-  ^^^""^  ""  \  circumference 

=  T   X    IT 


2  X X  /  =  T  X  IT  r 


.-.   T=^ 

2  r 

The  tractive  force  for  any  particular  starting  position  can 
only  be  found  by  first  ascertaining  the  crank  effort  for  that 
position  (E) ;  then,  by  moments  : 

2  r 

Of  course,  the  greatest  value  of  T  must  not  overcome  the 
adhesive  force,  or  slipping  will  occur  (see  p.  571).  The  tractive 
force  required  is  given  at  p.  569. 

Boiler  Fittings. — Boilers  having  been  described  at  pp.  330 
to  339,  it  remains  to  consider  the  principal  mountings  with  which 
they  are  fitted.  {See  Appendix  I.,p,  755  ;  Appendix  11.^  p.  833 
and pp,  899-905;  Appendix  III.^  p.  918.)     (See  also p,  1148.) 

Safety  Valves. — Lever-loaded  valves,  p.  482,  are  not  now 
in  favour,  on  account  of  the  fear  of  explosion  due  to  sticking. 
Directly-loaded  valves  may  be  either  spring  or  weight  loaded. 
The  former  has  been  shewn  at  31,  Fig.  675,  Plate  XVIIL;  and  a 
dead-weight  valve  is  given  at  Fig.  678,  as  applied  to  stationary 
boilers.  A  casing  a,  containing  the  weights,  is  hung  on  a  cup- 
shaped  valve  resting  on  the  conical  end  of  the  pipe  b.  The 
figure  shews  also  a  low-water  float  c  and  a  high-water  float  d, 
which  raise  rod  e  whenever  the  water  falls  too  low  or  rises  too 
high   respectively.      Marine  valves  are  spring-loaded,   and  the 
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Board  of  Trade  Rule  gives  half  a  sq.  in.  valve  area  for  every 
sq.  ftC  of  grate  surface.     {See  p,  902.) 

Mudhole  Cover. — Manhole  covers  are  merely  flat  plates 
covering  the  raised  mountings  shewn  at  Figs.  310  and  311 :  mud- 
hole  covers,  Fig.  680,  are  more  perfect  mechanically,  the  oval 
plate  A  being  kept  closed  by  the  steam  pressure,  and  further 
secured,  by  bolts,  to  bridge  pieces  b  b.  The  oval  shape  permits 
the  plate  to  be  entered  narrow-ways,  after  which  it  is  adjusted 
into  position. 

Pressure  and  Vacuum  Gauges. — The  Bourdon  Gauge, 
Fig.  681,  is  now  generally  adopted  for  both  purposes.  Within 
the  casing  a  is  a  curved  tube  c,  of  flattened  section,  as  at  d  :  it  is 
open  to  pressure  at  b,  but  blind  at  e.  If  the  pressure  increase 
above  the  atmosphere,  the  tube  distends,  and  point  e  moves  out- 
ward ;  but  a  decrease  of  pressure  below  atmosphere  still  further 
flattens  the  tube,  and  point  e  moves  inward  Both  movements 
are  transmitted  to  sector  f,  which  turns,  by  a  pinion,  the  pointer, 
thus  multiplying  the  motion ;  and  a  hairspring  on  the  pointer  axis 
takes  up  J)acklash.  The  graduations  are  made  by  experimental 
comparison  with  a  mercury  gauge. 

Injectors. — There  are  two  ways  of  feeding  a  boiler  with 
water  when  under  steam :  (i)  by  a  pump  either  driven  from  the 
engine,  or  steam-driven  and  self-contained,  then  known  as  a 
'donkey-pump;'  (2)  an  injector  may  be  used.  Pumps  will  be 
treated  in  the  next  chapter.  The  injector  forces  water  into  the 
boiler  without-  the  intervention  of  moving  mechanism,  and  the 
only  loss  is  that  due  to  fluid  friction,  while  the  delivery  of  hot 
instead  of  cold  water  is  a  gain,  not  to  speak  of  the  diminished 
strain  on  the  boiler.  In  Fig.  682,  a  is  a  section  of  the  instrument, 
and  B  shews  its  application.  The  injector  represented,  being 
non-lifting,  must  be  placed  at  the  tank  bottom,  but  its  parts  are 
essentially  the  same  as  those  of  other  injectors,  c  is  the  water- 
cock,  D  the  steam  cone,  e  the  combining  cone,  f  the  overflow 
pipe,  and  g  the  delivery  pipe,  h  is  the  steam  cock,  and  j  a 
non-return  clack  box.  Cocks  h  and  c  being  opened,  water  is 
forced  into  the  boiler  by  the  steam ;  and  it  long  remained  a 
surprise  to  engineers  that  steam  could  feed  water  against  its  own 
pressure.     The  explanation  is  this :  the  velocity  of  efflux  of  steam 
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is  some  16  or  18  times  that  of  water  at  the  same  pressure,  and 
the  jet  of  steam  escaping  from  d  is  so  suddenly  cooled  by  the 
tank  water  through  c,  that  it  has  not  time  to  reduce  its  velocity 
to  that  due  to  it  as  water,  and  therefore  succeeds  in  piercing  the 
boiler  water,  carrying  the  tank  water  with  it.  An  overflow  takes 
place  at  f  when  first  starting,  which,  however,  ceases  when  cocks 
c  and  H  have  been  mutually  adjusted. 

A  lifting  injector  must  permit  of  regulation  at  the  orifice  d 
and  ring  orifice  e,  for  the  conditions  of  vacuum-forming  and 
water-forcing  are  quite  different,  and  the  former  must  be  first 
satisfied,  after  which  the  latter  may  be  met  without  disruption 
of  the  water  column.  An  ingenious  method  of  automatic  lifting 
injector  is  now  in  operation,  where  the  throat  e  is  split  longitu- 
dinally, and  one  half  hinged  near  the  annulus,  the  *  flap  nozzle '  thus 
formed  also  causing  a  re-starting,  should  the  fluid  tend  to  disunite. 
Slightly  altering  the  cone,  proportions,  and  giving  the  water  a 
few  feet  of  head,  produces  an  injector  workable  by  exhaust  steam ; 
but,  on  account  of  the  variation  in  pressure,  the  flap  nozzle  must 
be  provided. 

Other  Mountings  for  the  boiler  are :  a  blow-off"  cock  near  the 
firebox  bottom,  gauge  cocks  about  3  ins.  above  and  below  the 
water  line,  fire  bars  and  bearers,  furnace  doors,  mud  plugs,  fusible 
plug  in  furnace  crown  to  melt  in  case  of  overheating,  and  thus 
cause  the  fire  to  be  extinguished,  clack  box  (j,  Fig.  68te),  damper 
for  regulating  draught,  a  filling  branch  when  no  other  hole  is 
convenient,  and  sometimes  a  scum  cock.  (SeeApp,  II.,  p.  902.) 
Combustion. — Combustion  or  burning  is  rapid  chemical 
•combination  accompanied  by  heat  and  sometimes  light.  If  con- 
siderable noise  be  caused  it  is  termed  an  explosion.  During 
combination,  heat  is  produced  equal  to  that  required  to  separate 
the  same  elements.  The  separation  of  catbon  and  hydrogen, 
and  their  re-combination  with  oxygen,  is  what  the  engineer 
needs  to  understand,  so  we  will  consider  the  burning  of  a  simple 
hydrocarbon  like  marsh  gas,  shewn  by  the  formula  : 

Marsh  gas  +  Oxygen  =  Carbon  dioxide  +  Water  (steam) 
CH4       -f     2  Oo     =  COo       \   +         2H2O 

a  case  of  complete  combustion,  for  no  single  element  remains. 
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Taking  the  atomic  weights  of  C,  H,  and  O,  as  12,  i,  and  16 
respectively,  we  have: 

Marsh  gas  +    Oxygen    =  Carbon  dioxide  +     Water 
(12  +  4)    +2(16x2)=    {12 +  (16x2)}    +2(2  +  16) 
that  is,      16  lbs.      +     64  lbs.     =  44  lbs.  +     36  lbs. 

or,  I  lb.        +       4  lbs.  gives     275  lbs.  +  2*25  lbs. 

Again,  i  lb.  of  carbon  burnt  to  CO2  gives  14,500  thermal 
units,  and  1  lb.  of  hydrogen  burnt  to  HgO  gives  62,032  units. 
In    I  lb.   of  marsh  gas   there  is  \  lb.  of  carbon  and   \  lb.   of 

hydrogen. 

Units.   . 
•.  \  lb.  Carbon  +  O       gives   14,500  x  \  =  10,875 
^  lb.  Hydrogen  +  O  gives  62,032  x  |  =  15,508 

Total    .     .     26,383 

Experimentally  we  obtain  a  total  of  23,582  units,  or  2801 
units  has  been  required  for  decomposing  the  C  and  H. 

Good  dry  bituminous  coal  contains  on  the  average,  by  weight, 

Carbon,  83-5  %       Hydrogen,  4-6  %       Oxygen,  3-15  % 

the  remaining  875  %  being  Nitrogen  and  Sulphur,  inactive 
elements.  Taking  100  lbs.  of  fuel  the  3 '15  lbs.  of  oxygen  is 
already  united  to  ^  x  3*15  =  -4' lb.  of  hydrogen  as  water,  and  the 
hydrogen  does  not  assist  combustion;  so  we  have  left:' 

835  lbs.  of  Carbon  4*2  lbs.  of  Hydrogen 

Now  12  lbs.  of  C  unite  with  32  lbs.  of  O,  or  as  i  :  2  66;  and 
2  lbs.  of  H  require  16  lbs.  of  O,  or  as  i  :  8. 

lbs.  of  O. 
•  '•  83*5  lbs.  C  require  835  x  266  =  222 
and  4-2  lbs.  H  require    4*2  x  8       =     33*6 

Total  weight  Oxygen  for  100  lbs.  coal  =  255*6  lbs. 

or  2*5  lbs.  of  Oxygen  is  needed  to  burn  i  lb.  of  coal.  But  air  is 
composed  of  77  part^Nitrogen  to  23  of  Oxygen,  by  weight. 

.-.    23  :  100  ::  25  =  i  o  lbs.  of  air  per  lb.  of  fuel. 
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Again,  we  have  per  lb.  of  such  fuel  '835  lb.  of  C  and  '042  lb, 

of  H, 

Heat  units. 
.*•  '835  lb.  Carbon  +  O       gives  14,500  x  -835  =  12,107 
•042  lb.  Hydrogen  +  O  gives  62,032  x    042  =    2,605 

Total  units     .     .     .     14,712 


By  careful  laboratory  experiment  one  lb.  of  such  coal  is  found 
to  have  a  calorific  value  of  14,701  thermal  units,  and  evaporate 
15  lbs,  of  water  at  212*.  Also  1 2  lbs,  of  air  are  required  per  lb. 
of  fuel.     {See  pp,  906  and  1148.) 

In  actual  practice  considerably  less  heat  is  developed,  and  the 
evaporation  is  good  at  10  lbs.  of  water,  being  commonly  6  or  8. 
Also  24  lbs.  or  312  cub.  ft  of  air  are  required,  with  natural 
draughty  to  dilute  the  gases  and  allow  the  air  to  reach  the  fuel. 

Forced  Draught. — The  essential  advantage  of  forced 
draught  lies  in  the  fact  that  a  smaller  dilution  of  the  gases  can 
be  allowed,  18  lbs.  of  air  per  lb.  of  fuel,  or  only  \\  times  what 
the  chemist  requires.  In  consequence,  a  higher  temperature  is 
obtained,  the  grate  and  heating  surface  being  much  more  efficient ; 
and  thus  a  smaller  boiler  will  serve  the  purpose,  a  great  advantage 
in  torpedo  boats. 

The  air  must  not  be  solely  fed  through  the  fire  .bars,  or  a 
tongue  of  flame  would  meet  the"  stoker  whenever  he  opened  the 
fire  door.  The  closed  stokehold,  the  earlier  method  of  solution, 
places  the  stoker  in  a  plenum  of  air  at  a  moderate  pressure,  which 
enters  the  furnace  as  usual.  The  later  method,  the  closed  ash- 
pit, requires  a  box-shaped  fire  door,  into  which  air  is  fed  as 
well  as  to  the  ashpit ;  but  the  air  to  the  latter  is  at  a  much  lower 
pressure.  The  air  from  the  box  door  passes  to  the  coals  through 
holes  in  the  baffle-plate,  and  the  supply  is  cut  off  automaticaUy 
whenever  the  door  is  opened.  Both  methods  still  have  their 
advocates.  The  pressure  is  caused  by  a  fan.    {See  App»  IJ.yp,  907.) 

Waste  of  Fuel  is  largely  due  to  formation  of  smoke  and 
incomplete  combustion,  the  carbon  partly  being  burnt  to  CO. 
Alternate  or  continuous  firing,  by  careful  men  or  mechanical 
stokers,  and  a  sufficient  supply  of  air,  are  the  only  remedies. 
The  gases  also  pass  up  the  chimney  at  a  greater  heat  than  6oo', 


Digitized  by 


Google 


Tfie  Gas  Engine.  699 

the  best  temperature  (that  of  molten  lead),  for  they  are  also  re- 
quired to  cause  draught :  a  quarter  of  the  total  heat  is  thus  wasted, 
and  can  only  be  partly  obviated  by  forced  or  induced  draught. 

The  Gas  Engine. — It  was  early  discovered  that  steam  and 
the  ^tearn  boiler  might  be  dispensed  with  if  a  mixture  of  gas  and 
air  were  fired  within  the  cylinder,  the  arrangement  constituting  a 
true  heat  engine,  both  pressure  and  temperature  rising  at  the 
moment  of  explosion. 

Supposing  marsh  gas  to^be  mixed  with  just  enough  air  for 
complete  combustion,  a  sharp  explosion  occurs  when  fired,  but 
if  either  gas  be  diluted  by  too  much  of  the  other,  combustion  is 
retarded  and  the  explosion  is  weaker.  Dugald  Clerk  in  1880 
made  experiments  with  coal  gas  and  air,  and  found  the  sharp- 
ness of  explosion  could  be  tempered  as  desired;  also,  that  the 
pressure  was  better  sustained  with  slow  combustion.  This  is  our 
experience  with  heavy  ordnance.  Treating  the  gun  as  an  engine 
cylinder,  rapid  explosion  causes  high  pressure,  followed  by  pretty 
rapid  fall^  and  but  a  small  work  area  is  enclosed.  Slow-burning 
powder  gives  a  lower  pressure  curve,  which  rises  somewhat  slowly, 
but  is  better  sustained,  and  a  much  larger  work  area  results. 
Clerk  shewed  that  the  best  working  proportions,  using  lighting 
gas,  was  I  of  gas  to  about  1 1  or  1 2  of  air. 

The  first  practical  gas  engine  was  produced  '  by  Lenoir  in 
i860.  It  was  double-acting,  charging  with  air  and  gas  during 
a  half  stroke,  firing  during  the  remaining  half,  and  expelling  the 
products  during  the  return  stroke.  Passing  over  the  Otto  and 
lyangen  engine  of  1867,  and  the  Bisschop  of  1870,  we  reach  the 
first  commercially  successful  engine,  the  Otto-Crossley,  introduced 
in  1877  by  Dr.  Otto,  who  applied  the  cycle  of  operations  originally 
proposed  by  Beau  de  Rochas  in  1862,  the  strokes  being  as  follows : 

ist  stroke  :   outward  »-♦  charge  of  gas  and  air. 

2nd  stroke  :   inward  <-«  compression  of  th^  charge. 

Dead  centre  ignition. 

3rd  stroke  :   outward  »-►  expansion  of  the  gases. 

4th  stroke  :  inward  ♦-«  expulsion  of  burnt  gases. 

An  explosion  only  occurs,  therefore,  every  fourth  stroke,  and 
a  heavy  fly-wheel  becomes  necessary. 
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But  one  detail  has  caused  some  trouble  to  all  inventors,  the 
question  of  igniting  the  explosive  mixture  without  escape  of  gas. 
Three  methods  have  been  used ; — (i)  Flame  ignition^  where  a 
portion  of  burning  gas  is  carried  through  an  aperture  in  the  slide 
when  the  latter  is  just  closing.  This  method  has  been  used 
extensively,  but  occasions  frequent  misfires  when  the  small  aper- 
ture becomes  carbon  coated.  (2)  Tube  ignition^  Fig.  682  a. 
Here  the  blind  tube  a  is  kept  at  a  white  heat  by  the  bunsen 
flame  p,  supplied  with  gas  from  b,  and  whenever  the  timing  valve 
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E  is  opened  by  the  spring  g,  the  charge,  which  has  been  com- 
pressed into  the  ignition  chamber  d,  then  ignites,  f  is  the  boss 
of  a  lever  which  keeps  valve  s  on  its  upper  seat,  and  allows  the 
contents  of  the  tube  to  be  cleared  through  hole  t.  Small  engines 
have  no  timing  valve,  ignition  only  occurring  when  the-  tharge  is 
compressed  into  the  tube.  Iron  tubes  have  to  be  replaced  every 
fortnight  at  the  latest  (3)  Electric  ignition  was  adopted  in  the 
Lenoir  engine,  but  in  a  faulty  manner.  The  current  from  battery 
L  was  intensified  by  the  coil  k.  It  passed  through  insulators  at 
M  M,  and  by  platinum  points  through  the  cylinder  n,  the  circuit 
being  closed  by  the  crosshead  j,  causing  sparks  at  mm.  The 
covering  of  the  platinum  points  with  carbon  or  watery  vapour 
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was  the  cause  of  failure.*  In  the  Simplex  engine  a  constant 
shower  of  sparks  takes  place  in  the  chamber  x,  the  current 
passing  through  the  insulator  u  and  back  by  v.  In  the  figure  the 
cylinder  is  being  charged  fi*om  s,  through  q,  but  when  the  slide 
moves  to  the  right,  r  connects  w  with  x,  and  ignition  occurs 
with  certainty.      {See  App,  L,p.  773,  and  App,  IV.^p,  963.) 

We  may  now  describe  the  Simplex  Engine  (Systbme  Delamare- 
Deboutteville  et  Malandin),  Figs.  683  to  688,  as  a  type  of  a 
well-designed  gas  engine,  a  is  the  cylinder,  supported  on  the 
bed  plate  h,  and  surrounded  by  a  water  jacket  b,  which  also 
protects  the  slide  casing  and  exhaust  outlet ;  n  is  the  mixing 
chamber,  and  c  the  piston  or  plunger,  d  is  the  connecting  rod, 
E  the  crank,  f  the  balance  weights,  r  the  crank  shaft,  and  g  g  the 
fly  wheels,  having  a  pulley  p  attached  for  driving  purposes.  Pipe  j 
is  always  open  to  air,  and  the  gaspipe  k  admits  gas  when  cock  l 
is  opened.  But  such  gas  is  only  allowed  to  enter  the  cylinder 
at  proper  times,  viz.,  when  the  charging  valve  m  is  opened  by 
projection  h  on  the  slide  spindle  g.  As  the  cycle  occupies  two 
revolutions,  the  shaft  q  (which  moves  the  slide  d  backward  and 
forward  through  the  disc  crank/)  makes  two  rotations  to  one  on 
the  main  shaft,  and  the  wheels  at  r  and  s  together  have  a  velocity 
ratio  of  2  :  i.  The  charging  and  ignition  having  been  described,, 
the  governing  and  exhaust  arrangements  remain.  Taking  the 
former,  shewn  in  Figs.  687  and  688,  the  method  adopted,  as  in 
other  gas  engines,  is  to  cut  out  one  or  more  chargings  when  the 
engine  speed  increases.  Upon  the  spindle  ^  is  a  small  tapered 
*  rocker 'y,  and  when  this  is  allowed  to  catch  the  stem  k  of  the 
charging  valve  the  latter  is  opened  The  governor  is  a  pendulum 
«/,  whose  lower  end  is  lifted  to  the  right  by  the  rocker/,  and, 
being  allowed  to  return  freely,  its  time  of  fall  is  invariable. 
Noting  that  the  rocker/ is  constantly  depressed,  as  in  Fig.  688,. 
by  a  spring,  suppose  engine  speed  to  be  normal,  and  /  to  be 
moved  to  the  right,  lifting  the  pendulum.  Returning,  the  pen- 
dulum bears  slightly  upon  the  rocker,  catch  m  lifts  /  to  the  hori- 
zontal, and  the  valve  is  opened.  But  if  the  slide  travel  too 
quickly,  m  misses/ when  returning,  and  the  result  is  a  'misfire,' 

*  M.  Deboutteville  inclines  to  the  former,  Prof.  Wm.  Robinson  to  the 
latter  cause. 
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as  shewn  in  Fig.  688.  The  pendulum  may  be  adjusted  to  the 
greatest  nicety  by  raising  or  lowering  ball  «.  The  method  of 
opening  the  exhaust  valve  is  seen  in  Fig.  686.  A  cam  e  on  the 
shaft  Q  lifts  the  lever  t,  pivoted  at  u,  and,  through  rod  v,  the 
*  crocodile  jaw'  w;  thus  raising  the  valve  against  the  springs  a  a, 
w  has  a  shifting  ftilcrum  at  x,  giving  a  larger  leverage  at  first,  and 
a  quicker  opening  afterward. 

Fig.  684  shews  the  indicator  diagram  obtained,  which  still 
further  illustrates  the  Otto  cycle.  One  difference  in  the  Simplex 
working  is  noticeable;  the  mixture  is  over-compressed,  that  is, 
a  small  return  motion  is  made,  after  leaving  the  dead  point, 
before  ignition  occurs,  and  the  force  of  the  explosion  only  reaches 
the  crank  when  it  is  in  a  better  position,  viz.,  at  15*  from  dead 
centre. 

For  the  best  economy,  gas  engines  should  work  with  *poor 
gas„'  as  produced  by  the  Dowson  plant  in  England,  and  the 
Buire-Lencauchez  in  France:  the  latter  is  used  in  conjunction 
with  the  Simplex  Engine.  Rich  lighting  gas  is  expensive  for 
large  engines.     (See  pp.  ^911  and  1 1 5 1 . ) 

Petroleum  or  Oil  Engines,  like  gas  engines,  are  of  the 
internal  combustion  type.  Petroleum  occurs  naturally  in  Russia 
and  America,  but  is  also  obtained  as  paraffin  by  shale  distillation. 
It  is  highly  complex,  consisting  of  several  liquid  hydrocarbons 
having  different  boiling  points :  thus,  when  heated,  giving  off 
first  the  lighter  oils,  then  the  burning  and  lubricating  oils,  and 
lastly  paraffin  wax  or  vaseline,  leaving  a  residuum.  The  light 
oils,  including  benzoline  and  naphtha,  are  dangerous,  Hashing  at  or 
b61ow  73'  F. ;  while  the  heavy  or  lighting  oils,  like  kerosene,  are 
thoroughly  safe,  resisting  the  flame  of  a  match,  or  even  the 
electric  spark.  But  the  heavy  oils  are  difficult  to  prepare  for 
the  motor,  where  they  are  to  be  intimately  mixed  with  air  to 
form  the  charge :  if  vaporised  at  low  temperature,  a  troublesome 
residue  is  formed,  while  gasification  at  high  temperature  produces 
also  tar. 

In  1888  Messrs.  Priestman  Bros,  acquired  the  Et^ve  patents 
(where  spraying  ^\\)^  air  and  evaporating  in  a  hot  chamber  was 
first  proposed),  and  after  considerable  experiment  produced  the 
first  practically  successful  engine  working  with  safe  oil,  doing  for 
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Oil  what  Otto  had  done  for  Gas.  While  sotne  air  was  required 
for  spraying,  a  further  quantity  was  introduced  to  complete  the 
explosive  charge,  and  the  mixture  then  fired,  the  combustion 
being  chemically  identical  with  that  in  the  gas  engine  or  boiler 
flue.  To  prevent  gasification,  the  hot  chamber  was  kept  at 
saturation  temperature,  and  the  engine  cycle  was  that  of  Beau  de 
Rochas,  now  adopted  in  all  oil  engines. 

Figs.  689  to  692  shew  the  present  form  of  Priestman's  engine. 
Figs.  689  and  690  being  side  and  end  views  respectively,  a  is 
the  cylinder ;  b  a  jacket,  through  which  water  is  circulated, 
entering  at  u  and  discharging  at  v;  and  x  an  escape  cock, 
removable  for  insertion  of  an  indicator,  c  is  the  plunger  piston, 
D  the  connecting  rod,  e  the  crank,  f  the  fly  wheel,  and  p  the 
the  driving  pulley.  The  main  frame  G  has  cast  with  it  the 
bearings  h  h  and  drip  cups  k  k,  the  oil  tank  j,  and  the  air 
passage  v,  firom  air  pump  to  oil  surface.  The  air  pump  l, 
supplying  pressure  air  for  urging  forward  and  spraying  the  oil, 
has  an  adjustable  suction  valve,  and  a  lubricator  v.  The  pump 
rod  M  travels- at  half  the  speed  of  the  connecting  rod  (due  to  gear 
at  14),  its  prolongation  q  opening  the  exhaust  valve  s^.  A  gauge 
4  shews  air  pressure,  which  is  regulated  by  relief  valve  9.  The 
igniter  z  is  an  Edison-Lalande  primary  battery,  capable  of  working 
four  months  without  attention,  the  current  being  intensified  by  an 
induction  coil;  and  while  one  pair  of  primary  wires  is  connected  to 
terminals  10,  and  passes  through  porcelain  insulators  to  platinum 
points  within  the  cylinder,  the  other  pair  couples  to  a  brass 
spring  II,  and  the  circuit  closes  when  the  knob  n  makes  contact 
with  II,  firing  the  charge.  No  difficulty  occurs,  aS  in  the  Lenoir 
engine,  from  carbon  deposit  or  watery  vapour,  h  is  the  spray- 
maker,  and  a  the  vaporiser,  the  latter  kept  at  constant  temperature 
by  the  exhaust  gases,  which  escape  by  pipe  t  and  chamber  ^,  to 
the  outlet  /.  Lamps  3  3  and  hand-pump  w  are  both  for  starting 
purposes,  while  8,  7,  6,  and  2  are  oil  or  air  pipes.  Gauge  z  shews 
oil  level  in  tank,  and  the  governor  u  acts  on  the  oil-admission 
plug. 

Fig.  691  is  a  vertical  section  of  the  cylinder,  shewing  r  the 
inlet  valve,  and  s  the  exhaust  valve;  the  ^former  opened  auto- 
matically by  piston  suction,  and  the  latter  by  lever  s^,  struck  by 
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rod  Q.  The  charge  is  prepared  in  the  vaporiser  a  (shewn  in 
horizontal  section  at  Fig.  692),  and  afterwards  drawn  through 
inlet  pipe  d  and  valve  R  :  the  exhaust  gases  pass  by  e  to  the 
chamber  b.  The  spraying  nozzle  «,  shewn  to  larger  scale  at  «i, 
consists  of  an  oil  passage  /,  and  a  re-entrant  cap  q^  forming  an  air 
passage.  Air  and  oil  being  ejected  at  equal  pressure,  meet  at 
the  mouthpiece,  and  are  there  converted  into  a  vaporous  spray 
filling  the  chamber  a.  The  oil  pipe  r  is  seen  in  elevation  at  7, 
and  the  spraying  air  enters  by  pipe  8.  The  auxiliary  air  for 
completing  the  charge  is  induced  by  the  suction  through  valve  k 
{being  there  filtered  through  cotton  wool)  and  along  pipe  h  to 
annular  chamber  /  whence  it  passes  to  the  vaporiser  \  and  a 
shutter  /  may  be  adjusted  by  hand,  or  closed  when  standing. 
Regulation  of  oil  and  air  is  effected  by  the  action  on  plug  /  of 
the  governor  «,  whose  vertical  spindle  is  connected  to  the  lever  «, 
depressing  the  latter  when  the  balls  rise.  The  oil  hole  is  seen, 
aty'j,  to  be  pear-shaped,  closing  or  opening  towards  the  pointed 
end,  never  being  entirely  shut,  but  full  open  when  the  engine  is 
at  rest  The  throttle  valve  ^,  on  plug  spindle,  tends  to  close 
simultaneously  with  the  oil  hole,  and  thus  the  air  and  oil  pro> 
portions  are  always  correct. 

The  difl!iculty  of  starting  is  simply  ovetcome.  A  little  pressure 
from  pump  w  forces  oil  and  air,  by  two  pipes  at  2,  to  the  lamps 
3,  3,  the  six-way  cock  x  being  turned  leftward  (see  Xj).  The 
lamps  are  then  lit,  and  the  vaporiser  made  somewhat  hotter  than 
usual  during  about  10  minutes.  Moving  x  to  shut,  the  fly-wheel 
must  be  turned  till  the  circuit  closes  at  n,  and  the  crank  takes 
the  dotted  position ;  and  the  relief  valve  9  being  screwed  down, 
a  pressure  of  about  25  lbs.  is  produced  by  the  hand  pump  w. 
Cock  X  is  next^  opened  to  spray-maker,  and  the  sprayed  oil  enters 
the  vaporiser  for  10  or  15  seconds.  Lastly,  cock  5  being  turned 
on,  a  quantity  of  compressed  air  passes  through  6  to  complete  the 
charge,  which,  now  having  a  high  pressure,  opens  the  inlet  valve 
R  and  ignites,  the  crank  rotating  till  the  next  impulse,  produced 
automatically. 

Oil  supply  in  j  is  sufl5cient  for  some  10  hours'  run,  but  may 
be  easily  replenished  by  pump  w  or  by  gravitation,  a  suction 
pipe  being  coupled  to  12.     In  the  latter  case  an  external  tank  ; 

I 


Digitized  by  VjOOQ IC 


Other  Oil  Engines.  709 

is  placed  above  j  and  is  connected  to  it  by  two  pipes  (for  oil  and 
air).  When  the  pressure  in  the  two  tanks  becomes  equal  the  oil 
runs  into  j  by  gravitation.  Lubrication  is  effected  in  the  usual 
manner,  at  all  parts  of  the  engine  except  the  cylinder ;  the  oil 
condensed  within  which  is  ample  for  the  purpose. 

Several  forms  of  oil  engines  are  now  made  by  other  firms,  but 
none  spray  the  oil.  In  some,  liquid  oil  is  evaporated  in  a  hot 
chamber,  forming  vapour  and  gas,  which  is  mixed  with  air  and 
fired  as  usual;  and  it  is  said  no  deposit  occurs  in  ordinary 
working.  In  others,  perfect  oil-gas  is  produced,  and  then  ex- 
ploded with  air,  but  the  engine  must  be  often  cleaned  from  tarry 
matter.     (See  Afpendix  IL,  p.  915;  also  p,  11 65.) 

Oil  Engines  for  Motor  Cars. — The  requirements  of 
motor  cars  have  developed  an  engine  of  very  sniall  Weight 
using  a  light  benzine  oil  called  'petrol.'  Further  information 
on  these  important  engines  will  be  found  in  Appendix  II., p.  915  ; 
Appendix  I V,^  p,  963;  and  Appendix  V.^p.  999;  also  p,  1182. 

Trials  of  Boilers,  Steam  Engines,  Gas  Engines, 
and  Oil  Engines. — See  Appendix  III, ^  p.  937  et  seq. 

Balancing  of  Engines. — See  Appendix  Hyp.  897,  Appen- 
dix IK,  p.  967,  and  Appendix  VI.,  p.  1 199. 

Hot-air  Engines. — See  Appendix  II,  p.  915. 

Steam  Turbines. — See  pp.  895,  966,  and  1168.  * 
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CHAPTER  XL 
HYDRAULICS   AND   HYDRAULIC   MACHINES. 

Fluids  are  defined  by  their  negative  property  of  non-resist- 
ance to  change  of  shape,  and  may  be  highly  compressible,  as 
gases;  or  very  slightly  compressible,  as  liquids.  Hydraulics 
treats  of  the  flow  of  water  in  pipes  and  canals,  and  with  that 
liquid — assumed  incompressible — we  shall  only  here  concern 
ourselves.* 

Head,  Pressure,  and  Velocity  Energy. — The  atmo- 
spheric pressure  supporting  30  ins.  of  mercury,  the  water 
barometer  has  a  height  of  34  ft. ;  thus  a  *  head,*  as  it  is  termed,  of 
34  ft.  balances  a  pressure  of  147  lbs.  per  sq.  in.,  and 

147         ^^ 

A  vertical  gauge  tube  c,  Fig.  693,  being  inserted  in  a  pipe  b^ 
water  rises  in  c  to  a  height  proportioned  to  the  pressure ;  then, 
connecting  head  and  pressure y 

PA  =  GHA 

P  =  GH  and  H  =  ^ 

G 

where  P  =  supporting  pressure  in  lbs.  per  sq.  ft. ;  H  =  height  of 
column,  and  A  its  area ;  and  G  =  weight  of  a  cubic  ft.  of  water. 
The  latter  varies  from  62-4  at  39**  F.  to  59-8  at  212**  F.  for  fresh 
water,  but  is  usually  taken  at  62^  lbs. ;  and  64  lbs.  for  sea 
water.     {See  Appendix  V.^p.  1006.) 

*  For  numbers  regarding  compressibility  of  water,  see  pp.  363-4.    * 
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Heady  Pressure,  and  Velocity  Energy,  71 1 

To  connect  head  and  velocity:  a  water  particle  of  weight  w, 
while  at  a,  Fig.  694,  has  a  potential  Inergy  a/H,  and  when  fallen 

to  B  a  kinetic  energy  of .    Neglecting  friction  and  other  losses, 

XT  «^ 

and  V  =  ^2^H  —  8  ^H  nearly. 

When  water  flows  steadily  between  reservoirs  kept  at  constant 

level,  any  portion  of  water  will,  neglecting  friction  and  viscosity, 

be  in  possession  of  an  unvarying  amount  of  energy,  which  may 

be  due  to  head,  pressure,  velocity,  or  all  three.     In  Fig.  695,  a 

pressure  column  a  falls  short  of  level  c,  a  portion  of  the  head 

energy  having  become  kinetic;  and  the  total  head  ||^  consists 

P  iP' 

of  H  due  to  unexpended  fall,  ^  due  to  pressure,  and  —  due  to 

velocity.     Multiplying  each  by  w  gives  the  respective  energy,  and 
the  energy  in  one  lb,  of  water 

f^  =  H  +  ^  +  - 
«  G       2^ 

An  interesting  experiment,  due  to  Froude,  is  given  in  Fig.  696. 
Two  tanks,  a  and  b,  have  discharge  pipes  c  and  d,  the  former 
throttled  at  e,  and  the  latter  expanded  at  f,  causing  the  velocity 
energy  to  become  respectively  greater  or  less  than  at  the  tank 
mouth,  as  shewn  by  pressure  columns.  Further,  the  horizontal 
pressures  at  e  and  at  f  exactly  balance,  and  there  is  no  tendency 
to  move  the  pipe. 

The  Jet  Pump. — With  sufficient  throttling,  the  pressure 
may  be  reduced  below  that  of  the  atmosphere,  the  principle 
employed  in  Prof.  Jas.  Thomson's  jet  pump.  Fig.  697.  Water, 
under  a  good  head,  enters  pipe  d,  and  passing  through  the  nozzle 
at  a  high  velocity,  produces  a  partial  vacuum  around  it  More 
water  entering  at  a  to  fill  the  gap,  the  combined  streams  dis- 
charge at  B,  and  thus  a  field  may  be  drained  or  other  work 
performed. 

Discharge  of  Water  from  Orifices. — A  tank  being 
emptied  through  an  orifice  near  its  bottom,  the  volume  of  water 
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712  Discharge  of  Waterfront  Orifices  : 

passing  per  second  is  the  product  of  water  velocity  (v)  and  orifice 
area  (A).     Neglecting  resistances, 

Theoretical  discharge  in  cub.  ft.  per  sec.    Q  =  Az'  =  8  A  ^/H 

But  on  account  of  resistances  v  is  less  than  8  JH  in  practice, 
so,  introducing  a  coefficient  of  velocity  ^  (about  '97), 

V  =  8^VH    (i) 

Or,  suppose  the  reduced  velocity  has  been  caused  by  a  loss  of 
head  Hp,  a  coefficient  of  resistance  p  (about  0628)  may  be  adopted, 
and  Hr  is  measured  in  terms  of  the  remaining  head  Hj. 

Let    Hr=  pHy 

Then  H  =  H^  +  H^  =  H^  +  pH^  =  (i  +  p)  H^ 

And,   V  =  8>/H^  =  8  \/-^ {2) 

Equating  the  two  values,  (i)  and  (2) : — 

cjK  =  yjL 

and  c  =  \/ .*.  p  =  -TiT—  I 

i+P  ^        c^ 

The  above  losses  all  occur  within  the  vessel  and  orifice:  a 
further  loss  is  caused  on  account  of  the  diminution  of  jet  area  by 
contraction,  at  a  distance  beyond  the  orifice  of  half  the  jet 
diameter.  Taking  .the  coefficient  of  contraction  k  (about  '64), 
let  real  area  =  kA:  then, 

Actual  discharge  in  cub.  ft.  per.  sec.     Qa  «  ^f  x  icA 

=  SckA^JH 

Or,  from  (2)           =  8  V—  icA 
L±£ 


For  simplicity  one  multiplier  may  be  adopted,  the  coefficient  of 
discharge  C,  equal  to  ?  x  k  (about  "97  x  "64  =  -62),  and  then 

Qa  =  8  AC  >/H 

All   the  coefficients    are    determined    experimentally,   c   by 
measuring  the  parabolic  form  of  the  jet,  k  by  set  screws  as  at  a 
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(Fig.  698),  and  C  by  gauging  actual  discharge.  Fig.  698  shews 
at  A  a  sharp-edged,  at  b  a  re-entrant,  at  c  a  cylindrical  and 
external,  and  at  e  a  bell-mouthed  orifice.     At  b  the'^contraction 


l^f  =     ^  Ei/3:§2^ 


CQMBmCD  STRSAMS 


tJeZ  pAjunrt 


is  greatest  by  reason  of  the  abrupt  deviation  of  the  stream  lines  > 
at  c  there  is  contraction  within  the  orifice;  and  at  e  no  free 
contraction,  so  that  there  C  =  r. 
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Gauge  Notc/ies, 


Table  of  Coefficients  (average  value). 


Orifice  is 

Sharp- 
edged. 

Re- 
entrant. 

Cylindrical. 

Bell- 
mouthed. 

c 

'97 

I 

•«2 

•99    : 

9 

0628 

0 

'5 

•02 

K 

•64 

•53 
•53 

I 
•82 

I 

C        j      -62 

1 

•99     1 

1 

Measurement  of  Stream  Horse-Power  by  Gauge 
Notches. — Let  a  stream  be  partly  dammed,  the  water  flowing 
through  the  rectangular  notchy  ab  c  d^  Fig.  699.  To  find  the 
discharge,  divide  H  into  very  small  portions  i^,  and  treat  every 
small  rectangle  as  a  separate  orifice,  whose  area  will,  when  h  is 
infinitely  small,  be  shewn  by  B.  At  any  depth  H^,  v  =  8  iv/H^, 
and  discharge  through  small  rectangle  =  8  B  x/Hj.  Shewing  the 
various  discharges  by  horizontal  lines  on  base  ef^  the  figure  is  a 
parabola  (the  lines  a  VHj),  whose  base  is  8  B  VH.     Then 

Theoretical       ^ 

cub.  ft.  per  sec.     ) 

Actual  discharge  Qa  =  5J  C  H  B  ^H  . 
where  C,  the  co-efficient  of  discharge 

=  *57  +  {breadth  of  notch  -^  (10  x  breadth  of  ^eir)} 

Prof  James  Thomson  adopted  the  triangular  notch  a,  where 
B/H  is  constant  throughout,  suspecting  that  C  would  be  thereby 
regular;  and  he  found  that  Q  a  H-.  .Taking  an  apex  angle 
of  90% 

Qa  per  sec.  =  2*635  >/H^ 

where  C  =  '617  (included  in  coefficient  2*635).    Finally,  for  any 
notch, 

Horse  Power  \  ^  foot  pounds  per  sec,  x  60  ^  QG      \  Je^ht  of) 
of  Stream    j  33,000  550  ^  J   ^lin   r 
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The  head  H  is  determined  by  a  stake  placed  in  still  water 
above  the  notch.     {See p.  1201.) 


Fluid  Friction.  —  The  general  laws,  p.  557,   state  that 
Fntt  ^f  and.  is  independent  of  pressure,  but  depends  directly  on 
the  wetted  surface     Measuring  the  surface  area  A  in  square  feet, 
F„  =  ;£Az;2 

at  moderate  speeds,  where  ^  =  '004  for  clean-  varnished  surfaces, 
and  '009  for  a  medium  sand-paper  texture  (Froude). 

Friction  ip  Pipes  is  principally  due  to  surface  or  skin 
friction,  viscous  resistance  being  extremely  slight.  Assuming 
G  =  2^  approximately,  and  placing  these  values  so  as  to  cancel, 


Total  F„  =  ^  O  A 


^g 


Supposing,  now,  a  piece  of  water  of  length  L  and  diameter  D 
of  the  pipe,  is  being  pushed  through  the  latter  at  velocity  v  : 


F„  per  sq.  ft.  of)  ^    ^rPL        z^ 

sectional  area  J       ^    7rD2-r4*2^ 


Q4/iL     z^ 


D    -2^ 

As  H  =s  '  ^  ^'   ',  we  divide  by  G,  and  obtain 

Head  lost  in  friction  =  4;,^  .  ^  {Sec  Appendix  1 1\ 
^D    '^S      P'  965-) 
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Virtual  Slope. 


Experiments  on  pipes  give  /x  =*   0075  ;  and  it  is  more  correct, 
when  calculating,  to  take  L  a  few  feet  at  a  time. 

.Virtual  Slope. — Water  being  discharged  from  reservoir  a. 
Fig.  700,  by  pipe  b  c,  with  a  constant  velocity  energy,  the  nett 
head  may  be  shewn  at  any  place  by  pressure  gauges,  d,  e,  f,  and 
G ;  and  in  any  particular  gauge  f  there  is  evidence  of  a  loss  H 
due  to  friction.  This  varying  a§  L,  a  straight  line  j  g  bounds 
the  water  columns,  and  is  called  the  line  of  virtual  slope  or 
hydraulic  gradient.  Suppose  the  pipe  be  laid  along  b  k,  pressure 
head  would  be  constant,  which  is  as  though  the  pipe  were  level, 
but  frictionless ;  but  however  b  g  be  laid,  j  g  is  inalterable,  only 
deviating  with  change  in  pipe  diameter.  After  crossing  the  line 
at  G,  the  pressure  within  the  pipe  is  less  than  atmospheric,  and 
the  water  tends  to  separate,  the  tendency  becoming  a  certainty 
at  c. 


~=i^-  J^ 


EigJQi 


^jf 


Loss  by  Eddies  and  Shock. — Water  poured  into  a  basin, 
as  at  A,  Fig.  701,  delivers  all  its  energy  as  shock ;  but  wherever  a 
sudden  change  of  velocity  occurs,  eddies  are  formed  which  absorb 
energy.     Pipe  b,  suddenly  enlarging,  decreases  the  water  velocity. 
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forming  eddies  at  the  comers,  and  the  relative  velocity  being 

Loss  in  foot  pounds  \  _•  w{t\ - ^2) 
per  second         J    t*        2g 

where  w  =  weight  of  water  passing  per  second. 

I^ssofhead  =  ^^^-"''^' 
2^ 

At  c  the  water  velocity  is  increased,  but  the  loss  is  about  as 
before.  There  is  a  very  small  loss  from  contraction  at  ^,  but  the 
loss  by  changing  the  velocity  from  v^  to  v^  must  be  reckoned. 

Any  sudden  deviation  as  at  d  causes  loss  of  energy,  probably 
by  eddies.    Adopting  the  formula, 


Loss  of  head  =  ^ 


v 


experimental  values  of  the  coefficient  ^  may  be  inserted  : 


^  = 

)           0    '           e 
,20         40 

60'  1  8o'  !  90' 

100' 

no' 

120* 

130- 

140- 

c  = 

,046      139 

•364 1  74    984 

1 
1-26  ii'556  i-86i 

2158 

a  43 1 

When  possible,  bends  should  continually  deviate  in  the  same 
direction  :  thus  case  e  is  worse  than  at  f,  for  in  the  former  there 
is  full  loss  from  both  bends,  while  at  f,  though  there  is  full  loss 
from  the  first,  there  is  very  little  from  the  second  bend.  With 
gradual  curvature  there  is  little  loss  besides  skin  friction. 

Principle  of  Momentum.— At  p.  473  it  was  stated  that 

force  causing  momentum  was  equal  to  j/     In  another  form 

T>/  —  ^^^        n      Impulse  _  Momentum       ^     ^  _  v 
~^  '    exerted  ~    generated        '^^/  -  7 

If  /  «  one  second,  and  w  =  weight  of  7vater  passing  per  second^ 

wv 


change  of  momentum,  and  P  =  -^  =  change  of  momentum. 


wv 

g 
a  formula  we  shall  now  apply  to  the  pressure  on  wheel  vanes. 

Case  L — To  find  the  pressiure  due  to  a  water  jet  on  a  fixed 

plate  A,  Fig.  702.     Measuring  v  in  jet  direction,  it  =  o  at  the 

plate.    Then, 

wv       ((^hv)v 


Pressure  on  plate 


change  of  momentum  =  —  =  ~ 
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7. 1 8  Pressure  on  Plates  and  Cups, 

Case  IL — Let  the  plate  move  in  the  direction  of  the  jet,  as 
at  B.     Weight  of  water  passing  per  sec.  =  GA(Vi  -  v^. 

Pressure  on  )       f  Momentum  before  )  _  (  Momentum  after  ) 
plate        j        (  impact  ]      \  impact  j 

i  g         '^        g 

Case  III. — The  reaction  wheel  c  is  only  different  from  the 
last  case  in  that  the  plate  pushes  the  water  and  the  plate  pressure 
is  caused  by  reaction.  Ships  driven  by  water  reaction,  as  was  the 
Waterwitchj'Zst  also  similarly  calculated,  and  the  best  conditions 
occur  when  v^^  \  v^. 


«4t 


(r^^ 


CASE  m. 


Case  IV, — A  moving  hemispherical  cup.  Relative  velocity  of 
jet  and  float  when  meeting  is  v^  -  v.^  (forward),  and  when  leaving 
is  v^  -  7/0  (backward) ;  so  absolute  discharge  velocity  is  cup  velocity 
minus  relative  backward  velocity  =  z'g  -  (z'j  -  v^. 

Absolute  velocity  of  jet  before  impact  =  ?;, 

»  >»         n      after  „     ^v^-{v^-v^^2v,^-v^ 

Weight  of  water  per  second  =  Qh.{v^  -  v^ 

.*.  P  =  difference  of  momentum 

g  g  ^  g    ^^^     ^'* 

If  v^  =  \  v^y  absolute  velocity  of  rejection  is  zero,  and  all  the 
jet  energy  is  expended  on  the  cups. 
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Best  Fonn  of  Vane.  719 

Case  V. — The  wheel  e  has  a  large  number  of  vanes  such  as  b. 
Then  a  plane  is  constantly  before  the  jet,  and  relative  velocity 

IS   V 

^'  Weight  of  water  per  sec.     =  GA??, 

Momentum  before  impact  «=  ^ 

Momentum  after   impact  =  ^ ^^ 

i 

.-.  P  =  difference  =  ^^^^^^^"^^^ 

g 
giving  the  general  rule  :  pressure  on  radial  floats  of  water 

wheel  =  weight  of  water  per  sec.  x  -^ ^ 

Case  VI.  (f,  Fig.  702),  is  a  similar  modification  of  Case  IV. 
Relative  velocity  before  impact  =  »j,  and 

Weight  of  water  per  sec.     =  Qikv^ 

^  e       '                 GA«r  2 
Momentum  before  impact  — 

Momentum  after  impact  =  ^-^ — ^ 

i  g         " 

giving  twice  the  advantage  of  a  fiat  plate. 

Best  form   of  Vane. — a  b,  Fig.  703,  is  the  float  of  an 
•undershot  water  wheel,  receiving  the  impact  of  a  thin  stream  d. 


FUjcr.?03 


Drawing  vj  the  velocity  of  water  jet,  and  Vf  that  of  the  float 
tangentially,  the  completion  of  the  parallelogram  gives  v^  the 
irelative  velocity,  in  magnitude  and  direction,  to  which  the  float 
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720  Water  Wheels, 

should  be  made  tangential.  This  form  of  vane  is  due  to 
Poncelet,  and  the  action  is  essentially  as  at  f,  Fig.  702. 

Water  Wheels — the  earliest  forms  of  water  motor — consist 
of  (i)  those  rotated  by  water  falling  down  the  rim,  known  as 
weight  machines ;  (2)  those  actuated  by  water  impact  on  their 
lower  floats,  and  called  impulse  machines.  Overshot  and  breast 
wheels  belong  to  the  former,  and  undershot  wheels  to  the 
latter  class. 

The  Overshot  Wheel,  Fig.  704,  is  suitable  for  falls  of  10  ft.  to 
70  ft,  with  a  discharge  of  3  to  25  cub.  ft.  per  sec.  a  is  the 
supply,  B  the  tail  race,  and  c  the  regulating  sluice.  Fairbaim 
improved  this  motor  by  driving,  from  teeth  upon  the  rim,  a 
pinion  d  so  placed  as  to  receive  nearly  all  the  weight  of  the 
driving  water.  Previously  all  the  power  had  been  transmitted 
through  the  axle.  The  efficiency  of  the  machine  is  about  75. 
Taking  Q  as  discharge  per  second, 

33,000 

and  the  water  velocity  will  be  slightly  greater  than  that  of 
wheel  rim. 

The  Breast  Wheel,  Fig.  705,  is  there  shewn  in  its  greatly 
improved  state,  as  due  to  Fairbaim.  The  breast  a  b,  lying  within 
^"  of  the  wheel,  keeps  the  water  in  the  buckets  through  a  greater 
length  of  rim  than  in  the  overshot  wheel,  permitting  its  escape 
into  the  tail  race  with  but  little  velocity.  The  regulating  sluice  is 
adjusted  by  a  governor,  and  the  penstock  c  is  provided  with 
guide  blades  to  direct  the  motion  of  the  entering  water.  The 
buckets  are  *  ventilated,'  that  is,  are  partly  open  to  the  wheel 
interior,  thus  permitting  air  to  pass  out  or  in  whenever  the  water 
enters  or  leaves  respectively. 

The  Governor,  Fig.  706,  is  of  the  Watt  type,  but  the  move- 
ments of  the  sleeve  a  merely  direct  instead  of  actually  cause 
the  movements  of  the  sluice.  Spindle  b,  hollow  in  its  lower 
portion,  carries  loosely  the  mitre  wheels  c  and  D,  each  gearing 
with  wheel  e  on  the  sluice  shaft  When  the  balls  rise,  sleeve  a 
lifts  by  rod  H  the  clutch  F ;  and  c  being  thus  put  in  gear,  the 
shaft  G  is  rotated   to  close  the  sluice.      If,  conversely,  speed 
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decreases,  the  balls  fall  and  put  d  in  gear,  thus  turning  g  oppo« 
sitely,  and  partly  opening  the  sluice.  The  governor  is  driven 
from  the  water-wheel  by  a  belt. 


Over'sfyjQi:    Wlhe/eh* 


The  Undershot  Wheel  \s  shewn  in  Fig.  707.  The  form  of 
float  has  been  drawn  at  Fig.  703,  and  there  only  remains  to  add 
that,  with  Poncelet's  improvements  in  floats  and  race,  the  water 
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The  Pelion  WfieeL 


leaves  the  wheel  with  little  absolute  velocity,  and  the  efficiency 
is  abotit  '66,  a  great  improvement  over  that  of  the  old  radial-float 
wheel,  which  was  only  -3.  As  the  water  never  fills  the  vanes, 
there  is  no  pressure,  but  pure  impulse  only,  and  the  efficiency  is 
therefore  constant  under  varying  sluices.  Horse-power  may  be 
reckoned  from  head  or  velocity  {se^  pp.  719  and  720).  The 
circumferential  velocity  is  about  '55  of  that  due  to  head,  and  the 
jet  thickness  is  about  8  or  10  ins.  The  wheel  is  suitable  for  falls 
up  to  6  feet,  and  the  diameter  may  be  four  times  the  fall. 


WOoUe^-  WTvejtL 


H,         JTjL^,  707 


Pellr^n.  W^ie^l 


The  Pelion  Wheei^  ¥\g,  708,  is  an  American  machine,  in  which 
a  small  jet  issues  from  a  nozzle  a,  with  great  head,  and  impinges 
on  a  series  of  cups  b  b,  of  the  form  of  a  split  semicircle  in  end 
elevation  c,  and  simply  cup-form  in  side  elevation  d.  In  this 
way  the  jet,  about  J"  diameter,  is  split,  and  returned  without 
serious  shock.  In  one  example  320  H.  P.  was  given  off  from  a 
fall  of  523  ft,  the  nozzles  being  one  inch  diameter.  The  efficiency 
is  commonly  -8,  but  may  reach  -9. 
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Turbines,  formerly  including  only  horizontal  types,  is  the 
term  now  applied  to  all  water  wheels  in  which  a  relative  move- 
ment of  the  water  to  the  wheel  causes  reaction.  The  Reaction 
i^heel,  Fig.  709,  is  the  earliest  form,  being  a  turbine  without 
guide  blades.  The  casing  a,  or  wheel  proper,  has  tangential 
nozzles  bbb,  through  which  the  water  leaves,  entering  at  c;  its 
reaction  on  a  thereby  producing  motion.  If  the  best  velocity, 
"that  due  to  head,  be  employed,  an  efficiency  of  6  is  attainable ; 
^ut  otherwise  there  is  considerable  waste  of  energy.  This  fact 
led  to  the  introduction  of  guide  blades  and  curved  vanes,  and  the 
.invention  of  the  true  turbine. 


B^fi^tA^  MtU.  ,  O/i  SCOTCH  ruReiNK 
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The  Foumeyron  Turbine,  Fig.  710,  is  an  outward-flow  and 
-also  a  pressure  turbine,  the  wheel  passages  being  kept  full  a,  the 
wheel,  is  keyed  to  shaft  b  to  transmit  the  power,  and  the  water 
flowing  downward  from  c  is  so  deviated  by  fixed  guide  blades  dd, 
that  it  enters  the  wheel  nearly  at  a  tangent.  The  wheel  vanes  are 
-so  curved  that  the  flow  is  then  changed  to  a  radial  direction,  the 
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water  leaving  with  little  absolute  tangential  velocity,  having  given 
some  70  or  80  %  of  its  energy  to  the  wheel  Regulation  by 
throttling  always  reducing  the  efficiency  considerably,  the  wheel 
is  divided  by  horizontal  plates  at  g,  so  that  in  the  drawing  there 
are  three  separate  turbines  which  can  be  shut  off  in  succession  by 
lowering  the  hollow  cylinder  f.  Oil  is  supplied  to  the  footstep 
J  through  a  pipe,  but  immersed  footsteps  are  now  superseded. 
Horse-power  may  be  found  either  by  bead  or  impulse  formulae. 

The  Jonval  Turbine^  like  the  Fourneyron,  is  a  pressure  turbine ; 
but  while  the  latter  works  best  above  tail  water,  the  Jonval  is 
always  drowned  or  else  connected  to  tail  water  by  a  '  suctipn  ^ 
tube  not  more  than  30  ft.  high,  and  therefore  full  of  water.  Thus 
a  certain  head  may  be  saved,  which  might  be  lost,  through  com- 
pulsory  position  of  the  turbine.  Fig.  711  is  a  vertical  section, 
where  a  is  the  wheel,  b  the  guide  blades,  and  c  the  shaft ;  and 
the  water  flowing  parallel  to  the  shaft  gives  the  title  'paralleF 
flow '  to  this  class  of  turbine.  Regulation,  formerly  effected  by 
throttling,  is  now  preferably  obtained  by  closing  a  number  of  guide 
passages,  preserving  complete  admission  for  the  remainder.  \xt 
the  figure  the  guide  passages  form  concentric  semicircles  g  g  in 
plan,  and  are  so  bent  in  elevation  as  to  meet  the  wheel  passages- 
A  A,  which  form  a  complete  circle  in  plan.  This  arrangement 
provides  retiring  room  for  the  sluices  f  f. 

The  Girard  Turbine  was  introduced  to  provide  against  the 
loss  of  efficiency  which  always  occurs  when  pressurfe  turbines- 
work  with  fractional  supply.  This  fault  being  due  to  the 
attempted  driving  with  a  pressure  for  which  they  were  not 
designed,  Girard  widened  his  wheel  passages  towards  the  outlet, 
and  ventilated  them  so  as  never  to  entirely  fill  them  with  water. 
The  energy  is  then  purely  due  to  velocity,  and  the  turbine  is 
an  impulse  machine;  it  has  also  a  parallel  flow  and  complete 
admission  to  whatever  guide  passages  are  open.  In  Fig.  712, 
A  A  are  the  guide  blades  and  b  the  wheel.  The  latter  is  keyed 
to  the  hollow  shaft  p  f,  which,  continued  upward,  joins  the 
solid  shaft  o  and  transmits  the  power.  The  whole  is  hung  on  a 
pivot  bearing  j  carried  on  the  fixed  pillar  h,  and  the  same 
arrangement  appears  in  Fig.  711.  The  guide  passages  may  be 
closed  by  vertical  shutters  k  k,  whose  rods  are  coupled  to  rollers. 
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L  L  lying  in  the  groove  m  m  ;  and.  as  the  ring  q  is  revolved,  by 
hand  or  governor,  through  gear  n,  the  shutters  are  completely 
raised  or  lowered,  according  to  direction  of  rotation. 

In  Fig.  713  the  actual  path  of  the  water  is  shewn  in  a  Jonval 
turbine  at  a,  and  in  a  Girard  turbine  at  b,  ab  being  free  path  and 
velocity  due  to  guide  blades,  and  b c the  wheel  velocity \  ac\%  the 
relative  velocity,  and  shews  actual  path  in  general  direction. 
Making  c d  =  be,  ad  will  be  the  line  of  wheel  vane  causing 
curved  water  path  a c,  the  horizontal  ordinates  of  curvature  on  ad 
and  a  c  being  equal. 
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Fig.  714  is  a  diagram  shewing  comparative  efficiencies  under 
varying  openings.  Although  the  Girard  is  usually  less  efficient 
than  pressure  turbines  with  full  sluice,  its  efficiency  is  unimpaired 
by  fractional  opening. 

Thomson's  Turbine,  Fig.  715. — Here  the  supply  water  a  enters 
the  rim  of  the  wheel  b,  and  escapes  axially  into  c  the  tail  race,  so 
the  machine  is  called  an  inward-flow  turbine.  Its  energy  is 
largely  due  to  pressure,  the  outlet  being  either  drowned  or 
connected  with  a  suction  pipe.  Referring  to  the  plan,  the  guide 
blades  d  d  are  pivoted  at  e  e,  and  can  be  moved  in  or  out  by  the 
levers  and  links  f  f.  Then  the  vertical  shafts  at  f  f  are  all 
connected,  and  rotated,  through  worm  gear,  by  the  hand  wheel  g  ; 
thus  more  or  less  water  may  be  admitted  to  the  wheel.  Although 
the  gear  is  complicated,  its  action  is  very  perfect,  the  supply  being 
regulated  without  materially  affecting  angle  of  blades  or  other 
conditions,  and  a  nearly  maximum  efficiency  of  75%  obtained  for 
all  openings.     The  wheel  is  shewn  in  detail  at  h. 
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Turbines  may  be  finally  classified  as  follows  : — 


Pressure  or  Reaction 
Turbines. 
Wheel  passages  filled. 
Energy  largely  due  to  pressure. 
Discharge  usually  below  tail  water, 
or  into  suction  pipe. 

f  Parallel  or  axial (Jonval). 

•   i  Outward (Foumeyron). 

oi  V  Inward    (Thomson). 

^  1  Mixed,  viz.  inward  and  parallel 
(Schiele). 


Impulse  Turuines  :  or,  Turbines- 

OF  Free  Deviation. 
Wheel  passages  never  filled. 
}   Energy  entirely  due  to  velocity. 
Discharge  above  tail  water. 
No  suction  pipe. 
Parallel  or  axial "  (Girard)., 
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7^8  The  Centrifugal  Pump. 

As  the  water  has  no  forward  momentum  on  leaving  the  wheel, 
each  pound  suffers  a  change  of  momentum  ?',  where  v  is  the 
forward  component  of  the  entering  velocity.      * 

.  •.  Forward  pressure  on  wheel  due  to  )    __  ^ 
each  pound  of  water  per  sec       )    ^  g 

Multiplying  by  v^  the  velocity  of  wheel  rim :  Useful  work 

per  lb.  of  water  ?=  — ^  foot  pounds  per  second.     Now  the  energy 

given  per  pound  of  water  is  H  foot  pounds,  of  which  jy  H  is  given 
to  the  wheel : 

the  fundamental  equation  for  turbines.  The  object  also  of 
curving  the  guide  blades  is  to  give  a  large  forward  velocity  to  the 
water;  and  the  wheel  blades  are  so  curved  as  to  reduce  that 
velocity  to  zero,  thus  giving  all  possible  energy  to  the  wheel. 

The  Centrifugal  Pump  is  simply  a  reversed  turbine,  for, 
while  water  enters  the  wheel  eye  without  whirl,  it  receives  con- 
siderable tangential  velocity  by  the  time  it  reaches  the  wheel 
rim.  The  pressure  thus  given  to  the  water  being  found  from 
momentum,  increase  of  head  is  obtained ;  then,  from  the  previous 
paragraph,  taking  v  —  tangential  component  of  water  velocity 
when  leaving,  and  v^  the  peripheral  velocity  of  wheel 

where  i\  is  about  7.  Fig.  716  gives  the  sections  of  a  pump  to  lift 
16  ft.,  with  a  pipe  velocity  of  7  ft.  per  sec.  The  water  path  from 
€ye  to  circumference  is  that  of  a  free  vortex,  the  form  being  a 
logarithmic  spiral,  and  the  direction  of  wheel  rotation  is  shewn  by 
the  arrow.  The  casing  b  is  a  volute-shaped  pipe  of  increasing 
diameter  towards  outlet,  to  accommodate  itself  to  quantity  of 
water  passing,  d  d  are  hand  holes,  and  cover  e  is  removable  so 
that  the  wheel  may  be  withdrawn  when  required,  f  is  a  small 
*  whirlpool  chamber '  to  let  the  change  from  velocity  to  pressure 
•energy  be  made  with  little  shock.  In  starting,  sluice  c  is  closed 
and  air  exhausted  by  a  steam  jet  through  ejector  g,  when  water 
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rises;  the  sluice  is  then  slowly  opened  while  the  shaft  is  being 
rotated,  and  pumping  becomes  continuous  (scale  of  figure  ^j^)* 


The  Hydraulic  Impulse  Ram,  invented  by  Montgolfier, 
enables  a  large  flow  of  water  with  small  head  to  lift  a  smaller 
quantity  against  greater  head ;  and  is  commonly  used  to  provide 
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Suction  and  Force  Pumps. 


water  supply  from  a  low  stream  to  a  house  on  a  hill.  In  Fig.  717- 
valve  A  is  slightly  heavier  than  the  static  pressurje  of  the  stream, 
water,  which  enables  the  latter  to  pass  through  and  acquire 
velocity.  This  rush  closes  a  and  the  impact  is  received  on  b, 
which  opens,  allowing  a  portion  of  the  liquid  to  pass.  The 
water  at  c  again  endeavouring  to  come  to  rest,  A  opens,  and  the 
action  is  repeated.  The  air  vessel  d  promotes  steadiness  of  flow. 
Piston  Pumps. — The  Suction  or  Lifting  Pump,  Fig.  718, 
is  placed  at  not  more  than  30  ft.  above  supply  water.  Piston  a 
carries  a  delivery  valve,  and  c  is  a  suction  or  foot  valve,  both 
oiiening   upward.      Then   the  machine  is  at  first  an  air  pump- 
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procuring  a  partial  vacuum  within  E,  which  at  once  fills  with 
water  from  d.  When  high  enough,  water  is  simply  lifted  from 
E  to  F,  and  flows  away.  The  resistance  to  upward  motion  is  due 
to  a  column  of  water  of  height  h,  and  base  equal  to  piston  area. 

The  Force  Pump,  Fig.  719,  is  adopted  for  greater  heads,  only 
a  small  portion  of  the  work  depending  on  vacuum  formation. 
When  plunger  a  is  raised,  water  enters  through  the  suction  valve 
H,  and  on  a's  descent  this  water  is  forced  through  the  delivery 
valve  c,  the  head  depending  on  pressure  exerted.  Air  in  the  vessel 
D  is  compressed  during  delivery,  and  acts  as  a  spring  to  continue 
the  flow,  while  the  plunger  is  occupied  on  the  suction  stroke. 
Cock  E  is  used  to  re-charge  with  air  when  the  latter  is  absorbed 
by  the  water.     A  double-acting  force  pump  has  one  delivery  and 
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one  suction  valve  to  each  end  of  the  cylinder,*  and  the  plungei 
becomes  a  piston. 

All  the  preceding  may  be  driven  by  steam  power.  The  oldest 
steam  pump  yet  in  use  is  the  Cornish  engine  a,  Fig.  726.  Its 
pumps  are  of  the  lift  type,  arranged  in  relays  with  less  than.  30  ft. 
between  each  pair,  and  the  water  is  lifted  from  tank  to  tank  till  it 
reaches  the  surface.  Two  forms  of  'donkey  pump'  are  also 
shfewn  at  4,  Fig.  447,  and  i,  Fig.  448,  pp.  486  and  488,  where  the 
engine  valves  are  operated  from  a  crank  shaft  There  is,  how- 
ever, another  class  of  pump  which  dispenses  with  the  crank,  being 
therefore  called  *  direct-acting,'  and  probably  the  best  of  this  class 
are  those  that  necessarily  work  in  pairs,  being  termed  '  duplex.' 

The  Worthington  Pump  is  a  duplex  steam  pump,  its  ordinary 
form  being  shewn  in  Figs.  720  and  720^.  Two  steam  cylinders 
side  by  side  at  a,  have  pistons  connected  directly  to  two  pump 
plungers  at  b.  When  a  d  valve  is  employed  for  an  engine 
working  without  expansion,  the  valve  and  piston  strokes  cross 
mutually  at  half  phase,  and  the  piston  cannot  then  directly 
actuate  the  valve.  In  this  pump,  piston  No.  i  works  valve  No.  2, 
and  piston  No.  2  moves  valve  No.  i,  by.  lever  gear,  the  motion  of 
the  two  pistons  being  alternate ;  thus,  levers  l  and  m  rock  valve- 
levers  /  and  m  respectively.  The  valves  and  pistons  are,  however, 
so  interdependent,  that  immediately  steam  enters  either  cylinder, 
the  action  of  the  engine  commences  as  a  whole,  and  will  continue 
unless  special  friction  difficulties  intervene.  To  enable  each 
piston  stroke  to  be  completed  before  the  valve  reopens  to  steam, 
the  exhaust  ports  c  c  are  separate  from  the  steam  ports  d  d  ; 
a  quantity  of  steam  is  thus  also  imprisoned  as  a  cushion.  In  the 
pump,  E  El  are  the  suction,  and  f  Fi  the  respective  delivery  valves, 
small  and  numerous,  to  give  sufficient  area  while  diminishing  the 
closing  blow.  The  arrangement,  also,  enables  the  pump  to  both 
draw  and  deliver  at  every  stroke,  and  the  contrivance  is  double- 
acting  ;  in  addition,  the  air  vessel  j  equalises  the  flow,  and  the 
water  leaves  at  k. 

The  expansive  use  of  steam  has  been  provided  for  in  the 
Worthington  high-duty  engine.  Fig.  721.     The  engines  are  a  pair 
of  tandem-compounds,  where  a  is  the  high-pressure,  and  b  the 
*  Except  in  the  case  of  the  accumulator  pump,  Fig.  722. 
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low-pressure  cylinder;  and  each  engine  works  its  neighbour's 
valves.  Thus  the  lever  c  of  the  opposite  engine  moves  the  rods 
D  and  T,  from  which  a  system  of  link  work  connects  to  Corliss 
valves,  the  fulcra  above  and  below  the  cylinders  being  used  re- 
spectively for  the  exhaust  valves  f  f,  and  steam  valves  e  e.  After 
use  in  both  cylinders,  the  steam  exhausts  into  the  condenser  g, 
from  which  the  water  and  vapour  is  withdrawn  by  the  air  pump  h, 
and  delivered  into  the  hot-well  s.  The  pump  itself  needs  ho 
description,  but  special  attention  must  be  drawn  to  the  means 
by  which  the  driving  force  is  so  equalised  as  to  be  nearly  uniform 
when  delivered  to  the  plungers.  Compensating  cylinders  l  l,  or 
*  pots,'  rocking  on  pipe  trunnions,  contain  water  under  a  steady 
pressure  of  about  200  lbs.  per  sq.  in.,  and  have  plungers  pivoted  to 
the  pump  rod.  This  pressure  constitutes  a  resistance  to  the  steam 
pressure  during  the  first  part,  and  an  assistance  during  the  second 
part  of  the  stroke,  much  in  the  same  manner  as  the  inertia  of  the 
reciprocating  parts,  and  the  effect  on  the  work  diagram  is  shewn 
at  M.  a  and  b  are  the  indicator  cards ;  c  and  d  shew  the  pressure 
exerted  by  the  pot  plungers,  c  assisting,  and  d  opposing  the  steam 
pressure :  e  is  the  combined  effective-pressure  diagrams  from  both 
cylinders;  and /is  the  resultant  pressure  on  the  pump-rod  after 
adding  c  and  deducting  d.  The  pot  pressure  is  kept  sensibly  con- 
stant by  the  intensifier  n,  whose  larger  piston  p  ^is  under  an  air 
pressure  of  about  75  lbs.  per  sq.  in.  from  the  air  vessel  K,  due  to 
the  water  column  ;  and  the  smaller  area  q  is  exerted  on  the  water 
in  the  pots.  The  arrangement  constitutes  a  sort  of  governor,  which 
controls  the  pump  stroke,  shortening  it  if  a  pipe  happens  to  burst. 
To  accurately  adjust  the  pot  pressure,  some  air  is  admitted  under 
p  by  cock  R,  causing  a  pressure  of  about  35  lbs.  per  sq.  in.  These 
pumps  are  constructed  by  Messrs.  Jas.  Simpson  &  Co. 

The  Accumulator  Purnp^  Fig.  722,  is  a  double-acting  pump, 
requiring  but  one  suction  and  one  delivery  valve.  On  account  of 
the  great  pressure  to  be  resisted  (750  lbs.  per  sq.  in,),  an  air 
vessel  is  inadmissible.  Referring  to  Fig.  663,  in  addition  to  Fig. 
722,  the  piston  a  has  twice  the  sectional  area  of  rod  b;  so  when 
A  moves  rightward,  displacing  the  whole  cylinder  volume  through 
delivery  valve  d,  half  returns  into  b,  and  half  goes  to  delivery  pipe 
b.     A,  returning  leftward,  draws  a  whole  volume  through  suction 
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valve  c,  none  passing  d,  whUe  the  volume  in  b,  ox  half,  goes  to 
delivery  pipe :  thus  there  is  constant  delivery,  though  suction  only 
occurs  on  alternate  strokes.  An  additional  non-return  valve  e 
permits  each  pump  to  be  worked  separately.  i^See  also  pp.  1204 
to  12 10.) 


TO   mccui'MJt.mTo^ 


fKOMt    /»rJ»^*'o»^ 


€U>7ruijoLnC6jony  cff 


77Ae  JPjLclSyometer 
\F!.lcr  724. 


Pump  Efficiencies.  —  At  Fig.  723  is  a  diagrammatic 
statement  of  the  efficiencies  of  centrifugal  and  piston  pumps 
under  different  heads,  shewing  tha^t  the  former  are  least  efficient 
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under  large  head,  and  the  latter  under  low  head.  In  con- 
sequence, simple  centrifugal  pumps  are  only  employed  for  pumping 
large  volumes  of  water  under  small  head,  while  positive  pumps 
are  more  suitable  for  pumping  small  volumes  under  great  pressure. 

The  Pulsometer  is  a  pump  in  which  steam  acts  directly 
on  ihe  water  without  the  intervention  of  a  piston.  It  is  naturally 
wasteful  in  working,  but  is  simple  and  quickly  applied  on  emer- 
gency. Referring  to  Fig.  724,  there  are  two  side  chambers  a  a 
to  receive  the  water  alternately,  and  an  intermediate  vessel  h, 
whose  purpose  will  be  Explained,  ee  are  suction  and  gg  delivery 
valves,  B  a  foot  valve,  n  the  delivery  chamber,  connected  to  a  by 
short  pipes  f  f,  and  q  the  rising  main  or  delivery  pipe.  To  start 
the  pump,  the  three  vessels  are  filled  through  the  hole  c,  the 
water  resting  on  foot  valve  b.  The  ball  l  being  compelled  to  lie 
on  one  or  the  other  seat  at  jj,  steam  is  admitted  at  k,  and, 
entering,  say,  the  right-hand  passage,  displaces  the  water  through 
F,  without  agitatioTiy  until  the  level  falls  to  the  upper  edge  of  the 
orifice.  Steam  then  blows  through  into  f  with  some  violence, 
and  an  instantaneous  condensation  occurs,  causing  a  partial  vacuum 
in  A.  The  ball  being  now  drawn  to  the  right-hand  seat,  water 
rises  into  the  right  chamber  ready  for  the  next  stroke,  steaip 
enters  the  left  chamber,  and  the  action  is  continuously  repeated. 
The  vessel  h,  though  practically  uncharged  with  air,  serves  the 
purpose  of  an  air-vessel,  assisting  the  steady  flow  into  n  by  the 
small  head  of  water  which  it  provides ;  and  to  prevent  the  sudden 
shock  caused  by  the  rush  of  suction  water,  air-cocks  dd  are  placed 
on  the  three  vessels,  and  kept  open  to  a  very  small  amount  The 
*  Grel '  valve  at  p  is  often  applied  to  economise  the  steam  supply. 
It  is  simply  a  short  hollow  piston,  which  rises  and  falls  on  account 
of  the  difference  of  pressure  within  and  without  it,  thus  closing  pipe 
K  after  a  portion  of  the  stroke  has  been  completed.     {Seep.  966.) 

The  Hydraulic  Press  may  be  looked  on  as  the  seventh 
simple  machine  (see  p.  480),  and  is  the  basis  of  the  transmissive 
principle.  Fig.  725  represents  the  press,  with  pump  attached,  as 
used  to  compress  cotton  bales.  The  pump  a  draws  water  from 
the  tank  b,  and  forces  it,  under  pressure,  to  the  ram  cylinder  c, 
a  rapid  exhaust  being  obtained  through  the  relief  valve  e  when 
required.     Let  D  =  diameter  of  ram,  and  d  that  of  the  pump. 
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while  the  pump  leverage  is  L :  i ;  from  the  principle  of  equal 
transmission,  one  pound  per  sq.  inch  on  the  pump  plunger  is  one 
pound  per  sq.  inch  on  the  ram,  and 

Total  Mechanical  Advantage 

=  Mech.  Adv.  of  press  and  pump  x  leverage 
area  of  press      L       D-  L 
area  of  pump      i  d- 


Neglecting  friction.     Taking  pump  efficiency 
=  76,  and  press  efficiency  =  '95  ;  both  combined  =  76  x  -95  =  72 

72D2L 

d-  {Seep,  1 210.) 


D2T 


JF'jCa  725. 


The  ram  cylinder  should  be  approximately  hemispherical  (see 
p.  68),  and  its  strength  is  found  at  p.  399.  The  leather  collar  e  is 
a  most  efficient  packing,  being  distended  by  the  pressure  water 
and  pressed  against  the  ram  surface.  The  hydraulic  jack,  p.  206, 
is  simply  a  miniature  press,  where  G  is  the  ram  and  d  the  plunger. 
Its  efficiency  is,  of  course,  much  higher  than  that  of  other  jacks. 

The  Hydraulic  Accumulator  is  probably  the  most  im- 
portant adjunct  in  hydraulic  transmission,  constituting  an  arti- 
ficial head,  in  which  the  water  pressure  is  caused  by  other  material 
than  water.     In  Fig.  726,  a  series  of  weights  at  c  hang  from  the 
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T-head  e,  and,  through  ram  d,  exert  pressure  on  the  water  within 
A  B.  The  weights  being  raised  to  position  f,  are  a  store  of 
potential  energy,  which  may  be  given  out  at  will  through  the 
pipe  B.  Water  is  pumped  in  at  a  to  raise  the  ram,  by  an  engine 
such  as  that  in  Figs.  663-5,/.  ^^2,  and  the  latter  is  automatically 
stopped  and  started  from  the  accumulator,  as  required,  by  the 
levers  at  g  and   h,  struck  by  the  load.      The   pressure  water 


C^ 


dra>vn  at  b  may  now  be  applied  to  the  driving  of  machines  doing 
intermittent  work,  such  as 

1.  Cranes  upon  dock  wharves,  &c. 

2.  Boiler-shop  and  shipyard  tools. 

3.  Lifts  for  hotels,  &c. 

4.  Swing  and  other  movable  bridges. 

5.  Manipulation  of  heavy  guns. 

In  all  these  cases  the  pumping-engine  will  have  sufficient  time 
between  shifts  to  catch  up  on  the  machines,  and  thus  a  com- 
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paratively  small  engine,  working  all  the  time,  may  serve  for  very 
heavy  work  occupying  only  a  short  period  (see  Case  4  especially). 
It  is  in  the  great  storing  capacity,  and  the  little  loss  (skin  friction 
being  independent  of  pressure,  and  water  incompressible)  that 
hydraulic  transmission  is  of  such  immense  advantage.  The  usual 
large  pressure,  750  lbs.  per  sq.  in.,  is  adopted  because  the  friction 
is  then  much  less  in  proportion  to  power  transmitted,  area  of  pipe 
being  small.  Chapter  VII.  illustrates  hydraulic  transmission 
applied  to  Case  2,  and  the  student  may  now  refer  to  pp.  292-3, 
301-2,  314,  317,  320,  and  to  Plates  XV.  and  XVI.,  also  to 
Case  12,  p.  580. 

Fig.  727  shews  Mr.  Tweddell's  Differential  Accumulator^ 
where  great  pressure  is  obtained  by  considerably  decreasing  the 
ram  area,  b  is  the  load,  and  the  effective  area  of  ram  is  a 
minus  a.  Comparing  with  Fig.  726,  it  must  be  understood  that, 
weights  being  equal,  we  lose  in  time  what  we  gain  in  pressure,  and 
thus  this  apparatus  is  specially  suitable  for  small  machines,  such 
as  portable  riveters.  The  work  stored  in  any  accumulator  is  the 
weight  or  load,  in  lbs,  x  the  height  lifted,  in  feet,  or 
7v  H     foot  pounds. 

A  Hydraulic  Lift,  as  devised  by  Mr.  Ellington,  and  known 
as  a  *  balanced'  lift,  is  shewn  in  Fig.  728.  A  long  ram  a, 
working  in  a  cylinder  c,  thereby  lifts  a  cage  b,  and  the  load 
consists  of  (i)  the  cage,  (2)  the  people  or  goods,  and  (3)  the 
ram  weight,  the  last  two  being  variable.  In  the  older  and 
dangerous  method  the  average  load  was  balanced  by  a  weight 
hung  from  a  cord  carried  over  a  pulley,  and  connected  to  the  top 
of  the  cage ;  but  here  the  cage  and  people  are  lifted  by  separate 
water  columns,  while  the  varying  ram  weight  is  supported  by  a 
head  which  similarly  varies.  The  variation  in  ram  weight  is  due 
to  the  ram*s  varying  immersion,  the  upward  support  from  the 
water  (apart  from  artificial  pressure)  being  equal  to  the  weight  of 
fluid  displaced.  Referring  to  Fig.  728,  the  pressure  from  the 
main  is  led  to  the  cylinders  d  and  e.  Upon  piston  f  is  a  constant 
pressure,  through  l,  supporting  7t'eight  of  cage  +  ram  when  dawn  ; 
and  on  piston  g,  through  k,  pressure  water  is  admitted  when 
required,  supporting  the  people  +  friction^  viz.,  the  nett  load. 
Both  these  pressures  are  used  to  intensify  the  wat^r  in  Bc,  which 
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is  directly  connected  to  the  ram,  and  on  account  of  such  intensi- 
fication the  ram  diameter  can  be  as  small  as  we  please,  merely 
strong  enough  to  prevent  its  bending.  The  volume  in  m  being 
just  sufficient  to  fill  the  ram  cylinder  during  full  stroke,  the  pistons 
F  and  G  fall  to  the  bottom  of  their  cylinders,  due  not  only  to 
pressure  from  main,  but  to  a  constantly  increasing  weight  of  water. 
"  It  is  this  weight,  due  to  water,  filling  nearly  the  cylinders  d  and  e, 
which,  bearing  on  pistons  f  and  g,  so  intensifies  the  pressure  in  m, 
as  to  support  the  whole  unimmersed  ram  weight ;  being  clearly  a 
maximum  when  the  cage  is  fully  raised,  and  nothing  when  the 
cage  is  lowered  to  the  bottom.  The  varying  ram  weight  is,  there- 
fore, correctly  balanced  in  all  positions,  and  the  only  load  to  be 
averaged  is  that  of  the  people.  When  lowering,  water  is  exhausted 
from  N,  and  the  descent  caused  by  the  weight  of  the  people. 

The  cord  p,  passing  round  a  pulley  on  the  working  valve  q» 
will  open  the  latter  to  pressure  py  or  exhaust  e,  in  any  position  of 
cage.  If  the  water  in  m  decrease  through  leakage,  the  cage  is 
lowered  to  the  bottom,  and  water  at  n  exhausted  :  then  pressure 
water  being  admitted  at  r,  the  pistons  are  forced  upward,  com- 
pelling some  water  to  pass  from  above  to  below  piston  f,  through 
its  packing ;  at  other  times  r  is  empty.    {See  Appendix  V.^ p.  1006.) 

Intensifiers,  or  intensifying  accumulators,  are  a  means  of 
transforming  small  pressure,  as  from  a  town  main,  into  a  really 
useful  hydraulic  pressure.  Recent  descriptions  will  explain  the 
principle,  and  good  examples  will  be  found  at  pp.  375  and  836. 

Hydraulic  Cranes  have  many  advantages  over  others. 
Being  worked  intermittently,  a  small  pumping  engine  will  store 
the  power :  the  latter,  again,  being  used  with  considerable  rapidity 
and  saving  of  time,  a  consideration  when  loading  vessels  at  wharves. 
The  lifting,  too,  being  done  without  vibration  or  noise,  makes 
these  cranes  of  special  use  in  raising  foundry  boxes  and  other 
like  work.     The  cranes  are  also  very  simple. 

Fig.  729  shews  a  cylinder,  ram,  and  pulleys,  the  essential 
apparatus  for  each  motion  of  a  hydraulic  crane.  Cylinder  a  has 
a  common  stuffing  box  c,  packed  with  hemp,  and  carries  a  number 
of  *  fixed '  pullies,  Dj  Dj  Dg,  the  ram  p  supporting  an  ^  equal 
number  of  *  movable '  pullies  Ei  Eg  e,.  To  prevent  the  ram 
turning  on  its  axis,  the  head  f  slides  on  guides  G  g,  and  the 
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whole  apparatus  is  fixed  to  the  crane  by  feet  j  j.  A  wire  rope  or 
chain  being  attached  to  the  eyebolt  k,  and  carried  round  the 
pullies  EiDiEgDgEg,  leaves  D3,  by  w,  to  the  load  or  slewing, 
wheel,  as  desired^  Examining  by  the  pulley  principle  Fig.  439,^ 
p.  483,  the  mechanical  advantage  will  be  inversely  as  the  number 
of  cords  or  chains  at  l  l,  Fig.  729,  p  being  now  the  greater^  and 
w  the  lesser  force.     Neglecting  friction, 

W 

F  "~  no.  of  cords 


Mech.  Adv.  =  --  =■ 


And  allowing  for  all  resistances, 

P 


W 


no.  of  cords 


X    17 


where   efficiency  r\  varies   with   the  number  of  pullies,   by  the 
following  table,  found  from  practice  : 


Values  of  ly  for  Hydraulic  Cranes. 

! 

No.  OF  Pullies.      0    j    a    ,    4 

6 

8 

,  10  1  12 

14 

16 
•5 

7;=^             -87  I   -8      76 

72 

•67 

'  1 
•63  1   59 

•54 

and  the  greater  tension,  at  tail  end,  equals  P  -^  (no.  of  cords  x  ly). 

Thus,  a  heavy  pressure  with  slow  speed  has  lifted  a  smaller 
load  at  greater  speed,  the  distance  between  pulley  centres  having 
been  increased. 

In  order  that  the  ram  shall  finish  its  stroke  quietly,  automatic 
cut-off  gear  is  supplied.  Valve  h  being  opened  to  pressure  by 
raising  rod  n  fully,  the  ram,  ascending,  strikes  a  tappet  r  by  means 
of  the  projection  q,  when  the  stroke  is  nearly  complete,  thus 
causing  lever  m  to  be  pulled  over  to  position  s,  and  closing  the 
valve.  A  further  movement  of  m  to  position  t  opens  h  to 
exhaust,  and  the  ram  descends  by  the  pull  of  the  load. 

Reference  may  now  be  made  to  Plates  XV.  and  XVI., 
shewing  various  hydraulic  cranes.  That  on  the  left  in  Plate  XV. 
is  the  best  example  of  pulley  gear.  Thus,  cylinder  d  is  for 
lifting,  E  for  traversing,  and  c  for  slewing,  all  worked  from  valves 
at  s. 
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Working  Valve, — When  a  d  slide  is  used,  Fig.  730  is  the 
usual  form,  where  p,  it,  and  e  are  the  passages  from  pressure,  to 
ram,  and  to  exhaust,  respectively.  At  b  the  valve  is  open  to 
pressure,  and  at  a  to  exhaust,  while  at  c  the  ram  passage  is 
entirely  cut  off,  by  hand  or  automatic  gear. 

Hydraulic-pressure  Engines,  though  wasteful  with  small 
pressures  and  high  speeds,  may  reasonably  be  used  when  supplied 
with  water  at  750  lbs.  pressure  or  more,  the  piston  speed  being 
not  more  than  80  ft.  per  minute.  The  first  piston  engine,  in- 
Tented  by  the  late  Lord  (then  Mr.)  Armstrong  in  1838,  was  of  the 
cotary  type.  Subsequently  he  adopted  side-by-side  cylinders  with 
reciprocating  pistons,  and  in  the  present  engine,  as  applied  to 
heavy  work,  such  as  turning  ships'  turrets  or  swing  bridges,  there 
Are  three  oscillating  cylinders,  whose  pistons  connect  to  the  same 
triple-throw  crank  shaft,  and  each  valve  is  worked  by  a  rocking 
lever  on  the  trunnion.  Fig.  731  is  a  section  through  one  valve 
box.  Valve  a  is  reciprocated  by  the  trunnion  lever,  while  valve  b, 
used  for  reversing  purposes,  may  for  the  present  be  considered 
fixed,  c  is  the  pressure  supply,  d  the  exhaust  pipe,  and  e  f  the 
■connection  to  the  cylinder.  Taking  present  position  of  b,  a  right- 
hand  movement  of  a  admits  pressure  to  e,  and  a  leftward  move- 
ment permits  exhaust  from  e,  through  h  and  G,  to  d.  Supposing, 
now,  b's  position  be  so  changed  that  h  is  opposite  d,  and  g 
opposite  F  ;  the  conditions  are  reversed,  and  a  leftward  movement 
of  A  admits  pressure  to  f,  while  a  rightward  movement  exhausts 
through  the  valve  to  d.  Thus  b  is  a  reversing  valve,  and  is  moved 
•by  the  piston  of  art  auxiliary  cylinder. 

T?u  Relief  Valve  j  is  simply  a  small,  spring-loaded  safety 
valve,  which  permits  an  escape  of  water  whenever  the  pressure 
•exceeds  the  normal,  by  reason  of  water  inertia.  Such  valves  are 
placed  wherever  there  is  liability  to  shock. 

The  Brotherhood- Ha siie  hydraulic  engine,  Fig,  732,  is  a  com- 
bination of  the  well-known  Brotherhood  engine,  p.  632,  with 
Hastie's  automatic  stroke  adjustment.  Pressure  water  entering 
at  p,  passes  to  the  cylinder  by  pipe  a,  and  the  exhaust  returns 
through  the  same  pipe,  but  is  diverted  by  valve  d  into  the  outlet  e. 
If  p  and  E  are  connected  to  a  reversing  valve,  the  pressure  water 
•may  enter  at  e  and  leave  at  p,  and  the  direction  of  engine  rotation 
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is  then  reversed.  The  principal  feature  in  this  engine  is  the 
•crank  pin  b,  which  is  not  fixed,  but  capable  of  sliding  to  a  limited 
•amount,  within*  a  diametral  groove  in  the  crank  plate  c,  being  for 
this  purpose  screwed  into  a  shoe  plate  m.  The  power  given  to  c 
is  transmitted  by  a  hollow  shaft  Q,  through  the  strong  volute 
spring  H,  to  the  driving  pulley  u.  Now  u  is  keyed  jto  the  inner 
shaft  K,  and  when  the  load  comes  on  ^he  pulley  there  is  a  further 
coiling  of  spring  h,  which  causes  shaft  k  to  turn  relatively  to  g, 


through  an  angle  depending  on  the  turning  moment.  The  result 
of  k's  turn  is  to  rotate  a  cam  f  in  such  a  way  as  to  move  the 
•crank  pin  further  from  the  shaft  centre,  and  thus  increase  the 
throw ;  while  on  the  other  hand  a  decrease  in  load  reverses  the 
•cam  movement  and  enables  the  piston  pressure  to  shorten  the 
■crank  centres.  Now  there  are  two  ways  of  accommodating  fluid 
pressure  to  work  required  :  alteration  of  stroke  or  of  pressure.  In 
the  steam  engine  reduced  work  is  met  by  reduced  pressure ;  but 
water,  being  inexpansible,  can  only  be  adjusted  in  supply  by  a 
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corresponding  adjustment  of  stroke.     The  result  is  roughly  the 
same,  for  pressure  x  stroke  =  work  done. 

The  cam  f  is  peculiar  in  shape ;  it  is  shewn  under  full  load, 
having  turned  through  three-quarters  of  a  revolution,  in  a  right- 
hand  direction.  Its  highest  point  is  at  + ,  and  its  lowest  at  «, 
and  when  the  load  is  removed,  the  cam  turns  leftward  until  the 
projection  at  •  stops  itself  against  the  projection  (?.  Similarly 
the  cam  shewn  dotted  serves  when  the  engine  rotation  is  reversed, 
the  projection  j  being  then  acted  upon.  Both  g  and  j  are  one 
with  the  shoe-plate  m,  but  lie  in  different  planes,  so  that  the  two 
•cams,  also  in  one  piece,  may  rotate  without  interference. 
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Notes  and  Extensions. 


APPENDIX    I. 

(SECOND    EDITION.) 


Chapter  I. 


P.  J7.  Brass  and  Gun-metal  Founding. — With  these 
alloys  a  good  height  of  pouring  head  \&  required,  so  as  to  cause 
pressure  and  prevent  porosity  in  the  casting.  An  ample  number 
of  risers  should  also  be  provided  to  permit  escape  of  air  or  gas, 
and  thus  avoid  honey-combing.  No  blackening  is  used,  but  the 
mould  is  faced  with  very  fine  sand. 

P.  42.  Steel  Casting.— It  having  been  noted  that  small 
castings  were  more  porous  than  large  ones,  the  conclusion  was 
arrived  at  that  it  was  of  the  utmost  importance  to  keep  the  metal 
at  a  very  great  heat  until  poured.  The  present  method  of  pre- 
venting blow-holes  is  to  add  silico-spieget  (a  combination  of 
silicon  and  pure  cast  iron)  to  the  ladle  while  pouring,  the  better 
plan  being  to  apply  it  in  the  molten  condition.  If  this  substance 
be  not  thoroughly  mixed  we  get  *hard'  and  *soft'  spots  in  the 
casting,  the  former  being  due  to  accumulations  of  the  silicon. 
In  order  to  keep  the  casting  uniformly  hot  until  the  whole  mould 
be  filled,  the  pouring  gate  should  be  chosen  at  the  heaviest  por- 
tion of  the  casting;  and  small  castings  are  preferably  poured  from 
a  small  converter  to  themselves,  instead  of  from  the  refuse  of  a 
large  open-hearth  melting.  By  facing  the  mould,  wherie  required, 
with  ferro-manganese  or  ferro-chromium,  very  hard  surfaces  are 
.  obtained  in  those  places,  the  latter  substance  giving  the  hardest 
result. 

3i> 
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Chapter  III. 

P,  8j.   Phosphor    Bronze. — The  proportions  by  weight 
are  as  follows: —     • 

i   Copper      ...     85 
For  ordinary  uses     <    Tin  ...     15 


Phosphorus        0-5 


Copper      ...     90 
Ditto \    Tin  ...       9 


1 


Phosphorus  75 

9975 

-^  .93 

and  eccentric  linings  \    Phosphor-tm      7 


Tough  metal  for  piston  rings     (    Copper  93 


100 


For  bearings  (heavy  machinery)  I    ph^s^^or-thi    % 


100 


Chapter  IV. 

P,  102.  Welding.  —  It  has  been  shewn  by  Sir  Thomas 
Wrightson  that  the  phenomenon  of  welding  is  akin  to  that 
of  regelation^  or  the  sticking  together  of  ice  under  pressure.  To 
prove  this  an  experiment  was  made  which  shewed  a  distinct 
decrease  in  temperature  (amounting  to  106*  Fat  2550*  F.)  during 
welding,  a  similar  result  being  known  to  take  place  during  rege- 
lation.  This  abstraction  of  heat  is  caused  by  the  melting  of  the 
iron  or  ice  in  either  case,  and  the  consequent  need  of  latent  heat 
for  the  liquefaction. 

P,  124.  Case  Hardening. — If  two  pieces  of  iron,  forming 
pin  and  socket  respectively,  are  to  be  case-hardened,  and  a  good 
working  fit  be  finally  required,  it  is  important  that  the  pin  be. 
made  a  pretty  tight  fit  in  the  socket  before  hardening.     After  the 
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hardening  process,  both  pieces  will  have  swelled  in  volume, 
and  it  will  be  found  that  the  pin  will  fit  the  socket  more  tightly 
than  before.  The  final  fit  may  be  obtained  by  lapping  the  pin 
with  emery  powder  in  the  lathe. 

P,  128,  Hardening  Steel. — The  difficulty  experienced  in 
hardening  milling  cutters  without  cracking  is  found  to  be  largely 
due  to  unequal  heating  as  well  as  unequal  cooling.  To  avoid  the 
former  a  method  of  heating  in  a  bath  of  molten  lead  kept  at,  a 
high  temperature  is  found  to  be  very  successful.  Regular  cooling 
is  very  difficult  to  obtain  in  the  case  of  thin  articles,  such  as 
circular  saws ;  but  by  placing  a  sheet  of  brown  paper  upon  the 
surface  of  oil  and  allowing  the  article,  placed  upon  the  paper 
to  gradually  sink  into  the  liquid,  warping  may  be  largely  pre- 
vented, though  nothing  softer  than  the  equivalent  of  a  brown 
colour  can  be  thus  obtained.  If  a  saw  is  to  be  tempered  to  blue, 
the  usual  course  of  water  tempering  must  be  followed,  dipping 
as  smartly  as  possible,  and  the  blade  be  straightened  afterwards. 
Hardening  iii  water  and  tempering  subsequently  in  oil  will  pro- 
duce a  softer  result  than  if  water  be  used  throughout. 


Chapter  V. 

P,  IS2.  Lathe  Centreing. — By  adopting  a  very  slightly 
more  acute  apex  angle  for  the  centreing  drill  than  for  the  lathe 
centre,  the  necessity  for  drilling  the  small  hole,  as  mentioned  at 
top  of  p.  152,  is  avoided.     See  Fig.  733. 


JLjcUJve.  CenZr£.  :rjUj733 


P,  jfj.  Double  Driving. — By  allowing  both  ends  of  the 
carrier  to  be  driven  from  the  catch  plate,  stress  is  taken  off  the 
lathe  centre,  and  more  steady  tooling  is  produced.  Clements' 
driver.  Fig.  734,  is  designed  to  effect  this  purpos^.     The  carrier  c 
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is  driven  by  both  the  pins  d  d  on  opposite  sides  of  it,  and  these 
pins  are  not  fastened  directly  to  the  catch  plate  a,  but  to  a 
separate  cross-shaped  plate  e.  The  pins  b  b,  holding  plate  e  to 
the  plate  a,  pass  through  slots  in  e,  so  that  the  latter  is  permitted 
to  adjust  itself  to  inequalities  in  the  contour  of  the  carrier  a 


CZejTLenZ^ 


-  Hotcbyle  Djrjuier 


JFUjCf.  734. 


p.  ijy.  Lathe  Tools. — A  simple  and  excellent  roughing 
tool  for  a  lathe  is  shewn  in  Fig.  735.  A  groove  being  fullered 
by  the  smith  at  a  short  distance  from  the  tool  point,  the  upper 
surface  is  ground  to  suit  the  tool  angle  in  the  direction  shewn  by 
the  oblique  arrow,  while  the  relief  angle  is  obtained  by  grinding 
both  at  front  and  side  as  shewn  in  the  end  view.     {Seep.  976.) 


Faj^.  735 


Chapter  VL 

P,  214,  Gauges. — A  very  handy  form  of  gauge  is  shewn  in 
Fig.  736.  It  combines  in  one  tool  the  equivalent  oi  plug  gauge  b 
and  ring  gauge  \.  It  is  not  quite  so  perfect  in  its  application  as 
the  cylindrical  gauges,  but  will  serve  most  ordinary  purposes. 


Ho/zs^'SAxie.  GcuuQye  JFXcf.736, 
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P.  230.  Turning  Eccentric  Sheave. — Where  much  of 
this  work  is  to  be  done,  and  where  the  eccentricity  of  the  sheaves 
to  be  turned  varies  much,  the  mandrel  shewn  at  Pig.  737  is  an 
ingenious  and  useful  appliance,  b  is  an  expanding  mandrel, 
having  a  cone  a  and  four  inclined  keys  dd  that  can  be  advanced 
outward  or  inward  by  the  nut  g,  so  as  to  grip  the  sheave  firmly. 
The  eccentricity  may  be  adjusted  by  applying  the  handle  h*  to 
the  screw  at  b,  and  by  unloosing  and  refastening  the  nut  f.  The 
whole  is  placed  in  the  lathe  by  bolting  the  frame  c  to  the  face 
plate  J,  then  advancing  the  poppet  head  to  the  centre  f. 


/%■  73Z 


FOR  i:cc£:/vr/^/c  rt/pr^ir^/c 


P,  2J2,  Boring  Eccentric  Straps. — Instead  of  turning 
the  straps  in  the  lathe  a  heavy  drilling  machine  may  be  con- 
veniently adapted  for  boring  purposes,  as  in  Fig.  738.  A  large 
cutter  c  is  placed  horizontally  through  a  slot  in  the  boring  bar  e 
(or  drilling  machine  spindle),  and  the  radial  feed  may  be  obtained 
by  giving  a  slight  turn  to  the  pinion  d,  which  fits  into  teeth  upon 
the  cutter,  b  shews  the  eccentric  straps,  which  are  firmly  bolted 
to  the  table  a. 


J^.  738, 
BjorirtQ  E/::joenZotc  Strxxrts. 


P.  2J2,  Planing  Eccentric  Straps. — The  method  shewn 
at  El,  Fig.  245,  may  be  varied  by  using  a  shaping  machine  and 
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fastening  the  work  to  the  side  of  the  table,  as  at  e,  Fig.  260, 
p.  251. 

Pp.  2JS  and  243.  Machining  Brasses. — There  are  three 
methods  of  machining  brasses  for  bearings  and  rods:  (i)  where 
the  pair  of  brasses  are  cast  in  one,  then  bored,  turned,  and 
shaped,  and  finally  cut  through  the  middle  with  a  parting  tool; 
the  space  feft  by  the  tool  is  to  be  filled  with  a  liner  of  the  proper 
width.  (2)  The  half  brasses  being  cast  separately  are  united 
with  soft  solder,  and  after  tooling  are  separated  by  heating :  here 
the  mid  surfaces  must  be  first  shaped.  (3)  Bolting  together  as 
described  at  p.  243. 

P.  247.  Boring  Crosshead. — In  case  there  should  not  be 
a  bell-chuck  large  enough  for  the  purpose  shewn  in  Fig.  254,  the 
crosshead  may  be  bolted  to  an  angle  plate  placed  on  the  face 
plate ;  but  the  .setting  is  not  quite  so  satisfactory. 

P.  24Q,  Milling  a  Radius  Link. — The  appliance  shewn 
in  Fig.  739  is  for  the  purpose  of  guiding  the  link  under  the 
milling  tool  in  such  a  manner  as  to  cause  a  slot  to  be  nulled 
having  the  correct  curvature,  a  and  b  are  two  slides  hinged  at  c, 
and  laid  as  shewn  (plan  view)  upon  the  milling  machine  table. 
If  these  are  now  bolted  down  so  as  to  enclose  a  very  wide  angle 
ACB,  a  large  curve  is  the  result,  and  if  the  angle  be  decreased, 
a  smaller  curve  is  traced  on  the  link,  ee  are  two  dies  having 
pins  which  carry  the  upper  plate  d,  and  on  the  latter  the  radius 
link  is  bolted  in  the  position  shewn.  The  right-hand  die  can  be 
advanced  by  the  screw  f,  this  advance  being  the  feed,  and  a  very 
little  thought  will  shew  that  the  milling  tool  will  cut  out  a  curved 
slot  whose  radius  will  depend  upon  the  angle  acb.    (Seep.  819.) 


L^ee^cts'  Zjln/j^rrtCUiriQ    Jl/yxcuyaZus. 


FUj^,  739. 
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P,  2s6,  Turning  Governor  Balls. — The  method  already 
described  is  adopted  only  where  the  special  appliance  shewn  in 
Fig.  740  is  not  readily  obtainable.  The  slide  d,  with  its  tool 
holder,  is  known  as  a  ball-rest.  It  is  pivoted  at  c,  directly  under 
the  centre  of  the  ball  to  be  turned,  and  is  supported  upon  the 
saddle  b.  The  tool  being  set  to  turn  the  ball  of  correct  diameter, 
the  necessary  radial  feed  is  given  by  hand.  The  feed  is  more 
regular  if  spur  teeth  be  cast  upon  the  curve  e,  into  which  a  pinion 
on  the  rest  engages.  A  horizontal  hand  wheel  fits  then  on  the 
pinion  spindle. 


FAjg.  740. 


P,  2$6.  Cutting  Bevel-wheel  Teeth. — If  not  too  small 
these  wheels  may  be  correctly  cut  by  the  machine  in  Fig.  741. 
The  bars  d  d,  canying  sliding  tool  boxes  c  c,  are  centred  at  a  on  a 
universal  joint,  and  as  the  tools  reciprocate  a  slow  conical  feed  is 
obtained  by  guiding  the  bars  round  the  plate  on  *  form '  e,  which 
is  cut  to  twice  the  tooth  scale  and  set  at  twice  the  distance  firom  a. 
(Seepp,  821  ami  gSe.) 


BjevjeL-tool/v 
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Cutting  Key-ways  in  Wheel  Bosses.— Usually  the 
wheel  is  for  this  purpose  laid  horizontally  on  the  table  of  a 
slotting  machine,  as  in  Fig.  742 ;  and  if  taper  be  required,  the 
boss  is  set  at  an  inclination  of  i  in  64  by  packing  at  d.  The 
clamps  c  and  bolts  d  then  hold  the  work  securely.  The  cutting 
tool  is  sketched  at  f.  It  is  now  the  custom  in  some  shops  to 
make  the  key-ways  and  keys  perfectly  parallel,  but  a  very  good  fit 
with  each  other  :  a  bursting^pressure  is  thus  avoided. 


4J" 


\ 


tn  the  slotting  machine 
Faa^.  742. 


Chapter  VII. 

P,  28g,   Hydraulic  r.   Electrical  Transmission.— In 

the  discussion  on  the  President's  address  before  the  N.  E.  Coast 
Institution  of  Engineers  and  Shipbuilders,  October  16th,  1894, 
Mr.  Tweddell  says :  *  Any  remarks  on  the  economy  due  to 
hydraulic  transmission  apply  with  equal  force  to  electrical  trans- 
mission. As  the  laws  affecting  both  systems  are  almost  identical, 
the  question  resolves  itself  into  a  matter  of  suitability  for  certain 
tasks,  and  as  hydraulic  pressure  is  suitable  for  intermittent  work 
or  for  rectilinear  motions,  and  not  so  suitable  for  rotary  motions, 
it  follows  that  a  combination  of  the  two  systems  ....  is  exactly 
what  is  wanted.' 

P,  j2<y.  Electric  Welding. — An  interesting  paper  was  read 
before  the  same  Institution  on  February  12th,  1895,  ^7  Mr.  Henry 
Foster,  in  which  he  described  the  methods  adopted  at  the  New- 
burn  steel  works.     The  '  Benardos '  process  was  used,  in  principle 
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as  shewn  at  p.  329,  and  the  work  to  be  welded  consisted  of 
general  machinery  repairs  (especially  for  engine  breakdowns)  and 
boiler  repairs.  In  addition  the  arc  was  used  for  boring  holes  in 
plates,  01;  for  otherwise  melting  portions  of  metal  away.  The 
process  is  of  great  advantage  for  breakdowns,  as  putting  the 
machinery  in  working  ord^  in  an  extremely  short  space  of  time, 
and  is  also  especially  useful  for  patching  purposes,  thus  saving 
many  articles  from  the  scrap  heap.  The  average  ratio  of  weld  to 
solid  was  85-5  per  cent,  for  iron,  and  8o'8  for  steel,  as  shewn  by 
testing.    The  best  hand  welds  were  found  to  be  much  below  this. 

P.  6pj.  Fusible  Plugs  made  of  gun-metal  are  screwed  into 
the  crown  of  boiler  fire-boxes  or  furnaces.  They  are  drilled 
through  the  centre  and  filled  with  a  fiisible  metal  whose  com- 
position depends  on  the  temperature  at  which  it  is  desired  the 
steam  shall  blow  out  the  fire  when  shortness  of  water  occurs. 
The  following  table  will  shew  the  composition  required: — 

Composition  of  Metal  in  parts 

by  Weight 
Lead.  Tin. 

I^  I 

5  3 

'      2  3 

I  4 

I  o 

I  I 


Melting  Temperature 
in  degrees  F. 


201 
202 
202 
246 

257 
266 

334 
334 
392 


o 

I 
o 


Bismuth. 
4 
8 
5 
5 
I 
o 
I 
o 
I 


(See  also  App,  II,,  p.  833.) 


Chaptbr  VIII. 

P.  36S-6,  Nature  of  Shear  Stress. 

Fc  =  VlF,    and    Ft  =  ^F^ 

But  Fc  and  Ft  each  act  on  areas  of  J2  while  F,  acts  on  an 
area  =  i  {see  Pig.  324) : 
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Fc=/cV«  F,   =/72  Fs=/s 

whence  by  substitution, 

/c  >/«  =  /s  >/2  ftji  -^A'J'i 

.•./c=/t-/s 

or,  a  shear  stress  produces  two  normal  stresses,  tensile  and  com- 
pressive respectively,  each  of  an  equal  intensityjwith  its  own,  and 
Jiaving  directions  at  45"  to  the  original  stress. 

P,  jS^.    Influence   of   Time    on    the    Stress -strain 
Diagram.— The  diagram  in  Fig.  743,  taken  by  Professor  Ewing, 


Faxt  743. 


t 
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shews  very  clearly  the  different  plastic  lines  obtained,  according 
to  whether  the  test  experiment  be  made  very  quickly  or  very 
slowly.  It  is  clearly  important  that  an  average  rate  be  maintained 
in  applying  the  straining  load. 

P,  JJK7.  Wohler's  Experiments. — To  give  a  further 
interest  to  Wohler's  important  experiments,  the  three  machines 
which  he  used  are  shewn  in  Figs.  744,  745,  and  746.  In  the 
first  an  axle  is  loaded  by  a  spring  at  a  considerable  distance 
*  over-neck,'  and  is  then  rotated  several  millions  of  times  before 
breaking,  the  case  being  that  of  alternate  stresses.  The  second 
machine,  Fig.  745,  represents  the  bending  of  a  beam.  The  load 
is  again  caused  by  a  spring  in  tension,  and  the  varying  stress  is 
obtained  by  the  rotation  of  the  lever  b,  placed  below.  This  is  the 
case  of  a  live  load  (removed  and  replaced)L     The  third  drawing, 
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Fig.  746,  shews  a  tension  experiment     In  every  case  a  is  the 
specimen,  b  the  rotating  shaft,  and  c  the  load  spring. 


F'jLcf,  746, 


P.  jgg.  Thick  Cylinders.  —  The  stresses  within  the 
material  of  a  thick  hollow  cylinder  are  really  somewhat  com- 
plicated. They  always  consist  of  (i)  a  radial  pressure,  greatest 
at  the  inner  circumference  and  decreasing  to  nothing  at  the 
outer  circumference;  and  (2)  a  hoop  tepsion,  which  is  greatest 
at  the  inner  ring  and  least  at  the  outer  ring,  in  the  manner 
shewn  in  Fig.  352.  This  diagram  shews  what  the  hoop  stress 
would  be  in  an  initially  unstrained  cylinder. 

Now,  in  order  to  shew  how  changes  in  mechanical  construction 
can  decrease  the  hoop  stress,  and  therefore  decrease  the  thickness 
of  cylinder  necessary,  we  will  put  out  of  the  question  the  radial  com- 
pressive stress  and  the  possible  longitudinal  tension,  and  consider 
only  the  hoop  stress  as  tending  to  break  the  cylinder.  Just  as  a  b, 
F>&  lAlr  is  the  diagram  of  tensile  hoop  stress,  c  d  is  that  for  the 
fluid  pressure,  or  load^  and  as  a  b  =  c  d  for  conditions  of  strength, 

as  with  thin  cylinders,  only  that /is  the  average  hoop  stress. 

Now,  in  this  diagram  it  is  evident  that  only  the  inner  rings  are 
of  much  value  in  resisting  the  load,  and  the  outside  rings  do  not 
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do  anything  like  their  share  of  the  work,  so  to  speak.  We  pass, 
therefore,  to  the  practical  principle  of 

Initial  Stressing  (during  manufacture),  by  which  the  outer 
rings  may  be  made  of  greater  assistance.  To  do  this,  they  are  to 
be  stressed  initially  in  tension^  and  the  inner  rings  in  compression^ 
and  it  will  be  shewn  that  when  the  fluid  pressure  is  admitted,  the 
internal  hoop  compression  will  be  more  than  relieved,  while  the 
external  hoop  tension  will  be  but  slightly  increased. 

The  first  and  most  important  method  of  arriving  at  the  above 
result  is  to  build  the  cylinder  in  separate  concentric  tube^,  to  be 
shrunk,  the  outer  over  thq  inner  ones. 


i 
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^cirh  r/xi  750. 


fXgJTSl 


FUjQ.  752. 


StTyess/as/n  T/uLc/t  CuZuvcLers. 


The  tube  b,  Fig.  748,  being  shrunk  over  a,  exerts  a  pressure 
between  their  common  surfaces,  as  shewn  on  the  left  at  ky  and 
this  pressure  decreases  to  nothing  at  the  inside  and  outside  of 
the  cylinder.  But  such  pressure  may  be  likened  to  a  fluid  pres- 
sure on  the  inside  of  b  and  the  outside  of  a,  and  it  will  be  easily 
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seen  that  hoop-stress  diagrams  like  c  and  d  will  be  formed,  which 
can  be  calculated  if  we  know  the  pressure  between  the  surfaces. 
It  must  be  noted  also  that  c  is  compressive  and  d  is  tensile  hoop 
stress.  When,  however,  the  fluid  pressure  is  admitted  to  the 
cylinder,  it  will  tend  to  equalise  the  stresses,  for,  supposing  E 
to  be  the  diagram  obtained  with  a  cylinder  not  initially  strained, 
the  diagram  e  must,  in  the  actual  case  supposed,  be  superposed 
on  c  and  d,  having  regard  to  sign,  or  be  set  up  on  the  base  line 
abed.  The  dotted  areas  will  be  the  final  result,  and  the  real 
point  for  us  to  notice  is  that,  instead  of  stressing  our  cylinder  to 
efy  it  is  only  stressed  to  ghy  the  outer  rings  taking  their  share, 
and  thus  the  thickness  ofjhe  cylinder  may  be  much  less  than  if  it 
had  not  been  initially  strained.  The  areas  c  and  d  will  be  exactly 
equal,  because  there  is  equilibrium  at  first. 

A  still  more  equable  stress  may  be  obtained  (and  consequently 
less  thickness  required)  by  adopting  a  greater  number  of  rings. 

Fig.  749  is  a  diagram  of  the  stresses  when  three  rings  are  used, 
and  will  be  easily  understood  from  the  last  diagram.  As  before, 
A  a  B  in  area. 

In  applying  these  principles  to  the  manufacture  of  large  guns, 
both  the  initial  and  maximum  firing  tensions  are  kept  within 
18  tons  per  square  inch.  By  using  the  modulus  of  elasticity  it 
will  be  quite  easy  to  find  the  hoop  stress  produced  at  the  ring 
between  the  tubes,  and  conversely  the  radial  pressure  there, 
'^,  caused  by  extension  due  to  shrinkage. 

When  guns  are  constructed  by  winding  wire  very  tightly  round 
a  thin  core,  a  perfectly  equable  stress  may  be  obtained,  and  con- 
sequently these  guns  are  lightest  of  all  In  Fig.  750,  dotted  lines 
shew  tension  put  in  the  wire  as  it  is  being  wound  on.  The  curved 
line  abc  shews  resulting  stresses  in  the  wire  after  the  gun  is 
finished,  and  the  thick  line  the  hoop  stresses  when  the  gun  is 
fired. 

Cast  Iron  Cylinders,  if  cast  without  any  precaution,  will 
be  in  a  state  of  compression  on  the  outside^  after  cooling,  and  of 
tension  on  the  inside.  Building  then  the  hoop-stress  diagram. 
Fig.  751,  upon  the  incline,  we  get  a  very  much  worse  result  than 
before ;  for  the  initial  stresses,  caused  by  the  inside  cooling  last 
(seep.  69),  only  assist  the  destruction  of  the  cylinder  when  the 
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fluid  pressure  is  admitted.  We  therefore  require  an^  inordinate 
thickness. 

But  if  we  cause  the  core,  during  casting,  to  lose  its  heat  more 
rapidly  than  does  the  exterior,  by  circulating  cold  water  through 
a  central  pipe,  the  inside  will  cool  first,'  and  a  tension  will  be 
caused  on  the  outside  while  a  compressive  hoop  stress  is  felt  on 
the  inner  rings. 

Building  now  the  *  fluid '  hoop  stress  on  the  new  inclined  line, 
we  obtain  the  dotted  curve  shewn  in  Fig.  752:  The  hoop  stress 
is  generally  more  equalised,  and  the  internal  hoop  stress  (or 
maximum)  is  decreased  by  the  value  of  the  initial  compression. 
Again,  therefore,  we  have  been  enabled  to  decrease  the  stress, 
and  consequently  the  necessary  thickness^  by  the  artifice  of  initial 
stressing,  caused  by  casting  with  a  cold-water  core. 

Building-up  from  separate  tubes,  or  by  tube  and  wire,  must, 
however,  be  looked  on  as  the  very  best  methods,  where,  in  fact, 
an  almost  certain  desired  result  may  be  obtained.  {Sec  App.  IL^ 
p.  841.) 

P.  407.  Pitch  of  Riveting. — It  should  be  distinctly  under- 
stood that  the  formula,  pitch  =  1-09  +  di  is  only  true  if  we  use 
steel  both  for  rivets  and  plates,  and  that  we  do  not  adopt  plates 
above  an  inch  in  thickness.  All  other  cases  must  be  referred  to 
the  general  formula  on  p.  407.  The  diameter  of  the  rivet  for  a 
particular  plate  has,  up  to  the  present  time,  been  fixed  by  practical 
considerations  of  punching.  It  is  open  to  question,  now  that 
boilers  are  drilled,  whether  some  alteration  may  not  with  advantage 
be  made,  tending  to  increase  the  diameter  of  the  rivet  for  thin 
plates.     {See  Appendix  IILyp,  ^21,) 

Pp.  442-6,  Position  of  Supports  for  Least  Bending 
Moment.— Let  the  beam  a  b.  Fig.  753,  be  loaded  uniformly, 
and  let  it  be  required  to  find  the  position  of  the  two  supports 
when  the  least  bending  moment  shall  act  upon  the  beam.  This 
will  occur  when  the  maximum  stress  caused  by  the  load  between 
c  and  D  is  equal  to  that  caused  by  the  loads  at  a  c  and 
D  B.  Thus,  if  we  considered  only  the  loads  at  a  c  and  d  b,  a 
uniform  bending  moment  is  caused  by  them  between  c  and  d, 
and  this  moment  has  to  be  completely  balanced  by  that  at  the 
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centre  of  the  beam,  caused  by  (he  load  c  d.  In  short,  as  Bm 
a/ a  hy  Ml  must  equal  Mg,  in  order  to  cause  the  least  stress 
in  the  beam.     Assuming  the  lettered  dimensions    to  represent 


PADOLC    FUOAT 


JFXa.  7S4*. 


feet,  and  the  load  to   be  i  lb.  per   foot   run,  then  the  bending 
moments  are  as  follows : — 

(i)     Due  to  distributed  load  at  ^  =  — 


{2)     Due  to  distributed  load  2X  a-x  - 


(fl-xy 


(3)     Due  to  concentrated  load  at  E  =  ^(^  -^) 
(See  also  Fig.  400.) 

(ix)^  _  x^ 

"8~  ~r 


(4)     Due  to  distributed  load  zl  2x  = 


But  (2  4-  3)  =  Ml  and  (i)  =  Mi 

also  (4)  =  M2 

.-.     (4)  =  (I),  -  =  -, 

Again     (4)  =  (2  +  3) 


•\-  x(a-  x) 


and  X  ^  b 


J'        n/2 


and    ^  = 


1+  J  2 


=  '414/ 


Digitized  by 


Google 


762  Appendix  I, 

There  are  two  practical  applications  of  this  problem  to  which 
reference  may  be  made.  The  first  is  where  a  locomotive  boiler- 
barrel  is  sometimes  flattened  to  save  width,  and  the  flat  portion 
becomes  such  a  beam  as  we  have  discussed,  the  supports  being 
then  represented  by  stay  bolts.  The  other  example  is  that  of  a 
paddle-wheel  float,  when  supported  by  the  float  arms  at  two 
places  only. 

An  extension  of  the  problem  is  shewn  in  Fig.  754.  There 
are  two  supports,  a  and  £,  but  the  former  is  a  hinge.  Using 
similar  letters, 

x^b^        ^  =  -414/,        /«L-jc  =  L-^ 

.•.  ^  =  '414  (L  -  b\  and    b  =«  '292  L. 

A  similar  case,  but  with  concentrated  load  at  c,  is  that  of  the 
wall  crane.  Fig.  754. 

P.  44S.  Continuous  Beams.— The  following  is  a  simple 
method  of  finding  the  reactions  on  the  supports  in  the  case  of 
a  beam  over  two  spans. 

Suppose  the  mid-support  be  removed,  a  deflection  will  be 
caused  by  the  uniform  load,  2  Wj. 

Ai  =  -^8^  •  I  (See  pp.  451  and  849.) 

Now  the  upward  pressure  that  would  neutralise  this  deflection 
would  have  the  same  value  as  a  concentrated  load  capable  of 
causing  it.     Let  this  load  «  R :  then  the  deflection  caused  by  R, 

Aj  =  ^      and  equating  the  two  values, 

40  ii(l 

^        ^^     '^        whence  R  =  -^  Wj 


48  E I        48  E I     8  8 
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Chapter   IX. 

P,  481.  The  Lever-loaded  Safety  Valve.  The  effect 
of  the  weights  of  lever  and  valve  may  be  taken  into  account  as 
a  downward  force  at  the  valve  centre,  which  has  to  be  overcome 
by  the  steam  pressure.  In  addition  to  the  lengths  shewn  in 
Fig.  438  (measured  in  inches),  and  the  weight  w  (in  lbs.).  Let 

a/ = weight  of  lever,  in  lbs. 

V  =  weight  of  valve  and  valve  centre,  in  lbs, 

/=  distance  from  fulcrum  to  centre  of  gravity  of  lever,  in  inches. 

/  =  pressure  per  square  inch  of  the  steam. 

d^  diameter  of  valve,  in  inches. 

Then,         Upward  moments     =     downward  moments 


(PJL^  -  »)«  =  WA  +a//' 
{l^Spd^-v)a—wl 


P,  48 J.  The  Quadric  Chain.  Referring  to  Fig.  449, 
the  examples  at  3  and  4  are  spoken  of  as  parallel-crank  chains  \ 
while  that  at  i  is  called  a  lever-crank  chain,  from  the  fact  that 
the  beam  rocks  like  a  simple  lever,  and  the  crank  completely 
rotates: 

P503,  Oldham's  Coupling,  Fig.  474,  is  derived  from 
the  elliptic  trammels,  Fig.  448,  where  the  trammel  bar  is  fixed  and 
the  cross  revolves.  The  relative  motion  being  unchanged,  a  fixed 
pencil  held  against  C's  face  will  produce  an  elliptical  arc.  Alsa 
C's  centre  will  describe  a  circle  passing  through  centres  a  and  e 
{Euclid^  III.  31),  for  the  angle  between  grooves  is  always  a  right 
angle.  Hence  {Euclid^  I.  32)  the  angular  movements  of  a  and  b 
are  identical. 

P,  J12,    Approach  and  Recess.     During  approach  the  - 
flank  of  the  driving  wheel  is  acting  on  the  point  of  the  driven 
wheel  {see  Fig.  501),  while  during  recess  the  point  of  the  driver 
acts  upon  the  flank  of  the  driven  wheel     On  the  supposition  that 
the  pushing  friction  during  approach  is  more  prejudicial  than  the 

3» 
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trailing  friction  during  recess,  some  clock  makers  cut  away  the 
flanks  of  the  driving  wheel  and  the  points  of  the  driven  whteL 
A  much  larger  number  of  teeth  are  then,  however,  necessary  to 
secure  smooth  action. 


'     Chapter  X. 

Pp,  ^p4  and  620.  The  Dryness  of  Steam. — The  pro- 
portionate dryness  of  steam  at  all  points  of  the  stroke  can  be 
very  conveniently  represented  upon  the  indicator  diagram  by 
means  of  a  simple  construction.  Imagine  the  indicator  cards  in 
Fig.  755  to  have  been  obtained  in  the  usual  manner,  and  then  to 
have  been  plotted  by  the  method  shewn  on  p.  622,  the  clearance 
volumes  being  of  course  known  in  terms  of  the  cylinder  volumes. 
Let  it  also  be  supposed  that  the  weight  of  steam  passing  through 
the  cylinders  at  every  stroke  has  been  found  experimentally  by 
measuring  the  feed  water  entering  the  boiler,  the  latter  being  of 
course  only  occupied  in  supplying  steam  to  the  engine.    Referring 


77Ae  Drycfive^s  4>f  Stectm 

SHCWN    CRAPHtCALLY. 

Fjuq.  755. 


■»"  '  '  U  "  '  li-k " 

cvutMocii  vQkUMCS  tN    &Jm.  rr. 

next  to  the  diagram  on  p.  598  or  to  the  table  of  saturated  steam 
volumes  in  this  appendix,  the  volume  of  i  lb.  weight  at  70  lbs. 
absolute  pressure  is  found  to  be  6*i  cub.  ft,  from  which  the 
volume  of  steam  due  to  the  feed  water  weight  can  be  at  once 
deduced.  Similarly  the  same  quantity  of  steam,  wjien  expanded 
to  30  lbs.  absolute  pressure,  will  have  a  volume  that  may  be 
ascertained  from  the  tables,  or  can  be  found  by  constructing  the 
saturation  curve.  ^ 

Referring  again  to  the  diagram,  the  compression  curves  are  to 
be  continued,  as  at  a  b  and  c  d.     Then  at  b  e  set  off  the  steam 
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volume  at  70  lbs.  pressure,  and  at  d  f  that  due  to  30  lbs.  pressure. 
Through  e  and  f  respectively  draw  the  saturation  curves  eg  and 
F  H,  which  for  rough  purposes  may  be  hyperbolas  with  origin  o ; 
but,  for  greater  accuracy,  may  be  drawn  with  a  new  origin  for 
each  curve,  according  to  the  manner  described  on  p.  624,  and 
shewn  in  Fig.  624.  Thus  je  being  divided  into  6'i  parts,  and 
K  F  into  13*5  parts  to  find  the  scale  of  specific  volume,  the  origin 
for  each  curve  must  be  moved  -41  ft.  to  the  right  and  '35  lb. 
below  the  old  origin,  and  the  curves  are  then  treated  as 
hyperbolas  from  the  new  origins.  The  method  of  constructing  an 
hyperbola  is  shewn  at  p.  615. 

It  will  be  seen  that  there  is  a  separate  saturation  curve  for 
each  cylinder  of  the  compound  engine,  but  this  is  only  due  to  the 
fact  that  the  clearance  volume  in  the  L.P.  cylinder  does  not  bear 
the  same  relation  to  the  steam  volume  as  did  that  in  the  H.P. 
cylinder.  If  it  be  desired  to  shew  both  cards  under  one 
saturation  curve,  it  is  only  necessary  to  transfer  the  lower  card 
to  tracing  paper  and  move  it  to  the  right  until  the  curves  e  g  and 
F  H  coincide.  Or  another  method  is  to  re-set  out  the  cards  by 
placing  the  curved  lines  c  n  d  and  a  m  b  upon  the  vertical  line 
o  K  J,  and  so  move  the  cards  to  the  left,  distorting  them  some- 
what. One  satiuration  curve  may  then  be  drawn  through  e,  b  e 
being  the  same  as  before,  for  the  clearance  steam  is  now 
eliminated.  Of  course,  instead  of  completing  the  compression 
curves  by  the  dotted  lines,  the  curves  could  have  been  drawn  for 
any  pressures  between  a  m  in  the  H.P.  cylinder,  and  between  c  n 
in  the  L.P.  cylinder. 

Assuming  now  that  the  cushion  steam-  is  dry — an  assumption 
involving  but  very  slight  error — the  dryness  of  the  steam  may  be 
found  for  any  point  in  the  stroke  of  either  piston,  by  comparing 
the  total  volume  of  steam  in  the  cylinder  with  that  shewn  by  the 
saturation  curve  at  that  point,  the  difference  of  these  volumes 
shewing  the  amount  of  steam  condensed  by  the  cold  cylinder 
walls.     Thus,  at  commencement  of  the  H.P.  stroke : — 

Dryness  fraction  =»  — 

QE 

Wetness  fraction  =  — 

JE 
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And  these  quantities  may  be  ascertained  for  other  points  of  the 
stroke  by  measuring  similar  intercepts  along  horizontal  lines. 

It  will  be  noticed  that  the  steam  always  tends  to  become 
dryer  toward  the  end  of  the  stroke  (due  to  re-evaporation),  though 
never  becoming  entirely  so ;  and  the  value  of  compounding  in 
drying  the  steam  is  also  apparent.     {See  Appendix  IL,p,  878.) 

P.  608.  Adiabatic  of  Saturated  Steam. — Zeuner  gives 
the  following  empirical  formul^i  to  find  the  value  of  the  exponent 
n  in  the  equation  to  the  adiabatic  for  saturated  steam  : — 
«=  i'o35  +(•!  X  dryness  fraction). 

from  which  it  would  appear  that  Rankine's  curve  is  suitable  for 
steam  having  25  per  cent,  of  suspended  moisture,  while  Zeuner's 
curve  is  for  steam  initially  dry. 

P,  6og,  Expansion  of  W^et  Saturated  Steam.— It  has 

been  already  pointed  out  that  the  saturation  curve  is  a  curve  of 
lowering  temperature.  Also  that  the  compression  of  dry  satu- 
rated steam  at  constant  temperature  causes  it  to  become  wet  by 
partial  condensation,  because  steam  at  a  given  temperature  can 
only  exist  at  a  certain  pressure.  Conversely,  the  expansion  of 
steam  at  constant  temperature  will  tend  to  dry  it ;  but  if  there  be 
sufficient  water  present,  the  pressure  will  not  fall  during  the  ex- 
pansion, and  therefore  the  curve  on  the  diagram  would  be  a 
horizontal  straight  line. 

Calculation  of  Specific  Volume  of  Dry  Saturated 
Steam,  when  the  temperature,  pressure,  and  latent  heat  are 
known. 


FXq  756, 


Sfi£CtriC    VOLUM£ 


Dealing  with  i  lb.  weight  of  steam,  whose  volume  and  pressure 
are  shewn  at  a,  Fig.  756  : 
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Let  L«=  latent  heat  at  temp.  T  (in  foot-pounds). 
T  =  temp,  of  steam  along  ac  (absolute). 
/=  a  small  difference  of  temperature  between  steam  at 

AC  and  that  at  bd. 
z;  =  volume  of  i  lb.  of  water  near  boiling  point  (cub.  ft.). 
V  =  volume  of  i  lb.  of  steam  at  temp.  T  (cub.  ft). 
P  =  absolute  pressure  at  a  (lbs.  per  sq.  ft.). 
^  =  small  difference  of  pressure  between  a  and  b  (lbs. 

per  sq.ft.). 
H^heat  supplied   while    expanding    along  ac,  causing 

work  area  acef  (foot-pounds). 
A  =  small  heat  supply  due  to  temp,  increase  /,  causing 
small  work  area  abcd  (foot-pounds). 

While  AC  represents  increase  of  volume  as  steam,  V-t;  is 
increase  of  volume  from  water  to  steam.'  But  these  increments 
are  respectively  caused  by  the  heats  H  and  L.     Therefore, 

H  :  L  :  :  AC  :  V-  f;,         or  H  =  ^^^ (i) 

Again,  it  will  be  seen  on  reference  to  a  temperature-entropy 

diagram  {see  Appendix  IL  p,  889)  that 

,  ,     H/    L  (AC)     / 
H:T::A:/    and  A  =  ^  =  -^^'x  ^ (2) 

But  ABCD  ^  AC  x/,  and  the  work  area  thus  formed  is  equal 

to  the  heat  supplied  for  the  purpose  :  or 

h^PJZ^p (3) 

L(AC)     / 
Equating  to  (2),  ACx/  =  ^^r--^  x^j; 

L/ 
.'.    Specific  vol.  V  =  ^-Ht; 

In  applying  this  formula,  take  /=  i*,  and  frotn  the  table  find 
the  corresponding  increase  of  pressure/,  in  lbs,  per  sq.  ft.  Take 
the  volume  v  oi  \  lb.  of  water  =  i  -f  62-5  =  '016  cub.  ft.  Inserting 
also  the  absolute  temperature  T  and  latent  heat  in  foot-pounds, 
the  specific  volume  is  found.    {See  Appendix  III.,p,  933.) 

P.  611.  Engine  and  Boiler  Efficiencies. — There  are 
very  many  ways  of  stating  the  econom'y  of  a  steam  engine,  which, 
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if  not  ma(le  quite  clear,  are  calculated  to  confuse  the  student 
We  will,  therefore,  explain  each  method  as  fully  as  need  be. 

1.  Duty, — This  is  the  oldest  method.  The  boiler  and  engine 
are  considered  as  one. machine,  and  the  number  oi  foot-pounds  of 
work  done  are  stated,  as  obtained  from  i  cwt,  of  coal,  the  best 
Welsh  coal  being  generally  used.  The  value  of  this  quantity 
having  been  found  from  time  to  time  for  the  best  engines  (about 
60  to  100  million  foot-pounds),  constituted  a  sort  of  standard  for 
the  performance  of  others.       * 

2.  Coal  burnt  per  LH.P.  per  hour, — This,  the  later  standard, 
also  including  both  boiler  and  engine,  exists  more  or  less  at  the 
present  time.  Its  value  was,  at  one  period,  as  much  as  4,  but  even 
with  single  engines  it  was  soon  lowered  to  3,  in  two-stage  com- 
pounds to  2  J  or  2,  and  in  triple-stage  compounds  to  1*5  or  even 
1*3.      The  connection  between  standards  i  and  2  is  shewn  as 

follows : — 

112   X  33,000  X  60 

^^^^  "   iblS^oan^.HTP.  hrT 
a  relation  easily  proved  by  simple  proportion. 

3.  Steam  used  per  I,  If,  P,  per  hour,  —  This  is  a  standard  of 
comparatively  recent  introduction,  and  is  adopted  where  the 
engine's  performance  is  to  be  gauged  apart  from  that  of  the 
boiler.  The  feed  water  weight  is  measured,  and  priming 
eliminated  as  much  as  possible.  The  value  may  vary  from  12J 
lbs.  in  extremely  good  cases  to  30  lbs.  with  ordinary  working ;  24 
being  good  for  non-condensing  engines. 

4.  Efficiency  of  Boiler, — Just  as  the  weight  of  steam  used  is 
often  taken  to  represent  the  efficiency  of  the  engine,  so  the  weight 
of  water  evaporated  is  often  called  the  efficiency  of  the  boiler. 
The  evaporation  per  lb.  of  coal  may  be  taken  at  10  lbs.  in  good 
cases.  A  better  statement  of  boiler  efficiency  may  be  made  by 
separately  calculating  the  heat  units  given  to  the  water  and  the 
heat  units  obtained  by  th^  combustion  of  i  lb.  of  coal.     Then, 

^  .  Heat  units  given  to  water 

Boiler  efficiency  =       .,    ^ — r—  ^ -r  ~ 

^  Heat  units  from  coal 

which  may  have  a  value  of  70  per  cent,  in  a  good  boiler.  {Seep.  1004.) 
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5.  Efficiency  of  a  Perfect  Engine^  that  is,  of  an  engine  having  a 
reversible  cycle.  This  is  the  highest  efficiency  to  be  obtained  by 
an  engine  working  between  given  temperatures,  and  may  therefore 
be  termed  the  ideal  efficiency.     It  has  already  been  shewn  to  be 

where  rj  is  the  temperature  of  the  furnace  and  rj  that  of  the 
condenser.  It  includes,  therefore,  the  efficiency  of  the  boiler, 
but,  dealing  only  with  the  diagram  horse  power,  does  not  take 
account  of  mechanical  imperfections.  Supposing  such  efficiency 
once  obtained  with  given  temperatures,  the  engine  might  yet  be 
improved  by  increasing  the  range  of  temperature,  provided  we  . 
do  not  exceed  the  bounds  of  reason.  Very  often  this  efficiency 
is  taken  for  the  engine  only,  with  r^  as  live  steam  temperature ; 
but  the  steam  being  at  a  much  lower  temperature  than  the 
furnace,  a  much  lower  ideal  efficiency  is  possible.  A  very  good 
value  by  the  first  method  is  77  per  cent.,  and  by  the  second,  32 
per  cent. 

6.  Thermal  Efficiency  of  a  Real  Engine, — There  are  two 
methods  of  stating  this,  the  relation  of  the  work  done  to  the  heat 
expended,  according  to  whether  we  include  the  boiler  and  engine, 
or  take  the  engine  alone.     Thus  we  have  : 

33,000-7-772 


Thermal  efficiency  (a) 
Thermal   efficiency  (b) 


heat  units  in  steam  per  I.  H.  P. 

33,000-^772 

heat  units  from  coal  per  I.  H.  P. 


Then  a  good  value  for  a  might  be  14  to  20  per  cent.,  while 
for  b  it  might  be  9  to  13  per  cent  Of  course,  if  the  thermal 
efficiency  is  to  be  compared  with  the  Carnot  cycle,  the  latter 
must  be  measured  by  similar  temperatures.     {See  p,  883.) 

7.  Relative  Efficiency. — This,  as  its  name  implies,  is  a  com- 
parison of  the  thermal  efficiency  of  an'  engine  with  that  of  a 
reversible  cycle  having  the  same  range  of  temperature,  and  is  the 
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fairest  method  of  shewing  an  engine's  performance.     It  may  be 
stated  thus : — 

-,  ,  ^.       ^  .  Thermal  efficiency 

Relative  effiaency    =     ^^^-^ t-f^ ~ — r 

Efficiency  of  Camot  cycle 

Of  course,  whatever  is  included  under   the  thermal   efficiency 
will  be  included  in  the  Camot  efficiency,  and  no  more.     The  j 

value  of  the  relative  efficiency  may  vary  from  about  40  to  70  | 

per  cent     (Su  Appendix  IL^  p.  883.) 

8.  Mechanical  efficiency  of  the  engine  merely  takes  account  of 
engine  friction  and  compares  the  work  on  the  indicator  diagram 
with  that  given  to  the  crank  shaft.     Then, 

%#    .      •    1    «-  •  Brake  horse  power 

Mechanical  efficiency  =  z-^^ 5-5 

Indicated  horse  power 

And  a  value  of  85  per  cent,  is  considered  good. 

9  Total  efficiency  of  a  real  engine, — Finally,  the  total  per- 
centage of  work  gained,  at  the  shafting,  by  the  burning  of  a  given 
quantity  of  coal  may  be  stated  as — 

(I.)  Boiler  eflfy.   x  thermal  effy.  (a)  x  mechanical  efFy. 

But,  as  we  can  never  get  more  work  out  of  the  coal  than  is  shewn 
by  the  ideal  efficiency,  the  fairest  statenjent  is  as  follows : — 

(II.)  Boiler  effy.  x  relative  effy.  (a)  x  mechanical  effy. 

from  which  we  may  at  once  find  whether  our  engine  and  boiler 
are  wasteful.  (See  also  Appendix  II,,  p.  883,  and  Appendix  IV,, 
p  966.) 

F.  612.  Reversible  Cycles. — Any  engine  that  transforms 
all  the  heat,  represented  by  drop  of  temperature,  into  work,  is  a 
reversible  engine,  and  the  arguments  on  p.  612  fully  apply.  The 
thermal  efficiency  of  such  an  engine  would  be  the  same  as 
Carnot's  (p.  611). 

Now  there  are  two  methods  of  arriving  at  a  reversible  cycle. 
The  first  method  is  shewn  by  the  Camot  cycle,  where  heat  is  only 
taken  in  at  the  highest  temperature,  and  rejected  at  the  lowest 
temperature.  Were  intermediate  temperatures  adopted  for  some 
of  the  heat,  such  heat  would  have  less  '  availability,'  and  as  proof 
that  no  heat  is  supplied  or  removed  between  r  and  rj,  the  curves 
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of  expansion  and  compression  between  these  temperatures  are 
strict  adiabatics. 

The  second  and  only*  other  method  of  obtaining  reversibility 
is  to  use  a  regenerator^  as  first  practically  attempted  by  Stirling,  and 
afterwards  by  Ericsson  in  their  respective  air  engines.  Diagram 
A,  Fig.  757,  shews  Stirling's  cycle.     The  gas  having  a  pressure 


STIRLING  s 
A/R  CNCINC 

(A) 
,6 

TO 

c 


A/R  €NGJNE 


and  volume  corresponding  to  a,  took  in  heat  along  the  isothermal 
a  b  \  rejected  a  portion  during  b  c\.o  the  regenerator,  at  constant 
volume ;  was  compressed  isothermally  from  c  to  </,  during  which 
time  heat  was  rejected  to  a  refrigerator ;  and  between  d  and  a 
again  received  the  heat  which  was  rejected  from  b  to  r.  Although 
If  c  and  d  a^jQ,  substituted  for  adiabatics,  the  giving  and  receiving 
of  heat  is  strictly  within  the  engine  itself,  the  heat  rejected  ^\b  c 
being  fully  returned  at  d  tf,  so  the  reversibility  is  unimpaired. 
Diagram  b  illustrates  the  cycle  of  Ericsson,  which  is  only 
different  from  that  of  Stirling  in  that  the  regenerator  gives  or 
abstracts  heat  at  constant  pressure.  As  before,  a  may  be  con- 
sidered the  starting-point.  *  {Excepting  as  in  Appendix  IL^ 
p.  883.) 

F,  613.     Reversibility   in    the    Steam    Engine.  —  It 

appears,  therefore,  that  supply  and  rejection  must  be  along 
isothermals,  and  expansion  and  compression  along  adiabatics 
(unless  a  regenerator  be  used).  Remembering  that  isothermals 
for  saturated  steam  are  horizontal  straight  lines,  the  reversible 
cycle  in  Fig.  758  for  the  steam  engine  is  easily  understood. 
Thus  a  ^  is  the  isothermal  of  reception,  b  c  the  adiabatic  of 
•expansion,  ^^the  isothermal  of  rejection,  and  da  the  adiabatic 
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of  compression.  Such  an  engine  uses  the  same  substance  over 
and  over  again,  and  the  cycle  is  strictly  reversible,  for  we  have 
complete  expansion  to  c^  and  complete  compression  to  a.     Its 


\  ItejuensXbley  (XfjcLe^  far  SZe/xirv. 

i       ^,  Klo  758. 


efficiency  therefore  is  measured  like  the  cycle  of  Camot  The 
substance  is  water  at  a,  and  steam  and  water  at  other  times. 

P.  623.  Ratio  of  Expansion  in  a  Single  Cylinder.— 

As  a  result  of  many  recent  practical  experiments,  it  is  found  that 
a  ratio  of  expansion  of  between  6  and  9  is  the  highest  limit 
which  can  be  adopted  with  economy,  though  a  ratio  of  4  will 
yield  practically  as  good  results* 

P.  624,  Theoretical  Diagram. — In  order  to  make  the  cal- 
culations from  the  preliminary  diagram  agree  with  practical 
diagrams,  Prof.  Unwin  introduces  a  fractional  coefficient  in  the 
formulae,  which  he  calls  the  diagram  factor^  and  which  is  deduced 
from  experimental  results  of  engines  similar  to  that  under  con- 
sideration. The  value  of  the  factor  varies  from  '85  to  '95  in 
good  engines. 

P,  637,  Exhaust  Lap. — In  the  case  of  a  P  valve,  an  early 
cut-off  to  steam  will  cause  an  early  cut-off  to  exhaust  {see  Zeuner's 
diagram,  p.  660).  In  such  a  case,  if  a  later  compression  point  be 
advisable,  it  may  be  necessary  not  only  to  eliminate  exhaust  lap 
entirely,  but  actually  to  give  a  small  opening  to  exhaust  when  the 
valve  is  at  mid  stroke.  Such  opening  is  then  termed  negative  lapy 
and  would  be  shewn  on  the  steam  circle  in  Fig.  653. 
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P,  650.  An  Isochronous  Governor  is  a  governor  having 
but  one  speed  consistent  with  stability.  A^  parabolic  governor  is 
isochronous  excepting  for  the  influence  of  friction,  its  stable  speed 
occurring  when  the  balls  are  in  their  lowest  position.  If  this 
speed  be  increased  the  equilibrium  is  neutral,  because  the  height 
of  the  cone  does  not  change  with  the  rise  of  the  balls.  All  over- 
sensitive governors  hunt  more  or  less,  that  is,  they  are  apt  to  rise 
too  high  and  fall  too  low,  even  with  the  small  changes  of  load 
during  a  revolution,  and  the  result  is  a  condition  of  oscillation 
which  prevents  a  settled  position  corresponding  to  engine  speed. 
This  extreme  sensitiveness  can  be  prevented  by  a  spring  (Fig. 
645),  but  in  a  much  better  way  by  a  dashpot  (Fig.  261),  for  in 
the  latter  case  the  air  causes  a  constant  though  small  resistance. 

P,  700.  Ignition  Tubes. — Porcelain  tubes  have  been  used 
for  some  time  (1895),  their  life  being  about  twelve  months. 
Iridio-platinum  is  also  now  adopted  (1898)  with  great  success. 

Description  of  an  Engine  for  Refrigerating  Air. — 
When  work  is  done  on  a  gas,  without  subtraction  of  heat,  the 
whole  work  is  expended  in  raising  the  temperature  of  the  gas ; 
and  when  a  gas  does  work  without  addition  of  heat  the  whole 
work  is  obtained  by  the  abstraction  of  heat  from  the  gas,  causing 
a  decrease  of  temperature.  In  practice  these  results  are  only 
partially  effected,  but  the  general  changes  obtained  may  be 
understood  by  reference  to  Fig.  562,  and  P.  547,  where 
(theoretically)  air  at  60°  F.  is  cooled  to  -  201°  F. 

The  work  derived  from  the  expansion  of  steam  in  the  engine 
cylinder  is  employed  to  drive  the  piston  of  an  air-compressing 
cylinder,  which  draws  air  on  the  inner  and  compresses  it  on  the 
outer  stroke,  up  to  90  or  100  lbs  by  gauge.  The  temperature 
rising  to  200°  or  300°,  the  cylinder  is  jacketed  with  cold  circu- 
lating water,  to  prevent  damage  to  lubricants,  and  thus  the  air  is 
partially  cooled.  Leaving  this  cylinder,  it  passes  through  the 
pipes  of  a  surface  condenser,  being  there  cooled  to  60°  or  70°  by 
cold  water  circulation  round  the  tubes ;  and  from  the  condenser 
it  enters  an  expansion  cylinder  covered  with  a  non-conductor. 
Here  the  air  does  work,  helping   the   engine,  and,  cooling  to 
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-  io°  or  -  30°,  is  exhausted  to  the  storage  chamber,  from 
-which,  after  doing  duty,  it  is  redrawn  by  the  engine  to  supply 
the  compression  cylinder.  By  this  arrangement  there  is  less 
heat  to  abstract  than  if  air  at  60^  were  used,  and  an  important 
economy  results.  The  compression  and  expansion  cylinders 
must  lie  apart  from  the  steam  cylinder  and  from  each  other,  and 
all  the  pistons  are  connected  to  one  crank  shaft,  which  has, 
usually,  a  heavy  fly  wheel.  The  parts  required  are  therefore,  in 
order  : — Steam  cylinder,  compression  cylinder  with  water  jacket, 
condenser,  expansion  cylinder  (non-conducting),  and  storage 
chamber  (non-conducting). 

At  first  sight  it  would  appear  that  heat  abstraction  was 
entirely  due  to  the  use  of  condenser  and  water  jacket,  but  this 
is  only  a  part  of  the  truth.  Heat  given  during  adiabatic  com- 
pression 

J_£^ZJ^  --JL  x(difr.  of  temp.) 


But 


and  Kp 


(Kv  X  diff.  of  temp.) 


Again,  condenser  and  jacket  remove  heat  at  constant 
pressure,  and  the  amount 

=  Kp  X  (diff.  of  temp. ) 
Also,  heat  removed  during  adiabatic  expansion 
=  Kv  X  (diff.  of  temp.) 

Assuming,  as  in  the  theoretical  example,  that  rise  of  temp, 
during  compression  =  fall  of  temp,  during  expansion,  the  various 
heats  may  be  represented  as  follows  . — 

N  =' normal  heat  (atmospheric  temperature) 

1 .  After  compression,  heat  in  gas 

=  N  +  Kv     (latter  given  by  engine) 

2.  After  condensation,  heat  in  gas 

=  N  +  Kv  -  Kp  (heat  now  in  condenser  =  Kp) 

3.  After  expansion,  heat  in  gas 

=  N  +  Kv-Kp-Kv 

=  N  -  Kp    (heat  taken  by  engine  =  Ky) 
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Let  condenser  heat  go  to  boiler,  and  thence  to  engine ;  let  all 
expansion  heat  be  abstracted  by  engine ;  and  let  the  total,  together 
with  remaining  heat  in  storage  chamber,  be  used  to  compress  the 
gas ;  then 

Frpm  storage  chamber Heat  =  N  -  Kp 

„     condenser  and  jacket    „    =        Kp 
„     expansion  cylinder...     „    —        Ky 

Total  =  N  +  Ky 

which  is  the  same  as  (i),  or  the  cycle  is  complete,  and  the  action 
(if  without  loss)  would  go  on  for  ever. 

Taking  values  for  Kp  and  Ky  and  N  as  normal  heat ;  the 
deficiency  in  N  after  condensation  is  represented  by  Kp  -  Ky  = 
S3  2,  and  a  further  deficiency,  shewn  by  Ky=  130,  occurs  during 
expansion,  the  heat  abstractions  being  therefore  29  per  ce^t.  and 
7 1  per  cent,  of  the  total  abstractions,  respectively.  If  the  drop 
be  less  than  the  rise  of  temperature,  the  condenser  will  abstract 
a  larger  proportion,  and  if  the  condenser  could  take  its  heat  at 
constant  volume,  the  expansion  would  do  the  whole  work  of  heat 
abstraction,  for  then  the  condenser  abstraction  would  equal  the 
compression  supply.  The  condenser  water  goes  partly  to  feed 
the  boiler,  and  partly  to  heat  work-rooms,  &c. 

Fig.  759  is  a  section  through  the  air  cylinders,  whose  pistons 
are  connected  to  the  engine  crank-shaft,     a,  the   compression 


JF%g.  759. 


cylinder,  receives  air  from  the  storage  chamber,  through  e,  which 
after  compression  escapes  by  f  to  the  condenser.  Thence  it 
re-appears,  cooled  to  60°  or  70°,  and  entering  the  expansion 
cylindei;  d  by  passage  g,  the  piston  moves  upward.  The  air 
volume  having  shrunk  by  cooling,  cylinder  d  is  much   smaller 
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than  A.  As  the  air  does  work,  its  temperature  falls,  when  it  is 
exhausted,  into  the  storage  chamber  to  re-appear  at  e.  Me- 
chanically-driven valves,  Corliss-type,  govern  the  entrance  or  exit 
of  air.  B  c  is  open  to  the  atmosphere,  ^  keeping  the  cylinders 
separate,  and  the  pistons  are  packed  with  vulcanised-rubber  rings, 
hard  on  their  outer  circumference.  The  stuffing  box  is  packed 
with  rubber  rings.  Plenty  of  oil  must  be  injected  in  c  and  b  to 
•secure  air-tightness. 

The  arrangement  in  Fig.  759  being  duplicated  constitutes  a 
double-acting  contrivance,  or  double-acting  cylinders  may  be 
placed  side  by  side.     {Seep.  1132.) 

Table  of  the  Properties  of  Saturated  Steam. 


Absolute 
Pressure,/. 

Tempera- 
'  ture,  Fahr. 

1        '°- 
32 

Specific 
Volume,  V. 

Absolute 
Pressure,  p. 

Tempera- 
ture, Fahr. 
/'. 

219 

Specific 
Volume.  V. 

•085 

3416 

170 

232 

•5 

80 

640 

180 

222 

21*9 

10 

102^ 

332 

i9'o 

225 

208 

I'S 

116 

227 

200 

227i 

199 

2'0 

126 

173 

2I"0 

230 

19*0 

-2*5 

13s 

140 

22 -o 

232^ 

182 

30 

142 

n8 

23-0 

235 

17s 

3'5 

148 

102 

24-0 

237i 

i6-8 

4'o 

153 

904 

25-0 

240 

161 

4-5 

158, 

807 

26-0 

242^ 

.  244I 

i5'5 

5*o 

i63i 

73*2 

27-0 

iS'o 

6-0 

171 

617 

28-0 

246i 

14-5 

7-0 

177 

53*4 

29-0 

248J 

i4'o 

80 

183 

47"i 

30 

254 

136 

90 

188 

42-1 

32 

254 

12-8 

«o-o 

192^ 

38-1 

34 

257i 

I2'I 

ii-o 

197 

349 

36 

261 

i>-5 

12*0 

201^ 

321 

38 

264 

10-9 

13-0 

205I 

298 

40 

267 

io'4 

14*0 

209^ 

27-8 

42 

270 

9-92 

147 

212 

26-5 

44 

273 

9*49 

15-0 

213 

261 

46 

276 

-91 

i6'o 

216 

24*5      ' 

48 

2784 

874 
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Absolute 

Tempera- 

Specific 

Absolute 

Tempera- 

Specific 

Pressure,/. 

Volume,  V. 

Pressure,  p. 

t'. 

Volume,  V. 

50 

281 

8-41 

"5 

338 

3-85 

52 

283i 

811 

120 

341 

370 

54 

286 

783 

"5 

344 

3'S7 

56 

2884 
290 

7-57 

130 

347 

344 

.58 

7-32 

»35 

350 

332 

60 

2921 
294i 

7-09 

140 

353 

3-20 

63 

6-88 

145 

356 

310 

64 

297 

667 

150 

358i 
360J 

301 

66 

299 

6-47 

155 

2-92 

68 

301 

628 

160 

363 

284 

70 

303 

611 

165 

366 

v^f> 

72 

305 

5-96 

170 

3681 

2-68 

74 

3o6i 
3081 

581 

175 

37«>Jr 

2 -60 

76 

5-67 

180 

373 

2-53 

78 

310 

5"53 

185 

375 

247 

80 

3" 

5-4 

190 

377 

2-41 

82 

3i3i 

5"27 

195 

379i 

2-35 

84 

315 

5*15 

200 

38ii 

230 

86 

317. 

5"04 

205 

383^ 

2*25 

88 

zl^ 

4'94 

210 

385I 

a*2o 

90 

320 

4-84 

215 

387J 

215 

92 

3«ii 
323* 

4-74 

220 

389I 

2'10 

94 

4-64 

22s 

■394 

20s 

96 

3*5 

455 

230 

393i 
395J 

2'00 

98 

326- r 
327; 

447 

23s 

I '96 

100 

439 

240 

397? 

1-92 

105 

331 

419 

245 

399 

1-88 

no 

334J 

4-0 1 

250 

401 

'•85 
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CHAPTER  I. 

*  Pp,  J  and  42.  Retnelting  of  Cast  Iron. — Experiments 
made  by  Fairbairn  in  1853,  by  melting  Eglinton  hot-blast  pig  up 
to  eighteen  times,  shewed  that  while  at  first  there  seemed  to  be 
some  improvement,  there  was  a  deterioration  in  the  later  meltings, 
the  iron  becoming  white  and  hard.  Chemical  examinations  then 
made  by  Snelus,  and  lately  repeated  by  Mr.  T.  Turner  on  the  original 
pieces  (lent  by  Prof.  Unwin)  indicate  that  the  action  is  one  of 
oxidation,  resembling  that  of  the  puddling  furnace  or  Bessemer 
converter. 

Mr.  Thos.  Turner's  Analysis. 


Number 
of  melting. 

Total 
Carbon. 

Combined 
Carbon. 

Silicon. 

Sulphur. 

Mangan. 

Phpsp. 

I 

2*67 

•25 

422 

•03 

175 

•47 

8 

297 

•08 

3*21 

•05 

•58 

53 

12 

294 

•85 

2-52 

•II 

11 

•55 

14 

2  98 

i'3i 

218 

•13 

•23 

•56 

IS 

287 

175 

195 

•16     , 

•17 

•58 

i6 

2-88 

1-88 

*20 

•12 

•61 

P.  J*.  Moulding  Sand. — Floor  sand  may  have  6  parts  by 
weight  of  old  sand  to  2  of  new  sand  and  half  a  part  of  coal  dust  \ 
facing  sand^  6  of  old  sand  to  4  of  new  sand  and  one  of  coal  dust. 
Too  much  burnt  sand,  even  if  ground  up,  cakes  when  re-used,  and 
causes  the  metal  to  boil.  Too  much  wetting  is  as  bad  as  too 
little,  but  the  requisite  consistency  may  be  roughly  tested  by  grasp- 
ing a  handful  of  the  sand,  which  should  just  retain  its  shape  when 
the  hand  is  again  opened  A  more  scientific  method  is  used  by 
Mr.  Bagshaw,  who  prepares  bars  of  sand  in  moulds,  by  light 
pressure,  1 2  inches  long  and  i  inch  square,  which  he  slowly  pro- 
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jects  over  a  table,  as  in  Fig.  760,  till  they  break  by  the  weight  of 
the  over-hanging  portions,  the  results  being  seen  in  Jhe  diagram. 
Unless  the  sand  be  properly  prepared  by  riddling,  treading,  and 
wetting,  no  amount  of  venting  can  make  a  good  casting. 

P,  12,  Four-part  Box. — However  intricate  in  form  a 
casting  may  have  to  be,  the  difficulties  of  moulding  may  always 
be  met  by  the  introduction  of  sufficient  boxes  or  of  loose  pieces. 
Fig.  761  shews  a  method  of  moulding  a  three-legged  pot  or 
*  skillet,'  practised  at  the  Carron  ironworks  for  an  almost  un- 
known period.  Four  boxes  are  used,  numbered  i,  2,  3,  and  4, 
which  give  also  the  order  of  removal,  there  being  partings  at 
aa^  bb^  and  c  c.  The  handles  are  pegged  loosely  to  the  pattern 
from  the  inside,  and  are  afterwards  removed  in  a  downward 
direction,  the  core  being  struck  on  a  rough  iron  body. 

As  evidence  of  what  may  be  done  when  given  enough 
moulding-boxes  and  loose  pieces,  there  was  exhibited  at  Paris  in 
1889,  by  the  Soci^t^  Cockerill,  a  single  casting  of  10  tons 
weight,  representing  three  marine  cylinders,  with  standards,  bed- 
plate, feed-  and  air-pumps. 

P.  14.  Plaster  Patterns. — The  use  of  these  is  not  difficult 
to  explain,  their  introduction  here  being  due  to  their  great 
similarity  to  loam  patterns.  Fig.  762  will  indicate  the  process, 
it  being  desired  to  make  a  plaster  pattern  for  a  dome  cover. 
Firstly,  a  supporting  mound  a  is  made  by  the  rotation  of  board 
B  over  moist  plaster-of-Paris,  the  vertical  spindle  hanging  from 
a  wall  bracket  When  dry,  the  mound  is  painted  with  shellac 
varnish,  and  the  thickness  piece  described  by  the  board  c.  The 
pattern  d,  thus  formed,  is  afterwards  removed,  varnished,  and 
used  exactly  as  a  wooden  pattern  would  be ;  and  with  care  may 
serve  for  a  large  number  of  impressions. 

A  further  use  of  plaster  occurs  in  moulding  thin  flat  objects. 
Imagine  a  flat  cover,  Fig.  762^7,  say  for  a  sand-box.  Firstly,  a 
wooden  pattern,  being  impressed  in  sand  as  ai  a,  and  the  parting 
made,  the  upper  box  is  filled  with  plaster.  When  the  plaster  sets, 
the  sand  is  removed,  the  plaster  surface  varnished;  and  the 
bottom  box  similarly  treated,  as  at  b.  Secondly,  the  boxes  are 
separated  and  the  pattern  removed.  Thirdly,  a  new  pair  of  boxes 
is  provided  of  the  same  dimensions,  and,  taking  each  box  sepa- 
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rately,  a  plaster  cast  is  taken  from  each  of  the  plaster  blocks  just 
made.  Now  these  casts^  after  drying,  could  not  be  fitted  together, 
for  each  is  larger  than  its  respective  block  by  the  thickness  of  the 
casting ;  but  if  each  cast  be  separately  impressed  in  sand,  and  the 


FJjci   762  a.. 
FLaZ  MozLlxiinj^    ivWv  PjxLS/jtr  Blaclcs. 

two  sand  impressions  fitted  together,  they  will  appear  as  at  c,  the 
thickness  space  being  left,  into  which  the  metal  is  run. 

The  casts  having  been  varnished,  will  materially  increase  the 
speed  of  moulding,  for  a  pair  of  casts  may  be  divided  between 
two  men,  and  the  removal  of  the  cast  from  the  sand  is  more 
expeditious  than  a  thin  pattern.  The  blocks  may  be  retained  for 
future  casts,  but  are  of  no  use  in  moulding. 

P,  27,  Cubical  Moulds  in  Loam. — Deeming  it  advisable 
to  illustrate  flat  mouldings  in  loam  by  at  least  one  example,  the 
jet  condenser,  Fig.  763,  has  been  chosen.  The  casting  r  consists 
of  a  rectangular  box  containing  a  pump  barrel,  and  having  suitable 
openings  for  exhaust,  feed,  and  injection.  It  was  formerly  usual 
to  make  complete  patterns  for  such  objects,  but  skeletons  are  now 
largely  adopted,  the  flat  intermediate  spaces  being  struck  by  loam 
boards.  In  our  case  the  wooden  skeleton  is  seen  in  position  in 
the  mould,  being  there  shewn  by  the  dense  black  portions,  and 
in  describing  its  use  we  shall  begin  with  the  cope  mould.  An  iron 
plate  A  is  placed  on  brick  supports,  and  a  coating  of  loam  laid  on, 
which  is  then  smoothed  over  with  a  plain  board.  The  pattern 
being  set  upon  this  bed,  right  side  up,  as  at  b,  loam  is  filled  in 
round  the  side ;  then,  by  using  suitable  striking-boards,  as  at  d 
and  c,  the  various  flat  surfaces  are  finished  in  facing  loam,  and  a 
pattern  e  embedded  for  the  feed  print.  The  skeleton  is  now- 
removed  vertically,  but  the  bottom  strips  f  f,  and  the  feed  flange, 
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being  loose,  are  afterwards  removed  horizontally.  The  top  half 
of  the  pattern  is  similarly  treated,  by  embedding  in  loam  as  at 
G,  and  the  plates  n  and  p  are  bolted  together  to  facilitate  lifting 
and  turning  over.  Here  there  are  two  loose  flanges  as  at  e,  and 
the  runner  and  riser  patterns,  all  of  which  have  to  be  inserted. 

The  two  halves  of  the  main  core  are  next  made,  the  skeleton 
being  again  used ;  but  this  time  the  loam  boards  are  swept 
outside  it  as  at  h,  while  the  pump  barrel  is  struck  by  the  board  j 
for  the  lower  half,  and  by  a  similar,  but  shallower,  board  for  the 
upper  half.  The  flanges  are  supplied  by  pattern  l.  The  two 
main  cores  are,  of  course,  made  separately,  and  in  order  to  remove 
them  the  guiding  strips  for  board  j  must  be  only  temporarily 
fixed,  and  the  skeleton  itself  must  also  be  split  at  the  same 
place.  The  cylinder  core  is  struck  on  an  iron  barrel  (see  p.  14), 
and  cores  are  provided  for  the  holes  k  k,  q,  &c. 

Lastly,  the  various  parts  of  the  mould  are  put  together  :  first 
the  lower  cope,  then  the  lower  core,  the  cylinder  core,  upper 
core,  and  the  upper  cope,  inserting  the  before-mentioned  short 
cores,  and  thus  making  ready  for  casting. 

F.  31,  Steam  Cylinder  in  Greensand. — Cylinders  of 
the  smaller  size  cannot  be  moulded  in  loam  like  that  on  p.  21,  so 
a  short  account  is  here  given  of  a  greensand  mould,  aided  by  Fig. 
764.  The  pattern  is  split  horizontally  through  the  centres  of 
steam  chest  and  barrel,  and  is  supplied  with  prints  b  and  c  to 
secure  withdrawal  of  the  lower  half,  the  sand  pockets  a,  b,  and  c, 
being  afterwards  filled  by  cores  made  in  suitable  boxes.  A  core 
u  is  also  moulded  for  the  steam  chest,  and  the  barrel  core  is  struck 
on  a  pipe  m,  as  already  described  at  p.  14  ;  j  showing  the  straw 
rope,  and  h  the  loam  covering.  Examining  the  direction  of 
withdrawal  of  the  upper  half  of  the  pattern,  shewn  by  the  arrow, 
the  steam  and  exhaust-pipe  flanges  are  seen  to  be  troublesome 
parts.  This  is  a  case  where  some  care  in  design  would  obviate 
much  after  expense,  for  the  flanges  could  easily  be  made  to 
draw  if  the  pipes  were  equal  to  them  in  diameter ;  as  shewn, 
however,  they  are  loose  on  the  pattern,  and  a  third  box  is  pro- 
vided for  their  subsequent  withdrawal.  One  other  method,  at 
F,  requires  ring  cores  between  flange  and  cylinder  body.  The 
port  cores  L  L,  pipe  cores  n  and  k,  and  stufl5ng-box  cores  D  d, 
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complete  the  mould,  which,  finally  supplied  with  gates  and  runners 
G  G  and  risers  r  r,  is  ready  for  casting. 

P.  j4.  Moulding  Machines. — Besides  the  machine  on  p. 
32,  which  has  only  one  use,,  that  of  moulding  wheel  teeth,  there 


TtNi^      PtPt 


are  many  machines  suited  to  general  repetition  work,  which  is 
thus  done  both  more  quickly  and  more  accurately.  The  opera- 
tions of  hand  moulding  are  more  or  less  simulated,  that  is,  the 
pattern  is  first  secured  in  position  and  fastened  to  the  box,  the 
sand  is  next  rammed,  usually  with  the  box  upside  down,  and 
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lastly  the  pattern  is  withdrawn  upward  or  the  box  downward. 
Woolnough  and  Dehne's  machine,  Fig.  765,  provides  for  a  raising 
of  the  pattern,  a  turning  over,  and  removal  of  box  on  a  short 
tramway,  r  r  are  the .  rails,  clamped  at  a  convenient  height^  r  a 
table  on  wheels,  p  a  pattern  plate,  turning  over  when  required, 
and  at  other  times  clamped  horizontally  by  screws  a  a.  The 
pattern  halves  x  and  y  are  first  screwed  to  this  plate  in  mutual 
correspondence,  and  the  raising  and  lowering  is  performed  by  levers 
M  M,  which  act  on  pinions  q  q  through  shaft  s,  thereby  moving 
racks  k  k.  The  upper  ends  of  the  racks  support  sleeves  l  l, 
which  carry  trunnions  n  n,  thus  lifted  or  depressed  as  required. 

The  operations  can  now  be  understood.  Assuming  the  box 
on  the  top  of  the  plate  as  at  a,  it  is  filled  with  sand  and 
rammed,  the  screws  a  a  and  the  cotter  bolts  preventing 
rotation  and  lifting  respectively.  These  screws  are  next  released, 
the  plate  raised,  and  the  box  turned  through  180"  into  position  b^ 
an  intermediate  raising  being  necessary.  Lastly,  the  cotters  are 
withdrawn,  the  plate  raised,  and  the  box  removed  by  the  tramway. 
This  leaves  the  x  half  of  pattern  uppermost,  and  the  previous 
operations  being  repeated  for  it  also,  the  boxes  are  bolted  together 
for  casting. 

To  avoid  the  lost  time  due  to  raising  and  turning  over,  Mr.  J. 
Maclellan  has  devised  a  machine  where  p  is  rigid,  and  the  box, 
being  always  right  side  up,  is  filled  with  sand  and  lifted  till  it 
meets  the  pattern.  The  ramming  is  then  performed  hydraulically, 
by  the  raising  of  a  second  box  of  sand,  which  is  pressed  against 
the  first  one,  thus  squeezing  some  of  its  contents  through  the 
ribs  and  producing  the  necessary  consistency.     {See  p.  969.) 

F,  42,  Whitworth  Compressed  Steel. — See  p.  790. 


CHAPTER    II. 

-P.  44,  Woods. — Passing  inward  through  a  tree  section,  one 
meets  in  order  the  bark,  sapwood,  heartwood,  and  pith.  The 
iheartwood  is  best,  and  the  sapwood  should  be  avoided  if  possible. 
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The  circular  marks  are  called  annular  rings^  while  the  radial  ones 
are  termed  medullary  rays,  and  the  process  of  drying  tends  to 
split  the  wood  along  the  latter,  as  already  shewn.  To  minimise 
this  fault  the  tree  should  be  cut  into  balks  befcx'e  drying,  and  the 
last  should  preferably  be  done  naturally  and  gradually,  over 
some  two  or  three  years,  during  which  time  it  is  protected  from 
rain,  but  allowed  free  air*current.  Artificial  drying  or  desiccation 
produces  more  splits,  or  *  shakes '  as  they  are  called,  and  of  the 
latter,  *cup'  shakes  follow  the  rings,  and  'star'  shakes  the  ray% 
but  the  worst  shakes  are  those  that  twist  as  they  travel  along  the 
log.  Speaking  generally,  timber  comes  under  one  or  other  of  two 
great  divisions — the  pine  wood,  and  the  non-resinous  or  leaf  wood. 
Under  the  former  we  have  all  the  softer  woods,  such  as  pines, 
firs,  and  spruces ;  while  the  latter  includes  the  hard  woods,  such  as 
oak,  beech,  elm,  sycamore,  ^ash,  mahogany,  &c. 


CHAPTER    III. 

P.  74,  The  Blast  Furnace. — Before  iron  ore  is  smelted 
it  is  often  calcined  or  heated  alone,  either  in  open  heaps  or  in 
kilns,  one  heap  of  2000  tons  being  kept  hot  for  about  three  weeks. 
Some  ores,  such  as  the  Scotch,  require  no  fuel  for  this  purpose, 
they  themselves  containing  free  carbon.  An  interesting  method 
is  adopted  in  Styria,  where  the  ore  travels  slowly  down  an  inclined 
kiln,  the  fire  heat  passing  in  the  reverse  direction.  With  the  use 
of  the  hot  blast,  calcining  is  not  so  necessary. 

The  design  of  the  blast  furnace  depends  largely  oh  the  district, 
that  on  p.  73  being  from  Cleveland,  where  poor  ores  and  coke 
fuel  are  the  rule,  and  the  dimensions  large.  In  Scotland,  where 
rich  ores  and  coal  fuel  are  used,  even  a  60-feet  furnace  is  almost 
too  high,  causing  much  trouble  in  keeping  up  the  fuel  at  the 
boshes.  A  large  furnace  may  have  an  output  of  as  much  as  500 
tons  per  week.  The  blast  air  is  heated  to  about  900*  Fahr.  by  the 
waste  gases  from  the  top  of  the  furnace,  and  the  nature  of  the 
charge  will  depend  very  materially  on  the  ore,  that  for  Dowlais 
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clay  ironstone  being  (according  to  Bloxam)  for  every  ton  of  iron 

smelted—  ,  a,  ,  .      ,  ^ 

(Calcined  Ore 

Grey  Cast  Iron    <  Coal  

i  Limestone 


White  Cast  Iron 


Calcined  Ore 
,  Hematite... 

Forge  Slag 
I  Coal 

Limestone 


48 

cwt 

50 

>f 

17 

28 

10 

10 

42 

14 

and  one-third  more  air  is  supplied  in  the  second  case.  Hematite 
is  a  very  pure  red  ore  containing  some  70%  of  iron,  while  the 
above-mentioned  ore  will  never  have  more  than  50%. 

F-  74.  Cast  Iron  (Effect  of  Elements). 

Carbon  exercises  the  greatest  change  in  cast  iron,  and  its 
effects  have  been  well  explained. 

Silicon^  sitti  carbon,  is  the  most  useful  element.  If  present 
up  to  3^%  ^t  produces  soft,  strong,  grey  iron ;  and  if  added  to  a 
hard,  whitish,  and  cheap  iron,  it  will  make  it  strong  and  grey.  It 
is  now  much  used  to  improve  poor  irons,  but  should  only  be 
present  in  small  quantities  in  iron  that  is  to  be  chilled. 

Sulphur  is  prejudicial,  causing  blowholes:  it  should  not 
exceed  15  %. 

Phosphorus  is  also  harmful,  for  though  giving  fluidity,  it  pro- 
duces brittleness  if  in  excess  of  1%. 

Manganese  tends  to  dissolve  the  graphite  and  promote  com- 
bined carbon,  and  confers  the  property  of  chilling.  If  more  than 
1%  it  causes  large  crystals  as  in  Spiegeleisen.  Rapid  solidifica- 
tion also  favours  combined  carbon  (see  Chilling,  p.  34). 

The  following  foundry  irons  are  the  mean  of  many  good 
specimens  : 

Woolwich,  1858. 


Graphite.  I       Si.       I        P.      |     •  S.       |      Mn. 
Percentages         2-59    i      1*42     I        -39     1        -06     |         58 
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RosEBANK,  Scotland. 
(Strong  foundry  iron.) 


1 

i  Comb.  C. 

SL 

P. 

S. 

Mn. 

1 
Percentages         -46 

•S3 

•06 

•99 

P,  80.  Spiegeleisen  owes  its  value  mostly  to  the  presence 
of  manganese,  which  varies  from  3 J  to  11^%  at  dilTerent  times, 
but  less  than  6%  renders  the  material  useless  for  steel  makiog. 
There  is  also  about  5%  of  combined  carbon,  and  the  fracture 
shews  large  crystals.  Probably,  too,  the  silicon  present  is  of  use, 
for  both  manganese  and  silicon  generally  improve  the  quality  of 
steel 

P,  82.  Whitworth  Compressed  Steel.— Apparently  the 
existence  of  blowholes  in  steel  ingots  is  due  to  the  fact  that  low- 
carbon  steel,  when  molten,  is  capable  of  occluding  or  holding  in 
solution  certain  gases.  When  solidification  sets  in,  these  gases 
are  liberated  from  the  fluid  only  to  be  immediately  imprisoned 
by  the  solidifying  steel,  while  slower  cooling  only  increases 
sponginess,  for  then  more  gases  are  given  off.  To  avoid  the  loss 
occasioned  by  the  cutting  away  of  the  ingot  head,  and  to  improve 
the  rest  of  the  metal,  three  principal  methods  are  in  vogue : 

(i)  Chemical  treatment  {addition  of  silicon  or  manganese}. 
(2)  Forging  or  Cogging  {under- steam  hammer  or  hydraulic  press). 
{3)  Compression  {when  fluid}. 

Silicon  and  manganese  diminish  the  gas  released,  and  collect 
such  bubbles  as  are  already  formed,  but  they  reduce  ductility. 

In  the  Whitworth  process,  a  powerful  hydraulic  press  is 
applied  to  the  molten  steel  when  in  the  ingot  mould,  producing 
a  thoroughly  sound  material  by  the  elimination  of  all  bubbles. 
The  press  is  shewn  in  Fig.  766.  The  fixed  head  h  rests  on  four 
screwed  columns  dd,  which  are  again-  supported  on  the  bas^ 
casting  a.     The  pressure  water  is  admitted  under  ram  b,  which 
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rises  against  the  trolley  c  supporting  the  ingot  mould  r  ;  and  the 
load  is  resisted  by  the  head  f,  being  transmitted  thereto  by  the 
fixed  plunger  e.  The  head  f  is  supported  by  rods  pp  attached 
to  the  lifting  plungers  nn,  and  its  upward  movement  is  prevented 
by  the  nuts  gg,  while  through  it  there  pass  two  rapid-pitched 
screws  mm,  upon  each  of  which  is  a  wheel  l  gearing  with  the 
nuts  gg;  and  lastly  there  is  a  small  hydraulic  cylinder  j,  whose 
piston  moves  a  rack  in  gear  with  the  wheel  k,  which  again  forms 
a  nut  on  the  screw  m.  Supposing  it  be  required  to  raise  f  to 
admit  the  mould,  the  piston  j  is  moved  so  as  to  turn  k,  and  with 
it  M,  thus  releasing  nuts  gg,  and  moving  them  upward  to  a  very 
small  amount.  Then  piston  )  is  locked  in  the  new  position. 
Next,  the  rams  n  n  are  raised,  lifting  f  and  also  the  screws  m  m 
through  wheel  k,  which  is  now  a  fixed  nut.  m  m  thus  revolving^ 
the  nuts  gg  are  moved  upward  at  the  same  rate  as  f.  When  the 
proper  height  has  been  reached,  the  plunger  j  is  moved  back  to 
its  original  position,  bringing  nuts  gg  on  to  their  seats  to  receive 
the  upward  thrust. 

The  ingot  mould  consists  of  iron  rings  ss,  in  two  concentric 
sets,  within  which  are  placed  blocks  of  firebrick  tt,  and  a  lining 
of  ganister.  At  each  end,  ring  plates  uu  are  fixed,  to  hold  the 
bricks  in  place,  and  the  open  mould  is  covered  with  loose  pistons 
QQ,  again  protected  by  fireclay  slabs.  \Vhen  compression  occurs, 
the  plunger  enters  the  mould  by  the  rising  of  the  Utter,  and  the 
gases  that  escape  through  the  bricks  pass  upward  or  downward, 
finally  leaving  by  the  holes  in  plates  uu.  A  very  high  intensity 
of  pressure  is  absolutely  necessary,  less  than  15  or  20  tons  per 
square  inch  being  very  doubtful  policy.  The  •  press  shewn  can 
exert  a  total  pressure  of  10,000  tons.     {See  third  preface,) 

P.  82.  The  Basic  Steel  process,  known  also  as  the 
*  Bessemer-Basic,'  was  introduced  by  Thomas  and  Gilchrist  in 
1886  for  producing  steel  from  phosphoric  pig,  which  had  pre- 
viously proved  useless  for  steel  making.  Its  success  is  due  to  a 
magnesia  lining  to  the  converter,  obtained  by  crushing  dolomite 
or  magnesium  limestone  that  has  been  previously  dried,  mixing  it 
with  tar,  ramming  it  as  a  lining,  and  heating  to  *  coke '  the  tar. 
When  this  *  basic'  lining  has  been  heated,  14  to  20  %  of  the 
charge  weight  is  thrown  in  as  burnt  lime,  after  which  the  pig  is 
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added,  and  the  'blow'  proceeds  till  the  iron  is  free  of  carbon: 
the  ^after-blow '  then  takes  place  till  the  phosphorus  is  eliminated 
The   converter   is    now   slightly   tipped,  some   ferro- manganese 


U 


LNLARGED  SECTION    » 
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Fia  766, 


TJtt  F!IujUI  Compression 
of  ^Zeel. 

( \NHt  TWOn  TH      PROCESS  ) 


added,  the  slag  removed,  and  the  metal  poured  into  ingots.  The 
percentage  of  silicon  and  sulphur  should  be  very  low,  and  there 
should  be  from  i  to  2  %  of  manganese.     If  this  be  followed,  the 
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resulting  product,  basic  steel,  is  the  nearest   possible   thing  to 
metallic  iron.      Finally,  in  the 


Acid- 
Bessemer 
Process 

Basic- 
Bessemer 
Process 

Open- 
Hearth 
Process. 


Silicon  supplies 
heat  for  conversion 

Phosphorus  supplies 
heat 

Heat  supplied 
artificially. 


Phosphorus  must 
be  low 

Silicon  must 
be  low 

Suitable  for  intermediate 
pigs,  with,  say,  '2  to 
•5%  Phosphorus. 


and  the  Basic  process  is  chiefly  of  value  on  the  Continent,  where 
phosphoric  ores  abound. 

P.  83.  Temper  of  Steel,  or  the  proportion  of  carbon  to 
suit  it  to  a  particular  purpose.  The  following  table  is  the  result 
of  actual  analyses  of  Siemens'  steel,  extending  over  some  three 
or  four  years,  and  may  be  looked  on  as  reliably  representing 
present-day  practice.  It  shows  the  gradual  tendency  to  decrease 
carbon  percentage,  except  in  regard  to  steel  used  for  cutting  tools : 


Temper  of  Steel. 


Castings 


Forgings . 


Chains. 


Percentage  of 
Carbon. 


"3  to  4 

}  •2510-3 

}    -35 

}    -15  to -18 


Locomotive   wheel  centres, 

locomotive  firebox  girders, 

marine  stem  frames,  &c. 
Crank    pins,    crank  shafts, 

connecting  rods 
Piston  rods  to  stand  wear 

To  weld  well 

Springs — laminated   '^Xq  '6 

Boiler  plates — ordinary '17  to  '2 

Boiler  plates — for  welding    '15  to  '17 

Tool  steel 17 

The  percentage  in  Bessemer  steel  is  somewhat  lower,  if  the  same 
strength  is  to  be  retained.  Wrought  iron,  also  by  analysis,  con- 
tains from  '25  %  of  carbon  down  to  mere  traces. 

P.  84.  Electro-deposited  Copper'.— Ever  since  the  dis- 
covery of  electro-metallurgy  it  has  been  known  that  purer  copper 
could  thus  be  obtained,  but  the  metal  proved  insufficiently  dense, 
and    very  weak.      These  difficulties    have  been    overcome   by 
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Mr.  Elmore's  process,  which  is  principally  used  for  the  making 
of  pipes.  An  iron  mandrel  is  placed  in  insulated  bearings  in 
a  solution  of  copper  sulphate,  and  a  number  of  unrefined  copper 
bars  placed  round  it  some  distance  off.  The  mandrel  is  con- 
nected to  the  negative  pole,  and  the  bars  to  the  positive  pole 
of  a  dynamo,  and  the  copper  is  thus  decomposed  and  deposited 
on  the  mandrel  at  a  rate  of  about  '2  inch  in  170  hours.  At  the 
same  time  a  piece  of  polished  agate  presses  on  the  mandrel,  and 
travels  slowly  from  end  to  end  backward  and  forward,  so  as  to 
cover  the  whole  surface  as  the  mandrel  slowly  revolves;  the 
copper  is  therefore  being  burnished  as  fast  as  it  is  deposited, 
and  is  thereby  made  very  dense  and  strong.  When  the  pipe  is 
sufficiently  thick,  the  mandrel  is  taken  off  and  steamed,  which 
allows  the  pipe  to  expand  so  as  to  be  easily  removed.  It  is 
stated  that  copper  pipes  thus  made  are  50%  stronger  than  those 
that  are  either  brazed  or  solid-drawn,  and  have  a  superior 
ductility;  while  further  strength  can  b^  imparted  by  rolling. 

Manganese  Steel  is  obtained  by  adding  ferro-manganese 
to  iron  or  low-carbon  steel.  The  first  attempt,  with  2\  %  Mn,  at 
Terre  Noire  about  1885,  resulting  in  a  brittle  metal,  the 
experiments  were  abandoned;  but  later,  Mr.  Hadfield  (1887), 
•by  pushing  the  percentage  higher,  obtained  complete  success. 
The  results  at  various  degrees  are  very  curious,  and  are  probably 
explained  by  the  presence  of  carbon,  which  is  inevitable. 

^of^Mn*^^  ^^ST  Manganese  Steel. 

\\       :  Produces  no  change  if  C  be  low. 

3  J  to  5  :  Remarkably  brittle  cold,  even  with  only  '5%  C,  but  not 

so  when  hot. 
5  J  to  6  J  :  About  the  same. 

6|  to  7   :  Strength    and   ductility   increased ;     magnetic   quality 

decreasing. 
9  to  10   :  Very  ductile. 

10       :  If  not  very  tough,  can  be  improved  by  water  quenching. 
Too  hard  for  filing.      Strength  equals  crucible  steel. 

12  :  Entirely   lacking    in   strength,    no    matter    what    the 

treatment. 

13  :  Practically  non-magnetic. 

14  :  Maximum  strength. 
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There  is  a  rapid  decrease  in  strength  with  any  further  increase 
in  manganese.  It  should  be  noted  that  the  carbon  must  be  kept 
down  to  1%  in  the  14%  material,  to  do  which  the  ferro-manganese 
should  have  about  82%  of  Mn.  No  doubt  if  the  carbon  could  be 
sufficiently  decreased,  even  20  or  25%  Mn  could  be  added.  The 
ingots  are  from  28  to  30  cwts.,  and  the  fetro-itianganese  is 
added  in  a  molten  state.  Honeycombing  is  not  bad,  but  the 
centre  of  the  ingot  *  pipes '  considerably  on  account  of  the  great 
contraction  of  this  steel. 


Forged  Manganese  Steel 
^^'^U^^  (Water  quenched). 

10      :  Ductility  equal  to  mild  steel,  strength  much  greater. 

13  :  Still  higher  strength  and  ductility. 

14  :  Limit  of  manufacture:  beyond  this  toughness  decreases. 

Finally,  manganese  steel  is  strong,  ductile,  and  hard ;  free  from 
blowholes,  and  more  fluid  than  cast  steel,  but  pipes  badly,  and 
requires  good  feeding  gates  to  mould.  Its  hardness  prevents 
machining  or  fitting,  and  grinding  only  can  be  adopted.  The 
steel  is  suited  to  dredger  pins  and  other  articles  subject  to  great 
wear ;  and  is  also  useful  for  wheel  tyres  in  conjunction  with  chilled 
brake  blocks,  causing  great  grip.     The  following  is  an  analysis : 

Carbon.  Silicon.  Manganese. 

.-85%  28%  i4-«% 

and  the  strength  and  ductility  are  next  shewn : 

t'ercentage  Mn.  Breaking  Stress  sq.  in. 

\  ^i  to  7^  ••       Cast         ••  3 J  tons         ••  very  brittle 
^i  to  7j  ••       Forged     ••  25  tons  ••  3%  elongation 

'4        -  {toSened  }    •  5^  to  65  tons  »  38  to  50%  elongation 

(as  against  Basic  cast  steel :  22  to  27  tons :  '26  to  30%  elongation). 

In  the  testing  machine  the  material  is  semi-plastic  from  the 
commencement,  shewing  permanent  set  with  low  loads. 

Nickel  Steel  is  a  very  valuable  ma:tenal,  discovered  about 
1885,  in  ihe  search  for  combined  strength  and  ductility,  which 
carbon  alone  is  unable  to  give  to  iron.      But  when  it  is  said  that 

3G 
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1%  of  nickel  increases  the  cost  of  the  steel  by  one-third,  the 
difficulties  of  introducing  it  commercially  will  be  understood,  so 
that  though  the  percentage  Ni  might  rise  to  20  or  30  with 
advantage,  the  practical  limit  is  3  or  3^,  with  which  there  is  usually 
•3  to  '4%  carbon.  The  following  list,  from  actual  specimens,  will 
shew  that  hardness  is  due  to  the  presence  of  carbon : 

Quality. 

soft 

soft 

very  hard 

medium  hard 

soft 

slightly  hard 

medium  hard 

All  these  specimens  welded  well,  and  could  be  bent  cold.    As 
regards  strength  and  ductility  th^  following  are  from  actual  tests : 


Percentaee 
Nickel. 

Percentage 
Cubon. 

2-05 

•22 

2-62 

•19 

31 

•96 

32 

•54 

3-25 

•16 

3-4 

•31 

495 

•51 

Use.&c. 

Pereehtage 
Nickel. 

Breaking 

stress 
tons  sq.  in. 

Elastic  limit 
tons  sq.  in. 

EloDgation 
percent 

1 
■ 

»5      , 

20    ; 

Boiler  plates    

Ship  plates  

3 
3 
2-05 

3*35 
30 

357 

37 

37-8 

416 

44*6 

45 
48  7 
887 

22-3 

26*7 

26-8 

33*5 
30-4 

No.  13  Ni  Steel  ... 
Gun  tube.... 

3I-S    1 

2I'J 

Gun  jacket  

20-4     i 

625 

No.  14  Ni  Steel     ) 

(for  propeller  shafts)  j 

Gun  hoops  

Wire  ) 

(easily  drawn)      f 

In  other  cases  it  has  reached  40  tons  breaking  stress  with  2^ 
tons  elastic  limit,  and  an  elongation  equal  to  mild  steeL  Compare 
this  with  Forth  Bridge  steel  at  30  tons  breaking  and  17  tons 
elastic,  or  the  Eiffel  Tower  steel  with  22  tons  breaking  and  16  tons 
elastic  In  all  cases  the  nickel  steel  has  the  same  ductility  as 
mild  steel,  but  with  30%  greater  tenacity  and  75%  gceater  elastic 
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strength.  It  resists  shock,  is  very  uniform  in  structure,  flanges 
well,  and  is  less  corrodible  than  mild  steel.  It  is  therefore  suit- 
able for  shafts,  propellers,  ship  plates,  boiler  plates,  large  guns, 
and  lastly,  when  surface-hardened,  for  armour  plates.  Evidently 
the  function  of  the  nickel  is  to  prevent  the  shortness  caused  by 
carbon,  while  permitting  and  even  assisting  the  latter  to  exercise 
its  strength-giving  property ;  it  is,  however,  unable  to  confer  hard- 
ness without  the  assistance  of  the  carbon,  but  increases  that 
hardening  capacity. 

The  Harvey  Process  is  applied  to  armour  plate  to  give  it 
such  extreme  surface-hardness  as  will  resist  the  attack  of  shell 
The  process  is  essentially  one  of  part  cementation,  or  the  introf 
duction  of  carbon  to  a  given  depth,  and  has  been  practised  in 
England  by  laying  the  plate  on  a  shallow  fireclay  box  IHled  with 
charcoal,  luting  with  fireclay,  and  keeping  at  2400'  Fahr.  for 
several  weeks.  As  the  plates  weighed  30  or  40  tons  each,  the 
risk  of  breaking  the  boxes  was  very  great.  This  objection  is 
removed  at  the  Bethlehem  Steel  Works,  U.S.A.,  where  two  plates 
are  hardened  simultaneously,  face  to  face,  but  with  8  ins.  of 
charcoal  dust  between.  They  are  then  placed  on  supports  within 
a  furnace,  thickly  luted  with  sand  and  fireclay,  and  gradually 
heated  up  to  1700°  Fahr.,  remaining.,  at  that  temperature  for  8  or 
10  days,  after  which  they  are  taken  out  and  laid  on  supports  io 
an  empty  tank,  so  as  to  keep  them  apart,  and  allow  water  pipes 
to  pass  between  and  around  them.  From  these  pipes  a  sptay  of  ice- 
cold  water  is  directed  on  the  plates  for  about  an  hour,  ahd  the  final 
cooling  is  done  in  an  oil  tank.  -The  oxide  on  the  plate  surface 
is  afterwards  removed  by  a  pneumatic  chipping-chisel  (/.  949). 

Armour  plates  are  thus  hardened  to  a  depth  of  about  if  ins., 
and  cannot  be  tlrilled  or  otherwise  machined  unless,  locally 
softened  by  an  annealing  process.  For  this  purpose  an  electric 
current  of  large  volume,  from  an  alternating  dynamo,  is  sent 
through  the  plate  at  the  required  place,  heating  it  to  1000*  Fahr.  j 
and  the  temperature  is  then  let  down  gradually  to  a  dull  red, 
which  is  tested  by  the  burning  of  a  pine  stick  in  contact  with  the 
plate.  The  electrical  principle  involved  is  exactly  the  same  as 
that  in  the  Thomson  process  of  welding  (p.  329),  the  dynamo 
providing  a  current  of  loo  amperes  at  300  volts,  which  is  changed 
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to  10,000  ampferes  at  the  plate,  passing  there  through  copper 
terminals  \  in.  square,  kept  cool  by  water  circulation.  The 
current  is  very  gradually  applied,  and  very  slowly  shut  off,  by 
means  of  a  rheostatic  switch. 

The  value  of  nickel  steel  for  armour  plates  is  shewn  by  the 
following  figures,  which  prove  a  saving  in  weight  of  438 %  for 
equivalent  resistance,  over  ordinary  steel  plates ; — 


Kind  of  Plate. 

Relative 
penetration. 

Relative 
resistance. 

t 

Soft  Steel           

Compound  Steel  and  Iron 

All  Steel            

Nickel- Harvey 

2*20 

175 
164 
I  00 

•455 
■572 
•609 

I'OOO 

Chrome  Steel  is  obtained  by  the  addition  of  chromium  to 
steel  having  about  '4%  of  carbon,  and  the  resulting  metal  is 
not  only  extremely  hard,  but  is  *  self-hardening,*  that  is,  it  only 
needs  to  be  cooled  in  a  current  of  air  after  forging,  to  make  it 
suitable  for  metal-cutting  tools  or  armour-piercing  shells.  For  the 
latter  purpose  the  French  Government  use — 


Carbon. 

•4% 

(vhile  other  analyses  give- 

Chromium. 

1% 

Nickel. 

Carbon  7. 

Chromium  */• 

Manganese  */, 

Silicon  7, 

6 

•63 

•44 

2*2 
104 
•92 

not  known 

•05 
•03 

not  known  i  French. 
•15       I  American. 
•12         Americaa 

A  12  in.  chrome-steel  projectile  has  pierced  a  i6-in.  armour 
plate,  while  a  chilled  chrome-steel  armour  plate  has  received  a 
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17  in.  projectile,  fired  with  8  cwt.  of  powder,  the  impression 
being  but  if  in.  deep.     {Seep,  976.) 

Tungsten  Steel  (called  also  Mushet's  Steel)  is  also  a  self- 
hardening  steel,  similarly  suitable  for  projectiles  and  cutting 
tools,  and  having  a  composition  by  analysis  of — 

Carbon  7o  Tungsten  7©  Silicon  7«  Manganese  7o 

I -36  2-58  -42  -25 

{Seep,  976.) 

Sterro  Metal  is  a  brass  to  which  have  been  added  small 
proportions  of  iron  and  tin.     Its  percentage  composition  is — 

Copper 55  to  60  I  Iron       2  to  4 

Zinc      34  to  44  I  Tin        i  to  2 

It  is  both  cheaper  and  stronger  than  gun-metal.  Speaking 
generally,  the  presence  of  iron  reduces  the  tenacity,  but  in  the 
proportions  shewn  is  of  value.  This  metal  has  been  used  for 
hydraulic  pumps. 

Delta  Metal*  though  its  proportions  are  unpublished,  seems 
to  be  simply  Sterro  metal  in  a  forged  or  rolled  condition.  The 
mechanical  treatment  thus  received  considerably  increases  its 
strength,  and  it  is  much  advocated  for  ship  propellers.  Though 
the  presence  of  iron  causes  a  slight  rust,  the  loss  after  six  months' 
immersion  in  an  acid-impregnated  water  was  but  1*2%  as  against 
46%  with  wrought  iron  or  steel. 

Silicon  Bronze  is  an  alloy  of  copper  and  silicon,  the  latter 
acting  as  a  flux  or  reducing  agent,  clarifying  the  copper  and  pre- 
venting oxide  scale.  The  resulting  product  is  very  strong,  as 
here  shewn : 


Percentage 

Percentage 

Breaking  stress, 

Floncrat 

Copper. 

Silicon. 

tons  sq.  in. 
24* 

CtflwllK*  L 

97 

3 

55 

95 

5 

33i 

8 

The  second  sample  is  deficient  in  toughness,  and  more  than 
5  %  silicon  causes  great  brittleness.  Adding  -i  %  of  silicon  to 
melted  copper  produces  clean  castings  by  removing  oxide,  and  a 
little  silicon  to  any  brass  or  bronze  is  advisable.    Silicon  bronze 


Digitized  by 


Google 


8oo  Appendix  II. 

corrodes  rather  more  than  aluminium  bronze,  but  is  very  close- 
grained,  and  therefore  suitable  for  resisting  fluid  pressure. 

Aluminium  is  procured  from  its  ores  by  one  or  other  of  two 
processes.  The  older  or  Deville  process  has  been  much  improved 
as  the  Castner  process,  and  is  thus  practised  at  Oldbury,  near 
Birmingham,  being  based  on  the  displacement  of  aluminium  from 
its  ores  by  metallic  sodium.  Caustic  soda  and  iron  carbide  are 
melted  in  furnaces  at  1470*  Fahr.,  and,  thus  being  kept  for  some 
i^  hours,  the  sodium  distils  over  into  iron  condensers,  and  is 
afterwards  cast  into  blocks  of  2  lbs.  each.  Some  20  furnaces  are 
kept  going  at  once,  each  producing  60  lbs.  of  sodium  per  day, 
with  an  expenditure  of  360  lbs.  caustic  soda  and  300  lbs.  iron 
carbide. 

Next,  alumina  is  prepared,  by  mixing  the  ground  mineral 
(bauxite)  with  soda  ash,  and  heating  it  in  a  furnace  till  silicate 
and  soda  aluminates  are  formed,  after  washing  which,  first  with 
water  and  then  with  hydrochloric  acid,  the  hydrate  of  alumina 
remains.  This  is  mixed  with  common  salt  and  charcoal  into  a 
paste,  and  made  into  balls,  which  are  thoroughly  dried  and 
heated  in  earthen  cylinders.  While  in  this  condition  perfectly 
dry  chlorine  gas  is  passed  over  them,  and  aluminium  bichloride 
distils  over. 

Lastly,  80  lbs.  of  the  bichloride,  25  lbs.  of  metallic  sodium, 
and  30  lbs.  of  cryolite  (another  ore  of  aluminium)  as  a  flux,  are 
heated  together  to  1830''  Fahr. ;  and  metallic  aluminium  to  the 
weight  of  8  lbs.  is  thereby  produced,  impure  only  to  the  extent 

In  the  Cowles  process  the  ore  is  directly  reduced  in  electric 
furnaces,  or  rectangular  fireclay  pits  kept  hot  by  the  current  from 
an  enormous  dynamo.  Each  pole  within  the  furnace  consists  of  a 
bundle  of  five  3-inch  carbons,  having  metallic  caps  or  heads — of 
iron  if  ferro-aluminium  is  required,  and  of  copper  if  for  aluminium 
bronze.  The  furnace  lining  is  made  of  lime  and  charcoal  powder, 
the  latter  for  localising  the  heat  and  saving  the  furnace  materials. 
The  charge  consists  of  ore,  metal  (copper  or  iron  as  desired),  and 
charcoal ;  and  the  resulting  alloys  contain  15  to  17%  of  aluminium. 

Aluminium  has  only  a  third  the  specific  gravity  of  iron,  and  is 
practically  untarnishable.      The  addition  of  ^  to  i  %  to  cast  iron 
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increases  fluidity  and  makes  casting  possible  with  the  whiter 
irons.     (Seep.  10 14.) 

Aluminium  Bronze,  as  a  substitute  for  gold,  has  been 
long  known,  but  has  only  recently  been  advocated  as  an  engineer's 
metal.  The  best  proportions  are  5  to  1 1  %  of  aluminium,  the 
Test  being  copper ;  and  the  strengths  are,  with 

5%  Al.     24-5  tons  sq.  in.,  breaking.     40%  elongation. 
11%  AL     35*7  tons  sq.  in,,  breaking.     10%  elongation. 

If  a  small  portion  of  silicon  be  added,  the  strength  is  increased 
but  the  ductility  diminished  The  10  %  alloy  is  much  used  for 
bearings,  gear  wheels,  propellers,  &c.  Shrinkage  when  casting  is 
very  great,  and  good  feeding  gates  are  necessary. 

Manganese  Bronze  has  been  mentioned  at  p.  85.  The 
ferro-manganese  usually  added  is  objectionable  as  introducing 
iron,  which  decreases  toughness  and  increases  corrosion,  so  it  is 
better  to  use  an  alloy  of  manganese  and  copper.  One  of  the  best 
and  cheapest  manganese  bronzes  has  the  following  percentage 
proportions ;  ■ ' 

Copper     53  Manganese  ...     375 

Zinc 42  Aluminium  ...     1*25 

In  view  of  the  competition  between  the  bronzes  for  propeller 
construction,  it  may  be  noted  that  the  relative  cost  for  different 
metals  is  given  by  the  subjoined  figures  : 

Gun  Metal        ...     ;^i3o 


Cast  Iron         ...     ;^24 

Steel     £iZ 

Delta  Metal     ...  ;^ii5 


Manganese  Bronze  ^£^135 
Aluminium  Bronze  ;^i45 


Phosphor  Bronze        ...        ^^170. 


CHAPTER  IV 
P.  g8.     Steam  Hammer  Blow. — For  the  benefit  of  some 
readers  an  amplification  is  here  given  of  the  matter  on  p.  98 : — 

Velocity  due  to  tup  weight  =  j2g¥L  '       (H«=  height  of  drop). 
Acceleration  due  to  steam  =  Total  pressure    _  Pg^ 
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.\    Velocity  due  to  steam  =  x/2yH  =    ^/2  -^H 

and  Total  Velocity  =   j2gH  +  \^^^^  =  ^J^  (  \/S+  0 

which  value  xjiust  be  used  instead  of  v  on  page  98. 
2 
Also  P  =  — +  7</  +  Ps  is  more  rigidly  correct  for  mean  total 

pressure,  though  thie  addition  is  only  slight.  Thus,  by  calculation 
a  5-cwt.  hammer  gives  a  blow  of  about  20  tons,  half  a  ton  of  which 
is  caused  by  Ps,  the  pressure  of  the  steam.     (See  p.  98.) 

P.  124,  Stamping. — It  is  indeed  remarkable  how  a  difficult 
forging  may  be  overcome  by  the  use  of  top  and  bottom  dies,  and 
although  the  method  has  its  limits,  it  may  be  pushed  to  very 


@^- 


extreme  cases,  if  we  partly  forge  by  hand  and  partly  stamp  under 
a  hammer.  The  metal  should  always  be  roughly  forged  or 
welded  to  shape,  however,  before  placing  in  the  dies,  so  as  to 
dispose  the  fibre  in  the  best  direction  for  strength.  Some  seven 
examples  are  shqwn:  (i)  The  single-webbed  crank,  Fig.  121, 
needing  no  further  explanation;  (2)  the  centre  for  screwing  stocky 
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c,  Fig.  121^,  which  is  first  punched  and  roughed  to  shape,  and 
then  placed  in  suitable  dies;  (3)  the  spanner  a,  Fig.  laia, 
treated  as  in  Fig.  767 — that  is,  the  jaw  and  shank  are  first  scarfed 
and  welded  as  at  a,  then  placed  in  dies  at  b,  and  filially  punched 
thiough  at  c  before  being  removed;  (4)  the  forked  rod  b,  Fig. 
i2ia,  similarly  rough- forged,  and  punched  in  dies  as  at  d,  Fig.  767; 

(5)  the  ring  spanner  e,  Fig.  767,  punched  with  a  hexagonal  punch; 

(6)  the  hook  f,  Fig.  767,  first  roughly  bent  as  at  G,  and  then 
stamped  and  punched  as  at  h;  and  (7)  the  deep-eyed  lever  j, 
Fig.  767,  first  prepared  by  two  rough  rings  k  k,  and  a  scarfed 
rod  L,  then  placed  in  the  dies  and  drifted  as  shewn.  Whenever 
welding  is  done  in  the  dies,  the  pieces  must  be  raised  to  a  very 
good  welding  heat;  see  b  and  j,  Fig.  767. 

P.  I2S»  Steelifying  Iron. — This  process  is  of  the  same 
character  as  case-hardening,  and  is  practised  by  making  a  powder 
having  i^  oz.  of  prussiate  of  potash,  \  oz.  potassic  nitrate,  and 
^  oz.  sugar  of  lead ;  placing  it  upon  red-hot  iron,  and  reheating 
till  the  powder  melts.  Brightening  a  small  portion  of  the  iron, 
the  colojur  is  watched  for  as  in  tempering,  and  the  quenching 
done  in  rain  water.  It  is  claimed  that  the  hardening  is  very 
thorough,  and  makes  the  material  suitable  for  cutting  tools. 

P,  128,  Hardening  Steel. — The  hardness  produced  in 
cooling  steel  depends  very  much  on  the  rapidity  with  which  the 
heat  is  removed.  Water  is  a  good  cooler,  and  is  most  used,  but 
much  harder  results  are  obtained  by  cooling  in  mercury,  and  the 
hardest  known  by  means  of  lead;  the  point  of  the  tool,  after 
heating,  being  pushed  into  a  block  of  cold  lead. 

Hydraulic  Forging. — Advocates  of  hydraulic  pressure  for 
heavy  forging  aver  that  steam  hammers  are  done  with,  and  that 
no  more  heavy  hammers  will  be  ordered.  Yet  hydraulic  forging 
was  used  practically  by  Haswell  in  1861,  being  proposed  by 
Charles  Fox  in  1847,  ^^^  many  big  hammers  have  since  been 
built,  proving  that  old  prejudices  die  hard.  At  the  same  time 
it  is  fully  conceded  that  the  hammer  blow  merely  compresses  the 
exterior  of  the  forging,  and  never  satisfactorily  reaches  the  centre, 
due  evidently  to  the  shortness  of  time  occupied  at  each  stroke. 
The  advantage  possessed  by  hydraulic  forging  would  belong  also 
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to  any  method  that  substituted  a  steady  pressure  for  a  blow»  only 
that  its  rigidity  makes  water  the  roost  suitable  medium.  It  is  not, 
therefore,  introduced  on  account  of  its  storage  qualities,  and  in 
fact  the  use  of  an  accumulator  or  any  possibility  of  a  blow  is 
disallowed  at  once.  In  most  forging  presses,  then,  the  source*  of 
power — -steam — lies  near  the  press,  and  the  water  is  merely  a 
connection  from  there  to  the  ram  cylinder.  The  sole  advantage 
of  the  system  is  that  time  is  given  for  the  metal  to  flow  right 
through  the  forging  thickness,  and  that  this  is  no  chimera,  the 
statements  of  most  celebrated  engineers  admit  no  doubt  of. 

Apparently  hydraulic  forging  was  suggested  by  Whitworth's 
compression  of  the  fluid  steel,  and  by  the  objection  of  his 
neighbours  to  the  hammer  noise ;  but  it  is  doubtful  whether  the 
first  practical  press  was  due  to  Haswell,  or  to  Gledhill,  Whitworth's 
manager.     Fig.  768  is  a  plan  of  Haswell's  press,  the  steam  piston 

Jfu4irxtu/ji>c  FyorxUrur  Presses 

HASW£LL 


A  being  connected  directly  to  the  pumps;  bb  are  non-return 
admission  valves,  and  c  c  delivery  valves,  worked  by  powerful 
levers  from  an  auxiliary  steam  cylinder.  The  piston  travels  a 
whole  stroke  in  either  direction  alternately,  valves  c  c  being  opened 
or  closed  as  required,  and  the  water  is  exhausted  through  a  fifth 
valve,  D.  A  smaller  hydraulic  ram  placed  above  the  main  one 
serves  to  lift  the  latter  by  means  of  links.  Whitworth's  press  is 
fed  directly  by  steam-driven  pumps,  though  the  lifting  rams  are 
worked  from  an  hydraulic  accumulator,  and  his  apparatus  is  easily 
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understood  from  Fig.  769,  a  being  the  main  cylinder  and  b  b  the 
lifting  rams. 

Both  methods  have  since  been  adopted  satisfieurtorily,  and  two 
things  have  to  be  noted:  (i)  that  immense  rigidity  of  framing 
is  required  on  account  of  the  heavy  pressures,  2  or  3  tons  per 
square  inch,  and  (2)  that  the  difficulty  of  keeping  valves  and 
packings  water-tight  causes  some  makers  to  dispense  with  the 
former  altogether.  A  very  useful  modern  press,  designed  by  the 
late  Mr.  Tweddell,  is  shewn  at  t,  plate  xv,  facing  p.  318,  where 
the  absence  of  pillars  is  a  convenient  arrangement 

Cold  drawing  of  metals  has  long  been  practised  in  the 
manufacture  of  wire  from  more  or  less  plastic  materials,  a  hard 
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steel  plate  being  drilled  with  a  series  of  holes  of  gradually  de- 
creasing size,  through  which  the  material  is  passed  in  succession 
irom  largest  to  least  The  principle  is  also  applied  to  plates  of 
the  same  materials,  which  are  stamped  by  a  regular  series  of  dies 
until  the  required  shape,  often  much  removed  from  the  original 
condition,  is  attained  Between  every  *  draw,'  or  nearly  so,  it  is 
usual  to  anneal  the  work,  for  such  forced  flow  of  material  produces 
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brittleness.  The  steel  cylinders  now  used  for  storing  compressed 
gases  are  thus  made  in  one  piece ;  so  also  are  boiler  tubes  and 
cartridge  cases.  The  last-mentioned  have  become  of  large  size 
since  the  introduction  of  the  quick-firing  gun,  and  very  heavy 
presses  are  therefore  employed,  the  operations  at  Woolwich  in 
drawing  such  a  case  for  a  6  in.  quick-firing  gun  being  shewn  in 
Fig-  77o>  2is  described  by  Sir  William  Anderson  before  the 
Institution  of  Mechanical  Engineers  in  1897. 

Metal-spinning  is  a  method  of  moulding  thin  flexible  metal 
sheets  upon  wood  blocks  fixed  in  a  lathe  chuck,  by  means  of 
a  wooden  tool  or  presser.  In  this  manner  knobs,  teapots,  and 
many  other  domestic  articles  can  be  built  from  spun  hemispheres, 
or  saucers. 


CHAPTER  V. 

P.  1^2.  Lathe  Centres. — The  American  practice  is  to  use 
an  angle  of  60°  for  work  up  to  15  ins.  diameter  (yjin.  centres). 


CenZrexrvci    ictr€fe^  xjux>rjiy. 


and  70''  to  90"  when  above  that  diameter.  Mr.  W.  H.  Pretty, 
Wh.  Sc,  of  Bedford,  writes  that  an  endeavour  there  to  use  75" 
for  small  work  (up  to  \  cwt.),  and  So*  for  larger  work,  met  with 
failure  through  changing  of  work,  and  a  general  standard  of  80* 
being  first  adopted,  was  afterwards  altered  to  60'  to  suit  American 
tools.  For  work  above  f  cwt  he  drills  the  ends  with  brace  and 
bits,  as  in  Fig.  771,  by  placing  it  on  supports  in  line  with  lathe 
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centres,  and  giving  a  feed  by  advancing  the  poppet  screw  •  the 
plain  drill  being  first  used,  and  the  countersink  afterward. 

Centreing  Machine.— This  is  a  simple  but  useful  con- 
trivance for  rapidly  preparing  work  for  the  lathe.  The  work  is 
rested  in  a  concentric  chuck  a,  Fig.  772,  and  a  V  support  b;  the 
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latter  being  raised  or  lowered  till  the  bar  is  level.  The  drill, 
rotating  rapidly,  is  now  advanced  to  the  work  by  the  lever,  and 
the  countersink  and  plain  hole  both  drilled  at  one  time  by  means 
of  the  special  drill-point  shewn. 

Centre-grinding  Wheel, — The  common  method  of  trueing 
up  lathe  centres  is  to  soften  them  by  heating,  turn  them  up,  and 


rti.,  Ill , 


FAjq.  773. 


Digitized  by 


Google 


8o8  Appendix  II. 

then  re-hardea  Fig.  773  shews  a  handy  emery  wheel  for  trueing 
up  without  preliminary  softening.  The  shank  a  is  fixed  in  the 
slide-rest  so  as  to  let  a  vulcanite  wheel  e  roll  upon  disc  b  fastened 
to  the  catch  plate,  and  the  emery  wheel  c  to  just  touch  the  centre 
point.  The  knob  d,  loose  on  the  spindle,  is  now  taken  hold 
of  to  traverse  wheel  c,  and  the  lathe  mandrel  is  revolved,  the 
connecting  band  between  spindles  e  and  c  being  a  long  helical 
spring. 

P,  jsy.  Water-finishing  Tool. — If  a  high  and  smooth 
finish  is  to  be  given  to  iron  or  steel,  a  broad,  sharp  tool  is  used, 
and  plenty  of  water  fed  to  its  point  while  tooling.  Quick  speed 
and  large  feed  are  also  supplied,  and  the  tool-points  are  shewn  in 
Fig.  774 — A  for  a  planer  or  shaper,  and  b  for  a  lathe.  The  latter 
form  can  be  understood  by  remembering  that  the  relative  path 
of  tool  to  work  is  that  of  a  screw,  while  the  tipping  of  the  tool 
at  c  permits  its  front  to  lie  normally  with  the  direction  of  traveL 

P  160.  Face  Lathe. — To  give  a  clearer  idea  of  this 
machine,  a  general  drawing  is  provided  in  Fig.  775.  The 
driving  details  have  already  been  described  for  the  break  lathe,^ 
and  the  slide-rest  needs  no  further  description.  The  only  point 
of  difference  lies  in  the  bed,  which,  it  will  be  seen,  admits  large 
diameters  having  .small  axial  width.  It  is  thus  a  surfacing 
machine. 

P,  160,  Classification  of  Boring  Machines. — A  short 
classification  will  give  a  better  understanding  of  the  many  types 
of  these  machines.    Thus,  we  may  have : 

1.  Boring  in  the  lathe :  with  moving  work. 

2.  Special  boring  machine  of  lathe  pattern. 

3.  Horizontal  boring  machiije :  with  fixed  work. 

4.  Vertical  boring  machine. 

5.  Snout-boring  machine,  for  blind  holes. 

Lathe  boring  has  been  described  at  p.  160;  but  as  universal 
tools  are  inadvisable,  most  machines  being  kept  going  with  one 
class  of  work,  it  is  better  to  construct  a  special  machine  (Class  2) 
of  *  lathe-boring  *  pattern,  than  to  do  much  boring  in  the  lathe 


Digitized  by 


Google 


Digitized  by 


Google 


Sio 


Appendix  11. 


itself.  Such  a  machine  is  useful  and  expeditious,  if  the  work  be 
not  too  heavy,  and  is  illustrated  in  Fig.  776  by  an  example  from 
Loudon  Bros,  of  Johnstone,  N.B.  Some  makers  use  two  lifting 
screws  when  doing  heavy  work,  and  others  support  the  boring  bar 
on  the  saddle,  as  in  Fig.  249,  p.  237  ;  but  the  main  characteristics 
remain,  such  as  deep  bed  and  short  length,  and  the  movement  of 
the  work  itself  for  feed. 

Class  3,  with  fixed  work,  is  well  described  on  p.  161. 

The  fourth  class,  the  vertical  machine,  has  already  been  men- 
tioned, and  its  advantages,  truth  of  surface  for  large  diameters, 
explained.  The  general  design  is  shewn  in  Fig.  777,  the  con- 
struction being  similar  to  those  of  Class  3,  where  the  work  is  fixed 
and  the  tool  fed  along  the  bar  by  an  epicyclic  train  of  wheels  at 
the  upper  end.  Of  course,  the  bar  must  be  lifted  vertically  when 
removing  the  work,  but  there  is  less  risk  of  accident  than  with 
the  horizontal  machine. 

The  snout-boring  machine,  Fig.  778,  is  made  by  Messrs.  J. 
Buckton  &  Co.,  for  cases  where  a  bar  cannot  be  passed  through 
the  work.  Very  large  diameters  cannot  well  be  done,  but  most 
hydraulic  cylinders  can  be  conveniently  bored  The  driving  is 
by  worm  gearing,  and  the  feed  is  given  to  the  saddle  on  which 
the  work  is  bolted,  lathe  fashion.     A  £eicing  head  is  also  supplied. 

P,  168,  The  Slot-drilling  Machine. — Fig.  779  shews  one 
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of  these  useful  machines,  to   Messrs.  Buckton's  design.      It  is 
driven  by  speed  cones  a,  from  a  countershaft   in  order  to  make 
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surface  speed  constant  for  various- sized  drills.  The  horizontal 
feed  to  saddle  e  is  given  by  the  gear  on  the  left  at  b  ;  and  the 
driving  gear  consists  of  mitre  wheels  c  and  a  long  Marlborough 
wheel  D,  thus  permitting  the  tool  to  be  set  to  any  arranged  depth. 
The  slide  f,  carrying  the  tool  spindle,  may  be  adjusted  to  give 
the  depth  required,  by  means  of  spindle  g,  upon  which  is  a  small 
pinion  gearing  into  a  rack  on  the  back  of  the  slide.  The  table 
has  the  usual  setting  adjustments,  and  a  hand  feed  is  supplied 
at  H.  The  form  of  drill  is  shewn  at  j,  which  first  makes  a  hole 
of  the  proper  depth,  and  is  then  traversed  horizontally ;  but  if  the 
slot  be  very  deep  the  work  must  be  done  in  stages.    {See  p.  1019.) 

P,  775.  Notes  on  Milling. — When  work  is  being  fed  to  a 
milling  cutter,  the  direction  of  motion  of  the  work  must  be  the 
reverse  of  that  of  the  cutting  tooth.  If  this  precaution  be  not 
taken^  the  cutter  will  ride  upon  the  work  with  great  pressure,  and 
its  teeth  be  broken.     Thus  in  the  left  view,  Fig.  181,  the  work 
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should  be  fed  from  left  to  right.  Further,  when  using  a  helical 
cutter,  Fig.  181,  the  direction  of  helix  must  be  such  as  to  force 
the  cutter  on  and  not  off  the  spindle. 

Heavy  Milling  Machines. — Milling  is  being  more  and 
more  adopted  for  repetition  work.  The  mechanism  of  the  Maxim 
gun,  for  instance,  is  all  but  automatically  turned  out,  by  milling 
machines  of  the  pattern  on  Plate  XII.,  intricate  wavy  sections 
being  cut  by  gangs  of  mills,  or  several  cutters  strung  on  one 
spindle.     A  not  less  interesting  development  is  that  of  the  heavy 
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milling  machine  intended  to  directly  supplant  planers,  shapers 
and  slotters,  even  for  ordinary  unrepeated  work.  Over  and  over 
again  has  it  been  proved  that  this  can  be  done  with  economy, 
despite  irenewal  cost  of  mills,  while  the  finish  of  the  work  is  un- 
doubtedly better.  Fig.  780  is  a  vertical  machine  to  do  slotting- 
machine  work,  and  the  horizontal  machine  Fig.  781  similarly 
serves  for  planed  work ;  the  table  movements  giving  feed  in  both 
cases,  and  not  cut.    {Seep,  1020.) 

Special  Copying  Machines.— The  copying  principle  has 
an  extreme  illustration  in  such  apparatus  as  the  copying  lathe  and 
Hat  profiling  machine.  The  former  was  the  invention  of  Blanchard, 
an  American,  and  was  used  by  hip  to  make  such  articles  as  shoe- 
makers' lasts,  gun-stocks,  &c.  It  is  still  mucn  adopted  for  '  turning ' 
the  spokes  and  felloes  of  wooden  wheels,  and  its  principle  will  be 
understood  from  Fig.  782.  There  are  two  fixed  headstocks,  a 
and  B,  and  two  corresponding  poppet  heads.  In  b  is  placed  a 
cast-iron  copy,  say  a  spoke,  and  in  a  a  rough  piece  of  wood,  A 
sliding  carriage  c  carries  a  roller  d  and  a  fly-cutter  e  of  equal 
diameter,  the  latter  being  driven  at  high  velocity  by  means  of  a 
belt.  The  roller  d  is  pressed  against  the  copy  by  the  puU  of 
weight  F  on  the  carriage,  and  the  fly-cuttet  gouges  out  the  wood 
in  imitation  of  the  copy.  The  feed  must  also  be  given.  This  is 
obtained  by  a  very  sUnv  rotation  of  the  mandrel  b,  which  is  com- 
municated to  the  second  mandrel  through  the  idle  wheel  G,  and 
as  the  roller  d  is  moved  backward  or  forward,  the  same  movement 
occurs  on  the  cutter  e,  so  that  the  copy  is  accurately  reproduced 
at  any  section,  whatever  its  shape.  At  the  same  time  a  slow 
traverse  is  given  to  the  carriage  along  the  bed,  thereby  including 
all  sections  of  the  work. 

The  profiling  machine  is  similar  in  character,  but  is  arranged 
vertically,  and  is  used  for  metal-cutting,  its  progenitor  being 
retained  for  woodwork.  Referring  to  Fig.  783,  a  is  the  copy,  b 
the  work,  c  the  milling  cutter,  and  d  a  *  dummy '  to  traverse  the 
copy,  the  carriage  e  being  pulled  leftward  as  before.  An  enlarged 
view  of  the  dummy  at  Dj  shews  the  cone  shape  which  is  required 
to  gradually  increase  the  depth  of  cut,  by  refixing  at  a  higher 
position  after  each  traverse.  The  bed  is  long,  and  similar  to  that 
of  a  planing  machine,  the  feed  being  caused  by  a  slow  movement 
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of  th€  table,   as   in   milling  machines.      Flat    connecting-  and 
coupling-rods  are  good  examples  of  the  work  done. 
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Reversible  Tools.— The  endeavours  of  early  manufacturers 
to  mcrease  the  efficiency  of  reciprocating  tools  by  making  them 
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cut  on  both  strokes  have  not  been  highly  appreciated  by  users. 
Whitworth  used  a  circular  tool-box  to  his  planing  machines,  and  the 
tool-point  was  automatically  moved  through  iSo**  after  each  stroke 
by  cords  and  pulleys,  much  as  the  plate-planer  tool  is  now  moved 
(see  c,  Fig.  285,  p.  295).  Lack  of  rigidity  caused  the  abandon- 
ment of  this  tool  for  good  machines,  however.  Two  recent  double- 
acting  tools,  by  Messrs.  J.  Buckton  &  Co.,  are  shewn  in  Fig.  784. 
The  tool  A  is  suited  to  a  slotting  machine,  and  is  automatically 
reversed  by  rod  b,  on  which  are  tappets.  The  main  difficulty 
here,  and  whenever  one  tool  has  two  edges,  is  the  difficulty  of 
sharpening  symmetrically.  The  planing  tool-box  c  is  an  improve- 
ment in  this  respect,  for  both  tools  can  easily  be  set  at  their 
proper  heights.  The  tools  are  fixed  in  slots  niade  in  discs,  so 
that  when  one  tool  is  at  work  the  other  trails  on  the  return,  the 
spring  D  keeping  the  acting  tool  to  its  cut.  Both  arrangements 
are  said  to  work  very  well  in  practice. 

Facing  Head. — Small  articles  such  as  pipe  flanges  are  very 
economically  surfaced  in  a  drilling  machine  by  adopting  a  facing 
head  as  in  Fig.  785.  It  is  fi^ced  to  the  spindle  by  a  coned  shank 
and  collar  as  usual,  and  a  radial  feed  is  given  to  the  tool-box  d  by 
the  star  b  and  screw  c\  the  former  striking  a  fixed  projection  at 
every  revolution  of  the  spindle. 


CHAPTER  VI. 

P,  200,  Turret-head  Lathe  with  vertical  Mandrel. — 

The  special  tool  shewn  in  Fig.  785a  is  called  by  its  designers, 
the  Richards  Machine  Tool  Co.,  a  *  Universal  Turning  Machine,' 
but  is  apparently  better  described  as  above.  It  may  be  under- 
stood by  a  reference  to  the  description  on  p.  200.  The  mandrel 
is  supported  on  a  footstep,  and  driven  by  worm  gear,  and  there 
are  two  vertical  slides  corresponding  to  a  lathe  saddle  and  slide 
rest.  The  turret  is  shewn  provided  with  tools  for  turning  piston 
rings  from  a  cylindrical  casting,  for  which  purpose  a  turns  the  top, 
b  roughs  the  thickness  which  c  finishes,  and  d  parts  to  correct 
width.  For  the  last  operation  the  tools  are  gradually  fed  through 
the  work  by  turning  the  hand  wheel  e,     {Seep,  978.) 

P,  212,    Originating  a   Surface    Plate.  —  Mr.   W.   H. 
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Pretty,  Wh.  Sc,  finds  it  possible  to  save  much  time  and  labour 
when  originating  surface  plates  or  straight- edges,  by  giving  the 
workman  a  tabulated  statement  of  the  order  of  procedure,  so 
arranged  as  to  systematically  reduce  the  errors  of  manipulation. 
The  plates  having  been  stamped  with  numbers,  (i),  (2),  (3),  in 
conspicuous  places,  and  the  planing-tool  marks  eliminated  with  a 
smooth  file,  he  follows  this  order  : 

{a)  Using  (i)  as  a  standard  :  bed(2)  to  (i);  bed  (3;  to  (i); 

then  bed  (2)  to  (3),  working  equally  on  each. 
{b)  Using  (2)  as  a  standard:  bed  (i)  to  (2);  (3)  is  already 

bedded  to  (2);  then  bed  (3)  to  (i),  working' equally  on 

each. 


UCa.  785 ou. 


(c)  Using  (3)  as  a  standard:  bed  (2)  to  (3);  (i)  is  already 
bedded  to  (3);  then  bed  (i)  to  (2),  working  equally  on 
each. 
(/O  Using  (i)  as  a  standard :  bed  (3)  to  (i) ;  (2)  is  already 
bedded  to  (i);  then  bed  (2)  to  (3),  working  equally  on 
each. 
This  cycle  of  operations  is  repeated  until  sufficient  accuracy 
is  attained.     When  straight-edges  are  being  trued  up  they  should 
be  occasionally  reversed  end    for  end,  so  as  to  eliminate  all 
possible  errors. 

P.  214.  Screw-cutting.  —  There  are  no  fewer  than  five 
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ways  of  cutting  a  screw-thread  upon  a  spindle,  which   may  be 
thus  enumerated: 

(i.)  Cutting  with  stock  and  dies  as  described  at  p.  192.  This 
principle  is  defective,  for  reasons  there  mentioned.  The  cor- 
responding socket  is  screwed  with  taps. 


Flcf.  78e, 


S/:r)ewXnxf^MjoijCfurve. 


CultCrva  ZojxjQ-pjUbchjejdL  s/iry&u^s. 


(2.)  Screwing  in  the  lathe,  described  at  pp.  147,  212,  and  484. 
This  is  the  only  method  giving  a  perfect  screw,  except  that  next 
mentioned,  and  is  really  equivalent  to  scale  copying. 

(3.)  Copying  is  generally  performed  in  a  turret-head  lathe  as  at 
p.  200,  but  is  also  shewn  at  47,  Fig.  317,  p.  349,  for  screwing 
stay  tubes.    The  copy  is  often  of  a  larger  scale  than  the  work. 

(4.)  By  Chasing  Qr\y.     On  p.  212  the  chaser  is  described  as 
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a  finishing  tool,  when  cutting  screws  in  the  lathe.  It  is,  how- 
ever, sometimes  used  both  to  start  and  finish  the  thread  being 
held  by  the  hand  throughout  the  operations.  It  is  easily  seen 
that  such  a  method  has  precisely  the  same  objections  as  stock  and 
dies,  but  even  to  a  worse  extent,  for  'drunken '  threads,  of  varying 
pitch,  are  often  produced  by  inexperienced  workmen.  This  is 
because  the  tool  has  very  short  directing  surface,  even  though  that 
surface  may  have  the  correct  angle. 

(5.)  By  Screwing  Machine, — ^This  method  is  the  same  in  prin- 
ciple as  stock  and  dies,  and  is  merely  a  quicker  and  more 
automatic  way  of  doing  the  same  work.  In  Fig.  7S6  the  general 
form  of  the  machine  is  that  of  a  short  lathe  with  fixed  headstock  a, 
a  clutch  B  for  putting  the  mandrel  in  and  out  of  gear  quickly,  and 
a  powerful  driving  gear.  The  work  is  held  in  a  concentric  chuck 
c,  and  the  screwing  dies  are  in  themselves  a  sort  of  concentric 
chuck,  operated  by  the  lever  e.  The  mandrel  being  revolved,  the 
cutting  head  d  is  brought  over  the  work  by  the  pinion  and  hand- 
wheel  F  until  the  dies  are  in  position  to  start :  the  lever  e  is  then 
pulled  leftward  by  the  advancing  cutters,  being  partly  helped  by 
the  workman's  hand  at  £,  The  operation  may  be  repeated  until 
the  stud  is  of  correct  diameter,  as  indicated  by  the  angle  of  the 
lever  e.  With  plenty  of  lubrication  the  thread  may  be  cut  during 
one  traverse,  and  when  the  dies  are  blunted  they  can  be  recut  upon 
a  master  tap  placed  in  chuck  c. 

Cutting  Long-pitched  Screws.  —  When  the  thread 
angle  becomes  45*  or  over,  it  may  be  questionable  policy  to  cut  it 
in  a  lathe.  Remembering  that  a  screw  is  formed  by  an  axial 
traverse  and  a  rotation,  either  motion  may  be  called  the  cut^  the 
other  being  the  ^tfi/;  but  the  latter  should  always  be  preferably 
the  slower  or  smaller  motion.  Thus,  in  the  machine  for  rifling 
guns,  the  traverse  being  large  and  the  rotation  small,  the  tool  is 
propelled  axially,  the  holder  being  a  long  bar  with  the  tool 
secreted  in  the  end,  in  the  manner  known  as  the  *  tiger's  claw/ 
from  the  fact  that  it  is  sheathed  on  entering,  and  automatically 
shot  out  on  the  outward  or  cutting  stroke.  During  withdrawal  the 
tool  bar  is  rotated  by  a  rack  and  pinion,  the  amount  of  rotation 
being  fixed  by  the  inclination  of  a  bar  along  which  the  rack  arm 
travels.     In  such  manner  any  long-pitched  screw  may  be  cut. 
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But  whatever  machine  may  be  adopted,  there  are  some  general 
rules  that  apply  to  every  case,  though  more  particularly  if  the 
angle  be  great  or  the  pitch  large,  for  then  any  deviation  from  rule 
is  more  apparent.  Imagine  a  screw  a  b,  having,  say,  four  threads 
wrapped  round  its  elementary  cylinder.  The  combination  of  cut 
and  feed  will  cause  the  work  to  travel  under  the  tool  in  the 
direction  k  j,  and  the  tool  front  must  therefore  be  set  normal  to 
this  line.  The  section  at  h  will  not  shew  the  real  shape  or  width 
of  tool,  but  that  at  j,  which  is  taken  across  the  line  c  d.  The 
comparison  of  the  two  may  be  shewn  by  a  diagram  :  thus,  xiab 
be  the  true  pitch,  over  four  threads,  measured  axially,  and  d  e  the 
outside  circumference,  cd  will  be  the  pitch  measured  normal  to 
the  threads.  By  setting  out  the  threads  on  a  b^  and  projecting 
them  on  c  d^  the  true  width  of  tool  at  thread  top  may  be  found. 


i^ — A,       i^,  ?sa. 


as  at  Cid^,  Again,  by  making  /f^  equal  to  circumference  at  thread 
bottom,  we  \iB.vtfd  as  the  normal  pitch  upon  which  the  threads 
are  to  be  again  projected  from  a  b^  giving  f^  d^  the  width  of 
tool  at  thread  bottom.  Finally,  the  curvature  of  tool  point 
will  be  that  due  to  the  ellipse  obtained  as  section  on  line  c  d. 
The  same  rules  apply  to  broad  traversing  tools  for  plain  lathe- 
work,  so  far  as  curvature  of  tool  and  angle  of  path  is  concerned. 

F,  226,  Incorrect  Taper-turning.  —  When  cylindrical 
work  pnly  is  being  turned,  the  correctness  of  the  cylinder  is  not 
in  the  least  marred  by  the  height  at  which  the  tool  is  set, 
though  the  beauty  of  the  surface  may  be  very  much  affected. 
But  the  turning  of  a  tapered  surface  or  cone  requires  special 
care  in. this  respect,  and  it  is  of  the   highest   importance   that 
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the  height  of  the  tool  point  should  be  exactly  level  with  the 
centre  line  of  the  work ;  for  the  section  a  b  of  a  cone.  Fig. 
788,  through  the  axis,  is  a  triangle,  for  which  a  straight-line 
feed  would  be  suitable,  but  the  section  at  cd,  below  the  axis, 
is  a  hyperbola,  and  a  straight-line  feed  would  simply  produce 
a  reversed  hyperbola  instead  of  a  true  cone. 

P,  24g,  Tooling  Circular  Arcs. — ^The  methods  of  tooling 
arcs  of  large  radius  may  thus  be  classified : — 

1.  Milling  or  slotting,  with  hand  feed. 

2.  Milling  in  a  profiling  machine  having  a  curved  copy. 

.3.  Special  milling  apparatus,  p.  752,  using  a  property  of  the 

circle. 
/(,  Planing  on  a  pivoted  table  controlled  by  a  rod  equal  in 

length  to  arc  radius. 
5.  Turning  on  a  large  face  plate  in  a  vertical  lathe,  whose 
short  mandrel  is  sunk  in  the  ground. 
Numbers  i,  2,  and  3  have  already  been  described.  No.  5  is 
practised  at  Woolwich  on  racers  or  roller  paths  of  large  radius. 
But  as  large  arcs  are  not  often  required,  it  is  better  to  fit  up  a 
planing  machine  in  the  manner  shewn  at  Fig.  789,  where  two 

Fig  789, 


PUmjLna  ewes 


positions  are  given.  Taking  position*!.,  let  a  line  a  b be  drawn 
immediately  under  the  tool  point,  and  let  a  stud  b  be  fixed  to  the 
table.  Next,  let  a  triangular  frame  acd,  one  side  of  which  is 
the  small  table  c  d,  be  pivoted  on  stud  b,  and  further  pinned 
at  a;  the  hole  in  CD  being  slotted  to  permit  the  planing  table  to 
travel.  The  work  to  be  planed  is  now  fastened  to  c  d,  and  the 
planing  commences ;  then,  by  referring  to  position  II.,  it  will  be 
found  that  the  curve  c  d,  struck  from  a,  will  always  lie  under  the 
tool  point  whatever  the  table  position. 


Digitized  by 


Google 


820 


Appendix  //. 


P,  256.  Turning  Balls.— Brass  and  gun-metal  ball^  are 
much  used  for  feed-pump-  and  safety-valves  on  account  of 
absence  of  sticking  which  they  ensure.  To  turn  them  in  the 
lathe,  a  cup  chuck  in  hard  wood — a,  Fig.  790 — is  provided,  into 


FAJOf.  790. 
BalL  ZurjvLrvcf. 


BLa.  79  f. 


EujTOZ, 


CbjjJbornxiiJbLc, 
Machine. 


which  the  ball  is  fixed.  This  form  of  chuck  permits  the  work 
to  be  constantly  changed  in  position ;  and,  if  this  he  carefully 
done,  it  will  be  clear  that  any  section  will  be  a  circle,  which  is 
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the  only  requirement  in  a  true  sphere.  After  the  ball  is  made 
as  perfect  as  possible  with  the  usual  turning  tools,  it  is  finished 
with  the  tool  b,  made  from  steel  tube,  which  is  rocked  to  and 
fro  as  the  lathe  revolves,  the  ball  being  often  removed. 

P,  274.  Jigs.—  These  appliances  may  be  constructed  so  as 
to  hold  work  for  other  operations  besides  drilling  bolt  holes,  and 
Fig.  791  shews  two  arrangements — a  being  a  special  chuck  for 
holding  a  dome  cover  while  turning,  and  b  a  vice  for  supporting  a 
loose  collar  for  boring. 

Cutting  Wheel  Teeth.— The  formation  of  the  teeth  of 
wheels,  either  on  paper  or  in  the  workshop,  has  been  mentioned 
at  various  places  in  this  book  as  follows :— 


Kind  of 
Tooth. 

Patterns. 

Moulds. 

Cutting  in  Metal. 

Describing 
Teeth  Curves. 

Spur 

Bevel 

Worm 

p.  60 
p.  60 
p.  58 

p.  31 
p.  31 
p.  10 

pp.  175  &  180 

pp.  256  &  753 

p.  274 

pp.^5io&5i7 
P-519 

A  few  more  words  on  this  very  important  subject  will  not  be 
out  of  place. 

Spur-wheel  Teeth. — A  milling  cutter  is  always  used  to  remove 
the  interspaces,  but  the  *  blank '  to  be  cut  may  be  mounted  in 
one  o(  various  ways.  On  p.  1 80,  the  dividing  heads  are  used  for 
support,  but  this  method  is  only  suitable  for  small  diameters. 
When  wheels  of  large  diameter  form  the  regular  work  of  a  shop, 
special  machines  are  adopted ;  in  many  cases  so  constructed  as  to 
automatically  rotate  the  wheel  through  the  pitch  arc  after  every 
cut.  Such  a  machine  is  shewn  in  Fig.  792,  elaborate  but  effective, 
where  a  is  the  cutter,  b  the  work,  c  the  dividing  wheel,  and  d  a 
sector  for  tilting  the  table  to  suit  bevel  gears. 

Yet  another  method,  shewn  in  Swasey's  machine.  Fig.  793,  is 
based  on  the  fact  that  if  a  number  of  wheels  be  cut  so  as  to  each 
gear  with  a  given  rack,  they  will  all  gear  the  one  with  the  other. 
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The  *  rack '  is  represented  by  the  gang  of  cutters  a,  which  simul- 
taneously rotate  and  travel  slowly  in  an  axial  direction.  While 
cutting  takes  place,  however,  the  blank  is  also  rotated  on  its  owr. 
axis,  by  means  of  change  wheels,  in  such  wise  as  to  accuratel} 
roll  upon  the  *  rack,'  with  no  slip  whatever.  The  consequence  b, 
that  the  spaces  cut  out  are  not  quite  of  the  same  shape  as  the 
cutter  teeth,  but  are*  so  widened  that  a  real  rack  of  the  cutter 
section  would  roll  perfectly  with  the  wheel  thus  cut.  The  axial 
traverse  of  the  cutters  is  given  by  the  fixed  cam  c,  which  gradually 


jFXa,  793, 
SAJTuu/ZanjeovLs  culUnq 


thickens  from  d  to  e,  through  about  three-quarters  of  a  turn,  and 
returns  rapidly  between  e  and  d.  Now  the  cutters  are  in  hal^fs, 
and  while  one  set  f  is  cutting,  and  advancing  axially,  the  other 
set  G,  being  out  of  the  cut,  is  returning.  The  method  appears 
complicated,  but  in  reality  is  very  simple,  and  the  wheels  thus 
cut  will  gear  together  most  correctly,  without  backlash.  By  a 
more  recent  method,  a  single  emery  wheel,  of  correct  section, 
rotates  in  one  place  while  the  wheel  is  really  rolled  along  a  line 
parallel  to  the  grinding  axis ;  and  thus  cast  wheels  may  be 
trued  up. 

If  a  milling  machine  be  not  at  hand,  very  good  wheel-cutting 
can  be  done  in  the  lathe.  The  lathe  centres  support  a  mandrel 
which  carries  the  blank,  and  the  milling  cutter  is  fixed  on  a 
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vertical  spindle  which  revolves  in  a  bracket  set  upon  the  slide-rest, 
being  there  driven  from  a  counter-shaft  pulley  overhead.  The 
whole  apparatus  is  seen  in  Fig.  794,  where  a  is  the  blank,  b  the 
bracket,  containing  the  cutter  spindle  c  driven  by  the  belt  d,  and 
E  a  dividing  plate  which  gives  the  correct  pitch  turn  through  the 
worm  wheel  f. 

Bevei'Wheel  Teeth, — It  has  already  been  explained  at  p.  753, 
that  true  bevel  teeth  can  only  be  cut  with  a  conical  feed,  and 
that  milling  cutters  are  useless  except  for  approximations,  or 
for  roughing  out  before  using  an  exact  topi.  {See  Appendix  K, 
p.  986.) 

Worm-wheel  Teeth. — These  also   are  cut  by  many  methods. 


Ei^iJM^ 


which  more  or  less  approach  accuracy.  The  simplest  way, 
though  by  no  means  a  good  one,  is  to  rough  out  the  spaces 
with  a  milling  cutter,  as  on  p.  58,  and  then  to  apply  the  worm, 
as  there  shewn,  but  using  the  file  to  trim  down  the  thick  portions 
of  the  teeth  where  marked  by  red  ochre  from  the  worm. 

The  second  method  is  to  use  a  hob  {see  p.  274).  This  tool  is 
obtained  by  turning  a  steel  worm  of  proper  size  and  shape,  cutting 
out  milling  teeth  upon  it,  backing  these  off  ^\,  top  and  side's  for 
clearance  angle,  and  finally  hardening.  Such  a  tool  is  highly 
expensive  to  make,  and  there  is  considerable  risk  when  hardening; 
and  unless  finished  with  an  emery  wheel  is  likely  to  be  untrue. 
Very  few  sizes  can  therefore  be  afforded,  and  wheels  must  be 
kept  to  standard  pitch.  Again,  supposing  the  hob  provided, 
there  are  still  two  methods  of  applying  it.  The  spaces  are  always 
roughed  out  with  a  cutter,  in  order  to  save  the  hob,  and  the 
wheel  being  mounted  freely  on  a  stud,  the  hob  is  rotated  while 
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being  gradually  brought  into  gear  with  the  wheel.  Usually  the 
wheel  is  not  turned  round  automatically,  and  then  the  hob  has  to 
do  the  double  duty  of  rotating  the  wheel  and  cutting  the  teeth. 
The  fault  of  this  method  is  precisely  that  of  stocks  and  dies  in 
screw-cutting,  for  the  worm  thread  has  a  different  angle  at  the  top 


•I 


to  what  it  has  at  the  bottom.  Better  results  are  obtained  by 
using  a  machine  like  a  short  lathe,  and  mounting  the  wheel  on 
a  vertical  shaft  passing  through  a  fixed  saddle,  while  the  hob  is 
driven  between  the  lathe  centres.  The  wheel  shaft  is  then  rotated 
at  the  proper  velocity  regarding  the  worm,  by  means  of  change 
wheels. 
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The  machine  in  Fig  795  was  described  by  Mr.  J.  H.  Gibson, 
in  a  paper  read  before  the  North-East  Coast  Institution  in  1897. 
A  is  the  driving  shaft,  connected  to  the  cutter  shaft  b  by  change 
wheels,  arranged  to  give  the  actual  relative  motion  between  the 
worm  and  wheel.  The  cutter  d  makes  a  purely  circular  rota- 
tion, which,  however,  traces  a  helical  cut  on  the  wheel  blank  n. 
.The  shaft  b  is  driven  through  nut  e,  wheel  f,  and  wheel  G,  the 
latter  riding  on  a  feather  key  in  the  screw;  but  while  cutting,  all 
these  pieces  rotate  solidly  in  the  bearing  h.  Only  once  per 
revolution  of  the  wheel  blank  n,  the  lever  p  is  pressed  out  by 
the  cam  q,  bringing  rod  r  forward,  as  shewn  by  arrow,  so  that  the 
star  wheel  j  niay  catch  r  and  cause  wheel  k  to  roll  round  g  and  f. 
As  G  has  42  teeth  and  f  40,  these  two  wheels  thus  move  relatively 
to  one  another,  and  the  screw^  is  shifted  axially  fofWard  by  the 
worm  pitch.  The  blank  being  fixed  on  the  face  plate,  and  the 
lever  p  set  just  past  the  cam,  the  cutter  is  placed  at  l,  and  the 
machine  started.  The  result  of  the  various  motions  is  to  make 
a  series  of  light  cuts  or  scratches  on  the  blank,  marking  out  the 
interspaces;  but,  when  n  has  turned  round  once,  the  lever  p 
moves,  and,  as  previously  explained,  the  cutter  takes  up  a  new 
position  on  the  helix  of  the  imaginary  worm.  The  cutting  still 
proceeding  automatically,  the  same  grooves  are  simply  cut  a  little 
deeper,  and  so  the  cycle  of  operations  is  repeated  till  the  cutter 
emerges  at  m,  by  which  time  every  interspace  will  have  been 
completely  finished;  for  the  cutter,  representing  the  worm,  will 
have  been  presented  in  every  one  of  its  many  positions,  and 
the  wheel  will  have  been  truly  *  rolled.'  Finally  the  worm  is 
turned,  with  the  cutter  as  template,  and  of  a  pitch  equal  to 
screw  B,  of  which  various  sizes  are  kept. 

P.  277.  Standard  Fits.— Mr.  Arthur  G.  Fuller  has  re- 
cently made  very  careful  experiments  to  determine  the  proper 
working  fit  clearance,  which  should  vary  with  the  size  of  the 
object.  As  regards  driving  fits^  the  pin  must  be  slightly  larger 
than  the  hole,  but  the  amount  depends  on  the  strength  of  drive 
required.  Force  fits  require  a  still  larger  pin,  but  the  size  would 
again  depend  on'  whether  the  force  applied  were  that  of  a  lever, 
screw,  or  hydraulic  press.  The  last-mentioned  fits  Mr.  FuUej 
estimated  from  the  average  of  all  the  experience  he  could  collect. 
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and  the  results  of  his  investigations  are  set  out  in  Fig.  796  for 
working,  and  force  fits.  Drive  fits  are  to  have  from  ^  to  i  the 
largeness  given  for  force  fits,  the  former  for  light  drives,  and  the 
latter  for  heavy  ones.     The  high  and  low  gauges  should  be  so 


S/xtndjarjci  Flits.  IJIucr,  796. 

NB.     DRiViNG   FITS     ONE-HAljr    FORCB    FITS. 


made  that  the  clearance  (or  largeness)  should  always  be  between 
the  maximum  and  minimum  amounts  shewn,  and  the  method  is 
known  as  the  Mimit'  system.     (For  shrink  fits  see  p.  842.) 


CHAPTER  VII. 

P,  286.  Caulking,  if  moderate,  is  not  objectionable,  but 
split  caulking  is  as  bad  as  it  can  be,  and  should  be  carefully 
guarded  against.  It  consists  of  splitting  off  and  then  turning  in  ai 
the  joint  a  strip  of  iron  about  .}^  in.  wide,  and  although  it  may 
stop  a  leak  at  the  time,  ultimately  breaks  out  worse  than  ever. 

P.  jij.  Increased  Pressure  in  Rivetter  when 
closing. — The  pressure  of  water  in  a  rivetter  being  1500  lbs. 
per  square  in.  at  first,  is  increased  by  about  50%  at  the  moment 
of  closing  the  rivet,  or  10  about  2250  lbs.  per  square  in.;  the 
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cause  being  the  sudden  arrest  of  the  accumulator   weight  and 
consequent  absorption  of  inertia. 

P.  330,  Electric  Welding. — There  are  four  systems  at 
present  in  use,  the  Thompson,  Benardos,  Zerener,  and  Voltex. 
The  first  is  useful  for  wires  or  bars,  heat  being  caused  by  their 
resistance,  while  the  Benardos  uses  the  arc,  and  is  suitable  for 
repairs  generally,  but  both  require  large  installations.  The 
Zerener  process  avoids  passing  the  current  through  the  material, 
the  arc  between  two  carbons  placed  in  line  being  deflected  upon 
the  work  by  means  of  electro-magnets.  The  Voltex  system  also 
adopts  two  carbons ;  but  they  ar^s  set  mutually  at  about  4^'',  and 
magnets  are  unnecessary. '  Both  the  last-named  systems  are  self- 
contained,  being  carried  about  with  ease,  and  it  is  claimed  that 
there  is  a  saving  in  current  of  30  %  in  the  Voltex  over  the  Benardos 
process.  Also  that  the  double  carbon  apparatus  does  not  harden 
the  parts  so  as  to  prevent  machining,  as  in  the  other  cases.  The 
Voltex  requires  a  current  of  80  volts,  with  120  amperes  for 
welding,  with  30  amperes  for  brazing,  and  with  5  amperes  for 
soldering.     {Seep,  1055.) 

P,  332.  Setting  for  a  Lancashire  Boiler. — This  type 
of  boiler  not  being  complete  without  external  flues,  which  also 


act  as  boiler  supports,  sections  have  been  shewn  in  Fig.   797. 
The  dirjection  of  draught  is  indicated  by  arrows :   through  the 

31 
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furnace  tubes,  underneath  the  boiler,  and  returning  along  the 
side  flues  to  the  chimney.  Where  the  brickwork  touches  the 
boiler  it  should  be  as  narrow  as  possible  to  avoid  corrosion  or 
any  unseen  wasting,  and  should  there  be  luted  with  fireclay 
instead  of  mortar.  The  whole  setting  is  lined  with  firebrick  and 
inclines  slightly  towards  the  front  in  order  to  drain. 

P.  337,  The  Field  Boiler. — This  is  principally  interesting 
on  account  of  the  Field  tube,  which  has  been  much  applied 
where  quick  steaming  has  been  required.  The  tube  consists  of 
an  outer  or  blind  member,  a,  Fig.  798,  having  water  inside  and 


FajCj.  79s. 


furnace  gas  outside,  and  the  inner  tube  b  is  supported  by  feathers 
at  the  top,  its  funnel  mouth  entrapping  the  downward  current, 
thus  causing  the  upward  current  to  ascend  by  tube  a,  and  pro- 
moting the  disengagement  of  steam.  The  boiler  c  shews  the 
tubes  in  position,  hung  from  the  firebox  crown,  d  being  a  baffle 
plate  to  retard  and  reflect  the  draught. 

F,  33p.  Water-tube  Boilers  having  been  greatly  favoured 
for  certain  purposes  during  recent  years,  a  more  extended  account 
seems  advisable.  These  boilers  were  tried  in  France  as  early  as 
1871,  and  have  been  used  in  the  French  Navy  since  1874.  In 
the  meantime  the  Babcock- Wilcox  boiler  was  introduced  in 
various  parts  of  the  world.  The  necessity  for  a  boiler  for  the 
English  Navy  suited  to  high  pressures,  combining  light  weight 
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with  safety,  ^nd  having  rapid  steam-raising  properties,  created  the 
Thornycroft  and  Yarrow  boilers,  at  least  for  the  smaller  boats; 
after  which  the  Belleville  boiler  (originally  introduced  for  French 
boats  in  1879)  was  naturalised  in  England  for  the  larger  ships. 
Meanwhile,  the  simultaneous  development  of  the  cylindrical  or 
*  Scotch '  marine  boiler  proceeded,  and  now  it  is  a  question  which 
is  to  hold  permanent  ground.  The  consensus  of  opinion  seems 
to  be  in  favour  of  retaining  the  Scotch  boiler  for  passenger  and 
cargo  service,  but  especially  for  the  latter,  while  the  special 
advantages  of  the  water-tube  boiler  fit  it  for  war  vessels.  On 
land,  the  high  efficiency  of  the  Lancashire  boiler  and  its  steady 
steam-supplying  properties  make  it  a  difficult  rival:  neither  is  it 
necessary  to  save  space  or  weight  on  land.  Taking  now  the 
'  water-tube  boiler  alone,  we  may  class  its  advantages :  • 

Advantages  of  Water-tube  Boilers.  ^ 

T.  Will  give  higher  pressure  steam  than  cylindrical  boilers. 

2.  Repairs,  though  probably  more  frequent,  are  easily  made. 

3.  Steam  can  be  raised  more  quickly  from  cold  water,  there 

being  little  risk  of  deformation. 

4.  Circulation  is  systematic^  rising  by  the  tubes,  and  returning 

by  *  downcomer.'  Circulation,  however,  does  not  in- 
crease rate  of  evaporation,  but  the  reverse :  its  function 
is  to  keep  steam  moving  and  avoid  dry  plates. 

5.  Lighter  than  other  boilers  for  same  power,  because  heating 

surface  is  largely  containing  surface  as  well,  whereas  a 
separate  (and  heavy)  envelope  is  required  for  the  latter 
purpose  in  other  boilers.  Also  heating  surface  is  lighter 
per  square  foot  than  in  many  other  boilers. 

6.  Less  space  for  same  power. 

7.  Safer  at  high  pressures.     This,  however,  is  dependent  on 

good  circulation  and  on  a  fairly  small  steam  reservoir. 

8.  Portability :  can  be  carried  about  in  sections  and  fitted  up 

afterward^. 

The  disadvantages  of  -this  boiler  seem  to  be  its  doubtful 
economy  in  regular  use,  and  the  fact  that  only  smokeless  coal 
can  be  burned.     Its  greatest  advantage   is  its  favouring  high 
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pressures,  which  soon  reach  their  limit  in  cylindrical  boilers; 
so,  stated  briefly,  a  less  economical  boiler  is  adopted  to  secure 
a  more  economical  engine.  It  is  a  mistake  to  suppose  all  water- 
tube  boilers  fit  for  forcing :  the  following  classifies  the  principal 
types  regarding  this  quality: — 

List  of  Typical  Water-tube  Boile|is. 
For  Natural  Draught  only. 


Babcock"  Wilcox. 

Root. 

Lagrafel  d*Allest. 


Oriolle. 
Niclausse. 
De  Naeger. 


Belleville. 


Capable  of  some  Forcing, 

I  Herreschof. 


For  Forced  Draught, 

Normand. 
Du  Temple. 

The  four  last-mentioned  are  most  suitable  for  fast-speed  war 


Thornycroft. 
Yarrow. 


^JV)iclajuL$ses 


vessels,  such  as  *  destroyers,'  which  require  increased  combustion 
on  occasion. 

The  Babcock-Wilcox  boiler  has  been  already  described,  .and 
may  be  taken  as  a  type  of  natural-draught  boiler.     The  Niclausse 
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deserves  mention  on  account  of  its  use  of  an  inclined  Field  tube, 
the  inner  portion  of  which  serves  as  downcomer;  and  there  is  only 
one  header,  a  double  one,  placed  at  the  front.  In  Fig.  799,  a  is 
the  rising  tube  and  b  the  downcomer,  the  rising  header  c  entering 
the  steam  receiver  at  a  higher  point  than  the  falling  header  d. 
The  tubes  are  easily  removed  from  the  front 

The  Belltvillt  boiler,  now  considerably  adopted  on  English 
battleships,  is  shewn  in  Fig.  800.     a  is  a  non-conducting  casing, 


Ela^  800     TJvey  B/MjevjMej  BoUjer 

lined  with  firebrick  at  b,  and  containing  firebars  c,  ashpit  d,  and 
tubes  E.  The  tubes  are  divided  into  eight  sets  or  *  elements,' 
each  of  which  is  a  coil  having  its  upper  end  connected  to  the 
steam  receiver  r,  and  its  lower  end  to  the  feed  collector  g,  which 
is  a  continuation  of  the  downcomer  h.  The  feed  water,  auto- 
matically controlled  by  a  float-governed  check  valve,  enters  the 
receiver  f  at  j,  and  is  distributed  along  the  lower  portion,  flowing 
then  through  pipes  h  and  g,  from  the  latter  of  which  it  enters 
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the  element  coils,  rises,  and  passes  into  the  receiver,  beneath  the 
baffle  plate  which  separates  the  hot  steam  from  the  colder  feed. 
The  circulation  is  therefore  caused  by  difference  of  density,  k  is 
a  mud  collector,  or  blow-off  chamber.  It  is  usual  to  make  steam 
at  a  much  higher  pressure  than  is  required,  and  let  it  pass  through 
a  reducing  valve  on  its  way  to  the  cylinder ;  this  gives  drier 
steam  by  throttling,  ensures  a  more  perfect  deposition  of  lime 
and  magnesia,  gives  a  steadier  pressure  at  the  engine,  and  permits 
the  use  of  a  smaller  boiler  for  a  given  power.     {See  p,  919.) 

In  the  Thorny  croft  boiler.  Fig.  801,  there  is  one  steam  receiver 


A,  but  two  mud  drums  b  and  c,  and  circulation  is  due  to  a  rise  in 
the  tubes  d  d  and  a  fall  in  the  downcomers  f,  outside  the  casing. 
The  feed  enters  at  g,  the  water  being  delivered  along  the  receiver 
bottom,  while  two  principal  features  are  the  entry  of  the  water 
tubes  into  the  steam  space  of  the  receiver,  and  their  tortuous 
form  for  the  purpose  of  meeting  the  draught  normally,  h  is  a 
baffle  plate,  and  j  the  steam  pipe. 

The  Yarrow  and  Normand  boilers  are  similar  to  the 
Thornycroft,  but  the  first  has  straight  tubes,  while  those  of  the 
second  are  but  slightly  bent ;  in  both  cases  they  enter  the  steam 
drum  at  the  bottom.  The  Du  Temple  is  of  the  same  type.  The 
Root,  Lagrafel  d'Alkst,  Oriolle,  and  De  Naeger  are   similar   to 
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the  Babcock -Wilcox,  and  the  Herreschof  is  a  coil  boiler  with 
pump  circulation.     {Seepp,  918,  993,  and  106 1.) 

Fusible  Plugs  (see  also  p.  755).    Fig.  802  is  a  section  of 


F/Re 


FUStBLt 
BLACn 


JF]0^  S02. 


FUJbSjJJbley  Blujq^ 


one  of  these  as  introduced  by  the*  National  Boiler  Insurance 
Company.     The  white-metal  should  be  renewed  annually. 


CHAPTER  VIII. 

P.  J67,  Modulus  of  Resilience. — The  greatest  elastic 
stress  is  often  caM^d  proof  stress.  Then,  from  diagram  2,  Fig.  326, 
we  may  define  resilience  as  '  half  proof  load  x  proof  strain/  or 

Resilience  =  ^WA 

and  W  -  fa 


ButA  =  4^ 


.-.  Resilience  =  i/«^  =  ^  (i  volume). 

The  quantity  /^  -r  E  is  termed  the  modulus  cf  resilience^  and 
measures  resistance  to  impact  per  cubic  inch  of  the  bar. 

Example  61. — Compare  the  resilience  per  unit  volume  of  two  bolts 
A  and  B,  in  which  for  -^  its  length  A  has  a  sectional  area  '8  of  the 
remaining  ^  :  and  B  has  for  ^^  its  length  a  sectional  area  '8  of  the 
remaining  ^\y  (Hons.  Madh.  Const.  Exam.  1891). 

In  each  case  let/—  unit  stress  on  smaller  area 
and  "8/  =  unit  stress  on  larger  area. 
Also  let  a  =  larger  area,  and  'Za  —  smaller  area. 
Then,  taking  bolt  A,  total  resilience 

-(5'<^')+(<¥'«'"r) 
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Resilience  per  unit  volume  =  ■      p    -  -^  vol.  =  *334  ij. 
Similarly,  taking  bolt  B,  total  resilience 


(|«:5^)+((M!.^.) 

Resilience  per  unit  vol.  A       334 
Resilience  per  unit  vol.  B       465  ^  ' 


Resilience  per  unit  volume  =       ^ r  vol.  =  "465^^ 

XL  £ 


And  bolt  B  is  more  economical  for  resisting  shock,  shewing  why  it 
is  better  to  turn  down  a  bolt  shank  as  at  p.  402  to  the  diameter  at 
bottom  of  screw  thread. 

^l^P.  j6p.  Testing  Machines. — ^The  Drop-testing  Maihint 
has  always  been  favoured  by  railway  companies  for  proving  rails 
and  car  axles.  The  apparatus  is  simple,  consisting  merely  of  a 
large  anvil  on  which  are  supports  for  the  beam  to  be  tested,  a  pair 
of  upright  guides,  and  a  falling  weight  that  can  be  raised  to  any 
definite  height  within  them.  The  French  railways  use  a  *  monkey ' 
(falling  weight)  of  440  lbs.  with  a  drop  of  11  ft.  6  ins.,  the  rail 
supports  being  3  ft.  7  J  ins.  span,  and  the  anvil  weighing  10  tons. 
Messrs.  Cammell  use  a  weight  of  i  ton,  a  fall  of  20  or  30  ft.,  and 
a  rail  span  of  3  ft.  Rigidity  and  inertia  of  anvil  are  of  considerable 
importance,  but  the  chief  difficulty  is  to  attain  constant  rigidity. 
The  Pennsylvania  railroad  has  therefore  placed  its  anvil,  weiring 
17,500  lbs.,  upon  12  stiff  helical  springs,  each  having  two  coils  of 
8"  and  5  J"  diameter  respectively,  the  outer  one  of  ifV"  steel  and 
the  inner  of  |J"  steel,  9I"  long  uncompressed  and  5I"  com- 
pressed. These  can  support  80,000  lbs.,  and  exert  a  constant 
resistance  whatever  the  condition  of  ground  The  monkey 
weighs  1640  lbs.,  its  maximum  fall  being  43  feet,  and  the  supports 
are  3  ft.  apart  for  axle-testing.  It  is  specified  that  the  axles  shall 
not  deflect  more  than  5^"  with  the  first  blow,  delivered  from  a 
height  of  23 J  ft.,  and  shall  stand  five  blows  before  fracture. 

Testinf^for  Hardness, — Hardness  maybe  defined  asthe'resistance 
to  permanent  deformation,  often  a  property  of  great  importance, 
and  a  means  of  testing  hardness  with  accuracy  is  very  much  to 
be  desired  All  hardness  tests  depend  upon  making  an  indenta- 
tion in  the  material  by  means  of  a  harder  substance,  but  the 
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measurements  are  variously  made.  Mr.  Thos.  Turner  loads  a 
diamond  point  till  it  just  scratches,  and  the  load  measures  the 
hardness,  while  others  have  used  points,  knife  edges  or  punches 
of  hard  tool  steel,  and  have  severally  measured  volume,  depth, 
or  length  of  the  print.  Prof.  Unwinds  method  is  more  scientific, 
for  although  he  uses  only  a  knife  edge  of  tool  steel,  he  has,  by 
plotting  his  experimental  results,  deduced  the  following  formula  : 

Relative  hardness  =  ~- 

Where  /  =  depth  of  indentation  in  inches. 

p  =«  pressure  per  inch  width  of  knife  edge. 
n  =  1*2. 
His  apparatus,  Fig.  803,  consists  of  a  plunger  a  sliding  in  a 

JL 


socket  B,  and  pressing  on  the  piece  of  excessively  hard  tool  steel 
c  placed  on  the  specimen  d.  The  whole  is.  loaded  in  a  testing 
machine,  as  shewn  by  arrows,  and  both  load  and  depth  of  im- 
pression measured,  the  former  being  gradually  increased,  and  time 
allowed  at  each  step.  In  no  case  must  the  specimen  be  stretched. 
Table  of  Relative  Hardnesses. 
(Measured  by  Prof.  Unwin.) 


Brass     

233 

Mild  Steel        

143 

Aluminium  (casti 

103 

Copper  (annealed) 

62 

Zinc  (cast)         

41 

Lead  (cast)        

4 
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P,  jy^.  Intensifying  Compressor. — The  differential  hy- 
draulic principle  shewn  in  Fig.  727,  p.  737,  is  a  convenient  means 
of  obtaining  high  pressure  with  smallload,  if  little  quantity  of  water 
be  desired,  or  a  double  acting  apparatus  be  permissible  for  con- 
tinuing the  stroke.  It  may  equally  well  be  applied  to  testing 
machines  for  intensifying  town's  water,  and  is  so  shewn  in  Fig. 
804,  which  represents  Messrs.    J.  Stone   &  Co.'s  apparatus    for 


Fui.SOi^. 


f/Uensiftfin  e/    C^yjiin  r ess  on 


testing  pipe  mains.  The  town's  water  is  admitted  through  cock 
A,  and  acts  at  b  on  the  larger  area,  thus  intensifying  the  water 
in  c,  where  the  load  is  received  on  the  annulus.  The  pressure 
water  then  passes  along  pipe  d  to  the  main  e  being  tested,  and 
the  pressure  is  shewn  at  f.  The  cock  a  is  so  arranged  that 
town's  water  may  be  first  admitted  into  c,  d,  and  e,  after  which 
the  flow  is  diverted  to  b  and  intensification  takes  place,  the  ram 
rising  till  its  stroke  is  complete.  If  the  test  be  not  then  finished, 
cock  G  is  closed,  while  c  and  b  are  placed  in  equilibrium  by  means 
of  cock  A,  and  the  ram  is  once  more  lowered.  Again  closing  a, 
the  pressure  is  intensified  instantaneously  in  c,  and  c  being 
opened,  the  test  continues. 

In  a  double-acting  apparatus  made  by  the  same  firm,  a  pair 
of  rams  are  used,  one  being  up  while  the  other  is  down,  and  the 
cock.  A,  one  to  each  ram,  is  opened  and  closed  automatically  by 
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tappets,  so  that  the  testing  is  continued  without  attention  untih 
stopped  by  hand. 

F,  j8i.  Test  Specimens.  —  Professor  Carpenter  has 
experimented  on  specimens  of  various  lengths,  2",  4",  6",  and  8'V 
from  which  he  deduces  that  the  ultimate  strength  (as  shewn  by 
highest  point  of  stress-strain  curve)  is  independent  of  specimen, 
length,  ^nd  that  percentage  extension  (ductility)  at  maximum  load 
is  pretty  uniform.  The  ductility  at  rupture  is,  however,  variable,, 
being  inversely  as  length  of  specimen  up  to  8"  long,  and  after- 
wards constant.  This  indicates  the  need  of  a  standard  length 
of  not  less  than  8" ;  but  if  maximum  load  and  extension  only,  are- 
required,  length  is  of  no  importance. 

P.  38s.    Stress- Strain  Diagrams. 

Mechanical  Hysteresis, — If  tension  experiments  are  made  upon. 


Fjba.(S05 

IS  rr.  LOHG. 
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J£usJterje>sjLS 
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rods  or  beams  well  within  the  elastic  limit,  by  means  of  loads- 
gradually  increased  from  zero  to  a  maximum  and  then' gradually 
decreased  to  zero  again,  the  ascending  stress-strain  curve  will  not 
agree  with  the  descending  one.  The  first  will  follow  the  true 
elastic  line,  but  the  second  will  slope  more  steeply  and  meet  the 
strain  base  at  a  point  somewhat  to  the  right  of  the  origin.  The 
apparent  permanent  strain,  called  iag^  will  gradually  disappear,, 
however.  The  area  enclosed  by  the  two  curves  has  been  called 
mechanical  hysteresis  (from  its  similarity  to  magnetic  hysteresis) 
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and  represents  a  loss  which  is  probably  due  to  heating.  Fig.  S05 
shews  experiments  on  wires  28  feet  long,  where  hysteresis  is  very 
clear.  The  iron  wire  had  a  diameter  of  '049",  and  the  steel 
wire  '045".     (See p,  107 1.) 

Influence  of  Temperature  on  Strength. — This  may  be  separately 
considered  for  low  and  for  high  temperatures. 

At  low  temperatures  Professor  Rudeloff  tried  seven  different 
materials :  / 


1.  Rivet  iron. 

2.  Rolled  iron. 

3.  Hammered  iron. 


4.  Acid  open-hearth  steeL 

5.  Basic  Bessemer  steeL 

6.  Spring  steel. 
Crucible  steel. 


And  the  temperatures  for  every  material  were  three,   64*, -4', 


Ftg.  806.   Inf/juuervoey  of  JenyveralJur^  on  sZrmadi, 


and  -  100'  Fahr.  Measurements  were  made  of  ultimate  tensile 
strength,  yield-point  strength,  and  percentage  elongation  in  3^  in&, 
the  results  appearing  in  Fig.  806,  where  each  specimen  is  numbered 
Much,  apparently,  depends  on  the  chemical  composition  of  the 
material,  but  generally  the  ultimate  strength  is  raised  rapidly  at 
first  and  slowly  afterward,  the  yield  point  slowly  at  first  and  rapidly 
afterward,  while  percentage  elongation  is  generally  decreased 
The  material  is  therefore  less  capable  of  resisting  shock  at  low 
temperatures.  Professor  Dewar  finds  a  strength  increase  of 
50  to  100%  at  -  295°  Fahr. 

At  high  temperatures  metals  decrease  both  in  strength  and 
ductility.  Copper  alloys  become  much  weaker,  but  cast  iron  is 
little    affected.       Probably    Professor    Unwin    has    given  most 
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attention  to  strengths  at  high  temperatures,  and  he  states  that 
iron  and  steel  usually  gain  slightly  in  strength  up  to  500*,  but 
after  600**  decrease  rapidly.  For  the  copper  alloys  he  deduces, 
the  maximum  strength : 

^  /=  tf-3(r-6o)» 

where  the  values  of  a  and  b  are  as  follows  :  * 


a. 

b} 

Copper 

Gun-metal  (cast)  ... 

Phosphor  Bronze  (cast) 

Brass  (cast) 

Brass  (rolled) 

Delta  Metal  (rolled) 

MunU  Metal  (rolled) 

14-8 

"•5 
161 

"•5 
24-1 

31-3 
247 

'000014 
•000050 
•000026 
'000024 
•000028 
•000041 
•000029 

Experiments  are  made  by  surrounding  the  specimen  with  a 
box  of  oil  heated  by  gas-jets,  the  measuring  apparatus  being, 
outside.    {Seep.  1074.) 

Experiment  on  Whitworth  Compressed  SteeiI 
By  Professor  Goodman. 


Maximum  stress  per  sq.  in 
Elastic  limit  per  sq.  in. ... 
'  Extension  in  i  o  ins. 


At  6o*  Fahr. 


3403 
21-97 

16% 


At  400°  Fahr. 


3183 
ao'45 

"7% 


P.  390.  Wohler's  Law. — Unwin's  formula,  p.  390,  being, 
empirical,  cannot  be  proved  from  first  principles,  so  its  application 
will  be  further  shewn  in  the  next  problem. 

Example  62. — Two  steel  bars,  having  a  static  breaking  load  of  30^ 
tons  per  square  inch,  are  stressed  in  tension,  the  one  from  5  to  6  tons 
and  the  other  from  i  to  6  tons  per  square  inch.  Find  the  actual  breaking, 
strengths  to  be  assumed  for  the  respective  methods  of  loading. 


I 

J 
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Now  stress  variation  must  be  put  in  terms  of  maximum  stress,  and 
this  again  in  terms  ofy^,  the  new  breaking  stress,  thus  : 
c  _  highest  stress  -  lowest  stress    ^ 
"~  highest  stress  '^^ 

Case  I.  Ultimate  static  stress  »  30  tons 


S  = 


6-5 


6   ■^'  ~  •■^* 


•••  /«  =  A/i+  n/3o*-(2  X  i/jx  30) 
Solving  the  quadratic,  f^  =  27*25  tons  square  inch. 
Case  II.  Ultimate  static  stress  =  30  tons 


A-^'- 


/2  =  A/a+  V3o^-(2Xf/,X30> 
Solving  as  before,  ^  =  257  tons  square  inch. 

The  value  of  x  in  this  formula  may  be  1*5  for  iron  and  2  for 
•steel  in  general,  but  varies  considerably,  the  deductions  from 
Wohler's  and  Bauschiriger's  experiments  being : 


Iron  X 

Bar  Iron  (Wohler)     ....  1*33 

iBar  Iron  (Bauschinger)  .  1-67 

Bar  Iron  (ditto)            ...  1*53 

Plate  Iron  (ditto)          ...  i  -60 


Axle  Steel  (Wohler)     ...  IrSs 

Axle  Steel  (Bauschinger)  1-91 

Rail  Steel  (ditto)          ...  2-00 

Spring  Steel  (Wohler)  ...  2-14 

Boiler  Steel  (Bauschinger)  i  -53 


P,  jpj.    Average    Stresses.— The    following    additional 
figures  are  here  given,  all  in  tons  and  inches  : 


Material. 


Manganese  Steel  (14%  Mn) 
Nickel  Steel  (3%  Ni  for  plates)    . . . 
Nickel  Steel  (3.35%  Ni  for  forging) 
Silicon  Bronze 
Aluminium  Bronze 

Delta  Metal  (forged)  

Delta  Metal  (cast) 

Sterro  Metal  


Tensile  Stress 

Breaking 

Safe 

60 

10 

37 

45 
28 

7J 
g 

S 

30 

5 

30 
20 

27 

4i 

Extension 

per  cent. 

at  breaking^ 

44 
20 

27i 

30 
25 


{S(^p.  1075.) 
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P,  400,  Thick  Cylinders. — It  appears  from  Lamp's  formula 
(p.  399)  that  in  an  originally  unstrained  cylinder,  if  the  pressure 
from  inside  be  greater  than  /  the  tensile  strength  of  the  material, 
no  amount  of  thickness  can  prevent  bursting.  This  difficulty  can 
be  to  some  extent  overcome  by  the  principle  of  initial  stressing, 
p.  758.  It  has  also  been  found  that  if  the  fluid  pressure  in  cast- 
iron  cylinders  be  gradually  increased  beyond  Ihe  calculated  limit, 
the  internal  diameter  may  be  permanently  stretched,  and  then  / 
has  been  known  to  reach  3  tons  sq.  in.  with  safety. 

The  formulae  used  in  designing  built-up  guns,  deduced  from 
Lam^,  is  here  given  (see  also  Fig.  749). 

/q  =  internal  pressure  on  firing 

/i  =  pressure  between  a  and  b  tubes  on  firing 

/g  =  pressure  between  b  and  c  tubes  on  firing. 

/q  =  maximum  hoop  tension  in  cylinder  a 
t^  =  maximum  hoop  tension  in  cylinder  b 
t^  =  maximum  hoop  tension  in  cylinder  c 

r^  =  internal  radius  of  cylinder  a 

^1  =  internal  radius  of  cylinder  b 

r^  =  internal  radius  of  cylinder  c 

.  ^3  =  cxfemal  radius  of  cylinder  c. 

Then,    /^^^^J  (/■,+>.)+ A  A=^^*('.+A)+A 

"2-^2.^2     ^2 

's  ^'2 

To  obtain  these  results,  each  outer  tube  must  be  smaller  than 
the  next  inner  tube  by  an  amount  called  shrinkage, 

Q  _  f  Shrinkage  between  )  _A""A-^A-/o  ^^ 
^2~  1  A  and  b  I  ~  E"    ~"  '^''^ 

c;  _  (  Shrinkage  between  \  _      k^P^-(P^-p^  I^^^A)  I   ^^ 
^3-  {  B  and  c  /  =  1 .^     ^"^^      "^^f  j    *^2 

The  formula  for  p  may  be  extended  to  four  or  reduced  to  two 
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tubes,  for  it  is  seen  how  p^  follows  from  /i,  and  so  on,  but  for 
shrinkage  a  further  value  is  given  for  clearness,  thus : 


^^{  Shrinkage  between  1       J  ^s  +A  +  (/o  "A)  (^T^O  1 
^"^     \  c  and  D  J       1  ^     -  -^       "-"  j 


^r. 


The  radii  are  first  assumed,  varying  approximately  in  geo- 
metrical progressfon  outwardly.  A  limit  is  next  placed  on  the 
hoop  tensions,  and  p<^  found.  From  p^  we  pass  to  py^  and  thence 
p^  (the  safe  gas  pressure)  is  deduced.  Finally,  the  shrinkages  are 
calculated  to  give  these  pressures.  A  rough  shrinkage  rule  is 
given  on  p.  400. 

P.  400.  Shrink  Fits. — ^There  are  three  methods  of  fitting 
a  cylinder  rigidly  in  a  socket,  viz.  by  drivings  forcings  and 
shrinking.  In  all  three,  the  cylinder  must  be  larger  than  the 
socket  by  an  amount  determined  by  experience.  The  *  largeness ' 
for  driving  and  force  fits  is  given  on  p.  826 ;  and  for  shrink 
fits,  where  the  outer  portion  is  heated  before  slipping  over  the 
cylinder,  the  following  simple  rules  may  be  adopted: — 

S  =  '0025  X  diameter  of  hole 
if  the  parts  are  very  thick  and  unresisting ;  but 

S  =  '0035  X  diameter  of  hole 

if  thinner  and  more  elastic.  Care  must  be  taken  not  to  heat 
higher  than  is  absolutely  necessary,  and  to  prevent  endlong  sliding 
by  means  of  clamps.     {Seep.  825.) 

P.  402.  Strength  of  Bolts.— Engineers  have  disagreed 
considerably  as  to  the  stress  which  comes  on  fluid-tight  covers, 
though  the  problem  is  easily  determined.  First,  suppose  the 
flange  and  seating  be  quite  rigid,  and  no  packing  be  placed 
between  the  surfaces ;  also  that  the  necessary  tightness  is  obtained 
by  an  initial  *  screwing-up '  stress  in  the  bolt,  as  at  a,  Fig.  807. 
If  now  the  fluid  stress  be  exerted,  the  flange  will  tend  to  take  the 
condition  b,  but  as  it  is  evident  that  (the  flanges  being  rigid)  the 
surfaces  cannot  separate  till  the  pressure  exceeds  the  initial  stress, 
it  follows  that  the  bolt  cannot  stretch  till  such  stress  is  exceeded ; 
and  the  bolt  stress  must  either  be  that  due  to  screwing  or  to 
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pressure,  whichever  be  greater,  but  not  both.  As,  however,  an 
•excess  of  fluid  pressure  would  cause  the  joint  to  leak,  the  initial 
stress  cannot  be  exceeded. 

Secondly,  suppose  an  elastic  packing  be  placed  between  the 
surfaces,  and  let  us  examine  the  problem  by  the  elementary 
apparatus  at  c,  Fig.  807.  Between  two  walls  d  and  e  a  light 
block  /  is  supported,  by  a  thin  wire  spring  b  and  a  strong  india- 
rubber  bar  a ;  and  let  the  walls  be  separated  so  as  to  produce 
A  tensile  stress,  say,  of  10  lbs.  in  each  spring.     Further,  imagine 


Fmd07, 
V*    Sznenqjth  of  Bxxlf:s, 


that  the  wire  spring  is  thus  caused  to  extend  i",  while  the  rubber 
bar  stretches  \'\  The  stress-strain  diagram  is  shewn  at  d,  where 
/>fe=iolbs.,  hj=\'\  2Xid  jg=\".  Now  let  a  force  of  5  lbs.  be 
put  upon  the  block  /  so  as  to  pull  it  leftwards,  thus  increasing 
the  stress  in  a  and  decreasing  it  in  b.  Shewing  this  on  the 
diagram,  produce  gk  andy^:  make  >fe/=5lbs.,  draw  im\\khy 
and  mn\\  Ij.  The  shaded  portion  shews  the  new  diagrams, 
indicating  the  stress  in  ^  as  9  lbs.,  and  that  in  a  as  14  lbs.  If 
now  the  force  of  5  lbs.  be  gradually  increased,  the  stress  in  b  will 
decrease ;  and  when  a  force  of  50  lbs.  is  reached  as  at  hpy  the 
spring  is  entirely  freed  from  stress.  The  three  cases  are  shewn  by 
the  static  diagrams  s,  f,  and  o. 

3K 
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We  next  apply  the  elementary  case  to  the  model  h.  The 
spring  b  becomes  the  packing  g  q^  the  rubber  bar  the  bolt  r ;  and 
the  two  models  c  and  h  are  therefore  under  similar  conditions, 
only  that  qq  are  in  compression  instead  of  tension.  Applying 
the  same  numbers,  the  screwing  stress  is  lo  lbs.,  felt  equally  on 
r  and  q^  and  shewn  on  dial  /,  and  a  force  of  5  lbs.  being  exerted 
at  u^  there  is  a  tensile  stress  of  14  lbs.  in  r,  while  the  compressive 
stress  in  q  is  reduced  to  9  lbs.  Thus,  any  real  conditions  may 
be  ascertained  by  a  diagram  such  as  d^  if  the  resiliences  of  bolt 
and  packing  be  known.  If  the  packing  be  practically  rigid,  we 
approach  the  case  a,  but  the  flanges  always  have  a  certain 
elasticity. 

In  practice,  the  real  difficulty  is  to  find  what  stress  the  work- 
man will  cause  in  screwing  up ;  hence  the  rules  on  p.  402  are 
usually  adopted,  where  the  screwing  stress  is  made  a  ratio  of 
the  pressure,  and  the  latter  taken  as  the  only  guide  in  calculation. 
Also  the  pressed  area  is  measured  to  the  inner  edge  of  the  bolts. 

P,  422,  Shaft  Couplings. — Mr.  Archibald  Sharp's  coupling. 
Fig.  808,  is  a  combination  of  box  and  flange,  and  is  an  undoubted 


*'^~S"^"*       X  •  NO.  OF   BOLTS 


improvement  on  the  latter  as  regards  strength  distribution.  The 
bolts  receive  shear  stress  along  planes  shewn  by  dotted  lines,  and 
the  twisting  effort  in  a  is  transmitted  through  surfaces  a  by  be. 
Similarly,  b  receives  the  twist  through  surfaces  f  b^  be.  The 
usual  flange-coupling  bolt  has  a  shear  stress  over  the  whole  cross 
section,  as  ebc^  but  here  ring  c  binds  the  outer  halves  of  ever>' 
bolt,   passing  the  strength  ab  \o  bf,  and  the  bolts   are  only 
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weakened  at  the  half  cross-section  dc.     Thus  only  about  half 
the  usual  bolt  strength  is  required. 

Equating  the  strengths  of  shaft  and  bolts,  and  neglecting  the 
small  half  cross-sectional  bolt  strength  at  ^, 

d   =     '262 

X/r 


The  number  of  bolts  may  be  X  «  2*5  ^D 

the  nearest  whole  number  being  taken.  If  also  the  ring  c  be 
made  large  enough  to  cover  the  bolt  washers,  it  will  have  ample 
strength. 

jP.  426,  Deflection  of  Helical  Springs. — In  his  difficult 
and  laborious  investigations  on  the  strength  of  square  and 
rectangular  shafts,  St  Venant  found  that  the  greatest  stress  and 
strain  occurred  at  the  middle  of  the  (longest)  side  of  the  sections. 
Now  in  formula  for  0,  p.  424,  d  is  evidently  the  diameter  of 
greatest  stress;  therefore,  for  square  wire, 

■^^  =  •2^8?  andA  =  ~g^-^^6o.5 

while  for  rectangular  wire  {see  f.  41 1), 

/  ^  ^  and  A  =  3^  =      -*^*_    42.6 

jP.  4JO-2.  Moinent  of  Resistance,  Moment  of  Inertia 
or  Second  Moment,  and  Centres  of  Gravity. — As  area 
has  no  mass,  purists  now  object  to  the  term  *  Moment  of  Inertia 
of  Area,'  substituting  the  more  reasonable  ^ Second  Moment  ;^  and 
*  Ceniroid*  is  similarly  adopted  instead  of  'Centre  of  Gravity  of 
Area.'  Also  we  may  define  the  «*  moment  of  an  area  rouiid  a 
given  line,  as  that  obtained  by  dividing  the  area  into  very  small 
pieces,  and  multiplying  every  piece  by  the  «**  power  of  its 
distance  from  the  given  line;  or,  algebraically, 

n^  moment  =  2  (a^) 
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We  thus  have  i^st,  2nd,  and  3rd  moments  of  an  area,  each  of 
which  has  its  use,  and  all  easily  found  "by  a  graphic  construction. 
Referring  to  Fig.  809,  let  the  given  area  pPi,  be  imagined  to 


Pajci,  &09. 

J^^ Moment  of  Jirejcc. 


rotate  round  axis  x  x.  Draw  p  p^  11  x  jc,  and  take  any  new  line, 
x^x^  at  any  distance  h^  and  II  x  x.  Project  PiM  and  p  n,  and  join 
M  N,  giving  a  point  Qi.  Do  this  for  several  horizontal  intercepts, 
and  obtain  the  shaded  1st  moment  area  p  Qj.  In  like  manner 
project  QiLi  and  join  l^n,  giving  the  shaded  2nd  moment  area  pq,. 
Similarly  the  3rd  moment  area  is  obtained  from  area  pq^.  Then, 
calling  the  areas  respectively  Aj ,  Aj ,  and  A3 , 

ist   moment  =  AiA   ^ 
2nd  moment  =  Ag  A^ 
3rd  *moment  =  A3  A^  j 

and  any  higher-powered  moment  can  be  obtained  by  continued 
process. 

Proof, — Let  p  Pi  be  an  element  of  area  having  width  e. 
«**  moment  =  S{pPi  x  ^  x  (pn)"} 

Now    ^^  =    ^~        and  lm  =  ppi 

PQl  PN 

.-.  pPiXPN  =  AxPQi       (a) 

and  ist  moment  =  S(pPi  x  ^  x  (pn)^} 


the  original  area  round  x  x, 


=   2(PPi  X  PN  X  ^) 

.      .      LL,         h 
Agam  — *  -B     - 

^  PQ2        PN 


h  X  2{^  X  PQl)  =  Ai^. 
and  LLi  =  PQl 
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.-.      PQiXPN  =  -^XPQo       ,       {b) 

and  2nd  moment  =  2  {pPi  x  ^  x  (pn)^} 

=  2  (er  X  ^  X  PQi  X  pn) by  substitution  from  (a) 

=  2  (^  X  ^»  X  PQ2)  by  substitution  from  {b) 

=  >42  X  2  (<f  X  PQg)  =  Ag^ 

and  higher  moments  may  be  similarly  proved. 

Applying  the  construction  to  beam  sections,  we  must  first  find 
the  centroid.     Imagine  any  given  section  ab  (Fig.  810).     Find  its 


.Moirvervt  of 
^J  RjeSyisJtxxjvc^. 


Fju^.aw. 


first  moment  Aj ,  round  xx  say,  using  any  height  h.  Dealing  only 
with  the  right-hand  half  for  simplicity,  we  have  from  the  definition 
of  centre-of-gravity, 


Ai/4  =  AG 


Hence,  G  = 


Kh 


which  gives  the  height  of  neutral  axis  zz  by  a.  much  more  simple 
and  accurate  method  than  those  on  p.  432,  especially  if  a  plani- 
meter  is  obtainable.  We  next  require  I,  the  2nci  moment,  round 
z  Zy  using  preferably  the  reference  distance  y  to  line  of  limiting 
stress,  in  constructing  the  curves.  Treating  the  left  side,  to  avoid 
confusion,  every  horizontal  strip  is  referred  to  //,  and  its  projection 
joined  to  c,  producing  if  necessary ,  till  the  original  strip  is  crossed  ; 
and  thus  the  areas  a^  a\  are  found,  on  opposite  sides  of  the 
vertical  centre  line.     Continuing  the  process  on  areas  a^  a\y  the 
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2nd  moment  areas  a^  a\  are  obtained  on  the  same  sides  of  the 
*  vertical     Now  the  real  value  of  I  will  be  found  by  doubling  our 
results,  for  we  have  only  used  half  of  the  section  ;  hence, 

'   I  «  2{a^-\'a\)y^  and    Z  =  1  =  2{a^-k-a\)y 

or  generally,  < 

Moment  of  Resistance  =  /  (2nd  moment  area)  y 

if  the  reference  distance^  has  been  adopted.  In  cast-iron  beams 
yx,  is  always  taken,  which  is  less  than  y^  (see  p.  435),  and  the 
resulting  curves  are  slightly  changed,  but  the  construction  ex- 
plained must  still  be  rigidly  followed.  It  will  be  seen  thalt  this 
method  is  superior  to  that  at  p.  430,  though  the  latter  is  still  left 
in  the  text  as  sometimes  convenient     {See  p,  1079.) 

P.  441.  Fixed  Beams. — When  beams  have  their  ends 
fixed  as  in  Figs.  399  and  400,  the  Bm  curve  may  be  found 
graphically,  by  supposing  it  the  algebraic  sum  of  two  moment 
curves,  one  caused  by  the  *  action '  of  the  free  load,  and  the  other 
by  the  *  reaction  '  (a  couple)  in  the  wall  itself.  These  opposing 
curves  must  cover  exactly  equal  areas:  for,  considering  the 
upper  fibres  of  the  beam  say,  the  total  effect  of  the  load  is  to 
shorten  them ;  but,  remembering  that  the  total  length  of  the  beam 
is  unalterable  on  account  of  its  fixedness,  the  reactionary  couple 
must  entirely  eliminate  the  aforesaid  compression.  The  sum  of 
the  strains  is  therefore  zero,  and  because  Bm  oc  /  a  ^  in  uniform 
sectioned  beams,  the  sum  of  the  B^  (average  Bm  x  /)  due  to  free 
load  must  equal  the  sum  of  Bni  due  to  wall  couple. 

Taking  the  special  cases  of  Figs.  399  and  400,  the  first  is 
easily  solved,  but  the  second  or  uniformly  loaded  beam  will  be 
further  explained  by  Fig.  811.  Now  the  B„  curve  for  a  fi«e 
beam  is  a  parabola,  where  lfd  =  W/  -r  8 ;  and  the  wall  moment 
is  efghy  where  eg  ==  %{^d)^  to  make  areas  a  and  b  equal.  The 
final  Bm  curve  is  shewn  shaded  at  c.  Lastly,  to  find  contra- 
flexure  points,  take  any  distance  x  between  k  and  /. 


12      \: 


u      .  W/      T^        W/     /W  jt:,„ 

B„  at  .T  =      -   -  D  =   —  -  I  j^  -  7  W 


12/ 
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Let  X  be  increased  till  it  equals  kL    Then  B„  =  zero,  or 
/*-6A:/+6a:2  =  o 

from  which,  solving  the  quadratic, 

X  ox  kl  ^  •211/. 

Let  a  fixed  beam  a  b  be  loaded  in  any  general  or  unsymme- 

trical  manner  as  in  Fig.  81^2.     The  curve  of  Bm  for  free  load  is 

found  at,  a  be.     The  reactionary  moment  curve  defg  is  next  to 

be  obtained.     The  two  areas  abc  and  defg  must  now  not  only 


-♦-rr^ --.^. 


F!ix£jcL  BeojTts. 


FOfH:£S  ATM 


ELdiML     ^ '^ie^'S'       T* 


be  equal,  but  their  centroids  must  lie  on  a  common  vertical. 
If  then  X  shew  the  value  of  the  free  area  abc  as  also  the  position 
of  its  centroid,  v  and  z  must  be  placed  at  ^/  and  of  such  value 
as  to  balance  x  in  the  manner  of  parallel  forces,  where  y  +  z  =  x. 
Then  area  ^^/=  y  and  area  dgf—z^  from  which  the  moments  de 
and  gf  can  be  deduced.  Lastly  the  resulting  moment  curve  Bf 
is  obtained  by  superposition. 

Case  VIII.,  Fig.  401,  p.  443,  is  shewn  in  double  at  the  top 
part  of  Fig.  813  next  page. 

P,  445.  Bending  Moments  for  Continuous  Girders. 
— ^The  previous  methods  may  be  further  extended  to  these  cases 
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Four  examples  are  given  in  Fig.  813,  where  for  two  spans-^e 
merely  have  a  duplicate  of  Fig.  401,  p.  443.  In  all  cases  the 
parabolas  W  /  -i-  8  are  first  drawn  for  free  beams,  and  these  are 
next  opposed  by  a  curve  of  reactionary  moments,  consisting  of 
straight  lines  shewing  zero  at  the  extreme  ends.  In  the  figure  the 
actual  moments  are  drawn  and  stated,  as  found  from  Clapeyron's 
formula,  the  shaded  curve  giving  the  final  B„ ;  but  the  second  or 


C/ontLnjjuotcs 


Fjug.StS. 


opposing  curve  may  be  very  closely  obtained  in  a  graphic  manner. 
Divide  every  span  in  thirds,  drawing  vertical  lines,  and  on  ever)^ 
vertical  except  the  outside  ones  put  a  mark  at  \  of  W/~  8.  Then 
pass  the  second  curve  through  these  points  so  as  to  give  the  best 
average  results,  which  is  easiest  done  by  string,  pins,  and  weights^ 
as  at  A.  This  method,  which  is  due  to  Claxton  Fidler,  is  clearly 
an  extension  of  the  principles  already  explained,  and  has  the 
advantage  of  being  applicable  to  any  mode  of  fairly  uniform  load- 
ing, however  much  it  may  vary  from  span  to  span.     (Seep,  95 3O 
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Graphical  Calculus. — Let  a  curve  be  drawn  with  givea 
ordinates  and  abscissae,  and  be  called  a  primitive  curve,  A 
second  curve  may  be  constructed  to  the  same  base,  which  will 
shew  the  gradually  increasing  value  of  the  area  under  the  first 
curve,  as  we  travel  say  from  left  to  right ;  and  this  second  curve 
we  shall  call  the  sum  curve.  It  represents  the  integration  or 
summation  of  the  first  curve.  A  third  curve  can  next  be  drawn 
shewing  the  rate  of  rise  or  fall  of  the  primitive  curve,  and  this  we 
shall  term  the  rate-  or  slope-curve^  being  simply  a  graphic  differ- 
entiation of  the  fijrst  curve. 

Let  the  primitive  curve  a  b.  Fig.  814,  rise  from^i  to  j^g  ^^ile 


OU^y 


r n 


CoLcuMlls, 


y 


the  abscissae  change  from  x^  to  x^     Then  y  increases  j'o  -yx  units 
of  j^  for  x^  -  jCi  units  of  jut,  or 


Rate  of  growth        \ 
of  J,  for  one  unit  of  x  J 


y^-yy. 


-   =  tane 
b 


This  is  the  mean  rate  of  growth  between  a  and  ^,  and  may  be 
assumed  to  occur  at/  the  midway  point.  The  instantaneous  rate 
may  be  found  by  supposing  b  to  gradually  become  indefinitely 
small,  when  the  line  a  e  will  finally  assume  a  position  tangential  to 
curve  A  B,  at  the  point  considered.  Hence  the  rate  of  growth  of 
a  curve  is  always  shewn  by  the  trigonometrical  tangent,  or  the 
slope,  of  a  line  drawn  tangential  to  the  curve. 

To  draw  the  Sum  Curve,  that  is,  to  find  area  a  b  c  d  unde? 
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any  primitive  curve,  Fig.  815 :  erect  several  vertical  lines, 
unequally  spaced,  there  being  more  where  the  curve  varies  greatly, 
also  further  mid  verticals  11',  22',  &c.  Take  any  pole  0,  at 
a  known  distance  p  from  a  vertical  x  y :  project  points  i',  2', 
3',  &c.,  horizontally  to  xy,  and  join  each  projection  to  0. 
Next  draw  Aalioi",  ab^o2'\  ^^^803",  &c.,  till  the  whole 
sum  curve  a  to  ^  be  formed,  whose  ordinate  at  any  point  wDI 
shew  area  under  primitive  curve  up  to  that  point,  measuring  from 
A  \  while  T>j  will  represent  the  whole  area  a  b  c  d. 

To  Draw  the  Slope  Curve,  the  reverse  process  must  be  per- 
formed, and  thus  the  primitive  curve  in  Fig.  815  will  shew  by  it 
ordinates  the  slope  of  the  sum  curve.     For  example,  suppose  we 
want  the  slope  between  cd,  we  draw  04"  n  c  dy  and  produce  4 
to  4',  giving  a  point  in  what  will  be  the  slope  curve. 

For  proof  draw  ccy^  horizontally.     Then 

slope  oicd  =  ^^^  ^^  Hi  =  vjertic^  of  slope  curve 
^^1        p  P 

If  we  make/«i,  the  steepness  of  any  primitive  curve  will  be 
measured  by  the  slope  curve  ordinate.  Again,  by  cross  multipli- 
cation, 

^^1X44'     =     pxdci 

But  cc^x  44'  is  the  area  between  two  verticals  of  primitive  curve. 
Hence  if /=i,  dc^oi  rise  of  sum  curve  will  shew  increase  of 
primitive  curve  area,  and  ordinate  of  sum  curve  at  any  point  will 
shew  area  of  primitive  curve  to  that  point.  Also  the  value/  m*y 
be  so  arranged  that  the  new  curves  may  be  read  off  directly  to  any 
chosen  scale. 

Bending  Moment  and  Vertical  Shear  by  Graphic 
Summation. — The  shear  on  any  beam  section -is  due  to  total 
load  on  one  side  of  section  less  the  support  reaction  (if  any)  on 
that  side.  The  beam  ac,  Fig.  816,  is  stressed  by  a  load  whose 
intensity  per  foot  run  is  shewn  by  curve  a  b  c,  drawn  to  a  scale  ot 
1 00  tons  per  inch.  Base  scale  being  i  foot  per  inch  or  ^,  1^^ 
\  in.  shew  100  tons  on  shear  scale.  Supposing  an  increase  of  100 
tons  on  the  shear  curve,  over  a  base  of  i  foot ;  ^  =  100  tons,  h= 
I  in.,  and  y  (load)  =100  tons  =  i  im 
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But   ^  =  ^ 

y     d 


,.%, 


'  ^  ^   -  ft  ;« 
^     =  o  m. 


and  the  polar  distance  is  fixed.  Taking  base  d  m,  summate  a  b  c 
from  pole  o,  obtaining  d  £  f  m,  shewing  total  load  on  the  left  of 
any  vertical.  Next  make  d  h^ m  f,  and  with  h  as  pole  summate 
o  E  F  to  base  d  j,  obtaining  d  g.    A  vertical  through  g  will  pass 


i^ 


B/^rvdjuvq  MomMnZ  SyS/vear 


-through  the  centre-of-gravity  of  the  load.  Set  off  «  ^=«  a  c,  ag^  a  g, 

,  and  draw  g  k  horizontally.     Then  d  l  and  f  k  are  right  and  left 

reactions   respectively.      The   deduction  of  area  dlkm   from 

D  E  F  M  gives  the  two  triangular  areas,  whose  verticals  indicate 

shear,  or  total  load  on  left  of  section  less  left  reaction. 
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From  a  study  of  pjx  438  to  442  it  will  be  seen  that  the  B. 
curve  is  simply  the  sum  of  the  shear  curve,  the  point  of  origin  of 
the  former  being  where  Bn,  =  o,  viz.,  at  the  supports  of  a  girder^ 
and  the  outer  end  of  a  cantilever.  Ba  will  be  a  maximum  where 
shear  changes^sign,  and  will  decrease  with  minus  shear.  In  Fig. 
816  let  Ba  increase  by  1000  ton-feet  over  a  base  of  i  foot,  caused 
by  a  shear  of  1000  tons  intensity  over  i  foot  base  ;  and  let  a  B^ 
scale  of  \  in.  =  1000  ton-feet  be  proposed.  Then  d!  =  1000  t.£  = 
\  in.,  ^'  «  I  in.,y  =  1000  tons  =  |^in.  x  to,  and 


/= 


b*y*      I  X 1^  X  10 


=  51"- 


The  B^  curve  can  now  be  drawn,  on  base  n  p,  by  summatiog 
D  L  E  K  F  from  pole  Oy     Commencing  at  p,  the  curve  rises  to  o- 


BOuyMNC*  tn  STitjL  wmrtn 


Cuftve    or   mfC^n'S 


Cfttsr    ro  cnesr  '  345' 


Fur  817.       Shin^  Bjertdinjcf  JS/Tomeiiis. 

the  maximum,  and  then  decreases  from  q  to  n,  the  shear  being 
minus.  These  constructions  are  especially  useful  for  ships-  A 
curve  of  weights  being  drawn,  is  opposed  by  a  curve  of  buoyancy 
or  the  weight  of  water  displaced  at  every  section,  and  the  net 
result  is  the  load  curve,  from  which  shear  and  B„  may  be  deduced 
as  before.  '  Two  extreme  cases  are  taken,  one  with  wave  crest, 
amidships,  causing  *  hogging '  strains ;  and  the  other  with  crests 
near  the  ship  ends,  causing  *  sagging '  strains.  Lastly  the  sections^ 
are  treated  as  built  up  beams.     Fig.  817  is  an  actual  example. 
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P,  446.  Culmann's  Diagram. — To  prove  this  construc- 
tion refer  to  Fig.  818.  Taking  any  section  as  b,  we  shall  shew 
uhat  B„  =  LU  X  H.    Reaction  ^  =  g  j,  triangles  k  l  m  and  o  j  g  are 


-^1 


te#^ 


Proof  of 
Culmaruv  DtaananiG 


similar,  as  also  are  n  p  m  and  o  q  g  ;  and  so  on  with  c  s  p,  d  t  s, 
and  E  u  T. 

9_5  ^  ?¥       and  QGx/>  =  PMXH ==  moment  of  6. 

H         p 

Similarly     5  x/i  =  s  p  x  h =  moment  of  5 

•  and     4x/2  =  TSXH =  moment  of  4 

and     3X/3  =  UTXH =  moment'of3. 

Again,  ^i  ^  ^^      '  andojxAB  =  mlxh  =  moment  of  ^ 

**        '      H  AB 

.-.  Resultant  moment  =  M4  -  (M/^  +  M/5  +  M/^  +  M/^) 

=  mlxh  -  (pM  +  SP  +  TS  +  UT)h    =    LUXH. 

It  is  wise  to  call  lu  distance  and  h  force,  thus  keeping 
space  and  force  diagrams  quite  separate.  Shear  is  easily  proved 
from  previous  statements.     (Seep.  1085.) 

P,  4SO,  Deflection  of  Beams  by  Graphic  Summation. 
— Let  a  beam  a  v,  Fig.  819,  be  bent  to  the  curve  a  b  c  y,  by  means 
of  a  load  of  any  kind,  the  beam  section  being  of  any  shape,  but 
here  considered  uniform  at  all  sections.  Imagine  a  small  portion 
A  B,  in  which  the  external  fibres  dd  will  be  extended  or  compressed 
by  the  amounts  d  and  d^  respectively;  and  if  ^  »  strain, 
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Let  lines  a  and  b  be  tangents  to  the  curve  at  a  and  b  respec> 
tively.     Then  0  »  a^  and  tana  »  a,  as  a  is  small.    Also  h  »yyE. 


('    />f/  sm 


Or^dir  CLte^   of  Stofve,  Ct*.rtx 
Sitnv  Stress  Cccrf^x.  ^ 


Ord-vn  ales  of  D/efU^lxon,  Cx 
=      tStim,  of  SJUin^  Curve. 


■  Slofie    anxJL  Djeflex^t:ix)n 


and  /d  =  Y.y  tana  =  E>  (slope  accumulated  from  a  to  b) 

Let  Q  H  J  be  a  B„  curve  for  the  load,  which  we  can  transform 
into  a  limiting-stress  curve,  for/=  B^-^Z.     Then 

/d  =  area  m  =  (slope  accumulated  from  a  to  b)  Ey 
also,    area  n  =  (slope  accumulated  from  b  to  c)  Ey 

.*.   areas  m  +  n  =  (slope  accumulated  from  a  toe)  £>•. 

Hence,      sum  of  stress       \  ^  f  total  slope  at  )  « 
curve  to  any  point  )       (    that  point     J  ^-^ 
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And,  slope  ordinate  =  (stress  sum-curve  ordinate)  ^ 

Thus  the  slope  curve  s  may  be  drawn  by  summating  the  stress 
curve,  and  then  dividing  by  Ey. 

Again,  if  a  b  be  made  very  small,  the  angle  a  —  va  b,  and  tan  a 
=  average  slope  between  a  b.     Then, 

Deflection  at  b  ==  d  tana  =  d  (average  slope  a  to  b). 
Similarly  the   angle  (a  + /3)  =  inclination  of  bc    to    av,    and 
tan  (a  +  /3)  =  average  slope  between  b  c.     Then, 

Total  deflection  atc«  Dtana  +  rtan(a  +  )3) 
«D  (slope  A  b)  +  F  (slope  bc)  =  ^f^gh 

And,  sum  of  slope  curve  1  _  f  Total  deflection 
to  any  point  J       \    at  that  point. 

The  problem  is  therefore  completed  by  drawing  the  deflection 
curve  A  as  the  summation  of  slope  curve  area,  and  the  geiieral 
formula  is  deduced  for  a  beam  of  uniform  section  : 

Deflection  =  ?i?#a)  =  2(|]BJ 
Z  Er  EI 

To  prove  that  the  maximum  deflection  of  a  cantilever  with 
concentrated  load  =  W  /V3  E I  (p.  45 1 ) :  the  B„  curve  is  triangular, 
whose  sum  =  W  Z^^,  and  this  is  the  maximum  slope.  But  the 
slope  curve  is  a  parabola,  whose  area  is  therefore  |  W  /^/a  x  / 
viz.,  W  /5/3,  which  is  the  second  summation  of  the  B„ ;  and  by 
above  general  formula,  deflection  =  W  l^j^  E  I. 

Some  care  is  required  in  fixing  scales,  but  previous  explana- 
tions may  be  consulted.  When  beam  section  varies,  Z  will  alter 
also,  and  the  stress  curve  must  be  found  :  then  continue  as  before. 
Note  that  ioad^  shear,  B^ ,  slope,  and  deflection  curves  are  a  con- 
tinuous series,  where  each  is  the  sum  or  integral  of  the  preceding 
one. 

P,  4sS.  Pillars  and  Struts. — In  the  paper  cited  on 
p.  458,  Prof  Fidler  assigns  various  reasons  why  pillar  strength 
cannot  be  shewn  practically  by  Euler's  formula,  such  as  an  in- 
constant E,  even  in  the  same  strut,  and  initial  curvature  in  line  of 
thrust,  the  latter  altering  W  considerably.  In  fig.  820  the  crosses- 
shew  Christie's   experiments  on  T  bars,  and  the  small  circles. 
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Hodgkinson's  results  for  hollow  round  W.  I.  columns,  co-ordinates 
being/ and  r,  as  on  p.  459.  As  the  plottings  scarcely  approach 
the  Euler  curve,  the  problem  is  to  find  what  curve  will  suit. 
Gordon's  curve  g  with  a  =  16  and  b  =  ^,^  evidently  strikes  an 
average,  which  he  intended  it  should.  Fidler  objects  to  this 
treatment,  holding  that  the  curve  should  be  made  to  fit  the  lower 
or  worst  results,  and  he  has  therefore  devised  a  formula,  too 
^complicated  for  regular  use,  and  shewn  by  curve  f  f.    Apparently, 

WROUGHT   mON  /'JLLAHS    i     £f^OS   FfX£0 


££     EuJLer  Cu.Txfe. :    £'Z6,ooaooo 
^f    FXdJbtr  Curat*  /iCut^ji.  to  ioum»- 


Cbm/vcuxsx?rt  of  Hillcir  /omuuZce. 
^  rixf.  820. 

'however,  a  judicious  alteration  of  Gordon's  constants  should 
-approach  Fidlefs  curve,  for  when  a  =  17  and  b  =  Tnnnj>  ^^^^^  ^S 
is  drawn ;  but  if  a  =  14  and  b  =  ^xnnr,  the  lower  and  safer  line 
A  A  is  obtained.  Another  way  is  to  take  /  some  80  or  85%  of 
Gordon,  which  would  meet  the  experience  of  engineers. 

P,  461.  Combined  Torsion  and  Bending. — We  shall 
ihere  shew  how  the  two  stresses  ft  and  /  are  combined  into  one 
•equivalent  stress yi.  .  If  a  pair  of  shear  stresses  FiFj,  Fig.  821,  act 
•on  an  imaginary  solid  a  BCD,  within  a  structure,  they  cannot 
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eacist  alone,  for  they  cause  a  turning  effect.  They  must,  therefore,, 
be  balanced  by  a  second  pair  of  stresses  FjFj,  where  Fi  x  ab  =* 
Fg  X  A  D,  or  (yi  A  d)  A  B  =  (^  A  b)  A  D,  and^  =  /g. 

Let  us  next  imagine  a  second  block  a  bod,  Fig.  822,  acted 
on  by  a  shear  stress  f^  and  a  direct  stress  ^.  These  may  be 
balanced  by  the  dotted  stresses,  but  we  shall  consider  them 
resisted  by  f^  and  /»  on  plane  c  b.  Now  if  the  value  of  6  be 
properly  chosen,  f^  may  be  entirely  eliminatpd,  and  the  forces 


FjLg.821, 


CowJbinedL  TAyrsio/t^  8c.  BeruUncf. 


on  B  c  be  solely  direct,  as  yi.     Assuming  this  condition,   and 
resolving    yicB    on  ca: 

(/eCB)sin0  =  (/tAB)-*(/sCA) 

Dividing  by  c  b  :       ^  sin  6  =  /t  sin  0  -  f^  cos  6 

and  (^ -/t)  sin  e  =  -/sCos6 (i) 

Resolving  (^  c  b)  on  a  b  : 

(^  c  b)  cos  0  =  —  ^  A  B 
Dividing  by  c B :    ^  cos  0  =   -^sin0   (a) 

Multiplying  (i)  and  (2)  together:    f^  -/«/  =  f^ 

and  solving  the  quadratic :      ^  =>  i  (/t  +  >//t^  +  ^f%) 
Inserting  the  values  oifi  andyi  on  p.  461 : 


f^'Uh^  VtS 


2 
/^^ 


+  4— -^— 


l')V 


whence    /« 


16 


B„+ v^B„2  +  T„ 


3L 

Digitized  by  VjOOQ IC 


86o 


Appendix  II. 


which  is  the  so-called  equivalent  twisting  moment^  although  f^  is 
a  direct  stress  and  not  a  shear.  The  result  is  only  true  for  round 
shafts,  but  can  be  used  for  other  sections  by  adopting  proper 
values  of  Z. 


CHAPTER  IX. 

P.  474-8.    Velocity  and   Energy   Curves.      Let  any 

velocity  curve,  a,  Fig.  823,  be  plotted  to  a  base  of  equal  times; 
then  the  acceleration  /  will  be    shewn    by  the    slope  curve 


Cumvc 


CQU^L  PtST***€{S 


I^w.  SZ3. 

{see  p.  852)  of  «;,  and  v  will  be  the  sum  curve  of/,  for  velocity 
growth  V  =  //.  Hence  acceleration  is  rate  of  velocity  change 
regarding  time.  Again,  a^  b,  if  an  acceleration  curve/  be  plotted 
to  equal  distances,  fd  —  \v^  (for  v^  —  2fd).  Therefore  curve 
i  v^  is  the  sum  of  /  regarding  d^  and  the  double  of  these 
ordinates  is  v^y  from  which  v  may  be  found.  Conversely,  v  being 
known, /may  be  obtained  directly,  as  on  p.  492. 

A  curve  of  force  at  c  will  give  an  energy  curve  by  summation, 
for  energy  =  /  4/.  Many  applications  occur :  thus,  if  /  be  an 
indicator  card,  E  will  shew  foot  pounds  (W>4)  given  to  piston,  and 
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if  E  shew  energy  as  delivered  from  a  rifle  bullet  (Wt^/2g)  while 
penetrating  a  target  to  depth  d,  the  pressure  exerted  at  any  point 
will  be  shewn  by  the  /  ordinates.  Therefore /ora  is  rate  of  energy 
change  regarding  distance.  If,  however,  the  curve  /  be  drawn  to 
a  time  base  as  at  d,  summation  will  give  momentum,  or  (Wt^/^), 
for  momentum  =  impulse  or  //.  Then,  for  a  second  definition, 
force  is  rate  of  change  of  momentum  regarding  time.  These 
principles  may  be  carried  much  further:  thus,  kinetic  energy  is 
the  sum  of  \u  regarding  momentum  and  so  on. 

Speaking  next  of  curve  averages,  it  will  be  easily  seen  that 
average  velocity,  for  example,  will  depend  on  the  base  units,  and 
that  a  time-base  average  can  only  equal  a  distance-base  average  in 
the  case  of  uniform  velocity,  for  then  distances  are  proportional 
to  times,  and  the  curves  are  exactly  alike  (see  e).  Uniformly 
accelerated  velocity  is  shewn  at  f  for  both  time  and  distance 
bases,  and  the  average  v  is  evidently  less  in  the  former  than 
the  latter.  In  like  manner  there  are  time-  and  distance-base 
averages  of  force,  as  at  d  and  c  respectively,  a  steam-engine- 
indicator  mean  i^essure  being  a  distance  average.   {See  p,  1099.) 

P,  478,  Energy'  Curves. 

Example  63.— A  steam  piston  of  a  horizontal  engine  is  30  ins. 
diameter,  and  the  net  propelling  forces  due  to  the  steam  in  lbs.  per 
sq.  in.,  at  6  in.  intervals  of  stroke,  are  as  follows  :  100,  98,  97,  96,  95, 
79,  67,  57,  49,  43,  38,  34i,  3i|  28,  25,  23,  21,  &c.  The  resistances  of 
load  and  friction  aie  19  tons,  assumed  constant,  and  the  weight  of  the 
moving  parts  is  taken  at  6  tons.  Find  the  correct  length  of  stroke  and 
draw  the  velocity  curve.  (Hons.  Applied  Mechs.  Exam.,  1897,  slightly 
altered.) 

Draw  any  horizontal  base  A  B,  Fig.  824,  and  set  out  the  6  in. 
spaces  as  shewn.  Erect  verticals,  plot  total  net  steam  pressure  in 
tons  =^  (piston  area -7- 2240)  =  '31$  P,  and  draw  hyperbolic  curve 
C  Q  D.  As  the  piston  advances  from  left  to  right,  the  area  under  this 
curve  shews  total  energy  up  to  a  given  position.  Su'mmate  then 
curve  C  Q  D,  and  obtain  curve  A  M  F  of  total  energy  (see  p.  860).  The 
scale  for  B  F  is  obtained  from  previous  explanations.  Draw  G  H  so  that 
AG  =  P  the  total  load  resistance,  =  19  tons.  Now,  energy  absorbed 
by  load  i$  P  x  D,  where  D  is  the  stroke  swept  out  up  to  any  point, 
and  the  summation  of  G  H,  with  same  pole  P,  gives  A  L  j,  the  curve 
of  load  energy  measurable  to  same  scale  as  B  F.    But  generally — 
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Total  energy  =  Potential  energy  +  Kinetic  energy,     and 
Total  steam  energy  =  (P  x  D)  +  ^— 

where  w  =  weight  of  moving  parts.  Hence,  as  ordinates  A  M  F  B 
shew  total  energy,  and  ALJB  the  load  energy  absorbed,  the  re- 
maining ordinates,  by  deduction,  viz;,  those  of  A  M  K  L,  will  indicate 
kinetic  energy  of  moving  parts.    Now, 

^  =  K.E.     .•..  =  y^:^=^K.E.X4-H 
andV=  VkXx24-8 

where  energy  is  in  foot  tons,  and  w  =  6  tons.  Next,  ordinates  of 
K.E.  are  measured  on  A  L  K,  and  velocity  curve  found  by  calculation. 
The  stroke  will  finish  at  P,  directly  under  K,  where  v  equals  o ;  and 
the  maximum  velocity  is  at  N,  vertically  over  Q,  where  load  and  steam 
curves  cross.    Cut  off  occurs  at  ^  of  stroke  A  P. 

F.  4^2,  Acceleration  Curves.— It  was  shewn  at  p.  492  how 
to  construct  an  acceleration  curve  to  a  distance  base.  The  proof 
will  here  be  given  by  reference  to  Fig.  825.  Let  V  be  a  velocity 
ordinate,  whose  growth  v'vxz.  small  portion  of  time  /  takes  place 
at  a;  also  let  a  small  distance  d  be  traversed  during  time  /. 
TT  is  a  tangent  to  the  curve,  and  a  b  a  normal;  then  db  or  a: 
will  shew  the  acceleration  /  for 

^      t      d    t 
But  -  =  velocity  V,        for  space  =  tv 

and  ^  =  ^  by  similar  triangles.     Substituting 

J-dt      V  - 

The  construction  cannot  be  reversed  to  find  v^  but  \v'^  may  be 
found  by  summation,  and  v  be  therefrom  deduced. 

P.  ^pd.  Comparison  of  Angular  Velocities  in  Link- 
work. — In  pp.  490-496  are  found  the  linear  velocities  of  points  in 
linkwork.  But  it  is  often  convenient  to  know  the  ratios  of 
angular  velocities  in  a  pair  of  links,  and  two  cases  will  here 
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be  investigated,  as  examples  of  slider-crank  and  quadric-crank 
chains  respectively. 

Fig.  826  is  the  linkwork  of  an  oscillating  engine,  where  c  p  is 
the  crank  and  b  p  the  piston  rod,  and  the  ratio  in  of  c  p  to  v^  of 
BP  is  required.  Linear  velocity  of  P,  normally  to  cp  — t?,  and 
normally  to  BP  =  z^i.     Nowif»  =  sp,    zri  =  ST,  and 

_  ST  _  ST    z;      ST     V 

^        BP        BP     f        BP    SP      . 
ST        B  P 

But  by  similar  triangles  —  «  — 

'  °  SP       OP 

BP     i^  , 

.*.   «,  =  --• —     andt^=w, -OP 

*        BP     OP  ^ 

Again,  v  —  ^y^  rad.  =  lu  •  c  p 

w  CP  ■=  laj  'OP 

Produce         b  p  to  f,  and  draw  c  F  at  right  angles  to  b  f. 
Also  draw      g  F  ||  c  p,  making  triangles  b  f  g,  b  p  c  similar. 

^.      „  fa»         OP         BP        BC 

Finally         -^'EITy"  co 

or,  if  B  c  be  angular  velocity  of  crank,  c  g  is  that  of  piston  rod. 
Then,  if  c  g  be  turned  round  to  ^,  a  point  is  found  in  a  polar 
curve  of  angular  velocity  of  b  p  when  m  is  constant. 

In  the  quadric  crank.  Fig.  827,  let  o  be  the  virtual  centre. 
Then  w.  a  p  =  tf,  and  w^  •  b  q  =  f/j.  Draw  a  l  ||  b  Q,  making 
triangles  o  p  Q  and  a  p  l  similar.  Also  produce  Q  p  to  s,  making 
triangles  sal  and  sbq  similar. 

tei  'AP      ^  j:^_y      ^ 

Wj  •  B  Q        »i  ~^  O  Q         A  L 

a»  AP-BQ         BQ        BS 

Wj         AP'AL         AL         AS 

If  the  chain  be  that  of  a  beam  engine,  ^  is  constant  and 
represented  by  b  q,  while  w^  is  shewn  by  a  l.  Turn  a  L^ound  on 
to  line  A  p  and  a  point  /  is  found  in  a  polar  curve  which  shews 
fall  for  any  position  of  crank  a  p. 

JP,S02.  Efl&cicncy  of  Transmission  by  Shafting. — ^The 
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work  lost  in  shafting  varies  greatly,  the  limits  being  25  to  50% 
of  the  power  given ;  but  one  should  distinguish  between  instan- 
taneous efficiency  and   that  averaged  over,  say,  a  whole  day. 

try  QuuKdric  Chairv. 


Fjjg.az? 


An  extreme  case  of  loss  is  recorded  in  Fig.  828,  which  shews 
the  H.P.  curve  of  an  American  workshop  during  one  day. 

Neglecting  engine  friction, 

Utilised.  Lost. 

Best  results  for  shafting  =      43%  57% 

Average  results  =      36%  64% 

The  highest  H.P.  given  to  shafting  and  machines  was  44,  and 
the  average  39.  The  machines  were  next  driven  by  electric 
motors,  with  the  result  shewn,  the  highest  H.P.  given  to  dynamos, 
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motors,  and  machines  being  reduced  to  29  and  the  average  to  21. 
Neglecting  the  engine  loss,  as  before. 

Utilised.  Lost. 

Best  results  for  electric  driving   =      64% 
Average  results  =      62% 
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The  advantage  of  the  alteration  is  self-evident,  being  largely 
due  to  the  fact  that  with  electric  driving  the  principal  losses 
vary  with  the  load,  and  are  not  constant  as  with  shafting. 

P,  S04'  Velocity-ratio  in  Hooke's  Joint. — Given  a 
universal  or  Hooke's  joint,  its  construction  is  essentially  that  of 
two  forks  pivoted  to  a  cross,  as  in  Fig.  829.  Now  let  circle 
PTQ  shew  plane  of  motion  of  p  and  Q,  while  prq  (an  ellipse 
in  elevation,  but  really  a  circle)  indicates  that  of  s  and  r.  Let 
p  move  to  p^  while  r  moves  to  r^  ;  then  angles  p  o  Pj  and  r  o  Rj 


£j.£VAr/Ofid 


Univjer^jol  or 
/iooJce^  JoiriC. 


are  equal,  the  latter  being  that  apparent  in  elevation  and  not 
the  real  one  on  plane  s  r.  Draw  r^  Rj  ||  r  t,  and  join  o  r^. 
T  o  Rg  is  the  real  angular  motion  of  r,  while  that  of  p  is  p  o  p^. 
Calling  p's  velocity  v^  and  r's  velocity  v^\ 

f^__PPi        PPi__0/ 
Vx        TR,        RRi        or 

When  p  arrives  at  t,  and  r  at  q,  the  velocity  relations  are 
exactly  reversed,  for  the  fork  positions  have  simply  interchanged. 
Join  R  Q  and  draw  t  w  ||  r  q,  thus  making  o  r  :  o  T  : :  o  q  :  o  w ; 
and  complete  the  quarter  ellipse  r  w.    Then  the  radii  vector  o  p 
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to  o  T  shew  angular  velocity  of  driver  a  b,  taken  constant,  while 
OR  to  o w  shew  varying  angular  velocity  of  follower  c  d.  For, 
work  done  being  equal,  area  opt  must  equal  area  o  r  w,  which  is 
only  true  for  circle  and  ellipse  respectively.  Thus,  area  of  circle 
=  T  (o  t)^  and  area  of  ellipse  =  w  (o  r)  (o  w),  which  is  t  (o  t)*  by 
construction. 

P.  517,  Rolling  Curves. — Other  curves  may  be  produced 
in  the  manner  described  at  p.  517.  Thus,  when  a  parabola  is 
rolled  on  a  straight  line,  its  focus  describes  a  catenary^  the  curve 
in  which  a  chain  hangs,  and  whose  equation  is 


^  =  f(*"  +  ''^) 


where  ^  =  2718,  and  «  is  a  constant  depending  on  the  depth  of 
hang.  The  ordinate  is  y  and  the  abscissa  x.  The  tractrix  or 
anti-friction  curve,  is  the  involute  of  the  catenary. 

P,528,  Tension  of  6elt8.— Let  the  arc  6,  Fig.  830,  ot 


Tensiofh  of  BjelCs 


the  pulley  a,  be  wrapped  by  a  belt,  the  greatest  pull  Tn  being 
balanced  by  /„+ friction.  Considering  a  small  elemental  strip 
0n>  the  tensions  /j  and  /  are  balanced  by  pressure*/,  and  /i=-  / 
approximately.     By  force  diagram 

p      chord 
Frictional  resistance  on  small  arc  =//i 
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which  is  the  small  increase  of  tension  for  arc  fln-     Hence  we  may 
write 

dt  ^  ^  tSn        and  -j  ^  fiOa 

Summating  each  side  of  the  equation  separately,  over  the  whole 
angle, 

Logio(-jr)-4343;'fl 


But  if   \ogiX 


\ 


!?«£''« 

4 


and 


P.S55*  Friction. — Experiments  on  solid  friction  may  be 
classified  under  six  heads: — 


4.  Journal  friction. 

5.  Collar  friction. 

6.  Pivot  friction. 


1.  Static  friction. 

2.  Friction  at  low  speeds. 

3.  Friction  at  high  speeds. 

And  in  every  case  the  surfaces  may  be  wholly  or  partially 
lubricated,  may  be  dry,  or  may  be  coated  with  a  resistant.  The 
first  three  are  usually  taken  with  flat  surfaces,  and  the  results 
known  as  *  flat  friction,'  unit  pressure  being  constant  over  the 
surface.  In  the  remaining  cases  the  surface  pressure  may  be 
very  unequal 

The  friction  at  starting,  called  friction  of  repose  or  static 
friction,  has  been  but  little  examined,  but  some  good  results 
were  obtained  in  1895  by  Mr.  Broomall,  of  America,  being  the 
averages  of  twenty  or  thirty  trials  with  each  load. 

Values  of  ^i  for  Static  Friction. 


Material. 

Dry. 

Wet. 

Cast  iron  on  cast  iron     ... 

Steel  on  steel      

Steel  on  cast  iron 
Cast  iron  on  tin  . . . 

Steel  on  tin          

Ca.st  iron  on  pine 

Pine  on  pine        

•3"4 
•4408 

•2303 
•4541 
•3648 
•4702 
•4738 

•3401 
•6350 
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The  extreme  cases  were  from  '96  to  1*04  times  these  numbers, 
but  at  certain  loads  the  values  became  constant.  As  /  increased 
fi  decreased,  except  with  dry  pine  on  pine,  when  the  reverse 
occurred.  The  effect  of  long  contact  was  to  slightly  increase  fi 
with  the  dry  experiments,  and  markedly  so  with  wet  pine  on 
pine. 

For  low-speed  friction,  Morin's  results  may  be  accepted. 
The  method  of  experiment  is  to  find  a  load  P  which  will  just 
keep  a  weight  W  moving  at  a  slow  uniform  speed  on  a  level 


Slow  sp£ cos 


^^^'^'^^^^^^^^^^^^^^^^ 


HIGH  SPEEDS 


Mq.d3/. 


FrjucZwit  of 
FAxxZSjLLCfjou(iej$. 


surface,  Fig.   831:    then  the  ratio  P:W  =  ^,  and  very  regular 
results  are  obtainable. 

At  high  speed  somewhat  conflicting  figures  are  found. 
Apparently  there  is  a  decrease  in  friction  with  increase  of  speed 
if  the  surfaces  are  dry  (p,  556),  or  rather,  at  high  speeds  the 
friction  seems  to  approach  the  lubricated  cases,  most  probably 
due  to  a  cushion  of  air  drawn  in  between  the  surfaces.  High- 
speed   lubricated    experiments    are    troublesome,    because    the 
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lubricant  alters  with  the  temperature,  every  oil  having  a  best 
condition,  but  the  results  of  flat  friction  at  linear  velocities  from 
400  to  1600  ft  per  m.  shew  a  constant  /i  of  '33  at  50  lbs.  per 
sq.  in. :  for  cast-iron  surfaces.  The  apparatus  is  shewn  in. Fig.  831, 
where  a  is  a  rotating  disc,  and  b  b  two  rubbing  surfaces  (shewn 
in  detail  on  the  right)  pressed  upon  it  by  the  load  c.  The 
turning  effort  ^f  d  is  resisted  by  string  e,  and  F,^  measured  by 
spring-balance  or  scale-pan  weights. 

Beauchamp  Tower's  journal  experiments  for  the  Inst  of 
Mech.  E.  were  made  at  high  speeds  with  heavy  loads,  and  the 
projected  area  Id  adopted  for  measurement  of  unit  -pressures, 
d  being  width  of  journal  embraced,  and  /  its  length.  The 
nominal  /  was  thus  conventional,  the  real  /  often  rising  to  twice 
its  amount  The  load  was  carried  on  a  knife-edge  k,  Fig.  832, 
and  c  K  would  assume  some  position  c  l.     Then 

Moment  of  friction  =  Moment  of  weight 
F„r=3  Pa 

The  movement  was  multiplied  by  levers  a  and  b,  but  still 
being  small,  was  measured  by  weights  in  a  scale-pan  d  sufficient 
to  bring  b  back  to  zero.  The  starting  stickiness  was  overcome 
by  a  small  weight  e,  and  the  lever  thus  kept  horizontal  for  zero 
load,  the  amount  being  decided  by  revolving  iii  each  direction 
and  taking  the  average.  Briefly,  total  friction  wa^  found  con- 
stant at  all  loads,  and  ^  varied  as  1  ^  P.  Oil-bath  lubrication 
proved  best,  sponge  lubrication  some  four  times  as  resistant, 
and  siphons  gave  still  worse  results.  Temperature  materially 
altered  the  friction;  thus  by  lowering  from  300*  to  120*  Fahr. 
the  friction  with  lard  oil  was  as  i :  3.  By  means  of  pressure 
gauges  it  was  shewn  to  be  useless  to  introduce  the  lubricant 
where  pressure  was  greatest,  for  the  latter  often  rose  to  200  lbs. 
per  sq.  inch  and  forced  out  the  oil.  Oil  should  therefore  enter 
at  the  top  of  shafts  and  the  bottom  of  axles,  and  grooves  be  cut 
to  assist  it.     (See  Third  Preface) 

With  collar  bearings  (Inst.  Mech.  E.  experiments)  the  friction 
varied  more  nearly  with  the  pressure,  the  apparatus  being  shewn 
in  Fig.  832fl.      A  ring  c  supported  on  rollers  jj,  was  pressed 
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between  discs  a  and  b  by  the  force  of  a  screwed-up  spring  h,  the 
amount  of  pressure  being  measured  by  pointer  h,  and  the  bolt  f 
having  a  spherical  seat     Both  discs  being  connected  by  keys  k  k, 


are  revolved  by  belting,  and  the  friction  between  the  two  surfaces 
is  measured  by  weight  e,  in  the  manner  of  a  dynamometer  (see 
also  p.  558).  In  marine  practice  pressures  of  50  lbs.  per  sq.  in. 
are  allowed  on  thrust-block  collars,  and  the  H.P.  transmitted  to 
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the  screw  taken  at  |  the  I.H.P.     The  direct  thrust  may  be  found 
from  speed,  for 

V  of  ship  =  knots  x  101*3 

Thrust  >(  knots  x  101-3  «  effective  H.P.  x  33000 

(eff.  H.P.)  X  33000      ,,,I>H.R 
K  X  1013  ^      K 

_  „  .  •    ^      "7  I.H.P  I.H.P. 

.'.  Collar  surface  required  ■*  —- — :=z —  =  4*34  —= — 

50  K  K. 

It  must  be  noted  that  these  surfaces  are  now  horseshoe  in 
form  (see  p.  691)  and  more  collars  are  required  than  if  circular. 

For  pivot  bearings  the  experimental  apparatus  in  Fig.  833 
was  adopted,  where  b  is  the  pivot  or  footstep  fed  by  oil  entering 
at  pipe  H.  The  shaft  d  being  rotated  through  bevel  gearing  a  a, 
the  frictional  moment  was  measured  by  weight  g,  which,  acting 
on  pulley  f,  prevented  the  bearing  at  b  from  rotating.  At  the 
same  time,  the  load  was  obtained  by  oil  pumped  against  surfaces 
D  and  E,  its  intensity  being  measured  by  pressure  gauge  c 

P.  568.  Balls  and  Live  Rollers. — It  is  found  that  with 
ball  or  roller  bearings  the  frictional  loss  is  ^  or  4^  of  that  of  a 
plain  journal,  and  in  large  bearings  the  rollers  are  kept  apart  by 
rings,  as  in  Fig.  584. 

P'575'  Efficiencies  of  Machines. — ^The  example  on 
pp.  571  to  575  shews  the  methods  usually  followed  in  mecha- 
nical laboratories  to  find  frictional  loss  in  machines.  Two 
further  cases  may  be  given  by  way  of  illustration.  Fig.  834  is 
a  chart  of  experiments  on  rope-pulley  blocks,  a  simple  fixed 
pulley  being  called  a  i :  i  system,  one  movable  and  one  fixed 
block  a  2 : 1  system,  and  so  on.  Thus  3  upper  and  3  lower 
pulleys  make  a  6  :  i  system.  Plotting  P :  W  the  inclined  lines 
are  obtained,  and  efficiency  curves  are.  further  calculated  for  each 
load,  A  curve  of  maximum  eflSciency  is  also  drawn  below,  on  a 
base  of  velocity-ratio,  which  usefully  indicates  the  rapid  loss  with 
increased  theoretical  advantage.  The  sheaves  were  2^"  diameter 
and  the  rope  ^". 

Investigating,  we  have  in  a  i :  i  system : 
P  =  W  (i  +  w)        where  w  is  a  proper  fraction. 
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Then,  in  a  3  :  i  system,  say :      / 

P,«P2(i+«) P2=P3(i+^) P3=P4(i+»»)  (') 

Adding  each  side  * : 

Pi+  Ps+  Pg  =   (^2+  1*3+  P4)(^  +  «) 
or    Pi  =   ^(Pg+Pa+PJ  +  P* 
But  since  ail  the  rope  tensions  together  =  W 

P2+Ps+P4=   W 

and     Pi=P4+«W    (2) 


Sf'Z.Vt — r^'- 


'^y' 


IXcfS34. 


EffAXJuertcy  of  Ropxy 


■  O  10  30  40  So  Co  7 


Again,  multiplying  sides  together  in  (i): 

PlP,P,=  PjPjP,  (!+».)»  .-.  P,=  P,  (!+».)» 


and 


Pi 


Substituting  this  in  (2) 


(I  +  my 


•(3) 


for  a  3  : 1  system (4) 


or  generally 


W 


(  !  +  »»)'• 


Pi  W 

•  Pi,  P„  Pj  are  the  rope  parts  taken  in  order  from  P  to  W.     See  Fig.  439. 
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where  the  exponent  n  represents  the  number  of  cords ;  and  the 
real  advantage  is  thus  shewn.  The  assumption,  however,  that 
pulley  friction  and  rope-bending  resistance  vary  similarly  is  not 
quite  true,  the  latter  increasing  more  rapidly  than  the  former. 
Comparing  with  experiment, 

P- W 
i:  I  block;     «=     -^-    =    '195     at  max.  effy.  ' 


2  :  I  block ; 


W 


1*54 


p  m 

which,  by  experiment  =»  i'S2       at  max.  efTy. 

4 : 1  block ;    -  = -^ —  =262 

which,  by  experiment  «  2-25      at  max-  efly. 
In  the  case  of  a  screw  jack,  the  P  :  W  line  passed  through  the 


of  Sjcr/ejuo. 
Fjuq  635, 


Cirju*Jnj.    \^  yy 


origin,  P  &  W  vanishing  simultaneously,  because  the  screw  was. 
reckoned  as  load.  The  efficiency  was  therefore  constant  at  all 
loads,  being  -3535  with  a  screw  i  -92"  mean  diameter  and  pitch 
J",  the  velocity  ratio  being  59*33  :  i.  The  lever  was  repre- 
sented by  a  pulley  mounted  on  the  screw  axis.  Here  again  the 
efficiency  can  be  found  by  calculation.  Let  f  g.  Fig.  835,  be  the 
mean  screw  circumference,  and  hg  the  pitch,  the  nut  being 
moved  by  force  P.  Neglecting  friction,  there  are  three  balancing, 
forces,  P,  R,  and  W  -,  and  the  force  diagram  is  a  b  c. 


W          AB 

circumference 

I 

P           B  C 

pitch 

tand 
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With  friction,  the  real  resistance  is  Rj ,  and  the  force  diagram 
A  B  D,  where  ^  -=  friction  angle. 

W  ^  A  B  ^  I 

Pj  ""  BD       tan  (6  +  ^) 

,    «.  .  P  tan  e 

and  efficiency  =  -  -  =  — -;- —  . 
^       Pj      tan(d  +  ^) 

shewing  that  large  pitch  is  economical.  Returning  to  the  experi- 
ment, 

-<•*»' -w --11 —' 

and    /i  a  tan  0  «  '1494        {See  p.  1125.) 

jP.  S76,  Absorption  Dynamometer. —  The  apparatus  in 
Fig.  596  is  called  an  Appold  brake.  If  P  =  pull  on  stud  d, 
r  =»  radius  of  brake  wheel,  and  F^  total  friction  on  brake  strap, 
the  sum  of  moments  being  necessarily  zero, 

(W-S)R  ±  (PxAD)  =  F„r 

or  the  total  moment  exerted  by  the  engine. ,  P  may  be  measured 
by  two  spring  balances,  one  on  each  side  of  d,  a  pull  on  the  right 
balance  being  plus,  and  on  the  left  minus.  The  work  absorbed 
per  revolution  would  be 

2ir{(W-S)R  ±(PxAD)} 

whence  B.H.P.  is  found.  If  the  H.P.  be  under  15  and  the 
lubrication  sparing,  there  is  little  pull  on  d,  but  the  lever  is 
generally  a  bad  arrangement,  and  a  simple  strap  is  now  advised, 
where  only  W  and  S  are  measured. 

P,  j8o.  Distribution  of  Power. — We  may  distinguish 
between  mere  transmission,  and  distribution  from  a  central  station 
to  many  consumers.  Professor  Unwin  has  shewn  the  advantages 
of  the  latter  over  individual  installations,  and  gives  the  following 
requirements : 

1.  Indefinite  subdivision  and  measurement. 

2.  Minimum  first  cost  and  running  loss. 

3.  Freedom  from  danger. 

3M 
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4.  Consumer's  motor  to  be  simple  and  efficient. 

5.  Facility  for  adaptation  to  numerous  uses. 

Only  two  great  natural  sources  of  power  have  been  much  used 
up  to  the  present,  gravity  and  heat,  the  former  being  the  water 
power  of  streams,  and  the  latter  the  latent  energy  of  coal  or 
petroleum.  The  distributors  have  been  electricity,  wire  rope, 
compressed  air,  hydraulics,  or  coal  gas ;  of  which  probably  com- 
pressed air  meets  the  above  requirements  most  perfectly.  Inter- 
mittent use  means  the  necessity  for  storage  if  a  part  of  the  plant 
is  not  to  lie  idle  at  times,  and  electric  accumulators  are  very 
costly  for  large  stations,  but  hydraulic  power  may  be  efficiently 
stored.  A  low-pressure  water  power  is  used  in  Switzerland,  drawn 
from  reservoirs  400  ft.  high  kept  filled  by  turbines,  and  the 
storage  of  heat  has  been  accomplished  by  admitting  surplus 
boiler  steam  to  a  large  vessel  of  water  under  high  pressure,  the 
liquid  thus  heated  being  converted  into  steam  when  needed,  at  a 
5mall  reduction  of  pressure. 


CHAPTER  X. 

P*  5S3,  Conduction  of  Heat  through  Plates.  —  The 

boiler  furnace  having  a  temperature  of  about  1500*,  and  the  steam 
of  300',  it  may  be  taken  that  there  is  a  *  skin '  drop  of  500*  on 
each  side,  and  another  drop  of  300°  in  passing  through  the  plate. 

P,  5<?7.  Le  Chatelier's  Pyrometer  is  undoubtedly  the 
finest  modern  apparatus  for  measuring  high  temperatures,  and,  as 
improved  by  Roberts- Austen,  is  shewn  in  Fig.  836.  a  is  a  thermo- 
electric couple  of  two  wires,  twisted  together,  one  of  platinum  and 
the  other  of  platinum  alloyed  with  10%  of  rhodium.  Being  pro- 
tected with  refractory  material,  they  are  placed  in  a  source  of  heat, 
and  connected  to  the  mirror  galvanometer  b,  within  the  camera 
c.  A  ray  of  light  from  an  oxy-hydrogen  burner  d  is  deflected  and 
focussed  on  to  the  mirror  e,  from  which  it  returns  to  a  photo- 
graphic plate  F.  Now 'the  horizontal  movement  of  the  light  ray  at 
F  will  indicate  temperature :  but  a  better  way  is  to  cause  the  plate 
F  to  move  vertically  by  clockwork  while  the  heat  changes  occur  at 
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Z77 


A,   thus  recording  a  time-temperature  curve.     The  temperature 
scale  is  graduated  by  reference  to  well-known  phenomena,  whose 


FXj^.S36. 


«a-. 

-■^ 

Pxir/yrveler: 


temperatures  haVe  been  accurately  obtained  by  the  methods  on 
p.  587,  and  the  junction  at  a  should  directly  touch  the  source  of 
heat 

P*  593*  Steam  Drier  or   Separator. — This  apparatus  is 
now  considered  essential  to  an  engine  steam-pipe,  especially  if  the 


or  S/OfvcLrxitor. 
FM837, 


length  of  the  latter  be  great,  and  the  principles  embodied  in 
various  forms  may  be  illustrated  by  Fig.  837.  Steam  enters  at  a, 
and  in  passing  round  the  helix  to  escape  at  c,  deposits  all  the 
moisture  on  the  casing  wall  by  centrifugal  action,  only  dry  steam 
passing  away. 
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P,  5j?^.  Dryness  of  Steam.  —  The  finding  of  dryness 
value  from  indicator  diagram  ha$  already  been  shewn  at  p.  764. 
Professor  Carpenter  plots  a  further  curve  beneath  the  ex|>ansion 
line  to  represent  the  fractions  thus  obtained,  and  calls  this  the 
*  quality '  curve  of  the  steam.  It  appears  that  condensation  con- 
tinues after  cut-off  a,  Fig.  838,  till  re-evaporation  is  reached  at  b. 


JFAjy  838. 


or 


rmMcrions    of    Stikomc 


while  the  final  dryness  c  is  often  higher  than  a.  To  measure  the 
condensation  due  to  cylinder  walls  we  must  know  the  original 
condition  of  the  steam.  Several  methods  are  used,  but  Carpen- 
ter*s  apparatus,  Fig.  839,  is  probably  simplest,  while  being  very 


Calorimeler 


accurate.  Steam  passes  from  the  pipe  a  into  a  jacketed  separator 
B,  where  all  the  moisture  is  deposited.  Continuing  to  the  water 
vessel  c,  the  dry  steam  is  there  condensed,  and  the  graduations 
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at  E  and  d  will  respectively  shew  weights  of  dry  steam  and 
entrained  water. 

P.  6os>  Problems  on  Energy  Changes  in  a  Working 
Gas. — When  a  gas  is  expanded  or  compressed  in  any  manner 
behind  a  working  piston, 

Heat  supplied  =  change  of  internal  energy  +  external  work 

and  any  of  the  three  terms  may  be  plus,  minus,  or  zero.  Thus, 
when  expanding  isothermally,  the  internal  change  is  zero,  and  the 
gas  must  be  given  a  positive  heat  equal  to  the  total  work  done 
(p.  605);  and  in  isothermal  compression  the  heat  supply  is 
negative,  that  is,  must  be  abstracted  to  the  same  amount  as 
before. 

Example  64.  Assuming  the  p  v  curve  to  be  hyperbolic,  let  steam 
enter  the  cylinder  at  120  lbs.  absolute  pressure  per  square  in.,  tem- 
perature 348*  F.,  and  expand  to  30  lbs.  absolute,  temperature  250*  F. 
Find  heat  supplied  per  lb.  weight.     (Hods.  Steam  Exam.  1894.)  , 

Spec  vol.  at  250"  =  13-5  cub.  ft.        and  P  =  (144x30)  lbs. 

.'.    P  V  =  144  X  30X  13*5  =  58320  ft.  lbs. ;  which  is  constant. 

Vj        Pi       120 
r  =  y^=p^  =  —  =  4        and  logeT  =  13863 

Total  heat  at  first,    Hj  =  Si  +  Li  =  348-32  +  871  =  1187  B.T.U. 

Total  heat  at  end,    Hj  =  Sj+L,  =  250-32+940  =  1 158  B.T.U. 

Loss  of  internal  energy  =  772  (Hj  -  P  V)  -  772  (H,  -  P  V) 

=  22388  ft.  lbs. 

.*.    Heat,  supplied  =  external  work  -  internal  change 

=  PVloger- 22388    =    (58320x1-3863) -22388 

=  58461  ft.  lbs.,  or  747  B.T.U.   per  13^  cub.  ft.,  or  per  i  lb.  weight. 

[N.B. — The  real  result  should  be  87  B.T.U.,  the  discrepancy  being 
due  to  assuming  the  expansion  of  dry  steam  as  hyperbolic] 

Example  65. — Find  expressions  for  the  thermal  efficiency,  when 
atmospheric  air  at  60"*  Fahr.  is  compressed  adiabatically,  then  cooled 
under  constant  pressure  to  60**  Fahr.,  and  afterwards  exhausted  adia- 
batically while  doing  work,  till  it  reaches  the  atmospheric  pressure 
again. 

Referring  to  Fig.  840,  o  D  and  o  f  are  scales  of  absolute  pressure 
and  volume  respectively.    Air  is  drawn  in  along  A  B,  compressed  to  C  ' 
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and  discharged  along  c  D,  the  pressure  again  falling  to  a.  The  work 
done  on  the  air  is  the  area  a  B  c  D.  Similarly,  in  the  motor,  we  admit 
along  D  G,  expand  from  G  to  H,  and  discharge  along  H  A,  the  pressmc 
rising  again  to  D.    The  worl^done  by  the  air  is  D  G  H  A. 

-,^  .  work  returned        D  G  H  A 

.*.     Efficiency  = 


work  expended       A  B  c  D 
and  these  areas  are  to  be  measured.    For  any  pressure  P, 


PV^  =  C 


PVa^ 


and 


V. 


a  constant 


PVb>     Cb       — Vb 

which  is  true  anywhere  on  the  adiabatics.     Imagine  the  areas  cut 
into  horizontal  strips,  each  of  a  very*small  width  c^  and  let  a  =  area  of 


Air  Comfvressiorv. 


one  strip  to  V.,  while  b  is  that  to 
Sum  the  strips  '"'"-  *^'^  "•^-^i'*  o-^oe 

:&b 


EiLgM^L 


Vb.    Then  ^  =  ^ V.  and  b  =  c\v 


,  wmie  o  IS  inai  tu   vb*      xnen  a  =  £-  v. 
for  the  whole  areas,  and  let  V.  =  R  Vb. 

r  2Vb  ^    SVb     ^  .1  ^   Vb 


Stf  ^XVa  SVbR 


R     V. 


Area  D  G  H  A  ^  Vb 
Area  A  B  c  D       V* 


V, 


and  9  =  ^     or 
Now  suppose  ratio  of  compression    li  =  r 

Thenbyp.6o7-Ii  =  ^-L^ 

But,  by  changing  from  rj  at  c  to  r^  at  G  by  constant  pressure,  wc 
have,  by  Charles'  law : 

\y-i 


Y3 

V. 


2         T,        \rj 


and  1} 


-m 
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Again,  suppose  the  air  to  be  compressed  from  i  to  x  atmospheres, 
Pi  -_  / Z? V  Raising  to  the  Izi.  power. 

(^F-(r"   -(iiiaE 

We  may  deduce  some  important  results  from  the  last  two 
examples.  If  a  gas  be  compressed  or  expanded  in  any  manner, 
and  then  returned  to  the  original  temperature,  the  heat  supplied 
or  removed  must  equal  the  work  area  as  indicated,  for  the  internal 
energy  is  then  unchanged.     Fig.  841  is  a  general  diagram  for  air- 


compressor  and  motor,  and  we  may  take  three  cases: — 

(Adiabatic  compression:  cooling  back  to  isothermal : 
heat  lost...   =  H  +  C 
Adiabatic  expansion:  work  gained  (from  gas)     =  H  -  M 
.-.  Total  loss  in  system  »  (H  +  C)-(H-M)  ==  C  +  M 

f  Isothermal  compression :  no  cooling:  heat  lost  =  H 

'  I  Adiabatic  expansion :  work  gained  ...   =  H  -  M 

.'.   Total  loss  in  system  =  H  -  (H  -  M)    =  M 

i  Isothermal  compression :  heat  lost...   =»  H 

•  I  *       ,  ,  .         (heattobesupplied=H)  ,   ^^  ^ 

I  Isothermal  expansion:  ^^^^^  ained         =Hf  "^ 

.'.   Total  loss  in  system  ...  =  H 

The  isothermal  line  is  most  closely  approached  by  two-stage 
compressors  (p.  547),  and  by  two-stage  motors,  whose  diagrams 
are  given  at  a  and  b  respectively.  Fig.  841 ;  but  in  the  second  it 
must  be  understood  that  all  the  external  work  must  be  supplied 


III. 
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by  re-heaters,  the  only  reason  for  whose  success  lies  in  the  remark- 
able economy  of  heat  thus  supplied,  some  six  times  as  efficiently 
as  when  used  in  a  steam  boiler. 

P,  60S-S.  Plotting  the  Curve  p  V  ««  C— The  pressure 
for  given  voltirae,  or  volume  for  given  pressure,  can  be  found  by 
using  a  table  of  logarithms,  for 


log/  +  «logV  =  logC 
log/  =  logC  -  /»logV 

and  logV 


log_C--log/_ 
n 


p     Note  that 
I    common  logs. 
L      arc  used. 


] 


The  values  porV  may  then  be  deduced,  being  the  numbers 
corresponding  to  their  logarithms.  Or,  again,  the  values  n  and  C 
for  a  given  curve,  may  be  found  by.  construction.  Taking  the 
given  expansion  curve,  Fig.    842,  measure  every  pressure  and 

of  UxfvcLriSjU>rt'  cunae. 


Fjuq.84'Z, 


lx>cf^V 


volume  at  any  points  i,  2,  3,  4,  5,  and,  on  a  new  diagram,  shewn 
below,  plot  their  logarithms,  drawing  the  best  straight  line  ab 
through  the  plotting.     Then 


AC 


AC 


and  log/  +  ^-  logV  =-  logC 

C  B  C  B 

Putting  in  the  values  for  log/  and  log  V,  taken  anywhere,  log  C 
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is  obtained  \  and  C,.  the  corresponding  number,  is  taken  frotn  the 
tables.     {S^e  pp.  1 1^1  and  116%.) 

F,  611,  Thermal  Efficiency  of  Steam   Engines.— It 

is  now  practically  agreed  that  engine  efficiency  should  be 
measured  apart  from  the  boiler,  and  the  two  efficiencies  multi- 
plied if  the  whole  economy  be  required. '  There  having  been 
some  disagreement  as  to  measurement  of  the  first,  a  conimittee 
formed  in  1897  by  the  InstC.E.,  after  consideration,  reported 
that  the  efficiency  of  a  steam  engine  should  be  stated  by 

I.  Number  of  B.T.U.  per  I.H.  P.  per  hour  : 
II.  Number  of  B.T.U.  per  B.H.P.  per  hour : 
III.  Comparison  of  heat  consumption  with  that  of  an  ideal 
cycle;  and  called  *  Comparison  ratio '  (see  rel.  effy.  p.  772): 

all  three  being  given  if  possible.  The  B.T.U.  are  to  be  measured 
by  taking  steam  temperature  before  entering  engine  stop-valve, 
and  again  when  entering  exhaust  pipe ;  then  reckoning  the  heat 
required  to  raise  the  weight  of  steam  used,  from  water  at  exhaust 
to  steam  at  initial  temperature,  under  constant  pressure.  The 
ideal  cycle  for  steam  is  to  be  taken  as  the  *  Rankine '  cycle,  which 
is  only  different  from  Camot,  p.  772,  in  having  no  compression, 
and  being  therefore  non-reversible.  There  is  little  difference 
between  the  two  when  using  saturated  steam,  but  witl^  super- 
heated steam  the  Rankine  efficiency  is  much  less.  As  the  Camot 
formula  is  much  simpler,  it  may  be  used  for  approximation  in 
many  cases.     Then 

^  .        B.T.U.  by  Rankine  or  Carnot  ,^    ^       .„  v 

Comparison  ratio  =    -  ^,-7^^? n 3 (Seep,  11 68.) 

^  B.T.U.  actually  used.  , 

F.  612,  Reversible  Cycles.— Cotterill  shews  that  when  the 
exhaust  steam  is  used  to  heat  the  boiler  feed,  the  cycle  is  much 
more  nearly, reversible.  Further,  that  if  Weir's  system  of  feed 
heating  in  stages  be  adopted,  by  steam  drawn  from  the  inter- 
mediate receivers  of  multiple-stage  compounds,  a  still  better  cycle 
is  obtained,  reaching  ideal  conditions  if  the  number  of  stages 
be  infinite.  The  method  is  then  exactly  similar  to  Stirling's, 
p.  771,  the  receivers  acting  as  regenerators  or  temporary  heat 
stores. 
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P,  614,    Calculation   of    Initial    Condensation    and 

Leakage. — The  weight  of  steam  used  in  addition  to  that  shewn 
by  the  indicator  is  a  loss  spoken  of  as  the  *  missing  quantity,' 
and  is  ascribed  to  cylinder  condensation  and  leakage.  The 
researches  of  HirnyiD.  K.  Clark,  Willans,  Cotterill,  Thurston, 
Donkin,  Adams,  Engli^ti,  and  Callendar  have  been  directed 
towards  the  rationalisation  of  this  loss,  in  order  to  predict  it 
in  any  case  where  the  conditions  *  of  pressure,  speed,  clearance, 
expansion,  &c.,  are  known.  Donkin,  Adams,  and  Callendar  have 
experimentally  obtained  temperature  cycles  of  the  steam  and  the 
cylinder  walls,  which  fully  shew  the  interchanges  that  have  been 
generally  admitted.  They  also  shew  that  steam  temperatures 
may  be  accurately  deduced  from  the  indicator  diagram  by  con- 
verting pressures  into  corresponding  temperatures.  Cotterill 
devised  a  semi-empirical  formula,  based  on  barrel  surface,  as 
follows : — 

(Cloge^A 
I  -H  ~  1 

where  d  =  cylinder  diameter.  Callendar*s  experiments  appear  to 
shew  the  greatest  loss  to  be  due  to  clearance  surface,  while 
leakage  may  be  responsible  for  from  5  to  50%  of  the  total  loss. 
The  constant  C  is  about  6  to  8  in  simple  unjacketed  engines, 
and  4  in  jacketed  slide-valve  engines,  2  to  4  in  Corliss  engines 
depending  on  the  presence  or  absence  of  jackets,  and  12  in  very 
bad  engines;  but  rarely  rises  above  8.  Cotterill  calls  the 
bracketed  terms  'liquefaction  factor,'  and  another  method  of 
statement  is 

Missing  steam    _  C  logc  r 
indicated  steam        ^  jj^ 

The  missing  quantity  may  vary  from  25  to  60%  of  total  steam 
supplied,  and  is  about  30%  on  the  average.  Fig.  755  shews  the 
loss  graphically.     {Seep,  11^4.) 

P.  614,  Methods  of  Reducing  Condensation. — There 
are  four  methods  of  decreasing  the  loss  just  mentioned  :  quick 
running,  steam-jacketing,  superheating,  and  compounding. 

Quick  running, — The  advantage  of  high  rotational  speed  (not 
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necessarily  high  piston  speed)  was  demonstrated  by  Mr.  Willans 
in  1888,  when  he  got  very  economical  results  with  a  simple 
engine  greatly  by  that  means.  The  time  of  each  stroke  is  then 
too  short  to  allow  of  the  temperature  changes  which  cause  con- 
densation loss,  and  the  expansion  is  approximately  adiabatic 
Lagging  the  cyHnder  increases  its  non-conducting  capacity,  and 
is  an  additional  help. 

Steam-jcukding  is  different  to  lagging  in  that  heat  is  actually 
given  to  the  steam,  to  assist  re-evaporation.  In  most  cases  there 
is  some  advantage  in  its  use,  though  not  always  a  large  one.  Its 
good  effect  is  greatest  with  simple  engines,  slow  speeds,  large 
rate  of  expansion,  and  wherever  considerable  condensation  would 
otherwise  occur ;  it  is  of  less  value  in  compounds  and  in  non- 
condensing  engines,  while  at  high  rotational  speeds  it  is  useless. 

Superheating  the  steam,  that  is  raising  its  temperature  above 
saturation  point  before  entering  the  cylinder,  is  the  most  direct 
and  effective  means  of  reducing  and  even  eliminating  con- 
densation loss. '  This  is  not  achieved  by  increased  boiler  heating 
surface,  nor  by  improved  thermal  efficiency  due  to  higher 
temperature,  both  of  which,  false  explanations  have  been  made ; 
but  simply  by  supplying  the  saturated  steam  with  such  heat  as 
will  partly  01  entirely  prevent  condensation,  thus  keeping  Jthe 
steam  dry,  or  nearly  so,  throughout  the  stroke.  The  curious 
anomaly  occurs  that  a  5%  extra  heat  supply  will  often  eliminate 
a  20%  loss.  Him  demonstrated  a  saving  of  22%  in  1855,  and 
in  1859  Penn  and  others  saved  as  much  as  30%-;  but  as  steam 
pressures  increased,  a  reasonable  *  superheat  *  could  not  be 
obtained  without  danger  at  the  superheater,  and  the  cylinder 
lubricants  were  also,  burned  up,  so  the  process  was  abandoned 
in  1870.  A  revival  has  taken  place  since  1890,  the  original 
objections  having  been  removed  by  the  substitution  of  petroleum 
for  animal  oils,  and  safer  superheaters  having  small  parts.  The 
gain  varies  from  10%  to  50%  with  50'  to  100°  superheat  re- 
spectively, and  according  to  the  perfection  of  the  engine  itself; 
but  averages  25%.  The  effect  on  the  indicator  diagram  is  to 
raise  the  expansion  curve,  while  lowering  the  saturation  curve  due 
to  feed,  and  thus  the  dryness  fraction  approaches  a  maximum. 

Fig.  843  shews  the  Schmidt  superheater,  consisting  of  a  coil 
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of  pipes  through  which  the  steam  passes,  and  placed  as  near  the 
boiler  as  possible.  Leaving  the  boiler  at  a,^  the  steam  enters  the 
two  lower  coils  at  b,  then  goes  to  the  *  after-evaporator '  c,  and  the 
uppermost  coil  d,  from  which  it  makes  its  way  coil  by  coil  to 
leave  at  e  for  the  engine.  In  this  way  wet  steam  circulates  where 
the  heat  is  greatest,  while  the  main  and  final  superheat  are  more 


SchrwUtt: 
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effective  by  placing  steam  and  gas  currents  in  contrary  directions. 
The  damper  g  adjusts  the  superheat,  which  is  a  maximum  when  o 
is  closed,  and  nothing  when  open.  This  important  attachment 
thus  meets  changes  in  steam  demand  or  stoking  variation. 

Compounding  ^2&  explained  at  pp.  621  and  623.  It  has  very 
satisfactorily  decreased  initial  condensation  by  diminishing  the 
range  of  temperature  in  each  cylinder,  but  is  undoubtedly  expen- 
sive regarding  first  cost,  a  fact  which  presses  less  heavily  on  large 
powers  than  on  small  ones.  The  gain  is  due  to  placing  re- 
evaporation  at  earlier  positions  in  the  total  expansion. 

Entropy  and  Temperature-entropy  Diagrams. — Let 

the  mechanical  energy  given  to  an  overshot  water  wheel  be 
w  (H'l  -  H'2),  where  H'q  is  the  zero  of  head  and  energy,  and  w  the 
gravity  weight  of  the  water  used.  Applying  the  analogy  to  heat 
engines,  we  there  have  the  heat  energy  given  as  ^^r^-r^  where 
r^  is  zero  of  temperature  and  of  energy,  and  ^  is  what  Zeuner  calls 
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heat-weighty  Rankine  the  thermodynamic  function^  and  Clausius  the 
entropy  ;  the  last  term  being  now  universally  applied. 

We  may  now  draw  a  diagram  of  heat  changes  by  plotting  r  to 
a  base  of  ^  as  in  Fig.  844,  from  which  we  may  deduce 

Heat  supplied  or  rejected  =  ^  x  mean  r. 

Just  as  the  pv  curve  shews  work  done,  and  is  a  cycle  of 
mechanical  operations,  so  the  r^  curve  shews  heat  change,  and  is 
a  cycle  of  thermal  operations.  It  was  first  practically  developed 
by  Mr.  J.  McFarlane  Gray,  and  its  great  value  is  apparent  when 
one  remembers  how  much  heat  is  unrepresented  on  the  pv 
diagram;  though  both  diagrams  have  their  uses.  Isothermals, 
having  constant  temperature,  are  horizontal  straight  lines  on  the 
r^  diagram ;  and  adiabatics  are  vertical  straight  lines,  for  no  heat 
being  supplied' and  yet  r  changes,  0  (ri-r2)  =  o  and  ^  =  0,  or 
entropy  is  unaltered  (see  Fig.  844). 

Applying  to  the  Carnot  cycle,  Fig.  844,  heat  supplied  is  the 
area  H^,  and  that  rejected  the  area  H,,  for  a  b,  c  d  are  isothermals, 
and  B  c,  D  A  adiabatics.     Also  the  work  done  is  H,  -  H, 

.-.  Efficiency   -    _^-?^]^_^-^"^-     «  H^-H,  ^  r^-r^ 
heat  expended  Hj  '^\ 

To  draw  the  r  ^  diagram  for  water  and  steam,  shewing  heat 
supplied  per  lb.  weight,  we  commence  with  an  arbitrary  zero  of 
entropy  at  32°  Fahr.  =  492°  absolute.     Then 

Entropy  of  water  at  492°  =  o 

and  at  any  other  temperature  r 

^   «   loger-log«492    =     loger-6-i98* 

from  which  Table  I.  (next  page)  is  calculated,  and  the  results 
plotted  as  curve  a  b.  Fig.  845,  the  area  under  which  shews  heat 
supplied  up  to  any  temperature. 

•  Hyperbolic  log. = common  log.  x  2*3026. 
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I.    Entropy  of  Water  from  32°  Fahr. 

PER  LB.  WEIGHT. 


/• 

r 

,. 

32 

492 

•000 

50 

510 

•036 

100 

560 

•139 

150 

610 

•215 

200 

660 

•295 

250 

710 

•367 

300 

760 

•438 

350 

810 

•504 

400 

86a 

•566 

We  have  next  to  find  the  additional  entropy  due  to  the  conver- 
sion of  water  into  steam.  Now  at  any  temperature  r^  the  sensible 
heat  firom  32*  is  the  area  S)i,  and  the  heat  to  be  supplied  in  makii^ 
this  into  steam  being  area  Lh,  the  entropy  added  =  L^-rr  -  0? 
In  this  manner  the  second  curve  c  d  has  been  drawn  and  the 
figures  in  Tables  II.  and  III.  obtained : 


II.  Entropy  of  Stkam 

PER  LB.  WT. 


III.  Entropy  of  Steam  and 
Water  per  lb.  wt. 


r 

L 

^=7 

. 

492 

2*219 

510 

2'Il6 

560 
610 
660 

1-865 
1-655 
1-476 

710 
760 

I  322 

ri88 

810 

I '070 

860 

•965 

r  • 

'>w  +  ^ 

492 
510 

2-219 
2-r88 

560 
610 
660 
710 
760 

1-994 
1-870 

1771 
r69i 
1-626 

'   810 
860 

-1-574 
'  1*531 

The   next   problem   is   to  convert  an  ordinary  /  v  indiator 
diagram  into  a  r^  diagram,  which  we  shall  here  solve  by  ^ 
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method  of  Prof.  Boulvin,  shewn  in  Fig.  847.     Draw  four  axes: 
temperature  vertically  upward  to  any  scale,  from  100'  to  400* 


' '  * '  1 1 1 
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JFahr.,  absolute  pressure  leftward  to  any  scale,  entropy  righti^'ard 
to  any  scale  calling  ^  at  ioo*  =  o,  and  specific  volume  downward 
by  a  method  to  be  described.  Construct  the  tp  curve  from  p.  777. 
and  r  ^  curves  as  already  explained ;  then  take  any  point  a  on  the 
//  curve  and  draw  a  tangent  c  d.  Project  a  b  g  horizontally  and 
B  E  vertically ;  and  make  e  f  II  c  d.     Next  project  g  f  downward 


—  o«Y -ik-wnH 


FjjQ  849. 


Faj^  850.  FjM.dSZ. 


to  cut  E  F,  and  draw  f  h  horizontally,  o  H  is  now  to  be  divided 
according  to  the  specific  volume  at  the  given  temperature,  and 
thus  a  scale  of  volumes  is  obtained  from  which  the  saturation 
curve /V  can  be  drawn.  Following  the  construction  described, 
the  radial  lines  j,  k,  l,  m,  n,  p,  q  are  next  found,  which  are  lines 
of  constant  temperature.      Now  take  any  indicator  card,  as  at 
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p.  764,  whose  relation  to  the  dry  curve  has  been  found,  and  plot 
it,  point  for  point,  so  that  it  bears  the  same  relation  to  ^V.  The 
transformation  from/z;  to  r^  ordinates  is  next  made  :  thus  r  and 
s  are  projected  vertically  to  t,  and  horizontally  to  u  and  v 
respectively,  on  the  proper  constant-temperature  line,  and  lastly  u 
and  V  are  projected  vertically  to  w  and  x,  giving  points  on  the  r^ 
diagram. 

Note  that  a  constant  volume  line  ab  on  the/ tr, diagram,  when 
projected  rightward  and  upward  at  various  temperatures,  becomes 
the  curve  b^  a^^  on  the  r  ^  diagram ;  and  the  adiabatic  deon  the 
r  0  diagram  can  be  similarly  projected  back  to  the  /  v  diagram. 
Constant  pressure  lines  are  always  parallel  to  base  lines. 

Finally,  before  leaving  this  important  heat  diagram,  a  few 
further  applications  will  be  shewn.  Fig.  848  is  the  Rankine  cycle, 
where  heat  supplied  is  shewn  by  thick  lines  and  the  work  done  by 
shaded  area ;  then,  ideal  efficiency  is  calculated  by  taking  the 
base  line  at  absolute  zero.  If  the  dotted  figure  be  a  card  plotted 
out,  its  included  area  divided  by  the  shaded  area  will  be  the 
comparison-ratio.  Fig.  849  shews  steam  used  non-expansively 
but  without  the  usual  losses.  Dividing  the  black  area  by  the 
shaded  portion  will  give  the  comparison-ratio.  Fig.  850  is  the 
iisual  indicator  card  with  incomplete  expansion,  but  without 
cylinder  condensation.  Fig.  851  is  a  good  indicator  card  with 
sharp  corners,  and  the  decrease  of  work  done  is  easily  seen  ;  due 
to  wetness  from  b  to  c,  drop  at  release  from  c  to  d,  compression 
at  EF,  and  clearance  at  ea.  As  bh  is  an  adiabatic,  the  area 
B  G  K  H  is  additional  liquefaction  loss  after  cut-off,  h  j  c  l  the  gain 
by  re-evaporation,  and  h  B  m  n  the  loss  before  cut-off.  Fig.  852  is 
for  steam  superheated  before  entering  the  cylinder,  where  ^  is 
the  entropy  of  the  saturated  steam,  ai>d  ^^  that  of  the  superheated 
steam,  the  addition  ^-^  being  found  from  the  formula 

•48  (loger^-loger) 

There  is  nothing  to  be  got  by  considering  superheating  by 
pure  theory.  The  only  way  is  to  compare  the  indicated  heat, 
shewn  by  black  lines,  of  an  actual  engine,  with  the  shaded  area, 
when  the  direction  of  saving  is  shewn,  being  a  decrease  of  the 
missing  quantity  when  superheating. 

3N 


Digitized  by 


Google 


892 


Appendix  II. 


P.  6i8.  The  Indicator.— Certain  errors  are  possible  in  all 
indicators  and  their  gears,  which  should  be  eliminated  or  allowed 
for.  (i)  The  pressure  springs  should  be  tested  by  connecting  the 
indicator  to  a  mercury  gauge,  and  admitting  steam  to  both 
simultaneously,  up  to  full  load.  A  coefficient  is  thus  deduced  to 
correct  indicator  readings.  (2)  The  drum  spring  being  light,  is 
sufficiently  corrected  by  the  use  of  wires  instead  of  strings.  (3) 
The  decreasing  gear  should  be  mechanically  accurate  and  rigid. 
(4)  The  connecting  pipes  PRQ,  Fig.  621,  are  best  dispensed  with 
for  very  accurate  purposes,  and  two  indicators  used,  one  at  p  and 
the  other  at  q. 

P.  62^,    "Willans'  Law  was  discovered  by  the  late  P.  W. 


r-- 

*^oo 

_-^' 

c     — 

yoo    ^^       J^    0^ 

1    : 

^^     .^^^^^•^'^'^^'^ 

,'- 

^^^^"""'^ 

^' 

^^^^^ 

t-fl-J 

ITTV^  jOC/T 

FXaa53, 


Willans  when  testing  his  engines.  It  occurred  to  him  to  plot 
total  steam  consumption  per  hour  to  a  base  of  H.P.  (brake, 
indicated,  or  electrical)  and  as  the  latter  was  varied  by  throttling 
the  steam  at  constant  expansion^  he  found  the  plottings  to  follow 
an  inclined  straight  line  passing  above  the  origin,  shewing  total 
steam  consumption  to  be  proportional  to  H.P.  plus  a  constant  In 
Fig.  853  is  a  pair  of  these  lines  for  Willans  engines,  where  the 
heights  o  a  and  o  b  represent  steam  consumption  for  no  work,  viz., 
condensation  and  leakage.  Gas-engine  lines  pass  nearly  through 
o,  but  oil  engines  have  similar  losses  to  steam  engines.  Another 
method  of  plotting  is  to  use  piston  mean-pressure  as  base,  Fig.  854, 
and  two  lines  are  shewn  for  different  expansion  ratios  in  a  good 
condensing  engine,  the  steam  consumption  being  reckoned 
theoretically  as  on  p.  627,  but  neglecting  factors  Df  and  L,,;  there 
is,  therefore,  no  loss  at  the  origin.     Similarly  the  dotted  line  is  the 
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theoretical  statement  of  a  non-condensing  engine,  where  b  is  back 
pressure  of  atmosphere. 

P.  6jj,  High  -  speed  Engines. — These  cannot  be  dis- 
missed without  mentioning  two  important  examples. 

TTie  Willans  Central -valve  Engine  has  shewn  exceptional 
economy.     Fig.  855  is  a  section  through  a  compound  type,  where 


imi  arts' 


A  is  the  throttle  valve  controlled  by  a  governor  g,  b  the  steam 
chest,  c  the  high-pressure  and  e  the  low-pressure  cylinders,  d  the 
intermediate  receiver,  f  the  exhaust  chamber,  h  the  air  cylinders, 
and  J  the  slide  valve  with  piston  trunk  k.  The  eccentric  being 
on  the  crank  pin,  j  and  K  move  relatively  by  the  amount  of 
eccentric  travel,  and  the  cranks  are  i8o*  apart.  Steam  passes 
from  B  to  c  by  the  trunk,  then  similarly  to  t>\  e,  and  f  ;  but  work 
is  only  done  on  the  down  stroke,  the  pistons  being  in  equilibrium 
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on  the  up  stroke  as  in  the  Cornish  cycle,  p.  628,  thus  dividing  the 
temperature  drop  in  each  cylinder  on  a  semi-compound  principle. 
Some  air  being  caught  in  h  on  the  up  stroke,  serves  as  a  cushion 
compelling  none  but  compression  stresses  on  the  crank,  thus 
avoiding  the  reversal  knock  and  unnecessary  alteration  of  steam 
distribution.  The  piston  and  gland  rings  are  all  steam  packed. 
The  advantages  of  such  single-acting  high-speed  ^ngin^s  are  (i) 
balance  due  to  opposite  cranks,  (2)  economy  of  the  Cornish  cycle 
or  'transfer  system,'  (3)  constant  direction  of  stress,  (4)  less 
cylinder  condensation,  and  jackets  unnecessary,  (5)  more  regular 


HgJM 


TjurbiiiJ^. 


turning  effort  due  to  high  speed,  (6)  direct  adaptation  to  dynamo 
driving,  (7)  lighter  engine  for  given  power. 

The  Parsons  Steam  Turbine  is  best  introduced  by  a 
reading  of  the  matter  on  water  turbines  in  Chap.  XI.  The  first 
steam  turbine  had  parallel  flow,  and  was  virtually  an  impulse 
machine  where  the  wheel  travelled  at  40  %  of  the*  steam  velocity; 
the  latter  being  380  ft  per  second,  and  the  former  making  9000 
revs,  per  m.  Per  H.P.  hour  42  lbs  of  steam  was  used,  entering  at 
84  and  leaving  at  15  lbs.  absolute  pressure.  The  present  motor 
has  often  outward  or  inward  flow,  and  by  compounding  or  causing 
the  steam  to  pass  successively  through  five  or  seven  wheels,  the 
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steam  pressure  is  used,  rather  than  mere  impulse,  resulting  in  a 
consumption  of  16  lbs.  per  I.  H.  P.  hour,  while  running  at  4800 
revs,  per  m. ;  and  the  absolute  pressures  are  115  lbs.  and  i  lb. 
when  enteHng  and  leaving  respectively.  In  Fig.  856  the  casing  a 
contains  five  wheels  b  b  fastened  to  shaft  c,  and  five  fixed  discs 
DD  carrying  the  guide  blades.  As  the  steam,  which  is  super- 
heated, passes  between  b  and  d  in  -each  case,  it  is  deflected  by  the 
guide  blades  against  the  wheel  blades,  causing  rotation.  Entering 
by  pipe  e,  through  throttle  valve  f,  into  space  o,  it  p^ses  between 
every  get  of  blades  till  it  emerges  at  h,  exhausting  at  j.  The 
pressure  at  g  being  high,  there  is  a  special  thrust-bearing  to  pre- 
vent leakage,  and  at  k  k  are  stuffing  boxes.  The  governor  shaft 
L  is  driven  by  friction  gearing,  and  a  conical  cam  upon  it  depresses 
the  throttle  valve  at  regular  intervals,  thus  admitting  steam  in- 
termittently. The  governor  therefore  regulates  amount  of  opening 
by  sliding  the  cam  longitudinally  on  shaft  l.  {See pp.  g66'and  1 168.) 

P.  664.  Zeqner  Diagram   for   Meyer  Valve.  — This 
construction  has  already  been  shewn,  where  opening  of  main 
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fA>r  jyr^/er  YdJtju^. 


valve  is  given  by  the  usual  circle,  and  the  closing  of  expansion 
plate  by  a  circle  of  relative  motion.  The  construction  may  be 
proved  from  Fig.  857,  where  H  c  is  the  expansion-valve  circle,  GC 
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the  main-valve  circle,  and  c  k  that  shewing  relative  motion  of  the 
two  valves.  Join  h  b,  and  produce  to  w,  making  g  w  II  f  d,  and 
join  K  J.  We  must  prove  j  c  *»  f  d,  the  difference-  or  relative- 
motion.  Now  F,  D,  J,  and  w  are  right  angles  (Euc,  III.  31),  and 
G  H  «  K  c;  therefore  jc  =  gw  =  fd.  Hence  the  radii-vector  of  the 
vertical  shading  shews  diminishing  opening  of  expansion  plate, 
which  becomes  zero  when  c  s  ■=  the  r  circle  radius  or  circle  of 
negative  steam  lap  of  expansion  plates.  Also  the  horizontal 
shading,  radially  intercepted,  gives  opening  of  main  valve.  Com- 
bine the  two  areas  by  drawing  radial  lines  through  c,  taking  the 
shorter  intercept  of  the  tWo,  and  placing  radially  on  base  p  y,  and 
thus  obtain  the  curve  P  x  v,  shewing  that  opening  from  p  to  x  is 
governed  by  main  valve,  and  closing  from  x  to  y  by  expansion 
plate :  the  two  spaces  being  equal  at  x  u. 

P,  686.  Condensers.  —  Wherever  the  supply  of  cooling 
water  is  limited,  the  Evaporative  Condenser,  Fig.  858,  may  be 
adopted.  The  exhaust  steam  a  passes  through  a  large  number  of 
pipes  F,  cooled  externally,  and  the  condensed  steam  is  returned  to 
hot  well  by  pump  b.  The  upper  trough  c  is  kept  filled  with 
water,  which  trickles  over  the  pipes  into  the  lower  trough  d,  and 
is  then  returned  by  circulating  pump  G  to  c,  the  evaporation 
loss  being  made  good  from  the  main  at  £.  Whereas  in  the  usual 
condensers  the  steam  heat  is  simply  used  to  raise  the  temperature 
of  water,  requiring  about  20  lbs.  water  per  lb.  of  steam  (see  p.  598), 
this  condenser  evaporates  a  large  portion  of  the  cooling  water,  thus 
causing  each  lb.  of  evaporated  water  to  abstract  the  heat  in  i  lb. 
of  steam  or  thereabouts ;  hence  the  weight  of  cooling  water  may 
be  merely  equal  to  that  6f  the  condensed  steam.  In  practice  it  is 
often  less,  for  radiation  and  conduction  do  some  of  the  work. 
The  evaporation  is  increased  some  50%  if  fan  draught  is  used ; 
and  10  sq.  ft.  of  pipe  surface  per  I.  H.  P.  is  adopted,  as  against 
I  or  2  with  surface  condensers.  The  joints  must  be  specially 
good,  but  a  24  in.  or  26  in.  vacuum  may  be  obtained,  and  still 
better  results  if  the  steam  and  water  currents  be  opposed  in 
direction.     External  incrustation  must  be  removed  at  times. 

Various  cooling  systems  are  also  adopted  to  economise  con- 
densation water.  In  Fig.  859,  a  is  an  'independent'  Worthing- 
ton  jet  condenser,  where  b  is  the  steam  cylinder  and  c  the  air 
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pump.  The  injection  water  being  drawn  through  d,  and  the 
exhaust  entering  at  e,  the  condensed  steam  and  wat^  is  delivered 
through  F,  and  distributed  by  the  revolving  pipe  g.  Trickling 
down  the  drain  pipes  at  h  it  finally  arrives  at  the  tank  j,  having 
been  cooled  by  the  draught  of  fan  k. 


I'ju^aSS. 


T^hey  W.orJUuihqlorv 
JjeZ  Canxtertser 

WITH  COOLINC    rowLR 


Faa^.SSQ 


Balancing. — When  an  engine  is  perfectly  balanced  there 
will  be  no  shock  to  the  foundations,  nor  indeed  are  they  in  that 
case  necessary;  but  without  such  balance,  a  heavy  foundation 
must  be  provided  to  absorb  the  momenta  of  moving  parts. 
Balancing  may  be  obtained  in  more  than  one  way,  but  the 
principle  is  always  the  opposition  of  the  motion  of  some  heavy 
mass  to  that  of  the  engine  parts,  in  such  wise  as  to  make  the 
opposed  momenta  changes,  or  accelerations,  nearly  equal  at  all 
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times.  The  first  difficulty  is  that  some  parts  rotate  while  others 
reciprocate.  Now  the  rotating  heights  are  easily  balanced  by 
others  having  equal  moment,  but  the  reciprocating  weights  should 
be  opposed  bj  other  reciprocating  weights,  as  Mri  Yarrow  did  in 
small  marine  engines,  by  means  of  *  bob-weights  *  driven  by 
eccentrics,  a,  Fig.  860.  Large  engines  could  scarcely  be  so 
treated,  so  they  are  still  left  greatly  unbalanced.  One  of  the  best 
methods,  b,  Fig.  860,  is  that  of  the  double-cylinder  single-acting 
engine  with  opposite  cranks,  which  leaves  only  one  unbalanced 
moment,  whose  arm  is  the  distance  between  cylinder  centres  ;  but 


[>-M] 


Fju^.860. 


B/xJLanciiva. 


FAjg.861 


even  this  can  be  eliminated  by  placing  the  cylinders  as  at  c, 
Fig.  860. 

Locomotives,  unless  fairly  well  balanced,  experience  dangerous 
oscillations,  so  the  whole  of  the  rotating  weights,  and  ^  or  ^  of  the 
reciprocating  weights,  are  considered  as  collected  at  the  crank 
pins,  where  they  are  opposed  by  weights  on  the  driving  wheels. 
Supposing  this  done,  as  in  Fig.  861,  take  w  alone  and  balsince 
it  by  w^  and  w^  so  that 

«/» r.  -H  Wb  1)  =  w ^  also  w^c  ^  w^d 

Next  treat  for  w-^  similarly,  finding  x^  and  :i:i>.  Lastly  combine 
«'a  and  JCb  into  one  weight  at  their  common  centre  of  gravity, 
and  do  the  same  for  wy^  and  jCbj  whence  W  is  deduced  for  any 
radius,  keeping  moments  equal.  It  is  customary  to  bolt  weights 
W  W  temporarily,  and  drive  the  engine  while  slung  in  chains,  so  as 
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to  observe  the  unbalanced  oscillations  and  make  conections.  It 
will  be  found  that  a  complete  balance  of  reciprocating  parts  at 
crank  pin  will  induce  a  large  unbalanced  vertical  shock  or 
*  hammer  blow.'     {Sec pp,  967  and  1199.) 


P.  6pj.  Care  of  Boilers.- 
boilers  may  be  thus  classified  : 


-The  possible  defects  in  steam 


CoDStraction. 

External. 

Intenial. 

Design 

Materials 

Workmanship 

The  Setting 
Wasting 
Bad  Fittings 

Corrosion 
Grooving 
Incrustation 

and  the  result  of  such  defects  is  emphasised  in  the  following 
table : 

Board  of  Trade  returns  for  14 J  Years,  ending  Dec. 
1896,  and  shewing  numbers  of  explosions  and  collapses, 
with  their  causes : 


Causes. 

Explosions. 

Collapses. 

Internal  corrosion         

II 

22 

External  corrosion        

55 

25 

Corrosion  on  both  sides 

I 

3 

Corrosion,  side  not  stated 

9 

28 

Grooving            

26 

3 

Excessive  pressure        

18 

18 

Failure  of  stays 

10 

3 

Deficiency  of  water       

12 

46 

Structural  weakness 

II 

21 

Fractures           

6 

0 

General  deterioration 

5 

0 

Seam  rips          

5 

0 

Deposit 

4 

8 

Not  ascertained            

I 

4 

Digitized  by 


Google 


900  Appendix  IL 

Constructive  defects  occur  less  often  nowadays,  the  necessity 
for  both  strength  and  elasticity  being  fully  recognised,  good  mild 
steel  being  employed  with  larger  plates  and  fewer  seams,  drilled 
holes,  and  hydraulically  -  closed  rivets,  and  bad  caulking 
eliminated.  Many  small  details  still  need  insistence,  however, 
such  as  the  strengthening  of  manholes  by  riveted  rings,  and  the 
use  of  riveted  bosses  for  all  coverings  so  as  to  avoid  unseen 
leakage.  The  setting  should  be  on  a  dry  and  stroi^  site,  and 
should  have  large  flues  to  facilitate  examination. 
\  External  wasting  causes  many  explosions,  being  usually  con- 

cealed by  brickwork  or  other  covering,  thus  retaining  moisture  if 
3  in  a  damp   situation,  and   teaching  the  importance  of  narrow 

I  surface  where  brickwork  meets  the  boiler.     Smooth  wasting  is 

due  to  intermittent  use,  and  is  caused  by  moist  soot,  its  action 
being  so  slow  and  uniform  as  to  be  undetected  without  a  drilling 
•  of  the  plate.     Wasting  also  occurs  at  the  lower  part  of  boilers,  on 

\  account  of  moist  ashes.     The  fittings  cannot  be  too  carefully 

;  watched  and  tested :  there  should  be  two  water-gauges,  and  the 

safety  valves  be  direct-loaded  if  possible,  while  the  fusible-plug 
metal  should  be  renewed  annually. 
\  Corrosion  or  pitting  is  caused  by  the  chemical  action  of  gases 

in  the  water,  or  by  electric  action,  the  plate  becoming  electro- 
'  positive  to  the  impurities,  and  the  water,  if  acid  or  salty,  forming 

^  an  electrolyte  between  the  two.     Slightly  muddy  water  may  thus 

be  a  distinct  advantage,  and  a  little  lime  deposit  prevent  chemical 
action.  If  the  boiler  needs  to  stand  a  long  time  it  should  be 
emptied  and  dried,  while  electric  action  is  sometimes  prevented 
by  suspending  zinc  blocks,  connected  by  soldered  wires  to  the 
plate,  which  they  protect  by  taking  its  place  and  wasting  instead. 
Grooving  is  a  surface  cracking  due  to  abrupt  bending  under 
alternate  heating  and  cooling,  and  is  generally  found  near  rigid 
stays.  When  first  appearing  it  is  called  *  mechanical '  grooving, 
but,  as  it  widens  and  deepens  by  corrosion,  it  is  termed  *  corro- 
sionar  grooving,  and  the  obvious  remedy  is  suflficient  elasticity 
with  strength,  while  rounding  stay  edges  at  the  plate. 

Incrustation  or  scale  is  the  hard  deposit  in  boilers  resulting 
firom  boiling  water  at  high  temperatures.  It  depends  on  feed- 
water  composition,  of  which  the  following  are  typical  analyses: — 
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Spring 
Water. 

River 
Water. 

Sea 
Water. 

1.  Calcium  Carbonate 

2.  Magnesium  Catbonate     ... 

3.  Calcium  Sulphate 

4.  Magnesium  Sulphate 

5.  Sodium  Chloride 

6.  Magnesium  Chloride 

7.  Silica,  Alumina,  &c. 

Grains  per  gallon 

13-53 
I'll 
4-46 
077 
219 
0-56 
o'i9 

8*96 
1*04 
2 '49 

O'OO 

I '49 

3-49 
0*22 

276 

Trace 

7736 

120-03 

1536-11 
18306 
Trace 

22-8l 

17-69 

1919-32 

The  first  and  second  exist  in  solution  with  the  gases  in  the 
water,  as  bicarbonates,  and  are  precipitated  as  monocarbonates. 
Calcium  bicarbonate  is  less  soluble  in  hot  water,  and  is  therefore 
reduced  by  boiling;  but  the  best  method «iis  the  Clark  process, 
where  slaked  lime  is  added  to  the  feed  settling  tank,  causing 
a  precipitate  of  calcium  carbonate  before  entering  the  boiler. 
Only  the  exact  amount  should  be  added  and  the  feed  then  be 
filtered  through  stretched  cloths.  Anoth*er  method  is  to  add 
soda  (caustic  or  carbonate)  in  the  boiler.  The  former  is  prefer- 
able, as  more  energetic,  but  attacks  brass  fittings,  and  leaks 
through  otherwise  tight  joints.  The  resulting  loose  precipitate 
is  calcium  monocarbonate,  and  some  soda  carbonate  in  solution, 
easily  blown  off.     Magnesium  bicarbonate  is  best  treated  by  the 

*  Clarking '  process,  which  causes  precipitates  of  Aagnesium  and 
calcium  monocarbonates.  Calcium  sulphate  is  very  troublesome, 
giving  water  what  is  known  as  permanent  hardness.  The  lime 
process  is  useless,  and  soda  must  be  applied,  precipitating  calcium 
carbonate,  and  putting  a  sodium  sulphate  in  solution,  which  must 
be  blown  off.  Magnesium  sulphate  occurs  infrequently  in  fresh 
water,  and  is  only  troublesome  ¥rith  lime  salts;  it  may  also  be 
treated  with  soda,  preferably  in  the  caustic  form.  Sodium  chloride 
(common  salt)  needs  no  mention,  for  fresh  water  is  now  always 
used   in   marine    boilers,   loss  being   made  up  by  water  from 

*  evaporators.'    Magnesium  chloride  is  objectionable  by  giving  off 
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free  hydrochloric  acid,  thus  causing  corrosion;  but  it  may  be 
neutralised  with  lime.  If  the  preceding  precautions  be  not 
adopted,  viz.,  applying  the  right  chemicals  as  indicated  by  feed- 
water  analysis,  a  good  deal  of  chipping  must  be  done  to  remove 
scale  and  prevent  overheating.     {See  Appendix  F., /.  1006.) 

P,  6pj,  Boiler  Covering.^-To  reduce  radiation  from 
boilers  or  pipes,  pasty  coverings  are  usually  applied,  which  are 
more  or  less  effective.  The  following  results  were  obtained  by 
Mr.  £.aird,  of  St  Louis,  who  made  analyses  and  heat  tests  of  the 
materials  indicated : — 

Weight  Compositjon  Per  Cent. 


Name  of  Article. 

i 

• 

1' 

i 

1' 

i| 

Plastic  magnesia... 

^ 

93 

7 

334  • 

Se^ional  magnesia 
Asbestos  fire-felt... 

92-2 

7*8 

... 

... 

... 

335*3; 

,,, 

82 

18 

... 

... 

... 

367*5' 

Asbestos    sponge, 

. 

moulded 

9S-8 

... 

4-2 

... 

... 

... 

... 

37;'3 

Fossil  meal 

.*• 

12 

80 

8 

... 

376-2 

Plaster  of  Paris  and 

sawdust     

? 

... 

... 

? 

... 

... 

... 

438  i 

Asbestos   fire -felt 

cement     

35 

... 

32 

... 

... 

... 

6*5 

5637 

Asbestos     sponge 

cement      

10 

31 

... 

... 

... 

59 

604 

Bare  pipe     

... 

... 

... 

1085 

P.  6pj,  Boiler  Fittings.Sa/ety  valve  area  may  vary 
considerably :  thus,  the  Board  of  Trade  (p.  694)  require  only 
two-thirds  of  the  area  used  in  America.  The  former,  based  on 
experiments  up  to  60  lbs.  pressure,  should  be  smaller  at  high 
pressures,  but  larger  again  for  forced  draught  The  lifl  is  always 
small,  varying  from  *2"  at  i  o  lbs.  to  '02"  at  30  lbs.  blow  off,  but  is 
proportionately  larger  with  a  small  than  a  large  valve. 

Steam  Traps  are  for  automatically  removing  condensed  water 
in  steam  pipes,  in  one  of  two  ways :  either  the  rise  of  water  lifts 
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a  float  which  opens  a  valve  periodically,  or  the  deposition  of 
cooler  water  contracts  a  plate  or  rod  which  opens  the  discharge 
valve.      Fig.  862  is  a  trap  of  the  former  type.     The  float  d, 


I  6/rygZ2 


Fju^  862. 


balanced  at  e,  is  gradually  lifted,  and  when  it  reaches  a  certain 
height,  the  valve  b  opens,  and  pours  the  condensation  water 
through  G.     F  is  a  trial  handle. 

The  Steam  Loop  is  an  interesting  contrivance  by  which  the 
water  from  a  separator  is  returned  to  the  boiler.  The  usual  supply 
pipe  A,  Fig.  863,  connects  boiler  b  with  cylinder  c,  and  the  steam 


©fTgJ 


Thje^  SZeanv  JLoorv. 


JFlLo.S63, 


is  dried  by  separator  d.  From  the  separator  drain,  the  water  is 
returned  by  riser  e  and  drop-leg  f,  through  the  check  valve  g. 
Now  let  the  drain  cock  h  be  opened,  so  as  to  blow  out  the 
pipes  E  and  f  :  when  closing  again;  water  will  accumulate  in  the 
drop-leg  until  there  is  sufficient  weight  to  open  the  check  valve  G, 
while  the  steam  behind  it  balances  the  boiler  pressure.  In  this 
manner  there  will  be  an  intermittent  flow  of  water  back  to  the 
boiler,  for  the  priming  water  will  be  carried  up  E  as  spray,  and 
when  a  sufficient  weight  has  condensed  in  f,  the  check  valve  will 
re-open. 
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To  avoid  the  evils  of  varying  boiler  pressure,  a  reducing  valve 
is  now  often  used  between  boiler  and  cylinder,  giving  a  lower 
pressure,  but  steadiness  and  dryness.     Reid's  valve.  Fig.  864,  is  a 


R^zcU 


licducincr 
riff  66^, 


good  example.  The  steam  entering  at  a,  finds  valve  b  closed  by 
spring  c,  so  passes  along  e,  and  lifting  the  throttle  valve  f,  acts 
on  the  piston  d  and  overcomes  the  compression  of  spring  c,  thus 
allowing  a  free  flow  through  d  to  g  at  a  lower  pressure.  Now 
the  coiled  pipe  l  is  connected  to  vessel  m,  which  is  always  full  of 
condensation  water,  and  the  low  pressure  acting  on  diaphragm  n 
tends  to  lift  lever  i  and  close  valve  f,  thus  throttlmg  the  pressure 
on  D  to  the  right  amount.  The  lifting  tendency  is  also  resisted 
by  the  spring  h,  which  can  be  screwed  up  against  a  scale  k  to  give 
and  shew  the  required  reduction. 


Fajq,  865. 


When  the  hot-well  water  is  returned  to  boiler,  there  is  danger 
due  to  the  deposition  of  cylinder  oils  on  the  furnace  crowns, 
causing  possible  overheating.  Feed-water  Filters  have  been  there- 
fore introduced,  of  which  Rankine's,  Fig.  865,  is   an   example. 
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The  water  is  pumped  through  at  a  and  passes  by  inlet- valve  b, 
through  the  filteripg  cartridge  c,  then  by  the  outlet-valve  d  to 
the  boilers.  At  first  the  gauge  e  registers  boiler  pressure,  but  as 
the  filtering  cloth  on  grid  c  becomes  charged  with  grease,  the 
pressure  rises,  and,  when  some  20  lbs.  higher  than  boiler  pressure, 
valves  B  and  d  are  closed  and  bye-pass  f  opened,  permitting  the 
removal  of  the  grid  to  apply  a  new  cloth. 

'Feed-water  Htaters  are  contrivances  for  saving  waste  heat,  by 
giving  it  to  the  feed  water  on  its  way  to  the  boiler.  There  are 
three  ways  of  doing  this :  (i)  by  intercepting  some  of  the  heat  of 
the  furnace  gases  when  leaving  the  boiler,  (2)  by  letting  the  feed 
pass  through  a  vessel  jacketed  with  exhaust  steam,  and  (3)  by 
a   similar  use    of  live   steam.      The  first   apparatus,   called  an 

EJoorvorruiser 


866. 


'ecanomisery  is  shewn  in  Fig.  866  standing  in  the  flue  between 
boiler  and  chimney.  The  feed-water  enters  at  a,  rises  simul- 
taneously in  pipes  b  b,  and  leaves  at  c  on  its  way  to  the  boiler 
feed-valve,  while  the  hot  gases  pass  in  the  contrary  direction, 
D  to  E.  There  being  a  large  accumulation  ot  soot,  the  scrapers 
FF,  Mr.  Green's  invention,  are  used  from  time  to  time^and  the 
debris  is  dropped  into  chamber  o.  Fig.  867  is  an  Exhaust-steam 
Feed-heater,  the  water  entering  at  a  and  passing  through  the  tubes, 
then  leaving  at  b  for  the  boiler ;  while  simultaneously  the  exhaust 
steam  travels  by  c  to  d,  surrounding  the  tubes.  Live-steam  feed- 
heaters  have  no  advantage  in  theory,  but  in  practice  they  save 
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the  boiler  by  avoiding  unequal  expansion  due  to  cold  feed,  and 
also  promote  circulation.     Injectors  belong  to  this  class. 

The  Superheater^  as  a  boiler  apparatus,  has  already  beoi 
explained. 

P»  6p6.  Fuel.  —  The  calorific  value  of  a  given  fuel  can 
be  obtained  as  on  p.  697,  or  may  be  expressed  as  a  simple 
formula,  where  the  weights  of  other  elements  are  given  in  terms 
of  the  carbon.  Thus  (p.  697,  lines  7  and  8)  i  lb.  of  H  produces 
4*28  times  the  heat  i  lb.  of  C  does;  and  again  (p.  697,  line  20) 
I  lb.  of  H  must  be  deducted  for  every  ^  lb.  of  O  present. 


Calorific  value 
B.T.U.  perlb. 


J^l  -  14500  {C  + 4-28  (H-iO)} 


IJUel  CcUxyrXrrveJter 


F 


-a. 


S6S. 


where  C,  H,  and  O  are  the  actual  weights  of  these  elements  per 
lb.  of  fuel.  Now  as  966  B.T.U.  evaporate  i  lb.  of  water  from 
and  at  212°, 

lbs.  of  water  evaporated  per  lb.  fuel  =  S^l^^^Y?'^? 

966 
given  in*  what  are  called  evaporation  units, 
p.  697  this  would  be  15-3  lbs.  of  water. 

A  directly  practical  test  is,  however,  always  advisable,  and  for 
this  we  may  refer  to  Thompson's  fuel  calorimeter,  Fig.  868.  A 
fuel  chamber  a  is  placed  on  a  stand,  immersed  in  a  vessel  of 


For  the  sample  on 
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water  b,  and  covered  by  a  combustion  chamber  c  having  holes 
for  escape  of  gas.  e  is  a  thermometer,  and  f  a  cock  for  the  first 
rush  of  gas  when  testing,  but  otherwise  shut.  The  method  of 
use  is  to  weigh  a  small  quantity  of  dry  powdered  fuel,  and  with 
it  the  necessary  amounts  of  potassic  chlorate  and  potassium 
nitrate  to  produce  complete  combustion.  These  are  next  placed 
in  vessel  a,  the  fuse  lighted,  covered  with  vessel  c,  and  the 
whole  immersed  in  a  known  weight  of  water  b.  The  fuel 
gradually  burning,  heat  is  given  to  the  water,  whose  tem- 
perature is  raised,  and  it  is  then  a  simple  matter  to  find  the 
B.T.U.  per  lb.  of  fuel.     {Seep,  1148.) 

Liquid  Fuely  commonly  the  residue  *astatki'  due  to  the 
distillation  of  lighter  oils  from  petroleum,  is  more  used  than 
formerly.  The  method  now  adopted  is  to  induce  and  inject  the 
oil  as  spray,  by  means  of  a  steam  jet,  and  the  system  has  many 
advantages,  such  as  very  complete  combustion,  absence  of  stoking, 
one-third  less  chimney-heat  loss  compared  with  coal  and  twice  the 
evaporative  value,  as  well  as  a  further  increased  evaporation  for 
the  same  grate  area  through  decreased  dilution  of  the  gases. 
A  good  'sprayer*  should  give  fine  spray,  little  noise,  and  be 
quickly  separable  for  cleaning,  which  requirements  are  well  met 
(according  to  Mr.  R.  Wallis  in  his  N.E.  Coast  Inst  paper,  from 
which  these  notes  are  taken)  by  the  Rusdeh  and  Eeles  apparatus. 
Fig.  869.  Both  oil  and  steam  jets  are  annular  and  regulated  by 
hand  wheels^  and  the  complete  installation.  Fig.  870,  consists  of 
a  pump  A  to  raise  the  oil  to  a  service  tank  b,  thence  to  the 
sprayers,  a  steam  pipe  c  for  the  oil  fSed-pump  a,  and  another  d 
for  the  sprayers,  the  steam  being  superheated  on  its  way  to  secure 
higher  efficiency  and  economy.  The  furnaces  are  partially  lined 
with  firebrick  to  distribute  the  heat,  and  to  retain  it  for  some  time 
after  the  jet  is  extinguished.  Before  lighting,  the  furnace  should 
be  blown  out  by  steam,  and  the  torch  applied  before  turning  on 
the  spray,  otherwise  an  explosion  is  possible. 

F.  6g8.  Artificial  Draught, — Forced  Draught  hz.^  already 
been  explained  in  principle.  It  is  practised  in  three  different 
ways.  The  closed  stokehold,  with  air  from  fans  under  a  water 
head  of  J",  and  air-locks  for  the  passage  of  stokers,  is  still  in 
operation  with  economical  results,  and  without  apparent  injury  to 
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the  boiler;  but  it  is  dirty,  and  the  stokehold  temperature  is  as  high 
as  ii6*  F.  The  closed  ashpit  is  shewn  by  the  Howden  system, 
Fig.  871,  where  the  air  is  forced  in  at  a  by  a  fan,  and  passing 
over  tubes  b  b  that  are  heated  by  hot  gases  from  the  boiler,  enters 
the  fire  through  the  fire-door  c,  both  above  and  below  the  firebars. 
The  results  are  more  economical  than  in  the  last  system,  but  the 
temperature  of  the  stokehold  is  still  high.  In  the  third  method, 
shewn  by  the  Meldrum  furnace,  Fig.  87  m,  air  is  introduced  at  the 
blowers  b,  by  means  of  a  jet  of  steam  from  the  pipe  a,  and  the 
ashpit  is  closed,  but  the  ordinary  firing  arrangements  are  not 
interfered  with.     The  system  is  especially  suitable  for  dust  fuels. 


FjorcjEcL  Dr:aMjght 


MCLDRUMS        SYSrCM. 


Induced  draught  has  many  advocates.  It  is  effected  by  a  fan 
in  the  uptake,  which  removes  air  from  the  boiler  tubes  and  causes 
a  partial  vacuum  into  which  the  combustion  air  enters  by  passing 
over  the  fire.  Its  best  representative  is  the  Ellis  and  Eaves  system, 
Fig.  872.  The  air  enters  by  tubes  a,  where  it  is  heated  by  furnace 
gases,  and  then  through  the  ashpit  door  as  before.  Upon  reaching 
the  uptake  it  is  deflected  through  the  suction  fan  b,  or  may  ascend 
directly  to  the  chimney  if  damper  c  be  opened  and  d  closed.  Its 
efficiency  is  greatly  increased  by  the  Serve  tubes  shewn,  and 
retarding  plates,  and  the  stokehold  is  both  clean  and  cool.  There 
is  said  to  be  decreased  injury  to  boiler  tubes  through  the  air 
entering  at  their  centres  instead  of  impinging  on  their  edges,  and 
an  evaporation  of  60  lbs.  per  sq.  ft.  of  grate  is  easily  obtained. 
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Locomotive   draught  is   induced  up  to   lo''  of  water-head,  and 
forced  up  to  2"  by  the  current  entering  the  front  of  ashpan. 


P,  6^8,  Mechanical  Stoking. — It  is  well  known  that 
hand  firing  is  responsible  for  a  large  quantity  of  imperfectly-burned 
fuel,  as  well  as  the  emission  of  much  smoke,  and  some  form  of 
machine  stoking  is  therefore  desirable,  whose  expected  advantages 
would  be  (i)  smoke-prevention  by  uniform  firing  and  constantly 
closed  doors,  (2)  economy  of  fuel  by  using  cheap  coal  and 
obtaining  more  perfect  combustion,  (3)  economy  of  labour,  (4) 
higher,  more  uniform,  and  more  easily  regulated  evaporation. 
There  are  two  forms  of  these  machines  :  coking  stokers,  where  the 
coal  is  first  fed  to  a  dead-plate  or  its  equivalent,  for  preliminary 
distillation  ;  and  sprinklers,  where  the  fine  coal  enters  at  the  centre 
of  the  bars  and  is  distributed  by  fans  or  beaters.  We  have  only 
space  for  an  example  of  the  first,  Fig.  873,  as  made  by  the  New 
Conveyor  Company.  The  hoppers  a  a  contain  small  coal,  placed 
there  by  mechanical  elevators.  This  coal  is  fed  slowly  forward  by 
the  screw  b,  then  coked  at  c,  and  pushed  forward  gradually  by 
the  movement  of  the  firebars,  which  are  connected  to  the  crank 
shaft  D.  Finally  the  fuel  arrives  at  e  completely  burnt,  and  simply 
drops  down  as  ash. 
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P.  6pp.  The  Gas  Engine. — Beau  de  Rochas  shewed  the 
necessity  for  large  cylinder  volume  and  small  circumference,  high 
piston  speed,  large  expansion,  and  high  initial  pressure,  proposing 


/r/g.  i973. 
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also  his  four-stroke  cycle,  where  he  used  compression  to  give 
opportunity  for  sustained  expansioa  The  defects  of  this  cycle 
are  irregular  crank  effort,  dilution  of  charge  with  burnt  gases,  and 
expansion-ratio  no  larger  than  compression-ratio. 

Other  Cycles. — In  Clerk's  engine  of  1880,  Fig.  874,  the  charge 


ClerJcs 


is  first  prepared  in  the  displacer  cylinder  whose  strokes  are : 
»->        admission  of  charge,  first  gas  and  air,  afterwards  air. 
4-«       slight  compression,  and  expulsion  to  motor. 
The  motor  crank  follows  that  of  displacer  by  90*,  and  the 

motor-cylinder  operations  are 
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End  of  outward  stroke :  Exhaust  and  sudden  admission  of 

charge,  causing  scavenging. 
< 41         :  Compression  of  charge. 

H >■         :  Ignition,  expansion,  and  exhaust,  as 

before. 

A  slight  loss  of  charge  occurs  when  scavenging,  but  higher 
ignition  pressure  is  obtained,  and  one  impulse  per  revolution. 
The  Beck  Engine,  1888,  used  a  six-stroke*  cycle,  two  strokes  of 
which  were  for  scavenging  by  the  admission  and  expulsion 
respectively  of  pure  air;  but  crank-effort  was  very  uneven.  In 
the  Griffin  Engine  the  same  arrangement   is  adopted,  but  the 


Gcus  Enqine 


FXjg.  S75^ 


piston  being  double-acting  there  is  an  impulse  every  three 
strokes.  Undue  heating,  the  chief  objection,  is  removable 
by  the  adoption  of  two  single-acting  cylinders.  Two  ingenious 
engines  made  by  Atkinson  used  a  link-work  driving-gear  to  so 
vary  the  piston  speed  as  to  give  long  expansion  and  short 
compression  strokes.  Thus  in  a  2  H.P.  (nominal)  'Cycle'  engine, 
the  second  form,  the  following  proportions  obtained: — 

Length  of  admission  stroke 
Length  of  compression  stroke 
Length  of  expansion  stroke 
Length  of  exhaust  stroke 

and  while  the  compression-ratio  was  2*5,  that  of  expansion  ^^ 
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4*3.      Fig.  875   shews  the  engine,   whose  only  objection  was 
complication  and  weight  of  parts. 

Self-starter, — ^There  are  three  methods  of  starting  a  gas 
engine:  (i)  by  turning  round  during  four  strokes,  igniting,  and 
keeping  moving  for  a  short  time,  (2)  by  the  use  of  a  small 
turning  engine  for  large  examples,  (3)  by  attaching  a  'self- 
starter  '  to  carry  the  piston  through  four  strokes.  In  Lanchester's 
apparatus,  Fig.  876,  the  exhaust-valve  a  is  held  up  during 
expansion  and  compression  by  a  special  cam,  which  slips  out 
of  gear  af^er  starting;  while  B  is  a  cock  for  admitting  gas,  and  c  is 
open  for  the  escape  of  gas  and  air,  the  mixture  being  lit  by  the 
flame  e.  Having  placed  the  crank  past  dead-centre,  the  flame  c 
is  watched :  at  flrst  it  is  blue,  then  brighter,  and  just  as  it  begins 


jL/trvc/vesZerj 
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to  roar,  b  is  closed,  which  causes  the  flame  to  strike  back  into 
the  cylinder  and  explode  the  charge,  non-return  valve  d  lifting 
automatically  to  prevent  escape.  This  impulse  should  carry  the 
piston  through  four  strokes,  and  very  little  aid  continue  the 
motion. 

For  engines  of  8  or  10  H. P.  gas  is  most  conveniently  obtained 
from  company's  mains,  but  for  larger  engines  a  special  plant  for 
cheap  gas  is  advisable.  There  are  two  methods  of  procuring  gas 
from  solid  fuel:  (i)  by  distillation  in  retorts  and  subsequent 
purification,  (2)  by  combustion.  The  latter  may  be  practised 
in  two  ways.  Producer  gas  is  obtained  by  burning  coke  to  form 
CO,  the  air  supply  being  restricted.  Water  gas  is  made  by 
burning  coke  to  incandescence  and  then  directing  a  jet  of  steam 
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upon  it :  the  latter  being  decomposed  into  H  and  O  recombines 
with  the  coke  and  forms  a  rich  gas ;  but  as  continuous  produc- 
tion is  impossible,  there  is  a  ^  blow '  for  ten  minutes,  and  then  a 
re-admission  of  air  to  revive  combustion.  Power  gas,  known  as 
Dowson  gas  in  England  and  Lencauchez  gas  in  France,  is  made 
from  coke  or  anthracite  (so  as  to  avoid  tar),  and  can  be  worked 
continuously,  the  steam  and  air  being  admitted  together  in  proper 
proportions.       Fig.    877   shews   a   Buire-Lencauchez  gas   plant, 


>: 


where  a  is  the  coke  furnace,  supplied  with  fuel  at  the  top,  with 
steam  at  b,  and  with  air  at  c.  The  gas  escapes  at  d,  and  passes 
through  the  *  scrubber'  e,  which  is  filled  with  coke  to  spread  the 
trickling  water  and  so  absorb  ammonia ;  thence  to  holder  f,  from 
which  it  is  drawn  by  the  engine.  *  One  volume  of  gas  to  2^  of  air 
is  required,  so  an  engine  designed  for  lighting-gas  must  have  its 
valves  altered;  a  scavenging  charge  is  also  necessary.  The 
following  consumptions  were  obtained  with  lighting  gas: — 

Cubic  Feet  of  Gas  used  per  Hour. 


\ 

i 

X 

c 

1 

t 

Griffin. 

Perl.H.P.  hr. 

88  to  105 

77  to  92 

26 

17  to  25 

19*22 

21-5 

1 

PerB.H.P.  hr. 

... 

1971029 

225 

26-8 

231028 

{Seef.  H52.) 
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and  the  next  figures  compare  working  cost  of  various  power- 
producers. 

Comparative  Cost  of  one  I.H.P.  hr. 


Steam     

\d. 

Petroleum          

¥■ 

^^i(Poor)      ... 

y,  to  \d. 

Electricity  (from  main)  .. 

.     2d. 

\d,  or  less. 

Hydraulics  (from  main).. 

.    2id. 

F.    jog.     Oil    Engines.— For   motor-cars    the   Priestman 


engine  was  too  heavy,  so  Daimler  and  others  designed  lighter  forms, 
Fig.  878.  There  were  two  cylinders,  side  by  side,  having  cranks 
at  180',  and  using  the  Otto  cycle,  so  there  was  an  explosion  per 
revolution.  The  charge  of  oil-vapour  and  air  entered  at  a,  the 
exhaust  leaving  at  b  ;  and  the  ignition  tube  c,  of  platinum,  was 
kept  hot  with  a  lamp.  The  oil,  benzoline,  flowed  from  reservou: 
R  through  the  chamber  d,  at  a  slow  and  regular  rate,  controlled 
by  float  E,  and  as  it  emerged  at  f  was  wafted  into  spray  by  the 
suction  air  at  g.  The  exhaust-valve  b  was  lifted  every  second 
revolution  by  a  cam  j,  worked  from  crank  shaft  by  gearing. 
Further  information  on  motor-cars  and  their  details  is  given  in 
the  Appendices  at  pp.  947,  965,  999,  and  1182. 

Hot-air  Engines. — These  are  sufficiently  illustrated  by  the 
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Rider  Enginei  Fig.  879,  which  has  been  much  used  for  small 
powers,  c  is  a  displacer,  and  d  the  power  plunger,  their  cranks 
being  about  90'  apart;  At  f  is  a  fire  (hot  body),  at  e  a  water 
jacket  (refrigerator),  and  h  is  the  regenerator;  the  cycle  being 
essentially  thai  of  Stirling,  and  the  operations  as  follows : — 

1.  Air  compressed  in  D  takes  heat  and  expands :  thus  work 

is  done  by  the  gas. 

2.  The  air  is  transferred  to  c  nearly  at  constant  volume, 

giving  heat  to  h. 

3.  Air  under  c  is  compressed,  losing  heat  to  e  :  thus  work  is 

done  on  the  gas. 

4«  The  air  is  re-transferred  to  d  at  nearly  constant  volume, 
taking  heat  from  h» 
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CHAPTER  IV. 

P,  102.   Welding.  —  A  very  satisfactory  and    interesting 

welding  machine,  which  will  also  serve  for  a  certain  amount  of 

forging,  has  been  introduced  by  the  Nicholson  Tool  Company  of 

Newcastle-on-Tyne :  it  is  here  illustrated  in  Fig.  880.     A  frame 
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c  c  carries  a  table  or  anvil  j  to  support  the  work,  and  two  vices 
,BB  to  hold  it  The  latter  are  fixed  to  the  upper  end  of  tlie 
rocking  levers  e  e,  while  a  hand  lever  f  operates  an  eccentric  shaft 
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connected  to  ee  by  the  coupling  rods  hh.  The  bars  to  be 
welded  are  first  placed  cold  in  the  vices,  and  the  screws  a  a 
are  adjusted  to  suit  the  thickness  of  the  work,  so  that  the  final 
grip  may  be  given  by  the  eccentric  jaws  b  b.  The  welding  heat 
is  next  obtained,  and,  while  two  men  put  the  pieces  quickly  in 
the  vice  jaws  with  the  hot  surfaces  in  contact  at  d,  a  third  man 
pulls  over  the  lever  f,  and  thus  squeezes  the  joint  to  a  perfect 
weld  which  may  be  finished  with  hammer  in  the  usual  way.  The 
leverage  is  about  200  to  i,  and  a  pressure  of  about  20  tons  is 
produced  at  j.  -The  machine  may  be  further  applied  to  jumping 
or  upsetting,  and  a  reversal  of  pull  will  elongate  or  draw  out 
a  bar. 


CHAPTER  V. 

Pp,  138  6-  /(5p.  Loss  on  Return  Stroke. — It  is  shewn  in 
this  chapter  that  the  return  stroke  in  reciprocating  machine  tools, 
when  no  useful  work  is  done,  generally  takes  place  at  a  higher 
speed.  The  introduction  of  electric  motors  for  individual  driving 
has  enabled  us  to  measure  the  work  absorbed  on  both  advance 
and  return  strokes,  and  has  shewn  that  in  planing  niachines  the 
total  work  used  on  each  stroke  is  almost  identical,  tlTough  that  of 
the  return  stroke  is  slightly  less.  This  means  that  the  work  at 
the  tool  point  is  but  a  small  part  of  the  total  work  of  driving 
and  cutting.  Further,  if  the  return  stroke  be  done  in  one  «th 
of  the  time  of  the  advance,  the  horse-power  on  the  return  is 
about  n  times  that  of  the  advance  stroke,  which,  of  course,  follows 
from  the  previous  statements.  It  is  evident,  therefore,  that  the 
quick  return  stroke  does  not  save  in  work  done  per  stroke,  but  is 
a  saving  in  time,  while  absorbing  a  higher  horse-power,  pro- 
portional to  speed. 


CHAPTER  VII. 

P.  831,  Appendix  IL  .-—Automatic  Feed- Water  Regu- 
lator.— This  apparatus  is  an  important  adjunct  to  any  water-tube 
boiler,  for  where  little  water  is  contained  the  level  fluctuates  con- 
siderably with  variable  engine-power.     The  well-known  Belleville 
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regulator  has  been  much  improved  in  Mr.  Andrew  Forster's  inven- 
tion Fig.  881.  The  gun-metal  casing  a  is  fixed  to  or  near  the  boiler, 
«o  that  flange  b  connects  to  water,  and  c  to  steam.     The  level  is 


Fbrs/jens  Jlutomattc 
Fleed  Regulator.      FM  881. 

at  D,  but  may  be  adjusted  within  certain  limits.  The  hollow 
float  E  is  connected  to  lever  f,  so  as  to  act  on  the  *  pilot '  valve  g, 
thus  distributing  steam  to  the  large  piston  h,  which  again  acts  on 
•the  feed  cock  k  through  the  lever  j.     If  the  feed  be  too  slow,  the 
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float  falls,  valve  g  moves  dovmward,  admitting  steam  to  top  of  h^ 
which  thus  opens  feed  valve  still  wider.  But  the  movement  of  ir 
downward  also  cuts  off  steam  supply  at  g,  and  all  is  quiet  again 
with  increased  rate  of  feed.  Conversely,  if  the  feed  be  too  rapid,. 
the  float  rises,  lifting  g,  and,  the  top  of  h  being  thus  opened  to> 
exhaust  m,  the  unbalanced  steam  pressure  at  bottom  causes  h 
to  rise  and  slightly  close  the  feed  valve.  Also  the  act  of  rising 
once  more  cuts  off  g  and  restores  equilibrium  with  a  decreased 
rate  of  feed. 

To  raise  the  water  level  permanently,  shut  off  steam  at  c  and 
open  the  blow-out  cock  n,  thus  flooding  the  float  with  water. 
Next,  turn  the  screw  p  till  pointer  q  shows  level  required. 
Keeping  n  still  open,  reopen  the  cock  at  c,  and  the  water  level 
falls,  the  extra  water  in  the  float  being  blown  out,  until  the  steam 
freely  flows  through  bottom  end  of  pipe  R,  when  the  definite 
weight  of  water  remaining  at  s  will  keep  the  float  at  the  ez^ 
level  indicated  by  q.  In  lowering  the  water  level  the  flooding 
need  not  be  done,  for  when  r  is  depressed  to  the  proper 
position,  the  superfluous  water  may  be  removed  at  s  by  blowing 
through.  The  hand  gear  at  t  is  for  testing  the  freedom  of  the 
float.     {Seep.  1063.) 


CHAPTER  VIII. 

P.  j6i.  Stress. — It  is  well  to  warn  students  of  the  various- 
uses  to  which  this  word  has  been  put.  Most  authorities  agree  in 
applying  it  generally  to  the  state  of  the  molecules;  but  while 
some  also  take  it  to  mean  ««//  sfress  or  stress  per  square  inch, 
speaking  of  total  stress  as  load,  others  have  used  it  for  total  stress 
only,  calling  unit  stress  intensify  of  stress.  It  has  therefore  been 
deemed  advisable  in  this  book  to  firstly  use  the  word  for  state  of 
stress  in  a  general  sense,  and  afterwards  to  speak  more  par- 
ticularly of  stress  per  square  inch,  and  of  total  stress. 

P.  4oy,  Value  of  w'\  or  the  space  between  rivets  in  a 
single-riveted  lap  joint,  as  deduced  from  the  formula  at  head  of 
p.  407,  depends  on  the  material  of  the  rivet  and  plate.  Assuming 
safe  stresses  as  follows : 
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steel  places         iron  plates      copper  plates 

Tensile  Stress /t    6  tons        4  tons        2  tons 

sted  rivets         iron  rivets       copper  rivets  . 

Shear  stress   f^   5  tons       3^  tons       i^  tons 

and  deducing  the  formula  for  w"  as  : 

For  steel  plates  and  steel  rivets: 

w"  =  i'3ix^    =  1*09  ins. 


For  iron  plates  and  iron  rivets : 


35 
w    =  i'3i  X —  =  i'i4  ms. 
^         4         2 

For  steel  plates  and  iron  rivets : 

w"  =  i'3i  x-T-  =  '76  if. 
For  copper  plates  and  copper  rivets  : 

w    =  1-31  X—   =  '98  m. 

P,  419,  Strength  of  Hollow  Shafts, 

Example  66. — A  hollow  steel  shaft  is  to  be  designed  so  as  to 
meet  safely  a  twisting  moment  of  280  ton  inches.  The  internal  diameter 
being  3  ins.,  find  the  external  diameter  : 

D*-^*        16  T„,  _.     16  Tn.^  -. 

D  /v  fv 

^.     16x280x7^         «  ^*  ^     « 

.-.  D* ^D  =  81         orD*-203D-8i  =  o 

7x22  ^ 

This  equation  may  be  put  in  the  form 

D*-203D-8i   =  y 
and  a  curve  may  be  constructed  shewing  y  for  various  values  of  D, 
the  correct  value  of  D  being  that  corresponding  to^'  =  o.    Thus  : 
D  =  4  y  ^  256-812-81       =     -637 

D  =  5  ^  =  625-1015-81     =     -471 

D  =  6  jv  =   1296-1218-81  =     -3 

D  =  7  y  ^  2400-1421-81  =     +898 

D  =  8  y  ^  4100- 1624-81   =     +2395 
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These  values  of  y  and  D  have  been  co-ordinated  in  Fig.  882,  and 
a  curve  has  been  drawn  whose  vertical  ordinates  vary  from  —  637  to 
+  2395.  The  point  where  the  curve  crosses  the  axis  of  D  shews 
D  =  6  when  j^  =  a    The  true  answer  is 

D  =  6*005  ins. 


1 


Soluma  JixMjQw-SfwuF^  ExiuxxJtiort. 


P,  4j8.  Distribution  of  Shear  stress  in  Beams. — 
Just  as  the  summation  of  vertical  forces  (loads  and  reactions) 
in  a  beam  will  give  a  curve  of  total  vertical  shear  at  every' 
section  (p.  853),  so  the  summation  of  horizontal  forces  (tensile 
and  compressive  stresses)  will  produce  a  curve  of  horizontal 
shear  stress  intensity ;  and,  as  the  tensile  stresses  oppose  the 
compressive  stresses,  the  greatest  shear  is  at  the  neutral  axis. 
The  summation  (see  p.  851)  of  the  stress  areas  of  p.  431  must 
then  proceed  from  the  upper  or  lower  fibre  to  a  maxinium  at 
the  centre ;  and  two  examples  have  been  given  in  Fig.  883  to  shew 
how  this  should  be  done.  Again,  any  elemental  cube  must  be 
subject  to  vertical  shear  on  its  vertical  sides,  and  horizontal  shear 
on  its  horizontal  sides,  the  one  stress  being  caused  by  the  presence 
of  the  other;  hence  the  distribution  of  vertical  and  horizontal 
shear  stresses  over  a  section  are  identical  Finally  the  scale  of 
diagrams  cc,  Fig.  882,  can  easily  be  found  by  equating  the  area 
abed  to  the  total  vertical  shear  at  the  given  section;  and  db, 
the  maximum  unit  stress,  is  thereby  arrived  at 


Digitized  by 


Google 


Appendix  III. 


923 


P,  46g.  Redundant    Members,  —  It  has  already  been 
mentioned   that   the  static  force  diagram  shews  no  stress  in  a 


fiECTANCULf^R 


I         I 
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CtfKCULfM^ 


Beam    S£Ction 

A  B  C 

DMlTAJbJuJxorv   of  SAjexxr  SZr^ess. 
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redundant  or  superfluous  member ;  but  as  soon,  however,  as 
the  structure  is  subjected  to  deformation,  and  not  till  then,  such  a 
member  receives  stress  on  account  of  the  strain  in  the  remaining 
bars,  the  static  stresses  in  the  latter  being  at  the  same  time  more 
ot  less  altered.  The  problem,  therefore,  can  only  be  solved  by 
reference  to  the  work  done  on  the  bars.  Now  when  there  are  no 
redundant  members  in  a  structure 

no.  of  members  =  2  (no.  of  joints) -3 

a  rule  easily  verified,  and  useful  for  discovering  the  number  of 
extra  bars. 

Having  ascertained  these,  there  are  two  methods  of  finding 
the  stresses  set  up  in  them.     Assuming  the  whole  structure  to  be 

3P 
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strained  by  the  load,  the  length  and  cross  section  of  every  bar 
being  known,  the  total  work  done  can  be  expressed.  When  this 
has  the  lowest  possible  .value,  the  true  stresses  in  the  extra  bars 
will  have  been  found:  hence  the  expression  is  differentiated 
with  regard  to  each  ^  redundant '  stress,  and  equated  to  zera 
The  other  method,  the  one  which  we  shall  here  explain,  is  best 
understood  by  an  examination  of  two  cases. 

Case  I. — Imagine  a  properly  closed  structure,  without  extn 
bars,  consisting,  say,  of  four  triangles.  No  load  is  applied  from 
without,  and  there  is  therefore  no  stress  in  any  member.  Not 
let  there  be  two  superfluous  members,  which,  being  simply  fitted 
to  the  framing,  are  not  under  stress :  neither  are  the  other  bars 
stressed.  Next,  screw  up  the  extra  bars  so  as  to  put  a  stress 
(compressive  or  tensile)  within  them,  and  immediately  stresses 
are  felt  upon  all  the  other  members.  The  work  done  on  the 
extra  bars  will  be  of  opposite  sign  to  that  done  by  them  indi- 
vidually upon  the  remaining  members;  for,  while  one  action  tends 
to  compress,  the  other  tends  to  expand  the  framing.  Also  these 
two  quantities  must  be  equal,  for  one  is  caused  by  the  other. 

Let  the  extra  bars  be  called  a  and  ^~  respectively,  and  the 
remaining  bars  i,  2,  3,  4,  5  and  6.     Also  let 

Fa      «=  total  stress  in  bar  a 

Fa^ia  =      u       n      >i    „    I  caused  by  F» 

Fb<^jb  =        »  »        }>     n     *         f>         >f     Fb 

Then,  taking  the  action  of  each  force  Fa  and  Fb  separately, 
work  done  on  bar  a   =   work  done  on  other  bars 
(minus)  (pl^s) 

F  F 

--T^a    =     -7  (^iaAi  +  r»  A, +^Ae)     .......-(O 

2  2 

"Y^b    «    ^(^ibAi  +  ^.bA, +^6bAe)    (2) 

Clearly,  then,  there  would  be  just  as  many  equations  as  there  are 
extra  bars. 

Case  IL — ^Taking  the  same  structure,  let  external  forces  be 
applied  to  it.     Firstly,  treat  the  whole  figure  statically,  leaving 


Digitized  by 


Google 


Appendix  I IL  925 

out  the  extra  bars,  and  find  the  forces  in  every  member,  calling 
them  Fsi,  Fgj,  &c.    Then,  taking  in  the  extra  bars, 

whole  stress "j  Tforce  caused^       Tforce  caused 

in  V  =  static  force  + -I  by  stress  in  }■  +  -{  by  stress  in 

any  member  J  t  extra  bar  a  J      t  extra  bar  b 

.-.       Fi   =    Fsi  +  riaFa  +  ^ibFb (3) 

Fa   =    F«  +  rtoFa  +  ^,bFb (4) 

and  so  on  for  six  equations,  corresponding  to  the  bars  of  the 
sYructure.     But 

^-^i  =  ^'"♦'"y  (5). 

F 
Hence  from  (i)  we  have,  eliminating—^ 

2 

-  Fa««a     =      <^laFiWi  +  C^^M^ +  C^^t 

(from  3  and  4)  =  c^^m^  (F^i  +  €^^^  +  ^^bFb) 
+  c^m^  (Fsj  +  ^fciFa  +  rjbFb) 
+    

+  ^6a««(F«,  +  ^«aFa+f6bFb)      (6) 

This  is  the  final  equation  for  bar  a.     From  (2)  we  have ; 

-  Fb^b     =     ^ib^l  (F»i  +  ^laFa + <^ibFb) 

+  r,bWa  (F,2  +  rjaFa  +  ^,bFb) 

+ / 

+  ^6b>W«  (Fse  +  ^saFa  +  rebFb)      (7) 

which  is  the  final  equation  for  bar  h. 

In  like  manner  there  would  always  be  as  many  equations  as 
extra  bars,  and  as  many  parts  on  the  right  side  of  each  equation 
as  there  might  be  *  static '  bars. 

Now,  in  using  these  equations  practically,  Fa  and  Fb  are  not 

known,  but  c^ c^  and  ^ib c^\i  are  known  from  the  shape  of 

the  structure,  Fsi......Fg6  from  the  static  diagram,  and  »»i  to  ««, 

Mai  and  m\^  firom  the  length,  sectional  area,  and  £  of  the  respective 
bars.  Hence  we  have  two  simple  simultaneous  equations  (6) 
and  (7),  from  which  to  find  the  values  Fa  and  F^  When  these 
are  worked  out,  the  stress  in  the  other  bars  can  be  found  from  (3) 
and  (4). 
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CHAPTER  IX. 
P,  s^o.  Proof  that  normal  to  contact  passes  through 
meet  of  pitch  lines. — In  Fig.  884,  let  a  and  b  be  centres  of 
rotation,  and  c  the  common  nonnal  to  tooth  surface, a  con- 
tinuous straight  line  because  the  surfaces  are  tangential  Also  let 
c  and  D  be  centres  of  curvature. 


Fix^,  SS^. 


JRroo/ 

or    NORMAL,     fi>ASSf^G 
PfTCH    OiRCLES. 


Now,  for  a  very  small  motion  we  may  substitute  a  quadric 
chain  a  c  b  d  for  the  wheels,  where  a  c  and  b  d  are ,  cranks,  and 
c  D  a  coupling  rod ;  for  the  curved  surfaces  at  e  are  merely  parts 
of  huge  link  pins  having  c  and  d  for  centres  respectively.  There- 
fore, for  any  one  instant  the  angular  velocities  of  wheels  and 
cranks  are  identical  ' 

Now,  angular  velocities  of  wheels  a  b  are  inversely  as  pitch 
circle  radii,  or  as  bg:ag.  And  angular  velocities  of  links  a 
and  B  are  inversely  as  the  divisions  of  the  fixed  link  made  by  the 
coupler  (see  pp.  863-4)  or  as  b  f  :  a  f.  Hence  b  o  =  b  f  and 
AG  «=  A F  :  the  points  g  and  f  must  coincide :  and  the  normal 
c  D  must  pass  through  the  meet  g. 

P,  ^S4'  Electric  Transmission  :  further  notes. 

^«//j. -^  Electric  energy  is  now  estimated  by  the  product 
of  E.M.F.  (volts)  and  Current  (ampbres) :.  the  resulting  units 
being  watts.     Thus  : 

EC 

Energy  in  watts  =  E  C        and  Electrical  H.P.  =  — -r 

746 

ft.  lbs.  per  m.  x;*    ,.  j  t^  ^ 

ri .•,  Foot  pounds  per  m.  =  E  C  x  ii«;'4 

33000  • 2i2 


But  H.P. 
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It  appears,  then,  that  an  electrical  H.P.  (E.H.P.)  is  746 
watts,  or  33,000  foot  pounds  per  minute,  as  before;  and  the  only 
reason  for  the  name  *  electrical '  is  to  indicate  that  it  is  power  given 
off  a  dynamo  or  to  a  motor.     A  kilowatt  consists  of  1000  watts. 

The  Board  of  Trade  unit  for  quantity  of  energy  supplied  is 
1000  watts  acting  for  i  hour,  or  1000  watt-hours. 

.     Board  of  Trade  1  1000  .         1  tj  r»  r^«     i. 

•^      Electrical  unit}     '^^  "^   =    i  J  H.  P.  for  i  hour. 

Efficiencies^ — ^The  losses  in  a  dynamo  are  said  to  consist  of  two 

parts,  the  one  due  to  electric  resistance  of  the  wire  coils,  and  the 

other  to  friction,   hysteresis,   and  eddies,   called  stray  energy. 

Now,  if  we  could  imagine  a  dynamo  whose  only  loss  was  that  of 

current  resistance,  or  C^R -7-746  (seep.  553),  E.H.P.  being  that 

given  outy 

E  H.P 
Electrical  efficiency  -  ^-^^^^^^^- 

Similarly  we  may  suppose  the  only  loss  to  be  the  stray 
energy,  and  the  efficiency  could  then  be  reckoned  on  that  alone. 
Take  H.P.  to  be  ihsXput  in^  we  might  say 

Mechanical  efficiency  =   — '—^ — ^  ^    - — - 

But,  as  in  all  dynamos,  there  are  both  electrical  and  mechanical 
losses,  the  nett  efficiency,  or 

Commercial  efficiency  =  mech.  effy.  x  elec.  effy. 

and  thus  we  account  for  all  losses.  The  H.P.  supplied  is  often 
spoken  of  as  mechanical  H  P.,  while  that  given  off  is  electrical 
H.P.  Hysteresis  is  a  heat  loss  caused  by  resistance  to  magnetisa- 
tion and  demagnetisation. 

Example  67. — A  dynamo  is  designed  to  produce  200  amperes  of 
current  at  a  pressure  of  100  volts.  State  this  in  Board  of  trade  units. 
Calculate  also  the  mechanical  H.P.  required  to  drive  the  machine, 
and  the  E.H.P.  given  off,  if  the  commercial  efficiency  is  85  **/„. 
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200  X  100 
or  in  one  hour 


20,000  watts 
20,000  watt  hours 


20,000 

=  — a=  20  Board  of  Trade  units 

1000         

Again  20Xii  =  26s  E.H.P.  given  off 
and  ^  =  31-2  M.H.P.  to  drive  it 

P,  ^68.  Live  Rollers. — Messrs.  Crandall  and  Martin  (Aa 
See.  C.E.)  experimented  on  rollers  i  inch  to  4  ins.  diameter,  and 
i\  ins.  long.     They  found,  Ytwh/out  crushing  surfaces, 

where  h  =  '0063  ^^^  C.  I.  rollers 
=  '012  for  W.  I.  rollers 
=   '0073  for  steel  rollers 

They  also  found  the  crushing  load  to  be  represented  in  lbs. 
by  880  X  roller  diameter. 

^80.  Efficiencies  in  long-distance  transmission  of 
power.  —  The  following  table  has  been  given  by  Beringer, 
shewing  total  efficiency  of  transformation  and  transmission,  and 
though  probably  open  to  some  correction,  is  the  best  at  present 
obtainable :  , 

Efficiencies  per  cent. 


Distance 

transmitted 

in  miles 

Hydraulic 
Power 

Compressed  Air 

without 

re-heating 

Wire  Rope 

I 
3 
S 

TO 

50 
49 
41 
37 
26 
18 

55 
54 
•    51 
50 
43 
39 

91 
85 
61 

43 
21 
11 
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By  plotting  the  efficiencies  to  a  base  of  distance  transmitted, 
as  in  Fig.  885,  we  have  a   graphic  means  of  determining  the 
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relative  advantages  of  the  three  systems.  A  probable  line  for 
the  efficiency  of  electric  transmission  is  also  shewn.  For  very 
long  distances  it  cannot  be  approached  by  any  of  the  other 
methods. 

A  philosophical  result  of  immense  importance  may  be  deduced 
from  a  consideration  of  this  diagram.  In  wire-rope,  solid  parts 
are  transmitted,*  and  the  efficiency  falls  off  rapidly :  hydraulics 
transmit  liquid  parts^  and  the  efficiency  holds  up  better :  gaseous 
parts  are  carried  in  compressed  air  transmission,  and  the  efficiency 
is  considerably  raised :  but  the  greatest  success  of  all  is  obtained 
by  electricity,  where  a  total  efficiency  of  67  %  has  been  proved 
over  a  distance  of  118  miles.  These  facts  shew  the  electric 
current  to  be  either  etheric  vibration  or  the  passage  of  a  very 
attenuated  fluid. 
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CHAPTER  X. 

P,  600.  Value  of  Joule's  equivalent.  —  Rowland  has 
repeated  Joule's  experiment  of  the  churning  of  water,  but  on  a 
much  larger  scale  and  for  a  longer  time,  driving  the  paddles  by 
motive  power  and  measuring  the  energy  with  a  dynamometer. 
The  much  larger  values  thus  obtained  produce  a  greater 
approach  to  accuracy,  and  the  altered  value  of  J  =  778  is 
now  pretty  universally  accepted.  Osborne  Reynolds  has  since 
reviewed  all  known  experiments,  including  those  of  Joule,  and 
by  careful  correction  deduces  a  result  closely  approximating  to 
that  of  Rowland  As  the  correction  is  an  increase  of  only  -515 
of  one  per  cent,  the  values  within  this  book  have  not  been 
altered.     {Seep,  1130.) 

Now,  on  p.  603,  Cv  is  deduced  from  Cp  when  J  is  known ; 
conversely  J  may  be  found  if  y  is  obtainable  directly.  This  is  not 
impossible,  though  difficult  to  do  accurately.  In  books  on 
physics  we  find 


velocity  of        \    _       . — -- 
id  in  air  at  32'  )  ^Sy^ 


sound 
where  g  =   32*2        and  H  =  PV  «  26214     •.,(p.  590) 

C  *2 17  K 

Hence  y  =    1-408       and  Cv  =  -^    =  TIoS  ^    '^^ 
Now  Kp-Kv  =  c (p.  604) 

and  -|^  =•  y    .....{p.  603) 

also  r  =   53-28 (p.  590) 

^         Kp_    _    Kp 21_ 

But  Kp  =  JCp 

T  __!-._£  ^  1:408^53:28  __ 

•   •        J   -  y-i     C    "     -408      -2375    -  11± 

Prof.    Thurston   has    pointed   out   a  curious  though  totally 
unexplained  coincidence,  viz.  that  most  probably 
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4 

y  «   1+^  =    1:405285 
By  using  this  quantity,    7  =  778 

P.  62s.  Nominal  H.P.  of  Engines  and  Boilers.— The 

proper  method  of  stating  power  is  undoubtedly  by  actual  per- 
formance, and, thus  we  obtain  the  I. H.P.  and  B.H.P.  respectively. 
Nevertheless,  although  the  older  '  nominal '  H.P.  has  fallen  into  bad 
odour  through  its  gradually  receding  so  far  from  the  actual  H.P., 
it  is  extremely  convenient,  for  rating  purposes,  to  have  some  rule 
for  estimating  the  power  of  an  engine,  based  on  general  dimen- 
sions, especially  where  an  actual  test  is  inconvenient  Neither 
can  there  be  any  objection  to  this,  so  long  as  the  rule 
approximates  to  truth,  and  is  never  preferred  to  the  latter. 

Engine  H,P.  —  The  North  East  Coast  Institution  made  a 
careful  examination  of  marine  engines  and  boilers  in  1888,  from 
which  they  devised  a  rule  for  Normal  Indicated  it.P.  as  they 
termed  it,  thus 

NIHP    -  (°'^+3H)J/? 

where    D^  «  added  squares  of  every  cylinder  diameter,  in  inches. 

S  =  piston  speed  in  feet  per  m. 

H  =  heating  surface  of  boiler,  in  square  feet. 

P  =  working  pressure  in  boiler,  in  lbs.  per  square  inch. 

Of  course,  this  rule  was  based  on  the  practice  of  1888,  and 
might  require  alteration  from  time  to  time,  mainly  on  account 
of  altered  practice  regarding  expansion. 

Boiler  H.P, — By  the  horse  power  of  a  boiler  we  mean  that 
power  which  would  be  developed  if  the  boiler  were  to  supply 
steam  to  an  average  engine.  To  make  a  simple  rule,  certain 
average  constants  must  therefore  be  assumed,  which  are 

C   =   coal  burnt  per  sq.  ft.  of  grate  surface  per  hour,  say  20  lbs. 
E  =  water  evaporation  per  lb.  of  coal  burnt,  say  8  lbs. 
S    =   weight  of  steam  used  per  I.H.P.  per  hour  by  the  engine 
connected  with  the  boiler,  say  20  lbs. 

Suppose,  then,  we  require  to  know  the  I.H.P.  obtainable  from 
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three  Lancashire  boilers  of  7  ft,  7'.. 6",  and  8  ft.  diameter 
respectively,  on  the  previous  premises,  we  must  first  find  G  the 
grate  surface.     Taking  all  grate  width  at  6  ft.,  we  have : 

For  7  ft.  boiler,  grates  about  6  ft.  long,  and  area  =  36  sq.  ft. 

.xx^          GxCxE          ^20x8 
.-.     I.  H.  P.   =  — -c «    G «  8G  =   288 

Similarly  for  the  7 '..6"  boiler,  grates  about  6'..6"  long, 
and  area  =   39  sq.  ft. 

.  • .     I.  H.  P.   =   8  G  =   8  X  39  =   312 

And  for  the  8  ft.  boiler,  grates  about  7  ft  long,  and 
area   =  42  sq.  ft. 

.-.     I.  H.P.  =  8x42   =   336 

For  other  boilers  the  evaporation  would  depend  upon  the 
efficiency  as  compared  with  the  above;  and  perhaps  the  steam 
used  by  the  engine  might  be  raised  to  30  lbs.  wt  per  I.  H.  P.  hour. 

P,  674,  Acceleration  of  Engine  Piston :  Klein's  con- 
struction. 

When  drawing  an  acceleration  curve  to  a  given  velocity 
curve  two  cases  present  themselves,  one  where  the  base  line 
represents  time,  and  the  other  where  it  shews  distance.  The 
construction  for  the  former,  p.  860,  is  easily  and  correctly  met 
by  graphic  differentiation.  For  a  distance  base,  Proell's  method, 
pp.  492  and  863,  is  very  convenient  for  general  cases,  but  when 
adopted  for  the  harmonic  motion  of  an  engine  piston,  as  at 
p.  674,  it  does  not  give  absolute  results  at  the  dead  points.  We 
shall,  therefore,  here  describe  the  construction  due  to  Prof.  Klein 
of  America,  which,  though  more  cumbersome,  and  only  applicable 
to  the  crank  and  connecting-rod,  gives  certain  and  accurate 
values  at  all  points  of  the  stroke. 

Referring  to  Fig.  886,  let  a  b  be  the  crank  and  b  c  the  con- 
necting-rod. On  Bc  as  diameter  describe  a  circle.  Producing 
c  B  to  D,  describe  a  second  circle  having  b  as  centre  and  b  d 
as  radius,  and  cutting  the  first  circle  in  e  and  f.  Then,  ef 
will  cross  AC  in  G,  and  ga  will  be  the  acaleration  of  c,  which 
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may  be  set  up  at  c  h.     The  same  construction  is  followed  when 
the  crank  is  at  b^,  and  the  piston  at  Ci,  viz.  the  cijrcle  on  Bj  Cj 


Ideirts 

rOR    PfSrON  ACC£L£/iAriON 


will  cut  the  circle  of  centre  Bi  at  e^  and  Fi,  and  a  line  being 
drawn  to  meet  a  c  produced  gives  a  g^  as  the  retardation  to  be 
set  doTvn  at  CiHi. 

The  scale  may  be  found  from  the  following  considerations : — 
whenever  the  crank  pin  reaches  the  dead  points  j  or  k,  with 
tangential  velocity  y,  the  reciprocating  masses  are  flung  to  left  or 
right  respectively  with  a  force  calculated  from  the  formula 
TinP-  -r^R  [see  p.  400).  But  inertia  force  is  also  represented  by 
wf-^g  (pp.  473  and  674),  where  /  =  acceleration  along  j  k 

• and  /  =  g- 


^R 


g 


ioxpure  harmonic  motion  at  dead  points  only.  This  condition  is 
shewn  by  ln  and  pm,  which  must  each  equal  ©2_s_r^  thus 
shewing  the  scale  to  be  used.  Further,  when  a  finite  length  of 
connecting  rod  is  adopted,  of  length  «  r  x  crank  arm,  the  end 
acceleration  nr  =  (i  +  j^)nl,  and  that  at  ps  =  (i-j)pm. 

P,  766.    Calculation    of   Specific    Volume    of   Dry 
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Saturated  Steam,  when  the  temperature,  pressure,  and  latent 
heat  are  known. 

In  his  '  Steam  Engine,'  CotterilJ  shews  a  very  neat  method  of 
finding  the  specific  volume  V,  Taking  the  /  v  diagram  in  Fig. 
887,  for  the  Camot  cycle 


CaJLciiLaJCiborv  of  Sp^e^cjifyCc^ 


spec.  vpu.      ouB'  rr. 

EflSciency  ==  — — ^ 

Now  heat  expended  per  lb.  weight  of  steam  will  be  Lj  the 
latent  heat  at  temperature  r^. 

.  •.  work  done  per  lb.  weight  of  steam  =  I^""? — 

which  is  also  equal  to  the  area  of  the  diagram. 

Now  suppose  Tx  -  r^  to  be  made  very  small,  we  have  per  lb. 
weight  of  steam 

Area  of  diagram  »  work  done 

or  difference  of  pressure  \  ^  latent  heat  x  ^J??!?— ^L^J^^^P* 
X  spec.  vol.  J  absolute  tempr  ~ 

or  p(V-t;)=^ 

which  is  the  same  result  as  on  p.  767  ;  and  the  method  of  use  is 
also  as  there  described. 

Fp,  611  and  767,  Engine  Efficiency. — ^It  is  interesting 
to  view  the  various  losses  in  an  engine  and  boiler  system 
diagrammatically,  so  as  to  clearly  demonstrate  what  are  unavoid- 
able and  what  may  be  improved.     The  case  of  a  steamship  has 
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been  thus  treated  from  end  to  end  by  Prof.  Weighton,  and  by 
Mr.  Leavenworth,  and  is  here  given  in  Fig.  888.  Commencing  at 
A  with  the  heat  in  the  coal  as  loo  %  we  find  some  4  %  of  this  lost 
A 


CfWrC      BOILER      Pfpe         DROP       CrUHDER    SWVr  PMKUER 
FROM   BO/L£R    rURNACE    ro   SHIP   PROPELLER  — ^^^-2L 1 

at  the  grate  b  due  to  incomplete  combustion  or  dilution.  A  further 
and  very  great  loss  occurs  in  the  boiler  at  c  on  account  of  heat 
passing  up  the  funnel,  leaving  us  with  only  73  %  of  the  original 
heat  to  go  to  the  steam  pipe.  A  slight  loss  at  d  is  caused  by 
radiation  and  condensation  in  the  steam  pipe,  and  72*27  %  is 
given  to  the  engine  as  dry  steam.  Now  comes  the  great  unavoid- 
able natural  loss  on  account  of  unavailability,  present  in  all  prime 
movers,  whether  driven  by  heat,  wind,  or  water,  so  that  the 
cylinder  could  not  possibly  give  out  more  than  '27  %  of  the  steam- 
pipe  energy.  On  this  amount,  however,  there  is  the  loss  by 
initial  condensation,  which  is  very  large,  so  that  only  12-27  %  of 
the  coal  energy  is  '  indicated.'  The  final  losses  are  the  friction  of 
the  engine  and  propeller  shaft,  .and  the  slip  of  the  propeller, 
so  that  the  ship  is  moved  forward  with  only  '0726%  of  the  original 
coal  energy,  supposing  all  the  heat  units  to  be  available. 

It  does  not  appear,  however,  that  the  cylinder  should  be 
specially  debited  with  the  loss  by  unavailability,  and  more  probably 
the  best  way  is  to  deduct  it  from  the  coal  energy  in  the  first  place. 
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The  truth  then  is,  that  if  the  temperatures  at  present  adopted  in 

boiler  and  condenser  shew  the  widest  range  reasonably  obtainable, 

the 

Available  wiergy  «=  ■— — ^  x  gross  energy, 
1 

which  means  that  the  available  energy  in  the  coal  is  only  about 
26*6  %  of  the  energy  shewn  by  the  calorific  value.  Taking  then 
the  lower  diagram,  Aj  Bj  Cj  d^  shews  the  correct  way  of  looking  at 
the  matter,  and  the  cylinder  is  then  only  made  to  account  for 
the  condensation  loss.  In  the  upper  diagram  the  greatest  loss 
appears  to  be  in  the  funnel,  but  in  the  lower  diagram  this  is 
fought  closely  by  initial  condensation.  The  total  efficiencies  are 
•0726  absolute,  and  "272  relative,  the  latter  being  the  most  useful 
value  for  reference.  This  means  that  preventable  losses  constitute 
two-thirds  of  the  total  available  energy.  The  figures  are  obtained 
as  follows : — 

Coal.      ante,         BoUer.  Pipe.  Drop.         Cylinder.         Shaft.       Propeller. 

I  X  -96  X  76  X  '99  X  -27  X  -63  X  '87  X  "68  =  '0726 
•0726  -r  '266  =  '272  total  relative  efficiency. 

Engine  and  Boiler  Trials. — The  object  of  experiment 
on  engines  and  boilers  is  not  only  to  find  their  efficiency,  but 
to  discover  also  the  exact  location  of  the  various  losses,  in 
order  to  obtain  data  which  may  lead  to  their  diminution.  It 
is  proposed  to  state  here  in  general  terms  how  such  trials  are 
conducted. 

Whatever  boiler  or  engine  we  are  experimenting  upon  the  pro- 
cedure will  arrange  itself  under:  (i)  observations  taken  about 
every  ten  minutes,  (2)  calculations  and  conclusions,  (3)  diagram- 
matic statements,  and  (4)  the  balance-sheet  of  receipts  and 
expenditure  of  energy. 

Boiler  Trials. — All  the  results  are  stated  in  terms  of  ^n^  Ih, 
of  dry  fuel,  and  in  thermal  units.  Also  they  may  be  reckoned 
from  atmospheric  temperature  and  pressure  as  datum  lines^  or 
32°  F.  may  be  the  zero  employed.  There  are  arguments  in 
favour  of  eacl^ method. 
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Heat  supplied 

"-'-•^{rw^te^fly 

Per 
cent. 

to:    » 

(i)  Calorific  value 
of  one  lb.  of  dry 
fuel  (viz.  deduct- 
ing water  both  ex- 
ternal &  internal) 

/ 

/ 

1 
1 
1 

By  wasteful  process : 
(2)  Loss  by  heating  of  water 
in  fuel 

i'Cs  Loss  in  flue  gases 

'  (4)  Loss  by  ashes  and  clinker 
{^  Loss  bv  unburnt  fuel  ... 

(6  J  Loss    by  radiation   and 
unaccounted  for 

(7)  Evaporation  of  priming 
water 

1 

I  By  useful  process : 
^8^  Evanoration  of  water  ... 

ICO 

(i).  Calorific  value  must  be  found  both  by  practical  heat  test 
and  by  chemical  analysis  (pp.  697  and  906).  For  the  latter, 
Mahler's  empirical  formula  is  often  used  to  obtain  greater 
accuracy  than  by  the  one  on  p.  906,  thus 

'"''^iJMb'tt'}    -    i465oC  +  6aiooH-(s40o(0  +  N)} 

Where  the  letters  indicate  fractional  weight  per  lb.  of  fuel.  An 
intermediate  value  is  finally  taken,  leaning  to  the  side  of  the 
chemical  analysis  for  preference. 

(2).  Loss  by  moisture  in  fuel  is  that  due  to  evaporation  of 
water  formed  by  union  of  oxygen  and  hydrogen  when  leaving  the 
fuel  (p.  697,  line  20),  as  well  as  to  the  firee  moisture.  Such  water 
absorbs  966  heat  units  per  lb.  wt,  in  addition  to  the  heat  required 
to  superheat  it  to  the  temperature  of  the  fuel. 

(3).,Z^«  in  heating  flue  gases, — First,  find  weight  of  flue  gases 
per  lb.  of  fuel,  either  by  direct  measurement  of  draught  speed 
with  anemometer,  or  By  comparison  of  flue  gas  composition  with 
that  of  the  fuel.     By  the  former  method,  let 
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A  =  area  of  ashpit  opening  in  square  feet. 

V  =  velocity  of  air  through  ashpit  in  feet  per  min, 

/•g  =  temperature  of  flue  gases,  found  by  pyrometer. 

/i  =  temperature  of  stokehole. 

T^  =  absolute  temp,  of  do. 

P  =  pressure  of  atmosphere  in  lbs.  per  sq.  ft. 

w  =  weight  of  I  cub.  ft.  of  air  at  P  in  lb.  units. 

k  =  coal  used  per  m.  in  lbs. 

Then,  AV  cub,  ft  of  air  per  m,  are  used,  whose  weight  per 
cub.  ft,  {see  p.  590) 

•Pxi  147  X 144         39-4 


w  = 


53'2r 


53*2^ 


But 


k 


weight  of  air  per  lb.  of  coal. 


And,  as  Total  wt.  x  sp.  ht.  x  temp,  rise  =  total  heat 

Heat  units  \   __   /  AVa;        \  r  (*      /  . 

•  •    wasted  per  lb.  of  coal  /   ~   \~Y'        J   ^p^^*""^!^ 

Notie  that  Cp  =  specific  heat  of  the  fliie  gases  at  constant 
pressure  and  is  almost  always  exactly  '25. 

The  second  method  may  be  briefly  stated  as  follows : — 
(a)  Find  %  volumetric  composition  of  flue  gases,  and  con- 
vert at  once  into  %  weight  composition, 
(i  cub.  ft.  COg  at  32"  weighs  "122  lb 
I  cub.  ft.  N  at  32'  weighs  "078  lb. 
I  cub.  ft  O  at  32*  weighs  •689  lb.) 
(d)  Find  weight  of  COg  per  lb.  of  coal,  thus : 

Jj^l  (^  lb.  C+  r66  lb.  0)=  J-^(3-66  lb,  C0,)...(^-||3;) 

(c)  Hence  find  by  proportion  the  total  weight  of  each  flue 

gas  separately,  per  lb.  of  coaL 

(d)  From 

Cp  X  wt.  of  each  gas  per  lb.  coal  x  rise  of  temp. 

the  heat  given  to  each  gas  may  be  found,  and  thus  the 
Mai  heat  given  to  the  mixture  can  be  deduced  per  lb. 
of  fuel,  by  addition, 
(Cp  =  -216  for  CO2,  '238  for  air,  '244  for  N,  '218  for  0.) 
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(4).  Loss  by  ashes  and  clinker.  —  This  means  the  heat  taken 
away  when  clearing  the  fires.  It  can  only  be  reckoned  by 
weighmg  the  ash  and  clinker  removed,  and  making  a  rough 
estimate  of  its  temperature.  If  4  =  temp,  of  ash  and  t^  that  of 
stokehole,  while  '25  is  specific  heat  of  ash,  we  have : 

infiyS}  =  weightx(4-/,)x-2s 

(5).  Loss  by  unbumt  fuel. — In  analysing  a  lb.  of  fuel,  the 
proper  percentage  of  ash  will  be  found.  But  the  ash  drawn  from 
the  grate  is  a  greater  proportionate  amount,  and  the  difference  of 
the  two  will  be  the  unbumt  carbon^  which  may  be  stated  per  lb. 
of  fuel  by  the  heat  units  it  would  produce  if  burnt. 

(6).  Loss  by  radiation  and  other  causes  is  obtained  by  subtrac- 
tion in  the  balance  sheet.  It  would  be  more  correct  to  estimate 
the  radiation  and  make  a  separate  statement  for  '  unaccounted,^ 
but  this  is  never  done, 

(7).  Heat  used  in  the  evaporation  of  water, — This  is  the  only 
useful  application  of  the  heat  firom  the  fuel  In  the  first  place  the 
quantity  of  water  used,  in  lbs.,  must  be  obtained  by  measuring 
the  feed  supply.  The  latter  is  taken  from  measuring  tanks,  of 
which  there  should  be  two,  one  of  which  is  filling  while  the  other 
empties,  and  a  careful  noting  of  the  time  each  tank  is  started  is 
all  that  is  required.  Water-meters  are  sometimes  used  instead  of 
tanks,  but  should  be  carefully  tested  The  total  heat  in  the  steam 
may  be  reckoned  from  stokehole  temperature  (p.  597).     Then 

Tj    ,        J     \                total  heat        v^    .         total 
Heat  used     I     ^    j^  i  lb.  of  steam  ^  lbs.  of  dry  steam 
per  lb.  of  fuel  /         ibsT^Sf^o^ni^a^ 

It  the  steam  passing  from  the  boiler  be  tested  by  the  calori- 
meter (p.  878),  a  small  percentage  of  the  total  weight  will  exist  as 
entrained  water  (priming  water),  and  this  is  not  useful  Therefore 
the  total  heat  iq  the  dry  steam  and  that  in  the  priming  water  must 
be  reckoned  separately,  and  the  latter  will  then  be  put  down  to 
wasteful  process,  and  only  the  former  to  useful  process.  Lastly, 
it  is  usual,  outside   the  balance  sheet,  to  not  only  state  the 

3Q 


Digitized  by 


Google 


940 


Appendix  II L 


actual  evaporation  per  lb.  pf  coal,  but  also  the  equivalent  evapora- 
tion from  and  at  212*.     This  will  of  course  be : 

*-»     •     1     .  ^«       ^  actual       vv  total  heat  of  steam 

Equivalent  evaporauon  1   ^   evaporarion  X  above  ^tmosphct 

from  and  at  212         f        — -^z 


And  the  efficiency  of  the  boiler  may  be  given,  being  the  evapora- 
tion heat  -r  heat  in  coal. 

Fig.  889  shews,  diagrammatically,  some  actual  data  from  a 
boiler  trial     Steady  gauge  and  steam  pressure  are  of  the  highest 
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importance,  and  the  fires  should  be  cleared  half  an  hour  before 
beginning  and  ending  of  test,  being  kept  bright  at  other  times. 

Steam  Engine  Trials. — In  these  experiments  we  wish  to 
measure  the  total  heat  given  to  the  engine,  and  then  to  compare 
it  with  the  indicated  and  brake  energy  respectively,  the  sources 
and  amounts  of  the  losses  being  determined  on  the  way. 

Balance  Sheet  for  Steam  Engine. 


Heat  supplied 
B.T.U.  per  mmute 

Heat  used     /  usefully 
B.T.U.  per  m.  \  and  wastefuUy 

Per 
cent. 

To^ 

(i)  Heat  in  dry  steam 
as  measured  at  en- 
gine stop  valve    . . . 

By  wasteful  process : 

(2)  Given  to  cooling  water 

(3)  Lefl  in  condensed 

steam 

(4)  Radiation  and   unac- 
counted  

(5)  Left  in  jacket  water... 

By  useful  process : 
(6)  Converted   into   work 
in  cylinder 

100 

Measurements  are  made  every  10  minutes,  and  the  calculations 
are  from  32*  F.  as  datum  line. 

(i).  Heat  supply, — The  weight  of  steam  and  water  passing, 
through  the  cylinder  is  found  by  condensing  the  steam  and 
allowing  all  the  water  to  be  discharged  into  a  calibrated  tank. 
The  rise  in  the  tank  will  then  shew  the  weight  of  wet  steam 
used.     But  the  total  heat  per  lb.  weight  of  steam  will  be 

Sh  +  a:Lh 
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where  x  is  the  dryness  fraction ;  and  the  latter  will  be  obtained 
by  calorimeter  (p.  878)  or  from  the  indicator  cards  and  the  feed 
(p.  764).     The  temperature  of  the  steam  will  be  found  fh)m  a 
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thermometer   fixed    on   the  separator,  just    before   the  engine 
throttle  valve ;  but  very  often  the  pressure  gauge  merely  is  read, 
and  the  corresponding  temperature  found  by  reference  to  tables 
pp.  598  and  777)- 

(2).  I/Mt  given  to  cooling  water, — The  amount  of  cooling 
water  used  is  most  often  measured  by  a  water-meter,  though 
tanks  can  be  adopted  also.     Then  the  difference  of  temperature 
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of  this  water  in  passing  through  the  condenser  must  be  multiplied 
by  the  number  of  lbs.  per  m.  to  find  the  total  heat  used. 

(3).  Heat  left  in  condensed  steam. — If  all  the  heat  calculations 
were  made  from  the  temperature  of  the  hot  well,  there  would  be 
no  need  to  state  this  result,  but,  as  we  are  measuring  from 
32*  datum,  the  heat  left  will  be 

lbs.  of  steam  per  m.  x  (temp,  condensed  steam  —  32) 
Note  that,  if  the  engine  is  non-<:ondensing,  a  hot  well  or  tank 
must  be  supplied,  though  not  a  condenser  proper  and  air  pump. 

(4).  Radiation  and  unaccounted  is  found  by  subtraction  in 
balance  sheet 

(5).  Heat  left  in  jacket  water,— Th^  jackets  are  drained  regu-; 
larly,  and  the  weight  of  water  obtained.  Multiply  this  by  the 
degrees  of  temperature  above  32*  to  find  the  heat  lost 

(6).  Heat  converted  into  work  in  cylinder, — This  is  the  most 
important  statement,  and  must  be  arrived  ^t  with  great  care. 
Indicator  cards  are  taken  every  10  minutes,  and  the  LH.P. 
calculated  from  the  usual  formula  (p.  625).     Then 

foot  lbs.  per  m.         ^  ^  ,^ 
*^^-  -   =   B.T.U.  perm. 

772  ^ 

The  revolutions  may  be  taken  by  counter  or  speedometer,  or 
both. 

All  the  time  the  experiments  are  proceeding  we  are  measuring 
brake  H.P.  by  absorption  (p.  576,and  875)  and  are  thus  supplied 
with  data  for  mechanical  efficiency  (p.  770).  Finally,  the  results 
may  be  tabulated  as  follows : 

W  Th.,™..  emcienc,  {^^^J^jf^) 

{p)  Efficiency  of  a  perfect  engine  within  same  limits  {see 
p.  769,  where  r^  =  temp,  live  steam,  and  r^  =  tempi 
hot  well) 

(c)  Relative  efficiency  or  comparison  ratio  (pp.  772  and  883) 

{d)  Mechanical  efficiency. 

The  weight  of  dry  steam  per  I.H.P.  and  per  B.H.P.  per  hour 
should  also  be  given,  and  indeed  are  usually  the  only  results 
stated  for  commercial  purposes.  A  graphic  statement  of  the 
data,  as  in  Fig.  890,  conduces  to  clearness. 
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Gas-Engine  Trials.  —  We  shall  commence  with  the 

Balance  Sheet  for  Gas  Engine.  , 
(Datum  lines :  32*  F.  and  atmospheric  pressure) 


Heat  supplied 
in  B.T.U.  per  m. 

• 

Heat  used       T  usefully 
B.T.U.  p.  m.   \  and  wastefiiUy 

Per 

cent. 

To: 

(i)  Heat  of  com- 
bustion, due  to 
wt.ofgasanclair 
passing   per  m. 
+  heat  already 
in  gas  and  air... 

By  wasteful  process : 
(2)  Heat  rejected  in  jacket 
water 

(3)  Heat  discharged  in  ex- 
haust gases  

(4)  Radiation    and    unac- 
counted   



By  useful  process : 
(5)  Heat    converted     into 
work  in  cylinder 

100 

(i).  jffea/o/comlfustwn  is  evidently 

Cub.  ft.  of  gas  w  calorific  value  of  i  cub.  ft 
per  m.  of  the  gas. 

The  former  is  found  by  gas-meter,  and  the  latter  (about 
650  B.TU.)  by  analysis,  or  by  means  of  a  gas  calorimeter. 
Add  to  this  the  heat  already  in  the  gas  and  air,  above  32*,  thus 

B.T.U.perm.  -  ^jt'/er^  ^  C.  of  mixture  x  (/-3.) 

The  value  of  the  Cv  and  weight  of  mixture  is  given  in  para- 
graph (3)  following,  and  Cy  is  used  instead  of  Cp  because  we  are 
really  comparing  the  heat  given  with  that  in  an  imaginary  gas 
engine  which  receives  at  32*  and  discharges  at  exhaust  tempera- 
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ture.     In  such  case,  the  volume  of  charge  and  products  would, 
of  course,  be  constant  throughout. 

(2).  Heat  rejected  in  jacket  water, — The  quantity  of  jacket 
water  passing  is  often  found  by  a  water-meter.     Then 

B.T.U.  per  m.  -  ^^^  ^^^""^  X  ^^ff^''?"^^  ^f  ,      . 

^  per  m.         entenng  and  leaving  temp.      • 

(3).  Ifeat  discharged  in  exhaust  gases. — We  must  first  find 
the  specific  heat,  Cv,  of  the  products.  If  the  usual  proportion 
of  air  <o  gas  be  adopted,  viz.  about  10  or  11  :  i  by  volume, 

Cy  for  entering  air  and  )   ^    ,  o 

gas  together  (  **     ^  33 
Cv  for  products  leaving      =   '1876 

These  are  obtained  from  the  empirical  formulae  of  Grashof : — 

For  entering  mixture 

•i69](l  +  '226 
^^  =       R  +  -4I5 
which  assumes  an  average  sample  of  coal  gas^  and  takes  '169  as 
the  specific  heat  of  air  at  $2"  constant  volume.     R  always  stands 
for  the  ratio  of  air  to  gas  by  volume. 
For  leaving  mixture 

_   '1684  R  + -286 
^^  ~         R  +  -48 
The   specific  heat  of  air  is   taken  at  •1684  for  the  higher 
temperature. 

Sometimes  Cp  is  required  in  order  to  arrive  at  y.     Then  at 

exhaust  .^-,»,  p  j.  .,^^ 

r     -     ^37  ^+  343 

•     ^^  "*"        R  +  -48 

This  gives  '258  for  loj  :  i  mixture;  and  y  =   258 -4- '1876  =-  i'38. 

Next,  we  require  the  weight  of  mixture  passing  per  mmute. 

For  this,  two  meters  are  used,  one  for  the  air  and  one  for  the  gas 

as  they  enter  the  cylinder.      Reduce  these   volumes  to  their 

equivalent  at  32*  from  the  formula 

PV 

—  =   constant. 
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Now,  the  weight  of  a  cubic  foot  of  coal  gas  at  32*  =  00348 
lb.,  and  a  cubic  foot  of  air  at  32*  weighs  '08073  lb.     Then, 

Weight  of  gas)         cub.  ft.  gas  w  weight  of  a 
per  m.       j    "       per  m.  cub  ft.  of  gas 

Weight  of  air  *)    _   cub,  ft.  air  w  weight  of  a 
per  m.       y  per  m.  cub.  ft.  of  air 

The  total  weight  of  mixture  being  constant  up  to  exhaust, 
gives  also  the  weight  of  products. 

The  exhaust  temperature  is  found  by  pyrometer  in  the  pipe, 
so  we  have 

B.T.U.  per  m.    I      wt.  of  mixture  x         ^'         y  /®*^***st .X 

in  exhaust  gases  f  *       per  min.  of  products      V  temp,         ^    / 

(4).  Radiation  and  unaccounted  loss  is  reckoned  in  the  usual 
manner,  by  subtraction  in  the  balance  sheet. 

(5).  Heat  converted  into  work  in  cylinder,  —  The  indicator 
diagrams  are  somewhat  difficult  to  take,  and  a  good  indicator 
with  stiff  spring  and  short  stroke  must  be  used.  The  number 
of  explosions  should  be  found  by  a  counting  contrivance  attached 
to  the  charging  valve.     Then  : 

I.H.P.   »  ^i^ 

33000 

where  N  =  number  of  explosions,  L  the  nett  stroke  in  feet  and  / 
the  mean  effective  pressure.     Of  course,  the 

/LaN 


B.T.U.  per  m.   = 


772 


Further,  the  brake  H.P.  is  obtained  by  a«  suitable  dynamo- 
meter, and  the  following  statements  are  made: — 

Gas  used  per  I.  H.P.  hour. 

Gas  used  per  B.H.P.  hour. 

Mechanical  efficiency. 

Actual  thermal  efficiency. 

Efficiency  of  a  Carnbt  cycle  between  same  limits  of  tcm 

perature. 
Relative  efficiency  or  comparison  ratio. 
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The  theoretical  thermal  efficiency  of  any  gas  engine  may  be 
found  from  the  formula 


i-y 


/i-4 


where  the  suffixes  stand  for  release,  exhaust,  ignition,  and  atmo- 
sphere respectively. 

The  expansion  curve  is  /V^*'*  =  C,  and  the  compression 
curve  is/V^-^  =  C 

Oil-£ngine  Trials. — The  balance  sheet  is  of  exactly  the 
name  character  as  that  of  the  gas  engine.  Taking^  the  items 
separately. 

(i)  Heat  of  combustion  due  to  oil  per  min.  is  found  as  before, 
being  about  19,000  B.T.U.  per  lb.  wt;  and  the  hqat  already  in 
the  air  and  oil  must  be  obtained  as  follows: 


<^)  ^'^"b  a^'  ""'  ^.  ''^9  (/-  32)  X  lbs.  per  m. 

W  ^''^•J^-  ^  "^'  =  specific  ht.  X  (/-  32)  x  lbs.  per  m. 

The  specific  heat  of  petroleum  averages^•45. 

(2),  (4),  and  (5).    These  quantities  need  no  further  explanation. 

(3)  Heat  discharged  in  exhaust  pipe,  —  The  exhaust  gases 
<:onsist  of  CO3  and  air.  In  addition,  however,  on  account  of  the 
large  proportion  of  hydrogen  in  the  oil,  there  is  a  considerable 
quantity  of  water  formed,  amounting  to  nearly  half  the  weight  of 
the  gaseous  products.  The  method  of  procedure  is  somewhat 
similar  to  what  obtains  on  p.  938.     Thus : 

{a)  Analyse  the  oil  to  find  %  C  and  H. 
(b)  Find,  the  %  volumetric  composition  of  the  exhaust  gases, 
and  transform  at  once  into  %  weight  composition 
{see  a,  p.  938). 
{c)  Find  weight  of  CO^  per  lb.  of  oil,  from 

:(.C(ilb.C  +  2-661bs.O)  =  ;^-o^  (3-66 lbs. CO,)...(g;^J' 


Ul< 


Digitized  by 


Google 


948  Appendix  III. 

i^d)  Hence  from  (i^)  find  total  weight  of  CO^  per  m.,  and 

by  proportion  from  {b)  the  total  weights  of  the  other 

gases  per  m. 
{e)  As  at  {d)  p.  938  find  the  total  heat/^r  m.  given  to  the 

mixture  of  exhaust  gases,  between  32*  and  the  exhaust 

temperature. 
(/)  Find  weight  of  HjO  per  lb.  of  oil,  from 

7.H(,ib.H  +  81bs.O)  -  L?,(9lbs.H,0)...(E„.^') 

and  from  (i^)  deduce  the  total  weight  of  water  per 
minute. 
Finally,  the  heat  given  to  this  water  will  be  the  sensible  heat 
from  32'  to  212*,  the  latent  heat  at  atmospheric  pressure,  and 
the  superheat  from  212*  to  pyrometer  temperature/*,  or 


lbs.  of  water/ 


per  m. 


{Sh+966  +  (/"~3*)'48} 


The  heat  given  to  exhaust  gases  and  water  being  added, 
constitute  the  quantity  (3)*  on  the  right  side  of  the  balance  sheet, 
and  the  results  of  the  test  may  be  stated  as  at  bottom  of  p.  946. 
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I 
CHAPTER  VII. 

P,  J24,  Pneumatic  Hammer. — This  tool  has  been  much 
improved  since  the  description  on  p.  324  was  first  written,  and  is 
now  used  for  general  percussive  work,  such  as  caulking,  chipping, 
and  even  riveting.  The  drawings  in  Figs.  891  and  892  are  taken 
from  Mr.  E.  C.  Amos's  paper  before  the  Inst.  Mech.  Engineers 
in  Feb.  1900,  and  illustrate  a  very  satisfactory  hammer,  a  is  the 
working  cylinder,  b  the  piston  hammer,  d  the  tool,  e  the  con- 
trolling valve,  E^  a  steel  seating  for  the  same,  f  the^  handle,  h  the 
throttle- valve,  i  the  throttle  valve  trigger,  a^  passage  leading  from 
e  to  the  cylinder  a,  and  always  full  of  compressed  air  when 
throttle  valve  is  open,  a^  passage  from  cylinder  to  top  of  valve 
chamber,  a^  passage  from  front  end  of  cylinder  to  annular  space  e^ 
in  valve  chamber,  a^  exhaust  passage  at  rear  end  of  cylinder 
leading  to  exhaust  through  valve  interior,  a^  bye-pass  from  a^  to 
cylinder,  a^  bye-pass,  fifom  cylinder  to  a^,  a>j  exhaust  passage  from 
forward  end  of  cylinder  to*  atmosphere,  e  opening  into  valve 
bushing,  e^  opening  into  cylinder,  e^  annular  groove  in  valve 
bushing,  e^  openings  in  valve  e  leading  to  exhaust  ^g,  e^  central 
chamber  of  valve,  e^  exhaust  to  air. 

Compressed  air  having  been  admitted  at  g^  by  pressing  the 
trigger  i,  the  fluid  passes  through  e,  and  under  the  head  of  valve 
e,  thus  forcing  the  latter  into  the  position  shewn  in  Fig.  891. 
The  air  can  then  pass  into  the  cylinder  through  e^,  and  thus  moves 
piston  B  forward  into  the  position  shewn  in  Fig.  892.  The  piston 
being  reduced  in  diameter  at  b  forms  a  chamber  b^,  so  that  as  the 
piston  nears  its  forward  limit  of  stroke,  the  air  enters  the  chamber 
b^  from  the  passage  a^,  which  is  in  direct  communication  with 
space  e.  At  the  same  time  the  passage  a^  is  opened  to  b^^  and 
thus  the  air  passes  back  to  the  top  of  valve  e,  forcing  it  down  into 
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the  position  shewn  in  Fig.  892.  There  is  now  a  clear  way  for  the 
air  pressure  through  e^  €^  and  a^,  for  a^  and  ^3  are  connected ;  and 
the  return  of  the  piston  is  thus  secured.  Qoming  now  to  the 
piston  air  exhaust,  this  escapes  along  the  passage  a^  and  through 
the  openings  e^  and  e^,  if  the  piston  be  moving  leftward.  When  the 
piston  moves  to  the  right  the  exhaust  air  passes  first  through  a^ 
direct  to  the  atmosphere;  but  when  a^  is  passed,  the  escape 
occurs  through  a^,  e^  e^^  and  e^^  the  valve  e  being  up.  The  valve 
air  must  also  be  exhausted.  During  the  leftward  motion  of  the 
piston,  and  as  b^  is  passing  a^  the  air  is  permitted  to  escape  from 
the  top  of  valve  e  through  a^  and  a^  into  b^,  then  by  a^  and  a^  to 
the  atmosphere.  The  pressure  through  €  thus  again  lifts  the 
valve.  The  downward  movement  of  e  is  due  to  the  total  pressure 
on  the  area  e-^^  being  greater  than  that  on  the  ring  underneath  the 
head.  Reduction  of  shock  is  effected  by  cushioning,  which  in  the 
piston  is  obtained  by  the  closing  of  port  a^  before  the  end  of  the 
back  stroke.  In  the  valve  a  little  air  is  imprisoned  round  the 
boss  ^10  which  only  slowly  escapes  through  a^  on  the  upward 
stroke.  The  portion  e^  of  the  valve  is  of  a  diameter  nearly  equal 
to  the  small  bore  of  the  valve  bushing,  and  there  is  also  a  small 
circular  groove  at  e^.  When  the  valve  moves  down,  e^  first  enters 
the  small  bore  of  the  valve  chamber,  and  this  tends  to  retard  the 
passage  of  air  through  the  bore,  permitting  the  excess  of  air  to  act 
as  a  cushion. 

Within  certain  limits  the  strength  of  the  blow  may  be  regu- 
lated by  adjusting  the  amount  of  opening  at  the  throttle  valve  h  ; 
this  is  produced  by  rotating  the  nut  g,  and  thus  screwing  the 
seating  to  left  or  right.  Other  hammers  are  made  that  are  called 
*  valveless,'  because  they  dispense  with  valve  e,  and  use  the  piston 
to  uncover  ports  in  the  cylinder  walls,  but  such  hammers  are  not 
suitable  for  heavy  chipping  or  riveting.  The  speed  of  valve 
hammers  is  about  1500  to  2000  blows  per  minute,  while  *  valve- 
less 'hammers  vibrate  at  10,000  to  20,000  strokes  per  minute,  but 
with  a  lighter  Wqw.  The  air  pressure  is  about  60  lbs.  to  80  lbs. 
per  square  inch,  and  it  should  also  be  mentioned  that  the  '  Little 
Giant'  hammer  is  made  by  the  International  Pneumatic  Tool 
Company. 
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CHAPTER  VIII. 

F,  40s,  Strength  of  a  Suspension  Link. — Although  the 
investigation  on  p.  405  has  been  retained  as  a  convenient  intro- 
duction to  the  theory  of  riveted  joints,  for  which   it  is   quite 


Fxxr/TLS  of  S/LSrvertszort   LiXnJcs, 
as  decUccect  Jhoirb  jexpjsryUnenJb, 

reliable,  the  student  must  be  warned  that  it  does  not  me^  the 
proportions  of  suspension  links  adopted  in  practice.  At  the  same 
time,   as  a  satisfactory  theory,  taking  into  account  an  uneven 
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condition  of  stress  at  a  r,  Fig.  355,  has  not  been  propounded,  we 
are  obliged  to  accept  such  forms  as  are  the  result  of  direct 
experiment.  In  Fig.  893  are  shewn  six  different  forms  of  eye, 
all  of  which  have  been  used  on  bridges,  and  all  of  which  have 
been  proved.  In  Mr.  Shaler  Smith's  experiments  the  mode  of 
manufacture  was  tested  as  well  as  the  proportions,  and  therefore 
the  results  are  probably  the  most  reliable. 

Pp.' 443  and  8s o. 

Example  68. — ^A  beam  is  supported  at  two  points  one-quarter  of 
its  length  from  each  end,  and  is  loaded  by  three  equal  concentrated 
weights  placed  at  the  ends  and  the  centre  respectively ;  draw  the 
diagram  of  bending  moment. 

The  arrangement  of  the  loads  is  shewn  in  Fig.  894,  and  the 
diagram  of  Bm  is  to  be  drawn  on  the  subtractive  principle.  Firstly, 
construct  the  trapezium  A  B  C  D,  where  EC  or  F  D  =  W  x  J/.    This 


JBjearrv 
£]jcctmnZe< 


diagram  shews  the  Bm  which  would  be  caused  if  Wj  and  Wj  acted 
only,  and  the  beam  would  be  thereby  curved  upward.  But  Wj  will 
produce  a  reverse  curvature  on  the  beam  between  e  and  f^  while 
not  affecting  the  parts  a  e  and  fb.    This  moment,  whose  maximum  is 


_  X  -  =  W  X  j/,  or  half  that  at  E  C,  must  be  subtracted  at 
2     4 


every 


point  between  E  and  F,  as  shewn  at  C  G  D,  and  the  remaining  shaded 
figure  is  the  true  diagram  of  bending  moment. 

P.  4yi.  Wind  Pressure  on  Roofs. — Some  years  ago 
Prof.  Kemot,  of  Melbourne  University,  constructed  a  blowing 
machine  giving  a  fairly  steady  jet  of  air  about  one  square  foot  in 
sectional  area,   and  to  this  he  exposed  numerous  models  of 
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buildings,  afterwards  measuring  the  wind  pressure  on  the  various 
surfaces.  He  found  that  the  only  cases  in  which  the  ordinary 
methods  of  calculation  for  wind  pressure  on  roofs  (p.  471)  agree 
with  practice  are  : — 

I.  A  roof  on  columns,  with  free  air  space  beneath. 

3.  A  roof  lying  on  the  ground,  viz.,  without  raised  supports. 
The  other  cases  taken  w6re : — 

3.  A  roof  supported  on  walls  rising  as  far  as  the  eaves. 

4.  A  roof  on  walls  having  parapets  above  the  eaves. 

In  case  3,  no  pressure  was  experienced  on  the  roof  whatever, 
while  in  case  4  there  was  actually  a  negative  pressure,  causing  a 
decided  tendency  to  lift.  These  experiments,  the  results  of  which 
are  published  in  Vols.  V.  and  VI.  of  the  Australasian  Association 
for  the  Advancement  of  Science,  are  supported  by  our  general 
experience  of  roofs  injured  by  wind. 


CHAPTER  IX. 
Pp.  484  andS2o.  Mechanical  Advantage  and  Velocity 
Ratio. — Taking  the  symbols  on  p.  481,  the  theoretical  form  of  the 
principle  of  work  t  viz.,  neglecting  friction,  is 

Px^  =  WxD 
But  if  Pi  is  the  practical  effort  required,  including  frictional  effect, 
xSxt  practical  form  of  the  principle  of  work  becomes 

PiXi/=  WxD 
and  therefore  the  efficiency  of  the  machine 

P 
=  p    «  17  say. 

W 
Now  Theoretical  mechanical  advantage  (T  M  A)  =  ~  ;  and 

W 
Practical  mechanical  advantage  (P  M  A)  =  —  ;  and  velocity  ratio 

d  ' 

=  =r  which  is  numerically  equal  to  T  M  A. 
.-.  PMA 


W 

P 
Pi 

d 

velocity 

ratio  X 

n 
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Suppose  then  a  machine  has  a  velocity  ratio  of  4:1,  and  an 
efficiency  of  30  ""l^^  its  real  mechanical  advantage  would  be 

4x30 

IX 100      

Referring  to  example  42,  p.  484,  let  us  assume  an  efficiency  of 

607,.    Then 

rM.K  K       ^TT^  W       1120 

PMA  =  VRxiy=  =r-  =  --— 
1*1        60 

.    --_.       1 1 20x100      follower    15 

.  *.  VR  =  —7 ' —  =  -—: X  — 

60x60  driver  ,    5 

,     follower    '  1120x100x5       io'37 

and    ---: » ?  ^  — £/ 

driver         60x60x15  i 

So,  in  actual  practice,  the  pitch  line  diameters  may  be  3''  and  31  •2''^ 
for  pinion  and  wheel  respectively. 

Example  43  needs  no  correction,  because  this  is  a  question  of 
positive  speed  merely. 

In  example  44  let  us  again  assume  an  efficiency  of  6o7o-  Now 
TMA  =  16:1  =  VR 

.-.   PMA  =  i6x'6  =.  9-6: 1 

and  Wj  =  9*6  x  120  =  11 50  lbs. 

If  the  Weston  block  has  an  efficiency  of  35  7o  (see  p.  577)  we  have 
PMA  =  2ox'35  =  7:1 
.  • .  Wj  =  7  X  50  =»  350  lbs. 

In  like  manner  the  real  pull  on  the  handle  in  the  screw  jack,  p. 
520,  with  an  efficiency  of  60  '/^  for  the  worm  and  35  **/,  for  the  screw, 
or  a  total  of  '6  x  '35  =  '21  would  be 

?!  =  20  -f  -21  =  95  lbs. 
which  means  that  10  tons  could  not  be  raised  conveniently. 

Pp,  S74  <^nd  87J,  Efficiency  Curves. — Whenever  experi- 
ments are  made  upon  machines  in  order  to  discover  their  frictional 
loss  and  efficiency  under  all  loads,  the  full  set  of  curves  shewn  in 
Fig.  895  ought  to  be  plotted,  to  a  load  base.    The  equations  to 
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every  curve  ought  next  to  be  found,  so  that  the  numerical  results 
for  a  particular  I6ad  could  at  any  time  be  given. 


>.  AOV-)__ 


oi_ vv_ 


^/fAjcierbcii  Canoes.     Fajq.  895. 


Line  P  is  of  the  form   y=^mxy  thus 
Line  Pi  is  of  the  form  J'l  «=  »»i  -^i  +  ^>  ^^ 


Nextly, 


W 


Pi      VR(^W  +  r) 
But  the  construction  of  the  machine  will  give  us  the  velocin 
ratio,  being  ^^D,  so 

TMAorVR  =  a  constant 

And  finally, 

.-.  PMA  =  VRxi, 


W 


In  an  engine,  whether  actuated  by  steam  or  gas,  P  would 
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represent  the  brake  H.P.,  and  P^  the  indicated  H.P.  These  lines 
would  be  much  more  nearly  parallel  than  in  other  machines,  viz., 
the  frictional  loss  would  vary  little  from  light  up  to  full  load.  The 
efficiency  curve  would  have  the  same  general  character,  and  the 
whole  would  be  drawn  to  a  base  of  load  (B.H.  P.). 

F,  4g4,  Whitworth's  Quick-return  Motion. 

Example  69.  Let  two  pieces  move  about  fixed  parallel  axes  in 
rubbing  contact.  Given  the  angular  velocity  of  one  of  them,  find  that 
of  the  other  :  also  the  normal  velocity,  and  the  velocity  of  sliding  at 
the  point  of  contact.    (Hons.  Applied  Mechanics  Exam.,  1897.) 


F'AJCf.  696. 


The  first  part  of  this  question  is  answered  by  the  construction 

shewn  in  Fig.  457,  /.  493.    The  normal  and  sliding  velocities  of  the 

•slider  arc  further  shewn  in  Fig.  896.     Referring  to  the  latter  figure, 
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A  B  is  the  fixed  link,  B  P  the  driver  travelling  uniformly  say,  and  A  c 
is  the  driven  link  having  a  varying  angular  velocity.  Following  the 
method  of/.  493,  and  considering  B  as  the  diagram  centre,  bp:= 
velocity  of  driver  at  any  point,  and  D  E  F  K  is  a  polar  curve  shewing 
itf  of  driver.  Also  G  H  F  j  is  a  polar  curve  shewing  m  of  A  C  by  its 
radii  vector. 

Proceeding,  let  bp= linear  velocity  of  P,  and  complete  the  parallelo^ 
gram  L  P  M  B.  Then  with  centre  B,  turn  L  round  to  N,  and  M  to  Q. 
Doing  this  for  various  positions,  we  have  constructed  the  polar  curve 
D  Q  F  s,  shewing  linear  velocity  of  slider  P  normal  to  A  C.  Similarly 
the  polar  curve  B  N  T  shews  linear  velocity  of  slider  P  sliding  along  AC. 
For  proof,  PRY  is  a  triangle  of  velocities,  drawn  (i)  right  angles  to 
p  B,  (2)  right  angles  to  A  c,  (3)  parallel  to  A  c,  and  it  is  easily  seen  that 
triangle  B  P  L  is  similar. 

P.  ^5j.  Electric  Accumulators  or  Secondary  Bat- 
teries.— The  Plants  and  Faure  cells  have  already  been  generally 
described.  Both  kinds  of  cells  are  still  used,  the  E.P.S.  being  a 
Faure  cell,  and  the  Epstein  a  Plants  cell,  while  the  Chloride  Co. 
claim  to  unite  the  advantages  of  both  types.  In  the  Faure  cell 
the  plates  are  lead  grids,  whose  holes  are  filled  with  paste  made 
as  follows : — 

Positive  plate  :  red  lead  (PbjO^)  mixed  with  dilute  sulphuric 

acid. 
Negative  plate:  litharge  (PbO)  mixed  with  dilute  sulphuric 

acid. 
(Note :  Comparing  with  a  primary  battery,  the  -h  is  equivalent 
to  zinc  and  the  —  to  copper.) 

The  probable  condition  in  the  Plants  battery  is  :  ' 

+  Plate      Electrolyte       -  Plate 
When  charging       ...     PbOg   +  2  H2SO4  +  PbO. 
When  discharging  ...     PbS04+   2  HgO    +  PbSO^. 

While  in  the  Faure  cell  the  reaction  may  be : 
+  Plate,     charging  :  PbSO^  4-  2  H^O  +  SO^  =  PbO^  +  a  H^SO^ 
-Plate,     charging:  PbS04+    ^2'  =  Pb      +  HgSO^ 

+  Plate, discharging:  PbOg  +  2B..^0^  +  li^^  PbSO^  +  aHjO 
-  Plate,  discharging:  Pb       +  SO  '  =  PbSO 

Fig.  897  shews  diagrammatically  the  arrangement  of  the  plates 
in  a  two-cell   battery.      The  electrolyte  or  conducting  liquid 
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between  the  plates  is  made  up  of  4  parts  of  sulphuric  acid,  having 
a  specific  gravity  of  1  84,  to  2 1  parts  of  distilled  water,  both  by 
measure,  the  acid  being  slowly  added  to  the  water  and  the  mixture 
allowed  to  cool. 

Now,  there  are  three  kinds  of  winding  in  continuous  current 
dynamos:  (i)  series  wound,  where  the  full  armature  current  is 
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carried  round  the  magnets  to  excite  them,  and  then  to  the  mains, 
all  in  *  series;'  (2)  shunt  wound,  where  a  portion  only  of  the 
armature  current  is  used  to  excite  the  magnets,  carried  in  a  small 
bye-pass  wire  or  shunt;  (3)  compound  wound,  where  both 
methods  are  adopted  simultaneously.  The  shunt-wound  dynamo 
is  alone  suitable  for  charging  accumulators,  except  the  excitation 
be  caused  by  a  separate  small  dynamo.  When  all  is  ready,  the 
dynamo  is  run  up  to  speed  till  the  volts  are  properly  adjusted, 
and  only  then  is  the  circuit  closed  with  the  cells.  The  charging 
current  should  not  exceed  '026  amperes  per  square  inch  of  plate 
surface,  and  there  should  be  a  constant  pressure  whose  volts  = 
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275  X  number  of  cells.  The  time  of  charging  must  be  12  horns 
when  the  cells  are  first  filled,  and  may  even  be  30  or  40  with 
some  makes  of  cells.  Plates  are  of  various  sizes  and  areas,  so 
that  the  chairging  rate  may  vary  from  4  up  to  15  amperes  per 
plate.  As  soon  as  the  cells  are  fblly  charged,  the  circuit  is  to  be 
broken  first,  and  the  engine  slowed  down  afterwafds.  Diagrams 
shewing  variation  of  voltage  during  charge  and  discharge  are 
shewn  in  Fig.  897,  from  which  it  will  be  seen  that  in  charging 
the  voltage  gradually  rises  from  i'9  to  2*4,  while  at  the  same  time 
the  specific  gravity  of  the  liquid  increases  from  I'ly  to  1*25,  which 
is  a  further  test  of  charge  completion.  If  the  charge  is  caniwi 
far  enough,  small  gas  bubbles  fill  the  cell  as  they  rise  to  the  sur- 
face, and  this  effect  is  called  *  milking.'  Cells  refusing  to  milk 
must  be  removed  and  examined.  In  discharging,  the  E.M.F 
falls  rapidly  at  first  to  2  volts,  and  then  gradually  tc  1*9  '^^^ 
after  which  no  more  current  must  be  taken,  there  being  only  on^ 
quarter  of  the  original  energy  now  left 

The  charging  and  discharging  times  should  be  approximately 
equal,  for  although  rapid  discharge  does  sometimes  take  place, 
the  plates  not  only  deteriorate  thereby,  but  a  lower  efficienc)  ^ 
maintained,  due  to  heat  losses  caused  by  resistance.  Also  ^^ 
most  economical  charging  rate  is  one-half  of  the  maximum  allov* 
able.  It  is  importilnt  that  the  battery  should  be  kept  as  ftiHj 
charged  as  convenient — up  to  milky  at  least  once  per  weet 
The  discharge  must  never  be  complete,  nor  must  the  battery 
remain  idle  for  any  length  of  time,  especially  when  low  in  charge; 
neither  must  the  normal  rates  of  charge  and  discharge  be  ci- 
ceeded.  The  liquid  may  be  replenished  with  pure  water  as  it 
evaporates. 

The  capacity  of  the  battery  is  measured  in 

A„.p.re  hours  =  {  -^■^^^^'«^'  }  x  {  '<^^Z^' 
And  also  in 

Which  may  also  be  given  in 

TT  r»  I.  Watt  hours 

H.P.  hours  = -z 
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Capacities  vary  considerably,  from  30  up  to  600  amperes  per 
cell,  according  to  the  number  of  plates  and  their  size. 

^         ^    ^  ,  discharge  ampere  hours      ^  ^,       '      , 

Current  efficiency  «  — ; ^ — = =  80%  to  00% 

charge  ampere  hours 

-^  ^  .  discharge  Watt  hours      ,  „,  ,        «, 

Energy  efficiency  =    charge  w.^,  h^„,,    -  60%  to  70% 

Both  these  depend  on  rates  of  discharge,  the  lower  figure  for 
a  rapid,  and  the  higher  for  a  slow  rate. 

Over-discharging,  or  too  strong  an  acid,  may  either  of  them 
cause  sulphating  of  the  plate,  the  second  fault  being  remedied  by 
the  addition  of  a  small  quantity  of  carbonate  of  soda.  Buckling 
of  the  plate  is  caused  by  variable  action,  excessive  rates,  or  by 
sulphating ;  and  disintegration  results  both  from  sulphating  and 
buckling. 

For  electric  lighting,  the 

.  _       ...       E  M  F  of  lamps 

No.  of  cells  =  —  +  2  or  3 

2  ^ 

For  traction,  accumulators  rapidly  deteriorate  through  vibration 
or  excessive  rates  (see  next  paragraph). 

P,,SS4'  Electric  Traction. — There  are  four  methods  now 
in  vogue  for  carrying  the  current  from  main  to  car  motors : 

1.  Overhead  line,  with  small  trolley. 

2.  Conduit,  with  slot  rail. 

3.  Surface  contact,  with  temporarily  live  studs. 

4.  Accumulators  on  the  cars. 

The  overhead  or  trolley  system  is  by  far  the  cheapest,  and, 
being  very  little  objectionable,  is  now  most  used.  The  main  is 
buried  in  the  ground,  and  the  live  wires,  one  for  the  up  and  one 
for  the  down  line,  are  carried  on  suitable  posts  and  brackets, 
being  connected  to  the  main  through  the  hollows  in  the  posts.  The 
current  is  taken  to  the  motor  from  the  overhead  trolley  through  a 
*  fishing  rod '  (/.  554),  and  the  return  is  by  way  of  the  rail,  whose 
several  parts  are  connected  by  *  bonds '  at  the  fish-plates. 

The  conduit  system  is  so  very  expensive  that  it  has  only  been 
adopted   where  appearance  has  had   to  be  considered.      The 
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current  is  taken  directly  from  the  main  in  the  conduit,  and  re- 
turned by  the  side  rails  (see  p,  554). 

In  the  surface-contact  system,  studs  are  laid  along  the  track 
centre  at  short  intervals,  and  these  are  only  made  *  live '  when  a 
contact  piece  on  the  under-side  of  the  car  passes  over  them. 

Accumulators  are,  as  already  stated,  excessively  heavy  as  yet, 
though  there  are  signs  of  a  possible  reduction  of  weight.  They 
cannot  compare  with  the  trolley  system  as  regards  first  cost,  while 
the  expenses  of  repair  and  renewal  are  very  great  The  great  advan- 
tage of  the  system  is  the  separation  of  the  cars,  so  that  a  defection 
of  one  car  cannot  interfere  with  the  rest  of  the  system.  For  motor 
cars  they  produce  a  completely  vibrationless  mode  of  driving  which 
is  remarkably  pleasant,  but  the  cell-load  makes  a  larger  proportion 
of  the  total  than  in  full-sized  tramcars.  Thus,  in  the  electric  cabs, 
the  cells  weighed  14  cwt  and  the  car  11  cwt.,  while  the  people 
would  not  exceed  5  cwt  In  large  cars,  on  the  other  hand,  while 
half  the  load  is  due  to  the  car,  the  other  half  is  equally  divided 
between  the  passengers  and  the  battery. 

The  working  expenses  per  mile  are,  with  horse  cars,  lo'jd,, 
with  steam  cars  10*3^.,  or  about  the  same,  and  with  electric  cars 
on  the  trolley  system  4*8//. 

JP,  s^o.  Frictional  Loss  in  Engines. — Another  way  of 
measuring  this  loss  is  to  find  the  revs,  per  m.  of  engine  at  moment 
of  shutting  off  steam,  and  ascertain  energy  of  rotation,  Wt^  -v-  2^, 
of  flywheel  or  any  further  pulleys  =  E,  say.     Then 

E  -T-  no.  of  turns  before  stopping  dead 

=  energy  absorbed  by  friction  of  the  unloaded  engine  per  turn. 

E 

Also X  N  =  work  absorbed  per  m.  when  running. 

turns  ^  ^ 

EN  „^  ,       .    ^.    . 

And  =; =  H.P.  lost  m  fnction 

T  X  33,000 

Then  as  before 

I.H.P.  at  any  load  -  H.P.  lost  =  B.H.P. 

This  is  only  true  on  the  assumption  that  in  engines  the  lines 
P  and  Pj  of  Fig.  895  (B.H.P.  and  I.H.P.  respectively)  are  nearly 
parallel,  which  is  a  fairly  correct  assumption. 
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CHAPTER  X. 

P,  yoo.  Electric  Ignition  for  Gas  and  Oil  Engines. — 
The  advent  of  the  motor  car  has  brought  electric  firing  into  great 
prominence,  so  that  tube  ignition  has  been  practically  abolished  for 
all  types  of  engines.  At  the  present  time  three  systems  of  obtaining 
the  electric  spark  are  practically  used :  (i)  the  primaty  or  the 
storage  battery,  whose  current  pressure  is  intensified  by  means  of 
an  induction  coil,  (2)  a  magneto-electric  machine  giving  a  current 
of  low  pressure,  (3)  a  small  dynamo  also  producing  a  low-pressure 
current. 

The  first  of  these  systems  may  be  illustrated  by  Fig.  898, 
which  shews  the  wiring  adopted  in  the  De  Dion  motors.  Taking 
the  parts  in  order  we  have,  a  the  battery,  b  the  primary  wires,  in 
circuit  with  the  inner  or  primary  winding  p,  j  the  induction  coil 
whose  secondary  winding  s  is  coupled  to  the  firing  plug,  the 
current  passing  through  the  wire  w  and  returning  by  the  frame  E 
of  the  engine,  and  finally  the  make  and  break  hammer  m,  also  in 
circuit  with  the  primary  winding.  The  battery  consists  either  of 
four  Leclanch^  dry  cells  giving  about  6  volts  at  3  to  lo  ampfere^, 
or  of  two  to  three  storage  cells  of  2  volts  each.  The  induction 
coil  consists  of  two  windings,  primary  and  secondary,  as  mentioned, 
a  soft  iron  core  Q,  and  a  condenser  c  made  of  layers  of  tinfoil  and 
waxed  paper.  The  plug  g  being  in  place,  the  switch  s  is  closed 
and  the  engine  shaft  turned  round,  causing  the  cam  h  to  rotate 
also,  which  permits  the  hammer  d  to  make  and  break  contact  at 
the  proper  time,  thus  enabling  the  cell  current  to  pass  through  the 
induction  coil,  with  the  result  that  a  secondary  current  of  great 
intensity  but  low  amperage  is  created  in  the  wire  w,  and  the  spark 
passes  at  k,  igniting  the  mixture  in  the  cylinder.  The  ebonite 
block  L  may  be  altered  by  a  rod,  as  shewn  dotted,  so  as  to  change 
the  firing  position  as  regards  the  engine  stroke,  and  thus  con- 
stitutes a  hand  governor  of  great  convenience,  producing  various 
degrees  of  speed  and  power.  The  firing  plug  is  shewn  at  n  to  a 
larger  scale,  the  wire  and  rod  w  w  being  insulated  by  porcelain, 
and  in  some  cases  mica.  The  De  Dion  engine  rotating  at  1500 
revolutions  per  minute  does  not  permit  of  the  attachment  of  a 
trembling  hammer  to  the  induction  coil,  so  the  spark  is  produced 
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instantaneously  in  one  flash.  In  other  engines,  like  the  original 
Benz,  having  but  800  revs,  per  m.  or  thereabouts,  a  trembling 
hammer  on  the  coil  causes  a  spark  of  longer  duration. 

The  magneto-machine  is  represented  by  the  Sims-Bosch  gear 
shewn  in  Fig.  899.  a  is  a  permanent  magnet  of  some  strength, 
and  B  a  fixed  armature  wound  lengthwise  with  a  wire  c  making 
circuit  with  the  sparking  plug  e  partly  directly  and  partly  through 
the  engine  frame  d.  f  is  a  soft  iron  shield  which  is  caused  to 
rock  on  the  armature  centre  by  means  of  the  connecting  rod  f 
coupled  to  a  cam  disc  g  on  the  engine  shaft.  As  the  cam  rotates, 
it  allows  the  tappet  h  to  lower  at  the  proper  time  and  raise  the 
trip  lever  j,  thus  breaking  the  armature  circuit  and  causing  the 
spark  to  pass  at  £  within  the  cylinder.  It  is  well  known  that  the 
disturbance  of  a  magnet's  iield  will  cause  difference  of  potential 
in  a  circuit  between  its  poles,  and  such  disturbance  is  actually 
produced  by  the  rocking  of  the  soft  iron  shield. 

Fig.  900  shews  the  method  of  connecting  up  a  small  shunt- 
wound  dynamo  a,  which  is  driven  from  the  engine  shaft  As  the 
current  cannot  flow  till  the  engine  is  running,  the  latter  must  be 
started  by  means  of  the  secondary  battery  b,  which  is  provided 
with  a  primary  coil  c  having  large  self-induction ;  but  as  soon  as 
the  dynamo  becomes  excited  by  the  engine  it  is  switched  in 
circuit  with  the  coil  and  firing  plug,  while  the  accumulators  are 
fed  in  parallel  by  a  portion  of  the  dynamo  current,  so  that  the 
cells  are  kept  constantly  charged.  Thus  by  closing  switch  e,  we 
connect  the  battery  b,  coil  c,  and  firing  plug;  and  when  ready  the 
dynamo  is  coupled  by  switch  d,  sending  some  of  its  current  by 
•  c  and  F,  and  the  overflow  through  b.  When  the  cdls  are  fully 
charged,  e  may  be  opened. 


CHAPTER  XI. 

P,  7/5.  Friction  in  Pipes. 

Example  70.  Find  (i)  the  head  necessary  to  produce  a  flow  of 
3  ft.  per  sec.  in  a  pipe  6"  diameter  and  i  mile  long,  the  coefficient  of 
friction  being  'oi  ;  and  (2)  the  velocity  of  discharge  of  water  through 
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a  pipe  I  mile  long,  6"  diameter,  with  60  ft.  of  head,  and  the  same  co- 
efficient. 

Case  I.    Head  lost  in  friction  =  4A*]5-*~ 

4X-OIX  5280x9 
" -5^^ ^^^^' 

Velocity  head  = —  =-^  =  '14  ft. 

.-.  Total  head  =  597  +  '14  =  59*84  ft. 

Case  II.    Total  head  =  head  lost  in  friction  +  velocity  head 

/  5280      v^\      v^      , 

-(4XOIX— x-g^)  +  ^=6o 

423*4  v^  —  3840  and  2/  =  3'  per  second. 


F,  fdg.  Thermal  Efficiencies. — Comparing  with  steam 
engines  giving  14%  to  20%  efficiency  between  work  done  and 
heat  in  the  steam  used,  the  Pulsometer  {/.  734)  shews  very  badly, 
for  taking  as  it  does  800  lbs.  of  steam  per  H.P.  per  hour,  the 
efficiency  is  but  \  of  1%.  With  the  *Grel*  attachment  this  is 
doubled,  and  becomes  J  of  1%.  Low  though  this  is,  the  Steam- 
jet  Pump  or  Water  Lifter,  a  kind  of  lifting  injector,  records  a  still 
lower  effect,  for  2000  lbs.  of  steam  per  H.P.  hour  are  ex- 
pended, giving  an  efficiency  of  -^^  of  1%.  Nevertheless,  both 
these  contrivances  have  very  convenient  uses, 

F,8g4.  Parsons'  Steam  Turbine.— It  appears  that  diffi- 
culties with  regard  to  patent  rights  was  the  reason  for  the  tempo- 
rary abandonment  of  the  axial-fiow  turbine,  and  the  substitution 
therefor  of  the  outward-and-inward-flow  turbine  shewn  in  Fig.  856. 
Parallel-flow  has  since  been  returned  to,  and  indeed  the  engines 
of  the  famous  TurbiniOy  of  2100  H.P.,  were  of  this  type,  both  forms 
being  now  manufactured.  Fig.  901  illustrates  the  parallel-flow 
type,  and  is  easily  understood.  Steam  enters  by  the  valve,  and 
traverses  each  of  the  chambers,  c,  d,  and  e  in  succession,  the~^nal 
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exhaust  taking  place  at  b  ;  and  an  enlarged  diagram  at  f  shews 
the  form  of  the  blades  in  both  wheel  and  fixed  cylinder.  {Seep. 
1 168.) 


Ffcunsorts*  Pxt/xxIZel-fiLow  Sjbecurv  Utcnbine. 
JFltcf,  90i. 

F,  8g8.  Balancing  of  Locomotives. — Prof.  Kernot,  of 
Melbourne  University,  writes  that  he  has  got  excellent  results  in 
the  case  of  nearly  one  hundred  locomotives,  by  first  balancing  the 
revolving  parts  perfectly,  and  next  balancing  \  of  the  reciprocating 
weights,  dividing  the  latter  equally  among  all  the  coupled  wheels^  so 
as  to  distribute  the  *  hammer  blow '  on  the  rail  and  make  it  harm- 
less. The  engines  treated  were  mostly  six-coupled  inside  cylinders 
of  English  type.     (Seep.  1201.) 
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CHAPTER  I. 

Pp,  34  and  783.  Moulding  Machines. — By  the  use  of  the 
hydraulic  machine  shewn  in  Fig.  902,  which  is  made  by  Messrs. 
Bopp  &  Reuther  of  Mannheim,  the  pressing  of  the  sand  is  per- 
formed simultaneously  in  both  moulding  boxes,  and  the  removal 
of  the  latter  effected  at  one  operation,  thus  accelerating  the 
work. 

The  hydraulic  cylinder  g  contains  a  ram  f,  which  supports  a 
table  u  carrying  the  lower  box  e,  and  the  constant  pressure  in 
cylinders  s  s  balances  the  dead  weight.  The  pattern  plate  a,  to 
which  are  attached  the  two  half-patterns  b  and  c,  is  run  into 
position  along  the  rails  shown.  The  upper  box  d  is  supported 
on  a  frame  which  can  slide  on  vertical  rods  q  q,  and  is  connected 
to  the  ram  f  by  the  piston  rod  h,  the  crosshead  j,  and  the  ropes 
passing  round  the  pulleys  m  n  k  l  ;  so  it  follows  that  the  raising 
of  E  will  lower  d,  and  vice  versd. 

The  pattern  plate  a  being  admitted,  the  boxes  are  filled  with 
sand,  and  a  suitable  presser  block  placed  at  t.  The  pressure 
water  is  next  let  into  the  ram,  and  as  £  is  raised  to  meet  the 
plate,  D  is  simultaneously  lowered,  after  which  e,  a,  and  d  rise 
together  till  they  reach  the  block  t;  thus  putting  the  required 
compression  on  the  sand.  The  valve  R  being  now  opened  to' 
exhaust,  the  pressure  is  removed,  and  the  ram  again  falls,  lowering 
the  pieces  e,  a,  and  d  :  together  at  first.  The  moment,  however, 
that  E  detaches  itself  from  plate  a,  so  also  does  d  begin  to 
rise;  and  when  they  all  take  the  positions  shewn,  the  boxes 
may  be  removed  and  the  operations  repeated  with  a  new  pair  of 
boxes. 
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CHAPTER  III. 

P,  86,  Soldering  is  the  process  of  uniting  metals  by  readily 
fusible  alloys  that  melt  at  temperatures  that  do  not  injure  the 
work.  The  methods  may  be  classed  under  hard  soldering  and 
soft  soldering.  The  former,  called  also  brazing,  already  described 
at  p.  86,  requires  a  temperature  of  500*  F.  or  more.  Soft  solder 
consists  of  3  parts  by  weight  of  lead  to  2  of  tin,  melting  at  about 
340*  F.,  and  a  flux  of  *  killed  spirit '  may  be  used  to  clean  the 
joint  and  prevent  oxidation.  This  flux  is  .obtained  by  dissolving 
scraps  of  zinc  in  hydrochloric  acid  till  the  latter  is  completely 
changed  to  zinc  sulphate,  when  an  equal  quantity  of  water  is 
added.  It  is  objectionable  as  causing  rust,  so  in  many  cases,  as 
in  electric  wiring,  it  is  not  permissible,  resin  only  being  allowed, 
to  which  a  little  oil  may  be  added ;  but  as  resin  does  not  clean 
the  joint,  the  parts  must  be  thoroughly  rubbed  and  scraped 
before  soldering.  The  soldering  bit,  made  of  copper,  must  also 
be  cleaned  and  *  tinned '  with  solder  before  commencement.  Soft 
soldering,  when  applied  to  unite  bearing  brasses  and  the  like,  is 
often  termed  *  sweating.' 

CHAPTER  IV. 

P,  gs  ^  282.  Rivet  Making. — Vincent's  machine  f6r  heading 
bolts  and  rivets,  shewn  in  Fig.  902a,  is  much  in  favour  on 
account  of  the  excellent  work  produced  by  it.  A  standard  a 
carries  in  bearings  b  b  a  shaft  c,  which  is  rotated  from  a  counter- 
shaft by  the  pulley  d.  Upon  c  are  fixed  two  bevel  friction  wheels 
E  and  F,  that  alternately  drive  the  third  friction  wheel  G  placed  on 
the  vertical  screw  shaft  h.  The  coarse-pitched  screw  h  carries 
an  upper  die  j,  which  remains  at  a  constant  height,  and  also 
•  gives  vertical  motion  to  the  tup  k,  which  travels  between  the 
slides  LL  on  the  frame  a.  This  tup  is  in  one  piece  with  the 
lower  die  m,  into  which  is  inserted  the  hot  rivet  shank  \  and  the 
depth  of  the  hole  to  receive  the  latter  is  decided  by  the  position 
of  the  buffer  nut  N,  which  may  be  raised  or  lowered  and  then 
fixed  by  the  screw  clamp  lever  p.  The  shaft  c  is  pressed  leftward 
by  the  weight  q  and  bell-crank  r  bearing  on  the  shaft  end,  and  a 
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rightward   pressure  is  similarly  caused   by  rcxi  s  through   bell- 
crank  T :  thus  wheels  e  or  f  are  put  in  gear  with  g  at  will     The 


Vincents  BalZ  &  Rixjjet  Fx^r/^iiv^  JVLouchinj^ 

(by  MESSffS.  CR£ENWOOD  J*,  BATUrv)  FJQ'  902cL. 

Starting  handle  u  being  raised,  the  weight  q  puts  f  in  gear,  and 
H  is  rotated  so  as  to  lower  the  tup.  The  rivet  shank  is  then 
inserted  at  m.     The  handle  u  is  next  pressed  downward,  putting 
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E  in  gear  and  causing  the  tup  to  rise  till  m  and  j  meet  to  form 
the  rivet  head.  The  tappet  v  has  thus  reached  the  nut  w  and 
raised  the  striking  bar  x  together  with  the  handle  u,  compelling 
the  tup  to  once  more  descend.  But  a  stop  rod  y  passes  upward 
through  N  and  m  to  an  arranged  height  suitable  for  the  rivet 
length,  so  when  the  whole  piece  k  m  n  strikes  the  buffer  plates  z, 
the  rivet  is  ejected  by  its  meeting  rod  v.  The  workman  imme- 
diately inserts  another  shank  piece,  and  the  tup  ascends  auto- 
matically on  account  of  tappet  v  meeting  nut  d  and  so  depressing 
the  handle  j. 

I'p.  124  and  748,  Case-hardening, — An  excellent'  form  of 
animal  charcoal  is  manufactured  by  Messrs.  Palfreyman,  of  Liver- 
pool, for  case-hardening  purposes.  Pure  white  hard  bone  is 
cleared  of  pith  and  grease,  and  then  carbonised  in  closed  retorts 
at  a  uniform  temperature.  After  removal,  and  when  still  hot,  it 
is  charged  with  a  pure  hydro-carbon  oil,  which  prevents  the 
accession  df  damp  t— a  very  great  desideratum.  The  charcoal 
thus  obtained  is  said  to  have  three  times  the  carbonising  power 
of  ordinary  bone  black :  certainly  much  more  than  can  be 
obtained  with  natural  bone  or  leather,  where  the  preparation 
has  to  be  done  in  the  boxes  themselves ;  and  the  colour  on  the 
work  is  better  and  more  uniform.  The  firm  publish  a  pamphlet 
in  which  they  make  the  following  recommendations  : — 

Let  the  boxes  be  sufficiently  large  to  allow  2"  space  all 
round  the  work  for  pieces  4"  to  6"  diameter,  for  which  boxes 
*i2"x  12" X 8"  deep  would  probably  be  suitable;  but  for  smaller 
work  up  to  f "  screws  say,  the  boxes  may  be  4"  x  4"  x  8"  deep. 
When  laying  the  articles  among  the  charcoal,  press  the  latter 
lightly  into  the  crevices  or  corners  to  ensure  contact,  and  fill  up 
the  last  2"  with  old  or  waste  black  that  has  been  well  dried :  then 
cover  with  a  suitable  lid,  dilute  with  clay,  so  as  to  resist  the 
outlet  of  gas.  The  boxes  being  placed  in  the  furnace,  the  heat 
is  raised  gradually,  kept  at  cherry  red  for  3  hours  for  small 
articles,  and  at  bright  orange  for  15  to  24  hours  with  large  ones, 
a  depth  or  *  case '  of  J"  being  produced  after  1 8  hours  of  heat. 
For  steel,  25**/^  more  black  is  needed  than  for  iron. 

If  the  articles  are  to  be  hardened,  as  is  most  usually  required, 


Digitized  by 


Google 


974  Appendix  V. 

the  boxes  are  lifted  as  soon  as  can  be,  and  turned  over  so  as  to 
empty  their  contents  into  a  tank  of  very  cold  salt  water.  To 
secure  bright  surfaces  on  the  work,  this  dumping  must  be  done 
close  to  the  water  surface,  otherwise  air  is  admitted,  and  dark 
blue  or  black  is  the  result.  It  follows  that  pretty  effects,  such  as 
streaked  black  or  blue,  may  be  obtained  by  suitable  admission 
of  air  during  cooling,  which  may  be  done  both  by  dropping  the 
pieces  from  a  height  of  one  to  five  feet  above  the  tank,  and  by 
allowing  air  from  a  compressing  pump  to  flow  in  with  the  water 
inlet  to  tank.  The  latter  should  be  placed  half-way  up,  and  the 
outlet  should  be  near  the  bottom.  When  x:olour  is  desired,  the 
heat  may  be  kept  up  for  3  or  4  hours  with  4"  work,  but  must  not 
be  overdone  with  any,  and  the  colour  effect  will  depend  upon  the 
amount  of  air  admitted,  or  the  height  of  drop.  Finally,  rinse  the 
articles,  wipe  dry,  finish  in  sawdust,  and  oil  the  surface  well. 

Sometimes  carbonised  though  soft  work  is  required,  and  the 
process  is  called  annealing.  Very  old  waste  black  is  used,  to 
which  a  little  once-used  black  is  added.  The  heat  is  only  applied 
for  a  short  time,  and  the  cooling  takes  place  very  slowly,  in  ashes, 
charcoal,  or  waste  bone. 

To  avoid  the  necessity  of  re-hardening,  pieces  of  iron  rod 
may  be  placed  vertically  so  as  to  reach  the  centre  of  the  box. 
These  are  withdrawn  when  believed  to  be  heated  for  a  sufficient 
time,  cooled  in  water,  and  tested  for  depth  of  case  or  hardness. 
In  spite  of  these  indicators,  however,  very  deep  carbonising  may 
need  several  heats. 

The  waste  bone-dust  is  collected  at  the  bottom  of  the  cooling 
tank,  after  passing  through  a  sieve  half-way  down  the  tank,  and  is 
thoroughly  dried  in  ovens  before  re-using. 


CHAPTER  V 

JP.  142.  Cutting  Speeds. — Since  this  text-book  was  first 
written,  a  great  change  has  occurred  in  the  speeds  allowable  in 
machine  tools.  Practice  varies  considerably,  some  users  adopting 
high  speeds,  with  somewhat  light  cuts  and  fine  feeds  on  the  older 
tools,  while  others  prefer  more  moderate  speeds  with  deep  cuts 
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and  good  feeds,  such  as  may  be  obtained  on  newer  and  more 
strongly-built  machines.  Attempts  are  being  made,  and  with 
some  success,  lo  remove  all  the  surplus  material  at  one  cut,  but 
to  do  so  very  powerful  tools  are  required,  and  in  all  cases  *  high- 
speed steel,'  or  at  least  good  Mushet  or  self-hardening  steel,  must 
be  adopted.  As  the  whole  question  resolves  itself  into  the  cutting 
of  a  certain  amount  of  material  in  a  given  time,  it  is  advisable  to 
compare  one  machine  with  another  regarding  its  capacity  to 
perform  the  work  with  rapidity ;  and  to  do  this,  the  term  '  power  ' 
of  a  machine  tool  has  been  introduced,  thus : 

war  of  1      fdia."  of  largest  "I      f  width"  of  1       f  velocity  ratio) 
lathe    f     \  step  of  cone    J     \     step      J      \  of  back  gear  / 

The  lathe  in  Plate  V.  would  therefore  have  a 
Power  =  13  X  3i  X  If  X  |J  =  518 

and  a  very  strong  modern  lathe  would  have  a  power  of  750.  To 
obtain  high  results  the  diameter  of  the  largest  step  should  be 
2  X  centres,  and  the  step  should  be  wider  than  usual ;  the 
bearings  should  be  parallel,  and  the  front  one  have  a  diameter  = 
\  X  centres,  while  its  length  should  be  ij  x  diameter;  and  the 
bed  should  have  a  total  widths  if  x  centres,  being  at  the  same 
time  deeper  than  formerly. 

The  speed  must  bear  a  definite  relation  to  the  cut  and  feed. 
In  a  very  powerful  lathe,  using  high-speed  cutting  steel,  the  depth 
of  cut  being  |"  to  i",  and  the  feed  yV  ^0  ff '»  ^^^  speeds  may 
be,  for 

Cast  iron  (with  skin  on)        60  feet  per  min. 

Mild  steel  (35  to  40  tons  strength)  ...     70     „         „ 

Wrought  iron ; 80     „         „ 

Mild  steel  (25  to  30  tons  strength)  ...     90     „         „ 

And  with  any  good  stiff  lathe,  using  a  good  self-hardening  tool 

steel, 

Gun  metal  (ordnance  mixture)         ...  100  feet  per  min. 

Gun  metal  (common)  120     „         „ 

Brass 150     „ 

But  the  diameter  of  the  work  is  also  said  to  affect  the  cutting 
speed.     The' figures  given  maybe  taken  as  true  for  a  diameter 
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of  4  inches,  with  a  J"  to  -j^"  depth  of  cut,  and  a  feed  of  jV'» 
while  greater  diameters  may  have  a  heavier  cut  and  slower  feed. 
A  large  and  powerful  lathe  of  30  ins.  centres  has  been  made  to 
take  four  cuts,  each  of  |"  depth  and  ^"  feed,  with  Mushet  steel 
at  1 2  to  15  feet  per  min. ;  or  one  cut  f  "  deep  and  \"  feed  at 
60  ft.  per  m.:  the  diameter  of  the  work  being  14".  Speeds  of 
150  ft.  per  m.  may  be  obtained  when  working  forged  steel,  if  the 
cut  be  no  more  than  \"  and  the  feed  yV'. 

Pp,  IS7  and  75a  Cutting  Tools. — In  order  to  remove  the 
largest  amount  of  material  at  one  cut,  a  special  form  of  cutting 
tool  has  been  devised,  called  the  *Gisholt'  tool.  It  may  be 
made  out  of  a  bar  of  square-sectioned  tool  steel,  by  first  bending 
sharply  to  an  angle  of  30',  as  shewn  at  a,  Fig.  963,  then  grinding 


"I 


£^^9oi 


(iCsJwlt  Tool. 


off  superfluous  material  till  the  form  b  is  obtained.  Top,  front, 
and  side  rake  are  given  at  «,  3,  and  c  respectively,  and  the  opera- 
tion  of  cutting  is  lastly  performed  in  the  manner  represented  at  d, 
where  the  saddle  feeds  in  the  direction  of  the  arrow.  Whatever 
the  reason,  there  is  no  doubt  of  the  rapid  cutting  property  of 
this  tool. 

High-speed  Cutting  Steels — Mushet  steel  has  already 
been  mentioned  at  p.  799,  as  a  type  of  self-hardening  steel,  that 
is,  one  that  will  harden  automatically  in  the  air  after  heatiBg. 
This  and  similar  steels  are  now  almost  exclusively  adopted  in 
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machine  tools  for  cutting  metals,  because  when  heated  by  the 
frictional  resistance  of  the  cut,  they  approximately  return  .to  their 
original  condition  of  hardness.  But  makers  generally  forbid  the 
heating  of  the  tool  at  any  time  beyond  a  bright  cherry  red, 
which  is  about  1500®  to  iSSo<>  F.  Now.  the  higher  we  can  allow 
the  steel  to  be  heated  during  forging,  so  much  higher  proportion- 
ally can  it  be  allowed  to  overheat  when  cutting  without  drawing 
the  temper,  a  fact  which  has  led  to  the  introduction  by  the 
Bethlehem  Co.  of  cutting  steel  made  on  the  Taylor-White 
process,  where  the  higher  permissible  overheat  gives  increased 
value  to  the  speed  or  the  cut  as  may  be  desired.  In  this  process 
the  composition  of  the  steel  may  be  as  follows : — 


Chromium 

Tungsten 

Molybdenum 

Carbon 

J  to  3% 

I  to  6% 

I  to  6% 

•85  to  a  % 

but  the  best  results  are  obtainable  when  there  is— 

1%  Chromium  with  4%  Tungsten ; 

or,  as  an  alternative. 

1%  Chromium  with  a%  Molybdenum 

} 

or,  as  a  further  choice, 

I  % -Chromium,  with 

2  %  Tungsten,  and  with 

I 

Yo  Molybdenum, 

the  proportion  of  carbon  within  the  limits  given  being  immaterial. 
In  addition  to  careful  composition,  the  steel  must  receive  a 
special  treatment,  which  consists  of  raising  the  temperature  (say 
during  foi^ging)  to  between  1500°  and  1700^  F.,  the  surface  being 
protected  with  powdered  slag,  then  (after  forging)  letting  down 
rapidly,  though  steadily,  by  placing  in  a  bath  of  lead  till  a 
temperature  of  1240**  F.  is  reached  It  is  important  that  not  the 
least  rise  of  temperature  be  allowed  at  this  stage,  however  brief. 
The  heat  should  now  be  suffered  to  remain  at  between  700®  and 
1240^  for  the  space  of  about  five  minutes,  which  may  be  done 
while  cutting  if  desired ;  and  with  steel  thus  made  and  treated,  a 
cutting  speed  of  150  feet  per  mia  is  easily  practicable.  The 
outer  surface  is  generally  damaged  in  heating,  and  should  be 
ground  oflfl 
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I^p.  200  and  814,  The  Turret-head  L^the. — ^A  very 
excellent  and  powerful  form  of  this  useful  tool  is  manufactured 
by  Messrs.  Alfred  Herbert,  Limited,  that  known  as  the  *  No.  6 
Hexagon  Lathe '  being  illustrated  in  Plate  XIX.,  Figs.  904-5-6, 
and  in  Fig.  907.  Being  strongly  built  it  is  suitable  for  any 
heavy  chuck  work  that  can  be  made  in  quantity,  such  as  cylinder 
covers.  Described  generally,  it  is  driven  from  a  two-speed 
counter-shaft,  has  two  sets  of  back  gears,  and  two  sets  of  change- 
wheel  driving  gear  for  the  saddles.  The  saddles  are  two,  one 
carrying  the  secondary  or  intermediate  head  with  four  tools  for 
external  screwing  or  bar  work,  and  the  other  supporting  the 
principal  or  hexagon  head  for  internal  work  generally.  The 
latter  can  carry  six  special  bracketed  tools  of  large  size. 

The  Fast  Headstoek^  shewn  in  Plate  XIX.  and  in  Fig.  907, 
carries  in  parallel  bearings  the  hollow  mandrel  b,  through  which 
material  of  2^"  diameter  can  be  fed.  The  cone  pulley  Cj  riding 
freely,  has  three  steps  of  13",  15^",  and  18"  diameter  respectively, 
taking  a  belt  of  4"  wide,  and  has  spur  pinions  s  and  h  fixed  to 
its  left  end,  which  gear  with  wheels  g  and  h  on  the  back  shaft. 
The  spur  wheel  k  also  rides  freely  on  the  mandrel,  and  gears 
with  pinion  j  on  back  shaft,  d  and  l  are  friction  clutches  fitting 
loosely  in  the  cone  pulley  c  and  spur  wheel  k  respectively,  and 
keyed  to  the  mandrel,  while  m  is  a  clutch  arm  capable  of  sliding 
on  a  feather  key.  The  arm  m  being  moved  lengthwise  by  the 
pinion  n  from  the  lever  q,  acts  upon  toggles  at  R,  and  expands 
the  clutch  rings  in  d  or  l,  so  that  the  cone  c  or  the  spur  wheel  k 
may  be  fixed  to  the  mandrel  at  will.  In  a  similar  manner  the 
lever  u  may  be  moved  to  right  or  left,  thus  turning  shaft  T  and 
sector  R,  and  traversing  sleeve  s  upon  shaft  v.  A  loose  collar  w 
and  a  pin  connect  sleeve  s  with  the  inner  spindle  x,  and  thus  the 
sliding  motion  of  s  is  transferred  to  the  small  roller  which  lies 
between  the  sliding  wedges  z  z,  causing  one  or  the  other  of  these 
wedges  to  be  moved  outward,  expanding  the  clutch  ring  a  in  h 
^  or  G.  In  this  manner  the  spur  wheels  h  or  g  are  individually 
fixed  to  the  shaft  v,  providing  an  immediate  change  from  a  back 
gear  of  4*3  :  i  to  one  of  15*8  :  i.     As  there  are  two  speeds  on  the 
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countershaft,  it  follows  that  there  are  six  graduated  speeds  to 
each  step  of  the  cone,  or  i8  speeds  altogether,  changing  from  4*5 
up  to  221  revolutions  per  minute  without  stopping  the  lathe. 
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The  Countershaft  is  shewn  in  Fig.  908.  The  forward  driving 
is  given  by  two  open  belts,  one  of  which  rests  on  the  loose 
pulley  B  and  the  other  on  the  loose  pulley  c,  the  former  turning 
at  160  and  the  latter  at  100  revs,  per  m.  Either  of  these  can  be 
put  in  gear  as  required,  by  shifting  the  belt  upon  the  fast 
pulley  A.  The  reversal  is  obtained  from  the  crossed  belt  placed 
on  E,  the  loose  pulley,  the  change  being  made  to  fast  pulley  d  at 
will,  which  then  turns  at  160  revs,  per  hl  The  cone  pulley  f 
transmits  the  power  to  the  lathe,  and  G  is  a  loose  pulley  for 
operating  special  tools,  being  driven  at  150  revs,  per  m.  for  this 
purpose.  The  strap  bars  are  shewn  in  plan  at  h,  the  forks  at  j  j, 
and  the  bearings  at  k  k,  and  the  striking  lever  l  operates  them 
through  stud  n  and  second  or  fork  lever  m. 

The  Change  Wheel  Gears  are  seen  in  Plate  XIX.,  one  set 
being  used  fjr  driving  the  leading  screw  g^  and  the  other  for  the 
traverse  shaft  h.  The  former  moves  the  mid-saddle  only,  but 
the  latter  is  connected  to  both  saddles.  The  screw  g  is  driven 
from  the  mandrel  through  the  \i\it^'&  c  d  e  f  g  h  j  zxA  k.  At  f 
there  are  three  pinions  of  different  diameters  all  coupled  to 
wheel  ^,  and  the  wheel  g  may  be  in  gear  with  any  of  these.  To 
effect  the  change  the  quadrant  arm  is  lowered  to  put  g  out  of 
gear,  to  slide  it  sideways,  and  to  lift  it  into  gear  again :  and  thus 
ratios  of  i  :  i,  2  :  i,  3  :  i,  or  4  :  i  may  be  obtained.  The  screw 
shaft  g  is  finally  connected  to  the  wheel  i^  by  a  claw  clutch  /, 
which  may  be  put  in  gear  by  handle  /  with  bevel  pinions  n  or  i», 
or  may  lie  between  the  two.  When  connected  to  n  the  driving  is 
direct,  but  when  coupled  to  m  the  pinion  n  is  driven  through 
an  intermediate  bevel  wheel,  and  thus  g  is  rotated  forward  or 
backward,  or  is  stationary  at  will. 

The  traverse  screw  h  is  rotated  from  the  mandrel  through  the 
cone  puUies  b  and  ^,  and  the  pairs  of  wheels  shewn  aX  tuv;  and 
any  pair  of  wheels  may  be  put  into  gear  by  means  of  the 
handle  w,  which  acts  upon  the  internal  spindle  x  and  slides  a 
cotter  key  y  so  as  to  fix  /,  «,  or  v  to  the  shaft  ^  x.  As  before,  a 
handle  2^  puts  a  claw  clutch  in  gear  with  bevel  pinions,  so  as  to 
give  forward  or  backward  rotation  or  stoppage. 

The  Mid  Head  and  Saddle, — This  is  spoken  of  as  the  chasing 
head,  because  largely  employed  in  making  external  screws,  but  it 
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is  also  used  on  bar  work  generally.  Its  description  will  be  under- 
stood by  reference  to  Plate  XIX.  and  to  Fig.  908.  It  may  be 
traversed  in  any  of  three  ways:  (i)  by  hand,  (2)  by  self-acting 
shaft,  (3)  by  leading  screw.  The  hand  traverse  is  obtained  by 
handwheel  i,  wheels  2  and  3,  and  rack  pinion  4.  The  self-act  is 
taken  from  shaft  h  through  pinions  9  and  10,  worm  and  w^heel 
5  and  6,  and  wheels  7,  3,  and  4.  The  worm  wheel  is  carried  in  a 
cradle  12,  hinged  round  the  shaft  ^,  and  held  in  position  by  a 
stop  or  trigger  13.  Whenever  the  hand  traverse  or  cross  feed  are 
to  be  used,  the  traverse  worm  5  is  released  by  dropping  the  cradle 
by  handle  8,  after  releasing  catch  13.  The  clamp  11  fixes  the 
saddle  for  heavy  tooling. 


Hexjaaan  Ljcdhe, 


si>     Section  thrxHWh 
J^tui  SadcUe. 

Fig.  908. 


9  to 


As  there  are  four  tools  to  this  head,  so  also  are  there  four 
release  stops  to  the  traverse  motion,  each  of  which  may  be  turned 
into  position  by  hand.  The  stops  are  seen  in  Figs.  905-6, 
Plate  XIX.,  being  carried  on  a  block  projecting  from  the  left 
end  of  saddle.  They  may  be  adjusted  longitudinally,  so  as  to 
strike  the  rod  1 5  at  any  given  position  of  the  saddle,  the  latter 
being  also  adjustable  for  the  same  purpose.  The  strike  causes  16 
to  move  a  spindle  to  the  right,  and  operate  trigger  13,  releasing 
the  worm  cradle  and  stopping  the  saddle. 

A  second  worm  17  (Plate  XIX.)  drives  a  wheel  18,  and  thus 
the  cross  feed  is  obtained  through  wheels  19,  20,  21,  and  screw  22; 
or  hand  feed  may  be  given  by  wheel  24,  if  trigger  23  be  moved 
rightwards  by  hand  to  drop  the  cross-feed  worm  cradle.  A 
bar  25  carries  four  stops  26,  set  in  convenient  positions,  and  each 
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of  these  can  be  presented  upwards  as  required,  by  rotating  the 
hand  wheel  27.  The  vertical  rod  28  has  inclined  ends  so 
arranged  that  when  the  tappet  29  catches  stop  26,  and  the  stop 
bar  is  moved  bodily,  a  grooved  projection  upon  it  depresses  the 
rod  28,  causing  a  bar  30  to  move  rightward,  and  so  release  the 
trigger  23.  The  worm  cradle  17  at  once  falls,  and  the  feed  is 
stopped.     A  clamp  31  fixes  the  head  for  heavy  machining. 

Both  worm  cradles  must  be  dropped  when  the  leading  screw 
is  in  gear.  In  Fig.  905,  32  is  a  slide  carrying  a  half-nut  33, 
which  can  be  moved  in  a  direction  across  the  bed.  When 
lever  34  is  in  the  position  shewn,  the  nut  33  is  in  gear  with  the 
screw ;  but  if  34  be  lowered  to  a  vertical  position,  it  acts  upon  a 
coarse-threaded  screw  at  35,  and  causes  slide  32  to  move  towards 
the  operator,  putting  33  out  of  gear  with  the  leading  screw. 
Several  different  guide  screws  are  provided  with  each  lathe. 

All  the  motions  m*entioned  are  so  interlocked  that  it  is 
impossible  for  any  two  to  be  engajged  simultaneously,  a  cam  on 
bolt  35 A  preventing  more  than  one  cradle  being  raised  at  a  time, 
and  compelling  both  to  drop  before  the  screw  can  be  put  in  gear. 

The  Hexagon  Head  and  Saddle  is  illustrated  in  Figs.  905  and 
906,  Plate  XIX.,  and  in  Fig.  909.  The  saddle  is  moved  by  hand 
or  power,  the  former  by  the  *  pilot'  wheel  36  through  wheels  37, 
40,  41  to  the  rack,  and  the  latter  from  traverse  shaft  h^  through 
spur  wheels  42  and  43,  worm  wheel  38,  and  wheels  37,  40,  41  to 
the  rack.  When  hand  traverse  is  required,  the  self-act  is  put  out 
of  gear.  At  44  (Fig.  909)  is  a  notch  on  bar  45,  shewn  in  plan 
at  46,  and  when  handle  46  is  pressed  rightward,  the  bar  turns  on 
fulcrum  47,  releasing  stud  44-46,  and  causing  the  worm  cradle  to 
be  dropped.  The  traverse  may  also  be  stopped  automatically. 
At  49  are  six  bars  fixed  in  suitable  but  independent  positions  by 
the  screws  50,  and  having  notches  near  their  left  end,  as  at  51, 
Fig.  909.  There  are  six  pawls  52,  one  to  each  bar,  five  of  which 
are  always  held  up  clear  of  the  bar  by  means  of  the  props  53. 
One  in  turn,  however,  is  allowed  to  rest  on  the  bar,  viz.,  that 
corresponding  to  the  pawl  in  action,  this  permission  being  granted 
by  the  cup-shaped  depression  54  on  the  hexagon  head.  As  the 
depressions  are  specially  spaced  as  shewn  in  plan  of  the  head. 
Fig.  909,  it  is  arranged  that  only  the  proper  pawl  shall  drop  into 
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its  notch  in  the  bar  49,  when  arriving  near  the  end  of  the 
measured  stroke,  and  the  saddle  still  proceeding  leftward,  the 
bar  45  is  relatively  dragged  rightward,  again  causing  stud  45-46 
to  be  released,  and  so  to  drop  the  worm  out  of  gear.  Bolted  to 
the  faces  of  the  hexagon  head  are  specially  shaped  tools,  while 
boring  bars  may  be  passed  through  holes  55  and  be  held  finniy 
by  bolts  56.  The  head  is  rotated  into  its  various  positions  by 
hand,  the  spring  stud  57  deciding  the  same.  The  latter  is  with- 
drawn by  a  leftward  turn  of  the  handle  58,  which  operates  a  spur 
pinion  59  gearing  with  a  rack  on  the  side  of  stud  57.  Fig.  905 
shews  two  sets  of  gear  at  42-43  .which  are  changed  as  required 
by  the  handle  60.  Finally,  61  and  62  are  clamps  for  fixing  the 
saddle  when  doing  heavy  work. 

The  Chuck  is  usually  of  concentric  form :  that  is,  the  three 
jaws  are  operated  simultaneously,  but  an  independent  chuck 
may  be  used  if  desired.  Both  of  these  have  been  described 
for  other  lathes  at  p.  154.  The  work  is  fed  through  the 
hollow  mandrel  b,  and  a  constant  stream  of  oil  is  poured  u-pm 
it  to  take  away  the  heat  from  the  cut  The  oil  pump  63  is 
rotary  and  belt-driven,  and  64  is  a  collecting  trough  for  oil  and 
shavings. 

Special  Tools  and  Holders, — As  the  Hexagon  lathe  is  prin- 
cipally used  for  repetition  work,  it  generally  pays  to  spend  some 
time  designing  the  cutting  tools  to  suit,  and  it  is  impossible  to 
shew  here  all  that  can  be  done  in- such  a  direction.  A  few  of  the 
more  important  tool  holders  made  by  Messrs.  Herbert  are,  how- 
ever, illustrated  in  Fig.  910,  all  of  which  are  intended  for  bolting 
to  the  hexagonal  head,  a  is* a  'dead'  centre  for  converting  the 
hexagon  into  a  poppet  head  :  it  is  provided  with  a  fine  adjusting 
screw.  B  shews  a  four-flute  drill  in  its  holder,  and  c  a  floating 
reamer,  held  by  bolt  d  and  set  up  by  set  screws  e  as  may  or  may 
not  be  needed,  d  is  a  combination  boring  and  facing  tool  The 
bar  is  fixed  in  the  holder  by  the  clamp  /,  and  is  steadied  in 
previously  chucked  and  drilled  work  at  ^,  the  cutter  being  fixed 
at  c.  The  facing  cutters  a  a  may  be  ground  to  any  desired  shape 
and  fixed  in  heads  on  the  holder,  one  or  more  of  which,  as  K  ^^ 
adjustable  longitudinally.  The  turning  tool  holder  e  is  most 
interesting,     h  is  the  cutting  tool,  which  is  ground  to  a  broad 
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face,  so  as  to  act  as  a  finishing  as  well  as  a  roughing  tool.  For 
bar  work  the  head  must  be  traversed  and  raore  than  one  cut  may 
be  necessary,  the  tool  being  set  deeper  after  each  traverse  until 
the  required  material  has  been  removed.  Narrow  work  is  done 
without  traverse  by  using  a  tool  of  the  full  width  of  work,  and 
merely  operating  the  depth  feed.     The  latter  is  provided  for  by 
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fastening  the  tool  >^  in  a  box/  which  is  capable  of  sliding  in  the 
bracket  k,  while  the  work  is  steadied  by  the  rest  /.  The  sliding 
feed  is  obtained  by  rotating  the  disc  w,  which  advances  a  screw 
within  the  boss  «,  thus  moving  the  rack  q  forward  and  rotating  by 
wheel  r  the  spindle  j.  At  the  bottom  of  j  is  a  second  spur 
pinion  which  gears  into  a  rack  /  in  the  slide  /.  The  depth  of  cut 
is   decided   by  the   inner  screw  «,  which  may  be  adjusted  as 


Digitized  by 


Google 


986  Appendix  Fl 

required  and  clamped  by  nut  v.     As  the  slide  is  moved  forward, 
it  is  arrested  when  the  screw  u  strikes  the  stop/.     {See p.  1040.) 

Pp,  2j6,  517-19^  7S3,  and  822.  Cutting  Bevel-wheel 
Teeth. — It  is  how  generally  admitted  that  the  only  perfect  way 
of  cutting  wheel  teeth  is  to  automatically  *  roll '  the  blank  at  the 
moment  of  cutting,  thus  ensuring  that  the  tooth  shall  be  a  true 
*  envelope '  of  the  cutter's  relative  positions.  This  method  has 
already  been  described  for  spur  wheels  at  p.  822  and  for  worm 
wheels  at  p.  824 :  it  remains  to  shew  a  method  of  bevel-wheel 
cutting  on  similar  principles. 

The  *  Bilgram  '  bevel  -  gear  planer  is  illustrated  in  Figs. 
91,1-12-13,  by  the  courtesy  of  Messrs.  Pfeil  &  Co.,  who  have 
introduced  the  machine  from  Germany,  where  it  is  manufactured 
by  J.  E.  Reinecker  &  Co.  Referring  to  Figs.  91  x  and  912,  the 
wheel  blank  a  is  supported  on  an  inclined  spindle  b,  which  is 
slewed  round  and  rotated  so  as  to  cause  a  true  rolling  of  a,  while 
at  the  same  time  the  cutting  tool  c  reciprocates  right  and  left  so 
as  to  cut  out  the  tooth  interspaces. 

The  tool  mechanism  is  that  of  a  simple  shaping  machine,  and 
is  easily  understood  from  p.  7  2,  with  the  exception  of  the  Whit- 
worth  quick-return  motion,  which  may  be  seen  at  p.  173.  The 
tool  has  to  be  lifted  out  of  action  after  each  dut  has  been  finished, 
and  this  is  provided  for  by  the  handle  d,  which  rotates  a  lifting 
cam.  E  is  a  gauge  bar,  which  carries  a  V  piece  and  a  pointer 
at  G,  for  the  purpose  of  setting  the  tool  to  correct  depth,  and  to 
measure  the  amount  of  lateral  feed.  For  different  sizes  of  inter- 
space, different  thicknesses  of  gauge  blocks  are  placed  within 
the  V.  The  lateral  feed  itself  is  given  by  the  adjustable  crank  G, 
which  reciprocates  a  rod  h  and  sjowly  rolls  the  blank. 

The  cutting  tool  is  seen  in  cross  section  at  j,  Fig.  913.  It 
forms  a  portion  of  an  imaginary  rack,  along  the  pitch  line  of 
which  the  blank  is  rolled,  while  the  tool  reciprocates  in  a  direc- 
tion at  right  angles  to  the  plane  of  the  paper,  so  that  the  tooth  so 
cut  in  the  wheel  becomes  an  envelope  of  the  rack  tooth.  It  will 
be  seen  that  the  involute  form  of  tooth  has  been  adopted,  because 
that  is  the  only  shape  where  one  cutter  is  suitable  for  all  teeth 
and   for   all  cross  sections  of  the  tooth,  the  rack  tooth  being 
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formed  of  straight  lines  at  a  constant  angle.      Refer  here  to 
Figs.  493  ^*^^  5o^>  PP-  5^0  ^'^^  517*     "^^^  ^^^  iOT[Vi  being 


obtained,  the  proper  width  of  interspace  is,  of  course,  obtained 
.by  lateral  or  rolling  feed. 
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The  Rolling  of  the  Blank, — Referring  to  Figs.  911  and  912, 
the  spindle  b  is  set  at  such  an  angle  that  the  root  of  the  tooth  in 


the  blank  will  lie  in  a  horizontal  plane  with  the  cutter  c,  being  so 
fixed  by  the  bolts  l  l  in  the  cheeks  m  m.     The  latter  are  carried 
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on  a  plate  n  which  fits  truly  jn  circular  V  grooves  p,  and  which 
may  be  rotated  by  the  ratchet  feed  so  that  during  rotation  the 
upper  end  q  will  remain  at  a  constant  height  But  true  rolling 
also  requires  the  spindle  to  revolve  while  slewing,  which  motion 
is  produced  by  the  roll  cone  r  (which  is  part  of  a  true  cone). 
Fig.  913  shews  two  views  of  the  roll  cone  r,  where  s  s  is  the  base 
of  cone  of  which  r  is  a  part,  while  t  t  the  blank  forms  the 
opposite  cone,  and  it  follows  that  a  true  rolling  of  r  will  produce 
a  true  rolling  of  a.  The  revolution  of  b  is  secured  by  the 
coupling  of  K  to  B  at  u,  and  the  true  rolling  of  r  without  slip  is 
obtained  by  connecting  two  steel  bands  v  v  to  the  brackets  w  w,  • 
which  are  fastened  to  points  x  x  on  the  roll  cone,  the  latter  being 
supported  at  the  correct  height  by  the  block  y.  In  practice,  after 
choosing  a  suitable  roll  cone  (of  which  twenty-two  are  supplied 
with  each  machine)  for  the  particular  angle  of  wheel,  the  cone 
and  spindle  are  lowered  at  y  by  one  degree,  such  an  adjustment 
giving  a  rather  more  rounded  tooth  and  conducing  to  smoother 
action  when  the  wheel  is  in  use. 

The  lateral  fied^  as  already  mentioned,  is  obtained  from 
rod  H,  which  rotates  the  ratchet  wheel  z,  shaft  a,  pinion  ^,  and 
the  sector  on  plate  n.  Reversal  is  produced  by  the  hand  knobyi 
which  couples  either  bevel  pinion  to  shaft  a  by  a  clutch  at  e^  and 
the  handle  g  serves  for  hand  feed  or  for  setting.  Depth  feed  is 
provided  at  h^  where  the  turning  of  the  screw  will  raise  or  lower 
the  frame/  round  the  fulcrum  ^,  and  thus  simultaneously  raise  or 
lower  the  blank,  the  exact  depth  of  tooth  being  read  on  the 
wheel  h. 

The  dividing  or  pitching  apparatus  is  seen  at  ky  Figs.  911  and 
913.  It  consists  of  the  usual  dividing  plate  >^  on  a  worm  spindle  / 
in  gear  with  the  worm  wheel  m.  Between  every  complete  cut  the 
tool  is  lifted  and  the  blank  spindle  rotated  by  the  amount  of  the 
pitch. 

The  Working  of  the  Machine, — After  putting  in  the  proper 
roll-cone,  and  setting  to  correct  angle  both  for  blank  and  cutting 
tool,  the  blank  is  lowered  by  the  wheel  h,  and  the  tool  begins  to 
cut  out  the  centre  of  the  interspaces,  while  a  gradual  feed  is 
being  given  at  ^,  as  shewn  in  Fig.  913,  until  the  mid  portion  is 
cut  out  to  the  correct  depth.     During  this  operation  the  roll  feed 
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is  out  of  gear.  The  centre-cutting  tool  is  next  removed,  a  left- 
side cutter  inserted,  and  the  lateral  feed  coupled  up  for  a  rela- 
tively leftward  motion  of  the  tool :  thus  removing  the  full  amount 


PX^.913 
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P^,.. 


of  the  interspace  on  the  left  side,  as  shewn  at  /,  Fig.  913;  and 
this  goes  on,  with  the  use  of  the  dividing  plate,  until  the  left  half 
of  the  interspaces  of  all  the  teeth  are  cut  out.  The  spaces  are 
again  centred,  and  a  right-side  tool  similarly  used  for  the  right 
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side  of  the  interspaces,  reversing  the  feed,  when  the  cutting  is 
complete.  The  tool  used  is  a  '  shaving '  tool,  which  cuts  only  on 
its  side  edge,  and  which  is  only  sharpened  on  its  end,  so  that  the 
shape  may  be  preserved. 


CHAPTER  VII. 

P,  284,  Rivet-heating  Furnace. — A  convenient  form  of 
furnace  is  shewn  in  Fig.  914,  as  devised  by  Messrs.  Fletcher^ 


BY  MCSSRS.     FLLrCHKR,  RUSSCLL  ,  A  C^   . 
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Russell,  &  Co.,  where  by  the  consumption  of  less  than  one- 
gallon  of  petroleum  oil  per  hour  sufficient  heat  can  be  obtained 
to  prepare  from  300  to  400  rivets  in  the  same  time.    The  furnace 
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A  is  of  fire-brick  material,  and  the  oil  reservoir  b  is  supplied  with 
a  compressing  pump  c,  and  a  gauge  D.  When  the  cock  £  is 
opened,  the  fuel  is  fed  forward  under  pressure  till  it  passes 
through  the  hot  coils  at  F,  and  finally  emerges  through  the 
spraying  nozzle  g,  inducing  in  its  passage  to  the  furnace  a 
sufficient  quantity  of  air  to  complete  the  combustion.  The 
flue  is  fixed  at  h,  and  the  rivets  are  put  in  or  taken  out  through 
the  door  j. 

Pp,  339  and 828.  The  Water- tube  Boiler.—A  description 
of  the  *  Climax'  boiler,  Fig.  915,  will  prove  interesting,  not  only 
because  this  boiler  has  shewn  a  high  efficiency  in  actual  practice, 
but  because  also  of  the  totally  new  form  of  construction  which  it 
presents.  It  consists  of  a  cylindrical  vessel  a  standing  vertically 
in  the  centre  of  the  boiler,  to  which  are  attached  a  large  number 
of  horse-shoe-shaped  tubes  b  c  that  assist  circulation  by  reason  of 
their  lower  ends  c  being  much  below  their  higher  ends  b.  The 
fire  space  q  is  annular  in  plan,  and  the  fire  is  supported  on  a 
number  of  radiating  bars.  The  boiler  is  surrounded  by  an  outer 
casing  u,  lined  with  fire-brick,  and  there  are  four  fire  doors  p  p, 
four  or  more  soot  doors  n  n,  and  four  ash'  doors  t  t.  In  erect- 
ing the  boiler  a  brick  foundation  s  is  first  laid,  and  after  this  a 
cast-iron  plate  it  R,  nextly  the  main  cylinder  a  supporting  the 
tubes,  and  lastly  the  casing  u  and  the  chimney.  Access  to  the 
cylinder  is  obtained  through  full-sized  manholes  at  e  and  d.  The 
feed  water  enters  at  l,  and  may  be  either  taken  by  v  to  the 
feed-water  heater  or  economiser  at  h,  and  then  by  w  and  z  to 
enter  the  cylinder  at  x ;  or  it  may  be  fed  directly  through  y  and 
z  to  X,  suitable  cocks  being  provided  to  govern  the  direction  of 
flow.  At  a  is  an  automatic  feed  regulator,  which  is  connected  to 
a  cock  on  the  feed  pipe  (see  p.  918).  The  pipe  j  for  the  outlet 
of  steam,  upon  which  is  fixed  the  safety  valve  k,  is  taken  from  the 
top  of  the  cylinder,  where  g  is  a  dome  space  for  dry  steam^ 
priming  water  being  kept  back  by  the  deflector  plate  f.  m  is  the 
pressure  gauge. 

The  boiler  illustrated  is  .11'  2"  outside  diameter,  and  22'  2"  in 
height  of  central  cylinder,  but  may  be  carried  much  higher.  The 
late  Mr.  Bryan  Donkin  made  an  exhaustive  test  of  a  *  Climax ' 
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boiler,  the  dimensions  of  the  boiler  and  the  main  results  of  the 
tests  being  as  follows ; —  ^ 

One  central  cylinder,  42"  diameter. 
375  small  tubes,  3*'  diameter. 
Outside  diameter  of  casing,  11'  a^ 
Height  of  central  cylinder,  22'  2\ 
Total  heating  surface,  3129  square  feet. 
Feed  heater  consists  of  180  ft.  of  2^'^  pipe,  area  being  141  sq. 
feet,  heating  the  water  from  45  J°  to  80°  F. 


TAe  Test. 

Duration      ...  ^       

8  hours. 

Dry  coal  per  hour,  best  Welsh 

.     1057  lbs. 

Calorific  value         

.     14,886  B.T.U. 

Temperature  of  chimney  gases 

..     593"  F. 

Feed  per  hour         

10,234  lbs. 

Steam  pressure        

.     192  lbs. 

Steam  superheated  from 

.     384"  to  455'. 

Horse  power  (at  344  lbs.  evaporation) 

■     297. 

Thermal  efficiency 

.     79-31%. 

Water  evaporated  per  lb.  of  dry  coal  froi 
and  at  2i2<» 

>  12-22  lbs. 

From  these  figures  it  will  be  seen  that  the  boiler  stands  high 
for  efficiency.  At  the  same  time  steam  can  be  raised  very 
rapidly,  a  gauge  pressure  of  125  lbs.  having  been  obtained  in  ten 
minutes,  while  in  other  cases  sudden  changes  from  10  to  500 
H.P.  have  been  met  without  as  much  as  a  pound  variation  by 
gauge.  Repairs  are  said  to  be  slight,  tubes  being  kept  automatic- 
ally free  of  deposit  by  reason  of  the  rapid  circulation,  and  all 
mud  is  easily  removable  from  bottom  of  central  cylinder,  where  it 
falls.     Economy  of  floor  space  is,  of  course,  self-evident. 
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CHAPTER  VIII. 

Z'.  j6j.  Connection  of  the  Moduli  E,  C,  and  K.— 

Consider  a  cube  a  y  b  x,  Fig.  9161  under  the  action  of  pure  shear 
stress  and  strain,  and  let  y  move  to  y  under  shear.  Then  x  y 
extends  to  x^'  under  tension  (see  pp.  366  and  755),  But  x  y,  the 
original  length  «  ^^2,  and  x  z  =  ,^2,  and  ny  is  K, 


-=^. 


and  ^t 


Total  extension 

total  extension 

original  length  "    ^2  .  ^2 


^s 


=  \K 


v7 

/      Comvectioa 


Fig.  9t6. 


In  like  manner  ^c  =  i  ^sj  and  a  pure  shear  strain  in  one 
direction  consists  of  tivo  direct  strains^  compressive  and  tensile ^  each 
having  a  value  half  the  shear  strain^ 

or     ^c  =  ^i  =  i  ^s 

But  it  has  already  been  proved. at  pp.  366  and  755  that  hxs^ 
stresses^  compressive  and  tensile^  of  equcd  intensity,  cause  a  third 
stress  in  shear  of  the  same  intensity ^ 

or    /c  =  /t  =  fs 

Still  considering  the  inch  cube, 

Let  M   =  "  (Poisson's  ratio) 


and  let  i,  =  a 
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The  three  stresses  being  equal, 

Compressive  strain  =    /c  («  +  /3) 

Tensile  strain  =   /t  (« -f  /3) 

.•.  Shear  strain  =  ^  2/5  (a  4-  /3) 
shear  stress  i 


andC  = 


shear  strain       2(a  +  />) 


Again,  if  the  one  inch  cube  be  compressed  equally  on  all 
sides, 

Compressive  strain     =  /a  -  2//3 
Volumetric  decrease  =  3  (/a  -  2//3)  =  3/(a  -  2/3) 
_  unit  stress  _  i 

"~  strain  per  inch  cube  ~  3  (a  -  2/3) 

Collecting  the  results,  we  have 

E    =    ' 

a 

„    ^   I  _     ^  _E_M_ 

2(a  +  /3)        2(M+i) 

^  I  EM 


3(a-2/3)        3(M-2) 
yj.         a        6K+2C 

''  =  /3  =  3k:.«-c 

and  the  moduli  are  connected  in  value,  if  M  be  known. 

Fp,  42s  and  462,  Strength  and  Stiffness  of  Shafts. 

Example  71. — A  steel  marine  engine  weigh  shaft  has  the  dimensions 
shewn  in  Fig.  917,  where  a  and  B  are  the  bearings,  and  the  levers  are 
as  indicated.  It  is  required  to  find  the  diameter  of  shaft  in  order  that 
the  stress  shall  not  exceed  9000  lbs.  per  sq.  in.,  the  angle  of  torsion 
being  limited  to  one  degree  in  20  ft.  of  length.    (Actual  case.) 

T      J                 -I              18(4000  +  4500  +  5000)       ,,^^    « 
Load  on  reversmg  lever  =  — ^^'^ ^ ^ ~  =  16,200  lbs. 

and  neglecting  Bm,  which  is  not  considerable,  greatest  Tm  is  at  centre 
caused  by  the  pull  on  LP.  and  L.P.  drag  rods. 

Tm  =  (4500+5000)  18  =  171,000  lb.  ins. 
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The  problem  becomes  : — given  a  shaft  whose 

(a)  Maximum  T„t  «=  171,000  lb.  ins. 

To  make  this  condition  satisfy  simultaneously 

(d)  Maximum  stress  =  9000  lbs.  per  sq.  in. 

{c)  Maximum  angle  of  torsion  »  i  degree  in  20  ft. 

which  it  is  impossible  to  satisfy  fully.    Taking  (a)  and  (^) 

3  M—r-=~  3/ 


^     /16  T„,  _      /r6x  171,000x7 
V     /^-r         V       0000x22 


Taking  (fi)  and  (c),  as  in  Example  21,  p.  425,  with  /  =  240", 

^  ^  2//  ^  2x9000x240^7x360  ^      „ 
C0  13,000,000        22x2         ^ 
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which  means  that  if  Tm  be  satisfied  the  shaft  will  be  4*57"  dia. ;  but 
such  a  shaft  would  be  too  springy,  for 

Qd      13,000,000x5-15         ^' 
or  =  -0647  X  57'4  =  37  degrees. 

Hence  4*57  does  not  satisfy  stiffness.  We  also  learn  that  a  shaft 
19"  dia.  is  sufficiently  stiff  when  stressed  to  9000  lbs.  per  sq.  in.,  but 
too  stiff  in  fact,  because  our  Tm  cannot  cause  so  high  a  stress,  for 

^      TinXi6      171,000x16x7  ,, 

/  = 3r-  =^  -— =  127  lbs.  per  sq.  m. 

•^  TT  d^  19X19X19X22  '  ^  ^ 

We  conclude  that  the  proper  course  is  to  directly  connect  T„  with 
stiffness,  for  we  shall  not  then  exceed  the  required  torsion  angle ;  but 
the  maximum  stress  will  be  much  under  9000  lbs.,  which  yet  satisfies 
the  conditions. 

.    d*  =  2xi6xi7r,ooox 240x57-4x7  ^  ^ 

22  X  13,000,000  ^ 

and  d  =  &^ 

Also  the  stress  produced  by  Tn,  will  be 

.      16  Tn,      16x171,000x7 
^=   Vd^  =      22x6-48'       =  3"olb»-persq..n. 

Answer: — A  shaft  6-48"  dia,  will  sustain  a  Tta  of  lyiyOoolds. 
without  deflecting  more  than  i*  in  20  ft,  of  lengthy  the  maximum  stress 
not  exceeding  "^27,0  lbs,  per  sq.  in,;  and  the  lower  diagram  in  Fig.  917 
will  assist  in  shewing  the  peculiar  conditions  of  the  problem. 


CHAPTER  X. 

Fp,  7og  and  p/j.  Petrol-driven  Motor  Cars. — There 
are  now  three  practical  sources  of  power  for  motor  cars : 
steam,  electricity,  and  oil  or  spirit.  Steam  has  found  favour  on 
account  of  the  highly  regulable  character  of  the  working  gas,  the 
dispensing  with  spur  changing  gear  and  its  noise  and  shock,  and 
the  reduced  cost  of  repairs  through  freedom  from  vibration.     On 
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the  other  hand,  the  cost  of  fuel,  which  usually  must  be  oil  or 
spirit,  is  some  six  times  that  of  the  petrol  cars,  the  boiler  rarely 
receives  the  attention  it  ought  to,  and  water  cannot  be  carried  for 
a' longer  run  than  50  miles  at  the  outside.  Electric  cars  have  yet 
to  fight  against  the  heavy  odds  of  the  accumulator  weight,  not 
less  than  15  cwts.  of  which  are  required  to  produce  the  full 
voltage. 

Petrol  cars  holding  the  market  so  well,  despite  numerous 
difficulties  in  working,  a  typical  car  has  been  illustrated  in 
Fig.  919,  of  medium  size  for  touring  purposes.  The  early  cars 
were  insufficiently  powered,  and  the  demand  for  starting  on  and 
racing  up  average  inclines  has  raised  the  horse-power  very  con- 
siderably :  so  we  have  at  present : — 


SVoiturettes  or  "j 
smallest  cars  j 

{Light  Voitures  ) 
or  small  cars    ( 

Touring  and  ) 
large  cars     \ 

Racing  cars 


Carrying 

2  people 

3  to  4  people 

4  to  8  people 


Engine 


I  cylinder 

2  to  3  cylinders 

4  cylinders 


2  people       '   4  to  8  cylinders 


B.H.P. 

4  to  8 

5  to  10 

12  to  30 
30  to  75 


Speeds 
per  houi 


15  miles' 
i 

20  „  ; 
I 

30     .•     . 

70  „   ! 


Heavy  traffic  must  ultimately  be  one  of  the  largest  develop- 
ments of  motor  work.  At  present  it  is  mostly  steam-driven, 
though  petrol  driving  is  adopted  for  omnibuses. 

Referring  to  Fig.  919,  the  lower  part  of  the  car  is  called  the 

*  chassis,'  and  the  carriage  portion  the  *  carrosserie.'  The  latter 
is  shewn  at  /,  as  of  *  tonneau '  form,  with  back  entrance,  which, 
though  compact,  is  now  superseded   by   the  more  convenient 

*  side-entrance  '  body.  Both  give  two  seats  in  front,  one  for  the 
driver ;  and  two  seats  at  the  back.  Often,  but  not  always,  there 
are  two  frames :  the  one  marked  a,  supporting  the  carriage  and 
resting  on  two  laminated  springs  over  each  axle,  carries  also  the 
brake  and  chain  pinion  shafts;  the  second,  marked  b^  supports 
the  engine,  gear  case,  water  tank,  &c. ;  and  the  two  frames  are 
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rigidly  connected  at  front  and  back,  and  by  extra  stays  near  the 
engine.  The  dashboard  is  at  r,  and  the  engine  bonnet  at  k^  the 
latter  pierced  with  Venetian  openings  for  coolness,  while  ^  is  a 
lubricator  leading  oil  to  all  main  machine  parts.  The  wheels  are 
of  *  artillery '  pattern,  in  imitation  of  those  used  on  gun-carriages, 
and  are  generally  supplied  with  pneumatic  tyres,  pumped  to 
loo  lbs,  pressure.  The  axles  w  and  x  are  *dead,'  that  is,  are 
prevented  from  rptation,  the  wheels  merely  revolving  on  the 
tapered  axle  ends ;  but  one  form  of  car  has  a  *  live '  hind  axle 
driven  by  bevel  gear  at  its  mid-length  by  a  shaft  from  the  gear 
box  having  universal  joints  in  its  length. 

The  distribution  of  weight  is  such  as  to  put  nearly  equal 
loads  on  front  and  back  wheels,  when  working ;  and  as  the 
engine  and  radiator  are  most  conveniently  placed  in  the  front^  the 
gear-case  and  water  tank  are  put  in  the  rear,  although  this  neces- 
sitates considerably  extra  weight  in  pipes.  The  petrol  tank  is  at 
^,  and  the  fuel  feeds  therefrom  to  the  carburettor  b,  wher^  it  is 
gasified  and  mixed  with  air  before  passing  to  the  cylinders  a  a  by 
the  inlet  pipes  h  h.  The  exhaust  pipes  then  carry  the  products 
to  the  silencer,  where  they  enter  at  r,  pass  backward  and  forward 
through  concentric  cylinders,  and  emerge  at  s.  The  engines  are 
usually  of  the  vertical  type,  with  crank  chambers  underneath, 
although  horizontal  types  have  sometimes  been  introduced  to 
overcome  vibration.  The  former  is,  however,  most  convenient, 
and  if  several  cylinders  are  used  with  pistons  travelling  in  opposite 
directions,  the  inertia  forces  may  be  fully  balanced  (see  b,  Fig. 
860,  p.  898).  The  *  tourist'  car  shewn,  of  12  to  15  B.H.P., 
requires  four  cylinders,  and  in  addition  a  large  fly-wheel  c  to 
equalise  crank  effort,  into  which  is  fitted  the  friction  clutch  d. 
Earlier  cars  were  often  belt-driven,  which  provided  a  perfect 
slipping  arrangement  for  obtaining  half  power  and  the  necessary 
fine  adjustment  between  change  of  gears,  but  belts  are  much 
affected  by  change  of  weather,  and  cause  much  difficulty  when 
riding  up  hills.  The  friction  clutch  is  an  admitted  necessity,  and 
is  kept  in  gear  by  a  strong  spring  e,  giving  uniform  but  not  over- 
grip,  which  can  be  released  by  a  foot  lever  wholly  or  partially, 
thus  providing  the  required  *  elasticity '  of  power,  only  perfectly 
obtained  in  the  steam  engine. 
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The  inlet  valves  of  the  engine  are  automatically  opened 
against  springs,  though  lever-opened  valves  are  now  much  in 
favour;  and  the  exhaust  valves  are  lifted  by  a  cam  driven  by  a 
1:2  gear  from  the  crank  shaft  (see  Fig.  878,  p.  915).  Ignition 
has  been  fully  described  at  p.  963,  but  a  very  interesting  discovery 
has  been  accidentally  made  by  Panhard's  workmen  :  that  a  break 
in  the  secondary  circuit,  outside  the  engine,  of  about  i  "/„,  will 
cause  the  spark  to  act  with  greater  certainty,  even  jumping  across 
dirty  inside  terminals.  In  smaller  un-govemed  engines,  the 
advance  spark  (Fig.  898,  p.  964)  is  adopted  to  regulate  the  speed 
by  hand,  but  in  the  larger  engines  a  centrifugal  governor  is  placed 
on  the  second  motion  or  cam  shaft,  which  formerly  closed  the 
exhaust  valve  to  lower  the  speed,  but  now  throttles  the  mixture. 
In  most  cases  it  is  permitted  to  put  the  governor  out  of  gear  so 
as  to  quicken  the  engine  by  advance  spark  or  other  method. 
The  speeds  adopted  are  higher  than  for  land  engines,  for  this  is 
the  only  means  of  reducing  engine  weight.  They  vary  from  650 
to  2000  revs,  per  m.,  though  few  rise  to  2000 ;  some  makers, 
running  at  650  to  850  with  governor,  obtaining  the  higher  speeds 
by  hand  Stroke  and  diameter  are  often  about  equal,  and  thus  a 
simple  but  rough  rule  at  1500  revs,  is 

B.H.P.  =  - 
10 

The  divisor  10  becoming  20  at  750  revs.,  and  15  at  1000  revs. : 
or  for  any  speed,  divisor  =  1 5,000  -=-  revs.  If  stroke  and  diameter 
are  not  equal,  drs  may  be  substituted  for  d^. 

The  full  revolutions  transmitted  along  shaft  g,  have  to  be 
suitably  reduced  by  change  wheels  at  j  in  the  gear  box  ^,  giving 
three  forward  speeds  as  required,  on  shaft  H,  with  a  reverse 
motion  through  the  intermediate  wheel  k;  the  changes  being 
effected  by  the  clutch  handle  l  and  rod  m,  which  slide  the  wheels 
along  their  shafts,  a  method  which  causes  much  wear,  but  is 
simple,  and  has  not  been  superseded.  Thrust  bearings  are  pro- 
vided at  K  and  v.  The  motion  is  carried  forward  by  bevel  gear 
T  to  the  clutch  pinion  shaft  /,  passing  through  the  compen- 
sating or  differential  gear  in  box  u,  already  described  at  p.  526, 
which  serves  to  disunite  chain  pinions  w  w,  and  permit  their 
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rotation  at  different  speeds  when  the  car  is  turning  a  comer. 
The  pinions  lastly  drive  the  hind  road  wheels  by  chains  to  the 
chain  wheels  x  x,  the  latter  being  fastened  to  the  spokes  by  bolt 
studs.  The  alternative  to  chain  driving  is  the  substitution  of 
a  live  axle  at  x,  which  is  adopted  in  many  cars,  but  the 
universal  joints  required  in  the  gear  shaft  render  the  method 
objectionable,  for  allowance  must  always  be  made  for  deflection 
of  the  car  springs. 

The  steering  hand  wheel  at  /  actuates  by  worm  and  spur 
gearing  and  a  lever,  the  steering  rod  r,  which  in  turn  by  lever 
slews  the  wheels  n  and  n^  round  centres  2  and  3,  for  they  are 
both  connected  by  levers  s  s  and  rod  4.  Levers  s  s  are  not 
parallel,  so  n  and  n^  turn  through  such  different  arcs  that  the 
wheel  centre  lines  will  meet  in  a  point  coincident  with  the  back 
centre  line  x  produced,  all  four  wheels  then  truly  rolling  round 
one  centre  in  x;  the  principle  being  known  as  that  of  the 
Ackermann  gear.  Other  movements,  such  as  change  speed  gear, 
adjustment  of  carburettor,  governor  cut-out,  &c.,  are  all  worked 
from  handles  on  steering  pillar. 

•  The  cylinders  are  cooled  by  water  kept  circulating  in  jackets 
by  the  pump  n,  and  the  hot  water  from  cylinders  is  circulated 
through  the  radiator  /  to  be  cooled,  then  back  to  water  tank  p  to 
be  re-conducted  to  the  engine  jacket.  The  brake  is  provided  at 
Y  Y,  where  two  drums  are  gripped  by  blocks  pulled  tight  as 
required,  by  the  lever  z.  Formerly,  straps  were  used  as  at 
p.  570,  but  the  method  being  non-revei:sible,  would  not  prevent  the 
car  running  backward  down-hilL    m  is  the  engine-starting  handle. 

The  Longuemare  Carburettor,  illustrated  in  Figs.  920 
and  921,  is  probably  the  very  best  example  of  a  float-feed  spray 
carburettor.  In  Fig.  920  the  petrol  feeds  a  long  pipe  e,  through 
gauge  at  f,  g  being- a  cleaning  cap.  a  is  the  float  chamber  and  b 
the  float.  The  spindle  h  is  weighted  at  its  lower  end,  and  sup- 
ported by  levers  d  if  the  float  be  at  lowest  position  as  shewn,  so 
that  petrol  enters  freely.  Gradually  the  float  rises  until  the  petrol 
reaches  level  c,  when  the  levers  d  rising  with  the  float  permit  the 
weighted  needle  to  fall  and  close  the  lower  orifice,  checking  the 
flow.    When  in  action  th^r6  is  a  delicate  play  of  the  float  between 
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these  limits,  and  j  is  a  press  button  for  trying  if  the  float  be 
satisfactorily  acting.  At  k  the  liquid  rises  through  small  holes  to 
L,  and  there  is  drawn  by  the  suction  through  fine  grooves  on  the 
sides  of  an  inverted  cone,  placed  at  the  level  of  c,  and  the  petrol 
enters  the  chamber  m  as  spray.  Air  is  drawn  inward  at  n,  being 
adjusted  in  quantity  by  the  circular  slide  P  actuated  by  lever  r, 
and  constrained  to  pass  into  m  in  close  contact  with  the  spray. 
The  mixture  passes  through  gauze  into  the  higher  chamber, 
and  is  permitted  to  flow  to  the  engine  through  inlet  pipe  q, 
being  further  regulated  or  throttled  by  the  circular  valve  v, 
actuated  by  lever  u.  A  jacket  x  is  supplied  with  hot  exhaust 
gas  through  the  small  pipe  w,  to  perfect  the  gasification  of  the 
mixture. 

Fig.  921  shews  the  arrangement  of  the  carburettor  and  con- 
nections, h  being  the  petrol  tank  and  j  the  starting  or  stopping 
vklve,  g  the  flow-pipe  to  float  chamber  a,  b  the  adjusting  chamber 
with  levers/,  to  which  passes  the  mixing  air  through  pipe  c  from 
near  the  hot  engine  cylinder  d^  I  the  exhaust  from  engine  to  m 
the  silencer,  a  portion  of  the  products  being  abstracted,  by  way  of 
cock  /,  along  pipe  n  to  the  warming  jacket  b  of  the  carburettor, 
and  e  is  the  inlet  pipe  to  engine  with  inlet  valve  at  k. 


P,  y68.  Efficiency  of  Boilers. — ^The  evaporation  obtained 
in  lbs.  of  water  per  lb.  of  coal,  the  former  from  and  at  2 1 2*^,  is  a 
very  ready  way  of  comparing  the  thermal  efficiency  of  boilers, 
though  giving  no  indication  of  other  facts.  The  results  following 
may  be  taken  as  having  been  obtained  with  best  Welsh  coal  of 
about  14,500  thermal  units  calorific  value  per  lb.  of  fuel : — 


Evaporation. 
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P.  goi.  Water  Softening.— It  is  now  generally  admitted 
that  the  proper  place  to  soften  hard  feed  water  is  in  the  feed 
tank,  and  not  inside  the  boiler.  The  chemicals  to  be  added  are 
dealt  with  at  p.  901,  and  it  remains  to  describe  a  feed- water 
softening  apparatus  for  external  use.  The  'Bruun-Lowener' 
softener  in  Fig.  918  is  remarkable  for  its  simplicity  and  small  size. 
The  hard  water  enters  at  pipe  a,  being  checked  as  required  by 
ball  valve  b,  passing  by  pipe  c  c  into  the  cataract  vessel  d,  which 
is  divided  by  a  mid-partition,  so  that  when  one  side  is  filling  the 
other  is  emptying.  At  each  discharge  of  d  three  things  have 
been  done :  the  cam  roller  t  has  passed  under  the  spindle  r, 
raising  the  lever  u  on  centre  v,  and  with  it  the  valve  rbd  w,  thus 
admitting  a  certain  quantity  of  liquid  chemical  from  tank  q  into 
D ;  the  paddle  s  has  been  automatically  moved  within  q  to  keep 
the  chemicals  mixed ;  and  the  paddle  p  has  travelled  across  com- 
partment E  so  as  to  stir  the  discharged  chemical  among  the  feed 
water.  The  treated  water  next  rises  in  chamber  y  to  flow  down 
the  vertical  tube  f,  but  on  its  way  is  met  by  a  jet  of  steam  through 
pipe  M  and  distributing  nozzle  n,  which  has  the  effect  of  ac- 
celerating the  deposition  of  precipitates,  thus  reducing  the 
necessary  size  of  the  apparatus.  Continuing,  the  water  passes 
through  filter  h  and  emerges  into  chamber  j,  whence  it  is  pumped 
through  pipe  k  to  the  boiler.  Mud  is  withdrawn  through  cock  l. 
The  apparatus  shewn  is  large  enough  to  supply  400  gallons  of 
water  per  hour.  

CHAPTER  XL 

P.  710,  Density  of  Fresh  Water. — In  Fig.  922  a  curve 
has  been  prepared  to  shew  accurately  the  variation  in  the  density 
of  fresh  water  between  freezing  and  boiling  points.  The  number 
of  pounds  weight  per  cubic  foot  may  be  read  off  by  means  of  the 
scale  on  the  left  of  the  diagram  by  measuring  the  height  of  the 
curve  above  the  base  of  60  pounds,  referring  to  the  scale,  and 
adding  to  it  the  figure  60. 

P,  yj8.  Balanced  Hydraulic  Lift. — Mr.  Ellington's  lift 
described  on  p.  738  is  no  longer  manufactured  on  account  of  the 
general  objection  to  internal  packings.     The  Balanced  Hydraulic 
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Passenger  Lift  shewn  in  Fig.  923,  designed  and  manufactured  by 
Messrs.  Wajgood  and  Otis,  is  a  most  satisfactory  modem  appa- 
ratus, dispensing  with  all  internal  packing  by  the  substitution  of 
rams  for  pistons.  The  central  picture  is  an  enlarged  section  of 
the  working  cylinder  a  and  the  rams,  of  which  c  is  the  displace- 
ment ram,  lying  within  the  cylinder  and  riding  vertically  upon  the 
power  ram  d,  the  last  being  held  rigidly  by  bolts  e  e  and  cross- 
head  F.     Pressure  is  admitted  to  space  g,  and  only  displacement 
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water  lies  between  A  and  c.  Upon  the  latter  is  always  a  minimum 
pressure  due  to  weights  ft,  which  balance  the  greater  portion  of 
the  lift  ram  and  cage,  the  unbalanced  weight  being  necessary 
on  the  cage  side  to  bring  the  lift  down  when  water  in  g  is  opened 
to  exhaust.  The  buffers  j  j  are  a  precaution,  but  are  not  rested 
upon  as  a  rule. 

Referring  now  to  the  general  drawing  :  the  cage  k  rises  from 
the  basement  to  a  third  floor  in  the  example  given,  or  a  total  of 
52   feet.     The  controlling  valve  l  is  worked  from  the  cord  n 
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throligh  lever  m,  but  when  the  cage  reaches  its  highest  or  lowest 
position  the  pressure  water  is  cut  ofT  automatically  at  valve  i.  by 
the  striking  of  tappets  such  as  p  p,  and  the  load  is  received  on 
buffers  Q  Q  when  at  lowest  position.  The  pipe  R  transmits 
pressure  water  to  the  power  cylinder,  entering  at  t  ;  and  the  pipe 
u  u  connects  the  displacement  cylinder  v  with  the  lift  cylinder  w. 
As  mentioned,  the  pressure  of  the  displacement  water  will  depend 
upon  the  load,  which  varies  with  the  passengers,  the  minimum 
being  somewhat  under  the  weight  of  lift  ram  and  cage.  A  relief 
valve  s  is  placed  upon  pipe  u,  and  as  the  water  in  u  gets  lost  by 
leakage  and  the  weights  h  fiEdi  too  low,  the  valve  x  is  automatically 
opened,  admitting  pressure  water  from  r  to  cylinder  v  through 
pipe  Y,  wherein  is  a  non-return  valve« 
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CHAPTER  I. 
P,  J.  The  Cupola. — A  thoroughly  modem  foundry  cupola 
is  shewn  in  Fig.  924.     It  is  known  as  Stewart's  patent  ^  Rapid  ' 
Cupola,  and  is  made  by  Thwaites  Bros,  of  Bradford,  its  principal 
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features  being  the  blast  box  d  and  the  reservoir  e  for  the  molten 
metal.  The  former  i^  now  applied  to  all  new  cupolas  on  account 
of  its  quiet  and,  steady  action,  the  warmed  air  passing  in  at 
several  openings  such  as  m.  The  reservoir  keep's  the  metal  quite 
hot  until  required,  and  there  is  the  usual  tapping  door  c,  as  well 
as  an  air  pipe  f  lined  with  ganister,  and  a  sight  hole  h.  The 
charging  door  c  and  the  damper  rods  b  b  are  worked  from  the 
charging  platform  l,  and  the  gases  escape  at  a  a.  The  blast 
pipes  J  J  are  governed  by  valves  k  k,  and  there  is  another  sight 
hole  at  N. 

Pp.  6  and  747.  Blackening. — Plumbago  is  now  very  much 
used  for  the  facing  of  moulds,  being  dusted  on  like  the  charcoal 
powder,  and  afterwards  sleeked  with  suitable  tools.  It  must  be 
used  sparingly  owing  to  its  refractory  nature,  and  the  consequent 
tendency  to  close  the  sand  pores  and  prevent  the  escape  of  gas. 
Other  substances  have  also  been  adopted,  but  plumbago  is  the 
best  because  it  lies  firmly  on  the  mould  during  casting,  while 
oak-charcoal  dust,  though  otherwise  excellent,  has  a  tendency  to 
float 


CHAPTER   11. 

P.  71.  Expansion  of  Cast  Iron  from  the  solid  to  the 
liquid  state. 

An  interesting  experiment  was  made  by  Sir  Thos.  Wrightson. 
He  placed  a  cast-iron  ball  of  132  oz.  weight  on  a  surface  of 
molten  cast  iron.  At  first  the  ball  sank  below  the  surface,  which 
shewed  it  had  a  greater  density  than  that  of  the  liquid ;  but  in  a 
few  seconds  it  had  just  risen  level  with  the  surface,  having  then 
an  equal  density  with  the  liquid.  Continuing  to  rise,  about  yV 
of  its  volume  shewed  in  3  or  4  minutes,  and  at  the  end  of  6 
minutes  it  had  melted  away.  The  top  of  the  ball  was  connected 
with  a  spring  balance  which  carried  a  pencil  that  marked  the 
curves  shewn  in  Fig.  925  upon  a  clock- driven  drum.  Comparing 
the  pressures  on  the  spring,  it  appeared  that  the  ball  expanded 
I  %  before  it  attained  an  equal  density  with  the  liquid,  and  a 
further  expansion  of  6%  caused  a  total  increase  of  7%.  in  volume. 
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The  first  rise  of  i  %  would  correspond  to  the  *  contraction  allow- 
ance *  of  the  pattern  maker. 
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CHAPTER   III. 

F.  76.  Wrought  Iron. — The  following  notes  are  given  on 
the  authority  of  Mr.  James  P.  Roe,  of  America,  inventor  of  the 
Roe  puddling  process  : — 

Puddling  permits  the  use  of  pigs  with  very  various  composi- 
tion, up  to  3%  Si,  3%  P,  2\%  Mn,  or  '35%  S,  though  not  all  in 
the  same  pigs ;  but  the  best  proportions  are  i  %  Si,  less  than 
1%  P,  •!%  S,  and  '5%  Mn.  The  wrought  iron  produced  is  free 
from  red  or  cold  shortness,  and  is  very  weldable.  The  flux  being 
foil-scale,  ore,  or  oxidising  gas,  is  for  the  purpose  of  abstracting 
the  C  as  already  described,  and  forms  the  *  cinder,'  which  when, 
low  produces  the  greatest  strength,  but  when  high  gives  very  free 
Welding  power.  The  subsequent  piling  and  reheating  is  for  the 
purpose  of  removing  this  cinder  to  the  desired  extent 

In  the  final  structure  of  the  metal  each  grain  or  crystal  is. 
surrounded  by  an  envelope  of  cinder  (ferrous  silicate),  the  greater 
part  of  which,  however,  is  eliminated  by  hammering  and  rolling, 
and  a  fibrous  structure  results,  which  is  the  real  source  of  strength 
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in  wrought  iron,  so  that  screw  threads  will  withstand  fracture 
when  steel  threads  break  at  the  root*  The  elongation  is  more 
uniform  than  that  of  steel,  though  of  less  extent ;  and  the  cinder, 
as  already  explained,  facilitates  welding.  Also  wrought  iron 
oxidises  less  freely  than  steel,  where  the  manganese  is  found  to 
cause  pitting. 

The  principal  defect  of  wrought  iron  is  its  transverse  weakness, 
though  this  is  reduced  by  the  elimination  of  cinder ;  while  the 
real  practical  objections  are  its  higher  cost,  and  the  difficulty  of 
procuring  labour  for  the  puddling. 

P,  800,  Aluminium -shrinks  largely  in  cooling,  and  is  not 
poured  therefore  directly  into  the  mould,  but  into  what  is  called 
a  runner  box,  from  which  it  flows  into  the  mould  when  certain 
iron  plugs  are  withdrawn.  The  runners  and  risers  must  be 
ample  in  size,  and  there  should  be  plenty  of  vents.  The 
blackening  consists  of  graphite  and  water.  The  metal  is  melted 
in  crucibles,  at  a  temperature  of  laio^F. ;  and  most  of  the 
alloys  are  treated  in  the  same  manner. 

As  pure  aluminium  is  soft  and  weak,  it  is  always  alloyed 
where  strength  is  required*  Wolframinium  and  Romanium  are 
Might'  alloys  having  up  to  10%  of  other  metals,  of  which  the 
principal  is  tungsten,  together  with  some  copper  and  nickel. 
Of  'heavy*  alloys,  R3  breaks  at  34  tons  per  sq.  in.,  and  has 
23%  elongation  in  2",  while  R^  has  42  tons  breaking  and 
10%  elongation. 

Aluminium  is  rolled  cold  into  very  thin  plates,  but  must  be 
afterwards  annealed,  and  may  be  forged  at  a  low  heat  It  must 
only  be  filed  with  single-cut  files  to  avoid  clogging,  and  must  be 
cut  at  high  speed  with  a  lubricant  of  turpentine  or  petroleum. 
Its  uses  are  various,  but  it  is  mostly  adopted  where  light  weight 
is  an  advantage.  It  has  been  tried  for  the  hulls  of  launches,  but 
not  with  success,  because  of  its  rapid  corrosion  in  salt  water. 
Alloyed  with  6%  of  copper,  however,  it  is  not  more  corrodible 
than  iron  or  steeL  When  added  to  steel  ingots  during  melting, 
in  the  proportion  of  i  to  1000,  it  prevents  piping  and  porousness. 
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CHAPTER  IV. 

P.  100,  The  Power  Hammer,  so  called  because  it  is 
actuated  by  mechanical  power,  rather  than  by  steam  or  other 
gas,  is  of  considerable  service  for  lighter  forging  in  smiths'  shops, 
being  made  in  various  sizes  from  i  lb.  to  5  cwt,  but  rarely 
beyond  the  latter.  As  originally  constructed  {see  33,  Fig.  317, 
p.  349),  the  rotating  shaft  rocked  a  lever  whose  fulcrum  could 
be  varied  to  alter  the  stroke  and  power'  of  the  blow;  but  the 
present  form  depends  entirely  upon  the  adjustment  of  an  air 
cushion,  the  stroke  of  the  lever  being  invariable. 

The  Longworth  power-hammer  as  manufactured  by  Messrs. 
Samuelson  &  Co.,  Figs.  926-7-^,  will  serve  to  illustrate  the  new 
departure.  Fig.  926  is  a  general  view,  and  Fig.  927  a  section 
through  the  cylinders;  and  the  same  lettering  is  adopted 
throughout.  Fast  and  loose  pullies  are  supplied  at  n,  the 
driving  pulley  being  also  a  flywheel,  to  secure  uniformity  of 
speed;  and  u  is  the  striking  gear  for  moving  the  belt  fork  v. 
The  rotation  of  the  small  craok  p  causes  a, connecting  rod  q 
to  vibrate  the  bent  lever  r,  which  is  further  connected  to  the 
upper  or  'actuating'  cylinder  by  the  coupling  rods  ss.  This 
cylinder  is  supplied  with  air  holes  at  d  and  e  ;  and  the  piston  a, 
together  with  the  rod  a  c  and  the  tup,  is  therefore  secondarily 
moved  up  and  down  through  the  means  of  an  air  cushion 
contained  in  d.  On  the  upstroke  the  action  is  easily  under- 
stood, but  on  the  downstroke  it  must  be  explained  that  the 
cylinder  d  travels  at  a  higher  rate  than  that  of  the  freely  falling 
tup,  and  gaining  upon  it,  causes  a  sharper  blow  than  would 
otherwise  occur.  The  lower  and  fixed  cylinder  h  is  for  the 
purpose  of  regulating  the  blow,  or  of  preventing  it  altogether; 
and  this  is  effected  by  the  valve  k,  which  can  be  made  to  cover 
any  number  of  the  ports  at  j,  or  to  entirely  open  them.  This 
valve  is  worked  by  the  attendant,  either  by  hand  at  l  or  by  the 
foot  lever  w  and  rod  m,  the  release  to  the  normal  position  of  the 
diagram  (for  complete  inaction)  being  given  by  the  long  spring  at  m. 

The  working  will  now  be  easily  understood.  Putting  the 
belt  upon  the  flywheel,  the  cylinder  commences  to  move  up  and 
down  at  260  strokes  per  minute,  but  the  tup  never  reaches  the 
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anvil  because  the  ports  at  j  are  all  closed,  and  the  air  cushion 
under  piston  b  prevents  the  blow.  Moving  k  downwards,  the 
air  underneath  b  is  wholly  or  partially  released,  and  the  tup 
therefore  strikes  the  anvil  with  whatever  force  may  be  desired, 
while  a  rapid  opening  and  closing  of  k  will  effect  a  single  blow. 
The  valve  T  automatically  opens  to  admit  air  on  the  upstroke, 
and  the  upper  part  of  cylinder  h  is  always  open  to  the 
atmosphere. 

Fig.  928  is  a  diagram  of  velocities,  where  the  ordi nates  \\ 
indicate  the  uniform  velocity  of  the  crank  pin  of  5  88  ft  per  sec., 
and  the  radial  ordinates  v^  within  the  curve  shew  the  velocity  of 
the  lever  pin  for  any  given  position  in  the  vibration.  It  will  be 
seen  that  the  latter  becomes  9*5  ft.  per  sec.  on  the  downstroke, 
or  much  greater  than  the  velocity  of  the  crank  pm,  and  proves 
the  smartness  of  the  blow  as  conferred  by  the  mechanism. 

P,  100.  The  Drop  Hammer,  Fig.  929,  is  now  much  used 

for  stamping  purposes,  and  the  blow  is  caused  entirely  by    the 

action   of  gravity   on   the   tup.      The   bed   T  carries  two    side 

tandards  b  b,  and  the  anvil  n  ;  and  the  tup  c  is  free  to   fall 
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between  the  guides  so  formed,  being  lifted  by  the  board  d,  which 
passes  between  the  friction  rollers  e  e.  The  rollers  are  driven  by 
separate  puUies  f  f,  one  with  a  crossed  and  the  other  with  an 
open  strap,  the  rotation  being  always  such  as  to  cause  the  tup- 
board  to  rise.  The  brackets  g  g  contain  the  bearings,  the  back 
pair  s  being  fixed,  while  the  front  form  eccentric  bearings  that 
can  be  rotated  by  the  lever  q  so  as  to  release  the  frictional  grip 
between  the  rollers  and  the  board  The  releasing  gear  is  auto 
matic,  and  consists  of  an  adjustable  tappet  h,  which  is  caught  by 
the  tup  on  the  upstroke,  thus  causing  the  rod  j  k  to  be  lifted, 
and  the  lever  q  rotated  so  far  as  to  permit  the  tup  and  its  board 
to  fall.  The  hand  lever  l  is  for  the  same  purpose,  and  is  princi- 
pally convenient  for  plain  forging,  where  a  succession  of  light 
blows  may  be  required.  To  keep  the  tup  in  a  raised  position, 
the  catch  lever  p  is  supplied,  and  the  depression  of  rod  m  by  the 
foot  lever  n  permits  the  tup  to  again  fall  freely. 


CHAPTER  V. 
P.  i66.    Universal    Radial    Drill. — The  description  of 
the  usual   form  of  radial  drill  at  p.  i66  will  serve  as  an  intro^ 
duction  to  the  universal  form  shewn'  in  Fig.  930.     In  the  Utter 
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the  drill  spindle  p  can  be  placed  at  any  desired  angle,  which  is 
effected  by  allowing  the  horizontal  slide  b  to  be  turned  on  its 
long  axis  by  the  worm  gear  n,  while  tiie  front  saddle  d  is  rotated 
in  the  plane  of  the  paper  upon  a  back  saddle  c.  The  saddles  are 
traversed  by  the,,screw  w  to  the  required  position,  and  the  drive 
is  through  shaft  l  and  mitre  gear  e  to  the  sleeve  f,  and  thence  to 
the  spindle  p.  The  smaller  mitre  gear  g  actuates  the  feed, 
through  belt  cones  h  h,  worm  gear  at  s,  and  spur  wheels  l  m  \ 
.  hand  feed  being  obtainable  in  the  usual  manner  by  shaft  k  to  the 
spur  gear.  The  whole  constitutes  an  exceedingly  convenient 
design  of  radial  drill. 

P,  168.  The  Square-hole  Drilling  Machine  (Ainley- 
Oakes)  is  a  very  interesting  and  remarkable  contrivance,  for  by 
its  aid  true  and  sharp  square  or  hexagonal  holes  may  be  actually 
drilled  with  accuracy.  Referring  to  Fig.  931,  a  vertical  standard 
carries  a  bracketted  table  x,  which  may  be  raised  to  any  con- 
venient position  by  the  screw  y  and  then  fixed.  Upon  this  table 
are  «ross  slides  for  adjustment  of  the  work,  and  a  worm  gear  w 
for  rotation  of  the  vertical  axis  of  the  work  table  v  to  any  desired 
angle.  The  drill  spindle  g  carries  a  specially  formed  tool  f,  and 
is  encased  in,  and  driven  by,  the  sleeve  e  through  the  mitre  gear 
c  on  the  outer  sleeve  d,  a  being  the  main  driving  cone,  and  b  the 
driving  shaft.  Upon  the  sleeve  e  are  formed  suitable  cams, 
shewn  in  section  at  a  a^  which  are  made  to  engage  within  fixed 
cam  plates  at  t  t  when  required,  such  engagement  or  disengage- 
ment being  effected  by  a  lowering  or  raising  of  the  sleeve  e  by 
means  of  the  lever  p  k  and  the  parallel  motion  h  j,  after  which  p 
is  fixed  on  its  section  plate.  The  side  motion  or  wobble  caused 
by  the  engagement  of  the  sleeve  e  with  the  cam  plates  is  allowed 
for  in  the  coupling  u,  which  connects  the  spindle  to  the  feed 
screw  M,  and  the  feed  is  obtained  in  the  usual  manner  by  power 
through  belt  gear  s,  worm  gear  q,  spindle  p,  -and  spur  gear  n  to 
the  screw  m  ;  or  by  hand  wheel  r. 

The  cam  plates  for  square  holes  are  shewn  at  z,  and  three 
different  sizes  at  least  are  supplied,  while  round  holes  may  be 
drilled  by  the  aid  of  the  plates  z^ ;  any  pair  of  plates  being  put  in 
or  out  of  gear  by  means  of  right-  and  left-handed  screws  that 
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separate  or  approach  the  half-plates.  The  form  of  tool  for  square 
holes  is  given  at  f,  and  the  corresponding  cam  on  the  sleeve  at  e, 
the  rotation  of  e  with  the  plates  causing  the  tool  to  successively 
enter  the  corners  of  the  dotted  square,  which  is  the  hole  thereby 
formed  in  the  work.    , 

P,  I7S'  Further  Milling  Examples  are  given  in  Fig. 
932.  At  A  is  shewn  a  'gang'  of  milling  cutters  fixed  upon  the 
milling  spindle,  by  which  work  of  very  intricate  section  may  be 
very  rapidly  performed,  though  considerable  driving  power  is 
naturally  required.  The  bolt  slots  at  c  and.D  could  scarcely  be 
tooled  with  speed  and  accuracy  by  any  other  method  than  that 
of  milling,  and  e  shews  a  use  for  the  face  cutter.  The  plane 
table  at  b  is  being  machined  both  on  top  and  sides  at  one  cut, 
the  sides  by  means  of  face  cutters,  and  the  top  by  two  long 
cutters  having  interrupted  teeth,  thus  giving  a  clearance  for  the 
shavings  which  is  much  needed  in  roughing  cuts.  The  rig  at  h 
is  required  when  milling  a  keyway  in  a  round  shaft,  and  consists 
of  two  side  clamps,  further  accuracy  of  position  being  secured  by 
the  dummy  key  in  the  lower  keyway  that  has  akeady  been  cut, 
A  twist  drill  is  being  formed  at  G,  where  the  table  is  swivelled  on 
its  vertical  axis  to  the  correct  angle,  and  the  drill  is  rotated  in  a 
bearing  at  the  proper  rate  of  speed  to  mill  the  helical  groove,  the 
method  being  that  of  screw-cutting  with  a  mill  as  the  tool. 

A  grooved  cam  plate  of  any  required  design  may  be  milled  by 
the  apparatus  shewn  at  f,  which  is  a  plan  view.  An  auxiliary 
table  a  is  fixed  to  the  machine  table  /;  and  a  slide  d  carries  a 
spindle  //,  upon  which  is  the  copy  c  and  the  work  g.  When  in 
operation  the  weight  e  pulls  the  slide  b  till, it  rests  against*  the 
dummy  d  fixed,  on  ^,  and  a  very  slow  rotation  of  the  spindle,  or 
feed,  is  caused  by  the  worm  gear/,  separately  driven  by  the  cone 
pulley  k.  The  result  is  that  the  mill /forms  a  groove  in  the  work 
that  is  the  exact  counterpart  of  the  copy  c. 

Pp.  iSo  and  81  j.  Milling  Machine  with  Universal 
Head. — Fig.  933  shews  a  large  milling  machine  that  may  be 
easily  understood  from  previous  descriptions.  The  bed  a  has  a 
horizontal  slide,  upon  which  is  the  saddle  and  cross  slide  m,  and 
the  table  b  rotated  by  worm  gear  n  :  any  desired  ratio  of  feed 
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being  obtained  by  change  wheels  l  ;  and  the  feed  shaft  j  is  driven 
by  mitre  gear  k  in  either  direction  at  will.  The  driving  cone  c, 
with  back  gear,  rotates  the  tool  shaft  q  through  mitre  gear  t, 
vertical  shaft,  spur  ^ear  d,  and  shaft  e  ;  and  a  vertical  feed  is 
also  obtained  when  required  through  the  screw  p  and  change 
wheels  at  h.     The  saddle  r  carries  the  milling  head,  and  moves 


Fa^  933. 


JSItlihnjQ  Aljofxhin  e 


upon  the  vertical  slide  s.  The  universal  head  consists  of  two 
parts,  a  and  ^,  the  former  of  which  can  be  rotated  round  a 
horizontal  axis  to  any  suitable  position,  and  be  there  fixed  by 
bolts.  The  part  b  may  similarly  be  rotated,  but  on  an  axis 
inclined  at  45**  to  that  of  ^,  and  in  consequence  the  tool  axis  b  u 
may  be  placed  in  any  position  whatsoever.     To   drive  the  tool 
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under  all  circumstances,  mitrQ  wheels  r  and  s  engage  through  the 
medium  of  a  face  wheel  /,  and  the  mgtion  is  transmitted  to  the 
tool  spindle  through  the  spur  gear  v.  The  interposition  of  the 
face  wheel  permits  therefore  a  connection  of  r  and  j,  whatever 
the  angular  relation  of  a  and  b. 


CHAPTER-  VI. 

P,  igj.  Relieving  or  Backing-ofT  L^the. — In  the 
description  of  the  making  of  screw-taps,  p.  192,  the  clearance  or 
backing-off  was  said  to  be  done  by  hand,  but  this  is  by  no  means 
the  best  or  proper  method  of  doing  it.  Taps  are  now  relieved  or 
backed-off  by  the  aid  of  some  machine  appliance,  which  gives  the  i 
turning  br  screwing  tool  such  a  transverse  motion  as  will  cause  it 
to  cut  deeper  into  the  tap  at  certain  times,  as  shewn  in  section  at 
Fig.  203,  p.  194,  the  flutes  having  been  previously  cut  as  at  a, 
Fig.  185.  Relieving  lathes,  specially  built  for  backing-off  while 
turning,  have  a  much  wider  and  more  important  field  of  applica- 
tion, however,.  Jn  the  making  of  milling  cutters  of  every  con- 
ceivable form,  and  the  machine  shewn  in  Figs.  934,  934a,  and 
934^,  built  by  Mr.  J.  E.  Reinecker,  and  introduced  in  England  by 
Messrs.  Pfeil  &  Co.,  from  whom  the  drawings  have  been  obtained, 
will  now  be  described. 

The  general  view  of  the  lathe  is  given  in  Fig.  934,  the  lower 
diagram  being  a  section  through  the  bed,  so  as  to  shew  the 
arrangement  of  the  shafts.  The  driving  is  as  usual  by  cone 
pulley  A  and  back  gear,  and  the  milling  cutter  to  be  formed  is 
mounted  on  a  bar  and  placed  between  the  cone  centres  so  as  to 
rotate  at  a  suitable,  speed  for  the  cutting.  The  cutter  blank  has 
been  previously  roughed  out  in  the  manner  shewn  at  m,  where 
the  deep  radial  grooves  indicate  the  number  of  teeth  to  be 
adopted.  These  grooves  are  generally  of  spiral  form,  having  long 
i^itch,  so  can  easily  be  done  in  the  ordinary  milling  machine 
between  centres  that  are  slowly  rotated  by  what  is  called  a  spiral 
attachment.  The  object  of  the  relieving  lathe  is  next  to  give 
each  tooth  of  the  cutter  m  its  proper  clearance  angle  by  a  process 
of  turning,  the  material  being  removed  down  to  the  dotted  lines. 


Digitized  by 


Google 


BY  J.  £.  R€iN£CK£R 


Digitized  by 


Google 


Appendix  VI,  1027 

The  direction  of  rotation  being  shewn  by  the  arrow,  it  is  evident 
that  the  tool  must  be  gradually  .pushed  farther  into  the  cut  for 
each  tooth,  and  then  suddenly  withdrawn  to  begin  upon  the  next 
tooth  ;  while,  at  the  same  time,  a  longitudinal  traverse  of  either  a 
parallel  or  spiral  form  is  to  be  maintained  as  required.  We  shall . 
now  examine  the  motions  of  the  lathe  to  see  how,  the  aforesaid 
operations  may  be  performed. 

The  leading  screw  e  provides  the  longitudinal  feed  or  traverse^ 
being  driven  by  change  wheels  at  d,  and  having  th^  usual  rocker 
lever  h  to  reverse  the  motion  when  required  {see  Figs.  135-6, 
p.  145).  The  spiral  shaft  c,  as  it  is  called,  is  driven  by  spur 
wheels  at  b,  a  change  of  speed  being  obtained  by  the  sliding 
spindle  g,  which  puts  one  or  other  of  the  wheels  at  f  in  mesh  at 
will ;  and  a  rpcker  lever  is  also  provided  at  k  for  reversal.  Follow- 
ing shaft  c  rightwards,  it  is  seen  to  drive  a  shaft  m  through  the 
medium  of  differential  bevels,  so  that  if  wheel  r  be  fixed,  the 
pinions  l  roll  round  and  rotate  m  at  half  the  speed  of  c.  Change 
wheels  n  are  then  so  arranged  as  to  turn  shaft  p,  called  the  cam 
shaft,  at  the  speed  required  to  cause  a  prescribed  number  of  teeth 
to  be  formed  upon  the  cutter  blank  ;  in  other  words,  the  rotations 
of  P  are  always  an  aliquot  number  of  parts  of  those  of  m,  and  at 
present  also  of  c,  though  the  latter  will  only  hold  when  r  is 
stationary  and  parallel-toothed  mills  are  being  cut.  The  cam 
shaft  p  is  so  called  because  it  rotates  the  backing-off  cam  u 
through  the  bevel  wheels  t  and  a  vertical  shaft,  giving  the  required 
transverse  motion  to  the  upper  slide  x  of  the  saddle  w. 

The  longitudinal  feed  is  made  spiral  by  means  of  a  curious 
connection  between  the  leading  screw  and  the  spiral  shaft.  The 
screw  E,  supplied  with  change  wheels  r  at  its  right-hand  end, 
.  drives  a  worm  gear  q  through  the  mitre  wheels  s,  thus  causing  a 
very  slow  rotation  of  the  wheel  r.  The  shaft  m  no  longer  turns  at 
the  exact  half-speed  of  m,  nor  do  p's  rotations  divide  exactly  into 
those  of  c,  though  the  old  relationship  is  retained  between  p  &  m. 
The  effect  is  to  cause  the  reciprocation  of  the  tool  slide  x,  as  given 
by  the  cam  u,  to  be  very  slightly  retarded,  so  that  at  every  rota- 
tion of  the  work  the  tool  enters  at  a  somewhat  later  or  lower 
position.  Simultaneously  a  leftward  feed  has  been  given  by  the 
leading  screw,  and  thus  a  left-hand  spiral  path  is  traced  upon  the 
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blank  by  the  tool  point.  A  rack  traverse  v  is  provided  for  setting, 
and  a  nut  clamp  at  a  for  the  leading  screw. 

The  lower  diagram  of  Fig.  934a  is  a  cross-section  through  the 
saddle  w,  shewing  the  shaft  p  and  bevels  t  rotating  the  cam  u» 
the  shape  of  which  is  seen  above.  The  spring  d  within  the  saddle 
^causes  slide  x  to  bear  upon  the  cam  through  the  stop  z,  and  as 
the  milling  cutter  slowly  revolves  with  the  mandrel,  the  tool  in 
rest  b  commences  to  cut  on  the  circumference  of  the  blank,  sinks 
deeper,  and  emerges  suddenly  for  a  second  tooth,  as  previously 
described.  The  traverse  can  be  at  times  prevented  while  all  the 
other  motions  are  retained,  by  releasing  the  half-nuts  at  £,  a 
method  required  when  forming  spur-wheel  and  such-like  cutters  as 
at  Fig.  186,  p.  178.  In  fact,  that  diagram  and  the  attached  de- 
scription shew  clearly  the  advantage  of  machine-relieved  milling 
cutters,  where  the  relief  angle  is  the  same  for  any  radius ;  and  it 
follows  that  if  only  the  front  of  the  tooth  be  ground  by  a  suitable 
emery  wheel,  held  with  its  flat  surface  as  a  radius  of  the  cutter, 
the  form  of  tooth  is  invariable  so  long  as  the  cutter  lasts.  The 
object  of  Reinecker's  lathe  is  to  make  this  condition  for  all 
milling  cutters  and  not  merely  for  those  in  Fig.  186. 

Various  cutters  in  process  of  turning  and  relieving  are  given  in 
Fig.  934^.  That  at  a  is  a  spur-wheel  cutter  where  no  traverse  is 
required.  The  direction  of  rotation  and  cam  reciprocation  is 
shewn  in  every  case  by  arrows.  Thus  at  b  the  top  slide  is  turned 
round  through  90",  and  its  reciprocations  are  in  a  longitudinal 
direction,  which  are  the  motions  required  for  the  special  face- 
cutter  shown  ;  and  again  the  traverse  is  put  out  of  action.  Other 
face-cutters  are  being  tooled  at  d  and  e,  while  the  special  mills  at 
c  and  F  require  no  further  explanation. 

Referring  again  to  Fig.  934^,  the  upper  diagrams  illustrate  the 
copying  attachment  required  for  the  cutting  of  solids  of  revolution 
other  than  simple  cylinders.  A  long  bracket/ is  fixed  firmly  to 
the  back  of  the  bed,  and  carries  a  rigid  copy  //,  representing  the 
profile  of  the  required  cutter.  The  saddle  w  carries  the  recipro- 
cating slide  X  as  usual  for  the  formation  of  the  cutter  teeth  by 
relief  motion  ;  but  the  tool  box  is  placed  on  a  second  slide  e  on 
the  top  of  X,  which  is  pressed  forward  by  a  spring  so  as  to  cause 
the  pointer/ to  rest  on  the  copy  //,  thus  transferring  the  profile  to 
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the  cutter  circumference.  The  examples  k  and  /  serve  as  illus- 
trations. The  worm-hob  /  is  tapered  to  suit  a  wheel-cutting 
system  of  Reinecker'^s  own,  where  the  centres  of  worm  and 
wheel  are  never  changed  during  cutting,  the  worm  being  sim ply- 
advanced  along  its  axis  to  obtain  the  depth  feed,  and  thus 
the  correct  shape  of  the  tooth  space  is  obtained  right  through 
the  operation. 

Lastly,  it  may  be  said  that  the  lathe  just  described  will  take 
work  up  to  9J  ins.  diameter  and  39  ins.  long,  and  will  relieve 
cutters  of  from  2  to  40  teeth,  having  spirals  of  from  4  to  400  ins. 
pitch,  right  or  left  hand.  The  *  hand '  of  the  spiral  is  entirely 
determined  by  the  change  wheel  r,  Fig.  934,  for  if  the  wheel  r 
turns  slowly  in  one  direction  the  tool  lags,  but  if  in  the  opposite 
direction  it  gains,  on  the  work.  Also  the  number  of  teeth  in 
the  blank  is  determined  by  the  change  wheels  n,  the  traverse  by 
those  at  d,  and  the  depth  of  cut  by  a  hand  advance. 

P.  197.  Machine  Grinding.  —  The  Emery  grinding 
machines  on  pp.  198-9,  it  will  be  observed,  have  their  opera- 
tions confined  to  the  accurate  sharpening  of  cutting  tools, 
especially  of  milling  cutters,  twist  drills,  rimers,  and  the  like.  It 
was  soon  found  that  grinding  by  emery  wheel  was  an  exceedingly 
satisfactory  means  of  finishing  all  kinds  of  machined  work 
requiring  extreme  accuracy.  Ordinary  tooled,  work  always 
required  correction  after  machining  l>ecause  of  the  in- 
accuracy produced  by  clamping  or  by  the  pressure  of  the  tool, 
and  this  finishing  process  was  formerly  done  by  hand  with  file 
and  scraper  in  the  case  of  flat  surfaces,  or  by  lapping  with  emery 
in  that  of  lathe  or  bored  work,  the  object  being  to  remove  the 
metal  by  means  of  light  cuts  with  little  stress.  Lapping  con- 
sisted of  the  application  of  a  leather-faced  tool  or  disc  of  leather 
soaked  in  oil  and  supplied  with  emery  powder.  It  is  not  so 
accurate  as  might  be  wished  because  of  the  tendency  to  wear 
down  soft  spots  more  than  the  hard  parts  of  the  work,  and 
although  the  principle  is  still  followed  for  the  last  finish,  a  tool  of 
soft  cast  iron  is  preferred,  fed  with  crocus  powder  and  oil.  The 
old  methods  would  have  remained  but  for  the  gradual  and  sure 
advance  in  the  perfection  of  manufacture  of  the  emery  wheel. 
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Back  in  1877,  or  thereabouts^  when  these  wheels  were  being  first 
introduced,  the  binding  material  of  the  emery  was  so  unsatisfacr 
tory  as  to  cause  glazing  by  not  falling  away  with  the  wear  of  the 
emery  particles,  and  the  stones  often  broke  by  centrifugal  force 
due  to  insufficient  strength  in  the  material.  The  wheels  of  the 
present  day  are  a  great  advance  on  these  former  ones,  and  some 
notion  of  this  improvement  may  be  gained  when  it  is  stated  that 
^^  in.  thickness  of  wheel  may  be  adopted  without  breaking.  All 
«mery  wheels  were  formerly  made  from  corundum  or  from  emery 
powder,  or  60th  (amorphous  conditions  of  the ,  sapphire  and 
Tuby),  but  some  very  valuable  artificial  products  are  now  on  the 
market  in  addition  to  the  natural  substances.  Carborundum  is 
one  of  these,  consisting  of  salt,  sawdust,  and  coke  subjected  to 
great  heat  in  electric  furnaces  for  24  hours,  the  crystals  produced 
being  ground  and  sifted.  For  use  it  is  mixed  with  kaolin  and 
felspar,  and  then  baked  into  wheels.  This  material  is  suited 
*for  grinding  hard  cast  iron  and  mild  steel,  but  for  hardened  steel 
the  older  emery  appears  to  be  the  best,  the  latter  being  pressed 
into  moulds  and  baked  with  some  binding  material  that  is  itself 
abrasive,  and  will  therefore  wear  away  at  the  same  rate  as  the 
grinding  material.  The  harder  the  work  to  be  ground,  the 
coarser  and  softer  the  wheel  should  be,  and  the  surface  speed 
should-  be  about  6000  ft.  per  min.  for  mild  steel,  4000  to  5000 
for  hard  steel,  and  4000  for  cast  iron.  It  is  most  important  that 
there  should  be  a  plentiful  supply  of  cold  water  (not  soda)  to  the 
grinding  point,  which  is  to  prevent  the  softening  action  due  to 
the  heat  caused  in  grinding,  and  it  is  also  unwise  to  use  the  same 
water  over  and  over  again,  as  it  becomes  charged  with  grease  and 
glazes  the  wheel.  A  greater  truth  and  better  finish  also  results 
in  the  use  of  water,  but  the  best  possible  effect  is  produced  when 
a  little  lapping  is  finally  done  on  the  job,  thus  removing  the 
grinding  marks  and  giving  great  accuracy.  If  water  cannot  be 
fed  to  the  wheel,  as  is  sometimes  the  case  with  internal  grinding, 
it  should  be  poured  on  the  outside  of  the  work.  All  long  work 
should  be  well  steadied,  or  untruth  will  certainly  occur  through 
springing,  and  a  roughing  down  to  approximate  size  should  always 
precede  the  actual  grinding,  so  as  to  leave  as  little  as  possible  for 
the  emery  wheel  to  do.     It  must  be  realised  that  although  a  very 
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light  cut  is  taken  by  the  wheel,  work  can  be  spoilt  by  over- 
grinding,  and  a  very  small  advance  of  cutting  depth  together  with 
a  rapid  traverse  is  the  best  means  qf  securing  accuracy.  At  the 
same  time  the  work  should  be  well  watched  and  continuously 
gauged.  Lastly,  the  machines  should  be  constructed  so  as  to 
move  the  work  under  the  wheel  in  the  opposite  direction  to  the 
rotation  of  the  latter,  and  with  these  preliminaries  we  will  now  • 
examine  the  grinding  machines  themselves. 

As  the  work  to  be  ground  must  have  been  roughed  out 
in  a  lathe,  a  planer,  a  slotting  machine,  a  boring  machine, 
or  some  other  well-known  machine  tool,  it  is  evident  that  the 
general  form  of  the  grinding  machine  for  each  purpose  must 
partake  of  the  character  of  the  particular  roughing  machine 
adopted,  and  thus  we  have  cylindrical,  surfacing,  vertical-spindle^ 
and  internal  grinders.  All  the  tools  to  be  described  are  the 
manufacture  of  Mr.  J.  E.  Reinecker,  and  the  drawings  have  been 
kindly  supplied  by  Messrs.  Pfeil  &  Co. 

TAe  Cylindrical  Grinding  Machine y  shewn  in  Fig.  935,  is 
naturally  of  lathe  form.  Upon  a  bed  a  is  placed  a  long  table  b, 
for  the  purpose  of  carrying  the  driving  headstock  c  and  the  poppet 
head  d;  and  the  work  is  rotated  between  the  centres  by  the 
pulley  E  through  the  carrier  f,  the  drive  being  from  the  first 
countershaft  k  through  cone  pulleys  j  h  and  long  drum  g.  The 
slide  or  table  b  moves  to  right  or  left  for  a  somewhat  rapid 
traverse,  and  carries  a  second  table  l,  to  which  the  headstocks 
are  bolted.  This  upper  table  may  be  swivelled  through  15'  on 
either  side  of  the  long  axis,  round  a  central  stud,  by  means 
of  the  tangent  screw  j,  for  the  purpose  of  accommodating  tapered 
work,  but  is  fixed  to  the  table  b  by  end  bolts  when  grinding  is 
proceeding.  At  each  end  of  the  traverse  strokfe  the  tappets  m  m 
alternately  engage  the  lever  n,  which  puts  one  or  other  of  the 
bevel  wheels  p  p  in  gear  and  so  reverses  the  table,  the  positive 
motion  of  the  clutch  being  secured  by  the  action  of  the  spring 
sfop  k  \  and  the  drive  is  from  countershaft  k  through  cones  q  r 
and  thence  by  bevels  pp  to  a  pinion  and  rack  underneath  the 
table.  At  each  reversal  the  lever  n  also  strikes  a  second  lever 
s,  which  turns  the  ratchet  wheel  t  through  spur  gear,  thereby 
causing  the  emery-wheel  carriage  to  be  drawn  nearer  to  the  work, 
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increasing  the  depth  of  the  cut ;  and  it  will  be  noticed  that  this 
advance  occurs  after  every  stroke,  in  whichever  direction,  being 
adjusted  from  large  to  very  small  by  the  screw  u,  or  put  out  of 
action  entirely.  The  traverse  can  also  be  stopped  at  will  by 
disengaging  the  stop  k  on  the  lever  n,  and  the  cut  advanced  by 
hand.  The  headstock  c  can  be  swivelled  on  a  central  pivot  and 
bolted  in  any  new  position  up  to  90°  from  that  shewn,  thus  per- 
mitting the  grinding  of  every  variety  of  chucked  work,  cylindrical, 
conical,  or  surfaced.  The  emery  wheel  x  is  supported  in  a  head- 
stock  having  two  bearings  that  can  be  adjusted  for  wear  by  the 
milled  nuts  at  ^,  for  above  all  things  these  wheels  must  run  truly 
and  without  shake.  The  head  19  carried  on  a  series  of  slides, 
V  /  ^,  supported  on  the  bracket  w,  the  actual  sliding  taking  place 
between/  and  ^;  while  v  can  be  rotated  regarding/,  and  ^  regard- 
ing w.  As  indicated  in  the  figure,  the  cut  advance  is  across  the 
bed,  but  if  the  grinding  head  be  turned  round  a  vertical  axis,  not 
only  can  any  new  position  be  maintained  up  to  90'  from  that 
shewn,  but  the  advance  can  be  obtained  in  any  given  direction 
depending  on  the  relation  of  ^  to  w.  These  changes  are  desirable 
when  coned  work  is  to  be  ground  as  a  part  of  long  bars,  which 
would  be  outside  the  capabilities  of  the  movements  of  c  or  l. 
The  pump^,  driven  from  the  pulley /on  the  first  countershaft, 
supplies  water  continuously  to  the  wheel  x  through  the  pipe  /, 
which  returns  to  the  tank  by  pipe  r;  and  wheel  m  is  for  hand 
traverse  when  setting. 

Internal  grinding,  that  is  the  finishing  of  holes  that  have  been 
bored,  requires  a  much  higher  rate  of  revolution  for  the  emery 
wheel,  because  of  the  very  small  diameter  of  the  latter,  and  a 
head  for  this  purpose  is  shewn  in  Fig.  938.  The  headstock  k,, 
for  the  work,  is  fastened  to  the  table  /,  as  already  described,  and 
the  work  itself  is  supported  in  a  concentric  chuck  /  The 
grinding  head  a  has  two  spindles,  one  of  which,  c,  is  for  external 
work.  The  rightward  end  of  spindle  c  is  provided  with  a  pulley  e 
which  drives  the  internal  grinding  spindle  g  through  pulley  /. 
The  spindle  c,  beiqg  revolved  as  usual  by  a  vertical  belt  upon 
pulley  e,  serves,  it  will  be  seen,  as  an  additional  countershaft,  and 
causes  the  spindle  g  to  revolve  at  the  desired  speed.  The  grinding 
head  in  Fig.  935  is,  therefore,  adapted  for  internal  grinding  by 
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the  addition  of  an  attachment  carrying  a  spindle  similar  to  c. 
while  a  pulley  like  t  is  placed  on  the  existing  spindle.  By  th:s 
apparatus  holes  of  a  depth  of  40  ins.  have  been  trued,  and  pro- 
vision is  made  for  various  diameters  to  a  minimum  of  f  in. 

The  Surface  Grinding  Machine  in  Fig.  936  is  built  on  the 
lines  of  a  planing  machine.  Thus,  on  a  bed  a,  a  table  b  travels 
backward  and  forward,  to  which  is  fastened  the  work  to  be 
ground.  At  each  reciprocation  of  the  table  the  tappets  c  or  d 
strike  a  lever  e,  which,  acting  by  cranks  and  rods  on  the  forks 
F  F,  put  in  gear  alternately  a  crossed  or  open  strap  connecting  the 
pulleys  at  g  with  the  countershaft  pulley/  from  which  the  table  is 
driven  by  rack  and  pinion  in  the  ordinary  manner.  By  the  same 
tappet  action  the  shaft  h  is  rotated  through  a  spur-gear  connec- 
tion, and  a  connecting  rod  j  moves  a  rack  k,  which  in  turn  moves 
a  ratchet  l  by  a  pawl,  causing  the  grinding  head  to  traverse  across 
the  face  of  the 'work.  The  wheel  j  is  for  hand  setting.  The 
standards  m  m  carry  a  slide  n  that  supports  the  saddle  p,  and 
a  forked  bracket  q  has  two  bearings  for  the  emery  wheel  r. 
When  the  work  is  being  set,  a  fine  adjustment  between  the  wheel 
R  and  the  table  is  proyided  by  means  of  the  screw  or  clamp  s, 
which  turns  the  forked  bracket  round  the  pin  ^  as  a  centre.  This 
r.iovement  is  also  used  for  the  advance  of  cutting  depth,  which  is 
..  one  after  each  complete  traverse  of  the  wheel  across  the  table  ; 
and  as  the  centres  u,  er,  and  t  are  practically  in  one  line,  the 
length  of  driving  belts  from  drum  t  to  the  pulleys  u  u  on  the 
wheel  spindle  is  unchanged  by  the  movement  of  the  wheel  bracket. 
The  wheel  r  is  set  to  the  work  in  the  first  instance  by  unbolting 
the  cross  slide  N  from  the  standards,  and  raising  or  lowering  it  by 
the  hand  wheel  v  and  screws  w  w.  The  fast  and  loose  puUies  at 
,C  take  the  main  driving  belt,  and  the  pulley  //  drives  the  long 
drum  T  for  the  emery  wheel.  The  water  pump  x  is  driven  from 
the  countershaft,  the  return  water  flowing  from  the  table  through 
pipe  v;  and  an  adjustment  for  the  wear  of  wheel  bearings  is 
obtained  by  the  screw  z.  The  grinding  wheel  is  driven  by  two 
open  belts  to  the  pullies  u  u  in  order  to  cause  an  even  pressure 
on  the  bearings,  and  the  wheel  is  reversed  at  every  change  ot 
table  motion  by  means  of  a  reversing  box,  rack  and  whee?,  not 
shewn  in  the  diagram. 
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A  Vertical'Spindk  \Grinding  Machine,  illustrated  in  Fig.  937, 
is  of  slotting  machine  pattern.  Although  primarily  designed 
for  hole-grinding,  it  can  be  used  on  either  internal  or  external 
work,  and  plain  surfacing  can  also  be  done  within  limits.  The 
main  casting  a  supports  the  work  table  b,  which  is  rotated  by  the 
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cone  pullies  f  and  c  through  spur  gear  at  d  and  bevel  wheels  at 
E,  the  variable  speed  from  the  cones  suiting  work  of  different 
diameters.  The  tool  head  g  carries  the  wheel  spindle  h  h,  at  the 
bottom  end  of  which  is  mounted  the  emery  wheel  k.  At  the  top 
end  the  pulley  j  is  driven  from  the  drum  b,  whose  length  allows 
for  the  vertical  traverse  of  g  between  the  guides  x  x.  These 
guides  are  part  of  the  saddle  l,  whose  position,  and  that  of  the 
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wheel,  can  be  varied  to  right  or  left  to  suit  various  sizes  of  work, 
and  to  alter  the  depth  of  cut  The  wheel  head  is  further  balanced 
by  the  weight  n  connected  to  G  by  a  chain  over  pullies  p  p,  and 
the  pulley  bracket  q  can  be  adjusted  horizontally  for  changed 
position  of  the  saddle.  The  emery  wheel  drive  from  the  counter- 
shaft is  by  pulleys  r  and  y,  thence  over  guide  drum  ^  to  cones  z 
and  a,  which  rotate  the  drum  ^,  and  therefore  also  the  wheel 
spindle :  the  lever  j  serving  to  tighten  the  belt  z  a,  and  by 
unslacking  permit  a  change  of  speed  to  the  second  step  of  the 
cone.  The  spur  wheels  at  r  are  driven  from  the  main  cones,  and 
in  turn  rotate  the  cones  s^and  t.  This  motion  is  conveyed  by 
the  bevel  gear/  g,  and  d  to  the  vertical  shaft  u  u,  thence  through 
worm  gear  at  v,  and  spur  pinion  on  the  shaft  w,  to  a  rack  upon  the 
sliding  head  g,  thus  causing  the  vertical  traverse.  At  each  rise  or 
fall  of  G  one  of  the  tappets  y  y  strikes  the  lever  /,  which  puts  in 
clutch  one  or  other  of  the  bevel  wheels  at  ^,  thus  reversing  the 
traverse,  and  the  quick  and  certain  throw-over  is  ensured  by  the 
action  of  the  spring  lever  d.  The  worm  gear  at  ^,  being  turned 
by  hand  through  a  micrometer  wheel  w,  rofates  the  saddle  screw  /, 
and  thus  advances  the  cut :  and  the  lever  d  puts  the  bevel  wheels 
E  out  of  gear,  and  thus  stops  the  table  rotation  when  required. 
The  lever  n  similarly  disconnects  the  bevels  ^  to  permit  of  hand 
traverse  by  the  wheel  A. 

A  combined  Internal  and  Surface  Grinding  Machine  has  been 
further  given  in  Fig.  938  because  of  its  interest.  The  machine  is 
not  large,  but  is  extremely  useful  for  a  number  of  tool-room 
jobs.  On  the  bed  a  are  three  heads,  b  carrying  the  work  in  a 
chuck  w,  while  H  is  the  surfacing  and  d  the  internal  grinding 
slide.  The  wheel  g  is  driven  by  pulley  f  from  the  first  counter- 
shaft D,  which  also  drives  the  mandrel  wheel  m  ;  but  the  small 
wheel  Q  and  extra  countershaft  P  are  provided  for  the  high  speed 
required,  the  train  being  e  to  p,  Q  to  r.  The  slide  h  traverses 
across,  and  slide  d  with  the  mandrel,  both  motions  occurring, 
backward  and  forward,  simultaneously  if  required ;  but  the  sur- 
facing slide  only  can  be  stopped  (by  lever  j)  while  the  machine  is 
in  action.  The  traverse  motion  is  obtained  through  pullies  d 
and  K  to  thfee  bevel  wheels  within  the  bed,  as  in  the  previously 
described  machines,  and  the  reverse  is  effected  by  tappets  on  d 


Digitized  by 


Google 


I040  Appendix  VI. 

engaging  with  the  lever  l  and  putting  one  or  other  of  the  pair  of 
bevels  in  gear.  The  head  b  can  be  advanced  by  hand  wheels  rr 
and  T,  slewed  to  suit  taper  holes,  or  the  work  may  be  lifted  for 
examination  by  means  of  the  lever  n. 

A  grinding  rig  is  also  shewn  in  Fig.  938  for  a  small  three- 
throw  crank  shaft.  Special  heads  vi  and  r  are  bolted  to  the  table 
{sec  Y\%.  935),  and  these  carry  driving  bosses  /  q^  the  weight  s 
acting  as  a  balance.  The  emery  wheel  must  be  of  large  diameter 
so  as  to  reach  the  work. 

P.  202.  Automatic  Turret  Lathe. — Alfred  Herberts 
Full-automatic  Screw  Machine  is  illustrated  in  Figs.  939,  940, 
941,  and  942.  The  first  figure  indicates  by  side  and  end  eleva- 
tion the  arrangement  of  the  machine,  which  obtains  its  title  from 
the  fact  that  it  is  largely  occupied  in  the  production  of  bolts, 
studs,  and  screws,  though  various  forms  of  handles  and  spindles 
may  also  be  cut  from  the  solid  bar  or  stock,  and  all  this  with 
practically  ho  attention  whatsoever.  It  Will  be  seen  from  Fig.  939 
that  there  are  two  sets  of  driving  gear  from  the  overhead  counter- 
shaft ;  at  A  with  crossed  and  open  belts  so  as  to  rotate  by  spur 
gear  the  hollow  mandrel,  and  at  b  through  worm  gear  to  the  cam 
shaft  D.  The  drum  e  is  supplied  with  cam  plates,  which  strike 
the  studs  at  K  for  the  purpose  of  causing  the  stock  or  bar 
within  the  hollow  mandrel  to  advance  to  the  correct  length,  when 
it  is  gripped  by  the  collet  or  chuck ;  while  the  cam  disc  m  acts 
upon  a  lever,  which  gives  a  backward  or  forward  rotation  of  shaft 
N,  thus  moving  the  forks  at  p,  and  producing  the  forward  or 
reverse  rotation  of  the  mandrel,  according  to  which  belt  is  on  the 
fast  pulley.  Another  cam  plate  g  acts  upon  the  levers  h  and  j, 
that  put  the  slides  at  Q  in  position  for  parting  the  finished  work, 
the  tools  being  shewn  at  r,  and  the  turret  slide  is  advanced  and 
withdrawn  for  the  operations  of  turning,  screwing,  rounding,  &c, 
by  means  of  cam  plates  upon  the  drum  f. 

Referring  now  to  Fig.  940,  which  is  a  section  and  plan  of  the 
headstock  :  a  is  the  driving  pulley,  and  b  c  loose  puUies,  one  for 
the  crossed  and  the  other  for  the  open  belt,  and  the  fast  pulley  a 
is  slightly  larger  than  the  others,  so  as  to  cause  a  better  grip  when 
driving.     The  lever  n,  previously  mentioned,  rocks  to  right  or 
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left  at  stated  times,  thus  causing  the  slide  e  to  move   the   belt 
forks  and  put  the  one  belt  or  the  other  in  gear   as  required. 


Herhrrts  Fall-  nulomapc  Screw  JVIdchirue. 


The  HeadstoA^h. 
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therefore  rotating  the  mandrel  in  one  direction  or  the  other 
through  the  spur  gear  f  g  or  h  j,  whichever  may  be  in  mesh. 
The    stud   k    (worked   by   cam   drum)   is   moved    rightward   to 


Digitized  by 


Google 


Appendix  VL  1043 

separate  the  levers  n  n  and  compel  them  to  biie  the  collet  tube  p 
thus  pulling  the  split  cone  Q  against  the  hollow  cone  R  on  the 
mandrel  tube  s,  and  thereby  fastening  or  chucking  the  stock  bar. 
A  leftward  motion  of  m  releases  the  levers  n  n,  which  are  then 
compelled  by  springs  to  approach  and  lie  on  the  tube  p  ;  and  the 
latter,  being  freed,  is  acted  on  by  the  spring  u,  relieving  the  grip 
at  Q.  The  stud  v  similarly  actuates  the  collar  x,  and  gives  move- 
ment to  the  stock  tube  w,  the  split  collar  y  nicely  gripping  the 
stock.  When  w  moves  leftward  the  stock  is  in  chuck,  and  a  new 
position  is  taken  up  between  w  and  the  stock ;  but  the  rightward 
motion  of  w  takes  place  only  when  the  chuck  q  is  freed,  and  the 
stock  is  therefore  carried  forward  for  a  new  series  of  operations. 
It  will  be  noticed  then  that  one  complete  article  is  machined  at 
■each  revolution  of  the  cam  shaft  d  in  Fig.  939. 

Fig.  941  shews  an  elevation  and  sectional  plan  of  the  cam- 
shaft driving  gear.  The  pulley  a  turns  the  worm  shaft  b  either 
directly  or  through  epicyclic  gear,  so  that  quick  or  slow  rotation 
of  the  cams  is  provided  at  will ;  the  slow  motion  being  needed 
when  cutting,  and  the  fast  when  no  actual  work  is  being  done, 
thus  saving  time  in  operation.  When  driving  slowly  the  pinions 
c  c  are  carried  round  the  fixed  wheel  d  and  the  free  wheel  e,  the 
latter  having  one  or  two  teeth  more  than  d  ;  and  if  clutch  f  be 
engaged  the  worm  shaft  receives  this  slow  rotation.  By  releasing 
F  and  putting  clutch  g  in  connection,  the  spur  wheels  turn 
solidly  and  cause  b  to  rotate  at  the  same  rate  as  pulley  a.  To 
effect  these  changes  automatically  a  large  disc  h  has  a  series  of 
lugs,  such  as  J,  fixed  upon  its  rim  in  agreed  positions,  and  these 
at  the  proper  times  strike  a  pin  k  on  the  bell  crank  lever  l,  thus 
compelling  the  rack  lever  m  to  move  the  shaft  b  to  right  or  left, 
and  engage  clutches  f  or  g  alternately,  a  quick  and  positive  action 
being  secured  by  the  spring  stud  n.  These  movements  may  be 
prevented  when  required  by  releasing  the  catch  p,  and  the  shaft  b 
can  then  be  turned  by' hand  wheel  Q  through  clutch  r,  which  is 
ordinarily  kept  out  of  action  by  the  spring  s. 

The  turret  head  is  given  in  Fig.  942  by  a  sectional  elevation 
and  plan.  The  turret  a  is  mounted  so  as  to  rotate  on  stud  c 
when  required,  and  carries  in  ^s^  holes  as  at  b  the  necessary 
turning  tools  for  the   operations   to   be  performed.     The  turret 
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slide  D  is  moved  rightward  and  leftward  on  the  bed  e  by  the 
roller  h  from  the  action  of  the  cam  drum.  On  the  bottom  end 
of  stud  c  is  a  star  wheel  f,  and  when  the  slide  d  moves  to  the 
right  the  star  f  catches  the  finger  or  pawl  g,  causing  the  turret  to 
rotate  one-fifth  of  a  revolution,  the  finger  springing  out  of  gear  on 


Herberts  FuU'/tuJtomjCLUjc  Screw  ^M^chxjie, 
The  Turret  SUcLe.  Fig  942. 

the  return  stroke.  The  back  travel  is  limited  by  the  boss  ^j, 
which  strikes  the  part  k  of  the  bed  casting.  The  angular  position 
of  the  turret  is  decided  and  retained  by  the  spring  stop  L,  which 
engages  with  a  plate  on  the  base  of  the  turret,  and  the  stop  is 
released  just  before  rotation  of  turret  by  the  square  stud  m 
mounting  a  cam  slide  n  into  the  position  P.  The  wedges  Q  and 
R  are  adjusted  so  as  to  give  steadiness  without  undue  grip. 
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P,  204.  A  Worm  Gear  Pulley  Block It  has  already 

been  stated  that  in  the  differential  pulley  block  the  load  will  not 
overhaul,  that  is,  will  remain  hanging  when  the  hands  are  taken 
off  the  lifting  chain.  Let  us  examine  the  price  to  be  paid  for  this 
in  frictional  loss.  In  any  machine,  where  P  and  Pj  are  the 
theoretical  and  practical  efforts  respectively,  W  the  load,  and  R 
the  velocity  ratio, 

W  X  I   =   P  X  R  and    P  =  ^' 

And  the  frictional  effort  =  Pj  -  P  =  p^  -  • 

R 

If  now  we  require  that  the  load  shall  be  just  balanced  by  the 
frictional  resistance,  we  have 

Wxi  =    /p._^W  =   RR-W 


XI  =    (^1-1)^  =   ^iR- 


And    Pi   =    — j^— 

But  in  that  case 

P          W     2  W           W 

I 

""P,    ~RR      ~2W- 

2 

So  that,  if  the  load  is  not  to  overcome  the  frictional  resistance^ 
the  efficiency  of  the  machine  cannot  be  greater  than  50%.  In 
deed,  in  the  Weston  block  it  is  only  30%,  or  70%  of  the  manual 
energy  is  lost  in  useless  resistance.  The  Moore  block,  p.  525,  is 
somewhat  better,  having  an  efficiency  of  about  40  to  45%.  A 
well-cut  worm  gear  will  give  yet  more  economical  results,  but  is 
not  proof  against  overhaul  at  any  velocity  ratio  equal  with  that  of 
differential  blocks.  The  difficulty  is  overcome  in  Herbert 
Morris  and  Bastert's  pulley  block,  Fig.  943,  by  an  automatic 
friction  brake  wheel,  which  sustains  the  load  when  standing,  but 
does  not  absorb  any  portion  of  the  energy  of  lifting.  The  sup- 
porting hook  A  is  attached  to  a  bracket  b  in  which  are  bearings 
H,  F,  and  G  for  the  worm  wheel  c  and  the  worm  e.  The  sling 
hook  Q  and  snatch  block  p  are  supported  by  a  chain  n  m,  whose 
standing  end  l  is  connected  to  the  bracket  b,  while  the  free  end 
N  is  of  any  convenient  length  for  the  height  of  lift  required  ;  and 
this  chain  is  raised  by  means  of  the  sprocket  d  fixed  to  the  worm 
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-wheel.  An  endless  pulling  chain  lies  in  the  sprocket  j,  which  is 
Iceyed  to  the  worm  spindle ;  and  the  velocity  ratio  in  the  example 
shewn  is  about  34  :  i ;  for  there  are  34  teeth  in  the  worm  wheel 
and  two  threads  on  the  worm,  making  17:1,  and  the  radii  of  j  and 
D  are  as  2  :  I ;  so  the  total  ratio  is  1 7  x  2  =  34  :  i.  Taking  an 
-efficiency  of  75  %,  the  real  mechanical  advantage  is  34  x  '75  =  25-5, 
and  a  pull  of  65  lbs.  by  one  man  will  lift  25*5  x  65  =  1660  lbs.  or 
nearly  |  of  a  ton.  Referring  to  the  large  section  in  Fig.  942,  the 
thrust  of  the  worm  is,  received  in  two  places,  firstly  between  the 
'collar  X  on  the  worm  spindle  and  the  steel  bush  t,  and  secondly 
between  the  bush  t  and  the  hard  steel  pivot  u.  The  former 
•causes  the  ratchet  socket  k  to  bear  against  two  wedges  at  r, 
which  separate  the  gun-metal  segments  s  s,  and  compel  them  to 
bind  on  the  interior  of  k  with  a  grip  proportionate  to  the  weigh: 
lifted.  As  the  segments  are  held  to  the  worm  spindle  by  keys 
V  V  on  a  square  on  the  spindle,  the  overhaul  on  the  worm  i< 
evidently  prevented  by  this  frictional  grip  and  the  resistance  o\ 
the  pawl  w,  shewn  in  lower  view ;  but  if  the  workman  desires  to 
lower  the  weight  he  can  do  so  by  pulling  on  the  lowering  side  of 
the  chain  on  j,  when  the  segments  s  s  will  slip,  the  work  of  over- 
coming their  friction  being  proportional  to  the  load  itself.  Thus 
a  light  load  can  be  lowered  several  feet  by  one  vigorous  pull  on 
the  hand  chain,  but  a  heavier  load  is  proportionately  resistant 
Now,  although  the  frictional  resistance  is  always  present,  and 
immediately  ready  to  exert  itself  towards  safety,  it  is  entirely 
removed  on  the  raising  of  the  load :  for  the  parts  e,  s,  k,  and  t 
then  revolve  as  one,  the  ratchet  wheel  clicking  freely  over  the 
pawl ;  and  the  only  resistance  is  then  the  friction  o^  the  pivot  i\ 
-\vhose  diameter  is  seen  to  be  small. 
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CHAPTER  VII. 

Fp,  309-10.  Drilling  Machine  for  Marine  Boilera. — 
The  methods  of  drilling  large  marine  boilers  'in  position'  was 
fully  described  at  these  pages,  and  illustrated  by  Plate  XIII., 
where  the  boiler,  with  its  axis  placed  horizontally,  was  laid  in  a 
suitable  cradle.  In  Figs.  944-5  are  given  some  views  of  a  drilling 
machine  built  for  two  purposes :  first,  for  drilling  boiler  shells 
when  the  boiler  axis  is  vertical,  a  method  having  certain 
advantages  over  that  of  Plate  XIII. ;  and  second,  for  drilling  the 
flat  ends  of  a  boiler  whose  axis  is  horizontal.  The  bed  of  the 
machine,  a  a,  is  of  L-shape  in  plan,  and  there  are  two  vertical 
standards  to  carry  the  drills,  one  of  which,  b,  must  be  traversable 
along  the  bed  to  a  range  equal  to  the  largest  boiler  diameter. 
The  other,  c,  is  fixed,  and  horizontal  adjustment  deputed  to  the 
boiler  table/  The  advantage  of  one  bed  for  the  two  standards 
lies  in  economy  of  driving  power  and  attendance.  The  standard 
B  is  traversed  for  new  position  by  the  screw  g,  operated  either  by 
hand  or  power,  the  former  by  the  cross-handle  l  and  the  latter 
from  the  cone  e.  The  drill  saddle  d,  carrying  the  drill  spindle  j 
for  drilling  or  tapping,  is  balanced  by  the  weight  m,  and  can  be 
raised  or  lowered  by  hand  through  the  wheel  n,  or  by  power 
through  the  shaft  k,  reversal  being  obtained  by  clutching  opposite 
bevels  at  t.  The  drill  spindle  is  driven  from  cone  e  and  shaft  f, 
being  reversed  by  the  hand  wheel  p,  which  turns  a  worm-segment 
lever  that  puts  one  or  other  of  the  bevels  q  in  gear,  and  the 
spindle  is  adjusted  for  depth  by  the  hand  wheel  r.  The  feed 
cones  are  seen  at  s. 

The  fixed  standard  c  carries  two  saddles  //  for  the  drill 
spindles  ee.  They  are  driven  by  another  countershaft  through 
the  cone  a  and  vertical  shaft  a/,  and  the  saddles  are  balanced  by 
the  weights  ^  ^.  The  drill  saddles  are  raised  or  lowered  by  the 
screw  /,  which  is  moved  by  the  cross-handle  r;  and  the  feed  is 
obtained  either  automatically  from  the  shaft  v  and  worm  gear  to 
each  spindle,  or  can  be  worked  by  hand  through  the  cross-handle 
u.  The  boiler  shell  is  supported  on  six  arms  kk,  which  are 
bolted  to  the  table  /  in  positions  that  suit  the  boiler  diameter, 
and  the  final  clamping  is  done  by  set  screws  on  the  two  arms  //. 
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The  boiler  is  rotated  to  new  positions  by  the  hand  wheel  ^,  which 
turns  a  worm  shaft  «,  while  screw  m  moves  the  whole  boiler 
nearer  or  further  from  the  drill.  "This  machine  is  also  used  for 
turning  the  boiler  ends.  For  this  purpose  a  compound  tool-rest 
is  fixed  in  the  position  x^  and  the  boiler  is  then  rotated  con- 
tinuously by  power,  from  the  cone  d, 

Pp,  330  6^  827.  The  Voltex  Electric-welding  System  - 
has  already  been  briefly  explained  at  p.  827.  It  remains  to 
describe  the  apparatils  itself  as  illustrated  in  Fig.  946.  A  wooden 
handle  a  carries  the  main  frame  b  d  c,  the  parts  b  and  c  being  of 
aluminium,  and  d  an  insulator  of  wood.  The  two  aluminium  levers 
F  and  G  hold  the  carbons  v  and  w  in  damps  h  and  j,  the  thumb 
screws  a  a  serving  to  fasten  the  carbons,  and  b  b  the  electric  leads 
T  u  from  the  dynamos.  The  lever  f  is  pivoted  at'^,  but  is  held 
•  in  the  position  shewn  by  the  spring  r  and  stop  s,  the  latter  being 
slightly  adjustable.  The  arm  o  can  be  set  at  any  convenient 
angle  by  the  handle  k,  a  fine  adjustment  being  obtained,  even 
when  current  is  passing,  by  the  vulcanite  wheel  n,  which  is  turned 
by  the  thumb,  and  thus  moves  the  nut  l  along  the  screw  m. 
When  set,  the  arm  is  held  rigidly  by  the  frictional  grip  of  a  spring 
washer  x.  The  carbons  usually  form  an  angle  of  45".!*  Being 
approximately  set  to  the  proper  distance  apart,  the  arc  is  struck 
by  pressing  the  lever  p  with  the  thumb.  This  lever  is  pivoted  on 
B,  and  is  faced  with  vulcanite,  and  the  hand  is  further  protected 
by  the  vulcanite  shield  e.  When  p  is  piessed,  a  pull  is  caused  on 
the  wire  q,  and  the  carbon  l  is  thereby  brought  in  contact  with 
w.  On  release,  the  spring  r  separates  the  carbons,  and  the  arc 
is  formed,  the  best  length  of  which  is  found  by  trial,  adjusting  at 
N.  The  workman's  eyes  are  always  protected  by  goggles  of  blue 
glass. 

P,  jjo.  Thermit  Welding. — It  had  long  been  known 
that  aluminium  was  useful  in  reducing  metallic  oxides,  entering 
into  combination  with  the  oxygen  at  a  very  high  temperature,  and 
leaving  the  metal  free;  but  it  remained  for  Dr.  Hans  Gold- 
schmidt  to  utilise  the  great  heat  of  combination  as  a  means  of 
welding  iron  or  steel,  and  thus  provide  a  formidable  opponent 
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of  electric-welding  processes.  Introduced  into  England  in  1902, 
thermit  has  been  largely  adopted  for  the  welding  together  of  the 
ends  of  the  rails  of  street  tramways.  Welded  rails  have  been 
always  greatly  desired,  but  the  great  difficulty  was  the  question  of 
expansion  and  contraction  due  to  the  daily  changes  of  tempera- 
ture,  which  forbade  the  adoption  of  continuous  rails  on  the 
ordinary  railway  tracks.  Rails  in  tunnels,  however,  and  those 
of  street  trams  embedded  in  the  non-conducting  earth,  are  not 
subject  to  such  extreme  temperature  variations,  and  a  forcible 
holding  down  during  those  changes  will  only  introduce  a  longi- 
tudinal stress  of  between  one  and  two  tons  per  square  inch,  a 
matter  of  no  real  consequence.  The  advantages  of  welded  rails 
are,  on  the  other  hand,  great,  both  as  regards  smoothness  of 
working  and  electrical  continuity.  The  welding  was  formerly 
performed  electrically,  but  it  may  confidently  be  asserted  that 
thermit  welding  has  entirely  superseded  the  older  method,  both 
on  account  of  its  simplicity,  and  the  great  cheapness  of  first  and 
working  costs. 

Thermit  is  a  granular  mixture  of  aluminium  and  iron  oxide,  in 
exact  chemical  proportions  between  the  aluminium  and  the 
oxygen ;  so  that  a  perfect  union  may  ensue  on  combustion,  and 
nothing  but  alumina  and  pure  iron  remain  behind  as  products. 
Its  temperature  of  ignition  is  a  little  less  than  that  of  molten  steel, 
and  below  this  it  will  not  ignite.  It  is  perfectly  safe,  therefore, 
against  a  red-hot  poker,  or  even  molten  cast  iron ;  and  may  be 
thrown  into  an  ordinary  fire  without  injury.  It  would  be  ignited, 
however,  by  molten  steel,  or,  indeed,  by  any  other  method  which ' 
would  produce  the  temperature  of  ignition,  however  small  the 
area  of  attack.  In  practice  a  special  ignition  powder  is  provided, 
which  may  be  started  by  a  lucifer  match,  thus  causing  a  local 
heat  of  sufficient  intensity  to  ignite  the  thermit,  whose  ingredients 
now  combine  and  cause  the  enormous  temperature  of  5400°  F.  by 
their  combustion.  The  iron  being  freed,  the  aluminium  goes  to 
form  with  the  oxygen  a  slag  of  alumina,  which  appears  as  thin, 
dark  red  flakes  of  what  may  be  called  emery,  ruby,  or  sapphire, 
both  slag  and  iron  remaining  fluid  at  the  high  temperature.  It  is 
this  immense  evolution  of  heat  that  serves  for  the  welding  of  two 
pieces  of  iron  or  steel,  being  thus  analogous  to  electric  welding. 
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or,  indeed,  to  any  other  process  where  a  sudden  supply  of  intense 
heat  is  desired. 

We  may  now  explain  the  actual  apparatus  adopted  in.  the 
welding  of  tram  rails ;  and,  firstly,  it  must  be  understood  that  not 
only  are  the  rails  welded,  but  a  portion  of  iron  (from  the  thermit) 
is  run  all  round  the  joint,  for  which  a  mould  is  to  be  provided. 
The  pattern  for  the  half-mould  is  shewn  at  a,  Fig.  947,  consisting 
of  a  copy  of  the  half-rail,  the  scum  head,  and  the  wrapping  of 
molten  iron.     A  box  b  is  fitted  over  this,  as  seen  dotted,  and  a 
mixture  of  sand  and  clay  is  rammed  betwetti  the  box  and  the 
pattern  to  the  appearance  shewn  at  c.     Two  of  these  moulds 
having  been  made,  and  dried  in  a  portable  oven  at  600*  F.  for 
two  hours,  the  rail  d  is  painted  on  the  tread  and  sides  of  the  head 
so  as  to  prevent  adherence  of  metal  at  these  places;  and  the 
moulds  with  their  cases  are  placed  one  on  each  side  of  the  rail, 
and  clamped  together  as  at  e.     The  rails  having  been  previously 
secured  end  to  end  by  the  clamps  f  f  and  the  connecting  bolts  c, 
the  mould  and  rail  are  now  well  luted  with  sand  and  clay  round 
all  the  meeting  edges,  especially  at  the  head.     The  crucible  h, 
lined  with  magnesia,  is  supported  with  its  mouth  about  3  or  4 
inches  above  the  mould,  and  the  opening  is  closed  by  two  thin 
asbestos  washers  and  an  iron  disc,  held  up  by  a  j^  in.  iron  rod  j 
and  the  spade  k.     The  washers  are  covered  with  magnesia  to 
prevent  accidental  tapping.     The  crucible  is  next  filled  with  the 
thermit    mixture,   poured   from  a  bag,   and  a   salt-spoonful    of 
ignition  powder  is  placed  upon  the  top.     Protecting  his  eyes  with 
blue  spectacles,  the  workman  starts  the  ignition  by  means  of  a 
lucifer  match,  covering  the  crucible,  and  the  combustion  is  com- 
pleted in  about  10  seconds.     He  then  deftly  withdraws  the  spade 
after  lifting  the  tapping  rod,  and  the  molten  mixture  runs  into  the 
rail  mould,  firstly  the  iron,  on  account  of  its  greater  weight,  and 
afterwards  the  slag,  which  has  equal  weight  with  the  iron  but 
three  times  its  volume.     Finally,  after  3  minutes'  wait  for  the 
uniform  welding  heat,  the  bolts  g  g  are  tightened  up  to  cause  a 
true  weld  between  the  rail  ends ;  and,  after  another  short  rest  to 
cool,  the  mould  and  superfluous  material  are  broken  away  with  a 
sledge-hammer,  the  whole  .process  having  occupied  30    or   40 
minutes.     The  action  of  the  tightening  bolts  o  has  caused  some 
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metal  to  extrude  at  the  rail-head,  which  must  be  chipped  away 
when  quite  cold,  and  sometimes,  for  this  reason,  the  drawing  up 
is  not  performed ;  but  it  is  certainly  advisable,  for  a  true  weld  of 
87%  the  strength  of  the  solid  .rail  is  thereby  produced  even 
without  the  extra  band  of  iron.  The  latter,  however,  serves  as  a 
most  efficient  fishplate  of  a  material  very  similar  to  mild  steel,  and 
is  most  thoroughly  amalgamated  with  the  rail  metal.  The  usual 
tram  rail  requires  22  lbs.  of  thermit  (at  10^.  per  lb.)  to  each 
weld,  containing  about  1 1  lbs.  of  pure  iron.  To  this  is  generally 
added  15%  by  weight  of  iron  punchings,  thus  yielding  14  lbs.  of 
iron  to  the  22  of  the  mixture,  a  procedure  not  only  more 
■economical,  but  also  a  means  of  reducing  the  extremely  high 
temperature  within  manageable  limits.  The  cost  of  the  process 
compares  favourably  with  electric  welding. 

There  are  three  ways  of  using  thermit  practically,  (i)  The 
iron  may  be  run  before  the  slag,  as  already  described,  by  tapping 
the  crucible  at  the  bottom,  causing  the  highest  possible  tempera- 
ture. (2)  The  crucible  may  be  tapped  from  the  top,  running  the 
slag  first,  which,  meeting  the  parts  to  be  welded,  coats  them  with 
a  resistant  film.  This  prevents  the  close  contact  of  the  molten 
iron,  and  reduces  the  temperature  to  a  reasonable  welding  heat 
between  the  surfaces  of  union,  the  joint  being  upset  by  clamps. 
This  method  is  adopted  for  iron  or  steel  pipes,  and  gives  a 
perfectly  clean  joint  after  the  removal  of  slag.  (3)  The  rolls  of 
rolling  mills  often  break  off  at  the  ends,  and  are  to  be  patched 
with  an  entirely  new  piece.  The  broken  roll  being  sunk  in  the 
ground,  end  up,  a  mould  is  made  from  a  pattern  and  placed  on 
the  top.  The  bottom  of  the  mould  (or  end  of  roll)  is  covered  to 
\  in.  depth  with  molten  cast  iron,  and  the  whole  then  filled  with 
thermit  at  the  rate  of  30  lbs.  to  the  square  foot  of  joining  surface, 
then  ignited  in  the  usual  manner.  In  this  way  cast  iron  and  steel 
can  be  connected,  and  the  surfaces  become  as  one.  Section  bars 
of  all  kinds  may  be  welded  by  the  first  or  second  methods  as  pre- 
ferred; while  if  the  third  method  be  adopted  for  any  purpose 
where  molten  steel  is  the  material  required,  the  heat  of  the  latter 
will  be  sufficient  without  the  necessity  of  external  ignition.  Steel 
examples  would  be  the  stem  frames  of  ships,  which  have  been 
welded  and  patched  very  successfully. 
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The  resulting  slag  is  a  useful  bye-product,  being  taken  to 
emery  mills  and  ground  into  powder;  and  various  important 
alloys  required  in  steel  manufacture  are  produced  by  the  heat 
of  thermit,  as — 


Chromium  ingot       ...  98  to  99%  pure 

Manganese    „         ...  98  to  99%    „ 

Ferro-Titanium         ...  20  to  25  T. 

Ferro-Boron 25%  B 

Chromium-Manganese  30  Cr  :  70  Mn 

Manganese  -  Titanium  35%  T 

Manganese-Copper  ...  30%  Mn 

Manganese-Zinc       ...  20%  Mn 

Manganese-Tin         ...  50%  Mn 
Nickel-Thermit 


free  from  carbon 


iron 
lead 


Pp.  33g  and  832.  The  Water- tube  Boiler.— Dealing 
with  the  marine  type  of  *  forcing '  or  quick-steaming  boiler,  where 
two  mud  drums  are  connected  by  sets  of  tubes  to  a  steam  receiver 
so  as  to'  form  the  letter  a  :  the  Yarrow  and  Thorny  croft  boilers 
have  already  been  mentioned  as  examples.  The  former  is  pro- 
vided with  perfectly  straight  tubes,  and  there  is  no  downcomer, 
some  of  the  tubes  themselves  being  intended  to  serve  that  pur- 
pose.  The  Thornycroft  boiler  has  tubes  curved  to  meet  the 
draft  normally,  with  the  objecit  of  increasing  the  circulating  effi- 
ciency, and  curved  tubes  have  beeiv  adopted  by  many  other 
makers  for  similar  reasons,  not  necessarily  normal  to  draft,  but 
always,  it  is  believed,  having  a  good  effect  on  the  circulation. 
The  objections  to  these  are  the  difficulty  of  internal  cleaning,  and 
the  fact  that  several  different  forms  often  occur  in  one  boiler. 
The  White  and  Forster  boiler,  Fig.  948,  is  designed  to  overcome 
the  objections  to  curved  tubes  while  retaining  their  advantages. 
Referring  to  the  figure,  the  steam  drum  a  is  connected  to  the 
mud  doors  b  b  by  the  tubes  c  c,  which  are  all  curved  to  the  same 
radius,  and  may  be  all  easily  withdrawn  through  the  manhole  e  as 
indicated  by  dotted  lines  at  f.  Also  the  interior  of  the  tubes  can 
be  cleaned  by  one  curved  brush  g.  The  whole  boiler  is  placed 
within  the  outer  casing  h  h,  and  the  air  for  the  fire  enters  by  the 
flap  doors  or  dampers  jj,  thence  down  the  passage  l,  being 
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heated  on  its  way  by  contact  with  the  uptake,  and  in  at.  the  ash- 
grate  space  M  to  the  fire  n.  The  gaseous  products  then  proceed 
from  N  across  the  tubes  c  c  to  the  uptake  p  p  and  funnel  Q.  Soot 
doors  are  provided  at  rr,  fire  doors  at  ss,  and  an  equalising 
pipe  TT  to  a  blow-off  cock  in  the  centre. 

Pp,  831  and  giS,  Automatic  Feed-water  Regulator. 
— A  further  example  of  this  interesting  contrivance  is  illustrated 
in  Fig.  949.  Mr.  Honeyball's  invention  has  the  merit  of  sim- 
plicity, though  involving  the  use  of  a  pilot  valve  as  in  Mr. 
Forster's  regulator  on  p.  919.  It  was  originally  designed  for 
evaporators,  or  the  small  boilers  which  provide  the  make-up 
steam  in  marine  practice,  but  the  principle  can  be  equally  welt 
applied  to  full-sized  boilers.  A  vessel  a  is  connected  to  the 
boiler  by  the  tube  b  in  the  steam  space,  and  by  c  in  the  water 
space.  Attached  to  the  vessel  is  a  gun-metal  clackbox  or  feed 
check  DE,  and  within  this  box  are  two  valves,  j  k  being  a  main 
piston  Valve  having  a  *  woodite '  fece  K,  and  l  the  pilot  valve. 
The  latter  is  governed,  by  the  float  n,  and  the  lever  m  pivoted  at  p. 
The  feed  water  enters  at  f,  and,  passing  through  the  orifices  at  g,. 
turns  down  by  the  pipe  e  to  the  boiler,  the  incoming  pressure 
lifting  the  piston  j  k>  a  loose  fit  in  its  chamber,  for  the  purpose. 
This  kind  of  action  goes  on  steadily  until  the  float  n  has  risen 
high  enough  to  free  the  valve  l,  which  therefore  closes.  A  curious 
result  follows  the  closing  of  l,  for,  whereas  the  piston  j  k  has  up 
till  now  been  lifted  freely  by  the  pressure,  the  rigid  block  of 
water  retained  in  the  space  from  l  to  j  positively  resists  any 
attempt  to  move  the  piston,  and  not  the  smallest  portion  of  water 
is  able  to  pass,  the  perfection  of  the  temporary  joint  at  k  being 
enhanced  by  the  very  slight  elasticity  of  the  woodite.  If,  how- 
ever, the  float  falls,  and  opens  the  valve  l  ever  so  little,  the  feed 
action  recommences,  and  thus  a  delicate  play  occurs  between 
closed  and  open  that  keeps  a  steady  water  level  in,  the  boiler. 
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CHAPTER  VIII. 

Pp,  366  andj8s>  Work  of  Deformation  up  to  Break- 
ing.— This-may  be  very  closely  estimated  without  the  necessity 
of  drawing  out  the  stress-strain  diagram,  using  an  approximate 
formula  devised  by  Kennedy.  Imagine  the  diagram  divided  by 
a  horizontal  line  passing  through  the  elastic  limit,  and  let  r  repre- 
sent the  ratio  of  limit  to  maximum  load,  while  W  is  the  maximum 
and  total  load.  Then  the  lower  portion  is  nearly  a  rectangle  of 
area  rWA.    The  upper  portion  may  be  taken  as  a  parabola  whose 

area  is  I  (w-rW^A 

.-.  Total  work  =  rW  A  -H  |  (W-  r w)  A  =  WA  {~) 

P.  s6g.  Coefficient  of  Linear  Expansion. — Invar  is 
the  name  given  by  its  discoverer,  M.  Guillaume,  to  an  almost 
non-expansible  material,  consisting  of  Steel  alloyed  with  36%  of 
Nickel.  Its  coefficient  of  linear  expansion  has  the  value  -000,00087 
or  87  X  io~®.  This  remarkable  property  of  low  expansion  makes 
the  metal  useful  for  many  pieces  of  physical  apparatus,  such  as 
clock  pendulums,  &c.  Neither  is  the  expansion  anything  so  im- 
portant as  the  coefficient  would  indicate,  for  the  full  alteration  in 
length,  as  indicated  by  this  value,  does  not  accrue  in  less  than 
several  days,  and  the  real  expansion  for  change  of  temperature  is 
therefore  very  small  indeed,  and  practically  negligible. 

P,  372.  Testing  Machines. — A  very  fine  example  of  a 
Wicksteed  machine  has  been  built  for  the  French  Government. 
It  is  a  legitimate  descendant  of  the  Wicksteed-Kennedy  machine 
on  p.  371,  and  can  be  best  understood  by  a  previous  reading  of 
p.  372.  It  is  illustrated  in  Fig.  950,  and  has  300  tons  load 
capacity,  while  admitting  specimens  88  ft.  long  and  3  ft.  3  ins. 
diameter.  In  fact,  it  may  be  at  once  explained  that  the  machine 
is  not  merely  to  demonstrate,  or  to  test  small  specimens  repre- 
senting the  material  of  structures,  but  is  for  considerable  portions 
of  the  structures  themselves,  such  as  built-up  pillars  or  girders, 
riveted  joints,  &c.     It  is  hoped  that  by  its  aid  much  information 
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may  be  obtained  regarding  compound  stress  in  such  pieces,  and 
thus  be  a  means  of  correcting  or  verifying  the  theories  on  which 
•we  now  rely. 

The  bed  b  b  supports  the  straining  cylinder  a,  the  plunger  of 
which  is  connected  by  the  head  d  to  a  sliding  trough  e  e  that 
carries  the  straining  head  z.  This  head  is  run  on  rollers  to  any  re- 
quired position,  and  is  then  fixed  by  large  square  bolts  that  are  shot 
out  by  right  and  left-handed  screws  into  the  square  holes  t  t.  The 
weight  of  the  sliding  itrough  is  also  taken  by  rollers  as  at  c,  of 
which  there  are  several,  resting  on  rails  f  f  ;  and  the  whole,  thus 
far,  constitutes  the  straining  system.  The  weighing  apparatus 
-consists  of  a  steelyard  v  and  counterbalance  w,  connected  to  a 
bell-crank  lever  p,  which  bears  against  a  crosshead  n,  the  total 
leverage  being  600 :  i ;  and  the  weighing  load  is  further  trans- 
mitted by  the  tension  rods  r  r  and  crossheads  m  s,  to  the  straining 
heads  k  and  l,  all  supported  on  rollers.  As  the  head  z  always 
moves  rightward  under  the  hydraulic  pressure  in  cylinder  a,  and 
the  heads  k  l  tend  to  move  leftward  by  virtue  of  the  steelyard 
doad,  the  positions  for  specimens  in  shear,  tension,  or  compression 
will  be  as  indicated  in  the  figure.  It  should  be  mentioned,  how- 
•ever,  that  the  head  l  is  also  used  for  beam  deflections,  when  a 
special  support  for  the  beam  is  placed  horizontally  across  the 
bed  c,  and  the  head  z  is  brought  to  a  convenient  position  for  the 
experiment.  The  whole  machine  is  very  long,  some  130  ft,  so  it 
has  been  found  convenient,  in  the  diagram,  to  break  the  picture 
at  four  places,  for  the  actual  figure  would  otherwise  have  been 
three  or  four  times  the  length  of  what  is  here  shewn.  The 
trough  being  very  heavy,  is  movecl  backward  and  forward  to 
starting  position,  by  a  piston  contained  in  the  smaller  cylinder  h, 
and  connected  by  a  rod  to  the  lug  j  on  the  trough.  This  method 
-economises  the  high-pressure  water,  which  at  1700  lbs.  pressure  in 
cylinder  a  of  26  ins.  diameter  would  otherwise  be  a  great  loss. 
The  lever  p  and  crosshead  n  are  slung  from  the  bracket  x ;  and 
the  fulcra  at  q  are  2  ins.  apart,  so  are  easily  verified  The  jockey 
-weight  w  acts  as  counterpoise  at  first,  but  being  moved  leftward 
to  gradually  balartce  increasing  load,  represents  60  tons  on  the 
specimen  when  in  extreme  position.  It  is  then  exchanged  for 
•one  of  the  weights  at  u,  which  is  lifted  and  put  in  place  by  the 
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hand  gear  at  y  ;  and  the  jockey  is  run  back  to  zero.  The  opera- 
tion is  repeated  for  another  60  tons  stress,  and  so  on  up  10 
the  full  load.     An  automatic  diagram  is  taken  on  the  drum  d,  tVuf 
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rise  of  the  pencil  being  proportionate  to  the  travel  of  the  jockey- 
weight,  transmitted  by  water  through  pipe/,  and  governed  by  the 
valves  gg.  The  rotation  of  d  indicates  the  deformation,  being 
actuated  by  the  pull  of  the  wire  e. 

Fig.  951  shews  the  various  straining  heads  as  arranged  for  the 
tensile,  compressive,  shear,  and  deflection  tests,  the  letters  d,  k,  z, 
and  L  corresponding  with  Fig.  950.  For  the  shear  test  a  plunger 
d  is  fixed  to  the  main  ram  d  and  enters  a  socket  a  attached  to  the 
head  k.  Each  of  these  carries. a  knife  or  shearing  surface,  and 
the  two  are  compelled  to  slide  closely  by  the  action  of  the  roller  dy 
the  specimen  being  meanwhile  wedged  in  the  socket  a.  Tension 
sockets  e  c  are  supplied  to  the  heads  k  and  z,  and  the  hemisph^eres 
are  adjusted  to  true  axial  line  by  the  set  screws  in  the  fixed  ring  /. 
Compression  plattens  gg  are  similarly  placed  in  z  and  l,  also 
adjustable  on  spherical  surfaces  by  the  screws  h  //,  and  the  screws 
jj  serve  to  shoot  out  the  square  bolts  for  fixing  the  head  z,  as 
before  mentioned.  For  deflection  tests  the  double  girder  k  is  laid 
across  the  bed,  the  thrust  being  received  on  the  head  l.  A 
special  socket  m  is  put  in  the  head  z  to  receive  the  pressure 
foot  «,  which  is  supplied  with  two  half  cylinders  to  distribute  the 
pressure  and  avoid  indenting ;  and  the  specimen  beam  p  is  sup- 
ported on  loose  cylinders  contained  by  the  brackets  //. 

For  torsion  tests  an  apparatus  is  provided  which  is  essentially 
apart  from  the  machine,  consisting  of  a  worm  gear  not  unlike 
Fig.  336,  p.  379- 

P,  J84,  Strain  Measuring. — All  instruments  that  are  devised 
for  the  purpose  of  measuring  the  minute  deformations  within  the 
elastic  limit  of  test  specimens  are  termed  Extensometers^  whatever 
the  nature  of  the  strain  that  is  being  recorded.  They  naturally 
divide  themselves  into  two  classes — viz.,  those  where  the  magnifi- 
cation is  performed  entirely  by  mechanical  means,  and  those 
where  the  agency  of  optics  is  more  or  less  invoked.  Under  the 
former  are  included  all  forms  of  lever  extensometer,  as  well  as 
the  screw  micrometer  illustrated  by  Unwin's  apparatus  on  p.  382, 
the  accuracy  of  these  being  generally  about  one  1 0,000th  of  an 
inch.  Under  the  optical  class  may  be  menuoned  Ewing*s  extenso- 
meter, where  the  mechanical  magnification  is  2  :  i,  after  which  the 
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readings  are  taken  on  a  micrometer  scale  in  the  eyepiece  of  a 
microscope  to  an  estimate  of  one  50,000th  of  an  inch.  In  mirror 
extensometers  a  beam  of  light  is  deflected  by  a  mirror  that  is 
tilted  by  the  strained  specimen,  thf  deflection  being  meanwhile 
measured  within  a  telescope.  The  apparatus  to  be  described 
can  be  read  to  an  accuracy  of  one  1,200,000th  of  an  inch. 
which  is  an  immense  advance  upon  that  of  other  forms. 
Naturally  such  precision  is  not  required  in  commercial  instru- 
ments, but  is  nevertheless  of  great  value  in  laboratory  operations. 
Two  important  requirements  must  be  noticed  as  belonging  to  al' 
extensometers  of  great  delicacy :  the  measurements  must  be  taken 
on  the  exact  centre  line  of  the  specimen,  and  the  instnimen: 
must  not  be  touched  by  hand  after  being  once  set  Dr.  John 
Morrow  has  devised  a  most  successful  extensometer  embodying 
these  and  other  principles.  Referring  to  Fig.  952,  two  loose  ring> 
B  and  c  are  held  on  the  specimen  a  by  the  set  screws  e  e  and 
D  D,  round  which  they  pivot,  and  the  pointed  distance-piece  k 
also  provides  two  other  pivots  between  its  ends  and  the  ring?. 
A  rigid  bracket  f  is  fixed  on  the  lower  ring,  to  carry  a  fixed 
mirror  o,  and  a  diamond-shaped  prism  j  constitutes  a  pair  of 
knife  edges  that  support  the  tilting  mirror  H.  The  whole  app 
ratus  being  bound  together  by  the  springs  m  and  l,  the  experiment 
is  arranged  as  in  the  plan  view  shewn  below.  A  scale  w,  placeii 
parallel  with  the  axis  of  specimen  s,  is  illuminated  by  a  lamp  v, 
and  a  reflected  ray  travels  through  the  screen  u  to  the  extenstv 
meter  mirrors,  strikes  them  both  evenly,  and  is  further  reflettec 
to  the  telescope  t.  Considering  the  upper  diagram  again,  the 
extension  of  the  specimen  between  e  and  d  causes  the  rings  to 
pivot  round  the  ends  of  k,  thus  inducing  relative  motion  between 
the  ring  b  and  the  bracket  P,  and  tilting  the  mirror  into  the 
dotted  position.  The  appearance  of  the  scales  in  the  telescope 
will  then  be  as  shewn  at  n  p,  the  tilt  having  caused  the  p  reflection 
to  move  downward,  while  n  remains  flxed.  The  scale  is  divide^' 
into  4oths  of  an  inch,  and  a  tenth  of  each  division  is  eaMH 
estimated.  Also  the  scale  being  set  at  a  distance  of  80  inches 
from  the  mirror,  the  magnification  without  telescope  is  3000 :  i  • 

so  the  smallest  reading  is  —  x  —  x     '  -  «=  —  '  of  an  inch. 

°      40     10     3000      1,200,000 
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Fp.  j8s  and 8j7,  Stress-strain  Diagrams: 
Mechanical  Hysteresis  and  Fatigue. — It  has  been  suggested 
that  the  phenomenon  of  mechanical  hysteresis  is  an  explanation 
of  the  fatigue  of  materials  under  variatioh  of  stress,  and  of  the 
slow  accumulation  of  permanent  set  Under  this  theory  the 
diagram  a,  Fig.  953,  would  indicate  what  might  be  expected  to 
occur.  From  previous  statements  at  p.  837,  it  will  be  seen  that 
on  the  first  and  each  subsequent  stressing  and  unstressing  the 
ascending  and  descending  curves  of  stress-strain  are  mutually 
concave,  and  when  the  base  line  is  reached  there  is  a  horizontal 


Fjuq.  953, 

difference  l  between  the  curves  that  may  be  termed  lag.  The 
said  theory  supposes  that  if  a  sufficient  interval  of  rest  be  not 
allowed  for  the  lag  (being  most  probably  a  heat  effect)  to  dis- 
appear before  a  new  increase  of  stress  is  applied,  the  lags  would 
be  cumulative,  and  after  a  sufficient  though  perhaps  an  exceed- 
ingly large  number  of  repetitions  the  material  would  reach  the 
plastic  stage,  and  a  permanent  set  would  ensue,  resulting  in  final 
rupture. 

Experimenting  to  prove  the  truth  or  otherwise  of  this  theory, 
the  Author  has  found  that  it  is  not  borne  out  in  practice  ;  but  that 
the  diagram  b,  Fig.  953,  shews  the  actual  result.  The  first  stressing 
gives  an  elastic  line  ob  numbered  i,  and  the  first  unstressing 
traces  the  curve  2.     Allowing  no  time  for  rest,  the  next  stressing 
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is  3,  and  the  subsequent  unstressing  is  marked  4.  It  will  be  seen, 
therefore,  that  the  lag  does  not  increase,  and  that  the  final  curve 
for  rapid  stressing  and  unstressing  without  rest  becomes  a  straight 
line  joining  ab.  Evidently  hysteresis  is  not  an  explanation  of 
fatigue,  and  the  old  fear  that  continued  variation  of  stress  without 
rest  must  ultimately  end  in  rupture,  however  strong  the  material 
is  certainly  not  supported  by  experiment.  In  fact,  the  results  of 
ail  later  endurance  tests  is  to  shew  that  a  piece  can  be  made 
strong  enough  to  stand  unlimited  and  continuous  changes  of 
stress  without  breaking. 

P.  388.  Notes  on  Testing. — We  shall  here  give  a  brief 
statement  of  the  directions  to  be  followed  in  preparing,  con- 
ducting, and  recording  a  tensile  test» 

Preliminary : 

1.  State  the  kind  of  material  to  be  tested. 

2.  The    specimen    having    been    prepared,    mark    one-inch 

divisions  along  its  length  up  to  10  ins.  and  centre-poj) 
these  carefully. 

3.  Measure  the  cross-sectional  area  at  several  places  and  note 

the  average. 

Fixing  the  Specimen  : 

4.  Place  the  specimen  between  grips  in  the  shackles. 

5.  Set  the  jockey  weight  to  zero,  with  lever  balanced. 

6.  Put  a  slight  tension  on  the  specimen  in  order  to  tighten 

the  grips. 

7.  Attach  the  extensometer,  setting  to  the  extreme  or  10  ins. 

marks. 

Durifig  the  Test : 

8.  Take  extensometer  readings  at  every  quarter  ton  of  load, 

and  tabulate  load,  extension,  remarks.  Keeping  well 
within  the  elastic  limit,  these  readings  may  be  repeated 
from  zero. 

9.  Entering  the  plastic  stage  the  extensometer  is  removed. 

Now  book  loads  and  extensions  at  every  half  ton 
increase  :  the  extensions  being  measured  by  dividers  and 
taken  on  a  well-divided  rule.     A  Httle  time  should  be 
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allowed  at  each  observation  for  tAe  extension  to  reach  its 
true  value,  and  the  lever  must  be  kept  floating  between 
the  stops. 

10.  Note  the  maximum  load  just  before  the  contraction  com- 

mences appreciably.  If  possible  note  the  actual  con- 
traction at  this  stage. 

11.  When  contraction  commences  in  real  earnest    run  the 

jockey  weight  back  to  zero,  and  then  re-advance  it  gently 
so  as  to  only  just  balance  the  stress. 

12.  Note  the  breaking  load,  which  will  be  generally  much  less 

than  the  maximum.     Remove  the  specimen. 

Results: 

13.  Measure  the    final  dimensions    as    regards    length  over 

extreme  marks,  and  at  the  two  inches  round  the  fracture  : 
also  the  contracted  area. 

We  are  now  to  state  (a)  Elastic  limit  as  load  and 
stress,  [ff)  Maximum  load  and  stress,  \c)  Extension  per 
cent,  in  10  ins.  and  in  the  2  ins.  at  fracture,  (d)  Reduction 
of  area  per  cent.,  (e)  Modulus  of  elasticity.  The  first 
step  is  to  carefully  plot  the  stress-strain  diagram  in  two 
parts,  one  shewing  the  whole  life  of  the  bar,  and  the 
other  shewing  the  elastic  stage  up  to  yield  point  with  a 
large  scale  of  extension. 

{a)  The  Elastic  limit  may  be  discovered  from  the  second 
diagram,  being  a  little  below  thd  yield  point,  and  indicated 
by  a  slight  curvature  from  the  straight  line.  Dividing 
the  elastic  load  by  the  original  area  of  the  bar  will  give 
the  elastic  stress  per  square  inch. 

{b)  The  Maximum  load  is  found  from  the  first  diagram  as 
well  as  from  the  figure  obtained  during  experiment,  and 
the  maximum  unit  stress  may  be  expressed  both  in  terms 
of  the  original  area  as  well  as  of  the  area  as  contracted 
on  the  measurement  of  this  load. 

{c)  The  Extension  per  cent,  is  found  both  .on  10  ins.  and 
on  the  2  ins.  of  fracture,  as 

length  after  fracture  —  original  length 

....        ,      -      -         X  100 
ongmal  length 
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(d)  Reduction  of  area  per  cent,  will  be  obtained  from 
original  area  —  contracted  area 
original  area 
(if)  The  Modulus   of  Elasticity  will  be  most  easily  o[y 
tained  from  a  large  scale  plotting  of  the  elastic  line.   U 
the  plotted  points  are  not  truly  in  line,  the  best  strai^t 
line  must  be  drawn  through  them  and 
unit  stress 


E  = 


elastic  load      original  length 
area  elastic  extension 


unit  strain 

and  the  result  may  be  stated  in  both  tons  and  pounds  to  the 
square  inch. 

The  preceding  directions  will  be  a  guide  also  to  tests  in 
compression,  strain,  and  deflection.  In  compression  of  ductile 
materials  very  little  information  can  be  obtained,  however,  beyond 
the  elastic  limit,  for  the  specimen  merely  flattens  out,  and  does 
not  fracture. 

Pp.  j^s  and  8jg.  Influence  of  Temperature  on 
Strength. — The  behaviour  of  .steel  as  its  temperature  b  increased 


200*    300' 


fooo'   itoo'    «eo 


TEMPERATUf^ES        rAHRCNH£lT 


Fig.  95^.   SlrejhQlh.  of  Steel  odt  HCafh  Tjexnfwr^B 

is  peculiar,  and  is  indicated  by  the  diagram  in  Fig.  954.  At  first 
the  strength  decreases  slightly,  but  then  steadily  increases  till  it 
reaches  a  considerable  maximum  at  about  500   F.,  then  decreases 


Digitized  by 


Google 


Appendix  VI . 


1075 


again  till  to  a  very  low  value  at  1200®.  This  information  is'of 
the  greatest  possible  value  to  the  designer  of  boiler  furnaces. 
Two  examples  have  been  given  in  the  diagram,  one  shewing  steel 
of  high  carbon  composition,  and  the  other  of  a  milder  quality, 
and  the  different  results  indicate  clearly  the  effect  of  the  presence 
of  the  carbon. 

^P'  393  «»^  ^40^  Chrome- Vanadium  Steel.— Under 
this  title  a  new  material  has  been  introduced  by  Captain  Sankey 
and  Mr.  Kent  Smith.  It  consists  of  a  carbon  steel  to  which  has 
been  added  small  percentages  of  chromium  and  vanadium,  and 
the  result  may  be  briefly  stated  as  follows : — 


\ 
\ 

Percentages  added. 

Yield  Point 
tonssq.  in. 

Ultimate 

Stress 
tonssq.  in. 

48-6 

6o'4 

• 

Elongation 
on  2  ins. 
per  cent. 

Reduction 
of  Area 
per  cent. 

Chromium  1%     ...  | 
Vanadium    -15%      ( 

49'4 

24 

56-6 
463 

Chromium  1%     ...  ) 
Vanadium    '25%      \ 

Crucible                  ) 
-      Carbon  Steel  ...  J 

160 

27*0 

350 

6o-o 

The  last  line  shews  figures  for  the  carbon  steel  without  ad- 
mixture, and  the  other  lines  indicate  the  eflfect  of  mixing  per- 
centages of  chromium  and  vanadium  to  the  steeL  Higher 
strengths,  even  to  77  tons  ultimate,  were  obtained,  but  the 
elongation  then  decreased  to  13%. 

F.  407,  Riveted  Joints. — A  lap  joint  is  essentially  an 
unsatisfactory  construction,  and  its  real  strength  is  a  matter  of 
some  doubt.  From  an  experiment  made  by  Prof.  Barr  and 
mentioned  in  the  Inst  of  Mech.  Engineers*  Proceedings^  Sept. 
1 90 1,  Plate  164,  it  would  appear  that  the  actual  strength  of  such 
a  joint  is  only  about  80%  of  the  value  as  calculated  on  p.  407. 
For  butt  joints,  the  usual  method  of  calculation  may  be  fully 
accepted. 

Example  72. — Design  a  single-riveted  lap  joint  for  \  in.  plates^ 
where  the  rivets  and  plate  are  of  equally  strong  material,  and  the 
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three  stresses  /  /.  and  /b  have  the  relative  valaes  of  i,  |,  and  :. 
Bearing  stress  is  to  be  taken  into  account 

The  rivet  shear,  the  plate  tension,  and  the  rivet  bearing  will  have 
the  respective  strengths 

(I)  (2)  (3) 

Combining  (i)  and  (3)  we  have 

And  by  (2)  and  (3),  substituting  for  d^ 

For  V'  plates  the  values  will  be 

.      4x7      2x4 

2  X  22       3         -^ 
4x7      2x4 

>^  =  2X22-^      3-X3   =  a 

This  problem  is  interesting  from  a  theoretical  standpoint,  but  the 
proportions  could  not  be  adopted,  for  practical  reasons  of  manufacture, 
such  as  the  difficulty  of  riveting  and  of  procuring  staunchness. 

The  following  investigation  is  due  to  Prof.  Pullen  : 

Let  ^=s  1-3  V^7  (as  on  p.  407),  and  let  the  ratio  of/b  to/s  =  ^- 

Comparing  the  strength  of  the  rivet  for  shearing  and  bearing  we 

have,  in  Single  Shear ^ 

=    '2  -7-   =    2*28 

/s 


When 


/  =  .3         ^  =  1-86 


=    4         A  =,  ,.52 
shewing  that  bearing  surface  is  ample  when  /  is  ^  in.  and  over. 
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In  Double  Shear 


^l^h 


ith 


When 


2'l6 


/; 

/s 

A 

:So  that  below  i  '05"  thickness  the  bearing  stress  is  more  than 
twice  the  shear.  The  full  value  of  the  shear  is,  however,  rarely 
.reckoned  upon ;  indeed,  the  joint  is  usually  treated  as  though  it 


/  =    I 


/  =ri 


1*96 


PLATE 


THICKNCSS 


BjejQurinjq  SZress  ojrt  Rixj/els. 
FjLq.  955. 

-were  in  single  shear,  though  of  a  better  construction  than  a  lap 
joint.  The  Board  of  Trade  adopt  the  number  175  as  the  ratio 
-of /b  =/s,  but  even  then,  as  will  be  seen  from  the  design  in 
.Fig.  955,  all  butt  joints  below  '8  in.  plate  must  necessarily  be 
•treated  as  lap  joints. 
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P.  428,     Bending  Theory. 

Example  7^,  Make  a  diagram  to  shew  how  the  moment  ol 
resistance  to  bending  increases  as  the  radius  of  curvature  diminishes. 
Estimate  the  work  done  in  bending  a  mild  steel  plate  i  in.  thick,  5  ft 
wide,  and  20  ft.  long,  to  a  radius  of  6  ft.  (Machine  Constr.  Hons. 
Exam.) 


From  p.  428  : 


B..=/z=y- 


/.  Moment  of  resistance,   /Z  a 


The  diagram  is  given  at  g,  Fig.  956.  As  the  radius  of  curvature 
diminishes  from  a  to  a^  the  moment  of  resistance  increases  fix>m  d  to* 
bi ;  and  as  ^i  x  ^  is  constant,  the  curve  is  a  rectangular  hyperbola. 

To  estimate  the  work  done,  let  the  plate  bb  bent  from  a  b   to> 


Eta.  956 


10    -15     -2     -Jl        •A         '^ 
£x  r£f>fSfOfsf     % 


WkxrJc  ciarh&  uv  BjeJvdXnjp, 
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A|  Bj  by  means  of  opposing  couples  that  rotate  relatively  through  the 
angle  ^  =  -p-  •    Each  couple  is — 

B,n  =  — ,         or  a  force  of  -=  at  an  arm  p 

This  force  is  exerted,  during  rotation,  through  a  space  of  20  ft. 

I  A  EI  E^A» 

Apparent  wprk  done  =  — g-  x  20  =  -^ —  x  20 

30uOOO,000  X  60  X  I  X  20  ..or*  j 

=  -^^     -'      „ =   558,000  foot  pounds 

72  X  72  X  12  •'•'  '  *^ 

on  the  assumption  that  the  stress  and  strain  are  within  the  elastic 
limit  of  the  material.    Examining  further, 

Total  circumference  at  neutral  axis  =  2  x  x  x  72  =  452*55 

Total  outside  circumference  =  2x^x72^  =  455*55 

Extension  on  circumference  =  3  ins. 

Extension  on  20  ft.  length  of  plate  =  — — 2_  =  ,  .^^  jns. 

Extension  per  cent.  =  '66  (apparent). 

Also  stress  in  tons  per  sq.  in. 

•  .      Ey        30,000,000  X '5  ,  ^. 

=  ^=   P    =     6xlfxW    =  93-5  (apparent). 

Taking  co-ordinates,  make  ef  ;=  66  %  and  df  =  93*5  tons. 
Join  ED,  the  elastic  line.  Refer  now  to  diagram  E,  Fig.  345,  p.  386, 
and  plot  it  within  the  triangle  def,  Fig.  956,  to  form  the  shaded  area. 
We  now  see  that  the  apparent  work  estimate  must  be  considerably 
modified,  for  the  elastic  tension  cannot  exceed  '15%,  and  the  real 
work  will  not  be  represented  by  the  area  def  as  was  supposed,  but 
>by  the  shaded  area.    Now 

Area  DEF  a  ^3_^A6  ^  30^0 
Shaded  area  a     -      -  X23  a  1320 
.*.  Real  work  done  =    ^  ^^60"^ —  ^  254,000  foot  pounds. 

F,  42^,      Moment    of    Resistance    by   Calculation. 

Referring  to  Fig.  957,  let  Oj  be  the  axis,  at  right  angles  to  the 
paper,  of  the  centroid  of  an  area,  and  let  a  small  element  a  of  the 
area  be  placed  at  p.  Let  the  2nd  moment  round  o  be  called 
\x  and  that  round  o^  an  axis  parallel  to  that  through  o^  be  called 
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I., ,  the  value  of  which  is  required.     The  distance  apart  of  these 
axes  is  x^  so  by  Euclid  II.  13 

And  I2  =  TLmP  «  S«.^  +  S  w.x«  +  2A:S»»-y 

But,  having  regard  to  sign,  Zm-d—  zero, 

Also,  2  «f.^  =  Ij 

And,  2  m-x^  =»  whole  area  x  x- 

,\  Ig  =  Ij  +  (area  X  ;c*^) 

We  may  now  find  the  and  moment  of  any  beam  section  that 


H-a'K-^ 


^!  ^   S5j  G 

-*--ii — i 


-ail. 


J\K^ 


I 
I 

Zftt 


7'^  la: 


JVLo/njenJt  of  Re^A^stan/ye^.    F!lq.957 


can  be  cut  up  into  a  number  of  regular  figures  whose  ind  mo- 
ments are  obtainable  by  well-known  formulae,  the  total  value 
being  the  addition  of  the  moments  of  the  parts  round  the  neutral 
axis.  I 

Two  examples  have  been  given  in  Fig.  957.  Taking  the 
cast-iron  beam,  the  neutral  axis  is  found  by  moments  round  h. 
as  at  top  of  p.  432.   ^ 


12  X  o    =    o 
7i  X  4i  =  33'5 
I?  X  3i  =    4-24 
3i  X  8f  =  30-6 


Total  moments  =  68*34 


12 

1\ 

Total  area  =  24J 
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Height  of  neutral  axis  from  h  =      J^  =  275 
Using  the  general  formula    Ig  =  —  +  ojt^ 

2nd  moment  of  d  =  ^-^    —  +  (3-5  x  36)      =  126*29 

A=    -J— ^-  +(12x275)    =    32-44 

»         B  =  "~J-^   +  (7-5  X  I'VS*)  =    57-8 
2nd  moment  of  c  =  — ^  +  ax^ 

30  

Total  value  of  2nd  moment     =     222-79 

.•.  Moment  of  resistance  -  ft  — 

^,-25x222-8^       ^^^j^^ 

3-5  " 

The  wrought-iron  beam  hks  the  neutral  axis  at  its  centre. 
We  will  therefore  take  the  2nd  moment  of  j  +  e  +  f  and 
double  it,  afterwards  adding  that  of  g. 

2nd  moment  of  j  =  ^  ^^        +  (35  x  4-752)    =  79*o73 

E  -  "^  ^1  ^   +  (2-25  X  4-252)  ^   40-547 


12 

r8 

F  = 


'  ^iV  ^  "^  (225X3-252)  =  24-02 

143-640 


Doubled     =     287  28 

2nd  moment  of  g  =   -^     ^^  =         5*2 

12  •    _ 

Total  value  of  2nd  moment     =     29248 
.-.  Moment  of  resistance  =  /  - 

5  X  202*5 

=  "^       ^  — ^  =  292  tons  ms. 
5  — 
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Pp,  4JI  and  848,  Measuring  Areas.— The  Amsler  Plani- 
•nieter  is  now  well, known  as  a  most  useful  instrument  for  the 
imechanical  integration  of  areas,  and  is  shewn  in  Fig.  958.     A 


-aw 


^ 


% 

!? 


ArrtsLtrs 

HALF    StZ£. 


bar  B  is  pivoted  at  one  end  on  a  stud  f  that  is  held  to  the  paper 
by  a  pin,  and  a  weight  c  laid  upon  the  bar  prevents  lifting.  A 
second  bar  a  is  hinged  to  b  at  g,  and  is  supported  by  the  wheel  h 
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and  stud  e.  The  latter  is  just  so  long  as  to  keep  the  pointer  d 
touching  but  not  indenting  the  paper.  If  an  area  be  traced  out 
by  the  pointer  d,  the  wheel  h  will  roll  on  the  paper,  sometimes 
focward  and  sometimes  backward,  but  the  net  result  will  be 
forward  and  will  indicate  on  the  vernier  j,  say  in  square  inches, 
the  exact  value  of  the  area.  If  the  net  revolutions  of  h  are  more 
than  one,  the  observer  must  look  at  the  dial  l,  where  the  turns 
of  H  are  registered  by  the  worm  wheel  k,  without  the  tedium  of 
personal  counting.  The  theory  of  the  instrument  is  very  simple, 
the  wheel  merely  registering  the  difference  of  two  total  radial 
areas  n  and  m;  but  this  knowledge  is  unimportant. 

To  use  the  instrument,  let  the  tracer  d  be  set  to  some  ppint  p 
on  the  boundary  of  the  area;  and  note  the  readings  on  the 
wheels  l  and  h,  and  vernier  j,  as  follow: 

Reading  on  wheel  l  =  2  +       =     20-00 

„  "      ".        -  47+    =       470 

Coincidence  on  vernier  j  =  2  =  a 


Correct  reading     -     ^^'1^ 

Now  trace  the  botmdary  by  means  of  pointer  d,  in  the  direction 
of  the  arrow  till  point  p  is  again  reached,  and  take  the  reading 
of  the  wheels  again  as,  say,  29*65.  The  actual  area  will  be 
29*65  -  2472  =  4'93  sq.  ins. 

A  special  case  occurs  when  the  area  is  so  large  that  it  can 
only  be  circumscribed  by  placing  the  pin  ppint  f  within  the 
diagram.  The  procedure  is  not  changed  in  the  reading,  tracing, 
and  re-reading;  but  the  result  must  be  increased  by  a  certain 
constant,  which  varies  with  different  instruments  and  is  marked 
upon^  the  weight  c.     For  example,  let 

Reading  after  tracing  =     45-37 
„        before    „       =      34*38 

Difference     =      10-99 
Add  figure  on  weight  =   271*32 

Area  =    282*31  sq.  ins. 

The  Planimeter  is  immensely  useful  for  a  variety  of  area 

4B 
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measurements,  such  as  indicator  diagrams,  the  stress  diagram 
of  beam  sections,  &c  &c. :  see  pp.  431-436,  623,  679,  846. 

F.  444,  Rolling  Load. 

ExampU  74.  Prove  an  algebraic  formula  to  shew  that  witii  2 
continuous  load  of  uniform  intensity  passing  over  a  beam  A  B,  such  c^ 
when  a  long  train  passes  over  a  bridge  a  to  B,  the  maximum  sheanc. 
stress  to  any  point  K  of  the  beam  occurs  when  the  part  A  K  is  fal 
loaded  while  the  part  K  B  is  entirely  unloaded  ;  and  that  the  ma^ 
tude  of  the  stress  is  proportional  to  the  square  of  the  distance  of  >. 
from  the  point  A.    (Hons.  Applied  Mechanics  Exam.) 


© 


(D 


(D 


® 


'RolUna  LoaxL  Rr.obleirv.  F^jgO^ 

,  Google 
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Referring  to  Fig.  959.  Let  a  load  of  w  lbs.  per  foot  run  be 
advanced  from  the  left  up  to  any  point  on  the  beam.  It  is  required  to 
find  the  shearing  force  at  the  section  K. 

,     Diagram  (i).    The  load  is  advanced  up  to  K.     Reaction  at  A  has 
the  general  form  wxil-'-\-^liox  every  case.    Reaction  at  B,  which 

is  shear  at  K  is  wx .^-^  L 

Diagram  (2).  The  load  is  short  of  K.  The  shear  at  K  is  less  than 
before,  because  both  reactions  are  less. 

Diagram  (3}.  When  loaded  beyond  K.  Both  reactions  are  in- 
creased ;  but  the  shear  at  K  is  actually  less  than  in  (i)  for  a//  the  load 
beyond  K  has  to  be  deducted  in  arriving  at  the  shearing  force,  whereas 
only  part  of  it  adds  to  the  reaction. 

Therefore  the  greatest  shear  at  K  occurs  when  the  load  travels 
exactly  up  to  that  point. 

Next  take  various  positions  for  K  between  a  and  B. .  The  ordinates 
of  the  curve  of  maximum  shear  for  these  points  will  be,  from  dia- 

gram  (2)    =    wt  x  -  -i-  /   =    -^ 

But  X  is  the  abscissa  from  a 
.-.  Ordinates  a  y* 
and  the  curve  is  drawn  at  (2). 

Pp,  446^  464^  4^o,  and  88^,  Link  Polygons. — It  is  re- 
quired to  add,  that  is  find,  the  resultant  of  a  number  of  forces 
inclined  at  various  angles,  but  whose  directions  are  co-planar, 
that  is,  lie  within  the  same  plane.  The  forces  may  meet  in  one 
point,  and  the  method  on  p.  464  be  found  convenient ;  but  if 
the  directions  are  varied  in  any  possible  co-planar  manner,  the 
construction  known  as  the  link  or  funicular  polygon  must  be 
adopted. 

Let  the  lines  abode.  Fig.  960,  represent  forces  in  direction, 
sense,  and  magnitude  whose  resultant  is  required.  Draw  the 
unclosed  polygon  o  i  2  3  4  5  by  lines  parallel  to  the  forces,  whose 
lengths  are  also  proportional  to  their  magnitudes.  The  closing 
line  R  will  naturally  shew  the  magnitude  and  direction  of  the 
resultant,  and  the  sense  will  be  reversed,  as  shewn  by  the  arrow. 
We  must  next  shew  on  the  space  diagram  the  exact  position  of  r. 
Choose  any  pole  O  in  the  vector  figure,  ether  m  cr  out  of  the 
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polygon,  and  join  lines  to  corners.  Commencing  at  any  point  or 
A  draw  the  polygonal  lines  shewn  in  space  diagram  parallel  to  tht 
radials  in  vector  figure  and  in  order,  and  letter  as  shewn.  Thesr 
lines  are  known  as  the  links,  and  are  lettered  according  to  Bowi 
method.  O  o^  and  O  5^  are  the  first  and  last  links  respective! v, 
and  at  their  intersection  x  is  placed  the  resultant  force  line  r, 
parallel  to  o  5.  The  proof  is  very  simple.  Imagine  the  space 
polygon  to  be  a  framed  structure  or  endless  string  held  taut  bv 


rxxj.  96a 


Lijjxk.  P/xlujOyOns, 


the  original  forces.  Every  corner  of  this  string  has  three  forces, 
as  for  example  Oji  i^O  Ooi :  and  these  have  the  force 
diagram  O  o  ip  It  follows  that  the  whole  of  the  vector  figure  is 
the  force  diagram  for  the  framed  structure,  and  if  r's  direction  be 
eversed  all  the  forces  are  in  balance. 

Two  particular  cases  occur:  (i)  When  the  vector  figure  optly 
is  closed,  o  falling  on  5,  the  resultant  is  a  couple  whose  forces  are 
each  equal  to  O  o  or  O  5,  and  whose  area  will  be  found  from  the 
space  diagram ;  (2)  when  both  polygons  close,  the  resultant  is 
zero,  tlie  forces  being  already  balanced. 
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Change  of  Pole,  In  Fig.  961  are  shewn  six  forces  exactly 
balancing,  as  proven  from  the  vector  figure.  Let  the  link  polygon 
be  drawn  in  the  first  place  for  a  pole  O,  and  let  it  be  desired  to 
re-draw  it  for  a  new  pole  Oj.  This  has  been  done  point  by  point 
in  the  usual  manner,  arriving  at  the  dotted  polygon,  but  could 
have  been  effected  more  simply  by  the  use  of  a  simple  property 
connected  with  two  poles  of  the  same  vector  figure.  Join  O  Oj 
producing  both  ways.  Next  take  any  line  of  one  link  polygon 
and  the  corresponding  line  on  the  other  link  polygon ;  produce 
these  till  they  meet,  obtaining,  say,  the  point  e^.  Doing  this  for 
all  the  corresponding  sets  of  lines  of  the  polygons,  we  have  the 
additional  points  e^  e^  e^.  It  will  now  be  found  that  these  points 
are  in  one  straight  line,  that  is  itself  parallel  to  the  lines  O  O^. 

'  01  =  oO  +  Oi         also,  01  =  oOi  +  Oii 

But  because  01  balances  10, 

oO+Oi  balances  O1O+  lOj 

and  oO-hOi+OiO+iOi  =  zero 

ButOiO+oO  =0  0' 

andOi  +  iOi  =0^0 

The  force  O  Oi  is  therefore  the  resultant  of  the  corresponding 
link  pairs  in  either  link  polygon.  Its  reciprocal  e^  e^  must  join 
the  meets  of  the  link  pairs,  and  must  be  parallel  to  OO^.  A 
similar  treatment  of  other  pairs  will  prove  the  line  e^  to  e^  also 
parallel  to  O  Oj. 

Use  of  Link  Polygon, — As  an  example  take  a  semicircular 
roof,  of  which  half  is  shewn  at  a  b  c.  Fig.  962.  Let  the  wind 
blow  from  right  to  left,  and  we  require  to  know  the  direction  and 
magnitude  of  the  resultant  of  all  the  pressure  that  comes  upon 
c  B,  in  order  to  carry  out  the  construction  given  at  p.  470,  and 
thus  arrive  at  the  stresses  on  the  members.  Divide  the  arc  b  c 
into  any  convenient  number  of  equal  parts  at  d,  e,  f,  g,  h,  j, 
K,  L,  in  this  case  nine.  Assume  the  pressure  intensity  uniform 
over  each  division,  though  varying  from  one  division  to  another, 
and  let  each  piece  of  area  acted  upon  be  h  x  b\  where  h  is  the 
height  and  b'  the  breadth  between  the  bays,  both  in  feet.  If  the 
wind  intensity  be  «',  the  normal  intensity  n  will  vary  from  w  at  b 
to  zero  at  c,  and  its  value  at  any  point  can  be  found  from  the 
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diagram  a  m  b.  The  line  a  b  is  w  say,  or  56  lbs.  per  sq.  ft. : 
then  the  dotted  radii,  r^  r^  r^  &c.,  will  shew  the  value  of  n  for  the 
respective  divisions.  The  total  force  on  each  area  being  repre- 
sented by  an  arrow,  its  magnitude  will  be  nh'  b\  or  56  x  -^  x  h  t\ 

These  values  are  next  set  out  in  the  vector  figure  below  on  lint< 
parallel  to  the  forces  taken  in  order,  as  o  i,  i  2,  2  3,  3  4,  &c,  am. 
o  9  will  be  the  magnitude  of  the  resultant  which  passes  throu=:h 
the  intersection  of  the  first  and  last  link  in  the  link  polygon,  and 
also  through  the  centre  a  of  the  roof. 

Moments  in  Link  Polygons, — Faur  forces  in  Fig.  963  are 
treated  in  the  usual  manner,  and  a  vector  figure  obtained  where 
the  pole  O  has  been  placed  at  a  known  perpendicular  distance  a 

Eiq,  963. 


from  the  resultant  o  4.  Nothing  but  distances  should  be  rfieasured 
on  the  space  diagram,  and  forces  only  on  the  vector  figure.  In 
the  former  the  resultant  is  placed  at  q,  where  the  first  and  last 
links  intersect.  Let  it  now  be  required  to  find  the  moment  of  the 
resultant  round  the  point  p,  and  draw  line  p  ef  parallel  to  the 
direction  of  the  resultant  Naturally  the  moment  will  be  o  4  x  -j. 
But  it  is  also  O  n  x  <f/ where  <f/is  the  intercept  between  the  first 
and  last  links.  For  proof,  o  O  4  and  Qfe  are  similar  triangles : 
hence — 

£/ 
04 


^      and 

O  N 


04X^  =»  Otn-Kef, 
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The  product  of  polar  distance  by  intercept  is  an  easier  method 
of  finding  a  moment,  because  the  former  can  be  fixed  artificially 
as  10,  or  some  simple  multiple  thereof 

This  proof  will  also  serve  for  the  Culmann  bending  moment 
diagram,  pp.  446  and  885. 

Problem,  To  draw  a  link  polygon  7vhich  shall  pass  through 
three  given  points  in  the  space  diagram. 

As  the  practical  application  is  to  cases  of  vertical  and 
parallel  forces,   such   case  only  will  be  here  considered     Re- 


i:iq.964' 


L/inJc  Polux^orh  thnoitg/v  3  cfweru  plaints. 

ferring  to  Fig.  964  :  let  a  b  c  be  the  given  points,  and  d,  e,  f,  g, 
and  H  the  given  forces.  The  latter  are  set  down  in  magnitude 
and  direction  as  o  i,  i  2,  2  3,  3  4,  and  4  5  on  the  vector  figure. 

1.  Firstly,  make  no  attempt  to  pass  through  the  points,  but 
choose  any  pole  Oi  and  draw  the  polygon  hfg. 

2.  Take  the  two  links  d  and  0^  immediately  over  a  and  b 
and  produce  them  to  find  the  resultant  a  b.  The  same  pair  of 
links  in  any  other  polygon  would  have  the  same  resultant,  for  the 
pole  can  be  chosen  anywhere. 

3.  Take  any  point  d,  join  to  a  and  b  and  produce,  forming 
two  such  links  in  a  new  polygon. 
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4.  Draw  parallel  lines  in  the  vector  figure,  shewn  dotted,  and 
obtain  the  pole  O^  for  a  polygon  passing  through  a  and  b  only. 

5.  To  pass  through  a,  b  and  c,  adopt  the  rotation  method, 
where  a  and  b  will  be  turning  points,  and  the  line  e  e  2l  line  of 
turning  points.* 

6.  Draw  O2  O,  |1  a  B :  also  produce  j  k  to  e^  and  join  f^  to  c ; 
then  draw  5  O,  ||  /  w,  and  the  final  pole  O,  is  found. 

7.  The  link  polygon  through  a  b  c  may  now  be  completed  by 
rotation,  or  by  reference  to  the  vector  figure  50,.o. 

Applications  of  the  foregoing  problem.  Let  us  first  consider 
the  conditions  as  to  the  distribution  of  pressure  between  the 
voussoirs  or  blocks  of  a  stone  arch.  In  Fig.  965,  vv  are  a  pair 
of  voussoirs,  held  together  by  mortar  that  may  J)e  sufficient  to 


FAjq.  965. 

PrtssjuLP/ts  g/t  au 
Starve  Apjc/l. 


resist  sliding,  but  which  is  not  to  be  subjected  to  any  tension 
whatever.  So  long  as  the  direction  of  pressure  is  in  the  centre 
of  the  voussoir  we  feel  sure  that  the  conditions  are  safe ;  but  we 
now  require  to  know  how  far  the  line  of  pressure  may  deviate 
above  or  below  the  centre  line  without  causing  the  joint  to  open. 
Let  the  pressure  be  exerted  by  the  force  P,  whose  distance  down- 
ward from  the  centre  is  x}\.  We  may  place  two  balanced  forces 
at  the  centre  line,  each  equal  to  P,  without  altering  the  con- 
ditions, and  we  now  have  two  actions  to  consider:  (i)  a  mo- 
ment P  X  xh  tending  to  open  the  joint  at  a  <7,  and  (2)  a  pressure  P 
at  the  centre  line,  tending  to  close  the  joint  If  these  two  actions 
balan(  e,  the  joint  will  have  neither  pressure  or  tension,  but  will 
remain  closed. 
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Then,  to  open  : 

P  X  a:^  =  J—       and  the  opening  stress/  =  ^^^  ' ' 

And  to  close :  ' 

P 
P  =  fbh        closing  stress  being  /  =  -_. 

on 
But  these  must  balance : 

6P.r       P  ,  I 

.-.    ^^    =--      and:.  =  ^ 

so  P  cannot  be  placed  further  from  the  centre  than  \  hy  or.  the  line 
of  pressure  must  be  kept  within  the  middle  third  of  the  voussoir 
depth  //. 

The  Masonry  Arch,  Fig.  966,  is  drawn  in  half  only,  the 
loads  being  symmetrically  disposed ;  and  there  are  five  voussoirs, 
V  V  &c.,  to  each  half.  *  The  loads  w  w  &c.,  are  found  by 
erecting  perpendiculars  a  b  c  d  ef^  each  load  being  the  resultant 
of  the  weight  of  wall  between  a  pair  of  verticals  combined  with 
the  weight  of  the  voussoir,  the  latter  being,  of  course,  propor- 
tionately small.  Set  these  loads  out  in  the  force  diagram  as 
o  I,  I  2,  2  3,  &c.  By  symmetry  the  force  Oo  must  be  horizontal. 
Take  any  pole  O Jand  draw  the  link  polygon  g  h,  then  find  r  s 
the  resultant  of  Oo  and  O4  the  pressures  at  skewback  and  key 
respectively.  Take  points  /  and  k  and  find  a  new  polygon  passing 
through  them,  such  that  the  link  O  o  still  remains  horizontal  and 
meeting  r  sin  t.  Join  tk  and  draw  the  line  4  Og  ||  tk,  thus  giving 
the  new  pole  Og.  Complete  the  polygon  k  /,  which  will  indicate 
the  line  of  pressure  or  resistance  between  the  voussoirs,  the 
magnitudes  of  the  forces  being  found  from  the  force  diagram. 
The  MxiQ  kl  must  lie  within  the  middle  third  of  the  joint,  as  shewn 
dotted,  and  if  this  does  not  occur  everywhere  a  readjustment 
must  be  made.  The  extreme  possible  conditipns  are  shewn  at 
£  and  F,  where  the  line  m  n\s  better  than  /  ^,  because  it  causes  a 
lower  value  for  the  pressures.  The  greatest  pressure  occurs  at  the 
skewback  or  support,  and  the  intensity  must  never  be  more  than 
the  material  will  allow.  If  the  line  of  resistance  passes  through 
the  centre  the  intensity  is  considered  uniform,  but  if  the  line 
touches  the  dotted  arc  the  intensity  will  be  half  as  much 
again. 
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A  Three-pin  Bridge,  Fig.  967,  consists  of  two  cantilevers 
/  c  and  A  /  springing  from  abutments  /  and  /  and  the  middle 
portion  is  completed  by  the  spans  c  b  and  b  a  resting  on  pins  at  c, 
B,  and  A.  Sometimes  the  centre  spans  consist  of  drawbridges  or 
bascules,  and  in  other  cases  are  unlifted;  but  the  construction 


Fig  9^'^ 


has  similar  advantages  in  both  cases,  viz.,  the  bending  moment  is 
almost  eliminated,  and  certainly  has  a  zero  value  at  each  pin. 
The  loads  being  shewn  by  vertical  lines  on  the  space  diagram  and 
by  their  values  in  the  force  diagram,  it  is  required  to  draw  a  link 
polygon  through  the  three  pins,  and  the  deviation  of  the  links 
from  the  curved  line  of  the  bridge  will  indicate  the  bending 
moment.     The  loads  have  been  imagined  smaller  on  the  left  than 


Digitized  by 


Google 


Oo  o. 


JVfajsx)nrA4  Jlr^chj^ 


FAjq  966. 


Digitized  by 


Google 


1096 


Appendix  VL 


pn  the  right  side,  but  all  equal  in  value  on  one  side.  The  pre- 
liminary polygon  for  O^  pole  is  not  required,  for  the  line  o: 
resultant  for  the  links  O  3  and  O  6  is  evidently  passing  through 
point  a.  Join  this  point  to  a  and  b  and  find  the  pole  Oa  for  a 
polygon  passing  through  a  and  b.  Next  join  a  b  and  produce 
leftward.  This  is  the  line  of  rotation.  Produce  line  dty  the 
link  O  9  till  it  meets  a  b  produced  in  e^ ;  and  join  C  e^  giving  the 
link  O9  in  the  final  polygon.  Draw  a  line  in  force  diagram  ij  C  /j 
from  point  9,  and  another  line  Og  O,  ||  A  B.  The  intersection  of 
these  lines  is  O,  the  pole  of  the  final  polygon,  which  may  now  be 
completed  in  the  space  diagram,  and  which  will,  of  course,  pass 
through  the  three  points  a,  0,  and  c.  This  is  the  line  of  pressures, 
and  coincides  very  nearly  with  the  arc  of  the  bridge  from  c  to  a. 
It  deviates  appreciably  at  the  abutments,  and  causes  a  bending 
mount  on  the  left  of  O  1 2  x  Ay,  but  a  larger  moment  of  O  o  x/^' on 
the  right  The  thrust  between  the  abutments  is  nearly  horizonta: 
and  is  found  by  joining  km  va  the  space  diagram.  The  parallel 
p  O,  in  the  force  diagram  gives  the  value. 


CHAPTER   IX. 

P,  4^4.     Velocities : 

Example  75.  A  motor-car  moves  in  a  horizontal  circle  of  300  ft. 
radius.  The  track  slopes  sideways  at  an  angle  of  lo"*  with  the  hori- 
zontal.   A  plumb-line  on  the  car  makes  an  angle  of  12'  with  a 
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perpendicular  to  the  track.  Find  (i)  the  speed  of  the  car,  (2)  the 
coefficient  of  friction  if  the  car  is  just  on  the  point  of  side-slipping. 
(Board  of  Education  Exam.     Stage  3,  1904.) 

Referring  to  Fig.  968.  There  are  two  forces,  the  weight  of  the  car 
and  the  centrifugal  force,  and  the  resultant  of  these  takes  the  same 
direction  as  the  plumb- bob  string,  for  their  ratio  is  independent  of 
weight,  viz.  :— 

__      ^  w    =    ~—    =   tan  22* 
^R  g^ 

\  ii^  =  tan  22*^  x^R 

And  V  —   XA404  X  32  X  300  =  62'2  ft.  per  sec. 

or  42'4  miles  per  hr. 

Also  he  angle  of  resultant  with  the  track  =  12° 
.•.  fi  =  tan  12*  =!  '208. 

JExample  76.  A  Tramcar  weighs  50  tons,  and  current  is  cut  off 
when  the  speed  is  16  miles  per  hr.  Reckoning  time  from  that  instant, 
the  following  velocities  and  times  were  noted  : — 

V  (miles  per  hr.)    16     14     12     10 

/  (time  in  sees.)     o    9*3   21     35 

Calculate  the  average  retarding  force,  and  find  the  average  velocity 
from  /  =  o  to  /  =  35.     Find  distance  travelled  between  these  times. 

If  the  law  of  resistance  be  F  lbs.  =  a  +  ^V  +  ^V^,  find  the  values 
of  a,  by  and  r,  from  the  above  observations,  (Hons.  Applied  Mech. 
Exam., 

Set  out  the  velocities  on  a  time  base.  Fig.  968a. 

area  under  V  curve  _  129-54- 15 2-H- 154 
Average  velocity  =  ^^^^^  ^:,^^  -  35 

=  12*44  miles  per  hr. 

^       V       VX5280  _    ,:^>;  V 

«/=  50x2240  /  =  7  "=    /  3600    "  '  "^    7 

Fibs.  =  ^/=    5ox224oxi.4_6.V   ^     ^^  V 
g-f  32  /  / 

where  V  is  the  decrease  of  velocity  in  miles  per  hr. 

TT  r  5100x6  o         lt_ 

Hence  average  force   =       ^-  =  874  lbs. 
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During  time 

9-3-0 

=     93 

Fi 

= 

5100x2 
9*3 

«          »» 

21-93 

=   117 

F^ 

= 

5100x2 
117 

»i 

35-21 

=  14 

Fa 

= 

5100X  2 
14 

=      !>;: 


J  = 


120 
C  uv  sees. 

RjeJboindLajbiorv  BrobZe/rv.        FajQ.  QG8cl 

Set  these  up  in  the  centre  of  the  spaces  to  form  a  force  curve. 

To  find  distance,  s  =  fv  for  thin  rectangles  under  the  velocit\ 
curve,  and  the  summation  of  v  regarding  /  will  be  the  distance 
required. 

Distance  travelled  =  35  x  I2'44X  1*46  =    636  feet. 

Again,  F  =  rt  +  V<J  +  W 

1092  =  a  -\-  i^b  -\-  22SC  (I 

870  =  a  +  13^  +  169^   2 

728  =  a  +  lid  +  121c  ;v 

Subtracting  (2)  from  (i),  and  (3)  from  ^2), 

222     =     2^+56^ ^ 

142     =     2^  4-  48^: 

Subtract     So     =  8^ 
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And    ^  =  10 

From  (4) b—  -169 

Lastly  by  substituting  in  (i)  (2)  or  (3), 

a  =  1377 

/.  F  lbs.  =     1377  -  169V  +  loV 

which  is  the  equation  to  the  force  curve. 

P.  474.  Velocity  Curves  on  Time  Base. — The  curve 
OAB,  Fig.  969,  represents  by  its  ordinates  the  actual  velocities  of 
a  locomotive,  from  the  moment  o  of  leaving  the  station  till  the 


V/BlacUy   Cunv0  ow  TAirve^  Bxts/e..       FIq.  969. 

expiration  of  a  period  of  time  oe.  The  scale  z'  shews  miles  per 
hour,  and  the  base  scale  the  minutes  from  o.  A  polar  distance 
OPg  of  40  time  units  is  taken,  and  the  sum  curve  ocd  is  drawn  by 
the  method  at  p.  851.  The  ordinates  of  this  curve,  measured  by 
the  scale  dy  will  shew  the  distances  travelled  from  starting,  for 
d  ^  tv  is  true  when  very  small  time  values  are  taken  at  each 
step.  Also  V  =  fty  and  /  is  the  differential  of  v  regarding  t. 
Therefore  the  acceleration  curve  fgh  is  obtained  as  the  slope  of 
the  velocity  curve,  using  the  polar  distance  at  Pi  of  8  time  units, 

4  c 
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and  adopting  the  method  of  p.  852.  The  scale  /  measures  the 
accelerative  value,  and  the  correlation  of  all  the  scales  will  be 
understood  from  p.  853. 

Pp.  4'^8  and  680.    Energy  of  Rotation. — ^At  the  former 
of  these  pages  the  energy  of  a  rotating  body  was  shewn  to  be 

•0001 7 14  2«/R*N2  foot  pounds  (i) 

where  R  =  average  radius  of  rotation  in  feet^  or  radius  of  gyn- 
tion.  Now  *  revolutions  per  minute '  is  only  a  practical  way  of 
stating  angular  velocity : 

/.  Energy  of  rotation  =  —  «  -  _       footpounds. 

Taking  I  as  moment  of  inertia  of  the  body  in  inch  lb.  units,  and 
m  a  small  element  of  mass  acting  at  a  radius  rj  inches,  we  have 

I  -   S  wrj^    =    21  R2. 1 2*  in  gravity  units 

or    -:    w  R2- 1 2*  in  absolute  units. 

The  second  is  the  usual  method  of  expressing  I,  and  will  be 
here  adopted     Then — 

Energy  of  rotation   =  ^     _     =    .    *^     foot  pounds  ...  (2) 

And  from  (i)  this  also   =    -0001714  — -.  N*  foot  pounds  (3) 

12- 

Note  carefully  that  while  I  is  generally  measured  in  inche> 
and  lbs.  it  must  be  changed  to  feet  and  lbs.  when  inserting  in  the 
energy  formula,  ov  wr^  becomes  wR^x  12^,  and  w  R^  =  I  -r  12- 
We  see  then  there  are  two  methods  of  expressing  the  energy,  one 
in  N  and  one  in  ot. 

Graphically, — The  value  of  f^  (radius  of  gyration  squared) 
being  known,  that  of  I  can  be  obtained.  The  graphic  solutioa 
for  r-  for  any  solid  of  revolution  is  explained  at  pp.  681  and  S45 ; 
but  for  certain  regular  solids,  such  as  cylinders  and  rings,  we  m^j 
proceed  by  a  method  similar  to  that  on  p.  419.  In  Fig.  97^^  '^ 
shewn  a  cylinder  of  radius  r^  whose  I  is  required  round  tlit 
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axis  dd.     Dividing  the  whole  solid  into  thin  rings,  o/j  being  the 
weight  of  a  cubic  inch  in  lbs.  : 

I   =   S  (ring  wt.  x  ring  radius^) 
=    S  (ze^i  X  vol.  X  r^) 

=   2TC  b  w^l.  {hi  ^  r^) 

But  ht-r^  is  the  contents  of  any  square  lamina  of  the  pyramid 
shewn,  multiplied  by  its  respective  radius.     Therefore  S  {ht  •  r^) 


JVF/omjenJb  of  I^ver^bucu.     Fax/.  970, 

will  be  the  volume  of.  the  pyramid  multiplied  by  the  arm  from 
-centre  d  to  the  centre  of  gravity  of  pyramid. 

And  I   =    2irdwi  (vol.  of  pyramid)  |  r^ 

=    2TrdWi(ro^x  Jro)  Jro 

The  total  weight  of  the  cylinder  being  Witt  t^  b,  we  have 


--  inches. 

2 


r^  =     I  -r  weight 
•Referring  again  to  Fig.  970,  let  the  radii  r^  and  r\  represent 


Digitized  by 


Google 


II02 


Appendix  VL 


the  outer  and  inner  diameters  respectively  of  a  t\ti%  of  width  h. 
The  Moment  of  Inertia  of  the  ring  will  be  found  by  deducting  the 
I  of  the  cylinder  r\  from  that  of  the  cylinder  r© :  so  from  previous 
reasoning, 

I  of  ring   =   Wi^l  (ro*  -  n*) 

and,  dividing  by  the  weight     w^  xb  (r^—r^) 

2 

Moments  of  Inertia  of  Solids  of  Revolxjtiox. 


Solid. 


Cylinder 
of  radius  To 


Ring 

of  radii  — ^ 
To  outside 
ri  inside 


w 

=  WjXVOl. 


w^icb{ro^-r?) 


2 


inch  lb.  units. 


^- 


W,ir^o* 


«~r< 


The  moment  of  inertia  of  any  fly-wheel  can  now  be  calculatec 
by  adding  the  moments  of  the  separate  parts ;  and  the  energj-  of 
rotation  is  deduced  by  reference  to  equations  (2)  or  (3). 

Experimentally, — The  Energ>^  of  Rotation  may  also  be  found 
by  direct  experiment  on  the  rotating  solid.  A  fly-wheel  a,  Fl^. 
971,  is  fastened  by  a  plate  b  to  the  ball-bearing  hub  c  of  a  bi- 
cycle, and  is  supported  by  the  bracket  d,  held  to  the  wall  by 
bolts.  A  small  weight  e  is  attached  to  a  string  wound  round  the 
hub  c,  and  serves  by  its  fall  to  cause  rotation  of  the  fly-wheel- 
Let  the  wheel  be  accurately  balanced,  so  that  it  will  rest  equally 
well  iji  any  position,  and  let  the  frictional  resistance  of  the  bail 
bearing  be  quite  inappreciable. 

The  weight  being  w^  the  energy  of  the  fall  is  wH  foot  pounO<, 
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where  H  is  the  height  of  c  from  the  ground.  If  the  fall  were 
unresisted,  all  the  weight  energy  would  be  lost  in  impact,  but  as 
it  is,  some  of  the  energy  is  given  to  the  wheel,  while  the  portion 
lost  by  impact  will  be  calculated  from  the  weight's  velocity. 
Consider  the  velocity  of  weight  and  the  angular  velocity  of  wheel 


ELEVATION 


Eta.  971. 


Enejnpu . 


PLf^N 


to  be  uniformly  accelerated.     Let  /  =  time  of  fall  in  seconds, 
and  «i  the  number  of  revolutions- dunng  fall.     Then 

Average  «  =   -i    revs,  per  sec. 
and  Highest  n  =    ^^?i-     revs,  per  sec. 


Max.  weight  velocity  v  =   ztt  R// 
where  r  =  hub  radius  in  ins. 


/  12    / 


The  kinetic  energy  in  w  when  reaching  ground  =  ^^    :  and 

the  actual  energy  accumulated  in  fly-wheel  at  its  highest  speed 
will  be  zc;H  less  this  kinetic  energy,  or 
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Energy  of  rotation  =   w(H  -  ^ 
(by  experiment)  V  2^/ 

-"{H:(ff-^)v,.}.^H-,„'>') 

Next  take  careful  measurements  of  fly-wheel  section  to  find  I 
in  ins.  and  lbs.,  deducing 

I    n^ 
Energy  of  rotation   =   '0001 7 14  — ^.-^     foot  pounds, 
(by  calculatioo)  "^  60^ 

and  the  two  results  ought  to  agree  very  closely. 

M  of  Fly  WhuL — Professor  Perry  has  given  the  name  *  M  of 
a  fly-wheel '  to  a  constant  belonging  to  each  particular  fly-wheel, 
such  that  MN^  =  energy  in  foot  pounds.  Hence,  if  the  energy 
be  divided  by  N^,  the  value  of  M  is  found  The  method  is  very 
convenient,  for  conversely  the  energy  may  be  at  any  time  calcu- 
lated if  the  speed  of  revolution  be  known.    Also 

'  -0001714  j^*N2  =   MN2 

.-.  M   =    '000,001,19!   =    iiplxio'^ 

ForacyUnder,  M   =    "^^^r"*** 
^  534,800 

and  for  a  ring,  M   -    zZ^L^^r^^r^^) 
534,500 

while  the  fly-wheen       ^   ^  rol^-ox','^f\^<\ 
experiment  gives  j  y  '    fi  f    do- 

Example  77. — A  Fly-wheel  is  required  to  store  12,000  foot  pound? 
of  energy  as  its  speed  increases  from  98  to  102  revs,  per  m.  What  is 
its  I? 

The  wheel  being  a  solid  disc  of  cast  iron  whose  thickness  is  jV  ^^ 
its  diameter,  find  D.    (Hons.  Applied  Mechs.  Exam.) 

Kinetic  energy  =  '0001714  I  (Ni'-N,*) 

=  •0001714(102^-98')  I   ==   12,000 


I  ==  7t/R«  =  .  -_*-'*»r!^-   -     =  87,514  in  absolute  units 
800x0001714       -^    ffeetandlbs.) 
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Further,  cast  iron  weighing  450  lbs.  per  cub.  ft., 

wt.  of  fly-wheel 


1 105 


=    22x450  ^D»  =  35-3  D» 
7x4 X  10  ^^  ^ 


and 

R« 

2 

8 

and 

wR3 

=  1 

or 

35-3D»xfi'  = 

87514 

• 

•.  D*^ 

=  ?75.i4? 
35*3 

8  ^ 

20^000  nearly 

AndD  = 

>/ 20,000  —  7 J  feet 

Pp,  4j8  and  680.  Moment  of  Inertia  by  Experiment. 

— The  method  to  be  here  described  is  especially  suitable  for 
cylindrical  objects  such  as  fly-wheels,  pullies,  lines  of  shafting, 
and  the  like ;  though  also  usable  in  the  case  of  other  objects  if 
placed  within  a  ring  for  the  purposes  of  the  experiment.     Referring 


fM 


djelernujvatiort  of 
JVLorrvenZ  oflrvertLCL. 

Fmi.  972 


to  Fig.  972,  a  strap  or  cord  passes  round  the  rim  of  the  object 
and  supports  two  experimental  weights  Wj  and  Wg,  of  which  Wj  is 
always  heavier.  Imagine  the  mass  M  of  the  body  to  be  concen- 
trated at  the  rim,  and  the  frictional  force  F  to  be  similarly  treated. 
Also  Ro  =  radius  at  rim,  and  R  the  radius  of  gyration.  Of  course 
Wj  begins  to  descend  with  uniform  acceleration/,  the  force  being 
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Wi-Wg-F;  and  the  movable  mass  is  (Wi  +  W2)-7-^+ M.    Anc 
as/=  forces- mass, 

■^       (VVi  +  W2)-f>+M        Wi  +  Wg+M^ 


Also    s  ^  l/t^         and     2s  ^  ft 


2 


^^(W,-W,-F)/2 
Wx  +  Wa  +  M/' 

giving  the  fall  s  in  feet,  during  a  time  of  /  seconds. 

Next,  make  a  second  experiment,  as  before,  ¥nth  the  exceptior 
that  a  small  weight  w  is  to  be  taken  from  W^  and  added  to  VV,  S4:> 
that  the  difference  is  greater  and  "the  acceleration  is  increased : 
and  the  new  fall  Sy^  in  time  /  is  given  by 

2c   -<r(Wi-W2+.2ze/-F)/^ 

Finally  we  have,  by  combination,  and  in  absolute  units,  (lbs.  and 
feet). 

In  this  result  R  Ro  s^  and  s  are  reckoned  in  feet,  /  in  seconds, 
Wj  Wg  and  w  in  lbs. 

Pp,  4g2  and  86j.    Acceleration   Curves. — ^To  correlate 
the  scales  of  velocity,  acceleration,  and  distance,  when  the  velocitr 
curve  is  drawn  on  a  distance  base^  refer  to  Fig.   8*5,    p.  S6:. 
'    Suppose 

velocity  increases  i  ft.  per  sec.     \    v  ^   \ 

while  travelling  over  i  ft.  :     </  =   i 

actual  velocity  being  i  ft.  per  sec.     :    V  =   i 

Also,  let  J 

-  represent  velocity  scale 

„        distance  scale 

-  ^,       acceleration  scale 
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Then,  from  the  figure 


7-'     ir 


I    ^   ^ X 

Z  I 

y 


or 


Fraction  for  acceleration  scale  =  !p^-  ^""^^^^^f 

distance  scale  fraction 


P.  502.^  Flexible  Couplings.— It  often  happens  that 
:shafts,  though  made  truly  in  line  when  first  erected,  may  take 
:sinall  relative  movements  through  lack  of  rigidity  in  the  supports, 
thus  causing  a  tendency  to  breakage  if  firmly  coupled.  Deviations 
that  are  small  and  unimportant  at  low  speeds  may  become  very 
troublesome  at  high  ones,  partly  because  the  rate  of  change  of 
<leviation  is  greatly  increased,  and  partly,  also,  because  the 
amount  of  deviation  may  itself  be  multiplied  by  centrifugal  force. 
As  examples  we  have  the  very  potent  one  of  the  breakage  of 
propeller  shafts  of  ships,  no  doubt  largely  on  aeccount  of  the 
flexibility  of  the  hull ;  and  the  necessity  of  universal  couplings  in 
motor-cars,  to  prevent  breakage  due  to  bending  of  the  ^ame,  as 
^'ell  as  to  compensate  for  slight  inaccuracies  of  workmanship  that 
would  otherwise  cause  hot  bearings.  When  engines  and  dynamos 
are  coupled  direct,  there  is  the  same  danger,  for  a  very  small 
inaccuracy  that  would  not  be  apparent  on  a  more  slow-nmning 
shaft  would  soon  cause  heating  or  knocking  on  account  of  the 
high  speed.' 

Of  the  flexible  couplings  illustrated  in  Fig.  973  the  first  two 
are  intended  for  marine  shafts,  and  the  third  for  dynamo  work. 
Brotherhood's  coupling  consists  of  a  large  hollow  casting  D,  to 
which  is  bolted  a  thin  corrugated  steel  disc  e;  and  while  the 
casting  is  bolted  to  the  shaft  a,  the  disc  is  bolted  to  the  shaft  b. 
The  shafts  butt  together  on  a  spherical  surface  c,  and  any  relative 
bending  of  the  two  is  met  by  a  buckling  of  the  disc  e  to  of 
-course  a  very  slight  extent.  The  faults  of  this  coupling  are  its 
Jarge  size  and  the  fact  that  it  cannot  well  support  an  axial  tension.  . 
In  Alley's  coupling  the  shafts  f  and  g  are  supplied  with  solid 
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flanges  for  the  bolts.  The  left  flange  has  a  spherical  projection 
K,  which  fits  within  two  half-discs  j  fastened  to  the  right  flange. 
and  the  pivot  l  bears  against  the  shaft  G.  Also  there  are  steel 
bushes  in  the  left  flange  to  receive  the  barrel-shaped  ends  of  the 
bolts,  which  are  a  loose  fit  radially.  When  the  axes  of  the  shafis 
deviate  slightly  a  movement  takes  place  at  the  surfaces  k  and  l, 
which  movement  is  freely  permitted  on  account  of  the  clearances 
at  M  and  n  and  the  sliding  of  the  bolts  in  the  steel  bushes.  At 
the  same  time  it  must  be  noticed  that  either  tension  or  compres- 
sion in  an  axial  direction  is  fully  resisted,  and  the  whole  coupling 
is  not  large  in  diameter.  The  remaining  coupling  was  used  by 
Dr.  Hopkinson  for  coupling  dynamos,  and  is  only  adaptable  to 
rather  small  torques.  Its  construction  is  very  similar  to  Brother- 
hood's, having  a  hollow  casting  r  keyed  to  the  shaft  p,  and  a  disc 
s  keyed  to  the  shaft  q.  These  are  connected  by  a  leather  disc  t 
held  down  to  casting  and  disc  by  the  ring  washers  u  u,  and  all 
the  metal  surfaces  are  rounded  where  they  meet  the  bending 
portion  of  the  leather.  This  coupling  has  proved  very  useful  for 
its  purpose. 

-P.  J26,     Epicyclic  Trains. 

'  Example  78.  Two  spur  wheels,  A  and  B,  whose  diameters  art 
2  and  3  respectively,  are  in  gear  with  an.  annular  wheel  C  whose 
diameter  is  8.  The  wheels  A  and  C  have  a  common  axis,  bat  b  is 
carried  by  an  arm  centred  on  the  axis  of  A. 

(i).  If  A  makes  5  rotations  while  c  makes  one,  both  in  the  same 
direction,  find  the  angle  described  by  the  arm  during  the  time 

(2).  Let  c  make  3  potations   in  the  opposite  direction  to  the  : 


Pjioblent. 
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rotations  of  A.  Find  the  rotations  and  direction  of  motion  of  the  2sr 
to  cause  them.    (Hons.  Applied  Mechs.  Exam.) 

Referring  to  Fig.  974  and  to  p.  522. 
If  A  be  fixed  and  the  arm  rotates + 

C's  turns  =   i  +—      for  one  rotation  of  arm 
C 

and  C's  turns  =  at  ( i  +  -1     for  jt  rotations  of  arm. 

While  these  take  place,  imagine  a  to  make  y  rotations,  either  r 
or  -y  let  us  say  minus. 

Total  turns  of  C  =  ^('+^)  +  .)'c 

T?ien  by  Case  {\) 

4 
.-.  JT  =  -  1-8 

And  the  arm  must  turn  through  i"8  x  360  =  650"*  in  the  same  directior, 
as  the  rotations  of  A  and  c. 

Again,  By  Case  (2) :  taking  A's  turns  minus, 

3   =  :r  +  J^  +  l 

.-.  X  =    1-4 

or  the  arm  must  turn  through  1  '4  x  360  =  504''  in  the  same  direction 
as  c's  rotations,  but  opposed  to  those  of  A. 

P,  sjo.    Lapping  of  Belts. 

Example  79.     A  rope  has  its  direction  changed  through  two  right 
angles  by  passing  round  a  grooved  guide  pulley  whose  diameter  is 

12  ins. ;  the  diameter  of  the  axle  being  i\  ins.,  and  11  for  axle  =  '07. 
How  is  the  efficiency  of  the  pulley  affected  by  axle  friction  when  a 
load  of  2500  lbs.  is  being  raised  ?  If  the  pulley  were  fixed  so  that  -: 
could  not  turn,  how  would  the  efficiency  be  affected  by  the  friction  of 
the  rope  on  the  pulley  when  /i  =  '6  ?    (Hons.  Applied  Mechs.  Exam. 

Case  I.        P  =  2500 

Pi=  2500+ |(Pi  + 2500)  X -07x^^151  ==   2536 

.-.  Efficiency  =  ^^  =  ^ 
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T 
Log-/  =  -434  »/*  =  '434X3*'4X-6  =  -817 

•n 

T  » 

f  =  6-56  andTn  =  2500x6*56  =  16300 

•••  Efficiency  =  ^^  =  ^52 


'I  I**  I 

The  comparison  is  -7^  or  only  7  of  the  efficiency  of  Case  i. 


F,  S4S-  Pitch-chain  Gearing. — The  Brampton  chaih^ 
Fig.  975,  is  much  used  in  motor-car  drives.  Its  construction  is 
not  dksimilax  to  types  already  described,  and  is  only  different  in 
proportion.     The  lii\k^  a  a  are  rather  thin,  but  made  of  tough 


FijQ.975, 


T>hje.  Brxxmnlorv  Chjcuurt. 

steel,  and  the  inner  edges  are  rounded  to  facilitate  entrance  upon 
the  teeth.  The  rollers  b,  having  to  stand  wear,  are  of  strong 
steel  hardened,  and  are  as  large  as  possible  so  as  to  give  a  real 
anti-frictional  advantage.  The  rivet  c  is  well  flattened  over  by 
pressure. 

The  Renold  chain,  Fig.  976,  is  a  very  superior  chain, 
mechanically  speaking.  It  consists  of  a  series  of  very  thin  plate 
links  A  A,  this  construction  being  for  the  purpose  of  equally  dis- 
tributing the  stress  on  the  pins,  and  each  link  is  supplied  with, 
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two  wedge-like  projections  b.  The  pull  of  the  chain  causes  these 
to  lie  firmly  in  the  tooth  space,  as  at  c,  when  new.  After  wear, 
the  chain  rides  up  the  teeth  in  the  manner  shewn  at  h  until  it 
finds  its  bearing,  but  it  will  be  noticed  that  the  meeting  surface  of 
link  and  tooth  has  a  constant  angle  to  the  line  of  pull.  The  lower 
view  indicates  the  appearance  after  the  chain  has  stretched  or 


Faj^.  976, 

^vorn  '6  in.  per  foot,  before  which  it  would  have  been  adjusted 
On  account  of  its  perfect  action  the  chain  has  been  used  in  the 
Wolseley  motor-car  with  great  satisfaction  for  the  very  rapid  drive 
direct  from  the  engine,  its  speed  reaching  800  to  1 200  ft.  per  min. 
The  construction  of  the  chain  requires  one  of  the  wheels  to  be 
shrouded  both  sides  so  as  to  hold  it  in  place,  and  for  thb  purpose 
the  smaller  wheel  is  chosen  as  a  matter  of  cheapness. 

F,  ^^o.    The  Dynamo. 

Elementary  Principles, — A  *  conductor '  is  any  material  that 
will  conduct  electricity.  Applying  the  term  to  d^iamo  work,  Jt 
may  be  viewed  as  a  rod  or  wire  of  copper  arranged  to  cut  or  pass 
^across  the  lines  of  force  of  a  magnetic  field. 
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The  law  of  magneto-electric  induction,  discovered  by  Faraday, 
affirms  that  whenever  a  conductor  is  moved  across  such  force 
lines,  an  E.M.F.  (electro-motive  force)  is  set  up  in  the  conductor, 
iind  a  current  flow  is  caused  by  such  E.M.F.  if  the  circuit  of  the 
conductor  be  closed.  Also  the  direction  of  the  current  will  bear 
relation  to  the  direction  of  motion  of  the  conductor,  and  the 
intensity  of  the  E.M.F.  will  depend  upop  the  "speed  with  which 
the  conductor  cuts  the  lines  of  force. 

Any  magnet,  permanent  or  electric,  causes  a  state  of  electric 
stress  in  the  medium  between  its  poles  (Fig.  977),  and  the 
intensity  of  the  stress  is  conveniently  measured  as  *  force  lines  per 
sq.  centimetre  '  on  the  cross-sectional  area  of  the  poles.  If  N  =f 
total  number  of  force  lines,  and  At  =  ampere  turns  of  the  coils 
of  an  electro-magnet  (viz.,  Amperes  sent  through  x  Turns  of  the 

in  any  particular  magnetic  circuit. 

Consider  now  the  application  of  Faraday's  law  in  a  simple 
manner,  Fig.  978.  Two  rods  DDare  connected  by  a  galvano- 
meter c  and  a  loose  rod  ^,  thus  forming  a  closed  circuit,  the 
whole  being  placed  across  the  force  lines  existing  between  the 
magnet  poles  a  and  b.  If  e  be  moved  to  right  or  left  to  cut  these 
lines,  an  E.M.F.  is  set  up  in  the  circuit,  which  is  detected  by  the 
deflection  of  the  galvanometer  needle.  The  direction  of  current 
thus  caused  depends  on.  the  direction  of  motion  of  e,  and  the 
E.M.F.  on  its  speed. 

Next  imagine  a  rotary-moving  circuit,  Fig.  979,  consisting  of  a 
stiff  wire  a  connected  at  its  open  ends  to  the  cylinders  b  b,  and 
forming  a/a/rof  conductors  tf^  and  a^.  The  circuit  is  actually 
completed  by  brushes  from  slip  rings  connected  to  the  line  wire 
c.  Looking  at  the  end  view,  this  *  Armature*  is  placed 
between  the  poles  pp  of  the  electro-magnet  em,  and  is  there 
rotated  uniformly.  When  the  wire  is  in  the  position  e,  the 
movement  of  its  outer  edge  is  along  the  force  lines,  no  cutting  is 
done,  and  no  E.M.F.  is  produced ;  but  when  at  d  the  lines  are 
cut  at  the  highest  speed,  and  the  maximum  E.M.P\  exists  in  the 
conductor.  A  careful  examination  will  shew  that  the  direction  of 
E.M.F.  is  changed  twice  in  a  revolution,  and   the  diagram  is 
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therefore  a  harmonic  curve  f.  Also  the  two  conductors,  bein^:  n 
series,  will  produce  twice  the  voltage  of  one,  and  each  will  c-. 
the  lines  twice  in  a  revolution.  If  «  =  revs,  per  sec.  and  c  = 
number  of  conductors  round  the  circle  of  rotation, 

Average  E.M.F.  +  or  -   =        ^   volta. 

This  apparatus  constitutes  an  elementary  Altemating-cune  .i 
Dynamo  or  Alternator. 

If  the  conducting  cylinder,  b,  be  split  as  in  Fig.  980,  thr 
direction  of  the  current  is  re-changed  at  each  half-revolution, 
.making  the  E.M.F.  always  of  one  sign,  and  the  cylinder  is  ther 
known  as  a  Commutator,  the  machine  being  the  elementary  foin 
of  the  Direct-  or  Continuous- current  D3rnamo.  Also  tht 
number  of  splits  will  correspond  with  the  number  of  conductor> 
or  conductor  coils.  The  diagram  of  E.M.F.  will  be  as  shewn  j: 
G,  if  for  a  pair  of  conductors,  and  the  more  splits  there  are,  the 
more  uniform  will  be  the  voltage,  as  at  j,  giving  a  steady 
continuous  current  In  actual  dynamos,  through  necessan 
motives  of  construction,  the  current  is  divided  into  halves  when 
passing  through  the  armature  conductors,  and  the  E.M.F.  is 
therefore  also  halved. 

Average  E.M.F.  =   —.  volts. 

When  the  armature  is  rotated,  and  a  current  produced,  the 
machine  is  called  a  Generator,  buf  if  a  current  sent  through  an 
armature  causes  rotation,  a  Motor  is  constituted.  The  principii 
is  identical  in  both  cases,  for  a  motor  is  only  a  reversed  generatoT. 
with  some  small  differences  in  detail. 

Magnet  (or  Field)  windings.  There  are  only  two  principal 
magnet  forms  in  modern  work,  the  horse-shoe  K,  Fig.  981,  and 
the  multipolar  magnet  l,  the  latter  being  most  likely  to  persist. 
The  field  may  be  *  excited'  (i)  by  a  separate  dynamo  w  ai  y, 
common  in  alternator  work,  or  (2)  by  current  produced  from  the 
dynamo  itself,  as  in  direct-current  (D.C.)  machines.  The  latter 
method  is  practised  in  three  different  ways :  n,  where  the  lir.s 
wire  passes  continuously  through  the  armature  and  round  the 
magnet   in   series,   forming  a   series-wound   dynamo :    r,  b-. 
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current  taken  from  tJie  brush  terminals  through  a  shunt  wire 
round  the  magnet,  termed  shunt-wound :  and  Q,  where  two 
windings  are  laid  round  the  magnet,  one  from  the  circuit,  and  one 
a  shunt,  making  a  compound-wound  dynamo. 

In  the  case  of  Alternators  it  has  become  the  fashion  to  call  the 
moving  part  the  Rotor,  and  the  standing  part  the  Stater ;  so 
that  either  armature  or  magnets  may  be  revolved  under  this 
nomenclature. 

Transformers.     A  direct  current  cannot  be  easily  trans- 

E 
formed,  that  is,  have  the  relation  g  altered  in  value  while  ExC 

remains  approximately  constant,   and  E  a  i     The  alternating 

current  can  be  easily  so  treated.  Shewn  simply  in  Fig.  982,  we 
have  the  principles  of  the  induction  coil,  where  on  the  priman* 
side  a  current  of  low  E  and  high  C  is  transformed  into  a  high  E 
and  low  C  in  the  secondary.  The  reverse  operation  is  also 
possible,  so  that  there  are  both  step-up  and  step-down  trans- 
formers. 

Rotary  Converters  are  a  means  of  changing  an  alternating 
current  into  a  direct  current,  and  vice  versa^  consisting  of  a  single 
dynamo,  Fig.  983,  having  a  split  commutator  at  one  end  of  the 
armature  for  D.  C,  an4  slip  rings  at  the  other  end  for  A.  C.  Only 
one  definite  relation  is  possible  between  the  two  sides,  as  for 
example  from  400  or  500  volts  D.  C.  to  300  volts  A.  C.  in  a  three- 
phase  machine.  If  further  alteration  be  required,  a  static  trans- 
former T  must  be  put  in  the  alternating  circuit  This  machine  is 
remarkably  adaptable,  however :  it  may  be  used  (i)  to  change 
existing  current  to  or  from  either  form,  (2)  to  change  part  of  the 
current  and  deliver  the  rest  mechanically  to  the  machine  as 
motor,  (3)  as  a  generator  supplying  either  form  of  current,  or 
both. 

Motor  Generators  consist  of  at  least  one  pair  of  machines, 
one  of  which  is  a  generator  and  the  other  a  motor.  In  Fig.  9S4 
the  motor  M  receives  an  alternating  current,  and  drives  the 
dynamo  d,  from  which  a  direct  current  is  evolved.     Any  desired 

E 
alteration  in  the  ratio  -^  can  be  procured  when  first  designing. 
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Motor  Dynamos. — These  are  true  transformers  of  direct 
ourrent,  and  consist  of  motor  and  dynamo  op  one  bed.     The 
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current  eC,  Fig.  985,  drives  the  motor  m,  which  is  coupled  to  a 
generator  d  producing  a  current  E  c,  and  the  transformation  may 
be  whatever  is  required  for  the  particular  purpose. 
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Boosters  are  motor-dynamos  applied  to  automatically  in- 
crease or  *  boost '  the  voltage  of  a  line  already  supplied  wiii* 
current  There  are  two  principal  uses  for  Ijoosters :  (i)  whei  a 
storage  battery  requires  high  voltage  for  charging  during  light 
load  at  a  station,  and  a  booster  is  put  in  series  between  the  main 
generator  and  the  cells  to  raise  the  voltage  to  the  required 
amount,  as  in  the  figure;  (2)  when  the  inevitable  voltage  drop 
in  long  lines  is  made  up  in  a  similar  manner. 

Motor  Starters. — On  starting  a  motor  the  current  would 
reach  an  excessive  value  if  it  were  turned  on  to  the  motor 
instantly.  To  prevent  this  a  multiple-step  rheostat  is  used  to 
keep  the  current  to  a  reasonable  value,  the  surplus  being  absorbed 
by  resistanoes  that  are  cut  out  one  by  one  till  full  speed  be 
attained.  Referring  to  Fig.  986,  there  are  three  terminals  a,  b, 
and  c  jon  the  switch  board,  connected  respectively  to  the  maic 
supply  s,  the  field  vrinding,  and  the  armature.  Also  b  is  coupled 
to  the  field  switch,  and  c  to  the  armature  switch,  each  of  which 
is  supplied  with  a  number  of  resistances.  In  the  figure  the 
switch  arm  is  shewn  on  the  vulcanite  insulators  v  v,  and  current 
is  cut  off.  Moving  the  arm  downward,  the  field  winding  is 
gradually  supplied  as  R^  and  Rg  are  cut  out,  after  which  the 
armature  resistances  R3  to  R^  are  similarly  eliminated,  the  motor 
speed  being  finally  regulated  on  the  armature  circuit. 

I^P'  553  ^^^  9^^-  Electric  Accumulators. — Secondary 
cells  have  improved  considerably.  Their  efficiency  is  usually 
reckoned  on  the  combined  charge  and  discharge.  Stated  on 
what  happens  to  the  cell  itself,  without  regard  to  the  engine  and 
dynamo : — 

^  ^    re  •  ampere-hours  discharge         ,       ^00/ 

Current  efficiency  =  ^  J^^,,.^,^^^  charge    =  ^*^"»  ^^ 

T-,  rr-   '  Watt-hours  discharge  ,       ^  ^    ~ 

Energy  efficiency  =      y,q^(rk^^b>i^^      =  about  60;,: 

The  reason  for  the  lower  result  in  the  second  case  is  the  decrease 
of  voltage  per  cell  from  2*14  to  ig  volts  between  charge  and 
discharge.  Naturally,  however,  the  second  statement  is  the  one 
having  most  value  for  the  engineer. 
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P,  $68,  Ball  Bearings. — Fig.  987  shews  a  recent  fonn  of 
ball-bearing  cage  having  some  interesting  features.  The  balls  are 
made  of  hard  tool  steel,  and  are  sprung  between  the  two  rings 


BaJd 


A  and  B,  also  of  tempered  steel,  the  latter  having  concave  grooves 
to  receive  them.  The  rings  are  then  forced  into  place,  b  upon 
the  shaft  c  and  a  within  the  bearing  or  wheel  d.  The  system  i^ 
being  applied  pretty  extensively  in  motor-car  practice. 

F,  $6g.  Friction  Clutches. — The  design  of  a  fricticn 
clutch  will  depend  very  much  upon  the  use  to  which  the  clutch 
is  to  be  put  Thus  Fig.  589  is  a  case  where  slipping  only  is  ti> 
be  provided  for,  and  Fig.  588  is  meant  only  for  disengaging. 
Nowadays,  as  for  motor-cars,  clutches  are  required  that  will  n<  t 
only  engage  and  disengage  without  shock,  but  will  also  slip  k- 
any  desired  extent  within  the  limits  of  tight  and  free,  and  thus 
supply  a  very  perfect  variable  speed  gear.  A  combined  slippir..: 
and  disengaging  clutch  should  be  free  from  any  tendenq*  t-> 
stick,  the  wear  should  not  be  considerable,  and  the  frictional  hear 
should  be  constantly  and  automatically  removed.  The  Bagsha^^ 
clutch,  Fig.  988,  is  very  simple,  and  is  a  disengaging  clutch  only 
One  shaft  a  is  provided  with  a  drum  b,  in  which  is  a  split  ring  1 
running  freely  within  it  when  out  of  gear.  The  other  shaft  c 
carries  a  disc  D,  through  which  passes  the  wedge  f.  AVTien  the 
wedge  is  moved  leftward  by  the  lever  boss  e  it  separates  the  twc 
levers  G  G,  that  in  turn  expand  the  ring  j  at  the  point  H,  an*^ 
thus  cause  the  gripping  connection   between  the   shafts    The 
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Dohmen-Leblanc  coupling,  Fig.  989,  is  also  for  gripping  only. 
The  drum  b  is  carried  on  the  shaft  a,  and  the  disc  c  on  the  shaft  k, 
while  gripping  jaws  d  d  with  corrugated  surfaces  slide  in  guides 
formed  on  the  disc.  These  grips  are  connected  to  the  lever  boss 
£  by  stout  flat  springs  ff,  that  force  the  parts  d  and  b  into 
contact  when  e  is  moved  leftward.  The  interesting  point  in  this 
clutch  is  that  when  the  boss  £  is  moved  hard  over,  the  pin  g  gets 
past  the  vertical  through  h,  and  so  locks  the  clutch  parts  as  to 
prevent  any  tendency  to  release  when  driving. 

The  remaining  diagrams  illustrate  the  newest  forms  of  clutch, 
suitable  both  for  hard  grip  and  for  the  most  sensitive  slipping 
The*  Hele-Shaw  clutch,  Fig.  990,  consists  of  a  solid  drum  e  keyed 
to  the  shaft  a,  and  a  hollow  drum  c  with  sides  b  and  d,  the  part 
D  being  keyed  to  the  other  shaft  f.  The  drum  e  is  supplied  with 
teeth  a,  and  the  drum  c  with  teeth  b  ;  and  of  the  discs  g,  half  are 
fixed  to  one  drum,  while  the  alternate  half  are  keyed  to  the  other 
drum.  The  dbcs  are  provided  with  circular  wedge-form  corru- 
gations, each  containing  an  angle  of  about  55**,  and  the  gripping 
is  obtained  as  in  the  Weston  clutch  by  pressing  the  discs  together 
by  means  of  the  plate  h.  The  boss  k  causes  the  pressing  action 
through  the  pins  p,  but  the  lever  ring  m  only  does  this  indirectly 
at  first.  Moving  m  leftward  it  first  tilts  the  small  levers  l  till  it 
falls  into  the  hole  d,  thus  permitting  the  compressed  spring  j  to 
expand  and  press  k  and  p  upon  plate  h.  Further  pressure  can 
now  be  obtained  by  ring  m  on  the  boss  k.  To  disengage,  the 
lever  moves  m  rightward,  and  the  levers  l  fall  out  of  gear  by  the 
action  of  spring  n,  thus  keeping  the  clutch  out  of  gear.  The  Coil 
Clutch,  Fig.  991,  is  both  simple  and  effective.  The  drum  b  is 
.fixed  to  shaft  a,  and  carries  a  disc  c,  thiough  which  passes  the 
lever  boss  d.  A  drum  f  is  keyed  to  the  other  shaft  e,  and  a 
coiled  spring  G  lies  loosely  upon  it,  being  anchored  by  the  eye  h 
to  pin  L  in  the  drum.  A  lever  m,  centred  on  the  pin  n,  in  the 
disc  c,  is  moved  radially  when  acted  on  by  the  boss  d,  and  then 
eng^es  the  lug  j  on  the  other  end  of  the  coil,  causing  it  to  grip 
upon  the  drum  f.  The  grip  of  such  a  coil,  as  is  well-known,  is 
considerable,  even  though  the  tension  may  be  slight,  and  there  is 
no  tendency  to  release  in  the  design  shewn  because  the  lever  lies 
in  the  parallel  portion  of  d  when  in  full  action.     This  clutch  will 
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slip  without  trouble  if  kept  lubricated,  indeed  both  the  clutch^^ 
Figs.  990  and  991,  are  intended  to  be  filled  Mrith  oil  under  cinni 
lation. 

Pp.  sjy  and  8'^2,  Efficiency  of  'Worm  Gear.— Exten- 
sive experiments  were  made  by  Messrs.  Wm.  Sellers  &  Ca  10 
determine  the  efficiencies  of  worm  and  spur  gear  at  various 
speeds,  and  the  results  are  set  out  in  Fig.  992.  The  upper  cum 
is  for  simple  spur  gear,  where  the  shafts  are  of  course  parallel,  or 
enclose  an  angle  of  o"* ;  and  the  angle  w,  enclosed  by  the  tooth 
line  and  a  normal  to  the  shaft,  is  90*.  Here  the  efficiencies  rise 
from  90%  to  98%  as  the  pitch-line  speed  is  varied  from  3  to*  200 
ft.  per  m.  The  remaining  curves  shew  the  efficiencies  of  worm 
gear  when  designed  as  in  the  diagram.  Taking  the  lowest  cunt 
the  angle  of  thread  is  5',  and  the  shaft  angle  is  85',  causing  the 
efficiency  to  vary  between  40%  and  78%.  These  figures  include 
all  bearing  losses. 

The  frictional  resistances  in  worm  gear  are  caused  by  (i)  the 
wheel  and  worm  bearings,  (2)  the  roll  of  the  teeth,  (3)  the  sliding 
of  the  thread,  (4)  the  thrust  of  the  worm.  The  last  two  are  the 
greatest  of  all,  and  every  effort  should  be  directed  towards  their 
decrease.  Mr.  C.  W.  Hill  plotted  the  curves  in  Fig.  993  from 
the  theoretical  formula :  . 

^^  .                               27rr 
Efficiency  = 

I  +>  -^ 

Where        /x   =   coefficient  of  friction. 

/  =  pitch  of  teeth  or  of  thread. 

r  =   pitch  radius  of  driver,  worm,  or  wheel. 

The  left-hand  set  of  curves  are  when  the  worm  drives  the 
wheel,  and  the  right-hand  set  when  the  wheel  drives  the  worm 
and  each  curve  is  for  a  different  value  of  fi.  The  efficiency  thus 
stated,  it  must  be  noted,  refers  only  to  the  sliding  friction  o(  the 
teeth,  and  all  the  before-mentioned  losses  must  be  included  if  the 
worm  gear  is  to  be  considered  as  a  whole.  The  diagram  shews 
some  interesting  facts,  however.  Thus,  the  maximum  efficiencr 
is  reached  when  the  thread  angle  is  about  25*  to  30',  which 
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means  a  worm  gear  that  will  overhaul.  If  the  worm  is  to  hold 
the  wheel  we  refer  to  the  lower  end  of  the  right-hand  curves. 
The  points  where  these  intersect  the  base  line  indicate  the  angles 
of  friction,  and  consequently  the  angle  of  thread  for  a  retaining 
worm. 

P.  8'^4.  Efficiency  of  Screw. — The  apparatus  required 
for  the  experiment  described  on  p.  874  is  represented  in  Fig.  994. 
A  common  2-ton  screw-jack  a  is  mounted  on  a  baseboard  c, 
being  further  supplied  with  a  pulley  d,  a  bolt  b  to  hold  the 
weights,  and  a  plate  l  to  support  them*:  the  last-named  being 


Jip-fixxT/cdbuus  for  Screw 

Fla.  994. 

t 

6         .MS         o 
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securely  fastened  to  the  screw-head.  A  string  from  d  passes  over 
a  pulley  e,  running  on  bicycle  ball-bearings  j,  and  carries  the 
small  weights  g  that  are  equivalent  to  the  effort  The  bracket  k 
is  held  by  one  central  bolt  f  so  that  it  may  be  swivelled  in  plan 
to  allow  the  cord  to  lead  off  tangentially  to  d  for  the  two  experi- 
ments of  raising  and  lowering.  The  friction  of  the  ball  bearing  is 
inappreciable,  and  can  be  neglected  altbgether,  so  that  if  g  be 
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delicately  adjusted  to  descend  uniformly  against  a  load  h,  whr 
once  set  in  motion,  the  value  of  g  is  the  Pi  required  as  at  p.  cj 
and  the  usual  set  of  curves  may  be  constructed.     The  load  beir. 
taken  as  h  plus  weight  of  screw,  the  Pi :  W  curve  p>asses  thro  j> 
the  origin. 


CHAPTER  X. 

Fp,  s^7  and  8yg,  The  Platinum  Resistance  Ther- 
mometer.—It  was  Sir  William  Siemens  who  first  indicatec 
temperature  by  the  measurement  of  electrical  resistance,  cor 
strutting  his  resistance  thermometer  in  187  f.  Some  difficult}*  r 
finding  a  material  that  would  not  change  with  time  and  tempe- 
ature  led  to  the  instrument  being  practically  abandoned  untfl  it> 
improvement  by  Callendar  and  Griffiths,  who  adopted  a  platinux 
wire  shielded  so  as  to  resist  the  corrosive  action  of  certain  gases. 
The  resistance-measuring  apparatus  has  also  been  much  improved 

Specific  Resistance.  This  term  means  the  electrical  resistar.cc 
of  any  particular  material,  and  is  defined  as  the  resistance  in  ok^i 
of  a  ivire  one  centimetre  long  and  one  square  centimetre  in  cross-secticiR, 
the  temperature  being  ^2^  K  Electrical  resistance  increases  wir 
increase  of  temperature, 

Rt  =  Ro(i+a/<') 

where  a  is  the  temperature  coefficient.  Strangely  enough  this  has 
the  same  value  as  the  coefficient  of  gas  expansion  (p.  589),  n.' 
the  zero  of  resistance  is  coincident  with  the  absolute  zero  01 
temperature,  and  resistance  vanishes  at  that  point  These 
results  are  shewn  in  Fig.  995,  where  specific  resistance  an*! 
temperature  have  been  correlated.  Exact  measurement  of  resist- 
ance will  therefore  serve  as  an  accurate  estimate  of  temperature. 

Measurement  of  Electrical  Resistance,  Eig.  996  is  *  Wheat 
stone's  network '  of  conductors.  A  wire  a  h  k  d,  of  diamonc 
shape,  is  connected  to  a  galvanometer  between  h  and  d,  while  its 
ends  A  K  are  similarly  linked  to  a  battery  b.  Let  the  wires  be 
adjusted  in  their  lengths  until  the  galvanometer  reads  zero,  when 
no  current  will  be  passing  between  h  and  d.     The  whole  flow  is 
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therefore  passing  from  b  to  a,  then  dividing  along  tha  arms  a  h  k 
and  A  D  K,  finally  returning  by  k  b.  By  Ohm's  law,  E  =  C  R ; 
and  when  £  is  constant  C  R  is  constant  also.  This  is  the  case  at 
Ay  for  the  current  is  undivided,  and  must  also  be  the  case  at  h  and 
r>,  though  with  a  lower  value  of  E,  for  none  of  the  current  is  lost. 
Therefore 

Ci  Ri  =  C2  Rg 

Ci  R2  =  Cg  R4 

Dividing  the  first  equation  by  the  second, 

Ri  __  Rfj^ 
R2  1^4 
The  practical  use  of  the  network  is  to  measure  one  unknown* 
resistance  when  the  others  are  known,  and  in  this  form  becomes 
the  Wheatstone  Bridge,  Fig.  997,  where  the  same  letters  have 
been  retained  to  facilitate  understanding.  Upon  a  wood  base  is. 
fixed  a  metre  scale  /w,  some  brass  plates  aA«,  pq^  rYik,  and  a 
*  sli4e-wire '  ak,  A  standard  known  resistance  is  placed  at  Rg,. 
joining  qr,  and  the  unknown  resistance  Ri  is  between  n  and  p.. 
The  button  d  is  then  moved  along  the  wire  till,  when  depressed, 
there  is  no  movement  of  the  galvanometer.  Then  the  resistances. 
Ry  and  R4  are  represented  by  the  lengths  of  metre  scale  inter- 
cepted, and  the  unknown  resistance  is 

R  =  ^3  ^2 
R4 
The  Thermometer,  Fig.  998  shews  the  present  form  of  resist- 
ance thermometer.  A  long  loop  of  fine  platinum  wire  k  is  coiled 
round  a  piece  of  mica  of  cross-shaped  section,  and  the  two  ends  of 
the  loop  are  welded  to  the  thicker  platinum  leads  b  emerging  at 
the  terminals  c  d.  The  object  being  to  measure  the  variation  in 
resistance  of  the  coil  k  only,  a  separate  loop  e,  equal  in  every  way 
to  the  leads  b,  is  so  connected  through  f  and  g  to  the  measuring 
apparatus  that  the  final  reading  is  the  difference  of  e's  resistance 
from  that  of  b  and  k  together ;  and  the  net  result  is  of  course  the 
resistance  of  coil  k  alone.  Fig.  999  is  the  measuring  bridge. 
The  thermometer  coil  and  temperature  leads  bb,  together  with  the 
wire  from  a  to  d,  represent  the  resistance  Ri :  the  compensating 
leads  ee^  the  wire  e  d,    and  adjusting    coil  r,    constitute    R^ : 
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while  the  regaining  resistances  R3  and  R^  are  placed  between 
A  H  and  H  K  respectively.  The  battery  b  is  connected  to  a  r. 
and  the  galvanometer  to  h  d.  The  thermometer  being  set  to 
freezing  point,  the  pointer  d  is  rotated  till  at  d,  and  the  resistance 
r  is  adjusted  till  the  galvanometer  g  reads  zero,  d^  then  indicates 
32<>  F,  or  qo  C,  according  to  the  scale  adopted.  If  n  be  now 
subjected  to  a  higher  temperature,  g  will  be  out  of  balance  till  d 
be  sufficiently  raised,  and  the  point  on  the  circle  where  balance  is 
restored  will  show  true  temperature  of  n,  for  the  leads  a  and  ^ 
are  mutually  opposing  resistances,  and  the  net  result  will  be  the 
resistance  of  coil  n  only.  The  platinum  thermometer  gives 
consistent  readings  up  to  about  iooo«*  C.  or  1800°  F.  Itisals-^ 
very  delicate,  and  very  respondent,  the  changes  being  taken  up 
•  without  any  measurable  lag,  and  it  is  equally  true  for  high  or 
iow  temperatures.  By  balancing  n's  resistance  against  one 
slightly  less,  a  dead-beat  galvanometer  will  autographically  trace 
a  temperature-time  curve  (see  p.  876). 

P.  S90.  Combination  of  Boyle's  and  Charles'  Laws. 

— The  formula  P  V  a  r  can  be  rigidly  proved  by  step-by-step 
process.  In  the  following  columns  the  pressure,  volume,  and 
absolute  temperature  of  a  gas  are  gradually  changed,  the  first 
three  lines  under  Boyle's  law,  where  pressure  x  volume  is 
constant  and  temperature  invariable ;  and  the  last  two  lines  under 
Charles'  law,  where  volume  -f  absolute  temperature  is  constant, 
and  pressure  invariable.  In  either  case  multiply  or  divide  out  the 
respective  columns  and  verify. 

Pressure.  Volume.         Abs.  Temp. 


By  Boyle 
By  Charles. 

P 

I 

V 

PV 

PV 
Pi 

•  r 
r 

P. 
.          P, 

pV 

Pi 

I 

r 

PV 
r,P| 

n 

r 
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Hence  the  volume  at  temperature  ri  is  : — 

PiVi   _  PV 


Vx   = 


or 


PV 


constant,      and     P  V  a  r 


Pp,  600  and  gjo,  l*he  Mechanical  Equivalent  of 
Heat. — The  apparatus  of  Prof.  H.  A.  Rowland  of  Baltimore,  for 
the  determination  of  this  important  value,  and  already  mentioned 
at  p.  930,  is  illustrated  in  Fig.  1000.     The  paddles  are  rotated  by 


F^jom 


power,  through  pulley  l,  shaft  k,  and  multiplying  gear  m  to  the 
shaft  J.  The  fixed  wings  are  held  stationary  by  the  box  a,  which 
is  connected  to  the  shaft  d  by  the  plate  b,  and  the  torque  is 
measured  by  the  weights  gg,  which  are  connected  10  opposiitr 
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sides  of  the  pulley  (or  brlake  drum)  c,  over  the  guide  puUies  h  h. 
The  method  is  similar  to  that  adopted  in  engines  to  measure  tl^e 
brake  horse-power,  and  to  avoid  vibration  and  jerk,  a  long  arm 
F,  having  weights  ee  upon  it,  is  fixed  to  the  shaft  d,  thus  absorb- 
ing the  smaller  changes  of  torque.  Lastly,  a  worm  wheel  n,  serves 
as  a  counter,  and  the  mechanical  energy  produced  in  foot-pounds 
is  2  G  X  2  TT  R  N,  where  R  is  the  radius  of  c  in  feet  and  N  the 
revs,  per  min.  Also  the  heat  energy  will  be  the  weight  of  water 
X  rise  of  temperature,  and  the  first  result  will  be  J  times  the 
second.  The  box  p  is  to  shield  a  from  air  currents.  Rowland 
advanced  the  equivalent  from  772  to  774  by  this  apparatus,  and 
still  further  to  778  by  improving  his  thermometers  over  those 
used  by  Joule. 

P.  60s,    Expansion  Curve  Areas :   proofs. 

(i)  PV"  =  C 
Let  a  gas  expand  in  such  a  way  that  its  pressure-volume  curve 
can  be  represented  by  the  curve  PV"  »  C. 

Taking  Fig.  612  and  remembering  that:  » 

PV*     =   PiVi"    (a) 

PiV,^  =   P,V,"    {b) 

P  V  " 

p  -  V   (^> 

We  have  : 

Area  =     /    p.^V 

(V  ^-^  _  V  '-"\ 
'  ^,^^  ) 

(By^)  ^   PiV,-PiVx 

«  -  I 

(2)  PV  =  c 
It  is  required  to  find  the  area  under  a  rectangular  hyperbola 
where  P  x  V  is  constant. 

Now    PV  =  PiVj  and    P  =  "V"^  W 
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Area  =    jF.dV 

=     PlVi   (log.V,  -  logeVi) 

=   P,V,  loge  r 

P,  612,  The  Reversed  Heat  Engine. — Let  Fig.  izz 
represent  the  two  entropy-temperature  diagrams  of  a  pertV. 
engine  (i)  when  taking  in  heat  at  r^  and  rejecting  at  r^  dirc^. 
working;  and  (2)  when  taking  in  heat  at  rj  and  rejecting  a:  r 
reversed  working.  The  heat  quantities  are  shewn  by  areas  ;  or  ■ 
temperatures  only,  since  the  entropy  bases  are  equaL  1,^ 
B  =  Y*^  A.  Taking  efficiency  to  mean  *  energy  utilised  -=-  ener: 
received/  we  have  : 


Tj  10 

10 
C  Ti  —  U  I 


r'^^S}  >^«-"^  -   $   -      ■■      -^--tat-isc^,. 


The  result  for  direct  working  will  not  be  questioned,  for  A  > 
the  heat  received  from  the  boiler,  and  C  is  that  utilised  in  t:.> 
cylinder.  The  case  for  reversed  working  needs  a  little  though' 
Here  the  work  done  by  the  piston  on  the  gas  is  the  *  ener-. 
received  *  and  is  C,  while  the  useful  heat  produced  is  two-foic 
the  change  of  that  work  into  heat,  and  the  automatic  supply  froir 
the  cold  body  represented  by  B.  The  total  lieat  in  the  outgoir.^ 
gas  is  therefore  C  +  B  =  A. 

Viewing  the  two  engines  quite  separately,  we  see  then,  takir.. 
.  the  supposed  figures,  that  when  working  direct  we  only  util:>: 
07u-te7it}i  of  the  energy  received  \  but  on  reversed  working  as . 
heat  supplier^  we  return  ten  tunes  the  energy  we  expend.  Nine  c" 
these  ten  parts  have  been  extracted  from  the  atmosphere,  and  ^^: 
have  the  curious  result  of  an  efficiency  considerably  greater  thar 
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100  ®/o.  It  is  clear,  however,  that  if  the  two  engines  are  con- 
sidered as  one,  the  energy  B  that  is  rejected  on  direct  working  is- 
simply  returned  on  reversal,  the  work  given  up  at  C  being  used 
to  effect  that  reversal. 

When  the  reversed  engine  or  heat  pump  is  appliecl  to  re- 
frigeration, it  is  as  a  /t^af  extractor  and  not  as  a  heat  supplier 
that  it  becomes  useful.  Then,  adopting  a  new  term  instead  of 
*  efficiency,' 

Co-efficient  of  1  _   Heat  extracted  ^  5  _     rj      _  9 
Performance  J        work  expended       C       ti— r,       i  ^^' 

In  the  two  diagrams,  Fig.  1002,  a  is  a  radiator  and  a^  an 
absorber  of  heat  to  or  from  the  outside  air,  while  b  b  are 
expanding  and  c  c  compressing  pistons  only,  worked  from  the 
engines  e  e.  The  Valves  are  so  arranged  as  to  cause  the 
enclosed  air  to  move  in  the  direction  of  the  arrows. 

In  the  left  diagram  the  air  is  compressed  by  c  to  a  high 
temperature  and  passfed  on  to  the  radiator  a,  where  the  heat  is 
given  to  the  outer  air.  It  is  next  expanded  in  b,  doing  work  on 
the  crank,  and,  falling  in  temperature,  enters  the  chamber  in  the 
cold  condition. 

In  the  right  diagram  the  air  is  expanded  in  b  below  the  out- 
side temperature,  and  passing  through  Ax  absorbs  heat  from  the 
outer  air.  It  is  next  compressed  in  c  to  a  higher  temperature, 
and  enters  the  chamber  in  the  hot  condition.  The  first  is  a  means 
of  cooling,  and  the  second  of  heating  the  air  of  a  chamber  or 
room,  and, 

p.     /  X  Heat  extracted   ^       r^ 

work  done  n— ''a 

For  (2)  Heat^ delivered   ^       r^ 

work  done  n— '"« 

This  method  of  heating,  suggested  by  Kelvin  in  1852,  by 
which  the  coal,  instead  of  being  burnt  in  a  fireplace,  supplies  a 
boiler,  direct  engine,  and  heat-pump  in  series,  can  be  made  to 
return  more  energy  from  the  outer  air  than  is  rejected  thereto, 
as  follows: 

Referring  again  to  Fig.  100 1,  it  has  already  been  shewn  that  if 
the  direct  and  reversed  engines  are  coupled,  while  receiving  and 
delivering  heat  through  the  same  temperature  ranges,  the  received 
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and  delivered  heat  are  exactly  equal".  But  if  the  direct  drop  be 
large,  and  the  reversed  rbe  of  temperature  small,  we  shall  have 
increased  the  entropy  base,  and  an  overplus  of  heat  will  have  beer 
obtained  from  the  cold  body.  This  is  distinctly  shewn  by  Fig 
1003,  where  the  work  areas  C  and  E  are  naturally  equal,  while 
only  the  heat  H  is  rejected  to  the  cold  body,  the  larger  heat  G  is 
absorbed  on  reversal,  and  though  the  heat  D  was  first  supplied 
by  the  coal,  the  larger  quantity  F  is  returned  at  a  lower  temper 
ature  t^  viz.,  through  a  decreased  rise  of  temperature  t^-t^  It 
must  be  understood  that  the  direct  and  reversed  operations  are 
here  performed  in  different  machines. 

Pp.  614  and  884.  Initial  Condensation  and  Leakage. 
The  first  report  of  the  Steam  Engine  Research  Committee  of  the 
Institution  of  Mechanical  Engineers,  was  made  by  Professor 
Capper,  in  March  1905,  and  detailed  at  considerable  length  the 
trials  made  upon  a  horizontal  engine,  both  with  and  withoui 
jackets,  condensing  and  non-condensing.  The  leakage  of  the  slide 
valves  was  measured  by  blocking  the  steam  ports,  and  allowing 
the  lost  steam  to  escape  by  the  exhaust  Leakage  was  decreased 
by  lubrication.  The  leakage  of  the  piston  was  measured  by 
blocking  one  steam  port  and  running  the  engine  single-acting 
with  the  other. 

The  general  conclusions  for  the  particular  engine  under 
experiment  were  (i)  that  leakage  was  nearly  independent  of 
sliding  speed  and  proportional  to  pressure  difference,  inversely 
proportional  to  lap,  and  amounted  in  quantity  to  over  20%  of  the 
steam  supply :  (2)  that  the  initial  condensation,  taken  separately 
from  leakage,  diminishes  with  increase  of  initial  temperature  :  (5) 
that  the  total  missing  quantity  increases  with  temperature  increase : 
(4)  that  re-evaporation  is  often  greater  without  than  with  jackets 
Lastly  by  plotting  heat  units  for  LH.P.,  to  a  base  of  initial  pressure 
in  both  the  jacketed  and  non-jacketed  trials,  the  exact  point  was 
found  for  temperature  and  speed  when  the  jackets  could  be  dis- 
pensed with. 

F,  616.  The  Steam  Engine  Indicator.  —  The  usual 
forms  of  indicator  are  unsuited  for  engines  of  extremely  high  speed 
such  as  are  now  adopted  on  motor-cars.     The  objection  of  the 
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inertia  of  the  indicator  piston  and   enlarging  levers  has,  h  ^ 
ever,  been  overcome  in  the  Carpentier-Hospitalier  Manograph.  n 


'  ^^vv^x  .\  x^^^^^^^-^-^m^^%^m^^M^^^^^      ? 


B 


t^^m 


FXgJlOg± 


^^^^^Ml 


OR     CNG/NE    //^OfCArOR     BY    LiCHT. 


which  the  necessary  movements  have  very  small  amplitude,  whi  c 
the  enlargement  is  entirely  effected  by  a  beam  of  light  Refemr: 
to  Fig.  1004,  A  is  a  box  or  light-tight  camera,  having  a  grounc 
glass  or  photographic  plate  at  b,  and  indicating  mechanism  at  t"^^ 
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opposite  end.  The  important  part  of  this  mechanism  is  the 
convex  mirror  e,  which  receives  a  ray  of  light  from  the  acetylene 
lamp  c  after  reflection  by  prism  d,  and  projects  it  upon  b.  The 
iarger  drawings  shew  the  mechanism  more  clearly.  A  gun-metal 
casting  f  fixed  to  the  box  by  the  seat  g,  contains  the  plungers  k 
and  L  whose  motions  represent  engine  stroke  and  pressure 
respectively :  the  pressure  movement  being  caused  through  the 
buckling  of  a  thin  diaphragm  m  by  the  engine  pressure  in  a  small- 
bore pipe  N.  The  plunger  k  is  actuated  by  the  *  reproducer '  q  r  s  t, 
so  called  because  it  imitates  the  engine  stroke,  and  consisting  of  a 
flexible  shaft  q,  connected  at  one  end  to  shaft  r,  and  at  the  other 
to  the  crank  shaft  of  the  engine.  Two  equal  spur  wheels  continue 
the  motion  to  shaft  s,  upon  which  is  a  crank  pin  and  link  to  rock 
the  lever  t.  The  proportions  of  these  levers  must  be  such  as  to  copy 
on  the  average  the  motion  of  the  crank  and  connecting  rods  of 
the  engines  usually  indicated ;  and  the  bearings  of  the  two  shafts 
are  contained  in  the  larger  bush  p,  which  may  be  rotated  into  any 
required  position  round  the  centre  s,  by  the  milled  wheel  u  and 
worm  V.  The  object  of  this  change  is  the  synchronisation  of  t's 
phases  with  those  of  the  engine  stroke,  which  cannot  be  done  till 
the  flexible  shaft  has  taken  its  drive.  The  mirror  is  supported  at 
three  points  k,  l  and  w,  which  together  form  a  right-angled  triangle  ; 
and  the  point  w  is  a  rigid  fulcrum  or  pivot,  but  the  supports  k  and 
L  are  the  springs  j  and  h  respectively.  The  plunger  k,  pressing 
behind  spring  j,  moves  the  mirror  in  a  horizontal  plane  to  represent 
stroke ;  while  the  plunger  l,  pressing  behind  spring  h,  moves  the 
mirror  in  a  vertical  plane,  or  at  right  angles  to  the  former  move- 
ment, and  indicates  pressure.  As  the  deflections  of  the  plate  m 
are  not  exactly  proportional  to  pressure,  the  back  of  the  mirror  is 
so  curved  at  the  point  /  that  the  necessary  compensation  is 
affected.  The  pipe  n  is  connected  to  a  three-way  cock,  of  the 
usual  pattern,  on  the  engine  cylinder ;  and  the  shaft  q  can  be 
-connected  while  the  engine  is  running. 

When  the  speed  is  1200  revs,  per  m.  in  a  four-cycle  motor, 
the  indicator  diagram  can  be  viewed  as  one  picture  on  account  of 
the  persistence  of  vision.  It  can  theu  be  traced  on  the  plate. 
But  the  best  way  is  to  insert  a  photographic  plate  in  a  dark  slide, 
and   expose  for  one   or   two   seconds.      In   this  manner  Prof. 
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Callendar  has  obtained  some  excellent  diagrams  from  petrol 
engines,  of  which  two  are  given  in  Fig.  1005  as  samples.  In 
addition  to  the  diagram  itself  he  photographed  a  spark  on  the 
plate  which  occurred  simultaneously  with  that  in  the  cylinder. 
The  case  b  was  when  the  spark  was  made  just  after  compression, 
and  case  a  when  '  advanced  '  to  such  a  position  as  to  give  fiilles: 


1930    nevs. 

PER  M. 


fhjjOQS,  jRelrot  Engjjve^DXjQucirAXJTts. 

value  to  the  initial  pressure.  Before  removing  the  plate  the 
atmospheric  line  must  be  drawn  by  suitably  changing  the  tap  of 
the  three-way  cock  on  the  engine  cylinder.  The  manograph  is 
fixed  upon  a  tripod  when  in  use,  and  is  placed  as  near  as  possible 
to  the  motor,,  so  as  to  shorten  the  pressure  pipe  and  avoid  abrupt 
bends  in  the  driving  shaft. 

Pp,  6jj  and  8gj,  High-speed  Engines.— The  Belliss 
engine,  Fig.  1006,  has  been  considerably  and  successfully  used 
for  direct  dynamo  driving  in  light  stations,  and  at  one  time 
divided  the  honours  of  that  class  of  work  almost  entirely  with  the 
Willans  engine,  p.  893.  The  design  of  this  engine  is  not  in  any 
way  new  or  striking,  for  it  is  simply  of  compound  inverted  side- 
by-side  type,  as  in  marine  practice,  while  the  central  distributing 
piston  valve  is  similar  to  that  in  the  Westinghouse  engine,  c, 
p.  632.  Unlike  the  latter,  the  Belliss  engine  is  double-acting, 
and  it  is  also  of  larger  size.  Its  success  has  depended  very  much 
on  its  careful  build,  but  most  particularly  on  the  way  in  which 
any  possible  'knock'  is  resisted  by  oil  under  pressure.  The 
shock  due  to  the  reversaf  of  reciprocating  parts  was  formerly 
softened  by  the  compression  or  cushioning  of  steam  at  the  end  of 
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each  stroke,  but  when  high-speed  engines  were  introduced  it  was 
found  that  it  was  quite  impracticable  to  supply  sufficient  cushion 
from  the  steam  to  meet  the  then  increased  forces  of  reversal. 
Two  methods  were  introduced  :  Willans  adopted  the  air  cushion 


Fajq  1006    Thje:  BeAUss  Ervqln^ 


(h,  p.  893)  in  a  separate  air  cylinder,  but  Belliss  and  Morcom 
attacked  the  problem  in  quite  a  different  manner,  which  will  be 
understood  from  Fig.  1006.  The  bottom  of  the  crank-shaft 
chamber  forms  an  oil  tank,  in  which  is  placed  the  little  oscillating 
pump   A,  worked   by   a  rod   from   the  valve  eccentric.     Oil   is 
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delivered  under  pressure  to  the  bearing  pipes  cc,  and  then  by  the 
channels  d  d  e  in  the  crank  shaft  to  the  crank  pins.  From  the 
crank-pin  journals  it  travels  through  pipes  FFFto  the  gudgeons, 
and  finally  to  the  crosshead  slides,  whence  it  returns  to  the  tank. 
Two  important  things  have,  been  secured  :  (i)  the  oil  has  been 
fed  under  a  pressure  of  lo  lbs.  per  sq.  in.  to  all  the  moving  pins 
and  journals,  so  that  the  shock  of  reversal  is  taken  by  a  fluid 
which  is  elastic  through  leakage  but  yet  highly  resistant,  and 
(2)  the  engine  has  been  efficientiy  lubricated.  Practically  any 
*  knock,*  however  severe,  can  be  taken  up  by  this  method,  though 
of  course  lack  of  balance  is  always  finally  transferred  to  tht 
foundations  and  felt  as  vibration.  The  steam  first  enters  the 
chamber  k,  and  is  distributed  to  the  high-pressure  cylinder  h, 
from  which  it  is  exhausted  to  the  low-pressure  cylinder  j.  The 
governor  k  is  of  the  same  type  as  that  on  p.  893. 

P.  640,     Link  Motion. 

Equivalent  Crank, — Let  od,  Fig.  1007,  be  an  engine  crank, 
and  o  A,  o  B  two  eccentric  cranks,  whose  radii  are  r  and  n  and 
whose  advance  angles  are  a  and  ai  respectively.  It  is  required 
to  find  a  single  crank  that  will  give  the  same  motion  to  c  that  the 
combined  cranks  will  give.  Complete  the  parallelogram  o  a  b  e,  and 
the  diagonal  r  will  be  the  equivalent  crank.  For,  dropping  per- 
pendiculars to  Ai  B^  El ;  o  Ai  «  Bj  El  and  therefore  the  motion 
due  to  R  will  equal  o  Bi  4-  o  Aj  or  that  due  to  the  cranks  r  and  r 
uken  together.  If  a  and  b  be  now  coupled  to  link  a  b,  whose 
mid  point  is  c ;  the  slide  d  will  only  receive  half  the  travel  due  to 
equivalent  crank  r. 

In  Fig.  1008  we  require  a  crank  that  will  give  the  nl^tivf 
motions  of  the  slides  de  as  caused  by  the  cranks  r  and  fy  Jo^^- 
A  B  and  complete  the  parallelogram  e  b,  when  R  will  be  the 
required  crank.  For  o  Ej  ==  Aj  Bi  which  is  the  differential 
motion  gAi-oBi  excepting  for  change  of  sign,  which  puts  oe 
in  the  left  quadrant. 

In  Fig.  1009  two  cranks  are  connected  to  a  link  where  the 

Cj 

valve  spindle  c  is  not  centrally  adjusted,  c  'WiU  receive  ^  ^ 
of  a's  motion  plus  —  of  b's  motion.      To  find  the  equivalent 
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eccentric  crank  join  Aj  Bi  and  divide  it  proportionately  to  a  c  a 
Then  r  is  the  crank  required.  For,  drawing  parallels  d  Ci  e  Ci ; 
o  D  is  the  crank  that  would  give  the  proper  fraction  of  a's  motion 
at  c,  while  oe  acts  similarly  for  r  Hence,  by  Fig.  1007,  the 
Anal  crank  is  o  Ci. 

McFarlane    Gray    has    given    another   rule.       Referring  to 
Fig.  loio^ 

Let  OK 


BD^BC 
D  E  •  2 


and  with  radius  o  k  draw  the  arc  b  c 
that 


In  B  c  take  point  k  such 


DF 
FE 


BK 
KC 


Then  a  k  is  the  virtual  or  equivalent  crank.      If  the  rods  are 
crossed  make  the  arc  b  q  convex  to  a.  < 

Correct  graphic  solution :    The  method  of  equivalent  crank 
can  only  he  used  for  first  approximation.     The  proportions  of  the 
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link  motion  being  decided  upon,  strips  of  cardboard  are  provided 
to  represent  the  rods  and  the  link  separately,  and  the  actual 
positions  of  the  link  are  set  out  as  the  cranks  revolve.  Properly 
treated,  this  method  can  be  made  even  more  accurate  than  a 
model,  and  a  sample  of  the  work  has  been  given  in  Fig.  loi  i  as  a 
notion  of  the  process. 

Pp,  6so  and  y^/j.  The  Whitehead  Governor,  Fig.  1012, 
is  a  most  successful  high-speed  governor.  Like  the  Proell 
governor,  p.  659,  p.  657,  the  balls  move  out  horiz<Mitally, 
eliminating  one  resistance,  that  of  gravity.     This  alone  would 


/TW  tOf2 


Gjov€JVuor, 


make  the  governor  over-sensitive  and  cause  it  to  '  hunt/  but  for 
the  intervention  of  a  dashpot  and  springs.  The  weights  d  d  and 
arms  ee  form  adjustable  bell-crank  levers  that  press  upon  the 
dashpot  J  when  the  balls  fly  out  with  increased  speed.  The 
piston  of  the  dashpot  meanwhile  remains  all  but  stationary,  being 
supported  by  the  spring  k  in  the  upper  chamber.  The  tendenc)- 
of  the  dashpot  is  to  move  the  piston  downward  by  pressure  on  spring 
L,  and  this  is  resisted  partly  by  the  spring  k  and  partly  by  the 
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forcing  of  oil  through  a  small  hole  in  the  piston.  The  springs^ 
acting  differentially,  just  balance  the ,  centrifugal  force  in  all 
positions,  at  one  standard  speed.  If  this  speed  be  exceeded,  the 
dashpot  is  forced  down  against  the  springs  k  and  m  to  partly  close 
the  throttle  valve  f.  The  piston  and  dashpot  would  remain  in 
this  new  position  rigidly,  but  the  oil  leaks  through  the  piston,  so 
as  to  allow  the  balls  to  fly  out  a  little  further  and  so  throttle  the 
steam  as  to  bring  the  engine  back  to  standard  speed.  The  lever 
H  can  be  screwed  up  to  adjust  the  resistance  of  the  spring  m,  and 
thus  alter  the  standard  speed  slightly. 

Marine  Governors  are  not  as  much  used  as  they  ought  to  be, 
many  engineers  preferring  to  prevent  racing  by  hand-adjustment 
only.  That  method  is  much  to  be  deprecated  as  quite  insufficieni 
in  a  stormy  sea,  when,  to  adjust  the  steam  supply  with  any  effe<:: 
at  all,  the  engine  speed  must  be  cut  down  about  half  in  the  firs: 
place.  There  are  three  methods  of  automatic  governing  at 
present  on  the  market :  (i)  where  the  action  is  obtained  from  the 
movement  of  the  hull  itself,  as  at  p.  657  ;  (a)  where  some  form 
of  balanced  centrifugal  governor  is  adopted ;  and  (3)  when  a 
hit-and-miss  arrangement  is  provided  as  on  many  gas  engine- 
The  last-mentioned  is  very  little  applied  as  yet.  The  seconi 
method  will  now  be  described  by  reference  to  fig.  10 13,  which 
shows  Murdoch's  governor  as  made  by  Mr.  John  Cochrane  01 
Barrhead. 

The  pulley  e  rotated  by  cord  from  the  engine,  drives  the  bals 
c  c  and  d  d,  together  with  the  flywheel  a,  as  one  solid  mass :  bj: 
if  the  speed  is  suddenly  increased,  the  bevel  wheel  over-runs  the 
flywheel  and  the  balls  fly  outward,  turning  on  the  pins  bb.  The 
right-hand  balls,  being  connected  at  f  to  the  sleeve  c,  raise  the 
ball-crank  h  and  rod  K,  thus  causing  the  valve  l  to  rotate  anc 
admit  steam  to  the  back  of  piston  p  while  exhausting  from  the 
opposite  end  of  the  cylinder  n  ;  and  the  eye  q,  connected  to  the 
engine  throttle-valve,  partly  closes  the  latter.  At  the  same  time 
the  lever  r  is  moved  rightward,  to  act  on  spindle  s  and  bnnj; 
back  the  valve  L  laterally  to  the  closed  position.  The  valve  »> 
shewn  below  to  consist  of  two  compartments,  one  for  admission 
and  one  for  exhaust,  a  helical  slot  or  port  being  provided  in  eacr 
half;  and  the  cushion  j  receives  the  sleeve  on  the  return  of  t-e 
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balls  to  the  normal.  A  spring  attached  to  h  resists  the  tendency- 
of  the  governor  shaft  to  over-run,  being  tightened  to  any  desired 
extent  This  governor  has  proved  very  successful  on  some 
hundreds  of  ships,  both  naval  and  mercantile. 

The  Shaft  Governor,  Fig.  652,  p.  657,  as  already  ex- 
plained, alters  the  expansion  by  a  decrease  of  eccentric  travel,  and 
the  method  has  one  distinct  advantage  :  the  lead  can  be  kept 
constant  for  all  positions  of  cut-off.  Referring  to  Fig.  1014,  oc 
is  the  engine  crank,  and  o  a  the  eccentric  crank  at  fullest  opening. 
Explaining  by  a  Zeuner  diagram,  the  throw  is  decreased  from  o  a 
to  o  B,  and  the  cut-off  position  of  the  engine  crank  changes  from 
o  E  to  o  F,  when  p  is  the  dead-point  of  commencement.  The  two 
Zeuner  circles,  o  a  and  o  b,  both  pass  through  the  same  point  m. 
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on  the  line  o  p,  and  thus  the  lead  /  is  unchanged.  The  angle  of 
lead  is,  however,  slightly  altered  from  ^^  to  /Jg  for  the  admissior 
positions  of  crank  must  pass  through  g  and  h  respectively. 

F,  666.  Lead  in  Link  Motion. — The  two  diagrams  m  Fig 
10 1 5  represent  the  skeleton  forms  of  the  Stephenson  and  Gooch 
link  motions  when  the  engine  crank  is  at  dead-point.  Taking 
the  Stephenson  gear,  the  eccentrics  are  at  e  e,  and  the  full-gear 


ZjjexxxL  irv  LijunJo  jy[<ylix>jro. 
FaM,  1015. 

])ositions  of  the  link  l  l  are  shewn  dotted,  bringing  the  \'alve  eye 
to  the  position  f,  and  the  valve  v  to  f,  thus  open  to  the  smallest 
value  of  the  lead.  Moving  now  the  link  to  raised  position,  shewn 
by  full  lines,  the  valve  eye  is  displaced  into  the  position  m  and  the 
valve  to  M,  thus  opening  to  the  largest  value  of  lead.  The  linkage 
forms  a  four-bar  chain  rotating  round  the  two  centres  e  e,  which 
explains  the  lead  variation,  the  latter  being  found  for  any  other 
position  of  the  link  by  the  same  principle  of  trial.  In  the  Gooch 
motion  the  link  is  never  raised  or  lowered,  and  as  the  gear  is  only 
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changed  by  the  movement  of  the  valve  rod  l  n  round  the  centre 
N,  the  opening  to  lead  is  invariable.  Tor  the  complete  drawings 
of  these  link  motions  see  p.  640,  where  the  Allan  motion  is  also 
shewn.  In  that  gear  the  alteration  of  lead  would  be  only  about 
half  that  of  the  Stephenson,  as  the  linking-up  is  only  partly 
effected  by  the  vertical  movement  of  the  link. 

•  P.  686.  Edwards'  Air  Pump.—The  pump  is  used  to  re- 
move  the  air  and  condensation  water  in  marine  engines,  and  is  of 
the  simplest  possible  character.  The  piston  a,  Fig.  1016, 
travelling  within  the  cylinder  b,  has  a  conical  under-surface  that 


exactly  fits  the  lower  cover  d,  and  there  is  no  foot-valve.  On 
the  up-stroke  the  condensed  water  trickles  into  the  space  d 
through  the  opening  e,  while  the  water  of  the  previous  stroke  is 
lifted  and  delivered  through  the  head  valves  f  into  the  upper 
chamber.  On  the  down-stroke  the  piston  reaches  almost  to  the 
bottom  cover,  as  at  a^  displacing  the  water,  and  causing  it  to 
ascend  through  the  openings  c^  into  the  space  above  the  piston. 
This  action  takes  place  both  surely  and  quickly  on  account  of 
the  free  passage  for  air  which  is  indicated.  The  improved  valve 
stud  and  guard,  g  and  j,  are  fixed  to  the  top  cover,  so  that  the 
latter  may  be  lilted  and  the  valve  h  examined  while  the  pump  is 
working. 

4  F 
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Pp.  6qj  and  gio.  Serve  Tubes.  —  M.  Sauvage  finds  'L 
these  boiler  tubes  give  2  J  times  the  evaporation  of  smooth  tube 
The  heating  surface  of  a  plain  tube  being  -92,  that  of  a  Sene  r. 
of  same  size  is  1*18,  so  the  heating  surface  is  increased  nearly  3: 
and  the  efficiency  in  a  greater  ratio.  The  cost  of  a  Serve  tune 
2^  times  that  of  a  smooth  one,  however. 

Pp.  693  and  gio.  Calorific  Value  of  Fuel. — The  Darl: 
Coal  Calorimeter  is  a  great  improvement  on  other  forms,  ad 
most  perfect  in  action.  A  glass  vessel  k,  Fig.  10 17,  contains  :- 
water  to  be  heated,  and  is  sometimes  protected  from  air  currer 
by  being  enclosed  within  a  second  jar  l.  The  apparatus  con>:^ 
of  a  glass  bell-jar  b,  attached  to  a  plate  e,  which  supports  :: 


rfKOM 
BARREL. 


CojodL    CouLorJuTueZer 


FuQ  /Of  7. 


platinum  or  nickel  crucible  a,  containing  a  weighed  sample  of  t 
coal  to  be  burnt.  The  bell-jar  and  stand,  supported  by  the  k^ 
F,  carry  also  the  loose  fitting  G  h,  which  consists  of  a  tube  c  5 
a  thin  drum  h,  having  holes  in  its  upper  surface  for  the  dischar- 
of  gas-bubbles.  An  oxygen  bottle  with  hand-valve  adjustment  - 
coupled  to  the  brass  pipe  d,  passing  through  the  india-nibU 
stopper  c ;  and  a  thermometer  j  completes  the  outfit  To  use  .: 
calorimeter,  a  sample  of  coal  is  ground  to  powder  and  weight- 
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Booket  At  H^-Stroke. 


Pkn  of  Ports,  etc 


Baoktt  at  the  Bottom. 
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with  the  crucible,  the  water  is  measured,  and  the  combustion 
started  by  a  small  piece  of  burning*  sulphur.  The  parts  of  the 
apparatus  being  connected,  and  »the  whole  to  the  oxygen  bottle, 
they  are  all  placed  within  the  vessel  k,  and  the  stream  of  oxygen 
gas  directed  to  all  parts  of  the  crucible  till  all  the  coal  is  burnt. 
During  this  operation  the  bubbles  of  gas  from  b  pass  ujjwards 
as  indicated  :  delivering  their  heat  to  the  water.     This  continuing 
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steadily,  but  without  undue  forcing,  for  lo  or  15  minutes, 
there  is  nothing  left  but  a  little  ash,  say  between  2%  and  5 
of  the  coal  weight.  The  rise  of  temperature  is  then  noted,  and 
a  simple  proportion  calculation  will  shew  the  heat  units  per  lb. 
of  coal,  or  calorific  value.  It  is  best  that  the  range  of  tera 
perature  should  lie  equally  on  each  side  of  the  atmospherir 
temperature,  and  thus  automatically  allow  for  radiation. 

The  Dawson  Gas  Calorimeter^  Fig.  1018,  is  essentially  i 
small  boiler,  to  which  the  whole  heat  of  combustion  ofa  gas  flame, 
as  near  as  may  be,  is  transferred  and  measured.  The  cylinder  a 
encloses  the  chambers  b  and  c,  which  are  mutually  connected  by 


Fucf  lOiS 


DouL^SorCs  GcLS  CcU<>rA^rrve.tB/' 

a  number  of  concentric  cylinders  d.  The  gas,  being  lit  in  the 
burner  f,  its  products  of  combustion  pass  up  through  c,  and  down 
by  the  cylindrical  spaces  to  c,  the  condensation  water  emergin: 
at  E,  Water  entering  the  boiler  by  the  pipe  m,  and  leaving  by  1^ 
is  measured  in  the  beaker  jar  u ;  while  the  gas  burnt  is  measured 
by  the  meter  j,  to  the  decimals  ofa  cubic  foot.     Finely adjusuble 
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dial  valves  n  and  l,  are  placed  on  both  gas  and  water  admissions, 
and  the  thermometers  p  and  Q  shew  the  temperatures  of  the  in- 
going and  outgoing  water  respectively.  Water  being  turned  on  at 
N,  and  gas  at  j,  the  former  is  at  first  delivered  into  the  funnel  t, 
by  deflecting, the  india-rubber  tube  s  into  the  position  Si.  When  the 
apparatus  is  wanned  and  in  steady  working  order,  the  test  begins. 
Then  the  pipe  s  runs  into  the  beaker  to  be  there  measured,  the  con- 
sumption of  gas  is  noted,  and  the  temperatures  taken  both  at  p 
and  Q.  When  the  beaker  u  is  nearly  full  the  test  is  stopped^  and 
the  heat  units  given  to  the  water  reckoned  for  the  gas  consumed, 
being  finally  reduced  to  the  calorific  value  per  cubic  foot  of  gas. 

JPp,  *jos  and  gij.    Gas  Engine  Improvements  : 

JFueL    Some  remarks  have  already  been  made  at  p.  913  on  the 

various  kinds  of  gases  that  can  be  burnt  with  air  in  the  gas  engine. 

Some  additional  forms  may  be  noted,  giving  a  total  choice  of 

1.  Lighting  Gas :  for  small  and  medium-sized  engines. 

2.  Pressure-Producer  Gas  :  1      -,., 

3.  Suction-Producer  Gas :     f  "^  ^^^  composition. 

4.  Water  Gas  :  not  now  made  intermittently,  but  as  at  2  and  3. 

5.  Mond  Gas  :  a  producer  gas  containing  much  free  hydrogen. 

6.  Blast-furnace  Gas :  consisting  largely  of  CO. 

7.  Natural  Gas :  found  in  the  oil-bearing  regions  of  America 
and  the  Caucasus. 

Lighting  Gas  is  too  expensive  for  very  large  engines.  Its 
principal  advantage  lies  in  the  use  of  smaller  engines  for  equal 
power  as  compared  with  poor  gas,  but  the  thermal  efficiency  is  not 
increased,  while  the  cost  undoubtedly  is. 

Producer  Gas  is  formed  by  passing  steam  over  incandescent 
carbon.  Formerly  practised  by.  the  intermittent  method  described 
on  p.  915,  it  was  called  Water  Gas,  but  the  inconvenience  of  the 
*  blow '  and  *  glow '  action  led  to  the  invention  of  the  continuous 
production  of  what  has  been  sometimes  called  *  Semi-Water  Gas,' 
better  known  in  England  as  Dowson  Gas.  The  same  reactions 
no  doubt  take  place  as  with  true  water  gas,  viz. : — 

C  +  2H.2O   -   2H2  +  CO2 
C  +  COo      =   2CO 
C  +  H26     =   H2  +  CO 


Digitized  by 


Google 


1^52 


AppendLv  VL 


shewing  that  when  steam  is  blown  over  incandescent  carbor  ' 
due  proportions^  the  resulting  gas  consists  mainly  of  hydrogen  - 
carbon  monoxide.  Speaking  corr^tly,  the  CO  in.  the  last  eqiu:' 
is  the  true  producer  gas,  and  the  final  mixture  should  be  d 
water  gas.  This  is  next  burnt  in  the  engine  by  the  addition  of  i : 
volumes  of  air  to  one  of  gas,  the  heat  produced  being  due  tt* : 
formation  of  COg  and  H^O. 

Dowson  and  Lencauchez  have  both  designed  Pressure  A 
ducers^  almost  identical  in  their  organs ;  the  Lencauchez  p  - 
being  described  on  p.  914.     A  small  boiler  is  required  in  additi 
to  supply  the  necessary  steam.     Suction  Producers  are  of  a  ir- 
simpler  character,  and  are  being  built  for  the  smaller-sized  engi 
down  to  10  H.P.     The  fuel  is  either  coke  or  anthracite,  so  js 
avoid  tar,  and  the  economy  is  much  greater  than  with  lighting  :: 
but  not  so  great  as  with  Mond   or  blast-furnace  gases,  descri>. 
later.     Anthracite  at  225.  per  ton  will  provide  one  B.H.P.  h 
for  ^Qd,y  while  Mond  gas  gives  the  same  power  for  ^^    > : 
1019  is  a  section  through  Crossley^s  suction-producer,  where  < 
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the  fuel  chamber  lined  with  fire-brick  and  a  jacket  of  sand,  b  the 
hopper,  and  c  the  feeder;  the  air-fan  d  being  used  only  when 
starting.     The  fire-brick  rests  on  a  metal  ring  supported  on  two 
segmental  boxes  e  called  superheaters,  placed  on  the  hottest  part 
of    the  fire,   and   mounted  on   a   fiat  plate   f  right  across  the 
producer.     This  plate  has  a  central   hole  across  which  the  fire- 
bars G  are  placed.     The  jacket  h  forms  a  boiler  to  which  water  is 
fed  through  the  pipe  j  ;  and  the  steam,  together  with  air  through 
cock  K,  passes  down  the  pipe  l  to  the  chamber  m,  whence  it  rises 
by  engine  suction,  and  traversing   the  incandescent   coal  in  a, 
emerges  by  the  pipe  n  as  unpurified  gas.     Passing  next  through 
the  scrubbers  p  p,  filled  with  loose  coke  down  which  water  trickles 
from  the  pipe  r,  the  gas  is  freed  from  ammonia,  which  descends " 
as  liquor  into  the  box  below,  and  overflows  at  t.     Formerly  a  saw- 
dust box  was  placed  after  the  scrubbers  to  intercept  any  possible 
tar,  but  the  method  being  both  unnecessary  and  prejudicial,  has 
been    abandone\i,  any   tar  that   might  form    in    the    producer 
being  at  once  converted  into  fixed  hydrocarbons.     The  gas  now 
passes  to  the  engine  along  the  pipe  u  and  through  the  expansion 
box  Y,  the  latter  serving  instead  of  the  older  gas-bag  or  equaliser. 
When  the  engine  stops,  the  cock  v  is  opened  to  exhaust  the  gas 
into  the  outer  air  :  but  very  little  is  formed,  as  the  suction  action 
is  no  longer  present ;  and  the  plant  is  easily  started  again,  the  fuel 
keeping  hot  a  long  time.     The  gas  leaving  the  producer  delivers 
some  of  its  heat  to  the  baffle  plates  w,  which  act  as  conductor  pins 
to  the  water  in  the  boiler. 

Mond  gas  is  obtained  from  common  bituminous  slack  of  very 
low  price,  say  6^.  to  i  is,  per  ton,  according  to  district ;  and  the 
process  is  further  cheapened  by  the  complete  recovery  of  ammonia, 
as  ammonia  sulphate,  to  the  extent  of  6s,  or  Ss.  per  ton  of  fuel 
burnt,  reducing  the  actual  working  cost  to  less  than  J^th  of  a 
penny  per  B.H.P.  hour.  The  gas  is  only  suitable  for  driving 
engines  of  large  size,  250  H.P.  and  upwards,  as  the  plant  is  both 
large  and  expensive.  In  the  smaller  sizes  the  ammonia  tower  is 
omitted.  Referring  to  Fig.  1020,  the  heating  and  saturating 
tower  F  is  filled  with  tiles  to  distribute  the  hot  water  brought 
from  the  tank  l  by  the  pump  m,  which  is  delivered  by  pipe  R  to 
the  top  of  the  tower.     After  saturating  the  air  from  the  blower  l 
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the  water  falls  in  a  cool  state  to  the  bottom  at  g,  while  the  air 
and  steam  proceed  to  the  outside  jacket  of  the  regenerator  c. 
being  thus  further  heated  before  entering  the  bottom  of  the 
producer  a.  The  coal  is  distilled  in  the  bell  b  in  charges  of 
about  9  cwt.,  the  products  uniting  with  the  producer  gas ;  and 
the  heat  is  so  great  that  the  tar  is  changed  to  fixed  hydrocarbons. 
In  fact,  the  real  difficulty  is  to  keep  the  heat  down  within 
manageable  limits,  and  this  is  effected  by  the  supply  of  a  great 
quantity  of  steam,  2\  tons  per  ton  of  fuel,  half  a  ton  of  which  is 
decomposed  in  the  producer.  The  gas  leaves  the  producer  by 
the  interior  pipe  of  the  regenerator  c,  and  is  next  washed  in  the 
washer  d  by  revolving  splashers,  taking  a  temperature  of  194*  F., 
and  passing  on  to  the  ammonia  tower  h  ;  a  small  portion  being 
allowed  to  enter  the  air  and  steam  pipe  at  s  to  still  further  lower 
the  producer  temperature  by  dilution.  The  towers  h  and  k  are 
also  fitted  with  tiles,  and  supplied  with  cold  water  from  c  by  the 
pump  N,  which  delivers  by  the  pump  q  q.  Trickling  through  h 
the  water  becomes  ammoniacal  liquor  in  the  tank  j,  firom  which 
it  is  taken  to  the  sulphate  plant,  while  that  down  the  cooling 
tower  K  becomes  hot  at  the  base  l  on  account  of  its  meeting  hot 
gas  and  receiving  the  latent  heat  of  the  excess  steam.  The  coole«d 
gas  finally  emerges  at  p  on  its  way  to  the  engine,  but  as  there  are 
some  traces  of  tar  it  is  filtered  through  a  box  of  sawdust.  The 
composition  of  Mond  gas  on  the  average  is — 

CO     no 

H    29*0 

CH,  20 

CO2   »6ol     ., 

M  .^.^1  <i*luents 

N     42"o| 

loo'o  parts  by  volume. 

shewing  usefully  CO  and  a  large  percentage  of  H.  One  volume 
of  gas  is  burnt  in  the  engine  with  i'i3  volumes  of  air,  and  the 
calorific  value  is  148  B.T.U.  per  cub.  ft 

Blast-furnace  Gas  was  formerly  and  is  now  mainly  used  to 
evaporate  water  in  steam  boilers,  the  power  being  given  to  steam 
engines  for  the  blowing  plant.     Mr.  B.  H.  Thwaite  first  pointed 
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out  that  six  times  the  power  could  be  obtained  by  using  the  gas 
directly  in  suitably  built  engines,  and  then  proceeded  to  carry  his 
suggestions  into  effect  by  means  of  a  20  H. P.  gas  engine  at 
Motherwell,  when  one  electrical  H.P,  per  lb.  of  coal  was  effected, 
as  much  as  can  be  obtained  only  in  the  very  best  steam  engines. 
In  this  case,  however,  the  smelting  was  done  in  addition. 
Further,  there  was  less  difficulty  in  burning  in  a  cylinder  than 


I%€tJ02iL 


The.  MonrL  CrAx^  PlanL. 

under  a  steam  boiler  on  account  of  the  nature  of  the  gas.  The 
gas  leaves  the  blast  furnace  with  a  fair  proportion  of  CO,  according 
to  the  reaction  on  p.  74,  only  a  little  COg  being  present ;  in  fact, 
an  ideal  producer  gas.  The  chief  trouble  has  been  the  presence 
of  fine  dust  (5  %)  and  moisture,  and  these  must  be  eliminated 
by  suitable  filtration  and  washing,  or  failure  is  inevitable.  The 
composition  of  the  gas  varies  according  to  the  plant,  but  may  be 
averaged  as  follows  : — 

..  24*0 


CO 
CH, 
H 
CO. 


7-0 

90 

590 


diluents. 


loo'o  parts  by  volume. 
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The  calorific  value  is  about  no  B.T.U.  per  cub.  ft,,  and  <z 
volume  is  mixed  with  i'i3  of  air  in  the  engine,  for  which  pre;  - 
tions  the  valves  must  be  designed.  The  Simplex  engine  (p,  7C1 
has  been  enlarged  for  blast-furnace  gas,  an  example  of  700  H.F 
being  shewn  at  the  Paris  Exhibition  of  1900,  and  Fig,  10:' 
illustrates  a  complete  plant  for  the  supply  and  treatment  of  t  - 


— 

0  •  • 

o«a 

iJ    A     c 

0 

FUjyJ02t 


gas,  where  a  a  are  washers,  b  b  condensers  to  eliminate  moisture. 
c  c  scrubbers  to  remove  ammonia,  and  d  d  sawdust  filters.  The 
holder  E  stores  the  purified  gas,  and  passes  it  on  to  the  engine  r. 
Natural  gas  is  obtained  in  petroleum  districts,  and  its  comj!:- 
■cated  composition  is  given  by  the  following  average  : — 


H 

CH, 

C,H, 

C,H, 

CO 

CO., 

O 


27-8 

61 -8 

7-8 

•5. 
•6 


•5  )di 
10  J 


diluents. 


loo'o  parts  by  volume, 


shewing  a  rich  gas  with  but  few  non-combustibles. 
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Thermal  Efficiency  of  the  Engine.  The  work  obtained  from 
<:oal  in  terms  of  its  calorific  value  is  much  greater  in  any  internal- 
combustion  engine  than  in  the  steam  engine,  though  the  real 
improvement  is  a  matter  of  recent  years.  The  following  list 
■compares  oil,  gas,  and  steam  engines  : — 

Thermal  Efficiency. 
(Ratio  of  B.H.P.  to  Calorific  Value.) 


Engine  Fuel. 

B.H.P. 

»»% 

Oil 

Blast-furnace  gas     

40  to  50 

70  to  725 

100  to  370 

50  to  150 

40  to  600 

10  to  50 

150  to  380 

1000  to  2000 

Similar 

26  to  30 
20  to  26 
20  to  25 
14  to  20 

22  to  2Si 

20  to  25 

12  to  15 

t6  to  17 

Producer  gas    

Natural  gas 

Lighting  gas     

Steam  (simple  reciprocating) 
^triole^ 

„      (turbines) 

A  series  of  diagrams  are  given  in  Fig.  1022,  to  shew  the  dis- 
tribution of  heat  per  cent,  in  various  engines,  and  the  effect  of 
different  fuels  on  that  distribution  is  both  curious  and  instructive. 

The  jacket  and  exhaust  wastes  appear  almost  to  interchange, 
so  a  saving  in  jacket  water  means  a  hotter  exhaust,  while  the 
liberal  use  of  water,  as  in  the  Premier  engine,  gives  the  best 
possible  result  in  every  respect.  Professor  Burstall's  experiments 
on  account  of  the  I.M.E.  Research  Commfttee  are  represented  on 
the  extreme  right.  They  varied  between  the  full  and  dotted  line 
indications,  the  best  results  appearing  to  be  due  to  high  speed 
combined  with  small  clearance  space. 

Improvements  in  the  Engine.  Water  cooling  has  been  carried 
to  a  greater  extent  than  heretofore.     In  large  engines  not  only 
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has  the  cylinder  been  water-jacketed,  but  water  has  been  supplied 
to  the  pistons  through  jointed  or  telescopic  pipes,  (low  and  return^ 
and  even  to  the  interior  of  the  exhaust  valve 

Scavenging  was  introduced  at  an  early  period  in  the  Griftin 
and  Beck  engines  (^ee  p.  912),  but  the  loss  of  two  strokes  per 
cycle  was  a  serious  matter,  and  the  advantages  of  scavenging  were 
therefore  considered  doubtful.  Semi-scavenging  was  performed 
in  Clerk's  engine,  p.  911,  where  the  charge,  prepared  beforehand, 
was  suddenly  admitted,  and  expelled  the  exhaust  through  ample 
ports.  The  introduction  of  large  engines  with  poor  gas  compelled 
the  re-introduction  of  scavenging,  when  it  was  discovered  that 
the  effect  could  be  obtained  in  two  different  ways,  now  known  as 
positive  and  non-positive.  The  first  of  these  has  been  already 
suggested,  and  the  second,  first  used  by  Mr.  Atkinson,  consists  in 
providing  a  large  exhaust  valve  kept  open  longer  than  usual,  and 
expelling  the  products  into  a  pipe  of  about  65  feet  length,  when 
the  wave  action  of  the  gases  was  such  as  to  cause  a  partial  vacuum 
of  2  lbs.  below  the  atmosphere,  and  draw  the  whole  contents 
away  from  the  cylinder,  while  permitting  the  entrance  of  air 
thereto  through  an  automatically-opening  air  valve.  This  second 
method,  though  suitable  for  the  smaller  engines,  gives  way  to  the 
positive  method  with  auxiliary  air  pump  in  the  larger  engines. 
In  any  case,  a  power  improvement  of  about  25%  is  obtained  by 
the  clearing  process. 

Greater  compression  has  been  possible  with  the  before- 
mentioned  improvements,  without  which  mean  pressures  above 
60  lbs.  caused  piston  and  valve  overheating,  and  an  invitation  to 
seizing.  Mean  pressures  have  been  gradually  increased,  first  to 
85,  then  to  no  and  even  more  lbs.  per  sq.  in. ;  in  fact,  the  main 
improvement  in  thermal  efficiency  may  be  ascribed  to  increased 
compression,  whose  effect  is  shewn  clearly  in  the  following  results 
of  the  Gas  Engine  Research  Committee  : — 


Compression  pressure 

in 

lbs. 

Efficiency  on  B.H.P, 

55     - 

... 

13-2 

71     ... 

... 

140 

93      •• 

... 

.^      13-4 

124     ... 

... 

15-9 

* 
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Premature  explosion  was  also  the  risk  of  increased  compression 
until  better  water  and  air  cooling  was  introduced ;  being  generally 
caused  by  the  charge  meeting  the  hot  unexhausted  products. 

Governors  have  usually  acted  by  the  deletion  of  whole  charges 
if  the  speed  were  too  high,  technically  known  as  the  hit-and-miss 
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principle.  Now,  the  governor  is  generally  made  to  throttle  the 
mixture  without  altering  its  quality,  the  latter  being  decided  by 
the  ratio  of  the  openmg  of  the  air  and  gas  valves.     A  much  more 
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sensitive  regulation  ensues,  permitting  gas  engines  to  be  used  f 
the  exacting  requirements  of  electric  light  generation. 

Better-shaped  clearance  spaces,  as  indicated  by  the  sections :: 
Pig.  1023,  have  reduced  the  fluid  resistance,  which  was  consid^ab; 
in  large  engines  when  drawing  air  on  non-firing  strokes.     Nothic: 


r^  1023 


but  good  design  in  pipes  and  clearance  can  decrease  this.  In  F;: 
1024  are  two  indicator  diagrams  taken  with  a  light  indicator  sprin^. 
so  as  to  discover  the  area  of  the  bottom  loop  :  a  during  the  firin. 


(.ATMOSPHERIC      LtNC 

Flx^.  1024.       BotLom.  Loorv  nCeLQncuns 


cycle  and  b  when  drawing  air.  The  loop  area  represents  the 
deduction  to  be  made  on  account  of  fluid  resistance  from  the  rt>: 
of  the  diagram  area,  its  value  being  about  3f  per  cent  at  a,  anc 
7!  per  cent  at  b. 
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Electric  ignition,  pp.  700  and  963,  is  now  almost  universally 
adopted,  being  more  reliable  with  gas  than  with  oil  engines, 
especially  when  scavenging  is  adopted. 

Modem  Engine  Examples,  The  500  H.P.  Premier  Engine, 
Fig.  1025,  may  be  taken  as  a  good  example  of  the  larger  kind. 
There  are  two  pistons  a  and  b  connected  up  in  tandem  to  one 
cross-head  c,  which  forms  also  a  piston  for  air  compression ;  and 
while  A  is  coupled  direct,  b  is  driven  by  side  rods,  stretching  from 
c  to  J,  outside  the  cylinder.  Air  is  admitted  by  the  gridiron  valve 
F,  and  compressed  by  the  piston  c  into  the  passage  h,  from  which 
it  is  drawn,  both  for  charge  mixture  and  scavenging,  through  the 
valve  cTiambei:?  d  d.  The  exhaust  valves  e  e,  and  the  pistons  a.  b, 
are  all  cooled  internally.  The  valve  chambers  are  shewn  in  the 
enlarged  section,  n  being  the  main  admission  valve  for  the 
mixture,  spring  closed  and  lever  opened  at  p,  and  r  a  combined 
air  and  gas  valve,  whose  opening  is  regulated  by  the  governor. 
When  the  latter  valve  is  opened  to  gas,  the  air  ports  are  partially^ 
closed,  for  the  full  air  opening  is  only  required  on  the  scavenging 
stroke,  and  the  mixture  is  so  controlled  as  to  fire  easily  at  all 
conditions  of  load.  The  explosions  occur  in  each  cylinder 
alternately,  or  one  per  revolution  of  the  crank. 

The  Westinghouse  Engine,  Figs.  1026  and  1027,  is  built  in 
units  of  two  or  three  (up  to  650  H.P.  and  over),  working  on  the 
same  crank  shaft,  the  latter  form  being  illustrated.  This  method 
of  driving  produces  a  more  regular  turning  moment,  and  makes 
the  engine  specially  suited  for  lighting  stations.  The  stress 
variations  are,  however,  large,  and  necessitate  a  much  stronger 
shaft  than  usual.  Fig.  1026  is  a  section  through  one  of  the 
cylinders,  shewing  a  well-designed  connecting  rod  and  balanced 
crank,  and  a  cooled  cylinder  head.  The  half-speed  shaft  r  is 
provided  with  a  cam  to  lift  the  lever  q,  which  raises  the  rod  h 
against  a  spring  n,  and  opens  the  exhaust  valve  l,  allowing  the 
products  to  escape  by  the  exhaust  pipe  k.  Another  shaft  d,  also- 
rotating  at  half-speed,  opens  the  inlet  valve  e,  by  the  cam  lever 
o,  while  the  gas  and  air  enter  the  mixing  chamber  m  through  the 
pipes  A  and  b  respectively.  The  mixture  is  throttled  by  the 
governor  to  suit  varying  loads,  by  means  of  the  lever  c ;  which 
raises  the  throttle  valve  within  m  ;  and  the  ignition  is  obtained 
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electrically  at  the  firing  plug  f  by  the  mechanical  connection  and 
separation  of  small  levers  within  the  cylinder.  Referring  to  Fig. 
1027,  the  vertical  governor  shaft  e  is  driven  by  speed  gear  from 
the  crank  shaft,  and  by  the  levers  at  d.  When  the  governor  balls 
rise  on  increased  speed  a  sleeve  is  lifted,  which  rotates  the  shaft/ 
through  a  small  angle  and  throttles  the  mixture  in  the  chamber  h 
by  the  lever  y,  without  altering  the  proportions  of  gas  and  air,  as 
before  explained.  These  proportions  can  be  varied,  however,  by 
the  hand  lever  g,  being  indicated  by  the  pointer  k.  The  shaft  c 
further  drives  the  shaft  a  by  2  :  i  gear  at  ^,  for  the  purpose  of 


Fig,  f 02 7.  —■■'^^^^ 
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raising  the  inlet  levers  m  m.  The  starting  is  effected  very  simply 
by  the  admission  of  compressed  air  from  a  bottle  previously 
charged  by  the  engine  power.  To  do  this,  a  milled  nut  n  is 
turned  till  one  of  the  inlet  valves  is  put  out  of  gear,  while  the 
handle  p  releases  the  exhaust  cam.  This  method  is  equal  to 
a  barring  round  of  the  crank  shaft,  but  in  an  easier  manner,  and 
the  rotation  is  continued  by  the  ignition  of  the  charge.  In  this 
way,  it  is  said,  a  650  H.P.  engine  can  be  started  with  ease  by 
only  one  attendant. 

The  Dingier  Engine  is  shewn  in  section  in  Fig.  1028,  and  Ls 
specially  interesting  from  its  method  of  governing,  which  reduces 
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To  face  page  1182. 


Digitized  by 


Google 


Digitized  by 


Google 


Appendix  VL 


Ii6j 


the  quantity  of  mixture  by  an  actual  cut  off  of  the  supply,  as  in. 
steam  engines.  The  half-speed  cam  shaft  a  acts  upon  the  levers 
s  s  to  lift  the  exhaust  valve  r,  and  the  exhaust  pipe  Q  is  water- 


cooled,  as  well  as  the  valve  itself.  The  valve  r  admits  air  during 
the  scavenging  stroke.  Gas  enters  through  p  and  l,  and  air  by 
N  and  M  to  the  inlet  valve  l.     The  shaft  a  drives  a  secondary 
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cam  shaft  b  at  twice  its  speed — that  is,  at  the  crank  speed 
Upon  this  shaft  is  a  shaft  governor  c  connected  to  the  cam  d, 
which  is  upon  a  long  sleeve,  and  whose  relative  angular  position 
on  its  shaft  can  therefore  be  slightly  varied.  The  cam  d  acts 
upon  a  curiously-shaped  lever  e  e  ;  while  the  cam  a  presses  upon 
a  lever  f  f,  to  which  is  connected  the  roller  lever  g  anchored  at 


Fig  /029.        They  Dijc^jU.  OiL  EnjqjLnje. 

H.  The  motions  of  both  cams  are  therefore  more  or  less  apparent 
on  the  rod  h,  which,  through  lever  j  K,  actuates  the  inlet  valve 
rod.  The  combined  cam  motions  open  the  valve,  but  the  cam  d 
only  is  responsible  for  the  closings  and  this,  as  stated,  will  depend 
entirely  on  the  relation  of  d  and  b,  as  decided  by  the  shaft 
governor.  The  valve  Q  is  for  starting  purposes,  and  the  regulation 
•of  mixture  is  effected  at  l  and  m, 
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F.  ^og.  The  Diesel  Oil  Engine  is  a  stationary  engine 
of  very  high  economy.  Its  thermal  efficiency  on  B.H.P.  has 
reached  28*3  %,  while  the  oil  per  B.H.P.  hour  reduces  to  4  lb. 
at  full  load.  Moreover,  the  cheapest  form  of  crude  petroleum 
can  be  used  as  fuel,  the  average  price  of  which  is  45J.  per  ton 
delivered,  giving  one  B.H.P.  hour  for  '096^.,  about  half  or  one- 
third  of  the  cost   in  other  oil  engines.     As  in  most  internal- 


•combustion  motors,  the  piston  acts  as  compressor  on  the  four- 
stroke  cycle,  and  the  diagrams  in  Fig.  1030  shew  the  operations. 
Herr  Diesel  set  out  with  the  intention  of  adopting  the  Carnot 
•cycle,  but  ^as  obliged  to  practically  modify  the  card  into  (i) 
adiabatic  compression  of  air  from  d  to  a  ;  (2)  admission  of  oil 
■spray  at^A  and  combustion  at  nearly  constant  pressure  from  a  to  b 
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(3)  adiabatic  expansion  of  the  products  from  b  to  c.  He  also 
intended  to  dispense  with  water  cooling,  but,  on  account  of  his 
alteration  of  the  cycle,  was  obliged  to  cool  in  a  very  complete 
manner.  His  proposal,  however,  to  ignite  the  mixture  by  the 
compression  heat  has  been  successfully  effected  in  practice. 

Fig.  1029  shews  sections  through  the  engine  as  built.  The 
air  pump  r,  worked  from  the  connecting  rod  m  by  the  lever  n 
and  links  pq,  supplies  compressed  air  through  pipe  g  to  the 
reservoir  j,  from  which  again  the  vessels  h  and  k  are  charged, 
H  for  starting  purposes,  and  k  as  a  reserve.  The  pressure  in 
each  vessel  is  indicated  at  l.  In  the  cylinder  cover  are  placed 
four  different  valves,  of  which  w  is  a  needle  valve  to  spray  oil  into 
cylinder  by  air  through  pipe  e,  v  a  starting  valve  or  air  pump  inlet 
at  will,  b  the  main  air-admission  valve  taking  through  v  for  the 
compression  stroke,  and  a  the  exhaust  valve  delivering  through  x. 
These  valves  are  controlled  by  levers  t  u,  lifted  by  cams  on  the 
half-speed  shaft  s,  and  the  oil  to  be  sprayed  is  further  regulated 
by  the  governor  z  acting  on  its  own  throttle  valve.  It  is  most 
important  that  the  oil,  being  coarse  and  unclean,  should  be 
mechanically  purified  by  the  filters  a  a,  or  the  spraying  needle 
would  become  clogged.  These  take  from  pipe  c,  and  deliver 
through  B  by  the  action  of  the  oil-pump  d,  which  is  worked  by 
crank  and  rod  from  the  half-speed  shaft,  and  thus  forces  the  oil 
through  a  fine  pipe  to  the  sprayer. 

The  charge  of  air  taken  into  the  cylinder  on  the  down-stroke 
is  compressed  on  the  up-stroke  to  500  lbs.  per  sq.  in.,  and  a 
temperature  of  1000**  F.  When  the  piston  is  at  the  top,  the  spiay 
is  admitted  at  w,  and  combustion  takes  place  during  the  short 
period  of  the  down-stroke,  indicated  at  a  b.  Fig.  1030.  As 
nothing  but  air  is  compressed,  pre-ignition  is  impossible,  and 
as  an  excess  is  admitted,  the  combustion  is  much  slower  than 
is  usual.  The  high  compression  is  obtained  by  the  adoption  of 
a  very  small  clearance,  only  ^^^th  of  the  working  volume,  and  the 
ignition  is  independent  of  extraneous  assistance.  The  heat, 
however,  is  considerable,  and  must  be  removed  by  ample  water 
jackets,  which  surround  the  cylinder,  cylinder  head,  and  air 
pump. 

Starting  is  simple  and  certain.     Opening  the  test  cock  on  the 
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oil  sprayer  and  working  the  oil  pump  by  hand,  the  engine  crank 
is  barred  round  till  just  over  top  dead  centre.  The  lever  d  is 
then  pulled  over  to  d^  which  connects  the  starting  valve  and  its 
cam.  The  reservoir  h  is  next  opened,  and  compressed  air 
admitted  to  the  cylinder  by  pipe  f  through  valve  v.  The  engine 
now  rotates  as  an  air  engine.     After  five  or  six  strokes,  d  is  re- 
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placed  in  the  vertical  position,  and  the  engine  continues  its  course 
as  an  oil  engine.  Fig.  1 030  shews  the  starting  card,  which  clearly 
proves  the  regularity  with  which  the  engine  takes  its  load  on  the 
oil  charge.  When  in  working  order  the  valve  v  serves  as  a 
suction  for  the  air  pump,  admitting  thereto  when  the  engine 
piston  is  near  the  end  of  the  compression  stroke.  The  pressure  is 
further  augmented  to  750  lbs.  per  sq.  in.  before  delivery  to  the 
reservoir  j. 

The  comparison  of  the  Diesel  compression  with  that  in  steam 
and  gas  engines  is  made  in  Fig.  1030  for  equal  volumes  of 
cylinder.  It  is  this  excessive  compression  which  is  without  doubt 
the  main  factor  in  the  high  efficiency  obtained,  but  the  all-over 
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commercial  economy  is  due  also  to  the  cheap  fuel  which  is  made 
possible  by  the  cycle  adopted.  The  engines  are  built  in  side-by- 
side  sets  of  two  or  three  units  on  one  shaft,  each  piston  developing 
usually  80  B.H.P.,  and  each  set  of  three  240  B.H.P.  ;  but  almost 
any  size  can  be  supplied  from  8  to  1000  H.P.  Although  the 
mechanical  efficiency  decreases  on  light  load,  the  thermal  efficienc)- 
increases,  so  that  the  following  results  have  been  obtained  on  one 
engine  at  various  loads  : 

At  160  B.H.P 40  lb.  oil  per  B.H.P.  hour. 

„     84*8     „       •46   „    „    „        „  „ 

>>    "^       >» *5o  „    „    ,,        ,1  „ 

j>     4^        >i        '7^    »     »    »*         j>  » 

a  very  creditable  performance. 

P.   882,    Graphic    determination    of    pV"  =  C.      The 

formula 

log/  +  ^  logV  =  logC 
c« 

is  of  the  form 

y  4-  mx  =  c 

which  is  the  equation  to  a  straight  line  3  where  y  is  the  ordinate, 
X  the  abscissa,  and  m  the  slope.     It  is  therefore  proved  that  log/ 

is  the  vertical  ordinate,  log  V  the  horizontal  abscissa,  and   ^"^ 

the  slope  of  the  line  in  the  lower  diagram. 

F,  88j,  Rankine*  Cycle.  Some  authors  refer  to  this  as 
the  Clausius  cycle,  but  the  nomenclature  of  the  Institution  of  Civil 
Engineers  has  been  adopted  in  this  book ;  Fig.  848,  p.  890,  being 
called  after  Rankine,  while  Fig.  850,  p.  890,  is  termed  the 
common  steam  diagram. 

Pp.  8gs  and  g66.    The  Steam  Turbine. 

General  considerations.  This  prime  mover  has  now  reached 
an  efficiency  slightly  greater  than  that  of  its  rival  the  reciprocating 
engine,  and  its  study  is  therefore  of  some  importance.  The  highest 
economy,  it  may  be  at  once  stated,  is  only  obtained  by  a  combina- 
tion of  superheating  and  condensation  ;  superheats  of  70**  F.  giving 
8  %  increase  in  power  in  a  de  Laval,  and  14  %  in  a  Curtis  turbine. 
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or  I  %  per  5*^  rise ;  while  a  vacuum  of  28  ins.  mercury  saves  50  %, 
shewing  the  importance  of  condensation  with  large  quantities  of 
cold  water.  The  best  positions  for  turbines  are  therefore  where 
water  is  cheap.  With  these  precautions  a  consumption  of  14  lbs.  - 
steam  per  B.H.P.  hour  may  be  easily  obtained,  the  rate  being 
almost  constant  down  to  loads  of  \  the  maximum.  Non-condens- 
ing turbines  also  compare  favourably  with  non-condensing  recip- 
rocating engines,  but  nothing  so  well  as  condensing. 

Forms.    The  forms  of  steam  turbines  are  divided,  like  water 
turbines,  into  radial  and  parallel  flow,  and  into 

1.  Single  stage  (one  wheel)  impulse  turbines. 

2.  Multiple  stage  impulse  turbines. 

3.  Single-stage  reaction  or  pressure  turbines. 

4.  Multiple-stage  reactioii  turbines. 

5.  Partial  impulse  and  reaction  turbines. 

6.  Pelton-wheel  turbines. 

The  third  is  represented  by  Hero^  and  in  water  by  Fig.  709, 
p.  723.  It  is  extremely  wasteful.  No.  i  has  been  made  success- 
ful by  de  Laval,  No.  2  by  Rateau  and  others.  No.  4  by  ParsonSy 
and  No.  6  by  Siumpf.  The  distinction  between  impulse  and 
pressure  wheels  is  not  so  clear  when  expansive  fluid  is  used,  and 
all  steam  wheels  work  partly  in  each  manner.  It  is  impossible  to 
obtain  the  full  impulse  |^  per  lb.  weight  of  fluid,  for  the  velocity 
\v  of  the  wheel  periphery  would  then  be  too  excessive,  so  all 
impulse  wheels  work  partly  by  pressure.  Generally,  if  the  steam 
is  allowed  to  acquire  a  high  velocity  before  entering  the  wheel  the 
impulse  character  is  accepted,  and  in  multiple-stage  impulse 
turbines  the  steam-way  should  widen  more  rapidly  than  in  the 
pressure  turbines.  A  gradually  increased  pressure  is  necessary  in 
both  forms,  and  Parson^  and  Rateai^s  turbines,  though  specified 
as  pressure  and  impulse  respectively,  partake  more  or  less  of 
both  characters,  the  steam  giving  up  its  energy  by  impulse  due  to 
change  of  velocity  and  by  pressure  due  to  reaction.  The  final 
velocity  regarding  wheel  and  the  final  pressure  are  both  very  low. 
The  only  purely  impulse  or  pressure  wheels  are  those  of  de 
Laval  or  Hero  respectively.  In  the  former  the  pressure  energy  of 
the  reservoir  steam  is  changed  into  velocity  energy,  the  fluid  meet- 
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ing  the  wheel  at  1400  ft.  per  sec,  expanding  in  the  nozzle  1*63 
times.  In  the  reaction  turbine  there  must  be  at  least  five  wheels 
if  a  pressure  of  100  lbs.  is  to  be  decreased  to  15  lbs.  absolute  (see 
p.  894},  and  the  passages  should  be  more  contracted,  thus,  in 
combination  with  slower  speed,  compelling  the  delivery  of  pres- 
sure energy.  While  Parsons  adopted  the  pressure  form  to 
-decrease  his  revolutions,  de  Laval  accepted  the  speed,  reducing  it 
afterwards;  and  so  the  turbine  has  been  developed  on  widely 
•different  lines. 

Steam  Turbine  Types  may  be  represented  in  classes : 
Impulse  Turbines, — The  de  Laval  turbine  is  illustrated  in  Fig. 
1031.  Steam  at  from  50  to  200  lbs.  pressure  enters  through  the 
stop  valve  a,  the  gauze  strainer  b  and  the  governor  throttle  d 
into  the  annular  chamber  e,  reaching  the  wheel  by  three  or  four 
nozzles  and  exhausting  at  l.  The  nozzle  s  (enlarged  section) 
is  set  at  20'*  to  the  wheel,  and  at-  j^"  clearance  from  it.  It 
gradually  increases  in  internal  diameter  to  give  the  1*63  to  i 
•expansion,  and  is  opened  or  closed  by  the  wheel  w  and  screwed 
spindle  v.  The  steam  reaches  the  wheel  with  efflux  velocity  of 
4127  ft.  per  sec,  and  the  blade  centres  should  travel  at  47  %  of 
this  or  1940  ft  per  sec.  if  a  theoretical  efficiency  of  88%  be 
•desired,  the  leaving  velocity  being  then  34%  of  the  initial,  or 
1360  ft  per  sec.  By  theory  this  should  give  11  H.P.  per  lb.  wt., 
or  9  lbs.  per  H.P.  hour.  In  practice  the  peripheral  velocity  is 
reduced  to  1380  ft.  per  sec,  thus  Reversing  the  conditions  of 
•entering  and  leaving,  and  the  pressure  decreases  from  215  lbs.  to 
93  lb.  absolute  into  a  vacuum  of  28".  The  wheel  is  mounted 
on  a  thin  flexible  shaft  g  supported  at  its  ends  in  self-adjusting 
bearings,  j  being  spherical  and  H  having  floating  discs.  On 
rotation  the  smallest  lack  of  balance  causes  the  wheel  centre  to 
move  outward  until  the  centrifugal  force  is  sufficiently  resisted  by 
the  shaft  stiff'ness,  when  a  *  critical  velocity '  of  stability  is  secured 
and  vibration  ceases.  This  *  settling  down '  occurs  at  ^th  to  |th  of 
the  maximum  speed,  and  is  given  in  revolutions  as 

where  h  is  the  static  deflection  due  to  disc  weight.    Experimenters 
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shew  that  the  rotation  is  again  unstable  at  higher  velocities,  and 
higher  critical  speeds  have  been  discovered,  thus  : — 


Critical  speeds     " 

ist 

2nd 

3rd 

4N 

4fN 
5iN 

4th 

Unloaded  shaft  ' 

N 

2N 

8N 

Concentrated  load  ...  ' 

N 

2|N 

3|N 

lo^N 

Distributed  load j 

N 

So,  although  the  de  Laval  flexible  shaft  settles  down  at  N,  it 
would  appear  to  reach  the  3rd  or  4th  speed  when  at  its  maximum 
rotation.  After  once  passing  N  the  vibrations  are  considerably 
reduced  between  the  critical  points,  the  shaft  centre  line  having 
two  loops  at  the  second,  and  three  loops  at  the  third  speeds. 
Referring  again  to  Fig.  1031,  the  wheel  speed  is  now  reduced  by 
helical  gearing  n  p,  constructed  in  hard  steel  to  meet  the  peripheral 
velocity  of  1000  ft.  per  sec,  and  the  revolutions  of  the  second 
shaft  Q  are  proportionally  decreased,  so  as  to  drive  the  pulley  r. 
The  wheel,  shewn  in  section,  at  f^,  is  carefully  designed  as  to 
thickness  so  as  to  meet  the  high  centrifugal  stresses,  which  are 
very  great,  and  practically  forbid  large  wheels,  or  powers  much 
beyond  300  H.P.  The  shaft  Gi  is  pinned  to  bush  u  at  its  centre 
to  preserve  flexibility,  while  the  blades  t  t  are  pressed  into  the 
wheel  laterally  and  then  caulked.  •  On  the  right  of  shaft  q  is  a 
disc  and  boss  a  a,  on  which  are  pivoted  the  governor  weights  b  by 
which,  taking  the  dotted  positions  on  increased  speed,  press  the 
spindle  c  c  rightward  against  the  spring,  and  move  lever  d  d.  This 
acts  on  e  and  c  to  depress  d  and  throttle  the  steam.  The  follow- 
ing are  some  general  dimensions : 


De  Laval  Turbines. 

H.P. 

Wheel  Dia."    Revs,  per  m.        ^'"^.t^' 

'    Shaft  dia." 

1 

5 

4                   30,000 

515 

1 

30 

8J         '      20,000 

774 

100 

19}         '      13,000 

Ills 
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30                 10,600 
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The  Rateau  turbine,  Fig.  1032,  is  a  multiple-stage 
*  de  Laval '  turbine.  Steam  enters  at  D,  through  throttle  e 
and  nozzles  to  wheels  c  c.  Between  each  pair  of  wheels  divisions 
B  B  are  fixed  in  the  casing  a  to  carry  guide  blades  b^  b^,  shewn 
in  larger  section;  wheels  and  divisions  completely  filling  the 
turbine  chamber.  The  forms  of  blade  for  wheel  and  casing  are 
both  shewn  in  plan  view,  and  the  rivet  fastening  is  also  apparent. 
The  exhaust  escapes  at  g.  The  shaft  d  enlarges  in  diameter  by 
steps,  so  that  the  wheels  may  be  easily  driven  upon  it.  The 
governor  is  not  shewn,  but  can  be  understood  from  p.  721.  The 
balls  flying  outward  put  one  or  other  of  the  bevel  wheels  in  gear 
on  a  separately  driven  shaft,  and  a  screwed  spindle  is  thereby 
rotated  in  one  direction  or  the  other  to  act  on  the  throttle  valve  e. 
by  Ifver  f.  This  turbine  uses  18  lbs.  steam  per  B.H.P.  hour,  the 
pressure  falling  from  120  to  1*63  lbs.  absolute. 

The  Riedler-Stumpf  turbine  has  a  single  Pelton  wheel: 
of  most  interesting  construction.  Referring  to  Fig.  1033,  the 
enlarged  section  shews  a  wheel  a  with  two  series  of  buckets  in 
parallel  rows.  Steam  enters  by  nozzles  f  f,  of  which  thefe  are 
a  large  number  connected  to  the  high-pressure  chamber  c' round 
the  wheel  circumference.  The  outlets  have  square  sections  in 
order  to  cover  the  buckets  more  efficiently,  and  the  steam  is 
rejected  by  the  first  set  of  buckets  gg  into  the  fixed  guide 
channel  h.  The  latter  returns  it  to  the  wheel,  where,  after 
passing  through  the  secondary  buckets  jj,  it  flows  into  the 
exhaust  chamber  at  a  low  absolute  velocity.  Also  the  buckets  y 
have  a  more  abrupt  angle  than  those  at  g,  because  meanwhile  the 
relative  velocity  of  the  stream  has  been  decreased,  and  its 
direction  changed.  The  exhaust  chamber  d  is  directly  connected 
to  surface  condensers  e  e,  and  the  wheel  a  is  overhung  on  the 
bearing  b.  A  consumption  of  14  lbs.  steam  per  B.H.P.  has  been 
obtained  with  the  wheel  as  shewn,  as  against  40  lbs.  when  driving 
one  set  of  buckets  only. 

The  Curtis  turbine,  Fig.  1033,  has  a  vertical  shaft  ^,  driven 
by  two  wheels  a  and  by  connected  usually  to  a  dynamo  h^  the 
whole  being  supported  on  a  specially-designed  footstep  /.  An 
enlarged  section  of  wheel  b  shews  three  sets  of  blades  m ;//,  while 
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two  sets  of  guides  n  n  are  fixed  to  the  chamber.  The  pieces  n^  n^ 
are  of  short  length,  existing  on  one  side  of  wheel  only,  but 
sufficient  to  take  the  whole  flow  from  the  five  valves  q  q.  The 
first  set  of  guides  pp  are  placed  very  acutely,  and  have  long 
passages,  corresponding  in  fact  to  de  Laval  nozzles,  and  supplying 
velocity  energy.  The  steam  enters  at  c,  and  passes  through 
wheel  b  to  the  intermediate  chamber  d^  whence  it  traverses  the 
blades  of  the  second  wheel  a  as  it  did  the  first,  exhausting  at  e  e. 
The  governor  j  actuates  levers  k  /,  and  by  suitable  rods  rotates  a 
cam  shaft  which  opens  or  closes  the  valves  ^  ^  in  succession,  so 
that  nozzles  //  are  wholly  filled  or  empty,  thus  increasing  the 
-efficiency  by  cut  off  instead  of  throttling.  These  turbines  are 
built  of  15  to  5000  H.P.,  and  weigh  Jth  of  a  reciprocating  engine 
oi  like  power.  The  decrease  of  steam  weight  used  when  super- 
heating is  I  %  for  every  5  %  rise,  as  already  stated,  while  in 
one  case  at  least  the  equivalent  of  i  lb.  of  coal  per  I.H.P.  was 
expended  at  |  to  full  load,  or  equal  to  that  of  good  Sulzer  engines. 
The  general  ■  consumption  of  steam  is  16  lbs.  per  B.H.P.  hr.,  the 
boiler  steam  of  118  lbs.  pressure  being  reduced  to  114  lbs.  at 
€ntry. 

Pressure  Titrbines, — The  Parsons  turbine  has  already  been 
•described  at  pp.  895  and  966  in  its  two  forms  of  radial  and 
parallel  flow.  As  stated,  the  former  was  only  adopted  on  account 
of  patent  difficulties,  and,  when  these  disapj^eared,  the  latter  was 
returned  to.  The  parallel  flow  turbine  is,  therefore,  the  only  one 
to  be  considered,  though  the  same  principle  of  pressure  and  slow 
expansion  is  adopted  in  both.  The  turbine  is  shewn  in  section 
at  p.  966,  and  a  few  more  points  will  be  explained  by  reference  to 
Fig.  1034.  The  governor  here  shewn  is  that  of  a  Brown-Bo veri 
Parsons  turbine.  Steam  enters  at  s,  and  flows  through  main 
valve  K,  which  is  lifted  by  the  steam  pressure  beneath  piston  l, 
when  valve  h  is  closed.  On  the  governor  spindle  is  an  eccentric 
<:,  which  operates  a  bell-crank  g  to  regularly  raise  and  depress 
valve  H,  the  lever  h  vibrating  rigidly.  When  the  latter  is  opened, 
the  piston  j  is  put  in  equilibrium,  permitting  spring  l  to  close  the 
main  valve,  and,  conversely,  when  h  is  closed,  k  opens.  The 
governor  sleeve  d  is  connected  by  levers  e  and  f  to  the  valve  h, 
vrhich  it  endeavours  to  keep  raised  at  some  certain  average  height. 
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and  thus  regulates  the  duration  of  steam  opening.  The  indicator 
diagram  is  given  at  k.  Parsons  and  others  have  adopted  special 
*  labyrinth '  bearings  or  their  equivalent  to  allow  small  lateral  pby 
with  steam  tightness.  A  set  of  discs  n  are  fixed  to  the  shaft  m,  and 
another  set  p  to  the  turbine  casing  q.  Slight  play  exists  even- 
where,  but'  is  taken  up  endwise  by  the  thrust,  and  the  steam  is  sc^ 
baffled  that  it  cannot  escape.  The  blades  r  are  fastened  to  the 
wheel  w  s  by  bending  over  the  saw-tooth  projections  and  ther> 
brazing  together.  Sketch  a  is  a  double-ended  turbine  patented 
by  Parsons.  The  live  steam  at  b  traverses  the  turbines  m 
opposite  directions  to  equalise  and  therefore  eliminate  thrast, 
the  balance  being  further  assured  by  the  connection  of  each  pair 
of  turbine  sets  through  the  equilibrium  passages  dd :  and  the 
exhaust  is  at  c.  Fig.  901,  p.  967,  is  the  usual  form  of  turbine. 
however,  where  axial  balance  is  procured  by  means  of  opposing 
pistons.  Reversing  turbines  have  been  suggested  and  tried, 
where  the  flow  of  steam  is  itself  changed  in  direction  by  alter- 
nately fixing  or  releasing  guide  or  wheel  blades,  but  they  have 
been  abandoned  on  account  of  the  much  lower  efficiency  c4" 
straight  blades.  In  Marine  work,  Parsons  adopts  a  separak 
turbine  /  for  the  reversal,  while  e  serves  for  forward  gear,  the 
steam  entering  at  //  //  and  leaving  at  g»  In  some  designs  the 
turbine /is  telescoped  within  e  to  save  space.  The  benefit  of  a 
good  vacuum  has  been  mentioned,  and  is  much  greater  in 
turbines  than  in  reciprocating  engines.  The  surface  condenser 
T  takes  steam  at  z,  and  delivers  as  water  into  pipe  u,  both  vapour 
and  water  being  removed  by  the  air-pump  v.  A  vacuum  aug- 
mentor  has  been  introduced  by  Parsons,  consisting  of  a  steam 
jet  Y,  using  about  i  J  %  of  that  supplied  to  engine,  which,  deliverin: 
into'  its  own  condenser  x,  withdraws  the  residual  vapour  in  t. 
The  cold  water  is  supplied  in  parallel  to  both  condensers,  and 
the  pump  does  duty  for  all.  The  Parsons  turbine  works  wi:h 
i2i  lbs.  of  steam  per  B.H.P.  hour,  on  an  average,  thou:h 
different  machines  vary  considerably,  and  9J  lbs.  of  steam  have 
been  reached.  The  speeds  are  between  1500  and  4000  revs, 
per  m. 

The  Schulz  pressure- turbine  is  divided  into  two  machines  or 
high  and  low  pressure  respectively,  and  the  steam  traversing  these 
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in  opposite  directions  eliminates  axial  pressure,  as  in  Parsons 
turbine  at  a  Fig.  1034.  Also  in  marine  work  the  two  turbines  may 
be  so  proportioned  as  to  resist  the  thrust  of  the  propeller  itself. 

Dynamos  driven  by  turbines  are  specially  designed,  and  1500 
revs,  per  m.  are  recommended.  Marine  propellers  are  also  built 
of  small  diameter,  and  with  a  pitch  suitable  to  the  high  speed  of 
revolution. 

Steam  Turbine  Calculations.— It  is  required  to  find  the 
cross-sectional  area  of  steam  fluid  as  it  expands  adiabatically 
without  frictional  resistance.  As  there  is  no  iction  the  expansion 
results  in  a  decrease  of  pressure  andincrease  of  velocity  such  that 
the  pressure  energy  of  the  source  is  entirely  converted  into  kinetic 
energy  when  the  steam  pressure  is  zero.  We  shall  consider  the 
particular  case  of  steam  at  165  lbs.  absolute  pressure,  expanding 
down  to  I  lb.  absolute,  and  the  changes  may  occur  either  in  the 
length  of  the  de  Laval  nozzle,  or  through  the  wheels  of  a  many- 
stage  turbine,  the  stream  areas  found  being  the  cross-sectional 
areas  of  the  nozzle  or  blade  spaces.  Let  suffix  i  indicate 
commencement^  and  suffix  2  any  other  position  of  the  stream,  and 
all  calculations  be  per  lb.  wt.  of  steam. 

Energy  at  pressure  Pi =  J  (Si  +  Li) 

Energy  at  any  other  pressure  P9  =  J  (Sa  4-  ^L,) 
where  x  is  the  dryness  fraction. 

The  stream  becomes  wet  as  it  parts  with  its  internal  energy, 
and  the  value  oi  x  can  be  found  from  the  r^  diagram,  Fig.  1035. 
Firstly,  construct  the  diagram  on  a  large  scale  by  the  method  of 
pp.  887-8.  Next  draw  line  kh^X.  temperature  366"  F.  for  165  lbs. 
pressure,  and  drop  perpendicular  hm.  As  explained  at  Fig.  851, 
p.  890,  the  part  ^^  is  dry  steam,  and  cb  the  condensation*  A 
series  of  horizontals  are  drawn  to  represent  pressures  (a  varying 
scale),  and  the  values  oi  ab  and  a  c  are  shewn  in  columns  / 
and  g  respectively  by  entropy  units.     Then — 

Dryness  fraction   x   =    — 7   =  ^ 
ab        f 

and  the  results  are  shewn  on  the  right.    Deducing  from  pp.  887-8, 
the  following  will  represent  the  method  algebraically  : — 

-i—-  -  -1— i     =     loge   -i 


4H 


Digitized  by 


Google 


ii8o 


Appendix   VI. 


Putting  oTj  =  I  for  initially  dry  steam,  and  inserting  all  other 
values,  x^  may  be  found.  The  pressure  energy  changing  into  its 
equivalent  of  kinetic,  we  have  then — 

Energy  delivered  up  to  any  point    =    Kinetic  energy  received 

j[(Si  +  L,)-(S.-*L.)]   =    g 

where  S^  and  Ss  are  the  sensible,  and  L^  and  L*  the  latent  heats, 
X  the  dryness,  and  J  =  774. 

Now  take  a  series  oi pressures^  and  tabulate  the  kinetic  ener^- 
and  the  veiocify  at  each  pressure. 
Next, 

Area  x  velocity   =  specific  volume  x  dryness 

Av  =   Yx 

144  Vx 

V 


and.     Area  in  sq.  ins. 


The  values  of/,  v^  and  a  are  finally  plotted  as  in  Fig.  1036, 
on  a  base  of  kinetic  energy.  Two  important  results  may 
be  deduced  :  (i)  the  vertical  «/ through  15  lbs.  pressure  divides 
the  base  into  135,000  and  1 15,000  foot  pounds,  the  first  of  which 
is  performed  before   reaching  atmospheric   pressure,  while  the 
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second  is  obtained  by  the  use  of  a  vacum  of  28",  shewing  the 
importance  of  condensation.  A  de  Laval  nozzle  would  have  a 
length  represented  by  <?/ if  condensing,  but  of  ^  n  if  non-condensm^ 
(2)  Dividing  the  velocity  curve  into  equal  vertical  drops,  we  shew 
a  number  of  shadings  that  indicate  the  wheels  of  a  multiple-stage 
turbine,  when  each  absorbs  an  equal  change  of  velocity.  It 
•will  be  seen  that  40,000  ft.  pds.  require  6  wheels  at  first,  2  after- 
wards, and  finally  one,  which  means  that  the  later  wheels  are  more 
efficient,  and  that  the  length  o  q  should  be  replaced  by  an  intro- 
<iuctQry  nozzle. 

The  design  of  a  steam  turbine  is  too  extensive  a  subject  to 
enter  on  here,  but  Fig.  1037  may  be  referred  to  as  shewing  the 
way  in  which  the  velocities  change  as  the  fluid  passes  through  the 
wheels.  Taken  very  simply  in  the  first  case  as  an  impulse  turbine 
with  non-expansible  fluid,  the  steam  enters  through  the  first  sei 
of  guide  blades,  and  passes  into  the  first  wheel  with  an  actual 
velocity  a^  which  becomes  a  relative  velocity  of  r^  if  wheel 
velocity  is  uk  Entering  the  second  guide,  where  a^  is  the  actual 
velocity,  equal  to  r^  and  placed  at  guide  angle,  this  is  changed  to 
the  relative  velocity  rj.  Again  r^  is  put  as  a^  to  enter  the  second 
wheel,  and  this  leaves  the  wheel  as  r^  but  at  angle  of  a^  to  enter 
the  next  set  of  guides  :  and  so  on.  The  limit  is  reached  when 
a^  =  w.  To  be  correct,  however,  this  construction  must  be  used 
in  conjunction  with  the  velocities  as  shewn  in  Fig.  1036,  which 
increase  as  the  fluid  expands,  and  more  wheels  would  therefore 
be  required  than  are  suggested.  In  a  reaction  turbine  a^  is 
greater  than  r^  and  a^  than  r,  in  a  relation  depending  on  the 
extent  to  which  the  passages  are  choked  The  energy  taken  by 
the  wheels  will  be  proportional  to  a^  -f^^- 

Fluid  friction  is  very  great  at  the  high  speeds  involved,  and 
this  will  modify  the  calculations  considerably. 

Pp,  yog^  giSy  and  ggg.  Petrol  Motor  Cars.  — The 
general  form  of  the  chassis  of  a  modem  car  has  settled  down,  and 
extraneous  types  are  gradually  disappearing.  The  latter  is  un- 
fortunate where  such  types  are  clever  and  well-working,  but  the 
demands  of  economical  manufacture  make  some  sort  of  standard- 
isation desirable.  The  Live-axle  Car  has  developed  simulia- 
.neously  with  the  Chain- driven  Car,  neither  being  now  belonging  to 
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any  particular  size  only.  In  the  former  universal  joints,  and  in  the 
latter  chain-driving  are  both  objectionable,  though  necessary  to 
meet  the  movement  of  the  back  springs. 


([LL 


^Mm 


The  Chain-driven  Car  has  been  described  at  p.  looi,  and  is 
further  illustrated  in  Fig.  1038,  where  engine  frame  is  shorter,  and 
there  are  as  before  four  cylinders  a,  with  a  water-pipe  b  delivering 


Digitized  by 


Google 


StcTioN  On  CD 


CarJbareiXor. 


Digitized  by 


Google 


Appendix   VI.  1185 

to  the  honeycomb  radiator  c  in  front  of  the  bonnet.  The  engine 
is  started  by  handle  e,  and  the  fly-wheel  f  connects  it  to  the 
*  propeller '  shaft  g,  the  revolutions  being  decreased  in  the  gear- 
box H,  and  transmitted  by  mitre  gear  to  the  chain  shaft  j,  from 
which  the  road  wheels  are  driven  by  chains  k  k.  The  foot  brake 
is  shewn  at  n,  and  the  main  hand  brakes  at  m  m  ;  and  the  fly-wheel 
clutch  is  released  by  a  second  pedal.  Hand  levers  q  are  for  gear 
changing  and  back  brake,  while  p  is  the  steering  pillar. 

Fig-  1039  shews  a  Live  axle  Car  of  smaller  power.  A  double- 
cylinder  engine  a,  supported  from  the  frame  by  cross  girders, 
turns  a  fly-wheel  b  and  propeller  shaft  d  as  usual,  the  speed  being 
reduced  by  spur  gear  at  c  and  by  bevels  at  e  in  transmitting  the 
rotations  to  the  live  axle.  Spring  play  is  permitted  by  the  two 
Hooke's  joints,  and  the  compensating  bevels  f  allow  a  differential 
motion  between  the  two  parts  of  the  hind  axle  when  steering 
round  corners.  Brakes  are  supplied  at  h,  and  a  silencer  j  for  the 
exhaust  gases. 

Passing  to  the  consideration  of  details,  Fig.  1040  gives  two 
sections  through  the  cylinders  of  a  10  H.  P.  double  cylinder  de 
Dion  engine  (see  rule  p.  1002).  The  cylinders  a  are  cast  with 
jacket  B,  and  plugs  c  fill  the  vent  holes.  The  whole  is  mounted 
on  an  aluminium  casing  l,  in  which  crank  n  rotates,  the  latter 
being  fed  with  oil  from  pump  j,  and  carrying  fly-wheel  p  outside. 
The  clutch  in  this  engine  is  located  with  the  gear  wheels.  The 
exhaust  cam  is  revolved  by  the  half-speed  or  *  lay '  shaft  h,  and 
the  valve  lift  adjusted  at  g.  The  inlet  d  is  lifted  automatically, 
though  many  inlets  are  now  opened  by  levers  and  cams,  and  the 
oil  and  water  are  drained  at  m.  The  Cottereau  engine,  Fig.  1041, 
is  a  type  of  a  three-cylinder  engine.  Crank  efforts  are  more 
uniform,  and  the  masses  are  balanced,  but  not  the  explosions, 
though  practically  this  is  scarcely  evident.  Inlet  and  exhaust 
valves  are  on  opposite  sides,  lever-lifted  from  separate  lay  shafts 
rotated  from  wheels  d.  The  starting  is  effected  by  handle  j,  and 
pullies  E  F  drive  an  air  fan  g  for  cooling  the  radiator  h. 

Of  Carburettors  there  are  two  main  kinds,  hand  adjusted  and 
automatic,  in  great  variety :  the  first  being  illustrated  by  the 
Longuemare^  Fig.  920,  p.  1005,  and  the  second  by  the  ingenious 
Crossley  carburettor.  Fig.  1042.     Petrol  enters  float  chamber  e, 
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where  it  is  kept  at  such  level  as  to  just  ooze  at  nipple  f,  its  outlet 
being  further  regulated  by  handscrew  g.  A  wooden  float  h  dips 
in  mercury  in  chamber  d,  and  carries  by  a  vertical  rod,  the  piston 
valve  J  controlling  the  admission  of  extra  or  adjusting  air.  A 
pipe  R  connects  the  second  nipple  k  with  the  opening  l  just  over 
the  wooden  float;  and  the  tubular  valve  m,  operated  from  a 
governor,  acts  as  a  throttle  on  the  prepared  mixture  on  its  way  to 
the  engine.  When  the  carburettor  is  in  action,  the  petrol  is 
drawn  from  q  to  p  past  the  spray  nipple  by  air  entering  through 
gauze  gratings  ;  but  if  the  suction  be  excessive,  a  partial  vacuum 
is  produced  immediately  over  the  float  h  by  means  of  the  suction 
pipe  KRL,  and  the  piston  valve  j  automatically  admits  the  larger 
amount  of  extra  air  to  adjust  the  greater  vaporisation  of  petrol,  a 
mixture  of  constant  richness  resulting.  The  mercury  is  steadied 
by  steel  balls,  and  kept  from  oxidation  by  a  film  of  glycerine. 

Electric  ignition  is  the  only  method  how  employed.  In 
addition  to  the  examples  at  p.  963,  two  other  varieties  are  given 
in  Figs.  1043  ^"^  io44>  where  the  firing,  arranged  for  four 
cylinders,  can  be  easily  applied  to  any  multiple  cylinder  engine. 
Fig.  1044  shews  the  ordinary  accumulator  system,  where  the 
primary  wire  n  b  from  the  accumulators  a  is  connected  in  series 
with  the  induction  coil  e  and  interrupting  cam  ^,  the  former  having 
a  trembling  hammer,  and  the  latter  a  baseboard  d  for  angular 
adjustment.  The  distributor  g  lies  in  the  secondary  circuit  m 
which  is  connected  at  r  to  the  firing  plugs  k^  returning  by  earth 
(engine  frame)  at  /,  and  the  choice  of  fire  is  decided  by  the  wiper 
in  contact  at  h.  Both  cam  and  distributor  are  rotated  by  chains 
at  equal  speed  with  the  valve  shaft/  and  four  times  in  a  revolu- 
tion (depending  on  number  of  cylinders)  cam  c  breaks  the  firing 
circuit,  and  a  highly  intensified  current  is  induced,  which  sparks 
at  the  plugs  >^  ^  in  one  cylinder  after  another ;  the  usual  order  of 
cylinders  being  i,  3,  2,  4,  thus  taking  opposite  cranks  in  pairs. 
The  wiper  baseboard  g  and  trip  board  d  can  both  be  simulta- 
neously turned  through  a  small  angle,  as  shewn  at  d^  g^ ,  by  the 
lever  ^,  in  order  to  advance  the  spark,  that  is,  cause  it  to  occur 
earlici  m  the  compression  stroke,  a  useful  method  of  hand 
governing  within  considerable  limits.  The  switch  /  puts  the 
apparatus  in  or  out  of  gear  when  required. 
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The  Sims- Bosch  magneto  ignition  has  been  described  on 
p.  965.  Objection  to  low-tension  failures  in  some  gases  on 
the  one  hand,  and  short  circuiting  by  high-tension  arrange- 
ments, resulted  in  the  introduction  of  the  Eisemann  system, 
Fig.  1043,  where  an  intermediate  tension  alternating  current  is 
generated  by  the  armature  n  within  the  magnet  a,  and  taken  off 
by  slip  rings  g  to  the  primary  circuit  m,  an  interrupting  cam  b 
breaking  the  circuit  at  h.  The  coil  c  is  without  trembler,  for  the 
current  is  already  alternating,  and  transforms  the  primary  into  the 
secondary  current  in  line  p,  which  is  connected  to  the  distri- 
butor J,  whence  it  is  taken  to  the  firing  plugs  e  by  l  l  and  returned 
by  earth  d.     The  rest  will  be  understood  from  Fig.  1044. 

Governors  are  now  fitted  to  car  engines,  and,  instead  of  letting 
them  close  the  exhaust  valve  as  formerly,  they  usually  act  on  a 
throttle  valve  to  adjust  the  supply  of  mixture  without  altering  its 
proportions^  producing  a  very  sensitive  regulation  at  all  speeds. 
The  Murray  governor,  Fig.  1045,  is  an  example.  The  governor 
shaft  is  driven  from  the  engine,  and,  as  the  balls  fly  out  with 
increased  speed,  they  act  upon  a  lever  b,  which  relieves  a  spring- 
loaded  throttle  valve  e,  and  the  supply  of  mixture  is  reduced. 
The  wedge  m,  however,  intervenes  to  an  extent  decided  upon  by 
the  hand  lever  l,  so  the  governor  action  becomes  early  or  late, 
and  is  therefore  compelled  to  hold  up  the  car  at  any  standard 
speed  desired  by  the  driver. 

The  starting  of  the  engine  is  effected  by  the  handle  f 
Fig.  1046,  which  is  pressed  against  the  spring  g  till  the  ratchets  k. 
and  J  engage,  and  thus  rotate  the  engine  shaft  h.  To  do  this 
easily  the  compression  may  be  prevented  for  the  first  stroke  or 
two  by  opening  the  exhaust  valve,  and  closing  it  again  when  the 
explosions  commence,  though  multiple-cylinder  engines  will  start 
easily  without  this  precaution.  The  ratchets  are  released  by  the 
spring  when  the  pressure  is  removed. 

To  reduce  the  exhaust  noise  the  gaseous  stream  must  be  split 
into  fine  jets,  while  providing  sufficient  area  to  avoid  undue  back 
pressure.  The  .S/a^/^v  Silencer,  Fig.  1047,  does  this  satisfactorily. 
Exhaust  gases  enter  at  a  and  pass  through  fine  holes  c  d  e  f  on 
their  way  to  the  outer  air,  being  further  split  up  by  baffle  pins 
within  the  pipes. 
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The  circulation  of  jacket-cooling  water  is  indicated  in  Fig  1049, 
the  hot  water  being  pumped  from  the  cylinders  to  the  cooling 
radiator,  then  to  the  rear  tank,  returning  to  the  cylinder  to  once 
more  absorb  heat  The  honeycomb  radiator  e,  P'ig.  1048,  i^ 
almost  universally  employed,  where  brass  tubes  c  c  of  circular 
section  are  expanded  into  hexagons  at  their  ends,  and  are  soldered 
together  by  dipping  the  whole  radiator,  front  and  back,  to  a  depth 
of  \'  in  a  bath  of  molten  tin.  The  space  d  between  the  tubes  is 
only  a  millimetre  wide,  and  thus  divides  the  water  stream  most 
thoroughly  when  presenting  it  to  the  cooling  air  passed  through 
the  tubes  by  a  fan  (Fig.  1041).     The  cup  a  is  for  filling  purposes. 

Fly-wheel  clutches  are  of  two  kinds.  The  leather-^ced 
clutch  A,  Fig.  1050,  has  an  internal  spring  to  keep  the  inner  and 
outer  cones  b  and  a  in  contact  except  when  relieved  by  the  ioo\ 
lever.  The  leather  is  kept  greased,  and  must  be  renewed 
annually.  The  objection  to  leather  has  introduced  metal-to-meiai 
clutches,  of  which  the  Crossley  clutch.  Fig.  1050,  is  an  example. 
The  inner  portion  consists  of  a  pair  of  shoes  f,  hinged  above  to  a 
central  bracket,  which  is  carried  on  a  hollow  shaft  engaging  with 
the  claw  clutch  on  first  gear  wheel.  Two  toggle  levers  e,  con- 
nected at  their  lower  ends  to  the  shoes,  are  united  at  their  upper 
ends  by  a  strong  spring  which  presses  the  shoes  outwards  against 
the  fly-wheel.  To  release  the  grip,  a  foot  lever  slides  the  cone  c 
leftwards,  which,  pressing  on  the  rollers  d,  separates  the  levers  at 
their  upper  extremities  and  draws  the  shoes  together.  The  clutch 
surfaces  are  cylinders,  not  cones,  and  they  must  be  kept  well 
oiled  to  ensure  slipping  when  required. 

After  the  fly-wheel  comes  the  gear  box.  Fig.  105 1,  an  im 
portant  but  unfortunate  necessity  with  all  petrol  engines.  These 
are  designed  for  four  speeds  on  large  and  three  speeds  on  smaller 
cars,  a  reversal  being  provided  in  both  cases ;  but  any  number  of 
speeds  can  be  easily  arranged  by  an  extra  pair  of  wheels  for  each 
The  engine  and  propeller  shaft  are  disconnected  at  y,  and  onlv 
coupled,  as  required,  by  clutching  wheels  a  and  f  together.  The 
wheel  A  runs  solid  with  the  fly-wheel  through  a  hollow  shaft  and 
flexible  coupling,  and  gears  constantly  with  wheel  b  on  a  second- 
motion  shaft  of  square  section,  the  rotation  being  transferred  to 
the  propeller  shaft  (also  of  square  section)  by  pairs  of  wheels,  c,  a 
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or  E,  F,  arranged  to  provide  the  first  and  second  speeds  of 
5  and  17  miles  per  hour;  while  the  top  speed  of  25  miles  is 
obtained  by  a  solid  drive.  First  it  must  be  understood  that  a 
is  locked  to  engine  shaft :  b  and  c  are  keyed  to  second  shaft. 
D  is  fixed  to  propeller  shaft,  on  which  it  runs  freely,  though 
coupled  to  X  by  a  hollow  shaft :  and  e  f  sHde  on  square 
shafts.  Thus  for  first  or  lowest  speed  e  is  slid  into  gear  with  f, 
and  the  drive  is  a,  b,  and  e,  f  ;  for  the  second  speed  e  and  f  are 
out  of  gear,  but  f  is  slid  into  clutch  with  d,  thus  driving  as  a,  b  : 
c,  D ;  and  the  third  speed  is  procured  by  clutching  f  with  a 
<iirectly.  To  reverse,  a  Marlborough  wheel  g  is  mounted  on 
•eccentric  bearings  s,  and  the  latter  being  rotated  by  lever  r, 
the  drive  is  ab,  eg,  gf,  which  gives  an  opposite  rotation  at 
slowest  speed.  The  clutch  lever  p  is  disjointed,  and  re-united 
by  a  strong  spring  q,  so  the  driver  merely  puts  his  lever  *  hard 
over,'  and  the  wheel  teeth  find  their  places  by  the  pressure  of  the 
spring,  a  method  less  harmful  to  the  teeth.  The  forks  t  t  are 
intermediately  operated  by  bell  cranks  u  and  rod  v,  and  the  whole 
is  enclosed  in  casing  l. 

The  propeller  shaft  is  traced  rearwards  till  it  drives  either  a 
chain  shaft  (p.  1004)  or  a  *live'  hind  axle  /A  Fig.  1052,  the 
speed  being  further  reduced  by  chain  or  bevels.  The  difficulty 
of  turning  comers  with  a  car  of  long  wheel  base  is  overcome  by 
■compensation  gear  a.  Imagine  a  drum  a  revolving  freely  on  its 
bearings,  and  carrying  on  diametral  studs  two  bevel  pinions  which 
.gear  respectively  with  two  separate  hind  axles,  one  to  each  wheel. 
So  long  as  the  front  wheels  b  b  are  steered  ahead,  the  four  bevels 
rotate  solidly  and  the  hind  road  wheels  revolve  at  equal  rates; 
but  if  the  car  be  steered  leftward,  say,  the  hind  wheel  and  bevel  e 
tend  to  remain  stationary,  when  d  would  revolve  at  double  the 
speed  of  a,  the  smaller  pinions  serving  as  live  rollers.  In  reality 
the  outer  wheel  merely  travels  more  rapidly  than  the  inner,  in 
automatically  correct  proportion  (see  p.  526).  The  portion  of  pro- 
peller shaft  between  gear  box  and  hind  axle  is  made  flexible  by 
universal  joint  m  and  telescopic  coupling  ^,  or  by  two  universal 
joints.  The  reduction  bevels  r  and  compensating  gear  s  are 
enclosed  in  a  casing  /  which  is  cast  with  a  bearing  tube  k  on 
-which  rest  the  springs  y,  and  the  wheel  g  is  slipped  upon   a 
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hexagon  end  of  the  axle,  so  as  to  be  easily  unshipped.  The 
casing  is  prevented  from  rotation  by  the  steadiment/  to  frame  «, 
and  h  is  the  brake  drum. 

Pitch-chain  drive  is  shewn  at  Fig.  975-6,  and  is  also  men- 
tioned on  pp.  545  and  1003-5.  Slackness  of  chain,  if  consider- 
able, is  remedied  by  the  withdrawal  of  one  or  more  links :  if  less 
important,  by  the  adjustment  in  length  of  a  screwed  rod  a. 
Fig.  105  a,  which  serves  as  a  stay  between  the  chain  shaft  bracket 
c  and  the  hind  axle  a  A  right-  and  left-hand  nut  alters  the 
length  as  required. 

The  Ackermann  Steering  Gear  will  be  understood  by  reference 
to  p.  1003  and  Fig.  919.  The  coupling  rod  4  is  connected  to  the 
levers  s  s,  which  are  splayed  outward  when  the  rod  is  in  front, 
but  inward  when  behind  the  axle  (see  Fig.  1055).  These  levers 
are  again  seen  at  Hi  Fig.  1052,  and  a  third  lever  g^  is  coupled  by 
a  rod  Fi  to  the  lever  e^  ,  which  is  actuated  by  worm  gear  d^  from 
the  hand  wheel  a^  through  pillar  C|.  The  small  levers  B|  are  for 
advance  spark,  mixture,  &'c 

Two  brakes  are  provided,  whose  general  relationship  is  shewn 
at  the  head  of  Fig.  1053.  The  foot  brake  is  usually  placed  on 
the  propeller  shaft  at  a,  but  can  also  be  put  upon  the  chain  shaft 
at  B,  while  a  pair  of  emergency  brakes  Ei  Ei  are  supplied  on  the 
hind  axle.  As  brake  straps  (Fig.  590,  p.  570)  are  non-reversible^ 
they  have  given  way  to  blocks,  and  the  foot-  or  shaft-brake  is  a 
drum  £,  on  the  right,  having  two  such  blocks  f  f  that  are  pressed 
together  by  the  pedal  h  and  lever  j,  the  release  being  effected  by 
the  spring,  and  the  torque  being  received  on  the  abutment  k  on 
the  frame.  The  wheel  brake  also  consists  of  a  pair  of  blocks 
Fx  Fi  all  with  renewable  cast-iron  shoes,  placed  within  a  drum 
attached  to  the  wheel  spokes ;  and  the  brake  is  put  in  action  by 
the  toggle  lever  a^,  which  is  pulled  over  by  the  steel  cord  g, 
attached  to  the  hand  lever,  the  upper  stud  Bj  being  meanwhile 
held  firmly  to  the  frame  by  the  rod  c. 

In  order  that  the  brake  may  be  applied  simultaneously  to 
both  wheels,  the  hand  lever  is  fixed  to  a  shaft  lying  across  the 
frame,  and  the  brake  rods  are  connected  to  short  levers  alsa 
keyed  thereon.  An  exact  compensation  is  obtained  by  the 
Panhard  steel  cord  ^,  which  passes  through  the  brake  shaft  g  and 
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round  puUies/y  on  the  short  levers.  Various  forms  of  levers  are 
sometimes  substituted  for  the  cord,  and  the  Argyll  gear  is  seen 
on  the  left.  The  brake  levers  b  b  act  upon  the  fulcra  of  bell- 
crank  levers  e  e  that  connect  to  the  brake  rods  d  d^  the  pull  being. 


Digitized  by 


Google 


1 194  Appendix   VI , 

resisted  by  the  coupling  rod  /  which  is  adjustable  in  length. 
These  levers,  turning  freely  on  their  fulcra,  are  the  equivalent 
•of  the  Panhard  rope,  while  being  more  sensitive. 

As  already  indicated,  the  form  of  modem  car  is  rapidly  settling 
down  to  that  of  front  vertical  engine  and  back-driving  wheels,  but 
two  other  forms  out  of  the  many  may  be  described.  The  Duryea 
Car,  Fig.  1054,  is  typical  of  American  development,  the  engines  r 
being  horizontal,  and  the  speed,  being  decreased  by  two  sets  <rf 
epicyclic  gear  at  c,  is  transmitted  by  chain  to  drum  e,  in  which 
are  two  brakes  for  the  two  parts  of  the  live  axle.  The  steering 
rod  A  connects  to  Ackermann  levers  b  as  usual  Each  epicyclic 
•'box  will  give  two  speeds,  one  when  the  gear  is  in  action  and  one 
^vhen  running  solid,  so  there  are  four  speeds  and  a  reverse  pn> 
vided.  Perhaps  the  fault  of  this  car  lies  in  the  large  portion  of 
the  running  weight  that  is  carried  on  the  hind  wheels. 

The  Wihon-Pilcher  Car,  Fig.  1055,  is  driven  from  four  or  six 
cylinders  with  opposed  pistons,  and  any  little  engine  vibration  is 
further  relieved  by  hanging  the  engine  frame  at  the  front  end, 
from  a  high  support,  steadying  by  means  of  springs  between  the 
•cylinder  heads  and  the  main  frame.  The  fly-wheel  l  is  placed  in 
front,  and  the  shaft  clutch  is  at  a,  while  the  two. epicyclic  boxes 
u  and  c  provide  for  speed  reduction.  The  forward  or  reverse 
motion,  as  may  be  required,  is  effected  by  moving  the  wheels  d 
and  E  axially  as  one  block,  through  lever  h,  so  as  to  gear 
respectively  with  pinion  f  ;  the  compensating  gear  being  within 
box  G,  and  the  brake  drum  at  m.  The  change  gear  is  shewn  in 
Fig.  1056,  where  an  annular  spur  wheel  a  is  supposed  to  be  fixed 
to  the  frame  f,  while  a  second  loose  wheel  l  is  connected  thereto 
through  an  intermediate  pinion  c  mounted  on  an  arm  b.  When  b 
is  rotated  through  a  circle,  wheel  l  partakes  of  the  usual  two 

motions,  and  will  have  revolved  i  +  -  times.  If  the  diameter  of  a 
be  twice  l,  the  rotations  of  l  will  be  three  times  those  of  the 
arm  b.  Supposing  now  l  is  on  the  engine  shaft,  and  the  pro- 
peller shaft  is  rigid  with  b.  Then  the  propeller  shaft  will  have 
one-third  the  speed  of  the  engine  shaft,  and  of  course  other  ratios 
Avill  give  other  speeds.  Further,  if  a  be  freed  and  the  arm  b 
made  rigid  with  l,  the  whole  rotates  solidly,  and  the  two  shafts 
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have  equal  speeds.  The  changes  are  obtained  by  moving  a  to 
right  or  left,  to  engage  the  frame  cone  at  the  low  speed  and  the 
cone  G  for  the  solid  drive.  The  two  epicyclic  boxes  provide 
therefore  four  speeds,  while  the  axle  bevels  give  the  reversal. 
Epicyclic  gear  has  much  to  recommend  it  for  cars,  the  teeth 
being  always  in  mesh,  but  not  in  action  when  not  reducing. 
The  Gobron-Brillie^  Fig.  1057,  is  a  balanced  engine  of  great 


F/xjf  /057 

interest.  The  cylinders  are  closed  at  bothjends  by  pistons  only, 
c  c  and  D  D,  those  at  d  d  having  the  usual  connecting  rods,  while 
the  further  ones  c  c  have  short  rods  to  a  transom  or  gudgeon  g. 
and  long  rods  f  f  outside  to  cranks  b  b  which  directly  oppose  the 
other  cranks  a  a.  The  explosions  moving  the  pistons  siroul- 
taneously  outward,  the  reciprocating  weights  in  one  direction  are 
arranged  to  completely  balance  opposite-moving  ones,  and  there 
are  no  explosions  to  balance.     The  engines  are  usually  ananged 
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in  pairs  as  shewn,  but  can  of  course  be  constructed  with  single 
cylinders.  The  half-speed  shaft  k  and  the  valves  h  j  are  of  the 
usual  type. 

F.  8g8.  Balancing. — Professor  Dalby  has  devised  an 
ingenious  graphic  method  for  finding  where  additional  masses, 
reciprocating  or  rotating,  should  be  placed  to  complete  the 
balance  of  an  imperfectly  balanced  engine. 

Revolving  Weights, — Referring  to  Fig.  1057a,  the'crank  shaft 
a  b  has  a  centrifugal  force  F;  due  to  rotation  of  the  crank  d  and 
the  weight  w.  Place  a  drawing-board  or  reference  plane 
transversely  at  any  point  a  in  the  shaft.  Then,  transferring  the 
effect  of  F  to  the  plane,  we  have 

(i)  A  Force  F  (shewn  dotted)  acting  at  a 

(2)  A  Moment  ¥c  round  point  a. 

Calculating  in  this  manner  for  any  number  of  cranks,  two  sets 
of  radial  values  are  obtained,  as  at  g  and  h,  one  of  forces  and  the 
other  of  moments.  For  purposes  of  comparison,  7v  may  be 
substituted  for  its  centrifugal  force,  and  two  polygons  are  drawn, 
as  at  J  and  k  ; 

(3)  A  Polygon  of  forces  ^^/^  &c. 

(4)  A  Polygon  of  moments  fa^/^a^  &c. 

When  both  polygons  close,  there  is  perfect  balance  of  the 
revolving  weights.     In  the  figures  the  closures  are  incomplete. 

Reciprocating  Weights, — If  these  be  balanced  by  other  recipro- 
cating weights,  the  previous  construction  may  be  exactly  followed  : 
the  weights  being  considered  as  collected  at  the  crank  pins  ;  but 
it  is  quite  impossible  to  balance  reciprocating  by  revolving  weights. 
Transferring  their  effect  to  a,  we  have,  for  the  reciprocating 
weights, 

(5)  A  Polygon  of  forces. 

(6)  A  Polygon  of  moments. 

And  the  polygons  must  both  close  for  perfect  balance. 

To  rectify  imperfect  Balance, — (7)  Supply  a  force  at  a  equal  in 
magnitude  and  direction  to  the  closing  line  in  the  force  polygon ; 
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(8)  Place  a  crank  and  a  mass  in  such  a  position  on  the  shaft  as 
to  cause  the  moment  shewn  by  the  closing  line  of  the  moment 
polygon.  As  this  must  be  done  for  revolving  and  reciprocatinki 
masses  separately,  we  may  have  to  close  four  polygons,  and  there 
might  be  altogether  four  cranks  with  their  allied  revolving  and 
reciprocating  masses  respectively.  ' 

To  reduce  this  complication,  place  the  reference  plane  across 
the  centre  line  of  one  of  the  original  cranks,  and  let  the  angle  <^\ 
that  crank  with  its  mass  be  determined  by  the  closing  line  of  the 
force  polygon  for  the- other  cranks.  Also  so  arrange  the  other 
masses  that  their  moment  polygon  will  close.  We  thus  have  no 
additional  crank  to  provide  for,  say,  the  revolving  weights. 

Next,  let  there  be  a  definite  and  equal  proportional  relation 
between  the  masses  of  the  reciprocating  and  revolving  weights 
throughout,  when  each  pair,  though  of  both  kinds,  may  be  added 
at  their  respective  crank-pins,  and  the  same  pair  of  polygons 
(force  and  moment)  will  serve  for  both  sets  of  weights.  This 
extreme  simplification  will  be  difficult  in  some  cases,  but  the 
actual  requirements  for  true  balance,  as  they  have  been  stated 
will  be  a  sufficient  guide  for  any  case,  however  stubborn ;  indeed, 
four-crank  engines  can  always  be  thus  simplified.  It  must  also 
be  clear  that  the  motion  of  the  reciprocating  masses  has  here 
been  considered  as  pure  harmonic,  and  that  the  whipping  of  shon 
connecting  rods  in  high-speed  engines  would  constitute  an 
additional  lack  of  balance. 

In  further  explanation  let  us  take  a  suppositious  example. 
Four  cranks,  I,  II,  III,  IV  are  placed  in  various  positions  on  one 
shaft,  II  and  IV  having  known  masses  =  i  in  each  case,  while 
?;  of  the  mass  on  every  crank  is  supposed  to  reciprocate.     Then, 

Mass  moment  of  II  =  i  x  3  =  3. 
„  „  IV  =  I  X  7  =  7. 

Setting  these  out  in  a  moment  polygon  we  find  the  closing  line  to 
measure  7*6. 

.*.  Mass  moment  of  III  =  7*6 

and  Mass  at  III  =   ^    =    i"52 

Thus  the  mass  moments   of  I,  II,  III  will   balance  on  the 
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reference  plane,  which  has  been  taken  at  centre  of  crank  I,  The 
force  polygon  is  next  constructed  of  the  three  forces,  i,  1-52,  i, 
and  the  closing  line  will  shew  the  required  direction  of  crank  1, 
as  well  as  the  value  of  the  mass  ('565)  to  be  placed  on  the  crank. 
It  must,  however,  be  remembered,  from  our  first  conditions,  that 
f  of  this  mass  must  reciprocate,  while  ^  revolves. 

Engines  of  accurately-balanced  design  have  already  been  shewn 
at  A  and  c,  p.  898,  and  at  Fig.  1057,  while  the  method  of  approxi- 
mate balance  adopted  in  locomotives  is  also  described  at  p.  898, 
where  the  only  matter  of  doubt  is  the  proportion  of  reciprocating 
weights  that  are  to  be  treated  as  revolving.  This  proportion, 
formerly  commencing  at  J  to  ^  in  the  older  and  lighter  engines, 
has  now  been  increased  to  |  or  ^  in  the  heavier  modern 
locomotives,  f  being  the  average  fraction;  d  and  e,  Fig.  1057^, 
are  further  balanced  examples. 


CHAPTER  XL 

F.  yi4.  Coefficient  of  Discharge. — Fig.  1058  shews  a 
laboratory  apparatus  designed  to  measure  with  accuracy  the  flow 
of  water  over  notches,  either  for  proving  the  law  or  for  deter- 
mining the  Coefficient  of  Discharge,  The  apparatus  will  be  here 
described  as  arranged  for  ascertaining  the  coefficient  of  a  rec- 
tangular notch  at  various  heads.  Water  flows  through  a  i  in. 
pipe  into  the  upper  tank  a,  being  steadied  by  the  perforated 
plates  at  D,  and,  flowing  quietly  over  the  notch  h,  arrives  in  the 
larger  or  measuring  tank  b,  from  which  it  can  be  drained  at  k. 
The  notch  plate  is  shewn  at  (6),  being  i|"  wide  and  nearly  knife- 
edged.  At  (2)  a  weight  Gi  carries  a  needle  that  is  adjusted 
vertically  downwards  from  a  bracket  at  front  of  tank  a,  till  its 
point  is  level  with  the  lower  edge  of  the  notch.  The  float  Ej  , 
at  (4),  rests  on  the  water  in  tank  a  and  slides  vertically  on  glass 
rods  u  u  fixed  to  the  bar  s.  This  bar  also  carries  a  fine  scale  r, 
to  shew  the  float  level  by  the  pointer  q,  carried  on  a  wire  n. 
When  needle  j  (2)  has  been  levelled  with  the  knife-edge,  water  is 
permitted  to  rise  till  it  just  touches  the  needle,  and  the  float 
height  is  noted.     This  must  be  done  with  very  great  accuracy,  so 
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instead  of  entirely  adjusting  by  tap  flow,  the  water  level  is  finally 
raised  by  the  displacement  due  to  the  wood  block  Fi  at  (3),  which 
rests  on  a  fulcrum  l  and  is  adjusted  by  screw  m.  The  fluid  heads 
used  in  this  experiment  are  very  small,  and  unless  they  can  be 
read  to  thousandths  of  an  inch  the  results  are  of  little  value.  A 
telescope  (7)  is  therefore  bracketed  near  the  scale  r,  both  original 
notch  level  and  rise  or  head  due  to  various  discharges  being 
noted  by  its  help.  Lastly  the  float  v  at  (5),  carefully  calibrated, 
is  placed  vertically  in  tank  b.  It  rises  on  guide  wires  w  w,  and 
its  wood  scale  of  lbs.  of  water  is  read  on  a  fixed  pointer  z,  all 
carried  on  a  base  y  and  upright  a. 

In  an  actual  experiment  under  five  different  heads,  viz.  '84, 
I -08,  1*326,  1*6,  and  2*  123  ins.,  the  following  data  and  results 
were  stated  and  obtained : — 

1.  Dimensions  of  notch. 

2.  Duration  of  each  test  (about  6  mins.) 

3.  Mean  head  at  each  test. 

4.  Total  actual  discharge. 

5.  Actual  discharge  per  mmute. 

6.  Theoretical  discharge  per  minute. 

7.  Coefficient  of  discharge  (eh^^^l) 

8.  Temperature  of  water,  . 

The  head  was  taken  every  quarter  minute,  and  the  mean 
obtained  therefrom  for  each  separate  test  The  low^er  tank  being 
too  small  for  the  whole  discharge,  the  total  actual  discharge  was 
found  by  adding  the  separate  fillings ;  and  the  discharge  per 
minute  deduced  from  the  time  of  test.     From  p.  714: — 

Theoretical  discharge  =  f  BH  x  Jigy.  H^ 

=  fV^xB(H)^ 

(or  putting  B  and  H  in  inches)  =  40'i5  M^  lbs.  per  m. 


Tabulating  the  results  of  the  five  tests  : — 
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Head  in 
inches* 

Theoretical 
Discharge 
lbs.  per  m. 

1                             1 
1   Actual  Discharge 
lbs.  per  m. 

Coefficient  of    i 
Discharge.      ! 

■  "1 

•84 

53*9 

1             35 -5 

•659       I 

i-o8           , 

786 

49*2 

•626       j 

1*326 

io6-8 

i             670 

-627 

I  60 

141-6 

'             87-8 

•614       , 

2123         j 

216-5 

132-0 

•609 

' 

V 

% 

4/ 

/ 

i 

^ 

1 
1 

0 

-f 

y^ 

k 

y    ■      ^ 

T'^^-^ 

1 

?t 

•C 

^ 
^ 

^u 

/    <^ 

2 

5 

♦ 

d^ 

,^^ 

% 

1^ 

y\^ 

s^ 

? 

V 

0 

^.^ 

0 

^„^^ 

tl 

,c^ 

.              X              1               . 

W         1     105' 

1326*      ,        |.6* 

.1      .        1        1         .         .         . 

1     «^ 

"0 

H£ADS 

FigJ059.       RextatvcfulcLr  JVhlc/v  EJxnerinvtnJL 

The  discharges  per  min.  and  the  coefficients  are  plotted  in 
Fig.  1059,  and  shew  a  gradual  decrease  in  the  coefficient  with 

larger  heads. 

P,  '^jo.  The  Hydraulic  Impulse  Ram. — A  special  form 
of  this  most  important  contrivance  is  illustrated  in  Fig.  1060, 
where  the  power  water  and  delivery  water  are  obtained  from 
separate  sources.     In  this  m^ner,  the  former  may  be  drawn  from 
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a  more  or  less  dirty  river,  while  the  latter  may  come  from  a  clean 
well  or  spring  supply.  The  river-water  enters  pipe  a,  and  escapes 
in  the  first  place  through  small  holes  in  valve  c :  thence  to 
chamber  e,  and  escape  pipe  b.  When  the  column  of  water  in  n 
and  A  has  acquired  the  maximum  velocity  due  to  head,  the  valve 
<:  is  lifted  suddenly  so  as  to  strike  the  top  of  the  bell  d,  the  india-. 
rubber  block  at  top  of  valve  closing  the  orifices  in  d.  The  out- 
flow of  the  water  being  stopped,  its  momentum  forces  up  the 


T^T^ 


JTyCg  /060 

piston  G,  which  also  acts  as  a  pump  plunger,  whose  return  stroke 
is  obtained  by  its  own  weight.  At  the  down  stroke  of  g,  clear 
water  is  drawn  from  the  tank  m  through  the  suction  valve  h,  and 
at  the  up  stroke  this  water  is  forced  through  valve  k  into  the  air 
•chamber  l,  where  it  finally  passes  through  the  delivery  valve  j  to 
the  higher  level  required.  The  supply  pipe  a  is  provided  with  a 
back-pressure  valve  f,  which  closes  at  the  same  time  as  c,  so  that 
the  whole  energy  of  the  water  is  utilised,  and  not  partly  spent  in 
forcing  some  of  the  fluid  back  into  the  tank  n.  The  force  of  the 
water  in  a  having  been  spent,  valve  b  falls  back  on  its  seat,  and  g 
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falls  also  to  the  position  in  the  diagram :  while  the  pump  k  re-fills, 
and  the  action  is  repeated. 

To  keep  the  air  vessel  supplied  with  air,  a  snifting  valve  r  is 
fitted  between  suction  and  delivery ;  and  the  valves  p  and  Q  sen  e 
to  empty  the  chamber  l  of  air  and  water  respectively,  when  it  is 
desired  to  stop  the  action  of  the  apparatus. 

With  this  pump  60  cubic  feet  of  power  water  per  minute  at  a 
fall  of  3  feet  has  been  made  to  lift  300  cubic  feet  of  clear  water  to 
a  height  of  360  feet  in  24  hours;  which  corresponds  to  an 
efficiency  of  41  per  cent. ;  but  a  maximum  of  70  per  cent  efficiency 
may  be  looked  for  in  the  case  of  all  impulse  rams  under 
favourable  circumstances. 

P.  ';jo.  Air  Vessels  for  Pumps. — The  air  in  air  vessels 
becomes  gradually  absorbed  during  the  working  of  the  pump, 
especially  at  higher  pressures.  It  is  for  this  reason  that  air  vessels 
are  not  permissible  in  accumulator  pumps  (see  p.  734).  To  re- 
charge such  a  vessel  with  air,  two  cocks  may  be  used,  one  at  the 
top  and  one  at  the  bottom  of  the  vessel,  so  that  water  may  be 


ixcfjoei 


S£cr/OA/ 

c 


SrvLfytuvg  VcUtfje.^  for  Air  Y^esseZs. 

drawn  off  below  and  air  re-admitted  above.  If  it  be  desired  lo 
admit  it  automatically  while  at  work,  a  snifting  valve,  a  separate  air 
pump,  or  an  *  air  injector '  as  it  is  termed,  may  be  adopted.  The 
first  of  these,  shewn  in  Fig.  io6i,  is  placed  between  the  suction 
and  delivery  valves ;  and  consists  of  a  gun-metal  chamber  f, 
containing  a  ball  a  which  rolls  backward  and  forward  on  account 
of  the  pump  stroke.  When  rolled  leftward,  air  is  drawn  inward 
at  E,  while  the  escape  of  water  on  return  stroke  is  prevented  by 
a  rightward  roll;  and  the  whole  may  be  put  out  of  action  or 
adjusted  by  the  screwed  plug  d. 

The  air  injector  in  Fig.  J062  is  a  much  better  contrivance.    A 
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•small  cylindrical  chamber  d  is  connected  at  bottom  to  a  point  just 
under  the  delivery  valve,  and  at  top  to  the  air  vessel.  The  rise 
and  fall  of  water  in  b  acts  as  a  liquid  piston  to  draw  in  air  at  e  and 
■deliver  it  into  the  air  vessel,  while  cock  a  adjusts  the  action,  c 
and  D  are  glass  gauges. 


J3Xr  Jjn^^e^ctor 


ron 


Jiju^yk^SjeZs . 


(^VS/HJFPERMAN  So  LEV^fS) 


Fjuq,  1062, 


F.  y28.  The  Centrifugal  Pump.— The  diagram  of  pump 
■efficiencies,  p.  734,  shews  that  a  single  pump  is  unfit  for  high 
lifts  because  of  the  rapidly  decreasing  economy  at  increase  of 
pressure.  The  difficulty  can  be  overcome  by  compounding,  that 
is,  placing  two  or  more  pumps  in  series,  so  that  the  pressure-head 
obtained  finally  is  the  aggregate  of  those  due  to   each   pump. 

Sulzer  was  the  first  to  adopt  this  principle  of  multiple  stages, 
and  he  was  rapidly  followed  by  Rateau,  in  Paris,  and  Richards 
and  Jackson  in  America.  Any  arrangement  of  separate  pumps 
having  each  delivery  pipe  connected  to  the  suction  of  the  next 
in  order  would  fulfil  the  requirements,  but  they  are  more 
conveniently  made  in  one  casting.  Referring  to  Fig.  1062,  the 
upper  drawing  is  a  five-stage  pump,  where  the  main  suction  is  at 
A  and  the  delivery  at  b.  Naturally  the  water  enters  most  con- 
veniently in  an  axial  direction,  while  the  wheels  c  c  deliver  at 
their  circumferences  into  the  intermediate  passages  dd;  but  a 
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leftward  axial  stress  is  thereby  caused,  which  must  be  balanced  by- 
the  pressure  of  the  delivery  water  on  the  piston  e.     The  lower 


Pumfi^.  '  FXq.  1062. 

drawing  is  a  two-stage  pump  of  a  similar  design,  but  with  one 
great  improvement :  the  wheels  or  impellers  are  placed  back  lo 
back,  and  the  axial  stress  is  thereby  completely  eliminated.     The 
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water  enters  at  f,  and  passing  the  first  wheel  h,  travels  along  the 
passages  k  p  to  wheel  j,  whence  it  escapes  at  g.  The  end  view 
will  serve  for  both  pumps.  The  wheel  m,  rotating  in  the  direction 
shewn,  gives  the  water  both  tangential  and  radial  flow.  As  it  is 
desired  that  the  fluid  shall  be  simply  pressed  forward  radially  and 
quietly,  the  tangential  velocity  is  next  eliminated  by  the  relative 
back  action  of  the  guide  blades  n,  fixed  in  the  casing,  and  having 
an  inclination  opposed  to  the  wheel  motion.  The  principle  is 
simply  that  of  a  reversed  water  turbine,  and  such  pumps  are 
generally  spoken  of  as  turbine  pumps.  The  axial  balance  piston 
was  introduced  by  Rateau,  and  the  back-to-back  wheels  by 
Sulzer.  The  latter  are  equally  applicable  to  many  stages,  but 
must  be  so  arranged  that  half  the  wheels  point  in  the  opposite 
direction  tp  the  other  half.  The  guide  blades  are  an  old  principle 
revived. 

The  efficiencies  in  compound  pumps  at  high  lifts  are  very 
good,  while  those  on  p.  734  for  single  wheels  only  reach  their 
maximum  at  low  lifts.     As  to  actual  work,  a  20  in.  six-stage  pump 
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would  raise  20  million  gallons  per  24  hours  to  a  height  of  185 
feet.  Fig.  1063  is  plotted  from  experiments  made  upon  a  six- 
stage  centrifugal  pump  of  6"  aperture,  with  a  wheel  22'  diameter. 
It  will  'be  seen  that  the  efficiency  varies  with  the  rate  of  delivery 
in  a  very  remarkable  way,  the  highest  values  being  always 
obtained  when  small  quantities  are  being  supplied  at  high  head. 

Pp,  7j6  and  738.     Friction  of  Hydraulic  Ram. 

Example  79.    A  hydraulic  lift  with  ram,  load,  &c.,  weighs  10  tons, 

the  ram  is  9"  diameter,  and  the  friction  in  the  mechanism  is  equal  to 

'05  of  the  gross  load.    The  accumulator  is  half  a  mile  away,  and  is 

loaded  to  800  lbs.  per  sq.  in.,  and  the  diameter  of  the  supply  pipe  is 

3  ins.     Estimate  the  speed  of  ascent  of  the  lift,  if  the  loss  of  head  in 

'0005  Lvi^ 
the  pipe  is    —  r^         feet  where  Vi  is  the  water  velocity  in  pipe. 

(Board  of  Education  Applied  Mechs.  Exam.,  3rd  stage,  1904.) 

Let  V  =  speed  of  lift.    Then,  comparing  areas  of  ram  and  pipe, 
91/  =  velocity  in  supply  pipe. 

Putting  loss  of  head  as  loss  of  pressure  in  3"  supply  pipe  : 

H  ooosLt/j*        -0005  X  5280  x(9zf)»        ,0,    2» 

^  =  J^  =       i-jD       =         2-3X2X-25         "   '^^^   Ibs^pcrsq.in- 

The  pressure  in  ram  will  then  be  800-  184  z/*  lbs.  per  sq.  in. 

Next  equate  work  inside  ram  with  external  work,  and  we  have, 

(800-184  Z/*)x-~  XV    =    lOX  2240  X  1*05  XZ' 

/,  t/S  =  2*34     and  v  =   1*53  ft.  per  nu 
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exponent         .  .  605 
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Adjustment  of  stroke  in  hydraulic 
pressure  engine,  automatic 
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nical advantage. 

of  machine  tools 
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power 577 
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Agents,  comparison  of  horse  power 
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systems     ....  881 
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—    injector 
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Angle  bar  cutting  machine 
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of  friction  . 
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rollers 
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expansion  gear  . 

lifting  injector  . 

stroke  adjustment   in   hy- 
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turret  lathe 


Automatically  adjustable  hanger  . 
Available  energy  .  .  .  . 
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— ^,,  compound  wheel  and  . 
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Backing-off  lathe 
Backlash  of  teeth . 
Balance  for  lift,  hydraulic 
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•  engine  . 
hydraulic  lift 
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Ball  bearings  .  .  568,  872,  1 1 20 
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Band  sawing  machine  .  .  294 

Bar,  composition  of  puddled  .     76 

— ,  rolling  of  steel  .  280 

Bases  for  velocity  curves,  time  and 

distance  .  ....  491 

Basic  steel 791 

Bauschinger's  experiments  .  .  840 
Beader,  tube  ....  326 
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example        ....  953 
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Belting,  chain      .  •        -  53- 
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,  tension  of   .         .         .   527,  867 

Bender,  hydraulic  plate  .  v& 

Bending  and   compression,    com- 
bined action     .         .         .        .455 

and  tension,  combined  action  453 

and     torsion,     combined 

action       ....    461,850 

coefficient  .         .        .436 

— ' for  rectangular  sec- 
tions, table  of  .         .         .        .430 


-  moment  and  shearing  force 
diagram,  combined  .         .        .444 

moment  and  vertical  shear  437 

,  equivalent   .        .40* 

'  for  beam  fixed  one 


end,  supported  at  other,  loaded 
with  own  weight       .         .        .443 

moment  tor  beam,  fixed  both 

ends,  loaded  centrally  .  44^ 
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IBending  moment  forbeam,fixed  both 
ends,  load  uniformly  distributed  442 
moment  for  cantilever,  con- 


centrated load 

moment  for  cantilever,  uni- 


formly distributed  load 

■  moment  for  gii^der,  concen- 


trated load  at  centre,  supported 
both  ends  .        . 

■  moment  for  girder,  load  at 


any  point,  supported  both  ends 
moment   for    girder,  load 


438 
439 


439 


440 


uniformly  distributed,  supported 
boih  en<k  .... 

moment,  graphically 

,  least    . 

-,  ship's  . 


■437, 


.r: 


rolls,  plate 

stress  action 

theories    . 

,  work  of 

3ent  crank,  forging  a 
"Bessemer  steel  plant 
Best  ratio  of  expansion 
Bevel  gearing 

pinion,  making  pattern  01 

tooth  cutting 

wheel  moulding    .    .    . 

'    -   teeth   . 

cutting 

wheels,  cutting     . 

Bilgram  bevel-gear  planer  . 
Black  wash  .... 
Blackening,  object  and  composition 

of 6 

1012 
2,  n^  78« 


440 

853 
760 
854 
294 
426 
1078 
1078 
122 

79 
772 

578 

60 

823 

34 
520 

753 


986 
8 


»  plumbago 


Blast  furnace 


charge 
gas. 


339, 


,  smith's 

Block  and  tackle  . 

,  worm-gear  pulley 

Blooms  '      .        ... 

Blower,  Roots*  ...         ^ 

Board  of  Trade  rule  for  furiiace 

tubes 

Boiler,  Babcock- Wilcox 
,  Belleville    . 

covering 

,  De  Naeger  . 

,  drilling  and  riveting  a  loco 

motive 
,  Du  Temple 

efficiency     .         .        .    768; 

.explosions 

,  Field  . 


789 

1 154 

90 

482 

1047 

76 

90 

460 
830 

831 
902 

832 


939 
899 
828 


Boiler  fittings 

flue  drilling  machine 

li.P.  . 

,  Forster's  water- tube 

incrustation 

,  Lagiafcl  D'AlIest 

maker,    geometry 


by 


maker's  tools 


making  and  plate  work 
manhole  and  mudhole 
marine,  drilling  machine 
setting  of  Lancashire   . 
,  setting  out  a  locomotive 

-  a  marine     . 

and     riveting 


PACK 

693,903 

■  307 

•  931 

1061 

.901 

.        .  832 

required 

339 
283-286 


279 
332 
>053 
827 
352 
342 


,350 
83^ 

936 
993 
832 


Lancashire        .        .        .        -354 

smith's  tools  .         .         .  284 

stay  tubes     ....  351 

stays,  girder  .         .   335,  348 

stays,  gusset  and  longitudinal  330 

,  palm  .         .       » .         .335 

,  screwed       .         .    335, 

—. — ,  Thomycroft 

trials    . 

,  water- tube  . 

,  Yarrow 

Boilers,  Adamson's  seam  and  Gall6- 
way  tubes  for  flues  of;  corrugated 
flues  for    . 

,  care  of 

,  Cornish  and  Lancashire  330, 

,  defects  in    . 

,  efficiency  of 

,  grooving  in 

,  headers  for  tubulous 

,  locomotive . 

,  marine 

-,  multitubular 

,  Niclausse    . 

,  riveting  of  .         .  ^34,  348, 

,  setting  out  and  riveung  tubu- 
lous and  vertical 
-,  strength  of  flat  surfaces  in 


332 
899 


1005 
900 
339 
335 
333 
335 
830 

353 

356 
45" 


,  tubulous  or  water-tube   337,  356, 

828 

,  vertical        .         .         .    337,  356 

Boiling  point        ...    593,  594 
Bolt,  fo^ng  a      .         .  .102 

Bolts,  diameter  and  area  at  thread - 

bottom  of 402 

,  pitch  of  cylinder  cover         .  402 

,  resilience  of      , .        .        .  834 

,  strength  of  402, 403. 415, 422,  842 

Boosters  11 18 

Boring  bar 162 
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Boring  crosshead .        .        ,        .  752 

eccentric  strap  .        .        •  75* 

'^—'  machine^  honzontal  .        .160 

machines,  classification     .  S08 

Bottle  jack 205 

Bourdon    pressure    and     vacuum 

gauges  .  .  ...  694 
Boyle  and  Charles,  combination  1 128 
Brace,  ratchet  ....  202 
Braced  or  firamed  structures  . 
Bracket  for  governor,  machining  . 
Brackets,  smift,  hanger,  automati- 
cally adjustable  hanger,  wall  box, 
and  wall  bracket 
Brake,  Appold's  . 

dynamometer     and     horse 

power 

straps  . 

• trials    . 


.  575 
.  569 
.  55$ 

1 192 

.  282 

.    84 

37,  747 

.  264 


:^ 


«57, 


'5§ 
498 
392 


,  wagon 

Brakes  for  cars 

Brands  of  plate  iron 

Brass,  composition  of   . 

Brass  founding  ^   . 

Brass -work,  finishing    . 

Brasses,  machining 

Braeing 

Break  lathe  with  treble  gear 

Breaker,  stone 

Breaking  stresses .        . 

of  materials,  average  394 

of  materials,  table 

of 393 

Breast  water  wheel  .  720 

Bridge,  stresses  in  chain  of  suspen- 
sion   466 

,  three-pin  1095 

British  thermal  unit    ....   479,  585 

Bronze,  silica  .  799 

Bronzes,  Al  and  Mn  .         .801 

,  phosphor  and  manganese 

85»  748 
Brotherhood's  three-cylinder  engine  63 1 
Brv>therhood-Hastie  hydraulic  en- 
gine  742 

BrumlK)  pulley  ....  616 
Buckets  for  water  wheels,  ventilated  720 
Bushes  .        .         .         .         .506 

lUitt  joints,  double  riveted    .         .410 

,,    with    t>yo 

cover-plates      .         .  .411 
treble  riveted       .        .411 

C^ABLEgrip    .         .         .         .543 
Calcining  ore      .         .         .  788 
Cdlculation  of  centra  of  gravity     .  432 


463 
249 


505 
875 


Calcalation    of    weight    of   fly- 
wheel         679 

— ^— ^  of  work  and  horse  power 
from  theoretical  indicator  dia- 
gram          625 


Calculations,  steam  turbine 


Calculus,  graphical 
Callendar^  themfometer 

resistance 

Caloric    or    material 

heat 
Calorific  value  of  fuel  . 
Calorimeter,  cool . 

for  fiiel 

for  steam  , 


>gas 


"79 
85T 

II3& 

1126 

theory    of 

.  5«i 
906,  114S 
114S 
.  906 
.  875 
ii5» 


697, 


Cam  for  automatic  stroke 

ment  in  hydraulic  engine 
Cantilever    . 
Capstan,  geared   . 

head  for  lathe   . 

Carbon,  allotropic  forms  of 

in  cast  iron 

in  steel 

in  W.I.     . 

Carburettor,  Crossley    . 

,  Loi^emare 

Care  of  boilers 
Car  governor" 
Camot  cycle 
Carpentier  manograph 
Cars,  petrol-driven 
Case-hardening    .         .124, 
Cast  iron,  car1x>n  in 

,  composition  of    .         .2 

,  crystallisation  of .         .     67 

cylinders,  water  core     .  760 

,  effect  of  elements         .  789 

,  expansion  of        .  10 12 

,  manganese  in       .         .  780 

,  phosphorus  in      .        .  789 

,  pig,  white,  mottled,  grey 

and  commercial  varieties  of  i 

,  properties  of        .        .73 

,  remelting    .         .     42,  77? 

,  silicon  in     .         .        .780 

^,  sulphur  in   .         .        .  7S9 

,  toughening .         .        .      .? 

Casting  and  moulding  .         .        .       1 
-* air  vessel,  conden- 
sers and  cone  pulley  .         .        .    27 

-I cattle  trough  > 

; chain  pulley.  S 

cylinder      cover. 


idjust- 

.  745 
•  427 
-  5^5 
.  200 

.     7? 

.  789 

.  795 

.  795 

1 185 

1005 

.  S90 

11S7 

.  S87 

.1155 

•  <»9 

748^075 

.  7&9 


hand  wheel,  worm  wheel,  and 
drilling  machine  table 
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Ousting   and    moulding 
and  screw' pro])eller  , 

gas  pipe  main 

— large  steam  cylinder 

^  pipe  bend 

plammer  block 

road  wheel    . 

stop  valve     . 

design,  pattern- making  and 

of  wrought  iron. 

on 

rule  for  steam  cylinders 

,  softening  a 

Castings,  chilled  . 

,  contraction  of  . 

table  of 


fly-wheel 

25 
14 
21 

17 
31 
12 

31 

53 
87 
12 
400 
36 
34 
62 

63 
36 
.  .  747 
warping  and  shrinking  of.     69 
Catenary  curve  .   466,  867 

Cattle  trough,  casting  and  moulding      6 
Caulking  and  riveting  .        .    286,  826 


,  annealing  malleable . 
,  steel 


42, 


,  pneumatic 


322 

370 
78 

875 
490 


Cement  testing  machine 
Cementation  process  and  furnace  . 

Central  stations 

Centre,  instantaneous  or  virtual   . 

of  gravity  found  mechanically 

and  graphically  .   431-2,  845 

ofgravity  found  by  calculation  432 

Centre-grinding  wheel  .  .  807 

Centreing  lathe     ....  749 

-r machines  .  •    "52,  807 

.  ISO 
151 


square 
-  work  in  lathe 


181 
806 


Centres  for  milling  machine,  divid- 
ing   

of  lathes   .... 

Centrifugal    force,     tensile    stress 
caused  by         ....  400 

pump  .         .  1207 

pump,  and  path  of  water  in  728 

tension  in  belts  .         .  530 

Centrode      .         .         .         .         .  490 


Centroid  of  area 
Chain  and  force  closure 

barrel,  building  pattern  in  loam 

Chain  belting       .... 

,    double    slider    crank,    and 

quadric  crank  .  .   487,  763 

gearing,  pitch  .    544,  579 

,  lever-crank 

,  parallel-crank 

pulley,  casting  and  moulding 

,  slider  crank 

,  strength  of  , 


845 

487 

65 

532 


763 

763 

9 

486 

397 


I    Chain  for  suspension  bridge,  stress 

,       on 466 

I    Chains,  augmentation  of       .         .  489 

,  closed  ....  487 

,  kinematic    .  .   486,  489 

Chance  wheels  of  lathe . 

Chaplets 

Charge,  blast-furnace    . 


Charging  of  cupola 
Charles'  and   Boyle's  laws, 

bination  of 
Charles'  law 
Chasers 
Chemical  combination  and 

nical  mixture     . 
Chill    in    chilled    castings, 

of     . 

moulding 

Chilled  castings    . 

Chills  .... 

Chipping 

Chisels 

-1 — ,  tempering   . 

Chrome  steel  .    . 

Chrome-vanadium  steel 

Chuck,  dog  . 

,  drill,  independent, 

and  universal  scroll . 

,  eccentric. 

,  Whiton's 


mecha- 
depth 


Circle,  pitch  and  rolling 
Circular  arcs,  tooling  . 
Circulating  pump  for  surface 

denser  .         . 

Classification  of  stress  action 
Claw  clutch 
Clearance,  effect  on  indicator  dia 

gram  of    .         • 

in  cylinder 

of  teeth 


Clement's  driver  . 
Clerk's  gas  engine 
Climax  boiler 
Clip  pulley.  Fowler's    . 
Closure,  chain  and  force 
Clutch,  claw 

,  coil 

,  friction 

,  Hele-Shaw 

,  Musgrave's,  and  Weston's 

Clutches,  friction 
Coal  calorimeter 


,    constitution 

value  of   . 

perl.H.P.   . 

Cocks,  cylinder    . 


and    calorific 


147,  484 

17 

789 

2 


com- 
590, 


lever. 


1 128 

587 
213 

72 

34 

•  35 

•  34 
.  36 
.  209 
.  187 
.  126 
.  798 

1075 
149 

153 
155 
152 

819 

688 
394 
503 


618 

616 

514 

749 

911 

993 

540 

487 

503 

1121 

1190 

1121 

569 

1 120 

906,  1 148 


697 
768 
264 
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Coefficient  of  discharge  1201 
of  friction  in  tension  ele- 
ments      .         .        .        .        .  528 

of  linear  expansion    .  1065 

of  performance .  1 1 33 

of  static  friction         »        .  555 

of  velocity  of  water  through 

orifices      ....      7 1 2-1 3 
Coefficients,  table  of  bending         .  436 

of  contraction,  discharge, 

and  resistance,  of  water  through 
orifices      ....      712-13 
of  linear  expansion    .         .  369 


Composition  of  brass  and  gun  metal 

— of  green,  parting  ukI  dry 

sand ;  and  of  loam    . 

of  Muntz  metal 

of  pig  iron 

of  puddled  bar**     . 

of  steel. 

■  of  steel  castings 


Compound  beam  engine 
ideal      indicator 


dia 


gging  and  finishmg  section  bars  279  zontal 


Coil  clutch 

Coiling  gear.  Fowler's  . 

Cold  drawing 

Collar  l>earing 

,  friction  of 


1121 

'  805 
506 
558.  871 
■  "5 
.  457 
405 


wheel  and  axle 


4 
85 

z 

76 
77 

82 

62S 


666 

6S9 


Colours  for  steel  tempering 
Columns,  strength  of  long 

,  strength  of  short 

Combination,  chemical  and  mecha- 
nical mixture     .         .         .         -72 

of  Boyle's  and  Charles'  laws 

590,  1128 

of  crank  effort  diagrams    .  676 

of  indicator  diagrams         .  623 

Combined   bending  and  compres- 
sive stress  action        .  -455 

bending  and   tensile  stress 

action 453 

bending  and  torsional  stress 

action       ,        ,        ,        \   461,  859 
bending  moment  and  shear- 
ing force  diagrams     .  .  444 

torsional  and  compressive 

stress  action  ....  463 
Combustion  and  forced  draught  .  696 
Commercial  varieties  of  cast  iron  ,  ^ 
Comparative  costs  and    speed  of 

hand  and  machine  riveting  .  321 
Comparison  of  agents   .         .         .  480 

of  angular  velocities       .  863 

of  compressed   air    and 

hydraulics  ....  548 

of  temperatures  in  adia- 

batic  expansion.  .  .  .  607 
Comparison  ratio  .         .         .  883 

Compasses 1 85 

Compensating  cylinders  or  pots     .  732 
Compensating  cylinders,  indicator 
diagram  showing  effect  of .         .   732 

cylinders,   intensifier  for  732 

Complete  pairs  (kinematics)  .         .  485 
Composition  of  blackening    .         .       6 


grams       .... 

locomotive  . 

pumping  engines,  hori- 

6S1 

4S3 

1207 

.  614,  SS6 

hydraulics, 

comparison  of  .         .         .         .  548 

air,  losses  in  cooling       .  547 

,  transmission  of  power 

by    .  :        .    545,  580 

steel,  "WTiitworth's .     82,  790 

Compression    and    bending   corn- 


Compounding  pumps 

,  theory  of 

Compressed   air    and 


bined 


and  torsion  combined 

,  cylinder  for  air 

increased 

'- in  stages 

of  air,  efficiency  of 

on     indicator    diagram, 

eflFectof    .... 
Compressive  stress  action 

stresses,  nature  of . 

Compressor,  intensifying       .   375, 

quiet      . 

Condensation  and  re-evaporation, 


initial 


45S 
463 
S4f 

8S1 

8S0 

618 

4<H 

374 
614 


and  re-evaporation,  effect 

on  indicator  diagram  of     .         .61$ 

,  initial  .  1134 

water,  quantity  required  59S 

Condenser,  casting  and  moulding  a    27 

,  ejector ....  68^ 

evaporative  .  .  896 

,  jet        ....  686 

,  loam  moulding  of  .  782 

,  surface.         .         .   684,  686 

,  Worthington         .        .  897 

Conduction  of  heat  .   582,  876 

Conductors,  relative  value  of  good 

and  bad 5S3 

Cone  keys 504 

pulley,  casting  and  moulding  a    t\ 

—-,f  sP5«i S34 

Conical  flue,  geometry  of      .        -34^ 


Digitized  by 


Google 


Index. 


1217 


Connecting  rod,  crank /ind,  velocity 

ratio 

end,   machining  the 


parts  of  a 

,  forging  a . 

,  machining  a     . 

,  return 

Connection  of  ela$tic  moduli 
Conservation  of  energy 

of  momentum    . 

Constant  lead 

pressure 


and     constant 


490 

243 
135 
240 
630 
996 
477 
474 
1 146 


volume,  si^ecific  heats  of  a  gas  at  603 


volume  lines 


Constants  for  pillars,  Gordon's 
Construction  of  hyperbola 
■  of  wire  rope  . 


891 
458 
615 

539 

512 


Contact,  arc  of 

Continuous  beams  and  pressure  on 

supports    .  .    445,  762,  850 

Contour  of  head  of  rivet  .  ,  .  409 
Contraction  of  castings  .  62 

,  table  of      .         .     63 

of  water  through   priHces, 

coefficient  of     .         .                712-13 
Contrivances  for  diminishing  fric- 
tion   566 

Convection 583 

Conversion  of  thermometer  scales .  585 
Converters,  rotary  .  .  11 16 
Cooke's  mine  ventilator  .  .  498 
Cooling  compressed  air,  losses  by  .  547 
,  heating  and,  stresses  caused 

^^y • 

Cope    .         .         .         .    •     . 
Copper,  electro    .... 
roasting  and  smelting 


Copying  lathe 

machines  . 

principle  in  machine  tools . 

Core  lx>xes   ....       30, 

prints 

Cores 

,  l)alanced     . 

,  drying  of,  and  supports  for  . 

for  wheel  arms 

,  hung  .... 

Corliss  valve         . 

gear    .         . 

Cornish  and  Lancashire  boilers 
doul)le-l>eat  valve 


•  pumpmg  engine 


distribution 

of  steam  in        ...         . 

Correction  for  inertia,  of  indicator 

diagram 


368 

40 

793 

83 

812 

812 

139 

55 

55 

4 

57 

39 

61 

29 
657 
656 
330 
636 
627 

634 

^7Z 


Corrugated  flues  . 
Cost  of  eas  power 
Costs  of  hand  and  machine 

ing,  comparative 
Cotter,  forging  a  pin  and 

joint,  strength  of  . 

Cotton  rope,  data  connected 

gearing 

,  mill  driven  by 

,  pullies  for  . 

,  travelling  crane 

by    ...         . 
Countershafting    . 
Couple,  a     . 

Coupling  bolts,  strength  of 
Coupling,  Oldham's  nange 
shaft 


rivet 


with 


PACK 

332 
915 

32r 
106 

415 
537 
534 
53* 
536 


driven 

538 
534 
417 
422 

504.  763 

502,  844 

1 107 

.  260 

.  902 

.  205 

•  573 
.  456 

•  453 
.  468 

538,  543 
Hydraulic 


Couplings,  flexible 
Cover,  machining  cylinder 
Covering  for  boilers 
Cramp,  D    . 
Crane,  efficiency  of  a    . 

,  Fairbairns  . 

hooks,  strength  of 

jib,  &c.,  stresses  in 

,  travelling    . 

Cranes,   hydraulic,   see 

cranes. 
Crank  and  connecting  rod,  velocity 

ratio 

and  eccentric,  relation  of 

chain,  double  slider 

,  slider .... 

effort  curves 

diagrams,   combination 

of 

,  forging  a  bent 

, a  double  webbed 

, a  single  webbed 

pin  adjustment  (automatic)  in 

hydraulic  engine 

shaft,  forging  a  double  throw 

, a  small     . 


490 

t 

486 
676 

676 
122 
118 
H7 


bearing,  machining  a 

,  machining  a 

Creep  of  belts 
Critical  speed,  shaft 
Crosshead,  machining  a 
Crystallization  of  cast  iron 
Cubical  blocks 

moulds  in  loam 


744 
129 
118 

^^ 
238 

•   530 

U71 

245.  752 

.     67 

.   185 

782 


Culmann's  funicular  polygon.   445,  855 

theorem         .         .         .  446 

Cuix>la,  charging.         ...       2 

,  Stewart's  loii 

,  tapping  a.         .         .         .40 
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Curtis  steanor  turbine  1 175 

Curve,  adiabatic,  plotting       882,  1168 
Curve,  Fairbaim's  expansion         .  607 

of  dry  saturated  steam  .         .  607 

of  inertia  pressure  .  674 

of  saturation  points  .  595 

of  sines        ....  496 

of  velocity    ....  490 

,  Rankine  s  expansion    .   607,  608 

,  slope 851 

,  sum 851 

' ,  Zeuner's  ex|>ansion  .  608 

Curved  floats,  pressure  of  water  on  719 
Curves,  acceleration  .   492,  863 

and   their    areas,   expansion 

604,  606,  607 


Cylinder  cover- bolts,  streogth  of  .  404 
cover,  casting  and  monlding    10 


,  crank  effort 

,  cycloidal     . 

,  energy  and  velocity 

,  expansion :  areas 

of  efficiency . 

of   various  mechanisms, 

locity        .... 

,  polar  .... 

,  rolling  of    . 

Cut-off,  automatic 
•  valve,  back 


keywa)rs 

screws 


speeds 

steels 

tools 

,  action  of. 

,  angles  of. 

■  wheel  teeth 


142, 


Cycle,  Garnet's  reversible 

of  Ericsson  . 

operations 


m  gas  engine 
.         .  883, 


Cylinder,  expansion  in . 

for  hydraulic  press 

for  testing  machine,  strain 


676 
\  860 

.  955 
.'e- 
492-8 
.  490 
.  867 
654-6 
.  652 
Cutter,  tube.         .  .326 

Cutters,  milling    .  .         -174 

,    ,  machine  for  grinding  197 

Cutting  a  screw  in  lathe        .        .212 

bevel  teeth        .        .         .753 

wheels     .        ,        .986 

•  edge  on  twist  drill,  form  of  197 


754 

815 

974 

976 

976 

.  140 

.  141 

.  821 

608,887 

•  771 
.  608 
699 
1 168 

771 
770,  883 


Rankine 

Stirling 

Cycles,  reversible 

Cycloidal   curves,   cycloid,    epicy 

cloid,  hypocycloid     ,         .         .5'^ 
Cylinder  for  air-compression  and 

plant 546 

clearance .         .         .         .616 

cocks        ....  264 

,  compensating  ,         .         .  732 


ing 


,  machining  a  steam 


260 
615 
736 


376 

257 

397 

757,  ik4l 

.  214 

1033 


Cylinders,  strength  of 

,  thick    . 

Cylindrical  gauges 
grinding  machine 


DAIMLER  motor  .  .915 

D  cramp  ....  205 
D  slide  valve,  long  and  short  .  536 
Davits,  ships'  ....  456 
Dead-weight  safety  valve  .  .  693 
Decision  of  working  stress  .  393 

Deductions  from  indicator  diagram  620 
Defects  in  boilers  .  $90 

Deflection  of  beams  .    450,  855 

,  table  of  allowable  451 

-  of  helical  springs    .   426,845 

1065 

366 

1171 

799 

S32 

34 

594 

roo6 

542 
25^ 

267 

550 
t»iS 
630 
772 


Deformation,  work  of 

Deforming  a  bar,  work  done  in 

De  Laval  steam  turbine 

Delta  metal 

De  Naeger  boiler . 

Depth  of  chill 

Density,  definition  of  s()eci6c. 

of  water    . 

Detaching  hook    .... 
Details  of  governor 

of  hoslxontal  engine  .    215, 

Development  of  the  dynamo. 
Deviations  from  normal  diagram  . 
Diagonal  paddle  engine 
Diagram  factor     .... 
,  indicator,     set    Indicator 

diagram. 

,  Culmann's        .         .         .  S$5 

,  Zeuner-Me)'er  .         .        .  895 

,  Zeuner,  set  Zeuner  diagram. 

Diagrams,  autographic  test    .         .  3K4 
,  Qombinalion    of    cranK 

eflort 676 

,  petrol  engine  1 1 5S 

,  reciprocal  stress    .         .  464 

,  stress  strain  .    362,  385,  S37 

, ',  showing  das' 

tic  line 3SS 

Diameter  of  cylinder  for  given  hor «« 

power 626 

Die  for  slotted  link,  machining      .  226 
,  stamping       .         .         .         .12; 
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TMes,  stocks  and  .  .  .192 
Diesel  oil  engine  .  1 165 
IDilTerential  accumulator  .  .  738 
pulley  block  (Moore's)   .  525  i 

(Weston's) .  203 

X>imensioning  drawings,  method  of  277  | 

Diminishing  mction  by  contrivances  566  1 

by  lubrication  .561  , 

Dingier  gas  eliigine  1 162  | 

Direct  acting  engine  .  630  • 

elasticity,  modulus  of  .         .  363  j 

electric  transmission      .         . .  550  > 

loaded  safety  valves  .  693  | 

pattern  hydraulic  riveter        .316  j 

Discharge  coefficient  .  1201  I 
of  water  through  orifices  711 

coefficient  of     .  .        .  712 

of  water  through  orifices, 

table  of  coefficients  of        .        •  7 14 

Distance  bases  (for  vel.    curves), 

time  and 491 

Distress  of  material  .         .  288 

Distribution  o£.friction  in  machines  574 

of  power        .        .        .  875 

of  shear  stress        .         .  437 

of  steam  by  slide  valve  .  636 

in  Cornish  pump- 
ing engine         ....  634 
Dividing  centre  for  milling  machine  181 

head  for  milling  machine  .  180 

Dog  chuck  for  lathe  .  149 

Dome  plate,  geometry  of  .  "*. .  340 
Donkey  pump  velocity  curve  .  494 
Double-acting   engine  with   drop 

valves       .....  634    i 
Double  and  triple  stage  expansion,  | 

advantages  of    .  .         .621 

beat  valve,  Cornish       .         .  636    | 

driving  for  lathes  .         .         .  749    , 

eye,  foreing  a       .        .         .  106    1 

geared  drilling  machine         .163 

ported  slide  valve  .         .  654    I 

riveted  butt  joint,  strength  of  410    ^ 

lap  joint,  strength  of    .  408    ; 

shrouding     .         .         .         .  512    ' 

slider  crank  chain  .  487    [ 

throw  crank  shaft,  forging  a.   129 

webbed  crank,  forging  a        .118    I 

Dowson  gas  .        .  9141  1 151 

.Drag 40    i 

Draught,  artificial         .         .         .  907 

,  forced      ....  907 

,  induced  ....  908    , 

Drawbacks 48 

Drifts,  key  and  square  .         .         .  205 


Drill  chuck" 153 

,  tempering  a  .        .126 

,  twist :  form  of  cutting  edge, 

and  grinder  -197 

*,  universal  radial  .  1018 

Drilling  in  position  .  306 

Drilling  machine,  double  geared   .   163 

,  feed  for      .        .         .   163 

for  boiler  flues  .  307  - 

for  marine  boilers  1053 

,  multiple  and   portable  310 

,  radial  .  ''idd,  303 

,  square-hole  1019 


and 


,  single  geared 

,  slot    . 

,  special 

table,  casting  and  mould 

ing 

,  use  of         .        . 

Drills,      flat-pointed, 

twist  .  '. 
Driver,  Clements' 
Driving  fits  . 

pull  of  belts 

work  in  lathe,  method  of 

Drop  hammer 

testing  machine    ,. 

Dry  sand,  composition  and  proper 

ties  of 


593 


764. 


164 
168 

304 

10 
303 

166 
749 
82s 
529 

1016 
834 

5 

.594 

39 

594 

,878 

655 
731 
«32 
1 194 
768 
581 

IM2 

1 1 16 

550 

549 

Dynamometer,  absorption  or  brake 

575»  »75 
,  transmission  .         .576 

ECCENTRIC,  angular  advance 
of 637 

chuck        .         .  -155 

,  relation  of  crank  and         .  637 

,  reversing  by  loose    .         .  638 

, by  shifting         .  638 

rods,  crossed  and  open  651, 665 

,  machining  main  and 

expansion 226 


saturated  steam 
Drying  of  cores    . 
Dryness  fraction   . 

of  steam    . 

Dunlop's  marine  governor 
Duplex  pumps 
Du  Temple  boiler 
Duryea  car  . 
Duty  of  engine     . 
Dynamical  theory  of  heat 
Dynamo       ... 

,  compound-wound 

,  development  of  the 

-,  history  of  the 
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Eccentric  sheaves,  machining   228,  751 
■    sheaves,  setting        .         .   273 

straps,  machiniDg      .    228,  751 

,  throw  of .        .        .        .  637 

Economical  sections      .         .         .  433 

Economiscr 905 

Eddies  and  shock,  loss  of  energy 

by 716 

Edwards'  air-pump       .  1 147 

Effective  pressure  per  square  inch 

from  indicator  diagram      .         .  620 
Efficiencies  at  long  distance  .         .  928 

of  various  machines  577,  872 

,  thermal        .        .        .  966 

Efficiency  curves  .         .         .         -955 

,  engine  and  boiler  .  767 

ideal,  of  engine      .         .  769 

mechanical,  of  engine    .  770 

of  boilers      .         .  939,  1005 

of  compound  pumps         1209 

of  crane         .        ..        .  573 

of  electric  transmission  .   551 

of  engine,  mechanical     .  620 

of  engines  .         .  934 

of  Foumeyron  turbine    .  724 

of  gas  engines        .  946,  1 1 57 

of  Girard  turbine   .         .  726 

—  of  hydraulic  cranes         .  741 

of  machines  ,         .         "571 

of  perfect    heal    engine 

6li,  769 

of  plate  joints 

-  of  puUies 


Electric  formula: 
ignition 


of  pumps 

of  screw 

of  steam 

of  steam  engine      .         .  943 

of  turbines,  relative        .  726 

of  water  wheels,  .vr^Waier 


408,  413 

.  873 
.  734 

874,  1 125 
.  602 


wheels. 


of  worm-gear 
relative,  of  engine 


,  thermal,  of  engine 

— — ,  total,  of  engine     . 

Kjector  condenser 
Elastic  limit,  primitive  . 

,  raising  of. 

line,  diagrams  showing;  the 

moduli,  connection  of 

Elasticities,  table  of 
Ela-sticity,  and  limit  of. 

,  moduli  of  direct,  trans 

verse,  and  volumetric 

,  transverse  (or  rigiility) 

Electric  accumulators   . 


1 122 

769.883 

769,883 

770 


688 
363 

38i 
996 
364 
361 

363 
363 
958 


•  33- 
963,  nS- 


m  gas  engine 

in  oil  engine         .  707 

pyrometer,  Siemens* .       .  58; 

traction     .        .        .       .901 

transmis^sion  .  549. 5^ 

by  storage  or 

direct 55' 

• ,  efficiency  of.  531 

,  examples  of  .  554 

notes      .       .  92^ 


V.  hydraulic  transmission  .  75* 

V.  shafting  transmission    .  S63 

welding     .        .    327,  754,  827 

welding,  Voltex  system      105; 

Electrical  resistance  h** 

Electro-copper  .  -795 

Elements,  effect  of,  in  cast  uon    .  7^ 

,  tension  and  pressure     .  4^ 

Elliptic  trammels  .        .  488, 7^5 

Emery  grinder '<^5 

testing  machine         .       •  37^ 

Eneri^ies,    numerical    estimate  of 

vanous     .         .        .'     .       -477 

Energy 475 

and  velocity  curves  .       .  ^ 

available  .        .        .47^ 

changes  in  a  gas  .  Sro 

,  conservation  of  •  477 

example   •.  •  ^> 

,  fluctuation  of  flywheel     •  47^ 

-  forms;  potential  and  kinetic  475 
^  head,  pressure,  and  vd(»- 

city 7*^ 

in  one  |x>und  of  water       .7" 

,  natural  stores  of  •  47^^ 

of  revolution  of  a  flywheel 

478.  nor 

of  rotation  •        '"^* 

,  transformation  of     .       -477 

Engine  and  boiler  cfliciency .       •  7^7 

,  balanced  "^ 

balancing  ^^ 

,   beam    blowing,    compound 

and  rotative  beam,  and  direct - 

acting  pumping  •  ^-^ 

,  beam,  generally       .       •  ^^7 

,  Brotherhood  threc<ylinder  63^ 

,  Cornish  pumping     .       -627 

-,  diagonal  |iaddle,  direct  act- 


ing,  oscillating,    Penn's  trunk. 

side  lever  marine,  steeple        •  ^)P 

duty  .        .  '1^ 

—  efliicienc)'  .  -95* 
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Engine,  efficiency  of  perfect  ,         .   769 

,  erecting  an       .         .         .  267 

,  Fielding  ....  633 

,  gas,  su  Gas  engine. 

,  grasshopper     .        .         .  499 

, horizontal  compound  pump- 


ing 


zontal 


hot  air       . 

H.P 

machining  details  of  hori- 


hydraulic  pressure    . 
,  inside  cylinder. 
,  list  of  details  of 
»  losses  in  a  steam 
,  Maudslay*s    and    modern 


681 
9J5 
931 

215 

742 
689 
267 
613 

631 


,  Newall 
,  perfect  heat 

- ,  cflficier.cy  Of 


,  petroleum  or  oil 

,  refrigerating     . 

,  reversed  heal   . 

,  rotary  ;   annular,  and  ec- 
centric ty|>es     .         .  .631 

,  stationary         .         .         .  681 

,  Tower 

' ,  triple  expansion  marine 

valves,  double  acting 

,  Westinghouse  steam 

gas 


,  Willans'  central- valve 

, side  by  side  . 

Engines,  high  speed      .631,  893, 


,  oil 

,  outlines  of  various    . 
-,  sections  of  high  speed 


mechanical  efficiency  of  an  620 


611 

705 

773 

1 132 


633 
685 

634 

^¥ 
1 161 

893 

631 

1 138 

•  915 
.  629 
.  632 
.  886 
521,  1108 


Entropy 

Epicyclic  trains  of  wheels  . 
Epicycloid    .  .        . '      .  510 

Equation,  solved  graphically  .  922 

£x]uivaleiit  Iinkwork>crank   .  1 140 

of  heat,  mechanical        .  599 

twisting     and     bending 

moments 461 

Erecting 183 

an  engine ....  267 

Erector's  tools  ....  202 
Ericsson's  engine  .  .  .  •  77  < 
Estimate  of  various  forms  of  energy, 

numerical 477 

Euler's  formula  for  strength  of  long 

columns 456 

Evaporation,  total  heat  of  .  .  597 
,  work  done  during      .  600 


PACK 

Evaporative  condenser  .  .  896 

Examination  of  plates  .  .  280 

Example  of  energy  .  865 

E^OunpIes,  milling  1020 

Exceptions  to  laws  of  friction        .   556 
Excessive   clearance,   effect    ujwn 

indicator  diagram  of  .618^ 

Exhaust  lap,  negative   .        .        .  772 
ports  of  Worthington  pump  731 


Exhausting  in  Simplex  gas  engine, 
method  of         .         .         . 

Expander,  tube    . 

Expanding  mandrel,  Noble's 

Expansible  mill    . 

Expansion,  comparison  of  tem|)er 
atures  in  adiabatic 

,  advantages  of  single  and 

multiple  stage  . 

caused  by  heat  . 

,  coefficients  of  linear 

curves     and     their     areas 

604,  606, 

eccentric  rod,  machining 

^car,  automatic 


-  m  cylinder 
-,  linear  coefficient 

-  of  cast  iron 

-  of  dry  saturated  steam 

-  of  gases     . 
,  laws  of 


■  of  wet  steam 
-  valve,  machining 
,  variable    . 


705 
324 
155 
175 

607 

621 
584 
369 


1131 
226 

654 

615 

1065 

1012 

.  607 

.  587 

587,  589 

.   766 

.  262 

650 


Expansion,  variable,  by  automatic 

cut-off 656 

J ^  by  linking  up       .651 

,• ;  Meyer's  gear  and 

valve 652 

, ,  versus  throttling  .  650 

Experiments  of  Joule     .         .         .  599 

of  Regnault         .         .  596 

of  Wbhler  .         .         .  757 

on  friction  .  .  868 

Explosions,  boiler  .  .  .  899 
Exponent,  adiabatic  .  .  605 
Extension  in  test  specimens,  local .  385 
Extensometers  .  381,  1069 
External  work  during  evapora- 
tion   600 

Extractor,  ferrule ....  326 
Eye  bolt,  forging  an     .  .111 


FACE  lathe     .  .    159,  808 

Face  plate  of  lathe  .   149 

Facing  head  .         .161    814 
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Facing  sand 
Factor,  diagram  . 

,  liquefaction 

Factors  of  safety  . 
Fairbaim  crane    . 


-  expai 
-rulci 


insion  curve 
for  furnace  tube 


Fan,  Sturtevant 

Farcot  governor,  Head  or 

Fastenings  for  belts 

Fatigue 

Fcatner  keys 

Feathering  paddle 

Feed  for  drilling  machine 

lathe,  star 

planing  machine 

heaters 

regulator,  Honeybairs 

Feeding  gate 

Feed- water  analysis 

regulator 

Ferguson's  paradox 
Ferro-chromium  . 
manganese . 


Ferrule  extractor 
Fielding  high  speed  engine 
Field  tube  and  Doiler    . 
FilK    .... 
Filing  .... 
Filter,  marine 
Finder  piece 
Finishing,  allowance  for 

brass  work     . 

section  bars,  cogging  and 

279,  280 


PACK 

747»  779 
772 


918, 


591 
456 
607 
460 
90 
650 
532 
1071 
504 
500 
163 
160 
170 

901 
1063 
522 
747 
747 
326 

633 
828 
189 
209 

904 

60 

215 

264 


Firebars 
Fits,  shrink . 

standard 

Filter's  tools 
Fitting 

Fittings  for  lx>iler. 
Fixed  beams 

hydraulic  riveter,  large 

Flame  ignition  in  gas  engine  < 
Flange  bolts 

■  couplings  . 


137, 
693. 


330 
842 
825 
186 
183 


Flanging  presses 


»  Pi^dbceuf  and  Uni- 


versal 
Flank  of  tooth 
Flat  keys     . 
Flat  pointed  drills 
surfaces   in   boilers,  strength 

of     . 
Flexible  couplings 
-  links 


3«3 
700 

843 
502 
298 

300 
514 
504 
166 

45» 

1 107 

488 


Fluctuation  of  crank  energy  . 

of  energy  of  a  fly-wheel 

Fluid  friction 

,  laws  of 

Fluidity  of  molten  iron 
Fluids,  definition  of 
Fluxes.        .        .         . 
Fly-wheel  energy 

required,  calculation  of 

weight  of  .... 

,  casting  and  moulding 

,  core  boxes  for  arms  of 

,  energy  of  revolution  of 

,  machining  a 

-,  strength  of  rim  of 


fA(>E 

478 
715 

557 

2 

710 

73 

tI02 

679 

25 
27 

47« 
262 
401 

366 
506 

473 


Foot  pound 

Footstep  bearing 

Force  and  mass 

,   centrifugal,     tensile     stress 

caused  by  ....  400 

closure,  chain  and  .  487 

fits       .        .        .         .         .825 

pump,  single  and  double  acting  730 

,  shearing,  su  Bending  moment. 

,  tractive,  of  a  locomotive      .  693 

Forced  draught  .  .  698,  907 
Forces,  polygon  and  triangle  of  .  464 
,  work  done  by  uniform  and 

variable     .        .  .366 

Forge,  the 129 

Forging  a  bell-crank  lever     .        .  iiS 

a  bent  crank  .122 

a  bolt        .         .         .        .  io« 

a  box  key  .        .113 

a  connecting  rod  ,135 

a  double  and  a  single  eye  .  106 

-  a  double  throw  crank  shaft  129 


a  double  webbed  crank 

a  holdfast 

an  eyebolt  and  hooks  and 

harrow  frame    .... 

a  nut        .... 

a  pair  of  tongs  . 

■ a  pin  and  cotter 

a  piston  rod 

a  shackle  and  a  spanner    . 

a  single  webbed  crank 

— --  a  small  crank  shaft    . 
— ^—  by  stamping 

-,  examples  of     . 


-  by  steam  hammer 
-,  heating  for 

-  machine    . 

-  presses     . 

-,  smithing  and    . 

-  solid  versus  welding  , 


118 

104 

III 
104 

113 
106 

108 
117 
118 
122 
1^5 
117 
100 

1^ 

U 

"5 
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Forging  steel  shafts  .  .  •  I33 
Form  of  water-wheel  vane  .  .719 
Forms  of  load       .        .  .361 

Formula  for  long  columnsi  Euler's  457 


-,  Gordon's 


Formula:,  electric 
Forster*s  water-tube  boiler 
Founding,  brass   . 

,  gun  metal    . 

Foundry,  brass 

floors,  venting  . 

■'  pits 


Foumeyron  turbine 

,  efficiency  of 

-,  path  of  water  in 


Pour-part  box 
Fowlcr*s  clip  pulley 
-  coiling  gear 


523: 


458 

552 

1061 

747 

747 

37 

39 

25 

723 

724 

723 

781 

540 

527 

77 

463 


b^  lubrication 


-,  distribution  in  machine 
-,  exceptions  to  laws  of 


■  eeanng 
-,  nead  lost  by 
-  in  pipes 
-,  laws  of  fluid 
-, solid 


571, 

7i5» 

557, 


,  low  speed 

of  collar  bearing 

of  hydraulic  ram 

of  journal  bearing      .    557,  870 

of  pivots   ....  872 

,  static       ....  868 

,  uses  of     .         .         .         ,  569 

,  work  lost  in     .         .         .  558 

Frictional  loss,  engines  .        .  962 

Froude's    experiments    on    water 

energy 711 

Fuel,  caloriflc  value  of .         .         .  906 

calorimeter ....  906 

,  liquid 907 

Fulcra  of  testing  machine,  alterna- 
tive .        .        .        .        .        .375 

Full-automatic  screw  machine  1040 
Fundamental  Zeuner  valve  diagram  661 
Funicular  polygon  .  .  445 
Furnace,  blast  .  •  73»  788 
,  ,  action*  in         .        .     74 


Fracture,  appearance  of 
Framed  structures,  braced  and 

of  three  dimensions  471 

Friction,  ftngle  of  .         .         .  561 

,  coemcient  of,   in    tension 

elements 528 

,  coefficients  of  static  .        .  555 

clutches    .  1 120,  1 190 

diminished  by  contrivances  566 


S6i 
574 

% 

715 
965 
715 

555 

.  869 

558,  871-2 

1210 

•   557, 


Furnace,  cementation 

for  forge  . 

puddling. 

—  regenerative 

•  rivet  heating 

tubes.  Board  of  Trade  rule 


for. 


,  Fairbairn's  rule  for 
■  for  boilers 
-,  strength  of 


Fusible  plugs 


755. 


PAG  a 

7» 
129 

l\ 

992 

460 
460 

347 
460 

83s 


GALLOWAY  tubes         .         .  33* 
Gas,  blast-furnace  1154 

Gas  calorimeter    .  1150 

Gas  en^ne,  and  cycle  of  opera- 
tions m     ....   699,  911 
Gas-engine  efficiency    ,        .  1157 

Gas  engine;  flame,  tube, and  electric 

700 
912 
912 
911 
1 162 
912 

"51 

1161 

701 

944 
1 161 
699 

1I5J 
156 

14 


Ignition  m 
Gas  engine,  Atkinson  . 

,  Beck's 

,  Clerk's 

,  Dingier 

,  Griffin 

improvements 

^  Premier 

,  Simplex 

trials   . 

,  Westinghouse 

—  engines,  Lenoir  and  other  ** 
— ,  Mond     .... 
— ,  natural   .... 

—  pipe  main,  casting  and  moulding 

—  producer  -  .  .  .  1152 
— ,  specific  heats  of  a   .         .         .  602 

—  used  in  gas  engines,  kind  of  705, 914 
Gases,  expansion  of  .  .  .  587 
, ,  Gay  Lussac's 

formula  for        ...         .  589 
-,  expansion  of,  laws  of  .    587,  589 


Gates 

,  position  of  . 

,  size  of;  skimming,  feeding  . 

Gauge,  pattern-maker's 

notches  for  measuring  H.  P. 

of  a  stream 

-  of  split  pins 


Gauges,  cylindrical 

,  horseshoe 

,  pressure  and  vacuum,  Bour- 
don's          

Gay-Lussac's  formula  for  expansion 
oi  gases 589 

Gear,  automatic  expansion    .         .  654 

,  Corliss  valve        ,        .        .  657 


6 

7 
38 
45 

714 
277 
214 
75a 

694 
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Gear  for  oscillating  engine,  valve  .  644 

,  Fowler*s  coiling  .        .    523,  527 

,  Hackworth's,       Marshall's, 

and   Walschaert's  valve    .         .  643 
r  for    hydraulic   crane,   multi- 
plying        742 

,  Joy's  valve  ....  642 

,  pit  head      ....   542 

,  Proell  valve         .       - .         .658 

,  reversing  by  radial  valve       .  642 

,  trip  valve     .         .         ,    657,  658 

Geared  capstan     ....  $23 
Gearing,  belt  .         .    526,  579 

,  lievel        .         .         .    519,  578 

,  cotton  rope       .         .    534,  579 

,  friction     .         .         .571,  580 

,  pitch  chain       .  544,  579,  11 11 

,  screw       .         .         .    520,  578 

,  spur  .         .         .    509, 

,  stepped   .... 

',  tooth,  safe  velocity  of 

,  train  of   . 

,  wire  rope  .         .    539, 

,  worm       .... 


Gears,  reversing  .... 
Geometry  of  dome  plate  and  conical 

flue 

required  by  boiler  maker    . 

Girard   turbine,   construction   and 


578 

481 

579 
520 
638 


regulation  of 


-,  efficiency  of. 
,  path  of  water  in 


Governor,  machining   the  various 

|)arts  of  a  Porter        .  .  249 

— ,  parabolic     .  .    650,  773 

.shaft     .         .  .655,  1 145 

-,  simple  or  Watt  .  647 


340 
339 

724 
726 
726 

Girder.         .       '.         .         .         .  427 

,  stresses  in  a  lattice       .         .  468 

,  momental  strength  of  plate     435 

,  riveting  a    .         .         .         .   356 

,  stays  for  boiler     .         .    335,  348 

,  stresses  in  a  Warren     .         .  466 

Girders,  continuous  .  .  .  850 
Gisholt  tool  ....  976 

Gobron  Brillie  engine  .         .  1 196 

Ciooch's  link  motion  .  .  .  640 
Gordon's  constants  and  formula  for 

long  columns  ....  458 
Governor-ball  turning  .  .  .  753 
Governor  for  cars  .         ,  1187 

for  Priestman  oil  engine    708 

for  Simplex  gas  engine, 

pendulum 701 

for  water  wheel  sluice    .  720 

,  Head  or  Farcot     .         .  650 

— ,  hunting  of    .         .         .  773 

,  hydraulic      .         .         .  685 

,  isochronous  .     '    .         .  773 

,  Dunlop's  marine  .         .  655 

,  maiine  .         ,  1 144 


-,  weighted  or  Porter 
Whitehead   . 


C  gradient,  hydraulic 

Graphical  calculus 

Ciraphic  solution  of  centre  of  gravity 

of  moment  of  in 

ertia  and  resistance   . 
Grasshopper  beam  engine 
Gravity,  methods  of  finding  centre 

of     ....         .    432, 
GreenhilFs  formula  for   combined 

torsion  and  compression     . 
Green  sand,  composition  and  pr< 

perties  of . 

sand  moulding 

Grel  valve  for  pulsometer 
Grey  cast  iron 
Gridiron  valve 
Griffin  gas  engine 
Grinder,  emery     . 

,  twist  drill 

Grinding  lathe  centres  . 
machine  for  millicg  cut 

ters  . 

machines 

Grindstone  . 
Grooving  in  boilers 
mill       . 


Gudgeon,  machining  a . 

(>uide  blades  of  turbines        .    724, 

Gun  metal,  composition  of    . 

founding 

Guns,  built-up 

,  wire  .... 

Gusset  stays 


C4S 
1142 
716 
851 
452 

430 
499 

&45 

4t'3 

4 

5 

735 

I 

654 
912 

195 
197 
807 


197 
1030 

195 
900 

175 
238 
.  7^'6 
84 
747 
841 
759 


HACK  saw     .         .         .         . 
llackworth's  valve  gear 
Hammer,  drop     . 

,  hand        .         .         .         , 

— ,  lead         .         .         .         , 

,  power 

,  pneumatic 

,  steam       •         •         •      97 

— '■ , ,  force  of  blow  of 

.  till  .        .         .         .         . 

Hand  and  machine  riveting,  com- 
parison of         .         ,         .         , 

hammer       '•         . 

riveting  and  caulking    . 


209 

643 
1016 

1S7 

209 

1015 

949 

,  129 

98 

7S 

321 

187 
.  22$6 
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S  land  wheel,  casting  and  moulding  a  8 
Sllanger,  automatically  adjustable  . '  504 
bracket     . 


-Hardening  milling  cutters 

saws 

steel      . 


128,  749, 


•Hardness  testing  . 
Ilarmonip  motion,  pure 
Harrow  frame,  forging  a 
Harvey  steel         .         . 
iIead,dividing,formillingmachines  180 

gear  of  pit    .         .         .         .  542 

lost  in  friction      .         .         -715 

of  rivet,  contour  of        .         .  409 

or  Farcot  governor  .  650 

pressure  and  velocity  energy .  710 

,  turret,  for  lathe   .         .         .  200 

Headers  for  tubulous  boilers  .  339 

Headstock  of  lathe  .   144 

Hearths,  smith's  . 
Heat  and  heat  engines 


582, 


581 
,  caloric  or  material  theory  of  581 
^  I,  876 
581 
608 
611 
584 
592 

584 


-,  conduction  of 

-,  dynamical  theory  of 

-  engine,  perfect 

-  , ,  efficiency  of 

-,  ex()ansion  caused  by     . 
-,  latent,  of  steam   . 

•, ,  of  water     . 

-,  measurement  of  . 

-,  mechanical     equivalent     of 

599.  "130 


504 
749 
749 
803 

834 
496 
III 
797 


,  quantity  of . 

,  specific 

, ,  method  of  finding,  and 

table  of     .... 

,  specific,  of  gases 

of  superheated  steam 

of  evaporation,  total 

supplied 

,  transfer  of  . 

Heaters  for  feed    . 

Heating  and  cooling,  stress  caused 

by    ...         . 

for  forging 

rivets 


5?5 
585 

586 
602 
604 
597 
879 
581 
905 


Hele-Shaw  clutch 

Helical  springs,  deflection  of 

teeth 

flemispherical    cup,    pressure 

water  jet  on     .         .        . 
Hexagon  head 

lathe     . 

High  speed  cutting  steels 

engines      .     63 1 ,  893,  1 138 

,  sections  of .         .  632 


368 

100 

992 

1121 

J  26,  84s 

.  718 
983 
978 
976 


I  £igh  temperature  and  strength  .  839 
Higher  pairing  ....  488 
History  of  the  dynamo .  .   549 

•I  lobbing  a  worm  wheel  .  274 

Hodgson's  eccentric  mandrel  .  751 
Holders  for  lathe  tools  .         -157 

Holdfast,  forging  a  .  .  .  104 
Hollow  keys         ....  504 

round    shaft,    moment    of 

resistance  of     .  .         .  419 

— —  shafts,  strength  of  .  .921 
Honeyball's  feed  regulator    .  1063 

Hook,  detaching  ....  542 

,  forging  a     .  .ill 

.  Hooke's  universal  joint  .  504,  866 
Hoop  stress ....  399,  757 
Horizontal  boring  machine  .  .  160 
compound  pumping  engine  681 


-  engine,  fitting  up 
,  details  of 


215 
267 
922 


shear  in  beams  . 

Horse  power  and  work  from  theo- 
retical indicator  diagram    .         .  625 

,  brake .         .         .         .575 

from  indicator  diagram .  620 

in  terms  of  steam  used  .  626 

-  of  stream,  measurement 


of 


714 
507 
750 
915 

45 


transmitted  by  shafting 

Horse-shoe  gauges 
Hot-air  engines  . 
Housing  plane      ... 

Hung  cores 29 

Hunting  of  governor     .  .  773 

Hydraulic  accumulator  .         .  736 

,  differential  .         .738 

,  intensifying .         .  740 

,  use  of .  .  738 

,  work  stored  in  an  738 

i)alanced  lift      .         .  1006 

balance  for  Ellington's  lift  740 

cranes,    automatic    cut-off 

741 
741 
741 

740 


cranes,  efficiency  of 

,  examples  of 

,  fixed  and  moveable 

pulleys  of.         ... 
,  mechanical     advan 

tajje  in      ...         . 

— ,  multiplying  gear  for. 

,  use  of     . 

,  working  valve  of 

forging 

governor 


gradient    . 

impulse  ram 


741 
741 
740 
742 
803 
685 
716 
,  729,  1204 
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Hydraulic  jack     ....  205 

lift,  Ellington's  balanced  .  739 

,  balance  for .  .  738 

moulding  machine  .  969 

plate  bender  .        .  298 

press        .        .        .        .735 

Hydraulic  press,  mechanical  advan- 
tage of      736 

,  shape  of  cylinder  for  736 

— > pressure  engine,  automatic 

stroke  adjustment  in  .         .         .  744 

pressure   engine,   Brother- 

hood-Hastie  .742 

pressure    engine,     sliding 

crank  pin  in      .  .  744 

pressure      engine,    stroke 

adjustmg  cam  for       .  .  745 

pressure  engines       .        .  742 

pressure     engines,     relief 

TaWe  for 74^ 

pressure  engines,  reversing 

valve  for 743 

— • punching     and     shearing 

machine 291 

ram,  friction     .         .  12 10 

riveter,  direct  pattern        .  316 

,  large  Axed    .         .  J13 

,  lever  pattern         .  317 

,  portable       .        .3^5 

transmission  of  power  549,  580 


Hydraulics    and    compressed    air, 
comparison  of  .        .  .  548 

' and  hydraulic  machines     .   710 

Hjrdraulic  v,  electric  transmission  .  754 

Hydrometer 562 

Hyperbola,  construction  of   .         .615 
Hypocycloid         .  .510 

Hysteresis,  mechanical  .837,1071 

ICE,  water,  and  steam,  relative 
volumes  and  temperatures  of  595 
Ideal  compound  indicator  diagrams ; 

tandem 666 

compound  indicator  diagrams; 

cranks  at  90"     .  .    669,  672 

efficiency      ....  769 

Ignition,  electric  .  .9631  1186 

'   '  '  '  .  700 

■  707 
.  773 
.  768 
.  768 

475 
,  720 
.  724 
1204 


-  of  charge  in  gas  engine 

.  —  in  oil  ermine 

tubes  in  gas  engine  . 


I.H.P.,  coal  burnt  per  . 
steam  used  per 


Impact 

Impulse  machines ;  water  wheels 

• •  turbines. 

ram,  hydraulic .        .  729, 


Impulsive  load,  stress  caused  by  .  36S 
Inaccuiate  taper-turning  .  .  %i% 
Inclination  ot  mould  .14 

Inclined  plane  ....  4S3 
Incomplete  pairs  .  .        .  4S5 

Incrustation  in  boilers  .  .  .901 
Independent  chuck  .        .153 

Indicated  horse  power,  diameter  of 

cylinder  for  given      .         .        .  626 
horse  power   from  dia- 
gram          6ao 

Indication  of  machining  on  draw- 
ings   21^ 

Indicator  diagram;  correction  for 

inertia  of 675 

diagram,  deductions  from  620 

;  effect  produced 

by  bad  indicator,  compression, 
excessive  clearance,  late  admis- 
sion, late  release,  leaky  piston, 
leaky  slide  valve,  initial  conden- 
sation, re-evaporation,  and  wire 

drawing 61S 

diagram  for  Simplex  gas 

engine 705 

diagram,horsepowerfrom  62^ 

,  theoretical  625,  772 

,  topography  of  .  618 

diagrams,  combination  of  622^ 

,  ideal  compound, 


see  Ideal,  &c. 
errors 


-  plugs     . 

-,  steam  engine 

-,  Tabor  . 


.  ^ 
616,  1 13s 
.617 
90S 


Induced  draught  .... 
Inertia,  correction  of  indicator  dia- 
gram for  .  .         .        .  673 
Inertia,  moment  of;  for  any  section, 
found  graphically      .  ' -  Al^ 

moment  of  iioo,  1105 

pressure,  curve  of  .  674 

Initial  condensation      .  1 134 
Initial  condensation  and  re-evapor- 
ation        ....  614,  884 
condensation  and  re-evapor- 
ation, effect  on  indicator  diagram  618 
-  stressing,  thick  cylinders  .  75^ 


686 

694 
689 
490 

grip  vice  .        .  187 

Intensilierforoompensatingcylinder  735 
Intensifying  accumulator       .        .  74^ 


Injection  cock  for  jet  condenser 
Injector,  automatic  lifting 
Injectors 

Inside-cylinder  engine  . 
Instantaneous  centre 
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Intensifying  compressor 
Intermediate  valve  rod,  machining 
Internal  or  annular  wheels    . 

grinding   . 

work  during  evaporation 

Involute  teeth 
Inward  flow  turbine 
Iron,  cast,  expansion  of 

, ,  mixtures  of 

, ,  varieties  of. 

,  fluidity  of  molten 

or  steel,  test  for    . 

ore,  properties  of . 

,  scrap,  and  uses    . 

,  steelifying  . 

,  typical  foundry    . 

,  wrought,  su  Wrought  iron. 

Isochronous  governor  . 


PAGE 
836 
226 

1035 
600 

726 
IOI2 

41 

I 

2 

83 

73 
41 

^^ 
789 

773 


JACKS  ;  bottle,  hydraulic,  and 
with  worm  gear    .  .  205 

,  efficiency  of         .        .         .  874 

Jet  condenser        ....  686 

—  pump 711 

—  of  water,  pressure  of  -719 
Jib  of  crane,  stresses  in  .  468 

Ji§s 274,821 

Jomt,  cotter,  strength  of       .        .415 

,  Hooke's  universal        .         .  504 

Joints,  efficiency  of  plate       .        .  408 
,  riveted,  see  Riveted  joints. 

,  tableof  efficiencies  of  various  413 

Jonval  turbine      .        .        .        •724 
;  guide  blades,  regu- 
lation, suction  tube,  and  wheel 

vanes 724 

— —  turbine,  path  of  water  in     .  726 
Joule's  equivalent  .  599,  930,  1 130 

experiments.  .         .  599 

Journal  bearing,  friction  of   .    557,  870 

,  shaft        .        .         .        .506 

Journals,  formula  for  pressure  on  .  507 

,  table  of  allowable  pressures 

on 507 

Joy's  valve  gear    ....  642 

KELVINS  heating  1133 

Kennedy's  testmg  machine  372 

Key  drift 705 

,  forging  a  box  •   '^3 

Keys;   cone,   hollow,    sunk,    flat, 
and  feather       ....  504 

,  strength  of .         .  .  423 

Key  ways,  slotting  -754 

Kinematic  chains .  .   486,  489 


PAGB 

Kinematic  link     .        .  .  486 

Kinematics  of  machines  .  485 

,  velocity  ratios  in  .  .  489 

Kinetic  energy,  forms  of  .  476 

LAG 837 
Lagrafel  D'AUest  boiler      .  832 
Lancashire  boilers         .        .        .  330 

, . — J  settin^^  out       .  354 

■■ ,  the  brick  setting  827 

Lanchester  self-starter  .        .        .913 
Landore-Siemens'  steel  process      .     82 
Lap  joints,  see  Riveted  joints. 
Lap  of  slide  valve  .  636 

Ijapping  of  belts  .  mo 

Large  flxed  hydraulic  riveter.         .  313 
Late  admission  and   late  release, 

eifect  on  indicator  diagram  of    .618 
Latent  heat  of  steam     .  .  592 

— \ of  water  .         .  591 

L#athe,  arrangement  of .  .141 

,  automatic  turret  10  lO 

,  back  gear  of        .         .        .  142 

,  backing-off  1025 

.break,  with  treble  gear   157,  159 

.capstan head       .  .  200 

,  centreing  work  in        .    151,749 

,  change  wheels  of  .   147 

,  copying       ....  812 

,  cutting  screw  in  .  .212 

,  double*driving     .  .  749 

,  driving  work  in  .  .   1 52 

,  face    ....    159,  808 

-,  face  plate  and  dog  chuck  for  149 

144 

147 

142 

1025 

147 
141 

147 
143 
150 

147 

157 

156,  750,  808 

•  157 

200.  978 

.  »I4 

.  46 

468 

587 
600 
612 
603 
.  S92 


■  headstock 

,  leading  screw  of  . 

mandrel 

— — ,  relieving 

saddle  . 

,  screw-cutting 

slide  rest 

,  speeds  of    . 

,  supporting  work  in 

,  surmcing  by 

tool  holders . 

tools    . 

,  treble  geared 

,  turret  head  . 

,  vertical  turret 

,  wood  turners' 

Lattice  girder,  stresses  in  a 
Law,  Boyle's,  Charles',  Marriott 

of  thermodynamics,  first 

-,  second 


-.  RcgnauU's 
-,  V/iUans 


4L 
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Law,  Wohler's     . 

Laws,  combination  of  Boyle' 

Charles'    . 

of  fluid  friction 

of  friction,  exceptions  to        .556 

of  solid  friction     .         .         .  555 

Lead  hammer       .    '     .  .  209 

Lead  of  valve        ....  638 

of  eccentric  ....  637 

,  constant  .  1 146 

Leading  screw  of  lathe .  -147 

Leakage  in  cylinder  .  884^  1134 

Leaky  piston  or  slide  valve,  effect 

on  indicator  diagram  of     .         .618 
Least  bending  moment  .         .  760 

Lc  Chatelier  pyrometer         .         .  876 
Leeds  link  miller .         .         .         .752 

Leg  vice 186 

Lencauchez  gas    ....  914 
Lettering  used  in  Part  H.      .         .  358 

Lever,  the 481 

,  l)ell  crank,  forging  a    .         .   1 18 

-crank  chain         .         .         .  763 

chuck 153 

loaded  safety  valve      .   481,  763 

pattern  hydraulic  riveter        .  317 

Levers,  Stanhojie.         .         .         .  496 
Lift,  balanced  hydraulic  icx)6 

,  hydraulic,  see  Hydraulic  lift 

Lifting  injector      . 

or  suction  pump 

Limit  of  elasticity 

J  primitive 

,  raising  the 

Limiting  angle  of  resistance 

• stress,  line  of    . 

Limit  system 

Line  of  limiting  stress  . 

,  pitch  . 

Linear   expansion,    coefficients 


Lining  out    . 
Link,  kinematic   . 

milling  apparatus 

motion,  Allan's     . 

motion 

,  reversing  by  . 

Stephenson's 


Gooch's 
Link  motion,  Zeuner  diagram  ap- 
plied to 66$ 

polygons       .         .         .  1085 

,  radius .         .         .  -      .         .  247 

,  suspension,    strength     of    a 

405»  952 
Linking  up,  variable  expansion  by  651 


PAGE 

390.  839 
s  and 
590,  1128 
557 


696 
.  730 
.361 
.  363 
.  385 
.  560 

.  430 
.  826 

•  430 
.  510 

of 
369,  1065 
.   183 
.  486 

•  752 
.  642 

I140 
.  640 
and 

640 


Links,  rigid  and  f1exil>le  .  4SS 

Linkwork,  relative  velocities  in     .  494 

— ,  use  of  .         .         .   496,  577 

Liquefaction  £u:tor         .  .  S84 

Liquid  fuef 907 

List  of  efficiencies  .         -577 

Live-rollers  ....    S72,  02S 
I..oad,  forms  of     .  .561 

Loam  boards  .61 

,  composition  of     .         .         .4 

,  cubical  moulds  in  .  782 

moulding      .  .  5,  14 

;  a  conrlenscr  .   782 

Local  extension  in  test  specimens  .  385 
Lock  nut,  *  Gripper '     .  .  570 

Locomotive,  adhesion  of  •  57' 

balancing   .  .  898 

boiler         .  .  355 

,    com(X>un''d,      various 

pans  of 6S9 

,  setting  out  the  boiler 

of  a 352 

,  tractive  force  of  .  693 

Locomotives,  balancing  .  967 

Logarithms,  table  of  .   529,  626 

I^ng  columns,  strength  of  .  457 

Long-distance  transmission   .         .  928 
Long-D  slide  valve  .  636 

Longitudinal  stays  .  330 

Longuemare  carburettor  1003 

Longworth  power  hammer    .  1015 

Loose  eccentric,  reversing  by         .  639 

pieces         .         .         .         -     23 

Loss  o(  head  by  eddies  and  shock .  716 

;  coefficients  for  pipe 

bends 717 

Losses  in  boiler    ....  937 

in  cooling  compressed  air  .  547 

in  gas  engines   .         .         .  945 

in  oil  engines  .  947 

in  steam  engines         .   613,  942 

Loss  in  shafting    ....  865 

on  return  stroke   .         .         .  918 

Lower  puring       ....  485 
Low  speed  friction  .  869 

Low  temperature  and  strength       .  838 
Lubricant  testing  machine     .         .  563 

Lubricants 561 

Lubrication 564 

,  diminishing  friction  by  561 

Lubricator,  sig^it  feed,  nxing          .  264 
Lubricators ^5 

MACHINE,  angle-cutting      ,  290 
Machine,  band  sawing       .  294 
,  definition  of  a  ,  480 
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Machine^  distribution    of   friction 

in  a 574 

-,  drilling,  see  Drilling  ma- 


Machinln 


chine, 
boilers 


-,  drilling,  for  marine 
s      .         .        .         . 
-,  flanging 

-  for  cutting  bevel  teeth 
-,  forging 

-,  full-automatic  screw 

-  grinding 
-,  horizontal  boring 


1053 
.  300 

•  753 

.  917 

1040 

1030 

.  160 


,  milling,  see  Milhng  ma- 
chine. 

,  plate-bending        .         .  294 

,  planing,  see  Planing  ma- 
chine. 

,  punching,  see  Punching 

machine. 

-,  riveting,     see     Riveting 


'machine. 
riveting  compared    with 

hand  riveting    .  .321 

,  rivet  making         .         ,  970 

,  shaping         .         .         .171 

shop  arrangement  .         .501 

,  slotting         .         .         .173 

,  square-hole  drilling         1019 

,  strength  of  the  parts  of  a  361 

-,  testing,  see  Testing  ma- 


chine. 

,  Universal  head  milling  1020 

tools      .         .         .         -137 

,  advantage  of         .  288 

,  reciprocating  versus 

continuous  '138 

;  uses  and  examples, 

V    of  locomotive  boiler  shop   .         .318 
J ;  uses  and  examples, 

of  marine  lx)iler  shop         .         -319 
;  uses  and  examples, 

in  ship  building.         .         ...  320 

vice,  Taylor's  .182 

,  welding        .         .         .917 

Machines,  centreing      .         .152,  807 

»  copying  principle  in       .139 

,  drop  testing  .  .  834 

,  efficiency  of  .         •    57I1  872 

for  moulding  .  787 

,  kinematics  of         .         .  485 

,  moulding      .         .         .  969 

,  screwing       .         .  817 

— ,  simple  .         .  .481 

,  testing,  Wicksteed's        1065 

,  theory  of       .         .         .  480 

Machining    .  .    137,  183 


r,  allowance  for 
brasses  . 
indication    of. 
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•      49,  215 

.         •  752 
on    the 


drawing 215 

various  parts  of  an  engine  215 

1114 

262 

36 

»5S 

751 

142 

85,801 

794 

332 

1135 

342 

332 

1053 

631 

904 

1 144 


Magnet  windings 
Main  slide  valve,  machining  . 
Malleable  castings,  dnneaiing 
Mandrel,  expanding 

— ^ for  eccentrics     . 

— of  lathe      . 

Manganese  bronze 

steel 

Manhole  in  boiler . 
Manograph,  Carpentier 
Marine  boiler,  setting  out  a   . 

boiler 

-,  drilling  machine 


Marking  off  . 


■  engine,  modern. 

-  filter 

-  governor    . 
Dunlop's 


tools  . 


137, 


Marriotte's  law 

tul)es     . 

Marshall's  valve  gear     . 
Masonry  arch 
Mass,  force  and     . 
Material,  distress  of 

of  plates 

of  rivets. 

theory  of  heat 

Materials,  metallurgy  and  proper 
ties  of        ...         . 

,  strength  of    . 

Matter,  three  states  of  . 

-,  molecular  theory  of  . 


Maudslay's  engine 

Mean  efllective  pressure  per  sq.  inch 

from  indicator  diagram 
Measurement  of  heat     . 


Measuring,  strain  . 
Mechanical  advantage 


of  stream  horse  power  714 


,  6|5 
,  183 

1^ 
587 
588 

643 
>093 

288 
279 
281 
581 

72 
361 
591 
581 

631 


620 

584 


-  of  hydraulic 


press. 


of  hydraulic 


381 
954 

741 


.     .  736 

,  pnnaple  of  481 

efficiency  of  engine  620, 770 

equivalent  of  heat  599, 1130 

hysteresis  .         .         .  837 

mixture  and  chemical 

combination      .         .         .         .72 
powers  .  480 
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Mechanical  stoking 

Melting  points  of  metals 

Members,  redundant,  of  framed 
structures. 

Metal,  Muntz,  composition  of 

patterns    .         ... 

spinning   . 

— ^--  white,  composition  of 

Metallurgy  and  properties  of  ma< 
terials       .... 

Metals,  melting  point  of 

Meyer  valve,  double  ported  . 

,  expansion 

,  Zeuner  diagram  ap- 
plied to     .  .    664, 


Index. 


-  variable  expansion  gear 
Mill  driven  by  cotton  rope  gear 
ing 


Milling  cutter  grinding  machine 

cutters 

,  hardening  *  . 

examples  . 

machine   . 

dividing  centres 

• dividing  head 

,  profiling 

,  universal 

,  Universal  head 

,  vertical 

notes 

radius  link 


Mills 

,  angle  of  tooth  of. 

,  'backed  off' 

;  expansible,  grooving,  spiral, 

and  twin  .... 

for  spur-wheel  teeth 

,  speed  of      .         .        . 

Mine  ventilator,  Cooke's 
Mirror  extensometers    . 
Missing  quantity  . 
Mitre  wheels 
Mixtures  of  iron   . 

of  steam  and  water 

Modern  marine  engine . 

Moduli,  connection  of  elastic 

. of  elasticity;  direct,  trans 

verse,  and  volumetric 
Modulus  of  resilience    . 

rupture 

section 

M  of  fly-wheel 

Molecular  theor}'  of  matter    . 

Molten  iron,  fluidity  of. 

Moment,    bending,     see    Bending 

moment. 
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Moment  of  inertia  429,  iioo,  1105 

of  inertia  of  any  section 

found  graphically  .   430,  845. 

of  inertia,  table  of  .  429 

of  resistance  1079- 

of  resistance,  approximate 

method  of  finding      .                  .  43^ 
of  resistance,  graphic  solu- 
tion of 430 

of  resistance  of  beams  428,  845 

of  hollow  round 

shaft 419^ 


•  of  resistance  of  rectangular 
section  .shaft      .... 
-  of  resistance  of  solid  round 


shaft 


421 

4ir 


of   resistance    of    square 

shaft 419. 

Moment,  second  ....  845 
Momental   strength   of  cast    iron 

beam 434 

strength  of  plate  girder  .  435^ 

of  steel  rail  and 

wrought  iron  rolled  beam  .  .  434 
Momentum,  conservation  of.  .  474 
,  principle  of,   applied 

to  wheel  vanes  ....  717 
Mondgas     ....  1153 

Moore's  pulley  block  .  .  .  523 
Mortice  teeth  .  .  .  .518 
Motion,  link,  ut  Link  motion. 

parallel  or  straight    line, 


see  Parallel  motion. 

,  pure  harmonic 

Motor  cars,  petrol 

dynamos 

generators  . 

-starters 


Mottled  cast  iron . 
Mould,  arrangement  of. 

,  inclination  of 

Moulders*  tools     . 
Moulding     . 

a  bevel  wheel 

a  three-legged  pot 

box 

boxes,  four  part 

,  casting  and  . 

,  chill     . 

in  lo^eun . 

machine,  hydraulic 

,  Scott's 

machines 

,  open  sand     . 

,  plaster  blocks  for 

^  plate    . 


.  49^ 
1182 

1117 
1116 
1118 

•:  4. 

.    14 

.    40 
3 

•4 
.  781 

.    3S 

.  969 
•  31 
787,969 
.  s 
.  782 
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Moulding  sand      ....  779 
"■              steam  cylinder  in  green- 
sand         784 

wheels  by  machine         .     31 

Mudhole  in  boiler         .        .        .  332 

,  cover  for  .        .  694 

Multiple  drilling  machine  .  3'^ 

punching  machine   .        .291 

stage  pumps    .        .  1209 

Multiplying    gear    for    hydraulic 

cranes 743 

Multitubular  boilers  .  335 

Muntz  metal,  composition  of  .  85 
Musgrave's  friction  clutch  .  569 

NATURAL  ^as      .        .  1156 

Natural  sines  and  cosines, 

table  of 272 

^^atural  stores  of  energy  .  476 

Ifature  of  shear    .        .        .        '755 
I^egative  exhaust-lap    .        .        •  772  . 
Keutral  axis  of  beams  .  .  427 

of  long  columns         .  457 

Newall  high-speed  engine     .        .  633 

mckel  steel 795 

J^iclausse  boiler  ....  830 
Noblfe's  expanding  mandrel  .  '155 
Nominal  H.  P.,  engines  and  boilers  931 
Normal  at  tooth  contact  .  926 

indicator    diagram,     and 

deviations  from  .         .618 

slide  valve  .        .  636 

Normand  boiler  ....  832 
N*i»  moment  ....  845 
Numerical  estimate  of  various  forms 

of  energy 477 

Nut,  forging  a      .  .104 

i^BLIQUITY,  angle  of  .  .  512 
\J  Oil  cup,  machining  .  .  264 
Oil  engine,  Diesel  1165 

—  engines,  petroleum  or,  su  Petro- 
leum engines. 

■Oil-en^ne  trials  ....  947 
Oils,  viscosity  of  .  .  .  .  562 
Oldham's  coupling  .  .  504,  763 
Open  eccentric  rods  .        .  665 

hearth  steel  process       .   '     .     80 

sand  moulding       .        .        .5 

Ore,  calcining       ....  788 

,  copper         ....     83 

.  iron 73 

Originating  surface  plates  .  210,815 
OrioUe  boiler        .  .832 

Oscillating  engine .  .  630  , 
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Oscillating  engine,  valve  gear        .  644 

lever,  velocity  curve  for.  492- 

Outlines  of  various  engines    .         .  629 

Outward  flow  turbine    .  .  723 

Overshot  water  wheel    .  .  720 


PADDLE  engine  ;  diagonal  and 
oscillating  . 

feathering. 

Pairing,  higher 

,  lower 

Pairs,  high  and  low  ;  sliding,  turn 

ing,  and  screw ;    complete  and 

incomplete 
Palm  stays    .  .* 

Parabolic  governor 
Paradox,  Ferguson's 
Parallel-crank  chain 
Parallel  flow  turbine 

motion,  straight  line  or 

,  Pcaucellier's 

,  Scott- Russeirs 

,  Watt's. 

,  White's 


650, 


nmer 
vices 


630 
SCO 
488 
485 


485 
33S 
773 
522 

763 
724 
498 

499 
SCO 

499 
510 
209 
187 

Parsons*  steam  turbine    894,  966,  1 177 
Part  II.,  synopsis  of  lettering  used 

in. 358 

Partinp;  sand,  composition  and  pro- 
perties of 4 

Parts  of  a  connecting  rod  end, 
machining  the    .         .  .  243 

of  a  machine,   proportioning 

the    .        .        :        .        ...  394 

Path  of  water  in  centrifugal  pump  .  728 

in  turbines  .726 

Pattern  maker's  tools  -45 

making  j  casting  and  design    43 

,  wood  used  for  .     43 

of  a  bevel  pinion  60 

of  a  chain  barrel  in  loam  .     65 

of  a  pipe  .         .  -51 

of  a  pipe  bend  .         .  53,  54 

of  a  pulley  -Si 

of  a  spur  wheel .  -58 

of  a  worm  wheel  .     58 

' in  mould,  position  of  ^       7 

in  the  mould,  rapping  62 

in  loam,  striking        .  14 

Patterns,  metal  .63 

,  plaster     .        .         .  .781 

Pelion  water  wheel                 .  .722 

on  Simplex  gas 

701 


Pendulum  governor  on  Simplex  gas 

engine       •        \    .  •        •        •  /"' 
..^^^,_^  pump,  velocity  curve  for  494 
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Pcnn*s  trunk  engine       ,         .         .  630 
,  Perfect  heat  engine  .  608 

,  efficiency  of  6n,  769 

Petrol-driven  cars  .  .  999 

engine  diagrams  1 138 

motorcars  .  1182 

Petroleum,  constitution  and  kinds 

of 705 

engine,  oil  or         .    705,  915 

,  cycle  of  .  707 

' ,  Priestman's;  con- 
struction and  working  .  707 
' — ,  Priestman's ;  go- 
vernor, igniter,  spray  maker, start-' 
ing  apparatus,  vaporiser              .  708 
Phosphor  bronie  .         .               85,  748 
Piedboeuf  flanging  press.  .  300 
Pillars  and  struts,  Euler's  formula 

for  strength  of   .         .         .    457,  857 
Pin  and  cotter,  forging  a        .         .   106 

drill 166 

Pinion,  bevel,  making  pattern  of  a.     60 
Pinions,  rules  for  small  .512 

Pins  in  shear,  strength  of       .         .415 
Pipe,  making  pattern  of  a  -     ^Z 

bend,  casting  and  moulding  .     17 

,  making  pattern  of  a      .53 

Pipes,  friction  in  .         .         .         .  965* 

,  strength  of  .  .        .  397 

Piston  acceleration  .  932 

Piston,  leaky;  effect  on  indicator, 
diagram  of 

,  machining 

pumps 

rod,  forging  a 

,  machining 

speeds,  table  of. 

Pit  head  gear 
Pitch  chain  gearing 


618 

247 
730 

134 
247 
681 
542 
544,  579,  "11 
-  circle,  line,  or  surface    .         .510 

of  cyfinder  cover  bolts   .         .  402 

of  riveting     .         .         .   407,  760 

Pits  for  the  foundry  .         •     ^5 

Pivot,  anti-friction  or  Schiele's       .  560 

friction  ....  872 

Pivots 507 

Plane,  housing      .         .         .         -45 

,  inclined        ....  483 

Plani  meter   ....  1082 

Planing  machine   .  .         .169 

,  feed  for         .         .170 

,  plate  edge    .         .  294 

,  quick  return  for    .   169 

tool        .         .         .171 

tool  box         .         .   170 

Plaster  block  moulding  ..        .  782 
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Plaster  patterns     .         .  .781 

Plate  bender,  hydraulic.         .  .  298 

bending  rolls  .  .  294 

edge  planing  machine    ".  .  294 

— ^  girder,  momental  strength  of,  435 

-,  moulding       .         .  »       .         -63 

,  screw  .        .         .  -193 

straightening  rolls.         .         .  2^ 

,  stringer        ....  412 

work,  boiler  making  and        .  279 

,  wrist 658^ 

Plater's  tools         .         .         .         .  2S6 
Plates,  brands,  qualities  and  sizes 

of  iron  and  steel  .         -  282 

— f — ,  examination  of  •  .  .  280 

,  material  of  .  .  279 

,  rapping        ....     67 

,  rolling  of  steel      .         .         .  280 

,  surface         .  ,         .191 

, ,  originating       .         .210 

,  table  of  sizes  of  rivets  and     .  407 

Platinum  Thermometer  1126^ 

Plugs,  fusible        .         .         .   755, 833 

indicator       ....  267 

Plumb  square        .  .         .  1S6 

Plumbago  blackening    .         .  10 12 

Plummer block,castingand  moulding    3 1 
Pneumatic  caulking  *.  322 

hammer  .  949 

Point  of  saturation         .      '  .    593,  594 

,  yield 363 

Points,  curve  of  saturation  .  594 

Poisson's  ratio       ....  364 

Polar  curves 49a 

Polygon,  Culmann's  funicular   445,  855 

of  forces    ....  464 

Portable  drilling  machine  .310 

hydraulic  riveter  •  3^5 

Porter  for  forge     .         .  .129 

governor,  weighted  or    ,         .  648 

Position  of  gates    ....      7 

of  pattern  in  mould    .  7 

Potential  energy,  Ibnns  of     .        .475 
Pots  or  compensating  cylinders      .  732 

Power 47^ 

distribution  ....  875 

gas 914 

hammer,  Longworth  1015 

transmission ....  473 

by  compressed 

air 545, 5*> 

transmitters  ....  479 

Powers,  mechanical  .        .  480 

Premier  gas  engine  .         1161 

Press,  flanging 29S 

,  hydraulic,  su  Hydraulic  press. 


Digitized  by 


Google 


Index, 


^233 


Pressure  and  velocity  energy,  head  710 

curves       ....  598 

elements    . 


489 
742 
694 
826 


engines,  hydraulic 

gauge 

in  nvetter 

machines,  turbines  723,  724, 726 

per  sq.  inch,  mean  effective   620 

of  water  jet  on  curved  floats  719 

on  fixed  plate  .  717 

on  moving  plate  718 

on  moving  bemi- 

718 
719 


spherical  cup 

of  water  jet  on  radial  floats 

-  of  water   jet    on    reaction 


wheel 


•  of  wind  on  roofs 
-  on  teeth  of  wheels 

•  producer    . 
-volume,  and  relative.  tem« 


perature  of  steam 
,  wind 


Priestman  oil  engine,  see  Petroleum 

engine. 

Prime  movers 

Primitive  elastic  limit    . 
Principal,  riveting  a  roof 
Principle  of  mechanical  advantage . 
of  momentum,  applied  to 

pressure  on  wheel  vanes     . 

of  virtual  velocities.  • 

of  work . 


718 
953 
515 
152 

596 
471 


479 
363 
356 
481 

717 
481 
481 

Prints,  core 55 

,  tail      ...  .56 

Problems  in  t)elt  driving  .  534 

— in  velocity      .  1096 

in  Zeuner  valve  diagram  662 

Process  of  making  steel,  Landore- 

Siemens' 82 

Process  of  making  steel ,  open  hearth     80 

,    Siemens- 

80 

1151 

658 

,  812 

799 

% 

25 

801 

394 

5M 

76 

75 

74 


180. 


Martin's    . 
Producer  gas 
Proell  valve  gear  . 
Profiling  milling  machine 
Projectiles,  steel  for 
Proof  st/ess  .... 
Propeller,  screw    . 

, ,  moulding  a  . 

, ,  relative  costs 

Proportioning    of    structures    and 

machine  parts  by  calculation 
Proportions  of  teeth 
Puddled  bar . 
Puddling  furnace  . 
wrought  iron 


Pulley  block,  Moore's  . 
,  Weston's . 


,  worm -gear 

-,  brumbo    . 
-  efliciencv  . 
-,  Fowler  s  clip    . 
making  pattern  of 


Pulleys  for  belt  driving . 

for  cotton  rope  driving 

for  governor,  machining 

for  wire  rope  driving  . 

Pulsometer   .... 

— ^ efficiency 

Pump,  accumulator 

air  vessels 

,  centrifugal   . 

efBciencies  . 

,  force    .... 

,jet       .... 

,  lifting  .... 

,  velocity  curve  for  donkey 

pendulum .  494 
•  731 
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1047 
616 

873 
540 

5« 
534 
536 
249 
540 

735 
966 

732 
1206 
1207 
734 
730 
711 

730 
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,  Worthington 

Pumping  engine,  Worthington  high 

duty 732 

Pumps,  piston       ....  730 

,  compound   .         .         .  1207 

Punching  and  shearing  machines   .  289 
and  shearing  machines, 

hydraulic 291 

Punching  machine,  multiple  .         .291 
Pure  harmonic  motion  .  .  496 

iron 73 

Pyrometer,  Le  Chatelier's     .         .  876 

,  Siemens'  electric  .         .  587 

,  Wilson's  and  Siemens' 


water 
Pyrometers 


.   S87 
•>8S.  587 


487.  1^1 
.  282 


QUADRIC  crank  chain 
Qualities  of  plates 

Quality  curve        ....  878 
Quantity    of   condensation    water 

required 598 

—  of  heat      .         .         .         .585 

Quick  return  by  belting         .         .  534 

for  planing  machine .   169 

,  Whitworth      .         .  957 

returns       .         .         .    171,  173 

running      .         .         .         .  885 

Quiet  compressor  Ibr  testing  machine  374 

RADIAL  drill,  Universal  1013 

Radial  drilling  machine  166,  308 
Radial  floats  of  water  wheel,  pres- 
sure of  water  on        .        .        .  7>9 
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Radial  teeth 

valve  gear,  reversing  by 
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642 


Radiation 582 

Radiator       ....  1190 

Radiators,  relative  value  of  .         .  582 
Radius  link 247 


vector 


■  milling 


752 
490 
434 
385 
1204 


Rail,  momental  strength  of  steel 
Raising  the  elastic  limit 
Ram,  hydraulic  impulse 
Rankine's  curve  for  expansion  of 
steam       ....    607,  608 

cycle     .        .  883,1168 

Rapping  patterns  in  the  mould  62 


plates 


Ratchet  brace 

Ratean's  steam  turbine 

Ratio  of  expansion  ^.    ^. 

of  velocities  of  P  and  W  in 

kinematics 
Reaction  wheel 


67 
203 

"75 
615,  625,  772 


pressure  of  water 


489 
723 


jet  on 718 

Recess,  arc  of  .  .  .  .512 
Reciprocal  stress  diagrams  .  .  464 
Reciprocating  machine  tools.  .  138 
Rectangular  notch  1204 

•  section  shaft,  moment 


of  resistance  of . 

Reducer  for  testing  machine  . 

Reducing  valve    . 

Redundant  members 

in  framed  struc- 
tures 

Re-entrant  angles 

Re-evaporation,  initia  condensation 
and  .... 

Refining  wrought  iron  . 

Refrigerating  engine 

Regenerative  furnace    . 

Regenerator 

Regnault's  experiments. 

law 


596, 


Regulation  of  turbines  . 
Regulator   and    connections,   ma 
chining     .... 

for  feed  water 

Relation  of  crank  and  eccentric 
Relative  efficiency  of  engine      769, 

strengths  of  shafts     . 

temperature,  pressure,  and 

volume  of  steam 

value  of  good  and  bad  con 


ductors 
value  of  radiators 


421 
377 
904 
923 

469 
67 

614 
74 

81 

603 
724 

216 
918 
637 
883 
422 

596 

583 
582 


Relative  velocities  in  link  w^ork     .  492 

volume     .         .         .         .593 

and  temperature  of 

ice  water  and  steam  .  .  .  595 
Release,  late;  effect  on  indicator 

diagram  of  .  .  .  .  6i2^ 
Relief  valves  .  .  ..686 
Relieving  lathe     .         .         .  1025 

Remelting  cast   iron,  advantage 

&c.,of     .         .  2,42,779 

Renold  chain  .  it  11 

Repetition  of  stress       .         .         .  757 
Resilience,  modulus  of .         .         .  %y^ 

; —  of  a  bar  .  .         .367 

of  beams        .         .         .  451 

of  bolts  .  .         .834 

per  unit  volume      .         .  ^"^ 

Resistance,  electrical  .  1126 

,  limiting  angle  of       -  560 

,  moment   of,   set  Mo- 
ment of  resistance. 

thermometer  1126 

to  water  throogh  ori- 

712 
474 
630 
918 


fices,  coefHcient  of 
Retarded  velocity 
Return  connecting  rod . 

stroke,  loss  on  . 

Reversed  cycle  in  heat  engine  612,  770 

engine  .         .  1132 

Reversibility  in  Stirling  engine  .  771 
Reversible  cjtIc,  Camot's     .         .  608 

C)'cles  ....  883 

planing  tools         .         .813 

Reversing  oy  link  motion      .         .  640 

by  loose  eccentric .         .  638 

l^  radial  valve  gear       .  642 

by  shifting  eccentric      .  638 

gear      ....  638 

valve  for  hydraulic  engine  742 

Reverted  trains  of  wheels  .  .  523 
Revolution  of  fly-wheel,  energy  of  47S 
Riedle^-Stumpf  steam  turbine  1 175 
Rigid  ^inks 488 

'         363 

401 

209 

24 

1077 

•  409 

.  992 

.  970 

.  411 

411 

920,  1075 

.  409 
.  40S 


Rigidity  or  transverse  elasticity 
Rim  of  fly-wheel,  strength  of 
Rimers,  parallel  and  taper    . 

Risers 

Rivet  bearing  stress 

,  contour  of  head  of 

heating  furnace     . 

making  machine  . 

Riveted  butt  joint,  double     . 

butt  joint,  treble 

joints 

lap  joint,  chain 

double 
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Riveted  lap  joint,  single        .        .  407 
Kiveter,  pressure  in      .        .        .  826 
iliveting    by  hand  and  machine, 
comparison  of-.        .        .        .321 

by  hand,  and  caulking       .  286 

machine,  direct  pattern  hy- 
draulic       316 

machine,    large   fixed  hy- 
draulic       313 


machine,  lever  pattern 

■  ,  portable 

•  pitch  of    . 

—  up  a  girder 

—  a  roof  principal 

—  a  ship 

—  boilers 


•  317 

•  315 
.  760 

.356 
.  356 
.  356 
348,  353 
Rivets,  material  of  .        .281 

and  plates,  table  of  sizes  of  407 

Road  wheel,  casting  and  moulding  12 
Roasting  and  melting  copper  .  %'^ 
Rods,  eccentric ; 

crossed,  and  open,  651,  665 
Rolled  beam,  momental  strength  of 


wrought  iron 
Roller  bearings    . 
Rollers,  anti-friction 

Mive' 

Rolling  a  tooth 
circle 


465. 


-'curves 

load  example 

section  bars 

steel  plates  and  bars 

Rolls,  plate- bending     . 

, straightening 

Roof  principal,  riveting  a 

truss,  stresses  in  a 

Roofs,  wind  pressure  on 

Roots*  blower 

Rope  gearing,  cotton    . 

,  wire 

Ropes,  strength  of 
Rotary  engines ;  annular  and  eccen 
trie  types  , 

converters 

Rotative  energy   . 
Rotor  .... 
Rowhind's  apparatus  for  J 
Rule  for  steam  cylinder,  casting 
Rules  for  small  pinions 
Rupture,  modulus  of 


Q  ADDLE  of  lathe  .  .147 
^  Safe  velocity  of  toothed  gearing  518 
Safety,  factors  of .  .  .  .391 
valves       ....  693 


434 
.  872 
489,  567 
566,  928 
512 
510 
867 
1084 
279 
280 
294 
298 
356 
470 

953 
90 

534 
579 
397 


539. 


631 
1 1 16 

1 100 
1116, 

1130 
400 
512 
436 


Safety  valves,  Board  of  Trade  rules 

for    .         I        ...         .  694 

,  dead  weight    .         .  693 

-: lever,  loaded    .   482,  763 

spring,  loaded  .         .  693 

Sand  ;  composition  and  properties 

of  green,  dry,  and  partmg    4,  5,  779 

,  facing  .         .    747.  7^9 

moulding ;    green,   dry,   and 

open 5,  6 

Saturated  steam,  dry  .  .  593,  594 
,  — ;  expansion  curve 

of 607,  766 

^ ,  specific  volumes    .  766 

,  tables  of       .         .  776 

steam  and  other  vapours, 

isothermals  of  .         .        .         .  6c8 
Saturation  point   .        .        .    593,  594 

pK)ints,  curve  of     .         .  594 

Saw,  hack  .....  209 
Sawing  machine,  band .  .  .  294 
Saws,  hardening  ....  749 
Scale,  acceleration  .  492 

Scales,  conversion  of  thermometer  585 

Scarf  joint 102 

Scavenging  .        .  11 58 

Schulz  steam  turbine    .  T178 

Scott  Russell's  straight  line  motion  500 
Scrap  iron    .         .         .         .         -'41 

Scrapers 189 

Scraping 210 

Screw-cutting  classified  .815 

lathe       .  .   141 

,  change  wheels 

for 484 

in  lathe  .  .  212 

efficiency  .        .  112^ 

gearing     .         .         .    520,  578 

,  leading,  of  lathe  .147 

'  machine,  full-automatic 

pairs 

plate 

propeller  . 

-,  moulding  a 


1040 
485 

688 

25 
127 

483 

.350 

17 


tap,  tempering  a 

,  the 

Screwed  stays       .        .         .    335 
Screwing  machine         ... 

stock,  WhitwortVs  guide  195 

tackle    .         .  .191 

Screws,  long-pitched    .  .817 

Scriber  and  scribing  block    .         .185 
Scroll  or  universal  chuck       .  153 

Section  bars,  cogging  and  finishing  279 

-_.,,^_^ ,  roUing  of  .  279 

...^^  . ,  ro\ls  for  .        .         .  298 
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Sections,  economical 

-  of  high  speed  engines 


Index, 


Self-starter 

Separator i877 


417 
433 
632 

913 


1116 

1 148 

.  272 

.  354 

•  352 

•  342 
.  356 
.  273 

108 

.  378 

544 

2,  844 


Series-wound 
Serve  tubes 
Setting  eccentrics. 

—  out  a  Lancashire  boiler 

a  locomotive  boiler 

a  marine  boiler   , 

Setting  out  a  vertical  boiler  . 

valves 

Shackle,  forging  a 
Shackles  for  testing  machine. 

for  wire  rope     . 

Shaft  couplings     .         .        .    502, 

,  double-  Hirow  crank ;  forging  a  1 29 

governor       .         .         .  1 145 

,  Westinghouse         .  655 

journals        ....  506 

,  formula  for      .         .  507 

,  table  of  pressures  on  507 

,  small  crank ;  forging  a         .118 

,  strength  of  hollow  round      .  419 

, of  solid  rectangular  .  421 

, of  solid  round  .         .417 

, of  square.  .  419 

Shafting,  horse-power  transmitted 

by S07 

,  counter ;  use  of        .         .  53^1 

,  use  of      .  .    501,  578 

V.  electric  transmission      .  865 

,  work  lost  in     .         .         .  865 

Shafts,  moment  of  resbtance  of,  see 
Moment  of  resistance. 

,  forging  steel     .         .         .133 

,  strength  and  stiffness        .  997 

, of         .         .         .  417 

, ,  by  direct  ex- 
periment   421 

,  use  of  square    .         .         .  508 

Shaping  machine .  .  .  '171 
Shear,  graphically  .         .  853 

in  beams,  horizontal      .         .  922 

,  strength  of  pins  and  bolts  in  415 

stress    ....    364,  755 

action .         .         .  405 

,  distribution  of     .         .  437 

Shearing  and  punching  machine    .   289 

force         ....  438 

and  bending  moment 

combined 444 

Shearing  machine,  hydraulic.  .  291 
Sheave,  eccentric  ;  machining  .  228 
Sheer  legs,  stresses  in   .         .         .-471 


.  638 

.854 
•4?> 


Shell  of  a  boiler,  riveting  the 
Shifting  eccentric,  reversing  by 

spanner     .         .    '    . 

Ships'  bending  moments 

davits  .    ■    . 

-,  riveting  up  . 

Shock,  loss   of  eAergy  by  eddies 

and  .         .         .         .        .       .  7K 

Short  columns,  strength  of  .       .405 

D  slide  valve        .  -636 

Shrink  fits ^ 

Shrinking  of  castings,  warping  and   6q 

— of  wood         .        .       .    45 

Shrouding  of  wheels  ;  single  and 

double 5»2 

Shunt-wound  .  .  n't) 
Side  by  side  engine,  Willan's  .  63. 
Side-lever  marine  engine  .  .  630 
Siemens*  electric  pyrom^cer  .  •  5^7 
Martin's  process  for  making 

steel So 

Siemens',    Landore- ;    process  for 

making  steel  .  .  .  .  ^^ 
Siemen's  thennomeier  .  1*26 
water  pyrometer ;  Wilsoo's 

and 5?7 

Sight-feed  lubricator,  fixing  .  •  264^ 
Silencer  .        .  1187 

Silicon Vy 

bronze       .         .        .   •  •  799 

Silico-spiegel  .  ,  .  •  747 
Simple  m^ines,  the   .  -4^1 

or  Watt  governor  •  ^7 

roof  truss,  stresses  in  a     .  4^5 

Simplex  gas  engine       .  •70^ 


indicator  dia- 


gram for  .         .         .        . 
Simplex  gas    engine,   method  of 
exhausting        .         .        .       • 
Simplex    gas    engine,    pendulam 
governor  for     .         .        .       • 
Sines,  curve  of     . 
Single,  double,  and  triple  stage  ex- 
pansion ;  advantages  of    . 
Single  eye,  forging  a    . 

geared  drilling  machine 

riveted  lap  joint    . 

shrouding     .         .        .       • 

webbed  crank,  forging  a 

Sizes  of  plates  and  rivets 

of  steel  plates,  maximum 

Skimming  gate  .  .  .  • 
Sleeve  for  governor,  machining  • 
Slide  bar  and  connections,  mAdiin* 

ing 

Slide  bar,  pressure  on  . 


70s 
701 

701 

49^ 

621 
106 
164 

407 

5»2 
117 

407 
2S2 

255 

232 
44^ 
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Slide  blocks,  machining        .        .  238 

rest  of  lathe.        .        .        .   147 

valve,   distribution  of  steam 

by 636 

,  double  ported     ,        .  654 

, ,  back  cut 

off 654 

,  expansion  .         .        .  262 

,  lap  of.         .        .        .  636 

,  lead  of       .        .        .  638 

,  leaky ;  effect  on  indica- 
tor diagram       .        .        .         .618 

,  long  D        .         .        .  636 

,  main ;  machining        .  262 

,  normal        .         .         .  636 

,  short  D      .         .        .  636 

Slider-crank  chain,  double    .         .  487 

,  single     .         .  486 

Sliding  pairs         ....  485 

Slip  of  belts 530 

Slope  of  beam's     .         .         .        .856 

curve   ....*.  851 

,  virtual         .  .       '.  716 

Slot  drilling  machine    .        .    168,  810 


Slotting  keyways , 

machine  . 

Small  pinions,  rules  for. 
Smelting  copper,  roasting  and 
Smithing  and  forging    . 
Smith's  blast 
hearths     . 


-  tools 


>  boiler 


754 
173 

83 
88 

90 
88 
93 
284 


Smith,  the   .  .         .     88 


Snifting  valve 
Softeniog  a  casting 

Harvey  steel . 

water    . 

Soft  soldering 
Soldering,  soft 
Solid  forging  versus  welding . 

friction,  laws  of    . 

round  shaft,  strength  of 

Spanner,  forging  a 
r,  shifting 


1206 
36 
797 

1006 
970 
970 
"5 
555 
417 
108 
209 
304 
585 


Special  drilling  machine 
Specific  heat 

at  constant  pressure 

and  constant  volume .  .  603 

,  method  of  finding    .  586 

of  superheated  steam  604 

heats  of  a  gas  .        .         .  602 

of  substances,  table  of  586 

volume     .  .    594,  766 

■■  of  steam        .         .  933 

Specimens,  test     ....  837 


1237 

PACK 

•  534 

•  S30 
.  142 

•  143 
.  177 

•  974 
80,  79a 

252 


Speed  cones 

of  belts     . 

of  cutting  tools 

of  lathe     . 

of  mills     . 

Speeds  cutting 

Spiegeleisen 

Spindle  for  governor,  machining 

Spindles,  main  and  expansion  valve ; 

machining         ....  224 
Spinning  metal     ....  806 

Spiral  mill 176 

Split  pins,  gauge  of  .  .  .  277 
Spray    maker    for    Priestman    oil 

engine  .        .  •     .        .  708 

Spring,  weak  indicator;  effect  on 

diagram  of        .  .618 

Spring-loaded  safety  valve  .  .  693 
Springs,  helical ;  deflection  of  426,  845 

,  ,  strength  of  .  425 

Sprues 38 

Spur  gearing  .  .  .  509,  578 
wheel,  making  patterns  of     .     58 

teeth,  cutting      .         .  823 

,  mill  for     .        .   178 

Square  centreing .        .         .        .150 

drift  .         .         .         .205 

hole  drilling  machine  1 109 

shaft,  strength  of       .         .419 

shafting,  use  of  .        .  508 

Stage  compression  .  .  .881 
Stamping  die  .  .  .  .123 
,  forging  by        .        .122 


,  examples 

i25. 


802 
825 
496 
160 


of    .        .         . 
Standard  fits 
Stanhope  levers    . 
Star  feed  for  lathe 
Starting  apparatus,  Priestman  oil 

engine 708 

States  of  matter,  three  .        .  591 

Static  friction,  co-efficient  of    555,  868 
-  Stationary  engine,  example  of       «  681 

Stator 1116 

Stay,  girder  .         .         .    335,  348 

,  gusset ;  and  longitudinal     .  330 

»  palm 335 

,  screwed  .        .  335,  350 

,  tubes 351 

Steam,  adiabatic  of  saturated        .  766 

and  water,  mixtures  of.         .  J98 

calorimeter  ....  878 

cylinder,  large ;  casting  and 

moulding  of      .        .  .21 
^  ^^^ —  in  grcensand,  mould- 
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Steam  cylinder,  machining    .        .  257 

cylinders,  casting  rule  for     .  400 

distribution  by  slide  valve    .  636 

dryness  .        .    764,  878 

,  dry  saturated 

,  efficiency  of 

engine  indicator  . 

-,  Tabor 


-,  losses  in  the 


593. 


602 
616 
616 
613 
97 


hammer 

,  force  of  blow  of  the 

98,  loi,  801 

,  foiging  by        .         .117 

,  ice  and  water  5  relative  tem- 
peratures and  volumes  of  .        .  595 

jacketing    ....  88j: 

lap  of  slide  valve         .         .  638 

,  latent  heat  of      .        .        .  592 

loop 903 

,  missing       ... 

pcrl.H.P. . 

port  area     .         . 

,  saturated ;  specific  volume 

,  saturated  5  tables  of     , 

separator 


768 

681 

'766 

776 

877 
-,  superheated  ;  specific  heat  of  604 


trap 

trials 

turbine 


-  calculations 


903 
.  940 
1 168 
1179 
"75 
1171 


1 178 


,  Curtis 

,  De  Laval 

,  Parsons*  .  894,  966,  11 77 

,  Ratcau's  1175 

,  Riedler-Stumpf 

,  Schulz 

used,  horse  power  in  terms  of  626 

,  wet  saturated      .        .  593,  594 

, expansion  of  .  766 

Steel,  basic 791 

,  carbon  in     .         .         .         .  793 

castings       .         ,        82,  42,  747 

,  chrome        ....  798" 

,  chrome-vanadium         .  1075 

,  composition  of    .        .         '77 

hardening   ....  803 

,  manganese  ....  794 

,  nickel  ....  795 

or  iron,  test  for   .         .         .     83 

plant,  Bessemer  .         .         .79 

■ ,  cementation         .         .     78 

,  Siemens  Martin's         .     80 

plates  and  bars,  rolling  of    .  280 

rail,  momenta]  strength  of     .  434 

shafts,  foiging       .         .         .133 

strength  and  temperature        1074 


l-AGK 

Steel  temper         .         .  .  .793 

tempering    .         .  .83,  125 

tui^ten       .         .  .  .799 

\  Whitworth's  compressed  S2 

Steelifying  iron     .         .  .  .803 

Steeple  engine      .        .  .  .630 

Steering  gear,  Ackermann  .  1 192 

Stephenson's  link  mdtion  .  640 

Stepped  gearing  .        .  .518 

Stem  tul^  and  stem  bush  .  .  6Sq 

Stewart's  cupola   .        .  101 1 

Stiffness  of  shafts          .  .  .997 

Sterro  metal                  .  .  -799 

Stirling's  engine  .        .  .  .771 

Stock  and  dies     .         .  .  .192 
Whitworth's  guide  screwing  195 


Stoking,  mechanical 

Stone  breaker      .... 

Stop  valve,  casting  and  moulding . 

Stopping  off         ...         . 

Storage,  electric  transmission  by  . 

Stores  of  energy,  natural 

Straight  line  motion,  su  Parallel 

motion. 
Straightening  roll,  plate 
Strain,  definition  of 

diagrams,  stress  and 

measuring    .  .  381,  1069 

Strainingcylinder  of  testing  machine  376 
Strap   and  connecting   rod   end; 

machining        .... 

^  eccentric ;  machining  . 

Straps,  brake        .... 
Stream  horse-power,  measurement 

of 714 

Strength  and  temperature     .        .  83S 

,  influence  of  temperature  1074 

momental,  tee  MomeQtal 


91C 
49S 
31 
64 
551 
476 


298 
361 
385 


243 
228 

569 


strength. 

of  belts 

bolts 


chains. 

—  cotter  joint 


■  coupling  bolts 

-  crane  hooks 

-  cylinder  cover  bolts 
•  cylinders 

-  flat  surfaces  in  boilers 
"  fly-wheel  rim 

-  furnace  tubes 

-  helical  springs 

-  hollow  shafts 

-  keys    . 

-  long  columns 


—  machine  parts 

—  materials 


*  1^ 
402,842 

.  397 

.  415 

422 

454 
403 

397 
45' 

401 
460 

4^5 
931 

423 

*F 
361 

361 
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Strength  of  pillars  and  struts,  £u- 
ler*s  formula  for       .        .        .  457 

pins  and  bolts  in  shear  415 

pipes   .        .        .         .397 

-  riveted  joints,  J«  Riveted 


joint. 


ment 


•ropes   .        .         .        . 
-  shafts 

■  shafts,  see  Shafts. 
by   direct   experi- 


-  shear  sections 

-  short  columns 

-  structures     . 

-  suspension  link 

■  teeth    . 

■  thick  cylinders 
•  wire  rope 


405. 


397i 
rela- 


397 
997 


421 

415 
405 

361 
952 

S14 
399 
539 


Strengths  of  different  shafts, 

tive 422 

Stress 920 

action,  bending    .        .        .  426 

,  classification  of        .  394 

,  combined,  see  Com- 
bined stress  action. 

action,  compressive      .         .  404 

,  tensile     .         .         .395 

,  torsional.         .        .  417 

,  shear  .405 

431 


430- 


area,  virtual 

caused  by  heating  and  cool- 
ing   

-  by  impulsive  load 


,  definition  of ;  and  kind  of 

diagrams,  reciprocal 

■ ,  hoop  . 

,  line  of  limiting    . 

,  proof  . 

repetition     . 

,  shear  . 

, ;  distribution  of 

strain  diagrams 


368 

368 
361 
464 
757 
430 
833 
757 
755 
437 
385.  837 


,  working  ;  decision  of 

Stresses,  breaking 

,  ,  average 

,  table  of 


in  jib  of  a  crane 
in  sheer  legs     . 
in  simple  roof  truss 
in  suspension  bridge 
in  Warren  girder 
in  wire  rope 
tensile    and 


PAGK 

Stressing  initial    .        .        .        •75^ 
Strickling,  striking,  sweeping,  or 
loam  lK>ards      .        .  .61 


Striking  a  pattern  in  loam     . 

Stringer  plate  or  tie  bar 

Stroke    adjustment    in    hydraulic 

engine  .... 
Structures,  braced  or  framed. 
of    three     dimensions. 


,  time  effect  .  756 

,  tensile  ;  by  centrifugal  force   400 


393 

•  392 
394.  840 

•  393 
.-468 

•  471 
.  465 

chain  466 
.  466 

-  542 
compressive, 


14^ 
41^ 

744 
463 
ot    tbree     dimensions, 

framed 471 

,  strength  of  .        .        .361 

Struts,  Euler's  formula  for  strength 
of     .        .       •.  .   456,857 

Stud  fixmg 214 

Sturtevant  fan      .  '90 

Suction  or  lifting  pump    .  .  730 

— : producer  .  1152^ 

tube  for  Jonval  turbine     .  724 

Sulphur 73 

Sum  curve 851 

Sun  and  planet  wheels  .  .  523 

Sunk  keys    .  .  504 

Superheated  steam,  definition  of  .  594 

,  specific  heat  of  604 

Superheating  ....  885 
Supporting  work  in  lathe  .150 
Supports  for  cores  .  -39 
Surface  condenser  .  6o6- 
for     horizontal 

compound  pumping  engine       .  684 

grinding  machine  1039 

,  pitch        ....  51a 

I    plates  .         .    183,  191 

,  originating      .   210,  81$ 

,    in     boilers,     strength     of 

fiat 451 

Surfacing  in  lathe  -147 

'    Suspension  bridge  chain,  stress  in .  46^ 

I    link,  strength  of   405,  952 

TABOR  steam  engine  indicator  617 
Tackle,  block  and        .         .  482 

\   ,  screwing ....   191 

Tail  prints 56 

I   Tap,  screw  ;  tempering  a  .127 

Taper  rimer  ....  209 

1   turning,  incorrect  .818 

I   Tapping  a  cupola  •40 

Taps,  screw  .  .192 

Taylor's  machine  vice  .  .182 

Taylor- White  steel  process  .  .  976 
Teeth  of  wheels    .  .510- 

— ,  approach  and  re- 


nature  of 366 


cess 763 

,  backlash  in  .514 

,  clearance  of         .514 
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Teeth  of  wheels,  cutting 

^  helical 

involute 


,  mortice 

,  names  of  parts  of 


PAGE 

821 

518 

518 
514 


— I  normal  at  contact  926 


,  pressure  on . 
,  proportions  of 
,  radial . 
-,  strength  of  . 


-,  bevel,  cutting  of 


514 
510 
514 
753 

584 
589 


Telo-dynamic  transmission  of  power  539 
Temperature         .         .         .         .     " 

,  absolute  zero  of    . 

and  volume,  relative,,  of 

ice,  water,  and  steam         .         .  595 

entropy        .        .        .886 

,  influence  on  strength     .  838 

,  influence  of  strength       1074 

pressure  and  volume,  re- 
lative, of  saturated  steam  .         .  596 

pressure  and  volume,  curve 

of  ditto 598 

Temp>ering  a  chisel  or  drill    .         .126 

a  screw  tap    .         .         .   127 

colours  .         .         .      83,  125 

steel      .  .      83,  125 

Temper  of  steel    ....  793 


Templates  and  ji^ 
Tensile  stress  action 


-  caused  by  centrif.  force  400 


stresses,  nature  of 

Tension  and  bending  combined 

elements  . 

,  coefficients  of  fric 


tion  in      .         .         . 

in  belts,  centrifugal 

of  belts     . 


527 


Test  diagrams,  automalic 

for  iron  or  steel     . 

requirements  by  Admiralty 

specimens     . 

Testing  for  hardness 

machine,  cement 

,  drop    . 

,  Emery 

,  Kennedy's   . 

,  lubricant 

,  shackles  for 

,     Thurston's 


tor 


-,  Werder 

-,  Wicksteed's  372, 

-, ;  fulcra  of. 


machines 
,  notes  on 


274 

395 


366 

489 

528 

,867 

384. 

83 

388 

837 
834 
370 
834 
376 
372 
563 
3?8 

378 

370 
1065 

375 

369 

1072 


PAGE 

Testing  rails  .         .834 

Theorem,  Culmann*s     .  .  446 

Theoretical  indicator  diagram,  cal- 
culation of  work  and  horse  power 

from 625,  772 

Theories,  bending  .         .         .  437 

Theory  of  beams   ....  427 

of  compounding  .         ,  614 

of  heat ;  caloric  or  material. 


dynamical 
'-  of  machines 


480 
966 


Thermal  efficiencies 

efficiency  of  steam  engine 

769*  8»i; 

unit,  Briush  .  .  479,  585 

Thermit  welding  .  1055 

Thermodynamics,  first  law  of        .  600 

,  second  law  of         .         .  612 

Thermometer,  platinum  1126 

scales,  conversion  c>f  585 

Thermometers  .  .  .  .584 
Thick  cylinders  .  .  399,  757,  841 
Thomson's  turbine,  construction  of  726 

,  efficiency  of  .  726 

Thomycroft  boiler  .         .         .  %i2 

Thread  bottom,  diameter  and  sec- 
tional area  of  bolt  at  .         .         .  402 
Threads,  Whitworth      .         .         .  192 
Three  cylinder  engine.Brotherhood's  631 

pin  bridge     .  1095 

states  of  matter     .         .        .591 

Throttling2;^xi»jvariab!eexpansion  650 
Throw  of  eccentric  .  .  .  637 
Thrust-beaiing  .  .  .  506, 6SS 
Thurston's  torsional  testing  machine  378 
Tie  bar  .....  412 

Tilt  hammer  .         .         .        .78 

Time  and  distance  bases  (veloc)   .  491 

effect  on  stress-strain      .        .  756 

Tin,  zinc,  &c 84 

Toggle  joint,  velocity  curve  of;  and 

application  of    .  .        .  49S 

Tongs,  forging  a  pair  of  .  -  iij 
Tool  box  for  planing  machine       .  170 

holders  for  lathe    .         .        .157 

Tooling  circular  arcs  .        .  819 

Tools,  boiler-maker*s     .         .        .283 

,  boiler-smith's        .         .        .284 

,  cutting        ....  976 

,  erector's       .         .         .        .  202 

,  fitter's 186 

,  lathe    ....   156^  750 

— — ,  machine  .  .  .  .117 
Tools,  machine ;  advants^  of       .  "^ 

,  marking  off .        .         .        .  1S3 

,  moulder's     1         .        ,        .40 
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45 

171 
286 

813 

93 
518 

5»2 

Topography  of  indicator  diagram  .  618 
Torsion  and  bending  combined  461,  859 
-  and  compression  combined  463 


Tools,  pattern-maker's  . 

,  planing  machine  . 

,  plater's 

,  reversible  planing 

,  smith's 

Tooth;  flank,  addendum,  &c. 


,of. 


■  gearing,  safe  velocity  of 
,  rolling  a  . 


-,  angle  of  . 


Torsional  stress  action  . 

testing  machine 

Total  efficiency  of  engine 

head  of  water 

heat  of  steam 

Toughening  cast  iron    . 
Tower  high-speed  engine 
Traction,  electric 
Tractive  force  of  locomotive  . 
Tractrix        .         .         .         . 
Train  of  gearing   . 
Trains,  epicyclic  . 

,  reverted  . 

Trammels 


,  elliptic 


Transfer  of  heat 
Transformation  of  energy 
Transformers 
Transmission  dynamometer  . 

of  power    . 

advantages. 


&c 


424 
417 
378 
770 
7U 
597 
3 
633 
961 
693 
867 
481 
521 

763 
581 

477 

1116 

576 

473 

577 


of  various  methods  of. 

of  power  by  belting,  526, 579 

by  compressed 


air 545,  580 

of   power    by   cotton 

ropes         ....   534,  579 

of  power 

by  electricity  549,  580 
of  power  by  electricity 

direct  or  by  storage   .  -551 
of  power  by  electricity, 

efficiency  of      .        .        .        .551 
of  power  by  electricity, 

examples  of      .        .  -554 

of  power 

by  hydraulics,  549,  580 

of  power 

by  wire  ropes,  539,  541,  579 

,  telo<lynamic  .   539 

Transmitters  of  power  .  .  .  479 
Transverse  elasticity,  modulus  of  .  363 
Travelling  crane  driven  by  cotton 

rope  gearing      ....  53^ 


Travelling  crane  driven  by  square 

shafting 509 

crane   driven    by    wire 


rope  geanng 
Treble  geared  lathe 

riveted  butt  joint 


157: 


543 
159 

411 
556 
936 
944 
947 
940 
464 

657 
658 
685 

621 
630 
470 
465 
326 
324 
773 
351 
828 

347 
460 

588 
1148 

Tubulous  or  water-tube  boilers  337,  356 
Tumbler  bearing  ....  509 
Tungsten  steel  ....  799 
Turbine,  Fourneyron     .         .         .   723 

,  Girard      ....   724 

,  Jonval      .         .  .724 

,  reaction  wheel .        .         .  723 

,  steam       .         .  1 1 68 

, ,  Parsons' .         .   894,  966 

,  Thomson's       .  .726 

Turbines 723 

,  classification  of  .  727 

,  comparative  efficiency   of 

different    .  .         .         .726 

,  fundamental  equation  for  .   728 

-,  path  of  water  in 


Trials,  brake 

of  boilers      .         . 

of  gas  engines 

of  oil  engmes 

of  steam  engines  , 

Triangle  of  forces. 
Trip  gear,  Corliss 

,  Proell 

Triple  expansion  marine  engine 
Triple  stage  expansion,  advantages 

of 

Trunk  engine,  Penn's   . 
Truss,  roof ;  with  five  cells  . 

,  simple  roof;  stresses  in  a 

Tube  header  and  cutter 

expander 

ignition  in  gas  engine    .    700, 

Tubes,  boiler  stay 

,  Field  .... 

,  furnace 

, '  ;•   Fairbairn's,    and 

Board  of  Trade  rules  for    . 

,  Galloway    . 

,  Marriotte's  . 

serve 


Turning  balls 

eccentric  sheave 

governor  balls    . 

pairs  . 


726 
820 
751 
753 
485 
Turret  lathe,  automatic  1040 

Turret-head  lathe  .        .        .  200,  978 

• ,  vertical  .814 

Twin  mills 176 

Tv,^t  drill 166 
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Twist  drill,  form  of  cutting  edge  of  197 

grinder        .        .        .197 

Typical  foundry  irons    .        .        .  789 

UNDERSHOT  water  wheel    .  721 
Uniform  forces,  work  done  by  366 
"  -  •    '  '  452 

153 

1020 
300 
504 
179 

1018 

496,  577 


Uniform  strength,  beams  of 
Universal  chuck    . 

head  milling  machine 

flanging  press 

joint,  Hooke's  or 

milling  machine 

radial  drill     . 

Use  of  link  work     . 

ofmachine  tools  on  locomotive 

boilers        .        .        .        .     ^    .  318 
of  machine  tools  on  marme 

boilers        .         .      ^ .  319 

of  machine  tools  on  ships       .  320 

of  shafting     .        .        .501,578 

Uses  of  drilling  machine        .        .  303 
of  friction       ....  569 

VACUUM  gauge      .         .         .'694 
Value  of  ^ood  and  bad  con- 
ductors, relative  .         .         .  583 
Valve,  back-cut-off        .         .        .  652 

, ;   double  ported  654 

,  Corliss      ....  656 

,  Cornish  double  beat  .  636 

diagram,  Zeuner's      .         .  660 

,  fundamental  661 

diagrams,  Zeuner's ;    pro- 
blems in 663 

gear,  Corliss      .         .         .  657 

for  high -duty   Wor- 

thington  engine  .         .         .  732 

gear  for  oscillating  engine  .  644 

for  Worthington pump  731 

,  Hackworlh's    .        .  643 

,  Joy's         .         .         .642 

,  Marshall's        .         .  .643 

,Proell       .         .         .658 

,  radial ;  reversing  by  642 

,  Walschaert's     .         .  643 

,  grel 735 

,  gridiron    .         .         .         .  654 


guide  bracket,  machining  .  228 

,  Meyer  expansion       .         ,  652 

, , double  ported  654 

,  reducing   ....  904 

,  reversing,     for     hydraulic 

engine 74^ 

rwl ;  machining  .         .  226 

setting        ....  2^3 

,  slide,  see  Slide  valve. 


Valves,  relief 
-,  safety 


693.  763 


Vane,  best  form  of  water  wheel 
Vaporiser  for  Priestman  oil  engine 
Vapours,  isothermals  of,  steam  and 
other  ..... 

Variable  expansion 

by  automatic  cut 


oflF 


expansion  by  linking  up 
-  gear,  Meyer 


719 
1^ 

6o» 
650^ 

657 
65r 
652 


•  virsus  throttling  650 


•  forces,  work  done  by 


Vector,  radius 
Velocity 

accelerated 


•  and  energy  curves 


,  angular,  comparison  of 

curves       .        .         .  490, 

energ}',  head  pressure  and 

of  water  through  orifices    . 

problems  . 

ratio         .        .         .         . 

ratio  of  crank  and  connect' 

ing  rod 

ratio  in  Hooke's  joint 

ratios  in  kinematics    . 

■  of  toothed  gearing,  safe 


366 
•  490 
-  473 
.  473 
.  860 
.  S63 
1099 

7" 

712 
1096 

954 


Velocities  in  linkwork,  relative 
principle  of  virtual 


.  49^ 
.  866 
.489 
.51^ 
.  492 
.  481 
.      6 


Vent  holes  for  moulds 

Ventilated  buckets  for  water  wheels  720 


Venting  foundry  floors 
Vfertiau  boilers     . 

milling  machine 

spindle  grinding  machine 

Vice,  instantaneous  grip 

,  leg       . 

,  machine,  Taylor's 

,  parallel 

Virtual  centre 

slope. 

stress  area . 

velocities,  principle  of 


1037 

,  i8r 
.  186 
.  182 
.187 

.  49<> 
.  7ifr 
•43^^ 
.  481 
.562 
loss 


Viscosity  of  oils 

Voltex  system,  electric  welding 

Volume,  constant ;  specific  heat  at  603 

,  relative,  of  steam  and  water  593 

, ,  of  ice,  water,  and 

steam ;  temperature  and     .        .  S9S 
,  relative  temperature  pres- 
sure and  ;  of  steam    .        .       .  59^ 
,  relative ;  temperature,  &c. 


curves  of 59^ 

^,  specific,  of  saturated  steam  766 

,  definition  of  specific         •  S9* 

Volumetric  elasticity,  modulus  of  .  365 
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WAGON  brake  .  .  .498 
Wall  box  and  wall  bracket  504 
Walschaert's  valve  gear  .  .  643 
Warping  and  shrinking  of  castings    69 

of  wood     .  .        "43 

Warren  girder,  stresses  in  .  466,  467 
Waste  of  fuel  .  ...  698 
W^ater  and  steam,  mixtures  of        .  598 

,  relative  volumes 

and  temperatures  of  ice      .        .  595 

core,  CI.  cylinders   .        .  760 

,  density  of  1006 

— discharge  from  orifices       -711 


efficients  of 
■  energy, 


Froude's    experi- 


ments on 

-finishing  tool 

,  latent  heat  of 

pyrometer;  Wilson's  and 

Siemens'    . 

softening  . 

,  total  head  of 

tube  boiler 

boilers 


for 


•  wheel,  breast 

.  ,  overshot 

.  Pclton 

.  sluice  governor 

.  ,  undershot 

.  vane,  best  form  of    . 

.  ,   ventilated    buckets 

-,  weight  and  impulse 


712 

711 
808 
591 

1006 
710 

993 
828 
727 
720 
722 
720 
721 
719 

720 


•  machine 
,  Thermit 

-  versus  solid  forging    . 
-,  Voltex  electric  system 


Werder  testing  machine 

high-speed  engine 

Westinghouse  gas  engine 
shaft  governor 


PAGE 

.         .569 
^       ,  .        .  203 

Wet  saturated  steam      .    593^  594»  7^6 
Wheel  and  axle     .        .  .481 

-,.  compound  . 


Weston's  clutch    . 
pulley  block 


moulding,  bevel 

by  machine 


1061 
499 


machines   .  .        •        •  720 
with  curved  or  radial 

vanes,  pressure  of  water  jet  on  .  719 
Water-tube  boiler,  Forster's  . 

or  tubulous  boilers 

Watt  governor,  simple  or 

W^att's  parallel  motion  . 

Weak  indicator  spring,  effect  on 

diagram 618 

Weight  machines  (water  wheel)  .  720 
W^eighted  or  Porter  governor  .  648 
Welding  by  fire     .        .        -   102,  748 

by  electricity     .        .  754>  827 

,  Benardos'  process  327 

-,  Thomson's  process  327 


917 

1055 
.  115 

1055 
.  370 
.633 

1 161 
.655 


483 
34 
31 

510 

\Z 
178 
521 

523 
986 

514 


teeth 

,  bevel  . 

,  cutting 

,  spur ;  mill  for 

trains,  epicyclic    . 

,  reverted 

Wheels,  bevel :  cutting. 

,  internal  or  annular 

,  mitre   .....  520 

■-  of  lathe,  change    .        .        •147 

,  sun  and  planet     .        .        .  523 

Wheel-vanes,  turbine  .  .        .  724*  726 

,  water  ....  719 

Whirlpool  chamber  of  centrifiigal 

pump 728 

White  cast  iron  .    .        .        .        .1 

metal 85 

White's  straight-line  motion  .        .510 

transmission  dynamometer  576 

Whitehead  governor  .  1 142 

Whiton's  chuck  .  .  .  .152 
Whitworth  compressed  steel .  82,  790 
•       •   -  195 

957 

492 
192 


curve  for 

-  threads 


guide  screwing  stock 

quick-return. 

quick     return,    velocity 


Wicksteed's  testing  machine . 
Willans'  central-valve  engines 

line   .        . 

side  by  side  engine    . 

Wilson's  and  Siemens'  water  pyro 

meter         .... 
Wilson- Pilcher  car 
Wind  pressure 

on  roofe    . 

Wire  drawing,  effect  upon  indicator 

diagram  of  .  •  • 
Wire  guns  .... 
rope,      construction      and 

strength  of        .        .        . 

gearing        .        .    539: 

,  pulleys  for 

,  shackles  for 

,  stresses  in  . 

transmission,  uses  of 

Wbhler's  experiments   .        .   757 

law       .         .        .390 

Wood  for  pattern  making      . 
Woods 


892 
631 

587 
U94 

471 
953 

618 
759 

539 
579 
540 

544 
542 

840 

839 

43 

787 


4  ^l 
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Wood  used  by  engineers 

,  warping  and  shrinking  of 

Wood-turner's  lathe 

Work  and  horse  power  from  indica- 
tor diagram  .        .      * . 

done  by  uniform  and  variable 

forces 

during  evaporation 

in  deforming  a  bar 

for  lathe,  centreing 

lost  in  friction 

in  shafting    . 

of  bending    . 

of  deformation 

,  principle  of 

stored     in    hydraulic 

mutator     . 

supported  in  lathe 

Working  fits 

stress,  decision  of 

-  valve  for  hydraulic  lift 


Worm-gear  efficiency 

,  jack  with  . 

pulley  block 

gearing 

hob      . 


teeth,  cutting 


PAGB 

87 
43 
46 

625 

366 

600 

366 

•  »5i 

\  865 
1078 
1065 

.  481 


.  738 
.  150 
«77,  825 
.  393 
.  742 
1 122 
.  205 
1047 
.520 
.  823 
.  823 


Worm-wheel,  casting  &  moulding  a    10 

,  hobbing  a         .        .274 

,  making  pattern  for  .    58 

Worthington  condenter  .        .  897 

high  duty  engine        .  731 

;  valve 


gear 


Wrist  plate 
Wrought  iron 


pump 


-,  brands  of 
-,  carbon  in 
-,  casting  of 
-,  refining  and  puddling  74 


.  732 
•731 
.  65S 
lOIi 

.  76 
.  793 


YARROW  bofler 
Yield  point  . 


832 
363 


ZERO,  absolute,  of  temperature  589 
Zeuner  diagrams  applied  to 
link  motion  .        .        .  665 

Zeuner  diagrams  applied  to  Meyer 
valve  .         ...  664, 895 

expansion  curve  .  608 

valve  diagrams,  ste  Valve 

diagrams 
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